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TG/DTG thermal pyrolysis analysis is performed under nitrogen from 100 to 1000 °C at three different
heating rates for three types of most famous Egyptian mango leaves to be used as a biomass fuel.
Proximate and ultimate analysis, organic composition, metallic components as well as thermal
degradation and their characteristic properties are determined and deeply investigated to recognize the
possibility to use them as a source of renewable energy. A maximum volatile released method and three
isoconversional kinetic models were used to analyze the dependence of the activation energy (E,) on
the degree of conversion. A double parallel random pore model (DRPM), mixed volumetric random pore
model (MVRPM) and a new proposed double parallel volumetric model (DVM) were used to investigate
the kinetic parameters of the produced volatile and char. Three zones were chosen based on the
organic composition and the temperature range of each mango leaf type. The maximum rate loss and
second derivative of conversion of volatile matter (a) with temperature are used in the maximum volatile
method at peak temperature for determining the kinetic parameters. The three isoconversional kinetic
methods give almost closest values of E,, for all sub-zones and especially for a whole volatile zone of
Sukari momtaz. The estimated E,, from the isoconversional methods are more dependable than the
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1. Introduction

Due to the highly growing demand for renewable fuels, there are
a wide variety of biomass fuels either being used in pilot scale
plants for producing energy or under laboratory research. Most
of these fuels fall into one of the following two categories; plant
based biomass and animal waste biomass. The increasing
availability of biomass fuels along with the recent development
of technologies to use them more efficiently with low scale
pollutant emissions, makes biomass an increasingly promising
fuel choice. Pyrolysis is the decomposition of a compound
caused by heat. For most biomass fuels, the pyrolysis process
proceeds in two steps; fuel moisture evaporation and release of
volatile compounds such as CO, CO,, N,, C,H,, etc.

The measured parameters from TG such as mass change,
time and temperature recorded during the pyrolysis process can
be used to determine the chemical kinetic parameters such as
activation energy (E) and pre-exponential factor (4). Thermal
Gravimetric Analysis (TGA) is the most common methodology
to analyze the pyrolysis kinetics with a heating rate normally
lower than 100 °C min~ . As presented in the previous studies,
pyrolysis processes with various schemes have been suggested
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double parallel model can effectively investigate the pyrolysis kinetics of biomass materials.

to emulate TGA data to a single heating rate' or multiple heating
rates.>?

A non-isothermal TGA of oil-palm solid wastes based on the
observation of sample mass loss against time or temperature at
a specific heating rate is studied by Luangkiattikhun et al.* TGA
provides high precision, fast rate data collection, and high
repeatability under well-defined kinetic control region.® Activa-
tion energy for decompositions of hemicellulose and cellulose
in EFB and PS by considering different temperature region for
first order kinetic reaction was studied by Yang et al.® Some
proposed models suggested that the thermal behavior of the
main components and their relative contribution in the initial
biomass can present the primary decomposition rates of
biomass.” For lignocellulosic materials, their thermal degrada-
tion is contributed to hemicellulose, cellulose and lignin;
although, in a few cases, the decomposition of components is
involved more than one reaction step, especially hemicellulose
and lignin.* The temperature range of hemicellulose and
cellulose decomposition has been studied by Yang et al.® They
estimated this temperature range of decomposition to be about
220-315 °C and 315-400 °C for hemicellulose and cellulose
decomposition, respectively, with a maximum mass loss rate at
about 268 °C and 355 °C. Also, thermal decomposition of lignin
noticed to occur in a wide temperature range from 160 °C to
900 °C, and its maximum mass loss rate is not as clear as in the
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case of hemicellulose and cellulose. The pyrolysis process of the
lignocellulosic biomass can be divided into three main regions:
moisture and very light volatiles components removal (<120 °C);
degradation of hemicellulose (220-315 °C); lignin and cellulose
decomposition (315-400 °C) and lignin degradation (>450 °C).*
In a study was done by Mansaray and Ghaly,"" it was noticed that
the loss of lignin typically occurs at a slower rate over a much
wider temperature range of 180-900 °C. Also, it was stated that
the first three compounds are chemically active and decompose
thermo-chemically in the temperature range of 150-500 °C
(hemicellulose decomposes predominantly between 150 and
350 °C, cellulose decomposes between 275 and 350 °C and
lignin undergoes gradual decomposition between 250 and 500
°C). Tsamba et al.** investigated the decomposition of ligno-
cellulosic biomass components as hemicellulose, cellulose, and
lignin. According to their analysis, decomposition regions of
220-300 °C, 300-340 °C and >340 °C for hemicellulose, cellulose
and lignin, respectively.

Development of thermal conversion processes, such as
combustion, torrefaction, gasification and pyrolysis, based
on these samples, requires a good understanding of their
thermal characteristics. A good amount of work has been
done in determining these characteristics using different
biomass materials under inert (pyrolysis) condition.”* TG
method bused as a tool to determine biomass samples
proximate analysis data (moisture, ash, volatile matter and
fixed carbon contents) just by direct measure of weight
changes on each sample's TG chart.** Combustion of mango
wood is investigated by Okoroigwe.'®* TGA data can be used to
determine the chemical kinetic parameters using different
methods. Different thermal analysis methods were adopted
to study the chemical kinetics, including isothermal method
and non-isothermal methods with single and multiple heat-
ing rate. These methods upgraded beginning from non-
isothermal single heating rate direct and Coats-Redfern
integral methods'® passing by non-isothermal multiple
heating rate and model fitting approaches as Friedman,
Flynn-Wall-Ozawa (FWO) and Kissinger-Akahira-Sunose
method (KAS)"™*° reaching mathematical models that deal
with isothermal and non-isothermal conversion. These
model fitting methods are also known as isoconversional
methods that determine the activation energy independently
by solving an unknown reaction mechanism that governs the
transformation.”?>** Maximum volatile release method is
a new proposed approach that predict the chemical kinetics
based on the volatiles peak temperature.”” Other studies
employed the parallel models that considers the pyrolysis as
numerous independent parallel reactions with different
activation energies. The most common approach for these
models is the Distributed Activation Energy Model (DAEM)
which describes the activation energy distribution of the
parallel reactions by a continuous function.”® DAEM is
a model-fitting method that simulates mass loss across the
overall conversion rate.**?*

The most common and well known traditional mathematical
models that provide various formulas for fla) are the volumetric
model (VM) and the random pore model (RPM).** Most
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researchers solved these models as one stage®* while some
applied these models in the modified parallel form that takes
into consideration the overlap between the volatiles and
produced porous char. Up to date, the previous studies that
implemented these modified models for studying the kinetic
parameters focused only on both the combustion of raw mate-
rials,**** combustion of char**** and char gasification.?”**3*

In our previously published article,*® the effect of CO, and
H,0 on the reactivity and kinetic behavior of rice straw and
sawdust raw pellets oxy-steam combustion was investigated
using the three parallel models including the DVM model. In
the present study, we planned to apply these parallel models to
calculate the chemical kinetics for the pyrolysis process. This
idea came to us after doing deep literature at this point and
found that the researchers who used some of these parallel
models applied them for the combustion and gasification
processes only and no one applied these models for the pyrol-
ysis process. Up to date, very few studies implemented these
models in a modified form for determining kinetic parameters
of raw materials either for biomass or coal taking into consid-
eration the simultaneous reactions of volatiles and char
combustion and nearly no study handled these models for the
pyrolysis process. Thus, in the present study, the two parallel
reactions of volatiles and produced porous char will overlap and
occur simultaneously during the pyrolysis process.’” Also, not
only the lack in models is restricted to the type of solid materials
used (i.e. raw material) but also it extends to the application of
these models for pyrolysis of raw materials. Through these
models, the kinetic parameters of both the volatiles and char
can be investigated besides the conversion of these two
constituents could be predicted which in turn give a clear
picture for what happens during the pyrolysis process. Thus, the
new proposed double parallel volumetric model (DVM), double
parallel random pore model (DRPM) and mixed volumetric and
random pore model (MVRPM) will be applied for the pyrolysis
process.

The main purpose of the current study was to investigate the
thermal decomposition and determine the kinetic parameters
of three types of Egyptian mango leaves. The kinetic parameters
for these kinds of leaves not known and didn't carried out
before in the literatures to be used as an organic fuel or mix with
other organic fuels (Co-firing) on the basis of their thermal
decomposition behavior as a biomass fuel. In current work,
thermal decomposition behavior was studied as follow: (a)
conduct TGA on three types of famous Egyptian mango leaves
powder at different heating rates 10, 20, and 30 °C min~" in
a nitrogen atmosphere. (b) Determine the organic and mineral
compositions of these types to see their roles in the thermal
decomposition behavior of them. (c) Determine the thermal
degradation rates, initial degradation temperatures and
residual weights for each type with the comparison. (d) Deter-
mine the kinetic parameters (activation energy, pre exponential
factor and order of reaction) using maximum volatile release
method and isoconversional methods. (d) Investigate the
kinetic parameters of the volatiles and char reactions for the
biomass pyrolysis process using the parallel models DVM,
DRPM and MVRPM.
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2. Materials and methods
2.1 Mango leaves collection and sample preparation

Although mango grows best in tropical region, the areas of high
humidity, like coastal areas such as Delta Nile are also consid-
ered suitable for mango growing. Egypt produces 232 thousand
tons of mangos annually and exports moderate amounts (1500
tons) to 20 countries in the near East and Europe.*® The Ismailia
is the most one of the governorates, which cultivates mango
trees in Egypt. The soil and climate of Ismailia are especially
favorable to the cultivation of Egyptian mango. Mango season
in Egypt starts from July till November. Our mango is famous by
its fascinating flavor, smell and taste. The mango trees are
considered a long-lived type and their leaves are evergreen,
alternate, and simple. Egyptian mango leaves dimensions
ranges from 15-35 cm long, and 6-16 cm broad and leathery in
texture as shown in Fig. 1. The tender leaves of the mango tree
are considered useful in treatment, but now we try to use it as
a fuel to produce a renewable energy. Leaves of three famous
mango types in the Ismailia region (Amber, Sukari momtaz and
Barbary) are collected and dried in a shade area (i.e. lab), then it
is milled (see Fig. 1) in a milling machine and the collected
biomass sample powders were stored in airtight plastic
containers until they were needed for the TG analysis.

A sieved analysis is done for the three types and the calcu-
lated average mean particle diameter of the powdered leaves is
162.5 um. Sieving process was conducted by the ELE Sieve
Shaker (code: 80-0200/0) which is powered by an electromag-
netic drive. The unit features a triple Vertical-Lateral-Rotary
vibrating action that moves the sample over the sieve
producing faster more efficient sieving, while the rapid vertical
movements also help keep the apertures from blinding. As
standard the shaker includes, timer 0-999 minutes, adjustable
vibration intensity and adjustable intermittent or continuous
operation. The unit accepts up to ten 200 mm or up to six 300
mm, full height, diameter sieves and lid and receiver. Dimen-
sions of the shaker 380 x 440 x 1085 mm for the length, width
and height, respectively. This device is suitable for single phase

Mango fruit ’

A\

Mango leaves powder

Mango leaves

Fig.1 Mango tree, leaves and produced powder.
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Table 1 Characteristics of the three mango leave materials
Material and property Sukari momtaz ~ Amber Barbary
Proximate analysis (weight% on air dry basis)
Moisture content 7.68 9.52 8.61
Ash 10.45 9.57 9.77
Volatile matter 47.17 48.41 49.92
Fixed carbon 34.7 32.50 31.70
Ultimate analysis (weight% on air dry basis)
Carbon 40.01 40.80 41.59
Hydrogen 4.92 5.11 4.97
Oxygen 53.62 52.91 46.14
Nitrogen 1.30 1.06 7.21
Sulfur 0.15 0.12 0.09
Ash 10.45 9.57 9.77
Heating value (MJ kg™")  16.74 16.43 16.23
Fiber fraction
Hemicelluloses (%) 6.70 8.70 7.55
Celluloses (%) 19.79 19.71 19.23
Lignin (%) 11.78 11.62 12.16
Metallic elements (ppm)
Copper 8.86 6.49 11.40
Potassium 11 167.50 9603.97 6451.78
Magnesium 2875.00 2983.16 3490.85
Manganese 37.31 44.03 46.93
Calcium 15 185.00 14 022.53 17 763.74
Iron 251.37 163.98 202.95
Sodium 3295.00 3078.66 3446.21
Lead 0.05 0.00 1.01

220-240 V AC with frequency 50 Hz. The standard procedure
that followed when sieving a dry sample using the mechanical
sieving technique is the American Society for Testing and
Materials (ASTM) C 136.* These steps were repeated until the
end point criteria were met (the mass of the test sieves didn't
change by more than 5% of the previous mass on that sieve).
This was achieved during this work by observing the change in
mass in each sieve in the tested three samples. The total losses
must not exceed 2% of the mass of the original test sample
according to the standard which is achieved in the present
work. In this work, sieving analysis is repeated three times with
a fresh sample and continuing the mechanical agitation for 15,
20 and 25 minutes. It is noted that the mass retained on
a certain sieve is almost the same in the three times so the
proper sieving time is taken the smallest time (i.e. 15 minutes).

2.2 Material characteristics

Three various types of mango leaves were selected for pyrolysis
tests. Powder samples of biomass fuels were subjected to proxi-
mate, ultimate, fiber, and metallic element analysis. The proxi-
mate analysis in this study was done using LECO TGA-701
apparatus and the ultimate analysis is performed using LECO
CHNS-932 apparatus. The heating value of the biomass materials
was measured by using AC-500 bomb calorimeter. ASTM standard
methods for estimating the chemical composition were used to
measure the proximate and ultimate composition of the biomass
materials. ASTM D3173," ASTM D3174," ASTM D3175,” ASTM

This journal is © The Royal Society of Chemistry 2020
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D3178, ASTM D3178,* ASTM D3179,* ASTM D3177 (ref. 45) and
ASTM D5865 (ref. 46) methods were followed to measure the
moisture, ash, volatiles, carbon. Hydrogen, nitrogen, sulfur and
heating value of the materials, respectively. The measurements
were performed in triplicate and repeated three times to ensure the
repeatability. Proximate and ultimate together with calorific values
of the fuels are briefly summarized in Table 1. One can see that the
carbon and hydrogen percentage almost the same as other agri-
cultural residues as cotton stalks, sugarcane bagasse, wheat straw,
rice straw, etc."” Like other biomass, mango leaves are highly
oxygenated (>50% of the matter is oxygen except Barbary leaves).
Sulfur content is less than many biomass materials. Ash is high as
compared with some other biomass materials such as bagasse,
cotton stalk, wheat straw, etc., which means that the investigated
material contain high silica judging by our higher percentage ash
content.>»* This contributes to some extent in deposition of ash
problems such as slagging and fouling. One of the constituents
makes a remarkable notice, the nitrogen percentage in Barbary leaf
type. The amount of fuel lost during the pyrolysis stage of
combustion decreases with decreasing hydrogen to carbon ratio
(0.12, 0.125, and 0.12 respectively) and, to a lesser extent,
increasing with increasing oxygen to carbon ratio (1.34, 1.3, and
1.1 respectively). Also, these leaves contain almost 4% fat, 78.2%
protein and 16.5% carbohydrates. The higher heating values of
these materials are quite reasonable like other biomass and can be
used as a source of renewable energy.

The structural main components of any biomass contain
cellulose, hemicelluloses, lignin, and many other compounds
such as lipids, proteins, simple sugars, starches, water, HC, ash,
etc. Their concentrations change based on the type of material
and its tissue, growth stages as well as environmental condi-
tions. The structural composition of the three mango leaf types
was estimated by the automated fiber analyzer. This method
determines Neutral Detergent Fiber, which is the residue
remaining after digesting in a detergent solution. The fiber
residues are predominantly hemicellulose, cellulose, and lignin
as illustrated in Table 1. The three types of mango leaves
contain the three components, but the cellulose is the domi-
nant. Because of the skeletal structure of the mango leaves are
so weak, so their cellulose constituents do not exceed 20% of the
cell wall material. The lignin is considered highly branched in
the walls of the cell and usually binds to adjacent cellulose
fibers to form a lignocellulosic complex structure. The lignin
percentages in leaves are higher than the hemicellulose content
and exceed 10%.

Since the metallic elements distribution in the biomass fuels
has a remarkable effect on pyrolysis temperature and compo-
sition of the pyrolysis process products such as char, tar, and
gas, it is very important to determine their concentrations in
them. The inherent metallic matter is more intimately distrib-
uted throughout the fuel. Biomass materials includes deriva-
tives of some of the alkali and alkaline earth metals such as
potassium (K), sodium (Na), sulfur (S), chlorine (Cl), calcium
(Ca), magnesium (Mg), iron (Fe) and others are participate in
chemical reactions leading to ash fouling and slagging. The
principal mechanisms describing these phenomena in biomass
combustors are now reasonably well understood as presented in
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previous studies.>”** The metallic elements of the materials
were measured by the flame photometer based on the
measurement of the emitted light intensity when a metal is
introduced into the flame. The wavelength of the color gives
information about the element and the color of the flame gives
information about the amount of the element present in the
sample. The metallic elements of the three mango leaf types are
given in Table 1. Potassium and calcium are the main source of
alkali in the three mango leave types, which play an important
role in the reaction with silica and sulfur to produce alkali
silicate and alkali sulfates that leads to a potentially severe ash
deposition problem in combustors. Calcium in biomass reacts
with sulfur to form sulfates in way to some extent similar to
potassium, which also lead to more severe ash deposition
problems than potassium due to its high percentage in the
material. Sodium and magnesium come after potassium and
calcium in this analysis and also they have a role in ash depo-
sition problems. Chlorine is a major factor in ash formation.
Sodium concentration is high and causes the problem of ash
deposition such sodium sulfate, and sodium chlorine. Chlorine
concentration often dictates the amount of alkali vaporized
during combustion, as strongly as does the alkali concentra-
tion. Iron decrease in concentration, but calcium and magne-
sium increase in concentration. This is consistent with an
occasional principal for increasing ash levels during the
combustion.

2.3 Thermal gravimetric analysis (TGA)

The most common technique used to investigate the thermal
behaviour and kinetics of fuels is TGA.*® TGA on three types of
famous Egyptian mango leaves powder has been conducted at
different heating rates 10, 20, and 30 °C min~' in a nitrogen
atmosphere. The experiments were done in a Shimadzu DTG-
60H differential thermal gravimetric analyzer with tempera-
ture range (ambient to 1000 °C), £500 mg measurable range
(TG), £1000 uV measurable range (DTA), 0.1 pg weight read-
ability, sample quantity (1 g max. in gross weight) and an inert
gas atmosphere is used in this study. Nitrogen flow rate to the
thermo-gravimetric analyzer was set at 20 ml min~". Nearly
9.448, 13.155 and 8.391 mg, 13.325, 9.883 and 8.955 mg and
13.439, 13.325 and 6.29 mg of Sukari momtaz, Amber and
Barbary, respectively were used for conducting the TGA experi-
ments at heating rates of 10, 20 and 30 °C min~". To make sure
the reproducibility and accuracy of analysis, each experiment
has been repeated three times and the mean value of the
recorded data was used for the current analysis.

2.4 Chemical kinetic models
The basic first order kinetics model of pyrolysis can be given by

dm,

= ko e E/RTd; (1)

v

For a single reaction model, different methods are used for
the kinetic parameters determination. The following methods
are used in this study as follows:

RSC Adv, 2020, 10, 18160-18179 | 18163
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2.4.1 Maximum volatile release rate method. As volatiles

dt
begins to decrease, although the temperature still increasing,

. dm
mass decreases, the volatile release rate (—V slows and

creating maximum volatile release rate (dé’?) at T = Trax-
max

Introducing the effect of heat rate (8) and the reaction order,
eqn (1) can be rewritten as:*>

dm_ ko

ar = g et @)

The peaks temperatures can be determining by differentia-
tion of eqn (2) with respect to 7, and equating the result to zero

2
((zﬁv = 0) yields:

B dm, _om” E 3)
dT max B n RTmax2

The activation energy values for reaction order different form
1 can be obtained from eqn (3), at peak temperatures and then,
ko can be calculated from eqn (2), at maximum conditions as:

ko (_E_\ emr
] RT o (4)

If we consider the degree of conversion of volatile matters
(@), is defined as

= VT here da _ da dr and
a_mvi_mvf7 dT_ dr dT’
da 71dm\,
ar ~ lm=ma) g ®)

So, eqn (1), (3) and (4) can be normalized in ().

2.4.2 Isoconversional methods. It is known that the pyrol-
ysis decomposition processes of the three constituents cellu-
lose, hemicellulose and lignin are complex and many of their
decomposition occur through parallel or competitive reactions.
Thus, the multistep kinetic models which assume several
parallel reactions were considered to be the most suitable
models for understanding these reaction mechanisms.*
Nevertheless, in spite of the recommendation of these models
by some researchers, the first order kinetics is preferable
because multistep model involves a higher number of fitting
parameters which might leads to overfitting of data.”
Furthermore, the multistep model assumes the formation of
intermediates which are difficult to be quantified. The iso-
conversional approaches are a popular model-fitting techniques
that estimate kinetics parameters using optimization algorithm
with a known mechanism.*® Also, the three-parallel-reaction
model (TPR) is suggested to be the most suitable approach to
be applied to the pyrolysis kinetics of biomass as it considers

18164 | RSC Adv,, 2020, 10, 18160-18179
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the reaction of three main pseudo components of biomass
independently.>*

Rearranging eqn (1), based on the degree of conversion («)
and integrating gives the following g(«) function:

. koE Jm e - koE

gla) = 3R] X = ﬂfRP(X) (6)

X

Eqn (6) has no analytical solution, so different approxima-
tion methods for the right side of this equation are proposed to
solve it. Ozawa, Flynn and Wall (OFW) method* offered an
equation based on Doyle approximation of p(x)* as follows:

in(5), = n 2 S
gl a,i

where (7) indicates different heating rates. E, is estimated from
the slope of the linear plot of In §; against 1/T, ;. Finding the
slope for different () reveals the dependency of (E,) on (a).
Kissinger, Akahira and Sunose (KAS)" also presented another
approximation as follows:

5[ Eot 1
In (Taf) =const. — — (Tw') (8)

i 1
Plot of In <T5z2> versus (T—) for each («) gives a straight

a,l a,i

) —5.330 — 7)

Eq o
line with slope of (75) . More accurate approximation of p(x)

was suggested by Starink®” as follows:
B E, 1
In (T“’z) = const. — 1.008 (?) (TM 9)

Since there are many data points, it is recommended to do
kinetic analysis with a step (Aa) < 0.05 as stated by Okoroigwe.*®
In this study, A« is chosen to be 0.03 to perform analysis. A
curve fitting is used to get « at T for all heating rates and for the
different zones.

2.4.3 Parallel models. The overall reaction rate of a solid-
gas reaction can be expressed as:

da

T k(Pg, T)f (a) (10)

The apparent reaction rate (k) can be expressed based on the
temperature according to the Arrhenius equation as follow:

k = ko eRT (11)

Due to the simultaneous volatile and char decomposition,
two distinct conversion fractions (a,o;) and (a.p,) will be resulted
for both volatile and char, respectively. As a result of that, each
stage will have its own kinetic parameters as activation energy
(Evor and E.,) and frequency factor (koyo1 and kocn). The
conversion of the overall reaction can be expressed by the
following relation:

This journal is © The Royal Society of Chemistry 2020
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O = Cyollyol + CchOch (12)
where, ¢y t ccp = 1.

The (k) value§E for the two models (kyy and kgpm) are
expressed as ko erT with different values of (k,) and (E) for each
model. For non-isothermal TGA, the biomass material is heated
at a constant heat rate (8) and the instantaneous temperature
(T) is related to the time (¢) and the temperature at which
heating is started (7,) according to the following relation:

T=T,+ Bt (13)

The conversion rate expression for non-isothermal condi-
tion for VM and RPM models can be formulated to express the
new parallel and mixed models according to eqn (14)-(16). For
double parallel volumetric model (DVM), the two stages of
volatile and char conversion are expressed by the volumetric
model as shown in eqn (14). In the double parallel random
pore model (DRPM), the two stages of pyrolysis are expressed
by the RPM model as figured in eqn (15). For the mixed volu-
metric random pore model (MVRPM), the volatile part is
expressed by the VM model, while the char part is expressed by
RPM model as illustrated in eqn (16).

q 5 Ey

a(;.)l‘VM = Cyolkovol € RT](I - avol) + cchkO,ch € RT] (1 - aCh) (14)
d —Eval
m = Cvo]kO,vol € RTI(I - avol) 1 - ‘// 111(1 B Oéml)

dz (15)

—E,
ok P o) TV = )
d —Eyq
M - Cvolk(lvo] € RT' (1 - aVO])
dr (16)

—E,
+ cankoen € R (1 — an) /T — ¥ In(1 — agp)

The conversion of overall reaction based on the two tradi-
tional models and three modified models was obtained by
integrating eqn (14)-(16) as follow:**

T—-Ty =Ea
apym = Cvol<1 — exp( —ko ol 3 0 e RT1>)

(17)
T—T, —Ea
+ Cen (1 - EXp( —koch eRT >)
’ g
_ “Ey
XDRPM = Cvol <1 - eXp(( — ko yol d 3 Ty € RTI)
ol T—-Ty =£w
X <1+k0‘v41w 5 OeRT1>))
_ “E,
+ cc<l - exp(( —kocn r-T eR_Th)
B
—_ 7Ec
x (1+ k—O’j vI-—T ﬁTO eRTh)>) (18)
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_ —E,
—I—cc(l —exp (< —ko. e r-1, eRTI>
B
_ —E.h
<1+ B SEE)))

To estimate the kinetic parameters, the nonlinear least-
square fitting method was employed using Excel program by
varying all fitting parameters. Constrained generalized reduced
gradient (GRG) non-linear solver method was applied to esti-
mate these parameters by considering them as unknowns.
Constrains on the range of values were set for the different
unknown parameters. Based on the proposed equations for
solutions, the estimated values of conversion (¢meder) for the
three parallel models were fitted with the experimental
conversion values (oeyp) that obtained from the TGA data to
estimate the values of (ko) and (E) for traditional models and the
values of (¢), (k,) and (E) for both stages in parallel and mixed
models.”” The best fit solution could be reached when the
residual sum of squares (RSS) is minimized (see eqn (20)).*

OMVRPM = Cvol (1 - exp( — Kool

(19)

N

RSS = Z [aexp,i - amodel,i]z

i=1

(20)

where, aep,; is the experimental fractional conversion corre-
sponding to the temperature T; and amodel,; iS the conversion
value calculated from the model at temperature 7.

The best way to obtain the structural parameter (y) is to fit

. . t .
the equation that relates the reduced time (t_) and fractional
0.9

conversion («) by regression considering this parameter as
unknown.*® Nonlinear least-square method was used to obtain
the value of (y) by fitting the («.y) against time with the
experimental conversion (a.xp) against time at a minimum value
of residual sum of squares (RSS). The time that corresponding
to 90% conversion of the biomass material is used as the upper
limit to eliminate the uncertainty of conversion that occurs near
the end of the reaction.>

1 T—ymn(l—a) — 1

e 1_vIn(l_09) — 1 (1)
RSS = i [aexp‘i - acal}z (22)

i=1

where, ¢ is the time corresponding to conversion (min) and ¢,
is the time for 90% conversion of the reacted substances (min),
exp,i is the experimental fractional conversion corresponding to
the temperature (T;), a.q is the conversion value calculated from
the regression equation.

To obtain reliable and accurate kinetic parameters and
validate the applied models, both the isoconversional methods
and parallel models were solved at three heating rates for each
biomass material.
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Fig. 2 TG/DTG curves of the three mango leaves at different heating
rates.

3. Results and discussions

3.1 Thermal degradation characteristics

Fig. 2 shows the TG/DTG profiles of the three mango types of
heating rates of 10, 20 and 30 °C min ™", respectively. The
thermal degradation of the three fiber components; hemi-
cellulose, cellulose, and lignin can be explained based on the
mass loss rate and the peak temperatures in each stage as given
in Fig. 2 as an example and Table 4.

As shown in this figure, the rate of mass loss of moisture and
so simple volatiles components is slow and ends almost at
temperatures ranged between 160 and 207 °C. Then, the devo-
latilization process starts and almost ends in the temperature
ranged between 700 °C to 750 °C. This figure also shows that all
types of mango leaves have five peaks. The first peak lies in the
moisture and simple volatile matters region (<200 °C), and this
peak exists due to the light volatiles contained in this region.
Two peaks exist in the decomposition of the hemicellulosic and
cellulose regions (200 °C to 355 °C) and other two peaks in the
cellulose-lignin region (355 °C to 750 °C). Tables 2-4 give the
most characteristic properties of the three mango leaves taken

18166 | RSC Adv, 2020, 10, 18160-18179

Table 2 Analysis of moisture zone and its peak at all types of mango leaves at different heat rates
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Material 8 (°C min™") Tostset (°C) TG (%) m (mg) M (%) Ash (%) VMg (%) FCrg (%)
Sukari momtaz 10 718 28 9.448 7.68 10.45 64.32 17.55

20 750 27 13.155 7.68 10.45 65.32 16.55

30 760 26 8.391 7.68 10.45 66.32 15.55
Amber 10 700 26 13.325 9.52 9.57 64.48 16.43

20 710 26.5 9.883 9.52 9.57 63.98 16.93

30 715 26.8 8.955 9.52 9.57 63.68 17.28
Barbary 10 700 30 13.439 8.61 9.77 61.39 20.23

20 730 30 13.325 8.61 9.77 61.39 20.23

30 740 29.2 6.29 8.61 9.77 62.19 19.43

Table 4 Pyrolysis characteristic parameters summary at hemicellulose and lignocellulose peaks for the three mango leaves at different heating

rates
Sukari momtaz Amber Barbary
g (°C min’l) 10 20 30 10 20 30 10 20 30
Hemicellulose and cellulose peaks
Tonset (°C) 160 170 180 160 170 180 160 170 180
Tottset (°C) 718 750 760 700 710 715 700 730 740
Hemicellulose (first peak)
am . —0.188 —0.640 —0.670 —0.248 —0.426 —0.839 —0.257 —0.571 —0.598
e (mg min™)
sh
tsh (min) 13.80 8.10 4.73 17.60 9.13 3.95 19.66 7.88 3.95
Ten (°C) 258 286 287 255 290 291 260 277 285
% Myoss (%) 10.47 17.45 14.54 11.11 17.57 13.32 13.27 14.32 10.33
Hemicellulose (second peak)
dm .1 -0.317 —0.889 —0.790 —0.470 —0.613 —0.909 —0.407 —0.692 —0.613
e (mg min™)
sh
tsh (Min) 22.80 11.30 7.40 28.11 12.80 6.17 28.48 11.85 6.26
Tsn (°C) 326 341 355 335 348 356 331 340 352
% Myoss (%) 32.89 36.04 37.31 37.68 37.43 36.01 34.62 33.45 32.85
Lignocellulose (first peak)
dm R —0.091 —0.213 —0.195 —0.128 —0.161 —0.189 —0.127 —0.218 —0.157
@ (mg min™)
peak
Ipealk (min) 42.85 21.00 13.90 47.00 22.35 12.40 47.83 21.86 12.60
Theak (°CQ) 480 495 511 483 497 505 478 490 503
% Myss (%) 58.67 60.33 62.25 61.87 61.56 61.21 55.83 55.73 56.96
Lignocellulose (second peak)
dm . —0.060 —0.139 —0.106 —0.074 —0.096 —0.110 —0.083 —0.136 —0.104
& (mg min™)
peak
tpeak (min) 64.65 33.00 22.00 68.33 33.40 20.05 71.73 34.41 20.85
Tpear (°C) 654 680 690 650 668 677 662 683 686
% Mypss (%) 67.10 68.28 69.91 68.92 68.89 68.75 65.15 65.01 65.95

from the TG/DTG profiles. These properties are important for
calculating the kinetic parameters of each type. As we can see
that, the shape of the profiles is resembling for the various
heating rates and for each type, except for the values of the
characteristic properties of each. The detailed of each stage
(region) will be explained in the following sections.

3.1.1 Moisture and light volatiles stage. Investigating the
TG profiles of the three types of mango leaves as shown in Fig. 2,

This journal is © The Royal Society of Chemistry 2020

the mass loss due to evolving water and light volatiles
percentage during this stage is 7.7%, 8.6%, and 9.5%, for
Sukari, Barbary and Amber, respectively regardless the heating
rate () value. For 8 = 10 °C min ', the mass loss rate for Sukari
< Amber < Barbary, while the peak temperature for Sukari >
Barbary > Amber. As § increases, peak temperature increases for
the same type of mango leaves and also, for all types. As shown
in Table 4, for 8 = 30 °C min~ ' peak temperature ranged

RSC Adv, 2020, 10, 18160-18179 | 18167
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Fig. 3 da/dT vs. T for sub-zones of volatile regions of Sukari momtaz at different heating rates with most important characteristic parameters.

between 105 °C to 120 °C which means that moisture and light
volatile components are released and this matches with the
results that obtained by Matala et al.*® Also, Amber leaves needs
more energy for moisture and light volatile evaporation than the
other types at high heating rates. The rate of mass fraction loss
showed a lateral shift in results as heating rate is increased from
10 to 30 °C min~". It can be seen that the rate of mass fraction
loss at peak increases as § increased from 10 to 20 °C min ",
then, it decreases as @ increased from 20 to 30 °C min~*, except
for the Amber type. However, peak temperature increases as
B increases.

3.1.2 Devolatilization stage. Devolatilization stage is the
dominant and the most important region because the most
materials weight loss has occurred during this stage as shown in
Fig. 2. The percentage of volatile matter in the materials and so
the fixed carbon can be calculated by difference since both
percentages of moisture and ash are measured as shown in
Table 1 before. The percentages of volatiles and fixed carbon at
various g are given in Table 3. This table shows that the heating
rate almost does not effect on the values of volatile matter
percentage (VMrg) and fixed carbon (FCrg). It can be noticed

18168 | RSC Adv, 2020, 10, 18160-18179

that the average values of volatile matter are 65.32%, 64.10%,
61.66% for Sukari, Amber, and Barbary, respectively, and the
fixed carbon are 16.55%, 16.88%, 19.96% for Sukari, Amber,
and Barbary, respectively. It can be seen that Sukari leaves have
higher content of volatiles and the Amber leaves have the higher
percentage of fixed carbon.

The mass loss rate (DTG profiles) gives an indication of
reactivity of the materials as shown in Table 4. So for each type,
the rate of mass loss (rate of releasing the volatile matters)
increases and the time reaching the first peak in the hemi-
cellulose decomposition decreases as § increases. This means
that the material becomes more reactive as the heating rate
increases.

As stated by Okoroigwe," the reactivity is directly propor-
tional to the maximum weight loss rate (dm/dt),.x and inversely
proportional to its corresponding peak temperature (Tpeax). In
current work, (dm/dt), and (dm/dt)peac were used to evaluate
the reactivity of the hemicellulose and lignocellulose zones,
respectively.

According to data presented in Table 4, it is clear that reac-
tivity of all materials at hemicellulosic zone increases with

This journal is © The Royal Society of Chemistry 2020
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Table 5 Characteristics parameters of the three suggested zones for the three materials

B da o1 da o da % Myoss at
Zone (DC minil) mj (mg) (H> max ( ¢ ) T (ﬁ> max ( C) mat <ﬁ) max (mg) peaks (O/D)
Sukari Hemicellulose 10 8.68 0.0077 326 5.815 33.01
momtaz Cellulose 8.68 0.0075 479 3.595 58.58
Lignin 8.68 0.0087 654 2.856 67.10
Hemicellulose 20 12.07 0.0065 341.7 7.705 36.17
Cellulose 12.07 0.0127 495.5 4.777 60.42
Lignin 12.07 0.0079 680 3.817 68.38
Hemicellulose 30 7.72 0.006 354.5 4.840 37.31
Cellulose 7.72 0.0092 512 2.901 62.42
Lignin 7.72 0.0075 690 2.321 69.93
Amber Hemicellulose 10 12.04 0.00775 335 7.503 37.68
Cellulose 12.04 0.00726 482.5 4.599 61.80
Lignin 12.04 0.00979 647 3.777 68.63
Hemicellulose 20 8.914 0.00676 348.2 5.578 374
Cellulose 8.914 0.00656 497.1315 3.427 61.56
Lignin 8.914 0.00896 668.5 2.771 68.91
Hemicellulose 30 8.03 0.00719 356.188812 5.138 36.01
Cellulose 8.03 0.00670 506 3.108 61.29
Lignin 8.03 0.00746 677 2.510 68.75
Barbary Hemicellulose 10 12.28 0.00708 331.3244 8.015 34.73
Cellulose 12.28 0.00815 478.1192 5.424 55.83
Lignin 12.28 0.00885 662.5 4.273 65.20
Hemicellulose 20 12.16 0.00605 340.5 8.069 33.64
Cellulose 12.16 0.00743 491.5 5.380 55.76
Lignin 12.16 0.00698 683 4.253 65.03
Hemicellulose 30 5.73 0.00699 352 3.848 32.85
Cellulose 5.73 0.00976 503 2.466 56.96
Lignin 5.73 0.00795 687 1.948 66.01

increasing heating rate. This can attributed to the evolving of
volatile matter associated with the temperature at which this
peak occurs.®* On other hand, reactivity of all materials at the
second peak of hemicellulosic zone and all peaks of lignocel-
lulose zone decrease with increasing heating rate. Also, Table 4
shows that at low heating rate (8 = 10 °C min ), the reactivity
of Amber is lower than the other types since the time taken to
reach the first peak or the second peak in the hemicellulose
decomposition is higher than the other types. In general, we can
see that Sukari is almost, to some extent, high reactive than the
other types. This table also shows that, the most mass loss due
to the decomposition of hemicellulosic components is ranged
between 160 to 355 °C. This result is in harmony with that stated

by Mansaray and Ghaly'* who revealed that, hemicellulose
decomposes predominantly between 150 and 350 °C. Regarding
lignocellulosic decomposition, the degradation occurs between
355 °C to 505 °C and what can be distinguished as a contribu-
tion of lignin decomposition is the last (tail) part of mango
leaves decomposition, which also has one peak, because at
these temperatures both hemicellulose and cellulose are
already decomposed and the lignin decomposition occurs (>505
°C). The maximum decomposition rate occurs at temperatures
higher than 650 °C. One can see that the cellulose and lignin
maximums overlaps and decomposition of lignin starts with
cellulose or maybe with hemicellulose.

Table 6 Activation energy values of the three mango leave types at various heating rates

E (k] mol™")

Sukari momtaz Amber Barbary

8 (°C min™%) B (°C min™") 8 (°C min™")
Zone 10 20 30 10 20 30 10 20 30
Hemicellulose 23.74 22.70 22.50 27.26 18.22 26.03 22.12 19.16 23.00
Cellulose 59.63 111.47 88.18 64.27 61.71 61.44 58.14 54.84 77.18
Lignin 131.34 132.94 138.84 156.53 155.69 126.02 124.37 101.89 121.93
Eot 214.71 267.11 249.52 248.06 235.61 213.49 204.62 175.89 222.11

This journal is © The Royal Society of Chemistry 2020

RSC Adv, 2020, 10, 18160-18179 | 18169


http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d0ra00493f

Open Access Article. Published on 13 May 2020. Downloaded on 3/8/2026 1:23:11 PM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

RSC Advances

3.6 3.6
—(a) Hemicellulose zone (OFW) —(b) Cellulose zone (OFW) a step = 0.03
- \ 1t b \
3.4 o B SRHANMERE | EGANIR(O Y A @ 3.4 mlsx
-1 A \ Ty [ s (U ] b | Engta LYY W,
TN v \ 1
. { 12 ‘\‘\\‘“n\\b\‘“\",“‘, '\ " ¥ N \\ ‘\ |‘\““\|‘.‘3\\§}\\\\
324 R A \I‘.u\\\“'|| \. Pl A 3.2 [ RN \“\\‘\\;‘\\;‘\\\Q\\\\\\\\m\\
- \ v R ‘|\|\I\\\\.1l ‘\ T ' P L8 0 \“ g M
A% v Wi Vaasgree b v 8 30T I i
S~ 1 v ‘\ LA Ve X 4y O - SR AU
@30+ m kY lvclomrepaov. A o 3.0 s
o | i AR RN
N R ) \\.\“:‘\\“-‘\‘\‘ s.‘\\‘ \\:-‘ ,\‘ ‘. byt g -1 o LN \\\‘.\\‘“‘“‘:“\\\\"\\\:‘“\\\\\N\“ N
A i} -1 K | \ W
= 2.8 - v v St iaa b 1 ey 2.8 - g% \\\"‘““‘u‘\‘\\“:\\\\\:\\1\:\\\‘\\\\?0
p— S S Vv A aiatb it vty T ‘o - ot \\“‘\\‘\‘\\\\\\‘\\n\\‘\\\\\\\\\\\\l)
] Ly \\|‘|‘\\|‘|I\.|l.|\'\v‘\I\l\‘ﬁ‘ ¢ .\n‘n\ W \‘ Wil .% 7 4 v W ‘\\\\\\“:‘\\‘\ \\‘\\\“\::::\\:\\\\\\\\\\\
— L e ULLERRRR) " 1 1 -l [ 1 ALY AR .
28 = % Lvaa \\\\‘\\lln\\mu vt l‘. ‘l \. by Rkl - e \\ : \\‘ \"‘\“‘\‘\\\\“\:‘\\\\“:\\\\\t:\\“
LB} \ et AR AR AL A SRR ENERNNN
. % ”nl“\“““““”‘“ll.“ il . E A .“\"\“\\\\\\\\\\\\\\\\\\\\\\\
2.4 - © A v A 24 4 L I G T R
-] \\\\\n\l‘\‘\ s L0 ] ‘ \\\\\\\““\\w\\\\\\\\\\\\\\\\\
] L R iokiepiova @ ] B ocinerdeien
2-2|||||||||||||||2-2|||||||||||||||||
0.0014 0.0016 0.0018 0.0020 0.0012 0.0013 0.0014 0.0015 0.0016
—(c) Lignin zone (OFW) -(d) Volatile zone (OFW
n - 0y P} 1 i) INERRR N
34 " : 34- ® Xt @k opel A
-1 st R s - TR A
E ST A AR PR S ot - ' g s ittt Bl g
] W YA | ] ' '
3.2 vk ‘,“\‘\‘.“\“‘\“\‘\\!\\‘\“\‘,"‘\\ RN 3.2 i BAE 'I 'l';‘.'»'.“l‘-'-l'-':""‘.' A
= (A} v VAt = 1 1 ] 1 " £52
—_ a ‘\ \\ y\ \. 1 |\\|\|‘\:|v\v‘\‘|\1‘\‘\\|\\\ 3 \\\“‘ K N u‘ : L ! EiiEL |"ul"|"||‘ll‘|"x' 1
& 3.0 DRSO ovaem 304 = - S axepdpeisioneritv A o
- R B I TR - ' i p Yt R ey “9
= i C L et S T - Vs v gy v 1
= 28 - TRRERRES AR R A\ 2.8 1 [~} R T L TR T T
L — AR Vieniuttnti s L Y - W 1 & (i \“"I.\“!"”“‘UI' [
- R R A SRS R A A D - ' X e ML L 5
2.6 — N2 ettt 3 L 26 o LIS B el
- ‘\‘,,||l|\|\l\H\yl\||\l\\\\\ VA 4 & i R \ |."‘,\‘|NI""|
- Ay In\un\\v\\\‘l“\lI“\“\\“‘\‘,\ - [ g v gy Vigihnqpstiaty
2.4 - R TTTAE RESHET Y 2.4 - i | " s ern
Lo R TR % n Lol ' !
] i) ey otk ebdovien ] | X | 0 ke padvimiiedbitvie
2-2|||||||||||||||2-2|||||1||[||||||||
0.0009 0.0010 0.0011 0.0012 0.0013  0.0010 0.0013 0.0015 0.0018 0.0022

Fig. 4

T (K™

The maximum temperature values (maximum mass loss
rate) of the hemicellulose, cellulose, lignin decomposition of
each type shifts to higher values as @ increases for the three
types of mango leaves as shown in Table 4. This is in agreement
with the results obtained by Deng et al.®* One important thing

In (B/T?)

Fig. 5 IN(B/T?) vs.

-10.0

-10.4

-10.8

0.0012

-10.0

-10.4

-10.8

-11.2

-11.6

0.

-{(a) Hemicellulose zone (KAS)

o step = 0.03

0.0014  0.0016  0.0018  0.0020

0.0022

T T T T T T T T T T T T T T

0009 0.0010 0.0011 0.0012
1T (K

18170 | RSC Adv,, 2020, 10, 18160-18179

0.0013

T (K"

View Article Online

Paper

In B vs. 1/T for subzones and whole volatile zone of OFW method for Sukari momtaz mango leaves at different conversion values («).

that, increasing the heat rate from 20 to 30 °C min~" does not
lead to a remarkable change in the overall maximum decom-
position temperature. This means that these mango leaves
almost do not need a high heating rate for thermal degradation
more than done before. The rate of mass loss also showed
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Fig. 6 Comparison between OFW, KAS, and Starink methods for
volatile sub-zones and completely volatile zone for three types of
mango leaves.

a lateral shift as the heating rate was increased from 10 to
30 °C min~". This can be attributed to the effect of the varia-
tions in the rate of heat transfer with changing the heating rate
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and the short exposure time to a particular temperature at
higher heating rates, as well as the effect of the kinetics of
decomposition.®*** Actually, the external surface of the biomass
particle will be hotter than its core at high heating rates, which
in turn lead to reactions occurring inside the particle at lower
temperatures. As a result of that, the resultant products will
leave and pass through the high-temperature region causing
secondary reactions.®® The maximum hemicellulose decompo-
sition rate has almost increased as the heating rate increases.
But in the cellulose and lignin the rate fluctuates from
increasing to decreasing as the heating rate increases for Sukari
momtaz and Barbary.

3.2 Kinetic parameters

3.2.1 Results of maximum volatile release rate method. In
the current study, we proposed before using kinetics methods
that TG profile for volatile region can be divided into three
zones based on the organic compositions and their temperature
interval (hemicellulose, cellulose and lignin). TG signal of each
region was separately normalized in (o) within 0 to 1.0 interval
to obtain a conversion degree («) vs. temperature (7) as shown in
Fig. 3 (as an example). Conversion degree and its characteristic
parameters of the three suggested zones for the three materials
are illustrated in Table 5. Based on the characteristic parame-
ters illustrated in Table 5 and data presented in Fig. 3, the
values of (E) are calculated for the three zones based on the
maximum volatile release rate method as given in Table 6. This
table shows that there are fluctuations in the values of the
activation energy for the same zone and the same heating rate.
Because this depends on the maximum rate of mass loss and its
temperature, which differs due the organic composition and
thermal of degradation of each type the given heating rate.

Table 7 Average activation energy (E,,) with standard errors of the three types of mango leaves determined by OFW, KAS, Starink and volatile

methods

OFW KAS Starink

E, St. Dev. St. Err. E, St. Dev. St. Err. E, St. Dev. St. Err.
Zones (kJ mol ™) (k] mol ™) (%) (kJ mol ™) (kJ mol™") (%) (k] mol ™) (k] mol ™) (%)
Sukari momtaz
Hemicellulose 97.33 22 3.9 92.53 23.8 4.2 92.84 23.8 4.2
Cellulose 77.59 23.6 4 69.24 24.3 4.2 69.69 24.3 4.2
Lignin 190.03 37 6.4 184.59 38.2 6.6 185 38.2 6.6
Volatile method 175.6 49 9.8 174.3 50 10 174.6 47.7 9.7
Amber
Hemicellulose 96.29 17.8 3.1 91.54 18 3.1 91.71 18.1 3.1
Cellulose 149.36 40.5 7.2 144.99 42 7.5 145.36 42 7.5
Lignin 525.12 87.4 18.2 537.26 92.3 19.2 537.40 92.2 19.2
Volatile method 133.36 48.8 9.2 130.214 50.3 9.5 130.51 50.3 9.5
Barbary
Hemicellulose 73.8 17.8 3.1 67.86 18.1 3.1 68.21 18.1 3.1
Cellulose 115.25 40.7 7.4 108.95 42.7 7.7 109.36 42.7 7.7
Lignin 274.30 22.8 3.9 273.36 24.2 4.2 273.81 24.2 4.2
Volatile method 120.34 56.3 10.4 116.26 57.8 10.7 116.46 57.9 10.7

This journal is © The Royal Society of Chemistry 2020
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3.2.2 Results of isoconversional methods. Fig. 4 and 5 show
the variation of the conversion degree of Sukari momtaz and
Amber with temperature (as an example) at different heating
rates and the different zones and the whole volatile region with
Aa = 0.03. At each small interval of conversion degree, slope of
the fitted line for all heating rates was found and apparent
activation energies can be calculated using eqn (7)-(9). The
coefficient of determination (R?) of the linear regression at
various conversion degree values (i.e. for « = 0.03-0.99) ranged
between 0.7188 and 1 for all zones and biomass materials. At
each conversion degree, average values of (E,) from three iso-
conversional methods were calculated and plotted against
conversion (o).

The variation of activation energy of the three mango leave
types was compared during sub-zones and the whole volatile
region in Fig. 6, and from the fitting data of these curves the
average values of activation energy can be obtained. Amber type
shows more stability and very small fluctuations of activation
energy with («) up to & = 0.7, then deviations becomes larger
till the end of conversion. The obtained values of (E, ) with
their standard deviation and errors are given in Table 7.

View Article Online
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For Sukari momtaz, OFW gives higher values of (E, ,,) than
KAS and Starink methods for hemicellulose, cellulose, and
lignin zones. KAS and Starink produce almost the same values
of (E,,ay)- Lignin zone, gives so higher activation energy values,
especially for Amber mango type, as compared to the other
zones. In general, the three isoconversional methods give
almost so closest values of (E, ,y) for all sub-zones and especially
for a volatile zone of Sukari momtaz. The same trend can be
concluded for the other mango leaves. The most important
notice that Barbary mango type shows lower values of (E, )
than the other types for hemicellulose, cellulose zones and
whole volatile region and the opposite is true for lignin zone.
This may be due to differences in organic composition of Bar-
bary type compared with the other two types. One can also see
from Table 7, that the arithmetic mean of the activation energy
of the three subzones gives a value underestimated that of the
whole volatile zone. Also, if we take the total value of the acti-
vation energy of the three zones for each mango type gives
overestimated the value of activation energy compared with the
value of the activation energy of the whole volatile region. The
values of the activation energy from the volatile released
method are so lower than the values obtained from three

Table 8 Kinetic parameters calculated by double parallel and mixed models for mango leaves material

Volatiles Char
I Model Cyol Eyor (K] mol ™) kovor (min ™) Ceh Eep (k] mol™) ko,cn (min™") ¥ R? RSS
Parallel and mixed models for Sukari momtaz
10 DVM 0.4505 49.79 936.58 0.5495 6.93 0.067 — 0.9992 0.438
DRPM 0.5206 28.78 7.619 0.4794 2.62 0.018 5.06 0.9990 0.550
MVRPM 0.6500 31.61 23.11 0.3500 6.40 0.024 5.06 0.9988 0.662
20 DVM 0.7600 26.48 13.246 0.2400 22.85 0.641 — 0.9978 0.767
DRPM 0.4431 38.89 81.16 0.5569 1.74 0.036 5.39 0.9993 0.213
MVRPM 0.6500 31.07 31.45 0.3500 4.24 0.040 5.39 0.9982 0.587
30 DVM 0.3821 67.10 3.87 x 10* 0.6179 9.21 0.357 — 0.9994 0.119
DRPM 0.4500 33.97 98.24 0.5499 3.45 0.070 5.50 0.9993 0.136
MVRPM 0.6500 34.12 67.54 0.3500 4.77 0.070 5.50 0.9986 0.311
Parallel and mixed models for Amber
10 DVM 0.7912 22.97 3.286 0.2088 37.13 0.808 — 0.9976 1.638
DRPM 0.4697 31.24 9.94 0.5303 0.50 0.012 5.40 0.9988 0.737
MVRPM 0.6500 27.33 8.41 0.3500 4.32 0.016 5.40 0.9978 1.513
20 DVM 0.7970 24.96 8.76 0.2030 27.29 0.891 — 0.9980 0.738
DRPM 0.4651 34.60 31.62 0.5349 1.79 0.034 5.38 0.9994 0.194
MVRPM 0.6500 30.45 24.91 0.3500 3.38 0.035 5.38 0.9985 0. 517
30 DVM 0.4365 60.00 10266 0.5635 7.98 0.276 — 0.9996 0.075
DRPM 0.5075 34.30 41.66 0.4924 2.67 0.059 5.51 0.9994 0.095
MVRPM 0.6500 36.11 106.87 0.3500 4.54 0.065 5.51 0.9991 0.183
Parallel and mixed models for Barbary
10 DVM 0.7636 20.99 2.339 0.2364 28.68 0.466 — 0.9973 1.957
DRPM 0.3865 37.06 33.57 0.6135 1.2 0.015 5.38 0.9994 0.412
MVRPM 0.6500 23.51 4.014 0.3500 5.93 0.021 5.38 0.9976 1.774
20 DVM 0.7228 25.30 10.586 0.2772 22.95 0.656 — 0.9989 0.738
DRPM 0.3971 39.48 94.29 0.6029 2.38 0.038 5.19 0.9994 0.169
MVRPM 0.6500 27.69 16.62 0.3500 7.03 0.054 5.19 0.9980 0.643
30 DVM 0.4441 57.50 7458 0.5559 9.74 0.301 — 0.9995 0.092
DRPM 0.5170 33.48 88.80 0.4830 4.61 0.069 5.30 0.9993 0.125
MVRPM 0.6500 36.85 131.13 0.3500 8.43 0.095 5.30 0.9991 0.170
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Fig. 7 Determination of the structural parameter for the mango
materials at different heating rates.

isoconversional methods. Because the activation energy,
calculated for each sub-zone depends only on the point of
maximum release weight and on each heat rate separately. On
the other side, the isoconversional methods depend on the
function of activation energy on the degree of conversion and
from this precise distribution the average of activation energy
can be calculated. The obtained kinetic parameters that ob-
tained from the isoconversional methods for the three materials
are in a good agreement with that provided previously for other
materials have nearly the same chemical composition.***** For
example, the average activation energies of the incense sticks
(IS) material that have the same chemical analysis are
190.0 k] mol ™' for first stage which is compatible with the
average values of the hemicellulose and volatiles zones and
150 190.0 k] mol ™" for second stage which is compatible with
the average values of the cellulose and lignin zones as presented
in Tables 6 and 7.** Also, the activation energy of the three

This journal is © The Royal Society of Chemistry 2020
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pseudo-component of sawdust during pyrolysis are 156.25,
162.9 and 301.62 k] mol™* for hemicellulose, cellulose and
lignin, respectively using KAS method.® These values follow the
same trend observed in Tables 6 and 7 for the three biomass
materials with nearly similar values. The activation energies of
the pyrolysis process of groundnut shell, cotton husk and
municipal solid waste that have nearly the same chemical
composition as the studied materials are found to be in the
range of 168-218, 187-269 and 150-824 k] mol ', respectively.*®
These values are close enough to the average values of the
kinetic energies for the three mango materials.

3.2.3 Results of parallel methods. The kinetic parameters
for modified parallel models were presented in Table 8. As
shown in Fig. 7, the structural parameter () was obtained from
eqn (21) by using the non-linear least-square method. o, was

. . t .
estimated as a function of — based on the predicted model
0.9

t
——. The
to.9

values of ¥ and the coefficients of the model equations were

considered as unknowns.

equation that obtained from correlating oey, with

From the kinetic parameters data presented in Table 8, it is
clear that the values of activation energies obtained by DRPM
model are lower than that obtained by VM model for the three
materials at all almost heating rates. That's because the DRPM
model focused on the char part which represents the minority
constituents of the biomass material, while the DVM model
focused on the homogeneous combustion of volatile that
accounts the large portion. When the pyrolysis process inves-
tigated by using the parallel and mixed model (MVRPM), the
kinetic parameters changed and give higher values compared to
DRPM.

Table 8 shows that in general the DVM and MVRPM models
fit the experimental data better than the DRPM model for all
leaf types because it has the highest coefficients of determina-
tion R” and lowest RSS. These results are reasonable because the
current study deals with biomass raw material that contains
a huge amount of volatile, which reacts homogeneously with
less amount of char. This dominant homogeneous reaction is
more appropriate for the VM to deal with and the homogeneous
and heterogeneous reactions of volatile and char is more suit-
able to deal with.

Table 8 also shows that (Eyo1)prem < (Evol)mviem < (Evol)pvm fOr
heating rates 10 and 30 °C min~' and the opposite is true for
heating rate 20 °C min~" for Sukari momtaz. For Amber and

Barbary types, (Evol)ormp > (Evol)mvrem > (Evol)pvm fOr heating
rates 10 and 20 °C min ™' while for heating rate 30 °C min,
DVM gives higher E,,;. On the other side, (Ech)prem < (Ech)Mvrem
< (Een)pvm for heating rates 10, 20, and 30 °C min ™" for Sukari
momtaz, Amber and Barbary types. (ko.cn)prem < (Ko,ch)Mmvrem <
(ko,cn)pvm for all mango leaf types at all heating rates. Table 8
and Fig. 7 also shows that the effect of heating rate on the y
value of char is small. As the heating rate increases the y values
increases for all leaves types with some fluctuations at heating
rate 20 °C min~ ",

It is clear from the obtained results of parallel model solu-

tion that the activation energy values of the char reaction are
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Fig.10 Experimental fractional conversion curves of Barbary and those calculated from modified parallel and mixed models at different heating

rates.

lower than that of the volatiles for the three materials at all
heating rates. This could attributed to the lower char content of
the biomass material compared with volatiles. Also, the endo-
thermic char oxidation reaction that depends on the energy
produced from the volatile reaction.

On the other side, compared with other biomass materials have
nearly the same composition, the values of the resulted volatiles
and char activation energies are low under the pyrolysis condi-
tions. This result is attributed to the nature of the applied models.
As these models were applied for the pyrolysis process, which
requires low energy compared with combustion, and considered
the volatiles and char reactions as two individual reactions, the
resulted activation energy is predicted to be low compared with the
total reaction. In the normal case, most models are applied for the
global reaction that contains the volatiles and char as one step
reaction. This requires more energy especially the complex reac-
tion will appear during the conversion process as a result of the
considering the raw material as a bulk fuel. Thus, the obtained
activation energy values from DVM, DRPM and MVRPM models
are low compared to other models. As the parallel models were
applied to the pyrolysis process for the first time in the current
study, it was hard to compare the kinetic result with previously
obtained data and only presented the reasons of differences in the
values. After doing a deep review, a previous study that investigated
the kinetics of Botryococcus braunii pyrolysis using commonly used
model-free and model-itting with multiple parallel-reactions.*
Their results showed that the activation energy were in the range of
39.6-64.8 k] mol ' and 7.6-64.9 k] mol " for the peak-maximum

This journal is © The Royal Society of Chemistry 2020

temperature model and mean mass loss contribution model,
respectively. This low activation energy values confirm the credi-
bility of the applied parallel models in the current study.

Fig. 8-10 illustrate the calculated experimental conversion
(aexp) and obtained model conversion (omoqer) at different
heating rates. At different heating rates, nearly similar volatile
conversion profiles were obtained for all materials. It is shown
that for Sukari momtaz, ae, and amedel profiles nearly match
with the volatile conversion profiles that obtained from the
modified models (MVRPM) at all heating rates that consider
both volatile and char together. The oo mvrem profiles at the
different heating rates are to some extent far from the experi-
mental conversion, which resulted in lower values of R In
addition, achmvrem are obvious far from the experimental
conversion for heating rates 10 and 20 °C min ' and this
deviation becomes small at heating rate 30 °C min . It can be
seen that the conversion of volatile is fast and reaches to about
400 to 475 °C where all hemicellulose and most cellulose are
decomposed then the rest of cellulose and lignin are so slow
decomposed at higher temperature for all models at different
heating rates. The deviations between oy, and ameder (calcu-
lated) for char in DVM model are so higher at heating rates 10
and 20 °C min~" compared to 30 °C min~" for all leaf types.
Also, as shown in Fig. 8-10, the volatile and char conversion
profiles of all materials types are far apart from each other
which showed that the volatiles aren't embedded deeply with
char and their release is easy. It is also clear from Fig. 8-10 that
the char conversion is slow and consumes long time depending

RSC Adv, 2020, 10, 18160-18179 | 18175
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on the heating rate. On the contrary, the volatile conversions are
similar and there is no almost effect of heating rate on them. As
the char conversion started during the raw material conversion,
the specific surface area of the produced char could be related
to the initial specific surface area of raw material and the degree
of conversion of the char.*

4. Conclusions

Thermal degradation and kinetic parameters of thermo-
chemical conversion of three types of Egyptian mango leaves
have been investigated using different models according to
thermogravimetric data and the following conclusions are
derived as follows:

o Sulfur content in the three types of mango leaves is less
than many other biomass materials, but the ash content to
some extent is higher.

e Since the skeletal structure of these leaves is so weak. So
the cellulose constituents do not exceed 20% of the cell wall
materials of all types.

e Potassium and calcium are the dominant source of alkali
in the three mango leaves types, which play an important role in
the reaction with silica and sulfur. This leads to an ash depo-
sition problem in the combustors.

e Amber leaves needs more energy for moisture and light
volatile evaporation than the other types at high rate.

e Sukari momtaz type is almost, to some extent, high reactive
than the other types because its rate of mass loss increases and
the time reaching the peak decreases as the heating rate
increases compared to the other types.

e The values of apparent activation energy obtained from the
maximum volatile released method are lower than the values of
average activation energy obtained by the three isoconversional
methods.

e The three isoconversional methods give almost so closest
values of average activation energy for all suggested zones and
the whole volatile region zone especially for Sukari momtaz
type.

e Double parallel random pore model (DRPM), mixed volu-
metric random pore model (MVRPM) and a new proposed
double parallel volumetric model (DVM) produced activation
energy values for both volatile and char and their values are
underestimated compared with isoconversional kinetic models.

e Compared with previous multi reaction models, the new
proposed parallel models can effectively investigate the pyrol-
ysis kinetics of biomass materials.

Nomenclature

1

(dmy/dt)max
(dm/dt)peak

Maximum volatile release rate, mg s~
The overall maximum of the cellulose
decomposition rate, mg min~"

The overall maximum of the hemicellulose
decomposition rate, mg min "

Volatile release rate, mg s~ *

Rate of mass loss, mg s~

(dm/dt ),

dm,/dt
dm/dt
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Qyol Volatiles conversion fraction, %

Qch Char conversion fraction, %

E. Char activation energy, kJ mol *

Eyo Volatiles activation energy, kJ mol

P, Partial pressure of the reactive gas, Pa

Rpr6,max Maximum weight loss rate, % °C ™"

Rym Reactivity

T¢ Final temperature of any zone, K

T; Initial temperature of any zone, K

Timax Temperature corresponding to the
maximum volatile release rate, K

Totfset The extrapolated offset temperature of the
dm/dt curves and this value describes the
end of the cellulose decomposition, °C

Tonset The extrapolated onset temperature
calculated from the partial peak that results
from the decomposition of the
hemicellulose component, °C

Tpeak Temperature corresponding to the overall
maximum of the cellulose decomposition
rate, °C

Tsh Temperature corresponding to the overall
maximum of the hemicellulose
decomposition rate, °C

Ceh Mass fraction of char in the biomass
material, %

Cyol Mass fraction of volatiles in the biomass
material, %

koch Char frequency factor, min ™"

ko,vol Volatiles frequency factor, min "

ko Frequency factor, min™"

me Final mass of any zone, mg

m; Initial mass of any zone, mg

my Instantaneous mass of volatiles at any time
(), mg

my Mass of volatiles at a time (¢), mg

Mys Final mass of volatile zone, mg

My; Initial mass of volatile zone, mg

E Activation energy, k] mol ™"

M Moisture content, %

R Universal gas constant (8314 ] mol ' K %)

T Reaction temperature, K

fa) The change in the physical and chemical
characteristics of the fuel sample during the
conversion process

g(a) Integral function of conversion

k The apparent reaction rate, min ™"

n Order of reaction

p(x) Reaction model function

t Time, min

X The fraction of a structural quantity, such as

a group, a constituent, a broken bond, etc.

Abbreviations

DRPM
DVM

Double random pore model
Double parallel volumetric model
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FCrqg Fixed carbon calculated from TGA, %
MVRPM Mixed volumetric random pore model
RPM Random pore model

TGA Thermal gravimetric analysis

TPR Three parallel reaction

VM Volumetric model

VMg Volatile matter calculated from TGA, %

Greek symbols

Degree of conversion, %
Heating rate, °C min '
Structural parameter

< ™ 8
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