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Surface-enhanced Raman scattering (SERS) has received widespread attention in the rapid detection of
trace substances. The super-hydrophobic surface of structures has a significant impact on improving
SERS performance. Usually a low concentration of objective molecules is randomly distributed in a large
area on a non-hydrophobic SERS substrate, resulting in the Raman signals of the molecules not being
easily detected. As a solution, a super-hydrophobic surface can gather a large number of probe
molecules around the plasmon hot spots to effectively improve Raman SERS detection sensitivity. In this
work, a chloride super-hydrophobic surface is fabricated, for the first time, by a simple and low-cost
method of combining surface hydrophobic structures with surface modification. The dispersed and
uniform hierarchical Ag@BiOCl nanosheet (Ag@BiOCLl NSs) substrate has a higher surface-to-volume
ratio and rich nano-gap. Such a chip with a high static contact angle of 157.4° exhibits a Raman signal
detection limit of R6G dyes up to 107° M and an enhancement factor up to 10”. This SERS chip with
a super-hydrophobic surface offers great potential in practical applications owing to its simple
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Introduction

Surface-enhanced Raman spectroscopy (SERS) as an ultra-
sensitive and highly-specific analysis technology can realize
low concentration and even single-molecule detection, and has
been widely used in medical diagnosis, biosensing, environ-
mental analysis, and food safety.’ The SERS effect is mainly
caused by (i) the localized surface plasmon resonance (LSPR)
generated by metal nanostructures and (ii) chemistry
enhancement.® Numerous studies have been focused on
enhancing SERS effect by designing various SERS substrates
with metal nanostructures, which can generate some ultra-
strong localized electric fields (also known as hot spots) in
some special spatial positions.”"® There is no doubt that
generating more hot spots with a stronger electric field on SERS
substrate is a dominant strategy to improve SERS detection
sensitivity. However, for a real SERS detection of an ultralow-
concentration like single-molecule, a fact we have to face is
that the molecules free to diffuse into the liquid volume cannot
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fabricating process, low cost, large area, and high sensitivity.

guarantee to fall into a small SERS sensitive area induced by the
hot spots, and thus leads to a poor signal-to-noise ratio even
a failed SERS detection. One efficient solution is driving a few
molecules to hot spots by a super-hydrophobic delivery. In this
regard, the super-hydrophobic surface offers great potential, as
it can collect high concentration of analyte molecules in a small
area by droplet evaporation, making trace substances detection
feasible."*

SERS structures with super-hydrophobic surface can usually
be prepared by chemical and physical methods. For example, F.
De Angelis et al. designed and fabricated super-hydrophobic
surface with a silicon micro-pillar array by photolithography
and electron-beam exposure.'* But its preparation process is
time-consuming, expensive and low-yield. By using a chemical
synthesis method, various low-cost oxide structures such as
Al, O3, ZnO, CuO, and SiO, can be modified by silver or gold
deposited to improve SERS effect,””"” but the chemical
synthesis processes of oxides are complex and the super-
hydrophobicity is limited by the metal annealing time. In
addition, some biological hierarchical-structure materials in
nature also can be used as SERS chips by depositing metal on
the natural super-hydrophobic materials.”®'® However, the
hierarchical structures are easily destroyed in the dehydration
and the depositing process. Therefore, some bionic super-
hydrophobic structures are inspired to overcome the dehydra-
tion and deposition issues.?

Compared with super-hydrophobic chip with oxide struc-
tures, super-hydrophobic chip based on chloride structures is
few reported so far. Owing to two dimensions (2D) BiOCl

RSC Adv, 2020, 10, 11865-11870 | 11865


http://crossmark.crossref.org/dialog/?doi=10.1039/d0ra01226b&domain=pdf&date_stamp=2020-03-23
http://orcid.org/0000-0001-5694-3735
http://orcid.org/0000-0002-7512-6842
http://orcid.org/0000-0002-0797-1665
http://orcid.org/0000-0001-5735-246X
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d0ra01226b
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA010020

Open Access Article. Published on 24 March 2020. Downloaded on 3/14/2026 1:30:48 PM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

RSC Advances

nanosheets (BiOCl NSs) based on bismuth compounds show
great potential applications in the field of photocatalysis and
photoelectrochemical cells due to their unique layer structure
and excellent photostability.”*** When the BiOCl NSs are irra-
diated by light, the light is repeatedly reflected in the trans-
lucent layer structure, and the formed antibonding state will not
weaken the O-Bi-Cl bond force, which makes BiOCI NSs good
photostability. Moreover, BiOCl NSs can effectively solve the
problem of easy agglomeration of photocatalytic active parti-
cles, ensuring a large specific surface area. Therefore, structural
properties of BiOCI NSs offer the opportunity to improve surface
hydrophobicity and the possibility serving as a multifunctional
SERS template.

Generally speaking, artificial super-hydrophobic structures
are designable and controllable, but fabrication process is
complex and expensive. While common super-hydrophobic
surfaces fabricated by chemical syntheses are weaker in SERS
performance and reproducibility. In order to solve these issues,
combining surface hydrophobic structures with surface modi-
fication should be a promising route to fabricate super-
hydrophobic substrates.

In this work, we adopt a simple and low-cost method to
fabricate large-area hierarchical Ag@BiOCl nanosheets
(Ag@BiOCl NSs) super-hydrophobic SERS chip by combining
surface structure with surface modification. The SERS chip
consists of BiOCl NSs and silver nanoparticles, providing rich
surface plasmon hot spots. SERS characterization of such
a substrate exhibits a high R6G Raman detectability up to
107° M and an enhancement factor up to 10’. The finite
difference time domain (FDTD) simulation reveals the local
electric field intensity distribution of the hierarchical super-
hydrophobic structure, further identifying the important role
of super-hydrophobic surface in enhancing practical SERS
detection sensitivity.

Experimental
Fabrication of Ag@BiOCI NSs

Generally, nanostructures play mainly a role of generating hot
spots in a super-hydrophobic surface, and other bigger struc-
tures are responsible for the super-hydrophobicity. Thus
a super-hydrophobic surface can be simplified to a dual struc-
ture. Following this route, we first fabricated BiOCl NSs and
then deposited Ag nanoparticles. The detailed processing is
shown in Fig. 1. First, amorphous BiO, thin film was deposited
on a clean Si substrate by RF reactive magnetron sputtering
(KurtJ. Lesker, PVD7) with gas flow ratios Ar (20 sccm) and O, (5
scem), respectively. The sputtering power was 50 W and sput-
tering rate was about 3.3 nm min . Second, the sample was
soaked in 0.2 M dilute hydrochloric acid solution for 45 seconds
to generate the BiOCl NSs.**** Then the BiOCl NSs was
immersed in alkyl polyglycoside (APG) solution (5 mL of APG
and 30 mL of DI) for 10 minutes to modify the surface, and
afterwards washed thoroughly with DI water and blew dry with
nitrogen. Finally, Ag nanoparticles were deposited on BiOCI NSs
at different deposition times (DTs) by magnetron sputtering to
generate Ag@BiOCI NSs.
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Fig.1 Preparation process of Ag@BiOCLl NSs structure.

Characterizations

Scanning electron microscopy (SEM, Hitachi SU8220) was
used to characterize the surface and cross-section topography
of structure. Automatic contact angle measuring instrument
(DSA-100) was used to measure the static water contact angle
(CA). Raman spectra were collected by Raman spectrometer
(Renishaw inVia Plus) in air by a X100 air objective lens (NA =
0.9) using a 514.5 nm He-Ne laser with a laser spot size of
about 1 pm. The integral time was 20 seconds, and laser power
at sample position was set 0.5 mW. R6G solution (10 uL) was
dropped directly on Ag@BiOCl NSs SERS substrates (dried
area around 8.09 mm?®) by a pipette and dried in air. All
acquired Raman spectra were subtracted from the background
baseline.

Numerical simulation

The finite-difference time-domain (FDTD) solution was
employed to simulate the electric field intensity distribution of
the Ag@BiOCI NSs. The incident wave is 514.5 nm at z-direc-
tion with incident light polarization angles of 0, 60 and 90
degree, respectively. Perfect matching layers (PML) were
applied in z-direction and periodic boundary conditions were
applied in x- and y-direction. The mesh sizes were set to
0.25 nm in all directions. The permittivity of Ag was from the
Palik's data and the refractive index of 2.15 was chosen for
BiOCl.>"**

Results and discussion

Characterization and static contact angle (CA) measurements
of Ag@BiOCI NSs

In order to study the effect of structure morphology on super-
hydrophobicity, we performed SEM characterization and CA
measurement of the sample corresponding to each experi-
mental step. Fig. 2(a) shows a homogeneous amorphous BiO,
thin film with a thickness of 101.0 &+ 1.51 nm, which is depos-
ited on the clean Si substrate. As shown in Fig. 2(b), CA of the

This journal is © The Royal Society of Chemistry 2020
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Fig. 2 (a and b) SEM image and CA of BiO, thin film. (c and d) SEM
image and CA of BiOCI NSs. (e and f) SEM image and CA of BIOCI NSs
of surface modification. (g and h) SEM image and CA of Ag@BiOCL NSs.
Above inset in (g and h): SEM image after surface modification and CA
of Ag nanoparticles on Si substrate after surface modification. Bottom
insets in (a), (c), (e), and (g): the corresponding cross-sectional SEM
images of different surfaces, respectively. The scale bar is 300 nm.

BiO, thin film has an increase from 45.4° to 53.4° compared
with a clean Si substrate (Fig. S11). When after the BiO, film is
etched for 45 s with diluted HCI solution at room temperature,
a large number of uniform ultrathin upright BiOCl NSs with
a height of 158.5 & 8.32 nm are formed at the film surface, as
shown in Fig. 2(c). However, CA of BiOCl NSs has a decrease
from 53.4° to 49.7°, due to a large number of semi-dangling
bonds formed on the surface of BiOCl NSs, as shown in
Fig. 2(d), resulting in a hydrophilic in BiOCl NSs surface
because these dangling bonds are easily combined with chem-
ical bonds in the water molecule. Here we use the long alkyl

This journal is © The Royal Society of Chemistry 2020
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chain of the APG solution to functionalize the structure surface,
effectively eliminating the effect of the semi-dangling bonds at
the structure surface. By comparing the SEM images of BiOCl
NSs structure before and after the surface modification shown
in Fig. 2(e), the surface modification does not show any change
in the structure morphology and no other substances left upon
the surface. But CA of BiOCl NSs after surface modification
increases dramatically to 148.5°, as shown in Fig. 2(f), which is
far higher than that of before surface modification. Although
the hydrophobicity obtained by chemical modification may
cause unpredictable interference of certain molecules to the
Raman signal, the method is the simplest and effective
compared to the super-hydrophobic surface obtained only by
tuning the specific structure.

For increasing hot spots and hydrophobicity, Ag nano-
particles were coated on BiOCI NSs with a deposition time of
70 s to form dual-structure Ag@BiOCI NSs with a thickness of
is 162.5 £ 9.31 nm, as shown in Fig. 2(g). Uniform and mon-
odispersed nanoparticles were deposited on BiOCl NSs with
a higher surface-to-volume ratio and rich nano-gap. Fig. 2(h)
shows that CA of Ag@BiOCI NSs further increases to 157.4°. As
shown in the above inset in Fig. 2(g) and (h), SEM images and
the corresponding CA of Ag particles on Si substrate is only
78.8°, which is much lower than the CA of the Ag@BiOCl
nanosheets after surface modification. Obviously, the Ag
nanoparticles on the Si substrate is very limited for enhancing
super-hydrophobicity of the chip, but upright BiOCI NSs can
effectively increase the super-hydrophobicity of Ag@BiOCI NSs
substrate. This is because the air was trapped in the voids at
the surface of the BiOCl NSs greatly increasing the air/water
interface, which can effectively prevent the penetration of
water droplets into the gaps between the Ag@BiOCIl NSs and
thus result in a good super-hydrophobicity. Therefore, the
BiOCI NSs structure plays a dominant role of hydrophobicity
in the chip.

The shape and size of BiOCl NSs can affect the super-
hydrophobicity of SERS chip, and the gap between adjacent
Ag nanoparticles also significantly affects the SERS signal
intensity. Fig. 3(a) and (b) display the detailed SEM images of
BiOCI NSs after surface modification and Ag@BiOCl NSs. We
performed a statistic analysis on the size and distribution
features of Ag nanoparticles in BiOCI NSs obtained under a DT
of 70 s. The average length and thickness of vertical BiOCl NSs
are approximately 192.6 + 27.5 nm and 9.3 + 1.45 nm, as shown
in Fig. 3(c) and (d). As illustrated in Fig. 3(e) and (f), Ag particles
are uniform in size and densely distributed on both sides of the
BiOCI NSs. The average size and distance between adjacent Ag
particles on the single side of BiOCl NSs are around 22.7 +
3.65 nm and 3.7 & 0.70 nm. The size and distance between
adjacent Ag particles can be easily and efficiently adjusted by
different Ag DTs (Fig. S21). The distance between adjacent
particles was suitable for R6G molecules with the length around
1.3 nm to fit inside, which might contribute to the SERS
enhancement.” Therefore, size-tunable Ag nanoparticles in
Ag@BiOCl NSs have an important influence on increasing
surface plasmon hot spots.

RSC Adv, 2020, 10, 1865-11870 | 11867
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Fig. 3 (a) SEM image of BiOCl NSs with super-hydrophobic surface.
(b) SEM image of Ag@BiOCl NSs with super-hydrophobic surface.
Statistics of (c) length and (d) thickness distribution of BiOCl NSs.
Statistics of (e) size and (f) distance between particles distribution of Ag
nanoparticles on BiOCLl NSs.

Performance of the Ag@BiOCI NSs as SERS chip

In the experiment, Rhodamine 6G (R6G), a common Raman
dye, was used as a Raman probe. In order to exclude the effect of
other molecules, which may exist in BiOCl NSs surface due to
chemical modification, we first performed Raman measure-
ment for the surface-modified BiOCl NSs. As shown in Fig. S3,f
by comparing Raman spectra of the surface-modified BIOCI NSs
and clean Si substrate, no residual molecule is obviously
observed on the BiOCl surface.

After that Ag nanoparticles were deposited on the entire
surface-modified BiOCl NSs with DT of 30 s, 70 s, and 150 s,
respectively. The morphology and distribution of Ag particles
on the BiOCl NSs are not uniform for too short (DTs = 30 s) or
too long (DTs = 150 s) sputtering time, thus has a negative effect
on the intensity of the Raman signal. Raman signal intensities
of different Ag@BiOCl NSs were investigated, as shown in
Fig. S2,7 indicting Raman signal of the chip with DTs of 70 s was
stronger than other ones. Considering the super-
hydrophobicity and Raman performance, Ag@BiOCI chip with
DTs of 70 s was chosen for SERS detection of low concentration
R6G dyes. Raman spectra of R6G molecules with a concentra-
tion ranging from 10~ ® M to 10~ ° M were successively obtained,
as shown in Fig. 4(a). Fig. 4(b) shows the detailed Raman
spectra and intensity of R6G concentrations of 10~®* M and
10~° M. Raman shift at 1363 cm™" and 1650 cm™ ' are two
typical characteristic peaks of R6G molecule. In addition, we
also compared to the Raman signal of only Ag film (DT of 70 s)
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Fig. 4 (a) SERS spectra of R6G solution with different concentration
(107® to 107° M) of Ag@BiOCI NSs substrate. (b) The detailed images of
Raman spectra at concentrations of 1078 M and 107° M.

on a Si substrate. The result shows that Raman intensity of
Ag@BiOCl NSs with super-hydrophobic surface is far larger
than of Ag film on Si substrate at the same concentration (10~7
M) of R6G, as shown in Fig. S4.1 This is ascribed to that for the
super-hydrophobic surface, gathering more analyte molecules
in a smaller area than a hydrophilic surface for the same drop.
This means that for a same laser spot, more molecules can be
detected on super-hydrophobic surfaces. On the other hand, as
shown in Fig. 2(g), Ag nanoparticles that were deposited on the
three-dimensional (3D) structure of BiOCl NSs have a higher
density per unit area and smaller the spacing between particles,
which is beneficial to generating more plasma hot spots and
thus enhances Raman signal sensitivity of probe molecules.

To quantitatively study the SERS enhancement ability of the
Ag@BiOCI NSs, the averages EFggrs were estimated according to
the conventional expression:*

Isers / Nsurt
Irs/Nvol

where Ixs and Igggs represent the peak intensity of the normal
Raman signal and SERS signal, respectively. Ny, and Ngyf are
the average number of molecules within the laser spot on non-
SERS substrate and SERS substrate, respectively. Here a Si

EFsgrs = 1)

This journal is © The Royal Society of Chemistry 2020
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substrate is used as a non-SERS chip, and Raman intensities Irg
at 1363 cm ™' and at 1650 cm ™' can be measured for R6G
molecules (107° M), as shown in Fig. S5.f Under the same
measurement condition, Raman intensities Isgrs 0f Ag@BiOCI
NSs chip at 1363 ecm™ * and at 1650 cm ™ * can still be observed at
a concentration of 10~° M, as shown in Fig. 4(b). The average
SERS EFgggs was calculated by eqn (1) (see ESI Section S6 for
detailst). The laser spot size of about 1 pm. The intensity ratio
of Isprs/Irs is 17.34 at 1363 cm ™' and 15.95 at 1650 cm ',
respectively. The measured SERS of the Ag@BiOCl NSs SERS
chip is 1.25 x 107 at 1363 cm " and 1.15 x 10’ at 1650 cm ',
respectively. The high sensitivity of the chip is determined by
two main factors, i.e., super-hydrophobic surface and Ag
nanoparticles. The former can keep the droplet in an approxi-
mate spherical droplet resulting in a very small contact area
with chip surface during evaporation, making practical detect-
ability enhancing due to a significant increase in density of
molecules per unit area. The latter can generate more surface
plasmon hot spots, because 3D BiOCI NSs structure with a large
specific surface area can deposit high-density Ag nanoparticle.
Therefore, the synergy of two aspects leads to a significant
enhancement in Raman signal.

To understand the Raman enhancement, we utilized the finite
difference time domain (FDTD) method to calculate the electro-
magnetic field intensity distribution of Ag@BiOCI NSs structures,
and further proved such a field enhancement effect. It is well
known that the relationship between electromagnetic EF and the
normalized electric field (|E|/|E,|) can be approximately by**-*

EF = [|EV|Eoll* )

In order to obtain an accurate electric field intensity distri-
bution, the topography of Ag@BiOCIl NSs can be seen as an
alignment of numerous periodic units. We simplify the periodic
unit consisting of nanoparticles and BiOCl NSs, as shown in
Fig. 5(a). In calculation, the size of Ag particles is set to 22.7 nm.
A distance between adjacent Ag particles on the single side of
BiOCI NSs is 3.7 nm and thickness of BiOCl NSs is 9.3 nm.
According to FDTD simulation, the polarization of the incident
plane wave (514.5 nm) is in the x-direction. Fig. 5(b) and (c)
demonstrates that the maximum |E|/|E,| value is around 14.7
(red dotted box) from adjacent Ag particles on the single side of
BiOCl NSs and is around 12.7 (yellow dotted box) from Ag
particles on adjacent BiOCIl NSs, respectively. In addition, we
simulated the normalized electric field |E|/|E,| at incident light
polarization angles of 60 and 90 deg., and the maximum value is
more than 19.6 and 14.3, respectively, as shown in Fig. S6.1 It
can be seen that the maximum normalized electric field is
between adjacent Ag particles on the single side of BiOCI NSs
for these typical polarization angles of incident light. Therefore,
Ag particles distributed densely on BiOCl NSs mainly enhanced
the total electromagnetic field. The electromagnetic EF is less
than the measured average SERS EFgggs (i.e., 1.25 x 107)
because the chemical enhancement is not considered.** A
comparison with Raman detection limit and CA of other
hydrophobic SERS substrates is shown in Table S1 (see ESI
Section S87). Since the hierarchical nanostructures cover whole

This journal is © The Royal Society of Chemistry 2020
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BiOCl NSs

Fig. 5 (a) Schematic diagram of periodic unit structure of Ag@BiOCl
NSs for calculation. The electric field distribution and normalized
electric field intensity (|E]/|Eo|) of (b) between adjacent Ag particles on
the single side of BIOCl NSs and (c) of Ag particles on adjacent BiOCl
NSs.

substrate, the significant electromagnetic field enhancement by
such a periodic unit dominates the detection of SERS signals,
leading to a highly practical sensitivity.

Conclusions

In summary, we have developed a simple and low-cost way to
fabricate large-area super-hydrophobic surface by combining

RSC Adv, 2020, 10, 11865-11870 | 11869
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BiOCI NSs structure with chemical modification. This strategy
can greatly reduce the dependence of hydrophobicity on the
complex nanostructures, and makes the super-
hydrophobicity easily available and controlled. The large-
area hierarchical Ag@BiOCI NSs SERS chips have a static
contact angle up to 157.4° meaning a superior hydrophobicity
and corresponding Raman signal detection limit of R6G dyes
is up to 10~° M and enhancement factor is up to 10”, which is
also confirmed by FDTD simulation. Here super-hydrophobic
surface plays an important role because it can collect high
concentrations of analyte molecules in a small area, making
chip with super-hydrophobic surface easier to detect low
concentration of molecules. Consequently, this hierarchical
SERS chip with super-hydrophobicity surface offers a prom-
ising strategy for further improving SERS performance, and
providing many new opportunities in enhancing light-
catalysis field.
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