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Application of a clustered countercurrent-flow
micro-channel reactor in the preparation of KMnF;
perovskite for asymmetric supercapacitors

Kun-Peng Cheng,®® Ren-Jie Gu®® and Li-Xiong Wen

A clustered countercurrent-flow micro-channel reactor (C-CFMCR) with adjustable magnification times
was constructed for the preparation of KMnFz perovskite fluoride by a co-precipitation process, in which
the concentrations and feed rates of reactants were precisely controlled. Benefitting from the enhanced
micromixing efficiency of the microreactor, the KMnFs particles prepared in C-CFMCR were smaller and
less aggregated than those produced with traditional stirred reactors (STR). The prepared KMnFs was
applied as the electrode material in supercapacitors, and the electrochemical measurements showed
that the KMnFz obtained under optimal conditions had a discharge specific capacitance of ~442 F g*1 at
a current density of 1 A g™, with a decline of ~5.4% after 5000 charge—discharge cycles in an aqueous
electrolyte of 2 M KOH. It was also found that the morphologies and electrochemical performances of
the prepared KMnFs3 particles changed accordingly with the micromixing efficiencies of C-CFMCR, which
can be adjusted by the reactor structure and operating conditions. An asymmetric supercapacitor
assembled with the KMnFz and activated carbon exhibited an energy density of 13.1 W h kg~ at a power
density of 386.3 W kg~%, with eminent capacitance retention of ~81.2% after 5000 cycles. In addition,
only a slight amplification effect of C-CFMCR on the co-precipitation process was noticed, indicating
that the C-CFMCR is a promising technology for the massive and controllable production of KMnFs

rsc.li/rsc-advances

1. Introduction

The increasing energy demand together with device miniaturi-
zation make it urgent to develop alternative and renewable
energy storage resources with fast charge-discharge rate, high
cycling stability and low cost. Supercapacitors, which fill the gap
between conventional capacitors and batteries, have attracted
significantly increasing attention in practical applications
ranging from portable electronics and implantable medical
devices to electric vehicles.’”® There are two accepted mecha-
nisms of charge storage for supercapacitors, ie., electrical
double layer capacitance (EDLC) and pseudo-capacitance.® The
former, which is developed generally with carbon materials,
stores electric energy via the accumulation of ions at the
electrode/electrolyte interface to generate enormous electric
capacity; while for the latter, the energy storage is achieved by
fast and reversible faradaic redox reactions taking place in the
surface of electroactive materials and the reaction site can
provide dozens of times higher energy density in comparison
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particles as well as other ultrafine particles.

with the non-faradaic process,”® possessing much larger
specific capacitance than EDLCs as a consequence.’ "

It is well known that electrode materials play an extremely
important role in the performance of supercapacitors. In
pursuit of high-performance supercapacitors, suitable electrode
materials with high redox activity, good conductivity and elec-
trical stability must be developed. Various forms of carbona-
ceous materials, transition metal compounds and conducting
polymers have been investigated and used extensively as elec-
trode materials for supercapacitors.”**® Perovskite-type mate-
rials with the nominal formula of ABC;, where A is a lanthanide
or alkali earth element and B is a valence-variable metal cation,
have been widely studied as electrodes for solid fuel cells and
supercapacitors on account of their inherent 3D diffusion
channels and robust structure with intersectant orthogonal
cavity chains."?® Because of the considerable ionic essence of
transition metal-fluoride bonds and inherent high rate of ion
diffusion, perovskite fluorides have been considered as
a promising candidate to replace perovskite oxides for electro-
chemical applications.”*** It has been reported that KCoF;
demonstrates good electrochemical stability and energy storage
capacity.”* KMnF; is a manganese-containing fluoride with
perovskite-type structure and improved conductivity. In addi-
tion, evidences show that there exist inherent cation vacancies
in Mn-contained compounds in terms of ions intercalation in
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charge-discharge process,”** which can be exploited to
improve charge storage through the insertion of electrolyte
cations into Mn vacancies. However, little research on perov-
skite fluorides for electrode materials of supercapacitors has
been conducted.

There are several methods for the synthesis of perovskite
fluorides, such as hydrothermal,® inverse micelle method,*
reaction precipitation®* and horizontal Bridgman method.**
Compared to reaction precipitation, other methods suffer
several drawbacks, such as inflexible process, environmental
unfriendly and large space occupation for peculiar devices.
Besides, the low throughput could hardly satisfy the demands of
commercialization.

Precipitation is a flexible process for the synthesis of parti-
cles with varying morphologies and other specified properties,
in which uniform and high level of supersaturation is essential
because of the highly nonlinear dependency of the nucleation
rate on supersaturation.®® Since precipitation processes are
generally accompanied by very fast reactions, rapid micro-
mixing is desired to generate uniform level of supersaturation
and promote the product quality consequently. However, high
micromixing efficiency is hard to be achieved in conventional
stirred reactor (STR) due to the inhomogeneous local distribu-
tion of concentration and flow rate, leading to uneven element
distribution within the prepared material. To address above
disadvantages, many microstructured devices for process
intensification, such as confined impinging jet reactor,** Y-type
microchannel reactor,® microporous tube-in-tube micro-
channel reactor,*® rotor-stator mixer,*” etc., have been devel-
oped for performing chemical reaction and separation
processes, in which fast micromixing is desired. All these
precisely designed devices can remarkably strengthen micro-
mixing performance and provide an even environment for
energy dissipation and reactants distribution. Nevertheless,
most of the micromixing-intensified instruments are either
difficult to be manufactured and scaled up by reasons of their
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complex structures or vulnerable to severe blocking problem
and low yield limitation when it comes to practical applications.
In this regards, development of new micromixing-enhanced
devices with advantages of simple configuration, ease to scale
up and slight blocking remains an urgent challenge for chem-
ical precipitation processes.

For this purpose, we built a clustered countercurrent-flow
micro-channel reactor (C-CFMCR) by numbering-up its single
counterpart, ie, a single countercurrent-flow micro-channel
reactor (S-CFMCR), and studied its micromixing performance
(expressed as micromixing time, ¢,,) experimentally.®® It was
found that C-CFMCR had notable advantages of strengthening
micromixing, easy to be fabricated, flexible operation in contin-
uous manner and easy to be scaled up with controllable magni-
fication times. Hence it was expected to be an efficient technology
for the massive precipitation of nanoparticles or ultrafine parti-
cles. In this work, C-CFMCRs were applied to prepare ultrafine
KMnF; particles with varying feed rate and were compared to the
same product synthesized in STR. The amplification effect of the
as-developed reactor was explored by assembling C-CFMCRs with
different number of S-CFMCR. In addition, the electrochemical
properties of KMnF; in a three-electrode system as well as
a practical application as supercapacitor were assessed.

2. Experimental

2.1. Chemicals and reagents

Potassium fluoride dihydrate (KF-2H,0) and manganese chlo-
ride tetrahydrate (MnCl,-4H,0) were obtained from Guangfu
Fine Chemical Factory (Tianjin, China). Acetylene black, poly-
vinylidene fluoride (PVDF), and n-methyl-2-pyrrolidinone
(NMP) were provided by Sinopharm Chemical Reagent Co.,
Ltd. (China). Potassium hydroxide (KOH) was purchased from
Tongguang Fine Chemical Ltd. (Beijing, China). Activated
carbon (AC) (with a specific surface area of 1600 m”> g~ ') was
obtained from Kuraray China Co., Ltd. (Shanghai, China). All
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Fig. 1 Structure of assembled C-CFMCR: (a) S-CFMCR, (b) outer appearance of C-CFMCR, (c) middle cross-section of C-CFMCR, (d) front
cross-section of C-CFMCR: (1) main inlet; (2) buffer zone; (3) shell; (4) S-CFMCRs; (5) main outlet.
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Table1 Operation conditions for the synthesis of KMnFz in S-CFMCR
and C-CFMCR

Volumetric Incoming Micromixing
flow rate flow velocity =~ Number of  time

Ref. (mLmin™") (ms™) S-CFMCR tm (ms)*®

KMF01 20 1.18 1 1.75

KMF02 40 2.36 1 0.34

KMFO03 60 3.54 1 2.07

KMF04 80 4.72 1 4.35

KMF05 200 2.36 5 0.61

KMF06 400 2.36 10 0.76

KMF07  — — STR 20 (ref. 39)

chemicals were of analytical grade and used without further
purification.

2.2. Construction of C-CFMCR

The C-CFMCR (Fig. 1b-d) was integrated by its counterpart S-
CFMCR (Fig. 1a) as stated in our previous work,*® which
possesses the advantages of easy to fabricate, flexible operation
and variable magnification factors.

2.3. Synthesis of KMnF;

The co-precipitation processes of KMnF; were carried out at
ambient temperature. A 0.6 M KF-2H,0 solution and a 0.2 M
MnCl,-4H,0 solution were introduced into C-CFMCR simulta-
neously from the two main inlets by precise plunger pumps or
directly mixed by vigorously stirring in STR, generating KMnF;
according to the following equation:

3KF2H20 + MHC124H20 i KMHF'; + 2KCl + 6H20 (1)

The volumetric flow ratio of the two injecting streams was
kept at 1 for coaxially balanced convection at the exit zone with
varying volumetric flow rate ranging from 10 to 80 mL min~"
(corresponding to a Reynolds number varying from 394 to 3152
with an inlet diameter of 0.6 mm) in each individual S-CFMCR.
The collected suspension was stirred at room temperature for
4 h and then washed with deionized water and ethanol for
several times, and dried in a vacuum oven overnight at 60 °C to
obtain white powders. The precipitation conditions are illus-
trated in Table 1, in which the micromixing time is determined
by the liquid flow rate within the specific reactors.

2.4. Material characterization

The crystal structure of samples was analyzed using X-ray
diffraction (XRD, Bucker D8, Germany), applying Cu Ko radia-
tion (A = 0.1542 nm) as the source from 10 to 80° with a scan rate
of 10° min~". The optical absorption measurement was carried
out by using UV-VIS-NIR spectrophotometer (Shimadzu UV-3600,
Japan) from 800 to 220 nm. Energy dispersive spectroscopy (EDS)
and morphology analyses were conducted with a scanning elec-
tron microscopy (SEM, JEOL S-7800, Japan). The surface elec-
tronic states were captured by X-ray photoelectron spectra (XPS,
ESCALAB-250, USA) with Al Ko radiation. N, absorption

This journal is © The Royal Society of Chemistry 2020
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desorption isotherm was recorded by an ASAP 2010 instrument
(Micromeritics, USA) after pretreated in vacuum for 6 h.

2.5. Electrode preparation and electrochemical
characterization

The working electrode was prepared by mixing the active material
KMnPF;, acetylene black and polyvinylidene fluoride (PVDF) with
a mass ratio of 8:1:1, a proper amount of n-methyl-2-
pyrrolidinone (NMP) was then added into the mixture. A nickel
foam substrate (1 x 1 x 0.1 cm) was coated with the above-
obtained slurry, dried at 80 °C for 12 h and pressed under
10 MPa into a thin wafer. The mass loading of active material was
1.5-2.5 mg cm >,

Electrochemical tests were conducted in a three-electrode
system by an electrochemical workstation (CHI660E, CH
Instruments Inc., USA), with a platinum plate and an Hg/HgO
electrode employed as the counter and reference electrode,
respectively. 2 M KOH aqueous solution was used as the elec-
trolyte. A few cyclic voltammetry (CV) cycles were carried out in
advance to activate the electrode, followed by galvanostatic
charge-discharge (GCD) and cyclic voltammetry (CV) tests. The
electrochemical impedance spectroscopy (EIS) measurement
was conducted in the frequency range from 100 kHz to 10 mHz
at 0 V (vs. open circuit). The cycling performance were measured
by a GCD equipment (LANHE CT2001A, Wuhan LAND, China).
The specific capacitance (C, F g~') was obtained from galvano-
static discharge measurement by the following equation:

IAt

NG @

where I (A), At (s), AV (V) and m (g) are constant discharge
current, discharge time, voltage window and the mass of active
material, respectively.

The coin-cell asymmetric supercapacitors (ASC) were
assembled by using KMnF; particles as positive electrode and
activated carbon (AC) as negative electrode in 2 M KOH aqueous
solution with nonwoven fabric as separator. The negative elec-
trode was prepared using the same method as used for the
positive electrode. The mass ratio between the positive and
negative electrodes of ASC for achieving charge balance was
expressed as the following equation:

m, CAV_

R S 3
m_  C,AV, (3)

where m,/m_, C,/C_, and AV,/AV_ denote the masses, specific
capacitances and potential window upon discharging for the
positive and negative electrodes, respectively.

The energy density (E, W h kg™") and power density (P, W
kg~ ") were calculated using the following formulas:*°

_ Ccell V2
T 2x3.6 (4)
3600
P= A7 (5)

where C.. denotes the specific capacitance of assembled ASC
obtained based on the total mass of activated material in both
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positive and negative electrodes, V and At are the specified
potential window and discharge time, respectively.

3. Results and discussion

3.1. Characterization of structure and morphology

KMnF; particles were synthesized in STR, one S-CFMCR and
two C-CFMCRs with different magnification times (i.e., 5 and 10
times), respectively, under varying fluid flow rates, and their
XRD patterns are demonstrated in Fig. 2a. All the diffraction
peaks in each individual profile can be perfectly attributed to
cubic pervoskite structure KMnF; (JCPDS 84-0442) with space
group of Pm3m. There was no significant distinction in XRD
patterns for the KMnF; samples prepared in S-CFMCR (labeled
as KMFO02, refer to Table 1) and in the integrated C-CFMCR with
different magnification factors (KMF05 and KMF06), in which
the highly crystalline nature of the materials were all confirmed.
However, broadening and weaker peaks were observed for the
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sample prepared in STR in comparison to that prepared in
microreactor-route, suggesting much poorer crystallinity for the
STR sample. The textural properties and porosity of the KMF02
and KMF06 were evaluated by N, absorption/desorption
isotherms and pore size distributions. As illustrated in
Fig. 2b, both samples showed typical type-IV isotherms with
small hysteresis loop at relative pressure P/P, = 0.2-1.0,
revealing the existence of mesopores within them.** Both
precipitates exhibited narrow pore size distribution profiles
with a maximum between 2 to 8 nm, which might be originated
from the interspace among the aggregated particles (Fig. 3). The
calculated BET surface area of KMF02 and KMF06 were 10.8 and
9.7 m> g7, respectively. Fig. 2c displays the UV-Vis absorption
spectrum of KMnFj;, indicating that KMnF; absorbs light with
wavelength shorter than 580 nm. The optical band gap of
KMnF; was estimated to be 3.04 eV by extrapolating the plot of
(Ahv)* versus photon energy (hv) (Fig. 2d) as proposed in
pervious research.*>*
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Fig. 2 Structure characterization: (a) XRD patterns, (b) N, absorption/desorption (inset is pore size distributions) of different samples, (c) UV-Vis
absorption spectrum and (d) corresponding (Ahv)? vs. energy (hv) curve of a KMnFs film.
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Fig. 3 SEM images of KMnF3 particles prepared under different operating conditions: (a) KMFO1, (b) KMF02, (c) KMFO3, (d) KMFO4, (e) KMFO5, (f)

KMFO06, (g) KMFO7 and (h) KMFO2 under high resolution.

The different reactors under varying operating conditions
have different micromixing time ¢, (Table 1). Fig. 3 presents the
SEM images of KMnF; particles prepared under different
conditions. The KMnF; particles produced in S-CFMCR at
a volumetric flow rate of 20 mL min~" (Re = 788, Fig. 3a) had

This journal is © The Royal Society of Chemistry 2020

low crystallinity and incomplete growth of structure with rela-
tively large size distribution. Along with the increasing volu-
metric flow rate (Fig. 3b-d), the obtained KMnF; particles
exhibited smaller and more uniform morphologies but
different degree of agglomerations was observed at larger

RSC Adv, 2020, 10, 11681-11693 | 11685
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Fig. 4 EDX spectrum with mapping of KMFO02.

micromixing time scale (Fig. 3c and d). In accordance with the
effect of operating parameters on the micromixing time of S-
CFMCR (see Table 1), promoted morphology of precipitated
KMnF; particles was achieved under intensified micromixing
performance (i.e., shorter micromixing time). The optimal
volumetric flow rate for the precipitation of KMnF; was found to
be 40 mL min~ " in one single S-CFMCR, which showed the best
micromixing efficiency at the same time. The strengthened
micromixing performance would lead to higher level of super-
saturation and more homogeneous distribution of dissipated
energy, which would favor nucleation rather than growth
process and consequently result in smaller and more uniform
particles. The KMF02, KMF05 and KMF06 samples prepared in
S-CFMCR, 5-times integrated C-CFMCR and 10-times integrated
C-CFMCR, respectively, demonstrated similar morphology and
insignificant agglomeration with uniform size of ~1 pm
(Fig. 3b, e and f), which were associated with their close
micromixing time (Table 1) and also revealed the weak ampli-
fication effect from S-CFMCR to C-CFMCR. The precipitates
prepared in STR (Fig. 3g) showed a slightly larger particle size
and more severe aggregation in comparison with that prepared
in S-CFMCR (Fig. 3b). That might be due to the different types of
precipitation and micromixing behaviors between the two
routes. During STR operations, the already generated precipi-
tates remained in the stirred reactor throughout the whole
process and kept contacting with the mother liquid, the freshly
added reactants as well as newly formed particles. Therefore,
the growth period of all particles in STR experienced a wide
range of residence time, leading to the uneven size distribution
as a consequence. By contrast, the residence time within the S-
CFMCR was very short and the whole precipitation process was
completed quickly under specified operating condition with
desired micromixing performance. All the precipitates

1686 | RSC Adv, 2020, 10, 11681-11693

Mn

2 pm

possessed almost the same residence time, local concentration,
turbulent kinetic energy and same level of supersaturation, thus
more uniform products were obtained in S-CFMCR and C-
CFMCR. Fig. 3h displays clearly a cubic structure of the
precipitates by SEM analysis with higher resolution, which
agreed well with the XRD data. The EDX analysis with element
distributions is illustrated in Fig. 4. There are no impurity peaks
being observed, indicating high purity of the as-prepared
samples.

3.2. Electrochemical characterization

The electrochemical behavior of KMF02 electrode material,
which was prepared under the quickest micromixing in S-
CFMCR and of improved morphology, was studied utilizing
a typical three-electrode electrochemical system with 2 M KOH
electrolyte. Fig. 5a gives the CV measurement curves over
varying scanning rate (vs. Hg/HgO). As observed, the KMnF;
displayed a conspicuous characteristic of faradaic pseudoca-
pacitor with a pair of distinct redox peaks. With the scanning
rate increasing from 10 to 100 mV s~ over a voltage of 0-0.6 V,
the CV curves possessed similar shape, in which the positions of
oxidation and reduction peaks shifted positively and negatively,
respectively, revealing an excellent capacitive performance and
quasi-reversibility of redox reactions on electrode.**

Fig. 5b depicts the discharge curves of KMFO02 recorded at
different current densities, in which a distinct discharge voltage
plateau around 0.3 V and a less dramatic discharge voltage
plateau around 0.45 V can be observed. These voltage plateaus
can be indexed to the cathodic peaks presented in Fig. 5a, which
indicates that the charge-discharge processes of KMnF; are
primarily attributed to faradaic redox reactions and contribute
to an outstanding capacitance nature as a result. The cathodic
and anodic peaks in the CV curves can be attributed to faradaic

This journal is © The Royal Society of Chemistry 2020
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Fig.5 Electrochemical characterization of KMFO2: (a) CV curves at different scan rates, (b) GCD curves at different current densities, (c) specific
capacitances at different current densities, (d) Nyquist plots of EIS before and after 3000 cycles (inset is equivalent circuit diagram).

redox reaction of Mn**/Mn**/Mn** in KOH solution. The cor-
responding specific capacitances calculated from eqn (2) are
given in Fig. 5c¢, in which the KMnF; electrode exhibited
a specific capacitance of 481, 442, 405.1, 365.6, 327.3 and 316.5
F g ! at a current density of 0.5, 1, 2, 3, 4.5 and 5 A g %,
respectively, indicating a high rate capability. The capacitance
of KMnF; outperforms most similar materials, such as
SrMnO3,>* LaMnOj (ref. 45) and BaMnF,.*°

The EIS spectra corresponding to the as-prepared KMnF;
electrode and cycled electrode, for characterizing its impedance
behavior, are shown in Fig. 5d. The high frequency intersection
with X axis denotes the internal resistance (R;), including the
ionic resistance of electrolyte, inherent resistance of active
material, and the contact resistance between active material
and electrolyte.*® The Ry of the KMFO02 electrode material as-
prepared and after 3000 cycles were 0.67 and 0.75 (, respec-
tively. The low Ry of KMnF; electrode material indicates its
excellent diffusion ability. The diameter of the semicircle

This journal is © The Royal Society of Chemistry 2020

showed in the higher frequency implies the charge transfer
resistance (R.) of the redox reaction at the electrode/electrolyte
interface. It could be noticed that the simulated R.. of KMF02
electrode material increased significantly (from 0.27 to 2.23 Q)
after 3000 charge-discharge cycles, which might be ascribed to
the partial exfoliation of active materials from the substrate
during the long charge-discharge process.

The electrochemical properties of KMnF; obtained under
various operating parameters were also assessed by GCD
measurement at a current density of 1 A g~'. The change of
specific capacitance with micromixing time is illustrated in
Fig. 6a. Overall, decreasing micromixing time would improve
the specific capacitance. In accordance with the effects of
micromixing time on the morphology of the prepared particles,
KMF02, KMF05 and KMF06, which were synthesized with close
micromixing time and the same volumetric flow rate in each
individual channel (40 mL min~"), showed similar specific
capacitances, indicating a negligible amplification effect from
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S-CFMCR to C-CFMCR. It is well known that the electrochemical
performances of electrode material are greatly determined by its
particle size and degree of agglomeration, which are strongly
affected by the micromixing efficiency as well as the level of
supersaturation during the preparation process. It was found
that the specific capacitances of electrode materials precipi-
tated either at low volumetric flow rate (KMFO01) or at high
volumetric flow rate (KMF03 and KMF04) were relatively low.
Such phenomenon was caused by the mixing characteristics of
S-CFMCR, in which the mixing behavior occurrs primarily in the
convection zone of the two injected fluids. As the feed rate was
too low, the flow of the two fluids was too weak to collide with
each other and might flow out of the exit from their respective
side, leading to poor micromixing and uneven distribution of
energy dissipation. On the other hand, if the feed rate was too
high, the injected streams would impact strongly and part of the
reactants would sputter out without mixing with each other due
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to the unconfined exit of the reactor, which also resulted in
a low micromixing performance as well as waste of energy. In
addition, the poor performance of KMFO01 in specific capaci-
tance may also be ascribed to its anomalous morphology
(Fig. 3a). Thus, an appropriate injecting volumetric flow rate
must be selected to assure not only fast micromixing but also
enough momentum acted on the buffer zone (Fig. 1d) to achieve
uniform distribution of fluids into the assembled S-CFMCRs
and weaken the magnification effect consequently. Therefore,
a volumetric flow rate of 40 mL min~" (correspond to Re = 1576
and a flow velocity of 2.36 m s™') in each single channel was
chosen as the optimal operating condition for S-CFMCR and C-
CFMCR.

The cycling performance of KMF02 was studied at a constant
current density of 5 A g~ (Fig. 6b). The specific capacitance of
KMFO02 electrode material was observed to be increasing
continuously in the first 650 cycles and could reach ~129.2% as
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compared with the starting cycle. It is due to the electro-
activation or preconditioning of the electrodes by continuous
intercalation and deintercalation of the active species on
respective sites, as reported in other researchers’ work.*~*° After
that, the specific capacitance decreased gradually and still
retained ~94.6% of the initial specific capacitance after 5000
cycles. The dramatical decrease of specific capacitance around
2500-3500 cycles may be ascribed to the intensive increase of

charge transfer resistance (Fig. 5d).
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As to the charge storage of KMnF; electrode material in
alkaline solution during the reversible reactions of Mn>*/Mn**/
Mn*" transition, a large amount of OH ™~ from electrolyte would
be absorbed on the surface of electrode along with the oxidation
of Mn®*" to Mn**. In the next step, the excessive OH  was
intercalated at the crystal surface through the diffusion of Mn**
and Mn*" was oxidized into Mn"* to generate H,O. The inferred
mechanism of energy storage is described by the following
equations (eqn (6) and (7))***° and illustrated in Fig. 7.
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Fig.9 ASC tests: (a) schematic of the assembled asymmetric supercapacitor, (b) CV curves of KMnFs and AC at a scan rate of 10 mV s, (c) CV
and (d) GCD curves of KMnF3//AC device at different scan rates and current densities, respectively, over a potential window of 0-1.55V, (e) the
cycling performance of KMnFs//AC device at a current density of 1 A g~2, (f) Ragone plot of the KMnFs//AC device.
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KMn?*F; + OH™ & K[Mn, 57" ;Mn;_s""[(OH)F; + ¢~ (6)

K[Mn1'5(52+;Mn1_,;3+](OH)F3 +OH™ «
K[Mng**;Mn;_o 755" 1OF; + H;O + ¢~ (7)

To explore the variation of the oxidation state of manganese
in the charge storage process, XPS measurement was carried out
on KMFO02 electrodes after 100 and 3000 cycles, respectively, and
the XPS results were compared with that of the as-prepared
material. Fig. 8b presents the overall XPS spectrum of the
KMF02 sample at a combined energy ranging from 0 to 1000 eV,
which confirmed the presence of Mn, K, and F in the as-
prepared sample. The Mn 2p XPS spectrum exhibited two
prominent peaks at 642.1 and 653.5 eV (Fig. 8b), which are
assigned to Mn 2p,,; and Mn 2p,,, spin state, respectively.** For
quantitative analysis, the peaks at 641.3 eV for Mn 2p,;; and
652.7 eV for Mn 2p,,, were assigned to Mn>" state, the peaks at
642.7 eV and 654.4 eV were fitted to the Mn>" state, and the
peaks at 645.2 eV and 657.1 eV with an energy separation of
11.9 eV were typical Mn*" state (Fig. 8a).>"* Fig. 8c presents the
relative content of different state of manganese in Mn 2p
spectrum of KMFO02 electrodes after 100 and 3000 cycles.
Compared to the state of manganese after the discharge process
of 100 cycles, the content of Mn>" was reduced by 11.7% and
Mn*" content increased by 12.0% while Mn®" content remained
almost unchanged after 3000 cycles, which was due to the
oxidation of lower binding energy components and corre-
sponded to the variation of valence state of manganese in Fig. 7.
The significant increase of Mn*" content after 3000 cycles may
be responsible for the dramatic reduction of specific capaci-
tance by weakening the electron conductivity, as reported in
other publications.**™*

To further evaluate the practical application of the as-
synthesized materials for supercapacitor, a solid-state asym-
metric supercapacitor (ASC) was assembled to test its electro-
chemical performances, using KMFO02 as positive electrode and
activated carbon (AC) as negative electrode, respectively. The
construction of ASC is illustrated in Fig. 9a, where 2 M KOH and
nonwoven slice were employed as electrolyte and separator,
respectively. Fig. 9b presents CV analyses of the negative and
positive electrodes separately, showing 164 F g~ of the negative
electrode (AC). Hence, the calculated mass ratio of the positive
and negative electrodes was 0.67 according to eqn (3). Fig. 9c
gives the CV curves of the optimized ASC at various scan rates. A
pair of broad redox peaks and no evident change in shape was
observed with increasing scan rate, revealing fast charge-
discharge ability.** GCD tests of the ASC at various current
densities at a voltage window of 0-1.55 V are presented in
Fig. 9d. Linear profile with nearly triangular symmetric shape
indicated a pseudo-capacitance with good reversibility and
stability. The specific capacitance of the assembled ASC was
calculated through eqn (2) and found to be 39.2, 29.6, 27.2 26.5
and 22.6 F g~ ! at the current densities of 0.5, 1, 1.5, 2 and
5 A g7, respectively. Additionally, 81.2% of the initial specific
capacitance was still retained after 5000 cycles (Fig. 9e), which

suggested superior stability of KMnF;//AC asymmetric

This journal is © The Royal Society of Chemistry 2020
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supercapacitors. Meanwhile, the ACS device could deliver an
energy density of 13.1 W h kg™ " at a power density of 386.3 W
kg~ '. When the power density increased to 3881.0 W kg™, the
device delivered a decreased energy density to 8.8 W h kg™ . The
performance of an ASC depends strongly on its negative elec-
trode (activated carbon with a specific capacitance of 164 F g~
was used in this work) and can be promoted with higher energy
density and power density with improved negative electrodes.
These results are compatible as compared to previously re-
ported similar perovskite-like or manganese based
supercapacitors.**"->°

4. Conclusions

In this study, a clustered countercurrent-flow micro-channel
reactor (C-CFMCR) with adjustable magnifications was assem-
bled by numbering up its counterpart (S-CFMCR). C-CFMCRs
were then employed to synthesize highly-crystallized KMnF;
under varying operating conditions with different micromixing
time. The prepared KMnF; was used as electrode material for
supercapacitor. It was found that the micromixing time played
a key role in the precipitation process and KMnF; samples ob-
tained under close micromixing time possessed similar
morphologies and electrochemical properties, and decreasing
micromixing time would lead to more even size distribution as
well as element distribution of the precipitates and conse-
quently higher specific capacitance. The KMnF; particles
prepared under optimal conditions displayed a specific capac-
itance of 442 F g ! at the current densities of 1 A g ' with
excellent cycling stability. Moreover, the as-assembled KMnF;//
AC asymmetric capacitor delivered an energy density of
13.1 W h kg™ " at a power density of 386.3 W kg™ " over a wide
voltage window of 0-1.55 V, and also exhibited superior lifetime
with 81.2% retention of the initial specific capacitance after
5000 cycles. Additionally, the KMnF; samples prepared in S-
CFMCR and C-CFMCR under optimal conditions presented
superior morphology and electrochemical performance than
that prepared in STR. Only a weak amplification effect of S-
CFMCR to 5-times integrated C-CFMCR and 10-times assem-
bled C-CFMCR on their application for the co-precipitation
process of KMnF; was observed. These results indicated that
C-CFMCR is a promising technology for the controllable and
massive precipitation of nano/ultrafine materials.
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