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Drying-induced back flow of colloidal suspensions
confined in thin unidirectional drying cells}
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A clear back flow was observed in the thin unidirectional drying cell of a colloidal suspension. Flow around
the colloidal-particle packing front was more complex than expected, even though a colloidal suspension
was confined in a narrow space with a submillimeter-scale or shorter gap height. We propose that an
increase in particle concentration around the packing front induces downward flow, which is the origin
for back flow inside the cell. A mathematical model, which considered both a drying induced horizontal
flow and a circulation flow caused by a concentration gradient of particles, showed a reasonable
agreement with experimental data for the width of the back-flow region. The concentration gradient of
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Introduction

Colloidal-suspension drying is a common industrial process
and is used extensively to manufacture products, such as
paints,* optical films,>® ceramics® and electrodes.”® During
drying, solvent evaporates and the concentration of suspended
particles increases, in which they eventually form particulate
films. Many papers have reported drying kinetics of colloidal
suspensions, and directional drying is used frequently in those
studies.®™ A suspension is introduced into a narrow space
between parallel glass plates. By using this drying cell, quanti-
tative measurements on drying-induced phenomena, such as
film formation,' crack formation™ and shear-band formation,**
have been demonstrated. Horizontal solvent flow is essential for
structural anisotropy of particulate films,* the formation of
shear bands'® and for the packing ordering of weakly Brownian
particles.”” A packed layer forms at the drying interface and
evaporation of water from the air-water interface between the
packed particles induces horizontal solvent flow to the packed
layer during drying. Because of the thin geometry, it has been
assumed that suspension flow is almost ideal. However, recent
studies have revealed that vertical flows are induced spontane-
ously, even in a thin liquid layer owing to drying-induced
increase in the solute concentration'®?* and in the concentra-
tion of suspended particles.> These examples suggest that flow
is complex, even in a drying thin liquid layer between parallel
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particles was not negligible and it generated a rather complicated flow even in a thin drying liquid film.

plates. In this paper, we present complex flow generation in the
unidirectional drying of colloidal suspensions.

Experimental

We used a unidirectional drying cell to dry silica colloidal
suspensions as shown in Fig. S1 in the ESIL.t The cell width (L)
was approximately 5 mm. The cell gap height (H) was set to 50
um, 100 um or 200 um using silicon rubber spacers. Colloidal
silica dispersions with diameters (d) of 110 nm (Seahoster KE-
W10, Nippon Shokubai Co. Ltd., Tokyo, Japan), 60 nm and
45 nm (Snowtex-OYL and Snowtex-OL, Nissan Chemical
Industries Inc., Tokyo, Japan) were used. The initial fraction of
colloidal silica (¢y) was typically 15 wt% to 20 wt% in all
suspensions. Zeta potentials of the silica particles were —46 mV
(110 nm), —22 mV (60 nm), and —21 mV (45 nm). To trace flow
inside the drying cells, 500 nm-diameter fluorescent silica
particles were added (Sicaster-greenF, Micromod Parti-
keltechnologie GmbH, Rostock, Germany). The excitation
wavelength was 485 nm and we used a 510 nm fluorescent light.
The mass ratio of added fluorescent particles to silica particles
was approximately 2 x 107°. We used a transparent
temperature-controlled substrate (ST-91, Blast Co., Ltd., Kana-
gawa, Japan) to maintain a constant drying temperature. We
observed drying suspensions by using an optical microscope
(Eclipse Ti2-E, Nikon, Tokyo, Japan). Transmission and fluo-
rescent images were recorded simultaneously.

Results and discussion
Generation of back-flow region

A schematic illustration of the top view of a unidirectional cell is
shown in Fig. 1a. As drying proceeded, a packed layer formed at
the drying interface (Fig. 1a right). Drying occurred predominantly
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Fig. 1 (a) Schematic illustration of top views of a unidirectional cell.
Immediately after suspension (45 nm particles) injection (left) and
during drying (right). (b and c¢) Photographs of transmission-micro-
scope images of a drying suspension. Part of a drying cell, surrounded
by red dashed squares in (a), was recorded. (d and e) Corresponding
fluorescent photographs of (b) and (c). Photographs were recorded at
0 min (b and d) and 60 min (c and e) after drying commenced at 25 °C.
Width of the back-flow region w was defined as in (e). Time lapses of
a width of the back-flow region and the rate of film growth during
drying are shown in (f).

from the left drying interface in Fig. 1a. There was the other water—
air meniscus on the right side as well. But it was inside the cell and
air around the right meniscus was soon saturated with water
vapor. Thus drying from the right meniscus was severely restricted
and water mainly evaporated from the left interface. Because of
this, a packed layer formed on the left meniscus and the
suspension spontaneously flowed to the left meniscus.
Corresponding photographs of a part of a cell, as indicated
schematically by the red dashed squares in Fig. 1a, are shown in
Fig. 1b and c. We used a 45 nm-diameter colloidal suspension.
The corresponding movie is available in the ESI (Movie 17). In
Fig. 1c, a clear boundary exists between the packed layer and
a suspension. The particulate film thickened from the drying
interface as drying proceeded, which suggests that suspended
particles were transported to the drying interface by a sponta-
neous suspension flow. Corresponding fluorescent photo-
graphs are shown in Fig. 1d and e. The movie file is available in
the ESI (Movie 21). We observed a bright region between the
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packed layer and the suspension. This region shifted to the
suspension side as the packed layer grew. In both fluorescent
images, the left edge of the cell appeared as yellow and this
would be a reflection or scattering of light by the drying inter-
face of water and air. We also note that the right meniscus
observed in Fig. 1c and e curved, which was different from the
illustration in Fig, 1a right. This was caused by pinning of the
right meniscus on one of the spacers.

We observed the bright region at a higher resolution at two
different height positions. Particle transport toward the packing
front was observed at 40 pm above the bottom of the cell (Movie 3
in the ESIT). Conversely, fluorescent particles in the bright region
were transported to the opposite direction at the bottom (Movie 4
in the ESIt). We concluded that a back flow formed spontane-
ously in the bright region as shown in Fig. 2. After this observa-
tion, we intentionally inverted the drying cell. If the flow pattern
is conserved, we would observe back flow at the top side of the
inverted cell. However, back flow was observed around the
bottom side of the inverted cell and the suspension flowed to the
packing front at a middle height position. We measured a width
of the back-flow region from recorded images which was defined
as in Fig. 1e. The width of the back-flow region (back-flow width,
w) was mostly constant during drying as shown in Fig. 1f.

In our previous study, suspended-particle condensation near
the packing front caused a downward flow when a drying cell
was tilted intentionally.®® Particles were transported and
concentrated by a drying-induced flow and finally packed into
a particulate film at the packing front. However, because not all
particles are packed into the film, some concentrated particles
remained suspended. As a result, a slight increase in density of
the concentrated suspension near the packing front induces
gravity-driven downward flow. Pradhan et al. demonstrated
experimentally and numerically internal convection of an
aqueous NaCl solution inside a microcapillary during drying.**
A solution with a higher density formed near the drying inter-
face and it sunk down by gravity.

Slide glasses
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Fig.2 Schematic illustration of flow inside a unidirectional drying cell.
Movies 3 and 4 in the ESIT were observed 40 um from the bottom
(denoted A) and around the bottom of the cell (denoted B).

This journal is © The Royal Society of Chemistry 2020


http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d0ra02837a

Open Access Article. Published on 21 April 2020. Downloaded on 10/18/2025 12:17:54 PM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

Paper

We propose that a similar scenario is applicable to under-
stand the spontaneous formation of back flow in our experi-
ments. Suspended particles were transported by flow to the
packing front. But only water penetrated through the packed
layer and transported particles were accumulated around the
packing front. This increased the concentration of suspended
particles around the packing front. Because of the difference in
velocities of solvent and particles, particles felt a drag force.*
Suspended particles were packed when the drag force by the
fluid flow through the packed layer compressed the suspended
particles onto the packed layer sufficiently. Thus, a larger
suspension flow or a faster film growth rate would decrease the
number of particles that were not packed into the film. There-
fore, less downward flow and a small back-flow width would be
observed. In Fig. 3a, we summarized the back-flow width in
terms of particulate-film growth rate. We changed film growth
rate by changing drying temperature. As expected, the back-flow
width decreased when the film growth rate was large. Fig. 3b-
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Fig. 3 (a) Width of the back-flow region (w) and film growth rate (v).

Conditions (d, ¢w, H) = (45 nm, 20 wt%, 100 um) for red solid circles,
(65 nm, 20 wt%, 100 um) for green solid circles, (110 nm, 15 wt%, 100
um) for blue solid circles, (45 nm, 20 wt%, 50 um) for red open circles,
(45 nm, 20 wt%, 200 um) for red open squares, (110 nm, 15 wt%, 50
um) for blue open circles, and (110 nm, 15 wt%, 200 um) for blue open
squares. Data of red, blue, and green solid circles in (a) are replotted by
using v 1 in (b)—(d). The solid line in (b)—(d) show a linear fitting result
for the data for vyt < 6 [s um Y. (e) All data in (a) were plotted by using
H3/(1/v¢ — 1/vy). The inset in (e) shows the same data in a log—log plot.
The solid line in the inset shows a slope of 0.85. The same symbols as
in (a) are used in (b)—(e).
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d shows some extracted data in Fig. 3a, which is summarized by
the inverse of the film-formation rate. A threshold growth rate of
film formation exists above which back flow disappears. A large
back-flow width was observed in a cell with a large gap height as
in Fig. 3a.

Mathematical model to explain width of the back-flow region

In this section, we consider a mathematical model to under-
stand important factors that dominantly determine a width of
the back-flow region w. Before starting mathematical modeling,
we refer a very recent study on buoyancy-driven circulation flow
on solutal mass transport by Salmon and Doumenc.*

They studied drying of dilute binary solution of a volatile
solvent and involatile solute analytically. They summarized four
different regimes for solutal mass transport, two diffusive regimes
and two dispersive regimes. These regimes were categorized by
a product of Peclet number (Pe) and Rayleigh number (Ra). When
PeRa » o, solutal mass transport is in the dispersive regimes, in
which « is a characteristic constant equal to 362 880.*' According
to the definition in ref. 21, Pe = VeyapH/D and Ra = p/¢gus ogH'/
(uD), in which V., is an evaporation rate, H is a gap height of
a drying cell, D is a diffusion constant for suspended particles, p’ is
a density difference between silica particles and water, g is the
gravitational acceleration and u is a viscosity of water, respectively.
In our study, Pe = 12.5 and Ra = 2.9 x 10°. Used values are Vevap =
0.5x 10 °ms ', H=100 x 10 °m, D = 4.0 x 10" ** m? s~ for
particles with a diameter of 110 nm, p’ = 1.2 x 10> kg m 2, @446 o
=0.1,g=9.8ms *and u= 10> Pas. Value of D was calculated
by Stokes-Einstein equation. We obtain PeRa = 3.7 x 10°, much
larger than (362 880)>° ~ 6 x 10> Thus we consider that solutal
mass transport is dominated by a buoyancy-driven flow in our
study. We note that they also analyzed a width of diffusive layer in
which there was a concentration gradient of solute.* This diffusive
layer would correspond to the back-flow region in this study.
However, the diffusive layer was predicted to grow as drying pro-
ceeded and a width of the layer was proportional to £*, in which ¢
is drying time. Conversely, a width of the back-flow region in our
study was almost constant in terms of drying time as in Fig. 1f.
One important difference in our study from ref. 21 is packing of
particles. Particles were condensed due to drying but they were
treated as suspended and transported by flow in the analysis
because the drying suspension was very dilute.** Conversely, some
particles clearly packed and fixed at the drying front in our study.
Packing of particles decreases the number of suspended particles
in a drying cell and this would cause such different result.

A schematic illustration of the model is shown in Fig. 4a. We
set x = 0 at the advancing packing front. The boundary between
the back-flow region and the bulk suspension is x = w. We
assumed that a concentration of particles ¢(x = 0) was ¢ and
that at x = w was @gys o, in Which ¢ is a volume fraction of
particles in the packed layer. Concentration of particles in the
bulk suspension (x > w) was uniform with a value of ¢gs o.

Within a framework of the lubrication approximation and
a small Reynolds number, a steady state horizontal flow velocity
u, in a gravity-driven circulation flow between parallel plates
satisfies the following equations as

RSC Adv, 2020, 10, 15763-15768 | 15765
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Fig. 4 (a) Schematic illustration of suspension flow in a drying cell. We

set x = 0 on the boundary between the packed layer and the circu-
lation flow. We averaged both the gravity-driven circulation and the
drying-induced horizontal flows. Simplified velocity field using aver-
aged velocities is shown in (b). Both the packing front and the back-
flow region move to right at a velocity of vr. We note that we do not
consider flow in z-direction for simplicity in this model. We define that
flow from left to right in (b) is positive and thus Veyap < 0, Ux-t_ay < O, Ux-
b_av > 0 and v¢ > O, respectively.

Pu, P
Fa2 = ox (1)
aP
e = —P(fﬂ)g (2)

in which P is pressure, p is density of suspension, and ¢ is
volume fraction of particles in suspension. We define the
denSit}’ as p = Pwater + (psilica - pwater)(P Wlth Pwater and Psilica
being densities of water and silica. We assume a concentration
gradient of Jd¢/dz is negligibly small and ¢ is defined as an
averaged value over the cross section of the cell. From the
continuity of fluid, jf Uxdz/H = Veyap. In addition, non-slip
boundary conditions are imposed and u,(0) = w(H) = 0.
Analytical solution u, in eqn (1) combined with eqn (2) is

(3)

in which p' = psjlica — Pwater- Detailed derivation process of eqn
(3) is reported in ref. 19 and 21. Velocity u, is a summation of
a gravity-driven circulation flow (the first term in the right hand
side of eqn (3)) and evaporation-induced flow (the second term
in the right hand side of eqn (3)). Averaged flow velocity w1, av
over the bottom half of the cell (from z = 0 to z = H/2) in the
back-flow region is

_ pgH? ¢ z (
T o o H

Ux—b av —

2 H/2
E JO Ll,\-dZ7 (4)

From eqn (4), we obtained ., o, = —p'gH>(09/9x)/(192) +
Vevap- The average velocity u,. o, over the top half of the cell
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(H/2 = z = H) in the back-flow region is simply obtained as
U av = p'GH(39/0x)/(1921) + Veyap-

Flow pattern in a drying cell is schematically illustrated in
Fig. 4b. We consider three different regions, a top and bottom
half of volume in the back-flow region and the bulk suspension
away from the packing front. Strictly speaking, d¢/dx would vary
depending on a position x in the back-flow region and u,.;,_,, and
Uyt av are not constant. Non-zero velocity of suspension in z-
direction u, is obtained from the continuity equation when d¢/dx
is not constant. However we do not discuss u, because our main
concern is not a full description of a flow profile but a width of
the back-flow region.

In Fig. 1f, a width of the back-flow region was constant during
drying. The region was in between the packing front and the bulk
suspension. Packed layer of particles grew at a velocity of v¢ and
this means that the boundary between the back-flow region and
the bulk suspension also moved at v¢. From the viewpoint of the
advancing packing front, the velocity of the bottom part in the
back-flow region almost vanished at x = w. Therefore we set
Urn_av(W) ~ vr and we obtain —p'gH u ' (39/0x)y, ~ Vi — Vevaps
where (d¢/dx),, denotes a concentration gradient of particles at
X =w.

We need to know a concentration gradient (d¢/dx),. In
unidirectional drying of colloidal suspension without a circula-
tion flow, one dimensional advection-diffusion model of
colloidal particles well describes a concentration profile of
particles ¢. Ratio of diffusion constant to the advection velocity
is proposed as a scaling length for d¢/dx.* In a similar drying
system with a buoyancy-driven circulation flow, an approximate
analytical solution for the concentration profile of particles
along x-axis is also reported.”® However as we have already
stated, packing of particles at the drying interface was not
considered in the latter study. Thus we consider that applica-
tion of the approximate analytical solution into our present
work would not be suitable. We used another approach to
estimate (d¢/dx),. The simplest approximation is to use an
averaged concentration gradient for (d¢/dx),. This means
(3¢/0),, ~ [y (90/0x)dx/w = ($(w) — $(0)) /w. the
boundary conditions, ¢(w) = @sus_o and ¢(0) = ¢¢. Thus (d¢/dx),,
~ (@sus o — @g)/w. Besides, macroscopic conservation of particles
requires (¢r — Psus_o)Vs = —Psus_oVevap- We note that direction of
Vevap 1S Opposite to ve as in Fig. 4 and thus Vi, < 0 in this study.

Substituting these relations, we finally obtain w ~
0'80sus o(@¢ — Psus_o)H /(pgve). Our mode predicts that a width
of the back-flow region is proportional to H>/v¢. In Fig. 3b-d, we
plotted w in terms of the inverse of v¢. There is a threshold
velocity of film formation above which no back flow generates.
Our model does not predict this threshold. But these data
strongly suggest that if all condensed particles near the packing
front immediately pack into the film, the gravity-driven down-
ward flow does not occur. Thus we introduce a threshold term
in the model semi-empirically as

W~ & ¢sus_0 (d)f - ¢sus_U)H3 (l _ L)’ (5)
13 [on Vi Vih

From
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The velocity vy, is a threshold rate of film formation. Our
model predicts that w is a function of H>(1/v¢ — 1/vy,). All data in
Fig. 3a are replotted in Fig. 3e. They collapsed in a single master
curve. In this replotting, values of vy, were determined experi-
mentally as 0.7 um s~ (110 nm particles) and 1.1 pm s~ (60 nm
particles) as in Fig. 3c and d. For 45 nm particles, we set 1/vy, ~
0 as shown in Fig. 3b. The inset in Fig. 3e shows a log-log plot of
the same data in Fig. 3e. All data were on a linear line with
a slope of 0.85, which is smaller than the expected value of
unity. Small difference of 0.15 between 0.85 and unity would
originate from assumptions in our model. For example, we
assumed that there was no concentration gradient in z-axis. In
addition, we treated the viscosity as constant although
a concentration of suspended particles would affect viscosity.
However, in spite of such approximations, the essence of the
back flow is described well. The thickness of the back flow as in
Fig. 2 is also explained using this model. We did not see the
back flow at a height of 40 um as already explained. Linear
velocity profile of gravity-driven flow in eqn (3) predicted that
the sign of the flow changed at a height of 50 pm when the gap
height was 100 um. However this gravity-driven flow was
superimposed with drying-induced horizontal flow as in eqn (3).
Because of the summation of both flows, thickness of the back
flow was smaller than 50 pm.

One important point is that although diffusion constant of
suspended particles is not included in eqn (5), experimental
data was collapsed well on a master curve as shown in Fig. 3e. In
mass balance of particles in a drying suspension, advection and
diffusion play key roles in particle transport and they determine
a concentration profile of particles."”* Therefore absence of
diffusion constant in eqn (5) might be contradictory to these
studies. However we also consider that empirically-introduced
Ve could include diffusion process of particles. The threshold
velocity vy, depends on diameter of particles, 0.7 um s~ " for
110 nm particles, 1.1 um s~ ' for 60 nm particles and practically
infinite for 45 nm particles as shown in Fig. 3. As diffusion
constant D is inversely proportional to diameter of particles,
contribution of diffusion is more dominant for 45 nm particles.
Therefore it is reasonable to consider that not all transported
particles pack into a packed layer for 45 nm particles and we
observed the back-flow region even at a large growth rate of
packed film. Theoretical approach between D and vy, could
explain the physical meaning of vy,.

Finally we discuss diffusiophoresis of large colloidal parti-
cles dispersed in a suspension of small colloidal particles.
Drying of a suspension of binary colloidal particles is one of the
hot topics in this field. While staggered packing of large and
small particles is reported,**>° spontaneous stratification is also
observed. In this stratification, diffusiophoresis plays a key role.
Large particles are ejected owing to the concentration gradient
of small particles.”””® Condensation of small particles at the
drying interface sometimes induces diffusiophoretic motion of
large particles. We used large colloidal particles of 500 nm to
observe the flow of drying colloidal suspension in this study. In
drying colloidal suspension with a free drying interface, auto-
stratification are frequently observed at the top of the
receding drying interface.”*** As drying proceeds, the liquid-air
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interface descends. Suspended particles are accumulated by the
descending interface and a concentration gradient of small
particles spontaneously forms. Because of this, diffusiophoresis
of large particles can occur depending on drying conditions. In
our study, the drying water-air interface was fixed at one end of
the drying cell and particles were transported by drying-induced
advection to the interface. But there is a concentration gradient
of small particles d¢/dx in the back-flow region and we are not
able to omit the possibility of diffusiophoresis. However,
packed layer also showed a fluorescence as in Fig. le. This
suggests that some large particles were carried with small
particles and packed. Thus we consider that flow of small
particles was visualized by large fluorescent particles.

Conclusions

We demonstrated a spontaneous back-flow generation in
a unidirectional drying cell. Suspension flow in a thin unidi-
rectional drying cell was not simple as had been expected.
Suspended particles tend to be transported by flow. Conversely,
condensation and packing of suspended particles affect
suspension flow, which in turn affects particle transport.
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