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oltaic stability and performance by
incorporating tetrabutyl phosphonium iodide into
the active layer of a perovskite type photovoltaic
cell

Edgar González-Juárez,a Karen Valadez-Villalobos,a Diana F. Garcia-Gutierrez, b

Domingo I. Garcia-Gutierrez, b Arian Espinosa Roac and Eduardo Sanchez *a

A simple synthesis of an ionic liquid is carried out using a trialkylphosphine and an alkyl halide. The results

showed that the quality of perovskite crystals is enhanced by the incorporation of B4PI, when the

percentage is 1.5% the PCE of champion PSCs MA98.5(B4PI)1.5PbI3 increases significantly from 15.5%, with

a VOC of 0.957 mV, JSC of 23.6 mA cm�2, and an FF of 68.4%. Stability tests show that excess B4PI by

20% has a protective effect against humidity, MA80(B4PI)20PbI3 was more stable towards humidity, losing

only 20% efficiency for 200 h.
1. Introduction

In the past decade, perovskite solar cells (PSCs) have attracted
extensive research interest due to their simple preparation
method,1 adjustable band gap,2–4 high performance, large
absorption coefficient,5,6 light weight, long carrier diffusing
distance and solution processability.7,8 The highest certied
power conversion efficiency (PCE) reported for PSCs has
reached 25.2% based on a simple solution process.9 One of the
keys to success for PCE high performance, has been optimizing
the quality of MAPbI3 lms, in fact, the performance of the solar
cell is inuenced signicantly by both morphology and crys-
tallinity of the lm, which are formed through the crystalliza-
tion process of perovskite materials. There is a series of
thermodynamic and kinetic steps (deposition of atoms, diffu-
sion, nucleation, and growth) in the crystallization process.
These steps may be inuenced by moisture differently and
understanding them can help to improve the quality of the nal
lms.10 In this sense, different strategies have been developed to
enhance the PSCs efficiency by controlling the quality of the
perovskite thin lm, such as sequential and one-step deposi-
tion, vacuum deposition, and vapor assisted solution
processing.11–14
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Nicolás de los Garza, Nuevo León, C. P.

uanl.edu.mx

ANL, Facultad de Ingenieŕıa Mecánica y
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Conventional perovskite materials (such as MAPbX3 and
FAPbX3, MA¼ CH3NH3, FA¼ CH(NH2)2, X¼ Cl, Br, or I) usually
suffer from the problem of low environmental stability.15

Factors such as humidity, heat and, sun light irradiation
signicantly affect the performance and stability of PSCs.16,17

The moisture instability might be overcome, in part by molec-
ular engineering or encapsulation with hydrophobic layers.18

Recently, alternative two-dimensional (2D) halide perovskites
have quickly become a promising alternative to three-
dimensional (3D) perovskite solar cell absorbers, and in other
applications, such as light emitting diodes,19 phosphors,20

transistors,21 photodetectors22 and lasers.23 However, 2D
perovskites with rigid crystalline structures have a wide range of
energy band gap, which limits their application in photovoltaic
devices.24 Therefore, 3D/2D perovskite dimensional combina-
tion could improve stability by the presence of hydrophobic
cations that promote chemical and thermal stability, in addi-
tion to having the option of different organic cations, while the
3D structure could improve charge carrier transfer processes.25

Among the different organic cations recently explored, ionic
liquids (IL) have been studied due to their interesting proper-
ties, such as good solubility, wide temperature range in the
liquid state, good thermal stability, as well as low toxicity that
can be applied in the manufacture of photovoltaic devices.26

Phosphonium salts have been reported alternative IL for solar
cells applications, for example, Ma et al., (2020)27 used phos-
phonium halides salts substituted with aromatic groups and
carbazole as passivating agents on the surface of MAPbI3. The
passive layer managed to suppress recombination at the inter-
face between the HTM and the perovskite. Garcia Gutierrez
et al., (2018),28 performed the synthesis of different tetra-
alkylphosphonium derivatives with different numbers of
RSC Adv., 2020, 10, 31575–31585 | 31575
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carbons in the alkyl chain, R ¼ ethyl, butyl, hexyl, and octyl, to
form perovskite-like hybrid compounds with BiI3. The
compounds (R4P)xBiyIz displayed good humidity stability (40%)
for 3000 h, and are good candidates for testing on photovoltaic
devices. Grätzel et al., (2015)29 managed to modify the surface of
MAPbI3 by adding 4-amino butylphosphonic acid chloride,
which acted as a crosslinker between perovskite grains through
the strong interaction between the PO(OH)2 and NH3

+ terminal
groups and the perovskite surface.

Despite the fact that most of its applications are focused on
the area of catalysis, phase transfer reactions and extraction
processes,30 phosphonium halides salts have important prop-
erties that can be applied to photovoltaic devices and represent
an alternative to replace other ILs such as those derived from
imidazolium salts. Phosphonium halides possess similar elec-
tronic characteristics to ammonium halides, which have rarely
been investigated for surface passivation of PSCs.27

On the other hand, the methods of synthesis of alkylphos-
phonium salts are relatively simple, generating compounds
with different alkyl or aryl groups which play an important role
in ne-tuning their properties. Based on this background and to
the low application of phosphonium salts in the photovoltaic
area, in this research project an alkylphosphonium function-
alized with four alkyl chains (B4PI) was synthesized, with the
aim of studying the effect it generates on the property structure
of MAPbI3 when incorporated in different percentages by
weight.
2. Experimental
2.1. Materials

All the chemicals were used as received, including titanium
diisopropoxide bis(acetylacetonate) (75 wt% in isopropanol,
Sigma-Aldrich), 1-butanol (99.8%, Sigma-Aldrich), titanium
dioxide (TiO2) paste (Dyesol 18NR-T), PbI2 (99.9983%,Sigma-
Aldrich), N,N-dimethylformamide (DMF, anhydrous 99.5%,
Sigma-Aldrich), lithium bis(triuoromethylsulfonyl)imide (Li-
TFSI, Sigma-Aldrich), spiro-MeOTAD (99%, Shenzhen Feim-
ing), chlorobenzene (SigmaAldrich), acetone, ethanol and,
acetonitrile. The morphological characteristics of the thin lms
were observed by scanning electron microscopy (SEM) in a JEOL
JCM-6000 and a Hitachi SU-8020. X-ray diffraction (XRD) was
employed to characterize the crystallinity of the lms using an
XRD Bruker D2 phaser. The UV-Vis transmission spectra were
characterized by using a scientic evolution 300 spectrometer.
NMR spectroscopy (Bruker Avance III of 500 MHz). The 1H
chemical shis (d) are reported in ppm. The spectra were ob-
tained at 500 MHz in CDCl3.
Fig. 1 Configuration of the cell based on the modified perovskite
layer.
2.2. Perovskite standard solar cell device construction

Fluorine doped tin oxide (FTO) glass was patterned by chemical
etching with zinc (Zn) powder and chloride acid (HCl) solution.
The etched substrate was then cleaned with hellamanex 2% and
ultrasonically cleaned with 2-propanol and deionized water in
sequence for 15 min, respectively. Aerward, the substrates
were further cleaned using O2 plasma cleaning for 15 min. A
31576 | RSC Adv., 2020, 10, 31575–31585
dense layer of TiO2 was then coated on the substrates by spin
coating of titanium diisopropoxide bis(acetylacetone) (75 wt%
in isopropanol, Aldrich) diluted in absolute ethanol (v/v, 1/20) at
3000 rpm for 1 min. The substrates were then heated at 180 �C
for 5 min followed by annealing at 450 �C for 1 h. A mesoporous
layer of TiO2 was then deposited by spin-coating TiO2 paste
(Dyesol 18NR-T) diluted in absolute ethanol at 1 : 12 weight
ratio at 5000 rpm for 30 s. The substrates were then heated at
180 �C for 5min, followed by annealing at 450 �C for 1 h. For the
fabrication of the standard cell, the methodology proposed by
Sutanto et al., 2017,31 was followed, using DMF as solvent.
Previously prepared solution 1.25 M of PbI2 : MAI with a 1 : 1
molar ratio and le at 70 �C for 12 h. MAPbI3 solution was
deposited by spin-coating on the mesoporous layer of TiO2 at
3000 rpm for 30 s. Aer 6 s of having started the centrifugation
technique, 650 mL of chlorobenzene were rapidly added to the
substrate. Furthermore, a hole transport material (HTM) of
spiro-OMeTAD was spin-coated at 3000 rpm for 30 s from
a chlorobenzene solution (79.1 mg in 690 mL) that contained 22
mL of 4-tert-butylpiridine and 15 mL of Li-TFSI (bis(triuoro-
methane)sulfonimide lithium salt) from a 500 mg mL�1 stock
solution in acetonitrile as dopants (Fig. 1).

To study the effect of B4PI on MAPbI3, and on the perfor-
mance of the photovoltaic device, B4PI was incorporated in
different percentages by weight (% w/w) (Table 1). The perov-
skite lm was deposited also by spin coating a previously
prepared solution 1.25 M of MAI : PbI2 with a 1 : 1 molar rela-
tion in a solvent mixture of DMF/DMSO (80 : 20 v/v) by a one-
step process at 5000 rpm for 30 s. Aer a 6 s delay time of the
spin coating process, a 650 mL of anhydrous chlorobenzene were
added on top of the substrate. Additionally, perovskite thin
lms were sintered at 100 �C for 10 min. HTM (hold transport
material, spiro-OMeTAD) was spin coated at 3000 rpm for 30 s.
Finally, an 80 nm thick silver counter electrode was deposited
under high vacuum by physical vapor deposition.
2.3. Photovoltaic characterization

The J–V curves were measured using a solar simulator (Newport,
Oriel Instruments, 91160A) with a source meter (Keithley 2400).
In addition, a xenon lamp was used as a light source and it was
calibrated using a silicon reference solar cell (enlitech) to
regulate the output power of the lamp to 1000 W m�2.
This journal is © The Royal Society of Chemistry 2020
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Table 1 Different compositions (w/w%) utilized in the synthesis of
derivatives solutions MAPbI3-B4PI

Solution PbI2 (mg) CH3CH2NH3I (mg) B4PI (mg)

MAPbI3 289 100 0
MA98.5(B4PI)1.5PbI3 289 98.5 1.5
MA97(B4PI)3PbI3 289 97 3
MA95(B4PI)5PbI3 289 95 5
MA90(B4PI)10PbI3 289 90 10
MA80(B4PI)20PbI3 289 80 20
B4PI 0 0 5
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The measurements were performed inside the glove box in
order to protect the stability of the cells. The cell area was
limited using a metal mask (0.254 cm � 0.254 cm). The active
area of device is 0.065 cm2.
2.4. Synthesis tetrabutyl fosfonio iodide (B4PI)

The synthesis was carried out inside a glove dry box with a N2

atmosphere due to the reactivity of tributyl phosphonium (B3P).
In an amber bottle, 2.667 g of butyl iodide (BI) were weighed
and mixed with 3.0108 g of B3P in a 1 : 1 stoichiometric ratio.
The mixture was sonicated for 18 h outside the dry chamber
(Fig. 2). NMR (CDCl3)

1H (500 MHz): d(ppm) ¼ 0.96 (t 3H); 1.55
(m, 2H); 0.96(t, J ¼ 3H); 1.70 (m, 2H); 2.54 (m, 2H); 31P: d(ppm)
¼ 32.8 (s).
3. Results
3.1. Purication and incorporation B4PI on MAPbI3

The synthesis of phosphonium salts are SN2-type reactions and
have been extensively studied. Some methodologies show long
synthesis times and generation of secondary products or
impurities.32,33 In our case, the synthesis of B4PI was carried out
using the methodology proposed by Varma et al., 2002,34 which
consists of carrying out the synthesis by ultrasound assistance.
Under this methodology it is possible to reduce reaction times
and generation of impurities. B4PI was obtained as a bright
white solid and was washed several times with petroleum ether
to purify it. For this, 15 mL of petroleum ether were added and
further sonicated. The purication was monitored by UV-vis
spectrophotometry in transmittance mode. Fig. 3a shows the
progress during B4PI purication, the petroleum ether carries
Fig. 2 Reaction scheme for B4PI synthesis.

This journal is © The Royal Society of Chemistry 2020
impurities in each of the washes, at the end B4PI spectrum is
very similar to the solvent spectrum. In this moment the anal-
ysis was suspended. Finally, B4PI was subsequently dried in
a vacuum oven overnight.

FT-IR analysis of B4PI and its precursors show very similar
signals due to the similarity of the functional groups, however,
some differences allow us to establish the obtaining of B4PI,
such as the signal corresponding to the C–I covalent bond of the
alkyl halide (BI) disappears in B4PI due to the ionic nature of the
salt. On the other hand, there are changes in intensity of the
signals when incorporating the alkyl chain, for example the
signals that appear in 3000–2850 and 1300 corresponding to the
alkyl groups (–CH3 and –CH2), the same occurs for the corre-
sponding bands of P–CH2 at 1400 cm�1 (Fig. 3b). Table 2
summarizes the absorption bands for each of the compounds.

On the other hand, 1H, 31P NMR characterization techniques
were employed to ensure B4PI purication (Fig. 3c; 3d) respec-
tively. The 1H NMR spectrum shows at high eld the charac-
teristic chemical shis of protons associated with the alkyl
chains at d ¼ 0.96 to 2.54 ppm. While the 31P NMR spectrum
contains a single signal at d ¼ 32.7 ppm, indicating a complete
transformation of triphenylphosphine.
3.2. Perovskite lm fabrication strategies and DRX, SEM
analysis

Once B4PI was characterized and puried, it was added to the
perovskite precursor solution to analyze its effect on a thin layer
and the efficiency of a perovskite solar cell of MAPbI3. B4PI, was
added in different percentages by weight, as indicated in the
experimental section. Furthermore, two reference targets (100%
MAPbI3 and 100% B4PI) were prepared in order to compare and
better understand composition variations. It is important to
comment that solvent engineering plays a very important role in
the quality of the lms. In this work, a mixture of DMF : DMSO
solvents was used in a 4 : 1 ratio to promote the formation of the
MAI-PbI2-DMF and MAI-PbI2-DMSO adducts that delay perov-
skite crystallization. Dimethylformamide (DMF), dimethylsulf-
oxide (DMSO) and g-butyrolactone (GBL) are most widely used
solvents for perovskite preparation due to the high boiling point
and low vapor pressure.35–37 On the other hand, it is well known
that the incorporation of co-solvents by the deposition tech-
nique dynamically contributes to generate a dense and uniform
layer. In this case, chlorobenzene was used and deposited 6
RSC Adv., 2020, 10, 31575–31585 | 31577
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Fig. 3 Purification and characterization of B4PI; (a) UV-vis spectra in mode transmittance, (b) FT-IR analysis, (c) RMN analysis 1H; (d) 31P.

Table 2 IR absorption bands (cm�1) and their assignments for B4PI

Assignment BI B3P B4PI

n C–Hstretching 3056 3056 3041
n C–H 2875 2878 2853
n CH3 symmetric 1377 1376 1375
n CH3 asymmtric 1460 1457 1467
n (CH2)n rock 788 807 819
n C–I 650 — —
n C–P — 1045 1086
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seconds aer starting the spinner. Finally, the lms were sub-
jected to a heat treatment of 100 �C for 10 minutes (Fig. 4).

The addition of B4PI in different percentages and the use of
the solvent-engineering process signicantly improved the
quality of the lms. The analysis by scanning electron micro-
scopic (SEM) show the morphology of pristine MAPbI3,
MA98.5(B4PI)1.5PbI3 and MA80(B4PI)20PbI3, lms of lower and
higher concentration of B4PI, respectively (Fig. 5).

The pristine MAPbI3, lm showed a random grain size
distribution. While this grain size increased when B4PI was
incorporated into the perovskite precursor solution. MA98.5(B4-
PI)1.5PbI3 showed a larger grain size and no clear defects in its
morphology, while MA80(B4PI)20PbI3, with a higher B4PI
concentration, showed a larger crystal grain size, but with the
presence of defects, such as pin-holes.
31578 | RSC Adv., 2020, 10, 31575–31585
On the other hand, X-ray diffraction (XRD) is one of the most
specic techniques for the qualitative and quantitative analysis
of crystalline phases of any type of material. Numerous studies
n P–CH2 — 1467 1477

This journal is © The Royal Society of Chemistry 2020
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Fig. 4 Strategy and preparation of films derived from MAPbI3-B4PI; (a) pristine MAPbI3; (b) MAPbI3 with the alkylphosphonium additives.
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show the importance of using this technique to identify the
formation of new phases when a cation is incorporated into
another system. In this sense, the MAPbI3, B4PI lms and the
different MAPbI3 : B4PI mixtures were analyzed by XRD to
identify the possible formation of a new phases derived from
B4PI. First, Fig. 6a shows the diffractograms of each of the
variables and shows the characteristic MAPbI3 pattern observed
at 14.1�, 20�, 23.5�, 24.5�, 28.5�, 31.9�, 40.6�, and 43.2� that
correspond to the planes (1 1 0), (1 1 2), (2 1 1), (2 0 2), (2 2 0), (3 1
0), (2 2 4), (3 1 4), respectively. In addition, the diffractograms
show an increase in the intensity of the peaks when B4PI is
added in each of the thin layers, this is an indication that B4PI
improves the crystallinity of perovskite. On the other hand, it
has been reported that the modication of long chain organic
molecules within 3D perovskites can promote the formation of
2D layer structures,38,39 improving thermal and humidity
stability.40 Based on this discussion, the 2D perovskite B4PIPbI3
was synthesized from the precursors PbI2 and B4PI, in order to
Fig. 5 Scanning Electron Microscopy (SEM) images for the MAPbI3 pero

This journal is © The Royal Society of Chemistry 2020
compare the diffractograms in the region below 2q ¼ 10�. The
comparative analysis shows that the diffractograms of the
MA80(B4PI)20PbI3 and MA90(B4PI)10PbI3 lms show a peak at 2q
¼ 7.2�, which correlates with the peak of the 2D perovskite
(Fig. 6b).41 On the other hand, the MA95(B4PI)5PbI3 and
MA97(B4PI)3 PbI3 lms also showed also a peak at 2q ¼ 9�. This
proves that the addition of B4PI in different percentages by
weight determine the properties and effects on each lm.
Therefore, this effect will be analyzed and discussed and in the
following section.
3.3. Thin lm stability tests

Stability tests were performed in a room with 30% controlled
relative humidity (RH). The analysis was carried out in a thin
lm and was monitored by XRD at different times. It has been
reported that prolonged exposure to moist air will degrade
a methylammonium lead iodide perovskite lm.42 The degra-
dation mechanism has been extensively studied and as a result
vskite layers; (a) MAPbI3, (b) MA98.5(B4PI)1.5PbI3, (c) MA80(B4PI)20PbI3.

RSC Adv., 2020, 10, 31575–31585 | 31579
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Fig. 6 (a) XRD patterns of pristine MAPbI3 and MA1�x(B4PI)xPbI3 films; (b) highlighted diffraction profiles in the range from 2q ¼ 10�–16�.
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of material degradation the by-products generated are hydro-
iodic acid (HI), solid lead iodide (PbI2) and methylammonium
cations (MA+) released as gas (amine) or dissolved in water.43

The diffractograms show the evolution of the degradation of
each lm (Fig. 7). At the beginning of the analysis, the presence
of the characteristic peak of PbI2 ¼ 12.5� is not observed.
However, as the exposure time increases, the peak starts to
appear. Table 3 shows the times when the degradation started.
MAPbI3 started the degradation process at 48 h, while the lms
with B4PI began to degrade at longer times. The incorporation
of B4PI has a positive effect against the degradation of MAPbI3,
as can be seen in Table 3. In addition, it is well known that IL
can diffuse as tunneling layers and act as encapsulation layers
to protect lms from decomposition caused by moisture.44

The results show that the incorporation of 1.5% of B4PI was
the best percentage to improve the stability and photovoltaic
performance of MAPbI3. In this percentage the perovskite
stability is improved by the interaction between the free elec-
tron pairs of phosphorus and Pb2+, in addition, hydrophobic
alkyl chains promote the formation of a more homogeneous
lm that improves crystallinity and grain size, improving
stability and photovoltaic performance. These results are
agreement with those made by Wu et al., (2020)45 when they
added a symmetric tetrabutylammonium salt to perovskite. In
relation to this topic, Liu et al. (2017)46 introduced the ionic
liquid, methyltrioctylammonium triuoromethanesulfonate
(MATS) to passivate the traps and grain boundaries near the
perovskite top surface, they comments that the ionic interac-
tions between the CF3SO3

� anion (or [CH3(CH2)6CH2]3CH3N
+

cation) of MATS and MA+ cation (or [PbI6]4
�) in the perovskite

crystal lattice ensure its excellent affinity to the perovskite
31580 | RSC Adv., 2020, 10, 31575–31585
surface. On the other hand, it was observed that by increasing
the percentage of B4PI less homogeneous lms were generated,
with surface defects that cause faster degradation such as its
observed in the micrographic. However, the stability tests on
the photovoltaic devices had a different behavior.

B4PI incorporation was analyzed in thin layer by UV-vis and
PL. In general, the absorption spectra show an onset at 760 nm
can be observed in each of the samples (Fig. 8a). However, for
MA80(B4PI)20PbI3 showed a slight blue shi, which agrees with
the emission spectrum. According to other studies, this
displacement is associated with the presence of 2D-3D perov-
skite in the lm47,48 which is conrmed by the XRD analysis.
Even so, problems associated with the quality of the perovskite
lm showed less intensity in PL (Fig. 8b). In contrast, MA98.5(-
B4PI)1.5PbI3 presented high intensity, which suggests the
passivation of the trap states on the surface that prevents the
recombination of charges, in fact the efficiency achieved was
the highest of all the devices evaluated.

Fig. 9a shows the J–V curves for the devices fabricated and
Table 4 shows their photovoltaic parameters. The PCE for
pristine perovskite solar cell is 14%, with open circuit voltage
(VOC) of 947 mV, a short circuit current density (JSC) of 22.6 mA
cm�2 and a ll factor (FF) of 64.6%. The cell that presented the
best efficiency was the one fabricated with thin lm MA98.5(B4-
PI)1.5PbI3, meaning, when B4PI was added at 1.5%, with
a photovoltaic yield of 15.5%, with a (VOC) of 957.4 mV, (JSC) of
23,6 mA cm�2 and (FF) of 68.4%. This improvement is attrib-
uted to the formation of high-quality perovskite grains by
addition of B4PI. However, when increasing the percentage of
B4PI, the effect was not as signicant, for example the efficiency
of MA80(B4PI)20PbI3 was only 10% with a (VOC) ¼ 963 mV,
This journal is © The Royal Society of Chemistry 2020
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Fig. 7 XRD of film degradation: (a) pristine MAPbI3; (b–f) MA1�x(B4PI)xPbI3.
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a decrease in (JSC) ¼ 20.16 mA cm�2 and an (FF) ¼ 51.1%. This
result is also attributed to the quality of the lm, as it was seen
on the SEM analysis, thin lm showed the presence of pin-holes
in its morphology. It is well known that the presence of traps in
lms generate the recombination of the exciton generator in the
active layer of the cell.
This journal is © The Royal Society of Chemistry 2020
Photovoltaic devices were subjected to stability tests under
the same conditions used for the thin lms. As expected, pris-
tine MAPbI3 quickly loses 50% of its PCE within the rst 24 h;
on the other hand, MA98.5(B4PI)1.5PbI3 loses half of its PCE aer
200 h. It is important to note that MA80(B4PI)20PbI3 presented
the lowest efficiency (10%), however, in the stability tests it only
RSC Adv., 2020, 10, 31575–31585 | 31581
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Table 3 Onset of film degradation

Thin lm Onset (h)

MAPbI3 48
MA98.5 (B4PI)1.5PbI3 452
MA97(B4PI)3PbI3 240
MA95(B4PI)5PbI3 240
MA90(B4PI)10PbI3 240
MA80(B4PI)20PbI3 192
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lost 20% of its PCE in the same time span studied (Fig. 9b). In
this case, we should notice that the timescales of degradation of
lms versus time degradation of devices is remarkably different,
Fig. 8 Spectroscopic studies of perovskite films (a) absorption spectra;

Fig. 9 (a) J–V curves of the best performing devices; (b) stability of pho

31582 | RSC Adv., 2020, 10, 31575–31585
the device lifetime is affected by additional stressors related to
working conditions of a cell. However, we have also associated
that the stability in the photovoltaic performance of MA80(B4PI)
PbI3 is due, to the formation of a new phase of 2D perovskite
that acts as a passive layer in the MAPbI3 lm, the deposition of
a bulky organic cation on a pre-formed 3D perovskite surface
induces in situ growth of a 2D perovskite layer through a reac-
tion with excess PbI2. This approach improves the stability and
photovoltaic performance due to the decreased number of
surface trap states and suppressed interfacial charge recombi-
nation by the favorable band alignment of the 3D/2D mixed-
layered structure.44 Another possible reason is that B4PI acts
as a Lewis base to coordinate Pb ions by donating electronic
(b) PL spectra.

tovoltaics devices.

This journal is © The Royal Society of Chemistry 2020
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Table 4 Photovoltaic parameters of fabricated devices

Photovoltaic device VOC (mV) JSC (mA cm�2) FF (%) Eff. (%)

MAPbI3 945.7 22.6 64.6 14
MA98.5(B4PI)1.5PbI3 957.4 23.6 68.4 15.5
MA97(B4PI3)3PbI3 940.3 22.4 52.3 11
MA95(B4PI)5PbI3 956.2 19.9 53.2 10.1
MA90(B4PI)10PbI3 943.9 23.68 58.5 13
MA80(B4PI)20PbI3 963.3 20.16 51.5 10
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density to passivate traps at the interface between perovskite
and spiro-OMeTAD and at the same time the hydrophobic
character of the alkyl chains protect from moisture, resulting in
the stability of the device. Different investigations show the
same results when incorporating Lewis bases as derivatives of
alkylthiophenes and pyridine.49,50
4. Conclusions

In conclusion, a simple synthesis of an ionic liquid was carried
out using a trialkylphosphine and an alkyl halide. The results
showed that the quality of perovskite crystals is enhanced by the
incorporation of B4PI, particularly when the percentage added
was 1.5%. The PCE of champion PSC featuring the thin lms of
MA98.5(B4PI)1.5PbI3, increases signicantly to 15.5%, with a VOC,
JSC and FF of 0.957 mV, 3.6 mA cm�2, and 68.4%, respectively.
This result in photovoltaic devices is attributed to the quality of
the lm and the intrinsic hydrophobicity of long B4PI chains
and the highly oriented density nature of the perovskite lms,
which prevents direct contact of water molecules. Lower effi-
ciencies were achieved when the percentage was increased,
however, stability tests on photovoltaic devices showed that
when B4PI is incorporated at 20%, the cell MA80(B4PI)20PbI3
retains 80% of its efficiency and is attributed to the formation of
a 2D perovskite that passivates the perovskite surface and
prevents recombination of the charges generated when sub-
jected to solar radiation. In addition, B4PI confers electron
density on Pb ions to passivate traps at the perovskite interface
and the hole transporting material.
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