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tivity of micron-scale brass on
emerging pollutant degradation in water:
mechanism elucidation and removal efficacy
assessment†

Irwing M. Ramirez-Sanchez,a Onur G. Apul b and Navid B. Saleh *a

Alloys or smelted metal mixtures have served as cornerstones of human civilization. The advent of smelted

copper and tin, i.e., bronze, in the 4th millennium B.C. in Mesopotamia has pioneered the preparation of

other metal composites, such as brass (i.e., mixture of copper and zinc), since the bronze age. The

contemporary use of these alloys has expanded beyond using their physical strength. The catalytic

chemistry of micron-scale brass or copper–zinc alloy can be utilized to effectively degrade emerging

contaminants (ECs) in water, which are presenting significant risks to human health and wildlife. Here,

we examine the photocatalytic activity of a commercially available micro-copper–zinc alloy (KDF® 55,

MicroCuZn), made with earth abundant metals, for oxidative removal of two ECs. The micron-scale brass

is independently characterized for its morphology, which confirms that it has the b-brass phase and that

its plasmonic response is around 475 nm. Estriol (E3), a well-known EC, is removed from water with

ultraviolet (UV) radiation catalyzed by MicroCuZn and H2O2–MicroCuZn combinations. The synergy

between H2O2, UV, and MicroCuZn enhances hydroxyl radical (cOH) generation and exhibit a strong

pseudo-first-order kinetic degradation of E3 with a decay constant of 1.853 � 10�3 min�1 (r2 ¼ 0.999).

Generation of cOH is monitored with N,N-dimethyl-4-nitrosoaniline (pNDA) and terephthalic acid (TA),

which are effective cOH scavengers. X-ray photoelectron spectroscopy analysis has confirmed ZnO/

CuO–Cu2O film formation after UV irradiation. The second EC studied here is D9-tetrahydrocannabinol

or THC, a psychotropic compound commonly consumed through recreational or medicinal use of

marijuana. The exceptionally high solids–water partitioning propensity of THC makes adsorption the

dominant removal mechanism, with photocatalysis potentially supporting the removal efficacy of this

compound. These results indicate that MicroCuZn can be a promising oxidative catalyst especially for

degradation of ECs, with possible reusability of this historically significant material with environmentally-

friendly attributes.
1. Introduction

Being present in trace amounts, pharmaceuticals, hormones,
and personal care products manifest new challenges for water
treatment.1 Although water treatment technologies are
continuing to be developed for effective removal and degrada-
tion of a wide variety of Emerging Contaminants (ECs),2 some
crucial challenges in these efforts have been identied, which
include: high energy consumption, excess chemical inputs,
large carbon and physical footprint, increased cost, and lack of
reusability.3 There is a critical need for developing smart
ronmental Engineering, The University of
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tion (ESI) available. See DOI:

f Chemistry 2020
materials, which can be prepared with earth-abundant
resources, to effectively remove ECs from water. One such
material that has promise to overcome some of these limita-
tions is brass, a bimetallic alloy made with copper (55–90%) and
zinc (10–45%). Brass, a historically signicant material that was
invented in the bronze age and has served as one of the
cornerstones of human civilization, also demonstrated unique
advantages in environmental applications; e.g., as biocidal
agents4 and in biofuel conversion,5 CO2 reduction,6 air pollution
control,7 and water treatment.8,9

One of the cost-effective (average cost of USD 0.019 g�1)
micron-scale brass is KDF® 55 (hereaer MicroCuZn), which
has become popular in water treatment.10–15 MicroCuZn has
extensively been applied in lters to remove manganese,16

chlorine,11 mercury,10,13 antimony(III),17 chromium(VI),12 cop-
per(II),18 and silver nanoparticles.15 It has been suggested that
the removal mechanism of heavy metals by MicroCuZn is via
RSC Adv., 2020, 10, 39931–39942 | 39931
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reduction of the metal and subsequent formation of amal-
gams.10 Even though MicroCuZn has been predominantly used
for removal of inorganic ions, its efficacy for organic contami-
nant degradation has hardly been assessed; evaluation of its
promise for the same is imperative.

The rationale for using MicroCuZn as an oxidative catalyst
for organic degradation emanates from previous reports, where
copper foil activated by ozone removed organic pollutants with
hydroxyl radical (cOH) attack.19 Similarly, when brass is exposed
to hydrogen peroxide (H2O2),20 a common oxidant, or to photo-
radiation,21,22 it can modulate reactive oxygen species (ROS)
generation. H2O2 has also been shown to initiate corrosion by
electroreduction.20 Besides, it has been conrmed that Cu, upon
exposure to ultraviolet radiation (UV), forms a stable oxide
lm.23–25 The photo-corrosion could be brought about by the
photo-induced holes (h+) that transport across the crystals
within brass, accelerating the cathodic reactions.22

Emerging pharmaceuticals, particularly D9-tetrahydrocannab-
inol (THC) and estriol (E3), are structurally similar with the pres-
ence of a phenol moiety and with their relatively high octanol–
water partition coefficients values, i.e., 106.97 and 102.45, respec-
tively; were chosen as model contaminants. THC, the primary
chemical compound in marijuana, is a psychotropic substance
that belongs to the cannabinoid family.26–28 THC and similar
cannabis molecules and their metabolites are suspected of trans-
forming into toxic disinfection byproducts (DBPs) during their
passage through the treatment systems.26,28 Similarly, E3 is
released into the aquatic environment in notable amounts for their
use in hormone replacement therapy,29 and is known to present
severe risks to the environment and humans.30 An oxidative
transformation of these pharmaceuticals can potentially break
open the phenolic structures and reduce potential halogenation
during their passage through the treatment systems. Ring-opening
and chain-shortening reactions achieved using a potent oxidant
can present with a promising route to avoid DBP generation.

The objective of this study is to elucidate the catalytic and
photocatalytic mechanisms of a commercially available micron-
scale brass to remove the two model ECs (with unique molec-
ular structure and covering for a wide range of solids–water
partition coefficient) from water. In particular, the catalytic
mechanisms are examined with combinations of MicroCuZn
and H2O2, with and without UV irradiation. Oxidative catalytic
rate is measured, followed by elucidation of underlying mech-
anism with monitoring of cOH with N,N-dimethyl-p-nitro-
soaniline (pNDA), and terephthalic acid (TA). To evaluate the
efficacy of the material beyond its oxidative performance,
reusability and stability are also examined.

2. Experimental
2.1. Materials

pNDA (97%), E3 ($97%), TA (98%), and 2-hydroxyterephthalic
acid (2-THA, 97%) were procured from Sigma-Aldrich (St. Louis,
MO, USA). THC (97%) in methanol was obtained from Restek
(Bellefonte, PA, USA). H2O2 (30%) was procured from J. T. Baker
(Phillipsburg, NJ, USA). HPLC grade acetonitrile (99.99%) was
purchased from Fisher Scientic (Fair Lawn, NJ, USA). All
39932 | RSC Adv., 2020, 10, 39931–39942
solutions and HPLC mobile phases were prepared with ultra-
pure water (Millipore, Burlington, MA, USA). These chemicals
were reagent grade and used with no further purication.

KDF® 55 (MicroCuZn) was procured from KDF Fluid Treat-
ment Inc. (Three Rivers, MI, USA). Fig. S1† shows MicroCuZn
material, as used in this study. The MicroCuZn was ultrasoni-
cally washed with acetone, ethanol, and deionized (DI) water for
10 min each, and then dried at 90 �C for 6 h.

2.2. Material characterization

Surface morphology was examined with scanning electron
microscopy (SEM) using a FEI Quanta FEG 650 SEM (FEI
Company, Hillsboro, OR, USA), equipped with an energy
dispersive X-ray spectroscopy (EDS) attachment (Bruker, Madi-
son, WI, USA). Ferret's diameter, projected area, and circularity
distributions were obtained from SEM images for 48 grains,
chosen randomly. Transmission electron microscopy (TEM)
images were collected with a JEOL 2010F TEM (Japan Elec-
tronics Co. Ltd, Tokyo, Japan). SEM and TEM images were
analyzed with ImageJ (NIH, Bethesda, ML). X-ray diffraction
(XRD) analysis was conducted on R-Axis Spider (Rigaku
Corporation, Japan) diffractometer. The phase identication
was conducted with QualX2.0 soware, developed by Altomare
et al.31 Nitrogen adsorption isotherms were generated at 77.4 K,
with a Quantachrome Autosorb-1 gas adsorption analyzer to
determine specic Brunauer–Emmett–Teller (BET) surface area
(Quantachrome Instruments, Boynton Beach, FL, USA). Prior to
analysis, the samples were outgassed at 293.15 K for 40 h.
Diffused reectance measurement was obtained by forming
pellets and conducting measurements on a Lambda 365 UV-vis
spectrophotometer (PerkinElmer, Waltham, MA, USA) with
BaSO4 as the reference. X-ray photoelectron spectroscopy (XPS)
was conducted with a Kratos AXIS Ultra DLD (Shimadzu
Corporation, Japan), equipped with a monochromatic Al Ka
(1486.6 eV) X-ray source. The C 1s peak at binding energy of
284.5 eV was used as an energy reference. XPS spectrum for Cu
2p3/2 region was deconvoluted into four components; i.e.,
copper metal (Cu(0)), cuprous oxide (Cu2O), cupric oxide (CuO)
and copper hydroxide (Cu(OH)2) with regard to binding energy
values reported earlier.32 The Zn-region was deconvoluted for Zn
2p3/2, taking into account two components; i.e., zinc metal
(Zn(0)) and zinc oxide (ZnO), based on binding energies that
have been extensively reported.33 The XPS spectra were tted
with XPS peak 4.1 soware, following Raymund W. M. Kwok
(The Chinese University of Hong Kong, China), with a 80 : 20
Gaussian–Lorenzian mixed-function having the Shirley back-
ground correction.

2.3. Batch photocatalytic conditions

The photoreactor was constructed with a 100 mL cylindrical
water-cooled, jacketed glass vessel (Fig. S2a†), placed on
a thermostatic bath (F250 Julabo, Seelbach, Germany) that
maintained 20 �C for all experiments. To ensure that THC
adsorption to the reactor wall does not interfere with the pho-
tocatalytic degradation assessment, future studies should
explore reactor materials (such as silanized glass) with
This journal is © The Royal Society of Chemistry 2020
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minimum THC sorption propensity. The initial concentrations
of E3, THC, pNDA, and TA were 10, 1, 10 and 500 mM, respec-
tively. All experiments were adjusted to pH 7.0 with 10 mM
NaOH solutions, except for the TA solutions (i.e., pH 9.0) to
ensure adequate TA solubility.34 pH 7.0 was selected because of
copper's thermodynamic instability in deionized H2O (with
dissolved oxygen) at pH below 7.0 according to the Pourbaix
diagram for copper at 25 �C.35 Future studies may consider
examining photocatalytic behavior of brass in alkaline media.

The system was set in an enclosed wooden box to avoid
interference from ambient light (Fig. S2b†). The catalyst load
was maintained at 10 g L�1. A high catalyst load was chosen due
to its low supercial area (0.0149 m2 g�1), as reported else-
where.18 When 0.1 M H2O2 was added to the test solutions, pH
was adjusted to 7.0, prior to catalyst addition. The number of
samples was selected to minimize perturbation in the total
stock volume. We decided that the sample volume to be with-
drawn should be less than 10% of the total volume.

The UV irradiation source was a 10 W Light Emitting Diode
(LED, Epistar Co, Taipei, China). The diffraction spectrum of
the lamp was obtained with a lab-made spectrophotometer,36

which showed that the LED had a narrow emission band
between 363 nm and 415 nm with a primary peak at 382 nm
(Fig. S2c†). Photon ux was measured with a ferrioxalate acti-
nometer37 and was determined to be 9.9 meinstein per min.
Irradiation intensity was obtained with a digital radiometer
(PMA 2100, Solar light, Glenside, PA, USA) with detectors for UV
and visible range radiation (PMA 2107 and PMA 2140). The
irradiation intensity measured was 4.7 W m�2, distributed
99.6% below 400 nm, which conrms emission occurring at the
UV range based on the diffraction spectrum (Fig. S2c†).

2.4. Continuous photocatalytic packed reactor conditions

Reusability and stability were demonstrated through a contin-
uous packed-bed photocatalytic reactor (Fig. S3†). The contin-
uous reactor was a quartz column with dimensions of 1 mm �
10 mm � 100 mm (Fig. S3a†). The column was packed with
2.5 g MicroCuZn (Fig. S3†) and was irradiated with two 10 W
LED (UV, Epistar Co, Taipei, China) bulbs. The photon ux was
39.8 meinstein per min. Experiments were conducted in tripli-
cates and the mean and standard deviation values were re-
ported. The MicroCuZn was reused and ultrasonically washed
with acetone, ethanol, and DI water for 10 min, and then dried
at 90 �C for 6 h. Experiments were carried out at room
temperature (21 � 1 �C).

2.5. Hydroxyl radical generation

The catalytic and photocatalytic performance were studied with
two cOH scavengers, i.e., pNDA and TA. pNDA has been reported
previously as an effective cOH scavenger;38,39 however, a recent
study suggested that pNDA can be susceptible to reductive
bleaching.40 Thus TA was used to conrm and validate effective
cOH generation.

In aqueous solution and at neutral pH, pNDA gives an intense
yellow color owing to conjugated double bonds in the molecule
with a strong absorption band at 440 nm.41 When pNDA reacts
This journal is © The Royal Society of Chemistry 2020
with cOH,39 it becomes colorless at 440 nm;42 this change is
commonly named as pNDA bleaching, which was recorded with
a Carry 8454 UV-visible spectrophotometer (Agilent Technologies,
Santa Clara, CA, USA). The cOH generation in the batch reactor,
based on pNDA bleaching, is described with eqn (1).

�d½pNDA�
dt

¼ k½�OH�ss½pNDA� ¼ kobs½pNDA� (1)

where, [pNDA] represents concentration of pNDA (M), [cOH]ss
represents steady-state concentration of cOH (M), and kobs is the
kinetic rate constant.

Photo-hydroxylation reaction of TA produces 2-THA, a uo-
rescent substance analyzed with an LS-5 uorescence spectro-
photometer (PerkinElmer, Oak Brook, IL, USA) by excitation at l
¼ 315 nm and uorescence detection at l ¼ 425 nm.43 With
a steady-state assumption, cOH production in the batch reactor
can be calculated with eqn (2).44

d½2-THA�
dt

¼ kr½TA�½�OH�ssY ¼ r0 (2)

where [2-THA] represents 2-THA molar concentration (M), t is
time (min), r0 is a zero-order rate of 2-THA production
(M min�1), kr is the reaction rate constant (4.4 � 109 M�1 s�1),
[cOH]ss is the steady-state molar concentration (M), and Y is
yield as was described earlier.44 It is to be noted that eqn (1) and
(2) though capture the kinetics of cOH radical generation, these
are utilized to determine reaction rate constants only for the
cases when the data collected t pseudo-rst kinetics.

2.6. Analytical methods

E3 and THC concentrations were analyzed with high-
performance liquid chromatography (HPLC). HPLC spectra
were obtained with a Nexera LC-2040C (Shimadzu Corporation,
Kyoto, Japan), equipped with an autosampler, UV-visible
detector Shimadzu RF-20A, and a Phenomenex Kinetex
column (100 � 4.60 mm; 2.6 mm) kept at 55 �C. The detection of
E3 and THC was conducted at 197 nm and 190 nm, respectively.
The system used an isocratic mobile phase acetonitrile–water
(30 : 70, v/v) at a ow rate of 0.75 mL min�1 and an injection
volume of 10 mL for E3 detection, and acetonitrile–water
(68 : 32, v/v) at a ow rate of 1.0 mL min�1 for THC. The
detection limit of E3 and THC was 0.1 mg L�1 and 0.01 mg L�1,
respectively. Dissolved metal concentrations (i.e., for Cu and Zn
ions) were quantied with inductively coupled plasma optical
emission spectroscopy (ICP-OES) using a Varian 710 ES (Palo
Alto, CA) in an argon plasma ame at 7000 K, supported by the
ICP Expert II™ soware for simultaneous measurement and
analysis of all wavelengths of interest. Prior to analysis, samples
were diluted by a factor of 10 in 2% (v/v) nitric acid. The
detection limit of ICP-OES was 0.01 mg L�1 for both Cu and Zn.

3. Results and discussion
3.1. MicroCuZn alloy characterization

The MicroCuZn (Fig. 1a) is a mixture of different sized grains
with irregular rounded particles, as shown in representative
TEM images (Fig. 1b). MicroCuZn has a density of 2.91 g cm�3.
RSC Adv., 2020, 10, 39931–39942 | 39933
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Fig. 1 Optical and morphological characterization of MicroCuZn. (a) Photograph showing MicroCuZn particles; (b) SEM image showing size and
shape of MicroCuZn; (c and d) TEM and high-resolution TEM micrographs showing MicroCuZn structure and lattice fringes; (e) SEM/EDS
mapping of elemental distribution; (f) elemental composition shown with SEM-EDS spectrum; (g) matching b-phase with experimental data of
XRD; (h) nitrogen gas adsorption/desorption hysteresis curves employed in specific BET surface area analysis; and (i) diffuse reflectance spectrum
showing plasmonic response in the bulk material near 475 nm.
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Maximum and minimum Feret's diameter (Fig. S4†), i.e., the
longest and shortest distance between any two points along the
particle boundary, are determined to be 0.826 � 0.144 mm
(range 0.44 to 1.11mm) and 0.496� 0.09mm (range 0.31 to 0.69
mm), respectively. Average projected area (Fig. S4d†) is esti-
mated to be 0.261 � 0.068 mm2 (range 0.11 to 0.41 mm2) with
circularity of 0.482 � 0.126 (range 0.21 to 0.77); which indicate
elongated materials (Fig. S4†).

High-resolution TEMmicrographs show 10 nm wide crystals
(Fig. 1c), having dened lattice fringes with 0.4 nm spacing
(Fig. 1d). The elemental distribution appears to be homoge-
neous (Fig. 1e) with 47.2 wt% copper, 44.4 wt% zinc. Other
detected elements form the EDS analysis are shown in Table
S1.† According to the Cu and Zn content, the MicroCuZn
composition corresponds to the a + b phase as observed in the
phase diagram; the analysis is based on Kaprara et al.12 method
(Fig. S5†). XRD analysis (Fig. 1g) further conrms the domi-
nance of the b-phase with dened peaks at 43.36� and 79.47�,
39934 | RSC Adv., 2020, 10, 39931–39942
when compared with the Crystallography Open Database (card
9008814).31 Kaprara et al.12 suggested (1 0 0) crystal planes in
MicroCuZn, which are a result of the crystallization process.

The specic BET surface area (Fig. 1h) is determined to be
0.003 m2 g�1. Based on the International Union of Pure and
Applied Chemistry (IUPAC) classication,45 the isotherm in
Fig. 1h indicates a reversible type II behavior, obtained with
a non-porous or macroporous adsorbent. The surface homo-
geneity can be conrmed by comparing the specic surface area
and the specic external surface area (eqn (3)).

g ¼ Se

mp

z
2a

m
(3)

where, g is specic external surface area (m2 g�1), Se is particle
surface area (m2), mp is particle weight (g�1), a is average pro-
jected area (m2), m is average particle weight (g�1). Considering
that the average particle has Ferret diameter (a) and that its
average weight is 0.009 � 0.003 mg, g is determined to be 0.029
This journal is © The Royal Society of Chemistry 2020
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� 0.0015m2 g�1, which is in the same order of magnitude as the
one obtained from the specic surface area analysis; these
results conrm that the catalyst particles are likely non-porous,
thus the catalytic or adsorption processes will likely take place
on the surface of the catalyst.

The diffuse reectance spectrum (Fig. 1i) shows a sharp
decrease and then an increase near 475 nm (2.6 eV), which
suggest a plasmonic response in MicroCuZn. The plasmonic
response in the bulk b-phase is suggesting that the optical
property is due to the inter-band transition from Fermi level (Ef)
to the vacant conduction sp states.46,47
3.2. Removal of E3 and THC from water

Fig. 2a shows that E3 removal in dark is negligible, while
MicroCuZn can remove only <4% of E3 aer 48 h. The low E3
(with log Kow ¼ 2.45) removal is likely due to adsorptive parti-
tioning, which agrees well with low sorption propensity showed
on activated carbon.48 E3 shows a slow decrease in the presence
of H2O2, likely due to the generation of cOH (eqn (4)) in the
presence of this oxidant.49

H2O2 / OH� + cOH / 1/2O2 + 2H2O (4)

cOH is generated in the presence of H2O2 at pH 7.0 and above. It is
to be noted that all experiments for contaminant removal have
been conducted in pH 7.0, while the terephthalic acid (TA)
measurements were conducted at pH 9.0 (to ensure solubility of
TA). TA is a substance that reacts with cOH radical and the
responses measured for 2-THA production indicate cOH radical
production. Data presented in Fig. S6† shows that, MicroCuZn
under UV irradiation produces cOH radicals. However, uncata-
lyzed decomposition of H2O2 can take place because of temper-
ature, pH, surface effects, impurities, and photo-radiation.50

E3 decay increases when MicroCuZn and H2O2 react in
concert and reaches 84.3% removal in 48 h. Such decay is likely
caused by corrosion of the catalyst (eqn (5))20 that produces cOH
radicals via catalytic H2O2 disproportionation near the catalyst–
water interface and by Fenton-like reaction of Cu in the bulk
water (eqn (6) and (7)).35,51 Zhou et al. suggested that Cu+ could
be released following the reaction pathway shown in eqn (6).51

Brass (Cu + Zn) / xCu2+ + yZn2+ + 2(x + y)e� (5)
Fig. 2 E3 degradation (10 mM, pH 7) with MicroCuZn (10 g L�1) at 20 �C
and with H2O2 (0.1 M); (a) in dark and (b) under UV-irradiation (9.9
meinstein per min).

This journal is © The Royal Society of Chemistry 2020
Cu0(s) + 1/2H2O2 / Cu+ + OH� (6)

Cu+ + H2O2 / Cu2+ + cOH + OH� (7)

Fig. 2b shows E3 removal under UV irradiation. E3 degra-
dation by photolysis alone (i.e., in the absence of any catalyst or
oxidant) is 3.1% aer 48 h; this result is signicantly lower than
the previously reported photo-removal of E3 that used a back-
light uorescent lamp and a germicidal lamp.52 The decreased
photo-removal can be attributed to the intensity and the emis-
sion peak of the lamp, which did not overlap with the molar
absorption of E3 in this study (Fig. S7†).

E3 considerably decreases in the UV/MicroCuZn system,
with 62.7% removal aer 48 h, which is signicantly higher
than the extent of removal observed with the catalyst in the dark
(Fig. 2a). The rate of decay followed pseudo-rst-order kinetics
with a rate constant of 0.335 � 10�3 min�1 (r2 ¼ 0.996). The
removal was likely because of the direct cOH attack of E3 and h+

oxidation. This assumption is based on that photocorrosion of
brass that can produce ROS, as shown by others.23 Dissolved O2

and H2O2 causes brass corrosion when irradiated with UV. Cu/Zn
ratio in brass is a critical factor in determining the susceptibility of
dezincication; e.g., brass with zinc content of �15% is generally
considered resistant to dezincication.53 Lin and Frankel studied
atmospheric corrosion of copper and found that UV promotes
Cu2O formation.54 Zhang et al. veried the presence of hydro-
zincite, simonkolleite, and CuO, Cu2O, ZnO in the corrosion
products of brass with 40% Cu content.55 Sun et al. demonstrated
that UV irradiation promoted atmospheric corrosion of brass alloy
and detected formation of Cu(OH)2, CuO, and Cu2O in dark, and
CuO, Cu2O, ZnO, Zn5(OH)8Cl2$H2O, Zn5(CO3)2(OH)6 when UV-
irradiated.22 Ibrahim et al. found copper corrosion in the presence
and absence of a low gamma irradiation and cited formation of
Cu2O.23 Zhdan and Castle demonstrated CuO growth on the
surface of brass.56 Even though, E3 may be prone to degradation
and thereby produce less estrogenic compounds57 and to miner-
alization because of cOH attacks,58 further studies are necessary to
unravel the mechanisms underlying such photo-removal.

The E3 concentration substantially decreases in UV/H2O2

system; i.e., by 94.7% aer 48 h, which is signicantly greater
than H2O2 oxidation in the dark. Such a decrease may be
attributed to the UV-mediated (i.e., emitting between 363 nm
and 415 nm) photolysis of H2O2, as shown in eqn (8).59 It has
been reported that H2O2 photolysis is effective at wavelength
lower than 380 nm.60 The E3 degradation by H2O2 with low- and
medium-pressure mercury lamp irradiation has been well-
documented.61

H2O2 + hv / 2cOH (8)

The systematic increase in the rate of E3 degradation (Fig. 2)
is an illustration of the possible synergy between the irradiating
UV energy, oxidizing agent H2O2 and the catalyst MicroCuZn.
The UV/H2O2/MicroCuZn system accomplishes the fastest E3
degradation, following pseudo-rst-order kinetics with a decay
rate constant of 1.853 � 10�3 min�1 (r2 ¼ 0.999); this value is
three times greater than the H2O2/MicroCuZn system in the
RSC Adv., 2020, 10, 39931–39942 | 39935
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dark. The extent of removal in this case is the greatest among all
conditions studied. The absence of the catalyst or that of H2O2

has shown to decrease the E3 degradation rate.
The electrical energy per order (EEO) index is used to assess

efficiency in terms of electrical energy consumption for
degrading contaminants.62 EEO index for UV/H2O2/MicroCuZn
is obtained as 1.03 � 103 kW h m�3; which is the lowest of all
the values, indicating that this condition is the most energy
efficient. The EEO value estimated here is consistent with the
reported advanced oxidation energy efficiency for UV/H2O2/
MicroCuZn, presented in Miklos et al.63 This material thus can
become a practical, effective, and energy-efficient option for
oxidative E3 removal from water.

Fig. 3 shows that THC concentration decreases over time in
both dark and UV irradiated conditions. In dark, the glass
reactor and MicroCuZn exhibit signicant adsorption for THC,
with 81.2% and 91% of removal over 300 min, respectively. It
seems THC's hydrophobicity (log Kow > 5) and electrostatic
attraction towards MicroCuZn and silicates (within the glass)
are likely responsible for such adsorption.27,64,65 The THC results
indicate that the removal is caused by a combination of
adsorption and possible photoreaction. Aer adsorption, THC
may be oxidized via cOH radicals. The complete mineralization
of THC towards CO2 and H2O may take place by photocatalytic
and heterogeneous photo-Fenton treatment.65,66 It is to be noted
that contribution of photoreaction alone in the removal of this
hydrophobic compound, cannot be tweezed out.

THC removal in the dark/no catalyst and UV/no catalyst
conditions are determined to be 81.2% and 74%, respectively. It
can thus be concluded that THC photolysis is not the dominant
removal process upon 300 min of UV irradiation. Not only that
the intensity and emission peaks of the lamps do not overlap
with THC molar absorption in the UV-visible region (Fig. S7†),
as was also the case for E3, extent of THC adsorption on the
glass container might have been inuenced during UV irradia-
tion. That is, localized heating of the glass surfaces or radicals
Fig. 3 THC concentration history (1 mM initial concentration at pH 7)
to elucidate MicroCuZn (10 g L�1) catalysis effects. Experiment were
conducted at 20 �C and UV-irradiation was 9.9 meinstein per min.

39936 | RSC Adv., 2020, 10, 39931–39942
generated (in the solution) during the irradiation process could
have contributed to partial desorption of THC from glass, thus
reduced the overall removal when compared to the catalyst-free
case in the dark. Special reactors (e.g., silanized glass) to
suppress THC adsorption onto glass can be utilized for untan-
gling photo-catalytic removal from that via adsorption.
3.3. Hydroxyl radical production

We hypothesized in Section 3.2 that E3 removal is primary
caused by photoreaction with ROS, in particular from cOH.
pNDA is a cOH probe, that is useful for measuring the photo-
catalytic performance in water treatment with the following
advantages: (i) it has selective 1 : 1 reactivity with cOH,67–70 (ii) it
has a high reaction rate with cOH, which is in the order of 1010

M�1 s�1 (ref. 70 and 71) and (iii) it does not react with singlet
oxygen (1O2), superoxide anions (O2c

�) or other peroxy
compounds.41 Generation of cOH is measured with pNDA
bleaching under identical experimental conditions.

In general, pNDA bleaching (see Fig. 4) in the dark and under
UV irradiation follows similar trend as observed in Fig. 2. In the
dark (Fig. 4a), pNDA blank stays unchanged, while it slightly
decreases (about 10%) owing to adsorption onto MicroCuZn.
Similar observation has been reported earlier for aniline adsorp-
tion onto brass.72 A decrease of 15% is detected due to cOH
generation in the presence of H2O2 (eqn (4)). pNDA bleaching was
also reported earlier at an elevated temperature (50 �C).73

The concentration of pNDA decreases rapidly due to cOH
production in the presence of H2O2, which then catalyzes
MicroCuZn. cOH production under this condition followed
a catalytic reaction on the MicroCuZn surface in the dark and
Fenton-like reaction at neutral pH (eqn (6) and (7)). Excess H2O2

in the solution may accelerate MicroCuZn corrosion and
thereby cause leaching of Cu and Zn ions into the bulk solu-
tion.74 Pham et al.75 conrmed that Fenton-like reaction can be
initiated by Cu ions at neutral pH and Hobbs and Abbot73 re-
ported pNDA bleaching by ionic Cu at comparable magnitude as
measured in this study. H2O2 can reduce Cu2+, generating O2c

�

and Cu+, which then can catalyze H2O2 to produce cOH and Cu2+

(eqn (6) and (7)). Conversely, it has been reported that Zn2+ does
Fig. 4 pNDA bleaching (10 mM, pH 7) with MicroCuZn (10 g L�1) at
20 �C and with needed H2O2 (0.1 M); (a) in dark and (b) under UV
irradiation (9.9 meinstein per min). Note that pH values have been
measured before and after the experiments and are reported in Table
S2.†

This journal is © The Royal Society of Chemistry 2020
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Fig. 5 Photocatalytic mechanism on MicroCuZn surface: (a) photo-
corrosion initiation and formation of patches; and (b) electron–hole
transfer mechanism with hydroxyl radical generation where CB is
conduction band, VB is valence band, and Ef is Fermi level.81
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not signicantly inuence the formation of cOH in a Fenton-like
reaction.76

H2O2 can be decomposed50 and catalyzed75,77,78 by Cu2+ to
produce cOH, causing Cu+ and Cu2+ dissolution. However, at pH
7 (i.e., the condition used in the contaminant degradation
experiments), Cu+ and Cu2+ ions form stable CuOH and
Cu(OH)2 species, respectively (eqn (9)–(11)), which can subse-
quently redeposit and form Cu2O.35

Cu+ + OH� / CuOH (9)

Cu2+ + OH� / Cu(OH)2 (10)

2CuOH / Cu2O + H2O (11)

pNDA is reduced at a moderate rate in the UV/MicroCuZn
system because of cOH attacks. A recent study has questioned
the selectivity of pNDA to cOH, suggesting that pNDA bleaching
could be due to a reduction reaction.40 To probe this question,
TA is used to assess MicroCuZn photocatalytic activity (in UV/
MicroCuZn system). 2-THA generation shown in Fig. S7†
conrms that UV/MicroCuZn can produce cOH. The evidence of
cOH generation is detected from not only pNDA bleaching but
also from 2-THA uorescence in MicroCuZn/UV system, which
supports the assumption that MicroCuZn photocatalytic activity
is caused by the cOH attack.

It is well known that when the MicroCuZn alloy is used in
a catalytic process, oxidation of Cu and Zn takes place, which
leads to formation of CuO, Cu2O, ZnO.23,79 Furthermore, when
ZnO and CuxO combine, a (p–n) heterojunction is formed,80,81

which is effective in enhanced utilization of photoenergy and
modulation of e�/h+ recombination. Though it is challenging to
pin point electron excitation and transfer within a complex alloy
(and subsequent oxidized form of the alloy) through measure-
ments, reasonable analysis can bemade and conclusions can be
drawn from the energetic band positioning of the oxidized
forms of Cu and Zn.

Typically, upon photo-irradiation, promotion of electrons to
the conduction band (CB), leaves holes behind at the valence
band (VB). The excited or hot-electrons (e�) are known to
transfer to the surrounding dissolved oxygen molecules and
produce cO2

�, while holes (h+) are known to transfer to �OH and
produce cOH. O2

� is also known to form cOH through
a cascading reaction sequence82 while recombination of e�/h+

pair can compromise the radical production process. In the
complex mixture of CuxO/ZnO, the relative positioning of VB for
Cu2O makes electron excitation to the CB of this oxide phase,
likely (Fig. 5a). The UV irradiation at 363 nm to 415 nm wave-
length provides necessary photo-energy for hot e� production,
not only from the Cu2O, but also from the other two oxide
phases (i.e., CuO and ZnO as shown in Fig. 5b). Hot e� gener-
ated within the Cu2O phase can migrate to the CB of either ZnO
and CuO, while the photogenerated h+ from these phases can
migrate toward the VB of the Cu2O phase.81 Such e� and h+

transfer within the complex oxide phases of the alloy likely
modulates (i.e., delays or prevents) recombination of the pho-
togenerated e�/h+ pair.81
This journal is © The Royal Society of Chemistry 2020
In order to corroborate the formation of a complex oxide lm
(ZnO/CuxO), XPS analyses were conducted. Fig. 6 shows the
overall and deconvoluted XPS spectra obtained for samples in
the dark and those exposed to UV irradiation for 12 h. The
overall spectrum (Fig. 6a) shows O, C, Zn, and Cu characteristic
peaks, where the high intensity Zn 2p3/2 peaks have likely
occurred due to the high zinc content within MicroCuZn.
Specic XPS spectra of Cu 2p3/2 region (Fig. 6b and c) show
a signicant decrease in the Cu(OH)2 peak and an increase in
the Cu2O peak. Ibrahim et al.23 suggested that Cu corrosion can
lead to CuO–Cu2O formation. Zn 2p3/2 region deconvolution
(Fig. 6d and e) shows that the UV irradiated case has an increase
in metallic zinc content (Zn(0)). Such increase may be due to the
Zn atoms rearrangement, as suggested by Zhou.83

The complex oxide lm formation is guided by the reactions
under non-irradiated and irradiated conditions. In non-
irradiated conditions, selective leaching of Zn occurs to form
Cu-rich areas.84 Such dezincication of the surfaces has been
intensively investigated elsewhere,56,85 however, a consensus on
formation mechanism has not been reached.83 It can be
hypothesized that preferential dissolution of Zn from the Cu–Zn
lattice will likely take place due to zinc's equilibrium potential
being more negative, when compared to Cu.83 It is also impor-
tant to note that upon dezincication formation of zinc
hydroxide or oxides may take place.86 Whittle et al. suggested
that ZnO can be formed due to reaction with Cu2O that can
generate patchy mixed oxide phases of CuxO/ZnO on the
MicroCuZn surfaces.87 Furthermore, Cu-rich areas can be
oxidized to Cu2O88 and subsequently to CuO,23 eventually
leading to growth of CuxO patches. Moreover, H2O2 can be
decomposed50 and catalyzed75,77,78 by Cu2+ to produce cOH,
causing Cu+ and Cu2+ dissolution and redeposition. However at
pH 7, Cu+ and Cu2+ forms stable oxide forms CuOH and
Cu(OH)2, respectively, which can also redeposit and form
Cu2O.35 UV irradiation may increase the dezincication of
brass89 and consequently may increase the Cu-rich areas.

This also indicates that the photocatalytic activity of the
catalyst may have been caused by the increase of the number of
semiconductor-like areas or patches on the surface. Recently, it
has been reported Zn/CuxO is an effective photocatalyst for
water treatment90,91 or for water splitting.92
RSC Adv., 2020, 10, 39931–39942 | 39937
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Fig. 6 (a) Overall XPS spectrum with identified characteristic peaks for MicroCuZn in dark and when UV irradiated over 12 h in deionized
water. Deconvoluted XPS spectra for Cu 2p3/2 region in (b) dark and when (c) UV-irradiated. Deconvoluted XPS spectra for Zn 2p3/2 region in (d)
dark and when (e) UV-irradiated.

Fig. 7 Photocatalytic activity of MicroCuZn in a continuous packed photocatalytic reactor (1 mL min�1) for the pNDA bleaching (10 mM, pH 7).
Stability shown via (a) photobleaching history and (b) low propensity of metal leaching. Performance under cyclic in dark and illuminated
conditions show with (c) cyclic recovery of photobleaching ability and (d) low propensity of metal leaching.

39938 | RSC Adv., 2020, 10, 39931–39942 This journal is © The Royal Society of Chemistry 2020
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3.4. Reusability of MicroCuZn photocatalytic activity

Reusability and stability of MicroCuZn is shown in Fig. 7, where
the le panels show pNDA signal strength and dissolved Cu and
Zn concentration under a prolonged irradiation condition (4 h
ow through operation at 1 mL min�1); while the panels on the
right show the same for an alternating irradiating and dark
condition cycling. Fig. 7a shows that pNDA bleaching remains
unchanged during the dark phase, followed by a strong
bleaching phase when the catalyst is activated under UV irra-
diation. The alternating dark-illuminated cyclic exposure of the
catalyst show effectiveness of pNDA bleaching at the same
extent, even aer three cycles of use (Fig. 7c). Fig. 7b and
d demonstrate that the MicroCuZn catalysts are stable and do
not dissolve ionic Cu (<0.01 mg L�1) or Zn (<0.1 mg L�1)
signicantly.
4. Conclusions

Characterization of MicroCuZn conrmed that commercially
available KDF® 55 was a b-brass with homogenous elemental
distribution and plasmonic response near 475 nm. H2O2

increased its catalytic activity. The material was shown to
degrade two structurally relevant model ECs with phenolic
moieties and high octanol–water partitioning coefficients (i.e.,
both highly hydrophobic). The photodegradation and removal
from water were systematically evaluated to unravel the
underlying mechanisms. Photocatalytic mechanism of Micro-
CuZn was likely initiated in CuZn alloy crystalline arrays by the
plasmonic response, which introduced hot electrons that can be
transferred to the neighboring dissolved oxygen molecules to
produce cO2

�. These radicals caused brass corrosion to initiate
a cascading reaction sequence for cOH generation. When
MicroCuZn is stimulated with UV radiation, a semiconductor
oxide lm grew on the MicroCuZn surfaces. We suggest that
a mixture of ZnO, CuO, and Cu2O may be responsible for
MicroCuZn photocatalytic activity for E3 removal. On the other
hand, adsorption effect was observed to be a critical process for
THC removal from water, while photocatalysis mildly enhance
the removal efficacy.

Micron-scale brass can be effectively applied for oxidative
removal of ECs. These micron-scale alloys can be considered as
promising photo-oxidative alternatives considering their low-
cost, earth-abundancy, stability during reaction, and potential
reusability. In addition, these catalysts are considered non-toxic
because of their low-leaching potential. Further research is
necessary to evaluate the efficacy of these materials in a more
complex aquatic background (e.g., in the presence of natural
organic matter, turbidity, ionic strength, etc.) as well as to test
their effectiveness in environmentally pertinent levels of ECs
(i.e., at ng L�1) in continuous reactors. Such studies will facili-
tate transferability of these materials from laboratory to engi-
neering practice. Mechanistic understanding of the pollutant
degradation pathways that are elucidated here will enable
strategic micro-brass synthesis for water treatment purposes
and facilitate future engineering solutions (e.g., reactor design
and material recovery) for municipal level or point-of-use water
This journal is © The Royal Society of Chemistry 2020
treatment systems and ensure safe and sustainable deployment
of this millennia-old alloy as an effective catalyst.
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G. I. Sproule, L. Gråsjö, P. Dorogokupets, B. Danilov,
T. AAstrup, G. Wikmark, G.-K. Chuah, J.-C. Eriksson and
A. Rosengren, Water Corrodes Copper, Catal. Lett., 2009,
132, 311–316.

89 E. A. Thompson and T. D. Burleigh, Accelerated corrosion of
zinc alloys exposed to ultraviolet light, Corros. Eng., Sci.
Technol., 2007, 42, 237–241.

90 M. Li, Z. Wang, Q. Zhang, C. Qin, A. Inoue and W. Guo,
Formation and evolution of ultrathin Cu2O nanowires on
NPC ribbon by anodizing for photocatalytic degradation,
Appl. Surf. Sci., 2020, 506, 144819.
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