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f elastic anisotropies and thermal
conductivities of rhenium diborides in different
crystal structures

Yi X. Wang, *a Ying Y. Liu,a Zheng X. Yan,a W. Liua and Jian B. Gub

The phase stabilities, elastic anisotropies, and thermal conductivities of ReB2 diborides under ambient

conditions have been investigated by using density functional theory calculations. It was found that P63/

mmc (hP6-ReB2), Pmmn (oP6-ReB2), R�3m (hR3-ReB2), R�3m (hR6-ReB2), and C2/m (mC12-ReB2) of ReB2

are both mechanically and dynamically stable, and the order of phase stability is hP6 > oP6 > hR3 > hR6

> mC12. Moreover, the calculated Vickers hardness showed that hP6-ReB2, oP6-ReB2, hR3-ReB2, and

mC12-ReB2 were potential hard materials, while hR6-ReB2 could not be used as a candidate hard

material. In addition, the elastic-dependent anisotropy properties of ReB2 in different crystal structures

were also investigated. The results show that the anisotropic order of the Young's modulus and shear

modulus of ReB2 is hR6 > mC12 > oP6 > hP6 > hR3, while that of the bulk modulus is mC12 > hR3 > hP6

> oP6 > hR6. Finally, by means of Clarke's and Cahill's models, the minimum thermal conductivities of

ReB2 in different crystal structures were further evaluated, and the order of them is hR3 > hP6 > mC12 >

oP6 > hR6. Moreover, the results show that all these ReB2 diborides exhibit relatively low thermal

conductivities and are suitable for thermal insulation materials.
1 Introduction

Rhenium borides have attracted great attention in recent
years1–7 because of their excellent properties such as chemical
inertness, high hardness, wear resistance, and electronic
conductivity. So far, four binary phases in the system Re–B have
been synthesized under environmental conditions, which are
Re3B with orthorhombic phase (Cmcm), ReB3 with hexagonal
phase (P63/mmc), Re7B3 with hexagonal phase (P63mc), and ReB2

with hexagonal phase (P63/mmc).8–10 Besides, a new monoclinic
phase (C2/m) of Re3B was further synthesized under elevated
pressure–temperature conditions.11 Meanwhile, other rhenium
borides not studied in experiments, such as Re2B, ReB, Re2B3,
Re3B7, Re2B5 and ReB4, were also reported theoretically.6,12–15

Among them, ReB2 has attracted the most attention due to its
interesting properties and ability to be synthesized through
a variety of techniques at atmospheric pressure.1,2,16–18

Due to the superior mechanical properties, ReB2 diborides is
a potential hard compound for diverse applications. Therefore,
their structural and inner physical properties have been
frequently studied theoretically.7,15,19–21 In 2007, Wang et al.19

studied the structural, elastic, and electronic properties of ReB2

by using rst-principles calculations. It is found that ReB2 are
e and Technology, Xi'an 710054, People's

ing, Zhongyuan University of Technology,

7152
both elastically stable with the hexagonal phase P63/mmc (hP6-
ReB2) and orthorhombic phase Pmmn (oP6-ReB2) under envi-
ronmental conditions, and the former was more stable than the
latter. Moreover, their study showed that ReB2 is potentially
superhard material on the basis of its large bulk moduli and
large shear to bulk modulus ratios. Meanwhile, Zhao et al.15

studied the phase stability of ReB2 under pressure by using
density functional theory and found that hP6-ReB2 is the most
stable phase up to 100 GPa. Later, Zhong et al.20 investigated the
lattice parameters, total energies and mechanical stability of
ReB2 in eight possible crystal structures by performed rst-
principles calculations. The eight potential ReB2 structures
were based on the known transition metal and light element
compounds. They found that the ReB2-type (hP6-ReB2) will
transition to MoB2-type (hR6-ReB2) of ReB2 at about 272 GPa.
Furthermore, Maździarz et al.7 investigated the structural and
inner physical properties of ReB2 polymorphs by using density
functional theory calculations, which found that P63/mmc (hP6-
ReB2), Pmmn (oP6-ReB2) and R�3m (hR3-ReB2) are both
mechanically and dynamically stable at ambient conditions.
However, due to previous studies only using some known
structures in transition-metal diborides to study the structures
stability of ReB2 at ambient conditions and high pressure, the
results obtained were not comprehensive. Therefore, we
employed the particle swarm optimization (PSO) algorithm to
investigate the crystal structure of ReB2 under different pres-
sures,21 and found that hP6-ReB2, oP6-ReB2, hR3-ReB2, hR6-
ReB2, and monoclinic phase C2/m (mC12-ReB2) both had
This journal is © The Royal Society of Chemistry 2020
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View Article Online
relatively low enthalpy at zero pressure, indicating that these
phases might be metastable structures of ReB2 at ambient
conditions.

As mentioned above, ve structures in hP6, oP6, hR3, hR6,
and mC12 of ReB2 have been reported at ambient conditions.
However, so far, their inner physical properties have not been
systematically investigated. Since elastic anisotropy is an
important factor affecting the mechanical stability of materials,
and thermal conductivity is of great signicance for its high
temperature application. Therefore, in order to acquire a thor-
ough comprehension about the ReB2 diborides at ambient
conditions, we revisit their inner physical properties, especially
Fig. 1 Crystal structures of ReB2. The blue and pink spheres represent t

This journal is © The Royal Society of Chemistry 2020
the elastic anisotropies and thermal conductivity by using rst-
principles calculations within the density functional theory
(DFT) in this work. Our research results are expected to provide
benecial guidance for the experimental and theoretical work of
ReB2 diborides in the future.
2 Theoretical method and
computation details

Ab initio calculations in the framework of density functional
theory (DFT) were carried out with the CASTEP code22,23 with
a Perdew–Burke–Ernzerhof (PBE)24 exchange–correlation
he Re and B atoms, respectively.
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functional form of the generalized gradient approximation
(GGA). The ultraso pseudopotential was employed to describe
the electron–ion interactions with 5s25p65d56s2 and 2s22p1

treated as valence electrons for Re and B atoms, respectively.
The kinetic energy cutoff for the plane-wave basis set was
600 eV, and the Monkhorst–Pack k-point meshes were 16 � 16
� 6 for conventional cells of hP6-ReB2, 8 � 13 � 9 for conven-
tional cells of oP6-ReB2, 16 � 16 � 16 for conventional cells of
hR3-ReB2, 16 � 16 � 16 for conventional cells of hR6-ReB2, and
4 � 12 � 17 for conventional cells of mC12-ReB2, respectively.
The tolerances for the geometry optimisation are 5 � 10�6 eV
per atom for energy and 0.01 eV Å�1 for force. For phonon
calculations, the nite displacement method25 was employed
within the CASTEP code. The supercell of all ReB2 diborides
dened by cutoff radius of 5.0 Å. Moreover, the force calcula-
tions were conducted with 10 � 10 � 4, 5 � 9 � 6, 10 � 10 � 10,
11 � 11 � 11, and 3 � 9 � 5 k-meshes for hP6-ReB2, oP6-ReB2,
hR3-ReB2, hR6-ReB2, and mC12-ReB2 supercells, respectively.
The above calculation parameters were carefully checked to
ensure absolute convergence of the total energy.
3 Results and discussion
3.1 Crystal structures and phase stability

The different crystal structures of ReB2 are presented in Fig. 1.
Our calculations start with the structural optimization by
minimizing the total energy to obtain their equilibrium lattice
constants. The calculated ground state results, along with the
available experimental3,10 and theoretical data,6,7,20,26,27 are given
in Table 1. As shown, our calculated lattice parameters a and c
of hP6-ReB2 are within 0.24% and 0.16% of the experimental
data of ref. 10, respectively. Moreover, the lattice parameters of
other ReB2 structures are also consistent with the previous
theoretical data within an acceptable error of �1%. This
assessment validated the reliability of our calculation method
Table 1 Calculated lattice parameters, cell volume V0 and formation e
available experimental (exp.) and theoretical (cal.) data

Space group Pearson symbol

Lattice parameters (Å)

a b

P63/mmc hP6 2.907 2.907
2.894 2.894
2.899 2.899
2.900 2.900
2.897 2.897

Pmmn oP6 4.619 2.899
4.600 2.892
4.582 2.869

R�3m hR3 4.112 4.112
4.082 4.082
4.126 4.126

R�3m hR6 7.244 7.244
7.251 7.251
7.173 7.173

C2/m mC12 7.850 2.889

37144 | RSC Adv., 2020, 10, 37142–37152
and demonstrated that our parameter setting is accurate
enough to be used in subsequent studies.

In order to evaluate the relative stability of different ReB2

structures, the dynamic stability is rst checked. The calculated
phonon dispersion curves of them at 0 GPa are shown in Fig. 2.
As shown, all ve ReB2 diborides have no imaginary phonon
frequency, indicating that they are dynamically stable under
environmental pressure. In addition, the formation enthalpies
are further evaluated using a phase of boron and cubic phase
(Fm�3m) of rhenium as the reference structures by the equation:
DH ¼ H (ReB2) � H (Re) � 2H (B). As shown in Table 1, the
obtained formation enthalpies of hP6-ReB2, oP6-ReB2, hR3-
ReB2, hR6-ReB2, and mC12-ReB2 are all negative. Among them,
hP6-ReB2 possesses the smallest formation enthalpy (�1.25 eV
f.u.�1) and is the most energetically stable ReB2, which is
consistent with the previous experimental1,10 and theoret-
ical7,15,26,28 results. Aer it, the formation enthalpy of oP6-ReB2,
hR3-ReB2, and hR6-ReB2 are �1.04, �1.03, and �0.35 eV f.u.�1,
respectively. Meanwhile, mC12-ReB2 shows the largest forma-
tion enthalpy (�0.28 eV f.u.�1), indicating that its stability is the
weakest. Therefore, the phase stability order of ReB2 should be
hP6 > oP6 > hR3 > hR6 > mC12.
3.2 Mechanical properties

3.2.1 Elastic constants and Vickers hardness. Since the
elastic constants can be used to judge the mechanical stiffness
and stability of materials, we further studied the elastic prop-
erties of ReB2 in different crystal structures by using the strain–
stress method. The calculated elastic constants, along with the
available theoretical data,7,19,20,26,29 are given in Table 2. It is
obvious that our obtained elastic constants of different ReB2

structures are in agreement with the other theoretical results.
Moreover, for hexagonal structure of hP6-ReB2, its mechanical
stability criteria is:
nthalpies DH of ReB2 in different crystal structures, together with the

V0 (Å
3) DH (eV per atom) Ref.c

7.490 54.843 �1.25 This work
7.416 53.790 �1.34 Cal.6

7.435 54.114 Cal.7

7.478 54.464 Exp.10

7.472 54.308 Exp.3

4.122 55.205 �1.04 This work
4.094 54.463 Cal.7

4.077 53.595 Cal.26

4.112 27.580 �1.03 This work
4.082 26.676 Cal.7

4.126 28.110 Cal.27

7.244 53.724 �0.35 This work
7.251 54.359 Cal.27

7.173 52.083 Cal.20

4.903 110.005 �0.28 This work

This journal is © The Royal Society of Chemistry 2020
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C44 > 0, C11 � |C12| > 0, (C11 + C12)C33 � 2C13
2 > 0 (1)

The mechanical stability criteria for orthorhombic phase of
oP6-ReB2 is:

Cii . 0; ði ¼ 1; 2; 3; 4; 5; 6Þ;
C11 þ C22 þ C33 þ 2ðC12 þ C13 þ C23Þ. 0;
C11 þ C22 � 2C12 . 0; C11 þ C33 � 2C13 . 0; C22 þ C33 � 2C23 . 0

(2)

For rhombohedral crystals of hR3-ReB2 and hR6-ReB2, their
mechanical stability can be judged from:

C11 � |C12| > 0, (C11 + C12)C33 � 2C13
2 > 0,

(C11 � C12)C44 � 2C14
2 > 0 (3)
Fig. 2 Calculated phonon dispersion curves of ReB2 in different crystal

This journal is © The Royal Society of Chemistry 2020
For monoclinic phase of mC12-ReB2, the mechanical
stability criteria is:

Cii . 0; ði ¼ 1; 2; 3; 4; 5; 6Þ;
C11 þ C22 þ C33 þ 2ðC12 þ C13 þ C23Þ. 0;
C33 � C55

2 . 0; C44C66 � C46
2 . 0; C22 þ C33 � 2C23 . 0

(4)

As shown in Table 2, our calculated elastic constants of these
ReB2 structures all satisfy the corresponding criteria of
mechanical stability, indicating that they are mechanically
stable. In addition, we can found that the C33 values of hP6-
ReB2, oP6-ReB2, hR3-ReB2, and hR6-ReB2 are both greater than
C11 and C22, indicating that their c axis is stiffer than a and
b axis. As for mC12-ReB2, it is very in-compressible along the
a axis because its C11 is much bigger than C22 and C33.
structures.

RSC Adv., 2020, 10, 37142–37152 | 37145
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Table 2 Calculated elastic constants Cij (in GPa) and Vickers hardness HV (in GPa) of ReB2 in different crystal structures, together with the
available theoretical data

Phase C11 C12 C13 C22 C23 C33 C44 C55 C66 HV Ref.

hP6-ReB2 629 161 124 1011 266 234 38.3 This work
671 147 137 1040 274 262 40.6 Cal.7

668 137 147 1063 273 266 Cal.29

643 159 129 1035 263 244 Cal.19

oP6-ReB2 598 188 162 618 101 895 206 307 255 35.5 This work
569 226 173 585 108 923 211 333 248 33.3 Cal.7

595 208 173 606 100 931 221 331 282 29.3 Cal.26

hR3-ReB2 635 144 164 950 285 245 39.3 This work
649 138 147 997 298 256 41.7 Cal.7

hR6-ReB2 599 173 226 612 69 213 6.7 This work
630 160 214 668 81 235 Cal.20

mC12-ReB2 955 130 149 629 108 608 207 263 280 38.5 This work

Table 3 Calculated elastic anisotropic indexes (AU, Acomp, Ashear, A1, A2

and A3) of ReB2 in different crystal structures, together with the
available theoretical data

Phase AU Acomp (%) Ashear (%) A1 A2 A3 Ref.

hP6-ReB2 0.23 1.69 1.93 0.76 0.76 1.00 This work
0.27 0.74 0.74 1.00 Cal.39

oP6-ReB2 0.25 0.88 2.28 0.70 0.94 1.21 This work
hR3-ReB2 0.20 1.78 1.62 0.91 0.91 1.00 This work
hR6-ReB2 3.33 0.13 24.99 0.36 0.36 1.00 This work
mC12-ReB2 0.27 2.25 2.17 0.65 1.03 0.85 This work
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Furthermore, it is worth noting that our calculated C33 of
hP6-ReB2, oP6-ReB2, and hR3-ReB2 are 1011, 895, and 950 GPa,
respectively. This is comparable to the C11 value (�1079 GPa) of
diamond,30 suggesting that these ReB2 diborides may also be
potential hard materials. To evaluate the hardness of ReB2 in
different crystal structures, the empirical model proposed by
Chen et al.31 is employed in present work. This model has been
successfully applied to a wide range of material systems32–35 and
it can be expressed as

HV ¼ 2(k2G)0.585 � 3; k ¼ G/B (5)

where G and B is the shear modulus and bulk modulus
respectively, which can be deduced from the Voigt–Reuss–Hill
approximation36 by the elastic constants Cij. The calculated
Vickers hardness HV, along with the available theoretical
data,7,26 are also given in Table 2. As shown, our calculated
Vickers hardness of hP6-ReB2, oP6-ReB2, hR3-ReB2, hR6-ReB2,
and mC12-ReB2 is 38.3, 35.5, 39.3, 8.5, and 38.5 GPa, respec-
tively, which is consistent with the other theoretical results.
Moreover, our results showed that hP6-ReB2, oP6-ReB2, hR3-
ReB2, and mC12-ReB2 are both potential hard materials, where
hR6-ReB2 can not be used as candidate hard materials. From
the above, the hardness order of ReB2 is hR3 > mC12 > hP6 >
oP6 > hR6.

3.2.2 Anisotropic properties. As shown in Table 2, there is
a relationship of C11 ¼ C22 s C33 for hP6-ReB2, hR3-ReB2, and
hR6-ReB2, while that for oP6-ReB2 and mC12-ReB2 is C11 s C22
37146 | RSC Adv., 2020, 10, 37142–37152
s C33, indicating that the elastic constants of these ReB2

diborides are anisotropic. Since the anisotropy of elastic
constants will result in different mechanical properties of
materials in different directions, it is of great signicance to
fully describe such anisotropic behavior for understanding the
mechanical properties of materials. To do so, we can use the
elastic anisotropic index (AU),37 as well as the percentages of
compression anisotropy (Acomp) and shear anisotropy (Ashear),38

to describe the elastic anisotropy of solid. For elastic isotropic
crystals, the values of AU, Acomp and Ashear are equal to zero.
Other values suggest the elastic anisotropy degree of the crystal.
In Table 3, the calculated anisotropy indices AU, Acomp, and
Ashear of ReB2 in different crystal structures are listed. As shown,
our calculated AU of hP6-ReB2 is 0.23, which is consistent with
the theoretical assessment of 0.27 in ref. 39. Moreover, the
results show that hR6-ReB2 (AU � 3.33) has the highest elastic
anisotropy and hR3-ReB2 (AU � 0.20) possesses the lowest
elastic anisotropy. Thus, the order of elastic anisotropy of ReB2

should be hR6 >mC12 > oP6 > hP6 > hR3. This order can also be
reected by Ashear values. In addition, the calculated maximum
value (�2.25%) and minimum value (�0.13%) of Acomp belongs
to mC12-ReB2 and hR6-ReB2, respectively, which means that
mC12-ReB2 has the highest compression anisotropy, while hR6-
ReB2 has the lowest compression anisotropy. Therefore, the
order of compression anisotropy of ReB2 is mC12 > hR3 > hP6 >
oP6 > hR6.

Besides, the elastic anisotropy can also be weighted by shear
anisotropic factors. The anisotropic factor A1 in the (100) plane
between [011] and [010] directions, A2 in the (010) plane
between [101] and [001] directions, and A3 in the (001) plane
between [110] and [010] directions can be expressed as40

A1 ¼ 4C44

C11 þ C33 � 2C13

; A2 ¼ 4C55

C22 þ C33 � 2C23

;

A3 ¼ 4C66

C11 þ C22 � 2C12

(6)

For isotropic crystals, the shear anisotropy factors A1, A2, and
A3 are always equal to 1. A deviation indicates the anisotropy of
This journal is © The Royal Society of Chemistry 2020
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Fig. 3 The direction-dependent bulk modulus of ReB2 in different crystal structures.
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the crystal. The calculated A1, A2, and A3 of different ReB2

structures are also presented in Table 3. As shown, our calcu-
lated A1, A2, and A3 of hP6-ReB2 are 0.76, 0.76, and 1.00,
respectively, which are in good agreement with the other theo-
retical values.39 Moreover, the calculated A1 and A2 of hR6-ReB2

deviate more signicantly from 1, indicating that it shows the
highest shear anisotropy in the (100) and (010) planes. Further,
it can be seen that the calculated A3 of hP6-ReB2, hR3-ReB2, and
hR6-ReB2 is equal to 1, which means that these three ReB2

structures are both shear isotropy in the (001) plane. Mean-
while, the absolute value of (A3 � 1) for oP6-ReB2 is larger than
that for mC12-ReB2, suggesting that oP6-ReB2 has higher shear
anisotropy in the (001) plane.

Another better method to study themechanical anisotropy of
materials is to use the directional bulk modulus B, Young's
This journal is © The Royal Society of Chemistry 2020
modulus E, and shear modulus G. These three direction-
dependent quantities can be expressed as41,42

B ¼ [(S11 + S12 + S13)l1
2 + (S12 + S22 + S23)l2

2

+ (S13 + S23 + S33)l3
2]�1 (7)

E ¼ (l1
4S11 + 2l1

2l2
2S12 + 2l1

2l3
2S13 + l2

4S22 + 2l2
2l3

2S23

+ l3
4S33 + l2

2l3
2S44 + l1

2l3
2S55 + l1

2l2
2S66)

�1 (8)

G ¼
�
2S11l1

2
�
1� l1

2
�þ 2S22l2

2ð1� l2
2Þ þ 2S33l3

2
�
1� l3

2
�

�4S12l1
2l2

2 � 4S13l1
2l3

2 � 4S23l2
2l3

2 þ 1

2
S44

�
1� l21 � 4l2

2l3
2
�

þ1

2
S55

�
1� l2

2 � 4l1
2l3

2
�þ 1

2
S66

�
1� l3

2 � 4l1
2l2

2
���1

(9)
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Fig. 4 The direction-dependent Young's modulus of ReB2 in different crystal structures.
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The above three formulas can be used for any crystal system,
where l1, l2, and l3 are the direction cosines, and Sij are the
elements in the compliance tensor. The directional bulk
modulus, Young's modulus, and shear modulus of ReB2 in
different crystal structures are plotted in Fig. 3–5, respectively.
As shown in Fig. 3, the bulk modulus of different ReB2 struc-
tures in three-dimensional diagrams are not spherical, indi-
cating that their bulk modulus are all anisotropic. According to
the deviation degree from the sphere, we can know that mC12-
37148 | RSC Adv., 2020, 10, 37142–37152
ReB2 and hR6-ReB2 exhibit the largest and least anisotropic of
bulk modulus, respectively, which is consistent with our above
analysis on Acomp. As for Young's modulus (see Fig. 4) and shear
modulus (see Fig. 5), the hR6-ReB2 shows the most remarkable
anisotropic nature, followed by mC12-ReB2, oP6-ReB2, and hP6-
ReB2, and the last for hR3-ReB2. Therefore, the anisotropic
order of Young's modulus and shear modulus of ReB2 is hR6 >
mC12 > oP6 > hP6 > hR3, which is in good agreement with the
results of AU and Ashear.
This journal is © The Royal Society of Chemistry 2020
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Fig. 5 The direction-dependent shear modulus of ReB2 in different crystal structures.

Table 4 The density r, transverse sound velocity vt, longitudinal sound velocity vl, average sound velocity vm, Debye temperature Q, Poisson's
ratio s, and Grüneisen parameter g of ReB2 in different crystal structures

Phase r (g cm�3) vt (km s�1) vl (km s�1) vm (km s�1) Q (K) s g

hP6-ReB2 12.58 3.29 5.28 3.62 515.78 0.182 1.22
oP6-ReB2 12.50 3.21 5.20 3.55 503.72 0.191 1.25
hR3-ReB2 12.51 3.33 5.34 3.66 520.80 0.185 1.23
hR6-ReB2 12.85 2.26 4.48 2.55 363.70 0.342 2.07
mC12-ReB2 12.55 3.25 5.19 3.58 508.72 0.178 1.20

This journal is © The Royal Society of Chemistry 2020 RSC Adv., 2020, 10, 37142–37152 | 37149
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Table 5 Calculated minimum thermal conductivities kmin (W m�1 K�1)
of ReB2 in different crystal structures

Phase

Clarke model Cahill model

Ma(10
�25) kmin n(1029) kmin

hP6-ReB2 1.150 1.389 1.094 1.509
oP6-ReB2 1.150 1.357 1.087 1.475
hR3-ReB2 1.150 1.480 1.088 1.521
hR6-ReB2 1.150 1.027 1.117 1.162
mC12-ReB2 1.150 1.367 1.091 1.484
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3.3 Debye temperatures and thermal conductivities

Debye temperature is an important fundamental parameter
that is closely related to the specic heat and melting temper-
ature of solid, and it can be deduced from the following
formula43

Q ¼ h

kB

�
3n

4p

�
NAr

M

��1
3

vm (10)

where h is the Planck constant, kB is the Boltzmann constant, NA

is the Avogadro number, n is the number of atoms per formula
unit,M is the molecular mass per formula unit, r is the density,
vm is the average sound velocity and it can be obtained from

vm ¼
�
1

3

�
2

vt3
þ 1

vl3

���1
3

(11)

According to Navier's equations,44 the transverse sound
velocity vt and longitudinal sound velocity vl can be estimated by

vt ¼
�
G

r

�1
2

; vl ¼
�
3Bþ 4G

3r

�1
2

(12)

Then, Poisson ratio s and Grüneisen parameter g can be
calculated as follows:45,46

s ¼ 1� 2ðvt=vlÞ2
2� 2ðvt=vlÞ2

; g ¼ 3

2

�
1þ s

2� 3s

�
(13)

The calculated sound velocities vt, vl and vm, Debye
temperature Q, Poisson's ratio s, and Grüneisen parameter g of
different ReB2 structures are given in Table 4. As shown, hR3-
ReB2 have the largest average sound velocity vm and Debye
temperature Q, followed by hP6-ReB2, mC12-ReB2, and oP6-
ReB2, and the smallest for hR6-ReB2. Usually, a higher Debye
temperature implies a larger thermal conductivity. Therefore,
hR3-ReB2 should has the highest thermal conductivity, while
hR6-ReB2 possesses the lowest thermal conductivity. Moreover,
it is well known that the higher the Debye temperature, the
greater the microhardness of the material. Therefore, the order
of microhardness of ReB2 should be hR3 > hP6 > mC12 > oP6 >
hR6. In addition, Poisson's ratio s can be used as a criterion for
ductility/brittleness. As shown in Table 4, our calculated Pois-
son's ratios of hP6-ReB2, oP6-ReB2, hR3-ReB2, and mC12-ReB2

are both less than 0.26, which means that they are brittle in
nature. Meanwhile, the s value of hR6-ReB2 is larger than the
critical value, implying its ductile nature. Furthermore, it is
known that a large Grüneisen parameter usually reects
a strong crystal anharmonicity. Therefore, the order of crystal
anharmonicity of ReB2 should be hR6 > oP6 > hR3 > hP6 >
mC12.

In addition, the minimum thermal conductivities of these
ReB2 diborides are further studied in present work, which is of
great signicance for their high-temperature application. Two
theoretical models proposed by Clarke47,48 and Cahill49 are used
to estimate the minimum thermal conductivities of ReB2 in
37150 | RSC Adv., 2020, 10, 37142–37152
different crystal structures. The Clarke's model follows Debye
approach, assuming that the free path of phonon is equal to the
interatomic spacing, which can be expressed as:

kmin ¼ 0:87kBMa
�2
3E

1
2r

1
6 (14)

Ma ¼ M

mNA

(15)

where kB is the Boltzmann's constant, Ma is the average mass
per atom in the unit cell, E is the Young's modulus, r is the
density,M is the molar mass,m is the total number of atoms per
unit cell, and NA is the Avogadro's number. Meanwhile, the
Cahill's model is mainly based on the Einstein's model, and it
can be expressed as:

kmin ¼ kB

2:48
n
2
3ðvl þ 2vtÞ (16)

where n is the density of the number of atoms per unit volume,
vl and vt are the longitudinal and transverse sound velocities,
respectively. The calculated minimum thermal conductivities of
the different ReB2 structures are given in Table 5. As shown, the
calculated value of kClarkemin is always slightly less than that of
kCahillmin at a given pressure, which is mainly because Clarke's
model does not consider the contributions of optical phonon
modes to thermal conductivity. Moreover, it is evident that hR3-
ReB2 had the highest minimum thermal conductivities form
both Clarke's and Cahill's model, followed by hP6-ReB2, mC12-
ReB2, and oP6-ReB2, while hR6-ReB2 possessed the lowest
minimum thermal conductivities. Therefore, the order of
minimum thermal conductivities of ReB2 is hR3 > hP6 >mC12 >
oP6 > hR6, which is in agreement with the results of Debye
temperature. Furthermore, our calculations show that these ve
ReB2 diborides exhibit relatively low thermal conductivities and
are suitable for thermal insulation materials.
4 Conclusions

In conclusion, we have systemically investigated the phase
stabilities, elastic anisotropies, and thermal conductivities of
ReB2 in ve crystal structures by rst-principles calculations.
Our calculated lattice parameters a, c and cell volume V0 are
consistent well with other available experimental and theoret-
ical data. The calculation of elastic constants and phonon
dispersion curves shows that these ve ReB2 structures are both
This journal is © The Royal Society of Chemistry 2020
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mechanically and dynamically stable at ambient conditions.
According to the calculated formation enthalpies, the order of
phase stability of ReB2 is hP6 > oP6 > hR3 > hR6 > mC12.
Moreover, our calculation shows that the hardnesses of hP6-
ReB2, oP6-ReB2, hR3-ReB2, and mC12-ReB2 are 38.3, 35.5, 39.3,
and 38.5 GPa, respectively, indicating that they are potential
hard materials. In addition, all the ve ReB2 structures exhibit
elastic anisotropy, and the anisotropic order of Young's
modulus and shear modulus should be hR6 >mC12 > oP6 > hP6
> hR3, while that of bulk modulus is mC12 > hR3 > hP6 > oP6 >
hR6. Finally, the minimum thermal conductivities of the ve
ReB2 structures are further evaluated, and the order of them is
hR3 > hP6 > mC12 > oP6 > hR6. Moreover, the results show that
these ve ReB2 diborides all exhibit relatively low thermal
conductivities and are suitable for thermal insulation materials.
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