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ncement effect from titania
semiconductor modulation of graphene-based
electromagnetic absorbing composites†

Yi Lixi * and Wu Jinwu

A scheme of semiconductor modulation of electromagnetic (EM) absorbing materials is proposed.

Homogeneous composites as ideal media are obtained by uniformly mixing fillers using supercritical

fluid (SCF) processing. Based on the ideal media, titania modulation design prediction of surface shield

materials is confirmed for the EM composites of graphene nanosheets and manganese oxides. A low

ratio of titania between 10 percent and 50 percent gives rise to dissipation enhancement in the

absorbers. Simulation of the involved cases displays the EM fields in the composite absorbers,

demonstrating EM energy loss in the absorbers. Frequency modulation using titania improves the

electromagnetic compatibility (EMC) of the absorbing materials in the X and Ku bands. Rapid exfoliation

and full premixing of the components by SCF contribute to the modulation scheme confirmation with

uniform media. Semiconductor titania modulation of EM-absorbing composites is effective.
1. Introduction

As is well known, absorbing materials are important supports
for modern equipment, including civilian facilities, military
products, and even defensive anti-detection of ight. Shielding
design in aircra stealth technology is of tactical signicance.
The overall absorbing effects of surface structural materials are
inuenced by their macroscopic conguration and the matrix
material type.1,2 A similar matrix has little inuence on the
absorbing effect. Macro conguration exhibits good effects
through structural design. However, the absorbing effect dis-
cussed in this study is considered to be a surface composite
material property. Electromagnetic (EM) wave propagation in
the matrix is elongated. The interactions between EMwaves and
ller materials during the conduction process will become full
via elongated paths. Graphene nanosheets (GNS) are conductive
materials. GNS are two-dimensional materials, providing
natural conditions to form a large number of sandwich micro-
cavity structures. GNS have large surfaces and high specic
surface areas. The cavities formed by the nanosheets provide
structures for reciprocating the absorption of inner resident
wave. Thus, graphene-based nanocomposites have superior
absorbing properties in microstructures.1,3 However, in general
nanomaterial lling methods, nanomaterial microstructures
are oen not particularly designed in advance. It is difficult to
fabricate composites that possess signicant performance
angkong University, Nanchang 330063,

tion (ESI) available. See DOI:

f Chemistry 2020
improvement. Hence, graphene-based composites are a good
choice to obtain high performance. The properties of ller
materials are important aspects of EM wave dissipation result-
ing from the interaction between waves and materials.

Electric loss-type absorbers mainly include dielectric or
conductive materials. Magnetic loss-type composites mainly
include magnetic materials. Research exists on the optimiza-
tion of the microwave-absorbing properties of conductive
carbon nanotubes and magnetic oxide composite materials.4 In
addition to conductive and magnetic materials, whether the
additional contents interacting with EM waves play important
roles in the absorbing performance is worth examining. This
work discusses the effects of the interaction between EM waves
and material properties for scientic design research. A semi-
conductor modulation scheme using exfoliated GNS and
manganese oxide composites is investigated to conrm the
effects of the titania semiconductor. The interaction mecha-
nism between the EM waves and micro-nano ller materials is
claried.

However, homogeneity of an ideal absorber medium is
a prerequisite to determine the properties of a sample for
scheme conrmation, especially for multi-components.
Uniformity can enable the collected parameters to charac-
terize the scheme samples, exactly reecting the properties of
the medium.5,6 Stirring during the composite formation process
contributes to uniformity of particle groups on a relatively
macro level. Hence, to achieve uniformity of absorber media,
fully premixed ller components are an important aspect of
multi-component llers. In the engineering area, some basic
experimental parameters are necessary as initial settings for
simulation. A feasible method to obtain satisfactory
RSC Adv., 2020, 10, 44571–44583 | 44571
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homogeneity of a sample before production is signicant.
Reliable parameters are important for advanced simulation.
Therefore, a reliable productionmethod to obtain ideal samples
is crucial.

SCFs have the properties of high diffusivity, low surface
tension and fast mass transfer.7 Their mixing mechanisms
include convective mixing, diffusive mixing, and shear mix-
ing.8,9 SCF characteristics provide conditions for promoting
uniformity resulting from premixing of small solid particles.
Premixing uniformity contributes to the multi-component
homogeneity dispersion state of composites as ideal media.
SCF exfoliation has gradually become a mature process to
prepare two-dimensional materials, including the preparation
of GNS,10,11 two-dimensional nanomaterials,12,13 and other low-
dimensional nanomaterials.14,15 Harsh reaction conditions can
overcome the difficulty of mixing components with micro-nano
sizes to assist the preparation of wave-absorbing llers.11 Fast
exfoliation by the SCF method enables convenient adjustment
of the component ratios. In this work, supercritical N,N-dime-
thylformamide exfoliation is used to prepare GNS, magnetic
manganese oxide and semiconductor titania nanomaterials.
Based on the SCF-processed llers, composite materials, and
theoretical analysis, introduction of semiconductors into the
absorbers is carried out to study its modulation effect on the
absorbing properties. Molded samples of lled composites are
prepared using a polymer matrix with a casting method. The
consistency of the simulation using the parameters of ideal
media obtained by supercritical uid-assisted mixing demon-
strates the feasibility of SCF processing for ideal media. This
work provides necessary theoretical analysis methods and
simulation evaluation for the development of semiconductor
modulation EM wave-absorbing materials as well as necessary
experimental method support.
2. Experimental
2.1. Reagents

Natural graphite and N,N-dimethylformamide were purchased
from Sinopharm Chemical Reagent Co., Ltd, China. The epoxy
resin, curing agent, and silicon oil are industrial products.
2.2. Preparation and formation of materials

Graphite was purchased from commercial sources; layered
titanate and manganese oxides were obtained by a ux growth
method in the laboratory. Literature procedures were used to
obtain layered titanate and manganese oxides, as reported
previously.12,13,16 SCF exfoliation processing was utilized to
obtain exfoliated products as composite llers by following the
steps in previous work.3,12,13 N,N-dimethylformamide was used
as the reaction reagent. Aer the disposal with low sonication
and vibration, the precursors were dispersed in the reagent.
10 mL of the dispersed reactants were taken into a special
stainless container for processing. The mixing course with
exfoliation was nished in an ice-cold water bath as soon as the
uid reached the supercritical state. Among the ller samples
containing titania, their precursors were introduced by adding
44572 | RSC Adv., 2020, 10, 44571–44583
10, 30 and 50 percent titanate to well-mixed 1 : 1 manganese
oxide and graphite. The other precursor was a mixture of 1 : 1
layered graphite and titanate or manganese oxide. Then, the
exfoliated products, including GNS, exfoliated manganese
oxides (EMO) and exfoliated titania, were mixed with the cor-
responding ratios. The corresponding lled composite samples
were named GMT10 (graphene–manganese oxides–titania of 10
percent), GMT30 (graphene–manganese oxides–titania of 30
percent), GMT50 (graphene–manganese oxides–titania of 50
percent), GT (graphene–titania), and GM (graphene–manganese
oxides), respectively. The samples with 30 percent titania were
utilized in typical characterization of the exfoliated products
and composites. Epoxy resin was blended with the exfoliated
products in a volume ratio of 1 : 1. Aer a curing agent was
added, the mixtures were mixed uniformly again. Then, the
mixtures were quickly cast into hollow cylinder molds. The
molds for the formation of the composites were painted in
advance with silicone oil. Molding was carried out under
ambient atmosphere for one night to obtain specimens for the
reectivity measurements. The internal and external diameters
of the formed specimens were respectively equal to 3.04 and 7
mm, with a thickness of 4 mm. The samples were shaped like
a partial shield shell of a cable.
2.3. Characterization and measurements

X-ray diffraction (XRD) was performed using a D8 Advance X-ray
diffraction apparatus (Cu Ka copper radiation of l ¼
0.15405 nm, 40 kV and 40 mA) to examine the material phases
in the samples at steps of 2q ¼ 0.02�. Scanning electron
microscopy (SEM) was utilized to determine the section
morphologies of the cured composites by slowing down the
electron beam. Exfoliated samples and cut pieces for SEM
observation were sputtered with Au. Scanning electron
microscopy (SEM) micrographs of each ller component before
SCF treatment were obtained using a FEI SIRION 200 eld-
emission scanning electron microscope operated at an accel-
erating voltage of 5.0 kV. The other SEM images were obtained
using an S-4800 (Hitachi) eld-emission scanning electron
microscope operated at an accelerating voltage of 15.0 kV.
Infrared (IR) spectra were achieved using a Fourier transform
infrared spectrometer (Nicolet 6700 FT-IR, Thermo Fisher
Scientic Inc.), to discover the material modalities before and
aer formation. Composite samples aer formation for IR
spectra were obtained by repeatedly shaving small powder
particles from a solidied block with mechanical tools. EM
parameters were obtained according to the transmission/
reection method using a two-port Agilent network analyzer
(N5224A), adapted with a 7 mm coaxial transmission line, in the
frequency range from 2 to 18 GHz. Some related physical
quantities were converted by soware with Maxwell theory.
3. Results and discussion
3.1. Mixed llers from SCF exfoliation and composites

SCF can provide a harsh environment for low-dimension
material processing,10,11 forming a natural uid mixer for fast
This journal is © The Royal Society of Chemistry 2020
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exfoliation and reaction in a one-step method.13,14 The stirring
from the uid mixer uniformly disperses the reactants. The
effects of exfoliation were determined from single component
exfoliation of the layered materials. The mixing effects during
exfoliation can be identied from the comparison between
single component exfoliation and one-step exfoliation of multi-
components.

SEM micrographs of each ller component, namely layered
graphite, titania and manganese oxide, before and aer SCF
Fig. 1 SEMmicrographs of each filler component before (a, c and e) and a
and manganese oxides. Scale bars in (a) to (d) are 5 mm. The scale bars o

This journal is © The Royal Society of Chemistry 2020
treatment are exhibited in Fig. 1. The reduced sizes due to harsh
exfoliation are obvious among the three precursors in the single
exfoliation cases. Fig. 1(a) and (b) show graphite and exfoliated
GNS, respectively. Aer SCF exfoliation, the exfoliated sizes
decrease to several microns or below. Fig. 1(c) is layered tita-
nate. Fig. 1(d) is exfoliated titania. The initial sizes are 10
microns or more for graphite and layered titanate. However,
from the comparison in Fig. 1(b) and (d), the small pieces of
exfoliated titania even have smaller sizes than the small pieces
fter (b, d and f) SCF treatment, respectively, for layered graphite, titania,
f (e) and (f) are 10 mm and 500 nm, respectively.

RSC Adv., 2020, 10, 44571–44583 | 44573
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of exfoliated GNS. The layered manganese oxides have relatively
small sizes, reaching almost 10 microns, as the layered
manganese oxide shown in Fig. 1(e). The exfoliated products of
layered manganese oxides are reduced to nano or near-micron
sizes in large quantities, as shown in Fig. 1(f). The effect of
SCF exfoliation is remarkable overall.

The processing mechanism details are described in previous
literature.13 The sizes of most GNS, exfoliated titania and EMO
relatively decrease in sequence, agreeing with their average
bond combination strengths. C–C bonds are not the strongest
among these three component precursors. However, an ideal
graphene sheet entirely consists of sp2-hybridized carbon
atoms, possessing the strongest bond interactions in the layers.
Ti has stronger bond energy with oxygen atoms than Mn.12

Hence, large quantities of the EMO have sizes of even 10–100
nanometers. This is a general scenario, but is not absolutely
true for every piece of product due to the occasional exfoliation.
GNS, exfoliated titania and manganese oxides have relatively
reduced background contrast in sequence, as shown in Fig. 1,
resulting from the electric conductivities of conductor, semi-
conductor, and non-conductor magnetic materials.

The SEM observation reveals the information of multi-
component products from SCF exfoliation mixing by
comparing with single component exfoliation. Fig. 2(a) shows
a SEM observation of the mixed products of the multi-
component precursors obtained from one-step exfoliation.
Two-dimensional structures and small granular-shaped mate-
rials were encountered oen in the course of observation. For
the places labeled by block arrows in Fig. 2(a), the mixed
products are almost on the nano or near-micron scales. The
exfoliated products exhibit messy states, implying their fully
mixed state as llers. The mixture states are consistent with the
few-component situation in previous literature reports.3,12 The
shapes of the exfoliated products help distinguish some of the
components. Line arrows, dotted arrows, and block arrows in
the images indicate the exfoliated GNS, titania, and manganese
oxides, respectively, in terms of their shape and contrast
brightness. Moreover, the material phases from XRD demon-
strate the coexistence of exfoliated GNS, titania and manganese
oxides, as discussed in the following paragraphs. Therefore, the
exfoliated products are mixed in randomly disordered states.
Fig. 2 Morphologies of fillers before and after formation in composites

44574 | RSC Adv., 2020, 10, 44571–44583
The random positions of different components indicate well-
mixed mixtures. Aggregation is a general phenomenon that
occurs during exfoliation,12 especially aer the exfoliation
mixing process. The aggregated akes aer SCF treatment will
not affect the randomly disordered relation of the different
components. Provided that the aggregated akes contain
randomly mixed products, the mixing process is effective. The
products present the property of uniformity. Furthermore, the
products will be taken as llers dispersed in the matrix for
composite formation.

One-pot preparation creates a mixture with a fully mixed
state. The mixed states are expected to function as llers. Multi-
components enable electric and magnetic components to exist
together at the same time, inheriting the cavity structures of
GNS. These structures benet absorption for multi-reection.
Fig. 2(b) shows a SEM image of the cross-section of the
composites aer formation. The llers obviously take on
dispersed states in the composites. The random dispersion
phenomena are consistent with the XRD amorphous pattern
analysis. The inclusion llers have different sizes of micro or
nanometers; however, their dispersion is random and sepa-
rated. Background contrast of different grayscales corresponds
to different kinds of materials. Embedded llers with similar
grayscales are separated. Intense aggregation no longer occurs.
The embedded llers with different grayscales are dispersive,
indicating the uniformity of different ller components. The
uniformity of the embedding results in homogeneity of the
media, approaching ideal media as much as possible. No cles
were observed. No gaps were found between the llers and
matrix at their conjunction places in the course of the obser-
vation. Therefore, the components in the composites are fully
combined. On the other hand, the components are integrated
into the whole body as absorber materials. Small particulate
matter leads to center points of dissipation for incident waves.
The dissipation results from the eddy current in the conductor
plane. Two-dimensional materials only provide working loca-
tions for eddy current. Graphene-based EM composites provide
a high absorbing basis for composites with newly added
contents.3

In Fig. 3, the XRD patterns display the states of the llers
before and aer being embedded in the composites. The llers
. (a) Exfoliated fillers and (b) formed composites.

This journal is © The Royal Society of Chemistry 2020
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Fig. 3 XRD patterns of the fillers and composites after formation. (a)
Exfoliated fillers and (b) smashed composite powder. G represents
GNS, M stands for magnetic components or EMO, and T labels the
titania components after exfoliation.

Fig. 4 IR spectroscopy of fillers and filled composites. (a) Fillers with
the addition of titania semiconductor and (b) filled composites.
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from the exfoliated products possess a high crystal degree. The
diffraction line shape is smooth. There are strong characteristic
peaks in the pattern, as shown in Fig. 3(a). In the main
diffraction range, the (020), (002) and (312) peaks, labeled T, G,
and M, represent titania, graphene nanomaterials, and
manganese oxides, correspondingly, as conrmed in previous
work.3,12,13 From Fig. 3(a), the intensity of the graphene and
manganese oxide peaks is strong. The semiconductor titania
component has a relatively weak peak. Hence, the main
contents are still conductive electric andmagnetic components.
Titania can be classied as modulation content. The X-ray
diffraction peak strength demonstrates that the contents of
the representative samples match the experimental manipula-
tion ratios. Fig. 3(b) shows the XRD pattern of the smashed
powder of the composite. Numerous noises exist in this pattern,
indicating the amorphous state of the composite aer forma-
tion. The characteristic peaks of the llers are almost
submerged in noise. The scale proportion between Fig. 3(a) and
(b) is about 20 : 1. In fact, the pattern of Fig. 3(b) is very planar.
The amorphous states and submerged peaks indicate well-
dispersed states for the llers. Meanwhile, the combination of
the llers and matrix is suitable as an absorber.

IR spectra of the llers before being embedded in the matrix
are exhibited in Fig. 4(a). The relatively smooth line shape
implies the characteristics of inorganic materials. There are
several weak peaks resulting from lattice motion and the
adhered functional groups. For the exfoliated llers, small
peaks near 500 cm�1 in the low wave number region are
attributed to the peaks of Mn3O4. Troughs in the spectrum line
This journal is © The Royal Society of Chemistry 2020
shape at the position of 3432.67 cm�1 are attributed to –OH
groups.17 According to the related references, this band is
related to hydration water in the layered materials.13,18 The
trough in the IR spectrum is broad, which results from the
integrated contributions of titania, manganese oxides, and
graphene oxides. However, the accuracy of the 3432.67 cm�1

peak attributed to –OH in GNS is most likely due to impurity
groups in its initial state. The mixing peaks of the exfoliated
products reside near 1500 cm�1.3 The peak at 501.40 cm�1 is
assigned to the n(Ti–O–Ti) stretching vibration.19 Vibrations of
Ti–O give rise to the characteristic peak located at
613.25 cm�1.20 The peak band in the low wavenumber end
results from the Ti–O deformation vibration between the
terminated –OH and the titanium atoms on the surface as well
as the O–Ti–O lattice stretching vibration.21 The characteristic
peak at 925.66 cm�1 is attributed to the vibration of Ti–OH+–

Ti.22 Peaks at 1025.94 and 1631.48 cm�1 belong to remnants
from the SCF exfoliation and washing course due to the
displacement of surface carbonate species.23

However, in the formed composites with llers, many group
peaks appear. Fig. 4(b) shows the IR spectrum line shape of the
cured composite. Some of the characteristic peaks cover the
characteristics of the ller sample in Fig. 4(a). For instance,
considering the inheritance from the exfoliated products, it is
consistent to assign –OH to the peak at 3415.31 cm�1 in the
trough of Fig. 4(b). This trough is in the closed range of the
trough in Fig. 4(a). The peak at 3415.31 cm�1 is assigned to
–OH. Additionally, there are amounts of –OH in the resin.24

Hence, the trough becomes sharper in Fig. 4(b) than that for the
exfoliated products in Fig. 4(a). There are small peaks in the low
wave number end, as in Fig. 4(a), related to the manganese
oxide and titania components. Because of the matrix covering
inuence, these peaks are not as obvious. The peaks at
827.31 cm�1, with a shoulder peak at 806.10 cm�1, and at
1035.58 cm�1 are related to the stretching C–O–C of the oxirane
group and the stretching C–O–C of ethers, respectively. The
peak located at 1182.15 cm�1 results from in-plane CH3 defor-
mation.25 The peaks at the positions of 1247.72 cm�l and
1295.93 cm�l are attributed to the deformation of CH3 of C–
(CH3)2, as achieved in hydrogenated derivatives.24 The peak at
RSC Adv., 2020, 10, 44571–44583 | 44575
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1457.92 cm�1 implies deformation of the C–H of CH2 and
CH3.24 The characteristic peaks at 1509.99 cm�1 and
1608.34 cm�1 correspond to stretching C–C and C]C of
aromatic rings.24 The peaks at 2861.84, 2929.34 and
2962.13 cm�1 imply the C–H stretching of CH2 and aromatic
and aliphatic CH.24,25 Distortion, double relation or triple rela-
tion of functional groups results in small peaks near these main
peaks. The deformation of groups indicates that the llers are
well embedded in the resin matrix.
3.2 Simulation estimation of elds with composite EM
parameters

EM properties are the basis of absorbing materials. Variation of
permittivity and permeability with frequency are important
parameters for absorbers, reecting the effects of different
ratios of additives. These parameters are also the basis for
evaluation of the absorbing effect. In the low frequency band,
the real part of the parameters is reduced in the sequence of GT,
GMT10, GMT30, GMT50, as the semiconductor contents
increase. The variance relations are shown in Fig. 5. As acces-
sional characterization, the change rule of the EM parameters
in the unresponsive low frequency band matches the ratio
change from experimental manipulation. The high permittivity
for the sample with high titania and electric contents is
Fig. 5 Variation of the dielectric and magnetic component parameters
imaginary parts of the permittivity, respectively, and (c) and (d) correspo

44576 | RSC Adv., 2020, 10, 44571–44583
consistent with previous research.26 However, compared with
magnetic-type composites,26 the change in the parameters is
inverse. Aer the electric components are included, the
composite type becomes EM. Magnetic components demon-
strate weak permittivity response. Permittivity is mainly deter-
mined by titania in references. In graphene-based composites,
increased titania contents indicate relatively reduced graphene
contents. Conductive graphene nanomaterials have higher
permittivity compared with semiconductor titania.3,26 There-
fore, the parameters are reduced as the titania content increases
in graphene-based magnetic composites. Meanwhile, the
parameters are relatively steady for the permittivity and
permeability, as shown in Fig. 5. Large parameters corre-
sponding to the frequency appear in the high frequency band.
The permittivity has an absolute value range of 1–30 units from
10 GHz to 18 GHz, as shown in Fig. 5(a). The image part of the
permittivity in Fig. 5(b) has an absolute value of no more than 9
units. The minus symbol is related to the phase of the EM
waves. Negative values can result from concussion of the power
amplier during measurements. The loss of sample resulting
from environmental vibration noise is another reason for the
phase change of the incident electromagnetic wave. Similar
negative phenomena exist in the literature,27,28 which cannot be
avoided on some occasions.
with the titania semiconductor content; (a) and (b) are the real and
nd to the real and imaginary parts of the permeability.

This journal is © The Royal Society of Chemistry 2020
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Table 1 Frequency resonance band and peak reflection loss (RL) with
varying titania content

Recipe Band Freq. rang (GHz)
Freq.peak
(GHz) RLpeak (dB) Max. (dB)

Ti% 10% X 9–11.7 9.75 1.29 9.91
X, Ku 11.75–15.65 14.8 5.84
Ku 17.45–18 17.7 0.68

30% X 9.15–11.7 10.1 1.33
X, Ku 11.75–17.35 14.45 9.91

50% X, Ku 11.4–14.2 13.95 0.76
Ku 15.15–16 15.55 0.99
Ku 16.85–17.25 17.05 0.57

1 : 1 X 9.15–12.5 12.15 3.31
Ku 12.55–14.35 12.8 2.47
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The GT composite lled with graphene and titania nano-
sheet materials has relatively large real and imaginary parts.
GMT30 absorber has a large imaginary part in the EM param-
eters. For the permeability parameters, the GT composite also
has a large real part. However, the imaginary parts of the GT
composite and of the GMT10 and GMT50 composites with 10
and 5 percent semiconductors, respectively, is overwhelmed by
the imaginary part of the GMT30 composite. The imaginary part
of GMT30 also covered those of exfoliated GNS and EMO
nanomaterials with an equal ratio in previous work.3
Fig. 6 Electric field dissipation characteristic and dispersionmagnitudes f
GT composite samples.

This journal is © The Royal Society of Chemistry 2020
Consequently, the total absorbing effect is not only determined
by the real part of the EM parameters; the imaginary part also
plays an important role. The imaginary part affects the total
absorption. The real and imaginary parts of the permeability of
these composites are respectively shown in Fig. 5(c) and (d). The
variation of the disordered permeability relation with the titania
contents also agrees with a report in the literature.26

The excitation power supply provides energy to the
composite absorbers in measurements. An electric or magnetic
eld is generated by EM induction. A simulation model of the
circuit is needed to build it. The electric (E) eld and magnetic
(H) eld analysis function of ANSYS soware is the ideal tool for
high-precision system modeling and simulation analysis.29

High frequency structure simulator soware for simulation
modeling of the EM eld in hollow cylinder absorbers was
adopted in the simulation.

Excitation conditions were applied to the coaxial hollow
cylinder absorber from the end face. The simulation model had
the same sizes as the absorber samples, with internal and
external diameters equaling 3.04 and 7 mm as well as a thick-
ness of 4 mm. Copper material properties were assigned to the
coaxial line to contain the absorbers. Namely, the shell of the
coaxial line and its axis crossing the absorber sample center are
copper properties. The simulation demonstrates the propaga-
tion of EM elds in absorber media under the corresponding
composite parameters with an extreme tangent loss situation.
or EMwaves in the absorbers. (a) GMT10, (b) GMT30, (c) GMT50, and (d)
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The simulation adopted a steady state simulation under the
parameters at the position of strong reection loss. The
parameters for GMT10, GMT30, GMT50, and GT adopted the
peak frequencies of 14.8, 14.45, 15.55 and 12.15 GHz in Table 1,
respectively. The absorber density was set as the weight mass
divided by the hollow cylinder volume of each sample. For other
settings, the soware defaults were maintained. The incident
wave was also the default 1 W on the end cross section of the
absorber. Simulation nephograms of these absorber samples
are shown in Fig. 6 and 7, corresponding to the E eld and H
eld, respectively.

The color in each gure corresponds to the standard scale on
the le, as shown in Fig. 6 and 7. This is the amplitude distri-
bution of the EM induction intensity due to the adjustment of
the composites in the absorbers, of which the composite
properties changed for the absorber samples. In general, the
absorber color near the center is orange-yellow. Themagnitudes
of the E eld frommagnetic induction are about 1.7588� 100 to
2.0064 � 104, 3.2942 � 10�1 to 1.5009 � 104, 6.8376 � 10�1 to
1.3258 � 104, and 1.4399 � 100 to 1.2373 � 104 V m�1, respec-
tively, as shown in Fig. 6 from (a) to (d). These magnitudes are
achieved from an automatically dened scale of simulation,
indicating the existing values in the nephograms. However, E
eld magnitude distribution cannot distinguish the obvious
differences among the GMT10, GMT30, GMT50, and GT
composite samples. Meanwhile, the minimal standard scale for
Fig. 7 Magnetic field dissipation characteristics and dispersionmagnitude
(d) GT composite samples.

44578 | RSC Adv., 2020, 10, 44571–44583
GMT30 is less than that for other composite absorbers,
implying a small E eld in GMT30. The magnitude of the scales
for these samples is equivalent. Periodic variation of the scaled
color in absorbers is related to the periodic propagation of the
EM wave, agreeing with the dispersion of EM waves for simu-
lations in metamaterials.30

Correspondingly, from (a) to (d) in Fig. 7, the respective
magnitudes of the H eld from electric induction are 1.0419 �
10�2 to 5.2289 � 101, 1.1966 � 10�1 to 5.7783 � 101, 1.0978 �
10�2 to 7.5925 � 101, and 2.0775 � 10�2 to 7.8112 � 101 A m�1,
respectively. The absorber color away from the sample center is
blue or green in the periodic distribution, resulting from peri-
odic microwave propagation. Additionally, the minimal stan-
dard scales are different; GMT30 has the strongest minimal
value; GMT10 and GMT50 have weak minimal value, among
these samples. The magnitudes of the large values of these
composites are similar. Composite property effects on the
absorbers are not distinguished from the E eld or the H eld,
but only indicate some transition in the eld response near the
GMT30 and GMT50 absorbers. Compared with the magnitude
of electric elds, the magnetic part has a small magnitude,
while the electric eld has a large magnitude. The relation
between the electric andmagnetic elds agrees with the tangent
loss distinguishment in the following section. The characteris-
tics of the EM elds in the composites demonstrate that they are
electromagnetic compatibility (EMC) absorbers.
s for EMwaves in the absorbers. (a) GMT10, (b) GMT30, (c) GMT50, and

This journal is © The Royal Society of Chemistry 2020
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A different magnitude of EM induction was obtained by
changing the parameters of the absorbers in the simulation.
Variance of EM parameters results from ller components and
semiconductor modulation in absorber composites. Dispersion
of elds indicates complex reection effects of EM elds in the
absorber. However, EM elds, especially the components of E or
H, can only provide partial information regarding reection
loss. Comprehensive energy related to EM elds is a key index
for EM decay. In terms of EM theory, the Poynting vector
characterizes the energy propagation. Dispersion of the Poynt-
ing vector can be achieved, as provided in Fig. S1 of the ESI.†
The energy ux densities of GM, GMT10, GMT30, GMT 50 and
GT respectively cover the ranges of 1.3487� 100 to 1.1454� 103,
2.4322 � 10�1 to 1.7555 � 103, 3.9571 � 10�1 to 7.4762 � 102,
7.6080 � 10�1 to 1.3651 � 104, and 4.1940 � 10�1 to 1.7135 �
103 Wm�2. The unit Wm�2 of the Poynting vector is exactly the
unit of the energy ux density. Among these estimated results,
the intermediate value of energy ux of GMT30 is 3.7401 �
102 W m�2. GMT30 possesses the lowest ux density in general,
implying high energy absorption in composites, which is
consistent with the experimental results of large reection loss.
However, for the case of titania semiconductor as the main
component, there is relatively low ux density in the GT
composite. The results for the GT composite may be due to the
peak frequency shi near 12 GHz. This frequency is different
from the other cases, with the max peak frequency near 14–15
GHz, as listed in Table 1. These phenomena are attributed to
the crossing band effect. The Poynting vector is no more than
the magnitude of 103 W m�2 for all these composites.
Comparing the incident wave energy density of about 104

magnitude for 1 W in several tens of square millimeters, a large
part of the density ux in the absorber dissipates. The large
decay of EM waves in the absorber is also consistent with the
characteristic of exponential rule.31 In fact, both the electric
eld and magnetic eld simulations present homogeneity of
the elds for the calculation rules of setting. The homogeneity
of the elds from the simulation match the results of the real
Fig. 8 Variation of the dielectric and magnetic loss tangents with
frequency for the titania-doped composites.

This journal is © The Royal Society of Chemistry 2020
samples, implying that the measured parameters as set in the
simulation are reliable.
3.3 Modulation effects from loss tangent and reection loss

Tangent loss is a way to evaluate the EM wave dissipation in an
absorber. The tangent loss includes the total tangent loss,
electric tangent loss, and magnetic tangent loss, as shown in
Fig. 8. The total tangent loss reects the total effect of absorbing
dissipation, similarly to reection loss. The electric tangent loss
and magnetic loss demonstrate the electric loss and magnetic
loss, respectively. The absolute value of the magnetic loss is
generally less than that of the electric loss, implying that electric
loss is the predominant type. However, for the semiconductor-
added absorber GMT30, the inverse occurs, in which the abso-
lute value of the magnetic loss is larger than that of the
dielectric loss. This inverse loss type indicates that an extreme
situation is taking place, matching the inection point in the
mathematical rule.

The absorption performance of the samples with the addi-
tion of titania is presented in Fig. 9. The peak values of reec-
tion loss for the GT absorber in the ranges of 9.15–12.5 GHz and
12.55–14.35 GHz are 3.31 and 2.47 dB, respectively. These values
are generally lower than those for the cases of composites
containing GNS and EMO.3 However, addition of titania to the
GNS-EMO composites enhances the reection loss; for example,
the reection loss of the GMT30 sample is enhanced to 9.91 dB.
With low semiconductor contents as additives, the enhanced
effects assist the composites to almost reach the desirable
properties of microwave absorbers.32,33 The GMT30 sample
shows an obvious improvement compared with 4.78 dB for the
composite-lled equal mixtures of GNS-EMO. The enhanced
values are also larger compared with the composites with only
GNS and EMO components, with 4.25 dB for the electric loss
and 7.19 dB for the magnetic loss. The ratios of GNS to EMO are
1 : 5 to 5 : 1 when not considering the matching volume with
resin.3 The reection loss, almost reaching around 10 dB, can be
directly applicable simply due to the modulation of the
composites. This magnitude is consistent with a similar lled
paraffin absorber with the same thickness.33
Fig. 9 Reflection losses of the composites doped with titania.
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However, the reection loss does not monotonically increase
as the titania content increases in the composites. GMT50 has
a small reection loss of no more than 1 dB. The reection loss
of GMT50 is smaller than that of GMT30. The large reection
loss of 3.31 dB for the GT composite is also less than 9.91 dB for
GMT30. Moreover, the GT composite is an extreme situation
among graphene-based resin absorbers. The GT composite has
a high content of titania, reaching an equal quantity to that of
GNS. Furthermore, the composites with the full ratio of titania
have low response parameters due to the real and imaginary
parts of the composite permittivity of titania. Especially, the
imaginary parts of titania composites are near zero.26 The
characteristics of titania composites imply almost transparent
performance to radiation for titania composites. Therefore, the
addition of a semiconductor has a modulation function to
improve electric and magnetic-integrated absorbing materials.
Titania semiconductor should not be taken as a main compo-
nent in a composite absorber. Table 1 provides the peak values
and the corresponding bands in the range of 2–18 GHz. The
resonance bands mainly belong to the X and Ku bands. When
the composites contain low titania contents, the peak
frequencies for the strong reection loss show slight blue shis.
The enhancement is obvious in contrast to the absorbers with
no titania, unsuitable ratios and high contents of titania. The
optimal range is near 30 percent, which is consistent with the
ratio regularity of TiO2–Ti3C2Tx graphene lm.21 These titania
content characteristics are in accord with literature reports that
a medium ratio of TiO2 achieves excellent absorption proper-
ties.33 The absorption properties do not oen monotonously
increase as the titania contents increase or decrease. The
Fig. 10 Contribution of the eddy current to EMC absorbers with semic
SCF-assisted mixing in exfoliation and (b) dissipation process in EMC ab

44580 | RSC Adv., 2020, 10, 44571–44583
nonmonotonicity of reection loss agrees with the magnitude
of the simulated EM elds in absorbers. The enhancement is
even larger than that resulting from the directly increased
magnetic component of the same ratio in the literature.2
3.4. Occupying dissipation theory for semiconductor
modulation with uniformity

Exfoliation takes place during supercritical processing, as re-
ported in ref. 11 and 13. The situation of multi-component
exfoliation is shown in inset (a) of Fig. 10. During the exfolia-
tion processing, random mixing of multi-components occurs
naturally. The reasons for the mixing of the exfoliated products
include two aspects. The rst aspect is uid dynamics. As the
uid reaches the supercritical state, uid molecules have high
energy during erce motion. The amounts of molecules with
high energy impact the dispersed matter or exfoliated products.
The dispersed tiny materials randomly move in any possible
direction. Thus, their relative positions are random. Diffusive
mixing is enhanced. Convective mixing takes place. These
mixing forms agree with the mixing mechanisms.8 The random
relative positions of the different component materials occur
aer precipitation due to supercritical state termination. The
properties of the obtained mixtures result from the uniformity
of the constituent material components. The other aspect is the
random rearrangement of exfoliated products, resulting from
scattering during exfoliation. This course covers the shear
mixing. All these mixing factors give rise to nemixing of multi-
components. Mixing results are desired for ideal media to
achieve homogeneity in scientic research.5 Mixing dispersion
onductor modulation due to uniformity from SCF-assisted mixing. (a)
sorbers with semiconductor modulation.

This journal is © The Royal Society of Chemistry 2020
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not only results in homogeneity for ideal media, but also
provides superior topology for titania modulation dissipation.

From the general electric resistivity dissipation relation, the
eddy current i ¼ F/R. R is determined by the property of
conductivity. F is the induced electromotive force from the EM
wave induction. For conductors, F already determines the eddy
current. Current dissipation is one of the reasons for the
maximum absorption of conductive-type absorbers. From
theoretical consideration, if magnetic loss results mainly from
eddy current loss, the value of C0 ¼ m00(m0)�2f�1 should be
constant when the frequency is varied.34,35 It is obvious that the
C0 value is steady in the 2–18 GHz frequency range, although
there are tiny uctuations on an extremely small scale (Fig. S2†
and its inset). This small scale is far smaller than the tolerance
error. Therefore, eddy current loss is one of the main electro-
magnetic loss types. Because the incident EM wave acts on
magnetic components, magnetic domains of magnetic mate-
rials in composites shi their magnetization direction along
with EM induction. Conversely, shiing of the magnetizing
direction to regular frequency gives rise to electric induction,
resulting in electric dissipation. Meanwhile, partial heat
consumption results from repetitive shiing of the magnetic
domains. All these courses consist of magnetic dissipation.
These dissipation courses are demonstrated in Fig. 10(b). The
response of the magnetic domains limits innite absorption.
Furthermore, magnetic domain shi consumption is weak
dissipation. Consequently, any electric loss or magnetic loss is
nally dissipated into thermal energy.36 The heat is produced
from resistance of the eddy current by i2R. This is the reason for
the high heat that is sometimes felt in absorbing measure-
ments. Based on the mechanisms in the literature, in addition
to multi reection and scattering,37 eddy currents and magnetic
domains are emphasized.38 Moreover, semiconductor modula-
tion plays a crucial role. The addition of a semiconductor is
expected to adjust the microwave absorption in composites. In
energy band theory, for the excitation hv $ hv0 ¼ Eg, where h is
the Planck constant, a frequency shi of v� v¼ Dv is produced.
Compared with the absorber sample with no semiconductor
addition, blue shi of reection loss takes place for the
absorber with added semiconductor due to the frequency shi
resulting from the semiconductor.

Semiconductor addition is a crucial factor for the properties
of a composite. Themodulationmechanism of a semiconductor
from its physical nature elucidates the absorbing effect. Occu-
pying theory is proposed to describe the dissipation. Area
occupation is for a scenario from the cross-section of compos-
ites. Treating every eddy current as a dissipation piece, many
pieces take up the section area. All the eddy currents, including
the eddy currents induced by the conductor and semi-
conductor, take up all the area one by one. Then, the modula-
tion mechanism results agree with the literature.38,39 Excessive
pieces taking up space in a unit area give rise to current overlap.
Overlap of induced current is ineffective because the pieces
offset each other with regard to the determined resistivity and
electromotive force. Only taking up empty space is effective for
enhancement of dissipation. Fortunately, the uniform mixing
in SCF results in a random dispersion of llers. Especially, the
This journal is © The Royal Society of Chemistry 2020
scattered semiconductor components in the llers reduce the
possibility of overlap before reaching the optimal percentage.
Fully efficient occupation of blank areas with eddy currents
determines the greatest enhancement of dissipation, corre-
sponding to the maximum reection loss. The components and
physical properties of a semiconductor determine the inductive
eddy current within a range of sizes, which are normally smaller
than the eddy currents directly produced in conductors. The
conductor components determine the main eddy currents
resulting from the conductors. Semiconductor eddy currents ll
the blanks among the conductive eddy currents. When the unit
area is full, the dissipation of microwave induction electro-
motive force reaches a critical dissipation. The much greater
amount of eddy current produced contributes little to a full
unit. Moreover, no eddy current is produced in the limited
space any more. Overlap of eddy currents gives rise to unob-
vious enhancement of current dissipation; however, some
depression occurs from the offset effect. Thus, the absorbing
effect is reduced when the semiconductor components exceed
a certain percentage. Therefore, the increased absorbing effect
from GMT10 to GMT30 and the decreased effect from GMT30 to
GMT50 for the titania-modulated samples is acceptable. In fact,
the semiconductormodulation improves the impedancematching
for dissipation enhancement, agreeing with the mechanism in ref.
38. The tri-dimensional occupation situation has similar rules to
area occupation. Eddy current oen behaves in a plane. Hence,
area occupation is optional for theoretical explanation.

The dissipation enhancement effect agrees with several
cases in the literature, such as the cases of TiO2 introduction
into ZnFe2O4 and graphene composites in ref. 28 and 32. This
indicates that the semiconductor titania gives rise to enhanced
absorption, as evaluated from the absorption of samples of the
same thickness reported in Table S1 of the ESI.† For the 4 mm-
thick uniform samples, the increment of reection loss has
a similar magnitude to that between magnetic graphene and
magnetic graphene@porous TiO2 composites in the low frequency
end28 and to that between ZnFe2O4@graphene and ZnFe2O4@-
graphene@TiO2 composites in the high frequency end.32 However,
TiO2 in the literature arises from reaction products of reagents.
The scheme in this work involves direct addition of titania to reveal
its essential attributes; thus, this addition is more reasonable to
directly display the nature of titania.
3.5. Simulation consistency of semiconductor modulation
scheme

The relation between the semiconductor content and peak
reection loss of the composites is exhibited in Fig. 11,
including the case without semiconductor. The initial point of
zero titania content is the case of GM composites in previous
work.3 The end point for GT composites is the case for only
titania in graphene-based composites. There is a peak range
among these samples. The trend curve of these peak data
matches the Gaussian tting. The trend rule for these data
implies that there is an optimal range for semiconductor
addition as a ller component for absorbers. Optimal semi-
conductor addition leads to high reection loss. Low ratio
RSC Adv., 2020, 10, 44571–44583 | 44581
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Fig. 11 Relations among the titania semiconductor content of the
composites, peak reflection loss of the composites, and flux density in
the absorbers.
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modulation results in low occupancy. High ratio modulation
gives rise to overlapped occupancy of space. Hence, a suitable
ratio will obtain an optimal occupying effect. Occupying theory
gives reasons on semiconductor improvement, which can
explain the existing peaks for small quantity addition. The blue
shi is also claried by the frequency shi Dv. The center values
from the Poynting distribution are exhibited in Fig. 11, as
achieved from standard color scale bars in Fig. S1 of the ESI.†
The intermediate value can be taken as a typical value to
differentiate the general situation of EM energy distribution
among these absorbers. Compared with the reection loss
curve, the ux density has a converse trend, as shown by the
dashed line in Fig. 11. For the high reection loss case, the ux
density is relatively low. The low ux density indicates a high
absorbing effect. There is a trough among these samples from
the trend line of ux density. These results are in accordance
with the reection loss trend from a contrasting trend.

Unless the media are uniform or at least the fully mixed
llers are uniformly dispersed, the elds in a real absorber will
be regular. The uniform dispersion of fully mixed llers with
micro-nano sizes will only give rise to local distortion of elds.
The whole elds in the sample absorbers are homogeneous on
the macro scale. In this case, the simulation results match the
results from the tests. Therefore, fully mixing llers in
a uniform dispersion state enables the collection of reasonable
parameters in the simulation. Conversely, the simulation
consistency reects that the fully mixed llers result in homo-
geneity of the absorbers. The simulation trend of the series of
absorbers is consistent with the trend of the test results in
Fig. 11, conrming the effectiveness of the contribution of
uniformity by the SCF method. Overall, the effects of semi-
conductor modulation are conrmed from the eld simulation
and the reection loss.
4. Conclusions

The EM absorbing scheme of semiconductor modulation of
surface composites is conrmed. Precursors were exfoliated by
44582 | RSC Adv., 2020, 10, 44571–44583
the fast exfoliation of SCF. The harsh reaction conditions in SCF
result in adequate premixing of the ller components during
exfoliation. EM-absorbing composite samples were achieved
using a casting solidication moulding method. Microscopic
characterization demonstrated that the llers are dispersed
uniformly in the resin matrix. The formed composites approach
ideal medium states for absorbers. Simulations of EM waves
propagating in the absorbers were used to estimate the dissi-
pation in the composites according to the dielectric and
magnetic property parameters in the resonance region. GMT30
composite has a low energy ux with an intermediate value of
3.7401 � 102 W m�2 for the propagating EM wave. GMT30
composite with 30 percent titania added as ller showed the
largest reection loss, reaching 9.91 dB. The simulation esti-
mations were consistent with the reection loss results. The
peak frequency was located at 14.45 GHz in the peak range of 7–
17 GHz.

The reection loss does not increase monotonically as the
semiconductor content increases. The optimal proportion of
absorbing semiconductor modulation is between 10 percent
and 50 percent. Compared with the main ller components of
exfoliated GNS and EMO, small amounts of semiconductor
titania component result in enhanced loss. These results reveal
that the proposed scientic scheme is effective for the devel-
opment of absorbers. Simulations of the EM wave energy ux
density agreed with the trend of reection loss in a series of
samples.
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