
RSC Advances

CORRECTION

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

1 
N

ov
em

be
r 

20
20

. D
ow

nl
oa

de
d 

on
 1

/1
4/

20
26

 1
1:

34
:5

0 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
View Journal  | View Issue
Correction: Application of soot discharged from
a2nd Fleet, ROK Navy, Pyungtaek 17952, So
bDepartment of Mechanical Engineering, To
cDivision of Marine Engineering, Korea Marit

kmou.ac.kr

Cite this: RSC Adv., 2020, 10, 41164

DOI: 10.1039/d0ra90113j

rsc.li/rsc-advances

41164 | RSC Adv., 2020, 10, 41164
the combustion of marine gas oil as an anode
material for lithium ion batteries

Hyun-Min Baek, a Dae-Yeong Kim, *b Won-Ju Lee *c and Jun Kang *c

Correction for ‘Application of soot discharged from the combustion of marine gas oil as an anode material

for lithium ion batteries’ by Hyun-Min Baek et al., RSC Adv., 2020, 10, 36478–36484.
The authors regret that a funder was omitted that should have been acknowledged. This acknowledgement is as follows:
This research was supported by the Ministry of Education of Republic of Korea and the National Research Foundation of Korea

(NRF-2019R1G1A1005342).
The Royal Society of Chemistry apologises for these errors and any consequent inconvenience to authors and readers.
uth Korea

kyo Institute of Technology, Meguro-ku, Tokyo 152-8550, Japan. E-mail: kim.d.as@m.titech.ac.jp

ime and Ocean University, 727 Taejong-ro, Yeongdo-gu, Busan, 49112, Republic of Korea. E-mail: junkang@kmou.ac.kr; skywonju@

This journal is © The Royal Society of Chemistry 2020

http://crossmark.crossref.org/dialog/?doi=10.1039/d0ra90113j&domain=pdf&date_stamp=2020-11-10
http://orcid.org/0000-0002-1127-0220
http://orcid.org/0000-0002-7200-6458
http://orcid.org/0000-0001-8380-8969
http://orcid.org/0000-0002-1797-4878
http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d0ra90113j
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA010067

	Correction: Application of soot discharged from the combustion of marine gas oil as an anode material for lithium ion batteries

