
JAAS

PAPER

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

1 
O

ct
ob

er
 2

02
1.

 D
ow

nl
oa

de
d 

on
 3

/1
6/

20
26

 5
:3

1:
10

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
View Journal  | View Issue
Laboratory-scale
aChair of Biomedical Physics, Department o

Munich Institute of Biomedical Engineering

Garching, Germany. E-mail: Juanjuan.Huan
bDepartment of Chemistry and Catalysis R

Munich, 84747 Garching, Germany. E-mail:
cShanghai Key Laboratory of Green Chem

Chemistry and Molecular Engineering, E

Shanghai, PR China
dDepartment of Diagnostic and Intervention

Technical University of Munich, 81675 Mun
eInstitute for Advanced Study, Technical

Germany

† Electronic supplementary informa
10.1039/d1ja00274k

‡ These authors contributed equally.

Cite this: J. Anal. At. Spectrom., 2021,
36, 2649

Received 3rd August 2021
Accepted 24th September 2021

DOI: 10.1039/d1ja00274k

rsc.li/jaas

This journal is © The Royal Society o
in situ X-ray absorption
spectroscopy of a palladium catalyst on a compact
inverse-Compton scattering X-ray beamline†

Juanjuan Huang, ‡*a Fuli Deng,‡b Benedikt Günther,a Klaus Achterhold, a

Yue Liu, bc Andreas Jentys, *b Johannes A. Lercher,b Martin Dierolf a

and Franz Pfeifferade

X-ray absorption spectroscopy (XAS) is one of the most important techniques used for catalyst

characterization, and is often conducted under in situ conditions. Such experiments are typically carried out

at synchrotrons, despite the significant improvements in laboratory-based XAS systems in recent years. The

limited spectral flux density of X-ray tubes restricts these setups to ex situ or in situ experiments conducted

over a large time scale, especially for X-ray energies above 15 keV. In this paper, we present an in situ

experiment performed on a palladium-based catalyst at the Munich Compact Light Source (MuCLS),

a compact synchrotron facility based on inverse Compton X-ray scattering (ICS). Its brilliant, low-

divergence, energy-tuneable X-ray beam makes such a compact facility well suited for XAS techniques,

especially with in situ experiments. In this study, we investigated a hydrogen-pretreated Pd/C catalyst,

which significantly improves the catalytic decarboxylation activity compared to a bare Pd(0)/C catalyst. We

measured a series of X-ray absorption near-edge structures (XANES) at the Pd K-edge (24.4 keV), with

a time resolution of <5 min per spectrum. The spectral quality achieved is comparable to spectra obtained

from synchrotron measurements. The results infer that the formation of a-phase palladium hydride may be

the reason for the enhanced performance of the hydrogen-pretreated Pd/C catalyst.
Introduction

Synchrotron-based X-ray spectroscopy techniques enable in-
depth characterization of materials and chemical systems and
are employed in a wide range of technological and research
elds. X-ray absorption spectroscopy (XAS) is one of the most
commonly used synchrotron techniques, as the measurements
supply element-specic information. XAS is divided into two
types: X-ray absorption near-edge structure (XANES) and
extended X-ray absorption ne structure (EXAFS).1,2 Both types
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provide valuable and complementary information on the elec-
tronic and geometrical structure of materials.

Since synchrotron radiation rst came into use in the 1970s,3

XAS has undergone signicant technical and theoretical
evolution. Although the rst XAS spectra were measured more
than 100 years ago on in-house systems, most XAS measure-
ments nowadays are conducted at synchrotrons, due to the high
quality and brilliance of the X-rays. However, the limited ability
to access such large facilities has inhibited XAS from developing
into a routine characterization technique. Therefore, great
efforts and improvements have been made in the development
of laboratory-based XAS setups.

In contrast to synchrotron facilities, laboratory XAS systems
allow for regular on-site characterization of specimens, which is
advantageous, especially in an industrial environment. More-
over, a laboratory XAS system removes the need to acquire
beamtimes at synchrotrons, which speeds up the pace of
academic research. Most of these laboratory setups employ X-
ray tubes, since they are commercially available, inexpensive,
and compact. Modern laboratory setups are either scanning-
type systems that use a Rowland focusing geometry4,5 or
dispersive-type systems using, e.g., von Hamos geometry.6–9

Several commercial prototypes such as the ones developed by
easyXAFS, LLC and Sigray, Inc. have even become available in
recent years. Details of recent laboratory XAS developments can
J. Anal. At. Spectrom., 2021, 36, 2649–2659 | 2649
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be found in the recent reviews by Zimmermann et al.10 and
Malzer et al.11

A drawback of X-ray sources in XAS is the limited spectral
ux density of the bremsstrahlung. This intrinsic limitation
restricts such setups to mainly ex situ experiments or in situ
experiments over a large time scale. For example, a recent in situ
laboratory-based XANES experiment was reported by José G.
Moya-Cancino et al.,12 who studied the slow dynamics (over
several tens or hundreds of hours) of a solid Co/TiO2 Fischer–
Tropsch synthesis catalyst.

However, modern XAS is oen conducted in an in situ or in
operando environment over a much shorter time scale, which is
challenging to achieve with low-brilliance X-ray tubes, especially
for X-rays above 15 keV. Hence, compact X-ray sources based on
inverse-Compton scattering (ICS) might be a better alternative to
X-ray tubes for in situ XAS in the high-energy range. The perfor-
mance and cost of such ICS sources are between those of
conventional X-ray tubes and synchrotrons. Several projects
worldwide thus seek to develop such sources.13–17 The Munich
Compact Light Source (MuCLS) is one of the already existing ICS
facilities and has been in operation since 2015. The X-ray prop-
erties of the MuCLS (photon ux of >1010 photons per s in <5%
bandwidth, energy tunability, low divergence, and relatively
small source size) make it well-suited to XAS techniques. We
previously reported a rst proof-of-principle XAS of the element
silver (Ag) at the MuCLS with synchrotron-comparable quality.18

In situ XAS is a powerful characterization method used to
investigate the mechanism of catalytic processes. Palladium (Pd)
is one of the most versatile catalytic metals and has been widely
applied in different reactions such as hydrogenation,19–21 dehy-
drogenation22 and decarboxylation.23–25 In many of these reac-
tions, the formation of palladium hydride (PdHx) plays a critical
role in catalytic performance. XANES is a very effective method of
verifying the existence of PdHx,26–29 as the spectral features are
directly inuenced by the addition of the hydrogen atom.

Here, we conducted an in situ XANES experiment to study the
properties of a Pd/C catalyst in the decarboxylation reaction of
phenylacetic acid to toluene. In this catalytic reaction, it is
observed that H2 pretreatment of the Pd/C catalyst prior to the
reaction can signicantly enhance the catalytic performance
comparing to bare Pd/C catalyst.46 The aim of this experiment is
to identify the active Pd species of Pd/C while ramping up the
temperature towards a reaction level. We measured a series of
XANES spectra at Pd K-edge (24.4 keV) at a time resolution of
less than 5 min per scan. A dynamic palladium hydride phase-
transfer was observed during the temperature ramping process.
The excellent spectral quality and good acquisition efficiency
unravel the great potential of the setup at the ICS facility for in
situ applications, especially at high X-ray energies. Instrumen-
tation, data acquisition, and advantages of XAS at ICS sources
are presented in detail.

Experimental
Experimental setup at the MuCLS

Fig. 1 shows the MuCLS facility, which is a multipurpose X-ray
beamline that utilizes an ICS source. The ICS source was
2650 | J. Anal. At. Spectrom., 2021, 36, 2649–2659
manufactured by Lyncean Technologies Inc., Fremont, USA,
while the two endstations (Hutch 1 and Hutch 2) were designed
at the Technical University of Munich (TUM). X-rays are
generated by the process of inverse Compton scattering (ICS), in
which infrared laser pulses collide with MeV electrons head-on.
The X-ray energy can be tuned by changing electron energy and
is freely adjustable from 15 keV to 35 keV. X-ray properties such
as ux, source size, and source positions are monitored and
stabilized using a specically designed X-ray beam monitor
(XBM) upstream, which cuts off a small portion of the beam for
X-ray diagnostics.30 More information about the MuCLS facility
can be found in the ref. 31 and 32.

The MuCLS has several specic properties that make it
advantageous for XAS techniques: a narrow spectrum with
a bandwidth of 3–5%, tunable energy, relatively high ux, and
a relatively small source size (�50 mm, s-value) and divergence
(�4 mrad, full angle). Routine XAS, unlike other photon-
demanding spectroscopy techniques such as photon-in/
photon-out spectroscopy,33 does not require the full power of
a synchrotron. Hence, such a laboratory-scale facility, which lls
the gap between conventional X-ray tubes and synchrotrons, is
very well suited for XAS techniques. For the Pd K-edge (24.4 keV)
XANES measurement, the source was tuned to its 25 keV energy
conguration. The total ux of the entire X-ray beam entering
Hutch 1 at the time of the experiment was �1.9 � 1010 photons
per s with a bandwidth of �4%.

A specic dispersive setup based on a Laue geometry34,35 is
adopted for the XAS, illustrated in Fig. 1b. The XAS setup
consists of three parts. The rst component is a silicon crystal.
In this case, a slightly bent Sih100i crystal wafer (200 mm thick,Ø
¼ 100 mm) with a bending radius of �14 m was used. The
crystal is positioned in a 3D printed home-built crystal holder
(see Fig. 1c), which enables the horizontal crystal curvature to
be adjusted by applying horizontal pressure to the two edges.
The bending radius is estimated from the difference between
the theoretical energy range of a at crystal and the experi-
mental energy range of the bent crystal.18 This slight bending
curvature is utilized to adjust the X-ray beamsize, energy spread
and energy resolution as needed for the experiment.

The XAS setup is currently implemented in Hutch 1, which is
located at a distance of�3m to the source and has a total length
of �5 m. The CCD camera is positioned at a distance of 0.45 m
behind the crystal, which leaves plenty of operating space for
the sample and its in situ cell in-between. This distance can be
increased further depending on the requirements of the
experiment. The large experimental hutch and abundant oper-
ating space facilitate the implementation of an in situ environ-
ment with relatively big sample cells, which may be challenging
for some of the X-ray tube-based XAS setups. The crystal is
mounted on a stage, which can be aligned in the x, y, z-direc-
tions and rotated in the x�y plane. The second component is
a 2D detector – a XIMEA xiRAY CCD camera (model MH110XC-
KK-FA, XIMEA GmbH, Münster, Germany) with a Gd2O2S:Tb
scintillator. It has a pixel size of 9 mm and a eld-of-view (FOV)
of 24 mm � 36 mm (horizontal � vertical). The third compo-
nent is the sample. For the in situ experiments, the sample is
This journal is © The Royal Society of Chemistry 2021
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Fig. 1 (a) Schematic of the Munich Compact Light Source (MuCLS) beamline facility and the in situ XAS setup (not to scale). (b) Top-view
schematic illustration of the XAS setup, composed of a slightly bent Sih100i wafer, a CCD camera, and the sample contained inside its in situ
apparatus. The crystal was rotated so that Si(311) plane was under Bragg condition. The �4 mrad X-ray divergence results in a continuous
variance of the Bragg angles on the crystal, giving rise to an energy gradient horizontally on the CCD camera. (c) The CAD design of the crystal
holder. The crystal can be bent by tightening the screws on the two horizontal edges.
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placed in a home-built reaction cell (see Fig. 2), which is con-
nected to a temperature controller.

The crystal is rotated by �34� relative to the X-ray beam axis,
taking into account the Si(311) asymmetry angle and the Bragg
angle. In dispersive XAS setups at synchrotrons,36 samples are
generally positioned at the X-ray focus spot that is generated by
bending the crystal. In many laboratory XAS setups,6,37 samples
are placed very close to the X-ray exit window of the tube so as to
create a small X-ray spot size on the sample. Our setup uses an
unfocused geometry,38 in which the sample is placed in close
proximity to the Laue crystal. As a result, the X-ray beam
impinging on the sample is relatively large; for example, the at
eld (I0) shown in Fig. 3 covers a maximum of about 900 pixels
� 2100 pixels (horizontal � vertical), or about 0.8 cm � 1.9 cm
(horizontal � vertical). Since different energies penetrate
through different parts of the sample, an additional correction
step is needed to account for sample inhomogeneities. Never-
theless, the setup is straightforward to implement, as the crystal
can be easily aligned and removed. On this versatile beamline,
this enables rapid switching between different setups for other
non-spectroscopy applications such as X-ray imaging tech-
niques.39–42 Since no other optics are used, the setup is relatively
efficient. Additionally, the absorption of air is relatively low for
the X-ray energy employed in the experiments. Consequently,
neither vacuum nor helium systems is used in these XAS
measurements.
In situ reaction cell

Fig. 2 shows the schematics of the home-built reaction cell used
for the in situ XAS measurement, which was developed at the
This journal is © The Royal Society of Chemistry 2021
chemistry department of the Technical University of Munich. It
has two Kapton windows, which allow X-rays to pass through.
There are two gas tubes with valves, which allow gases to be
added for the in situ experiments. The Pd/C powder was
compressed into a pellet (Ø¼ 12 mm) and placed inside a small
cylindrical holder surrounded by heating wires. The thermo-
couple and heater are connected to a programmable tempera-
ture controller. Thus, the sample cell enables in situ XAS
measurement for the Pd/C catalyst under certain reaction
temperatures and atmospheres.
In situ XAS scans

The in situ XAS measurement uses a custom XAS scan macro
by the experiment control system SPEC (Certied Scientic
Soware), as illustrated in Fig. 3. Some dris in the energy
position (see Fig. 4a) are observed during XAS experiments at
the MuCLS. This might be due to slight movements in the
positions of the source or crystal. For this reason, it is
necessary to measure a standard Pd foil at the beginning of
each scan, not only to calibrate the energy but also to correct
any temporal uncertainties. One XAS scan consists of one
exposure of the Pd foil, ve exposures of the sample (IS) to
increase the statistics, and one exposure of a at eld (I0).
Each exposure takes 30 s, resulting in a total exposure time of
3.5 min. Including motor movements and other overheads,
the total acquisition time of the scan is 4.3 min. In case
a better time resolution might be required to observe the
dynamic changes during temperature ramping, ve exposures
of 30 s are chosen for the sample instead of one long exposure
of 150 s.
J. Anal. At. Spectrom., 2021, 36, 2649–2659 | 2651
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Fig. 2 3D schematics of (a) the outside and (b) the inside of the home-
built in situ reaction cell. The reaction cell has a thermocouple, two
Kapton windows, and two gas flow valves connecting to H2 or N2. The
sample pellet is placed in the cylindrical holder surrounded by heating
wires.
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The Pd foil spectra of one particular scan and the following
scan should be almost identical to ensure that the sample scan
measured in between is valid. A comparison of the ith and the (i
+ 1)th spectra is shown in Fig. 4. For the uncalibrated spectra,
a slight dri over 75 min is observed; for instance, the peak at
976 pixels is slightly shied. Nevertheless, the two consecutive
scans are almost identical, meaning that there is no energy dri
for the sample spectra measured in between. The details of the
energy calibration will be explained in a later section. Aer
energy calibration for each Pd foil (see Fig. 4b), all Pd spectra are
almost identical.
2652 | J. Anal. At. Spectrom., 2021, 36, 2649–2659
Image processing

All images are dark-current corrected and processed with amedian
lter with a kernel size of 5 � 5 pixels to remove local outliers.
Absorption images are generated on the basis of Lambert–Beer's
law. Fig. 5a shows the absorption image of the Pd reference foil,
calculated pixel-wise by the images IR and I0 shown in Fig. 3. The
unfocused XAS geometry has the advantage that the 2D spatial
information of the sample is also imaged. Thus, additional image
processing can be used to improve the nal spectral quality.

To smooth the absorption image to some extent, a Gaussian
low-pass lter is applied in addition to the median lter. The s-
value of the Gaussian lter is chosen as big as possible until the
nal energy resolution approaches the corehole lifetime
broadening of Pd K-shell. The selected image lters reduce the
noise level and improve the statistics. This improves the quality
of the spectra without increasing the acquisition time.

Sometimes, the energies of the dispersed X-rays are not
perfectly aligned, and thus the features in the absorption appear
as slightly curved lines, as shown in Fig. 5a. This is because the
bending of the crystal wafer is not homogeneous. To generate the
nal spectrum, the absorption image is rotated and the values
are averaged in the vertical direction. The deformed features may
then give rise to a distorted spectrum. An image warping trans-
formation can be performed to correct the deformation,
involving the selection of some points along the curved lines (see
blue points in Fig. 5a). The coordinate of a certain point along
the curved line is (x, y). For each point, there is a modied point
lying on a corresponding straight line with a coordinate of (x0, y0),
as shown in Fig. 5b. The coordinate transformation from (x, y) to
(x0, y0) can be tted by a second-order polynomial, which, in
comparison to other orders, gives the best results:

x
0 ¼ a20x

2 þ a02y
2 þ a11xyþ a10xþ a01yþ a00

y
0 ¼ y

(1)

The tting coefficients aij are used to warp all the coordinates
in Fig. 5a, resulting in a corrected absorption image as shown in
Fig. 5b.

The 2D spatial information can also be used for a sample
inhomogeneity correction, and was initially introduced for this
XAS setup at the MuCLS.18 Fig. 6a shows the absorption image of
the sample pellet. The X-ray footprint on the sample is relatively
large. As different energies penetrate different parts of the sample,
sample inhomogeneity causes a variation in the absorption signal
in addition to the intensity oscillations originating from the X-ray
absorption ne structure (see zoomed-in regions). To correct this,
the crystal was rotated by an additional 0.2� aer all in situ scans.
The crystal rotation shis the energy range by �530 eV. X-ray
absorption in the post-edge region is approximated by a linear
function, which gives an indication of the sample's local thickness
(see Fig. 6b). A thickness-corrected image can then be obtained by
normalizing Fig. 6a with 6b. The correct attenuation should be
multiplied with the slope of a linear function. The inhomogeneity
indicated in the zoom-in of Fig. 6a is eradicated, demonstrating
the effectiveness of the method. Finally, the image is warped
using the same coefficients as for Fig. 5. The image is then
This journal is © The Royal Society of Chemistry 2021
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Fig. 3 Illustration of a single XAS scan during in situ temperature ramping. At the beginning of each scan, a standard reference (Pd foil, denoted as
IR) is taken for energy calibration and correction of temporal uncertainties between different scans (see Fig. 4). The sample is then moved in, and
five exposures are acquired and averaged to increase the data statistics (denoted as IS). At the end of the scan, the sample is removed to enable
a flat field image to be taken. The flat field image is used as I0 to calculate absorption for both the reference foil and the sample. The bottom part
of the beam is intercepted by the X-ray beammonitor mentioned above.30 The diffracted X-rays pass through the 3D printed crystal holder. The
artifact indicated by the arrow arises from a screw thread hole in the crystal holder but is corrected when calculating the absorption using I0 and
IS.
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rotated, and a polygonal region-of-interest (ROI) is marked as
large as possible (see Fig. 6d), making the best use of available
pixels that contain spectral information.
XAS spectra generation

Fig. 7 illustrates the energy calibration procedure. An XAS
spectrum is generated by averaging all values in the ROI
Fig. 4 Comparison of the ith (plotted as red curves) and (i + 1)th (plotted a
There are no observable shifts between each pair of red curves and the b
scan, and thus the sample spectra measured in-between are accurate. H
shows that their peak position (red dotted vertical line) deviates from th
drifts might be due to, e.g., movement of X-ray positions over 75 min
calibrated independently to the synchrotron Pd reference, the energy de
the sample spectra measured in the same scan.

This journal is © The Royal Society of Chemistry 2021
vertically. Several feature points were extracted for both the
synchrotron reference spectrum and the measured reference
spectrum. The pixel positions can be translated into X-ray
energies by a second-order tting (see eqn (2)). Fig. 7c shows
the energy-calibrated spectra for the reference Pd foil. The same
tting coefficients are applied to the sample measured aer the
Pd foil during the same scan.
s blue curves) spectra of the Pd reference foil. (a) Uncalibrated spectra.
lue curves, meaning that there is no systematic change in a 4.3 min XAS
owever, the zoom-in of the last two spectra (the 17th and 18th spectra)
e peak position of the first two spectra (grey dotted line) – the energy
. (b) Energy-calibrated spectra. Since each Pd reference spectrum is
viation is removed. The same calibration parameters are also used for

J. Anal. At. Spectrom., 2021, 36, 2649–2659 | 2653
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Fig. 5 Illustration of warping correction. (a) Original distorted
absorption image. As a result of inhomogeneous crystal bending, the
peak features in the absorption image are not on straight lines. Several
points along the curved lines are selected for the warping correction.
(b) Warping-corrected absorption image. In the correction, the curved
feature points (blue) are fitted to the straight feature points (green) by
a second-order polynomial.
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E ¼ a2x
2 + a1x + a0 (2)

where E is calibrated energy values, x is the horizontal pixel
coordinate, and ai are the tting coefficients.
Energy resolution

The energy resolution of the system is determined with ray-
tracing calculations using the XRT package.44 Two scenarios
with the only difference in the source spectra are calculated: one
with a uniformly distributed spectrum and the other with
2654 | J. Anal. At. Spectrom., 2021, 36, 2649–2659
a monochromatic line spectrum. The simulated results are
shown in Fig. 8.

The energy resolution of the spectrometer is dened as:44

dE ¼ DEuni

Dzuni
Dzmono (3)

where DEuni is the energy range (FWHM value) covered by the
diffracted beam calculated using the uniformly distributed
source spectrum, Dzuni and Dzmono are the diffracted beam size
(FWHM values) using the uniformly distributed and mono-
chromatic line spectrum, respectively. Parameters and Python
script of the simulations can be found in the ESI.† The spec-
trometer energy resolution is estimated to be 6.0 eV, which is
smaller than the Pd K-edge lifetime broadening 6.3 eV.45

Therefore, all Pd XAS features are resolved at this energy
resolution.
Results and discussion
Samples

In this study, we investigated a hydrogen-pretreated Pd/C cata-
lyst in a phenylacetic acid decarboxylation reaction. It was
observed that hydrogen pretreatment prior to reaction can
signicantly enhance the catalytic performance of Pd/C even
though the subsequent reaction takes place in an inert gas
(N2).46 It is known that metallic Pd(0) transforms into palladium
hydride (PdHx) in the presence of H2.43 Thus, it is crucial to
identify whether the formed PdHx species during the hydrogen
pretreatment can be well maintained under the decarboxylation
reaction conditions. For this reason, we established this in situ
XANES experiment, in which we heated up the hydrogen-
pretreated Pd/C catalyst in the N2 atmosphere to investigate
its chemical species under catalytic reaction conditions.

The Pd foil (thickness 25 mm), Pd/C catalyst (30 wt%) and
phenylacetic acid (purity $99.0%) were purchased from Sigma-
Aldrich. The phenylacetic acid was used as the reactant. The Pd/
C catalyst consists of palladium nanoparticles (NPs) supported
on the activated carbon. Pd/C sample pellets were prepared by
compressing Pd/C power with boron nitride (BN) powder
(Honeywell Riedel-de Haen) at a ratio of 2 : 3 to reach optimal X-
ray absorption. All Pd/C sample pellets were rst activated for
30 min at 150 �C in H2 ow and then for another 30 min in N2

ow to reduce the oxidized Pd NPs to a pure Pd(0) state (No. 1 in
Table 1). Table 1 presents the characteristics and treatments of
the different samples. No. 0 refers to the reference Pd foil used
to calibrate the energy and correct any temporal uncertainties
between different XAS scans. No. 1 and No. 2 are the Pd/C
samples treated under dened conditions, which serve as
references of Pd(0) and Pd hydride forms of the sample. No. 3 is
the test sample investigated in the in situ experiment. It is
a hydrogen-pretreated Pd/C sample to which the reactant, the
phenylacetic acid, was added.
In situ XANES results

Fig. 9a shows the XANES spectra of the Pd standard foil (No. 0),
the Pd/C sample in Pd(0) form (No. 1), and in Pd hydride form
This journal is © The Royal Society of Chemistry 2021
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Fig. 6 Data processing for the sample. (a) An absorption image at the K-edge, denoted as Abs(K-edge), is calculated pixel-wise from I0 and IS.
Since the X-ray beam has a big footprint and penetrates different parts of the sample, local thickness variations are observed (see zoomed-in
region). (b) An absorption image in the post-edge region, denoted as Abs(post-edge), is obtained by rotating the Laue crystal by an additional
angle of 0.2�. (c) A thickness-corrected image is obtained by normalizing the Abs(K-edge) with the Abs(post-edge) image. (d) The absorption
image in (c) is processed with the warping correction, followed by a rotation and a region-of-interest (ROI) selection.

Fig. 7 Energy calibration procedure. (a) The uncalibrated spectrum of
a Pd foil measured at the MuCLS. Several feature points (local extrema
and edge jump points) are extracted. (b) The synchrotron spectrum of
a Pd foil with extracted feature points. (c) The energy-calibrated
spectrumof the Pd foil measurement at MuCLS in comparisonwith the
synchrotron spectrum.

Fig. 8 Ray-traced images at the detector calculated with (a) uniformly
distributed source spectrum (b) monochromatic line spectrum. The
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(No. 2), respectively. The features of sample No. 1 agree with
those of the Pd foil. In contrast, spectral features of sample No.
2 are shied towards lower energies, which is ascribed to the
mixing of unoccupied states of hydrogen and palladium.20 To
better visualize the difference, a difference spectrum (see the
red curve around 0 in Fig. 9a) is presented, by subtracting the
normalized spectrum of sample No. 1 from that of sample No.
This journal is © The Royal Society of Chemistry 2021
2. The shape of this difference spectrum is consistent with the
ones measured at the synchrotron.28 These three spectra serve
as references for the identication of the palladium species in
the decarboxylation catalytic reaction.

Fig. 9b shows the temperature ramping over 75 min. The
temperature ramping rate was set to 0.5 �C min�1 from room
temperature to 40 �C and 0.2 �C min�1 aerwards. The reaction
on the Pd/C catalyst surface began when the temperature ramped
up to certain temperature. A series of XAS spectra were collected
simulation geometry and Python script can be found in the ESI.†

J. Anal. At. Spectrom., 2021, 36, 2649–2659 | 2655
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Table 1 Details of the treatment conditions for samples before the XANES measurements

No. Sample Used as Treatment conditions

0 Pd foil Standard reference No treatment (measured in air at
room temperature)

1 Pd/C catalyst Pd(0) form reference The raw Pd/C pellet was rst treated
in H2 ow (1 bar) for 30 min at
150 �C and in N2 ow (1 bar) at
150 �C for another 30 min

2 Pd/C catalyst Pd hydride reference Based on the No. 1 treatment, the
Pd/C pellet was further treated in H2

ow (1 bar) at room temperature for
30 min

3 Pd/C catalyst + phenylacetic acid Test sample for the in situ reaction Based on the No. 2 treatment, the
Pd/C was added with the reactant.
(The phenylacetic acid was rst
dissolved in hexane solvent, and
several droplets of the solution were
applied to the Pd/C pellet. The
hexane solvent was then vaporized,
leaving phenylacetic acid on the Pd/
C surface. The addition of
phenylacetic acid was conducted in
the glove box.)
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continuously using the fast scan. The start of each fast XAS scan
is indicated by a differently colored dot in the temperature
prole. The total acquisition time for each scan is 4.3 min. The
longer interval between the scans starting at 43 min and 50 min
was due to a brief technical issue during data acquisition. At
temperatures above 50 �C, spectra remained virtually
unchanged. Thus, only 18 scans are presented here.

Fig. 9c shows the measured XANES spectra during the
temperature ramping process. The temperature at which the
spectra were acquired is color-coded in Fig. 9c according to the
colors used in Fig. 9b. Pd/C reference samples in Pd hydride
Fig. 9 (a) XANES spectra of reference No. 0, 1, 2 (Pd foil, Pd/C catalyst in t
around zero presents the difference between the No. 1 and the No.2 s
spectra. (b) The temperature ramping profile, ramping from room tempe
while the measured temperature ranges during the individual acquisit
measured at different temperatures. The normalized spectra were shifted
spectra of the No. 1 and No. 2 Pd/C catalyst are plotted below (black) and
each XANES spectrum and the last three averaged XANES spectra of the e
foil, respectively. No significant changes are observed in the Pd foil diffe
are due to its chemical changes. A Savitzky–Golay moving average filter

2656 | J. Anal. At. Spectrom., 2021, 36, 2649–2659
(sample No. 2) and Pd(0) form (sample No. 1) are plotted above
and below the in situ spectra for comparison. The difference
spectra of the sample and the Pd foil – the difference between
each in situ scan and the averaged spectrum of the last three
spectra of the entire series – are also plotted in Fig. 9c. The
difference spectra of the Pd reference foil have small and
random oscillations, demonstrating that the spectral change
observed in samples is indeed due to chemical species change
rather than systematic uctuations from the instruments.

At the beginning of the in situ experiment, the spectrum
undergoes a shi towards lower energy that is similar to the
he form of bare Pd(0), Pd/C catalyst in the form of PdHx). The red curve
ample. This highlights the subtle differences between the two XANES
rature to 50 �C over 75 min. Set temperature values are plotted as dots,
ions are plotted as error bars. (c) Corresponding Pd XANES spectra
vertically with an arbitrary offset from one another for readability. The
above (red) the in situ spectra for comparison. The difference between
ntire series are displayed around 0 and�0.04 for the sample and the Pd
rence spectra, which confirms that the spectral changes of the sample
was applied to the difference spectra.

This journal is © The Royal Society of Chemistry 2021
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behavior of the Pd hydride reference (sample No. 2). But the
shi is smaller than that in the Pd hydride reference, which is
also conrmed by the smaller amplitude of the difference
spectrum. This indicates that the Pd/C sample was initially still
in the Pd hydride form aer adding the reactant, but with fewer
hydrogen atoms incorporated into the Pd lattice. While ramp-
ing up the temperature, a slight shi towards higher energy is
observed. The difference spectra around 0 present more clearly
the subtle changes that are hard to see directly from the spectra.
The shape of the spectra gradually evolves into a shape resem-
bling the bare Pd(0) form of the Pd/C (sample No. 1) and
becomes nearly identical at 50 �C. No changes are observed as
the reaction temperature increases further.

The in situ XAS results reveal that the hydrogen pretreatment
can initially transfer the Pd(0) species to the PdHx species, and
this PdHx can be maintained with the addition of reactant at
room temperature. However, PdHx species surfers a decompo-
sition process when ramping up the temperature.

To further exclude the possibility that the spectral change
was caused by consumption of the limited sample amount,
online mass spectrometry and static XANES were further con-
ducted. A temperature-programmed surface reaction (TPSR) on
No. 3 sample with online mass-spectrometry was conducted
with the same temperature ramping speed. The TPSR result
shows that the reaction rate signicantly speeds up at
a temperature of 90 �C, well above the 50 �C,46 meaning that the
transform of chemical species is completed before the catalytic
reaction becomes most active. The additional static XAS exper-
iment was carried out on a different day, in which the temper-
ature was heated up to 100 �C within 10 min, and a XANES
spectrum was measured immediately. The same trend of
spectra shapes changes from PdHx to Pd(0) was observed. Both
the mass spectrometry and static XANES experiments conrm
that the spectral changes are due to the chemical species
change of the Pd/C catalyst.

Since transmission-mode XAS is a bulk-sensitive technique
that provides averaged information of the test pellet, the spec-
tral shape above 50 �C cannot provide direct evidence of
whether the small amount of hydrogen is still incorporated in
the Pd lattice. Therefore, combining the in situ XANES results
and the fact that hydrogen-pretreated Pd/C has signicantly
better catalytic performance than bare Pd/C (sample No. 1),46

the hydrogen-pretreated Pd/C is concluded to be an a-PdHx

species under reaction conditions, as its spectral shapes highly
resemble that of bare Pd(0).27 And the enhanced catalytic
activity of the hydrogen-pretreated Pd/C is highly correlated
with a formation of a-phase PdHx rather than bare Pd(0).

Conclusions

In this study, we performed an in situ XAS experiment on a Pd/C
catalyst at the MuCLS facility. We investigated the active species
of the hydrogen-pretreated Pd/C catalyst in the carboxylic acid
decarboxylation reaction. To this end, we measured a series of
Pd K-edge XANES of the sample, to which phenylacetic acid was
added when ramping up the temperature in the N2 atmosphere.
We observed a dynamic spectral change of Pd hydride species to
This journal is © The Royal Society of Chemistry 2021
a spectral shape resembling Pd(0) form between room temper-
ature and 50 �C. Combining TPSR and in situ XANES results, we
believe that the active species of the hydrogen pretreated Pd/C
catalyst for the decarboxylation reaction should be a-phase
PdHx — only a small amount of hydrogen is incorporated in the
Pd lattice—rather than metallic Pd(0).

The synchrotron-comparable XANES collected at the
compact ICS facility is sufficiently sensitive to distinguish the
subtle differences between Pd and Pd hydride at a time reso-
lution of less than 5 min and an energy resolution below the Pd
K-hole lifetime broadening. Several advantages over other
compact systems exist at MuCLS for in situ XAS experiments in
terms of data collection efficiency, spectral quality, source
stability, exibility of the operating space, and high X-ray
energy. First, the higher spectral ux, smaller bandwidth and
smaller divergence contribute to an efficient XAS data acquisi-
tion, allowing for in situ measurements on a time scale of only
minutes in the high-energy X-ray regime >15 keV, or even less
when a degraded spectral quality is acceptable. Second, the
well-dened source spectrum and the energy tunability allow
synchrotron-comparable XAS spectra to be generated with
a high signal-to-noise ratio. Third, the stability of the X-ray
source at the MuCLS satises the requirement of long-term
experimentation. Fourth, the separate experiment hutch
provides sufficient operating space for the implementation of
complex sample environments. Finally, high-energy X-rays
facilitate in situ/in operando setups in various atmospheres
due to reduced X-ray absorption by the atmospheres and
sample environments. However, there are also some drawbacks.
First, the X-ray energy at the MuCLS is currently only tunable
from 15 keV to 35 keV, which restricts the elements that can be
investigated to this energy range – though pushing the energy
range to a lower limit is theoretically possible. Second, the
dispersive setup restricts measurement to transmission mode
only. Therefore, dilute samples are challenging to measure.

To summarize, these rst in situ XAS results obtained at an
ICS facility demonstrate the great potential of such sources for
in situ XAS experiments, which are usually conducted at large
facilities. With an intermediate cost and performance between
those of an X-ray tube and a synchrotron, such laboratory-scale
facilities can provide excellent alternatives for in situ XAS tech-
niques and advance their widespread use in science and
industry.
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