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Military systems have become more complex, and the development of future advanced materials for

defence applications has received much attention. Nanocellulose has been identified as a ‘super versatile

material’ that will become a replacement material for many applications including in the military.

Nanocellulose can be synthesized from discarded fibers that are left over from forestry and agricultural

waste that can be transformed into high-value products. Thanks to its interesting properties, comprising

low thermal expansion coefficient, high aspect ratio, high crystallinity, and good mechanical and optical

properties, nanocellulose has emerged as a new material class for high end military products such as

bulletproof vests, fire-retardant materials, as a component of propellants and filtration materials, and in

textile, electronic and energy products. Therefore, in this review, current and future applications of

nanocellulose in the military are critically discussed. This review is intended to impart to readers some of

the excitement that currently surrounds nanocellulose research, and it’s fascinating chemical and

physical properties and applications in the military.

1. Introduction

Global military expenditure has seen its largest annual increase
in a decade. According to new data from the Stockholm Inter-
national Peace Research Institute (SIPRI), total global military
expenditure increased to US$ 1917 billion in the year 2019
which was an increase of 3.6% from the year 2018.1 This
amount also includes a large spend on military research and
development (R&D). In 2017, countries such as the United
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States of America, South Korea, Germany, Turkey and Japan
have spent billions of dollars on military R&D.2 R&D creates the
foundation for new and improved technologies that underpin a
wide range of applications especially addressing the changing
face of conflict over the last two decades. These applications
include advanced materials for various purposes such those
used in the development of pharmaceuticals and medical
treatment, combating corrosion and microbial contamination,
advanced aircraft, weapons, preserved food supplies for field
operations and recent work on portable energy sources and
electronics used in military equipment.

Nanotechnology has become an agenda of ‘hype’ among
scientists due to its huge contribution in our current modern
life. Applications of engineered nanomaterials have heralded a
new generation for the military. According to a report by the
National Research Council, advanced materials in the military
must satisfy diverse requirements which encompass speed,
strength, precision, survivability, signature, material selection,
cost, weight, and commonality.3 For example, through the use
of these nanomaterials, ships may be able to travel at speeds of
more than 75 knots; very lightweight tanks will travel at speeds
of up to 75 miles per hour; and weapons will be delivered at
hypersonic speeds.

This R&D in materials and processes is needed to improve
existing materials and to achieve breakthroughs with new
materials and combinations thereof. There are 13 criteria of
specific properties needed for military usage and these are as
follows:3

� Lightweight materials that provide equivalent functionality.
This is an important requirement for many military systems

ranging from tanks to the load bearing equipment carried by
each soldier. Military forces require at the very least the same
functionality as is present with today’s systems, for example,
the ability to withstand enemy fire as well as additional
new functionalities particularly for sensing surrounding
environments, communicating with and responding to other
elements of the military force, increased lethality of weapons,
and being able to respond effectively to new threats.
� Materials that enhance protection and survivability.
It is critical that military forces are able to withstand enemy

fire. R&D must be carried out to discover new approaches to
provide for this ability, particularly with a reduced weight for
the same equivalent protection. Materials that perform multiple
functions simultaneously are a promising area of R&D being
actively explored.
� Stealth materials.
As the deployment range of military operations increases, it

becomes both tactically and strategically important that certain
military assets remain unseen or unobserved by adversaries
which can be achieved using stealth technologies. This is an
important area of research, particularly using multifunctional
structural materials that incorporate a stealth capability and
with electronic and/or optical properties that may either
actively or passively create a state of invisibility.
� Electronic and photonic materials for high-speed

communications.

Communications, control and coordination of military
assets in tomorrow’s armed forces will require extremely broad
bandwidth and secure transmission, reception, and interpretation
capabilities. To achieve this, materials that will enable these
capabilities are needed, be they optical, electronic, or any
combination thereof. Furthermore, military force elements will
typically be under constraints with regards weight, speed of
transmission, or both thus defining that the desired functionality
has to be achieved in as small a volume with as little weight as
possible.
� Sensor and actuator materials.
Upon a battlefield or field of conflict, various command

and control networks consist of many interconnected elements
with numerous demands, among which is the need to
detect signals that may be of many different types. R&D of
sensor and actuator materials and their subsequent integration
into larger systems are critical to the development of effective
and efficient military systems. An emerging area of need is in
the area of detectors or sensors against chemical and biological
agents, both as weapons and those which have dual-use
characteristics.
� High-energy-density materials.
There is a need for explosive materials that have a higher

energy per unit mass than the current explosives. These new
materials should have the capability of being tailored to maximize
lethality against specific threats. Similarly, the successful R&D of
new high-energy-density propellants could make it possible to
decrease the mass of the propellant while increasing the range of
the projectile fired.
� Materials that improve propulsion technology.
Improved propulsion ability is very much desired whether by

land, sea, air or in space. Numerous materials have been
investigated to address the need for high energy density fuels
for improved undersea propulsion. Besides this, materials
suitable for hypersonic propulsion systems are a priority for
future Air Force systems.
� Multifunctionality.
One way to reduce weight and volume is by using materials

that can perform at least two functions (for example: stealth
properties and structural support). Multifunctionality can be
thought of as being on two scales: (1) mesoscopic (e.g., as a
coating) or macroscopic (for example: load-bearing), and (2)
microscopic or nano, in which case multiple physical phenomena
are produced through suitable molecular design or architectural
texture. The concept of multifunctionality encompasses many
classes of materials and applications: Structural materials may
be self-interrogating or self-healing, provide stealth properties, or
protect against enemy fire; or may be microscopic materials or
systems that combine sensing, motion, analysis, communications,
and action.
� Self-healing and self-diagnosing.
Materials with self-healing and self-diagnosing properties

address several military needs, from improving survivability to
minimizing system maintenance. These properties provide
obvious advantages and consequential savings.
� Low total system cost.
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Cost is a primary criterion for military acquisitions and will
be for the foreseeable future. Materials that result in low total
system cost (including procurement, operating, maintenance
and disposal costs) will have a decided advantage, even if their
initial cost is high compared to other choices.
� Low maintenance.
Since systems for defence are likely to be in use for many

decades, materials that do not require extensive, active main-
tenance are preferred. An example is the Navy’s critical need
to reduce the necessity of paint chipping, a resource-intensive
task that adds significantly to the Navy’s manpower
requirements.
� High reliability.
The consequences of material failure in military systems

can be dire and impact on the availability of military assets
to meet operational needs. This need for materials and
manufacturing processes that are highly reliable spans all
classes of materials.
� Environmental acceptability.
The military has become increasingly sensitive towards

the environmental impact of military activities. The use of
environmentally friendly energy sources and the efficient use
of power are areas where R&D continues to be needed.
Materials and processes for military systems should have as little
adverse impact on the environment as possible. Among areas of
special concern are the decommissioning and disposal of obso-
lete systems, which would include the recycling and reuse of as
much of an old system as possible and the decommissioning and
disposal of obsolete facilities where they need to be made safe
prior to disposal and potential repurposing of use.

Newly developed technology regarding the materials used
for military needs require these properties, whether alone or in
combination. Interestingly, nanocellulose could very well be the
best candidate to meet the above-mentioned criteria. Nanocellulose
is a material derived from cellulose that has been downsized
into the nanoscale. Cellulose is a material widespread in nature
and may be obtained from many natural sources such as wood,
cotton, and vegetable biomass. Cellulose is the most abundant
and renewable natural resource on earth.4 It is stronger than
Kevlar and has a high tensile strength that is 8 times higher
than stainless steel.5

Nanocellulose materials have therefore emerged as promising
materials and received tremendous demand for use in various
broad applications such as materials for construction, packaging,
automotive components, energy systems, transportation, sensors
and in various biomedical fields.6–15 Nanocellulose is usually
utilised to improve the final properties of the materials used to
meet specific applications. This is because of several interesting
properties of nanocellulose which will be discussed in the
following section.

Therefore, in this review, current and potential applications
of nanocellulose for the military are discussed. In each application,
the role of nanocellulose in improving the final properties of
the material designed is critically discussed. To the best of our
knowledge, this is the first review that focuses on the military
applications of nanocellulose.

2. Properties, classification and
modification of nanocellulose

Nanocellulose can be defined as a cellulose material having
dimensions of 100 nanometer (nm) or less with an extremely
high specific area, high porosity with excellent pore inter-
connectivity, high stiffness, electric conductivity, low weight, low
toxicity and low immunogenicity, and high biodegradability.16–20

The hydroxyl groups, –OH, on the cellulose backbone of nano-
cellulose enable facile functionalization of nanocellulose that
introduces the desired functionality that can benefit several
applications. Fig. 1(a) shows the chemical structure of cellulose
where it contains an abundance of hydroxyl groups. Meanwhile,
Table 1 summarizes the importance of these special characteristics
of nanocellulose.

Nanocellulose can be classified into three types, which are
cellulose nanofibers (CNF), cellulose nanocrystals (CNC) and
bacterial nanocellulose (BNC).29,30 CNF, CNC and BNC are all in
nanoscale size, but they are different in terms of their shape,
size and composition.31 The morphologies of CNC, CNF and
BNC produced using different methods are shown in Fig. 1(b).
Both CNF and CNC are plant-based nanocelluloses and BNC is
considered as a microbial-based nanocellulose. For CNF and
CNC production, the fabrication methods involve the disinte-
gration of plant cellulose using mechanical, physical and
chemical methods or a combination thereof.13,32 BNC is the
only nanocellulose type that can be produced biotechnologically
by microorganisms resulting in high purity of hydrogels, high
mechanical strength and interconnecting micropore system
similar to CNF and CNC.33–36 Recently, a scientist has developed
a novel Mobile Matrix Reservoir Technology (MMR Tech).36

Fig. 1 (a) Chemical structure of cellulose, (b) morphology of cellulose
nanocrystals, cellulose nanofibers and bacterial nanocellulose. This figure
was redrawn and adapted from ref. 13 and 21.

2021 The Author(s). Published by the Royal Society of Chemistry Mater. Adv., 2021, 2, 1485�1506 | 1487
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By using this developed technology, the shapes, dimensions, surface
properties and nanonetwork structures can be designed in a
process-controlled manner. The formed multilayer materials open
up new applications in several fields such as medical and military
technology. Klemm et al. (2020)36 had found that this technology is
highly applicable in the development of medical materials for
cardiovascular and visceral surgery and drug delivery systems.

Modification of nanocellulose is important for several
applications. This process enables the alteration of its behavior
and characteristics that allows it to be used under different
conditions.37 This can be carried out using various different
strategies of surface functionalization such as oxidation,
carboxylation, etherification, esterification, silylation and
polymer grafting which typically involve the chemistry of hydroxyl
functions.22 Surface carboxylation is a common modification
strategy to improve the chemical properties of nanocellulose.38

The surface properties and interfacial compatibility of nano-
cellulose are important to its application performance. This is
because the stable dispersion of nanocellulose in polymer
matrices is very crucial to improve the enhancement effect of
nanocomposites. Charge repulsion and steric hindrance are the
keys to the dispersity of nanocellulose.38 Appropriate modification
as listed above can effectively increase the dispersity of nano-
cellulose. According to Chu et al. (2020),38 the advantages of
functionalized nanocellulose in composites far outweigh their
costs and concerns. Therefore, more further studies are still
needed to fully understand the dispersion mechanisms of
nanocellulose.38

Fig. 2 shows some common surface functionalizations car-
ried out on nanocellulose. Besides that, as is seen in Fig. 3, a
search was carried out using www.lens.org using the keyword
‘functionalization of nanocellulose’ and it was found that

Table 1 Several properties of nanocellulose

Property Advantages Ref.

Surface functionalization � Surface functionalization uses to improve the compatibility of nanocellulose. 22
� It is also to enhance its specific application by integrating with other compounds such
as fire-retardant agents, antimicrobial agents, and conductive polymers.

Renewable � Can be utilized from plant biomass such as oil palm, bamboo, wheat and sago waste. 17, 23 and 24
Reusable/reversibility � Ability to be reused many times to adsorb and desorb contaminants. 13, 25 and 26
Biodegradability � It is well known as a biodegradable material. 13

� Safe to the environment.
� It can be degraded by microbes.

High specific surface area � One of the most important criteria for nanomaterials. It is important for adsorption and
reaction mechanisms.

27

High mechanical and crystalline
properties

� Influences the final properties of materials, especially composites. 28

Fig. 2 Common surface functionalizations on nanocellulose. Reproduced from ref. 37 with permission from the Royal Society of Chemistry.
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manuscripts focusing on the functionalization of nanocellulose
have increased in recent years.39 Thus, demonstrating that R&D
on the functionalization of nanocellulose continues to gain
much interest among scientists through this decade.

3. Application of nanocellulose for
military packaging

The aims of packaging materials in the military are somehow
different from commercial packaging. Some of the military
equipment needs to be preserved for a long duration of time.
Military preservation refers to the materials or methods needed
to protect items during shipment, handling, storage and
distribution. Thus, packaging materials that have excellent
mechanical strength, waterproof and excellent barrier properties
are more prominent in the military as compared to commercial
packaging.

Packaging materials in the military are usually used to
protect food, beverages, electronics, and electrical and
assembled parts. Several categories of military packaging where
nanocellulose can be applied include bags, chipboard cartons,
food package, cushioning, military fastpacks, tapes and wraps.
However, research on the application of nanocellulose for those
categories is not fully explored yet. Military scientists have long
realized the need for thorough and effective packaging
standards especially when the loss of transported resources
through faulty packaging hampers military efforts. Specifically,
it was found during the transition from World War I to World
War II that shipping containers used for transporting provisions
and equipment could not stand up to the rigours of overseas
travel.40 The emphasis at that time was only on conserving
packing materials and exterior attractiveness for marketing
purposes. Moisture and other elemental impacts on the trans-
ported provisions and equipment were not taken into account.
The reasons that military standards for transport packaging
emerged was due to shortcomings in packaging that delayed
or hindered crucial functions. Military packaging standards are
meant to protect equipment, ensure combat readiness and

maintain superior performance for all shipments. Therefore,
R&D on military packaging continues to discover both new
materials as well as potential improvements to the materials
used for it.

Nanocellulose has been widely studied as a component of
materials used for a variety of packaging needs.41 Abdul Khalil
et al. (2016)42 reported that nanocellulose-based packaging has
been used by various large corporations. For example, the
Unisource Company has produced bamboo-nanocellulose-
based packaging which was specifically used to safely transport
electronic devices especially laptops around the world.
Moreover, nanocellulose can be used in packaging that meets
military standards for materials that enhance protection and
survivability, environmental acceptability and multifunctionality
as has been discussed in the introduction to this article. The
mechanical properties of packaging materials are one of the
important aspects for the military.

Nanocellulose paper films are usually brittle in nature. It
also readily tends to swell when exposed to water. Thus, it
limits their applications in military packaging. Recent research
also pointed out various promising strategies to prepare the
nanocellulose-based paper as packaging materials with superior
properties.43 Several promising approaches involved the usage of
multiple layers of different materials or additives such as waxes,
high-aspect ratio nano-clays and surface-active compounds in
functionalization to the nanocellulose. For example, nano-
cellulose can be impregnated with phenolic resin to improve
the final mechanical properties as packaging materials.43 By using
an impregnation approach to an existing nanocellulose, high
contents of nanocellulose paper can be obtained. Besides that,
scientists had developed several functionalized nanocelluloses
to make it superhydrophobic.13 Compounds such as titanium
dioxide and stearoyl chloride can be functionalized with nano-
cellulose to decrease its hydrophilicity properties.44,45 Thus, this
will significantly reduce the swelling capacity of nanocellulose
paper upon exposure to water.

Nanocellulose is known to be able to increase the mechanical
strength of other packaging materials. Several types of poly-
olefins have been used in packaging materials; for example,
polyethylene, polypropylene, and polyethylene terephthalate
have had their mechanical performance greatly increased with
the addition of small amounts of nanocellulose, usually 1 to 5%.
Table 2 shows the mechanical properties of these composites
which have been improved by the addition of nanocellulose.

Beyond that, biopolymers such as polylactic acid, starch and
polyhydroxyalkanoates are known materials for use as bio-
degradable packaging. These biopolymers are reported to be
cheaper than conventional polystyrene trays.53 They can be
naturally degraded after being discarded. Through the use of
these biopolymers, the burden of the army for disposing of
waste will be reduced whereby these biopolymers after being
thrown into landfill after use and thus naturally and safely
degraded in the environment. However, these biopolymers have
several weaknesses especially their low mechanical performance
and thermal stability which limits their application as a packaging
material.54 Thus, to improve these properties nanocellulose is

Fig. 3 A chart of published manuscripts focusing on the functionalization
of nanocellulose.
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usually added to them.55 According to Norrrahim et al. (2018),8

the addition of nanocellulose to poly lactic acid has successfully
improved the mechanical and thermal stability of the composite
material as compared to the neat polymer. Moreover, Montero
et al. (2017)56 investigated the effect of the addition of CNC into
different starch sources (tuber, cereal and legume). They found
that the incorporation of CNC favored plasticization and
increased the rigidity of the films formed, as well as their thermal
stability and moisture resistance. Panaitescu et al. (2018)57

developed a composite material from poly(3-hydroxybutyrate)
to which was added nanocellulose and then coated with zinc
oxide (ZnO) nanoparticles in order to develop a material with
better properties and exhibiting antibacterial activity. It was
found that ZnO plasma treatment completely inhibited the
growth of Staphylococcus aureus. Thus, a plasma-treated poly
(3-hydroxybutyrate) composite was proposed as a green solution
for the food packaging industry.

The properties of nanocellulose which exhibits extremely high
specific surface area and crystallinity while having a tuneable
surface chemistry gives nanocellulose the ability to sustainably
enhance oxygen and water vapor barrier properties when being
used as a coating or filler in composites and as a self-standing
thin film.58 Nair et al. (2014)59 reviewed the oxygen permeability
and water vapor transmission rate of nanocellulose and other
polymers as is shown in Table 3. The use of CNF and CNC in

films, composites, and coatings has been found to substantially
reduce the oxygen permeability and water vapor diffusion of
materials containing them. This is due to their size, and swelling
constraints formed from the rigid network they form within these
films compared to just cellulose fibers. These findings will help
in the preservation of many products including various military
products such as electronic devices, food and beverages for
military field operations and filtration materials that are naturally
sensitive towards free oxygen and water.

3.1. Challenges of nanocellulose application in packaging

As mentioned earlier, the applications of nanocellulose for
several other categories of military packaging have not been
explored, therefore extensive research is necessary to enhance
the applicability of nanocellulose in military packaging.

The possible effect of nanocellulose including modified
nanocellulose on health has recently drawn attention among
scientists. Because of that, the safety level of nanocellulose has
extensively been evaluated. Research has been carried out to
evaluate the potential ecotoxicity, cytotoxicity and genotoxicity of
the nanocellulose in packaging applications. Nanocellulose
properties differ from their parent bulk materials due to their
smaller size, different morphology and larger surface area result-
ing in their ability to cross natural barriers including electronic
and plasmonic effects.60 However, nanocellulose is generally
known as a safe and non-toxic food substance. Scientists have
found that the genotoxic and cytotoxic potential and environ-
mental risk of cellulose-based materials are negligible. Some
studies have shown that functionalized nanocellulose is also
known to be practically nontoxic.61 Moreover, the lack of study
on the effect of the modified nanocellulose on the biodegrada-
tion capability leads to an urgent necessity of further investiga-
tions. Some of the functionalizations of nanocellulose are known
to affect the biodegradability of nanocellulose.13

4. Application of nanocellulose in
energy devices of the military

The current rapid rise in economic growth will create additional
demands on energy supply.62 With the fast development of

Table 2 Mechanical properties of nanocellulose reinforced composites

Type of
nanocellulose Polymer matrix

Filler
content Improvement in mechanical properties Ref.

CNF Polyethylene 3 wt% Tensile strength – 57.7%, Young’s modulus – 92.7%, flexural
strength – 198.2%, flexural modulus – 25.0%

9 and 46

CNF Polypropylene 3 wt% Tensile strength – 34.2%, Young’s modulus – 175.9%, flexural
strength – 27.8%, flexural modulus – 88.9%

8

CNF Polyamine/epoxy resin 0.7 wt% Tensile strength – 29.9%, Young’s modulus – 66.7%, flexural
strength – 30.6%, flexural modulus – 21.4%

47

CNC Sorbitol plasticizer 1.5 wt% (3 layers) Tensile strength – 56.4%, strain at failure – 8.0%, toughness – 60.0% 48
CNF Polyvinyl alcohol/starch 10% (v/v) Tensile strength – 85.2%, while elongation at break decreased. 49
CNC Polycapro-lactone 3–12 wt% Slight improvement in tensile modulus and strain at break while

retaining tensile strength (no quantitative data reported)
50

CNC Poly(e-caprolactone) 40 wt% Young’s modulus – 153% while elongation at break decreased. 51
CNF Poly(styrene-co-butyl acrylate)

copolymer
10 wt% Tensile modulus – 6142%, tensile stress – 104.2% and elongation at

break decreased.
52

Table 3 Oxygen permeability and water vapor transmission rate of
nanocellulose compared to other polymers

Material
Oxygen permeability
(cc mm m�2 day kPa)

Water vapor transmission
rate (WVTR) (g m�2 day)

CNF film 0.6 167–234
CNF film
(carboxylmethylated)

0.0006 —

CNF film
(carboxylmethylated)

0.85 —

Cellophane 0.41 —
Polyvinylidene
chloride

0.1–3 3.07

Polyvinyl alcohol 0.20 —
Ethylene vinyl
alcohol

0.01–0.1 —

Polyethylene — 16.8
Polyvinyl chloride — 118.56
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modern society seen presently, there will continue to be a high
demand for energy because it is a serious issue in relation to the
worldwide power consumption demand.63 Various types of
modifications have been made by scientists and engineers to
address the needs in this area. In the military, there is an ever-
increasing number of energy devices being used in current and
future warfighting systems. For an example, military personnel-
worn energy devices for various purposes such as surveillance,
communication and information sharing include items such as
batteries, tactical radios, computers, global positioning system
receivers, wearable sensors, power generating devices, power
management systems and even weapons.

The aims of the energy application in the military could be
more significant in some aspects. For example, the provision of
rechargeable devices is an extremely important good to the
military as compared to the other conventional purposes.
Moreover, technology development regarding materials that
can self-generate electrical energy such as solar panels is
urgently needed in the military.

Traditionally the production of energy devices is based on
plastics, inorganic semiconductors and other petrochemical-
based products.64 These raw materials may lead to serious
environmental problems because waste generated from these
energy devices cannot be degraded naturally. To reduce this
issue, researchers have continued to research alternatives to the
current materials with the intent to seek more environmentally
friendly ones. The relevant industries continue to require newer
materials and a revolution in which these sources of energy
become affordable, accessible and sustainable into the
future.62

Recently, nanocellulose has become one of the promising
candidate materials for components used in electrochemical
energy storage (EES) for a wide range of applications including
the military.6,65 Due to the interesting characteristics of nano-
cellulose as has been discussed earlier and through its good
and specific electrochemical properties, nanocellulose is a

material of interest in emerging energy technologies.64,65 The
good mechanical properties of nanocellulose can be integrated
into composites of polymer electrolytes as a mechanical matrix.
Besides that, the unique entangled structure of nanocellulose
can be used as a functional scaffold to construct the electrode
host, which benefits the transport of ions and achieves excellent
cycling performance of the electrodes.66

Most of the energy applications of nanocellulose have high
requirements for the dispersion stability and uniformity of
particles. However, nanocellulose tends to form clusters and
aggregates during synthetic and application processes.38 As
mentioned before, functionalization of nanocellulose is impor-
tant to increase the dispersity of nanocellulose in polymer
matrices. Besides that, since nanocellulose is a non-
conductive material, it must be functionalized with conductive
polymers, metallic particles or other conductive carbon materials
such as graphene, carbon black and carbon nanotubes. There are
two ways to functionalize nanocellulose with conductive materials
as is shown in Fig. 4. Firstly, it is by coating the conductive
material onto a nanocellulose matrix. Secondly, it can be carried
out by directly mixing the nanocellulose with conductive materials,
which is mainly carried out by in situ polymerization and
blending.66 The conductive materials such as graphene nano
platted have been studied by Erbas et al. (2016)67 to identify ways
to improve the conductivity of nanocellulose. The results of their
study showed that the conductivity of nanocellulose was increased
from 0 to 0.75 S cm�1.

The modified nanocellulose based EES may be of use in
military applications since it has good flexibility, is lightweight
and has durability.64 Moreover, rechargeable device technology
has received much attention from the military especially as the
number of electrically powered systems used by the military in
operations and in the field has increased. An example of an EES
device from nanocellulose is rechargeable lithium-ion batteries,
supercapacitors and solar cells.63–65,67,68 In this section, the
application of nanocellulose for military energy applications is

Fig. 4 Schematic illustration of the generalized modification of nanocellulose with conductive materials. Reproduced with permission from ref. 64.
Copyright 2017. Elsevier.
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discussed with focus on the development of supercapacitors,
lithium–sulphur batteries and solar energy.

4.1. Nanocellulose based supercapacitors

Supercapacitors, also known as electrochemical capacitors,
show great promise as a means of meeting the increasingly
high power demand owing to their high power density, superior
rate capability, rapid charging or discharging rate, long cycle
life, simple principles of operation, fast dynamics of charge
propagation and low maintenance cost.69,70 Supercapacitors
normally can be classified as either of two types of capacitor
which are electrical double-layer capacitors and pseudocapacitors.
Electrical double-layer capacitors function to store energy
through electrostatically accumulated charges at the electrode or
electrolyte interface while pseudocapacitors are based on rapid
redox reactions at the electrodes for a huge pseudocapacitance
load.63 Nanocellulose can be integrated with active materials or
converted to carbon materials as electrode materials for these
supercapacitors.63

The capacitance of supercapacitors mainly arises from
surface reactions of electrode materials, including through
electrochemical adsorption/desorption of cations and anions
at the electrode/electrolyte interface.70 A large specific surface
area is favorable for energy storage since it provides more space
for electrolyte ion adsorption.64 The higher surface area and
higher pore volume are presumed to be responsible for the
higher specific capacitance.71 This porous structure shows
great potential as a substrate for flexible supercapacitors
through loading with carbon conductive materials, such as
carbon nanotubes and graphene oxide, and thus the use of
nanocellulose has been widely applied in flexible solid-state
supercapacitors of the activated aerogel electrode type.64 These
supercapacitors have demonstrated good mechanical properties
since they have tensile strength of 1 MPa with Young’s modulus
of 123 MPa compared with traditional supercapacitors.64

Research done by Chen and Hu (2018)65 and Du et al.
(2017)64 suggested that nanocellulose that has been converted
to become supercapacitors which demonstrate both high capacitance
(up to 37 mF cm�1) and flexibility and can be incorporated into
commercial textiles for wearable applications such as in digital
or electronic army armor. Despite this excellent flexibility and
low cost, the mass loading per length is still relatively low (less
than 1 mg cm�1).65 This shows that these materials are an
excellent material for military use since the light mass of these
materials will be easy to carry on military operations in
the field.

4.2. Nanocellulose based lithium–sulphur batteries

Battery power is a major factor in military planning due to the
increased use of electronics to support modern warfare. The
use of current rechargeable Li-ion batteries such as those used
by commercial automotive manufacturers not only have insuf-
ficient power capabilities for future military vehicle operations
but also suffer from serious safety risks due to their use of
flammable liquid electrolytes. As a solution to this, lithium–
sulphur batteries have been found to be a promising energy

storage device with high energy density and low cost.72

Huge advances have been made with lithium–sulphur battery
technology, which has revolutionized the use of battery-powered
electronic gadgets such as laptop computers, smart mobile
phones and digital cameras.73 The lithium–sulphur battery is a
rechargeable battery and since it is portable, it is commonly used
in the military in their portable devices or in military vehicles.
Several research papers have shown that lithium–sulphur
batteries have good promise to begin a new era of long-lasting
and high energy batteries for a variety of applications such as in
green transportation, for stationary load levelling in intermittent
power generation systems of renewable energies such as solar
panels or wind mills as well as in space and military
applications.72,74 They are attractive mainly because of their low
self-discharge rate, high cycle life, energy density, and
performance.75 Traditionally graphite has been used in these
batteries as an anode electrode mainly because of its high
electrical conductivity (B103 S m�1) and theoretical capacity
(372 mA h g�1).11 A big disadvantage of the graphite-based electro-
des is that they do not have sufficient energy density required to
meet today’s energy demands and have a higher cost. Nowadays,
there has been a growing focus on the use of nanocellulose in such
flexible energy storage devices. Fig. 5 shows a conceptual illustra-
tion of nanocellulose application in lithium–sulphur batteries.

The nanocellulose polymer electrolyte showed excellent ther-
mal stability (44200 1C), excellent conductivity (41.2 mS cm�1)
and a stable interface towards lithium metal.73 It also exhibited a
specific capacity of E100 mA h g�1 and had stable capacity
retention of up to 70 cycles. The internal components of the cell
were folded without any mechanical break off thus showing the
potential usefulness of nanocellulose as an alternative electrode
binder and the feasibility of lithium–sulphur batteries as a new
power source.75 The stable cycling profiles show that the nano-
cellulose is an encouraging route towards the realisation of
green and reliable next-generation high energy lithium–sulphur
batteries.73

4.3. Nanocellulose based solar energy

Solar cells, which are also known as photovoltaic cells, can
convert inexhaustible and clean solar energy into electricity or

Fig. 5 A conceptual illustration depicting nanocellulose application in
lithium–sulphur batteries. Reproduced with permission from ref. 75.
Copyright 2018. Wiley-VCH.
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heat. Nonetheless, the worldwide consumption of solar energy
is limited, which is partly due to the high material costs involved
with photovoltaics.76 This technology has wide applications in
the military as a result of its characteristics such as being a
safe material with no noise, no pollution characteristics and
producing clean energy.77 To achieve optimum light scattering
and higher absorption in the active materials used for solar cells,
high optical haze and transparency characteristics are a must.

Plastics have been widely used in photovoltaic devices since
plastic has a low price and has suitable characteristics such as
transparency and flexibility. However, there are disadvantages
with this material such as it being not environmentally friendly
and it is usually not thermally stable. Nanocellulose can be a
good alternative to solve this issue since the characteristics of
nanocellulose show it has thermal stability, mechanical robustness
and is with optical characteristics that are equal to or are superior
to plastics.78 It is also a novel green substrate for solar cells
because of its tuneable physical and chemical performance and
has a potentially low cost.76 Fig. 6(a) shows a nanocellulose
based solar cell power generation system on a military
base. According to Lasrado and Ahankari (2020),11 silicon and
elements from group III–V have been used in solar cells.
Unfortunately, the cost of manufacturing solar cells using
inorganic materials is very expensive. Nanocellulose is a
perfect material to be used to solve this problem since this
material is highly suitable for use in high-efficiency conversion
devices.11

Zhou et al. (2013)79 discovered the properties of CNC in solar
cells. By referring to Fig. 6(b), the CNC film has the high optical
transparency that is necessary for incident sunlight to pass
through the substrate and this optical transparency is greatly
improved in thinner films. The diameter of some nanocellulose
fibrils can be as low as 4 nm, making it an excellent candidate
for the production of ultrathin paper solar cells.64 Moreover,
Fig. 6(c) shows the surface morphology of CNC film and it
shows a very smooth surface thus not needing any polishing
or surface planarization for solar cell production. There are
significant contributions from developing recyclable solar cells
using CNC to develop a semi-transparent electrode recyclable
solar cell and these solar cells have been found to have a
conversion efficiency of 2.7%.79 Table 4 shows the efficiency
of nanocellulose in the solar cell.

Interestingly, the optical transparency and electrical conduc-
tivity of the optically transparent conductive nanocellulose in
these solar cells were as high as those in indium tin oxide (ITO)
glass that is commonly used in solar cells.80 Nanocellulose has
already reached a level of performance comparable to that of
solar cells fabricated on polyethersulfone (PES) substrates and to
that of devices fabricated on ITO-coated glass.83 A study by
Miettunen et al. (2014)84 concluded that the cells fabricated with
nanocellulose were as stable as the reference cells in a solar cell
and this has been confirmed by stability analysis. Present-day
solar cell devices are heavy and cannot be folded, because of the
heavy and brittle nature of ITO glass used in their manufacture.80

Fig. 6 (a) A photovoltaic power generation system on a military base; (b) a picture of the CNC film on top of paper to demonstrate its transparency;
(c) an atomic force microscopy image of the surface of a CNC film. This figure was redrawn and adapted from ref. 11, 77 and 79.

2021 The Author(s). Published by the Royal Society of Chemistry Mater. Adv., 2021, 2, 1485�1506 | 1493
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4.4. Challenges of nanocellulose application in energy devices

Despite the great progress achieved in nanocellulose used for
energy, continuous efforts are needed to improve the current
application, including (1) to improve the device manufacturing
process that can be easily scaled up, (2) to develop a stable and
highly conductive solid-state electrolyte to improve the energy
density and safety of the devices for practical applications, and
(3) advanced integration techniques to make highly integrated,
flexible and multifunctional energy devices.85

In the nanocellulose based composite production for energy
devices, it is important to be noted that nanocellulose is
extremely difficult to disperse in polymers due to their inter-
molecular interactions. It remains a challenge to optimize its
dispersion. Many scientists have focused their research to
improve the dispersion of nanocellulose in composite matrices.
In situ polymerization and post-polymerization compounding
are two commonly used methods utilized to incorporate nano-
cellulose into polymer matrices.11 However, these techniques
also come with several problems such as only water-soluble
polymer matrices being applicable.

Besides that, in the manufacturing of such composites, film
casting is not an industry-scale process. To produce nanocellulose
composites for commercial purposes, a processing technique
must allow manufacturing of these materials from the laboratory
to an industrially viable method. The processing techniques like
extrusion and injection molding are very promising as they are
very economical, simple, green and do not require organic
solvents. More studies are required to investigate the effect of
aspect ratio that reduces the composite performance due to shear
forces offered by the screws.

With addressing these remaining challenges, ubiquitous
applications of nanocellulose-based energy devices with low
cost and high energy density in electronic devices of the
military are anticipated in the near future.

5. Applications of nanocellulose as a
fire-retardant material in the military

Many polymeric materials that are commonly used in the
military are potential fire hazards and so flame retardants are
very often incorporated into them to limit their flammability. In
the military, development of fire-retardant materials that can
resist explosion is generally important as compared to other
commercial applications of fire-retardant materials. Moreover,
high mechanical strength fire-retardant materials are also

needed in the military. Fire-retardant materials can be applied
in several applications in the military such as building materials,
army uniforms, helmets, weapons, fighter jets and also for other
vehicles. The R&D in this area continues to develop new durable
fire-retardant materials to meet military needs. Rigid poly-
urethane (PU) is the most common material used in the field of
construction insulation and in transportation assets of the military.
This is because PU has several excellent properties, which include
being light-weight, having high compressive strength, low thermal
conductivity, good cohesiveness, and low water absorption.86

However, pure PU itself is flammable, which limits its applicability.
In order to avoid the fire hazard caused by PU, it is usually combined
with fire-retardant additives to constitute a flame retarded PU
composite when applied in the manufacture of products.

The development of fire retardant nanocellulose composites
is becoming more common in advanced engineering applications.
The flammability characteristics of nanocellulose-reinforced
thermoset nanocomposites have been explored and they have
shown promising results. Nanocellulose composites provide a
high level of fire safety such as producing little smoke and
reduced toxic gas production when exposed to fire. In this way,
they are able to protect various novel military products, infra-
structure and the environment, and mainly aid in preventing loss
of lives to fire.87 To achieve this, these additives or fillers called
flame retardants, such as halogens, boric acid, phosphorus,
minerals and nanometric compounds are incorporated into
nanocellulose composites to prevent or minimise fire from
causing damage. Solution impregnation and surface treatment
are methods of incorporating the fire-retardant agents with the
nanocellulose. In some cases, composites of nanocellulose have
been added to polyurethane to make it into a fire retardant
material.86 Table 5 summarizes examples of fire-retardant
materials developed from nanocellulose composites.

5.1. Challenges of nanocellulose as fire-retardant materials

In developing nanocellulose based fire-retardant materials for
the military, some challenges related to stability and hydro-
philicity are the main concerns. Dispersion of nanocellulose in
polymer matrices is also the main problem. To overcome the
dispersion problem, several efforts can be carried out by
introducing suitable compatibilizers or functionalizing the
nanocellulose. Besides that, fire-retardant materials in the military
are demanded to be suitable for several niche environment
conditions, especially during the conflict zone. Nanocellulose is
known as a biodegradable material, and thus modification on
this nanocellulose-based fire-retardant is important. Scientists

Table 4 Comparison of different types of nanocellulose as solar cells and the efficiency of these solar cells

Type of
nanocellulose Function of nanocellulose Type of solar cell

Output solar cell
(mA cm�2)

Solar cell
efficiency (%) Ref.

CNF Conductive and transparent substrate Organic solar cell 9.58 3.2 80
CNC Substrate Organic solar cell 7.5 2.7 79
CNC Substrate Organic solar cell 3.5 1.4 81
BNC Solar cell encapsulating films Organic solar cell — — 82
CNC Substrate Organic solar cell 7.3 3.8 83
CNF Electrolyte Dye-sensitized solar cell 11.7 4.7 84

1494 | Mater. Adv., 2021, 2, 1485�1506 2021 The Author(s). Published by the Royal Society of Chemistry
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have shown that the functionalized nanocellulose can reduce its
biodegradability.13 Moreover, the high moisture adsorption of
nanocellulose limits the storage capability and can reduce the
performance of the developed nanocellulose based fire-retardant
materials. The hydrophilicity characteristic of nanocellulose can
also be modified by functionalization to make it a superhydro-
phobic material. To the best of our knowledge, there is a lack of
research focused on these several issues as mentioned here.

6. Applications of nanocellulose in
military propellants

Energetic compounds are defined as the active chemical
components of explosives and propellants, and are necessary
both for commercial (e.g., demolition and mining) and military
purposes.92 Propellants can be described as an explosive
material for propelling projectiles, fuel plus oxidizer for rocket
engines and gas that is kept under pressure in a container or
can expel the ingredients when the pressure is released. It may

be in the form of gas, liquid, plasma or as a solid. Table 6 lists a
few types of propellants used in various applications. Differing
from the commercial types of propellants, the military
propellants are generally insensitive, low characteristic signal,
high-energy, high-burning-rate, fuel-rich and anti-high overload.

In order to have a higher energy per unit mass than current
explosives, nanocellulose can be used in the development of
military propellants. Functionalization is a key factor for
success for nanocellulose as a good propellant. There are
several examples of R&D carried out on the development of
nanocellulose as a propellant. Zhang et al. (2016)101 fabricated a
double-base solid propellant using nanocellulose as a filler. The
CNF used was extracted from wood cellulose. Due to its hydro-
philic property, high aspect ratio and good suspension stability,
their performance as a double-base propellant was significantly
improved as compared to conventional double base propellants.
The tensile strength and elongation at break were notably
increased by nearly 34% and 45% respectively, while the burning
rate of the propellant was increased by 27.5% and the pressure
coefficient decreased by 20%.

Table 5 Examples of nanocellulose-fire retardant composites

Nanocellulose-fire retardant composite Findings Ref.

Ammonium polyphosphate/CNC/
dicyandiamide-formaldehyde

� The presence of ammonium polyphosphate/CNC/dicyandiamide-formaldehyde in poly-
urethane has improved the flame-retardant property.

86

� CNC is prepared and served as a carbonization agent to constitute a core–shell structure
flame retardant system with dicyandiamide-formaldehyde (blowing agent) and ammonium
polyphosphate (acid agent).

CNC/clays/graphene � The limiting oxygen index (LOI) was as high as 34, which is better than commercial flame-
retardant containing polymer-based foams, which typically display LOI in the range 22–25.

88

CNF/graphene oxide/sepiolite
nanorods

� The foams are ultralight, show excellent combustion resistance and exhibit a thermal
conductivity of 15 mW m�1 K�1, which is about half of that of expanded polystyrene.

89

CNF/borate hybrids � Composite foam panels of the CNF–borate hybrids and sepiolite nanoclay prepared at alkaline
conditions did not ignite on radiant heat exposure in cone calorimetry testing and maintained
their structural integrity after prolonged heat exposure.

90

Zirconium phosphate–reduced graphene
oxide/CNF

� This composite contributes to suppressing heat and mass transfer between the flame zone and
underlying matrix, which gives rise to 75.1%, 71.4%, and 54.6% reductions in the peak heat
release rate, peak smoke release rate, and peak CO production rate of nanocellulose composites,
respectively.

91

Table 6 Types of propellants for various applications

Type of propellant Composition Application Ref.

JP-8 � 18% aromatic hydrocarbon, 82% aliphatic
hydrocarbon, and kerosene-based fuel

� Military aircraft-must have military additives
including static electricity, corrosion, and icing
inhibitors, thermal stability enhancer and antioxidants

93

Jet A and Jet A-1 � 18% aromatic hydrocarbon, 82% aliphatic
hydrocarbon, and kerosene-based fuel

� Commercial airlines 94

Micro-electromechanical
systems (solid)

� Zirconium perchlorate potassium mixture
propellant (glycidyle azide polymer mixed with
ammonium perchlorate and zirconium)

� Micro-spacecraft and many other low-cost miniature
space system

95

Cryogenic � Gases chilled to subfreezing temperature and
condensed to form a combustible liquid such as
liquid oxygen and liquid hydrogen

� Large rockets and NASA’s space shuttle 96

Chemical � Modified bacteria like Escherichia coli and
Pseudomonas for butanetriol production

� Missiles 94

Gas � Krypton and xenon � Can be used in rotating propellant supply mode hall
thrusters

97

Solid (rocket) � Aluminium, magnesium, boron, their alloys and
composites

� Strap-on boosters, launch vehicles for low earth orbit
(LEO) payloads and tactical missiles

98 and 99

� Metal hydrides
� Oxidizer: ammonium perchlorate (AP) � Solid rocket motors 100
� Fuel: hydroxyl-terminated polybutadiene (HTPB)

2021 The Author(s). Published by the Royal Society of Chemistry Mater. Adv., 2021, 2, 1485�1506 | 1495
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Moreover, Yan et al. (2012)102 synthesized thermite-based
nitro-nanocellulose integrated with nano-aluminium using a
one-step electrospinning process to enhance the energy release
of the propellant caused by the acceleration of oxidation
kinetics and a specific impulse. Thermite-based nitro-
nanocellulose showed a higher flame propagation rate and fast
reaction kinetics in their combustion tests, which corresponded
to the mass loading of nanothermite within the binder of the
nanofibers. The electrospinning method has become a solution
for problems related to melting and casting of nanometalized
propellants. Besides that, Jamal et al. (2020)103 developed
nitrocellulose from BNC using a nitration method for utilisation
as a gun propellant. They managed to synthesise a high
percentage of nitrogen content. Based on the characterisation
results, 60 minutes of reaction time was the optimum time for
the production of a high percentage of nitrogen content.

6.1. Challenges of nanocellulose application as a propellant

Due to the semi-rigid nature of nanocellulose, nanocellulose-
based propellants have the drawback of high-temperature
softening and low-temperature embrittlement.101 The balance
of energy and mechanical properties of nanocellulose-based
propellants is difficult to achieve, and yet possible. The new
requirement of modified nanocellulose based propellants is to
improve their mechanical properties as well as to retain their
energy. The effect of nanocellulose on the properties of composites
is influenced by the dispersion and the compatibility of nano-
cellulose in the matrix. Suitable functionalization will improve the
compatibility of nanocellulose with the polymer matrix of the
propellant. Similar to nanocellulose as a fire-retardant material,
development of superhydrophobic nanocellulose-based propel-
lants is necessary. This is because high moisture adsorption of
nanocellulose limits the storage capability and could reduce the
performance of the developed nanocellulose based propellants.

7. Applications of nanocellulose as
filtration materials in the military

Development of filtration materials is one of the fastest-
growing technologies in this century. Water and air treatment
applications in particular, have received significant commercial
and military attention. Commercial application of filtration
materials has been used widely in respiratory filters such as
N95, N99, N100, surgical masks and also for home air and
water filters. Meanwhile, filtration materials are generally used
for military masks, filter cartridges, portable survival water
filters and military vehicle air filters. Development of filtration
materials for the military requires broad functionalities. This is
because, in the conflict zone, the army is exposed to a variety
of rare types of biological and chemical contaminants.
Meanwhile, the development of filtration materials for commercial
purposes is more specific to the known types of contaminant.
There are several approaches developed to address arguably one of
the largest problems that humanity has been confronted with in
the 21st century, which is clean water.104,105 Chemical and

biological contaminants in water from foreign agents such as heavy
metals, organic and inorganic compounds, and microbes have not
only seriously affected the environment but also threaten the
military operations especially in the field. In this regard, the
treatment of chemically and biologically contaminated air and
water is a matter of very serious concern to the military. These
two contaminants are discussed below.

7.1. Chemical contaminants

There have been several types of chemical compounds developed
into agents or weapons for warfare such as toxic gases, nuclear
reactive compounds, and nerve agents. During World War I, a
variety of toxic gases were developed and used in warfare such as
a number of tear gases, gaseous chlorine, phosgene and mustard
gas. Beyond that, organophosphorus compounds, which are
highly toxic synthetic compounds, were originally developed as
pesticides and then developed to become warfare nerve agents
such as tabun, soman, sarin, and VX.106,107 Nowadays, organo-
phosphate pesticides are a frequent cause of admission of
people (mostly farmers) to hospitals in developing countries
(about 3 000 000 acute intoxications have been reported annually
world-wide). Moreover, heavy metal contamination in the
environment arising from industrialisation activities such as
mercury, arsenic, cadmium and cobalt is a huge concern
especially in areas of conflict and as a consequence of military
action in those areas. Heavy metals are known to cause serious
deleterious health effects on humans, animals and plants.

Activated carbon and zeolites have been used as, and are the
most popular adsorbents for the removal of chemical contaminants
from waste effluents as well as from the atmosphere.13,108–110

However, these materials have restricted applicability because of
their non-renewable physical form and high costs especially for
activated carbons which will suffer from material losses during
regeneration processes.111

A combination of biosorption and nanotechnology offers a
new and greener way to remediate these contaminants. Hence,
nanocellulose has been identified as an excellent filtration
material against chemical contaminants. It has already been
proven to have higher adsorption capacity and be a better filtration
barrier compared to other similar materials at the macroscale.
Its high specific surface area that will enable the adsorption of
various atoms, ions, and molecules and the abundance of hydroxyl
groups within leads to potential functionalization of this material
for decontamination purposes.112,113 Several R&D papers have
shown the effectiveness of nanocellulose in the remediation of
chemical contaminants and these are shown in Table 7. The
development of nanocellulose based filtration materials can be
applied to products such as face mask cartridges, water filters
and air filters which are used by the military.

7.2. Biological contaminants

Biological weapons are microorganisms such as viruses, bacteria,
fungi, or toxins that are produced and released deliberately to
cause disease and death in humans, animals or plants. According
to Frischknecht et al. (2003),117 there are two international treaties
which have banned the use of biological weapons, the first in 1925
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and then again later in 1972, but they have largely failed to stop
countries from conducting biological weapon research and to
prevent large-scale production of biological weapons. With greater
awareness of the biology of disease-causing agents such as viruses
and bacteria as well as the availability of biological toxins, this
has given rise to the fear that modified pathogens from these
organisms and toxins could become devastating agents for
biological warfare especially since genetic manipulation techni-
ques have become more available in the last decade. Besides
that, the threat of virus epidemics such as the 1918 influenza
pandemic, the various avian flu outbreaks and the current
COVID-19 pandemic is a matter of serious international concern
as these epidemics have caused millions of people to fall ill
and even die from them. This problem is aggravated by the
occurrence of mutations, some occurring frequently, which has a
negative impact on the development of efficient vaccines against
these viruses. Therefore, in order to minimize the health impact on
populations affected by these epidemics, efficient, robust and
affordable virus removal filters are in high demand to help prevent
the further spread of viruses in hospitals, transportation hubs,
schools, or other venues with high human traffic or contact and
this also includes both areas afflicted by military conflicts and those
under threat of natural and man-made disasters. Table 8 shows
examples of agents used as or developed for biological warfare.

Therefore, it is imperative that the development of materials
that have excellent adsorption capacity towards biological warfare
agents is pursued urgently. As has been found when used against
chemical contaminants, nanocellulose offers several interesting

features as a filtration material against biological contaminants. Its
high specific surface area enables the adsorption of various microbial
cells, and the porous nature of nanocellulose materials can separate
various molecules and retain certain microbially derived objects.
Several R&D reports have shown the effectiveness of nanocellulose
in the remediation of biological contaminants and these are shown
in Table 9. The development of nanocellulose based filtration
materials can thus be applied to current filter materials used in the
fabrication of face mask filter cartridges, water filters, and air filters,
especially those used in industry and by the military.

7.3. Challenges of nanocellulose application as a filtration
material

Several challenges related to the development of nanocellulose
as filtration materials need to be considered. The filtration and
adsorption efficiency of nanocellulose towards several types of
chemical warfare agents and toxic gases as listed above have
not been fully explored. Therefore, future research on the
application of nanocellulose in filtration materials of the
military can be focused on those compounds.

Nanocellulose has a high tendency to self-aggregate through
hydrogen bonding.13 This will reduce the available adsorption sites
and limit their reabsorption capability. One of the alternatives to
this issue is to produce a nanocellulose aerogel. Moreover, the
chemical modification of nanocellulose, which is often a prerequi-
site to boost the adsorption capacity, is expected to reduce and even
to inhibit its biological degradation. The presence of chemical
functionality on the top layer of the cellulose fibrils is likely to limit
the accessibility of bacteria to the core of the cellulose backbone,
preventing the proliferation of bacteria on the nanocellulose.

Scientists also continue to discover ways to increase the
adsorption capacity of a range of pollutant species to be
absorbed through target chemical modification of the nano-
cellulose. Further modification on nanocellulose is needed in
order to make this material capable of multi-pollutant removal.
Contaminants in real water are typically very complicated, and
various types of contaminants usually coexist. The co-removal
of multiple types of coexisting pollutants might be possible if
multiple adsorption sites are available on the adsorbent.

8. Applications of nanocellulose in
military textiles

The textile industry is also looking to use technology in order to
create more scientific clothing, like antimicrobial, fire-retardant,

Table 7 Remediation of chemical contaminants by nanocellulose

Chemical contaminant Functionalization Findings Ref.

Organophosphorus
(organic compound)

Not needed CNF is able to adsorb organophosphorus compounds. 114

Arsenic (heavy metal) Polyethyleneimine
and glutaraldehyde

The functionalized CNF has better adsorption capacity
than unfunctionalized nanocellulose.

115

Cobalt and cadmium
(heavy metal)

Bentonite The functionalized CNC has better adsorption capacity
than unfunctionalized nanocellulose.

116

Chlorine gas Not needed CNF has shown a potential to adsorb chlorine gas.

Table 8 Examples of the development and use of biological warfare
agents117

Disease Pathogen Used in

Anthrax Bacillus anthracis World War I
World War II
Soviet Union, 1979
Japan, 1995
USA, 2001

Botulism Clostridium
botulinum

—

Haemorrhagic
fever

Marburg virus Soviet bioweapons programme
Ebola virus —
Arena viruses —

Plague Yersinia pestis Fourteenth-century Europe
World War II

Smallpox Variola major (V) Eighteenth-century North
America

Tularemia Francisella
tularensis

World War II
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self-cleaning and good water and air permeability. Product
advancements in the textile industry have covered a wide range
of commercial and military areas. The aims of these areas might
be slightly different. For military purposes, development of
hydrophobic, high strength and fire-retardant textiles is more
prominent. Meanwhile, a color-adaptive and an anti-wrinkle
textile receive more attention from the commercial industries.

Textiles are major components of military equipment, and
their use includes a wide variety of functionalities. The examples
of textiles in the military include combat uniforms, tents,
shelters, parachutes, sails, aeroplane materials, safety harnesses,
body armour, explosive ordnance disposal bomb suits, sand-
bags, fire resistance materials, footwear, camouflage systems
and many more.123,124 Through several innovations with smart
textiles, nanotechnology-enabled apparel that can protect mili-
tary personnel from pathogens, toxic gases and other hazardous
substances has been developed. Moreover, it could also allow for
the constant monitoring of body functions of personnel wearing
these smart textiles. Ngo et al. (2014)125 presented several criteria
for nanotechnology which is used for application in the textile
industry and these are shown below:

(1) self-cleaning and dirt-free textiles;
(2) medical textiles that have an anti-microbial function;
(3) military textiles that are capable of minimizing accidents,

injuries and infections;
(4) automotive textiles that have antiallergy, antistatic,

improved wear and tear resistance and are self-cleaning; and
(5) smart textiles which when combined with an electronic

device allow body vital signs to be monitored.
The choice and design of textiles to be used for the fabrica-

tion of military equipment is challenging. There are several
important characteristics which are related to the environments
where the textile will be used that are important, these are
thermal protection, good durability, water repellent, able to
withstand static propensity in numerous applications, able to
endure tears and breaks, able to protect from ballistic injury and
resistance towards chemical and biological threats.126–128 For
example, during desert operations, crew of military battle tanks
and armored vehicles puts themselves at a high risk of heat

stroke and dehydration because of the working environment
within these vehicles especially under combat conditions where
the crews have to operate their vehicles efficiently and effectively
even when closed up within the vehicles for long periods of time.
The risks of heat stress on the crew which can affect the
effectiveness of operations include hyperthermia, reduced
mental-alertness, occurrence of seizures and occurrence of
reduced situational awareness from physical discomfort. On the
other hand, with troops involved with arctic and mountainous
operations, they are at risk of UV-blindness, hypothermia and
hypoxia.129 All these effects can lead to morbidity and mortality if
no action is taken to improve the technology of textiles used by
the military.

Nanocellulose has been applied in modern textiles to pro-
vide several benefits as mentioned earlier.130–132 Since it has
certain superior properties compared to current materials such
as Kevlar, nanocellulose can be useful for uses such as thermal
insulation, sanitary napkins, tampons, diapers or as wound
dressings.133 Several innovations have been discovered in this
area. Mishra et al. (2014)133 discussed in their review the
numerous applications of nanocellulose in the textile industry
suitable for the production of lightweight body armor and
ballistic glass. As shown in Fig. 7, body armor used by the
military requires certain special characteristics, which are high
mechanical strength, light-weight, hydrophobic, antimicrobial
and anti-ballistic. Nanocellulose can be a great alternative to
the current material used for body armor which is Kevlar.

Safety glazing is one of the most important methods of
preventing the release of glass fragments during transport
collisions which can then cause physical injuries. This extends
to protective personal equipment such as face shields and
goggles which are used by personnel responding to threats
such as natural disasters, terrorist attacks and civil unrest.
Basically, to ensure the safety of personnel, material to protect
vision involves the use if poly(vinyl butyl) (PVB) that is sand-
wiched between two (or more) glass sheets. The use of PVB is
because of its transparent property and its ability to keep
broken pieces of glass in place. However, this polymer is
expensive, heavy and requires a certain thickness to work. Its

Table 9 Remediation of biological contaminants by nanocellulose

Microbes Functionalization Findings Ref.

Escherichia coli (bacteria) Silver
nanoparticles

� High adsorption capacity and reusability, with complete removal of Escherichia coli. 118

Bacillus subtilis and
Escherichia coli (bacteria)

ZnO and CeO2 � Based on antibacterial assays on the composite, these showed high antibacterial
activity with MIC50 values of 10.6 mg ml�1 against Gram-positive Bacillus subtilis and
10.3 mg ml�1 against Gram-negative Escherichia coli.

119

Escherichia coli (bacteria) Not required � Authors investigated the significance of Brownian motion on virus capture in a BNC-
based filter paper through theoretical modelling and filtration experiments.

120

� It was found that BNC-based filter was capable of filtering bacteria.
A/swine/Sweden/9706/2010
(H1N2) – Swine influenza (virus)

Not required � Authors developed non-woven, mm-thick filter paper, consisting of crystalline BNC
and featuring tailored pore size distribution which was found particularly suitable for
virus removal.

121

� It demonstrated capability to remove virus particles solely based on the size-
exclusion principle, with a log 10 reduction value of Z6.3, thereby matching the
performance of current industrial synthetic polymer virus removal filters.

Xenotropic murine (virus) Not required � The crystalline BNC filter paper was useful for removal of endogenous rodent ret-
roviruses and retrovirus-like particles

122
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use can also reduce vision quality and affect transparency of the
glass it is layered with. Maury et al. (2019)136 mixed PVB with
nanocellulose using hot pressing techniques to overcome the
drawbacks of PVB. They showed that the composites had
promising properties with low surface mass, good transparency
and improved mechanical properties. Steele et al. (2012)137

used poly(methyl methacrylate) incorporated with nanocellu-
lose of varying crystallinity, fiber size and surface functionaliza-
tion to improve its transparency properties. This epoxy resin
was prepared using two techniques which were a freeze-drying
technique to form an aerogel and a sol–gel technique by
exchanging solvent with epoxy. Aerogel samples showed
improved mechanical properties, but the transparency was
reduced due to agglomerations in the material matrix.
Meanwhile, the sol–gel method displayed good mechanical
properties, however, not as good as with the aerogel samples.
The transparency performance was better in the sol–gel
technique.137 Toha et al. (2018)138 discovered that the inclusion
of CNF from rice straw in laminated cellulose created a material
that had superior properties compared to Kevlar reinforced
epoxy resin. These new reinforced composites were prepared
using a hand lay-up technique to improve the mechanical
properties of these composites. The laminated composite
materials produced were found to have high strength, were
lightweight and exhibited high stress–strain resistance as
compared to Kevlar/epoxy only composites.

In the military, superhydrophobic nanocellulose-based
textiles have an immense potential in many applications.
During a military conflict, while carrying out their missions,
soldiers cannot avoid getting their uniforms wet and dirty. To
remove dirt contaminants and water from the surface of their
clothing and other appliance materials, modification becomes
a higher priority. According to Wei et al. (2020),139 there are two
factors in fabricating a superhydrophobic nanocellulose: the

appropriate hierarchical structure with durable nanoparticles
and low energy surface. The most common methods for
preparing robust superhydrophobic textile surfaces are
dip-coating, wet chemical deposition, electro-assisted chemical
deposition, spray coating, sol–gel, chemical etching, chemical
vapor deposition, plasma processing and polymer grafting.

Applications of electronic textiles in the military have been
well discussed by Nayak et al. (2015).140 These electronic textiles
can be used in monitoring personnel health (blood pressure, heart-
beat, body temperature), locating soldiers, for communications and
in environmental temperature monitoring. As described before,
the functionalization of nanocellulose has successfully made
these textile materials good conductive agents.141 There are a
few types of electronic textiles for military applications where
most of them use electrical impulses as an output signal. For
example, acoustic type materials can be used for the detection
of unrecognized vehicles, enemies or aircraft when they are
approaching, while buttons or optical detectors which use
infrared signals can be used to detect the location of
gunshots.140 Fig. 8 shows the application of modified nanocel-
lulose in electronic textiles in the military. Nechyphorchuk et al.
(2017)142 developed woven cotton fabrics using CNF mixed with
plasticizers suitable for printing or dyeing using (1) conventional
colored water-based inks and (2) conductive silver nanoparticle
inks. The presence of CNF helped the inks to settle onto the
substrate, which ensured good quality with faster printing
speed production. Furthermore, the CNF coating allowed for a
conductive layer, which maintained their electric signal even
when being folded.

8.1. Challenges of nanocellulose applications in textiles

The versatility of nanocellulose functionalization can be the
future of sustainable, biocompatible, and biodegradable materials
for a variety of applications in military textiles. However, the

Fig. 7 Nanocellulose in military uniform. This figure was redrawn and adapted from ref. 134 and 135.
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reality is that most nanocellulose modifications involve aggressive
pretreatments.134 This usually affects its structural integrity and
crystallinity, which could subsequently alter its mechanical prop-
erties. Therefore, new and less aggressive modification processes
and chemicals need to be developed. Moreover, some of the toxic
chemical compounds are easy to adsorb by a human. Many
research studies have to be carried out to evaluate the potential
ecotoxicity, cytotoxicity and genotoxicity of the functionalized
nanocellulose in textiles.

9. Applications of nanocellulose for
military medical purposes

Nanotechnology is extensively studied in many medical applications
including in the military. Military physicians have played a role
in nearly every major modern medical advancement. Several
major reforms could significantly improve the quality of health
care, especially in the military. This includes discovering new
advanced materials that could improve the current methods
and means of treatment in medicine. In the military, extensive
research on the medical application of nanocellulose can be
more focused on drug delivery, antimicrobial membranes and
skin tissue development. This is because those listed areas are
really important especially during conflict times and war zones.
For example, the delivery of drugs such as antidotes needs to be
carried out immediately after the army has been exposed to
nerve agents. Besides that, an effective antimicrobial
membrane must be applied directly to the injured army for
healing the wounds before receiving further treatment in the
hospital.

In the past decade, there has been an increasing interest in
the use of nanocellulose in medicine.144,145 Generally, nano-
cellulose has already been widely used in various medical fields

such as tissue engineering, as a bone scaffold, for wound
healing, and drug delivery as is shown in Fig. 9. However, in
this section, only those applications that relate to the military
are reviewed.

9.1. Organ reconstitution and tissue regeneration

Organ reconstitution and tissue regeneration have been the
primary goals of tissue engineering, especially in military
medicine. Virtually every tissue in the body is of military
importance due to the diverse nature of injuries associated
with war and conflict.147 In order to treat tissue and organ
defects arising from injuries sustained from kinetic and blast
injuries, synthetic substitutes can be created which act to
replace or repair the damaged organs and tissues. 3D scaffolds

Fig. 8 Military uniforms with a wearable computer and keyboard. This figure was redrawn and adapted from ref. 140 and 143.

Fig. 9 Medical applications of nanocellulose. r 2015 John Rojas, Mauricio
Bedoya and Yhors Ciro. Reproduced from Rojas et al. (2015);146 originally
published under Creative Commons Attribution 3.0 License Available from:
DOI: 10.5772/61334.
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are used in tissue engineering as an artificial extracellular
matrix for cell seeding, proliferation and new tissue formation.
These scaffolds can be prepared in several ways, such as by
electrospinning, freeze-drying, 3D printing and solvent
casting.148 The advantages of nanocellulose and other biopolymers
for use as scaffolds are the biological recognition they possess,
that may positively support cell adhesion and function. The
scaffold eventually should biodegrade naturally in the body at
the same rate as new tissue grows, and subsequently, be safely
eliminated from the body. The nanocellulose scaffolds present
all the requirements for tissue engineering technology, such
as possessing superior water absorption, water retention, bio-
compatibility and mechanical properties.

9.2. Medical implants

Medical implants are designed to replace a damaged organ or
structure within the body to maintain normal function, for example
as hip joint replacements. Traditionally materials such as metals,
ceramics and synthetic polymers have been used to provide suitable
function as implants, however these materials have been shown to
cause inflammatory and immunogenic effects that are detrimental
in both the short and long term.149 Biopolymers offer a potential
solution to resolve these issues as they are generally biocompatible,
biodegradable and non-immunogenic. Fig. 10 illustrates how nano-
cellulose has shown promising results for the engineering of non-
biodegradable organ implants with suitable mechanical properties
and patient-specific shapes.150

9.3. Wound healing

Wound dressings act as barriers and protect wound areas from
further harm, mainly the risk of infection from microorganisms.
These dressings should be permeable to oxygen and moisture
which are essential for the healing process. Biopolymers including
nanocellulose have exhibited useful properties that protect
the skin outside the wound, maintain suitable moisture at
the wound, prevent and control microbial biofilm formation,

cleanse the injured tissues, eliminate or minimise pain, remove
dead spaces from non-viable tissues and control odors.155 In
recent years, nanocellulose has been investigated to be used as
a potential material for wound dressings.156 This is due to its
high surface to volume ratio that can enhance the proliferation,
migration and attachment of cells.157 The presence of
abundant –OH groups on the surface of the nanocellulose offers
a hydrated layer over the wounds.148 Besides that, nanocellulose
also allows for the transfer and control as well as release of
antimicrobial compounds into the wound area. This will help
the healing process of those injured to become completed in a
period of 10–16 days.158,159 Examples of antimicrobial compounds
that have been functionalized with nanocellulose include silver
nanoparticles, lysozymes, n-halamine, and amino acids.160,161

This developed technology can be applied for use on military
casualties for a faster recovery process.

9.4. Challenges of nanocellulose application in medicine

One of the challenges ahead of using nanocellulose in medical
applications is to understand the behavior of nanocellulose
inside the body in terms of long-term toxicity, potential immuno-
genicity, biodistribution, circulation efficiency, biocompatibil-
ity and biodegradation. The drug delivery systems by using
nanocellulose have several challenges. The problems in con-
trolling size, shape, distribution uniformity and density of
nanocellulose need to be overcome.162 Nevertheless, maintain-
ing the morphology and dispersion of nanocellulose remain
additional challenges. This requires further improvements to
enhance the efficiency of nanocellulose-based drug delivery
systems. As mentioned before, modification of nanocellulose
can be carried out in order to prepare hyperbranched polymers
through several techniques as discussed in Section 2. This new
approach is also beneficial for loading of several drugs effi-
ciently. However, an important precaution on the toxicity effect
and biocompatibility of modified nanocellulose needs to be
considered. Therefore, future research is urgently needed to
solve these issues.

10. Applications of nanocellulose in
military acoustic materials

Acoustical materials are a variety of foams, fabrics, and metals
which are used to quiet workplaces, homes, automobiles and
vehicles. These materials are developed to increase the comfort
and safety of their inhabitants by reducing noise generated
both inside and outside of those spaces. Apart from commercial
applications, development of acoustic materials can also be
beneficial for military industries. This is because several noisy
pieces of equipment and processes are found throughout
military operations. Fighter jets, helicopters, air missiles and
infantry combat vehicles are common examples of military
assets that are usually found to produce noise.

Thereby exposing service personnel to risks of hearing
damage arising from hazardous noise levels in the work
place.163 In fact, the military typically is exposed to some of

Fig. 10 The 3D printing of an ear implant made from nanocellulose. This
figure was redrawn and adapted from ref. 33 and 151–154.
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the most intense sounds that can be found in any occupation.
For example, military kinetic weapon systems typically cause
more than 140 dB peak sound pressure levels (dBP), a level
generally considered the maximum for a single safe unprotected
exposure for impulse noise.163 Many weapon systems however
cause repeated peak sound pressure impulses that over time
cause degradation of hearing, if no hearing protection is used.
The development of suitable effective sound attenuating materials
remains an urgent needed for the military.

Nanocellulose has been found to be an ideal acoustic
material. There have been investigations related to the use of
nanocellulose-based composites for wideband sound absorption
materials. Lavoine et al. (2017)164 reported in their review on the
acoustic properties of CNF foams obtained by homogeneous
freezing. They found that at low frequencies (o1000 Hz), the
sound absorption ability was poor, whereas at 4000 Hz,
mechanically-treated CNF and CNF functionalized with 2,2,6,
6-tetramethylpiperidin-1-yl oxyl (TEMPO) foams reached
absorption ratios of 57 and 54%, respectively. The measured
sound-absorption ratios of these 3D foams were larger than
wood-based acoustic panels using particleboard and plywood.
Farid et al. (2018)165 measured the level of sound adsorption
using CNC-unsaturated polyester resin composites. Based on
their sound absorption test results it showed an average value of
sound absorption coefficient of 0.36 to 0.46 for frequencies
between 500 and 4000 Hz indicating that this CNC-based
polyester composite material had a tendency towards wideband
sound absorption and could potentially be used as an interior
acoustic panel material for military vehicles.

10.1. Challenges of nanocellulose applications as acoustic
materials

The application of nanocellulose in acoustic materials is still
rarely being explored. Currently, high moisture adsorption of
nanocellulose is expected to reduce the performance of the
acoustic materials. Moreover, several military appliances
including acoustic materials must have good water resistance.
Therefore, the development of superhydrophobic nanocellulose
can be done to solve this issue. Besides that, several other
modifications can also be explored to improve the current
performance of nanocellulose in acoustic applications, especially
for the military.

11. Present day challenges with
nanocellulose production

At present the production of nanocellulose is associated with
high cost and high energy consumption.166 Despite many
different sources of nanocellulose being discovered, the cost
of industrial production continues to be a challenge that also
needs attention. Nonetheless, progress in this matter has been
accomplished in many reports which were focused on nano-
cellulose production scale-up and this would ultimately reduce
the cost of production of nanocellulose thus making many of
these advances concerning nanocellulose more viable in the

future. Scientists have been exploring ways to improve the
production of nanocellulose. For example, superheated steam
pretreatment on cellulose has been proven to improve the
nanofibrillation process by reducing the processing time of
nanofibrillation by wet disk milling.20,167,168 It also could
eliminate the use of chemicals in nanocellulose production.
Therefore, superheated steam pretreatment is believed to reduce
the production cost and processing time of nanocellulose.
Besides that, scientists have discovered the progress achieved
in introducing a new nanocellulose material containing lignin.
The preparation of lignin–nanocellulose is a more eco-friendly
approach where the use of chemicals during the delignification
treatment can be reduced.169

In nanocellulose composite production, Norrrahim et al.
(2018)8 and Yasim-Anuar et al. (2019)46 discovered the ability
to produce a nanocellulose composite by a one-pot process by
extrusion. The one-pot process combines nanofibrillation of
cellulose and compounding processes in one system. The
advantage of this kind of processing lies in its efficient
production of nanocellulose composites due to fewer processing
steps being involved. The proposed method is possible to be
commercialized due to its fast, simple and easy technique. Most
of the nanocellulose reinforced composites require using a
compatibilizer. Currently, scientists are continuing to investigate
a green alternative in this matter. Lignin–nanocellulose was
found to have better compatibility with many other polymers.
This is because lignin can act as a compatibilizer between
nanocellulose and polymers. Moreover, it has been reported that
the presence of lignin could also increase the mechanical
properties of composites.169,170

12. Conclusions and future
perspectives

In conclusion, the usefulness of nanocellulose for various
applications in the military is a promising and exciting area
of current and future R&D. Several recent developments in the
application of nanocellulose related to military use were reviewed.
The wide range of possibilities for surface functionalization using
the chemistry of hydroxyl groups has been shown to expand the
application possibilities of nanocellulose. More research can be
carried out in this area to increase the effectiveness of nano-
cellulose as a material with military applications. Although the
effectiveness of nanocellulose as a new green biobased material in
the military has been demonstrated through several different
studies, further improvements are still needed. R&D ideally
should involve the actual use of military technology to ensure
that the properties developed truly meet military needs. For
example, the effectiveness of nanocellulose as an antimicrobial
material has to be tested using several known biological warfare
agents. Moreover, any developed nanocellulose based filtration
materials also need to be tested against real samples of chemical
warfare agents such as sarin, tabun, cyanides and chlorine.
Another issue of importance is related to the cost-effectiveness
and availability of nanocellulose on an industrial scale. Indeed, the
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energy consumption related to the production of nanocellulose is
still an issue hampering the scale-up production of nanocellulose.
However, progress has been accomplished in many reports
which were focused on scale-up and reduce the production of
nanocellulose thus making the potential for the broader use of
nanocellulose that much greater.
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