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Optical fiber sensors based on sol–gel materials:
design, fabrication and application
in concrete structures

Rita B. Figueira, †*a José M. de Almeida,bc Bárbara Ferreira,a Luı́s Coelhob and
Carlos J. R. Silva‡a

Optical fiber sensing systems have been widely developed for several fields such as biomedical

diagnosis, food technology, military and industrial applications and civil engineering. Nowadays, the

growth and advances of optical fiber sensors (OFS) are focused on the development of novel sensing

concepts and transducers as well as sensor cost reduction. This review provides an overview of the

state-of-the-art of OFS based on sol–gel materials for diverse applications with particular emphasis on

OFS for structural health monitoring of concrete structures. The types of precursors used in the devel-

opment of sol–gel materials for OFS functionalization to monitor a wide range of analytes are debated.

The main advantages of OFS compared to other sensing systems such as electrochemical sensors are

also considered. An interdisciplinary review to a broad audience of engineers and materials scientists is

provided and the relationship between the chemistry of sol–gel material synthesis and the development

of OFS is considered. To the best of the authors’ knowledge, no review manuscripts were found in

which the fields of sol–gel chemistry and OFS are correlated. The authors consider that this review will

serve as a reference as well as provide insights for experts into the application of sol–gel chemistry and

OFS in the civil engineering field.

1. Introduction and background

The applications of sensors are limitless and the future appli-
cations of optical fiber sensors (OFS) include devices placed in
locations that range from nuclear power plants to the human
body to monitor vital signs or even signal a call for help in case
of emergency. Ideally, a perfect sensor would provide high
selectivity towards the species of interest, suitable sensitivity
and/or a suitable dynamic range, a stable and proportional
signal output to the amount of analyte, fast response time, a good
signal-to-noise ratio, no hysteresis, and long-term stability.

In the last few decades, the extensive research in chemical
sensors based on sol–gel materials, either at an industrial and
academic level, has led to remarkable achievements, particularly

in terms of sensitivity, selectivity, and stability. Such materials
have attracted attention for their use in the sensing field due to
their simple preparation, their physical properties, and the wide
diversity of precursors available. The sol–gel method has been
widely implemented in a wide range of fields such as biosensors,1

optics,2 electronics,3 the environment,4 medicine,5 functional
smart coatings,6 fuel and solar cells,7 catalysts,8 chemical sensors,9

and civil engineering,10–12 among others. Several chemical sensors
and biosensors, in different transduction modes, from electro-
chemical13 to optical14 detection, have been proposed. Fig. 1 shows
some noteworthy examples of sol–gel material applications.

The research progress in OFS is nearly as old as the optical
fiber communication research. OFS show unique advantages
such as their immunity to electromagnetic interference, high
sensitivity, small size, lightweight, robustness, and ability to
provide multiplexed or distributed sensing. However, OFS have
not achieved the commercial success of optical fiber commu-
nications. They have been continuously and actively studied in
the past twenty years and the use of OFS functionalized with
sol–gel materials dates to the early nineties. The degree of
interest in this technology derives mainly from their attractive
features offered as interesting contenders for monitoring dif-
ferent parameters mainly due to their several advantages over
electrochemical sensors (e.g. tiny dimensions, less electrical
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operation and high resistance to corrosion).15 The awareness in
this field is easily shown by the vast number of research papers
found in the last few decades focused on optical sensors based
on sol–gel materials,16–18 as well as review manuscripts.19,20

The main advantages of the sol–gel method are the easy
fabrication of sol–gel materials, the flexibility of the process,
the large number of precursor reagents available with tuneable
functional groups and low environmental impact.21 Moreover,
such materials also exhibit high optical transparency and
chemical, thermal, physical and mechanical stability under
demanding operational conditions. A key step in developing a

sensor device is the immobilization of sensing agents within
the matrix.

Therefore, the matrix, besides working as a supporting
material, must not affect the response of the components to be
immobilized. The encapsulation of biological/sensing components
in sol–gel materials offers numerous advantages when compared to
other immobilization procedures. Naturally, this has boosted the
development of sol–gel materials, worldwide, particularly in
biosensors,28 and the fields of medicine and health care.24,29

In the last few years, the development of OFS for application
in the civil engineering area has gained significant attention.10–12
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Being a field extremely important in structural engineering,
structural health monitoring (SHM) of infrastructures is becom-
ing more and more relevant. Fiber optic technology has shown
significant features in monitoring systems when compared to
traditional solutions. In the past few decades, the depreciation of
infrastructures (e.g., dams, bridges, roadways, buildings) has
shown the need for the development of high-performance sensing
systems for SHM that allow monitoring, through the years and
accurately, their transformations.30 The collapse of the Morandi
viaduct in Genoa in the August of 2018, due to corrosion, is one of
the most recent events that proves the need for the development
and implementation of such systems. Moreover, SHM systems
have the potential to allow real time monitoring and infrastruc-
ture preventive maintenance.30

The installation of OFS in different structures such as bridges31

and highways32,33 to monitor their global and local mechanical
behavior has been widely reported. These OFS for mechanical
monitoring are, generally, applied to key structural components of
bridges, such as anchorages, cables, decks, piers and pave-
ments,34 allowing monitoring properties such as the curvature
and deflection of bridges,35–37 as well as the onset of cracking.38,39

OFS applied on highway pavements allow monitoring the impact
stress waves generated by high speed vehicles.34 Besides their
mechanical properties, other parameters such as temperature,40

concrete pH levels,41,42 concrete relative humidity (RH),43 concrete
chloride content44 and alkali–silica reaction (ASR)45 are also
responsible for earlier failure of concrete structures.

Concrete is a very heterogenous material consisting of gas,
liquid and solid phases. Therefore, the degradation of concrete
properties is a very complex process and results from the
combination of multiple factors. Furthermore, the concrete

degradation process is widely determined by the environment
and by the physicochemical properties of the concrete itself.
Generally, the most common causes of reinforced concrete
structure (RCS) degradation are the incorporation of chloride
ions (Cl�) and the reaction of atmospheric carbon dioxide (CO2)
with the components of concrete and/or a combination of the
two. The pH in a Portland cement based concrete is generally
between 12.5 and 13.8.42 The high pH values of the concrete
mitigate the corrosion development of steel reinforcement by
forming a passivation layer on its surface (vide Fig. 2a).46

Nevertheless, due to deterioration processes such as carbona-
tion,47 Cl� ingress44 and acid attack,48 this passivation layer
can be disrupted due to the pH decrease (vide Fig. 2c). During
the carbonation process, the atmospheric CO2 dissolves into
the concrete pore solution forming CO3

2� ions, which react
with the products of cement hydration, leading to lower pH
values.49 The Cl� ions that ingress into the concrete, by diffu-
sion or migration processes, can end in a pH reduction due to
the formation of hydrochloric acid. Once the pH of the concrete
reaches values below approximately 10, the steel reinforcement
is no longer protected against corrosion, and in the case of
lower pH values, the threshold chloride concentrations are even
smaller and the corrosion of rebars embedded in the concrete
may occur earlier than expected. Fig. 2 shows a schematic
representation of the reinforcement corrosion process in con-
crete. An embedded rebar without any corrosion attack in the
concrete is presented in Fig. 2a. The cathodic and anodic
processes (vide Fig. 2c) as well as a picture of a corroded RCS
(vide Fig. 2b) are also included.

The corrosion of RCS leads to expansion forces that when
exceed the concrete tensile strength cause cracking or spalling

Fig. 1 Schematic of sol–gel technology applications in a wide range of fields, i.e., coatings, sensors, biomedical diagnosis, smart materials and green
technology. Reprinted and adapted with permission from ref. 22–27. Copyright 2018 Springer. Copyright 2018 Elsevier. Copyright 2019 Elsevier.
Copyright 2020 Springer.
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followed by concrete detachment, exposing the steel rebars
(vide Fig. 2b and 3). The progression and advancement of the
corrosion process results in loss of adhesion between concrete

and steel rebars, section reduction of the steel rebar and loss of
ductility compromising the stability of the RCS and, in extreme
cases, may lead to its collapse.30 Fig. 3 shows a schematic

Fig. 2 Schematic representation of the reinforcement corrosion process in concrete. (a) Rebar embedded in concrete in which the protective
passivation layer is represented in green; (b) photograph of a RCS highly corroded where detachment of the concrete occurred due to the formation of
expansive iron oxides; and (c) corrosion process in the presence of aggressive species.

Fig. 3 Bridge with a schematic representation of cracking, spalling or delamination in a RCS where ‘‘a’’ represents the concrete, ‘‘b’’ the rebar and ‘‘c’’ the
oxide layer. The photograph in the bottom right corner shows the typical feature of concrete detachment due to rebar corrosion.
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representation of cracking, spalling and delamination occur-
ring in a RCS.

The implementation and development of effective systems
and strategies for SHM of new and existing concrete and RCS
allows both cost and safety benefits. Monitoring a wide range
of physicochemical parameters (e.g. strain, displacement,
rotation, pH, Cl�, moisture, ASR) provides a rational approach
for the assessment of repair options and the schedule of
inspection, maintenance programs, increases the structures’ service
lives and therefore mitigates the environmental impact responsible
for most of the construction structure degradation.50

Optical fiber technology based on sol–gel materials has
attracted increasing attention in the past two decades as one
of the most researched topics within SHM sensors.51 The
development of OFS based on organic–inorganic hybrid (OIH)
sol–gel materials opens the opportunity of producing highly
accurate and reliable sensing systems at controlled costs for
SHM of civil infrastructures.

In the past thirty years, several review articles have been
published in the design and application of OIH sol–gel
materials.6,52–55 Nevertheless, most were approached from the
points of view of materials and synthesis strategies.56,57 This
review aims to assess the existing knowledge concerning the
development of OFS based on OIH sol–gel materials with
particular emphasis on OFS for SHM in the civil engineering
field. The most recent advances, development, and application
of this type of sensor focused on monitoring different para-
meters (e.g., temperature, pH level, RH, Cl�) for SHM of
concrete and RCS are discussed. The OFS reported for moni-
toring potassium ions (K+) and sodium ions (Na+) are also
approached since it is considered that these are key para-
meters to monitor the development of ASR.45,58 The advan-
tages and disadvantages as well as the perspectives for further
research and future research challenges are also identified and
discussed.

2. OIH sol–gel materials: smart
materials for OFS
2.1. Sol–gel method

The interest in the sol–gel method was initiated in the mid-1880s
on silica gel.59 However, it was only in the 1980s that this method
was adopted by Schmidt60 and Wilkes61 for the synthesis of OIH
materials. A thorough and complete review from a historical
perspective can be found elsewhere.54 In the review aforemen-
tioned, the authors approached very well and in a detailed way the
periods linked to the OIH beginnings to nowadays applications.
Regarding the researchers that developed remarkable OIH mate-
rials, it was found that, generally, all had a common feature, their
open-mindedness and spirit.54

The understanding of the mechanisms underlying sol–gel
processes has been the subject of several textbooks and
reviews,21,54,62–66 with several definitions being proposed.21,67,68

Therefore, the fundamentals of the sol–gel method will not be
approached nor discussed in depth in this review.

The well-known sol–gel method shows numerous advan-
tages,21,62 particularly the easy fabrication of sol–gel materials
and the flexibility of the process, the large number of commer-
cial precursors available with tuneable functional groups and
low environmental impact; it is a low temperature synthetic
route, and enables easy composition modification and intro-
duction of functional groups. Moreover, sol–gel materials are
chemically inert, can exhibit stable host properties, and show
high surface area, optical transparency, mechanical rigidity,
thermal stability and negligible swelling in aqueous solvents;
and their pore size and distribution can be tuned. All these
features make these materials excellent choices for several
purposes. The simple processing conditions and the possibility
of tuning their physicochemical properties, for specific require-
ments, are the two main reasons for their development in a
wide range of fields. This approach is outstanding compared
with conventional methods (e.g., adsorption on glass surfaces,
entrapment in polymer matrices and impregnation in porous
glass powders). Tuning the sol–gel network porosity allows the
entrapped species to remain accessible and interact with exter-
nal chemical species or analytes.69 However, regardless of all
these benefits, diffusional limitations inside the porous sol–gel
network, poor reproducibility of results and low sensitivity may
occur. Fig. 4 shows a schematic representation of the main
products obtained by the sol–gel process.

The materials obtained by the sol–gel method range from
inorganic glasses to complex OIH materials. Compared with
pure inorganic glasses, OIHs show significant advantages
including an improvement/increase of the flexibility of the
silica gel, enabling production of thick and crack-free films
and introduction of reactive functional groups into the OIH
network which can be used to anchor molecular recognition
groups71,72 and also allow entrapping higher concentrations of
species with sensing abilities. The components used during the
synthesis will dictate the final properties of the materials. The
use of an inorganic network is strongly limited in terms of
implementation and new functionality input. A way to ease the
shaping step and to tailor the bulk properties of the final OIH
materials is the introduction of an organic component
covalently linked to the network. This can be achieved using
an organo-alkoxy-silane. The organic component brings flexi-
bility to the hybrid network and modulates either the chemical
or mechanical properties.57 Some organic precursors such as
methyltriethoxysilane (MTES) (vide Scheme 1) may provide
flexibility, while fluorinated alkyl-silanes are known for their
hydrophobic properties. Precursors such as 3-trimethoxysilyl-
propyl-methacrylate (MEMO), 3-aminopropyl-triethoxysilane
(APTES) and 3-glycidoxypropyl-methyltriethoxysilane (GPTMS)
(vide Scheme 1) need to be thermally or photo-chemically
cured. These precursors lead to the formation of an organic
network linked to an inorganic one. Scheme 1 shows the
chemical structures of the most common silicon alkoxides
(including organic alkoxides) used as precursors in the synth-
esis of OIH materials. The precursors that contain polymeriz-
able functional groups such as vinyl (VTMS), epoxide (GPTMS)
and methacrylate (MAPTS) allow forming an organic network
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and contributing to additional densification of the final
product.

The main steps involved in the sol–gel process are schema-
tized in Fig. 5 and 6.

In the last few decades, different types of aerogels have
emerged73 mainly due to the combination of low density and
high mesoporosity silica aerogels. Several reported applications

are related to thermal insulation in the aerospace and building
sectors. Linhares et al.74 published a review paper where the
main research achievements on silica-aerogel matrices with
different types of fibers were highlighted. The properties of
the different fibers available, as well as the strategies used to
advance their applications, were debated. The effect of the fiber
properties (i.e., morphology, orientation, amount, and thermal

Fig. 4 Products obtained by the sol–gel process including aerogel spheres (a2, b2 and c2) and cross-sections of aerogel spheres (second and third
columns) of Cu-alginate (row a), chitosan (row b) and carrageenan (row c), xerogel and films. Adapted and reproduced by permission of The Royal
Society of Chemistry.70

Scheme 1 Chemical structures and acronyms of the most common silicon alkoxides (including organic alkoxides) used as precursors in the synthesis of
OIH materials.
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resistance) on the aerogel composites was also assessed. Consi-
dering the silica aerogels’ main properties, it is undeniable that
their potential is huge for thermal insulation purposes.75 Generally,
a roof without traditional thermal insulation materials to start with,
the energy cost associated with maintaining the known comfortable
temperature (20–22 1C) is saved, typically, within seven years,
depending on the material chosen. Regarding materials with higher
performances and considering the same investment cost, this can
be achieved within two to three years. Therefore, the construction
field has remarkable market opportunities in the insulation thermal
application using aerogel materials.

Aerogels also have interesting applications such as hydro-
phobic surfaces,76 catalysis,77 flame retardants,78 adsorption79,80

and environmental cleanup,73 piezoresistive sensors,81 energy
storage devices82,83 and biomedical.5 Fig. 7 shows relevant exam-
ples of aerogel applications in different fields including aero-
space, biomedicine, environmental remediation, electrotechnics,
green and food related technologies, and construction.

To obtain devices with higher energy storage capacity, aero-
gels are required as bulk materials (even reduced graphene
oxide) do not have a surface area as large as that of aerogels.
Remarkable developments have been achieved (vide Fig. 7); an
example is the synthesis of an aerogel based on graphene oxide.
The surface area of graphene oxide (2630 m2 g�1) can be
improved by two or three times in the aerogel form.82 This
aerogel showed notable properties by combining very low
density, high electrical conductivity and compressibility within
the same matrix.84 This work was a landmark for further
development in the field of aerogel materials for several pur-
poses including sensing applications. Another study that
deserves to be mentioned was the development of a reticulate
dual-nanowire aerogel composed of FeS2 nanowires and carbon
nanotubes (CNTs).85 In this case, a low-cost solvothermal
method was used and the adjustment of the precursor concen-
tration allowed tuning the Young’s modulus, density and
conductivity of the aerogel.

Fig. 8 shows remarkable examples of OIH sol–gel materials
for multi-functional applications. Ghajeri et al. reported a
successful case of aerogel technology transfer from the laboratory

Scheme 2 Chemical structures of typical polymers used in POF.

Fig. 5 Schematic representation of hydrolysis (step 1) and polycondensa-
tion reactions (step 2). Reproduced under the terms and conditions of the
Creative Commons Attribution (CC-BY) license (http://creativecommons.
org/licenses/by/4.0/).55

Fig. 6 Schematic of the main stages involved in the sol–gel method. Adapted from ref. 21.
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to the market.93 A green nano-porous material known as
Quartzenes (vide Fig. 8) is synthesized using low-cost precursors
(i.e., MgCl2�6H2O, CaCl2�2H2O and a sodium silicate solution) and
a drying process at ambient pressure. Quartzenes was reported
for several industrial applications such as air/water cleaning and
thermal insulation.

2.2. Types and roles of sol–gel materials used on optical
sensors

Optical sensors (OS) are a topic of extensive research and
development due to the number of attractive features offered
by this technology. These include the multiplicity of optical
techniques already well established for chemical and biochem-
ical analysis, the availability of materials and components and
the geometric flexibility allowing miniature disposable optical
waveguides to remote OFS.

Generally, an OS consists of a recognition element, where
specific interaction and identification of the analyte occurs; a
transducer element, which converts the recognition process
into a measurable optical signal; and an optical device (process
unit), which involves at least a light source and a detector that
identifies and converts the change in the optical properties.
The optical properties measured can be absorbance, reflec-
tance, luminescence, light polarization, Raman scattering, etc.
Systems for monitoring of an analyte through optical means
can be classified into direct and reagent-mediated sensing
systems. For direct sensing systems, the optical properties
(absorption, fluorescence, emission, etc.) of the analyte are
monitored. In the case that the analyte does not have adequate

intrinsic optical properties to monitor, a reagent-mediated
sensing system may be applied.94

The use of the sol–gel process to produce sensor film
materials for OFS attracted considerably research interest in
distinct research areas.95,96 As already mentioned, this is
mainly explained due to the easy fabrication of materials and
the design flexibility of the process. In most applications,
a sol–gel-derived material is used to provide a microporous
support matrix in which the analyte-sensitive species are
entrapped and into which the analyte molecules may diffuse
and interact. Such materials have been used in a wide range of
sensor configurations including monoliths97 and deposited
films,16 end-coated and side-coated optical fibers98,99 and
planar waveguides.100 The deposition of thin coatings on the
fiber surface is currently attained by dipping the OFS in the
solution between the sol and the gel phase at a controlled
withdrawal speed. After removing the OFS from the OIH sol, the
material attached onto the surface of the substrate will undergo
the subsequent steps, i.e., gelation and drying processes. The
low amount of material deposited will result in a very thin and
porous film with a thickness ranging from a few nanometers
to micrometers. Due to the low thickness of the material
deposited, the gelation and drying processes occur much faster
than the one for the formation of the respective monolith.
Nevertheless, it should be kept in mind that the thickness of
the dipped layer is highly dependent on the viscosity of the sol
and on the withdrawal speed. Generally, if the withdrawal
speed decreases and/or the sol viscosity increases, the result
will be a film with higher thickness. The evaporation rate also

Fig. 7 Schematic of aerogel applications in a wide range of fields, i.e., aerospace, biomedicine, environmental remediation, electrotechnics, green and
food related technologies, and construction. Reprinted and adapted with permission from ref. 86–92. Copyright 2012 American Chemical Society.
Copyright 2014 Elsevier. Copyright 2015 Royal Society of Chemistry. Copyright 2018 American Chemical Society. Copyright 2019 Elsevier. Copyright
2020 American Chemical Society.
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influences the film thickness, and the final properties of the
material will be highly conditioned by the environmental atmo-
sphere around the substrate. The temperature, moisture or
operating in still environments or under flow will affect the
final properties of the film; therefore, the parameters should be
cautiously controlled in order to attain reproducible results.

Sol–gel materials have been extensively reported in bio-
electrochemistry.29,101 Several authors described the immobili-
zation of biomolecules within functionalized sol–gel materials
to construct biosensors9,24 mostly due to their high biocompati-
bility. Besides all advantages, most sol–gel derived materials
are electronic insulators with low charge-transfer efficiency and
substrate diffusion. To overcome this drawback several studies
have been conducted to obtain suitable sol–gel materials for
sensing applications.

The use of luminescent films has attracted high attention
for sensing applications, which is driven mainly by their
stability, tuneability, real-time detection capability, selectivity,
and sensitivity to the analyte. Moreover, the application of
sol–gel materials as immobilization membranes in lumines-
cent sensing systems has been shown in a wide diversity of
frameworks.102–105 When a sensing luminophore (or another
doping species) is introduced into the initial sol–gel solution,
its molecules will be encapsulated within the resulting OIH
matrix structure. The properties of the sol–gel thin films proved
to be very auspicious for the encapsulation of different

materials such as organic and inorganic species with distinct
response, e.g., luminescent and/or colorimetric for detection of
distinctive types of analytes (gas, pH, ions, biomarkers) in
different environments such as gaseous, aqueous, and bio-
logical environments.

OIHs may be classified according to the type of bond
established between the organic and inorganic components.
Therefore, OIHs are generally divided into three classes,
namely: class I includes the OIHs in which the organic and
inorganic components interact via hydrogen bonds, van der
Waals forces or ionic bonds; class II includes the OIHs in which
the organic and inorganic components are bonded by covalent
bonds and class III includes the OIHs in which the interactions
between the organic and inorganic components are based on
the combination of both types of interactions assigned to the
OIHs from classes I and II.106 Particular types of OIH materials
have been designated as ORMOSILs, which is an acronym
generated from ORganically MOdified SILicates. It has been
reported that class II ORMOSILs using as precursors tetraeth-
oxysilane (TEOS) and mono-alkylsiloxanes, i.e. (CnH2n+1)–Si–
(OR)3, showed suitable sensitivity and long-term stability.107

Others108 described xerogels using the precursors methoxy-
silanes, tetraethylorthosilane (TEOS) and n-propyltrimethoxy-
silane doped with Ru(II) or Pt(II). The obtained products led to
the production of sensing materials with improved sensitivity
compared with those of class II ORMOSILs.

Fig. 8 Schematic of aerogel applications in a wide range of fields, i.e., aerospace, biomedical, environmental remediation, electrotechnics, green and
food related technologies, and construction. Reprinted and adapted with permission from ref. 84, 85, and 93. Copyright 2015 Elsevier. Copyright 2018
Wiley. Copyright 2019 Wiley.
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The OIH sol–gel matrix can also be doped by introducing
a dry film in a solution containing a dye. The species are
transferred inwards into the OIH matrix network. The strength
and form of interaction established between the host network
and the attached species are determined by the chemical
affinities of the respective functional groups. This alternative,
however, is more prone to leaching when sensing is conducted
in certain environments such as aqueous media. The leaching
of the species, as previously mentioned, may be avoided by
adjusting the properties of the OIH pore structure. The pore
sizes, besides promoting or avoiding species leaching, influ-
ence how the analyte diffuses in and out of the OIH sensing
membrane, which in turn influences the sensor sensitivity and
response time. This is particularly pronounced for sensing
by luminescence quenching. In the case of the OIH film, the
presence of distinctive microenvironments, i.e., the lumino-
phore does not have steady access to the analyte, may lead to
non-linear outputs. Another important property that may influ-
ence the sensing membrane selectivity is the sol–gel material
polarity. For instance, TEOS based materials are generally
hydrophilic,109 which promote proton permeability and make
them appropriate matrices for pH and ion detection. When the
organic component increases, the material will become more
hydrophobic with low permeability and, in that case, thicker
films and higher elasticity are achieved, reducing the cracking
probability.

The large availability of precursors (vide Scheme 1) allows
tuning the optical properties and porosity. The refractive index
(RI) of fused silica is 1.46 in the visible range, and when the
porosity of the sol–gel material increases, the RI decreases. The
other case includes aerogels, structures which are highly por-
ous and whose RI can be as low as 1.01.110 In contrast, the RI of
a titanate-based sol–gel material is above 2.2 in its amorphous
form, which makes sol–gel glasses suitable for optical waveguide
applications. Few studies have reported one-step sol–gel prepara-
tion of ORMOSIL materials with adjustable RIs changing from

1.22 to 1.44. OIH sol–gel materials synthesised are generally used
for adjusting the RI of ORMOSIL materials from 1.22 to 1.0. This
can be achieved due to the organic components in ORMOSIL
materials that can suppress capillary pressure during the drying
process and therefore relieve the network shrinkage and maintain
suitable porosity. The precursors generally used to achieve such
properties may be TEOS with methyltriethoxysilane (MTES) (vide
Scheme 1) and dimethyldiethoxylsilane. The use of TEOS and
PTES as precursors (vide Scheme 1) allows adjusting the RI from
1.21 to 1.27.111

3. Optical fiber sensors and
applications

Optical fiber sensors are a topic of study for many scientists.
The proof of this is the number of publications found since
1990. Searches in Springer Link, RSC (Royal Society of
Chemistry Journals database), Science Direct and Wiley Online
Library including the keywords ‘‘fiber’’ plus ‘‘optical’’ and
‘‘sensors’’ returned more than 138 000 scientific articles pub-
lished since 1990. A bar chart with the number of identified
scientific publications found in the last few decades is shown
in Fig. 9.

From the bar chart (vide Fig. 9) it can be observed that the
number of publications in 2019 is about eight times higher
than the number of those published in 1990. Fig. 9 also shows
that in the past ten years the number of publications increased
every year. Besides, it should be emphasized that a mature and
lucrative industry using OFS in fields such as monitoring of
physical parameters, i.e., temperature or strain, has been
achieved in the last few decades. Nevertheless, despite their
attractive properties, research on OFS is still a broad R&D field
to fulfil the high demand of sensing devices for indus-
trial applications. This is reflected by the huge number of
publications found.

Fig. 9 Bar chart of scientific publications published from 1990 until 2019 found on Springer Link, RSC (Royal Society of Chemistry Journals database),
Science Direct and Wiley Online Library using the keywords ‘‘fiber’’, ‘‘optical’’ and ‘‘sensors’’.
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Klimant et al.112 were the first researchers to report the use
of chloroform-soluble OIHs on OFS for oxygen sensing. Soluble
phenyl-substituted OIHs were prepared using as precursors
PTMS and trimethylmethoxysilane. The synthesis method
described in the aforementioned manuscript is the basis for
the thousands of OIH based oxygen sensors. These OIHs have
replaced the Clark oxygen electrode in several fields and are nowa-
days produced by many such as PreSens GmbH, Germany.113

Regarding the medical sensors developed, the vast majority
of the work reported for advanced biochemical parameters,
when compared to the ones commercially available,114 remains
at the laboratory stage. The main reasons for this outcome may
be the additional constraints that are present together with the
need for a multidisciplinary approach. Research resilience and
funding in pursuing further developments are also causes that
explain why so many prototypes remain at the laboratory stage.
The main limitations include the immobilization of the recog-
nition elements in host materials, leaching of sensing recogni-
tion elements and diffusion of interfering species. In each case
a specific development solution needs to be tailored and years
of research are necessary. Moreover, this means dealing with
several research areas including biology, chemistry, physics,
and materials science. Moreover, biocompatibility, chemical
and mechanical stability, easy fabrication and compatibility
with mass production are likewise challenging concerns requir-
ing also engineering and medical knowledge. A biosensor
based on immobilized biomolecules should provide informa-
tion such as whether or not the analyte is present (specificity),
fast time response, and at the level (sensitivity) at which the
response is transduced into an optical signal that can be
amplified and analyzed. The complexity and diversity of ana-
lytes include proteins (antigens, antibodies, and enzymes),
nucleic acids, or other biological or metabolic receptors, and
whole cells for the detection of target analytes. Such sensing
biomolecules should be bound to the surface of a signal
transducer with a required specific chemical, electrical, or
optical property. The biological recognition generates a quan-
tifiable signal, which is linked to the amount or concentration
of the analyte. Therefore, biomolecule immobilization plays a
vital role in developing biosensors with high sensitivity,
selectivity, time response and acceptable lifetimes. Neverthe-
less, most of the developments over the past thirty years lead
to a huge progress of OFS for a wide range of applications.
This is clearly evidenced in Table 1 that shows the most
representative review articles published since 1989. It is
undeniable that the number of review manuscripts published
is remarkable, supporting that several research efforts were
made in the OFS field. Wolfbeis115–119 and later the same
author together with Wang120–123 showed an outstanding
performance in this field and published several review manu-
scripts focused on this theme. Their reviews reflected the state
of the art since 1997 and published reviews on a regular basis
until 2020. These authors were, undoubtedly, the ones that
most contributed with review manuscripts in this field. The
new materials and innovative systems based on OFS were also
discussed. These publications are strong evidence that OFS

had a remarkable impact in a wide range of fields including
chemistry, the environment, and biochemistry.

According to Table 1, the year that reported the highest
number of review manuscripts was 2015. The review manu-
scripts focused on the application of OFS in other fields such as
civil engineering were much less reported when compared to
fields such as medicine and biosensors. This huge difference
is easily explained by the research community interest that
generally tackles large-scale problems (Health Conditions &
Diseases), which naturally have a higher impact in society.
Few things impact your life more than a serious health problem,
and therefore, considering the funding availability and rationali-
zation it is easier to leave other areas less explored such as areas
related to and within the civil engineering field.

3.1. OFS: operating principles and structures

Quantitative measurement of physical, chemical, or biological
quantities that interact with optical properties can be attained
with the advantages of using optical fibers.165 Fig. 10 shows
a tridimensional illustration of an optical fiber in a bundle
cable.

Fibers are often united into cables for mechanical and
environmental protection. A polyethylene sheath encloses
the fibers within a strength element such as steel or Kevlar
strands.166 Typically, they are made of fused silica, but other
materials have proved to be suitable to form waveguide
structures, such as heavy metal fluoride glasses such as
ZBLAN (ZrF4–BaF2–LaF3–AlF3–NaF), due to their almost perfect
attenuation signature.167 Chalcogenide glass fibers for mid-
infrared emission and transmission have been the subject of
research for several years now,168 as they have the advantages of
a wide transparency window (over 20 mm) and high optical
nonlinearity (up to a thousand times higher than those of silica
glasses).

Plastic optical fibers (POF) are polymer based (Scheme 2),
typically polymethyl methacrylate (PMMA), coated with an
external layer to improve their guiding properties.169 Other
low water absorption materials are cyclic olefin copolymers
(TOPAS),170 high glass transition temperature cyclic-olefin
polymer (ZEONEX),171 biocompatible poly(D,L-lactic acid)
(PDLLA),172 and cyclic transparent amorphous fluoropolymers
(CYTOP).173

OFS are generally classified based on their geometry, dis-
persion, signal processing ability, birefringence and polariza-
tion properties.174 They can also be classified according to the
number of optical modes that can propagate through the fiber
into single-mode and multi-mode. Fig. 11 shows the single
mode and multimode fibers. Additionally, OFS can also be
classified according to the RI shape into step-index and graded-
index. In the former case the RI profile is uniform along the
fiber core, while in the latter case the RI is made to change as a
function of the distance from the center of the fiber.

Fig. 12 shows the elementary building blocks of an OFS
involved in a system where the optical source can be either a
laser (tunable or single frequency) or a broadband source, a
transducer and a receiver and further signal processing blocks.
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Table 1 The main review articles about OFS published in the last few decades

Year Ref. Authors Discussed subject matter

1989 124 Norris The advantages, disadvantages and applications of chemical OFS were discussed as well as their
transduction principles. OFS classification was also given.

1993 125 Narayanaswamy The principles of chemical transduction and the signal processing systems that are used in conjunction
with optical chemical sensors were reviewed.

1996 126 Merzbacher et al. OFS developed until 1995 to detect strain in concrete were debated.
1999 127 Rogers Review focused on distributed optical fiber sensing.
2000 115 Wolfbeis Review based on the period from 10/1997 to 01/2000 and focused on OFS for chemical, environmental, and

biochemical applications.
2001 128 Kuswandi et al. Review focused on OFS based on immobilized enzymes for biosensing applications.

129 Leung The potential of OFS for monitoring of concrete structures was reviewed.
2002 116 Wolfbeis Review on OFS covering the period from 01/2000 to 12/2001.
2003 130 B. Lee Review on OFS where the author concluded that FBGs have been the most widely studied topic among

different OFS technologies.
131 James and Tatam The properties of LPGs as well as the methods employed in their fabrication were discussed. LPGs’

background, and their sensitivities and implementation as sensor elements were reviewed.
2004 117 Wolfbeis Review on OFS covering the period from 01/2002 to 01/2004.
2006 118 Wolfbeis Review on OFS covering the period from 01/2004 to 12/2005.
2007 132 Sharma et al. Review on the past, present, and future scope of surface plasmon resonance (SPR) based OFS. The

mechanism of the SPR technique for sensing purposes was debated. Different techniques and models were
discussed.

2008 133 McDonagh et al. Developments in optical chemical sensing between 2000 and 2007. The optical principles used in chemical
sensing were also debated.

134 Yeo et al. Different OFS reported for humidity monitoring covering intrinsic and extrinsic sensor configurations.
The application in concrete was superficially discussed.

135 Majumder et al. Review focused on the research development of FBGs for SHM. FBG sensors in strain detection and
the effect of temperature in strain measurement were debated. It was concluded that FBG sensors are a
suitable solution in a number of applications.

119 Wolfbeis Review on OFS covering the period from 01/2006 to 01/2008.
2010 136 Annamdas A complete overview on OFS systems and their applications was presented.
2011 137 Peters Review focused on the advances in both multi- and single-mode POF based strain and temperature sen-

sors. It was concluded that polymer FBG or microstructured POF sensors, which can deform along with a
flexible structure, may be incorporated into thin film sensing devices or structural skins for several
applications (e.g., aerospace, marine and civil engineering).

138 Chen et al. FBG sensor technology and the status of research and applications were reviewed. The authors concluded
that FBG sensor technology is one of the most practical technologies.

139 Bogue The applications of commercially available OFS since the 1970s were reviewed. It was shown that OFS are
employed in several physical sensing applications.

140 Steiner et al. Review focused on optical sensing of glucose and the different methods used to monitor the optical
properties. The advantages and disadvantages of the different methods were assessed.

141 Kemling et al. Perspective focused on recent optical sensor devices that use nanostructured materials.
2012 14 Monton et al. Sol–gel methods for immobilization of proteins and functional nucleic acids within silica-based materials

for OFS, microarray-based multianalyte sensors and bioactive paper-based test strips.
2013 120 Wang and Wolfbeis Review on OFS covering the period from 01/2008 to 09/2012.

142 Sabri et al. Review focused on OFS and their most beneficial applications.
143 Rego Fabrication of LPFGs in the turning points using the electric arc technique was discussed. The config-

urations for refractometric sensing systems based on evanescent fields combining LPFGs and SPR to reach
higher resolutions were reviewed.

19 Alwis et al. Review on OFS application for RH and moisture monitoring in a wide spectrum of applications including
SHM of civil engineering structures.

2014 144 Berghmans and
Thienpont

Developments in POF technology. The potential advantages from the nature point of view of the polymer
materials were debated.

145 Kotowski et al. Summary of the strategies for patterning the flat tip of an OFS. The techniques self-assembly, litho-
graphies, through-fiber patterning, hybrid techniques, and strategies for mass manufacture were
discussed.

121 Wang and Wolfbeis Review focused on the optical methods for sensing O2. The properties of the most often used indicator
probes and polymers were discussed.

2015 10 Leung et al. OFS principles were described. OFS application to monitor different structures was reviewed.
146 Pospı́šilová et al. Theory, fabrication techniques and analytical results reached with OFS (chemical/biological) were

reviewed. The main OFS advantages stated were the measurement of small sample volumes in flammable
and explosive/harsh environments, immunity to electrical noises, miniaturization, geometrical flexibility,
remote sensing in inaccessible sites and multi-sensing.

94 Qazi et al. The optical chemical sensors for determination of environmental pollutants were reviewed. The classes
and sensing techniques for optical chemical sensing were discussed, including FOS.

147 Ricciaridi et al. Broad overview of lab-on-fiber biosensors focused on lab-on-tip platforms, in which the labs are integrated
on the optical fiber surface.

148 Urrutia et al. A classification of OFS based on coatings doped with NPs was proposed. Absorbance, interferometry,
fluorescence, gratings, and resonance phenomena were briefly reported.

149 Di Sante SHM of composite aircraft structures using OFS was reviewed, considering both the multi-point and
distributed sensing techniques.
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The transducer can be the optical fiber itself or/and an
external sensitive bulk element. A spectrometer, an optical
spectrum analyzer (OSA) or a simple photodetector can be used
to detect variations on the optical signal that are caused by
perturbations on the transducer. OFS are generally divided into
two main groups, direct and indirect. Direct OFS measure a
physical property or phenomenon of sample solutions, for
example their RI or their temperature. Direct chemical OFS
can measure an analyte directly if it has a spectroscopic
property such as an infrared absorption band or fluorescence

(such as polycyclic aromatic hydrocarbons). Indirect OFS use an
indicator probe (for example, a polymer to measure the pH
value). Indirect biological OFS (biosensors) make use of a
biological component such as an enzyme, an antibody or an
aptamer.94

As already emphasized, an OFS should, ideally, be highly
sensitive and selective, continuous, reversible, with a fast time
response, stable during the measurements and able to detect/
monitor a wide range of analytes.94,175 Depending on the
physical parameters that are susceptible to change due to

Fig. 10 Optical fiber in a bundle cable.

Table 1 (continued )

Year Ref. Authors Discussed subject matter

10 Leung et al. Review on OFS for civil engineering applications. The OFS used for monitoring of highways, building and
geotechnical structures, pipelines and cables were debated.

150 Moerman et al. Overview on different types of OFS used in concrete structures. Examples were given with particular
attention to FBG sensors.

2016 122 Wang and Wolfbeis Review on OFS covering the period between 12/2012 and 11/2015.
151 Vaiano et al. OFS technologies and devices with particular focus on the design and development of fiber optic

nanoprobes for biological applications.
152 Schmidt et al. Review on hybrid OFS from perspective application. Focus was given on fiber-integrated devices.
153 Barrias et al. Review of distributed OFS applied in civil engineering structures.

2018 114 Correia et al. Review on the achievements of OFS and application in health care.
154 Campanella et al. FBG strain sensing technologies and their applications were reviewed.
20 Yin et al. Overview on OF chemical sensors and biosensors, including sensing mechanisms, sensing materials and

deposition techniques.
155 Sharma et al. Progress achieved in the area of SPR based on OFS from 2007 to 2017.
156 Joe et al. Review on OFS for environmental monitoring. Specific applications (e.g., petroleum, civil and agricultural

engineering) were explored.
157 Cusano et al. Strategies based on self-assembly processes implemented focused on lab-on-fiber optrodes. The main

fabrication strategies and techniques to develop multi-functional optical fiber nanoprobes were tackled.
2019 158 Pevec and Donlagić Compact OFS for independent and simultaneous measurements of two or more parameters. Sensor

designs and signal processing were reviewed. Most were based on two-parameters. OFS detecting three-
parameters simultaneously were very narrow, and above very rare.

34 De Maeijer et al. Overview of OFS for asphalt pavement monitoring systems to define their repeatability and suitability for
long-term monitoring. OFSs revealed to be useful tools for such application.

15 Bao et al. Overview of OFS for structural fire application. Each sensor type, key properties, sensing principle and
fabrication were reviewed.

159 Lu et al. Review focused on the methods for fiber optic distributed chemical sensing. Distributed OFS received
attention due to their ability to make spatially resolved measurements along the entire fiber.

160 Chai et al. Review focused on OFS for applications in power grids since the beginning of 2000.
161 Wang et al. Review on the strain transfer theory of OFS developed for civil engineering structures.

2020 162 Chen and Wang Review focused on optical biosensor technologies, including SPR, optical waveguides, optical resonators,
photonic crystals, and OFS.

163 Zheng et al. Development of OFS in the geotechnical engineering field was fully reviewed.
123 Wang and Wolfbeis Review focused on fiber optic chemical sensors and biosensors published between 10/2015 and 10/2019.
164 Sousa et al. Review focused on the OFS environmental applications since 2010.
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interaction with external media, OFS can be used as intensity,
phase, wavelength or polarization probes. OFS have been used,
for instance, for sensing of strain,176 bending and temperature,171

for the detection of organic aromatic compounds177 and as
immobilized antibody biosensors.178 Biosensors and diagnostic
platforms can be used to monitor parameters such as blood
glucose levels in diabetics,179 detect pathogens,180 and diagnose
and monitor cancer. Environmental applications of biosensors
include the detection of harmful bacteria or pesticides in air,
water164 or food.181 The military has strong interest in the devel-
opment of biosensors as counter-bioterrorism devices that can
detect elements of chemical and biological warfare to avoid
potential exposure or infection. The challenges and advantages
of working with POF sensors were compared to silica fiber-based
sensors.137 POF sensors have a strong impact on monitoring large
structures or geotechnical foundations. Their low cost and flexi-
bility to be integrated into complex structural geometries are the
main reasons for this impact and interest. These sensors have
been applied successfully for the measurement of cracks in
concrete.137

3.2. Fiber Bragg gratings

A fiber Bragg grating (FBG) is an optical device with a periodic
modulation of the RI of the fiber core that reflects wavelengths

of the electromagnetic radiation depending on the period of the
modulation according to eqn (1):

lB = 2neff(l)L (1)

where neff(l) is the effective RI in the fiber core and L is the
period of the FBG. The periodic modulation of the RI in the
fiber core can be achieved by a number of techniques such as
the UV laser interference method,182 UV laser with phase mask
method183 and femtosecond laser.184–186 Fig. 13 shows a
schematic of a FBG with the sections where the core RI was
increased and the typical reflection and transmission spectra
are schematized.

The development and application of FBG sensors in con-
crete SHM is already a reality. Many studies on FBGs for
monitoring corrosion have been published.187–191 The develop-
ment and application of FBG sensors was reported to monitor
vertical displacement and strain in concrete bridges.31 Campanella
et al.154 published a review in which FBG strain sensing techno-
logies and their applications were discussed. The physical prin-
ciples, the interrogation techniques, and the main parameters
for performance assessment of FBG strain sensing technologies
were described. The key market sectors and the main market
players were identified.

Fig. 11 Optical fiber types (i.e., multimode fiber and single mode fiber (SMF)).

Fig. 12 Elementary building blocks of an OFS system.
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The corrosion of a rebar is a very important aspect that
affects the robustness of a RCS. The most visible result of a
rebar corrosion is the volume expansion. This basic feature can
be easily monitored using a FBG sensor. Therefore, a rebar
corrosion FBG sensor was designed and tested. Based on the
results of the calibration experiment, a relationship between the
corrosion ratio and the change in wavelength was established.187

Despite the interesting results obtained, the authors were not
able to develop a complete model. Cracking in concrete is
another cause of failure and, therefore, an important active area
of research. Cracking is, generally, linked to the ASR,45 also
known as ‘‘concrete cancer’’, or to D-cracking which is due to the
freezing of aggregates that has reached a threshold level of
moisture saturation. Childs et al.192 proposed FBG sensors to
be embedded into concrete cylinders to monitor cracking deep
within the specimens. Loading cycles and loading until failure
were performed, with measurements from the sensors collected
up to and during failure. Calibration of the off-axis angle of the
OFS was performed and the spread of that angle was noted. The
use of the bandwidth of the gratings to indirectly measure the
differential strain across the grating and thus the amount of
internal cracking within the specimens was proposed and tested.

A sensor based on a pair of pre-strained FBG sensors was
reported by Lee et al.188 for monitoring structural corrosion.
The signal was obtained by the pre-strain that progressively
decreases as the corrosion process develops. The sensor head
was immersed in a 3.5 wt% NaCl solution for B100 hours. The
FBG sensor wavelength decreased exponentially with immer-
sion time. In a periodic mass loss measurement process,
the corroded metals were extracted from the container and
measured with a precision of 0.01 mg. The mass loss per
surface area was measured and a linear decrease was found.
A sensitivity of 10�6 mg s�1 mm�2 was obtained. Further
information concerning physical based monitoring techniques
for corrosion of RCS can be found in a review published by
Lei and Zheng in 2013.193

Long period fiber gratings (LPFGs) are produced by introdu-
cing a periodic modulation in the RI of the fiber core. Generally,
the RI modulation period is in the range 100 to 1000 mm and
has a length of a few centimeters. The most common techni-
ques to obtain this modulation are UV laser irradiation,
electric-arc discharge, periodic etching, CO2 laser irradiation

and mechanical processes.143 The most important property of a
LPFG is its sensitivity to the RI of the material adjacent to the
cladding in the grating region.194,195 This feature allows the
use of LPFGs as sensing element devices in chemical and
biochemical analytical measurements.131

Theoretical and numerical research studies showed that
high index coatings were able to favor the transition between
cladding guided modes and overlay guided modes, changing
the wavelength and the minimum transmission value of the
attenuation band.196–199 The response of the LPFG is modified
according to the RI and the thickness of the film.

3.3. Applications

Measurement of properties and phenomena such as mechan-
ical, thermal, electrical, magnetic, atomic and nuclear charac-
teristics or events requires a transducer which converts
fundamental quantities into signals that can be measured
using an instrument.200 A device that measures the concen-
tration of a given analyte, either in a static or in a dynamic
configuration, as shown in Fig. 14, is in general called a
chemical sensor. Its complexity depends on the fundamental
characteristics of the system to be analyzed and on the nature
of the analyte. The analyte is often present in the liquid phase,
but gas/vapor or solid phases are present in real systems.
Volumes of solution ranging from cubic meters to tiny surface
layers in the nanoscale range require different approaches.

There are many applications of OFS reported in the litera-
ture and several OFS based solutions were already implemented
in real situations. OFS for bending (or curvature), shape sensing
and pressure measurements are very well developed and are
currently established.201–203 Temperature measurement is very
well characterized and is used in countless configurations, vide
ref. 176 and references therein.

Several sol–gel based OFS for measurement of parameters such
as strain, temperature, rotation and acceleration were reported.
A quantum dot-based OFS using sol–gel for temperature measure-
ment was demonstrated. A hydrolyzed and polymerized mixture
of GPTMS and APTMS (vide Scheme 1) was used as a carrier for
CdSe/ZnS quantum dots (QDs) in the fabrication of an OFS.204

The mixture was a flexible carrier for the QDs, improving their
thermal shock resistance and enabling them to be used for
temperature sensing in the range of 0–100 1C.

Fig. 13 FBG showing the sections where the core RI was increased, and typical reflection and transmission spectra.
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A review on multiparameter OFS was published recently.158

The sensor designs and corresponding signal processing
schemes were compared. Most of the studies reported were
focused on the development of two-parameter sensors. Sensors
for simultaneous temperature and RI detection were the most
reported, and as expected, considering the developments of the
past decade, the temperature was the more frequent parameter.
Instrument optical voltage transformers (OVTs) have been
provided by the electric power industry as an alternative to
the conventional iron and copper inductive instrument trans-
formers from the last few years. OVTs based on OFS (specifi-
cally FBG) and piezoelectric crystals are on their way to practical
applications.205

Recently, excellent development has been achieved in opti-
cal sensing for electromagnetic field measurement, and a
variety of sensors have been reported. Several types of magnetic
field optical sensors were described, including probes based on
the Faraday effect, magneto-strictive materials, and magnetic
fluids. This type of sensor is subject to frequent developments
and a recent review was published.206

Chemical sensing using OFS shows fundamental challenges
since silica fibers are chemically inert. To overcome this issue,
a transducer system must be used to transform the analyte’s
chemical characteristics into optical properties that can be
retrieved through an OFS, such as the wavelength, phase or
optical power shift.146,207 Plenty of examples of OFS able to
detect the presence of, or even to quantify, a countless number
of analytes can be found in the literature. For example, a Pd
coated FBG made of silica fibers can be used for H2 sensing.
The presence of H2 leads to an increase of the Pd volume which
in turn causes a wavelength shift of the light that travels
through the fiber core of the FBG.208 However, in many OFS
configurations light is made to travel out of the fiber core,
enabling the interaction with the system where the analyte is.

Multiparameter OFS using sol–gel have been reported and
are one of the areas most investigated in the last few years. For
instance, a plastic OFS for sensing of temperature and oxygen
was described, and consisted of indicators that were coated on

the fiber end.209 A fluorinated xerogel doped with platinum
tetrakis(pentrafluorophenyl)porphine (PtTFPP) and 5(6)-carboxy-
fluorescein (CF) serves as the oxygen and temperature sensing
material. The temperature and oxygen indicators can both be
excited with a LED of 405 nm, and the two emission wavelengths
can be detected separately. A large number of published studies
rely on micro-structured optical fibers210 or standard fibers with
structural modifications, such as fiber tapers,211 micro-fibers,212

tilted FBGs,213,214 fiber facets215 and LPFGs.216 Fig. 15 shows
representative examples of tapered OFS, tilted FBGs, fiber facets
and LPFGs.

4. OFS based on sol–gel materials for
civil engineering field application

In the early 2000s, a critical review of the current status of
OFS130 conducted by Lee allowed to conclude, back then, that
OFS reached the stage at which optics specialists must coop-
erate with experts in other research fields. This is realistic for
most research fields, and regarding OFS development for civil
engineering, this is even more evident. The development of OFS
for such application if conducted by multidisciplinary teams
including materials engineers, civil engineers, physics, and
chemistry experts will allow achieving OFS systems with the
necessary level of accuracy for practical application in concrete
structures. OFS have the advantage of deforming along their
length (due to their flexible structure) and may be functionalized
with OIH sol–gel films or structural membranes with sensing
abilities for a variety of applications as aforementioned.

In the last few decades, several review manuscripts that
focused on the use of OFS in civil engineering structures have
been published (vide Table 1). Civil SHM systems, when imple-
mented correctly, provide significant quantitative and qualita-
tive information about the structure. This information is
simultaneously convenient for the structure’s owner and for
structural designers since it provides real world structural
behavior information for upcoming designs. SHM systems have
gained particular attention in the past two decades. However,
the application of SHM civil engineering systems still lacks
reliable and economical solutions mainly due to the scarcity of
standardized and efficient methodologies.

Generally, the first assessment of a structure is carried out
by civil engineers through visual inspection. The advantages of
this methodology are its easiness and speed that allow a
frequent update of the health condition of the structures.
However, it is a subjective method since it is based on the
interpretation of the defects found and on the inspector
experience and is only a qualitative assessment of the visible
and accessible parts of the structure. The introduction of SHM
systems mitigates part of this subjectivity. Nevertheless, the
reliability and robustness of a SHM system is strongly corre-
lated with the accuracy and robustness of the sensors deployed
for each application and the later analysis of the gathered data.

Optical fiber technology has attracted increasing attention
in the past two decades as one of the most researched topics

Fig. 14 Principle of operation of a chemical sensor based on optical fibers.
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within SHM sensors.51 Most of the applications reported for
SHM of civil structures employed discrete or quasi-distributed
FBG sensors.154,217 Generally, standard monitoring is based on
the use of a low number of sensors in which it is assumed that
these are representative of the global structural behavior.
However, the use of discrete sensors provides only local infor-
mation which is not relevant when the global information of
the structure performance is required. This is particularly
critical for civil SHM large-scale structures such as bridges,
dams, and nuclear power plants. Additionally, concrete is a very
heterogenous material; therefore when only a few discrete
sensors are available, it is very difficult (if not impossible) to
detect the exact damage location such as concrete cracking and
rebar corrosion. On the other hand, civil SHM systems based on
electrochemical sensors face critical challenges.30 An electro-
chemical system requires embedding a huge quantity of con-
ducting wires which is very laborious and expensive, and
potential maintenance of damaging sensors including periodic
calibration. The use of OFS systems excludes these drawbacks,
and additionally allows multiple chains on a single fiber,
contributing to the reduction of the SHM systems’ weight and
complexity. Furthermore, optical fibers do not corrode or
conduct like copper wire, the risk of damage due to lightning
is reduced and therefore the durability is increased. These
features, together with the fact that optical sensors and inter-
rogators do not require calibration, drastically reduce the
amount of maintenance required. Nevertheless, despite the

huge potential of OFS systems for SHM and the research
development in the last few decades, these systems still lack
reliable solutions for application in the civil engineering field
particularly for monitoring concrete parameters such as pH,
chloride ions, ASR and moisture. The choice of the mentioned
parameters relies on a simple and basic principle, i.e., the
information on all the parameters indicated above allows
having a full picture of the whole structure health. The follow-
ing sections will discuss the main developments achieved in
the OFS progress for pH monitoring, chloride ion detection,
and ASR and moisture monitoring, highlighting in particular
their application in concrete and RC structures.

4.1. OFS based on sol–gel materials for pH monitoring

The pH level has an important role in the well-being of both non-
living and living systems. For instance, in the medical field a
slight decrease in the blood pH level is an important aspect and is
known as acidosis, which means an excess of acid in the blood,
causing the pH to fall below 7.35.218 In soil, the pH influences
plant growth by its effect on microorganisms that decompose
organic matter for absorption by vegetation. In concrete, pH is
one of the most important parameters to be monitored since most
of the concrete and RCS deterioration mechanisms including
corrosion,30 carbonation219 and acid attack48 are generally linked
to the level of concrete alkalinity. Therefore, it is quite patent that
the capacity to acquire information on pH changes in a wide
range of systems is of tremendous importance.

Fig. 15 Schematic of different OFS based on micro-structured optical fibers210 or standard fibers with structural modifications, such as fiber tapers,211

tilted FBGs, fiber facets215 and LPFGs.216 Reprinted and adapted with permission from ref. 211, 213–216. Copyright 2000 Elsevier. Copyright 2014 Elsevier.
Copyright 2019 Elsevier.
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The concrete carbonation schematized in Fig. 16 shows that
this phenomenon initiates on the surface of the concrete and
may evolve until it reaches the surface of the rebar.

This process is generally characterized by the reaction of the
alkaline components of the concrete with the CO2 present in
the atmosphere according to eqn (2):

CO2 + Ca(OH)2 " CaCO3 + H2O (2)

The formation of CaCO3 (eqn (2)) leads to the release of H2O
that is bound in concrete components (e.g., portlandite and
other hydrates), leading to changes in the total solid volume.
These changes depend on the cement chemistry and may have
impact on the porosity and therefore on the transport proper-
ties of the carbonated concrete.221 Moreover, exposure condi-
tions such as the CO2 concentration, RH and temperature
strongly influence the carbonation kinetics of concrete as well
as the amount of carbonation products.

In 2020, von-Greve Dierfeld et al. published a detailed and
interesting review that focused on the carbonation of concrete.
The several steps of carbonation were discussed in detail. The
main conclusions were that the carbonation mechanism in
cementitious systems containing supplementary cementitious
materials differs from that in plain Portland cement systems.
This was explained, mainly, by the differences in the pore
structure and pore solution chemistry. Moreover, it was con-
cluded that the portlandite carbonation was the main contri-
butor to water released during the carbonation, leading to a
reduction in the pore size and total volume of meso- and
macro-pores due to the precipitation of CaCO3. It was also
concluded that carbonation happened quickly in systems with
low contents of portlandite.

The most common way to quantify the carbonation process
is, undoubtedly, the measurement of the carbonation depth in
concrete samples using phenolphthalein (Phph) as a pH
indicator.222 Non-destructive methods (NDM) have also been
reported such as embedding reference electrodes223 or OFS.10,224

The evolution of carbonation can also be characterized by the
concentration of hydroxyl ions ([OH�]) in the interstitial concrete
pore solution. Once the [OH�] is determined, the pH of the
interstitial concrete pore solution can be determined, allowing

differentiating, in the cementitious material, between the carbo-
nated (pH o 9) and non-carbonated (pH 4 9) regions.225 The pH
assessment of the concrete can also be achieved by destructive
methods (DM) through extraction of the concrete pore solution
under pressure41 and by the in situ226 and ex situ leaching227

methods.
In 2016, a critical review regarding the methods developed

for measuring the pHs of fresh and hardened concrete was
published.41 The advantages and disadvantages of the different
methods available, DM and NDM, were scrutinized and com-
pared. The OFS were assessed by NDM, and the OFS were found
to be very efficient for real-time pH monitoring. However, OFS
for such application need further progress to be considered
consistent namely concerning repeatability, reproducibility,
and a reliable level of resolution. Moreover, until now no appli-
cations of OFS in situ (real structures) have been performed.

pH measurement in water-based solutions is highly advanced
and sophisticated, and several techniques (e.g. electrochemical
and non-electrochemical) have been developed, including
sol–gel derived potentiometric sensors for pH monitoring.228

However, the pH measurements in non-aqueous systems, parti-
cularly in the solid state, are underdeveloped when compared to
aqueous systems. Nevertheless, the usual glass membrane pH
electrodes employed are not fit for highly alkaline environments,
such as concrete, and are fragile materials. Nowadays, the
conventional approach for pH monitoring in RCS is the use of
a reference electrode.222 The performance of pH sensors based
on reference electrodes essentially depends on the structure and
preparation of the electrodes.

pH electrochemical sensors show some limitations such as
electrode failures, low sensitivity, and uncertainty in case of
impedance changes. Therefore, several alternatives to tradi-
tional electrochemical methods have been proposed. Badini
et al. showed for the first time the use of a sol–gel based
methodology to develop an OFS for pH sensing.229 The OFS
was produced by coating the plastic clad silica fiber with a
sol–gel material, in which TEOS (vide Scheme 1) was used as a
precursor, doped with cresol red (CR) indicator dye (pH range
8–13). After that, several publications230,231 have been reported
for pH monitoring. Browne et al. reported the development of

Fig. 16 Concrete carbonation scheme. Reprinted and adapted with permission from ref. 220. Copyright 2017 Elsevier.
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an intrinsic fluorescein-doped sol–gel clad sensor distributed
along a fiber-optic waveguide.232 Hiruta et al. reported the use
of a sol–gel method to produce a double-layer pH optrode.233

The primary fluorescent layer was fabricated by spin-coating a
glass substrate with a silica sol solution doped with QDs. The
subsequent layer was obtained by spin-coating it with a silica
sol solution doped with two different pH indicators (e.g., Congo
red and basic fuchsin). The silica sol solution was prepared
using TEOS and PTES as precursors. The resulting pH optrode
allowed for reversible and accurate pH response in aqueous
sample solutions. Two kinds of pH indicators in the second
layer were used, which allowed obtaining a fluorescence
response in the pH range between 4 and 10.233 Nguyen et al.
reported the development of an OFS190 based on a fluorescent
polymer bearing imidazolyl groups as the recognition element
(e.g., coumarin imidazole dye). The protonation/deprotonation
of the nitrogen on the imidazolyl groups allowed the determi-
nation of pH in the alkaline region of the pH scale.190 Recently,
Sousa et al.234 reported the development of sol–gel materials
based on polydimethylsiloxane (PDMS) and APTES by forming
an aminoalcohol precursor. Different ratios between PDMS
and APTES were considered. It was shown that the developed
materials have the potential to be used as sensing materials on
OFS to assess the pH of concrete. Nevertheless, the materials
reported were not deposited on OFS nor studied in contact
with concrete only with solutions simulating the concrete pH.
Therefore, further studies need to be conducted since the
interface between the fiber and the membrane, response time
and selectivity of the possible functionalized OFS are still
unknown.

Table 2 summarizes the most relevant OFS based on OIH
sol–gel materials, reported in the past twenty years, for pH
monitoring in different areas of application for different pH
ranges. The table indicates the recognition molecule (RM), the
precursors and reagents used for the synthesis of matrix sup-
port, the response time (RT) and the pH range of the sensor.

Table 2 shows that the most used precursor to prepare the
supporting matrix, doped with the recognition molecule, was
TEOS. The recognition molecules generally employed were
indicators that were chosen according to the pH range to fit
the designated purpose. The structures of the most common
dyes reported for the development of OFS for pH monitoring
are shown in Fig. 17.

The most used indicator was CR (28.6% of the reported
manuscripts in Table 2) followed by Phph (19.2% of the
reported manuscripts in Table 2). From the 22 studies
described in Table 2 almost 43% of the reported manuscripts
do not indicate the response time and only one publication
reported a RT lower than 1 s for a pH range between 3 and 9.

Despite the broad range of methods used for measuring the
pH of concrete, none of the studied and mentioned methods
has been standardized yet. Therefore, and considering all the
information exposed and discussed, it should be kept in mind
that developing a specific and standard test method for mea-
suring the pH of fresh and hardened concrete, with high levels
of repeatability and reproducibility, will impact significantly in

the construction industry. The use of functionalized OFS for pH
monitoring may become an auspicious and reliable alternative
considering all the progress achieved in the past two decades.

4.2. OFS based on sol–gel materials for chloride ion detection

Chloride induced corrosion in RCS has been substantially
studied in the past five decades under different conditions.250–253

The corrosion process in marine and coastal environments is often
initiated by the ingress of Cl� into RCS.254 Cl� may also arise from
the use of salt (e.g. NaCl), during winter seasons in areas that go
through freezing temperature conditions, to melt ice and snow on
roads and bridges.255 The Cl� ingress is highly dependent on the
presence of moisture since moisture is necessary to disperse and
carry the chemical species into the porous concrete (vide Fig. 2).
It is widely accepted that free chloride is present in the ionic form
in the concrete pore solution which may diffuse towards the
reinforcing steel through the pores. Diffusion is generally
described by Fick’s law regardless of whether the process takes
place in the steady state or not and can be described as
eqn (3):256

@Ci

@t
¼ Di

@2Ci

@2x
(3)

where Ci is the concentration of species i at distance x at time t
and Di is the diffusion coefficient. However, most diffusion
processes such as Cl� diffusion in concrete take place under
unsteady conditions, i.e., the ion concentration gradient and
ion diffusion flux change with time and space. The mechanism
that controls the Cl� behavior in concrete is generally formu-
lated with Fick’s 2nd law, i.e., eqn (4) and the Nernst–Einstein
equation.

Ci x; tð Þ ¼ Ci0 1� erf
x

2
ffiffiffiffiffiffiffi
Dit

2
p

� �
(4)

where Ci(x,t) is the concentration of species i at distance x at
time t and Ci0 is the concentration of species i at x = 0. The use
of Fick’s 2nd law to explain Cl� in concrete considers two
assumptions, namely: (a) the species involved in the diffusion
flux must not react with the matrix and (b) the matrix is
homogeneous in composition and structure.256 Considering
eqn (4), it can be observed that the knowledge of the concen-
tration of ions in the environment and the diffusivity of the
concrete allows modulating the penetrating profile. On the
other hand, if the concentration profile is known, the diffusivity
of ions can be obtained by assuming values for Ci0. Never-
theless, this method is time-consuming.256

In the case of concrete, the electrolyte is considered to be
solid and the diffusivity of charged species i in concrete is
related to its partial conductivity si by the Nernst–Einstein
equation (eqn (5)):

Di ¼
RTsi

Zi
2F2Ci

(5)

where Di is the diffusivity of species i, R is the gas constant,
T is the temperature, Zi is the charge of species i, F is the
Faraday constant and Ci is the concentration of species i.256
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Therefore, the diffusivity of Cl� can be easily obtained from
eqn (5) by measuring the si or the total conductivity of the
concrete, and the corrosion of the reinforcement can be mon-
itored and predicted by measuring the concrete conductivity
change when eqn (5) is used and combined with corrosion
mechanisms.256 However, these data should always be validated
with experimental results.

The conventional methods for free Cl� determination
involve the extraction of the concrete pore solution by applying
pressure, or by leaching of chloride from the concrete sample
by a solvent. However, it has been reported by some authors
that these techniques are generally prone to inaccuracy. For
instance, this destructive extraction may overestimate the free
chloride content in a range between 30% and 200%.257

In this context, the monitoring of chloride ions in concrete
environments is of extreme importance. However, their detection
is demanding considering the specificity and the interference of
environmental factors.258,259 Several methods have been reported
for Cl� detection, in a wide range of fields and applications, using
different techniques such as fluorescence,260,261 ionic chromato-
graphy,262 electrochemical,263,264 spectrophotometric265 and
optical methods.266,267

In the last few years many researchers have studied and
explored the in situ measurements of Cl� in concrete using
mainly electrochemical methods263,268 such as potentiometric
methods.269 Chemical260 and optical methods261,270,271 were
also reported but with less impact. Details about the diverse
techniques reported so far for non-destructive in situ measure-
ment of chloride ion concentration ([Cl�]) in concrete can be
found in a review published by Y. Abbas et al.272 The NDM were
divided into two main approaches, i.e. electrochemical and
electromagnetic.

Potentiometry is generally the electrochemical technique
chosen to determine [Cl�] in concrete. However, this technique
requires a stable reference electrode which is generally fragile
and needs regular recalibration, making long-term measure-
ments unreliable. The use of Ag/AgCl electrodes embedded into
cement-based materials for Cl� detection has been reported
since the 1990s.250,273 However, several external factors may
affect their use in monitoring the [Cl�] in concrete. The
difference of temperature between the measurement and the
reference electrode may lead to errors, and in seawater,
the presence of bromide may lead to overestimation of
[Cl�].274 On the other hand, the chemical methods are time
consuming and labor intensive.

Despite the mentioned disadvantages, numerous efforts to
embed Ag/AgCl electrodes into cement-based materials have
been progressively reported by several researchers.275–278 Angst
et al., in 2010, reported that Ag/AgCl electrodes could be
successfully used to measure the chloride ion activity in highly
alkaline environments (pH close to 14), and the detection limit
for Cl� in the presence of interfering [OH�] was below 10�2 M
even at a pH close to 14.269 It was also found that in the
complete absence of Cl� the potential was influenced by the pH;
yet the sensors were able to recover when in contact with Cl�.
Nevertheless, the authors stated that additional research wasT
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required in this regard. Also, due to the high alkalinity of concrete,
some studies showed that embeddable Ag/AgCl electrodes in
concrete were not stable for extended service lives,279 and in the
presence of OH� the silver activity near the surface was deter-
mined by eqn (6):280

2AgCl + 2OH� - Ag2O + 2Cl� + H2O (6)

The AgCl membrane is not stable at high pH values. AgCl
partially, and in some cases totally, turns into Ag2O at high pH
values. The continuous transformation of the electrode surface
into Ag2O leads to a mixed potential development at the
electrode/solution interface, which makes the electrode unable
to determine the chloride content accurately. To increase the
Ag/AgCl electrode stability and minimize the OH� interference,
Blaz et al. and Ha et al., in the same year, reported the use of a
conducting alkaline stable conjugated polymer coating on
Ag/AgCl electrodes.280,281 Karthick et al. studied in detail the
effect of a polypyrrole polymer matrix on Ag/AgCl electrodes for
in situ Cl� sensing application in concrete structures. The
presence of the polypyrrole polymer on the Ag/AgCl electrode
prevented the formation of Ag2O and did not compromise the
electrochemical behavior of the sensor, showing good stability
and high sensitivity. In the [Cl�] range of 1 � 10�3 M to 1.0 M,
the RT to reach the steady state potential was 90 s.282 Poly-
pyrrole was chosen since it is one of the most used and studied
polymers, can be easily synthesized, is low cost and stable and
has higher conductivity when compared to similar polymers.
Despite the results reported so far, the properties and perfor-
mance of Ag/AgCl electrodes in alkaline medium are yet to be
established for a standard application in RCS.

OFS compared with electrochemical sensors for Cl� have
several advantages such as energy saving, high sensitivity to
low Cl� contents, small volume, electromagnetic stability, and
flexible shape, allowing them to be embedded into any part of
the concrete to achieve real-time, in situ, multi-point, and
remote monitoring. Regarding OFS for Cl� detection two
approaches have been reported, namely optical based-grating,
i.e., based on changes in the RI and fluorescence-based. Tang
and Wang proposed a low-cost chemosensor based on the
modification of the grating portion of a LPFG with gold colloid

nanoparticles (NPs) for [Cl�] measurement. The proposed
optical sensor was sensitive to the RI of the cladding surface.266

The selectivity for chemical sensing was achieved by coating the
cladding fiber surface with a monolayer of self-assembled gold
colloids for the development of a fiber-optic evanescent-wave
sensor. The optical properties (e.g., absorbance spectra and peak
wavelength) arising from localized SPR of the gold NPs were
sensitive to the RI of the surrounding target molecules under
test. Based on the linear fit to experimental data, the lower limit of
detection (LOD) of the LPFG sensor found in pure NaCl solution
was estimated to be 0.04%. A weight concentration of 17.5% NaCl
aqueous solution was used to determine the accuracy of the LPFG
sensor. The accuracy of the concentration measurement was
determined to be 0.6%. The precision in the wavelength shift
measurements reported was about 0.02 nm.266 Regarding the
LOD and precision reported, the proposed OFS showed encoura-
ging and attractive properties for application in new and existing
RCS. Lam et al. reported the development of a LPFG based on a
Michelson interferometer sensor also coated with gold NPs for the
measurement of [Cl�].283 The grating response created shifts in
the spectral properties of the interferometer due to the change in
the RI. The OFS assessment was performed in NaCl solutions in a
concentration range (CRa) between 0.01 M and 4.00 M. The
sensitivity of the sensor LPFG-based interferometer with gold
NPs was enhanced approximately 1.7 times when compared to
the bare fiber. Proper tailoring of the NPs’ size can be used to
enhance the sensitivity and 16 nm gold NP-coated OFS can detect
[Cl�] as low as 355 ppm.283 Despite these promising results,
further studies are necessary including the assessment of this
type of sensor at different temperatures and in the presence of
different moisture levels.

The fluorescence method for [Cl�] detection has gained
relevant attention in the last few decades.271,284 Some indicators
for fluorescence quenching in combination with Cl� have been
reported.104,271,284–289 The use of fluorophores such as luci-
genin (Luc) (vide Fig. 18a),270,271,290 6-methoxy-N-30-sulfopropyl-
quinolinium (vide Fig. 18b),288 6-methoxy-N-ethylquinolinium
iodide (vide Fig. 18c)285 and 3-amino-7-benzylbenzimidazo[3,2-
a]quinolinium (vide Fig. 18d)104,286 has been described. Never-
theless, some major drawbacks of the use of fluorophores are

Fig. 17 Structures of the most common dyes used in OFS based on sol–gel materials for pH monitoring.
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present, specifically, low stability due to photobleaching, and
in certain cases, after fluorophore immobilization into the
membrane or support matrix, the fluorescence properties were
hindered.291,292

Fluorescent nanocomposites such as silica NPs doped with
fluorescent dye when compared to traditional single fluoro-
phores show higher photostability, durability, fluorescence
intensity and good photostability.271 OFS by means of fluores-
cence quenching principle is a very interesting alternative to
monitor Cl� in concrete environments. The quenching mecha-
nism of Luc fluorescence by Cl� was reported by Legg and
Hercules293 and is commonly described in two steps as
schematized in Fig. 19. Generally, the Cl� could be considered
as a catalyst to break the excited singlet state (Luc2+)*.271

Considering the quenching mechanism of Luc (vide Fig. 19),
a new OFS based on a sol–gel membrane was fabricated. The
sol–gel matrix was obtained using TEOS, –C2H5OH and H2O as
precursors for Luc immobilization onto the inner surface of
the suspended core optical fiber to detect [Cl�]. The sol–gel
membrane doped with Luc was deposited by dipping. The
fabricated OFS was able to detect the chloride content both in
standard solution and in simulated concrete pore solution with
high sensitivity and fast response.271 Despite the promising
results obtained with the different OFS proposed, further
research is necessary, namely studies in contact with concrete
in order to reach the next level – in situ tests.

Table 3 includes the publications reported in the last few
years for OFS based on functionalized sol–gel materials for Cl�

detection. The number of publications until now on OFS
functionalized with sol–gel materials for Cl� detection is parti-
cularly low. Moreover, the literature shows that the design of
OFS functionalized with sol–gel materials for Cl�, mainly for
application in concrete and in situ, is still challenging and is at
an infant stage.

4.3. OFS for K+ and Na+ detection

Potassium (K+) and sodium (Na+) metallic ions have important
roles in a wide range of applications such as agriculture (e.g.,
fertilizers) and cellular processes and related biological
functions.296,297 In certain areas, the level of progress is so
high that electrochemical sensors for Na+ detection are already
commercially available.298 The civil engineering field is another
area where the contents of K+ and Na+ have critical roles since
these ions are involved in a well-known pathology – alkali–silica
reaction (ASR), which is responsible for the early deterioration
of concrete structures such as dams. Considering that several
papers and books have been devoted to discussing and detail-
ing the mechanisms behind the ASR, this topic will not be
expanded here. Therefore, this section will only cover the basic
and necessary information.

ASR is the chemical reaction between the reactive constitu-
ents of the aggregates of cement, certain forms of reactive silica
are unstable, and the K+, Na+ and OH� ions present in the
interstitial concrete pore solution produce an expansive
hydrous alkali silicate gel.45 For ASR to take place in concrete,
four main requirements must be satisfied at the same time: (i) a
source of reactive silica, (ii) high OH� ion concentration in the
interstitial concrete pore solution (for silica attack), (iii) a
source of soluble calcium to react with dissolved silica and
form a deleterious gel, and lastly (iv) high humidity conditions
(gel expansion).45 Alkali cations compete with calcium cations
to compensate for the surface negative charge of the calcium
silicate hydrate (C–S–H) gel. Bivalent cations present a higher
electrostatic interaction; therefore, high amounts of calcium
cations can hinder alkali uptake.299 Generally, to mitigate ASR
occurrence, preventive measures are employed such as limiting
the alkali content in concrete by using supplementary cemen-
titious materials. The use of such materials controls the ASR by
reducing the concentration of Na+, K+ and OH� ions in the
concrete pore solution. Therefore, the development of sensors
for Na+ and K+ detection in concrete will allow on one hand to
monitor the Na+ and K+ content and on the other hand to
correlate the concrete properties with the aforementioned
content of cations and the ASR occurrence. Moreover, the
threshold cation concentrations above which ASR has been
initiated hitherto are not well established.300 Hence, reaching
such detailed information will be a milestone in this field.

Determining the content of Na+ and K+ in different samples,
regardless of whether for health or non-health applications, can
be performed by different techniques such as flame emission
spectrophotometry (flame photometry),301 atomic absorption
spectrophotometry (AAS), indirect ion-selective electrode poten-
tiometry (ISE), and direct ISE. Nevertheless, the mentioned
analytical tools require large sample quantities and pre-

Fig. 18 Structures of some indicators used for fluorescence quenching in
combination with chloride ions (Cl�).

Fig. 19 Schematic representation of the quenching mechanism of Luc in
the presence of Cl�.
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concentration steps to obtain the total sodium concentration
within the detection limits of the equipment. Therefore, one
of the main challenges is to reduce the sample volume, for
instance, to a few mL as usually used by current glucose meters.296

Additionally, detailed analytical methodology reports showed that
the sodium concentrations measured by flame photometry and by
ISE may diverge. These inconsistencies in the results lead to the
development of alternative methods such as fluorescent probes
that show high spatial and temporal resolution.296

Fluorescent probes based on crown ethers are typically used
for the development of Na+ and K+ sensors.103,302 To discrimi-
nate between Na+ and K+ and from other ions (e.g. Li+, Ca2+,
Mg2+, Zn2+, Al3+) using chemical probes, particular attention
needs to be given to their chemical properties. Table 4 shows
the sizes, hydrated ion sizes and coordination numbers of the
above-mentioned ions.

In concrete pore solution the most competing ions are
sodium, potassium and calcium ions.305 Alkali cations (Na+

and K+) compete with calcium cations to compensate for the
surface negative charge of the C–S–H gel.299 Table 4 shows that
while bare Na+ is smaller than K+, its hydrated radius is slightly
higher due to its higher charge density. Also, Ca2+ shows the
lowest bare ion size and the highest hydrated ion size com-
pared with Na+ and K+. These properties allow rationally
designing sensors for Na+ and K+, and crown ethers have
interesting opportunities to be used for this application since
they are capable of binding alkali metal ions selectively. Several
polyoxygenated macrocycles of the crown ether kind have
cavities/spaces that provide a favorable environment to welcome
guest species (e.g., alkali, alkaline earth metal cations, ammonium,
etc.). The ion–dipole interaction leads to binding whose strength
and specificity are determined by the cation and the cavity size,
the cation–counterion interactions, the receptor topology, the

number and disposition of ethereal oxygen atoms, the layer
properties of the receptor, and the environmental properties of
the system.306 These compounds have been widely reported in
the design of fluorescent metal sensors.103,302,307 For instance,
in 2017 Li et al. published a very interesting and detailed
review, which focused on the main advances and achievements
in the design of crown ethers containing fluorescent probes
and their applications in biological systems.103 Therefore, and
considering the information already published, this review will
focus only on the use of crown ethers reported in OFS for K+

and Na+ detection in biological and non-biological samples.
Most of the sensors reported for K+ and Na+ monitoring were

electrochemical and mainly for application in biological
samples with particular emphasis in the medical field.308 The
first OFS for K+ detection dates back to 1987,309 in which the
working principle was based on the optical measurement of the
potential created by an ion-carrier at the lipid/water interface by
using a potentiometric indicator. The OFS reported correlated
the potassium concentration indirectly with the membrane
potential. In the same year, Alder et al. reported the develop-
ment of an OFS for determination of K+.310 The authors showed
the feasibility of using immobilized crown ethers to determine
K+ in aqueous solution. An OFS was constructed, using a crown
ether, that responded reversibly to aqueous K+ in the CRa
between 10�3 M and 10�1 M, with a K+/Na+ selectivity ratio of
6.4. The authors synthesized 2-hydroxy-1,3-xylyl-18-crown-5
according to the procedure found in the literature306 and made
it to react with the diazonium salt derived from 4-nitroaniline.
The chromogenic crown ether was immobilized onto the tip of
the OFS. The output of the OFS changed its absorption when
complexed with K+.310 Nevertheless, both the OFS reported
showed low K+/Na+ selectivity ratios and could not be used
unless a reference sodium sensor was present. One year later, in
1988, an ion-selective optrode for the continuous monitoring
of K+ was reported.311 The sensor was based on the optical
measurement of the membrane potential between an aqueous
solution and a lipid phase incorporating a potential-sensitive
dye. The lipid phase was composed of a chemically modified
rhodamine B dye (for its structure vide Fig. 16) together
with either octadecan-1-ol or arachidic acid, with valinomycin
as a neutral ion carrier. The fluorescence intensity of the

Table 3 OFS based on functionalized sol–gel materials for Cl� detection

Year RM Precursors and reagents Main results and conclusions RT CRa Ref.

2009 AgNO3, Ag2CrO4,
fluorescein

TEOS, HCl Several designs of chloride-sensitive OFS were created
and tested under lab conditions but were found
to be non-reversible.

NR NR 294

2018 Luc TEOS, EtOH, H2O, HCl Na+, Ca2+, and Mg2+ had tiny impact on Cl� detection.
High [SO4

2�] values hinder the Luc quenching process.
OH� interfered with Cl� detection.

10 s 0.1–0.5 M 270

2019 Chloride-sensitive
fluorophore

Calcium alginate sol–gel The OFS were insensitive to environmental variations.
Promising results for early corrosion detection and
Cl� monitoring.

NR 0.045–0.45 M 295

Luc TEOS, EtOH, cellulose
acetate, C6H12, Triton
X-100, C6H14O, chitosan,
NaOH, NH3�H2O

OFS showed good linear characteristics from 0.02 M
to 0.06 M KCl solutions by measuring the fluorescence
intensity based on the fluorescence quenching principle.
Good anti-interference performance for Cl� detection.

NR 0.02–0.06 M 271

NA – not applied; NR – not reported; RM – recognition molecule; CRa – concentration range.

Table 4 Examples of bare and hydrated ion radii and coordination
numbers for some cations

Li+ Na+ K+ Ca2+ Mg2+ Zn2+ Al3+ Ref.

Bare ion radius/pm 94 117 149 100 72 74 53 303
Hydrated ion radius/nm 382 358 331 412 428 430 480 303
Coordination number 4.4 5.3 6.1 7.1 7.4 7.4 7.4 304
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potential-sensitive rhodamine dye was dependent on the K+

concentration in the sample and decreased with increasing K+

concentration. Furthermore, interferences were found with other
metal ions; however, they were surpassed by using a reference
optrode. A selectivity factor of 104 for potassium over sodium
was reported.311 In 1990 Roe et al.312 described the development
of an OFS based on the use of a hydrophobic indicator (7-decyl-2-
methyl-4-(30,50-dichlorophen-40-one)indonaphth-1-ol; MEDPIN),
a plasticizer, an ionophore (valinomycin) and a fluorescent
dye (1,1 0-dioctadecyl-3,3,3 0,3 0-tetramethylindodicarbocyanine
perchlorate). The MEDPIN, the ionophore and the fluorescent
dye were doped within a poly(vinyl chloride) (PVC) membrane.
The membrane was subsequently deposited on the tip of
the OFS. The authors showed that the anionic form of the
MEDPIN molecule formed a stable complex with the valino-
mycin–K+ pair in the PVC membrane. The energy transfer
between the fluorescent dye and the anionic form of the MEDPIN
allowed detecting K+ in different environments (e.g., aqueous
media and human blood). The absorption spectrum of the
indicator MEDPIN was successfully used for the determination
of the K+, and the reaction was fast, sensitive and selective.312

In 1994, Diaz-Garcia et al. reported the construction and analytical
properties of a reversible fluorometric OFS for K+ detection in
serum, urine and water samples. As a recognition molecule, a
crown ether was used (i.e. 4-acryloylamidobenzo-18-crown-6).313

The crown ether was immobilized within a non-ionic resin
(Amberlite XAD-2) and two different designs were studied. Their
main advantages were their simple fabrication, reversibility, short
RTs, selectivity, operational stability, and suitability for sensing
potassium at low levels in complex matrices such as biological
fluids.313

The first OFS for Na+ was published in 1986 by Zhujun
et al.314 The authors used an anionic fluorophore, a copper-(II)–
polyethyleneimine complex and a neutral sodium-selective
ionophore immobilized onto silica.314 In 1992, an OFS for Na+

containing an ion-sensitive fluorescent dye was immobilized
using a chromatographic gel as a support matrix for the first
time.315 The measurements were performed in a physiological
pH range with no interference due to alkaline earth ions. The
system proposed showed, back then, a long lifetime, reversibility

over extended periods, a low LOD (i.e., 2 � 10�5 M), and improved
selectivity compared with the information available in the litera-
ture. The main disadvantages reported were the need for recalibra-
tion every three days according to the desired accuracy, variation in
the signal over several days (about 5% in fluorescence intensity at
low K+ concentrations), and long RTs (5–10 min, from 0 M to 10�3

M, and 30 min reverse).315

Table 5 lists the OFS published since 2000 for K+ and Na+

detection.
Table 5 shows that the number of published papers con-

cerning OFS for K+ and Na+ monitoring is quite low compared to
other applications (e.g., pH, chloride ions and RH in Section 4.4).
The number of publications on OFS based on sol–gel materials
for K+ and Na+ is insignificant, with only two publications found
(one in 2002 and the other in 2009). Moreover, most of the
developments are focused on physiological environments and so
for application in the biological field. No publications were
found for detection of K+ and Na+ in alkaline environments
such as concrete. The main drawback/shortcoming in the devel-
opment of sensors for K+ and Na+ is the immobilization proce-
dure of an ion-selective dye, which often ends in a loss of
selectivity or in a non-irreversible attachment of the dye. In the
last few years, the number of cation-sensitive sensors that
consist of an immobilized ion-selective dye, which exhibits
change in its optical properties directly by the formation of an
ion–dye complex, has reached high levels of development. How-
ever, the main achievements are quite far from practical applica-
tions and from reaching the industrial level with very low
technological readiness levels (TRL). The fabrication of sensors
assessing such molecules in practical applications has not yet
reached the necessary TRL of progress, and only a very few OFS
sensors have been reported and described so far. The develop-
ment of OFS for detection of K+ and Na+ in concrete will be quite
a challenge, particularly concerning their selectivity since several
cations are available in the concrete pore solution.

4.4. OFS based on OIH sol–gel materials for RH and moisture
monitoring

The use of sensors for moisture and RH monitoring shows
practical advantages and are of interest for several applications.

Table 5 OFS for K+ and Na+ detection

Year RM Precursors and reagents Main results and conclusions RT CRa Ref.

2002 Bis[4-N-(1-aza-4,7,10,13-tetraoxa-
cyclopentadecyl)-3,5-dihydroxy-phenyl]-
squaraine for Na+; bis[4-N-(1-aza-
4,7,10,13,16-pentaoxacyclo-octadecyl)-
3,5-dihydroxyphenyl]squaraine for K+

PVC, plasticizer, anionic
lipophilic additive
(potassium tetrakis-
(4-chlorophenyl)borate)

LOD = 1 � 10�9 M. The sensor was
reversible within the dynamic range.
For pH of 6.2 to 7.3 the cross sensitivity
was negligible.

3 min 10�9–10�5

M
for both
Na+ and K+

316

Bis[4-N-(1-aza-4,7,10,13,16-pentaoxacyclo-
octadecyl)-3,5-dihydroxyphenyl]squaraine
for K+

TEOS, HCl, H2O, Triton
X-100

The sensor is fully reversible within
the dynamic range.

2 min 10�9–10�6

M
317

2009 Crown-ether,2-[2-(2,3,5,6,8,9,11,12,14,15-
decahydro-1,4,7,10,13,16-
benzohexaoxacyclo-
octadecin)ethe-nyl]-3-methyl
benzothiazolium-iodide for K+

MTES, TEOS, EtOH,
H2O, HCl

The apparent dissociation constants
in water and neutral buffer were
approximately 1 mM.

2 min 30–65 mM 318

2013 Phenylaza-[18]crown-6-lariat-ether-based
fluoroionophore for K+

Hypan HN 80 hydrogel High K+/Na+ selectivity. 2.5 1–10 mM 319
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Humidity is the moisture content of a certain atmosphere/
environment, while the RH is the ratio between the partial
pressure of water vapor content and the equilibrium vapor
pressure of water at a certain temperature. RH depends on
the pressure and temperature of the system of interest. The air
humidity is generally measured by using a hygrometer. The most
commonly used instrument for the precise measurement of RH is
a psychrometer (e.g. a wet-and-dry bulb thermometer).320

The humidity monitoring parameter is vital in a wide range of
fields such as civil engineering and patrimonial buildings,321,322

soils,323,324 food packaging,325 and cultural relics.326 Several types
of moisture and RH sensors have been reported and may be based
on capacitance,327–329 polymers330,331 or OFS.19,134 Nevertheless, it
is difficult for most of the traditional humidity sensors to meet the
necessary requirements to monitor the RH and moisture particu-
larly in complex environments such as concrete. Compared with
other traditional RH and moisture sensors, OFS have a number of
advantages; however, the most prominent in the case of RH
monitoring is the strong corrosion resistance. Kolpakov and
colleagues published a review focused on the new perspectives
and highlights of photonic humidity sensors.332 In this manu-
script the scientific literature covering the years from 2004 to 2014
as well as the tendencies in the development of OFS for humidity
measurements was analyzed and discussed. Based on the analysis
performed, it was clear that a new generation of OFS was emer-
ging. The authors quoted that ‘‘. . .electronic humidity sensors could
soon be replaced by sensors that are based on photonic structures. . .’’.
Also, the information concerning the performance of commercial
optic humidity sensors was provided.332

Considering the humidity sensing field, different appro-
aches have been proposed. Fig. 19 shows some examples of
different types of OFS for RH monitoring.

OFS for RH based on evanescent wave interactions (vide
Fig. 20),333,337 FBGs338 and LPFGs (vide Fig. 20),334,339 inter-
ferometers,340,341 CNTs335 (vide Fig. 20), polymers,336,342,343 and
photonic crystal fibers344,345 have been proposed.

A low cost OFS based on the evanescent field-fiber loop
ringdown technique for water and moisture monitoring in
concrete was described for the first time by Kaya et al.337 The
OFS used as a photodiode and was accomplished by embed-
ding a section of a partially etched SMF into the concrete. The
OFS developed compared with other sensors showed the high-
est response time (5 minutes), higher sensitivity (10–80 mL
of water), immunity to temperature variations and most impor-
tantly reproducibility and reversibility.337

OFS for humidity monitoring based on a Mach–Zehnder
interferometer (MZI) have also been reported. Zhang et al. in
2013 described a sensor for measuring RH and temperature
simultaneously with high accuracy. A photonic crystal fiber
(PCF) based on a MZI (PCF-MZI) in-line with a FBG was used.338

The fiber was coated with a polyvinyl alcohol (PVA) film that is
moisture sensitive and its RI changes with humidity variations.
The FBG was only sensitive to temperature. The authors also
reported that the PVA thickness coating as well as the length of
the PCF used in the PCF-MZI did not affect the sensitivity of the
RH measurement. Nevertheless, very small thicknesses of PVA
coatings led to the formation of non-uniform coatings, while
higher thicknesses decreased the RT for the RH measurement.

Fig. 20 Different approaches for the humidity sensing field, namely OFS based on evanescent wave interactions, knob integrated FBG sensors, OFS
based on CNTs and LPFGs based on polymer coatings. Reprinted and adapted with permission from ref. 333–336. Copyright 2005 Elsevier.
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An optimum thickness between 6 and 8 mm was achieved.338

Wang et al. reported a humidity sensor based on an in-fiber
MZI coated with graphene oxide.346 Graphene oxide was chosen
because its RI changes with the different external environments.
A highly sensitive (0.349 dB/%RH; RH range of 60–77%) and
stable OFS was obtained. Ni et al. described a low-cost and robust
humidity sensor that adopted a MZI modified by the deposition of
a chitosan layer on the cladding.347 The sensor developed showed,
compared with the traditional humidity OFS, high performance
with a high resolution of B0.17 RH.347 Bian et al. reported, for the
first time, the combination of a calcium alginate hydrogel with a
MZI structure. The calcium alginate hydrogel was chosen due to
its humidity performance and water-retaining properties. Sodium
alginate and calcium chloride solutions were combined. The
alginate ions and calcium ions react, forming an organic cross-
linked polymer material (CaAlg hydrogel). In this case the
hydrophilic residues combine with water molecules and the
hydrophobic groups expand. The authors obtained a sensitivity
of up to B0.483 dB/%RH and realized that in terms of
film preparation the CaAlg hydrogel was low cost, non-toxic
and harmless and could be easily obtained. Compared to
the literature abovementioned, the humidity sensitivity of
the sensor proposed by Bian et al. increased by around 3
(0.157 dB/%RH) and 2 (0.263 dB/%RH) times, respectively. It
was also concluded that the sensor showed good repeatability,
stability and a fast response recovery time.348

Regarding civil engineering structures the moisture level
may influence the concrete carbonation and the corrosion rate.
Previous studies indicated that carbonation reached a maxi-
mum level at RH between 50% and 70%. Moreover, it has been
concluded that the RH influences, considerably, the carbona-
tion depth of concrete. The carbonation depth increases with
the increase of the RH and reaches the peak when the RH is in
the range of 60–70%.349 However, this is dependent on the
moisture condition of the concrete surface; for example, cyclic
wetting and drying conditions may lead to fluctuations in
RH.349 It has also been proven that high carbonation kinetics
are coupled to the moisture sorption and increase with the w/c
ratio.225,350

Furthermore, the carbonation itself releases water which
contributes to CO2 and portlandite dissolutions and therefore
carbonation reactions. On the other hand, the corrosion rate in
RCS with different [Cl�] is influenced by the internal RH
level.351 Therefore, the monitoring of RH allows mitigating
severe damage to RCS by taking in advance appropriate actions.

Typically, most OFS for humidity monitoring require a
hygroscopic material that is generally deposited on the tip or
on the section of the optical fiber. Moisture/humidity modifies
the optical properties of the hygroscopic material, which
changes a feature of the guided light, providing a detectable
signal. The sensors based on FBGs352–354 for RH monitoring are
usually obtained by coating the grating surface with a material
that is sensitive to humidity and moisture that has the ability to
shift the wavelength when the humidity of the environment
changes. However, this type of sensor has low sensitivity since it
is highly dependent on temperature, leading to errors during

measurements. In the case of Fabry–Pérot interferometers340,343,355

a moisture sensitive coating is needed as a reflecting cavity and the
fabrication of this type of sensor is complex. Regarding whispering
gallery mode resonators,356–358 their structure is extremely delicate,
which may lead to drawbacks in transport and during their use.
Fig. 21 shows some representative examples of RH OFS reported
namely FBGs, Fabry–Pérot interferometers and whispering gallery
mode resonators.

Yeo et al. reported an OFS for measurement of moisture
absorption in concrete.359 The sensor was fabricated using a
FBG coated with polyimide. To enhance the adhesion between
the polyimide layer and the silica surface, the FBG was treated
with APTES (silane coupling agent) prior to polyimide coating.
The deposition of the polyimide layer was performed by a
multiple dip coating process which involved the deposition of
20 layers. Between depositions a thermal treatment at 150 1C
for B5 min was given in each dip coating step. In the end, the
coated FBG was cured at 180 1C for 60 min. The proposed OFS
allowed controlling the changes in the moisture content in
different concrete samples.359

Table 6 summarises the most relevant OFS based on func-
tionalized sol–gel materials published since 2000 for moisture
and RH monitoring.

Table 6 shows that the most used precursor to prepare the
supporting matrix was TEOS, and most of the studies did not
report the LOD. A wide range of recognition molecules were
tested and only a study was reported in concrete. The highest
humidity range reported was between 4% and 100% when a
xerogel was prepared using TEOS with EtOH in a 4.75 : 1 molar
ratio and H2O with TEOS in a 5.5 : 1 molar ratio. Another
interesting humidity range reported (30% to 100%) was
obtained when the polyimide was used as a recognition mole-
cule and APTES as a precursor to prepare the supporting
matrix, and this was the only study performed in concrete.

4.5. Multi-functional OFS based on OIH sol–gel materials for
SHM

It is undeniable that OFS technology has the required proper-
ties that when combined with new transduction concepts
allows the development of highly sophisticated autonomous
and multi-functional sensing systems with the inimitable
advantages of optical fibers. Moreover, multi-functional sen-
sors allow obtaining and exchanging information in a single
device.

The key strategy for the development of multi-functional
OFS with high efficiency, stability, and sensitivity and lower
LODs is the progress in integrating functional materials dis-
playing distinct properties combined with suitable transduc-
tion mechanisms.367,368 This will be a milestone on the
development of multi-functional OFS and a new technological
revolution that will lead to the development of a new generation
of devices. From this perspective, these devices are the basis for
the development of a world technology that is completely
incorporated into a single optical fiber. In such a case, several
materials at the micro- and nano-scales are assembled, embedded
and connected all together, providing physical connections and
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Fig. 21 Schematic of different OFS for humidity and moisture detection based on polyimide coated FBGs, Fabry–Pérot interferometers and whispering
gallery mode resonators. Reprinted and adapted with permission from ref. 343, 352 and 356. Copyright 2016 Elsevier.

Table 6 OFS based on functionalized sol–gel materials for moisture and RH monitoring

Year RM Precursors and reagents Main results and conclusions RT
% RH
range Ref.

2000 Al–ferron
complex

NR A sol–gel support for the Al–ferron complex was
used on an OFS for air moisture measurement.

6 min 0–35 360

2004 CoCl2 TMOS, HCl, H2O, MetOH CoCl2 shows strong absorption at 632 nm, while
the CoCl2 complex with water shows no absorp-
tion at this wavelength. For RH% 4 10%, the
photodetector is saturated.

Depends on the RH% 2.8–
8.8

361

2006 Polyimide APTES OFS were tested for RH monitoring in concrete. 800 s for 100%. Dependent
on the w/c ratio

30–
100

359

2010 Silica
xerogel

TEOS, H2O, HCl, EtOH The measurement procedure influenced the OFS
response. Linear ranges of 0–60 and 10–70% RH
for the adsorption and desorption branches,
respectively. Humid–dry cycle measurement: the
linearity ranged from 44 to 100% RH.

10 s o RT o 120 s depending
on the RH%

4–100 362

2011 NA TEOS, H2O, HCl, H3PO4 The monolith was transparent at 80% RH. The
transparency changed when the RH decreased,
with the monolith becoming opaque at 30% RH.

90 min 30–80 97

Methylene
blue

TEOS, EtOH, HCl OFS exhibited a logarithmic linear relationship
in the RH range from 1.1% to 70%. The sensi-
tivity of the sensor was 0.0087 a.u.%�1.

20 s to 3 min depending on
the RH value

1.1–70
LOD –
0.062

363

2012 NA Tetrahydrofuran, ICPTES,
Jeffamine 600s

The proposed OIH material enhanced durability,
sensitivity (22.2 pm/%RH), adhesion and com-
patibility with the optical fiber due to the
presence of a siliceous based network.

For 85% RH 8.1 min and 16.4
min for a thickness of 485 mm
and 591 mm, respectively

5.0–95 364

2016 PAH/SiO2
NPs

Poly(allylamine hydro-
chloride) (PAH), SiO2 NPs
(Ø 40–50 nm), H2O, EtOH,
KOH

The sensitivity of the OFS increased with the
number of bilayers with a maximum sensitivity
of 2.28 mV/% RH obtained with nine bilayers
(B450 nm overall thickness film).

1.13 s 5–76 365

2020 CMC film
and CMC/
CNT film

Carboxymethyl cellulose
(CMC), CNTs

The CMC film sensitivity was 170.55 pm/%RH.
The CMC/CNT film sensitivity was 230.95 pm/
%RH. CMC is a good humidity sensitive material
for OFS. CNTs improved the humidity sensitivity.

Depends on the thickness of
the CMC/CNT film and the
diffusion rate of H2O vapor

35–85 366

NA – not applied; NR – not reported.
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light–matter interactions, offering a wide range of functionalities
and high performance in a single device.

In the last few decades, several research groups have focused
their efforts on the design and the development of multiplexed
integrated devices starting with the assessment of the techno-
logical steps for their fabrication.368–370 Considering all these
advantages, multiplexed chemical sensing and fusion of sen-
sors for physical and chemical analysis allowing obtaining
accurate and insightful information are the main objectives
of OFS developers.

Fu et al. reported the development of a multi-functional
fiber sensor with two FBGs to monitor three parameters (e.g.
strain, temperature and acoustic emission) simultaneously for
SHM.371 The properties strain, temperature and acoustic emis-
sion were successfully measured using the reported OFS. This
sensor showed potential and interesting properties to monitor
aircraft bodies, concrete structures, and oil field equipment.
The development of this sensor is a milestone in the multi-
functional OFS progress. Nevertheless, studies in concrete need
to be conducted to assess the OFS behavior. Thursby et al.372

reported a FBG sensor that was able to both detect ultrasound
and measure strain. The development of multi-wavelength
optical sources allowed the simultaneous interrogation of
several gratings, which are necessary in the case of real-time
measurements. However, information regarding the interpreta-
tion of results including reliability and repeatability is neces-
sary. Mizutani and Groves reported the development of a FBG
sensor for average surface strain, strain distribution and vibra-
tion from the reflection spectra.373

Cusano et al.367 envisioned two main lines in the develop-
ment of multi-functional OFS, namely: local micro- and nano-
structuring of optical fibers in order to increase the interaction
between light and matter providing the foundational basis for
integration of functional materials and the search for suitable
deposition techniques for the integration of such materials at
the micro- and nano-scales with clear geometries and shapes. The
same research group designed and developed a multi-functional
OFS to monitor the parameters of experiments running at CERN,
the European Organization for Nuclear Research.369 The para-
meters considered were the temperature, strain, humidity, mag-
netic field and cryogenics of experiments taking place under
harsh operating conditions of high energy physics experiments.
The research group showed that the results were very promising,
allowing concluding that the use of OFS was a robust and effective
solution able to replace most of the conventional sensing
technologies employed at that time.

Petropoulou et al. reported a two-parameter OFS for pH
measurement and ammonia gas. The reported sensor showed
a reliable response for high ammonia concentrations, and a
fast and linear response in both alkaline and acidic environ-
ments. Nevertheless, the stability of the sprayed film on the
surface of the OFS was limited due to the detachment of the
deposited film.374

Although tremendous advances have been achieved in the
development of multi-functional materials, the integration of
such materials for the development of multi-functional OFS has

not been fully reached particularly using sol–gel materials.
Moreover, sensors monitoring in a single device more than
three parameters simultaneously have not been reported
hitherto for SHM of civil engineering structures. The literature
reported so far shows that the number of OFS for detection of
three parameters concurrently is very low, while sensors for
sensing parameters above three are very scarce.158 Fig. 22 shows
examples of the most representative multi-functional OFS
based on FBGs, fluorescent chemosensors and polymers.

5. Limitations and challenges of OFS
functionalized with OIH sol–gel
materials

Regarding the development of OFS functionalized with OIH
sol–gel materials, two categories of challenges are present. The
first category is inherently related to the limitations of OIH
sol–gel materials involved in the fabrication of OFS. The second
type of challenge is in terms of sensing. Therefore, the two
categories are clearly distinguished below.

5.1. Limitations of OIH sol–gel materials

Considering the literature assessed through this review, out-
standing efforts had been made to detect/monitor different
types of analytes in situ, in real time and in different environ-
ments with negligible or without any perturbance of the sample
under study. A key number of features have been identified
in the use of sol–gel materials for the development of multi-
functional OFS in a wide range of applications, namely: flexi-
bility, biocompatibility, low-cost production and real-time con-
tinuous monitoring, and ability to be used in harsh
environments and monitor different parameters. OFS functio-
nalized with OIH sol–gel materials have promising prospects in
a wide diversity of fields as aforementioned. However, some
constraints are still present.

Concerning the development of sol–gel materials, it should
be kept in mind that several materials are virtually transparent
in the visible range of the spectrum. Nevertheless, the presence
of even very small pores may scatter the light at very short
wavelengths. Very porous aerogels tend to have yellowish
transmission and the use of organic substances in sol–gel
matrices may turn yellow during the drying process at high
temperatures, which may lead to transmission drops. The
deposition technique of the sol–gel material on the tip of the
optical fiber may also induce some limitations in obtaining a
uniform coating.

Regarding deposition techniques, the most used one to
coat a fiber is the dip coating method and, when using this
technique, occasionally the film margins may show increased
thickness due to surface tension effects. Additionally, the
formation of a drop on the tip of the fiber may also happen,
and the size and prominence of the drop generally depends on
the viscosity of the material that is deposited. To minimize the
drop formation, the viscosity of the materials may be tuned,
although when using a high amount of inorganic precursor
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compared to the organic precursor the viscosity is decreased as
well as the coating thickness and when the coating thickness
increases cracking and detachment from the fiber may occur.
Therefore, controlling all processing parameters (e.g., viscosity,
curing time, organic/inorganic ratio) is of extreme importance
since this will allow obtaining uniform membranes with sui-
table properties to be used on the fiber tip and minimize the
mentioned shortcomings.

Most of the OFS based on swellable OIHs doped with
recognition molecules may experience leaching. This is a short-
coming particularly in cases in which the functionalized sensor
is developed for long time periods. This is particularly relevant
for concrete structures since they are developed for a service life
of at least 100 years. Moreover, in the first curing ages, concrete
shows pH values above 12.5 which may compromise the dur-
ability of the sensors. The long-term functionality is important
as these sensors should, ideally, have a lifetime equal to or
above 20 years. This life span is very difficult to achieve,
particularly with traditional OIH sol–gel materials. On the other
hand, only a few publications reported the use of OIHs in
highly alkaline environments such as concrete. The available
literature also showed that organic dyes are more prone to leak
than inorganic fluorophores. The use of recognition molecules
such as fluorescein faces some challenges since these materials
photobleach quite fast.

Reflecting on all the information published and analyzed,
it can be assumed that the performance of functionalized OFS
with OIH sol–gel materials, at the current stage, is not so
extraordinary to justify their use in relevant fields particularly
in concrete structures. As a contradiction, functionalized OFS

technology with sol–gel materials appears to have only
potential as business value. These observations lead the authors
to the evident key question: How to overcome this breach? The
authors believe that space for optimization exists and in the
case of concrete structures it seems that there is still a long way
to run. Most of the chemical functionalization protocols used
so far in this field are quite standard.

5.2. Limitations of the sensing parameters of OFS
functionalized with OIH sol–gel materials

OFS functionalized with OIH materials do not use electricity;
therefore, they can be used to monitor inflammable liquids or
gases, since they are immune to sparks, thus being interesting
alternatives in harsh environments (e.g., highly acidic, corrosive
or highly alkaline). Moreover, since some of the OFS are
chemically inert, their use is an interesting alternative in
chemical reactors. These advantages are the main causes for
the growth of OFS, at a steady pace, in a wide diversity of
industries. Despite the noteworthy progress achieved in the
past few years toward civil engineering and other fields, there
are many crucial challenges to address and technological gaps
to bridge before achieving the full potential of functionalized
OFS with OIH sol–gel materials. Moreover, the number of
available OFS that can accurately and reliably analyze and
monitor the broad spectrum of concrete parameters (e.g., pH,
Cl�, alkali–silica reaction, humidity) is still very low. The
integration process between OFS and OIH sol–gel materials is
often very challenging and poses severe limitations in obtaining
the performances theoretically expected. A direct comparison
between the different OFS in terms of performances cannot be

Fig. 22 Examples of different multi-functional OFS based on FBGs, fluorescent chemosensors and polymers. Reprinted and adapted from ref. 368, 372
and 373.
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performed straightforwardly. Primarily, the diversity in the
target molecule size and properties strongly affects the sensi-
tivity performance. Secondly, the surface chemistry, in the case
of multi-functional OFS, plays a vital role in defining the final
properties of the OFS in terms of surface sensitivity and in
terms of LODs. Thus, the comparison of different functiona-
lized OFS is a challenging task and may lead to ambiguous and
unclear results even for the same target molecule.

Considering the publications found and debated through
the manuscript, it can be easily observed that most of the OFS
functionalized with sol–gel materials for application in the civil
engineering field focus on monitoring the pH. However, most
still require further optimization in sensor stability and assess-
ment under field conditions before exploitation and routine
use can be implemented. Regarding other concrete parameters,
there are only a few reports on OFS using sol–gel materials that
can monitor chloride ions in concrete and RH/moisture. As well
as lack of assessment under field conditions and stability
studies for long time performance. Most of the sensors
reported for this purpose are electrochemical. On the other
hand, OFS to monitor sodium and potassium ions in alkaline
environments have not been reported until now.

Continuous monitoring of the abovementioned parameters
would provide insightful information for screening and early
detection of a broad range of major health conditions of a civil
engineering structure. However, one of the main challenges lies
in the detection of such parameters in highly alkaline environ-
ments such as concrete. Developing OIH sol–gel materials to
functionalize OFS to achieve sensors highly sensitive and
selective with suitable properties to be employed in highly
alkaline environments (pH 4 12.5) is one way of tackling this
major drawback.

Despite the developed multi-functional OFS reported, until
now the engineering of sensors able to sense more than three
parameters has been very challenging. This is mainly related to
the limitations in combining different sensing principles into a
single-sensor structure, while answering to individual para-
meters, regardless of one from another, with low crosstalk.
The limitations in achieving OFS to monitor/detect more than
three parameters may be connected to the limitations in
combining different sensing transduction methods and/or
sensing principles into a single device. As far as the authors’
knowledge, melting the scientific boundaries between indivi-
dual parameters, which are not related to each other, by
establishing multidisciplinary teams is the key to tackling these
shortcomings.

6. Future research on OIH sol–gel
materials for OFS

The properties of sol–gel matrices were shown to be very auspi-
cious for the encapsulation of different sensing probes including
organic, inorganic, luminescent, and colorimetric dyes for
detection of different analytes (e.g., pH, ions, biomarkers,
gases) in a wide range of environments (solid, aqueous,

biological, and gaseous). The proof of this is the available
solutions employing sol–gel technology at industrial levels.375

Since the potential of these materials was fully recognized by
the scientific community, several efforts have been directed not
only towards specific applications but also towards optimizing,
studying, modifying and creating new abilities. In this context,
it is expected that sol–gel technology will have an increasingly
growing contribution to the establishment of a mature lumi-
nescence sensing technology that will allow developing smart
and reliable OFS with the ability to be integrated to monitor
relevant parameters inside of different configurations that can
go from civil engineering structures to the human body.

The studies reported through the manuscript present a key
challenge to sensor technology development in the immediate
future and require the intimate collaboration between different
actors in different research fields. As it can be easily claimed,
the ability of a given device to take the maximum advantage
from the large set of physical/chemical transduction mechanisms
is directly linked to the understanding of precise nanostructures
with specific geometries, shapes and size constraints. The success
in this direction is highly dependent on the integrative vision
of several research disciplines. Encompassing unique sensing
abilities in a relevant device will involve extensive know-how about
physics, engineering, nanotechnology, and chemistry. All these
disciplines must be related for interdisciplinary research, aimed
at the successful exploitation of this attractive technology. In
addition to this, machine learning and big data tools can be used
for analyzing and explaining the vast sensor data from a certain
study to identify patterns and correlations. These tools have
already been successfully applied to OFS.376,377

Going toward materials engineering may enhance the bind-
ing uniformity and density in complex areas particularly in the
presence of nanostructured surfaces. Additionally, for opti-
mized surface chemistry, systems such as molecular binding
amplification agents may ensure increased performances.

The long-term efforts and excitement in the development
and application of OFS will be for sure extended to new fields
and further accurate and commercial achievements will be
made. The development in this field is limitless. The use of
molecularly imprinted polymers (MIPs) on optical fiber
sensors378–381 has already been reported. The authors believe
that this field will progress fast and soon will achieve higher
maturity, opening further opportunities in the development of
optical fiber sensors.

Cuevas et al. reported a proof of concept in which a machine
learning algorithm was instructed to classify the perturbations
according to the distance where the perturbation was caused
along a multimode OFS.376 Although there are still no commer-
cially available multi-functional OFS for continuous monitoring
of concrete parameters of civil engineering structures, it is
expected that this type of sensor coupled with big data mined
from this technology will replace traditional repair actions with
predictive and proactive diagnostics. Such technology can pave
the way for future development in sensors for real time SHM.
As the interest grows, more efforts from both the research
and engineering fields will help identify strategies to solve
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the current limitations and boundaries related to OFS functio-
nalized with sol–gel materials.

The authors believe that it is very likely that multi-functional
OFS will be able to monitor simultaneously different concrete
parameters, and provide detailed information about concrete
health. It is likely that multi-functional OFS to monitor con-
crete structures will be well established and commercially
available within the next two decades. It is expected that the
large sets of data and information collected from concrete
structures using these sensors will ultimately generate predic-
tive algorithms and bring disruptive procedures to the tradi-
tional industry of construction.

7. Conclusions

In this review, the authors have summarized and highlighted
the main advances in OFS functionalized with OIH sol–gel
based materials toward a wide range of applications with
particular emphasis on the civil engineering field. The applica-
tion of OIH sol–gel based materials as immobilization mem-
branes in sensing systems has been demonstrated in a wide
diversity of perspectives.

OFS have the ability to be integrated to monitor relevant
parameters of different configurations that can range from civil
engineering structures to the human body. This is the main
reason why OFS devices offer high degrees of versatility and
functionality. The basic and fundamental sensing mechanisms
of OFS are well established and mature enough. Therefore, the
major developments in the following years will be focused on
improving the design, chemical membranes, and sensing
schemes of OFS with lower LODs and high sensitivity. Soon,
OFS with high accuracy and sensitivity will be available for a
wide range of applications. The search for a chemical probe
with the capacity to detect simultaneously multiple analytes
and the ability to be easily incorporated in a sol–gel matrix or
other polymeric membranes is one of the focuses of current
research in almost all research areas (i.e., medical, civil engi-
neering, aeronautic, biosensing, etc.). The development of
sensors with fast response times (i.e., instantaneous, or almost),
high selectivity, and portable and continuous monitoring cap-
ability is what the scientific community looks to improve every
day. It can be concluded that OFS are becoming a mature
technology and they have replaced conventional sensors in several
real-world applications particularly in the measurement of
physical properties such as temperature and strain monitoring
of large-scale civil engineering structures.

Most of the OFS functionalized with sol–gel materials for
application in the civil engineer field were focused on moni-
toring the pH. However, most of them require further optimi-
zation in sensor stability and assessment under field conditions
before exploitation and routine use can be implemented.
Regarding OFS using sol–gel materials that can monitor chloride
ions in concrete and RH/moisture, only a few studies were reported
and are from the commercial status. On the other hand, OFS to
monitor sodium and potassium ions in alkaline environments

such as concrete have not been reported hitherto. Moreover,
despite the number of FBG and LPFG sensors developed for
application in concrete structures, their application in situ and
in real structures is still underdeveloped. Therefore, tests in
contact with concrete are necessary as well as long-term studies
in order to access the robustness of the proposed OFS. Moreover,
OFS monitoring more than three parameters simultaneously are
still in an embryonic phase.

The past two decades has witnessed enormous advances in
the development of new OFS that range from fundamental
synthesis of innovative sol–gel nanomaterials for OFS functio-
nalization to proof of concepts. Despite the remarkable progress
made in this mushrooming topic, challenges and constraints are
still present. The development of multi-functional OFS systems
demands the careful design of new OIH sol–gel materials together
with a rational and consistent strategy to make OFS survive in the
unfriendly and harsh environment of the civil engineering field,
e.g., concrete structures.
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3-D Three-dimensional
AAS Atomic absorption spectrophotometry
ANS Ammonium salt of 8-anilino-1-

naphthalenesulfonic acid
APTES 3-Aminopropyl-triethoxysilane
ASR Alkali–silica reaction
BB Bromophenol blue
BTB Bromothymol blue
BCG Bromocresol green
CMC Carboxymethyl cellulose
CNTs Carbon nanotubes
CPR Chlorophenol red
CRa Concentration range
CR Cresol red
CRI Cladding refractive index
C-S-H Calcium silicate hydrate
CTAB Cetyltrimethylammonium bromide
CTAC Cetyltrimethylammonium chloride
CTV Chloride threshold value
EtOH Ethanol
FBG Fiber Bragg grating
GPTMS 3-Glycidoxypropyl-methyltriethoxysilane
ISE Ion-selective electrode potentiometry
LOD Limit of detection
Luc Lucigenin
LPFGs Long period fiber gratings
MZI Mach–Zehnder interferometer
MEMO Trimethoxysilyl-propyl-methacrylate
MR Methyl red
MTES Methyltriethoxysilane
MAPTS g-Methacryloxypropyl trimethoxysilane
MEDPIN 7-Decyl-2-methyl-4-(3 0,50-dichlorophen-40-

one)indonaphth-1-ol
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NPs Nanoparticles
NDM Non-destructive methods
OS Optical sensors
OFS Optical fiber sensors
OIH Organic–inorganic hybrid
OSA Optical spectrum analyzer
OVTs Optical voltage transformers
PCF Photonic crystal fiber
PDMS Polydimethylsiloxane
Phph Phenolphthalein
PMMA Polymethyl methacrylate
POF Plastic optical fibers
PR Phenol red
PTES Phenyltriethoxysilane
PVA Poly(vinyl alcohol)
PVC Poly(vinyl chloride)
QDs Quantum dots
RCS Reinforced concrete structures
RH Relative humidity
RI Refractive index
RM Recognition molecule
RT Response time
SHM Structural health monitoring
SMF Single mode fiber
SPR Surface plasmon resonance
SRI Surrounding refractive index
TEOS Tetraethoxysilane
TIPT Ti(IV) isopropoxide
w/c Water to cement ratio
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24 Z. Neščáková, K. Zheng, L. Liverani, Q. Nawaz, D. Galusková,
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and A. Sáez, Woodhead Publishing, 2018, pp. 97–121.

96 A. Samadi-Maybodi, V. Rezaei and S. Rastegarzadeh, Spec-
trochim. Acta, Part A, 2015, 136(Part B), 832–837.

97 H. Li, D. Jin, Q. Yu and H. Tu, J. Power Sources, 2011, 196,
3836–3840.

98 A. Kulkarni, J.-H. Lee, J.-D. Nam and T. Kim, Sens. Actua-
tors, B, 2010, 150, 154–159.

99 C.-S. Chu, J. Lumin., 2013, 135, 5–9.
100 B. Schyrr, S. Pasche, E. Scolan, R. Ischer, D. Ferrario,

J.-A. Porchet and G. Voirin, Sens. Actuators, B, 2014, 194,
238–248.

101 S. Shrivastava, N. Jadon and R. Jain, TrAC, Trends Anal.
Chem., 2016, 82, 55–67.

102 A. A. Elabd and M. S. Attia, J. Lumin., 2015, 165, 179–184.
103 J. Li, D. Yim, W.-D. Jang and J. Yoon, Chem. Soc. Rev., 2017,

46, 2437–2458.
104 S.-H. Park, J. Y. Hyun and I. Shin, Chem. Sci., 2018, 10,

56–66.
105 H. D. Duong, Y. Shin and J. I. Rhee, Microchem. J., 2019,

147, 286–295.
106 A. Wojcik and L. C. Klein, Appl. Organomet. Chem., 1997,

11, 129–135.
107 Z. Tao, E. C. Tehan, Y. Tang and F. V. Bright, Anal. Chem.,

2006, 78, 1939–1945.
108 C.-S. Chu and C.-Y. Chuang, J. Lumin., 2014, 154, 475–478.
109 D. Wencel, M. Barczak, P. Borowski and C. McDonagh,

J. Mater. Chem., 2012, 22, 11720–11729.
110 A. Parvathy Rao and A. Venkateswara Rao, J. Mater. Sci.,

2010, 45, 51–63.
111 W. Lin, J. Zheng, J. Zhuo, H. Chen and X. Zhang, Surf. Coat.

Technol., 2018, 345, 177–182.
112 I. Klimant, F. Ruckruh, G. Liebsch, A. Stangelmayer and

O. S. Wolfbeis, Microchim. Acta, 1999, 131, 35–46.
113 Optical Sensor Technology, https://www.presens.de/,

accessed 22 December 2020.
114 R. Correia, S. James, S.-W. Lee, S. P. Morgan and S. Korposh,

J. Opt., 2018, 20, 073003.
115 O. S. Wolfbeis, Anal. Chem., 2000, 72, 81–90.
116 O. S. Wolfbeis, Anal. Chem., 2002, 74, 2663–2677.
117 O. S. Wolfbeis, Anal. Chem., 2004, 76, 3269–3284.
118 O. S. Wolfbeis, Anal. Chem., 2006, 78, 3859–3874.
119 O. S. Wolfbeis, Anal. Chem., 2008, 80, 4269–4283.
120 X.-D. Wang and O. S. Wolfbeis, Anal. Chem., 2013, 85,

487–508.
121 X. Wang and O. S. Wolfbeis, Chem. Soc. Rev., 2014, 43,

3666–3761.
122 X. Wang and O. S. Wolfbeis, Anal. Chem., 2016, 88,

203–227.
123 X. Wang and O. S. Wolfbeis, Anal. Chem., 2020, 92,

397–430.
124 J. O. W. Norris, Analyst, 1989, 114, 1359–1372.
125 R. Narayanaswamy, Analyst, 1993, 118, 317–322.
126 C. I. Merzbacher, A. D. Kersey and E. J. Friebele, Smart

Mater. Struct., 1996, 5, 196–208.
127 A. Rogers, Meas. Sci. Technol., 1999, 10, R75–R99.
128 B. Kuswandi, R. Andres and R. Narayanaswamy, Analyst,

2001, 126, 1469–1491.
129 C. K. Y. Leung, NDT&E Int., 2001, 34, 85–94.
130 B. Lee, Opt. Fiber Technol., 2003, 9, 57–79.
131 S. W. James and R. P. Tatam, Meas. Sci. Technol., 2003, 14,

R49–R61.

Materials Advances Review

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

2 
O

ct
ob

er
 2

02
1.

 D
ow

nl
oa

de
d 

on
 3

/3
1/

20
26

 3
:1

9:
14

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online

https://www.presens.de/
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d1ma00456e


7272 |  Mater. Adv., 2021, 2, 7237–7276 © 2021 The Author(s). Published by the Royal Society of Chemistry

132 A. K. Sharma, R. Jha and B. D. Gupta, IEEE Sens. J., 2007, 7,
1118–1129.

133 C. McDonagh, C. S. Burke and B. D. MacCraith, Chem. Rev.,
2008, 108, 400–422.

134 T. L. Yeo, T. Sun and K. T. V. Grattan, Sens. Actuators Phys.,
2008, 144, 280–295.

135 M. Majumder, T. K. Gangopadhyay, A. K. Chakraborty,
K. Dasgupta and D. K. Bhattacharya, Sens. Actuators Phys.,
2008, 147, 150–164.

136 K. K. K. Annamdas and V. G. M. Annamdas, Fiber Optic
Sensors and Applications VII, International Society for
Optics and Photonics, 2010, vol. 7677, p. 76770R.

137 K. Peters, 2011.
138 J. Chen, B. Liu and H. Zhang, Front. Optoelectron. China,

2011, 4, 204–212.
139 R. Bogue, Sens. Rev., 2011, 31(4), 304–309.
140 M.-S. Steiner, A. Duerkop and O. S. Wolfbeis, Chem. Soc.

Rev., 2011, 40, 4805–4839.
141 J. W. Kemling, A. J. Qavi, R. C. Bailey and K. S. Suslick,

J. Phys. Chem. Lett., 2011, 2, 2934–2944.
142 N. Sabri, S. A. Aljunid, M. S. Salim, R. B. Ahmad and

R. Kamaruddin, J. Phys. Conf. Ser., 2013, 423, 012064.
143 G. Rego, A Review of Refractometric Sensors Based on

Long Period Fibre Gratings, https://www.hindawi.com/jour
nals/tswj/2013/913418/, accessed 4 November 2019.

144 F. Berghmans and H. Thienpont, OFC 2014, 2014, pp. 1–3.
145 G. Kostovski, P. R. Stoddart and A. Mitchell, Adv. Mater.,

2014, 26, 3798–3820.
146 M. Pospı́šilová, G. Kuncová and J. Trögl, Sensors, 2015, 15,
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H. Vanoutrive, I. F. Saéz del Bosque, I. Ignjatovic, J. Elsen,
J. L. Provis, K. Scrivener, K.-C. Thienel, K. Sideris, M. Zajac,
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241 S. Jurmanović, Š. Kordić, M. D. Steinberg and I. M.
Steinberg, Thin Solid Films, 2010, 518, 2234–2240.

242 P. Fabbri, F. Pilati, L. Rovati, R. McKenzie and J. Mijovic,
Opt. Mater., 2011, 33, 1362–1369.

243 N. Deepa and A. Balaji Ganesh, Measurement, 2015, 59,
337–343.

244 S. Islam, N. Bidin, S. Riaz, S. Naseem and F. M. Marsin,
Sens. Actuators, B, 2016, 225, 66–73.

245 S. Islam, N. Bidin, S. Riaz and S. Naseem, J. Ind. Eng.
Chem., 2016, 34, 258–268.

246 V. Bhardwaj, A. K. Pathak and V. K. Singh, J. Biomed. Opt.,
2017, 22, 057001.

247 G. Rosace, E. Guido, C. Colleoni, M. Brucale,
E. Piperopoulos, C. Milone and M. R. Plutino, Sens. Actuators,
B, 2017, 241, 85–95.

248 S. Islam, H. Bakhtiar, N. Bidin, S. Riaz and S. Naseem,
J. Sol-Gel Sci. Technol., 2018, 86, 42–50.

249 A. K. Pathak, T. Khanikar and V. K. Singh, 2018 3rd
International Conference on Microwave and Photonics
(ICMAP), 2018, pp. 1–2.

250 C. P. Atkins, J. D. Scantlebury, P. J. Nedwell and S. P.
Blatch, Cem. Concr. Res., 1996, 26, 319–324.

251 T. Cheewaket, C. Jaturapitakkul and W. Chalee, Constr.
Build. Mater., 2012, 37, 693–698.

252 D. Boubitsas and L. Tang, Mater. Struct., 2014, 48,
2641–2658.

253 F. Pargar, D. A. Koleva and K. Van Breugel, Sensors, 2017,
17, 2482.

254 A. James, E. Bazarchi, A. A. Chiniforush, P. Panjebashi
Aghdam, M. R. Hosseini, A. Akbarnezhad, I. Martek and
F. Ghodoosi, Constr. Build. Mater., 2019, 224, 1026–1039.

255 J. Chen, X. Ma, H. Wang, P. Xie and W. Huang, Constr.
Build. Mater., 2018, 161, 598–605.

256 X. Lu, Cem. Concr. Res., 1997, 27, 293–302.
257 G. K. Glass, Y. Wang and N. R. Buenfeld, Cem. Concr. Res.,

1996, 26, 1443–1449.
258 Y. Takeshita, T. R. Martz, K. S. Johnson and A. G. Dickson,

Anal. Chem., 2014, 86, 11189–11195.
259 A. O. S. Solgaard, M. Geiker, C. Edvardsen and A. Küter,
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