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The creation of single photon sources on a chip is a mid-term milestone on the road to chip-scale quantum
computing. An in-depth understanding of the extended multipole decomposition of non-isolated sources
of electromagnetic radiation is not only relevant for a microscopic description of fundamental phenomena,
such as light propagation in a medium, but also for emerging applications such as single-photon sources.
To design single photon emitters on a chip, we consider a ridge dielectric waveguide perturbed with
a cylindrical inclusion. For this, we expanded classical multipole decomposition that allows simplifying
and interpreting complex optical interactions in an intuitive manner to make it suitable for analyzing
light-matter interactions with non-isolated objects that are parts of a larger network, e.g. individual
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1 Introduction

Splitting complex systems, such as integrated circuits, into
small, simple, but heavily interlinked parts, i.e. modularization,
has over the last century enabled teams of engineers and
scientists to pull their strengths together and tackle tasks of
ever-increasing complexity." This type of collaborative work
requires mathematical and numerical tools that would allow
a researcher to develop and analyze non-isolated systems, in
order to link them together. Nanophotonics is expected to be
the key-enabling technology of this century, with application in
biological sensing, DNA sequencing, high-speed information
processing, quantum metrology, etc.*** Yet, as it stands now,
modularization in nanophotonics is difficult to achieve. The
main method for understanding interactions of light with
nanoscale objects, multipole decomposition,” is currently
geared toward isolated systems, that is, isolated specks of
matter suspended in a vacuum.'*** Here, for the first time, we
introduce systematic modifications to conventional multipole
decomposition, which would enable analysis of isolated as well

as non-isolated nanophotonic systems within a single
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used to design single photon sources on a chip.

framework. Our work paves the way for transition of nano-
photonics from academia to industry.

Electromagnetic multipole expansion'*'*>° is a powerful tool
for analyzing both the electric and magnetic fields created by
spatially localized charges and currents.””***** Electric multi-
poles are obtained by decomposing charge density, while
magnetic (and toroidal) multipoles are obtained by decomposing
currents.”® However, charge and current densities only remain
independent in the static limit. In the electrodynamic case,
charge and current densities become linked through charge
conservation. Hence it becomes inconvenient to separate them
for the purpose of multipole decomposition. In principle, this can
be achieved by re-expressing electric multipoles in terms of
current density (J).*** However, naive application of the widely
cited formula can lead to errors in the case of non-isolated
components of a device that has current flowing through it, i.e.
the current density projection onto the surface normal (n) is non-
zero (n-J # 0). A typical example of a popular photonic system
where such an effect arises is an optical waveguide.

When a disturbance of any shape is illuminated by the
guided mode***3! in a waveguide core (or by the evanescent
field), the currents are no longer enclosed within the physical
volume of this inclusion and, therefore, multipole decomposi-
tion needs to be modified. To date, this modification has not
been addressed. Although multipole excitations have been
studied extensively in isolated systems, such as all-dielectric
nanoparticles,** metasurfaces,* molecules,* and even discrete
waveguides made of high-index dielectric nanoparticles,* the
excitation of multipoles in non-isolated systems, such as
continuous waveguides, is still a puzzling question.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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The contribution of the dipole moment (the first term after
the monopole in the multipole series) to scattering was exten-
sively studied with waveguides in relation to the Raman scat-
tering effect.>*® However, in these studies, the dipole moment
was considered as a physical entity, rather than part of
a multipole series. In addition, the contribution of higher-order
multipole moments to scattering has not been explored with
waveguide systems. Higher-order multipoles in dielectric
particles are resonantly excited when the particle size increases
with respect to the illumination wavelength. The far-field radi-
ation patterns of single particles caused by high-order multi-
poles are different from those created by dipoles. Due to such
resonant excitations — explained by the radiation patterns and,
in other cases, the interplay between resonances of different
orders - we can predict interesting properties of considered
nanostructures, and these nanostructures can be utilized for
a variety of applications, including nano-antennas,***
sensors,”>** solar-cell technology,” and multi-functional
metamaterials.**

As was stressed above, the established classical multipole
decomposition is not suited for electrodynamic systems where
current density leaks through the boundaries (Fig. 1). There-
fore, here we propose a new approach, which includes all the
modifications to account for such surface effects.

The paper is organized in the following way: Section 2 describes
the theory we developed. Proof-of-concept numerical results are
presented in Subsection 2.2.2. In Section 3, we propose an example
of realization of the developed approach and show the evolution of
multipole moments when the inclusion diameter varies. We
conclude the research in Section 4.

2 Multipole decomposition: analytical
description
2.1 The amendments for open sources

An open source is a source whose parameters cannot be deter-
mined separately from the ambient state. The approach dis-
cussed below provides the possibility of significant reduction of

Detector

Fig.1 Particle of an arbitrary shape with volume V placed at the origin
O. The particle represents the source of electromagnetic fields with
charge density p and current density J. The observation point is shown
as a detector at a distance R from the origin O; dV is the volume
increment.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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the region that needs to be analysed. In this section, we
consider an open system for which we propose amendments to
classical multipole decomposition. For the general problem of
rigorous multipole decomposition of an arbitrary portion of
a given current density (or polarization), we present final rela-
tions while the detailed derivations are given in the ESI.{ For the
fields and the total intensity we obtain
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Different terms depend differently on the optical contrast of
the medium e¢. The notations in these equations refer to the
following:

n is the unit vector in direction to an observation point, d; is
the electric dipole moment, m; is the magnetic dipole moment,
Qy is the electric quadrupole moment, O is the electric octu-
pole moment, M;; is the magnetic quadrupole moment, U; is i
component of an amendment vector obtained as the surface
integral (see the ESIT) / Ui is the component of an amendment of
the second order, U, ik 1S the component of an amendment of the
third order.

Also, v is the light speed in the medium, % is the propagation
coefficient in the medium and the overdot is the partial deriv-
ative over the retarded time.

Nanoscale Adv, 2021, 3, 190-197 | 191


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d0na00580k

Open Access Article. Published on 08 October 2020. Downloaded on 12/8/2025 9:47:11 AM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

Nanoscale Advances

We note that the model described above presents a modified
implementation of the Babinet principle.*® Therefore, as was
stated above, this allows for a reduction of the treated region.
The modifications to the formulas are required because of the
purely defined boundaries. This becomes obvious when
considering an effective source, as in our example below. The
above suggested approach provides an elegant solution also for
numerical implementation. However, for more conventional
numerical implementation we suggest the domain merging
approach.

2.2 Domain merging approach

The main idea behind domain merging is to represent addi-
tional materials by introducing equivalent current distributions
into the original ambient medium.

The previous section focused on a very general problem of
rigorous multipole decomposition of an arbitrary portion of
a given current density (or polarization). In this section, we offer
a simplified approach suited for simple geometries with few
hard-to-handle inclusions. Here, we consider the reflection/
transmission at the interface of two dielectric half-spaces
where one of the two half-spaces has a small inclusion. The
geometry is illustrated in Fig. 2.

The interface between the two half-spaces is in the xy-plane
and is located at z = 0. The inclusion is a small hole in the z <
0 half-space. Without the hole, the problem would be solvable
analytically using Fresnel equations. The presence of the hole
will, in most cases, require numerical solvers.

Unfortunately, numerical solvers, whilst great at churning
out solutions, often provide little insight into the problem at
hand. We will now show how one can recover some of the
intuitive simplicity offered by the multipole decomposition
approach even in the case of such non-isolated problems as in
Fig. 2. One starts by considering the solutions to Maxwell's
equations in the three domains: the z > 0 half-space with
refractive index n; (domain #1), the z < 0 half-space with
refractive index n, (domain #2), and the hole with refractive
index n(r) (domain #3). As the notation suggests, we do not limit

N>

Domain #1
n1

Hole
domain #3

Domain #2
r12

Fig. 2 Illustration of the domain merging approach. Two dielectric
half-spaces with refractive indices n;,, respectively. The interface
between the two domains lies in the z = 0 plane. There is a single
inclusion in the z < 0 half-space labeled ‘hole’. This is a third domain
with an arbitrary index of refraction.

192 | Nanoscale Adv., 2021, 3, 190-197
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the refractive index of the hole in any way, allowing it to depend
on the position.

Assuming that the magnetic response of all the domains is
trivial, the electric field in all three domains is given by the
solution of the Helmholtz equation. Here we will use complex-
harmonic fields with convention exp(—iwt), where ¢ is the time
and w is the angular frequency. The three Helmholtz equations
are:

(V2 + ko’m)E; =0 (4)
(V2 + ko*n)E; = 0 (5)
[V? + ko*n(r)’]E; = 0 (6)

where k, is the free-space wavenumber. Our aim is now to merge
domain #3 into domain #2, by converting eqn (6) into eqn (5).
This is performed by moving all the unwanted parts of eqn (6)
onto the right-hand side and treating it as a source:

[V? + ko’n(r)’]E; = 0 7)
(V> + ko’ny")Es = ko’[ns” — n(r)’]E; (8)
(Vz + k02n22)E3 = —iu),l,LoJ (9)

Above we have defined the current density:

J = —iweg[n(r)* — n*JE (10)

This definition can be extended over domain #2 as well as #3,
since the current density identically disappears in the former.
One can thus reduce the number of domains to just domain #1
and the extended second domain #2':

(V2 + ke*mDE, = 0 (11)

(V2 + ko*n:)Ey = —iwpgd (12)

One can go further still and show that solution in the
domain #2’ is given by:

iw exp (ikomalr — '
E, = EJo" + “OJ gy SPlkoralr = ) e ) JI)  (13)
4t )4 [r—r|
#
where Eflom is the homogeneous solution

([V? + ko’n,2]EHO™ = 0). At this point it is convenient to return
to arbitrary time-dependence by applying the inverse Fourier
transform. The field in the extended domain #2’ is then given
by:

n
J(r - ?2|r — r/|)

e —r'|

E,(r, 1) = B2 (r, ) — i‘—i %Ld%’

(14)

One can now apply the multipole decomposition developed
in the ESL.T In particular the starting point is nearly identical to
eqn (S2).T Repeating the same steps, and using the same
approximations, one achieves the equivalent of eqn (528):1

© 2021 The Author(s). Published by the Royal Society of Chemistry
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where Q is the electric quadrupole, O is the electric octupole
moments and index 2’ designates the union of domains #2 and
#3.

The only notable difference between this and the previous
sections is the absence of the surface integrals (U etc.) since the
‘current density’ here was explicitly constructed so that it
vanishes outside domain #3. The application of the domain
merge method of multipole analysis is given in the next
subsection for the case of light propagating through the planar
waveguide with a cylindrical air-filled inclusion.

2.2.1 Domain merging approach applied to the scatterer or
an inclusion in a planar waveguide. As an example, we consider
the perturbed waveguide depicted in Fig. 3. Light is guided
through a ridge dielectric waveguide made of a silicon-nitride
(Si3N,) core (width of 1 pm, height of t,, = 0.8 um) placed on
a silica substrate. We consider a telecommunication wavelength
of 1o = 1.55 um, and refractive indices for silica and silicon-
nitride as ng,, = 1.444 and nye = 1.997, respectively. The
fundamental mode cross-section of the un-perturbed waveguide
is shown in Fig. 3 for which the effective refractive index is n.g =
1.74. Next, we study the perturbed waveguide. The perturbed
waveguide is created by inserting the air-filled cylinder cavity
through the waveguide core. It is important to study the inclu-
sions of cylindrical shape since those shapes can be easily
fabricated using focused ion beam (FIB) milling methods. By
shaping the inclusion to different geometries, the multipoles
will be affected as reported in ref. 18. The diameter of the
cylinder is 100 nm, oriented perpendicular to the silica
substrate. This cavity is illuminated by the mode of the un-
perturbed waveguide.

To describe the scattering due to the perturbation into the
free-space, the domain in the simulation needs to be truncated
to reduce the computational complexity. This is performed by
introducing layers of gradually increasing loss around the

Cylindrical
hole

Fig. 3 lllustration of the waveguide with cylindrical transverse cavity
through the guiding layer. The width of the waveguide is 1 um and the
height is t,,g = 0.8 um. The cross-section of the guided mode is shown
in the input facet of the waveguide.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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waveguide or by using PML boundary conditions. While this
strategy allows us to simulate the propagation of light in the
waveguide of finite size without un-physical reflections from the
boundary, it also prevents one from knowing the far-field
radiation due to cylindrical perturbation. Here, we show that
the domain merging approach can be applied to determine the
multipole representation of the perturbation.

We convert the field inside the cylinder into current density,
J, as described by eqn (10). The multipole equivalents of the
excitation due to hole perturbation can then be computed using
eqn (S31)7 for the electric dipole (see the ESIt):

—0.3040 — 1.6916i
-0.0014 4 0.0014i
—0.0000 + 0.00217

d/E, = x 107" [C m® V7] (16)

where E, is the amplitude of the light coupled into the wave-
guide, using eqn (S19)+ for the magnetic dipole (see the ESIT):
—0.2091 — 0.1300;

—0.4077 — 3.4964i
—6.3495 + 3.4669i

m/E, = x 107°[A m* V'] (17)

and using eqn (S32)7 for the electric quadrupole (see the ESI}):

Q/Ey =
0.0012 + 0.0003i
0.5468 + 1.0752i
0.6612 — 0.0708i

x10%[C m* V']

0.5468 + 1.0752i
0.0888 + 0.0482i
0.0201 — 0.0334i

0.6612 — 0.0708i
0.0201 — 0.0334:
—0.0016 — 0.0001;

(18)

Using eqn (S68) from the ESI,{ we calculate the power
emitted by the electric dipole, magnetic dipole and electric
quadruople for comparison. Emitted powers due to the electric
dipole (1), magnetic dipole (I,,), and electrlc quadrupole (Ig) are
normalized to the incident power I, = 3¢'* [W] and given by:

I—d:3.0>< 1076

: (19)
%:293><109 (20)
o _g47x10° (21)

in

We note that the radiation from a small cavity in the wave-
guide can be described mostly as an electric dipole (embedded
in the waveguide), with a small contribution from the magnetic
dipole and electric quadrupole.

The described technique is useful when analyzing the illu-
mination properties of different specific structures. As an
example, we consider the emission (leakage) from a waveguide
through a narrow cylindrical hole in it.

2.2.2 Numerical proof-of-concept results. To prove our
approach numerically, we built a numerical model utilizing the
finite element method (FEM) of COMSOL Multiphysics 5.4. The
guided mode was numerically calculated for a silicon nitride
waveguide of rectangular cross-section, on a silica substrate,

Nanoscale Adv., 2021, 3,190-197 | 193
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Fig. 4 Normalized angular diagram in the xy plane. The electric
quadrupole (eQuad) and magnetic dipole (mDip) are multiplied by
5000 for comparison.

surrounded by air (using wave optics module). To induce scat-
tering, an inclusion of cylindrical shape was removed from the
waveguide core at the center of the waveguide. This resulted in
scattering of light from the inclusion. The waveguide with the
inclusion was embedded into a larger box with no excitation at
any facets (and gradually increasing loss in the vicinity of all
facets). The excitation in the cylinder, that matched either
electric dipole or higher multipole terms, as well as their
combinations was successively prescribed inside the cylinder
embedded into the waveguide which led to scattering. The
electric dipole and higher multipole equivalents of the cylinder
have been calculated as outlined in the paper - in essence, this

0.4 N Al S o8
Y XL \mDu%}SQOO

180

Normalized Poynting vector
o
o
1

270

Fig. 5 Normalized angular diagram in the yz plane. The electric
quadrupole (eQuad) and magnetic dipole (mDip) are multiplied by
5000 for comparison.
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involved integrating the electric field inside the cylinder. We
consider the single mode silicon nitride waveguide shown in
Fig. 3 with a cylindrical inclusion with a diameter of D = /10
and illuminated by transverse electric (TE) polarized light at
a wavelength A = 1550 nm.

Fig. 4 shows the calculated normalized to the maximum,
angular diagrams of electric dipole (eDip), electric quadrupole
(eQuad) and magnetic dipole (mDip) moments generated from
the inclusion in the xy plane. Fig. 5 shows the analogous
characteristics in the yz plane.

By analyzing the results presented in Fig. 4 and 5, we notice
that the electric dipole moment is absolutely dominant in the
field emitted from the hole.

3 Hollow transverse cavity in the
waveguide as a single photon source

An in-depth understanding of the extended multipole decom-
position of non-isolated sources of electromagnetic radiation is
not only relevant for a microscopic description of fundamental
phenomena, such as light propagation in a medium, but also
for emerging applications such as atom-chip systems,*® for
instance, the atomic clocks on a chip*” or sources of single
photon emitters on a chip in all-dielectric systems. As compared
to current on-chip single photon sources,*® controlling the
shape and material of the inclusion made in the waveguide
core, is a completely new elegant approach. To implement
single photon emitters on a chip, we consider the ridge
dielectric waveguide analyzed in Section 2 perturbed with the
cylindrical inclusion (Fig. 3).

The cavity shown in Fig. 3 can be converted into a cylindrical
distributed source, using the domain merging approach as
described in Section 2. Generally speaking, our multipole
decomposition for non-isolated sources of electromagnetic
radiation is very useful for calculating the fields emitted outside
the cavity beyond the waveguide boundaries. However, the
parameters of the cavity can be tuned in such a way that the
cavity-waveguide system will operate in a single photon emis-
sion regime. Having said that, here we do not deal with
a quantum source involving an N-level system but rather, we
consider a free photon gas. Our evaluation provides the esti-
mation of leaked (emitted) energy and correspondingly the
mean probability of it. Such an approach allows for the math-
ematical description of single photon emitters and, therefore,
enables the design of on-chip sources in the mean probability
sense. For this, we analyze the field inside the cavity in cylin-
drical coordinates (r, ¢, y), where y is the axis of the cavity.
Considering a cavity with D < A, the field inside the cavity is
uniform in the cross-section (r, ¢), and depends only on y. The
diameter of the cavity is small compared to both (1) the wave-
length in the waveguide D < Ay, and (2) the waveguide width.
Therefore, we assume that the guided mode E,0q¢ at the center
of the waveguide is independent of z and x coordinates in
a narrow area around the cavity. Thus, considering a transverse
electric (TE) mode in the waveguide, the field inside the
considered small cavity can be described as Ei,s = XE,(2).

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 Angular diagrams for D = A/(5, 10, 20, 100) (different diameters from each column as labeled above the columns) for fundamental TE.
Some of the fields at the xy plane in the polar graph are multiplied by 10 for comparison. The blue curve shows the angular diagram in the yz plane
and the red curve shows the angular diagram in the xy plane, respectively. The 15 row shows the electric dipole (eDip), the 2™ row shows the
magnetic dipole (mDip), and the 3" row shows the electric quadrupole (eQuad) — as labeled in the y-axis of (a—i).

However, the emission process, in this case, has to be treated as
spontaneous emission,* i.e., as leakage of the photon gas from
a volume. Analyzing such a system requires its quantization.
The example of using quantization is given in ref. 50 containing
N-level sources (such as a quantum dot) which is unnecessary
here. Rather, we consider a box with a free photon gas, illumi-
nated by the waveguide modes. Thus, we do not involve the
quantum description, but only estimate the mean value of the
photon number in a unit time interval. When discussing
quantum sources, the statistical characteristics are in scope. In
the literature, we find many papers underlying the non-
Markovian statistics of photons illuminated by quantum
dots.>* However, considering our free photon gas system, we
assume that the photons obey just Markovian statistics since
any emission does not depend on previous emission events.**
To demonstrate the anti-bunching feature,* we calculate the
angular diagrams shown in Fig. 4 and 5 which predict that the
probability of emitting two photons during the same time
intervals is negligible. A similar direction would be reduced by
a factor of 0.5. A higher reduction of the bunching probability
can be obtained with beam splitters.

The field inside such a narrow cavity can be taken approxi-
mately as Eins ~ Emode, S€€ €.2.°** Thus the energy inside (W)
can be estimated as W = Emoqe tweD” and without actual

© 2021 The Author(s). Published by the Royal Society of Chemistry

quantization, we can evaluate this energy using the photon
number Npp,.

he

EmodezlwgD2 = Nph 77

(22)
where % is Planck’s constant.

It is important to estimate the probability of the photon
emission through the open aperture of the cylindrical cavity
during a period of 1 second. This probability is proportional to
the ratio

D/4

K= ——_
Tty +D/A

(23)
which is the ratio of the square of the open aperture (tD?*/4) to
the sum of the square of the side surface (mt,,D) and the square
of the bottom aperture (mD?/4). The ratio in eqn (23) is
enhanced by the reflection from the side and bottom surfaces of
the cylindrical cavity. Therefore, the relation obtained can be
corrected approximately as

D/4
lwg/nwg + D/(4nsub) ’

Kcorl = (24)

In addition, the k, and k, components of vector k have to be
considered. In the case where k,/k, is small, it will reduce the

Nanoscale Adv., 2021, 3,190-197 | 195
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evaluated probability which can be estimated by the number of
emitted photons Ny, . Inside the cavity, however, we have to take
Heisenberg's principle into account which predicts the uncertainty
of the momentum and the energy of the emitted photon Ny, s as
well as diffraction and the broadening of the spectrum. In the
present evaluation, we omit k,/k, and Heisenberg's principle remain
with

D
~ 2 2
N;h,s = Lmode thAD ntKg %, (25]
or
N = 102E 0 AD?
phs = 5 mode” fwgltwg : (26)

Thus, providing EmodeD+/MwgDA—>1078[V. W], we expect that
this structure would emit 1 photon per 1 nanosecond, i.e., acting as
a single-photon emitter. Since the location of the emitter is
distributed in the cylindrical cavity along y, our multipole
decomposition of non-isolated sources of electromagnetic radia-
tion is extremely useful for the analysis of the probability of photon
emission in a specific direction for a broad range of applications.

The energy and the angular properties of the field emitted
from the inclusion depends on the size of the inclusion. To
explore this, we compare the angular diagrams of the emitted
field while varying the diameter of the inclusion D from /5, 4/
10, and /20 to 4/100, illuminated using A = 1.55 pm. Fig. 6
shows the angular diagrams of multipole emitted power from
the inclusion (cylindrical cavities) with diameters of D = A/(5,
10, 20, 100). The blue curve shows the angular diagram in the yz
plane, and the red curve shows the angular diagram in the xy
plane, correspondingly. The 1% row corresponds to the electric
dipole (eDip), the 2™ row corresponds to the magnetic dipole
(mDip), and the 3™ row corresponds to the electric quadrupole
(eQuad) - as labeled in the left corner of each row. As expected,
with narrowing the hole, the electric dipole predominates. It is
also interesting to indicate the angular dependence of the
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Fig. 7 Calculated magnetic dipole for D = A/(5, 10, 20, 50, 100) pre-
sented in a Cartesian coordinate plot.
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irradiation by the electric dipole. Interestingly, we notice the
appearance of additional diffraction maxima in case the
diameter D becomes small. The asymmetry of diffraction
maxima (for instance for D = 1/10) is determined by k = k,, +
ki m where ky, is the influence of the waveguide and k; p,, is the
influence of the scattered fields from the cylinder. For a rela-
tively large radius, the incident field on the cylinder is generated
from the propagating modes in the waveguides as well as from
the reflections of the scattered fields. As the radius becomes
smaller, the scattered field magnitudes decrease, while the
propagating modes do not experience a change. Therefore, the
scattered field pattern evolves more like the fundamental elec-
tric and magnetic multipoles. This evolution, for instance, for
the magnetic dipole calculated for different hole diameters is
presented in Cartesian coordinates in Fig. 7.

4 Conclusion

To conclude, we present a formalism which allows analyzing the
disturbance, such as a particle or inclusion, placed on, or enclosed
by, a large system for single-photon source applications on a chip.
In this case, currents and charges are not localized within the
boundaries of particles leading to inaccuracy in the utilization of
classical multipole decomposition. To address this challenge, we
amended each multipole term. We note that these amendments
become zero for closed systems. Based on Babinet's principle, we
proposed an intuitively simple domain merging approach. To
prove the proposed concept, we considered a CMOS compatible
single mode silicon nitride ridge waveguide on a silica substrate
with a perturbation of cylindrical shape and illuminated it with
a TE fundamental mode. The multipole analysis showed that the
equivalent source to the whole waveguide system can be repre-
sented by the electric dipole with directivity along the x-axis, while
the contribution of electric quadrupoles and magnetic dipoles is
minor. Changing the geometry of the inclusion will affect the
contribution of multipoles to the directional scattering effect as
was shown in our previous work."® Our formalism enables studies
of the light scattering effect by small perturbations, such as
quantum dots, chemical analytes, nanolasers and others, in large
non-isolated systems, such as waveguides and cavities.
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