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Artificial intelligence (AI) is an emerging technology with great potential, and its robust calculation and

analysis capabilities are unmatched by traditional calculation tools. With the promotion of deep learning

and open-source platforms, the threshold of AI has also become lower. Combining artificial intelligence

with traditional fields to create new fields of high research and application value has become a trend. AI

has been involved in many disciplines, such as medicine, materials, energy, and economics. The develop-

ment of AI requires the support of many kinds of data, and microfluidic systems can often mine object

data on a large scale to support AI. Due to the excellent synergy between the two technologies, excellent

research results have emerged in many fields. In this review, we briefly review AI and microfluidics and

introduce some applications of their combination, mainly in nanomedicine and material synthesis. Finally,

we discuss the development trend of the combination of the two technologies.

1. Introduction

Artificial intelligence (AI) has become a hot topic in recent
years, which can be used to research and develop theories,
methods, technologies, and application systems for simulating
and extending human intelligence. The concept of AI was first
proposed by McCarthy et al.1 in 1956, but it failed to show its
potential due to algorithm limitation and insufficient data in
the early stage. In recent years, with the emergence of a variety
of neural network models represented by Convolutional Neural
Networks (CNN) and a large number of algorithms,2–11 as well
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as the development of open-source frameworks such as
TensorFlow,12 AI has achieved leapfrog development. It has
gained incomparable computing and analytical capabilities of
traditional computing tools and rapidly become an emerging
technology with great potential. In the past few years, the wave
of artificial intelligence has rapidly swept across various indus-
tries, significantly impacting them.13–34

The rapid development of AI has brought new influence in
many fields, and microfluidic technology is one of the benefi-
ciaries. Microfluidics is a system that can process or manip-
ulate a small number of fluids (10−9 to 10−18 L) in a microscale
structure and has found diverse applications.35–37 It can be
traced back to the Miniaturized Total Analysis System (μ-TAS)
proposed by Manz and Harison et al. in the 1990s. Since the
fluid in the microfluidic system is at the micro/nano-level, it
produces completely different behaviors from macro-fluids,
such as high heat transfer efficiency, large laminar flow, and
significant surface effect,38–40 and it can precisely control
nanoliter-scale liquids. Therefore, microfluidics has brought a
new perspective to many traditional disciplines. In nearly 30
years of history, microfluidics has developed by leaps and
bounds, showing great potential in many fields such as
biology, new materials, chemistry, and energy,41–48 and has
become an interdisciplinary discipline involving engineering,
physics, micro-processing, etc. Besides, microfluidic systems
have the advantages of high throughput, high integration,
high sensitivity, low power consumption, and can produce
many data,49–54 including size, shape, structure, composition,
etc. Microfluidic systems often cannot mine and process these
data well.

However, the large amount of complex data generated by
microfluidics is a fertile ground for AI. The core of AI is data
support. The rapid acquisition of valuable information from a
large amount of data mined by microfluidic systems can
provide a good foundation for machine learning and other AI
algorithms. The training process of the AI algorithm model
directly determines its ability to process data.55–58 Moreover,
the AI model trained by the microfluidics can better feedback
the microfluidic system, so that it can better mine data and
lead the microfluidic system towards automation and intelli-
gence. And the artificial intelligence model can be verified and
adjusted. Therefore, these two emerging technologies can be
mutually beneficial, creating new research in many fields
(Table 1).

Artificial intelligence and microfluidics have excellent
synergy.51 Therefore, in this minireview, we provide a brief
overview of how the combination of microfluidic technology
and artificial intelligence can help in other fields and mainly
introduce the applications in nanomedicine and material syn-
thesis. Finally, we discuss the future development trend of the
combination of the two technologies.

2. Applications in nanomedicine

Nanomedicine is an emerging science that uses the technology
and principles of nanoscience to treat, detect, and diagnose
biological systems.59 Many biological mechanisms in the
human body and the pathogenic mechanisms of viruses and
bacteria occur on the nanoscale.60 It uses nanoparticles to
enter the human body to provide imaging feedback to specific
areas, or use high-throughput equipment to quickly detect
blood and other samples in vitro to diagnose diseases, and use
nanoparticles as drug carriers for disease treatment, which
solves many problems that are difficult to be solved by tra-
ditional medical technology.61–63 Besides, empowered by AI,
nanomedicine is increasingly used in cell identification and
classification, disease diagnosis, drug sensitivity testing,
disease treatment, etc.

2.1 Cell detection and recognition

A complete blood count (CBC) is one of the most commonly
used laboratory tests in medicine. It reflects the health of the
human body by counting cells or substances such as red blood
cells, white blood cells, and hemoglobin in the blood. Some
common diseases can be diagnosed by complete blood count,
such as leukemia, inflammation, and scurvy.64–67 The tra-
ditional complete blood count method usually uses a high-
power microscope for manual counting, which is often time-
consuming and labor-intensive, and has a small amount of
processing. Although the flow cytometers based on microflui-
dic technology have high throughput, they are usually large in
size and expensive. Recently, a portable and low-cost techno-
logy for the timely detection of blood cell counts has been
developed. In 2016, Huang et al.68 reported a single-frame
super-resolution processing system for lensless blood cell
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Table 1 Application of artificial intelligence-powered microfluidics

Microfluidic technology AI algorithm Applications Advantages Ref.

Microfluidic chip Deep convolutional neural
network

Intelligent image-activated cell
sorting

High integration and automation 53

Microfluidic cytometer Convolutional neural network
and extreme learning machine

Lensless blood cell counting system High resolution, low cost, and high
throughput

68

A microfluidic chip and
mobile lensless blood cell
image acquisition device

Convolutional neural network An entire mobile lensless
microfluidic blood image acquisition
and analysis system

Equipment miniaturization and high
accuracy

69

3D microfluidic devices Convolutional neural networks
backward Kalman filtering
and multiple hypothesis
tracking

Multicell migration tracking Migration tracking and high accuracy 70

Digital microfluidic (DMF) Convolutional neural network Digital microfluidic Isolation of
Single Cells for -Omics

Unique levels of selectivity, context, and
accountability

71

Microfluidic microscopy Support vector machine Cancer screening Cost-effective and label-free 73
Single-cell microfluidic
method and quantitative
deformability cytometry
(q-DC)

A k-nearest neighbor machine
learning algorithm

Predicting cancer cell invasion Classification of cancer cell types 74

A microfluidic device
consisted of luer-lock inlet
and outlet ports

Random-forest decision trees Risk stratification of cancer patients High accuracy and operability 75

A microfluidic blood–brain
niche (μBBN) chip

Neural network, random
forest, logistic regression, etc.

Identify the possibility of tumor cells
extravasating into the brain
metastatic niche

Precise 76

2D light scattering
microfluidic cytometry

Deep learning Detection of leukemia cells Label-free, high efficiency, and high
automation

77

A microfluidic device with
channels and mazes

Support vector machine Diagnosis of sepsis High accuracy 78

PDMS microfluidic channel Extreme learning machine Microfluidic imaging cytometer Continuous high throughput flowing cell
recognition and counting

79

Optofluidic time-stretch
microscope with
microfluidic device

Support vector machine Detection of cellular drug responses High throughput and label-free 82

Extreme-throughput, label-
free, whole-blood imaging
flow cytometer

A deep convolutional
autoencoder

Ex vivo drug-susceptibility testing of
leukemia

Highly simple, rapid, and cost-effective 83

Microfluidic chip with both
physical stability and
optical transparency

Convolutional neural network Optofluidic time-stretch quantitative
phase imaging

Highly reliable, high-throughput label-free 84

Vitro microfluidic cancer
models

Custom image analytic
algorithms based on machine
learning

Recapitulation of the tumor
microenvironment

Sustain tumor fragments for multiple days,
permit real-time, high-resolution imaging
of the interaction and provide automated
and quantitative assessment of
experimental results

90

16-Channel microfluidic
reactor

Black box optimization Optimization of quantum dot
reaction conditions

Fast and flexible 98

Integrated silicon
microreactor

Black-box algorithms Optimize the yield and the
throughput of a Knoevenagel
condensation reaction

101

Microreactor Artificial neural network Rapid data analysis in combinatorial
nanoparticle syntheses

Extract condition–property relations
rapidly from the combinatorial synthesis
data

102

Tubular micro-reactor Artificial neural network Study the fluid dynamics of VOC
oxidation over the nano-catalyst
under the different operating
conditions

The model can be employed for the
complex simultaneous oxidation of VOCs
in the plug reactor without involving in the
kinetic mechanism.

103

Microreactor Genetic algorithm Autonomously driven materials-
evolution robotic platform

Discover complex nano-constructs using
desired spectroscopic responses

104

Oscillatory microfluidic
platforms

Bayesian optimization Self-driving platform for metal
nanoparticle synthesis

Time- and resource-saving 105

Microfluidic reactors Ensemble neural networks
and Bayesian optimization

Self-driven multistep quantum dot
synthesis

Rapid, autonomous and low cost 107

Microfluidic reactors Artificial neural network Identify relationships between
variables affecting drug
nanoprecipitation

108

Microfluidic devices Artificial neural network Predict PLGA particle sizes produced
by different microfluidic systems
either individually or jointly merged

Rapid and economical 109

Microfluidic high-
throughput experimental

Bayesian optimization with a
deep neural network

Produce silver nanoparticles with the
desired absorbance spectrum

110
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counting based on machine learning (Fig. 1A). They built a min-
iaturized lensless imaging system by integrating a microfluidic
channel on a miniature image sensor. To solve the problem of
low throughput of multi-frame super-resolution processing and
a large amount of storage space, they developed a microfluidic
lensless cell counting system that can achieve high single-cell
image quality without the limitation of throughput through
super-resolution processing based on extreme learning machine
(ELM) and convolutional neural network (CNN). The results
show that the cell resolution of CNNSR had been increased by
four times, the results are in good agreement with the commer-
cial flow cytometer, and single-cell level analysis could be per-
formed. In 2019, Liao et al.69 built a mobile CNN lensless
sensor blood cell collection and analysis system (Fig. 1B). In the
system, a pure integer quantization algorithm is proposed,
which maintains high analysis accuracy while making the
equipment miniaturized. Compared with the traditional float-
ing-point method, the area is reduced by 45% while the calcu-
lation accuracy is only reduced by 0.56%. What’s more, experi-
mental results show that when the frequency is 100 MHz, the
classification speed can reach 17.9 fps. These results show that
the ingenious combination of artificial intelligence and lensless
microfluidic imaging technology can pave the way for the minia-
turization, portability, and real-time detection of complete
blood count instruments.

Identifying different cell types and exploring the relation-
ship between cell genes, compositions, structures and mor-

phologies and cell physiology are important in biomedical
research. In recent years, more and more technologies have
emerged to identify and screen different cells, and conduct
research. In 2018, Nao Nitta et al.53 proposed intelligent
image-activated cell sorting (IACS) technology, which com-
bined high-throughput cell microscopy, cell focusing, and
sorting technology to achieve real-time automated operation of
cell data collection, data processing, decision-making and
driving. The system has high flexibility and high scalability.
When this technology uses a five-layer deep CNN to screen
platelets with high components, the high classification purity
of aggregation can reach 79.5%, and even single platelets and
double platelets can be distinguished. The whole process can
be completed in 32 milliseconds (Fig. 2A). Wang et al.70 pro-
posed an automatic image analysis system to vascular endo-
thelial cells’ migration in a three-dimensional microfluidic
device. The cell detection algorithm based on CNN obtained
by using five-fold cross-validation achieved 87.4% accuracy
and 91.2% recall rate in cell candidate detection, and the
association accuracy reached 86.4% when a multi-hypothesis
Kalman filter was used to correlate detected candidate cells
(Fig. 2B). Regarding single-cell detection, Julian Lamanna
et al.71 have launched a Digital microfluidic Isolation of Single
Cells for -Omics (DISCO) platform, which uses lasers to lyse
cells and collects and analyzes the contents of target cells on
the microfluidic platform, and then uses artificial intelligence-
driven image processing technology to analyze the contents

Fig. 1 (A) Schematic diagram of the lens-free cell counting system and model structure of the extreme learning machine. Reproduced from ref. 68
with permission from Molecular Diversity Preservation International, 2016. (B) Cell division network structure in lensless imaging systems and com-
parison between the microfluidic chip and a coin. Reproduced from ref. 69 with permission from Molecular Diversity Preservation International,
2019.
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(Fig. 2C). To verify the selectivity of the system, a mixture of
human glioblastoma cells and murine melanoma cells trans-
fected with different substances was inoculated and cultured
and analyzed on a microfluidic device. The results showed that
the positioning rate for the correct species was more than 80%
and the positioning rate for the wrong species was less than
8%. These methods can help people better understand the
role of different cells and evaluate the capabilities of different
components of the cell, and master the cell mechanism.

2.2 Diagnosis of disease

Cancer is one of the most life-threatening diseases. According
to statistics, there were 18.1 million new cancer cases and
9.6 million cancer deaths in 2018.72 The mortality rate of
cancer can be reduced through early detection and treatment.
In cancer detection, the cytopathological examination is criti-
cal, and the physical characteristics of cells are usually used as
biomarkers for cancer diagnosis. But most cancer screenings
are time-consuming and expensive. In recent years, many
studies have been devoted to solving these problems. In 2016,
Veerendra Kalyan Jagannadh et al.73 developed a low-cost and
label-free method for microfluidic microscopy to identify
cancer cells (Fig. 3A). This technology is based on principal
component analysis (PCA) for feature extraction, support

vector machine (SVM) for classification, and combined micro-
fluidic microscopy with artificial intelligence. The “malignant
cell surveillance system” suitable for cancer screening has
been demonstrated for the first time, and the observation
accuracy is up to 98.01%. In terms of cancer cell invasion
ability to predict, Kendra D. Nyberg et al.74 used quantitative
deformable cell count (Q-DC) to measure 6 physical pheno-
types (Fig. 3B) at the rate of 100 cells per second, including
elastic modulus, maximum strain, cell fluidity and size, transit
time, and entry time. And using the k-nearest neighbor
machine learning algorithm classified cell lines, the accuracy
of cancer cell line classification is nearly doubled compared
with single parameter analysis (up to 96%). They used a set of
experimental data of human ovarian cancer cells overexpres-
sing tumor suppressor microRNAs to train a multiple linear
regression model to generate a physical phenotype model of
invasion and successfully validated the model with human
cancer cells of breast and ovarian cancer. This allows people to
better predict the invasion of cancer cells through the physical
phenotype of single cells. By stratifying the risk of cancer
patients, appropriate treatment can be given to different
degrees of cancer. In 2018, Michael S. Manak et al.75 reported
a phenotypic biomarker assay for living primary cells. Unlike
conventional formalin fixation histochemical biomarker ana-

Fig. 2 (A) Probability distribution of representative platelet aggregation, white blood cell, and single platelet images obtained by IACS using CNN.
Reproduced from ref. 53 with permission from Cell Press, 2018. (B) Example of cell tracking after one day of migration, where green is the previous
day. Reproduced from ref. 70 with permission from Spie-Soc Photo-Optical Instrumentation Engineers, 2018. (C) The structure of the CNN used by
the DISCO platform for cell localization and segmentation and examples of artificial intelligence processing images. Reproduced from ref. 71 with
permission from Nature Research, 2020.
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lysis, this method can measure previously unavailable pheno-
typic biomarkers for living cells. This technology combines
machine vision analysis and random forest decision trees,
uses a microfluidic device as a cell measurement environment,
and uses dynamic live cell biomarkers to stain prostate cancer
and breast cancer tissue samples. The results are highly sensi-
tive and specific. It divided cancer patients into three levels,
which successfully provided a method for the clinical appli-
cation of risk stratification (Fig. 3C). In 2019, C. Ryan Oliver
et al.76 built a platform to quantitatively analyze the aggressive-
ness of cancer cells (Fig. 3D). They used the microfluidic

blood–brain niche (μBBN) chip to describe the extravasation of
cancer cells, combined with advanced live-cell imaging algor-
ithms and artificial intelligence algorithms such as neural
network, naive Bayes, random forest tree, logistic regression,
knowledge network, and stochastic gradient descent, and suc-
cessfully identified cancer cells with brain metastasis pheno-
types with an accuracy of up to 0.87. It can be seen that the
combination of artificial intelligence and microfluidic techno-
logy provides a new, convenient, and cheap method for cancer
diagnosis and classification, which is of great significance for
humans to fight cancer.

Fig. 3 (A) Label-free cancer cell identification and screening framework. Reproduced from ref. 73 with permission from Springer Heidelberg, 2017.
(B) Comparison of the Q-DC microfluidic device with US penny, schematic diagram of the Q-DC physical phenotype, six physics are obtained
through microfluidic contraction to denature cells, parameters and the confusion matrix of Q-DC’s predictive ability for cell classification.
Reproduced from ref. 74 with permission from Oxford University Press, 2018 (C) Artificial intelligence algorithm integrates biomarkers to score and
predict cells and patients. Reproduced from ref. 75 with permission from Nature Research, 2018. (D) Flow chart for the identification of the potential
of tumor cells to extravasate into the brain metastatic niche. Reproduced from ref. 76 with permission from Royal Society Chemistry, 2019.
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2.3 Drug-susceptibility testing

Drug sensitivity testing can help people accurately and effec-
tively formulate disease treatment strategies and use drugs for
treatment. In the past few years, high-content screening based
on multivariate single-cell imaging has been proven effective
in drug discovery, which can assess drug-induced phenotypic
variation in gene expression, protein localization,80,81 and cyto-
skeletal structure. However, high-content screening requires
fluorescent labels, most of which are analyses of inactivated
cells, which will increase the cost and time-consumption of
the experiment. These disadvantages hinder large-scale ana-
lysis. To overcome these shortcomings, in 2017, Hirofumi
Kobayashi et al.82 proposed a label-free method that only uses
high-throughput brightfield imaging and machine learning
algorithms to evaluate cellular drug responses (Fig. 4A). They
used the anticancer drug paclitaxel as a model drug, and
MCF-7 as the model cell line to induce cell morphological
changes. The cells were collected through an optical flow time
stretching microscope at a high throughput of up to 10 000
cells per second bright-field images and researchers could use
unlabeled cell images and SVM to identify their morphological
changes, the discrimination accuracy rate can reach 92%.
These studies have laid the foundation for unlabeled drug
screening in pharmaceutical science and industry. In 2018,
Hirofumi Kobayashi et al.83 proposed a liquid biopsy method
for leukemia drug sensitivity test in vitro, which overcomes the
disadvantages of poor clinical applicability and time-consum-
ing and labor-consuming techniques in the past methods
(Fig. 4B and C) and uses a high-throughput whole blood
imaging flow cytometer (>1 million cells per second) and a
deep convolution autoencoder for label-free detection. It can
be used to analyze drug-treated whole blood cells within
24 hours. The drug sensitivity of whole blood leukocytes is
obtained based on image recognition. In addition, based on
the dose-dependent morphological changes, they verified
through experiments that the drug sensitivity of the human
chronic myeloid leukemia cell line K562 resistant strain is the
same as the detection result of the traditional method. This
method paves establishing of a drug susceptibility group for
all available anticancer drugs for each patient and can improve
the survival rate of leukemia patients. In 2020, Wu et al.84 pro-
posed a high-throughput (up to 15 000 cells per second), high-
accuracy frequency-shifted optical fluid time-stretch quantitat-
ive phase imaging technology, using this technology to obtain
a large number of images of white blood cells and cancer cells.
And they used more than 30 000 images to train a convolu-
tional neural network (CNN), according to the images to
display the intelligent classification of various types of leuke-
mia cells and white blood cells, with an average accuracy of
96.2% (Fig. 4D). Based on this, they evaluated the efficacy of
anti-cancer drugs on leukemia cells, and through CNN ana-
lysis, the drug-induced differentiation of cells can be identified
in image recognition. This technology can monitor and evalu-
ate the efficacy of drug-treated leukemia cells in a label-free
manner. Through the combination of microfluidics and artifi-

cial intelligence technology, these technologies have success-
fully provided a basis for selecting disease drugs and brought
hope to leukemia patients.

2.4 Treatment of diseases

Cancer treatment is limited by the complexity of the micro-
environment in which tumor cells are located. The regener-
ation of the tumor microenvironment is the key to explore the
tumorigenesis mechanism, targeted therapy, and immu-
notherapy and evaluate chemotherapy.85–88 With the emer-
gence of microfluidic technology, the ability to model the
tumor microenvironment in vitro has been greatly improved,
and the “cancer on a chip” platform has developed rapidly. In
2016, Jose M. Ayuso et al.89 proposed a microfluidic device
that can model and study the tumor microenvironment in
real-time and is easy to use (Fig. 5A and B). The device can
simulate the three-dimensional structure of multicellular
spheroids to generate visible, live tumor chips. It is easy to
observe cells in different areas in the simulated environment
and their response to different drugs in real-time and evaluate
the ability of drugs to penetrate several layers of cells to
improve the effective rate of drug treatment. In 2018, N. Moore
et al.90 combined the microfluidic technology with artificial
intelligence and reported a microfluidic model of an in vitro
immune tumor dynamic environment for tumor biopsy
(Fig. 5C and D). They put live tumor slices (up to 12) in the
model to simulate the interaction of tumor cells and tumor-
infiltrating lymphocytes (TILs) in real-time and dynamically,
and can obtain high-resolution images in real-time. On this
basis, they use the machine learning custom image analysis
algorithm for the quantitative evaluation of experimental
results. They used the system to demonstrate the interaction of
mouse tumor cells with anti-PD-1 immune checkpoint inhibi-
tors and to evaluate the response of human tumor cells to
immune checkpoint inhibitors. These studies show that the
development of in vitro modeling of the tumor microenvi-
ronment provides a powerful platform for in vitro experiments
of cancer and other diseases, allowing researchers to better
develop drugs and treat cancer more effectively.

3. Applications in materials synthesis

Due to their good mechanical and optical properties, nano-
materials have an extensive range of applications and broad
development prospects. Traditional preparation methods have
limited the synthesis of some nanoparticles due to expensive
equipment, low yields, and high requirements for reaction
conditions. And it is difficult to produce nanoparticles with
more complex structures. With the emergence of microfluidic
technology, it has become an excellent synthesis platform for
nanoparticles due to its excellent droplet manipulation ability,
excellent efficient heat transfer and mass transfer rates. It has
been widely used in the synthesis of nanoparticles, such as
composite materials, metal particles, nanofibers, and
quantum dots,91–100 opening a new direction in nanoparticle
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synthesis. However, during the synthesis of nanomaterials,
many parameters need to be controlled, including tempera-
ture, pressure, reagent concentration, flow rate, etc. These

parameters are directly related to the performance of the pre-
pared nanoparticles, and it is challenging to adjust these para-
meters manually, which also limits the development of nano-

Fig. 4 (A) Schematic diagram of the optical flow time stretching microscope and machine learning-assisted image analysis. Reproduced from ref.
82 with permission from Nature Publishing, 2017. (B) Intelligent whole blood imaging flow cytometer drug sensitivity test process and principle
diagram. (C) Comparison of the exported leukocyte susceptibility test images of healthy people and patients with acute lymphoblastic leukemia
from an intelligent whole blood imaging flow cytometer. Reproduced from ref. 83 with permission from Royal Society Chemistry, 2019. (D)
Intelligent evaluation results of leukemia treatment. Reproduced from ref. 84 with permission from Optical Society America, 2020.
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materials. In recent years, with the development of artificial
intelligence technology, people have begun to combine it with
microfluidic technology to synthesize nanomaterials, optimize
and predict the synthesis of nanomaterials, and reduce the
required cost while preparing high-quality nanoparticles.

3.1 Synthetic optimization

The reaction parameters during material synthesis can deter-
mine the performance of the product. Finding the optimal
conditions for material synthesis has always been one of the
key research contents in chemical synthesis. Although micro-
fluidic technology has greatly optimized material synthesis, it
is still challenging to manually adjust a large number of reac-
tion parameters and make them optimal. As early as in 2010,
Jonathan P. McMullen et al.101 began to consider using artifi-
cial intelligence to adjust response conditions and obtain
optimal results. They proposed an automated microfluidic
system for the online optimization of chemical synthesis and
carried out 46 oxidation experiments of benzoic acid using
benzoyl formaldehyde. The simplex method was used for
multi-parameter optimization, and the optimal reaction con-
ditions were successfully determined when the yield of
benzoyl formaldehyde was 80%, which provided a way for opti-
mizing chemical synthesis (Fig. 6A). In 2012, Yuuichi Orimoto
et al.102 trained 1600 different neural networks to construct an
integrated neural network to determine the relationship
between reaction conditions and the properties of produced
nanomaterials, and successfully extracted the basic model of
the conditional-attribute relationship of CdSe nanoparticles.
The key parameters of control synthesis were extracted by data
interpolation and sensitivity analysis of the neural network,
which guided the optimization of the properties of nano-
particles. In 2020, Amin Sokhansanj et al.103 developed an
intelligent hybrid model (Fig. 6B) using computational fluid

dynamics analysis and artificial neural networks to simulate
the simultaneous catalytic oxidation of benzene and toluene.
The result showed that at 350 °C, using nano-supported cobalt
oxide for catalysis, the maximum conversion rates of benzene
and toluene are 89.74% and 82.37%, which are consistent with
the experimental results. This model can not only avoid the
more complicated kinetic mechanism in the reaction process,
solve the reaction rate more accurately, but also can explore
the influence of reaction conditions on the catalytic oxidation
reaction. This work provides a useful tool for studying the
hydrodynamics of VOC oxidation on the nano-catalyst under
different operating conditions. In the same year, Daniel Salley
et al.104 proposed an autonomously driven material evolution
robot platform (Fig. 6C). They used genetic algorithms to syn-
thesize designated nanoparticles. After analyzing the syn-
thesized nanoparticles, they optimized the synthesis again.
This method can not only synthesize known structures can
also be used to discover more complex nanostructures.
Experiments have proved that the system can produce spheri-
cal nanoparticles and rod-shaped particles. Finally, octahedral
nanoparticles are synthesized by optimizing rod-shaped par-
ticles as seeds. In 2021, Tao et al.105 reported a platform for
the automatic synthesis of nanoparticles.

They combined the oscillating microfluidic platform with
machine learning for the first time and used the oscillating
microfluidic platform to synthesize nanoparticles of different
dimensions. They used Bayesian optimization to analyze the
nanoparticles and only a few experiments were performed to
obtain the optimal nanoparticle synthesis formula.
Furthermore, the relationship between the reaction conditions
and the properties of the nanoparticles was also obtained
through the ML analysis. It provides support for the automatic
synthesis technology of nanoparticles. These studies provide a
more convenient method for optimizing the conditions of
materials synthesis, which can greatly reduce costs and
increase the yield of target products. Furthermore, it can
provide a theory for people to discover new structures.

In recent years, quantum dots have attracted attention
due to their unique optical and electrical properties, and are
very popular in fields such as solar cells, displays, and cell
imaging. However, the synthesis of quantum dots involves a
series of processes such as the nucleation and growth of crys-
tals, which have a complex reaction mechanism. This leads
to a large dispersion of the performance of the produced
quantum dots, which limits their application to a certain
extent. Recently, more and more scientists have researched
this. In 2019, Oleksandr Voznyy et al.106 optimized the syn-
thesis of monodisperse PbS nanoparticles (Fig. 7A), using
Bayesian optimization implemented by neural networks to
establish a continuous numerical model of the reaction para-
meter space, and using its optimized synthesis parameter
results to synthesize PbS nanoparticles, whose half-width at
half-maximum are 55 meV and 24 meV at 950 nm and
1500 nm (the best values previously announced are 75 and
26 meV). In 2020, Wang et al.98 used feedback control for the
first time to synthesize high-throughput nanomaterials in a

Fig. 5 (A) The principle of “tumor slice” in vivo, in which the red area
simulates the area of tumor necrosis. (B) Cells in the microdevice are
observed under the microscope (stained). Reproduced from ref. 89 with
permission from Nature Publishing Group, 2016. (C) Image analytic
mapping of the tumor using automated segmentation technology. (D)
Recognition map of the tumor infiltration process. Reproduced from ref.
90 with permission from Royal Society Chemistry, 2018.
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continuous flow parallel reactor. They developed a
16-channel microfluidic reactor to produce light-emitting
quantum dots, which solved the problem of low throughput
required for industrial production. The reactor is based on
the real-time monitoring of the photoluminescence character-
istics of quantum dots and uses a black-box algorithm for
feedback control to self-optimize product quality. It is used
to produce CsPbBr3 quantum dots with a yield of 1L h−1.
With the help of artificial intelligence, these studies have a
more thorough understanding of the nucleation and growth
mechanism of quantum dots, and can better control and
optimize reaction conditions to obtain high-quality quantum
dots quickly and in large quantities (Fig. 7B). In 2021, to
find the optimal synthesis formula for inorganic lead halide
perovskite quantum dots, Kameel Abdel-Latif et al.107 devel-
oped an autonomous microfluidic synthesis strategy using
integrated neural networks and Bayesian optimization. The
process for determining the optimal synthesis route to the
continuous manufacturing of ideal quantum dots is realized,
and the tedious steps in the middle are omitted, saving a lot
of time.

3.2 Synthetic prediction

It is essential to accurately predict the properties of synthetic
materials. During the synthesis of materials, the performance
of the products may vary greatly due to the different reaction
conditions. However, in microfluidic synthesis, there are many

Fig. 6 (A) Operation flow chart of the automated microfluidic system and the best reaction conditions for maximum benzaldehyde yield obtained
by the simplex method. Reproduced from ref. 101 with permission from American Chemistry Society, 2010. (B) CFD-ANN hybrid modeling architec-
ture for studying the simultaneous catalytic oxidation of benzene and toluene in the air on nano-catalysts. Reproduced from ref. 103 with permission
from Elsevier, 2020. (C) Intelligent evolution of gold nanoparticles. Reproduced from ref. 104 with permission from Nature Publishing Group, 2020.

Fig. 7 (A) The effects of oleylamine and chloride on PbS synthesis pre-
dicted by the machine learning model are the same as experimental
results. Reproduced from ref. 106 with permission from American
Chemical Society, 2019. (B) Self-optimization and anti-interference per-
formance of microfluidic reactor for nanoparticle synthesis. Reproduced
from ref. 98 with permission from Royal Society Chemistry, 2020.
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reaction conditions involved, and a small change may lead to a
large change in the properties of the product. Therefore, a lot
of research is devoted to this. In 2009, Hany S. M. Ali et al.108

trained a neural network using 53 samples prepared under
different processing conditions and created a model to identify
the relationship between variables that affect drug precipi-
tation. They used this model to input the reaction conditions
such as the angle and inner diameter of the microreactor
during prednisolone nanoprecipitation, and successfully pre-
dicted the resulting particle size, which was consistent with
the experimental data (Fig. 8A). In 2020, Safa A. Damiati
et al.109 developed an artificial neural network prediction
model for droplet and particle size generated by three different
microfluidic systems to control the size uniformity of syn-
thesized PLGA particles (Fig. 8B), which can predict the size of
PLGA particles and quickly and effectively produce PLGA par-
ticles with adjustable size. To synthesize nanomaterials with
specific properties, Flore Mekki-Berrada et al.110 proposed a
two-step framework for a machine learning-driven high-
throughput microfluidic platform in 2020 (Fig. 8C). They com-
bined Bayesian optimization of the Gaussian process with a
deep neural network. After sufficient data training, it can be
used to predict the reaction synthesis of accessible color pal-
ettes and successfully optimize the synthesis of nanomaterials.

In 2020, Jonathan A. Fine et al.111 trained a neural network to
use a combination of Fourier transform infrared and mass
spectroscopy data to predict the functional groups of mole-
cules. After experimental verification, the neural network
model can predict and recognize compound mixtures contain-
ing different functional groups (Fig. 8D). Artificial intelligence
not only helps to understand the relationship between reaction
conditions and product properties but also provides a basis for
optimizing the properties of target products and quickly
synthesizing materials with specific properties in large
quantities.

4. Summary and outlook

With the development of AI, more and more microfluidics
scholars have begun to devote themselves to the study of AI,
aiming to create new ideas for their research fields. The advan-
tages of the two technologies complement each other as if they
are a natural pair. Although microfluidic systems have advan-
tages of small scale and high throughput, they often produce a
large amount of complex data which are difficult to be pro-
cessed manually, while artificial intelligence technology is
efficient and has powerful computing and analysis capabili-

Fig. 8 (A) The predicted particle size obtained by the artificial neural network is almost the same as the observed size. Reproduced from ref. 108
with permission from Elsevier, 2009. (B) The schematic diagram of the artificial neural network is used to predict the size of PLGA particles.
Reproduced from ref. 109 with permission from Nature Research, 2020. (C) The two-step algorithm framework of the high-throughput microfluidic
platform. Reproduced from ref. 110 with permission from Nature Research, 2021. (D) Algorithm schematic diagram and prediction examples for
functional group prediction classification. Reproduced from ref. 111 with permission from Royal Society of Chemistry, 2020.
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ties, but needs a large amount of data to train the model.
Their characteristics determine that they will inevitably be
combined to bring a new and rapidly developing direction to
nanomedicine and material synthesis. In the field of nano-
medicine, these two technologies are helping medical workers
gain a deeper understanding of human cells and their disease-
causing mechanisms. It has made some traditional detection
instruments intelligent and miniaturized112 and has made
great contributions to disease diagnosis, drug development,
and disease treatment.113–117,121,122 In materials synthesis,
microfluidic technology has become an excellent material syn-
thesis platform with the characteristics of high throughput,
efficient mass transfer, excellent heat transfer rate, and precise
liquid manipulation. With the addition of artificial intelli-
gence, we have a deeper understanding of the reaction
process, successfully optimized and predicted the synthesis
results, and obtained products with better performance and
higher yield.114,118–120

However, reviewing existing research, it is not difficult to
find that there are still shortcomings. First of all, most of the
artificial intelligence currently used is supervised learning,
which requires manual use of a large amount of data to train
the model, which will consume a lot of time and labor and it
may be more convenient to use unsupervised learning.
Secondly, the general applicability of existing research is poor.
In the application of disease diagnosis, most of them are for
the identification and sorting of cancer cells, while less atten-
tion is paid to other diseases.

In the future, common diseases that are difficult to cure,
such as AIDS, diabetes, and COVID-19, can be studied. In the
field of materials synthesis, most of the current programs are
only for the synthesis of a certain material, and a public
program has yet to be developed. In short, as emerging techno-
logies, artificial intelligence and microfluidics have achieved
satisfactory results, and as we further study them, they will
definitely collide with more intense novel ideas.
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