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Hydrate slurry decomposition in flow systems is a significant subject that involves flow assurance and
development of marine natural gas hydrates. Firstly, the decomposition mechanism of hydrate slurry is
studied in this work, and it is proposed that desorption of the gas from the surface of the decomposed
hydrate particles might be the main reason for the coalescence of particles and water droplets during
the hydrate slurry decomposition. Secondly, a hydrate slurry decomposition kinetic model
comprehensively considering the influencing factors (i.e., the intrinsic kinetics, heat and mass transfer) is
proposed in this work, based on the classic intrinsic kinetic model and the hydrate slurry dissociation
experiments conducted in a flow loop system. The fugacity difference is used as the driving force for the
hydrate decomposition, and the influence of particle coalescence, and heat and mass transfer is also
considered. The effect of the heat and mass transfer is coupled with the apparent decomposition
reaction rate constant. Meanwhile, the time-dependent interfacial parameters would significantly impact
on the hydrate dissociation rate, which are considered to enhance the predictive precision of the
decomposition kinetic model. Further, the integrated decomposition kinetics model proposed in this
paper could well describe the trends of the amount of released gas and the dissociation rate of the

Received 24th September 2020
Accepted 13th January 2021

DOI: 10.1039/d0ra08184a experimental flow systems. Through combining the experimental results of the hydrate slurry

Open Access Article. Published on 19 January 2021. Downloaded on 11/21/2025 9:50:15 PM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

rsc.li/rsc-advances

1. Introduction

Hydrates™ are polycrystalline, non-stoichiometric clathrates
consisting of water molecules and small gas molecules, such as
methane, ethane, CO,, etc., or relatively large hydrocarbon
molecules, such as cyclopentane, neo hexane etc., wherein the
water molecules form cages from hydrogen bonds and the gas
or hydrocarbon molecules act as guest molecules wrapped
inside them. Hammerschmidt® discovered hydrate blockage in
gas pipelines in 1934. With oil and gas resource exploitation
going into deeper water, hydrate blockage has become a prom-
inent issue in the flow assurance of the petroleum industry in
recent decades.* Hydrate decomposition is a process involving
the deconstruction of the lattice, the desorption of the guest gas
molecules and the diffusion of gas molecules from the bulk
phase to gas phase.>>® Research on the hydrate dissociation
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decomposition, the decomposition parameters under actual flowing conditions were obtained.

mechanisms is the key to managing the issues of hydrate
blockage in flow systems,” exploring deep-water hydrate
resources,® " applying hydrate technology as gas media for gas
storage and transportation,'” purification and separation,™*
and developing hydrate slurry transportation technology."”**

Currently, most studies build their hydrate decomposition kinetics
models considering such influencing factors as the intrinsic kinetics,
heat and mass transfer, with an experimental basis in stirring vessels
or static conditions. The model developing process generally experi-
enced three stages: the initial intrinsic kinetics models, succeeding
heat or mass transfer models, and later integrated models.

1.1. The intrinsic kinetics models

Kim?>>** was the first to propose an intrinsic kinetics model from
methane hydrate decomposition experiments, which laid the
foundation for the kinetics research of hydrate decomposition.
Subsequent researchers have presented many intrinsic
models*?” based on the improvement and advancement of
Kim's model. Clarke** derived one-dimensional hydrate
decomposition rate equation from Kim's model, considering
the hydrate particle irregularity and distribution. Sun* pre-
sented an available decomposition model to describe the
condition above the freezing point, in which the decomposition
rate decreased with time (as the decomposition reaction

RSC Adv, 2021, 11, 3879-3889 | 3879


http://crossmark.crossref.org/dialog/?doi=10.1039/d0ra08184a&domain=pdf&date_stamp=2021-01-18
http://orcid.org/0000-0003-2316-4537
http://orcid.org/0000-0001-8468-1226
http://orcid.org/0000-0003-2683-6984
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d0ra08184a
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA011007

Open Access Article. Published on 19 January 2021. Downloaded on 11/21/2025 9:50:15 PM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

RSC Advances

proceeded). This model balanced the calculation deviation from
the constant interfacial area in Kim's model. Windmeier and
Oellrich***” developed a theoretical model called Consecutive
Desorption and Melting (CDM) model to estimate the rate of
decomposition intrinsic kinetics. The CDM model presented
that hydrate decomposition process comprised two steps:
desorption of guest molecule followed by local solid body
melting, which described the decomposition process from the
microscopic aspect. Recently, Palodkar and Jana®**® directly
used the difference in the chemical potentials of the cavity-
building water molecules in the liquid and hydrate phases as
the hydrate dissociation driving force, and developed an
intrinsic model considering the effect of salt irons and porous
materials on hydrate decomposition. The abovementioned
models ignored the effects of the heat and mass transfer.

1.2. The heat or mass transfer models

Kamath®® took the heat transfer into account by analogizing the
hydrate endothermic decomposition to the nucleate boiling
phenomena. However, this model did not consider the effect of
time on hydrate decomposition. Selim and Sloan*" described
hydrate decomposition as a moving-boundary ablation process,
then proposed a heat transfer kinetics model based on the heat
conduction law of the one-dimensional infinite plane wall. This
model only considered heat transfer in the non-decomposed
hydrate zone by using the boundary moving rate to characterize
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the hydrate decomposition rate, which neglected the limitation of
mass transfer on hydrate decomposition. On the other hand,
through correlating the hydrate decomposition rate with the
reduction in the thickness of the hydrate layer, Takeya® established
the mass balance equation of the hydrate surface, and built a mass
transfer model considering the movement of hydrate interface.

1.3. The integrated models

There are various degrees of difficulties in describing the
hydrate decomposition process by merely considering a single
controlling factor, thus an integrated model considering
adequate dominating factors could more authentically simulate
the dissociation process.***?** Jamaluddin® believed that the
system pressure and mass transfer played an essential role in
hydrate decomposition, and suggested that the heat transfer
and intrinsic kinetics should also be considered. Therefore,
Jamaluddin® develop an integrated hydrate decomposition
kinetics model, taking two significant rate-limiting factors, the
mass and heat transfer, into consideration. Based on Jama-
luddin's model, Goal** proposed a decomposition model that
regarded both the mass transfer and intrinsic kinetics as
controlling factors. They supposed that the decomposition rate
was controlled by the hydrate surface area and the over-pressure
level (P-P.y), and the influence of the reaction order on the
decomposition rate should be introduced. However, this model
did not solve the problem involving time-dependent change in
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Table 1 The composition of gas samples

Composition Mol% Composition Mol%
N, 1.53 C; 3.06
Cco 2.05 ic, 0.33
CO, 0.89 iCs 0.04
C, 89.02 nCe+ 0.01
C, 3.07 — —

the phase interface parameters during the hydrate decomposition.
Recently, Song et al.® suggested that hydrate dissociation process
could be divided into three microscopic steps: the desorption step
of gas molecules, the collapse step of linked and basic cavities, and
the diffusion step of gas molecules to the bulk phase. Statistical
rate theory, interface response function and molecules diffusion
theory were selected to explain the above three steps respectively.
They developed a hydrate decomposition model considering
intrinsic kinetics and mass transfer.

In general, most of the parameters for the current decom-
position models were obtained after simplification, which
deviated from the actual decomposition process. There are rela-
tively few kinetics mechanisms or model studies on hydrate slurry
dissociation in a deep-water high-pressure flow system. The kinetic
dissociation mechanism of hydrate slurry, the time-dependent
problem of particle decomposition, agglomeration characteristics
of dissociated particles, the heat- and mass-transfer mechanisms
as well as the unsteady state of multiphase flow are not clearly
revealed and still require further research, which greatly restrain
the application and development of the decomposition kinetics
model. Models developed recently®**>® have seldom considered all
these mechanisms and characteristics. In this work, hydrate slurry
was formed in W/O emulsion systems in a high-pressure flow loop,
and dissociation experiments were conducted to investigate the
hydrate decomposition mechanisms. Based on Kim's classic
hydrate decomposition model,”* and with necessary simplifica-
tions for the abovementioned mechanisms and characteristics,
a decomposition kinetic model for hydrate slurry flow systems was
developed. Investigating the hydrate decomposition mechanisms
and developing a decomposition kinetic model for slurry flow
systems are the focus of this work, while results of hydrate
formation of the flow systems can be found elsewhere.***

2. Experimental section
2.1. The high-pressure experimental flow loop

Experiments were carried out in the high pressure experimental
loop for flow assurance studies. The schematic diagram is

Table 2 The composition of diesel oil

Composition Mol% Composition Mol%
Ci1 0.89 Cis 6.83
Cu 3.36 Ciy 7.99
Cis 5.38 Cis 7.46
Cis 6.2 Cio 6.38
Cys 6.78 Coot 48.73

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 Hydrate formation curve of the testing natural gas.

shown in Fig. 1. The 30 m long stainless steel test section consists
of two rectilinear horizontal lengths joined together to form a pipe
with 2.54 cm internal diameter, and a 5.08 cm diameter jacket
circulating a water-glycol blend surrounded the test section.
Operating temperature ranges from —20 °C to 100 °C. Natural gas
and liquid phase were injected by a plunger compressor and
a custom-made magnetic pump into the loop, respectively. It
should be noted that the pump was designed to pose a minimal
destructive impact on hydrates formed in the loop. For more
details about the loop, please refer to our previous works.*"”

2.2. The instrumentation of hydrate experimental loop

A Focused Beam Reflectance Measurement (FBRM) probe and
a Particle Video Microscope (PVM) probe were installed at the
inlet of the test section, which allowed monitoring the evolution
of objects, droplets, bubbles and solid particles that were
carried inside the flow. Both the probes window cut the
streamlines at a 45° angle, beginning at the center of the pipe.
The FBRM and PVM probes were used to estimate the initial water
droplet (Dy,) size inside the fluid and to follow the hydrate particles
agglomeration with the time. The mean square-weighted chord

Fig. 3 Image of the distribution of particles and water droplets before
hydrate dissociation observed by PVM probe.

RSC Adv, 2021, 11, 3879-3889 | 3881
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hydrate particle decomposition

-

Fig. 4 Image of the distribution of particles and water droplets at the
beginning of hydrate dissociation observed by PVM probe.

length could give more weight to the larger particles, so it is
particularly well adapted to agglomeration phenomena.

2.3. Fluids

To better simulate the practical situation, deionized water, civil
natural gas (Table 1) and diesel (Table 2) are employed for all
the experiments. The electronic balance is used to weight the
combined Anti-Agglomerants (AA) (with measuring error £+0.01 g).
The mass ratio of AA to water phase can be adjusted to 1 wt%,
2 wt% and 3 wt%, through the high pressure piston pump. The
type of combined AA provided by the Chemical Engineering
Department at China University of Petroleum-Beijing is a mixture
of sorbitan monolaurate (Span 20, C;5H3,06, HLB = 8.6) and esters
polymer.*” Span 20 serves as the emulsifier, and the polymer works
as the effective anti-agglomerate. The natural gas hydrate forma-
tion curve (see Fig. 2) is obtained by the Chen-Guo model*® with
the natural gas composition.

2.4. Experimental procedures

The specific procedures for one round of the hydrate formation
and dissociation experiment was as follows:

100um

Fig. 5
dissociation (b) the longer emulsification time.
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(1) Evacuate the entire experimental loop until the vacuum
degree reaches 0.09 MPa.

(2) Load the diesel and water (100 vol% liquid loading) with
a specific water-cut for each test. Here, water-cut was defined as
the volume ratio of water to the total liquid. The diesel volume
was fixed at 70 L for all experiments. The gas-supply unit began
to inject gas into the separator at room temperature (20 °C) to
reach the aimed experimental pressure.

(3) Circulate the water and oil mixture at a constant flow rate
to form a homogeneous and stable emulsion with a specific AA
dosage for each test. The stability of the water/oil emulsion was
based off a relatively stable process (dynamic stability) accord-
ing to the measured data from the FBRM under flow shear. The
emulsion was regarded as stable when the average chord length
of the water droplets fluctuated £0.2 pm within 2 hours.

(4) Decrease the temperature gradually to a specific value
under the initial pressure and flow velocity. Open the data
acquisition system to continuously collect the temperature,
pressure, pressure drop, flow rate, density, and the chord
length, during the hydrate formation process.

(5) When the pressure, temperature and flow rate in the loop
became stable, maintain the stable situation for at least 5 hours.

(6) To dissociate the hydrate slurry, heat the system at
a constant volume using the bath system. Set the bath
temperature to 30 °C and collect all data during the hydrate
decomposition process.

(7) A round of hydrate formation and decomposition exper-
iment is completed when all measured data are stable at the end
of the hydrate decomposition process.

2.5. Description of the hydrate slurry decomposition process

With the assistance of the PVM probe, the actual morphological
changes and aggregation characteristic of the hydrate particles
were obtained. Fig. 3-6 shows the morphology of the particles
and their size distribution at different times during the disso-
ciation process. In Fig. 3 before the hydrate dissociation, the
particles are distributed in the flow system with irregular
shapes. The hydrate slurry was easy to transport at this point in

(b)

Images of the distribution of particles and water droplets during hydrate dissociation (a and b) observed by PVM probe. (a) The complete

© 2021 The Author(s). Published by the Royal Society of Chemistry
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(a) the complete dissociation

Fig. 6

time. In Fig. 4 at the beginning of the dissociation, decon-
struction of the hydrate lattice and desorption of the guest gas
molecules occurred on the surfaces of hydrate particles, leading
to shinning spots in the image captured by PVM probe. In Fig. 5
during the dissociation, hydrate particles would dissociate
more thoroughly, resulting in better water wettability of the
particle surface, more water droplets, and a rising agglomera-
tion tendency. In other words, it was easier for “secondary
aggregation” to occur, which could seriously influence the
safety of the hydrate slurry transportation and should be evaded
in the transportation technology. In Fig. 6 after complete
dissociation, several water droplets were spread among the
system, yet their size would decrease with a longer emulsifica-
tion time, which again illustrated the agglomeration of hydrate
particle and water droplet during the decomposition process.
In other words, the morphology of the hydrate particles or
droplets would change with time during the decomposition of
hydrate slurry. Fig. 7 conceptually shows the decomposition
kinetics process of hydrate slurry in the flow system. Before
hydrate dissociation (Fig. 7a), the hydrate particles were
distributed in the flow system as a function of AA, which could
be regarded as stable slurry flow. Fig. 7b and c illustrate that the
hydrate particles, dissociating particles and water droplets coex-
isted in the system with further decomposition, which gave rise to
various collision forms among them. The cohesive force between
particles and other particles as well as between particles and water
droplets increased, resulting in a serious aggregation that increased
the plugging tendency during the dissociation process and the
destabilization of hydrate slurry. In the dissociation process, the
probability of hydrate particle dissociation depended on the shape
and size of particles, that is, different particles did not dissociate at the
same time in the system. Fig. 7d showed that, after dissociation, the
size of the water droplets in the system was larger than that of the
particles before decomposition. Meanwhile, the water droplet size
decreased with longer emulsification times, because the droplets were
more evenly dispersed in the continuous phase, as shown in Fig. 7e.
The main reasons for the above microscopic particles and water
droplets aggregation could be generally attributed to the capillary
force and the collision between particles. However, during the

© 2021 The Author(s). Published by the Royal Society of Chemistry

(b) the longer emulsification time

Images of the distribution of particles/droplets after hydrate dissociation (a and b) observed by PVM probe.

process of hydrate slurry decomposition, it was determined that
the gas was resolved from the surface of the decomposed hydrate
particles, which would have a significant influence on the inter-
facial properties of the decomposition particles. Furthermore, it
would destroy the surface properties of the decomposition hydrate
particles, leading to coalescence between the adjacent particles.
Based on this, it was proposed that desorption of the gas from the
surface of the decomposition hydrate particles might be the main
reasons for the coalescence of particles and water droplets during
the hydrate slurry decomposition.

3. Hydrate slurry decomposition
kinetic model

Hydrate slurry decomposition in the flow system is a complex,
endothermic, system dependent process with multiple stages.
Hydrate slurry decomposition is influenced by many factors
such as intrinsic kinetics of hydrate dissociation, multiphase
fluid mechanics, coalescence of particles and water droplets,
mass and heat transfer, etc. However, most available models
were developed based on the decomposition experiments in
static vessels. The difference between the reaction vessels and
flowing systems restricted the application scope of the decom-
position mechanisms grasped from static conditions.
Therefore, this paper proposed an integrated hydrate slurry
decomposition kinetic model that comprehensively considers
the influencing factors (i.e. the intrinsic kinetics, heat and mass
transfer), based on the hydrate slurry dissociation mechanism
and the results of decomposition kinetic experiments in pipe-
line systems. It should be noted that the genuine driving force
for the hydrate decomposition is a chemical potential difference
between old and new phases,>*® which can be written as the
fugacity difference under certain conditions.?**** The model
improved the intrinsic kinetic model of Kim,**** also used the
fugacity difference as the driving force in the hydrate decom-
position, and took the influence of particle coalescence, heat
and mass transfer into account. Moreover, the heat and mass
transfer factors in the actual pipeline system were introduced
into the apparent decomposition reaction rate constant K4. The

RSC Adv, 2021, 11, 3879-3889 | 3883
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Fig.7 Hydrate decomposition mechanism: (a) hydrate in the oil phase, (b) hydrate begins to dissociate, (c) hydrate dissociation process, (d) after
hydrate dissociation (e) the water droplet size decreased with longer emulsification times.

effect of the coalescence of particles and water droplets was char-
acterized by the interfacial area parameter in the decomposition
process. The specific modelling process is shown as follows:

The hydrate decomposition intrinsic kinetic equation can be

written as:****

3884 | RSC Adv, 2021, 11, 3879-3889

d
—% = KoA(fy — f)

1)

where 7y is the residual amount of hydrates in the system, mol; ¢ is
time, s; Ky is the decomposition reaction rate constant, mol (MPa ™~ *
~ m™); A, is the initial total superficial area of hydrate particles, m?;

© 2021 The Author(s). Published by the Royal Society of Chemistry


http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d0ra08184a

Open Access Article. Published on 19 January 2021. Downloaded on 11/21/2025 9:50:15 PM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

Paper

N
o

—e— Experiment data
—a— Simulated data

w
N

N
i

-
[o)]

o]

Gas decomposition (mol)

O L L
0.0 0.5 1.0 1.5 2.0 25
Time (h)

Fig. 8 Comparison between experimental and simulated data (3% AA,
6.0 MPa, 0.6 m s™* flow rate, 15% water-cut).

N
o

w
N
T

N
D

-
o]

©

Gas decomposition (mol)

1

0 1 1 s
0.0 0.5 1.0 1.5 2.0 25

Time (h)

Fig.9 Comparison between experimental and simulated data (3% AA,
6.0 MPa, 1.0 m s™* flow rate, 15% water-cut).

fe is the gas fugacity under three-phase equilibrium, MPa; and fis the
gas fugacity under experimental conditions, MPa.

Then, the heat and mass transfer factors in the actual pipe-
line system are considered and introduced into the hydrate
decomposition reaction rate constant Ky:

[e2]
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Fig. 10 Comparison between experimental and simulated data (3%
AA, 5.0 MPa, 1.0 m s~* flow rate, 30% water-cut).
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ny .
Ky = —In g, [—Kgo€ AE/RT
ny,0

Combining eqn (1) and (2), the hydrate slurry decomposition
kinetic model for pipeline systems can be written as:

35

- N N
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Fig. 13 Comparison between experimental and simulated data (3%

AA, 5.5 MPa, 1.0 m s~ flow rate, 15% water-cut).
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Flow rate Absolute deviation
Water-cut (%) Pressure (MPa) (ms™ Kgo (mol (MPa~" s™' m™?)) AE (J mol™) o (%)

15 6.0 0.53 5.2 x 10 64 500 1.75 18.60
15 6.0 0.91 4.8 x 10" 64 300 1.65 18.60
15 6.0 1.13 5.0 x 10"° 64 800 1.74 21.65
15 5.2 0.91 6.0 x 10" 64 500 1.90 9.68
15 5.4 0.91 6.2 x 10'° 64 800 1.95 15.91
15 5.0 0.91 5.6 x 10" 64 500 1.85 7.80
30 5.0 0.91 6.8 x 10'° 56 500 4.10 9.23
20 5.0 0.91 6.0 x 10'° 63 300 2.00 0.72

50 : ; . . At the same time, it can be determined from eqn (3) that the

‘ ::E;‘:;g‘i:;”;gga total superficial area parameter of the hydrate particles also

< 40 5 f\ plays an important role in hydrate slurry dissociation. The total

£ Ci superficial area parameter of the hydrate particles keeps

S 30 changing as the decomposition reaction proceeds, which is

5 difficult to predict due to the coupling process of the

é— 20 breakage and agglomeration of micro particles/droplets

g during decomposition. Therefore, the accurate real-time

S characterization of this parameter is the key point for

§ 10 ensuring the prediction accuracy of the hydrate decomposi-

I tion kinetic model. On this basis, the relationship between

%_ 05 1r0 115 2i0 25 the total superficial area parameter of the hydrate particles

Time (h) and the ratio of residual hydrate in the system is presented

Fig. 14 Comparison between experimental data and predicted results
by the model (1% AA, 6.0 MPa, 0.6 m s~ flow rate, 20% water-cut).

dny [ ny —AE/RT -
7? = —n « aKdoe Ay ;(fo‘i *fe‘i) (3)

where 7y is the hydrate's total mole number before decomposi-
tion moment in the system, mol; AE is the activation energy, J
mol'; T'is the temperature, K; R is the molar gas constant, 8.314 ]
(mol™" K™); £, is the gas fugacity of one guest component under
experimental conditions, MPa; f; is the equilibrium fugacity of
one guest component, MPa; and «, is the transfer coefficient.
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Fig. 15 Comparison between experimental data and predicted results
by the model (3% AA, 5.0 MPa, 1.2 m s~ flow rate, 15% water-cut).
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here. This relationship can thus give a real-time indication of
the dynamic change of the reaction's superficial area in the
decomposition process. From the above analysis, eqn (3) can
be modified as:

dl’lH 1% _AE ny - .
~ S n g [ KRB A ) S (o fo) (4
ds n Dl()\/; do€ ﬁ Mo - (f § f<, ) [ )

where ( characterizes the influence of particle coalescence on
the superficial area, which can be obtained from the second-
moment trend of the micro particles, which is recorded by the
FBRM. Moreover, the initial total superficial area of hydrate
particles, A;, can be determined by the chord length
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Fig. 16 Comparison between experimental data and predicted results
by the model (3% AA, 5.0 MPa, 0.6 m s~ * flow rate, 15% water-cut).
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Table 4 Hydrates decomposition parameters of each condition
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Flow rate Absolute deviation
Water-cut (%) Pressure (MPa) (ms™ Kgo (mol (MPa~" s™' m™?)) AE (J mol ™) o (%)
15 5.0 0.60 6.0 x 10*° 64 500 3.70 22.00
15 5.0 1.20 5.8 x 10" 65 000 3.60 16.61
20 6.0 0.60 5.6 x 10™° 64 300 1.98 14.17

distribution of hydrate particles, which is also recorded by the
FBRM.*

After a further simplification, eqn (5) shows that the hydrate
slurry decomposition kinetic model comprehensively considers
intrinsic kinetics, heat and mass transfer, and coalescence
features.

dny

H -AE/RT -
—— = — A E o0 — Jei 5
& n o anKdoe BAs 2 (f f,) (5)

4. Simulation and prediction of the
hydrate slurry decomposition kinetic
model

The hydrate decomposition kinetic process under various
experimental conditions in the pipeline system was simulated,
using the comprehensive decomposition kinetic model of
hydrate slurry, which considered the intrinsic kinetics, heat and
mass transfer, as well as particle agglomeration. The simulated
results are shown in Fig. 8-13.

The above comparisons between the simulated data and the
experimental results indicate that the integrated model can
characterize the trend of the amount of released gas during
hydrate decomposition process. Table 3 tabulates the model
parameters and calculation deviations under various experi-
mental conditions. It can be seen in the table that the average
absolute deviation between the simulated results and experi-
mental results is within 22%.

According to the simulation of the hydrate slurty dissociation in the
pipeline system, the model parameters for the hydrate slurry decom-
position kinetic model are obtained (see Table 3). Then, the amount of
gas consumption under other operating conditions are predicted using
the model parameters in Table 3. The details are shown in Fig. 14-16.

Table 4 demonstrates the prediction deviation of the inte-
grated model under different experimental conditions. Simu-
lation of the hydrate decomposition kinetics provided the
ability to predict for other experimental conditions, through
correlating the simulation parameter values and existing
experimental conditions. In general, the integrated model gives
out simulated results with acceptable fitness to the experi-
mental results of multiphase flow systems. The predictive
deviation in Table 4 may originate from the insufficient
consideration of other influencing factors, such as the unsteady
state of multiphase flow (in other words, the fluid cannot be
always regarded as hydrate slurry) as well as the difference of
model parameter selection between static systems and flow

© 2021 The Author(s). Published by the Royal Society of Chemistry

systems. Therefore, it requires further experimentation and
theoretical works to modify this model and enhance its
predictive precision through comprehensively combination of
intrinsic dynamics, heat transfer, mass transfer, mechanisms of
multiphase flow and characteristics of particle agglomeration.

5. Conclusions

(1) In the dissociation process, the probability of hydrate
particle dissociation depended on the shape and size of
particles.

(2) During the hydrate dissociation process, gas molecules
were released from the surface of the decomposed hydrate
particles, while water molecules render better wettability of the
particle surface, leading to “secondary aggregation” that
significantly increases pipeline plugging tendency.

(3) The hydrate slurry decomposition kinetic model was able
to account for the influence of heat and mass transfer. Then, the
heat and mass transfer factors in the actual pipeline system
were introduced into the hydrate decomposition reaction rate
constant, which built the relationship between the total super-
ficial area parameter of hydrate particles and the ratio of the
residual hydrate in the system. This relationship can thus give
a real-time indication of the dynamic change of the reaction's
superficial area in the decomposition process.

(4) The total initial superficial area of the hydrate particles
could be determined by the chord length distribution of hydrate
particles under real-time in situ condition.

(5) The integrated decomposition kinetics model proposed in
this paper could well describe the trends of the amount of released
gas and the dissociation rate during hydrate decomposition.
Meanwhile, the decomposition parameters under actual flowing
conditions were obtained, through combining the experimental
results of the hydrate slurry decomposition. The simulated results
of the integrated model were verified by experimental data, with an
average absolute deviation within 22% of the acceptable range.
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