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anotube fibers for fiber-shaped
solar cells, supercapacitors and batteries

Yufang Cao,abc Tao Zhou,c Kunjie Wu, *bc Zhenzhong Yong*bc and Yongyi Zhangabc

Aligned carbon nanotube (CNT) fibers have been considered as one of the ideal candidate electrodes for

fiber-shaped energy harvesting and storage devices, due to their merits of flexibility, lightweight,

desirable mechanical property, outstanding electrical conductivity as well as high specific surface area.

Herein, the recent advancements on the aligned CNT fibers for energy harvesting and storage devices

are reviewed. The synthesis, structure, and properties of aligned carbon nanotube fibers are briefly

summarized. Then, their applications in fiber-shaped energy harvesting and storage devices (i.e., solar

cells, supercapacitors, and batteries) are demonstrated. The remaining challenges are finally discussed to

highlight the future research direction in the development of aligned CNT fibers for fiber-shaped energy

devices.
1. Introduction

Wearable electronics with miniaturization, intelligence and
exibility have attracted great interest and can be widely used in
various elds, bringing great convenience to people's lives.1–4

Currently, various wearable electronics have been rapidly
developed from initial accessories (i.e., smart bracelet, smart
watch, Google glasses) to present smart textiles (i.e., smart
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sportswear, smart high-heels, smart running-socks and so on),
which are very attractive for consumers. Accompanied with the
rapid growth of wearable devices, matching energy harvesting and
storage systems are urgently needed.5–8 Among a variety of power
systems, the ber-shaped energy devices have been regarded as
a promising strategy due to their more outstanding exibility and
knittability than planar-shaped ones, and because they can be
easily integrated or directly woven into various textile products
with different forms.9–14 However, there exist several great chal-
lenges in ber-shaped energy devices: (1) the relatively low capacity
resulting in the repeated charging; (2) limited mechanical prop-
erties (i.e., stretchability, exibility, foldability, etc.) to withstand
severe and frequent deformation during usage.

The mechanical and electrochemical performance of ber-
shaped energy device are highly dependent on the electrode
properties. Compared with commonly used ber electrodes, such
as metal wire, conductive polymer ber, and metal coated
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articial/natural ber, aligned carbon nanotube (CNT) bers have
been considered as promising electrodes for ber-shaped energy
harvesting and storage devices due to its merits of lightweight,
desirable mechanical properties (i.e., high strength and exibility),
outstanding electrical conductivities as well as high specic
surface area.15–17 Up to now, a lot of efforts have been made to
explore the applications of aligned CNT bers as charge collector,
effective supporter for active nanoparticles, and reactive interface
for electrochemical processes in ber-shaped energy devices. In
this review, the fabrication and fundamental properties of aligned
CNT bers are briey summarized. Then, their applications in
ber-shaped energy harvesting (i.e., ber-shaped solar cells) and
storage (i.e., supercapacitors and lithium-ion batteries) devices are
described. Finally, the remaining challenges will be discussed to
highlight the future direction in the development of aligned CNT
bers for enhanced ber-shaped energy devices.
2. The synthesis and fundamental
properties of aligned CNT fibers

Aligned CNT ber is a typical macroscopic material assembled
from numerous carbon nanotubes. The mechanical and electrical
properties of aligned CNT ber are highly dependent on the spin-
ning methods, which will greatly affect the mechanical and
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electrochemical performance of ber-shaped energy devices.
Excellent conductivity of aligned CNT ber is favorable to the fast
charge transport, and its outstanding mechanical properties can
ensure the structure stability of ber energy devices under various
severe deformation. The following section briey describes
synthesis and fundamental structural properties of the aligned CNT
bers.
2.1 The synthesis of aligned CNT bers

Typically, aligned CNT bers can be fabricated by wet or dry
spinning method. For wet spinning, the aligned CNT bers are
obtained from CNT solution dissolved with the assistance of
surfactants, strong acids, and polymers, as shown in Fig. 1a.18

Although the diameters of aligned CNT bers can be easily
controlled, ranging from several to hundreds of micrometers by
tuning the processing parameters, it is difficult to continuously
spin long CNT ber. Moreover, much surfactant and/or polymer
remained inside or on the surface of CNT bers will greatly
reduce the electrical conductivity (Fig. 1b), resulting in
decreased electrochemical performance of devices.

Dry spinning is another commonly used method to fabricate
aligned CNT bers. The aligned CNT bers can be spun from
CNT sheet19 or vertically aligned CNT array20 synthesized by chem-
ical vapor deposition (CVD), as shown in Fig. 1c, d and e, f,
respectively. In addition, the aligned CNTs bers can be also directly
spun from partially-aligned CNT aerogel in a growth furnace
(Fig. 1g).21 Without the complicated CNT dispersion and purica-
tion, the dry-spun aligned CNTs bers usually possess large aspect
ratio, high electrical conductivities, mechanical performance, and
low defect/impurity density. Moreover, adjustable structure and
properties of aligned CNT bers can broaden their applicationelds
for enhanced energy storage and harvesting devices.

Beneting from high specic surface area of CNT ber, the
CNT–active material composite ber with high electrochemical
activity can be successfully prepared for high performance ber-
shaped energy harvesting and storage devices. It is worth noting
that the electronic conductivity and mechanical property of
aligned CNT bers will decrease somewhat aer compositing
with active substance. Therefore, it is important to balance the
Prof. Yongyi Zhang received his
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Fig. 1 (a) Schematic of the experimental setup used to make CNT fiber by wet spinning. (b) SEM of the CNT fiber.18 Copyright 2000, AAAS. (c)
Illustration and (d) SEM micrograph of the fabrication of CNT fibers by twisting the CNT sheet.19 Copyright 2011, AAAS. (e) and (f) SEM images at
two different magnifications of a CNT fiber in the process of being simultaneously drawn and twisted during spinning from a CNT forest.20

Copyright 2004, AAAS. (g) CVD synthesis and spinning set-up for the fabrication of continuous CNT yarns. (I) Schematic diagram of the synthesis
and spinning set-up. (II) A photograph showing a layered CNT sock formed in the gas flow. Photographs of the water densification step (III), the
drawing of the fiber from the water to the other side of the rotator (IV), and spinning of the finished fiber on the final spool (V).21 Copyright 2010,
Wiley-VCH.
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mechanical/physical properties of aligned CNT bers and the
load of active substance.
2.2 Fundamental properties of aligned CNT bers

The mechanical and electrical properties of aligned CNT bers
make them a good candidate in the wearable and deformable
ber-shaped energy devices with high electrochemical perfor-
mance, which will be briey demonstrated in this section. The
tensile strength and Young's modulus of aligned CNT bers are
highly dependent on nanotube structures and ber-processing
methods.22,23 To date, much efforts have been made to
strengthen the aligned CNT bers by stretching,24,25 physical
densication (i.e. mechanical pressing or twisting),26 solvent inl-
tration–evaporation,27–30 interface functionalization and in situ
crosslinking by polymers.31–36 Up to now, tensile strengths of
aligned CNT bers were ranging from 1 to 10.8 GPa, and the
modulus were ranging from 70 to 400 GPa, exhibiting outstanding
mechanical properties.22,37,38 Moreover, aligned CNT bers also
possess superior stretchability and exibility, which allows the
bers to be bent, twisted, and knotted without obvious structure
damage. The superiormechanical properties of aligned CNT bers
can ensure the strength and exibility for ber-shaped energy
devices, such as solar cells, supercapacitors, and batteries.

Moreover, aligned CNT bers have the potential to be
applied in the next generation high performance energy har-
vesting and storage devices owing to their superior electrical
properties. Similar to the mechanical property, the electrical
conductivity of aligned CNT bers is closely related with nano/
micro structures (i.e., alignment, packing density, diameter,
length) and preparing processes (i.e., wet-spinning and dry-
spinning), varying from several to thousands of S cm�1.39–42

According to the 3D hopping mechanism, the electrical conduc-
tivity is also closely related to the vacancies and structural defects
of individual tubes and inter-tube contacts.40,43 Increasing hopping
channels and densifying the assembly are the efficient strategies to
enhance the electrical conductivity.
6630 | RSC Adv., 2021, 11, 6628–6643
Generally, the vertically-aligned CNT array spun bers had
the relatively low conductivity (�6 � 104 S m�1),44 due to the
high percentage of multi-walled CNTs which have more defects
than double-walled and single-walled CNTs, and very low
packing density. However, the aligned CNTs bers spun from
aerogel and liquid crystals possess more than one order of
magnitude larger conductivity (up to 2 � 106 S m�1),21,45–49

ascribed to the larger fraction of double-walled/single-walled
CNTs and higher packing density. Notably, the surfactants
and polymeric compounds introduced during wet-spinning
process are usually non-conductive, harmful to the conduc-
tivity of aligned CNT bers.18 So far, acid treatment (HNO3

treatment),39 inltration of conductive particles (HAuCl4 and
H2PtCl6 ethanol solutions treatment) and physical/chemical
doping (iodine doping) have become the major solutions to
enhance the conductivity of aligned CNT bers.46,50,51
3. Aligned CNT fibers for energy
harvesting and storage devices

Based on the above analysis, aligned CNT bers have been
considered as promising electrodes for ber-shaped energy
harvesting and storage devices due to the extraordinary struc-
tural exibility and stability, desirable mechanical/electrical
properties as well as high porosity/surface area. The obtained
high-performance CNT-based ber devices can be easily inte-
grated into the textile by conventional woven techniques for
wearable electronics.
3.1 Fiber-shaped solar cells

The photovoltaic properties of ber-shaped solar cells are
highly dependent on the conductive and catalytic properties of
ber electrodes. For conventional ber-shaped solar cells,
conductive metal wires (i.e., Ti wire and Pt wire) are the most
commonly used electrode materials due to the high
© 2021 The Author(s). Published by the Royal Society of Chemistry
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conductivity and catalytic properties.52–55 However, its poor
exibility, easy corrosion and heavy weight limit its further
development towards wearable ber-shaped solar cells.
Compared with metal wires, aligned CNT bers are more
promising candidate serving as cathode or photoanode for
wearable ber-shaped solar cells, such as dye-sensitized solar
cells (DSSCs), polymer solar cells and perovskite solar cells due
to their lightweight, exibility, superior conductivity, high
specic surface area and catalytic properties, as listed in Table
1.14,56 Especially, the high specic surface area is favorable for
the physical incorporating or chemical bonding of various
active materials (i.e., photo-sensitive dyes, catalytic metal
nanoparticles and transition metal oxides) into the aligned
CNTs bers, improving the power conversion efficiency (PCE).

In this regard, the CNT ber adsorbed with dye molecule
(N719) as the working electrode was rstly used to fabricate the
dye-sensitized solar cells (DSSCs) coupled with Pt wire as
counter electrode.57 Beneting from the high conductivity and
adsorption capacity of dye molecules of CNT bers, the ob-
tained DSSCs in planar conguration exhibited a high PCE of
2.2%, which opened up the applications of aligned CNT bers
in ber-shaped solar cells. Later on, the CNT ber-based DSSC
with twisted structure (Fig. 2a and b) was developed,58 where the
aligned CNT ber and CNT/PVDF ber were used as working
electrode and counter electrode, respectively. However, the ob-
tained devices showed extremely low PCE of 0.06% (Fig. 2c).
This result was mainly ascribed to the low absorption of N719
on surface of CNTs and mismatch of energy levels between
N719 and CNTs. To further improve the PCE of the ber-shaped
DSSCs, a random TiO2 nanocrystal hole blocking layer was
introduced into the photovoltaic CNT ber-based device. Aer
absorption of incident light, the excited dye molecule injects an
electron into the conduction band of titanium dioxide, and the
electron can rapidly transport along the CNTs. The TiO2
Table 1 Performance comparison of reported fiber-shaped solar cell co

Type Counter electrode Photoanode

DSSC CNT ber Bare CNT ber
DSSC CNT ber Random TiO2/C
DSSC CNT ber Aligned TiO2/CN
DSSC CNT ber Mesoporous TiO
DSSC CNT ber CNYs@TiO2/CdS
DSSC CNT/Pt ber Ti@TiO2 ber
DSSC CNT/GNR/Pt ber Ti@TiO2 ber
DSSC RGO/CNT/Pt ber Ti@TiO2 ber
DSSC CNT ber Ti@TiO2 ber
DSSC Pt/CS–CNT composite ber Ti@TiO2 ber
DSSC CoSe/MWCNT ber Ti@TiO2 ber
DSSC CNT/Pt ber Ti@TiO2 ber
DSSC MWCNT arrays Ti@TiO2 ber
Quasi-solid-state DSSC CNT sheet Ti@TiO2 ber
DSSC CNT ber Ti@TiO2 wire
Polymer solar cells CNT ber Ti@TiO2 wire
Polymer solar cells MWCNT ber TiO2 modied T
Polymer solar cells CNT yarns Steel@ZnO wire
Perovskite solar cells CNT sheet Ti@TiO2 ber
Perovskite solar cells CNT@Ag CNT@TiO2/CH3

Perovskite solar cells Elastic CNT ber Ti/TiO2/CH3NH3

© 2021 The Author(s). Published by the Royal Society of Chemistry
nanocrystal layer can effectively adsorb more dye molecule to
improve photoinduced charge separation and transport of
carriers to the electrode. According to the typical J–V curve with
open-circuit voltage (Voc) of 0.63 V, short-circuit current density
(Jsc) of 7.72 mA cm2, and ll factor (FF) of 0.48, the TiO2-loaded
ber-shaped DSSCs exhibited much higher PCE of 2.32%.58

Moreover, the performance of aligned CNT ber-based DSSCs is
closely related with photoanode structure. Replacing the
random TiO2-coated CNT ber, an aligned CNT ber radially
grown with aligned TiO2 nanotubes was used as photoanode in
ber-shaped DSSCs, which can be more effectively separated
along the aligned titanium dioxide nanotubes compared with
a lot of interfaces among nanoparticles, resulting in an further
enhanced PCE of 3.9% (Fig. 2d).58 The PCE was also increased to
2.94% by Chen et al., using aligned CNT ber incorporated with
a mesoporous TiO2 layer as working electrode and bare CNT
ber as counter electrode (Fig. 2e and f). For the working elec-
trode of CNT@TiO2, the CNT ensure the fast charge transport,
and the mesoporous TiO2 layer here on the CNT ber favors the
dye chemisorption onto the nanoparticle for improved photo-
voltaic performances.59 Moreover, beneting from the
outstanding exibility of aligned CNT ber, the obtained ber-
shaped devices could be woven into electronic textiles, showing
excellent knittability (Fig. 2f inset). Recently, a PCE of 7.39%
was achieved by a novel design of core–sheath solid state DSSC
by introducing the quantum dots (QDs) (Fig. 2g and h), which
was the highest value demonstrated within all-carbon ber-
shaped solid DSSCs and even higher than the liquid cell re-
ported elsewhere.60 The aligned CNT core functioned as con-
ducting scaffolds and supporting substrate, while the QDs
(CdSe and CdS) dispersed in the CNT-based hybrid structure
can realize both multiple exciton generation effects and
multiple electron transmission paths to improve the energy
conversion efficiency of DSSC. Moreover, the DSSC shows
mposed of different photoanodes and counter electrodes

Voc (V) Jsc (mA cm�2) FF (%) PCE (%) Ref.

0.08 3.4 23 0.06 58
NT 0.63 7.72 48 2.32 58
T 0.69 9.84 57 3.90 58
2/CNT 0.64 10.06 45 2.94 59
/CdSe 0.826 16.3 �53 7.39 60

0.54 15.3 59 4.85 61
0.69 13.55 72.6 6.83 63
0.73 17.6 — 8.50 64
0.72 9.7 55 4.6 65
0.725 19.43 71 10 66
0.72 13.78 65 6.70 67
0.73 16.99 64 8.10 68
0.71 16.00 61 7.10 69
0.61 7.29 59 2.6 70
0.68 15.69 66 7.01 71
0.42 0.98 36 0.15 72

i wire 0.52 9.06 38 1.78 73
0.55 8.1 �50 2.30 74
0.86 14.5 56 7.10 78

NH3PbI3�xClx 0.615 8.75 56.4 3.03 79
PbI3�xClx 0.754 16 47 5.22 80

RSC Adv., 2021, 11, 6628–6643 | 6631
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Fig. 2 (a) Schematic of a photovoltaic wire with two twined CNT fibers as working and counter electrodes, respectively. (b) The working principle
of the photovoltaic wire. (c) J–V curves of photovoltaic wires by using CNT/PVDF fibers prepared with different PVDF concentrations as counter
electrodes and CNT/N719 composite fiber as working electrode. (d) J–V curve using aligned titanium dioxide nanotubes on Ti wire as the
working electrode.58 Copyright 2012, Royal Society of Chemistry. (e) Schematic illustration and working mechanism of a wire-shaped DSSC
fabricated from two CNT fibers. (f) J–V curves of a 1.1 cm long fiber cell without and with the use of a mirror, the inset illustrates a fiber cell being
woven into a textile composed of aramid fibers.59 Copyright 2012, American Chemical Society. (g) 3D wire-shaped DSSC using a platinized CNT
fiber as counter electrode, a braid of 7-twisted CNT fibers with hybrid coatings as the working electrode. (h) J–V curves of wire-shaped hybrid
cell with and without a mirror beneath. (i) J–V curves of wire-shaped hybrid cells with different temperature.60 Copyright 2014, Wiley-VCH.
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excellent thermal property with slight change of Jsc and Voc at
the working temperatures from �10 to 48 �C (Fig. 2i).

In addition to working electrode, the aligned CNT bers can
also serve as counter electrodes due to the high surface area and
catalytic properties. However, compared with platinum, the
pristine aligned CNT ber has exhibited lower electrocatalytic
activities due to less catalytic active sites such as defects and
edge positions. To improve the catalytic performance towards
efficient redox reaction of I3

�/I�, platinum nanoparticles and/or
hydrophilic carbon materials (i.e., graphene and hydrophilic
6632 | RSC Adv., 2021, 11, 6628–6643
CNTs) have been introduced into the aligned CNT bers.61–65 A
PCE as high as 6.38% has been achieved by using core–sheath
Pt-modied CNT/graphene nanoribbons as cathode (Fig. 3a and
b), higher than the PCE of 5.31% in the case of CNT/Pt ber
cathode (Fig. 3c).63 The highly aligned CNT bers provided
outstanding tensile strength and fast charge transport, and the
graphene nanoribbons incorporated with Pt particles in the
sheath expose more edges enabling a high electrocatalytic
activity for I3

�/I� redox. The PCE was further increased to 8.50%
by Hao et al. through utilizing novel graphene/CNT composite
© 2021 The Author(s). Published by the Royal Society of Chemistry
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bers as the robust and conducting scaffolds for Pt in counter
electrode (Fig. 3d and e).64 Different from the core–sheath CNT/
graphene structure, graphene incorporated among neighboring
CNTs can serve as effective bridges to improve the charge
transport because of strong p–p interactions between CNT and
graphene sheet. Moreover, the graphene provides the efficient
active sites to catalyze the redox reaction of I3

�/I� as well as
surface area for the deposition of Pt nanoparticles to further
improve both high electrical conductivity and electrocatalytic
activity of the DSSCs. In addition to graphene, hydrophilic CNTs
with more active sites showed higher electrochemical activities
than hydrophobic CNTs. Through the surface modication of
CNTs, a record PCE of 10% was achieved by using Pt-
electrodeposited hydrophobic core/hydrophilic sheath CNT
bers as counter electrodes (Fig. 3f).66 The hydrophilic sheath
containing functional groups and active defects provided more
nucleation sites for small Pt nanoparticle deposition, greatly
improving the catalytic activity. Despite a signicant
Fig. 3 (a) Schematic of wire-shaped DSSC with core–sheath nanostruct
and high magnifications (the inset). (c) J–V curves of wire-shaped DSSC
particles as cathodes.63 Copyright 2014, Wiley-VCH. (d) Schematic illust
curves of wire-shaped DSSCswith bare CNT, graphene/CNT, graphene/C
(f) J–V curve of the fiber-shaped DSSC with the highest PCE. The inset s
25% modified CNTs as the sheath.66 Copyright 2018, Royal Society of C
Optical image of the bend device. (i) J–V curves of fiber-shaped devices w
Society.

© 2021 The Author(s). Published by the Royal Society of Chemistry
improvement in the electrocatalytic activity, high-cost Pt
compulsion in the cathodes still remained the major drawback.
Besides Pt, some inorganic compounds (i.e., carbides and suldes
etc.), especially selenium-based nanoparticles currently as the
second phase are also introduced in the CNT bers due to its high
electrocatalytic activity and low-cost. Ali et al. reported a ber-
shaped DSSC using CoSe-modied CNT ber as the counter elec-
trode, as shown in Fig. 3g and h.67 The CoSe on MWCNTs bers
effectively enhances the surface area and prove an ideal phase to
catalyze the electrons transfer even more effectively. Coupled with
TiO2/N719 modied Ti wire as working electrode, the obtained
ber-shaped DSSC showed a much higher PCE of 6.7% than the
device using pristine MWCNTs bers with PCE of 3.97% (Fig. 3i).

As discussed above, great achievements on the CNT ber-
based ber-shaped DSSCs have been made with a variety of
designs.68,69 Accompanied with the continuously increasing
PCE, the mechanical stability and compatibility of the ber-
shaped DSSCs also showed signicant improvement by
ured fiber as a cathode. (b) SEM images of a wire-shaped DSSC at low
s with bare CNT and CNT/GNR fibers both deposited with Pt nano-
ration to the structure of the graphene/CNT composite fiber. (e) J–V
NT/Pt and bare Pt fibers as the cathodes.64 Copyright 2014, Wiley-VCH.
hows cross-sectional SEM image of the core–sheath fiber containing
hemistry. (g) Schematic of the Pt-free flexible fiber-shaped DSSC. (h)
ith different counter electrodes.67 Copyright 2016, American Chemical
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Fig. 4 (a) and (b) Schematic illustration of a polymer photovoltaic wire from top and side views, respectively. (c) SEM images of a middle part of
a PSC wire at the low and high magnification. (d) J–V curves of typical PSC wires with and without PC70BM.72 Copyright 2012, Royal Society of
Chemistry. (e) Schematic illustration to the wire-shaped PSC. (f) J–V curves without and with TiCl4 treatments under the increasing growth time.
(g) Dependence of PCE and voltage on bent cycle number.73 Copyright 2014, Wiley-VCH. (h) Illustration of the fiber-shaped solar cell (FSC)
structure and fabrication process. (i) J–V curves of a FSC in original state and after storage in inertia gas for 20 days. (j) J–V curves of a FSC in
straight form (0 degree) and bent to 90 and 180 degrees, respectively. Inset shows the SEM image of the FSC twisted by a CNT yarn electrode and
bent to 90 degrees.74 Copyright 2012, American Chemical Society.
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replacing traditional metal wire with aligned CNT ber.
Nevertheless, existing problems such as the leakage, toxicity,
and vaporization of electrolyte, make it impossible to integrate
the exible ber-shaped DSSCs into wearable device. Although
a PCE as high as 7.39% has been achieved in a novel design of
core–sheath solid state DSSC using CNT yarns with hybrid
structure, much more breakthroughs are urgently needed.70,71

Compared with ber-shaped DSSCs based on the dye mole-
cules, ber-shaped polymer solar cells (PSCs) are more suitable
for wearable devices due to their all-solid-state structure. Pres-
ently an interpenetrating structure between polymeric donor
and fullerene acceptor was generally designed to enhance the
charge separation and transport due to a high interfacial area in
polymer photovoltaics. Chen et al. reported ber-shaped PSCs
with an aligned CNT ber as the cathode.72 Twined with a Ti/
TiO2 wire anode, the photovoltaic wires achieved the PCE of
0.15%, where the poly(3-hexyl-2,5-thiophene) (P3HT) and (6,6)-
phenyl-C71 butyric acid methyl ester (PC70BM) were used as
photoactive materials, as shown in Fig. 4a–d. Aer optimizing
the TiO2 structure, a much higher efficiency of 1.78% was
realized in the CNT ber-based PSCs (Fig. 4e and f).73 Ascribed
to the outstanding exibility and structure stability of the
6634 | RSC Adv., 2021, 11, 6628–6643
aligned CNT bers, the obtained ber-shaped devices could be
woven into various exible structures such as textiles without
further sealing. The PCE of the textiles could maintain 85% of
the initial value aer bending for 1000 cycles, as shown in
Fig. 4g. Liu et al. developed a novel organic photovoltaic ber by
using aligned CNT ber as cathode and ZnO-modied steel wire
as photoanode (Fig. 4h–j), achieving the enhanced PCE of
2.3%.74

Although much efforts have been devoted to improve the
charge transport and optimize optical absorption, the current
low PCE of ber-shaped PSCs still can't satisfy the practical
applications, which should be further improved. In addition to
the polymer solar cells, ber-shaped perovskite solar cells have
attracted worldwide attention due to liquid-free electrolyte, in
which perovskite layer is sandwiched between electron and hole
transport materials. Although the current power conversion
efficiency of 10.79% has been already achieved, the used noble
metal of Au ber and lm greatly increase the cost and weight of
the ber-shaped perovskite solar cells, limiting its practical
application.75 Compared with noble metal, CNT ber has been
considered as the potential candidate electrodes for high
performance ber-shaped perovskite solar cells due to its
© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 (a) Structure and (b) energy-level diagram (relative to the vacuum level) of each layer in the double-twisted fibrous perovskite solar cell. (c)
J–V curve of the double-twisted fibrous perovskite solar cell with the best PCE of 3.03%. (d) The photograph of the double-twisted fibrous
perovskite solar cell wrapped onto a capillary tube with curvature radius of 0.3mm.79 Copyright 2015, Wiley-VCH. (e) Schematic illustration to the
elastic perovskite solar cell fiber structure and (f) energy level diagram. (g) J–V curves of the resulting powering textile where three perovskite
solar cell fibers were connected in series or parallel before and after stretching. (h) Photograph of an elastic powering perovskite solar cell
textile.80 Copyright 2015, Royal Society of Chemistry.
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outstanding exibility, lightweight, and high catalytic
activity.76–78 Li et al. reported a CNT ber-supported double-
twisted perovskite solar cell with PCE of 3.03%, as shown in
Fig. 5a–d, which was higher than the ber-shaped polymer solar
cell.79 A thin layer of CH3NH3PbI3�xClx coated on the highly
exible CNT ber here possesses a higher charge carrier
mobility and simultaneously shows excellent structural stability
under bending for more than 1000 cycles without degradation.
The higher PCE of 5.22% has been achieved by designing
a stretchable ber-shaped perovskite solar cell with CNT ber
and spring-like Ti wire as two electrodes (Fig. 5e–g). The aligned
CNT sheet was closely attached to the conductive elastic ber to
increase the hole collection, effectively increasing the energy
conversion efficiency. Moreover, ascribed to the highly elastic
ber and exible CNT ber, the fabricated devices exhibited
stable photovoltaic performance under both stretching and
bending when they were woven into electronic textiles
(Fig. 5h).80 Despite the great achievement, the efficiency of CNT
ber-based perovskite solar cells was still much lower than the
traditional planar perovskite solar cell (PCE > 20%), limiting the
practical application. This result was mainly ascribed to poor
interface contact and charge transfer between photoactive layer
and CNT electrodes. Through the optimized modication and
functionalization of aligned CNT ber electrode, the ber-shaped
perovskite solar cell possesses the great potential to achieve the
PCE equal to or even higher than the ber-shaped DSSCs.
© 2021 The Author(s). Published by the Royal Society of Chemistry
3.2 Fiber-shaped supercapacitors

Aligned CNT bers with excellent conductivity, outstanding
mechanical properties and high specic surface area are
promising for constructing ber-shaped supercapacitors.81–85

However, the lower energy density of CNT ber-based ber-
shaped supercapacitor resulted in frequent charge/discharge
during practical application, difficult to satisfy the actual
requirement. According to the equation E ¼ CV2/2, the energy
density (E) is proportional to specic capacitance (C). Recently,
much efforts have been made to increase the specic capaci-
tance through introducing high pseudocapacitive materials
such as carbonaceous active materials (i.e., porous carbon,
graphene oxide),86 conducting polymers (i.e., PANI, PPy and
PEDOT) and transition metal oxides (i.e., MnO2, Fe2O3 and
Co3O4) into the aligned CNT bers.82,87–96 Wang et al. reported
a synchronous deposition strategy to continuously fabricate
ber-shaped supercapacitors based on aligned CNT/RGO
composite bers, as shown in Fig. 6a.86 The oxygen-containing
moieties (like carbonyl group and carboxyl group) on the
basal plane of RGO provide rich active sites for pseudocapaci-
tance which is dominantly contributed to the enhancement of
capacitance. As a result, the obtained twisted ber-shaped
supercapacitor possessed a high specic capacitance of 68.4 F
cm�3 at 31 mA cm�3 and an energy density of 2.4 mW h cm�3,
higher than the bare CNT ber-based supercapacitor (4.5 F
cm�3 at 31 mA cm�3) (Fig. 6b and c). Moreover, beneting from
RSC Adv., 2021, 11, 6628–6643 | 6635
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Fig. 6 (a) Schematic of the experimental setup for the continuous fabrication of supercapacitor fiber and the SEM images of fiber electrode and
supercapacitor fiber. (b) Volumetric capacitances of supercapacitor fiber at increasing current densities. (c) Ragon plot of the supercapacitor fiber
based on different carbonaceous fibrous electrodes. (d) An integrated fabric woven from cotton yarns (white fibers) and supercapacitor fibers
(black fibers).86 Copyright 2015, Wiley-VCH. (e) Schematic illustration to fabrication of a supercapacitor textile based on the CNT/PANI composite
fiber. (f) CV curves of bare CNT fiber-based textile and CNT/PANI composite fiber-based textile. (g) Photographs of a transparent supercapacitor
textile. (h) Dependence of specific capacitance on bend cycle number of a supercapacitor textile (bending angle of 150�). (i) CV curves of
a supercapacitor textile being bent into different angles at a scan rate of 20 mV s�1.87 Copyright 2015, Wiley-VCH. (j) Schematic illustration of the
fiber-shaped asymmetric supercapacitor. The inset shows the comparison of galvanostatic charge–discharge curves of different electrodes at
a current density of 5 A g�1 (4 mA cm�2). (k) Areal specific capacitances of the fiber-shaped supercapacitors as a function of the current density. (l)
Areal energy and power densities of the device in comparison with previously reported values.91 Copyright 2018, American Chemical Society.
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the high strength and exibility of CNT composite ber, the
ber-shaped supercapacitors could be knitted into textile
without structure damage, suggesting potential application in
wearable electronics (Fig. 6d). In addition to carbonaceous
materials, conducting polymers have been also widely used in
supercapacitors due to their high specic capacitance and
exibility.86,97 Pan et al. prepared a novel wearable energy device
based on aligned CNT/PANI ber textiles, as shown in Fig. 6e
and f.87 Due to the remarkable electrochemical activity of PANI
and outstanding exibility of aligned CNT ber, the resulting
supercapacitor textile showed a higher specic capacitance of
6636 | RSC Adv., 2021, 11, 6628–6643
�196.3 F cm�3 which could maintain 96.4% aer bending for
200 cycles (Fig. 6g–i).

Compared with conducting polymers, transition metal
oxides are regarded as the promising candidates for super-
capacitor electrode materials due to its high theoretical specic
capacitance, low cost and easy availabilities. However, the poor
intrinsic conductivity and severe aggregation of transitionmetal
oxides severely hinders the charge transfer during redox reac-
tion, resulting in compromises of power density and cycling
stability as well as lower specic capacitance than theoretical
value. Combining the aligned high-conductive CNT ber with
© 2021 The Author(s). Published by the Royal Society of Chemistry
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transition metal compounds for pseudo-capacitance is an
effective way to increase the intrinsic capacitance of ber-
shaped supercapacitors. Lu et al. reported the utilization of
CNT/MnO2 composite ber electrodes for micro-supercapacitor
wire.88 The CNT ber on the one hand act as conductive
collector ensuring fast charge transport, on the other hand
provide sufficient surface area for deposition of MnO2. The
MnO2 nanoakes orderly deposited on the surface of aligned
CNT ber without serious aggregation expose more surface area
for pseudo-capacitance. As a result, the assembled ber-shaped
symmetric supercapacitor demonstrated a high specic capac-
itance of 156 F cm�3 in LiCl/PVA electrolyte. Similar with MnO2,
other metal oxides, such as Co3O4, NiO, Fe2O3 etc.,83 have also
been commonly used for supercapacitors due to their high
theatrical specic capacitance, environmental compatibilities,
and low cost. Zhou et al. designed a porous S-a-Fe2O3@C on the
oxidized aligned CNT ber as anode for high-performance
wearable asymmetric supercapacitors, as shown in Fig. 6j.91

Due to the ultrahigh surface area and excellent conductivity, the
S-a-Fe2O3@C/OCNTF electrode exhibited a superior areal
capacitance of 1232.4 mF cm�2 at 2 mA cm�2 and an excellent
rate capability (Fig. 6j). Twisted with Na-doped MnO2

nanosheets/CNT composite ber, the asymmetric ber-shaped
supercapacitors exhibited a high specic capacitance of 201.3
mF cm�2 and an exceptional energy density of 135.3 mW h cm�2

(Fig. 6k and l). Sun et al. developed the hierarchically-structured
Co3O4 nanowire arrays grown on CNT bers to serve as novel
cathodes for high-performance wearable ber-shaped asym-
metric supercapacitors.90 The well-aligned three-dimensional
cobalt oxide nanowire arrays (Co3O4 NWAs) directly deposited
on carbon nanotube bers (CNTFs) not only enlarge electrode–
electrolyte contacting area for electrochemical reaction (Co3O4

4 CoOOH), but also provide a short diffusion path for fast ion
transport. The obtained hybrid bers showed an ultrahigh
specic capacitance of 734.25 F cm�3 (2210 mF cm�2) in a three-
electrode system. Coupled with the vanadium nitride
nanowires/CNT bers, the fabricated asymmetric ber-shaped
supercapacitors possessed a high energy density of 13.2 mW h
cm�3 in KOH/PVA gel electrolyte with a stable potential window
of 1.6 V. To further increase the electrochemical performance of
the aligned CNT ber electrode, polynary metal oxides/CNT
hybrid electrodes have been developed,98 such as Zn–Ni–Co
ternary oxides (ZNCO),99,100 Mo–Ni–Co ternary oxide (MNCO),89

due to their higher electrochemical activity and conductivity
than the ones using mono-metal oxide and binary-metal oxide.
Sun et al. prepared a wearable ber-shaped asymmetric super-
capacitor with amaximum operating voltage of 1.6 V by utilizing
hierarchical dandelion-like MNCO/CNT ber as the positive
electrode.89 The optimized device exhibited a remarkable
specic capacitance of 62.3 F cm�3 (233.7 mF cm�2), a high
energy density of 22.2 mW h cm�3 (83.1 mW h cm�2) and an
extraordinary power density of 2133.3 mW cm�3 (8000 mW
cm�2).

In addition to transitionmetal oxide, transitionmetal sulde
and transition metal nitride have also attracted great inter-
ests.101–103 Zong et al. developed a twisted asymmetric super-
capacitor composed of MoS2/CNT composite ber as negative
© 2021 The Author(s). Published by the Royal Society of Chemistry
electrode and Na-doped MnO2/CNT composite ber as positive
electrode.101 Beneting from the excellent electrochemical
activity of transition metal compounds and high conductivity of
aligned CNT ber, the fabricated asymmetric supercapacitor
showed an incredible specic capacitance of 265.4 mF cm�2, an
ultrahigh energy density of 178.4 mW h cm�2, and outstanding
exibility (120� bending, over 3500 times) with the high oper-
ating voltage of 2.2 V. Among the transition metal nitrides,
vanadium nitride (VN) has been considered as a promising
anode material for asymmetric supercapacitors due to its large
specic capacitance (1340 F g�1) and superb electrical
conductivity (106 U m�1).89,90,96,99,100,102 Especially, the aligned
porous VN can provide higher specic surface area for faradic
reaction and more ion transport path. Based on the VN@C
nanowire arrays/CNT bers as core electrode, the asymmetric
coaxial ber-shaped supercapacitors were developed with
a high specic capacitance of 213.5 mF cm�2 and an exceptional
energy density of 96.07 mW h cm�2.102

Moreover, stretchable/elastic CNT-based yarn super-
capacitors currently are particularly attractive for wearable
electronics in practical applications, especially inevitable severe
defamation in daily life.104 Choi et al. report a bi-scrolled yarn
MnO2/CNT ber electrode. The CNT here provide strength and
electrical conductivity. Despite the high loading of MnO2, the
nal bi-scrolled solid-state yarn supercapacitors can be made
elastically stretchable (up to 30% strain) by over-twisting to
produce yarn coiling.105 Similarly, the buckled CNT ber elec-
trode was also prepared for highly stretchable/elastic yarn
supercapacitors, which can effectively absorb tensile or shear
stresses during the severe deformation and can sustain up to
1500% elastic deformation. Consequently, by incorporating
pseudocapacitive-active materials, the fabricated super-elastic
ber-shaped supercapacitors show high linear and areal
capacitance values of 21.7 mF cm�1 and 92.1 mF cm�2,
respectively, that can be reversibly stretched by 1000% without
signicant capacitance loss, showing great wearable
applications.106
3.3 Fiber-shaped lithium-ion batteries

Fiber-shaped lithium-ion batteries (LIB) are the promising
energy devices to power the portable and wearable electronics
due to their high energy density. Their electrochemical and
mechanical performances are highly dependent on the design
of composite ber electrodes. Among various ber electrodes,
CNT-based composite ber has been considered as one of the
most potential candidate electrodes for highly stable and ex-
ible ber-shaped batteries.19,107–110 Usually, bare CNT ber can
provide strong mechanical scaffold, fast charge transport
pathway and high specic surface area for loading active
materials (i.e., MnO2, MoS2, Si, Li4Ti5O12 (LTO) and LiMn2O4

(LMO), etc.) to improve enhance the performance of
LIB.83,92,111–118 Ren et al. fabricated a novel CNT ber-based ber-
shaped LIB through twisting MnO2modied CNT ber (positive
electrode) together with Li wire (negative electrode) (Fig. 7a).92

Ascribed to the higher Li+ intercalation/deintercalation poten-
tial of aligned MnO2/CNT ber compared with bare CNT ber,
RSC Adv., 2021, 11, 6628–6643 | 6637
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Fig. 7 (a) Schematic illustration to the wire-shaped LIB fabricated by twisting an aligned MWCNT/MnO2 composite fiber and Li wire as positive
and negative electrodes, respectively. The inset top left image shows the charge–discharge process. (b) Charge and discharge of wire-shaped
LIB with a MWCNT/MnO2 composite fiber and Li as electrodes. (c) Dependence of specific capacitance for a battery wire on current.92 Copyright
2013, Wiley-VCH. (d) Schematic illustration of the synthesis of the aligned CNT/MoS2 hybrid fiber and the structure of the fibrous LIB. (e) Cyclic
voltammograms of the fibrous LIB with the aligned CNT/MoS2 hybrid fiber as the cathode at 0.1 mV s�1. (f) The first three charge–discharge
curves of the fibrous LIB at 0.2 A g�1. (g) Cycling performances of the fibrous LIB at 0.2 A g�1. (h) Dependence of specific capacity on the bending
cycle.112 Copyright 2015, Royal Society of Chemistry. (i) Schematic illustration of the synthesis of high-performance composite yarns. (j) Long-life
performance of the CNT–Si/CNT composite yarn at 2C. (k) Comparison of cyclic performances between CNT–Si and CNT–Si/CNT composite
yarns at 0.4C. (l) Schematic illustration to the fabrication of the coaxial fiber full LIB. (m) Long-life performance of the fiber-shaped LIB between
2.0 and 4.3 V at 1C. (n) Photograph of a fiber-shaped LIB to lighten up a LED and fiber-shaped full LIBs being woven into a textile (inset).113

Copyright 2014 American Chemical Society. (o) Schematically showing the (I) fabrication process, (II) stretchability representation, (III) cross-
sectional view of the stretchable fiber-like Li metal battery, and (VI) wrapping of the Li–ZnO@CNT fibers around a pre-stretched elastic fiber.118

Copyright 2019, Elsevier.
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a specic capacity of 109.62 mA h cm�3 (or 218.32 mA h g�1) for
the battery in 1 M LiPF6 electrolyte solution had been achieved
(Fig. 7b and c). In addition to the MnO2 nanoparticles, the MoS2
6638 | RSC Adv., 2021, 11, 6628–6643
is widely appreciated as an alternative material for LIBs due to
its high energy storage capacity. Luo et al. reported a novel
aligned MoS2 nanosheet/CNT hybrid ber to serve as positive
© 2021 The Author(s). Published by the Royal Society of Chemistry
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electrode for ber-shaped LIB (Fig. 7d).112 The MoS2 nanosheets
directly wound on the surface of the CNT provide large specic
surface area for energy storage. The designed hybrid nano-
structure efficiently combined the superiority of high electrical
conductivity in the CNT and high energy storage capacity in
MoS2. Paired with a lithium wire anode, the obtained ber-
shaped LIB showed a high specic capacity of 1298 mA h g�1

and excellent cycle stability with the capacity retention of
1250 mA h g�1 aer 100 cycles at 0.2 A g�1 (Fig. 7e–h). To further
improve the specic capacity, the Si modied CNT ber has
been studied as a promising electrode material, due to the
ultrahigh theoretical capacity (4200 mA h g�1) of Si and high
conductivity of aligned CNT ber. Lin et al. developed novel
twisted and aligned Si/multiwalled CNT (MWCNT) composite
ber electrodes for ber-shaped LIB using a Li wire as the
counter electrode.115 When the weight percentage of Si in the Si/
CNT composite ber was controlled around 38.1%, the ber-
shaped LIB achieved the high specic capacity of
1670 mA h g�1 at current density of 1.0 A g�1. Higher specic
capacity of 2200 mA h g�1 has been achieved by Sun et al., using
Si-coated CNT yarn as electrode due to its outstanding exibility
and electrical conductivity.116 Although high performance can
be achieved by introducing Si particles into the CNT ber, the
huge volume change of Si during the lithiation/delithiation
process results in a fast capacity decay. To solve this problem,
a novel CNT–Si/CNT composite yarn was synthesized by Weng
et al. (Fig. 7i).113 Here, the special hybrid layered structure was
conducive to buffering the volume change of Si and clamping
the Si layer, ensuring the structure stability of electrode during
lithiation/delithiation process. To investigate the electro-
chemical property of the composite yarns, the half-cell ber-
shaped LIB was fabricated with a lithium wire as the counter
electrode. For the CNT–Si/CNT composite yarn, a specic
capacity of 2240 mA h g�1 could be obtained at the rst cycle
with 88% retention aer 100 cycles, exhibiting higher cycle
stability than Si/CNT composite yarn under the same condition
(42% capacity retention, Fig. 7j and k). Based on the researches
above, half-cell ber-shaped LIB showed outstanding specic
capacity. However, metal Li wire anode limit the exibility of
ber-shaped LIB. Moreover, the liquid electrolyte used in above
ber-shaped LIBs hampered practical applications due to the
problems of leakage and complex packaging. By replacing the
metal Li wire with CNT–LiMn2O4 (LMO) yarn, the coaxial ber-
shaped full LIB with gel electrolyte was nally fabricated with
the CNT–Si/CNT and CNT–LMO composite yarns as the anode
and cathode, respectively (Fig. 7l).113 A specic discharge
capacity of 106.5 mA h g�1 was achieved at the rst cycle with
the capacity retention of 87% aer 100 cycles, as shown in
Fig. 7m. Beneting from the high exibility of CNT-based
composite ber, the obtained full-cell ber-shaped LIB could
be further woven into a exible textile (Fig. 7n).

In addition to electrolyte leakage of full-cell ber-shaped
LIBs, the safety issue arising from the growth of dendritic
lithium on the anode surface (i.e., Si anode) has also attracted
great interests. To avoid this problem, much attention has been
paid to developing the novel electrode materials with higher
lithiation potentials and small volume change, such as spinel
© 2021 The Author(s). Published by the Royal Society of Chemistry
Li4Ti5O12 (LTO), polyimide (PI) and ZnO.111,114,117,118 Ren et al.
introduced the LTO and LMO nanoparticles into the aligned
CNT yarns. The obtained MWCNT/LTO and MWCNT/LMO
composite yarns were used as anode and cathode, respec-
tively, and were assembled into a full-cell ber-shaped LIB with
a belt separator and liquid electrolyte.114 The full-cell achieved
a high specic capacity of 138 mA h g�1 at 0.01 mA and
a discharge volumetric energy density of 17.7 mW h cm�3.
Ascribed to the high exibility of CNT-based composite ber,
the ber-shaped LIB could be woven into various electronic
textiles for wearable electronics. Moreover, an elastic wire-
shaped LIB could also be fabricated by winding the MWCNT/
LTO anode and MWCNT/LMO cathode yarns around an
elastic substrate. The stretchable ber-shaped battery showed
the initial discharge capacity of 138 mA h g�1 with the retention of
over 90% when the battery was stretched by 100%, exhibiting
outstanding adaptability. Recently, a novel highly-stretchable ber-
shaped LIB with high capacity (1176 mA h g�1 at 50 mA g�1) was
developed using a Li–ZnO@CNT hybrid ber as the anode, as
shown in Fig. 7o.118 Interestingly, the Li anode integrated the three-
dimensional structure of ZnO arrays and the admirable stretch-
ability of CNT bers. When matched with MoS2@CNT bers, the
stretchable ber-like Li metal battery exhibited an excellent cyclic
stability under a strain of 100% and a dendrite-free morphology
aer repeated plating/stripping cycling.

4. Conclusions and perspectives

This review mainly touched on the synthesis, physical proper-
ties, and applications of the aligned CNT ber in energy har-
vesting and storage devices. The aligned CNT bers with
different physical properties (electrical and mechanical prop-
erties) can be prepared by spinning from CNT solution, CNT
aerogel, aligned CNT array or twisting from CNT lms. Ascribed
to its lightweight, extraordinary mechanical strength, desirable
conductivity and high specic surface area, the aligned CNT bers
have been widely considered as promising electrodes or conduc-
tive substrates in ber-shaped solar cells, supercapacitors, and
lithium-ion batteries. To improve the performance of ber-shaped
devices, many works have focused on designing novel aligned
CNT-based composite bers by introducing the second phases,
such as carbonaceous materials, metal particles, conducting
polymers and transition metal compounds, etc. Despite recent
rapid advances, there is still a need to further improve material
properties and enhance device performance.

For ber-shaped energy harvesting devices, particularly
ber-shaped DSSCs, the aligned CNT ber electrode which was
used as working electrode (anode) should possess excellent
electronic properties for fast charge transport and high specic
surface area for efficient adsorption of dye molecules. Intro-
ducing a porous TiO2 nanocrystal hole blocking layer on the
aligned CNT ber can effectively improve the photoinduced charge
separation and transport of carriers to the electrode, leading to
increased PCE. Meanwhile, the counter electrode (cathode) based
on the aligned CNT composite ber should possess outstanding
catalytic properties. High conversion efficiencies can be achieved
by replacing the conventional Pt wire with PtmodiedCNTber as
RSC Adv., 2021, 11, 6628–6643 | 6639
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counter electrode. Moreover, surface modication such as
heteroatom doping can also improve the catalytic activity of CNT
ber-based electrode. While for the CNT ber-based ber-shaped
polymer and perovskite solar cells, the PCE was presently lower
than that of ber-shaped DSSCs, which was mainly ascribed to
poor interface contact between solid photoactive layer and CNT-
ber electrodes.

In addition, for exible brous electrochemical energy
storage devices, the aligned CNT bers are promising candi-
dates for electrode materials owing to their outstanding
conductivity and high specic capacitances. However, a major
challenge for CNT ber electrodes is the low energy density. An
effective strategy for solving this problem is introducing pseu-
docapacitive materials (such as conducting polymer, metal
oxide, metal sulde, etc.) into the aligned CNT ber, which can
greatly enhance the energy density of the devices. The porous
pseudocapacitive materials on aligned CNT ber are conducive
to the fast ion transport and adapting the volume change during
charge/discharge processes, ensuring rate capability and cyclic
stability of the devices.

Overall, the aligned CNT ber and its composite ber are
valuable electrode materials with great potential for ber-
shaped energy harvesting and storage devices. However, the
relatively low performance of CNT ber-based devices, espe-
cially all-solid energy devices, remarkably limits the practical
applications. Therefore, more efforts should be made to design
novel aligned CNT composite ber electrodes with outstanding
photoelectric or electrochemical activity through surface modi-
cation and functionalization for much higher performances.
Another challenge is improvement of the structure stability (i.e.,
strength and deformability) for ber-shaped energy devices to effec-
tively weave such ber-shaped devices into textiles for stretchable,
portable, wearable, deformable, and even implantable electronics.
Usually, introducing the second phase or surfacemodicationmay
decrease the electronic and mechanical properties of the aligned
CNT ber electrodes. To balance the electrochemical activity,
conductivity, and mechanical properties of the aligned CNT
composite ber, regulating the interfacial properties and structure
of active materials is critical. In summary, these CNT ber-based
energy devices are highly promising to achieve mass production
and can be applied to wearable electronic devices such as
consumer electronics, articial electronic skins in our future life.
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