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-transition MnO2 single-crystal
shell enabling a high-capacity Li-rich layered
cathode in Li-ion batteries†

Deyuan Liu, Jian Yang, Junming Hou, Jiaxuan Liao and Mengqiang Wu *

Layered, Li-rich Mn-based oxides (LLMOs) are the most promising next-generation, high-energy batteries

due to their relatively high specific capacities and high voltages. However, the practical application of LLMO

cathodes is limited by low initial coulombic efficiencies (CEs) and poor cycling performance. Herein, we

used the reaction of KMnO4 and MnSO4 under hydrothermal conditions to grow a nano-SCMO shell on

the LLMO material surface (SCMO@LLMO). The unique particle/sheet compound structure of the SCMO

shell is beneficial to the electrochemical reaction. SCMO has good Li storage characteristics and

excellent surface structure stability in the single-crystal phase which further improves the reversible

capacity, CE, and cyclic stability of the LLMO cathode. Therefore, the optimal coated sample (feedstock:

2 M KMnO4, SCMO@LLMO-2.0) exhibits a good initial discharge capacity (238.2 mA h g�1 at 1C and

173.8 mA h g�1 at 5C), initial CE (89.6% at 1C and 86.5% at 5C), and cycling performance (capacity

retention of 84.67% at 1C and 62.72% at 5C after 200 cycles). This work adopts a hydrothermal method

to synthesize a nano-single crystal composite material, laying a foundation for the preparation of the

SCMO@LLMO cathodes for LLMO primary battery cathodes with high electrochemical performance.
1. Introduction

The increased demand for electric vehicles (EVs) has necessi-
tated improvements in high energy density in Li-ion batteries
(LIBs).1,2 The cathode material is the key variable for increasing
the energy density of LIBs.3,4 However, high-nickel ternary
cathode materials have pronounced capacity fading, especially
at high voltages, leading to a limited cycle life.5 Olivine-type
LiFePO4 exhibits limited rate capability due to its low ionic
diffusivity and poor electronic conductivity.6 Compared with
traditional cathode materials, LLMO has a higher specic
capacity ($250 mA h g�1) and high voltage (>4.5 V),7–9 which is
one of the research hotspots in the eld of LIBs. However, the
LLMO cathodes undergo irreversible cation and anion loss in
the charging and discharging process, resulting in degraded
performance characteristics such as a low initial CE,10 poor rate
performance,11 and poor cycling stability.12

Extensive efforts have been made to inhibit cation/anion
loss. Surface modication,13–16 body phase doping,17–20 and
gradient treatment21,22 have been successfully used for this
purpose because the irreversible loss of oxygen mainly occurs
on the material surface.23,24 Surface modication can greatly
of Electronic Science and Technology of

Zone, Chengdu, 611731, P. R. China.

tion (ESI) available. See DOI:

the Royal Society of Chemistry
improve the stability and dynamic performance of surface
oxygen25 which enhances the specic capacity and regulates the
cycling stability of materials.26,27 Currently, oxides,28 platinum-
group metals,29 and low-dimensional carbon materials30 are
widely used in the surface coating of LLMO cathodes. However,
the above coating methods only improve the performance of
a certain aspect of the LLMO (such as reversible capacity), and
a coating strategy to comprehensively improve electrochemical
performance remains to be determined. In addition, compared
with innovations in the compositions of coating materials,
coating materials constructed by varying the grain orientation
are rarely reported.

Single-crystal material is a kind of new material which is
used more and more widely. It is composed of a single crystal
whose diffraction pattern is a regular lattice. Single-crystal
cathodes provide a new research direction for LIBs due to
their high compressive strength and good machinability.31 The
single-crystal bulk phase improves the discharging voltage,32

vibrational density,33 and cycling performance34,35 of LIBs.
However, the larger particles (3–6 mm) of the single-crystal
materials inhibit the diffusion of Li+, resulting in poor initial
CE, reversible capacity, and rate performance.36 However, by
selecting compounds with good electrochemical activities,37 it is
possible to improve the intrinsic properties of LLMO cathode
materials. In this work, single-crystal compound shells with
smaller particle sizes (#50 nm) and good Li+ insertion/
extraction characteristics were synthesized in situ on the
cathode material surface, providing a new fabrication scheme
RSC Adv., 2021, 11, 12771–12783 | 12771
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View Article Online
for the preparation of LLMO materials with high electro-
chemical properties.

Herein, we provide a strategy to synthesize unique core–shell
SCMO@LLMO composite cathodes by the growing nano-SCMO
shell in situ on the LLMO. The particle-and-sheet composite
nano-SCMO shell increases the contact area between the
material and the electrolyte and exhibits good structural
stability during the charge and discharge process. In the cycling
process, the SCMO shell gradually combines with the LLMO
bulk phase and provides structural protection for the LLMO
cathode without cracking and peeling, demonstrating good
material compatibility. As a result, SCMO@LLMO exhibits
a good initial CE, rate performance, and cyclic stability, making
it an excellent high-performance cathode for LIBs compared
with other modication methods (Table S1, ESI†). In addition,
the experimental results are supported well by density func-
tional theory (DFT) and in situ X-ray diffraction (in situ XRD), in
situ differential electrochemical mass spectrometry (in situ
DEMS) measurements. Overall, the experimental scheme is
simple and effective, making it promising for wide applicability.

2. Experimental
2.1 Material synthesis

All chemicals are of analytical grade. LLMO (Li1.2Mn0.54Ni0.13-
Co0.13O2) was prepared by co-precipitation.38 All of the experi-
mental procedures described below were performed under
continuous nitrogen (N2) protection except step (4). The typical
synthesis route is as follows:

(1) Pretreatment. Mn(OH)2 (Sigma-Aldrich LLC, 99.99%)
and LLMO materials at a molar ratio of 1.3 : 1 were mixed with
25 mL deionized water for 1 h. Ultrasonic dispersion of the
stirred Mn(OH)2 mixture was conducted for 30 min, and
a peristaltic pump was used to add the LLMO cathode material
mixture dropwise under high-speed stirring. Stirring continued
for 2 h to obtain the pre-treated mixture.

(2) Acid treatment. 2.67 mL of 70% dilute H2SO4 (Sigma-
Aldrich LLC, 99.999%) solution was added dropwise into the
pre-treated mixture. The mixture was stirred at 80 �C at
a constant speed for 1 h. Then, 2 g polyvinylpyrrolidone (PVP,
Sigma-Aldrich LLC, average mol. wt 40 000) was added. Stirring
continued at 80 �C at a constant speed for 0.5 h to obtain the
acid-treated mixture.

(3) Hydrothermal. 20 mL of KMnO4 (Sigma-Aldrich LLC,
ACS reagent,$99.0%) solutions at concentrations ranging from
0.5–2.5 M (the samples are denoted as SCMO@LLMO-0.5,
SCMO@LLMO-1.0, SCMO@LLMO-1.5, SCMO@LLMO-2.0, and
SCMO@LLMO-2.5) were prepared. Then, the mixed solution
with acid treatment was added dropwise, and the mixture was
stirred at 80 �C at a constant speed for 5 min. Then, the mixed
solution was transferred to a 100 mL polytetrauoroethylene
hydrothermal reaction kettle and placed in the oven. The
temperature of the oven was increased from 80 �C to 140 �C at
a rate of 0.5 �C min�1 and baked for 12 hours.

(4) Calcination. The hydrothermal products were washed,
ltered, and placed in a muffle furnace at 300 �C for 5 h at
a heating rate of 2 �C min�1 to obtain the target products.
12772 | RSC Adv., 2021, 11, 12771–12783
2.2 Material characterizations

Field emission scanning electron microscopy (FE-SEM, FEI
Inspect F50) was used to characterize the morphology of the
coated samples at different cycling stages. The elemental
composition of the SCMO@LLMO was analyzed by energy-
dispersive X-ray spectroscopy (EDS) using the same FE-SEM.
The elemental Mn quantity of samples with different shell
thicknesses was quantitatively analyzed by inductively-coupled
plasma spectrometry (ICP-OES, Agilent 7800 ICP-MS). Trans-
mission electron microscopy (TEM, FEI Tecnai G2 F30) was used
to measure the thickness of the shell at an accelerating voltage of
300 kV. High-resolution transmission electron microscopy
(HRTEM) was used tomeasure the lattice spacing of the samples.
The diffraction patterns were observed via selected electron
diffraction (SEAD) images. The specic surface area (BET) and
the pore size distribution ratio of SCMO@LLMO-2.0 and LLMO
were tested by JWEB SCI. & TECH. JW-BK10C specic surface area
analyzers. The structure of the sample was analyzed by powder X-
ray diffractometry (XRD, PANalytical X-ray Diffractometer Model
X'pert 3, Cu-Ka radiation: l ¼ 1.5406 Å, 2� min�1, 10–120�). The
in situ XRD (Bruker D8 Advance ECO, 10� min�1, 15–72�) was
performed at 2.5–4.8 V and 0.1C. The in situ XRD cell used a half-
cell in 2.3(1). The in situ XRD device consisted of a Cu-made base
and a cover with a sealed Be ring allowing penetration of the X-
rays through and an electrode plate soaked in electrolyte. Cu-
Ka (l ¼ 1.5418 Å) was used as source and a scan rate of
20� min�1. X-ray photoelectron spectroscopy (XPS, Thermo
Scientic K-Alpha) with a MgKa excitation source (1253.6 eV) was
used to measure the percent of element valence.
2.3 Electrochemical measurements

(1) Half-cell. All electrochemical performance was tested with
a CR-2032 half-cell at room temperature. The slurry was prepared
using the activematerial (80 wt%), carbon black (Super P, 10 wt%),
and polyvinylidene uoride (PVDF, 10 wt%). The slurry was coated
on the Al foil (Al has no contribution to the capacity39 and the shell
thickness is 150 mm). The half-cell used pure Li foil as the cathode.
The electrolyte was 1 M LiPF6 in a cosolvent of ethyl carbonate
(EC), dimethyl carbonate (DMC), and ethyl methyl carbonate
(EMC) (1 : 1 : 1 in volume). Celgard 2400 (25 mm) was used as
a separator for cell assembly. The LAND cell test system (CT2001A
LAND) was used for charge/discharge. Cyclic voltammograms (CV,
2.5–4.8 V, 0.5 mV s�1) were measured at a CHI660E electro-
chemical workstation, and electrochemical impedance (EIS) curves
were measured at frequencies ranging from 0.01 to 100k Hz.

(2) Full-battery. Graphite (96.5 wt%), sodium carbox-
ymethyl cellulose (CMC, 1.5 wt%), Super P (0.5 wt%), and
styrene-butadiene rubber (SBR, 1.5 wt%) were prepared as
a mixed slurry. Then, the slurry was coated on the Cu foil. Aer
drying for 8 h in a vacuum oven at 80 �C, the as-prepared
electrode was used as the full battery.
3. DFT methods

The SCMO(Li2O)x (x z 1, 010 crystal plane), SCMO(Li2O)x (x z
0, 001 crystal plane) and LLMO (100 crystal plane) surfaces were
© 2021 The Author(s). Published by the Royal Society of Chemistry
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adopted as active surfaces to simulate the Li+ diffusion process.
We used 2 � 1, 1 � 1 and 2 � 1 super cells containing six, ve
and nine atomic layers for SCMO(Li2O)x (x z 1, 010 crystal
plane), SCMO(Li2O)x (x z 0, 001 crystal plane) and LLMO (100
crystal plane) respectively. As shown in Fig. S6,† 10 Mn atoms
were replaced by 3 Co, 3 Ni and 4 Li atoms in the LLMO (100
crystal plane) supercell, to reach an atoms stoichiometries. The
height of supercell is set as 15 Å to insure negligible interaction
between adjacent slabs.

The rst-principles density functional calculations were
using Perdew–Burke–Ernzerhof (PBE)40 functional within the
spin-polarized GGA+U approximation as implemented in the
Cambridge serial total energy package (CASTEP)41 code. The
Vanderbilt ultraso pseudopotential42 was used with a cutoff
energy of 450 eV. Geometric convergence tolerances were set for
maximum force of 0.03 eV Å�1, maximum energy change of 10–
5 eV per atom, maximum displacement of 0.001 Å and
maximum stress of 0.5 GPa. Density mixing electronic mini-
misation was implemented and the self-consistent eld (SCF)
tolerance was set to “ne” with high accuracy of 10–6 eV per
atom for energy convergence. The Hubbard U correction was
introduced to describe the effect of localized d electrons of the
transition metal ions. The applied effective U value was taken
from previous theoretical reports: 5.0 eV, 4.0 eV, 6.4 eV for Mn,
Co, Ni respectively.43–46 The migration barriers of the Li-ion in
the material are calculated using the NEB method as imple-
mented in CASTEP.

The diffusion of Li was investigated by searching the
possible diffusion route and identifying the migration transi-
tion state with the lowest diffusion energy barrier. The diffusion
energy barrier is the energy difference between the total ener-
gies of transition state and the initial structure. The transition
state is searched by the generalized synchronous transit (LST/
QST) method implemented in the CASTEP code. The algo-
rithm starts from a linear synchronous transit (LST) optimiza-
tion, and continues with a quadratic synchronous transit (QST)
maximization process. Thereaer, the conjugate gradient (CG)
minimization is conducted from the obtained LST/QST struc-
ture to rene the geometry of transition state. The LST/QST/CG
calculations are repeated till a stable transition state is
obtained.

4. Results and discussion
4.1 Synthesis of SCMO@LLMO

As shown in Fig. 1a and Table S2,† the synthesis of
SCMO@LLMO can be divided into four stages: pretreatment,
acid treatment, hydrothermal, and calcining. In the pre-coating
stage, the Mn(OH)2 protective layer is coated onto the surface so
as to protect the structure of LLMO.47,48 Subsequently, dilute
sulfuric acid and PVP are added to construct MnSO4, providing
hydrothermal reaction sites on the surface of the Mn(OH)2
protective layer. Then, the material is heated at 140 �C for 12 h,
during which the reduction of the Mn7+ and particle SCMO (p-
SCMO) structure occurs. H2SO4 is continuously generated and it
reacts with the Mn(OH)2 protective layer to produce MnSO4,
providing reactants for the continuous hydrothermal process.
© 2021 The Author(s). Published by the Royal Society of Chemistry
The KMnO4 concentration determines the thickness of the
SCMO shell during the hydrothermal process and the thickness
of the Mn(OH)2 protective layer aer the hydrothermal process.
Excess Mn(OH)2 is calcined at 300 �C for 5 h to transform into
sheet SCMO (s-SCMO). The above treatment can grow an SCMO
shell on the LLMO surface in situ without damaging the bulk
phase. This method does not need to be synthesized from the
precursor stage of the LLMO and provides a new method for
large-scale synthesis of high-performance SCMO@LLMO
cathodes.
4.2 Material characterization

In order to explore the inuence of the SCMO shell on the
microstructure and composition of the SCMO@LLMOmaterial,
the morphology and surface components of the samples were
characterized by FE-SEM, EDS, TEM, SEAD, and ICP-OES.

As shown in Fig. 1b–e, the uncoated secondary LLMO
particles (Fig. 1b) are micro-spheres of diameter of 5–10 mm.
The primary particles are regular hexagonal massive particles
with a uniform particle size of 200 nm (Fig. 1c), and the surface
has uniform distribution holes (Fig. S1a and b†). Compared
with LLMO, the secondary particle size of the coated layer
(Fig. 1d) does not change signicantly, but the surface of the
material exhibits a distinct petal-like structure (Fig. S1c and d†).
Fig. 1e shows that the SCMO shell is composed of two-type
SCMO: one is the compact petal-like s-SCMO (200–300 nm) on
the outermost layer, and the other is the p-SCMO (10–20 nm) on
the inner layer. The p-SCMO on the inner layer of nano particles
are needed to improve battery performance as found by
others.49 As shown in Table S3,† the specic surface area (BET)
increases from approximate 75.227 m2 g�1 (the LLMO) to 96.475
m2 g�1 (the SCMO@LLMO-2.0) due to the introduction of nano-
SCMO shell. The two-type SCMO coating structure increases the
contact area between the electrode/electrolyte of SCMO@LLMO-
2.0, improving the electrochemical reaction.50 The pore size
distribution ratio provided in Table S3† indicates the nano-
porous characteristics of the LLMO and SCMO@LLMO. The
existence of numerous nano-porous is benecial for electrolytes
to contact with the porous structure of cathode, which results in
increasement of capacity during the Li+ insertion/extraction
processes. SCMO@LLMO has higher 1–5 nm pore size distri-
bution ratio (96.2%) than LLMO (89.6%), which explains that
SCMO@LLMO has more Li+ diffusion tunnels, leading to better
electrochemical performance.51

TEM images verify the above conclusions (Fig. 1f and j). The
SCMO shell is seen on the SCMO@LLMO and exhibits
a particle-and-sheet composite structure (Fig. S1f†). Further-
more, HRTEMwas used to study changes in the crystal structure
(Fig. S1e†). The LLMO had a clear lattice fringe with a spacing of
0.4045 nm (003). Both of the structures of the SCMO shell have
clear and bright lattice fringes (Fig. 1g and k). As shown in
Fig. 1h and l, the lattice spacing of the s-SCMO is 0.223 nm
(300), and the lattice spacing of the inner p-SCMO is 0.307 nm
(310). The SEAD performed randomly on p-SCMO and s-SCMO
indicates that the two types of MnO2 are both single-crystal
phases (inset of Fig. 1g and k). The EDS results indicate
RSC Adv., 2021, 11, 12771–12783 | 12773
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Fig. 1 (a) The synthesis strategy of SCMO@LLMO cathode, (b–e) SEM images of LLMO and SCMO@LLMO, (f and j) TEM images of LLMO and
SCMO@LLMO, (g, h, k and l) HRTEM images of SCMO@LLMO, (i and m) EDS mapping images of LLMO and SCMO@LLMO.
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a uniform distribution of Mn, Ni, and Co elements on the
surface of the LLMO (Fig. 1i and S1g, h†). The atomic ratio is
approximately 4 : 1 : 1, which matches well with the elemental
ratio of LLMO. The proportion of Mn in SCMO@LLMO is
increased (Fig. S1j†), indicating that the uniform coating of
MnO2 does not affect the elemental distribution in LLMO
(Fig. 1m and S1i†). The ICP-OES results (Fig. S1k†) quantita-
tively prove that the element ratio of Mn, Co, and Ni is 4 : 1 : 1,
the content of MnO2 in the sample increased with the KMnO4

concentration, and the SCMO shell gradually thickened.
12774 | RSC Adv., 2021, 11, 12771–12783
Powder XRD was carried out to explore the effects of
SCMO@LLMO preparation with different KMnO4 concentra-
tions (SCMO@LLMOs). As shown in Fig. 2a, the SCMO@LLMO
samples obtained using different KMnO4 concentrations
exhibit a Li2MnO3 component superlattice diffraction peak in
the range of 20� to 25� (in contrast to standard PDF #01-070-
4311). LLMO contains the C2/m space group of a monoclinic
crystal system, and the other peaks of all the samples are
consistent with the standard PDF card, indicating that the
synthesis process does not cause damage to the structure of
LLMO owing to the Mn(OH)2 protection layer.52,53
© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 (a) The X-ray diffraction patterns of SCMO@LLMOs, (b and c) the XRD Rietveld refinement images of LLMO and SCMO@LLMO-2.0, (d) the
image of SCMO@LLMO-2.0 lower cell Li+/Ni2+ mixing ratio mechanism, (e–g) the XPS (Ni, Co and Mn) of SCMO@LLMO-2.0, (h) XPS peak fitting
of LLMO and SCMO@LLMO-2.0.
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As shown in Fig. 2b and c, The XRD curves of LLMO and
SCMO@LLMO are rened (XRD Rietveld renement, Table
S4†).54,55 The values of c/a for LLMO and SCMO@LLMO are
5.034466955 and 5.002496091, respectively, which are greater
than 5. This indicates that the layered structure of the two
samples fully developed and the SCMO shell effectively protects
the structure. Secondly, the LLMO exhibits a more serious
degree of Li+/Ni2+ mixing. The proportion of LLMO crystal cell
unit mixing is 3.09%, while the value of 3b of Li replaced by Ni
in SCMO@LLMO is 0 due to hydrothermal reaction. The lower
Li+/Ni2+ mixing degree results in a larger cell volume for the
LiTMO2 (TM ¼ transition metal) phase and signicantly
increases the average cell volume of the LiTMO2 and Li2MnO3

two-phase composite, which provides more Li+ diffusion chan-
nels. The SCMO@LLMO still maintains a high c/a value, which
indicates that the SCMO@LLMO has a large (003) layer spacing
corresponding to the Li+ diffusion channel. The single crystal-
lization process maintains the original large Li+ diffusion
© 2021 The Author(s). Published by the Royal Society of Chemistry
channel of the material, improving the rate performance of
SCMO@LLMO (Fig. 2d).

XPS was used to study the element valence of the samples. As
shown in Fig. 2e–g and S2,† the Ni, Co, and Mn peaks did not
change signicantly before and aer coating. Aer peak tting
(Fig. 2h and Table S5†), the valence states of Ni, Co, and Mn
elements remained relatively stable. The content ratio of Mn4+

increased aer coating, indicating that a small amount of MnO2

is coated onto the LLMO. In addition, the proportion of Ni2+

decreases aer coating. Because the radius of Ni2+ is close to
that of Li+, a reduction in Ni2+ can reduce the degree of cation
mixing in the material,56 decrease the resistance of the Li+

insertion/extraction process, and improve the cycling perfor-
mance of the material.57 The increased Mn4+ proportion in
SCMO@LLMO inhibits the dissolution of Mnx+ (x < 4).58 The
lattice distortion caused by the Jahn–Teller effect is also effec-
tively inhibited.59,60 Importantly, Mn4+ plays a crucial role in
maintaining the cycling performance of LLMO,61–63 as evidenced
below.
RSC Adv., 2021, 11, 12771–12783 | 12775
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4.3 Electrochemical performance

In order to characterize the electrochemical performance of
LLMO and SCMO@LLMO, a CR-2032 coin half-cell was
assembled for testing. As shown in Fig. 3a and S3a,† the CV
curves of LLMO and SCMO@LLMO-2.0 were measured within
the voltage range of 2.5–4.8 V. LLMO exhibits obvious oxidation
peaks around 4.2 V and 4.6 V. The oxidation peak at 4.6 V dis-
appeared from the second circle, indicating that the material
has irreversible Li+ and oxygen loss during the rst charge and
discharge process. The CV curve of SCMO@LLMO-2.0 has
a similar oxidation peak as LLMO, but the oxidation peak
decreases at 4.2 V indicating that the SCMO shell reduces the
irreversible loss of TM and Li2O during the cycling process. In
addition, two small reduction peaks near 3.2 V indicate that Li+

enters the two forms of SCMO to form an R�3m structure in the
rst charge and discharge process.64 Subsequent CV curves are
more consistent than those of LLMO, indicating that the SCMO
shell improves the cycling performance of the material.
Fig. 3 (a) CV curves of SCMO@LLMO-2.0, (b) the initial charge and disc
capacity differential curve of (b), (d and g) the cycling performance curves
plots of the SCMO@LLMOs after 100 cycles, (f) the trends of electroche
performance curve of SCMO@LLMOs under current densities of 0.05C,

12776 | RSC Adv., 2021, 11, 12771–12783
Fig. 3b and S3b† show the initial charge and discharge
curves of SCMO@LLMOs at a current density of 0.05C. The
charging curves of all samples exhibit a voltage slope between
2.5–4.5 V and a voltage platform between 4.5–4.8 V.65 The
discharge curves of all samples are downward-sloped curves,
which is consistent with the charge–discharge curve character-
istics of LLMO. The initial CE of LLMO is 86.5%, while the
initial CE of SCMO@LLMO increases with the KMnO4 concen-
tration. SCMO@LLMO-2.0 has the best initial CE (93.0%) due to
the excellent structural stability and Li storage performance on
the surface of the SCMO shell.66 The SCMO shell inhibits the
irreversible loss of oxygen and Li+ on the surface of LLMO
during the initial charge and discharge process and greatly
improves the initial CE of the material. Compared with the
LLMO, the SCMO@LLMO curve exhibits a platform near 3.2 V.
As the KMnO4 concentration increased, the length of the plat-
form gradually increased and the discharge voltage platform
gradually decreased. The reduction peak near 3.1 V in the
harge curve of SCMO@LLMOs under current density of 0.05C, (c) the
of SCMO@LLMOs under current densities of 0.05C and 2C, (e) Nyquist
mical impedance of the SCMO@LLMOs after 100 cycles, (h) the rate
0.1C, 0.2C, 0.5C, 1C, 2C, and 5C, respectively.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 (a) Contour map of in situ XRD, (b) in situ X-ray diffraction patterns of SCMO@LLMO-2.0 at 0.1C, (c) the action mechanism of SCMO
coating layer as Li storage.
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corresponding capacity differential (dQ/dV) curves (Fig. 3c and
S3c†) decreases, which indicates that a certain amount of Li+ is
stored in the SCMO shell during the discharge process,
improving the initial CE.67

Fig. S4a† shows the EIS curves of SCMO@LLMOs before
cycling. The SCMO@LLMO-2.0 electrode has the lowest
impedance of the diffusion migration resistance (Rsf, 30.32 U)
and the charge transfer resistance (Rct, 85.71U). Under a current
density of 0.05C (Fig. 3d), SCMO@LLMO-2.0 has the best
cycling performance. Its initial CE is 93.0% and its initial
discharge capacity is 296.9 mA h g�1. The capacity retention rate
of SCMO@LLMO-2.0 is still 93.9% aer 200 cycles. For
comparison, LLMO exhibits an initial CE of 86.5% and an initial
discharge capacity of 263.2 mA h g�1, and the capacity retention
rate is 91.8% aer 200 cycles. Thus, the cycling performance of
SCMO@LLMOs increased with the concentration of KMnO4.
The higher proportion of Mn4+ in the SCMO shell inhibited the
dissolution of low-valence Mn in the cycling process68 and also
hindered lattice distortion. Moreover, the reduced Ni2+

proportion inhibited the cation mixing degree, improving the
cycling performance.

Notably, SCMO@LLMO-2.5 has a higher capacity in the rst
80 cycles at a low rate (Fig. 3d and S5a–d†). Under a high rate
(Fig. 3g and S5e–g†), the capacity retention rate gradually
decreases with discharge capacity reduction. The capacity
retention rates aer 100 cycles are 92.84%, 89.59%, 81.14%, and
the retention rates aer 200 cycles are 81.35%, 71.48%, 56.43%
for SCMO@LLMO-2.5 at 1C, 2C, and 5C, respectively. The
cycling performance of SCMO@LLMO-2.5 is slightly better than
that of SCMO@LLMO-2.0 due to the excess thickness of the
SCMO shell, which extends the migration path of Li+ in the
© 2021 The Author(s). Published by the Royal Society of Chemistry
cycling process and results in the failure of Li+ to fully re-insert
into the LLMO phase. Finally, this leads to the destruction of
the structure and the attenuation of capacity. This is because
the thickness of the SCMO shell generated under 2 M KMnO4

inhibits the irreversible loss of Li+ while allowing enough Li+ to
be re-inserted into LLMO to maintain the structural stability of
the material.

Further EIS tests were performed on the SCMO@LLMO-2.0
electrode aer 100 cycles (Fig. 3e, f and Table S6†). The
results show that the SCMO@LLMO-2.0 electrode still has the
highest Li+ diffusivity of 3.19 � 10�16 cm2 s�1, which crucial to
its optimal cycling performance. As shown in the tting
diagram and the equivalent circuit diagram, the Rsf and the Rct

of LLMO are both higher than SCMO@LLMO. This indicates
that the surface structure of LLMO collapses aer 100 cycles,
and the disordered surface structure hinders the migration of
Li+ and intensies the resistance in the process of insertion/
extraction. Compared with LLMO, SCMO@LLMO has a larger
Li+ diffusion coefficient, which is related to the stable surface
structure and the larger (003)R layer spacing. The single-crystal
layer provides a channel for charge transport, making the Li+

insertion/extraction process in the material smoother.
Fig. S4b–d† show the EIS curves of SCMO@LLMO-2.0 and

LLMO aer different cycles (0, 50, 100, 150, and 200 cycles). The
small impedance variation of SCMO@LLMO-2.0 compared to
LLMO is another important reason for its superior electro-
chemical performance. Additionally, the trend of the Li+ diffu-
sion coefficient with the KMnO4 concentration in Fig. 3f further
proves the capacity attenuation of SCMO@LLMO-2.5.

Aer verifying the cycling performance of SCMO@LLMO
electrodes at a high rate of 2C, SCMO@LLMO-2.0 still exhibits
RSC Adv., 2021, 11, 12771–12783 | 12777
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Fig. 5 (a and c) SEAD of p-SCMO and s-SCMO after 50 cycles, (b and d) HRTEM of p-SCMO and s-SCMO after 50 cycles, (e–n) SEM images of
SCMO@LLMO-2.0 and LLMO at 2C after 0, 50, 100, 150, and 200 cycles, respectively.

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

6 
A

pr
il 

20
21

. D
ow

nl
oa

de
d 

on
 3

/2
8/

20
26

 1
0:

12
:2

6 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
the best initial CE (87.7%), the highest discharge specic
capacity (206.5 mA h g�1), and the best capacity retention rate
(76.0%) aer 200 cycles (Fig. 3g).

Fig. 3h and S5h† compare the rate performance of
SCMO@LLMOs. SCMO@LLMO-2.0 shows the best rate perfor-
mance. The discharge capacities are 296.3, 288.9, 278.0, 266.4,
235.4, 200.0, and 165.0 mA h g�1, respectively, at current
densities of 0.05, 0.1, 0.2, 0.5, 1, 2 and 5C. As a comparison, the
discharge capacities of LLMO under the same current densities
are 262.7, 249.5, 243.0, 227.8, 188.1, 133.1 and 88.6 mA h g�1,
respectively, further demonstrating that SCMO@LLMO-2.0 has
the best electrochemical performance. In summary,
SCMO@LLMO-2.0 electrode has good electrochemical perfor-
mance, whichmaking it an excellent cathode for LIBs compared
with other materials (Table S1†).

In order to further explore the change of the SCMO@LLMO-
2.0 structure during the initial charge and discharge process, in
situ XRD was carried out on the SCMO@LLMO-2.0 electrode. As
shown in Fig. 4, each main peak does not deviate signicantly
during the initial charge and discharge process, indicating that
Li2O disassembly only has a slight impact on the structure of
SCMO@LLMO-2.0 and the overall structure of the material
remained stable. Thus, we inferred that, compared with LLMO,
SCMO@LLMO-2.0 exhibits a higher initial CE due to its stable
surface structure. In addition, the excellent Li storage perfor-
mance of the SCMO shell prevents irreversible Li+ loss during
the initial charge and discharge process. The in situ XRD
contour map reects the position changes of each diffraction
peak in the initial charge and discharge process more intui-
tively, conrming the above electrochemical performance
conclusions.
12778 | RSC Adv., 2021, 11, 12771–12783
In order to better observe morphological changes in the
material during the cycling process, TEM and SEM were carried
out on the samples aer charge and discharge. Fig. 5a–d show
TEM images of SCMO@LLMO-2.0 aer 50 cycles. Surprisingly,
a single-crystal shell of a Li2MnO3 monoclinal crystal system
(C2/m) was observed, demonstrating good material compati-
bility with LLMO, which indicates that the SCMO shell does
inhibit the irreversible loss of Li2O and retains Li+. Fig. 5e–i
compare the SEM images of SCMO@LLMO-2.0 aer 0, 50, 100,
150, and 200 cycles, respectively, under a current density of 2C.
Compared to the SEM images of LLMO (Fig. 5j–n) under the
same test conditions, the SCMO shell of SCMO@LLMO-2.0 did
not peel or crack from the bulk phase. The SCMO shell gradu-
ally becomes a part of the LLMO phase structure during the
cycling process, indicating that SCMO@LLMO-2.0 maintains
good stability in the charging and discharging process.

In order to explore the application of SCMO@LLMO-2.0 in
a full battery, commercial graphite and SCMO@LLMO-2.0 were
used as the electrode materials for assembling a full battery.

As shown in Fig. 6a, SCMO@LLMO-2.0 has a higher initial
discharge specic capacity (191.3 mA h g�1) and better initial
CE (84.7%) than the LLMO cathode (124.8 mA h g�1, 81.4%).
Moreover, SCMO@LLMO-2.0 exhibits better rate performance
than LLMO under various current densities (Fig. 6b). The
capacity retention rate of SCMO@LLMO-2.0 (70.6%) is higher
than LLMO (67.0%) aer 200 cycles, showing excellent cycling
performance (Fig. 6c).
5. First-principle calculations

Fig. 7 and S6† show the Li migration barriers, diffusion paths
and migration models of LLMO and SCMO shell aer rst-
© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 (a) The initial charge and discharge curves of LLMO and SCMO@LLMO-2.0 full cells under current density of 2C, (b) the rate performance
curves of LLMO and SCMO@LLMO-2.0 full cells under current densities of 0.05C, 0.1C, 0.2C, 0.5C, 1C, 2C, and 5C, respectively, (c) the cycling
performance curves of LLMO and SCMO@LLMO-2.0 under current densities of 2C.

Fig. 7 Li migration barriers of LLMO and SCMO(Li2O)x.
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principle calculations. Calculations showed that SCMO shell at
the start of cycling (x z 0) had a higher Li migration barrier
than LLMO, which indicates that the SCMO shell does inhibit
the irreversible loss of Li during the initial cycling. Moreover,
SCMO shell during cycling (x z 1) had a lower Li migration
barrier than LLMO, indicating SCMO shell does has excellent
cycling performance. The calculation results showed that the
theoretical results of SCMO shell modication can be basically
consistent with the experimental results.
6. Conclusions

In summary, an SCMO shell was designed, synthesized, and
coated onto LLMO. The SCMO shell was grown in situ on the
surface of LLMO and exhibits a unique particle-and-sheet
composite morphology. The unique two-type SCMO structure
© 2021 The Author(s). Published by the Royal Society of Chemistry
provides greater electrode/electrolyte contact area, better bulk
phase material protection, and a more stable surface structure
and inhibits lattice distortion and Li+/Ni2+ mixing. These posi-
tive effects, in addition to the excellent Li+ migration and
storage mechanism of the SCMO shell, greatly improved the
electrochemical properties of the materials. For a half-cell at
0.05C, the initial CE and initial discharge capacity of
SCMO@LLMO-2.0 was 93.0% and 296.9 mA h g�1, the capacity
retention rate of SCMO@LLMO-2.0 was 93.9% aer 200 cycles.
For a full battery, the SCMO@LLMO-2.0 exhibits a good initial
CE (191.3 mA h g�1, 84.7%) and cycling performance (100 cycles
87.9%, 200 cycles 70.6%) under a current density of 2C. In situ
XRD, in situ DEMS tests and DFT calculations demonstrated
that SCMO has excellent structural stability and a lower Li+

migration barrier. This work provides a new scheme and theo-
retical support for the modication of LLMO, and the prepared
SCMO@LLMO-2.0 has great commercial primary batteries
application potential.
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