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material for lithium ion batteries
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Erjun Liang, *c Baojun Li *c and Juan Guoc

The electrochemical properties of ZrV2O7 (ZVO) and ZVO@C were investigated in lithium ion batteries. The

first charge (or discharge) specific capacity of ZVO and ZVO@C are 279 mA h g�1, 392 mA h g�1,

208 mA h g�1 and 180 mA h g�1 for 0%, 3%, 5% and 9% of carbon, respectively. The capacity retention

rates (with 0% 3%, 5% and 9% carbon content) are 33.0%, 52.5%, 56.4% and 76.1% after ten cycles,

respectively. The low inner resistance relates to the good contact of the electrode rather than the high

content of carbon, and the specific capacity retention rate increases with the increase of the carbon

content.
1. Introduction

As energy issues are getting more and more serious, researchers
are searching for alternative energies such as solar, ocean, wind
and geothermal energy.1–4 It is important to develop efficient
and environmentally friendly energy storage systems. Among
the energy storage devices, rechargeable lithium ion batteries
(LIBs) are one of the most promising candidates for these
applications owing to some obvious advantages, such as their
high energy efficiency, long cycle life and environmental
friendliness.5–8 Li ions shuttle between the anode and cathodes
during charge and discharge cycles. Many kinds of materials
have been developed as electrode materials for LIBs, such as
carbon,9 oxide materials10–13 alloy materials,14,15 and so on. The
theoretical specic capacity of silicon is as high as
4200 mA h g�1 but the volume changes greatly when charging
and discharging, which could lead to the collapse of the mate-
rial’s structure.16,17 Because of the poor cycling stability of the Si
electrode, its application is limited. The development of LIBs
requires the development of electrode materials with good
thermal stability and small volume changes, and they must
have a low cost.

Li ions can be reversibly intercalated into the layered
compound Li1�dV1+dO2 at a potential of 0.1 V versus Li+/Li.6–8

When LiNi0.5Mn1.5O4 as the cathode is combined with Li3VO4 as
the anode, the LIB with a favorable voltage of 3.7 V demon-
strated a practical estimated energy density of 205 W h kg�1.18

Vanadium oxides, such as V2O5, belong to the transition metal
and Electric Power, Zhengzhou, 450011,
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oxide family, which are oen employed for secondary LIBs to
improve the specic capacity19–21 and also as LIB anodes.22–26 A
vanadium oxide carbon cloth structure showed a record high
cycling stability.27 As electrode materials for LIBs, compounds
containing V are required to have good stability, low energy
losses and large specic capacities in the process of circulation.

Zirconium vanadate (ZrV2O7) has a cubic crystal structure,
with structural phase transitions at 350 and 375 K.28,29 It has
been researched due to its isotropic negative thermal expansion
(NTE).30–32 We found that ZrV2O7 (ZVO) had an electrical
conductivity which was signicantly larger than those of other
NTE ceramics.33 There is the polyvalent metal V in ZVO, which
means that it could be used as electrode in LIBs. And the
framework structure of ZVO could have ionic and electronic
conductivity, which can reduce the energy loss in LIBs. The
structural stability of the LiNi0.6Co0.2Mn0.2O2 cathode is
enhanced by ZVO.34

In this work, ZVO was used as an electrode material in LIBs.
As a contrast, a carbon coating operation was carried out. The
electrochemical performance and stability were studied. The
excellent electrochemical performance and low thermal
expansion properties make it a superior alternative electrode for
next-generation, highly safe, high power batteries.
2. Experimental details

Analytical grade ZrO2 (99.0%) and V2O5 (99.0%) were mixed at
a Zr : V ¼ 1 : 2 molar ratio and then ground for 2 h in an agate
mortar. The homogenized raw materials were pressed into 10 �
2.5 mm (diameter � height) pellets, sintered in a tubular
furnace at a 5 K min�1 heating rate, held at 750 �C for 2–5 h and
then cooled naturally to RT. For comparison, we prepared the
ZVOmaterial with a carbon coating (ZVO@C). Glucose and ZVO
powder were mixed at 0.03 : 1, 0.05 : 1 and 0.09 : 1 weight ratios
RSC Adv., 2021, 11, 23533–23540 | 23533

http://crossmark.crossref.org/dialog/?doi=10.1039/d1ra03590h&domain=pdf&date_stamp=2021-07-02
http://orcid.org/0000-0002-6067-2939
http://orcid.org/0000-0001-8601-3221
http://orcid.org/0000-0001-8325-3772
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d1ra03590h
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA011038


RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

5 
Ju

ly
 2

02
1.

 D
ow

nl
oa

de
d 

on
 1

0/
18

/2
02

5 
10

:3
8:

10
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
and then ground for 2 h in an agate mortar. The homogenized
materials were sintered at 100% power in amicrowave oven (800
W) for 5 minutes. Aer cooling to room temperature naturally,
the resulting solid was ground for 0.5 h again. Black ZVO@C
powders were obtained.

The crystal phase structure of the as-prepared ZVO was
examined using a Bruker D8 Advance X-ray diffractometer.
Raman spectra were recorded by a Renishaw inVia Raman
spectrometer with 532 nm excitation. The morphological
structures of the samples were characterized by scanning elec-
tron microscopy (SEM, SIGMA, 300/VP) and energy dispersive X-
ray spectrometry (Oxford Instruments). The differential scan-
ning calorimetry (DSC) study was done on a LABSYS TM in the
temperature range of room temperature (RT)–600 �C with
heating and cooling rates of 10 �C min�1. The textural
Fig. 1 (a) XRD patterns of the as-prepared electrode materials on Al foil
and ZVO@C, (c) Raman spectrum fitting of the carbon bands of ZVO@C

23534 | RSC Adv., 2021, 11, 23533–23540
properties of the samples were analyzed by N2 adsorption–
desorption measurements (JWGB 100C) under a liquid nitrogen
environment.

The half battery electrodes were prepared with ZVO and
ZVO@C. Lithium foil was used as the counter electrode. The as-
prepared materials were blended with polyvinylidene (PVDF) as
a binder and the additives Super-P at a weight ratio of 8 : 1 : 1,
then the mixture was uniformly pasted on pure aluminum foils,
which were cut into disks aer being dried at 120 �C for 24 h.
The batteries were assembled in an argon-lled glove box. The
batteries were based on the ZVO/electrolyte/Li structure with
a liquid electrolyte. Then, the batteries were aged for longer
than 48 h before measurement.

Cyclic voltammetry (CV) tests and electrochemical imped-
ance spectroscopy (EIS) measurements were performed on an
and refinement results of the XRD patterns, (b) Raman spectra of ZVO
and (d) SEM images of ZVO@C and EDS mapping.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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electrochemical workstation (CHI660E). A galvanostatic cycling
test was carried out on a NEWWARE battery (BS-9300 K) system.
All of the tests were performed at room temperature.
3. Results

The XRD patterns of ZVO and ZVO@C are shown in Fig. 1(a).
The diffraction peaks are sharp, which indicates that the
samples are well crystallized. The diffraction peaks of ZVO
match well with those of ZrV2O7 (JCPDs card no. 01-088-0587),
which agrees well with previous reports. ZVO is crystallized in
a cubic framework structure. In addition to the characteristic
peaks of ZVO, the main diffraction peaks of metallic Al are
clearly seen (from the current collector of aluminum foil). As
a comparison, the diffraction pattern of ZVO@C agrees with
that of ZVO, whichmeans that the process of carbon coating has
not changed the crystal structure, and the framework structure
is retained well. There is a wave packet between 20–40�, which
could be attributed to the diffraction of amorphous carbon.

To further identify the extent of carbon in ZVO, Raman
spectra are measured and are shown in Fig. 1(b). The Raman
spectra of ZVO and ZVO@C are similar, except for the intensi-
ties. The carbon coating does not affect the structure of ZVO.
Based on this, the Raman strength of the carbon containing
samples is weak. The modes at about 987 cm�1 are assigned to
the symmetric stretching (n1) and those at 776 cm�1 are
assigned to the asymmetric stretching (n3) of the VO4
Fig. 2 DSC and weight loss curves of (a) ZVO, (b) ZVO@C 3%, (c) ZVO@

© 2021 The Author(s). Published by the Royal Society of Chemistry
tetrahedra, while those at 475 and 508 cm�1 are assigned to the
VO4 asymmetric bending and ZrO6 octahedral stretching,
respectively, and those at low wavenumbers are assigned to the
symmetric bending of the VO4 tetrahedra.28 The signal in the
range of 1200–1800 cm�1 is plotted in the inset of Fig. 1(b). Two
featured broad bands at 1385 cm�1 (D-band) and 1585 cm�1 (G-
band) are clearly observed in ZVO@C. The G peak of carbon
corresponds to the in-plane stretching vibration of the carbon
atom sp2 hybridization, which corresponds to the crystallization
of graphite, and the D peak is caused by defects or deformations
in the carbon crystals.35,36 This demonstrates the presence of
carbon, which is attributed to the carbonization of glucose.
According to the tting result (Fig. 1(c)), the relative intensity
ratio of IG/ID for ZVO@C is about 1.48. This suggests that the
coated carbon has a high degree of graphitization.

Fig. 1(d) shows the SEM image and the energy dispersive
spectroscopy (EDS) spectrum analysis and elemental mapping
of ZVO@C. The sample microstructure comprised regular sha-
ped particles with clear boundaries and smooth surfaces. Some
clear edges and corners of the particles could be seen for the
samples with carbon. There were folded and imbricated struc-
tures at the boundaries of the grains and the surfaces of the
particles. These signs indicate that the material particles are
coated with carbon. The EDS elemental mapping illustrates the
uniform element distribution in ZVO@C. The EDS spectrum
suggests that the atomic ratio of Zr : V is around 1 : 2, which
C 5% and (d) ZVO@C 9%.

RSC Adv., 2021, 11, 23533–23540 | 23535
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Fig. 3 N2 adsorption–desorption isotherms of the samples.
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suggests that the as-synthesized samples are denitely carbon-
coated pure-phase ZrV2O7.

In order to determine the thermal stability and C content of
the materials, thermal analysis of the samples was conducted in
atmosphere, as shown in Fig. 2. At low temperatures (below 400
�C), there is no weight loss and thermic peaks appear in the DSC
curves, which indicates that all of thematerials are stable. There
is no weight loss in the whole range of temperatures for ZVO.
However, an exothermic reaction is seen and weight loss
appears at about 500 �C in the DSC curves of ZVO@C, which
comes from carbon oxidation, and the weight loss is increased
with the increase of the carbon content. This means that the
samples are ZVO and carbon.

The N2 adsorption–desorption isotherms of the samples
were measured to further analyze their textural properties. As
shown in Fig. 3, compared with ZVO, the ZVO@C samples
exhibit type-IV isotherms, indicating typical microporous and
mesoporous structures.37 Aer the addition of carbon, the
micropore and mesopore volumes of the samples increased,
which can be veried by Fig. 3 and Table 1. According to the BET
method, ZVO@C5% has the largest SSA (25.597 m2 g�1). The
SSA of the catalyst increases rst and then decreases with the
increase of the carbon content, which is due to the addition of
carbon reducing the particle size of ZVO, however the decrease
of the particle size with the increased carbon content is not
linear. In addition, all isotherms showed smooth changes in the
micropore volume at a linear relative pressure. The total pore
volume is not changed with the increasing carbon content due
to the pore blocking effect of the ZVO particles. The textural
properties of the prepared samples are summarized in Table 1.
The textural properties were changed by the content of carbon,
leading to SSA in the range of 10.6–25.6 m2 g�1. The changes of
Table 1 Textural properties of the samples

Specimen BET (m2 g�1) Vtatal (cm
3 g�1) Vmecro (cm

3 g�1)

ZVO 10.628 0.042 0.002
ZVO@C 3% 15.340 0.068 0.004
ZVO@C 5% 25.597 0.107 0.004
ZVO@C 9% 24.114 0.103 0.004

23536 | RSC Adv., 2021, 11, 23533–23540
the SSA come from carbon impregnation. At rst, carbon makes
large particles of ZVO turn into small particles. And then, the
micropores can be lled by carbon.

Representative discharge/charge curves at 100 mA g�1 for the
2nd, 3rd and 10th cycles are shown in Fig. 4(a) within a voltage
window of 0.3–3 V vs. Li/Li+; 1st discharge and charge specic
capacities of 279 mA h g�1 and 204 mA h g�1, respectively, can
be achieved (Fig. 4(a0)). However, the values of the charge and
discharge specic capacities are lower than those of ZVO re-
ported by other groups.34 The reason could be related to the
higher current density. As shown in Fig. 4(a0) the values of the
charge and discharge specic capacities are slightly decreased
with the increase of the cycle number, and they can remain at
about 65 mA h g�1 aer 50 cycles. The reason is that ZVO has
weak conductivity which causes an obvious capacitance effect.
As a comparison, the discharge/charge curves of ZVO@C are
provided in Fig. 4(b–d) within a voltage window of 1–4 V vs. Li/
Li+. The specic capacities (both discharge and charge) show
almost no change aer the rst discharge, whichmeans that the
half batteries are more stable than that of ZVO. The carbon
coating could improve the conductivity and battery stability.
The effect of the carbon content on the specic capacity is not
linear; the rst discharge specic capacities (with carbon
contents of 3%, 5% and 9%) are 392mA h g�1, 204mA h g�1 and
181 mA h g�1 (Fig. 4(b0–d0)) and the capacity retention rates are
52.5%, 54.9% and 77.3% aer one cycle, respectively. The
capacity retention rates (with carbon contents of 0% 3%, 5%
and 9%) are 33.0%, 52.5%, 56.4% and 76.1% aer ten cycles,
respectively. The capacity retention rate increases with the
increase of the carbon content.

Fig. 5(a) shows the CV performance of the ZVO@C electrode
between 0.5–4.5 V with a scan rate of 1 mV s�1. Fig. 5(a) gives the
rst, third and h CV curves of ZVO@C. As presented in detail,
ZVO@C has two reduction peaks at 2.79 V and 0.5 V (vs. Li/Li+).
These potentials correspond to the phase transformations from
ZrV2O7 to LixZrV2O7. During the anodic scan, oxidation peaks at
3.30 V and 1.31 V are observed in the charging process, which
are basically consistent with those of V2O5.18 The sharp peaks
which appear at 2.79 V and 2.51 originate from the reduction of
V5+ to V4+ and the partial reduction of V4+ to V3+, respectively,
through typical conversion reactions, according to a previous
report on CuV2O6.39 For discharge, the reaction on the electrode
is as follows:

ZrV2O7 þ 2Liþ þ 2e����!2:79V
Li2ZrV2O7

Li2ZrV2O7 þ 2Liþ þ 2e����!0:5V
Li4ZrV2O7 (1)

and the charge reaction on the electrode is as follows:

Li4ZrV2O7 ���!1:31V
Li2ZrV2O7 þ 2Liþ þ 2e�

Li2ZrV2O7 ���!3:30V
ZrV2O7 þ 2Liþ þ 2e� (2)

One shoulder peak is obtained at 0.92 V during the rst
discharge cycle and then disappears, which indicates that the
corresponding reaction is irreversible. The CV curves of the
third and h cycles show a stable electrochemical perfor-
mance, indicating that the side reactions on the electrode
© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 Galvanostatic discharge–charge curves and cycling performance for cycles of (a) ZVO, (b) ZVO@C3%, (c) ZVO@C5%, (d) ZVO@C9%.
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surface decrease. The Nyquist curves at the open-circuit state
and aer the 1st, 6th, 16th, 26th, 27th, 37th, 47th and 60th
cycles are shown in Fig. 5(b). The curves consist of a semi-
circular arc in the high frequency region and a slanted line in
© 2021 The Author(s). Published by the Royal Society of Chemistry
the low frequency region. From the plots, we can see that the
latter Nyquist curves almost coincide with each other aer the
second impedance spectroscopy. An obvious change could be
observed aer the rst cycle. The change in the charge transfer
RSC Adv., 2021, 11, 23533–23540 | 23537
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Fig. 5 (a) The cyclic voltammetry (CV) performance of the ZVO@C electrode, (b) the Nyquist curves, (c) the Nyquist curve after the 60th cycle
and the fit with the simulation data (solid line) and (d) local amplification of Fig. 5c and the constructed equivalent circuit (inset).
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resistance has been reported to be the important factor in
specic capacity fading and rate performance.38 The numerical
tting of the equivalent circuit to the experimental Cole–Cole
plot is usually done by tting the frequency dependent real part
and the imaginary part of the equations to the experimental
data. The equivalent circuit consists of series and/or parallel
resistors (R) and constant phase elements (CPE), as illustrated
in Fig. 5(d). R1 (2 ohm) is the test circuit resistance, R2 (252 ohm)
and CPE1-T (7 � 10�6 F) are the resistance and capacitance
between particles in the electrode, respectively, and R3 (1.2 �
105 ohm) and CPE2-T (5 � 10�4 F) are the resistance and
capacitance between the electrode, respectively. The compar-
ison of the experimental and simulation results aer the 60th
cycle is shown in Fig. 5(c) and (d). The lower resistance can
improve the performance and cycling stability and it means
a decrease in the inner resistance aer cycling and a better
contact of the electrode.

The standard electrode potential (SEP) of Li/Li+ is �3.0401 V
and those of V4+/V5+, V3+/V4+ and V3+/V2+ are 1.00 V, 0.337 V and
Fig. 6 DFT calculations and simulation of the process of lithium insertio

23538 | RSC Adv., 2021, 11, 23533–23540
�0.255 V, respectively. Because V5+ andV4+ ions are strongly
oxidizing, they could directly oxidize Li to Li+ without external
circuit assistance. The charging sharpweak center at 3.30 V in the
CV curves (Fig. 5(a)) corresponds to the oxidation peak of triva-
lent to tetravalent vanadium, which is about equal to SEP (V4+/
V3+) minus SEP (Li/Li+). And the discharging sharp weak center at
2.79 V in the CV curves (Fig. 4(a)) corresponds to the reduction
peak of the V ion (a high valency vanadium ion is reduced to a low
valency vanadium ion), in which the value of discharging center
is about equal to SEP (Li/Li+) minus SEP (V3+/V2+). And the open-
circuit voltage of the half battery is about 2.47–2.80 V, which is
related to the SEP, ion diffusion and electronic conductivity. The
open-circuit voltage of ZVO is higher than that of ZVO@C
(Fig. 5(a–d)), which means that the low electrical conductivity
leads to a high open-circuit voltage. However, low conductivity
leads to a decrease of the battery cycle stability (Fig. 4(a0–d0)). The
results of Fig. 4 and 5 are similar.

To investigate the charge and discharge mechanism of Li
ions in ZVO and the lattice constant change of ZVO with Li ion
n in ZVO crystals.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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insertion and extraction, the Vienna ab initio simulations
package (VASP) is used in the density functional theory (DFT)
study. Fig. 6 shows that the lattice is stable (expect for
shrinkage) when the rst Li ion inserts into ZVO. However, four
Li ions insert into one primitive cell and cause little change in
the lattice. The Li ions-inserted lattice retains the cubic struc-
ture. The LiZrV2O7 phase is formed. And the lattice constants
are 0.9014 nm, 0.9010 nm, 0.8995 nm and 0.8975 nm for zero,
one, two and four Li ions, respectively. There are many mate-
rials which show lattice expansion (such as silicon) with Li ion
insertion, which limits the application of these materials in
LIBs. The shrinkage of ZVO could reduce the safety risk of LIBs.
The volume decrease should be attributed to the framework
structure of ZVO. The angle of the bridge oxygen of the V–O–V
linkage reduces with the insertion of Li ions, causing the lattice
constant decrease.
4. Conclusions

We have prepared ZVO by a simple solid phase sintering
method and ZVO@C is obtained by a rapid microwave sintering
method. The open-circuit voltage of the half battery is related to
the SEP, ion diffusion and electronic conductivity. The 1st
discharge and charge specic capacity of ZVO are 279 mA h g�1

and 204 mA h g�1. The capacity retention rates (with a carbon
content of 0% 3%, 5% and 9%) are 33.0%, 52.5%, 56.4% and
76.1% aer ten cycles. The capacity retention rate increases
with the increase of the carbon content. The lower resistance
can improve the performance and cycling stability, and it means
a decrease in the inner resistance aer cycling and a good
contact of the electrode.
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