
RSC Advances

PAPER

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

3 
N

ov
em

be
r 

20
21

. D
ow

nl
oa

de
d 

on
 1

1/
10

/2
02

5 
3:

34
:0

8 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.

View Article Online
View Journal  | View Issue
Influence of coa
aGraduate Program in Industrial Chemistry,

Chiang Mai 50200, Thailand
bDepartment of Mechanical Engineering,

University, Chiang Mai 50200, Thailand
cDepartment of Industrial Chemistry, Facu

Chiang Mai 50200, Thailand. E-mail: supar
dDepartment of Environmental Engineering

Technology, Gumma University, Gunma 376
eCenter of Excellence in Materials Science an

Mai University, Chiang Mai, 50200, Thailan
fMaterials Science Research Center, Faculty o

Mai 50200, Thailand

Cite this: RSC Adv., 2021, 11, 35624

Received 30th June 2021
Accepted 21st September 2021

DOI: 10.1039/d1ra05046j

rsc.li/rsc-advances

35624 | RSC Adv., 2021, 11, 35624–3
l treatments on the Ni loading
mechanism of Ni-loaded lignite char catalysts
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and Suparin Chaiklangmuang *cef

Many kinds of lignite coals have been used as catalyst supporters for preparing the Ni-loaded lignite char

catalyst. However, these coals have different properties; especially ash content. The ash in coal affects

the mechanism of Ni-loading on the position of the functional group structures in coal. In catalyst

preparation, it is interesting that the difference in coal properties might directly influence the mechanism

of Ni loading. To prove this point, the coal sample needed to be treated before the catalyst preparation.

MM coal (original coal) was treated with acid (HClMM and AceMM coals), alkali (NaMM coal) and alkali

followed by acid treatments (NaHClMM and NaAceMM coals). Then, Ni was loaded on the five treated

coals by the ion-exchange technique. The Ni-loaded lignite coals were pyrolyzed at 650 �C under a N2

atmosphere to prepare the Ni-loaded lignite char catalysts. The Ni-loading mechanisms were studied via

FTIR, XRD, AAS and SEM-EDS analyses. The results showed that the different treatments affected the ash

content and the functional groups in the coals. The decreases in the ash contents of HClMM, AceMM,

NaHClMM and NaAceMM coals indicated that the exchangeable metallic species were removed by

transforming metal-carboxylates into carboxyl groups. The transformations of metal-carboxylates were

confirmed by the increased Dw(COO�) value. For acid treatment, the ion exchange of Ni was controlled

by carboxyl groups, while in alkali treatment it occurred through hydroxyl and metal-carboxyl groups. In

alkali followed by acid treatment, Ni ions were exchanged with hydroxyl and carboxyl groups. The Ni ion

forms, Ni(NH3)6
2+ and/or Ni(H2O)6

2+, appeared on the modified coals. Through pyrolysis, the Ni ion was

reduced to Ni metal that was observed in the XRD patterns of the catalysts. The Ni contents of the

catalysts were in the range of 16.51–20.07 wt%. The thermal behaviours of the catalysts were presented

via TGA-DTG.
1. Introduction

Lignite has mostly been used as a major fuel in power genera-
tion. However, it has causedmany environmental problems that
are critical global issues, such as climate change, global
warming, air pollution and acid rain. Accordingly, several
researchers have attempted to nd other ways to take advantage
of lignite. One of the greatest advantages of lignite is the
abundance of oxygen-containing functional groups such as
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phenolic hydroxyl, carboxyl, ether and carbonyl groups.1 These
oxygen-containing functional groups are able to exchange ions
with metal ions and disperse them within the coal matrix.2

Therefore, lignite has been used as a catalyst support material
to prepare noble metal catalysts, particularly Ni-loaded lignite
char catalysts.

Several literature reviews report2–6 that many kinds of lignite
coals have been used as a catalyst supporter for preparing Ni-
loaded lignite catalysts such as Loy Yang coal, Yollourn coal,
Eco coal, Mea Moh coal and Shengli coal. The catalysts were
prepared from each of these high-performance lignite coals to
produce H2 in biomass gasication. However, these coals had
different properties; especially ash content. Loy Yang, Yollourn
and Eco coals showed low ash content in the range of 0.40–
4.20 wt% (ref. 2–4) while, Mea Moh coal and Shengli coal
showed high ash content in the range of 6.50–25.12 wt%.5,6 It is
well known that the ash content in coal is related to the mineral
matter in coal.7 Most mineral matter in low-rank coal is
exchangeable metallic species such as Na+, K+, Ca2+ and Mg2+.
These exchangeable metallic species are associated with the
oxygen-containing functional groups.8
© 2021 The Author(s). Published by the Royal Society of Chemistry
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According to the analysis of the coal treatment literature, it
was found that the coal treatment had several methods such as
acid treatment, alkali treatment and alkali followed by acid
treatment. Each of the methods had a different effect on ash
removal in coal. Acid treatment demineralized some minerals
in coal such as carbonates, Fe2O3, and sulphides; however, it
could not leach the clay-bearing minerals.9 For alkali treatment,
alkali solutions such as NaOH could dissolve silica and alumina
and other silica-alumina clay-bearing minerals in coal and
convert them into sodium silicate and sodium aluminate,
which were leached out into the solution.10 For the alkali fol-
lowed by acid treatment, the combination of alkali and acid
treatments was one of the great methods for ash removal in coal
because the acid treatment could dissolve sodalites and
sodium-aluminosilicates that were formed aer the alkali
treatment. Sometimes, mild acid washing also reduced the extra
sodium compounds along with acid-soluble minerals in coal.11

Previous reports on coal treatment also indicated that the
types of leaching reagents affected the properties of coal or
carbon materials. For instance, Starck et al.12 reported that the
coal treatment with HCl and HF acid solution could remove ash
and signicantly modify the surface chemistry of lignite, which
was able to develop the adsorbent properties of lignite. Ren
et al.13 found that coal treatment with HCl signicantly
decreased the content of metal cation associated with the
oxygen-containing functional groups. It led to an increase in Ni-
loading and improved the characteristics of the Ni-loaded
lignite char catalyst. Radenovic and Malina14 reported that
acetic acid could modify carbon black to adsorb nickel ions
from an aqueous solution because acetic acid contained
carboxylic functional groups. The affinity of the carboxylic
functional groups for metal ions was high. As a result, the
adsorption of Ni on carbon black increased. Shah et al.15 re-
ported that the acetic acid treatment could improve the
adsorption capacities and selectivity for dibenzothiophene of
activated charcoal due to an increase in the surface area, pore
size and pore volume. Mukherjee et al.16 found that coal treat-
ment with NaOH solution could remove the ash in coal and
improve the cation exchange capacity of coal due to the accu-
mulation of sodium aluminosilicate. Sodium aluminosilicate
could entrap water molecules and soluble salt, and sodium ions
in NaOH-treated coal were also exchangeable. Feng et al.17

discovered that the elimination of minerals and organic matter
in coal by NaOH treatment caused an increase in the macropore
volume, which could increase the adsorbed water content.
These literature reviews reected that coal treatment with
different chemical reagents not only removed ash in coal but
might also affect coal properties, especially the adsorption and
cation exchange capacities. Interestingly, the coal treatment
might inuence the mechanism of the ion exchange of metal
ions to prepare Ni-loaded lignite char catalyst. Consequently, it
is one of the points considered worthwhile for discussion in this
study.

Our previous publications mainly focused on the usage of
a novel Ni/char catalyst via ion exchange in some applications
such as catalytic steam gasication6,18 and catalytic hydro-
treatment19 on various materials. In terms of catalyst
© 2021 The Author(s). Published by the Royal Society of Chemistry
preparation, it is doubtful that the difference in ash content in
coal might directly inuence the mechanism of the ion
exchange of metal ions with oxygen-containing functional
groups on coal. A few studies have been conducted on this issue
and the results have been unclear.

To prove and understand the inuence of the ash content in
coal on the mechanism of Ni ion exchange on coal, this work
has focused on the inuence of coal treatment on the Ni ion-
exchange mechanism for the preparation of Ni-loaded lignite
char catalyst. Mae Moh coal (MM coal) was represented in this
study. MM coal was subjected to acid treatment, alkali treat-
ment and alkali followed by acid treatment; the modied coals
were used as catalyst supporters. The leaching reagents, HCl,
CH3COOH and NaOH, were applied in the coal treatments. The
treated coals were prepared as Ni-loaded lignite coals by an ion-
exchange method, then the Ni-loaded lignite coals were made
into Ni-loaded lignite catalysts by pyrolysis at 650 �C under N2

atmosphere. The ash contents of untreated coal and treated
coals were determined using different analytical techniques.
Fourier Transform Infrared Spectroscopy (FTIR) analysis was
performed as the major technique for investigating the mech-
anisms of Ni-loaded lignite char catalysts. Moreover, all cata-
lysts in this work were characterized by X-ray Diffraction (XRD),
Atomic Absorption Spectroscopy (AAS), SEM-EDS and TGA-DTG
analyses to support the investigations.
2. Materials and methods
2.1 Material

The lignite coal was collected from the Mae Moh Mine of the
Electricity Generating Authority of Thailand. The coal sample
was sieved to provide a particle size of #0.25 mm. The coal
sample examinations in terms of the proximate, ultimate,
caloric value and total sulphur were analysed according to
ASTM E870-82, ASTM D3176, ASTM E711-87 and ASTM D3177,
respectively. The main chemical composition of MM coal was
analysed by X-ray Fluorescence Spectroscopy (XRF), which was
done according to ASTM D 4326-13.
2.2 Methods

2.2.1 Chemical coal treatment. MM coal was treated by
three different processes for the preparation of Ni-loaded lignite
char catalysts: (i) acid treatment, (ii) alkali treatment and (iii)
alkali followed by acid treatment. The leaching reagents for coal
treatment in this work were hydrochloric acid (ARI Labscan),
acetic acid (ARI Labscan) and sodium hydroxide (Carlo Erba).
Each of the coal treatment processes used about 25 g of coal
sample. All coal treatment processes were conducted under
reux at 95–98 �C. The coal treatment setup for the experiment
is shown in Fig. 1. The details of each treatment process are as
follows:

(i) Acid treatment; HCl and CH3COOH solutions were used
as leaching agents to treat MM coal. According to our previous
research,20 MM coal was mixed with 0.5 M of the acids. The
mixtures were reuxed by stirring for 3 h and then the mixtures
were cooled and ltered. The residues were washed with hot
RSC Adv., 2021, 11, 35624–35643 | 35625
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Fig. 1 Experimental setup for coal treatment.
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deionized water and dried at 105 �C overnight. The coals treated
with HCl and CH3COOH were labelled HClMM and AceMM,
respectively.

(ii) Alkali treatment; the coal sample was mixed with 2.5 M
NaOH under reux for 1 h.10,21,22 The residue was separated,
washed and dried. The alkali-treated coal was called NaMM
coal.

(iii) Alkali followed by acid treatment; NaMM coal was
continuously treated with HCl and CH3COOH solutions at 0.5 M
and the procedures were similar to process (i). The treated coals
were identied as NaHClMM coal and NaAceMM coal,
respectively.

Aer the treatments, the coals were analysed by proximate
analysis and the total sulphur content was determined by using
Fig. 2 Schematic diagram of the experimental setup for Ni-loaded ligni

35626 | RSC Adv., 2021, 11, 35624–35643
standard methods (ASTM D3174 and ASTM D3177, respec-
tively). The percentages of ash removal in the coal treatments
were calculated using eqn (1).

Ash removal (%) ¼ [(W1 � W2)/(W1)] � 100 (1)

whereW1 is the ash content of the original coal (wt%).W2 is the
ash content of the treated coal (wt%).

2.2.2 Preparation of Ni-loaded lignite char catalyst. The
MM coal as the untreated coal and the ve treated coals from
Section 2.2.1 were used as supports for preparing the Ni-loaded
lignite char catalyst. The Ni loadings of all catalysts were
controlled to provide approximately 20 wt%.2,14,23 The prepara-
tion process of the Ni-loaded lignite char catalyst was divided
into two stages.

The rst stage was the preparation of Ni-loaded lignite coal.
A basic hexa-amine nickel carbonate solution ((NH3)6NiCO3)
was prepared by the mixing of NiCO3$2Ni(OH)2$4H2O (Sigma
Aldrich), (NH4)2CO3 (QReC), NH4OH (Carlo Erba) and distilled
water. The untreated and treated coals were mixed with
(NH3)6NiCO3 solution for 24 h at room temperature for the ion
exchange. The ion-exchanged coals were ltered and washed
with DI water until neutral. The modied coals were dried for
24 h at 107 �C and the prepared Ni-loaded lignite coal was
completed and collected in a desiccator.

In the second stage of the preparation of the Ni-loaded
lignite char catalyst, 1 g of Ni-loaded lignite coals were mixed
with 25 g of sand (with a particle size of 1–2 mm) to provide
a 2 cm high catalyst bed. The mixture was added into the
catalytic reactor and pyrolyzed in a ow of N2 atmosphere at 120
ml min�1 from ambient temperature to 650 �C for 30 min and
te char catalyst preparation.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Table 2 Coal propertiesa

Coal

Properties (wt%)

Ref.VMd FCd Ad St

Loy Yang 54.80 44.40 0.70 0.20 2
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held for 1 h. The schematic diagram of the experimental setup
for the Ni-loaded lignite char catalyst preparation is shown in
Fig. 2. The catalyst samples were called Ni/MMchar, Ni/
HClMMchar, Ni/AceMMchar, Ni/NaMMchar, Ni/
NaHClMMchar and Ni/NaAceMMchar according to the prepa-
rations in 2.2.1.
Yollourn 53.30 45.00 1.60 0.30 3
Eco 53.40 42.70 4.20 0.10 4
Shengli 43.20 50.30 6.50 0.30 5
Mae Moh 41.48 44.52 14.00 1.00 This study

a VM: volatile matter, A: ash content, FC: xed carbon, St: total sulphur
content, d: dried basis.
2.3 Analytical methods

The functional groups of the Ni-loaded lignite coal samples and
Ni-loaded lignite char catalysts were measured by Attenuated
Total Reectance Fourier Transform Infrared Spectroscopy
(ATR-FTIR, PerkinElmer, Frontier). The ATR-FTIR spectra were
recorded in the scan range of 500–4000 cm�1 at a resolution of
4 cm�1.

The Ni contents in the catalysts were analysed by Atomic
Absorption Spectroscopy (PerkinElmer, AAnalyst 100) was done
according to ASTM D 3683.

The phase and crystallinity of Ni-loaded lignite catalysts were
analysed by X-ray diffraction in the powder mode (Phillips X-
'pert) using CuK radiation (20 kV, 20 mA) with a scanning speed
of 5� min�1. The data were characterized using the Joint
Committee on Powder Diffraction Standards (JCPDS).

The surface morphologies of the catalysts were investigated
by eld emission scanning electron microscopy and energy-
dispersive X-ray spectroscopy (FESEM-EDS, JEOL JSM-6335F).

The thermal behaviours and stabilities of the catalysts were
determined by TGA-DTG analysis. Firstly, the samples were
dried at 105 �C for 60 min. Then, 10 mg of samples were con-
tained in an Al2O3 pan for testing in a simultaneous thermal
analyser (STA, Rigaku, Thermo plus EVO2). The temperature-
programmed pyrolysis was conducted under N2 ow from
ambient temperature to 1000 �C at 10 �C min�1. The results of
thermogravimetry (TG) and derivative thermogravimetry (DTG)
were obtained using the soware of the analyser.
Fig. 3 Possible positions of the exchangeable metallic species in the
coal structure.8
3. Results and discussion
3.1 Raw material

MM coal was represented as a lignite coal sample in this study
because it was the main lignite coal in Thailand. The properties
of MM coal are summarized in Table 1. The MM coal had a high
ash content (14.00 wt%), low total sulphur content (1.01 wt%)
and high oxygen content (23.21 wt%).

In Table 2, the properties of the MM coal were compared
with the other coals that were used in the preparation of Ni-
loaded lignite char catalysts such as Loy Yang coal, Yollourn
Table 1 Properties of Mae Moh coala

Proximate analysis (wt%) Ultimate analys

Mar VMd Ad FCd
b C H

19.62 41.48 14.00 44.52 69.36 4

a M: moisture, VM: volatile matter, A: ash content, FC: xed carbon, St: tot
dried and ash-free basis.

© 2021 The Author(s). Published by the Royal Society of Chemistry
coal, Eco coal and Shengli coal. MM coal had higher ash content
(14.00 wt%) as compared to the other coals, which indicated the
high mineral matter. Generally, the mineral matter in coals can
be divided into three different types: (i) dissolved salts and other
inorganic substances in the coal's pore water, (ii) exchangeable
metallic species associated with the organic structure of the coal
matrix, and (iii) discrete inorganic particles (crystalline or non-
crystalline), representing true mineral components.8,24 For low-
rank coal like lignite, most of the mineral matter is usually
exchangeable metallic species such as Na+, K+, Ca2+ and Mg2+.
These exchangeable metallic species are associated with the
oxygen-containing functional groups in the form of carbox-
ylate.8 Possible positions of the exchangeable metallic species in
the coal structure are shown in Fig. 3.

Table 3 indicates the major chemical composition of MM
coal in weight percentage obtained from XRF analysis in terms
of oxide compounds. The large metal elements in MM coal were
mainly Ca, Al, Mg, Na and Fe, and the quantities of CaO, Al2O3,
is (wt%, daf)

St (wt%)
Caloric value
(cal g�1)N Ob

.80 2.63 23.21 1.01 3804

al sulphur, ar: as received basis, b: by difference, d: dried basis and daf:

RSC Adv., 2021, 11, 35624–35643 | 35627
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Table 4 Properties of untreated and treated coalsa

Coal sample

Properties (wt%)
Ash removal
(%)VMd Ad FCd St

MM coal 41.48 14.00 44.53 1.01 —
HClMM coal 42.29 2.75 54.95 1.04 80.43
AceMM coal 41.93 6.29 51.78 1.04 55.14
NaMM coal 37.96 13.07 48.98 1.01 6.64
NaHClMM coal 42.36 3.84 53.82 1.10 72.57
NaAceMM coal 40.34 10.14 49.51 1.10 27.50

a VM: volatile matter, A: ash content, FC: xed carbon, St: total sulphur
content, d: dried basis.
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MgO, Na2O and Fe2O3 were 20.09, 13.29, 8.64, 6.40 and
5.79 wt%, respectively. Ni in the form of NiO was present in
a small amount, 1.19 wt%, in MM coal. Among the main metal
elements, Ca and Mg, in particular, might be the exchangeable
metallic species. According to Ward,25 one-half of the calcium
and most of the magnesium in Mea Moh coal were found in the
form of exchangeable metallic species. As a result, it was
possible that the difference in ash content might be correlated
to the exchangeable metallic species contained in coal and
inuenced the Ni ion-exchange mechanism of the preparation
of Ni-loaded lignite char catalyst. Consequently, MM coal was
quite suitable for use as a catalyst supporter in this study. To
prove this assumption, MM coal was treated to remove the ash
content. However, the coal treatment involved several methods,
namely acid treatment, alkali treatment and alkali followed by
acid treatment. Each of the coal treatment methods had
different effects on the ash removal and the Ni ion-exchange
mechanism. Therefore, these treatments were applied in this
research and their results are discussed in the next section.
3.2 Coal treatment

3.2.1 The effect of coal treatment on ash removal. The
inuences of coal treatment on the Ni ion-exchangemechanism
for the preparation of Ni-loaded lignite char catalyst were
investigated. Firstly, Mae Moh coal was subjected to different
treatments asmentioned in the previous section. The properties
of untreated and treated coals are presented in Table 4.

According to the results in Table 4, it was observed that the
various treatment processes affected the coal properties, espe-
cially the ash content. Compared with MM coal, the ash
contents of HClMM and AceMM coals decreased by 80.43% and
55.14%, respectively. In the case of alkali treatment, the ash
content of NaMM coal decreased by 6.64%. This indicated that
the NaOH solution had a negligible effect on the ash removal of
coal. When NaMM coal was treated with HCl and CH3COOH in
the alkali followed by acid treatment, the ash contents of
NaHClMM and NaAceMM coals decreased by 72.57 and 27.50%,
respectively. The decreases in the ash content could indicate the
reduction of the mineral matter content in the modied coals.
From the results of coal treatments, the large decrease in the
ash content of the MM coal resulted from the coal treatments
with acid solutions. Moreover, this research found that the
removal of ash from coal depended upon the type of acid
solution. The coal treatment with HCl had a greater effect on
ash removal than CH3COOH because HCl is a strong acid that
was virtually 100% ionised in solution. Thus, the HCl solution
diffused and dissolved mineral matters in coal more than
CH3COOH, a weak acid. Besides, the difference in ash removal
by the various acids could be explained by the ability of the acids
Table 3 The main chemical composition of MM coal (wt%) by XRF

Fe2O3 Al2O3 MgO SiO2 CaO

MM coal 5.79 13.29 8.64 23.92 20.09

35628 | RSC Adv., 2021, 11, 35624–35643
to remove different inorganic components. According to the
study by Barma et al.,26 HCl could dissolve impurities in coal by
converting them into soluble metal salts. Steel et al.27 reported
that HCl was able to remove Ca, Fe, Mg, Na and some of Al, K
and Ti, which were minerals in coal. Manoj et al.28 discovered
that acetic acid solution could remove all calcites and partial
aluminium minerals in coal and transform them into calcium
acetate and aluminium acetate complexes. Therefore, the
changes in the ash content in MM coal are related to the
mineral matter in coal, especially exchangeable metallic species
that might affect the changes in the functional groups in coal.
The results of the inuences of coal treatments on the func-
tional groups in coal were studied and are discussed in the
following section.

3.2.2 The effect of coal treatment on functional groups. As
previously described, the treatments affected the ash content in
coal. They resulted in the removal of exchangeable metallic
species, which make up most of the mineral matter in low-rank
coal. These metallic species are associated with the oxygen-
containing functional groups that are presented in the form
of metal-carboxylate. Therefore, eliminating exchangeable
metallic species from coal might affect the metal-carboxylate in
coal, impacting the functional groups in coal. To investigate the
inuence of treatments on the functional groups in coal, the
FTIR spectra of untreated and treated coals are presented in
Fig. 4. The assignments of the IR bands in the FTIR spectra of
untreated and treated coals are summarized in Table 5.

In Fig. 4a, the FTIR spectrum shows IR bands of the major
functional group characteristics of the MM coal compositions.
The IR band at 3408 cm�1 was assigned to phenolic hydroxyl
associated hydrogen bonds. The double IR bands at 2921 and
2851 cm�1 were attributed to cycloalkane or methylene of
aliphatic hydrocarbons.29 The IR bands at 1560 and 1455 cm�1

were assigned to the aromatic structure.31 The two bands of the
metal-carboxylate groups were observed at 1560 and
K2O Na2O TiO2 MnO2 P2O5 SO3 NiO

1.34 6.40 0.25 0.14 0.42 18.53 1.19

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 FTIR spectra of untreated and treated coals: (a) MM coal, (b) HClMM coal, (c) AceMM coal, (d) NaMM coal, (e) NaHClMM coal and (f)
NaAceMM coal.

Table 5 FTIR assignment of untreated and treated coala

Assignments of band

Wavenumber, w (cm�1)

Ref.MM HClMM AceMM NaMM NaHClMM NaAceMM

–OH stretching vibration of hydrogen
bond association, phenols

3408 3446 3399 3377 3414 3418 29

Non-symmetric vibration of cycloalkane
or methylene of aliphatic hydrocarbons

2921 2924 2924 2923 2922 2923 29

Symmetric vibration cycloalkane or
methylene of aliphatic hydrocarbons

2851 2852 2852 2851 2852 2852 29

–OH stretching vibration of –COOH ND 2368 2357 2357 2364 2318 30
C]O stretching of carboxyl groups ND 1707 1700 ND 1707 1700 29
C]O asymmetric stretching of
carboxylate (was(CO2

�))
1560 1590 1585 1573 1589 1577 31

Stretching vibration of aromatic C–C 1455 1437 1437 1471 1441 1437 31
C]O symmetric stretching of
carboxylate (ws(CO2

�))
1378 1369 1370 1378 1366 1372 31

C–O stretching 1031 1027 1017 1012 1027 1027 31

a ND: not detected.
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1378 cm�1.31 The IR band at 1030 cm�1 was ascribed to the C–O
stretching.29

For the acid treatment, the FTIR spectra of HClMM and
AceMM coals are presented in Fig. 4b and c, respectively. The IR
© 2021 The Author(s). Published by the Royal Society of Chemistry
band of HClMM coal appeared in new bands at 2368, 2311 and
1700 cm�1. Likewise, the new bands of AceMM coal were
observed at 2351, 2311 and 1700 cm�1. The IR bands at 2780–
2350 cm�1 could be assigned to the –OH stretching vibration of
RSC Adv., 2021, 11, 35624–35643 | 35629
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–COOH.30 The IR band at 1700 cm�1 could be attributed to the
C]O of carboxyl groups.31 The appearances of new bands on
the IR spectra of both acid-treated coals indicated that carboxyl
groups were formed in both the acid-treated coals. Moreover,
the two bands of metal-carboxylate groups were observed at
1610–1550 cm�1 (was(CO2

�)) and 1420–1300 cm�1 (ws(CO2
�)) in

the FTIR spectra of HClMM and AceMM coals. From the liter-
ature reviews,32,33 the separation of the two bands of metal-
carboxylate groups (Dw(COO�) ¼ was(CO2

�) � ws(CO2
�)) were

indicative of the structure of a given carboxylate. According to
Ban et al.,34 the addition of metal ions on coal caused the
decrease in the Dw(COO�) value due to metal-carboxylate
interactions. It was assumed that the metal ions were
combined with carboxyl functional groups in coal by ionic
conguration. Conversely, this research found that the
Dw(COO�) values increased when the MM coal was treated with
HCl or CH3COOH solutions. In Table 6, the Dw(COO�) values of
HClMM and AceMM coals increased from 188 cm�1 to 221 cm�1

and 215 cm�1, respectively. Therefore, the increase in
Dw(COO�) of HClMM and AceMM coals might indicate that the
metal ions that interacted with carboxyl functional groups in
the form of metal-carboxylate were removed from the coal.
From the results, the appearances of new bands of carboxyl
groups and the increase in the Dw(COO�) values of both acid-
treated coals could explain that the acid solution ionised to
give protons (H+). Then, the protons of the acid were exchanged
with the metal ions of metal-carboxylate (COOM) in coal (eqn
(2)). Due to the ion exchange of protons and metal ions, the
carboxyl groups were formed in coal. Aer that, the released
metal ions (M+) were exchanged with Cl� for HCl (eqn (3)) and
CH3COO

� for CH3COOH (eqn (4)) in the form of acid-soluble
salts, which resulted in ash removal in coal.

COOM + H+ / COOH + M+ (2)

M+ + Cl� / MCl (3)

M+ + CH3COO� / CH3COOM (4)

In the case of alkali treatment, Fig. 4d shows the FTIR
spectrum of NaMM coal. Compared with original coal, the FTIR
ranges of NaMM coal changed a little. The new bands of the
Table 6 Carboxylate asymmetric (was(CO2
�)) and symmetric (ws(CO2

�

treated coals

Coal sample

Untreated and treated coals (before Ni loading)

was(CO2
�) (cm�1) ws(CO2

�) (cm�1)
Dw(C
(cm�

MM 1560 1372 188
HClMM 1590 1369 221
AceMM 1585 1370 215
NaMM 1573 1378 195
NaHClMM 1589 1366 221
NaAceMM 1577 1372 205

35630 | RSC Adv., 2021, 11, 35624–35643
–OH stretching vibrations of –COOH were observed at 2357 and
2309 cm�1. These occurrences of the new bands might be due to
the alkali solution, which could donate hydroxide ions to coal.35

In Table 6, the (COO�) values of NaMM coal slightly increased
from 188 cm�1 to 195 cm�1, which indicated that NaOH treat-
ment could hardly remove the metal ions from metal-
carboxylate in coal.

For alkali followed by acid treatment, the NaMM coal was
treated with HCl and CH3COOH solutions. The FTIR spectrum
of NaHClMM coal (Fig. 4e) showed new IR bands at 2369, 2310
and 1707 cm�1. The FTIR spectrum of NaAceMM coal (Fig. 4f)
presented the new bands at 2372, 2318 and 1700 cm�1. The
appearances of new IR bands of NaHClMM and NaAceMM coals
indicated the occurrence of carboxyl groups in coals. In Table 6,
the Dw(COO�) values of NaHClMM coal and NaAceMM coal
increased higher than the NaMM coal. The Dw(COO�) values of
NaMM and NaHClMM and NaAceMM coals were 195 cm�1,
221 cm�1 and 205 cm�1, respectively. It was indicated that aer
the NaMM coal was treated with acid solutions, the metal ions
of metal-carboxylate groups were removed and were replaced
with hydrogen ions from acid solutions. In conclusion, the
changing functional groups of NaHClMM and NaAceMM coals
were mainly caused by the acid treatments.
3.3 Ni loading on lignite coal

As described earlier, the coal treatments with acid or alkali
solutions inuenced the functional groups in coal, especially
the oxygen-containing functional groups such as hydroxyl and
carboxyl groups. These oxygen-containing groups in low-rank
coal were cation-exchange sites for exchanging with metal
ions on the coal surface. It was noted that treated coals had
differences in ash content and functional groups. Thus, the coal
treatments might affect the coal properties, including func-
tional groups that might impact the Ni loading mechanisms
into coals. To investigate the inuence of coal treatments on the
Ni loading mechanisms, FTIR spectra of untreated and treated
coals before and aer Ni loading were studied.

3.3.1 Untreated coal. The FTIR spectra of MM coal before
and aer Ni loading are presented in Fig. 5. When Ni ions were
loaded on the MM coal, the peak intensity of hydroxyl at around
3368 cm�1 of MM coal decreased. The IR bands at 2200–
1955 cm�1 were observed on the FTIR pattern of MM coal aer
)) vibrational frequencies for the Dw(COO�) values of untreated and

Untreated and treated coals (aer Ni loading)

OO�)
1) was(CO2

�) (cm�1) ws(CO2
�) (cm�1)

Dw(COO�)
(cm�1)

1548 1375 173
1558 1375 183
1566 1375 191
1547 1376 171
1558 1375 183
1559 1379 180

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 FTIR spectra of MM coal and NaMM coal before and after Ni loading.
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Ni loading, which was assigned to transition metal carbonyl
complexes. The band appearances of the transition metal
carbonyl complexes in the FTIR pattern were in accord with
a study by Sarkar et al.36 In Table 6, the Dw(COO�) aer Ni
loading on MM coal decreased from 188 to 173 cm�1 when
compared with before Ni loading. This indicated that Ni ions
were exchanged with the released H+ ions from hydroxyl groups
and converted into the metal-carboxylate. Besides, the IR bands
within the range of 1350–1550 cm�1 were observed in the FTIR
spectrum of MM coal aer Ni loading, which revealed carbonate
phases. The occurrence of carbonate phases aer Ni loading
was conrmed by the band at 850 cm�1. The appearances of two
bands of carbonate phases in the FTIR spectra corresponded to
results obtained by Kledyński et al.37 From the results
mentioned above, it is likely that Ni ions were exchanged with
metal ions (M+) of metal-carboxylate groups on coal. Aer that,
the released metal ions (M+) from metal-carboxylate groups
were exchanged with carbonate ions (CO3

2�) from the (NH3)6-
NiCO3 solution into carbonate salts during the ion-exchange
method.

Considering the form of Ni ion that was exchanged with the
functional groups on MM coal, it was found that Ni ions might
be exchanged with the functional groups on MM coal in the
form of the Ni(NH3)6

2+ ion. This was because the FTIR spectrum
© 2021 The Author(s). Published by the Royal Society of Chemistry
of MM coal aer Ni loading showed the IR bands of Ni(NH3)6
2+

that consisted of n(NH3), ds(HNH), rr(NH3) and n(M � NH3) in
the regions of 3386–3156, 1254–1186, 850–650 and 500–
250 cm�1, respectively.38,39 In Fig. 6, the FTIR spectra of MM coal
aer Ni loading showed the IR bands of Ni(NH3)6

2+ at 3368,
1211, 659 and 467 cm�1. Moreover, the form of Ni ion aer Ni
loading on coal could be observed from the pH of the (NH3)6-
NiCO3 solution aer the ion-exchange process. From the liter-
ature reviews,40,41 Sharma et al.40 studied the ion exchange of Ni
on a meta-acrylic acid type ion exchange resin as the carbon
base, and Cao et al.41 loaded Ni on resin char via the ion-
exchange method. Both of these reports indicated that the pH
of the aqueous ammonia solution used in the ion exchange
affected the form of the Ni ion on the resin. The Ni ion was
exchanged as the Ni(H2O)6

2+ ion at pH 8.8, and as the
Ni(NH3)6

+2 ion at pH 9.4.40 Likewise, the pH value of the
(NH3)6NiCO3 solution aer Ni loading on MM coal in this study
was 9.5 as shown in Table 7. It conrmed that Ni ions in the
form of Ni(NH3)6

2+ ions were exchanged with MM coal. Thus,
the mechanism of Ni loading on MM coal can be shown as eqn
(5)–(7).

–OH + Ni(NH3)6
2+ 4 O[Ni(NH3)6] + H+ (5)
RSC Adv., 2021, 11, 35624–35643 | 35631
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Fig. 6 FTIR spectra of Ni(NH3)6
2+ untreated coal and treated coal after Ni loading.

Table 7 pH values of (NH3)6NiCO3 solutions after the Ni loading of untreated and treated coals

Coal MM HClMM AceMM NaMM NaHClMM NaAceMM

pH of solution 9.5 8.4 9.0 9.6 9.6 9.6
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2COOM+ + Ni(NH3)6
2+ 4 COO[Ni(NH3)6]OOC + 2M+ (6)

M+ + CO3
2� 4 M2CO3 (7)

In comparison with the ion exchange of metal ions on the
other lignite (e.g., Yallourn coal and Adaro coal),42,43 it was found
that the ion exchange of metal ions on most lignite coals
occurred through hydroxyl and carboxyl groups on the coal.
This was because the structure of these lignite coals was
composed of hydroxyl and carboxyl groups. This contrasted
with MM coal, in which carboxyl groups disappeared in the
structure of coal, but the FTIR bands of MM coal indicated
hydroxyl and metal-carboxylate groups. The metal-carboxylate
in the structure of MM coal might result from the abundance
of exchangeable metallic species such as Ca, Na and Mg in MM
coal, as presented in Table 3. Some researchers reported that
the exchangeable metallic species in low-rank coal were usually
found in the form of metal-carboxylate groups.8,25 Therefore, the
ion exchange of Ni ion in MM coal occurred through hydroxyl
and metal-carboxylate groups.

3.3.2 Acid treatment. The coal sample was treated with
different acid solutions, namely HCl and CH3COOH solutions.
As indicated in Section 3.2, the coal treatments with both acid
35632 | RSC Adv., 2021, 11, 35624–35643
solutions were able to reduce the ash content in coal and
changed the functional group on MM coal, especially the
conversion of metal-carboxylate groups into carboxyl groups.
Due to acid treatment, the changes in the functional groups
might affect the mechanism of Ni loading on MM coal. Both
acid-treated coals were loaded with Ni by the ion-exchange
method; the FTIR results of HClMM and AceMM coals before
and aer Ni loading are presented in Fig. 7. The results showed
that the IR bands of the –OH stretching vibration of –COOH at
2780–2350 cm�1, and the band intensity of C]O of carboxyl
groups at 1700 cm�1 decreased in the FTIR patterns of HClMM
and AceMM coals aer Ni loading. Meanwhile, the new IR
bands of transition metal carbonyl complexes at 2200–955 cm�1

were observed in the FTIR patterns of both acid-treated coals
aer Ni loading. In Table 6, the Dw(COO�) values of HClMM
and AceMM coals aer Ni loading also decreased in comparison
with HClMM and AceMM coals before Ni loading. From the
FTIR results of acid-treated coals in the case of aer Ni loading,
the decrease in the band intensity of carboxyl groups indicated
that the carboxyl groups on coal were exchanged with Ni ions
and turned into metal-carboxylates. The interaction of the
metal-carboxylate on acid-treated coals could also be conrmed
by the decrease in Dw(COO�) values. The reductions in the
© 2021 The Author(s). Published by the Royal Society of Chemistry

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d1ra05046j


Fig. 7 FTIR spectra of acid-treated coals before and after Ni loading.
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carboxyl band intensities on acid-treated coals aer Ni ion
exchange in this study also corresponded to the metal loading
on the acid-treated coal in the other literature. Li et al.44 indi-
cated that the ion exchange of Na+ on the acid-treated coal
resulted in a decrease in the band intensity of carboxyl groups.
Moreover, Ban et al.31 reported that the addition of Ca2+ and K+

on acid-treated coal led to the decrease in the band intensity of
the C]O absorption peak at 1700 cm�1. This implied that the
carboxyl groups were converted into metal-carboxylates.

On comparing the Ni loading mechanisms of the acid-
treated coals and the untreated coal, it was observed that the
Ni ions that were exchanged with the carboxyl groups in both
acid-treated coals differed from those of the untreated coal. The
ion exchange of Ni ions on untreated coal occurred through
hydroxyl and metal-carboxylate groups. This was because the
coal treatment with HCl and CH3COOH could decrease the ash
content in MM coal from 14.00 wt% to 2.75 wt% and 6.25 wt%,
respectively, as shown in Table 4. The decreased ash content in
acid-treated coals correlated with the reduction of the
exchangeable metallic species content in the metal-carboxylate
form, which resulted in the conversion of metal-carboxylate
groups into carboxyl groups. As a result, the ion exchange of
© 2021 The Author(s). Published by the Royal Society of Chemistry
Ni ions was controlled through the carboxyl groups on acid-
treated coals. This could mean that the content of exchange-
able metallic species in coal affected the ion exchange of the Ni
ions in the coal. In the case of low exchangeable metallic species
content in HClMM coal and AceMM coal, the ion exchange of Ni
ions could occur through the carboxyl groups in the coal. In
contrast, for the ion exchange of Ni ions in the MM coal, which
had a high content of exchangeable metallic species, the Ni ions
could exchange with the metal-carboxylate groups.

Focusing on the form of Ni ions on acid-treated coals aer Ni
loading, the –OH stretching vibration in the region of 3600–
3200 cm�1 and the –OH bending vibration at around 1640 cm�1

(ref. 45 and 46) were observed in the FTIR spectrum of HClMM
coal aer Ni loading. The appearances of both bands on
HClMM coal aer Ni loading could be assigned to H2O, which
arose from the ion exchange with Ni in the form of Ni(H2O)6

2+

ions on HClMM coal. According to the description of the FTIR
spectrum of [Ni(H2O)6](NO3)2 by Liang et al.,47 the broad band of
the –OH stretching vibration mode was at around 3400 cm�1

and the band of the –OH bending vibration mode was
1640 cm�1 on the FTIR spectrum of [Ni(H2O)6](NO3)2. The two
bands could be attributed to H2O. The appearances of H2O
RSC Adv., 2021, 11, 35624–35643 | 35633
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bands in [Ni(H2O)6](NO3)2 referred to H2O, which were the
composition of the Ni(H2O)6

2+ ion. Moreover, the ion exchange
of Ni in the form of Ni(H2O)6

2+ ions on HClMM coal could also
be conrmed by the pH values of (NH3)6NiCO3 solutions aer Ni
loading, which was 8.4 as seen in Table 7. Meanwhile, the IR
bands of Ni(NH3)6

2+ were also observed at 3237, 1206, 672 and
463 cm�1 on the FTIR pattern of HClMM coal aer Ni loading,
as shown in Fig. 6. The appearances of Ni(NH3)6

2+ bands on
HClMM coal indicated that Ni ions could be exchanged with
HClMM coal in the form of Ni(NH3)6

2+ ions. Therefore, Ni ions
were able to exchange with the functional groups on HClMM
coal in the forms of Ni(H2O)6

2+ and Ni(NH3)6
2+ ions. The

examples of the mechanisms of Ni loading on HClMM are
presented as eqn (8) and (9), respectively.

2COOH + Ni(H2O)6
2+ 4 COO[Ni(H2O)6]OOC + 2H+ (8)

2COOH + Ni(NH3)6
2+ 4 COO[Ni(NH3)6

2+] OOC + 2H+ (9)

For AceMM coal, the FTIR spectrum aer Ni loading showed
the IR bands of Ni(NH3)6

2+ at 3363, 1213, 670 and 468 cm�1, as
seen in Fig. 6. Besides, the pH of (NH3)6NiCO3 solutions aer
the Ni loading of AceMM coal was 9.0, as shown in Table 7.
Fig. 8 FTIR spectra of alkali followed by acid treatment of coal before a

35634 | RSC Adv., 2021, 11, 35624–35643
Hence, the functional groups such as carboxyl groups on
AceMM coal were in conjunction with Ni ions in the form of
Ni(NH3)6

2+ ions according to eqn (9).
3.3.3 Alkali treatment. The FTIR results of alkali-treated

coals aer Ni loading are presented in Fig. 5. The peak inten-
sities of hydroxyl groups at around 3293 cm�1 decreased aer Ni
loading. The IR bands of transition metal carbonyl complexes
were observed at 2161 and 2019 cm�1 in the FTIR spectrum of
NaMM coal aer Ni loading, which indicated that Ni ions were
exchanged with hydroxyl groups on NaMM coal. Besides, the
two bands of carbonate phases at 1375 cm�1 and 855 cm�1

appeared in the FTIR spectrum of NaMM coal aer Ni loading.
The IR band of the carbonate phase at 855 cm�1 for NaMM coal
aer Ni loading showed a high peak intensity. This was prob-
ably because of the increase in Na ions on NaMM coal, which
remained aer NaOH treatment. These residual Na ions might
be exchanged with carbonate ions and transformed into
Na2CO3, which resulted in the high peak intensity of the
carbonate phases at 855 cm�1. The formation of Na2CO3 on
alkali-treated coal was conrmed via XRD analysis, as presented
in Fig. 9 (Section 3.4). Considering the form of Ni ions in
NaMMcoal aer Ni loading, it was found that Ni ions were
exchanged with functional groups on NaMM coal in the form of
nd after Ni loading.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Ni(NH3)6
2+ ions. As shown in Fig. 6, the IR bands of the

Ni(NH3)6
2+ ions at 3293, 1213, 670 and 468 cm�1 were observed

on the FTIR spectrum of NaMM coal aer Ni loading. Moreover,
the pH value of the (NH3)6NiCO3 solution aer Ni loading on
NaMM was also 9.6, as presented in Table 7. In the case of
NaMM coal, the Ni ions were exchanged with hydroxyl and
metal-carboxylate groups on NaMM coal, which was similar to
the Ni loading behaviour on MM coal as explained in Section
3.3.1.

When the mechanism of the Ni ion exchange on NaMM coal
was compared with that of untreated coal, it was observed that
the mechanism of the Ni ion exchange on the NaMM coal was
similar to the mechanism of the Ni ion exchange on MM coal.
This was because the NaOH treatment could slightly remove the
ash content in MM coal, which was 6.64% as presented in Table
4. As discussed in Section 3.2.2, the FTIR spectrum of NaMM
coal aer Ni loading (Fig. 4d) did not have the strong new bands
such as carboxyl groups when compared with acid-treated coals
(Fig. 4b and c). Hence, the ion exchange of Ni ions on NaMM
coal still occurred through the hydroxyl and metal-carboxylate
groups that were the same as MM coal. The Dw(COO�) values
of MM coal and NaMM coal aer Ni loading were 173 cm�1 and
171 cm�1, respectively, which are shown in Table 6. There was
a negligible difference in the Dw(COO�) values of coal.
Fig. 9 FTIR spectra of Ni-loaded lignite char catalysts: (a) Ni/MMch
NaHClMMchar and (f) Ni/NaAceMMchar.

© 2021 The Author(s). Published by the Royal Society of Chemistry
3.3.4 Alkali followed by acid treatment. FTIR patterns of Ni
loading on NaHClMM and NaAceMM coals are shown in Fig. 8.
The peak intensities of hydroxyl groups at 3377 cm�1 for
NaHClMM coal and 3333 cm�1 for NaAceMM coal decreased
aer Ni loading. The IR bands of the –OH stretching vibration of
–COOH at 2780–2350 cm�1 were not observed on FTIR patterns
of NaHClMM and NaAceMM coals aer Ni loading. It was also
found that the IR bands of C]O of carboxyl groups at 1700 cm�1

disappeared on the FTIR patterns of both treated coals aer Ni
loading. The IR bands of transition metal carbonyl complexes at
2200–955 cm�1 were observed in the FTIR patterns of NaHClMM
and NaAceMM coals aer Ni loading. In Table 6, the Dw(COO�)
values of NaHClMM and NaAceMM coals aer Ni loading
decreased when compared with before Ni loading. From the FTIR
results of NaHClMM and NaAceMM coals, it meant that Ni ions
were exchanged with hydroxyl and carboxyl groups in the metal-
carboxylate groups. Hydroxyl groups on NaHClMM and NaA-
ceMM coals might have resulted from alkali treatment, while
carboxyl groups on both treated coals might be due to acid
treatment. In the case of NaAceMM, the two bands of the
carbonate phases at 1379 cm�1 and 875 cm�1 were observed in
the FTIR spectrum of NaAceMM coal aer Ni loading, indicating
that Ni ions were exchanged with metal ions of metal-carboxylate
groups on NaAceMM coal. Concentrating on the form of the Ni
ions on NaHClMM and NaAceMM coals aer Ni loading, the
ar, (b) Ni/HClMMchar, (c) Ni/AceMMchar, (d) Ni/NaMMchar, (e) Ni/
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Fig. 10 XRD patterns of Ni-loaded lignite char catalysts at 2q of 10–
40�: (a) Ni/MMchar, (b) Ni/HClMMchar, (c) Ni/AceMMchar, (d) Ni/
NaMMchar, (e) Ni/NaHClMMchar and (f) Ni/NaAceMMchar.
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FTIR of Ni(NH3)6
2+ at 3275, 1216, 671 and 463 cm�1 were

observed on NaHClMM coal aer Ni loading as presented in
Fig. 6. Similarly, the FTIR spectrum of NaAceMM coal aer Ni
loading showed the bands of Ni(NH3)6

2+ at 3376, 1207, 671 and
467 cm�1. The pH values of (NH3)6NiCO3 solutions aer the Ni
loading of both coal samples were 9.6 as shown in Table 7. Thus,
the Ni ions were exchanged with functional groups on both types
of treated coals in the form of Ni(NH3)6

2+ ions.
As mentioned above, the mechanism of Ni loading on

NaHClMM and NaAceMM coals resulted in the exchange of Ni
ions with hydroxyl groups and carboxyl groups on both coal
samples and converted them into metal-carboxylate groups. In the
case of NaAceMM coal, Ni ions were still exchanged with metal-
carboxylate groups due to the high ash content of the NaAceMM
coal. For the formation of Ni ions on coal aer Ni loading, Ni ions
were exchanged with the functional groups on both NaHClMM
and NaAceMM coals in the form of Ni(NH3)6

2+ ion.
In comparing the mechanisms of the Ni ion exchange of

NaHClMM and NaAceMM coals with those of HClMM and
AceMM coals, it was found that Ni ions were exchanged with
carboxyl groups on NaHClMM and NaAceMM coals, which were
the same as with the acid-treated coals. This resulted from the
acid treatment leading to the reduction of the ash content in the
coal and the conversion of the metal-carboxylate group into the
carboxyl group. As a result, the carboxyl groups on both treated
coals acted as the Ni ion exchange sites on coals. Additionally,
the results of the ion exchange of Ni ions on NaAceMM were
found to show that Ni could exchange with metal-carboxylate
groups on NaAceMM coal, similar to both MM coal and
NaMM coal. Since the percentage of ash removal of NaAceMM
coal was 27.50%, it indicated that mineral matter in the form of
the metal-carboxylate groups might remain in NaAceMM coal.
These metal-carboxylate groups still served as the positions for
the ion exchange of Ni on NaAceMM coal.
Fig. 11 XRD patterns of Ni-loaded lignite char catalysts at 2q of 10–
80�: (a) Ni/MMchar, (b) Ni/HClMMchar, (c) Ni/AceMMchar, (d) Ni/
NaMMchar, (e) Ni/NaHClMMchar and (f) Ni/NaAceMMchar.
3.4 Production of Ni-loaded lignite char catalyst

Aer the Ni loading on coal, Ni-loaded lignite coal samples were
pyrolyzed at 650 �C under a N2 atmosphere to produce Ni-
loaded lignite char catalysts. FTIR analysis results of catalysts
are shown in Fig. 9. The IR bands of Ni-loaded lignite char
catalysts mainly appeared in the range of 2200–1955 cm�1,
1500–1400 cm�1 and 1300–1000 cm�1. The IR bands at 2200–
1955 cm�1 were assigned to transition metal carbonyl
complexes. The IR bands at 1500–1400 cm�1 correspond to
aromatic C–C stretching (in-ring).48 The IR bands at 1300–
1000 cm�1 were assigned to C–O stretching vibrations. More-
over, the bands of carbonate phases at 1350–1550 cm�1 and
880–860 cm�1 were also observed in the FTIR spectra of Ni/
MMchar (Fig. 9a), Ni/NaMMchar (Fig. 9d) and Ni/
NaAceMMchar (Fig. 9f) catalysts, but not Ni/HClMMchar
(Fig. 9b), NiAceMMchar (Fig. 9c) and Ni/NaHClMMchar
(Fig. 9e) catalysts. The formation of carbonate phases in the
catalysts was also correlated with the XRD analysis results of
catalysts. Fig. 10 presents XRD patterns of the Ni-loaded lignite
char catalysts at 10–40� for 2q to show the XRD pattern of the
carbonate phases. According to the JCPDS database, the peaks
35636 | RSC Adv., 2021, 11, 35624–35643
corresponding to CaCO3 (JCPDS no. 5-0586) and Na2CO3 (JCPDS
no. 77-2082) were observed in the XRD patterns of Ni/MMchar
(Fig. 10a), Ni/NaMMchar (Fig. 10d) and Ni/NaAceMMchar
(Fig. 10f) catalysts. However, the patterns of carbonate
compounds were not found in Ni/HClMMchar (Fig. 10b), Ni/
AceMMchar (Fig. 10c) and Ni/NaHClMMchar (Fig. 10e) cata-
lysts. The FTIR and XRD results of Ni/MMchar, Ni/NaMMchar
and NiNaAceMMchar supported the explanation given in
Section 3.3 that Ni ions were able to exchange with the metal
ions of metal-carboxylate groups in MM, NaMM and NaAceMM
coals. Aer the ion exchange, the released metal ions were
exchanged with carbonate ions from (NH3)6NiCO3 and con-
verted into carbonate compounds that remained in the catalyst
powder. Regarding the XRD patterns of Ni-loaded lignite char
catalysts at 2q of 10–80� as shown in Fig. 11, Ni was present in
the form of metal in the catalysts. This was conrmed by the
© 2021 The Author(s). Published by the Royal Society of Chemistry
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three characteristic peaks of Ni at 44.5�, 56.7� and 76.3� for 2q,
corresponding to the dominant planes of metallic nickel (111),
(200) and (220), respectively, with the JCPDS no. 04-850. The
XRD patterns of Ni metal in Ni-loaded lignite char catalysts in
this study also correspond to the report by Chaiklangmuang
et al.18

The occurrences of Ni metals on all catalysts could be
explained by the fact that the Ni ions (Ni2+) that were exchanged
with the oxygen-containing functional groups (e.g., hydroxyl,
carboxyl and metal-carboxylate groups) in the untreated coal
and each treated coal were reduced by H2 and CO and turned
into Ni metal (Ni0).49,50 The H2 and CO were generated by the
decomposition of the aliphatic hydrocarbons, hydroxyl and
carboxylate groups of Ni-loaded coal samples during pyrolysis at
650 �C.51,52 The decomposition of the aliphatic hydrocarbons,
hydroxyl and carboxylate groups of Ni-loaded lignite coal
samples were conrmed by the FTIR spectra of catalysts. In
Fig. 9, the IR bands of aliphatic hydrocarbons and oxygen-
containing functional groups such as hydroxyl and carbox-
ylate groups are not shown in the FTIR spectra of the catalysts.

Possible predictions of the chemical pathways for the prep-
aration of Ni-loaded lignite char catalysts using MM coal
supports are shown in Fig. 12. In the Ni ion exchange stage,
most of the Ni ions were able to exchange with hydroxyl and
metal-carboxyl groups in the form of Ni(NH3)6

2+ ions on the
untreated coals and those modied by acid, alkali and alkali
followed by acid treatments. Aer the pyrolysis process, coals
were transformed into char catalysts. Meanwhile, NH3 was
released from Ni(NH3)6

2+ and then Ni metal (Ni0) was formed
via the reduction of Ni ions (Ni2+) by H2 and CO, which were
produced during pyrolysis. Ni metal formed the active sites on
Fig. 12 Predicted chemical pathways for the preparation of Ni-loaded l

© 2021 The Author(s). Published by the Royal Society of Chemistry
catalysts that could promote catalytic reactions and control the
product selectivity. The structure–activity relationship of the Ni
loading mechanism of the catalyst is presented in Fig. 13.

The Ni element contained in the catalysts (Table 8) was in the
range of 16.51–20.09 wt%, which depended on the preparation
methods of Ni-loaded lignite char catalyst. Compared with the
Ni/MMchar catalyst, the Ni/NaMMchar catalyst showed the
highest Ni content of 20.09 � 0.59 wt% because NaOH was
a strong oxidant. The NaOH solution could have affected the
increase in the number of oxygen-containing functional groups
in MM coal such as –OH groups, which were sites for ion
exchange. According to Herviyanti et al.,35 NaOH treatment
could increase the concentration of –OH groups in sub-
bituminous coal since NaOH is an alkaline compound that
could donate OH� ions to sub-bituminous coal, which
increased the cation exchange capacity of the coal. In the coal
treatment with acetic acid, the Ni contents in Ni/AceMMchar
and Ni/NaAceMMchar were 17.01 � 0.19 wt% and 17.32 �
0.23 wt%, respectively. When considered with Ni/MM char, the
Ni contents of Ni/AceMMchar and Ni/NaAceMMchar increased
since the acetic acid containing the carboxylic functional
groups was able to be absorbed into the coal, which caused an
increase in the content of carboxylic functional groups on the
surface of the coal. Radenovic and Malina14 reported that
carbon black modication by the absorption of acetic acid onto
carbon black could increase the nickel adsorption capacity from
the solution due to the increase in the carboxylic functional
group content on carbon black. The higher content of carboxylic
functional groups could improve the adsorption of metal ions
since the affinity between metals and carboxylic functional
groups was extremely high.53,54 The cases of Ni/HClMMchar and
ignite char catalysts in this paper.

RSC Adv., 2021, 11, 35624–35643 | 35637

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d1ra05046j


Fig. 13 Structure activity relationship of the Ni loading mechanism of the catalyst.

Table 8 Ni content in the catalysts

Catalyst Ni content (wt%) �SD

Ni/MMchar 16.55 � 0.63
Ni/HClMMchar 16.62 � 0.97
Ni/AceMMchar 17.01 � 0.19
Ni/NaMMchar 20.09 � 0.59
Ni/NaHClMMchar 16.51 � 0.46
Ni/NaAceMMchar 17.32 � 0.23
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Ni/NaHClMMchar showed 16.62 � 0.97 wt% and 16.51 �
0.46 wt% of Ni contents, respectively, which were negligible
differences in comparison with Ni/MMchar. It may be inferred
that the HCl solution did not affect the number of functional
groups involved in the ion exchange with Ni. The results of Ni
content in catalysts reected that the type of chemical agents for
the coal treatment affected the content of Ni loading in the
catalyst, particularly the NaOH and CH3COOH solutions that
inuenced the enhancement of the Ni contents in the catalysts.
Fig. 14 O/C atomic ratios of catalysts.
3.5 Oxygen functional groups on the catalyst surfaces

It is well known that the O/C atomic ratio can reect the number
of oxygen functional groups on catalyst surfaces.55–57 As
described in Section 3.4, the oxygen functional groups are
related to the Ni loading content of the catalysts. To investigate
35638 | RSC Adv., 2021, 11, 35624–35643
the oxygen functional groups on the catalyst surfaces, the O/C
atomic ratios of catalysts were determined by SEM-EDS anal-
ysis as presented in Fig. 14.

In acid treatment, the O/C atomic ratios of Ni/HClMMchar
and Ni/AceMMchar catalysts were 0.14 and 0.12, respectively.
Both modied catalysts had lower O/C atomic ratios than the
Ni/MMchar catalyst. As a result, it may be inferred that the
number of oxygen functional groups on the modied catalysts
decreased when considered with the Ni/MMchar catalyst. The
© 2021 The Author(s). Published by the Royal Society of Chemistry
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reduction of O/C atomic ratios of the catalysts might be due to
the elimination of carboxylate groups in the pyrolysis stage.

For the alkali treatment, the Ni/NaMMchar catalyst had the
highest O/C atomic ratio at 0.63, corresponding to the highest
Ni content as well. The enhancements of the O/C atomic ratio
and Ni content catalyst were caused by the number of oxygen-
containing functional groups on MM coal promoted by the
NaOH solution.

In the treatment with alkali followed by acid, the O/C atomic
ratios of Ni/NaHClMMchar and Ni/NaAceMMchar were 0.12
and 0.24, respectively. The increase in the O/C atomic ratio of
Ni/NaAceMMchar occurred with the formation of carbonate
compounds (CO3

2�) in the catalyst as conrmed by FTTR
results (Fig. 9). The appearance of carbonate compounds was
also illustrated by the DTG results in Section 3.6 as presented in
the next section.

(Fig. 15) shows the morphological studies and distributions
of oxygen and nickel atoms on the surfaces of Ni/NaMMchar
(Fig. 15a), Ni/AceMMchar (Fig. 15b) and Ni/NaAceMMchar
(Fig. 15c) catalysts. Based on EDS-mapping images, the oxygen
and nickel atoms had good dispersions on the catalyst surfaces.
Focusing on the surface morphology of the catalysts, the surface
Fig. 15 SEM images and distributions of oxygen and nickel atoms on t
NaAceMMchar.

© 2021 The Author(s). Published by the Royal Society of Chemistry
of Ni/NaMMchar was smoother than those of Ni/AceMMchar
and Ni/NaAceMMchar. This was because the NaOH treatment
caused the coalescence of coal and the formation of sodium-
aluminosilicate gel lm that covered the catalyst surface10 and
as a result, the surface of Ni/NaMMchar was quite unruffled.
3.6 Thermal behaviour and stability of Ni-loaded lignite char
catalysts

In view of the thermal behaviours of Ni-loaded lignite char
catalysts under a nitrogen gas atmosphere, the DTG curves of
the catalysts are presented in Fig. 16 and the maximum peak
temperatures from DTG curves are listed in Table 9. The pyro-
lyzed temperature can be divided into four zones.

The DTG peaks of the catalysts were observed at around 27–
150 �C in the rst zone. The maximum peak temperatures
occurred at about 48–62 �C, which resulted from the loss of
moisture in the catalysts.5 In the second zone at 150–450 �C, low
weight-loss rates were observed in the range of 9–25 mg min�1

and all the fresh catalysts decomposed slowly.
The third zone clearly showed the DTG-decompositions of

Ni/HClMMchar, Ni/AceMMchar and Ni/NaHClMMchar cata-
lysts at temperatures ranging from 496 �C to 557 �C, 400 �C to
he catalyst surfaces: (a) Ni/NaMMchar, (b) Ni/AceMMchar and (c) Ni/

RSC Adv., 2021, 11, 35624–35643 | 35639
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Fig. 16 TGA-DTG curves of fresh catalysts at 25–1000 �C.

Table 9 Maximum peak temperatures of the catalysts from DTG
curves

Catalyst

Maximum peak temperature (�C)

First peak Second peak Third peak

Ni/MMchar 56 — 783
Ni/HClMMchar 48 530 —
Ni/AceMMchar 62 544 —
Ni/NaMMchar 58 — 763
Ni/NaHClMMchar 56 557 —
Ni/NaAceMMchar 50 — 820
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603 �C, and 400 �C to 600 �C, respectively. Li et al.58 investigated
that the obvious weight loss at around 200–400 �C was due to
the disaggregation, release of the volatiles, and decomposition
of lignite. Cheng et al.59 studied several coals treated with acids
and reported that in the temperature range of 400–600 �C, the
bonds between aliphatic carbons and between aliphatic carbon
and aromatic carbon were cracked. Similarly, the decomposi-
tions of the Ni/lignite char catalysts were examined by DTG in
this zone. The maximum peak temperatures of Ni/HClMMchar,
35640 | RSC Adv., 2021, 11, 35624–35643
Ni/AceMMchar and Ni/NaHClMMchar catalysts were 530 �C,
544 �C and 557 �C, respectively. According to Shi et al.,60 the
single peak at around 450 �C conrmed the assignment of
aliphatic carbon bonds, where the cleavage of aromatic carbon
and nitrogen bond peaked at 425 �C, and the breakage of
aromatic carbon and aliphatic carbon bonds and aromatic
carbon and oxygen bonds peaked at around 550 �C.

In the fourth zone, the apparent DTG peaks of Ni/MMchar,
Ni/NaMMchar and Ni/NaAceMMchar catalysts were observed
in the temperature range of 722–839 �C, 723–830 �C and 685–
882 �C, respectively. According to Li et al.,58 the temperature
range of 720–920 �C corresponds to the loss of minerals in
lignite that were mainly carbonate compounds in coals. Li
et al.61 investigated the thermal analysis of the calcium
carbonate decomposition, and they reported the initial
temperature of CaCO3 at 600 �C and the nal temperature at
829 �C, and its maximum peak temperature was 793 �C.
Therefore, the apparent peaks in zone IV of this research
implied the decomposition of carbonate compounds. From the
FTIR spectra in Fig. 9, we also found the forms of carbonate
compounds. According to the XRD patterns in Fig. 10, these
carbonate compounds should be CaCO3 and Na2CO3 since their
© 2021 The Author(s). Published by the Royal Society of Chemistry
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Table 10 Comparison of Ni-loaded lignite char catalysts and other Ni-loaded heterogeneous catalysts

Application Fuel Catalyst Condition Result Ref.

Biomass
gasication

Japanese cypress 14.7 wt% Ni/YL and 20 wt%
Ni/Al2O3

Two-stage xed bed reactor
operated at 650 �C under N2

atmosphere

-Compared with non-catalyst,
the total gas yields increased by
2.5 times with Ni/Al2O3 and 3.3
times with Ni/LY

2

-The Ni/LY could produce more
gas than Ni/Al2O3

Catalytic
gasication

Waste biomass (wood chip of
red pine and pig manure
compost)

Ni/BBC and Ni/Al2O3 Two-stage xed bed reactor
operated at 650 �C under N2

atmosphere

Compared with non-catalyst,
the gas yields of H2 and CO
increased dramatically in the
presence of Ni catalysts, with
the total gas yield of 2.9 times
in Ni/Al2O3 and 3.1 times in Ni/
BCC

3

Biomass
gasication

Red pine and Japanese cedar 9 wt% Ni/YL and 20 wt% Ni/
Al2O3

Fluidized bed gasier operated
at 650 �C under N2 atmosphere

-Ni/YL could produce more H2

and CO than Ni/Al2O3

65

-The surface areas of Ni/YL
before and aer use were
higher than Ni/Al2O3

-The surface areas of Ni/YL and
Ni/Al2O3 before use were 350
and 104 m2 s�1, respectively
-The surface areas of Ni/YL and
Ni/Al2O3 aer use were 339 and
32 m2 s�1, respectively

Catalytic
reforming

Toluene 19 wt% Ni/LY and 20 wt%
Ni/Al2O3

Reforming of toluene at 650 �C
under N2 atmosphere

-Ni/LY was a potential anti-coke
catalyst

66

-Ni/Al2O3 was not a stable
catalyst and high carbon
disposition
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melting points are 825 �C and 580 �C, respectively. In this study,
the Ca and Na elements were present high percentages as
mentioned in Table 3.

Mostly, the Ni/lignite char catalysts have been applied in the
thermo-chemical processes such as pyrolysis,62–64 gasica-
tion2,3,5,6,17,65 and reforming.66 The predictions of thermal
stabilities of the catalysts were important to inspect the selec-
tion of catalyst applications.

As seen in Fig. 16, the TGA results indicated the loss of
moisture in the range of 4.95–6.38 wt%. Generally, the released
moisture from the catalyst affected the amount of steam in
order to interfere with the catalytic reaction. According to the
literature reviews,2–5 steam was one of the factors that was
inuential in the tar decomposition for producing hydrogen-
rich gas. The slower mass loss was the pheromone in the
second zone and the mass loss percentages were in the range of
2.69–5.35 wt%. For the third zone, the mass loss percentages of
all fresh catalysts were in the range of 5.37–6.25 wt%. The low
mass loss in zones I and III indicated that the temperature in
the range of 150–650 �C hardly affected the thermal stabilities of
catalysts. At higher temperatures, the mass loss percentages of
catalysts in the fourth zone drastically increased, which were in
the range of 18.18–29.92 wt%. The mass loss percentages of
catalysts in descending order were Ni/AceMMchar > Ni/MMchar
> Ni/NaMMchar > Ni/NaAceMMchar > Ni/HClMMchar > Ni/
NaHClMMchar.
© 2021 The Author(s). Published by the Royal Society of Chemistry
The comparisons of Ni-loaded lignite char catalysts with
other Ni-loaded heterogeneous catalysts are presented in Table
10. The advantages of Ni/lignite char catalysts are more
predominant than other Ni-loaded heterogeneous catalysts and
may be summarized thus: (i) their catalyst surfaces are high and
stable, indicating the increasing catalytic activity; (ii) the cata-
lysts have higher efficiency in gas production; (iii) carbon
depositions on catalysts are lower, resulting in the reduction of
catalyst deactivation.
4. Conclusions

This study focused on the inuence of acid, alkali and alkali
followed by acid treatments on lignite coal properties and their
implications during the synthesis of Ni/lignite char catalyst via
ion exchange. The Ni loading mechanisms were studied
through FTIR, XRD, AAS and SEM-EDS including TGA-DTG for
thermal behaviours. Ni loaded on original coal and treated coals
were pyrolyzed at 650 �C to produce the six samples of Ni-loaded
lignite char catalysts, which were Ni/MMchar, Ni/HClMMchar,
Ni/AceMMchar, Ni/NaMMchar, Ni/NaHClMMchar and Ni/
NaAceMMchar catalysts. The results found that the differ-
ences in coal treatments remarkably inuenced ash contents
and the functional groups in coals. The decreases in ash
contents of HClMM, AceMM, NaHClMM and NaAceMM coals
indicated that the exchangeable metallic species were removed
RSC Adv., 2021, 11, 35624–35643 | 35641
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by transforming metal-carboxylates into carboxyl groups. The
transformations of metal-carboxylates were conrmed by the
increased Dw(COO�) value. In terms of the Ni loading mecha-
nism into coal, the carboxyl groups on acid-treated coals con-
nected with Ni ions in the form of metal-carboxylate. For alkali
treatment, hydroxyl and metal-carboxylate groups were sites for
the Ni ion exchange, likewise original coal. For the treatment
involving alkali followed by acid, the ion exchange of Ni ions on
NaHClMM and NaAceMM coals occurred through hydroxyl and
carboxyl groups; besides, the Ni ion exchange with metal-
carboxylates was observed on NaAceMM coal. Considering the
Ni ion forms, the Ni(NH3)6

2+ ion form was detected on MM,
AceMM, NaMM, NaHClMM and NaAceMM coals, while the
Ni(NH3)6

2+ and Ni(H2O)6
2+ ions were found on HClMM coal. In

the production of Ni-loaded lignite char catalysts, the different
Ni contents in catalysts emerged from the chemical agent types
used in coal treatment. NaOH and CH3COOH solutions could
modify the functional groups in coal in order to promote
hydroxyl and carboxylic groups, resulting in a higher Ni loading
capacity in catalysts. Therefore, the changes in the functional
groups in the treated coals were the key factors in controlling
the Ni loading on coals. Finally, the author expects that this
study will shed light on the development of the metal-loaded
char catalyst that can be applied in the conversion processes
such as fuel upgrading and alternative energy from biomass
transformation.
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