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o-zirconium-iron oxide supported
by activated carbon composite for the removal of
Sb(V) in aqueous solution†

Yanjun Liu, Lingda Meng, Kai Han and Shujuan Sun *

In this study, nano zirconium iron oxide based on activated carbon (ZIC) was successfully prepared by using

the coprecipitation method. Compared with unmodified activated carbon, ZIC increases the number of

active sites by adding metal oxides and hydroxyl groups and greatly improves the adsorption capacity of

Sb(V). The synthesized nanocomposites were characterized and analysed by XRD, SEM, FT-IR, VSM and

other techniques. The results showed that the zirconium iron oxide particles were successfully loaded

and uniformly distributed on the surface of the activated carbon, and the agglomeration phenomenon

was reduced. The saturation magnetization of ZIC was 1.89 emu g�1, which easily achieved solid–liquid

separation under the action of an external magnetic field. In batch experiments, when the initial

concentration was 1 mg L�1, the dosage of ZIC was 600 mg L�1, the pH value was 5.0, the contact time

was 180 min, and the removal rate of Sb(V) reached 97.82%. The maximum adsorption capacity of ZIC

for Sb(V) was 11.80 mg g�1. Under the interference of various inorganic ions and dissolved organics, the

excellent adsorption capacity was still due to ZIC. The adsorption form was multimolecular-layer

adsorption, the adsorption process was an endothermic reaction, and chemical adsorption was

dominant as the adsorption mechanism. ZIC has good removal efficiency and is reusable, which

indicates that ZIC has prospects for practical wastewater treatment.
1. Introduction

As the world's largest antimony reserve and production country,
China accounts for approximately 71 percent of the world's total
production. Due to the inuence of human activities and the
widespread use of antimony compounds, antimony pollution
has become a typical environmental pollution problem in
China.1 Antimony (Sb) is a metalloid that ubiquitously exists in
the environment at trace levels, and its compounds have
potential toxicity and carcinogenicity. Sb is also listed as
a priority pollutant by the United States Environmental
Protection Agency (USEPA). Direct or indirect contact with
antimony-contaminated water can lead to antimony poisoning,
causing serious harm to environmental organisms and human
health.2,3 Sb(III) and Sb(v) usually exist in natural water envi-
ronments. In most oxidized waters, antimony mainly exists in
the anionic form of Sb(OH)6

�, and its risk is much higher than
that of other forms. Therefore, it is urgently needed to develop
advanced Sb(V)-removal technology in water environments.

The adsorption method is considered to be a simple,
economical and environmentally friendly, antimony-removal
handong Agricultural University, Taian,
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tion (ESI) available. See DOI:

the Royal Society of Chemistry
technology. The type and performance of the adsorbents
directly affect the adsorption efficiency. As a traditional material
for adsorbing environmental contaminants, activated carbon
has attracted much attention for its advantages, such as wide-
spread sources, low price, large specic surface area, and
abundant functional groups on the surface.4 Long et al.5

summarized recent research progress on antimony removal and
concluded that modied activated carbon has a better adsorp-
tion effect than pure activated carbon. Adsorption performance
could be improved through metal-based materials or other
improvements. Bessaies et al.6 used modied carbon-based
materials to effectively remove antimony in aqueous solu-
tions, with an adsorption capacity of 77.72 mg g�1. Deng et al.7

prepared amino-functional, activated carbon that can simulta-
neously adsorb Cr(VI) and Sb(V) in aqueous solution. In addition,
it has a strong anti-interference ability against coexisting inor-
ganic ions and humus.

In addition to carbon-based materials, some metal oxides
are widely used to repair heavy metal pollution due to their
advantages of simple preparation, low cost, nontoxicity, harm-
lessness and high environmental friendliness.8 At present,
magnetic nanoiron-based oxides have been successfully devel-
oped as new adsorbents. Compared with traditional adsorbents,
they have the advantages of low diffusion resistance, a large
specic surface, high adsorption efficiency, rapid separation
and recycling. They overcome the difficulty of traditional
RSC Adv., 2021, 11, 31131–31141 | 31131
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adsorbent recovery and they reduce the risk of secondary
pollution to the environment. Qi et al.9 synthesized Ce(III)-doped
magnetic iron-oxide ions, which can effectively remove anti-
mony from aqueous solution and can quickly perform solid–
liquid separation. In addition, zirconia is considered to be one
of the most promising adsorbents for antimony removal in
water environments due to its excellent chemical stability,
nontoxicity and insolubility in water environments. Li et al.10

used the coprecipitation method to synthesize Fe–Zr binary
oxide as an Sb(V) adsorbent, and its adsorption capacity was
better than that of iron oxide and zirconium oxide. Compared
with single metal oxides, binary oxides oen exhibit better
adsorption performance in adsorbing Sb(V).

Therefore, this work mainly studies the preparation and
characterization of nano-zirconium iron oxide based on acti-
vated carbon (ZIC), as well as the removal effect and adsorption
mechanism of Sb(V) in water. The main contents include (1)
determination of preparation conditions: exploring the optimal
proportion of zirconium-iron content in the process of
preparing ZIC composites; (2) material characterization: using
FT-IR, SEM and XRD characterization methods to characterize
and analyse ZIC and studying its composition, morphology, and
loading mode; and (3) batch experiment: studying the adsorp-
tion performance of ZIC on Sb(V) in aqueous solution, analysing
the inuence of single factors, such as pH value, initial
concentration of Sb(V), adsorbent dosage, experimental
temperature and time, on the adsorption effect, and discussing
the adsorption mechanism and regeneration capacity.
2. Materials and methods
2.1 Materials

All chemicals were of AR or higher grade. Potassium pyroan-
timonate (KSb(OH)6), zirconium oxychloride (ZrOCl2$8H2O)
and humic acid (HA) were purchased from the Shanghai
Macklin Biochemical Co., Ltd. Commercial activated carbon
was purchased from Tianjin Kaitong Chemical Reagent Co.,
Ltd. Other chemicals were purchased from the China National
Medicines Corporation, Ltd. Stock solutions (1000 mg L�1) of
Sb(V) were prepared by dissolving KSb(OH)6 in deionized water
(DI). Other Sb(V) solutions were obtained by diluting the
1000 mg L�1 Sb(V) stock solution with deionized water.
2.2 Preparation and optimization of adsorbents

Activated carbon pretreatment. A certain amount of acti-
vated carbon was sieved through a 60-mesh sieve to screen out
activated carbon with a particle size greater than 0.25 mm. The
activated carbon was washed with 1 M hydrochloric acid solu-
tion for 2 h to remove ash. Aer pickling, the activated carbon
was repeatedly washed with deionized water until it was neutral.
Washing the material ensures that there is no hydrochloric acid
residue. The washed material was dried at 105 �C to a constant
weight, and the obtained activated carbon was reserved.

Adsorbent preparation method and optimization of prepa-
ration conditions. Two grams of activated carbon was added to
300 mL of deionized water and anhydrous ethanol mixed
31132 | RSC Adv., 2021, 11, 31131–31141
solution at a volume ratio of 1 : 1, and ultrasonic treatment was
performed for 1 hour to uniformly disperse the activated carbon
to form a suspension. Then, 0.056 g FeSO4$7H2O, 0.040 g FeCl3,
and 0.096 g ZrOCl2$8H2O (zirconium-iron molar ratio 1 : 1)
were added to the reaction system. Under nitrogen protection,
an appropriate amount of 5 M NaOH solution was added
dropwise to the reaction system, and the pH value was adjusted
to 10.0. Aer ultrasound for 1 h, it was transferred to a poly-
tetrauoroethylene lining and then loaded into a high-
temperature reactor. It was put into a vacuum-drying oven
and reacted at 180 �C for 9 h. Aer the reactor was naturally
cooled, the product was separated from the reaction liquid by
a magnet, and the material was repeatedly washed with deion-
ized water to neutrality. The material was placed in a vacuum-
drying oven at 90 �C to be dried to a constant weight, sealed
and dried for later use, thus obtaining a ZIC composite mate-
rial. The composite material with a molar ratio of zirconium to
iron of 1 : 3 and 1 : 5 were prepared by the same steps.
2.3 Characterization

In this experiment, an inductively coupled plasma spectrometer
(Thermo Scientic ICAP 7000) was used to measure the
concentration of antimony in the solution at 206.83 nm. An
automatic specic surface area and porosity analyser (Micro-
meritics ASAP 2020 HD88; Quantachrome Autosorb-iQ) was
used, the adsorbate was N2, the adsorption temperature was
200 �C, and the degassing treatment was heated for 4 hours to
obtain the N2 adsorption isotherm of the sample. The Bru-
nauer–Emmett–Teller (BET) method was used to calculate the
specic surface area based on the adsorption isotherm. The
pore size and pore volume were obtained by using the Barrett–
Joyner–Halenda (BJH) model. A scanning electron microscope
(Zeiss Sigma 300) was used to observe the surface morphology
of the sample. An X-ray diffractometer (Bruker D8 Advance) was
used to analyse the structure of the samples, and the scanning
speed was 5� min�1. The surface functional groups of the
adsorbents were determined by FTIR spectroscopy (Thermo
Scientic Nicolet 10). A vibrating sample magnetometer (Lake-
Shore7404) was used to measure the magnetic properties of the
sample under the condition that the sample was vibrated
perpendicular to the uniform magnetization eld at room
temperature, and the magnetic eld was within �3 T.
2.4 Batch experiments

Utilizing batch adsorption experiments, the removal rate of
Sb(V) was used as an indicator to determine the best ratio of
zirconium to iron in the ZIC. We further explored the effect of
adsorbent dosage, pH value, adsorption kinetics, adsorption
isotherm, adsorption thermodynamics, coexisting ions (Cl�,
SO4

2�, and PO4
3�), and dissolved organic matter (HA) on Sb(V)

adsorption. Finally, adsorption and desorption experiments
were carried out to study the reusability and regeneration
potential of the adsorbent. All the experiments were carried out
in triplicate, and average values are used in this paper. The
experimental steps are recorded in Text S1.†
© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 The influence of different load conditions on the removal of
Sb(V) (initial concentration, 1 mg L�1; pH value, 7.0; temperature, 298 K;
contact time, 180 min; and rpm, 160). Note: different lowercase letters
indicate significant differences among treatments at p <0.05, the same
as below.
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3. Results and discussion
3.1 The inuence of iron-zirconium molar ratio on
adsorption

Under the conditions of an initial Sb(V) concentration of
1 mg L�1, a temperature of 298 K and a pH value of 7, the effects
of different loading conditions on the removal of Sb(V) were
studied. The experimental results are shown in Fig. 1 and Table
S1.†

According to the data, the removal rate of Sb(V) by unmodi-
ed activated carbon was 11.91%. The unmodied activated
carbon has a poor adsorption effect on Sb(V), which may be
caused by its high ash content and small pore capacity.11 In view
of the fact that the surface functional groups of unmodied
activated carbon cannot produce a good adsorption effect on
Sb(V), this proves the necessity of modifying activated carbon in
the experiment. Due to the addition of metal oxides and
hydroxyl groups on the surface of the material and the increase
in active sites, the adsorption capacity of ZIC to Sb(V) is greatly
Fig. 2 SEM patterns of unmodified AC (left) and ZIC (right).

© 2021 The Author(s). Published by the Royal Society of Chemistry
improved compared with unmodied activated carbon.12 When
the molar ratios of iron to zirconium ions in the ZIC were 1 : 1,
1 : 3 and 1 : 5, the removal rates of Sb(V) were 77.11%, 61.49%
and 56.4%, respectively. The surface of zirconia has a special
pore structure, which is favourable to the diffusion of Sb(V) in
the pores. Due to the unique affinity between zirconium and
antimony,13 the adsorption effect is better when the zirconium
content is high. In summary, modied activated carbon with
a molar ratio of zirconium to iron ions of 1 : 1 will be selected
for a series of characterization and adsorption tests.
3.2 Adsorbent characterization

The N2 adsorption–desorption curve and the pore size distri-
bution curve of ZIC are shown in Fig. S1 and S2.† According to
the IUPAC classication, N2 adsorption–desorption curves
belong to type IV and type H3 hysteresis loops, indicating the
presence of mesopores in the sample.14 Since the adsorption
capacity of the H3-type hysteresis ring is not limited when the
relative pressure is high, the void structure of ZIC is mainly the
holes produced by the aggregation of particles. The ZIC
prepared in this experiment has a pore diameter in the range of
3.053–70.155 nm, an average pore diameter of 3.848 nm,
a porosity of 0.036 cm3 g�1, a BET method specic surface area
of 23.989 m2 g�1, a Langmuir method specic surface area of
19.409 m2 g�1, and a specic surface area higher than that of
unmodied AC.15 Therefore, ZIC has a larger specic surface
area, more hollow structure and smaller nanoscale size than AC,
which are conducive to its adsorption of Sb(V) in water.

Scanning electron micrographs of unmodied activated
carbon and ZIC are shown in Fig. 2. The unmodied activated
carbon has a smooth surface, numerous pores, and an irregular
porous structure. Compared with the unmodied activated
carbon, the ZIC composite material is composed of block acti-
vated carbon and spherical particles. The nanoparticles are
distributed along the pores of activated carbon, wherein clus-
ters with sizes of 62–109 nm consisting of smaller sized (43–51
nm) Fe–Zr nanoparticles are observed. When the nanoparticles
are closely attached to the activated carbon, the surface of the
adsorbent is rougher. This shows that the nanoparticles are
successfully loaded on the surface of the activated carbon and
distributed evenly, which reduces the reunion phenomenon.12
RSC Adv., 2021, 11, 31131–31141 | 31133
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Fig. 3 XRD patterns of unmodified AC and ZIC.

Fig. 4 The effect of different solution pH value on the adsorption of
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Moreover, some particles enter the pores of activated carbon,
which has stronger adhesion and does not easily fall off, which
makes the ZIC nanocomposite material stable.

The XRD spectra of unmodied activated carbon and ZIC are
shown in Fig. 3. The unmodied activated carbon can be
observed to show the diffraction peak of carbon when 2q is
26.5�, and then there is no obvious diffraction peak of 2q in the
range of 30.0–90.0�, indicating that the unmodied activated
carbon is composed of crystalline carbon structure and amor-
phous carbon structure.16 The carbon diffraction peak of ZIC at
a 2q of 26.5� is smaller, which makes the carbon structure
change from crystalline to amorphous. It may be that the orig-
inal crystal structure of activated carbon is destroyed by the
loading of zirconium iron binary oxide, or the necessary
conditions for the formation of activated carbon crystal are
destroyed.12 Since the amorphous sample has larger pores,
smaller structure and more adsorption sites, the pollutant ions
in the solution can diffuse to the surface of the composite
material and the voids more quickly, thereby contributing to the
adsorption of antimony ions.16,17 By comparing and analysing
with the JCPDS card, it can be seen that the characteristic peaks
of g-Fe2O3 and Fe3O4 are displayed at a 2q of 35.6�, 54.1�, 57.4�

and 62.9�,18 and ZrO2 at a 2q of 30.1�, 33.2� and 50.2�.19 This
indicates that the main components of the adsorption material
are activated carbon, magnetite, maghemite and zirconium
dioxide.20

The magnetic strength of ZIC can be explored through VSM,
and the magnetic characteristics of the adsorbent can be ana-
lysed. The results are shown in Fig. S3.† In the range of
magnetic eld strength �3 T, the magnetic surface becomes
more obvious as the magnetic eld strength increases. When
the material reaches magnetic saturation, the parameter curve
is close to parallel to the x-axis. The saturation magnetization of
ZIC is 1.89 emu g�1, themagnetism exhibits superparamagnetic
behaviour, and there is no remanence or coercivity.13 It can still
be quickly separated from the environment in an externally
enhanced magnetic environment.
31134 | RSC Adv., 2021, 11, 31131–31141
3.3 Adsorption performance

3.3.1 Effect of adsorbent dosage on adsorption. The
adsorbent dosage is one of the important factors that affect the
adsorption effect. The removal rate and adsorption capacity of
the target pollutant Sb(V) will show regular changes with the
dosage of ZIC. The results are shown in Fig. S4.† As the dose of
ZIC increased from 100 mg L�1 to 600 mg L�1, the removal rate
of Sb(V) increased from 44.44% to 94.47%, and the adsorption
capacity decreased from 4.44 mg g�1 to 1.58 mg g�1. The dosage
continued to increase to 2000 mg L�1, and the adsorption
capacity showed a steady decline. The nal removal rate of Sb(V)
was 99.81%, and the adsorption capacity was 0.4991 mg g�1.
The reason for this may be that the increase in dosage increases
the total surface area of the adsorbent, and the adsorbent
surface provides more active sites.21 A large number of active
sites promote the adsorption process so that the removal rate is
stably improved. As the overall adsorption capacity of the
adsorbent increases, the total surface area also increases, and
its growth rate is far less than the latter, which weakens the
adsorption capacity per unit area of the material, resulting in
the adsorption capacity gradually decreasing. In summary, to
ensure adsorption efficiency and economic benets, the
optimal dosage of adsorbents in the adsorption experiment was
600 mg L�1, and the removal rate was 94.47%.

3.3.2 Effect of pH valve on adsorption. The pH value of the
solution will directly affect the morphology of the adsorbate and
the surface charge of the adsorbent, which in turn affects the
overall adsorption performance of the adsorbent for Sb(V).

Fig. 4 shows that the removal rate of Sb(V) by ZIC decreases
with increasing solution pH. When the pH value of the solution
was 4–5, the adsorption capacity of ZIC was higher, and the
removal rate ranged from 97.35 to 97.82%. In the wide pH range
(4.0–10.0), the adsorption capacity decreased with increasing
pH value. When the pH value was 10, the removal rate was
44.13%. Under acidic conditions, the removal rate of Sb(V) by
ZIC was stable.22 With the increase in the pH value of the
solution, the removal rate of Sb(V) decreased gradually. When
Sb(V) (initial concentration, 1 mg L�1; absorbent dosage, 600 mg L�1;
temperature, 298 K; contact time, 180 min; and rpm, 160).

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 The intraparticle diffusion model for Sb(V) removal on ZIC.

Fig. 6 The adsorption kinetic curve for Sb(V) removal on ZIC.
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the pH value of the solution was 4–5, the adsorption capacity of
ZIC was higher, and the removal rate was between 97.35 and
97.82%. Subsequently, the adsorption capacity decreased as the
pH value increased. When the pH value was 10, the removal rate
was 44.13%. It can be concluded that the best results can be
obtained in an environment with a pH value of 5. In addition,
according to the pH change of the solution before and aer the
experiment, it can be inferred that the surface charge of ZIC was
positive, and pHzpc <5.6.23 When the pH value was #5.6, the
positively charged ZIC surface had a strong attraction to the
negatively charged adsorbate; when the pH value was >5.6, the
surface charge of the ZIC became negatively charged, and
Table 1 Pseudo-first-order and pseudo-second-order kinetic model pa

Qe(exp.) (mg g�1)

Pseudo-rst-order kinetic

k1 (min�1) Qe(cal.) (mg g�1) R2

1.6540 0.0958 1.6138 0.7

© 2021 The Author(s). Published by the Royal Society of Chemistry
electrostatic repulsion started to inhibit the adsorption
process.24 Considering that ZIC can still maintain a certain
adsorption capacity in high pH solutions, it can be speculated
that electrostatic interactions are an important factor of
adsorption, but they are not the only mechanism.25

3.3.3 Adsorption kinetics. The effect of different contact
times on adsorption is shown in Fig. S5.† As the contact time
between ZIC and Sb(V) increased, the adsorption reaction
gradually approached adsorption equilibrium. The adsorption
process can be generally divided into two parts:14 the rst part is
the rapid adsorption process. When the reaction time was
180 min, the adsorption process was close to adsorption satu-
ration, and the removal rate of Sb(V) was 97.30%. The strong
electrostatic interaction between the basic groups on the
surface of ZIC and Sb(V) in the solution was the reason for the
high initial adsorption rate in the adsorption process. The
adsorption process involved mainly electrostatic interactions.
The second part is the slow adsorption process. Within the
range of 180–1440 min, the removal rate of Sb(V) did not change
signicantly, and the removal rate was 97.30–99.24%. As the
reaction time increased, the active sites on the surface of the
adsorbent became saturated, the Sb(V) ionic strength decreased,
and the adsorption rate continued to decrease until adsorption
equilibrium.26 The adsorption process wasmainly in the form of
intraparticle diffusion.27

To further explore the adsorption reaction mechanism, the
experimental data were tted with the intraparticle diffusion
model, the pseudo-rst-order kinetic model and the pseudo-
second-order kinetic model. The adsorption of Sb(V) on ZIC
can be determined in three steps, and the surface adsorption is
controlled by intraparticle diffusion.28 The intraparticle diffu-
sion model determines whether intraparticle diffusion is the
only rate-limiting step in the adsorption process by observing
the linear relationship between Qt and t0.5.

From Fig. 5 and Table S2,† it can be observed that the
adsorption of Sb(V) on ZIC can be determined in three stages: (1)
surface diffusion stage; (2) intraparticle diffusion stage; and (3)
adsorption saturation stage. Since Qt and t0.5 are not linear
through the origin, combined with the analysis of the pseudo-
second-order kinetic model, it can be understood that the
adsorption rate of Sb(V) on ZIC is not only based on intraparticle
diffusion but also depends on other chemical adsorption
processes.

The kinetic model and parameters of Sb(V) adsorption by ZIC
are described, as shown in Fig. 6 and Table 1. The correlation
coefficient of the model indicates that the pseudo-second-order
kinetic model is very suitable for simulating the adsorption of
Sb(V) with contact time. This means that according to previous
research, adsorption may not only be limited to electrostatic
rameters

Pseudo-second-order kinetic

k2 (mg�1 min�1) Qe(cal.) (mg g�1) R2

113 5.3840 1.6510 0.9600

RSC Adv., 2021, 11, 31131–31141 | 31135
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Fig. 7 The adsorption isotherm for Sb(V) removal on ZIC.
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adsorption, but may also involve chemical adsorption between
adsorbents and pollutants.29,30

3.3.4 Adsorption isotherm. During the adsorption process
of ZIC composite material to Sb(V), the removal rate and
adsorption capacity of Sb(V) will change with the change of the
initial Sb(V) concentration. The effect of different initial Sb(V)
concentrations on the adsorption is shown in Fig. S6.†With the
continuous increase in the initial Sb(V) concentration, the
removal rate continuously decreased. When the initial Sb(V)
concentration was in the range of 0.2–2 mg L�1, the removal
rate of Sb(V) by ZIC was above 90%; when the initial concen-
tration increased to the maximum test range of 10 mg L�1, the
removal rate was 57.62–69.36%. When the concentration of
Sb(V) in the solution was low, the adsorption capacity of the
material was also low, oen not more than 1 mg g�1. With
increasing Sb(V) concentration, the adsorption capacity of the
adsorbent also increased. The nal adsorption capacity ranged
from 9.60 to 11.56 mg g�1. These results indicate that as the
concentration of Sb(V) increases, the driving force of Sb(V)
increases. Thus, the resistance of Sb(V) ions from the solution to
the surface of the adsorbent is overcome, resulting in an
increase in the adsorption capacity of ZIC. To further under-
stand the interaction between Sb(V) and ZIC, Langmuir and
Freundlich isotherm models were used to analyse the data
(Fig. 7).

According to the tting parameters in Table 2, both the
Langmuir and Freundlich isotherm models can describe the
Table 2 The adsorption isotherm parameters

Temperature
(K)

Langmuir isotherm

Qm (mg g�1) KL (L mg�1) RL

288 11.1540 1.7530 0.1113
298 9.5004 2.6896 0.0866
308 10.1574 5.3690 0.1144
318 11.8035 4.0467 0.0716

31136 | RSC Adv., 2021, 11, 31131–31141
adsorption process well. The Langmuir adsorption isotherm
model assumes that the adsorption process takes place on
a homogeneous surface. All active sites on the ZIC surface have
the same adsorption capacity on Sb(V), and the removal rate will
not change due to changes in the concentration of Sb(V) in the
solution.31 The adsorption process is single-layer adsorption.
The Freundlich adsorption isotherm model assumes that the
adsorption process occurs on a nonhomogeneous surface, the
removal rate will increase with increasing Sb(V) concentration,
and the adsorption process is multilayer adsorption.32 In the
Langmuir model, the theoretical maximum adsorption capacity
of ZIC can be obtained as 11.80 mg g�1, and the obtained KL

value indicates that there is a good interaction between Sb(V)
and ZIC in the temperature range of 288–318 K. The RL value is
close to zero, indicating that the adsorption process easily
proceeds within the experimental temperature range. In the
Freundlich model, it can be seen from KF that the adsorption
capacity increases with increasing temperature. The value of 1/n
is in the range of 0 to 1, which also indicates that the adsorption
process easily proceeds.5 This result might indicate that the
heterogeneous surface energies by a multilayer adsorption
could be used to describe adsorption behavior of Sb(V) on ZIC,
and similar tting results have been observed before.33–35

Compared with other adsorbents, ZIC has a higher adsorption
capacity. For example, the adsorption capacity of ZIC is
11.80 mg g�1 (the initial concentration of Sb(V) is 1 mg L�1) is
better than kaolinite (Qm ¼ 0.13 mg g�1),36 bentonite (Qm ¼
0.50 mg g�1),37 ferrosoferric oxide (Qm ¼ 7.06 mg g�1)38 and
polyvinyl alcohol-stabilized granular adsorbent containing
nanoscale zero-valent iron (Qm ¼ 1.65 mg g�1).34 This adsorp-
tion capacity is still lower than zirconium oxide -carbon nano-
bers (Qm ¼ 51.17 mg g�1),35 reduced graphene oxide coupled
with Mn3O4(Qm ¼ 105.50 mg g�1)39 and a-MnO2 Nanobers (Qm

¼ 89.99 mg g�1),40 but the cost of ZIC is lower than these
materials and has the advantage of magnetic separation.

3.3.5 Adsorption thermodynamics. Temperature is one of
the important factors affecting the adsorption process. The
inuence of different ambient temperatures on the adsorption
is shown in Fig. S7.† In this experiment, the adsorption process
was promoted with increasing temperature, which may have
been due to a decrease in the viscosity of the aqueous medium,
which resulted in increased ionic diffusion.41 Within the
experimental temperature range, the removal rate of Sb(V) by
ZIC increased from 93.65% to 98.23%. The adsorption reaction
can be judged to have been an endothermic process.
Freundlich isotherm

R2 KF (mg g�1) 1/n R2

0.9868 5.8777 0.4043 0.9835
0.9335 5.5758 0.3784 0.9930
0.9230 6.8372 0.3789 0.9716
0.9585 7.8974 0.3632 0.9829

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 8 The adsorption thermodynamic curve for Sb(V) removal on ZIC.
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Fig. 8 and Table S3† provide thermodynamic information to
evaluate thermodynamic feasibility and properties in the
adsorption process. According to the correlation coefficient R2

¼ 0.9217, the thermodynamic parameters conform to the
thermodynamic equation. DH was a positive value, indicating
the endothermic reaction of the adsorption process, and the
conclusion is consistent with the adsorption isotherm data.
Soluble Sb(V) needs to be dehydrated to specically bind to ZIC.
When the energy required for the dehydration process exceeds
the exothermicity of the ions attached to the surface, the high
temperature provides more energy for the dehydration of Sb(V)
and provides more activation energy for single-layer chemical
adsorption.42 DG was a negative value, indicating that the
adsorption process can proceed spontaneously within the test
range, and higher temperatures can promote adsorption. DS
was a positive value, indicating that the solid–liquid reaction
surface in the reaction system has a high degree of freedom,
which is advantageous and tends to spontaneously react. The
adsorption of Sb(V) on the solid–liquid interface of ZIC is
Fig. 9 The effect of co-existing ions on the adsorption of Sb(V) (initial
concentration, 1 mg L�1; pH value, 5.0; absorbent dosage, 600mg L�1;
temperature, 298 K; contact time, 180 min; and rpm, 160).

© 2021 The Author(s). Published by the Royal Society of Chemistry
positive, which reects the affinity of the adsorbent to Sb(V).
There are some structural changes in the Sb substance and
adsorbent. The adsorbent functional groups (hydroxyl and
carboxy) and the M-O on the surface are protonated, which
causes the adsorbent to generate a positive surface charge at
acidic pH and promote Sb(V) adsorption. The results show that
the Sb(V)–ZIC interaction is feasible at higher temperatures,
which indicates that high temperatures are more benecial to
the adsorption process.23

3.3.6 Effect of co-existing anions on adsorption. There are
many kinds of anions in natural water environments,43 such as
chloride, sulfate and phosphate. These anions may compete
with Sb(V) for adsorption during practical applications. There-
fore, experiments on the effect of coexisting anions on the
adsorption effect were carried out to analyse the effect of chlo-
ride, sulfate and phosphate on the adsorption effect of Sb(V)
under the same concentration conditions.

As shown in Fig. 9, chloride and sulfate had no signicant
effect on the removal process of Sb(V). Although their initial
concentration (10 mg L�1) was much higher than the concen-
tration of Sb(V), no obvious negative effects of chloride and
sulfate on adsorption were observed. The removal rates of Sb(V)
by ZIC were 93.4% and 87.4%, respectively, which indicated that
their competition for active sites on ZIC was weak.44 In addition,
phosphate had a greater impact on the removal process. When
the initial concentrations of phosphate and Sb(V) were equal
(1 mg L�1), the removal rate of Sb(V) by ZIC was 73.95%; when
the concentration of phosphate was increased to 10 mg L�1, the
removal rate was 42.47%. This may have been due to the
competitive adsorption between phosphorus ions and anti-
mony ions. In the periodic table, phosphorus and antimony are
elements in the same main group, and phosphate and antim-
onate have similar molecular structures.45 Phosphate and
antimonate compete for adsorption at limited active sites,
resulting in a signicant decrease in the removal rate of Sb(V). In
Fig. 10 Effect of humic acid on the adsorption of Sb(V) (initial
concentration, 1 mg L�1; pH value, 5.0; absorbent dosage, 600mg L�1;
temperature, 298 K; contact time, 180 min; and rpm, 160).
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Fig. 11 Reusability of ZIC.
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summary, ZIC has a certain anti-interference ability, and the
adsorption process is affected by phosphate.

3.3.7 Effect of dissolved organic matter on adsorption.
Humic acid is a kind of natural dissolved organic matter with
a complex chemical structure. The concentration of humic acid
in the natural water environment is usually 0–5 mg L�1.46 The
effect of different concentrations of humic acid on the adsorp-
tion of Sb(V) on ZIC is shown in Fig. 10. Due to the unique
surface properties and functional groups of humic acid, Sb(V)
easily binds to the surface of humic acid, which affects the
adsorption effect.47 With increasing humic acid concentration,
the removal rate of Sb(V) gradually decreased. When the
concentration of humic acid reached 10 mg L�1, the removal
rate of Sb(V) by ZIC decreased from 94.47% to 59.18%. Humic
acid may occupy part of the adsorption sites, thereby affecting
the adsorption process. Previous studies have found that there
are binding interactions between humus and negatively
charged metal ions that form complexes.48 The results showed
that ZIC has strong anti-interference ability and is limited by
humic acid. It can resist the negative effects of coexisting
inorganic and organic substances on adsorption, which illus-
trates the application potential of ZIC in actual wastewater
treatment.

3.3.8 Reusability analysis. Considering the practical appli-
cation of ZIC, if the adsorbent has good reuse ability, the
resource cost can be reduced. ZIC has a higher affinity for
hydroxyl groups in alkaline environments than Sb(V), and
sodium-hydroxide solution (0.1 M) can be used as a desorption
agent to evaluate the reusability of ZIC.49 Fig. 11 shows that aer
the adsorbent is recycled three times, the removal rate of Sb(V)
by ZIC ranges from 91.33 to 92.33%. Aer 4–6 recycling cycles,
the removal rate decreases with an increase in the number of
reuses. In the sixth cycle, the removal rate decreases to 57%. The
results show that ZIC has a certain degree of reusability, and it
has a good adsorption effect within three repeated uses. This
indicates that ZIC has practical prospects for wastewater
treatment.
31138 | RSC Adv., 2021, 11, 31131–31141
3.4 Adsorption mechanisms

In this study, the adsorption environment of Sb(V) is solution
pH ¼ 4.0–10.0. At this time, Sb(V) mainly exists in the aqueous
solution in the form of H2SbO4

� and Sb(OH)6
�.2 To increase the

electrostatic attraction to Sb(V), it may be necessary to add
hydrogen ions to the environment. ZIC is positively charged
through protonation in an acidic environment, and Sb(V) is
adsorbed on ZIC through electrostatic interactions and ion
exchange. If the metal on the adsorbent is denoted as M, the
electrostatic interaction between the protonated ZIC surface
and Sb(V) can be expressed as:3,30

M � OH + H+ 4 M � OH+
2

M � OH+
2 + H2SbO

�
4 4 (M � OH2)

+[H2SbO4]
�

M � OH+
2 + Sb(OH)�6 4 (M � OH2)

+[Sb(OH)6]
�

The ion exchange mechanism can be expressed as:

M � OH + H2SbO
�
4 4 M � O � H2SbO4 + OH�

M � OH + Sb(OH)�6 4 M � O � Sb(OH)5 + H2O

2(M � OH) + Sb(OH)�6 4 2(M � O) � Sb(OH)4 + 2H2O

Under alkaline conditions, with the increase in hydroxyl
groups, the deprotonation of the adsorbent surface, and the
strong competition between hydroxide and Sb(V), the electro-
static attraction between the anion and adsorbent is negli-
gible.50 As a result, the removal rate of Sb(V) decreases as the pH
value decreases, and the adsorption process is only controlled
by ion exchange.

The FT-IR spectra before and aer adsorption of Sb(V) on ZIF
are shown in Fig. 12. Since the infrared absorption peaks of
metal oxides oen appear at low wavenumbers and are not very
characteristic,3 the infrared spectrum absorption peaks before
adsorption are dominated by activated carbon: corresponding
to the OH-stretching vibration peak at 3444 cm�1;
Fig. 12 FT-IR spectra before and after the adsorption of Sb(V) on ZIC.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 13 Adsorption mechanisms of Sb(V) adsorption.
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corresponding to the antisymmetric-stretching vibration peak
and symmetric-stretching vibration peak of –COO– in carbox-
ylate at 1644 cm�1 and 1540 cm�1, respectively; corresponding
to the C–OH-stretching vibration peak at 1067 cm�1; and cor-
responding to metal-oxide M-O vibrations at 675 cm�1. The
infrared spectrum of ZIC aer adsorption showed that the OH-
stretching vibration peak moved to 3428 cm�1,51 the
antisymmetric-stretching vibration peak and the symmetric-
stretching vibration peak of –COO– moved to 1626 cm�1 and
1505 cm�1,52 respectively, the C–OH-stretching vibration peak
moved to 1119 cm�1,53 and the M-O vibration peak moved to
651 cm�1.50 Comparing the infrared spectra before and aer the
adsorption of Sb(V), it can be found that the peak strength at
1067 cm�1 is signicantly weakened, and the peak shape
changes, indicating that chemical bonds such as –COOH or C–
OH in the activated carbon may participate in the Sb adsorption
process.41 A new peak appears at 771 cm�1. According to rele-
vant studies, this peak is the Sb–O curved band formed aer ZIC
adsorption of Sb(V), which conrms the coordination exchange
reaction between Sb(V) and hydroxyl groups.3 In addition, the
absorption peak of metal oxides below 800 cm�1 changes
signicantly, indicating that metal oxides are also involved in
the adsorption process of Sb(V), and the adsorption mechanism
may be based on water or O–H on the surface of the metal
oxides.54

In summary, the removal process of Sb(V) by ZIC can be
realized by specic adsorption and nonspecic adsorption. On
the one hand, as shown in Fig. 13, the hydroxyl groups on the
surface of ZIC and Sb(V) undergo coordination exchange to form
bidentate binuclear and mononuclear complexes.55 Finally, the
removal of Sb(V) is realized, and this reaction belongs to specic
© 2021 The Author(s). Published by the Royal Society of Chemistry
adsorption. On the other hand, ZIC is positively charged due to
protonation and can be combined with pollutant ions through
electrostatic interactions to achieve the removal of Sb(V), which
is nonspecic adsorption.

4. Conclusions

In this study, we successfully prepared an adsorbent with acti-
vated carbon as a carrier to support nanometre-zirconium iron
oxide and used it to adsorb Sb(V) in aqueous solution. ZIC
proved to be an effective composite adsorbent. It not only
combines the advantages of good selective adsorption and large
adsorption capacity of inorganic adsorbents but also exerts the
advantages of organic-carrier, activated-carbon materials, such
as large specic surface area and easy separation. In batch
experiments, the removal rate of Sb(V) reached 97.82%, and the
theoretical maximum adsorption capacity was 11.80 mg g�1.
ZIC has a certain resistance to the interference of inorganic
ions. The adsorption form is multimolecular-layer adsorption,
the adsorption process is an endothermic reaction, and chem-
ical adsorption is dominant in the adsorption mechanism. ZIC
has good removal efficiency and is reusable, which indicates
that ZIC has prospects for practical wastewater treatment.
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