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J. Gandara-Loe,*a L. Pastor-Perez, ab L. F. Bobadilla,a

J. A. Odriozolaab and T. R. Reina *ab

The rapid increase in the concentration of atmospheric carbon dioxide is one of the most pressing

problems facing our planet. This challenge has motivated the development of different strategies not only

in the reduction of CO2 concentrations via green energy alternatives but also in the capture and conversion

of CO2 into value-added products. Metal–organic frameworks (MOFs) are a relatively new class of porous

materials with unique structural characteristics such as high surface areas, chemical tunability and stability,

and have been extensively studied as promising materials to address this challenge. This comprehensive

review identifies the specific structural and chemical properties of MOFs that result in advanced CO2

capture capacities and fairly encouraging catalytic CO2 conversion behaviour. More importantly, we

describe an interconnection among the unique properties of MOFs and the engineering aspects of these

intriguing materials towards CO2 capture and conversion processes.

1. Introduction

Climate change is an alarming problem that has motivated
the development of strategies not only in the replacement of
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conventional fossil fuels by renewable alternatives but also in
the reduction of greenhouse gas emissions (mainly CO2

coming from fossil fuel power plants) and mitigation of
climate change via CO2 capture and conversion into value-
added products.

CO2 capture at an industrial level is a direct technology
based on the chemical absorption of CO2.

1 The conventional
amine-based absorption technology has been implemented
on a large commercial scale as a direct strategy to curb
industrial carbon dioxide emission.2 Nevertheless, this
process presents inconveniences such as harmful effects of
the toxic volatiles, corrosion, hazardous by-products, solvent
loss, and most importantly, high energy penalties for the
regeneration process.3 Hence, new alternatives such as CO2

adsorption in porous materials are gaining attention for
different applications.4

Within the spectra of porous materials, metal–organic
frameworks (MOFs) have emerged as a new class of
crystalline porous materials with exceptional structural
characteristics.5 MOFs are crystalline materials formed
through strong interactions between metal ions or clusters
and coordinated ligands, forming one-, two-, or three-
dimensional porous structures (Fig. 1).6,7 These materials
show an almost infinite number of combinations between
organic and inorganic building blocks, offering enormous
flexibility in terms of pore size, structure, and shape.8

Characteristics such as ultrahigh porosity (up to 90% free
volume), thermal and structural stability, etc. make them of
increasing interest for potential application in gas storage,
catalysis, membranes, thin-film devices, gas separation,
biomedical imaging, and drug delivery.9

The structural versatility of MOFs (e.g. structural
tunability, control of surface chemistry, control of pore size
and shape, and composite synthesis capability) has allowed
exploring these materials not only as potential platforms to
capture CO2 but also as promising catalysts for CO2

conversion.10–12 Several strategies have been employed to
finely tune the structures of MOFs, including the
incorporation of open metal sites, amine functional groups,
structural flexibility or framework interpenetration. These
remarkable structural tunability and chemical functionality
are enormously different from those of other porous
materials such as zeolites and activated carbons, allowing the
direct optimization of pore structures, surface functions, and
other properties for specific applications. Additionally, MOFs
often exhibit a higher pore volume and surface area than
zeolites and activated carbons. CO2 adsorption and
separation in MOFs have been studied intensively through
experimental techniques and computational simulation
methods in the past decade.13
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The main challenge of CO2 catalytic conversion processes
relies on the CO2 chemical inertness and thermodynamic
stability of CO2 which typically require aggressive reaction
conditions such as high temperature and high pressure,
which, by consequence, are highly energy-intensive and
environmentally unacceptable. Therefore, the conversion of
CO2 under mild conditions requires the activation of CO2

with a highly efficient and selective catalyst such as metal–
organic frameworks (MOFs). MOFs have been reported as
promising candidates for CO2 capture and efficient catalysts
due to their ultra-high porosity, crystallinity, and tuneable
organic linkers resulting in materials with unique properties
such as high surface area, high stability, open channels, and
permanent porosity. MOFs therefore frequently take the edge
over other adsorbents and catalysts for C1 chemistry and in
particular for highly effective CO2 capture and CO2

conversion processes.14

To date, many reports related to CO2 capture and
conversion have focused on the advances in the structural
and molecular factors controlling the processes. However, in
this review, we combine the main advances related to
structural strategies to improve CO2 capture and conversion
with key engineering affecting the large-scale application of
these materials.

2. Synthesis approach and structural
features of metal–organic frameworks

As a result of the large number of linkers available in the
market and the high number of possible combinations in the
synthesis of MOFs, in the last decade, there has been an
exponential growth in the number of new MOF structures
described in the literature.

Synthesis optimization of MOFs is an essential step to
obtain materials with desirable characteristics such as
specific surface area and crystal morphology. Hence, different
methods of MOF synthesis have been developed to fulfil
these needs. As depicted in Fig. 2, MOF synthesis methods
generally comprise conventional methods, i.e., those carried
out by conventional electrical heating taking place in closed
vessels under autogenous pressure above or below the boiling
point of the solvent.15 Compared to the conventional
methods, high-throughput methods (HT) which are closely
connected with the concepts of automation, parallelization,
and miniaturization have shown to be an ideal tool to
investigate the MOF formation parameters, such as
compositional (i.e., molar ratios of starting materials, pH,
solvent, etc.) and process parameters (i.e., reaction time,
temperature, and pressure) in a serial way.16 Alternatively to
the conventional methods where the energy is generally

Fig. 1 Scheme of a MOF structure (MOF-5) formed from tetrametallic
SBUs (blue polyhedra) linked to terephthalic acid, with a cavity (yellow
sphere) shown to capture gas/liquid molecules (reproduced from ref. 7
with permission from the American Chemical Society, copyright 2021).

Fig. 2 Overview of synthesis methods, possible reaction temperatures, and final reaction products in MOF synthesis (reproduced from ref. 16 with
permission from the American Chemical Society, copyright 2021).
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introduced through conventional electric heating, energy can
also be introduced through other means, for example, by an
electric potential, electromagnetic radiation, mechanical
waves (ultrasound), or mechanically.

The solvothermal synthesis of MOFs is one of the most
widely used methods due to its facile implementation and
relatively favoured up-scaling. Parameters such as the metal/
ligand ratio, solvent, modulating reagent, and temperature
affect the shape and size (growth) of the crystals greatly. A
wide number of MOFs such as ZIFs,17 HKUST-1,18 UiO-66,19

and UiO-6720 have been synthesized for the first time using
this method.

The microwave-assisted (MW) synthesis of MOFs is mainly
focused on i) the acceleration of the crystallization, ii)
nanoscale products, and most importantly iii) improving the
porosity and the selectivity of polymorphs. One of the first
examples of MW-assisted MOF synthesis was reported by
Jhung et al. for Cr-MIL-100. In this synthesis, the solution of
metallic salts and ligands was sealed in a Teflon autoclave
and kept in an MW oven at 220 °C for 1, 2, and 4 h obtaining
crystals with different shapes and sizes.21

In the electrochemical synthesis of MOFs, the metal
cations diffuse to the reaction media through the anode, and
the organic linkers are dissolved in the electrolyte, where they
react with the anode. The advantage of the electrochemical
synthesis of MOFs over other methods is the exclusion of
anions coming from the metallic salts (i.e., chloride, nitrate,
sulphate, etc.), which has been demonstrated to be beneficial
for large scale production.16 A wide number of different MOF
films and patterned coatings have been studied using this
synthesis method.22

Mechanochemistry offers a green route for MOF
production which is of great interest due to its advantages in
comparison with other synthesis routes such as being solvent-
free (or minimal amount of solvent), having short reaction
times and without requiring external heat supply.23 However,
the first limitation lies in the scaling-up of the synthesis; for
instance, it can be classified as a batch processing technique
with a low production yield. Herein, it is important to
mention that a purification step must be added despite the
solvent-free nature of this synthesis strategy.24,25

In sonochemical synthesis, cavitation promotes an
intimate interaction between molecules and energy. For
instance, the pressure and temperature in the hot spot of the
bubble may reach 1000 bar and 5000 K (with heating and
cooling rates of 1010 K s−1), respectively. Using sonochemistry
to synthesize MOFs presents advantages of having a short
synthesis time, being environmentally friendly, and being a
high optimum energy-efficient process.16 The first MOF
reported to be synthesized using sonochemistry was Zn–BTC,
which consisted of MOF nanocrystals synthesized at room
temperature and atmospheric pressure in 20% ethanol/water
under ultrasound irradiation.26

Irrespective of the synthesis route, MOFs have provided
unique opportunities for a wide number of applications. Due
to their excellent physicochemical properties mentioned

before, these materials have been applied in drug delivery,
catalysis, sensor technology, gas storage and separation,
water sorption applications, electrical energy storage, and
luminescent materials, among many other advanced
technologies.27

When low-carbon technologies are considered, MOFs serve
as promising materials for CO2 capture and conversion due
to their unique advantages such as (a) predictable and
functionalizable structures, i.e. MOF structures can be easily
predicted, and the structure can not only be designed as
required, but can also be tuned. (b) Hybrid structures: MOFs
are highly compatible with other materials to synthesize MOF
composites. (c) Particular strengths for catalysis, such as high
catalytic efficiency, facile separation and reusability. (d) The
structural characteristics of MOFs allow a straightforward
understanding of the structure–activity relationship, which
ultimately helps to improve the materials and process design
further.28

3. CO2 capture in MOFs

Presently mature technologies for CO2 capture at an
industrial level are based on aqueous amine scrubbing;
however, this technology involves a huge industrial
separation process that is expensive and highly energy-
intensive.14,29 CO2 capture using porous materials is gaining
attention in different applications.30 Considering the
extremely high surface area and the physicochemical surface
properties thereof, the use of MOFs can serve as an
alternative approach to reduce the energy penalty associated
with CO2 capture due to their high porosity and chemical
tunability.31–34 For instance, the use of different ligands can
easily control the pore shape and size in MOFs, which is an
essential requirement to have a preferential selectivity to CO2

over other similar molecules (H2, N2 and CH4).
35 Different

strategies have been developed to enhance and control the
adsorption and capture of CO2 into the inner pores of MOFs,
which are mostly related to the composition of ligands or
post-synthesis modification of the frameworks. Table 1
summarises some of the most relevant CO2 capture amounts
in MOFs with a variety of ligands and metals.

3.1. Factors influencing CO2 capture in MOFs

CO2 adsorbed in porous materials (i.e. zeolites, silicas,
polymers, and active carbons) is attached physically through
weak interaction between CO2 and the pore. However, MOFs
also capture CO2 by physisorption; their ultra-high surface
areas give much higher uptake capacities compared to other
materials. As depicted in Fig. 3, the ability to design MOFs
that possess features such as open metal sites (OMSs), Lewis
basic sites (LBSs), covalent-bound polar functional groups,
tunable pore sizes, framework flexibility, or hydrophobicity
has attracted enormous attention for CO2 capture.

28

3.1.1. MOFs with open metal sites (OMSs). The open metal
sites (OMSs) in MOFs are generated due to the evacuation of
the coordinated solvent molecules in the framework (e.g.,
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H2O, DMF, ethanol) that serve as terminal ligands, using
heating or vacuum. The role of the OMSs in MOFs has been
proved to be of high importance in improving their CO2

capture properties due to the great affinity of OMSs toward

CO2 through a dipole–quadrupole interaction which
inherently impacts the separation selectivity.36–38 These OMSs
often work as Lewis acid sites (LASs) that have been shown to
coordinate to CO2.

Table 1 Summary of MOF-based adsorbents and the corresponding CO2 capture capacity for each material

Adsorbent Capacitya (mmol g−1) Temperature (K) Pressure (bar) Ref.

JUC-150 0.9 298 1 33
MOF-2 0.6 298 1 39
Norit RB 2.5 298 1 39
MOF-505 3.3 298 1.1 39
MOF-74(Zn) 4.9 298 1.1 39
Cu3(BTC)2 4.1 298 1 39
IRMOF-11 1.8 298 1.1 39
IRMOF-3 1.2 298 1.1 39
IRMOF-6 1.1 298 1.2 39
IRMOF-1 1.1 298 1.1 39
MOF-177 0.8 298 1 39
MIL-100 (Cr) 5.5 303 10 40
Mg-MOF-74 9 298 1 42
Ni-MOF-74 6.8 298 1 42
Fe-MOF-74 6.8 298 1 42
Co-MOF-74 6.6 298 1 42
Zn-MOF-74 6 298 1 42
Mn-MOF-74 5.9 298 1 42
Cu-MOF-74 3 298 1 42
LIMF-26 3.1 298 1 44
NU-100 2.7 298 1 46
PCN-61 23.5 298 35 47
PCN-66 26.3 298 35 47
PCN-68 30.4 298 35 47
MIL-96(Al) 5.2 303 20 48
UTSA-20 5.4 303 1 49
MIL-102(Cr) 3.5 304 30 50
UiO-66 (Zr) 7.8 303 20 53
UiO-66(Zr)-NH2 8 303 35 53
Mg2(dobdc)(N2H4)1.8 5.5 298 1 54
MIL-53 (Al) 6.8 303 30 55
Bio-MOF-11 4 298 1 59
Cu-TDPAT 6.1 298 1 60
Cu-BTTri 3.7 298 1 61
ZnF(daTZ) 3.3 298 1 64
ZnF(aTZ) 3.1 298 1 64
ZnF(TZ) 2.7 298 1 64
ZIF-68 1.8 298 1 65
ZIF-69 2.2 298 1 65
ZIF-70 1.3 298 1 65
ZIF-78 2.7 298 1 65
ZIF-79 1.6 298 1 65
ZIF-81 2.2 298 1 65
ZIF-82 2.2 298 1 65
TMOF-1 1 298 1 66
MUF-15 3.6 298 1 67
ZIF-7 5 195 1 78
NOTT-202a 12 298 30 80
CALF-33-Et3 0.5 293 1 90
CALF-33-Et2H 1.1 293 1 90
Ni-DOBCO 5 298 1 91
MOF-5 1 298 1 92
ZIF-300 1.3 298 1 94
ZIF-301 1.2 298 1 94
ZIF-302 0.1 298 1 94
SNU-100 3.2 298 1 111
MIL-53 (Cr) 10.2 303 25 124

a Some of the CO2 adsorption capacities have been converted to these units from the originally reported units.
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HKUST-1 or Cu3(benzene-1,3,5-tricarboxylate or BTC)2 has
been one of the first MOFs identified with OMSs, successfully
studied in CO2 capture at either low pressure (up to 1 bar) or
high pressure (up to 40 bar). For instance, Millward et al.
reported HKUST-1 CO2 uptake capacity of about 10 mmol g−1

at 42 bar and ambient temperature, which is an exceptional
value reached for this type of material.39 Recently, a
computational study based on DFT and energy minimization
principle was conducted to understand the interactions of
CO2 with HKUST-1, which produced results in good
agreement with previous experimental data indicating the
appropriateness of computational methods as a potential
means for the screening of MOFs for CO2 separation.

40,41

Among all MOFs, those sharing the same ligand or the
so-called isostructural MOFs have attracted considerable
attention as a consequence of their extraordinary CO2 capture
capacity. The family of isostructural MOFs based on
2,5-dihydroxyterephthalic acid (DOBDC), also known as M-
MOF-74 or M-CPO-27 (M = Mg2+, Ni2+, Co2+, Zn2+) composed
of an array of one-dimensional hexagonal channels with
OMSs at the secondary building units (SBUs), has become
one of the most well-studied sets of MOFs for CO2 capture
due to their extraordinary CO2 uptake capacities at low
pressures.42–44 The main limitation of OMSs–MOFs for CO2

capture leads to their ineffectiveness in the presence of water
due to the stronger binding interactions of water than CO2,
thus limiting the effectiveness of such materials for CO2

capture from flue gas streams.45

Following this work, a wide variety of MOFs bearing OMSs
have been applied as CO2 adsorbents, including NU-1000,
MIL-101, and PCN-68 offering plenty of opportunities for CO2

capture.46–50

3.1.2. MOFs with Lewis basic sites (LBSs). As mentioned
in the previous section, the use of metallic SBUs with certain
features can benefit the CO2 sorption and selectivity capacity
of MOFs. Additionally, the ligand composition also plays an
important role as an agent of improvement. For instance, a
strategy used in the industrial separation of CO2 using
aqueous amine solution such as monoethanolamide
(MEA)29,51 has inspired the addition of Lewis basic amine

sites (LBSs) into MOFs which has been proved to impact the
CO2 adsorption capacity significantly.39,52–55 Such adsorption
capacity boosting is the consequence of the interactions
between the localized dipoles of the N-containing groups and
the quadrupole moment of CO2, which induce the dispersion
and electrostatic forces, enhancing CO2 adsorption and
separation abilities on MOFs.56 For instance, Bae et al.
reported the adsorption capacity of an amine-functionalized
MOF (IRMOF-3 SBET = 2160 m2 g−1) up to 52.6 mg g−1, this
result is surprising if it is compared with its non-
functionalized counterpart (MOF-5 SBET = 2833 m2 g−1) that is
able to adsorb 48.2 mg g−1 under the same conditions but
with a ca. 24% increment of specific surface area.56

For these very reasons, the design of MOFs decorated with
LBSs has grown exponentially given their proven synergy,
which leads to improved CO2 binding affinities, selectivity
and CO2 reversibility. For instance, different MOFs have been
functionalized using 2-amino-terephthalic acid (NH2-H2BDC)
such as NH2-MIL-53, NH2-UiO-66, and NH2-MIL-125 and
similar phenomena were observed.55,57,58 Additionally, other
nitrogen-containing linkers, including pyrimidines, triazines,
and azoles, have also been tested to synthesize MOFs with
LBSs.59–62

Finally, to overcome the main limitation exposed in
OMSs–MOFs related to water stability, Flaig et al. proposed
the amino functionalization of several IRMOF-74-III as
promising materials to improve the capture of CO2 in the
presence of water.63 As shown in Fig. 4, Shi et al. reported the
design of thermally and chemically robust amine-
functionalized MOFs formed from triazolate linkers for post-
combustion CO2 capture from flue gas containing water
vapour (Fig. 4a). This research reached not only a CO2/N2

thermodynamic adsorption selectivity as high as 120
(Fig. 4b and c) but also a CO2/H2O kinetic adsorption
selectivity up to 70, featuring distinct adsorptive sites at the
channel centre for CO2 and at the corner for H2O,
respectively (Fig. 4d).64

3.1.3. Linkers with polar functional groups. The
interactions between the functionalized linker and the CO2

molecule is essential to enhance CO2 capture. An alternative
to the already discussed OMS- and LBS-promoted MOF
systems for CO2 capture is the introduction of polar
substituent groups such as –F, –Br, –Cl, –OH, –COOH, –NO2

and SO3. Generally, two methods have been employed to
synthesise functionalized MOFs with polar functional groups:
(i) the direct synthesis using functionalized linkers and (ii)
the post-synthesis incorporation of these groups.28

An example of the direct synthesis of MOFs with polar
functional groups was reported by Barnerjee et al., who
synthesised seven different ZIFs with a GME topology
(Fig. 5a). ZIF-78 which is a MOF with –NO2 functional groups
adsorbed up to 60 cm3 cm−3 CO2 at 298 K and 800 torr, which
is much higher in comparison with those of the other MOFs
from the series (Fig. 5b).65

The second strategy, which involves the deviation from
the commonplace metal-carboxylate chemistry in MOFs, has

Fig. 3 Factors controlling the CO2 capture performance in MOFs.
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triggered the development of structures with a highly polar
pore environment. The mixed linker TMOF-1 charged with
sulfonated polar groups presented a total uptake capacity of
up to 6.8 mmol g−1 at 308 K and 1 bar.66

The designability and flexibility of MOFs with polar
functional groups have allowed using these materials for CO2

capture under different environments such as humid flows
or mixed flows which are a more realistic representation of
industrial flue gases.67–69

3.1.4. MOF flexibility. One of the most studied properties
in MOFs is related to the structural reaction to an external
stimulus such as gas pressure, temperature, or light.70,71

Some MOFs exhibit a unique phenomenon called flexibility
as a consequence of the interactions and stimuli of
molecules on the MOF structure. In order to classify MOFs
depending on this intriguing property, MOFs have been
grouped as rigid MOFs and flexible MOFs or soft porous
crystals.72 Although the flexibility of MOFs is commonly
associated as the result of the framework's external stimulus,
it is important to mention that this phenomenon may also
be caused by the intrinsic composition of the framework.73

As shown in Fig. 6, the external stimuli or the initiator of
the flexibility is found to greatly impact the structural change
of the framework, such as phase change or change in unit
cell parameters. The different flexibility modes in soft MOFs
have been classified as breathing phenomena (Fig. 6A),
swelling (Fig. 6B), linker rotation (Fig. 6C), and subnetwork
displacement (Fig. 6D).

It has been widely reported that certain flexible MOFs
exhibit a breathing phenomenon as a consequence of CO2

adsorption.72–75 This effect is evidenced in the CO2 isotherm
as a drastic change in the total CO2 uptake amount at a
certain relative pressure. One of the first examples of
flexibility in MOFs as a consequence of CO2 adsorption was
reported by Aguado et al. in ZIF-7. Fig. 7 shows the CO2

adsorption isotherm of ZIF-7 at different temperatures and

Fig. 4 Evaluation of the metal triazolate frameworks for high-humidity flue gas CO2 capture. (a) CO2 and N2 uptakes at 298 K and 0–1 bar. (b)
CO2/N2IAST selectivity for the CO2/N2 (v : v = 15 : 85) mixed gas at 298 K. (c) Breakthrough curves under dry and humid conditions (∼99% RH) for
the CO2/N2 (v : v = 15 : 85) mixed gas at 298 K and a flow rate of 1 mL min−1. (d) CO2/H2O adsorption kinetic selectivities under various relative
humidities. (e) Scheme of robust MOFs with azolate linkers (reproduced from ref. 64 with permission from the American Chemical Society,
copyright 2021).

Fig. 5 (a) Scheme of GME cage ZIFs, (b) CO2 adsorption isotherms at
298 K and 800 torr (reproduced from ref. 65 with permission from the
American Chemical Society, copyright 2021).
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200 kPa, where a drastic change in the total CO2 uptake is
observed at a pressure of 50 kPa.76 In situ synchrotron X-ray
diffraction experiments have allowed classifying these
structural changes in ZIF-7 as different MOF phases.77,78

Interpenetrated MOFs have shown to present high
structural flexibility to gas molecule adsorption.79–82 A good
example is the breathing of a 2-fold interpenetrated
microporous MOF with a flexible tetrahedral organic linker
and Zn2+ clusters that adsorb CO2. The CO2 adsorption
isotherm revealed a drastic adsorption step at about 10 bar
and a significant hysteresis during CO2 desorption reaching a
total uptake of 7.1 mmol g−1 at 30 bar and 298 K.79

3.1.5. Pore size control and hydrophobicity. The high
versatility of MOFs attached to a wide number of linkers
available in the market has allowed designing MOFs with a
variety of desirable pore sizes working as molecular sieves.
CO2 has a rather small kinetic diameter (3.3 Å), favouring its
adsorption into materials that possess micropores rather
than mesopores or macropores. Even though generally MOFs
are characterized by the enhancement of CO2 adsorption
uptake via linker or metal functionalization, it has also been

proved that the design of MOFs with altered linker length
offers an improvement in the adsorption of CO2.

83–86

The competitive adsorption of water and its impact on the
stability of MOFs have been a major concern for practical
applications in CO2 capture. Many MOFs have been
demonstrated to undergo structural degradation because the
framework presents stronger interactions with the water than
the CO2 due to its quadrupole moment.87–89 Hydrophobic
MOFs, with improved water stability and low affinity toward
water, are a class of promising adsorbents for CO2 capture
under humid conditions.90–94

ZIFs have been characterized for their hydrophobic
behaviour; for instance, Nguyen et al. reported the selective
CO2 adsorption properties of hydrophobic ZIF-300, ZIF-301,
and ZIF-302. These MOFs showed very low affinities toward
water, as confirmed by their low water uptakes (6, 5.8, and
4.5 mg g−1 at P/P0 ≈ 0.8 and 298 K, respectively) while CO2

adsorption isotherms at 298 K and 800 torr indicated CO2

uptakes of 40, 40, and 36 cm3 cm−3, respectively.95

3.2. Post-synthesis MOF modification

The development of strategies to introduce new sites with
high affinity to CO2 into MOFs has been attracting attention
recently due to their main approaches of non-altering or
damaging the core of the structure.96 The post-synthesis
modification (PSM) in MOFs has managed to enhance the
CO2 affinity through strategies such as the modification of
the linker of functional groups, e.g. amine groups and polar
groups, or not only by exchanging the metal in the secondary
building units (SBUs), but also by the modification, insertion
or exchange of organic linkers.

In 2009 Bae et al. reported the post-synthesis modification
of a 3D non-catenated Zn-paddlewheel MOF (Fig. 8) by
replacing coordinated solvent molecules with highly polar
ligands leading to considerable enhancement of CO2/N2

selectivity. This post-synthesis modification allowed
improvement of the CO2 selectivity at low loading over other
molecules such as N2 or CH4.

97

The post-synthesis modification as a novel approach to
enhance the CO2 capture in MOFs is not limited to the
coordination environment of the metal cluster. Metal
exchange in SBUs is also a promising technique that can
improve the CO2 uptake and selectivity. For instance, UiO-66
initially formed from zirconium clusters was modified with

Fig. 6 Classification of different flexibility modes of MOFs. One class
is characterized by the change in unit cell volume (ΔV ≠ 0; A, B and D)
while in the other case the unit cell volume does not change (ΔV = 0;
C and D) (reproduced from ref. 73 with permission from the Royal
Society of Chemistry, copyright 2021).

Fig. 7 Schematic structure of ZIF-7 and CO2 adsorption isotherms for
ZIF-7 at several different temperatures at 200 kPa (reproduced from
ref. 76 with permission from the Royal Society of Chemistry, copyright
2021).

Fig. 8 Scheme of post-synthesis modification of a 3D non-catenated
Zn-paddlewheel MOF (reproduced from ref. 97 with permission from
the Royal Society of Chemistry, copyright 2021).
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titanium ions (Fig. 9a) showing a drastic increase in the total
CO2 uptake (Fig. 9b).

The CO2 uptake in zirconium MOF UiO-66 was observed
to be almost double with the post-synthetic exchange of Zr by
Ti. This was explained to be due to the smaller pore size and
higher adsorption enthalpy. Furthermore, the full effect is
obtained with 50% Ti loading, precluding the need to fully
substitute frameworks for CO2 capture.

98

The post-synthesis exchange in MOFs is not restricted to
the change of metal ions in the SBUs. For instance, different
approaches have been reported to enhance the CO2 capture
capability via linker exchange. Recently, Kronast et al.
successfully used the PSM to introduce molecular gates into
the MOF UiO-66-allyl. The obtained functionalities enable
powerful tuning for the adsorption of CO2 over N2.

99

3.3. MOF-based composite materials

The commercialization of MOFs has been limited by their
crystalline or microcrystalline form, which inherently limits
their integration into many technologies. A big effort has
been done to incorporate and create a synergy of different
matrices with potential realistic applications.

In terms of CO2 uptake capacities in MOF composites,
they are typically a great deal larger than those of the parent
MOFs due to the generation of new pore environment(s),
additional interactions at the interface between phases, and/
or affinity of CO2 to the guest(s). Moreover, the plasticity and
chemical stability of certain compounds utilized in the
formation of MOF composites can lead to enhanced

stabilities and mechanical properties of the resultant
materials.16,28

MOF–polymer composites are a relatively recent addition
to the class of MOF composites widely studied for CO2

capture and separation. They tend to attract a lot of attention
owing to not only the variety of possible polymer
functionalities as well as their light weight, facile
processability and chemical stability but also the selectivity
and applicability of MOFs for CO2 capture and separation.100

Different approaches have been used to develop elegant
methods to synthesize MOF–polymer hybrid materials. Top-
down approaches are performed when MOFs are initially
synthesized and subsequently incorporated into polymeric
materials, contrarily to what is done in bottom-up
approaches, where hybrid materials are synthesized in
conjunction with MOF formation.101

As summarized in Fig. 10, different approaches for MOF–
polymer hybrid materials have been explored by research
groups through the synthesis of mixed matrix membranes
(MMMs), polymers grafted from MOF particles, polymers
grafted through MOFs, polymers templating MOF growth and
MOFs using polymer ligands.

The most widely used methods to synthesize MOF-based
MMMs are the simple solution, dispersion and casting
methods.102–104 For example, Su et al. used UiO-66-NH2 and
PSF (polysulfone) to obtain MMMs (50 wt% MOF) with a
remarkable selectivity for CO2 compared to CH4 and N2.

105

The differences between MIL-53(Al) and MIL-53(Al)-NH2

PVDF-based membranes were reported by monitoring their
selectivity toward a gas combination of He/CH4 and CO2/CH4

which was preferential to He over CH4 and CO2 over CH4 on
the MIL-53(Al)-NH2 based composite.106 In the last decade,
there is a high number of publications for MOF-based
MMMs, such as PVDF/(UiO-66, UiO-66-NH2, MIL-53, MIL-101,
HKUST-1 and ZIF-8) obtaining potential applications for
flexible gas separation.104

Fig. 9 (a) A schematic representation of UiO-66 (Zr), UiO-66 (Zr,Ti)
and UiO-66 (Ti); (b) CO2 isotherms for UiO-66 Zr and Ti at 273 K and
120 kPa (reproduced from ref. 98 with permission from the Royal
Society of Chemistry, copyright 2021).

Fig. 10 Overview of synthesis approaches for MOF–polymer hybrid
materials (reproduced from ref. 101 with permission from the
American Chemical Society, copyright 2021).
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3.4. Engineering aspects in CO2 capture in MOFs

Commonly, the evaluation of gas sorption properties of
porous materials such as MOFs mainly relies on single-
component gas sorption isotherms and crystallographic
techniques, which are able to disclose the microscopic
sorption sites and properties of gas molecules. However,
studies on the macroscopic and practical mixture gas
separation performance of MOFs remain limited. To bridge
the gap between materials described in the last section and
engineering aspects, we herein summarize the main
approaches in the literature for the practical gas separation
performance, including adsorption heat, ideal, and real gas
selectivity, multicomponent gas adsorption, and cyclic
mechanic stability.

3.4.1. Isosteric heat of adsorption. The quantification of
the interactions between the adsorbents and adsorbates is a
factor of high importance due to their direct relationship to
the design of regeneration processes.107 Generally, the heat
of adsorption can be calculated by the Clausius–Clapeyron
equation under the considerations that (i) the adsorbed gas
follows the characteristics of an ideal gas and (ii) the volume
of the gas adsorbed is negligible.108 The most common way
to calculate isosteric heat of adsorption (Qst) is to measure
gas sorption isotherms at different temperatures and perform
a mathematical fitting using the virial equation (eqn (1) and
(2)).109

lnP ¼ lnN þ 1
T

Xm

i¼0

aiNi þ
Xn

i¼0

biNi (1)

Qst ¼ −R
Xm

i¼0

aiNi (2)

where P is the pressure (bar), N is the adsorbed quantity
(mmol g−1), T is the temperature (K), R is the gas constant
(8.314 J K−1 mol−1), ai and bi are the virial coefficients, and m
and n represent the number of coefficients required to
describe the isotherms adequately.

Several publications explored the use of isosteric heat of
adsorption as a parameter to determine the improvement in
the adsorbate–adsorbent interaction and its impact on the
gas selectivity of structural functionalized MOFs.110–112 A
good example is the one reported by Park et al., which
showed enhanced isosteric heat, selectivity, and uptake
capacity of CO2 adsorption on SNU-100 by impregnation of
various metal ions such as Li+, Mg2+, Ca2+, Co2+, and Ni2+.112

Due to the electrostatic interactions between CO2 and the
extra-framework metal ions, the isosteric heat of CO2

adsorption was observed to be increased to 37.4–34.5 kJ
mol−1 and the CO2 adsorption selectivities over N2 at room
temperature are increased to 40.4–31.0, compared with those
(29.3 kJ mol−1 and 25.5, respectively) of the parent MOF
(SNU-100).

3.4.2. Ideal adsorbed solution theory (IAST). The
implementation of CO2 capture engineering processes
requires the study of both single component and more

important mixture component adsorption–desorption
equilibrium.113 It is recognized that single component
isotherms can be easily obtained more commonly by
volumetric adsorption experiments. However,
multicomponent adsorption equilibrium studies present a
challenge since different variables are involved in the
processes.69,114 IAST has been developed as an alternative to
overcome these challenges and limitations under the major
considerations that (i) the adsorbed molecules in the
material have equal access to the inner pores, (ii) the surface
of the material is homogeneous, and most importantly (iii)
the intermolecular interactions are equal in strengths, which
means that the mixture is an ideal solution.115,116 This
method which describes the multicomponent adsorption
isotherms from single-component adsorption isotherms
starts from Raoults' law type of relationship between the fluid
and adsorbed phase. Using the mathematical fitting
explained in detail by Myers & Prausnitz, the IAST allows the
selectivity of an ideal multicomponent mixture to be
calculated.115 For a binary mixture, the selectivity can be
calculated as represented in eqn (3).

Sads ¼ q1=q2
p1=p2

(3)

IAST has been widely applied in MOFs to study the
selectivities for separation of mixtures of industrial interest
such as N2/CO2, CH4/CO2 or CH4/N2.

56,117–119 Billemont et al.
use the IAST to study experimentally and theoretically the
multicomponent co-adsorption of captured CO2, biogas and
purified natural gas in MIL-100 (Fe) MOF. IAST showed to be
a suitable model for such applications and seems appropriate
for CO2/N2 separation in MIL-100 (Fe). Due to the versatility
in terms of ligands and metals in MOFs, any adsorption
application must be considered carefully, and IAST
predictions should be supported by previous experimental
validation.114

3.4.3. Dynamic column breakthrough experiments and
their application in multi-component CO2 capture capacity.
The understanding of the equilibrium adsorption in
processed mixed gas is essential for the screening of the best
adsorbent material, the design of the process, and the
validation of theoretical models of mixture adsorption.120

Generally speaking, breakthrough experiments allow
measurement of gas mixture equilibrium and evaluation of
the capability of the adsorbent material to fulfil adsorption
aims. The breakthrough theory for mixed gas equilibrium
whose basis is the mass balance across the whole packed
column (in − out = accumulation) has been widely described
by different authors in the literature.121–124

In a common breakthrough experiment, a volumetric or
gravimetric apparatus is coupled with a gas chromatograph
or mass spectrometer in order to measure the co-adsorption
isotherms of CO2 and other gases.69,114,125 Due to the lack of
commercial equipment for breakthrough experiments, many
of these tests are carried out using in-house designed setups.
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However, the accuracy and the operational control can vary
and by consequence, lead to experimental errors.

This engineering approach can be applied to evaluate
MOF adsorbents in terms of multi-component adsorption
performance and show a screen between ideal and practical
adsorption at an industrial level. Even though MOFs can
show a remarkable adsorption uptake for single-component
adsorption, these materials do not necessarily perform well
in binary or multi-component gas mixtures. To evaluate the
co-adsorption performance of CO2 under real conditions,
dynamic column breakthrough experiments are carried
out.69,126 Xiang et al. reported the binary co-adsorption of
CO2/N2 and CH4/CO2 in several different MOFs. In this
publication, Mg-MOF-74 which is characterized by having
open metal sites that enhance the CO2 capture in single-
component adsorption experiments showed that under
dynamic binary adsorption conditions (N2/CO2), it is able to
adsorb up to 5.87 mmol g−1 at 298 K, which is less than half
the total uptake amount reported for single-component
adsorption capacity.127,128 Hu et al. reported the design of a
lab-scale high accuracy device (Fig. 11) for the co-adsorption
of CO2 into a highly stable MOF (UiO-66–OH) with an
optimum aperture size (3.93 Å). They described the details of
appropriate procedures for performing breakthrough
experiments taking into account unavoidable pressure drop
and changing the exit flow rate. In addition, they provided a
complete analysis of breakthrough responses and
demonstrated their application in a complete evaluation of
MOF materials for post-combustion CO2 capture.

129

From a practical point of view, the evaluation of MOFs in
CO2 co-adsorption in a binary mixture is not enough since
real flue gas usually contains other molecules such as water
(5–15%) or N2 which have a great influence on the CO2

adsorption performance.130–132 The assessment of the CO2

capture performance of MOFs in the presence of water
vapour is indispensable and ternary CO2/N2/H2O
breakthrough tests are needed.133 Most MOF adsorbents
exhibit a decrease in the CO2 uptake capacities under wet
conditions due to the competitive adsorption of H2O over

CO2, especially for MOFs with vacant Lewis acid sites.134 For
example, Mg-MOF-74 experiences an 83% decrease in CO2

uptake capacity under wet conditions from 5.87 to 1
mmol g−1.45,127

As discussed in the previous section, many efforts have
been gathered to improve water stability in MOFs, mainly via
amine functionalization and enhancing the structural
hydrophobicity.135–137

3.4.4. Gas diffusivity. Gas diffusivity is one of the most
important parameters for gas adsorption concerns in MOFs
due to its direct relationship with the mass transfer coefficient
which relates the mass transfer rate in separation processes
and establishes the specified requirements in the design and
manufacture of separation process equipment.126,138 From a
microscopic approach, gas diffusivity can be quantified by the
track of the movement of gas molecules or directly trace the
concentration profiles of gas molecules within MOF single
crystals such as pulsed-field gradient nuclear magnetic
resonance (PFG-NMR).139 From a macroscopic point of view,
gas diffusivity can be estimated on the basis of the overall gas
adsorption behaviour of MOF powders.140 The main
estimations are through batch adsorption, frequency response
or breakthrough experiments.141–144

Tanaka et al. reported a systematic study of tuning the size
of ZIF-8 crystals and investigated the size dependence of
n-butanol diffusion inside ZIF-8 crystals.145 By fitting the
fractional uptake curve with mathematical models, they
found that gas diffusion inside large crystals (>88 μm) is well
monitored by a micropore diffusion model, while the surface
resistance model is more suitable for smaller crystals. This
result suggests that downsizing the crystal may lead to
increased surface resistance.

The frequency response (FR) for gas diffusion
measurements has been used as a tool to estimate gas
diffusivity. In a typical frequency response experiment, one of
the adsorption parameters (e.g. volume, flow rate,
concentration, or pressure) is perturbed sinusoidally, and as
a consequence, the other parameters react periodically but
with different phase lag and amplitudes.146 These responses
allow calculating the gas diffusivity in porous materials.134

Recently, concentration swing FR (CSFR) has been applied to
study CO2 diffusion in large Cu–BTC single crystals, revealing
a micropore diffusion coefficient of 1.7 × 10−9 m2 s−1 with
negligible dependence on CO2 concentration from 0.1 to
10%.147

3.4.5. MOF process, cycles and regeneration. Naturally,
adsorbent materials do not possess infinite CO2 uptake
capacity. Therefore, continuous interaction with flue gas or
atmospheric mixtures will eventually lead to a
thermodynamic equilibrium between the solid and gas
phases, where the rates of adsorption and desorption are
equal.126 A further flow of feed gas mixtures will make this
technology less effective. Under this premise, it is of high
importance to regenerate the adsorbents and design semi-
continuous processes in which the adsorption and adsorptive
regeneration processes can be combined.

Fig. 11 Breakthrough set-up for CO2 co-adsorption study
(reproduced from ref. 129 with permission from John Wiley and Sons,
copyright 2021).
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The process design is a fundamental step in order to
potentiate the application of porous materials. Adsorbents
are commonly supported by fine metal meshes in a fixed
bed, or quartz wool if the material is in powder form. For
MOFs, most of them are prepared in powder form and thus
need to be pelletized before being secured in a fixed bed. In
this way, the cross-column pressure drop can also be
minimized to enhance the column breakthrough
dynamics.129

MOF-based monoliths have appeared as an improved
approach to potentiate the CO2 adsorption uptake.148,149

Connolly et al. reported the synthesis of metal–organic gel
(MOG)-based macroscopic monoliths of UiO-66 with
extraordinary properties to capture CO2 reaching a total
uptake capacity of up to 0.67 g g−1 CO2 at 298 K and 40
bar.149 A similar strategy was performed by Lawson et al. to
carry out gas stream purification at CO2 low pressure by the
incorporation of tetraethylenepentamine in a novel post-
synthesis monolith synthesis (Fig. 12).150

Glass MOF materials have been reported recently as a
novel strategy to develop MOF monoliths through the
development of MOF crystal–glass and MOF blended
composites. MOF glasses are formed by a melt-quenching
process which results in structural amorphization. For
instance, Bennett's group has widely explored different
approaches to form glass MOF-based composites such as
porous MOF–glass, MOF crystal–glass, flux melted glass and
blended ZIF—glass composites.151

At an industrial scale, the adsorption step is generally
followed by another one to make a cyclic adsorption process
which sometimes is carried out in a continuous manner if
the adsorbent has a low price or the regeneration processes
are complicated.152 In most processes, the regeneration of
the adsorbent is essential since the disposal of the material
as waste is not economical. In practice, the regeneration is
performed by different routes, either in situ or externally by
procedures such as an increase in the temperature, reduction
in the partial pressure of the adsorbates, reduction in the
concentration or inert gas purging.134 For the regeneration of
MOFs, it is necessary to compare their respective heat of CO2

adsorption versus binary adsorption capacity since it is highly
related to not only their cycling and regeneration processes
but also their structural stability and chemistry surface.153

3.4.6. Cost of the MOFs. MOFs are a relatively new family
of porous materials which, due to their nature being formed
from organic linkers and metal clusters, have been obtained
through expensive reactants (organic solvents, organic linkers
and metal salts) and energy-consuming procedures (high
temperature synthesis and purification procedures). The cost
of MOFs is their main limiting factor for commercialization
and industrial applications. A big research effort has been
made to optimize synthesis methods but most importantly to
use economically appealing starting materials. However, the
selling price of MOFs from commercial suppliers is still
much higher than those of most of the conventional
adsorbents such as activated carbon. Herein the MOF
research community still has room for further research to
significantly decrease manufacturing cost and make MOFs
the technology of choice for gas adsorption.

3.5. Mechanistic insights and operando studies for CO2

capture in MOFs

The interpretation of the CO2 capture efficiency based on ex
situ characterization methods may be sometimes misleading.
For understanding and further designing more efficient
molecular organic framework (MOF) materials, it is required
to clearly establish an intrinsic structure–property
relationship, which describes the location of adsorption sites
on the atomic-scale surface structure inside the pores and
the identification of beneficial interactions for the adsorption
of CO2. Therefore, visualization of the guest–host interactions
involved in the gas sorption process is crucial to shed light
on how these materials operate under working conditions
and to elucidate potential mechanisms for the selective CO2

capture.
From this perspective, the application of advanced

characterization techniques with high spatial and time
resolution under operation conditions is required to examine
the porous frameworks during the gas sorption process. As
shown in Fig. 13, the development of in situ and/or operando
methods are gaining growing interest for monitoring the
structural dynamic features, identifying the preferable CO2

binding sites and understanding the mechanism of CO2

Fig. 12 Formation process of amine-MIL-100 monoliths (reproduced
from ref. 150 with permission from the American Chemical Society,
copyright 2021).

Fig. 13 Representative illustration of the operando/in situ
characterization approach applied to framework porous materials
during the CO2 gas sorption process.
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adsorption. At this point, they must be distinguished from
either in situ or operando terms. While in situ methods are
referred to as the adsorption/desorption of specific probe
molecules under controlled environment and temperature
conditions, operando approaches allow one to directly
correlate the structure, porosity and composition of
framework porous materials to their performance under
realistic operating conditions.154–157 A perfect operando
experiment would correlate the nanoscale structure with the
bulk scale performance considering the spatiotemporal
heterogeneities.158 Therefore, any operando study requires in
depth-understanding of local chemical and physical
properties (molecular surface species and temperature/heat/
mass transport gradients) under working environment
conditions and besides has the capability to analyze these
properties in real time with high spatiotemporal resolution.

In general, multiple in situ/operando characterization
techniques have been applied to the study of CO2 capture in
framework porous materials. Diverse examples can be found
based on spectroscopic methods such as Raman and infrared
(IR) spectroscopy, nuclear magnetic resonance (NMR) and
electron paramagnetic resonance (EPR).159–161 These methods
provide detailed information on the frameworks and on the
host–guest interactions revealing the nature of these binding
interactions. On the other hand, synchrotron
characterization-based techniques are also widely used for
the characterization of MOFs. These techniques essentially
include extended X-ray absorption fine structure (EXAFS),
X-ray absorption near-edge structure (XANES) and in situ
diffraction/scattering experiments, which are typically used to
determine the crystallographic sites preferred for CO2 capture
inside the pores as well as their coordinative environment as
a function of gas loading.162–164 In this section, we overview
several examples representative of the most significant
advances in the application of in situ/operando
characterization techniques to elucidate the gas sorption
mechanism in CO2 capture on porous framework materials.

Recently, Hadjiivanov et al. have reported an interesting
review in which all the varieties of functionalities and porous
structures of framework porous materials are described as
well as the mechanisms of interaction with guest molecules
measured by vibrational spectroscopy.160 Depending on the
type of MOF, IR spectroscopy data indicate that carbon
dioxide can be physically adsorbed on three types of centres:
(i) coordinatively unsaturated metal cations, (ii) hydroxyl
groups, and (iii) organic linker sites such as aromatic rings,
carboxylate groups or CC and C–C inter-ring bonds, among
others. Furthermore, the adsorbed CO2 over MOFs
functionalized with amines or amides undergoes CO2

chemical transformation. Couck et al. evidenced by in situ
DRIFTS (diffuse-reflectance infrared spectroscopy) that this
strong interaction is due to the formation of electron donor–
acceptor (EDA) complexes between CO2, the amino group
and the hydroxyl group of the framework structure.55

Meanwhile, the formation of this type of EDA complex is also
possible in the absence of amines as suggested in the work

reported by Llewellyn et al.165 Operando IR spectroscopy was
used to discriminate the type of CO2 interaction in MIL-101
(Cr), MIL-53 (Cr) and MIL-47 (V). CO2 is linearly coordinated
on the Lewis acid coordinatively unsaturated Cr3+ sites of
MIL-101 (Cr), while the carbon atom of CO2 interacts with
the oxygen of the Cr–OH group forming an electron donor–
acceptor complex on MIL-53 (V). In contrast, neither of these
types of interactions are observed on MIL-47 (V), and CO2

pseudo-liquid-like species are formed inside the pores in the
absence of any specific adsorption site.

Nuclear magnetic resonance (NMR) and electronic
paramagnetic resonance (EPR) spectroscopy techniques
provide detailed information at the molecular level on the
local chemical environment, including molecular motion in
metal–organic frameworks. Lu et al. performed an interesting
study based on computational molecular dynamics and in
situ solid-state NMR measurements to elucidate the CO2

adsorption mechanism on an α-magnesium formate MOF.166

They observed that CO2 motion is restricted at high
temperatures and demonstrated that the CO2 guest interacts
efficiently with the hydrogen atoms of the formate linker
oriented toward the interior of the MOF pores. It should be
mentioned that NMR spectroscopy is also a powerful tool to
study the diffusion of guest molecules within the pores and
channels of porous framework materials.162 The knowledge
of the kinetics gas loading is crucial to optimize gas sorption
processes on an industrial scale.

In contrast to NMR spectroscopy, EPR deals with the
interaction of electromagnetic radiation with inherent
magnetic moments associated with unpaired electron spins
present in paramagnetic species such as transition metals
(e.g. Ti3+, Mn2+, Cu2+, Cr3+or Co2+) or inorganic/organic free
radicals. EPR spectroscopy provides unique information
about the nature, coordination environment, symmetry and
electronic ground state of paramagnetic species in framework
porous materials.159 EPR is a very sensitive technique and is
capable of analyzing the local geometry of paramagnetic
metal ions even in small concentrations randomly distributed
over a diamagnetic parent framework.167 By means of in situ
EPR measurements, Mendt et al. investigated the breathing
behaviour during the CO2 sorption process on the flexible
and pillared-layered MOF Zn1.9Cu0.1(BME-bdc)2(dabco).

168

The monometallic MOF Zn1.9(BME-bdc)2(dabco) parent
exhibits a reversible transition from a narrow pore phase to
an expanded open pore upon guest inclusion. The doping
with paramagnetic Cu2+ ions as probe molecules allowed this
phase transition to be monitored on a microscopic scale
using EPR spectroscopy. This technique is highly sensitive to
small structural changes in the Cu2+ coordination induced by
CO2 interaction, and the results obtained showed a
remarkable breathing behavior with a cell volume increase of
20% for the large pore phase.

X-ray absorption spectroscopy (XAS) and high-resolution
X-ray diffraction (HR-XRD) measurements using radiation
synchrotron sources are very useful approaches to analyze the
local atomic structure related to the geometry, coordination
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and interatomic distances as well as the positions of
adsorbed guests in the pores. The comprehensive review
reported by Soldatov et al. overviewed the potential of X-ray
absorption spectroscopy for the in situ characterization of
MOFs.164 In an interesting study, Du et al. investigated the
CO2 adsorption mechanism on three commercial MOFs (Cu–
BTC, Fe–BTC and ZIF-8) by using XANES analysis and EXAFS
fittings.169 They found that the oxidation states, bond
distances and coordination numbers of the first shell remain
unaltered in the three solids during the adsorption/
desorption of CO2 suggesting that physical adsorption is the
main driving force in the CO2 capture by the three framework
porous materials. This observation reveals that CO2 capture
in MOFs is energetically much more efficient than capture by
chemical adsorbents based on amines because physical
adsorption requires less energy for regeneration.

On the other hand, Giacobbe et al. reported an exhaustive
study to disclose the adsorption sites occupied by the CO2

gaseous probe and the nature of host–guest interactions on
the metal–organic framework Fe2(BPEB)3 as a CO2 adsorbent
by means of in situ/operando high-resolution and high-energy
X-ray diffraction measurements at several pressures and 298
K.170 This study provides structural details during CO2

adsorption on a rigid MOF with remarkable CO2 adsorption
capacity in the absence of framework breathing, phase
transition, exposed metal sites or functional groups with high
CO2 specific affinity on the skeleton of ligands. The MOF
Fe2(BPEB)3 presents a structure formed from 1D triangular
channels (Fig. 14(a)) in which three types of adsorption sites
(CO2-1, CO2-2 and CO2-3) were proposed as shown in
Fig. 14(b). The pair distribution function (PDF) analysis
presented in Fig. 14(c) and (d) shows the distribution of
interatomic distances as a function of CO2 loading on
Fe2(BPEB)3. These functions are typical of disordered or
poorly crystalline materials like Fe2(BPEB)3, and the peak

emerging at 3.2 Å suggests the occurrence of new cooperative
guest–host and guest–guest binding interactions with
increasing CO2 loading. Based on these observations, the
authors demonstrated that CO2 molecules interact with the
carbon atoms of the triple bond and of the penta- and hexa-
atomic rings of the BPEB2− linkers, and these results were
supported with molecular dynamics simulations. This work
represents a clear example of the potential application of in
situ/operando high-resolution X-ray diffraction analyses to
gain structural insight during gas sorption on framework
porous solids.

In conclusion, we can highlight that the application of in
situ/operando methods provides new insights into the CO2

adsorption process. These methods allow locating the
adsorption sites inside the pores and the identification of the
host–guest binding interactions beneficial for the adsorption
of a specific guest, ultimately helping to design rationally
more efficient porous framework materials for CO2 capture
and its subsequent utilization.

4. MOFs as advanced catalysts for
gas-phase CO2 conversion

C1 chemistry and catalysis, especially referred to as carbon
dioxide (CO2) transformation, is vital for clean fuel and
chemical production to facilitate the transition towards
sustainable societies. Burning biomass, organic waste and
fossil fuels generates a huge amount of CO2 emissions, which
leads to adverse climate change and drives the scientific
community to focus their attention and efforts on CO2

conversion, especially on the transformation of CO2 into
valuable products.171–175

Presently, the CO2 capture and storage (CCS) technology is
considered to be the most effective way to curb CO2 pollution
on a large scale. Nevertheless, most of the current CCS

Fig. 14 (a) Crystal structure of Fe2(BPEB)3 and portion of the 1D metal chain exposed along the a-axis; (b) representation in perspective along the
[100] direction of host–guest and guest–guest interactions involving the three independent CO2 adsorption sites at 10 bar and 298 K in Fe2(BPEB)3;
(c) pair distribution functions (PDFs) of Fe2(BPEB)3 at different CO2 loadings; (d) magnification in the 1–8 Å range. Atoms: carbon, grey; hydrogen,
light grey; iron, yellow; nitrogen, blue; oxygen, red (reproduced from ref. 170 with permission from the Royal Society of Chemistry, copyright
2021).
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approaches are deemed highly energy-intensive resulting in
elevated cost and limiting their implementation in industrial
practice. Hence CO2 capture and utilisation (CCU) are
emerging as an alternative or a complementary strategy to
CCS to mitigate CO2 emissions. Among the multiple CO2

conversion alternatives, chemical CO2 recycling in the gas
phase constitutes a straightforward approach for effective
CO2 conversion to value-added products like syngas or
synthetic methane. In this scenario, some traditional
processes such as the dry reforming of methane, the CO2

methanation and the reverse water gas shift have gained
renewed interest from the CO2 utilisation perspective.176–179

Indeed, these reactions represent flexible routes to upgrade
CO2, and their application at an industrial scale could
substantially reduce CO2 emissions. Nevertheless, the
relatively inert nature and low reactivity of carbon dioxide
pose formidable challenges to successfully accomplish these
reactions. In particular, the design of highly effective, stable
and selective catalysts able to operate under realistic flue gas
conditions remains an open quest for the catalysis and
reaction engineering community.

In this context, metal–organic frameworks (MOFs), as a
relatively new emerging family of crystalline porous
materials, have demonstrated promising features as
heterogeneous catalysts or supports/precursors to overcome
the CO2 conversion challenge.180 These materials, also known
as porous coordination polymers (PCPs), have unique
features and advantages, such as adjustable framework
structures, defined and diverse crystal structures (especially
confined microenvironment), hybrid composition, etc.,181–183

which enable their excellent performance in various
applications including their use as heterogeneous catalysts.

In this section, recent advances in MOFs and MOF-based
heterogeneous catalysts for CO2 chemical conversions,
including CO2 hydrogenation to methane (methanation
reaction), CO2 hydrogenation to CO (reverse water–gas shift
reaction) and dry reforming of methane, are reviewed.
Overall, we will outline key aspects such as the catalytic
performance, catalyst design and advantages of MOFs for
CO2 conversion in line with the spirit of this special issue.

4.1. CO2 methanation

In recent years, the CO2 methanation reaction has gained
renewed interest because of its role fundamental for
implanting the power-to-gas (PWG) technologies in future
energy systems, in which captured CO2 can be transformed
into utilizable methane using renewable hydrogen.184 One of
the most fascinating applications of the methanation
reaction is the possibility of transforming the Martian carbon
dioxide atmosphere into methane and water for fuel
production facilitating long-term space exploration missions
by space agencies such as NASA.185

CO2 methanation was first studied by Paul Sabatier and
Jean-Baptiste Senderens at the beginning of the twentieth
century.186 This reaction is a highly exothermic (ΔH298K =

−165 kJ mol−1) and thermodynamically favourable (ΔG298K =
−131 kJ mol−1) process that, in the light of Le Chatelier's
principle, proceeds at moderate pressures and low
temperatures according to the following stoichiometric
reaction (4):

CO2(g) + 4H2(g) → CH4(g) + 2H2O(g) (4)

Due to the exothermic character of the reaction, it
presents apparent kinetic limitations and requires an optimal
catalyst to achieve a satisfactory reaction rate and methane
selectivity.187 According to the most recent state of the art,
several reviews have been reported discussing the successful
development of heterogeneous catalysts and the mechanistic
relevant aspects of CO2 methanation.188–192 So far, the most
efficient systems proposed for CO2 methanation are based on
Ni and/or Ru metal-supported catalysts.193 Other metals such
as Fe, Co, Rh, Pt, Pd or Au have also been tested for CO2

methanation, although these metals are generally less active
and/or selective.194 From the industrial viewpoint, Ni-based
catalysts have gained major interest due to their affordable
price. Nevertheless, Ni sintering and coke accumulation
become important limitations, and new directions on the
catalyst design are addressed.

From this perspective, MOFs and their derivative single-
site catalysts have been recently reported as robust and
promising catalysts for low-temperature CO2 methanation.
However, the development of MOF-based catalysts for CO2

methanation is still in its infancy and the most relevant
papers have been published in the last four years. It is well
known that CO2 hydrogenation is a structure-sensitive
reaction, namely the activity and selectivity depend on the
metal particle sizes and the exposed facets.195 In this sense,
the utilization of MOFs as precursors for obtaining highly-
dispersed metal active sites and single/dual-atom and cluster
catalysts has emerged as a very interesting alternative for
synthesizing highly stable, selective and active catalysts for
CO2 methanation.196–200

One of the pioneering studies using the MOF templating
strategy for preparing highly active catalysts in CO2

methanation was reported by Lippi et al.201 These authors
synthesized a Ru/ZrO2 catalyst derived from a Ru-
impregnated UiO-66 MOF and achieved CO2 conversions in
the 96–98% range with high selectivity to methane for more
than 160 h of testing at 350 °C and 5 bar. In the same line,
Zeng et al.202 prepared a highly dispersed Ni catalyst
supported on porous hydrous zirconia derived from the
metal–organic framework precursor UiO-66 treated with a
strong base. Ni2+ sites were incorporated by adsorption onto
the hydroxyl-rich hydrous zirconia and subsequently
converted into highly dispersed metallic Ni sites for CO2

methanation, as shown in Fig. 15. The final catalyst showed
good activity (TOF of 345 h−1) and stability (4% decrease in
activity after 100 h) with a CH4 selectivity of more than 99%
at 350 °C and 40 bar. In another study, Jiang et al. also used
the UiO-66 MOF directly as a support for highly and
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uniformly dispersed palladium nanoparticles.203 These
catalysts showed a high activity in CO2 methanation, and the
optimal performance was achieved at 340 °C and 40 bar with
a CO2 conversion of 56%, a CH4 selectivity of 97.3% and a
space–time yield (STY) of 856 g h−1 kgcat

−1.
Other examples highlight the opportunity of using MOFs

as host matrices to confine and stabilize metal single atoms,
clusters or nanoparticles. For instance, Zhao et al. reported
the utilization of the UiO-66 MOF to encapsulate ultrasmall
Ni nanoparticles (NPs) with particle sizes ranging from 1.6 to
2.6 nm.204 In this system, the Ni NPs were highly uniformly
dispersed and well isolated by the UiO-66 frameworks, thus
avoiding metal sintering effectively. Compared with other
traditional supports such as SiO2 and ZrO2, Ni@UiO-66
catalysts showed a significantly enhanced catalytic
performance for CO2 methanation in terms of CO2

conversion (57.6%), selectivity (close to 100%) and long-term
stability (100 h) at 300 °C. The highly dispersed Ni NPs
decrease the activation energy and facilitate the CO2

activation. In a similar form, Zhen et al. developed an
efficient catalyst for CO2 methanation based on Ni NPs
confined in a highly ordered porous MIL-101 framework.205

These authors demonstrated that in this conformation the Ni
(100) facets of the nanoparticles are more exposed and by
means of DFT calculations it was estimated that the Ni (100)
planes decrease the potential energy barrier for CO2

dissociation.
Framework porous materials have been extensively used

for preparing MOF-derived porous metal@carbon (M@C)
composites with specific metal NPs confined in carbon shells
with high dispersion. Recently, Prinz et al. designed a well-
dispersed nickel metal catalyst from thermal decomposition
of a Ni-MOF precursor and evaluated the structure–activity
relationship during CO2 methanation using in situ X-ray
absorption spectroscopy (XAS) and pair distribution function
(PDF) analysis.206 The study reveals that controlling the

atmosphere and temperature of thermal decomposition of
the Ni-MOF precursor can obtain a Ni@C catalyst in which a
carbon matrix of high specific surface area embedded small
particles of Ni resulting in a very stable catalyst with high
dispersion of active Nifcc sites. Li et al. also reported an
interesting study in which a Co-based zeolitic imidazolate
framework (ZIF-67) was utilized as a precursor to obtain
cobalt nanoparticles inside a carbon matrix in the range from
7 to 20 nm with high resistance to metal sintering.207 The
crystal size and morphology of ZIF-67 were controlled by
adding different loadings of cetyltrimethylammonium
bromide (CTAB) as a surfactant in the original solution
during the preparation. The results obtained suggest that
after carbonization, the sample kept the size and morphology

Fig. 15 (a) Schematic representation of the steps followed for the preparation of a highly dispersed Ni catalyst supported on hydrous zirconia
derived from the UiO-66 MOF precursor treated with a strong base, and their corresponding TEM micrographs (b–e) (reproduced from ref. 202
with permission from the American Chemical Society, copyright 2021).

Fig. 16 (A) FESEM micrographs (a and b), TEM images (c–e), and HR-
TEM image (f) of the hierarchical Ni@C hollow nanospheres; (B) CO2

methanation performance of the Ni@C catalyst at different reaction
temperatures; (C) schematic representation of CO2 methanation over
the Ni@C catalyst (reproduced from ref. 208 with permission from the
Royal Society of Chemistry, copyright 2021).
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of the original ZIF-67 crystal with a distorted surface. The
optimal amount of CTAB to obtain a carbonized sample with
the highest BET surface area and micropore volume was 0.01
wt%, and this catalyst exhibited the highest CO2 adsorption
capacity, CO2 conversion (52.5%) and CH4 selectivity (99.2%)
at 270 °C and 72 L g−1 h−1 gas hourly space velocity. In
another study, Lin et al. prepared hierarchical Ni@C
nanospheres composed of dispersed Ni nanoparticles
encapsulated by carbon layers, as shown in the images
obtained by FESEM and TEM (Fig. 16(A)).208 The catalytic
activity data presented in Fig. 16(B) show that this Ni@C
hybrid is an efficient catalyst for CO2 methanation at
atmospheric pressure achieving a CO2 conversion of 60% and
a CH4 selectivity of almost 100% at 250 °C and 1 bar. From
the mechanistic point of view, the authors proposed that CO2

is activated by electron transfer from the rich d-electrons of
metallic Ni NPs to the lowest unoccupied molecular orbital
(LUMO) of CO2 molecules. The reaction proceeds through H2

dissociation and formation of Ni–C–(OH)2 intermediates that
subsequently are hydrogenated to water and methane as
products as shown in Fig. 16(C).

Based on fundamental understanding, single-atom based
catalysts and confined nanoparticles are an excellent choice
to elucidate the mechanism of CO2 methanation or other
energy-related processes at the atomic level. The design of
single-atom and metal clusters from metal–organic
frameworks presents an ideal platform to investigate the
structure–activity relationships with the help of in situ
characterization methods and theoretical calculation
approaches. As Hou et al. remarked in their recently
published review,197 although the development and
knowledge of single/dual-atom and nanoparticle confined
catalysts derived from MOFs are still in the early stages, these
systems will be crucial to gain in-depth information at the
nanoscopic scale and to design more robust, efficient and
economic catalysts achieving the connection between
heterogeneous and homogeneous catalyses.

4.2. RWGS

Catalytic conversion of CO2 to CO by the reverse water–gas shift
(RWGS) reaction (CO2 + H2 ↔ CO + H2O) has been largely
considered as one of the most prospective application
processes for CO2 hydrogenation. CO2 conversion via the RWGS
reaction not only permits high CO2 conversion efficiency but
also facilitates CO2 reduction to CO, a more valuable chemical
which can be used as a raw material in a downstream process
such as the FTS reaction or methanol synthesis to produce
other high value-added fuels and chemicals.209

However, the RWGS reaction is an endothermic reaction,
favoured thermodynamically and kinetically at high
temperatures resulting in a remarkable energy-demanding
process. Consequently, common catalysts often used are
easily deactivated by sintering or carbon deposition at these
temperatures, hindering the large-scale application of the
CO2 conversion via the RWGS reaction.

Currently, research on the RWGS reaction mainly focuses
on the study of noble metal catalysts,210–212 and in more
limited extension transition metal catalysts are
considered.213,214 Due to the great significance of the RWGS
reaction in both fundamental research and practical
applications, the design of low-temperature and high activity
RWGS materials has also attracted significant attention
recently.214 Indeed, if the RWGS reactor is conceived to be
coupled with a downstream upgrading reactor such as an
FTS or MeOH synthesis reactor, the temperature and
pressure gaps among both units must be overcome. Hence a
medium–low temperature RWGS catalyst is deemed crucial to
complete the “CO2 to fuel/chemical” cycle.213

On the other hand, monodispersed supported metal
nanoparticles (NPs) have been extensively reported to exhibit
catalytic activity in the production of industrially viable
chemicals using CO2 as a carbon pool as discussed in the
CO2 methanation section. Nevertheless, the catalytic activity
of metal nanoparticles is limited by their small size, surface
quantum, and macro-quantum tunnel effects,215 and a major
barrier to their widespread use is the potential for sintering
and aggregation.

Recently, researchers have found that the use of porous
metal–organic frameworks (MOFs) as supports to form
monodispersed and isolated metal nanoparticles is an
effective strategy. MOFs have been utilized as a new type of
support for metal NPs as they have multiple outstanding
properties such as controllable topologies, structures and
geometries, porosities, and exceptionally high surface
areas.216,217 Such distinctive properties are deemed crucial to
obtain well-dispersed nanoparticles hence decreasing the
possibility of active phase sintering.

Aside from MOF implementation as catalytic supports and
somehow stabilizing frameworks, recent studies validated
MOFs as catalysts themselves, in which case, metallic centres
or pseudo-organic linkers such as porphyrins are responsible
for the catalytic activity.218 Alternatively, MOFs have been
successfully applied as precursor materials to design highly
active RWGS catalysts via MOF decomposition.219 Although
significant achievements have been obtained in the field of
catalysis by MOFs, the study on the CO2 conversion via a

Fig. 17 A) Schematic of the catalyst synthesis strategy; B) transmission
electron microscopy (TEM) images of Au@UIO-67 (reproduced from
ref. 220 with permission from the Royal Society of Chemistry,
copyright 2021).
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RWGS reaction using these emerging materials is still in its
early stages.

Xu et al. in 2017 reported the first example of a MOF-
catalysed RWGS reaction, using Au@MOF composite
catalysts.220 Zr(IV)-based MOF UiO-67 was selected as a
support owing to its porosity, high surface area and high
thermal stability (≈500 °C). For the active phase, Au3+ was
adsorbed into the surface cavities of UiO-67, and during the
reduction process, AuNPs were controllably grown on the
UiO-67 surface simultaneously accompanied by their self-
immobilization in the cavities or the surface pores, resulting
in highly isolated and well-dispersed AuNPs on MOF UiO-67
(Fig. 17A).

In this study, TEM images of the post-RWGS reaction
sample were reported confirming the excellent dispersion of
AuNPs within the engineered Au@UiO-67-catalysts (Fig. 17B).
These cleverly designed catalysts serve as a reassuring
example of sintering mitigation of AuNPs when framed
within the MOF structure despite the high temperature
needed for the RWGS.

Along with resistance to sintering, interesting catalytic
results were obtained for the Au@UiO-67 composite, which
merits further discussion. Outstanding CO selectivity was
reached (96.5%), and only a trace of CH4 was detected.
Fig. 18 shows the influence of the main reaction parameter
on the overall performance. The CO2 conversion of Au@UiO-
67 for the RWGS reaction gradually increased upon
increasing the reaction temperature due to the endothermic
nature of the reaction (black bars). Below 300 °C, the reaction
showed almost no conversion because of the stable nature of
the C–O bond in the CO2 previously mentioned. Above 350
°C, the CO2 conversion increased notably reaching 30% at
408 °C. Regarding pressure studies (red bars), the CO2

conversion of the RWGS reaction gradually increased with
pressure. Despite the RWGS being in principle unaffected by
pressure if we stick to Le Chatelier's principle, the positive
effect of pressure was ascribed to the greater reactant
concentration being in contact with Au nanoparticles' active

sites at high pressure, improving the overall conversion. The
impact of the reactant feeding ratio (blue bars) was also
studied and higher CO2 conversion was obtained upon
increasing the H2 : CO2 volume ratio, in good agreement with
studies conducted with the thermodynamic process.221

Finally, the authors studied the effect of Au loading (green
bars). Interestingly a maximum CO2 conversion was observed
over the Au-promoted UiO-67 MOF when 2.4 wt% of Au was
considered. Beyond this point, the conversion drops.
Generally speaking, the main advantage of this kind of
material is the porous nature of the MOFs, which promotes
the formation of isolated and well-dispersed active phase
nanoparticles. However, AuNPs deposited on UiO-67 slightly
tend to migrate and agglomerate, reducing the number of
active sites at high temperatures. Therefore, when the AuNP
loading is high, the overcrowding presence of AuNPs
increased the possible migration and sintering at the expense
of CO2 conversion. Additionally, a longevity test was carried
out showing that the Au@UiO-67 catalyst exhibited relatively
stable catalytic performance, indicating that AuNPs do not
easily aggregate on the surface when the optimum gold
loading is considered.

Hence it is clear that highly dispersed Au nanoparticles
successfully loaded onto monodisperse octahedra of UiO-67
work very well for the RWGS. Herein MOF functionalities
allow the incorporation of different nanoparticles in a non-
agglomerated fashion and are capable of controlling the
spatial distribution of nanoparticles in this material.
Furthermore, engineered AuNP@UiO-67 composites
encompass the benefits of the molecular sieving and porous
behaviour characteristic of the UiO-67 matrix and the
functional behaviour characteristic of dispersed and isolated
gold particles resulting in a very promising system for CO2

conversion via the RWGS.
Another interesting approach consists of the utilisation of

MOFs for active material encapsulation. In this way, taking
advantage of the confined pore space within the MOF
structure, metal nanoparticle sintering and poisoning are
prevented. Under these premises, Zheng and co-workers used
MOF UiO-66 to encapsulate core–shell Au@Pd nanospheres
controlling its morphology and gaining nanoparticle
functionality (Fig. 19).222 Furthermore, they benefit from the
microporous nature of UiO-66 assisting in the adsorption of
Pt nanoparticles over the MOF surface. Such improved
adsorption enhances the interaction between Pt and UIO-66
and favours the formation of isolated and well-dispersed Pt
active sites.

Fig. 18 CO2 conversion at different temperatures (in black), pressures
(in red), volume ratios (in blue) and Au contents (in green) for the
RWGS reaction. Selectivities to CO and CH4 (inset) (reproduced from
ref. 220 with permission from the Royal Society of Chemistry,
copyright 2021).

Fig. 19 A) Synthetic route to produce the Pt/Au@Pd@UiO-66
composite. B) TEM image (reproduced from ref. 222 with permission
from John Wiley and Sons, copyright 2021).
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The as-obtained Pt/Au@Pd@UiO-66 composites were
tested in the RWGS reaction using a continuous flow fixed
bed reactor. At 300 °C, 2 MPa, a H2 : CO2 molar ratio of 4 : 1,
and a gas hourly space velocity of 24 000 mL g−1 h−1, the CO2

conversion was 10% for this material. Elevated temperatures
favoured the conversion of CO2 reaching 35.3% at 400 °C,
but the selectivity to CO decreased with the increase of the
temperature, mainly due to the heat absorbed by the
endothermic RGWS reaction and the increased amount of
CH4 derived from the unavoidable competitive methanation
reaction. The stability performance of the Pt/Au@Pd@UiO-66
catalyst was excellent at 400 °C for over 30 h of continuous
operation (Fig. 20). Pt nanoparticles still remained highly
dispersed, and Au@Pd remained localized in the UIO-66
centres adopting a one-to-one fashion. Nevertheless, at 400
°C, the framework of UIO-66 collapsed. XRD analysis showed
that UIO-66 had turned into ZrO2, and the aggregation of Pt
led to clusters of ca. 5.9 nm on the oxide surface. This
particle size was still small, so the catalyst maintained an
excellent catalytic performance. The bimetal core Au@Pd
displayed a robust structure resulting in the observed
outstanding stability for continuous RWGS runs.

The relatively low thermal stability of MOFs could in
principle be a drawback for the RWGS given the exothermic
nature of the reaction requiring high temperatures to achieve
high CO2 conversion levels. Nevertheless, the outstanding
chemical and structural features of MOFs might outbalance
this disadvantage since as demonstrated by Zheng and co-
workers, a low-temperature RWGS catalyst can be designed
based on a metal-doped MOF structure.222 As mentioned
above implementation of low-temperature RWGS catalysts
represents a step ahead on this technology if a downstream
process such as FTS is envisaged to close the CO2 to fuel
cycle. Herein MOFs present unique advantages, and their
study deserves further attention.

Within the low-temperature RWGS contact, Gutterød et al.
conducted CO2 hydrogenation over Pt-containing UiO-67 Zr-
MOFs at low-temperatures, 220–280 °C, and ambient
pressure.223 For this catalyst, Pt was introduced into the UiO-
67 Zr-MOF framework by grafting it to a bipyridine-based
linker, which constituted 5% of the framework linkers. Pt
nanoparticles were obtained by pre-activation in a H2/Ar flow

at 350 °C. It was evidenced that the UiO-67 Zr-MOF
framework was stable during all treatments.

Experimental results showed that the CO2 conversion was
positively correlated with the degree of Pt reduction over the
MOF (Fig. 21). A CO selectivity above 90% was obtained
under all tested conditions, a highly commendable
achievement given that in the low temperature range CH4 is
the preferred product according purely to
thermodynamics.224 The authors observed a low reaction
order in pH2 and pCO2, suggesting high coverage of the
active site(s). Finally they compared the UiO-67–Pt catalysts
with a conventional Pt/SiO2 catalyst showing very similar
activation energy, with Eapp = 50 ± 3 kJ mol−1 suggesting that
CO2 hydrogenation follows the same mechanism over the two
materials.

The use of MOFs as precursors of metal catalysts is
another well-established field of research that is worth
exploring for the preparation of highly dispersed supported
active phases for the RWGS reaction. MOF derivatives,
namely, metal oxide/carbon composites, tend to display
enhanced catalytic activity and stability.225,226 This
customised transformation of MOFs into high performance
catalysts combines crystal engineering techniques while
meeting the requirements from a chemical engineering
perspective.

In a nutshell, the process consists of carefully controlled
MOF thermal decomposition. During the thermal treatment,
the metal ions present in the MOFs are transformed into
metallic or metal oxide nanoparticles, and the organic linkers
form carbonaceous structures that can act as supports
facilitating the active phase dispersion.

In a recent proof-of-concept example, Ronda-Lloret et al.
used a copper-based MOF as a metallic precursor and CeO2

as a final support/promoter to prepare a stable and active
CuOx/CeO2 catalyst for the RWGS reaction (Fig. 22).227 In this
work, a Cu-MOF (Basolite® C300) was impregnated with a
ceria precursor and then pyrolyzed using different conditions

Fig. 20 A) RWGS reaction stability test at 400 °C and B) TEM image
after catalysis at a temperature of 400 °C of the Pt/Au@Pd@UiO-66
catalyst (reproduced from ref. 222 with permission from John Wiley
and Sons, copyright 2021).

Fig. 21 A) Conversion (%) versus time on stream (hours) observed for
UiO-67–Pt-PSF(M) under reference conditions after pre-activation at
350 °C (1 h) in a flow of Ar with 0, 3, and 10% H2. B) CO and CH4

selectivities. The conversion and CO selectivity observed for a
reference material, Pt/SiO2, is marked with green tilted triangles
(reproduced from ref. 223 with permission from the American
Chemical Society, copyright 2021).
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and procedures. An oxidative atmosphere keeps copper
oxidized during the decomposition and prevents active phase
sintering. The presence of air in the decomposition induces
the formation of copper oxide species, which have been
demonstrated to be more resistant to sintering than metallic
copper, thus favouring the interaction with the CeO2 support.
Herein the authors found that the pyrolysis method
determined the dispersion of the oxidized copper species on
the ceria surface, which, in turn, controls the catalytic activity
and selectivity of these MOF-derived catalysts in the RWGS
reaction.

Well-established industrial catalysts such as the Cu–Zn
combination which is widely applied in methanol synthesis
and industrial WGS reactions can also be re-engineered using
MOFs as precursors. Zhang et al. and co-workers designed
Cu/Zn nanoparticles in a carbon matrix material following
this approach.228 In this work, Zn-doped Cu–BTC was
pyrolyzed at 500 °C under an argon atmosphere. The
encapsulation of the obtained Cu/Zn NPs in the porous
carbon matrix protected the NPs from aggregation and
sintering, leading to superior stability of the catalysts in the
RWGS reaction. Furthermore, enhanced synergistic effects
between Cu and Zn were achieved increasing the catalytic

activity due to the well mixed Cu and Zn from pyrolysis.
Additionally, the authors carried out a study of the
dependence of the catalytic activity on the pellet size, which
revealed the importance of fine-tuning the crystal sizes of the
pyrolysis precursors, which allows eliminating an additional
step of catalyst forming. The highest CO2 conversion (5%)
and CO selectivity (100%) were exhibited by a Cu/Zn@C
sample with a submillimeter-size at 500 °C and 1 bar (H2 :
CO2 = 3 : 1). Additionally, the catalyst remained stable and
active for over 20 hours.

4.3. Dry reforming of methane (DRM)

Research on catalytic carbon dioxide reforming of methane
by MOF-based materials has only just begun, and hence the
literature in this area is scarce. Compared with other
reference catalytic materials, such as metal oxides, zeolites,
metal alloys, etc., there are still obvious gaps in stability and
activity for MOF-based catalysts in this direct gas phase CO2

conversion reaction. However, from the existing reports, the
prospects are very promising.

Considering the thermal conditions of DRM (>600 °C),
MOFs with low thermal stability (<400 °C) rapidly degrade,
resulting in a structure collapse. Hence the way to use MOFs
is as precursors of highly active catalysts in the DRM reaction.

This very strategy was successfully utilised by Karam et al.
who utilised an Al-containing MIL-53 metal–organic
framework with a very high surface area (SBET = 1130 m2 g−1)
as a sacrificial template to prepare a nickel-alumina-based
catalyst (Ni0AlMIL).

229 After the calcination procedure, a
porous uniform spinel phase with Ni nanoparticles
embedded in the Al2O3-based matrix was obtained. This led
after reduction to a porous lamellar γ-Al2O3 material with
small Ni0 nanoparticles homogeneously dispersed and
stabilized within the support. This MOF as a sacrificial
framework provided materials with a higher surface area
than those generally encountered in the domain, and the
interlamellar spaces provided additional stabilization to the
confined nickel nanoparticles, which in turn inhibited
carbon nanotube formation during the reaction.

Fig. 22 Comparison of the catalytic performance of the samples
Pf20–80 (air, 1 bar) and Pf20–80 (N2, 1 bar) in RGWS (samples prepared
by fast pyrolysis, Pf, with a molar ratio of 20Cu : 80Ce) (reproduced
from ref. 227 with permission from Elsevier, copyright 2021).

Fig. 23 (A) CH4, (B) CO2 conversions, and (C) H2 : CO product ratio during DRM at 400 °C to 750 °C over in situ reduced (800 °C/2 h): (blue)
Ni0AlMIL and (orange) Ni0/Al (conventional γ-alumina). Grey columns are the calculated values at the thermodynamic equilibrium (reproduced from
ref. 229 with permission from John Wiley and Sons, copyright 2021).
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The Ni/AlMIL catalyst demonstrated a superior
performance (CH4 and CO2 conversion) over a benchmark
catalyst in the whole studied temperature range (Fig. 23). As
for the H2 : CO molar ratio, values for Ni0/Al (conventional
γ-alumina) are always lower than the thermodynamic
threshold (which is 1.0 due to the nature of the reaction)
primarily due to the competition with the RWGS reaction.
Interestingly such a H2/CO ratio becomes closer to 1 for Ni0/
AlMIL, indicating a superior selectivity to the targeted
reaction.

Furthermore, this material showed outstanding catalytic
stability after 100 h of reaction with limited occurrence of
side reactions (Fig. 24).

Following a similar MOF templating strategy, our team
recently reported the synthesis of mesoporous ZnO/Ni@m-
SiO2 yolk–shell particles using a ZIF-8 MOF as a structural
template.178 Briefly ZIF-8 was impregnated with a Ni
precursor to form the core of the yolk–shell particles
(Fig. 25). In this novel system, Ni/ZnO was selected as active
sites constituting the yolk structure while porous silica was
selected as the shell material. The advantages of these
configurations are two-fold: (i) the shell acts as a barrier to
prevent the blocking of the active sites through coke
formation and (ii) the confinement effect ascribed to the
encapsulation of the active centres prevents Ni sintering. In
this seminal work we demonstrated the superiority of Ni

Fig. 24 CO2 (filled squares) and CH4 (empty squares) conversions as
well as H2 :CO ratios (dash-dotted line) measured during 100 h of
reaction for Ni0/AlMIL (the black dash-dotted line represents H2 :CO =
1). Black continuous and dashed lines are the calculated values at the
thermodynamic equilibrium for CH4 and CO2 conversions, respectively
(reproduced from ref. 229 with permission from John Wiley and Sons,
copyright 2021).

Fig. 25 A) Schematic illustration of the synthesis procedure of yolk–
shell catalysts. B) SEM image of the resultant ZnO/Ni@m-SiO2 yolk–
shell particles, confirming successful encapsulation (reproduced from
ref. 178 with permission from the Royal Society of Chemistry,
copyright 2021).

Fig. 26 Effect of different catalysts on (a) conversions and energy
efficiency, (b) H2/CO molar ratio and (c) selectivities to CO, H2 and
hydrocarbons during the plasma assisted catalytic DRM (at a power of
11 W, a feed flow rate of 100 ml min−1 and CH4/CO2 molar ratio)
(reproduced from ref. 230 with permission from Elsevier, copyright
2021).

Fig. 27 Main reaction pathways in plasma-assisted catalytic DRM
(reproduced from ref. 230 with permission from Elsevier, copyright
2021).
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based yolk–shell catalysts over standard Ni catalysts which
are traditionally used in reforming units.

Perhaps more interestingly, a recent study reports a MOF
material that directly serves as a chemically and thermally
stable support in a particular case. R. Vakili et al.
accomplished plasma-assisted dry reforming over a
PtNP@UiO-67 catalyst (Fig. 26).230 The authors were able to
break through the thermodynamic limit of the DRM by the
energetic electron activation of reactant molecules rather
than the traditional thermal activation. The highly porous
UiO-67 (>2000 m2 g−1) was stable under plasma conditions
showing no significant changes in its properties under
conditions of different treatment times, discharge powers
and gases. Furthermore, this MOF favored the dispersion of
fine Pt particles. It has to be highlighted that the UiO-67
MOF facilitated the plasma formation and surface discharges
in the discharge zone, coupling with the Pt particles to
enhance the CH4 and CO2 conversion and syngas production
due to the presence of surface reactions (Fig. 27).

5. Concluding remarks and future
perspectives

CO2 capture and conversion technologies rely on highly
effective materials whose chemistry and engineering aspects
must be finely customized to maximise the overall process
performance. In this scenario, MOF materials emerge as
revolutionary systems with unique features opening new
research avenues for both CO2 capture and catalytic CO2

conversion. A great deal of work has been done so far by the
chemistry and engineering communities resulting in
promising breakthroughs in terms of CO2 capture capacity of
custom-made MOFs when compared to the state-of-the-art
materials. Herein aspects such as the synthesis method
choice, the addition of promoters and careful control of the
acid-based properties of the MOFs are crucial. Also,
engineering aspects such as cyclability, regeneration and
isosteric heat must be considered to fully describe the
behaviour of a MOF for CO2 capture applications. Support
from operando studies is deemed fundamental to discern the
system dynamics during CO2 capture and hence to evaluate a
rational design of high performance MOFs.

As for the gas phase catalytic CO2 conversion, the results
reported so far are certainly encouraging pointing a bright
future for MOFs in core processes such as CO2 methanation,
RWGS and DRM reactions. MOFs benefit from the
confinement effect preventing the occurrence of frequent
problems in heterogeneous catalysis such as carbon
poisoning and metallic particle sintering. In addition, their
framework allows outstanding active phase dispersion
favoring high CO2 conversion levels outperforming standard
catalysts for these reactions.

Besides the successful results, we have identified some
gaps and challenges that require further attention if real
application is envisaged. The utilization of realistic or
surrogate flue gas streams for both CO2 capture and

conversion is greatly lacking in the open literature. The
presence of water, nitrogen, and sulphur oxides among other
impurities may jeopardize the adsorption and catalytic
features, and they must be studied to seriously consider
MOFs for commercial applications in CO2 capture/upgrading
processes. When it comes to catalysis and endothermic
processes such as DRM, the thermal stability of MOFs
imposes a challenge which should be overcome. Despite
these difficulties, MOFs and CO2 conversion/scrubbing
processes seem to share a common destiny, and there is no
doubt that this family of unique materials is meant to play a
crucial role in the implementation of disruptive low-carbon
technologies to combat global warming.

List of acronyms and abbreviations

aTZ (1H-1,2,4-Triazol-3-yl)amide
bbIm 5(6)-Bromobenzimidazole
BDC 1,4-Benzenedicarboxylate
bIM Benzimidazole
BPDC Biphenyl-1,4-dicarboxylate
BPEB 1,4-Bis(1H-pyrazol-4-ylethynyl)benzene
BPTC 3,3′,5,5′-Biphenyltetracarboxylate
bpy 2,2′-Bipyridine
brbIm 6-Bromobenzylimidazole
BTB 1,3,5-Tris(4-carboxyphenyl)benzene
BTC Benzene-1,3,5-tricarboxylate
CALF-33 [Cu3(L1-Et2H)2]n L1 = 1,3,5-tris(4-bromophenyl)

benzene
cbIm 5(6)-Chlorobenzimidazole
CCS CO2 capture and storage
CCU Carbon dioxide capture and utilisation
cnIm 4-Cyanoimidazole
CPO Coordination polymer of Oslo
DMF N,N-Dimethyl formamide
DOBCO 2,5-Dihydroxyterephthalic acid
EDS 1,2-Ethanedisulfonate
HKUST Hong Kong University of Science and Tech.
HKUST-1 [Cu3(btc)2(H2O)3]
HPDC 4,5,9,10-Tetrahydropyrene-2,7-dicarboxylate
HT High-throughput
IRMOF Isoreticular MOF
IRMOF-1 Zn4O(BDC)3
IRMOF-11 Zn4O(HPDC)3
IRMOF-3 [Zn4O(NH2-BDC)3]
IRMOF-6 Zn4O(cyclobutyl-BDC)3
IRMOF-74-III [Mg2(DH3PhDC)]
JUC Jilin University China
JUC-150 [Ni2(L-asp)2(pz)]
L-asp L-aspartic acid
LIMF-26 Fe3(TCDC)3(H2O)3
mbIm 5(6)-Methylbenzimidazole
M-CPO-27 [M2(dobdc)(H2O)2] (M = Mg2+, Ni2+, Co2+, Zn2+)
MEA Monoethanolamide
MeIM Methyl-imidazole
MIL Matériaux de l'Institut Lavoisier
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MIL-100 Fe3O(H2O)2F{C6H3(CO2)3}2·nH2O (n ≈ 14.5)
MIL-101 Cr3F(H2O)2O(BDC)3·nH2O (n ≈ 25)
MIL-96 Al12O(OH)18(H2O)3(Al2(OH)4)[btc]6·24H2O
MOF Metal–organic framework
MOF-177 [Zn4O(BTB)2]
MOF-2 Zn(BDC)(DMF)(H2O)
MOF-5 [Zn4O(BDC)3]
MOF-505 [Cu2(bptc)(H2O)2(DMF)3(H2O)]
MUF Massey University Framework
MUF-15 [Fe2(O2)(dobdc)]
nbIm 5-Nitrobenzimidazole
nbIM Nitro-benzene imidazole
NH2-MIL-125 [Ti8O8(OH)4(NH2-BDC)6]
NH2-MIL-53 [Al(OH)(NH2-BDC)]n
NH2–UiO-66 [Zr6O4(OH)4(NH2-BDC)6]
nIm 2-Nitroimidazole
nIM 5-Nitroimidazole
NOTT-202a (Me2NH2)1.75[In(L)]1.75(DMF)12(H2O)10

(H4L = biphenyl-3,30,5,50-tetra-
(phenyl-4-carboxylic acid))

NU-100 Cu3(TTEI)
PCN Porous coordination network
PCN-61 Cu3(H2O)3(btei)
PCN-66 Cu3(H2O)3(ntei)
PCN-68 Cu3(H2O)3(ptei)
PSF Poly(bisphenol-A sulfone)
PVDF Polyvinylidene fluoride
pz Pyrazine
SBU Secondary building unit
SNU Seoul National University
SNU-100 [Zn3(TCPT)2(HCOO)][NH2(CH3)2]
TCDC 2,3,5,6-Tetrachloride terephthalate
TCPT 2,4,6-Tris-(4-carboxy-phenoxy)-1,3,5-triazine
TMOF-1 [Cu(4,40-bpy)2(EDS)]n
TZ 3,5-Bis(trifluoromethyl)-1,2,4-triazolate
UiO Universitetet i Oslo
UiO-66 [Zr6O4(OH)4(BDC)6]
UiO-67 [Zr6O4(OH)4(BPDC)6]
ZIF Zeolitic imidazolate framework
ZIF-300 Zn(2-mIm)0.86(bbIm)1.14
ZIF-301 Zn(2-mIm)0.94(cbIm)1.06
ZIF-302 Zn(2-mIm)0.67(mbIm)1.33
ZIF-68 Zn(bIm)(nIm)
ZIF-69 Zn(cbIm)(nIm)
ZIF-7 Zn(bIM)2
ZIF-70 Zn(Im)1.13(nIm)0.87
ZIF-78 Zn(nbIm)(nIm)
ZIF-79 Zn(mbIm)(nIm)
ZIF-8 Zn(MeIM)2
ZIF-81 Zn(brbIm)(nIm)
ZIF-82 Zn(cnIm)(nIm)
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