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gel based pressure sensor with
tunable sensitivity for artificial tactile feedback
systems†

Houchao Jing,ab Lin Xu,ab Xuanqi Wang,c Yaqing Liu *ab and Jingcheng Hao a

The somatosensory system in the skin plays an essential role for human hands to perform adaptive

interactions with external environments, such as tactile sensing and handling objects. For artificial

pressure sensors, the realization of high sensitivity and a broad sensing range to emulate biological

tactile receptors is desirable but challenging. Herein, we report a novel strategy to design a phase-

change-gel (PC-gel)-based pressure sensor with tunable sensitivity and sensing ranges. By tuning the

Young's modulus of the PC-gel through a phase change, the pressure sensor can switch between a high

sensitivity mode with a low limit of detection (2 Pa) and a low sensitivity mode with a broad sensing

range (up to 350 kPa). By integrating a PC-gel-based sensor on a robotic gripper, we fabricated an

artificial tactile feedback system to emulate object handling. Based on real-time monitoring of the tactile

signal, the system autonomously adjusted the grasping force to adapt to various objects with different

stiffness. This work provides a new strategy for designing functional pressure sensors, and paves the way

for intelligent robotic technologies, including adaptive grasping, biomimetic robots, and human–

machine interactions.
Introduction

Human hands exhibit skillful object handling with the help of
sensory feedback systems, which rely on the cooperation of
somatosensory organs and neural systems.1–9 During object
handling, tactile information perceived by tactile receptors in
the human skin is transmitted and analyzed by neural systems,
which control nger muscles to adjust the grasping force for
accommodating different objects sequentially (Fig. 1a). The
high sensitivity and broad sensing range of the somatosensory
organs play key roles in this sensory feedback system to achieve
an adaptive grasp of objects with various stiffness, no matter if
they are so or hard.10–14 The emulation of such smart bio-
functions in articial pressure sensors will enrich various
electronic applications, such as health monitoring, electronic
skin, and robotic control.4,15–19

A lot of articial pressure sensors based on various princi-
ples have been well developed, including capacitive, magnetic,
piezoresistive, and piezoelectric effects.12,17,20–26 Recently, owing
to the simple device architecture and low energy cost, capacitive
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pressure sensors have drawn increasing attention for con-
structing tactile sensory systems and electronic skin.10–12 Elastic
dielectric materials are widely used as sensing elements in
capacitive pressure sensors due to their deformability under
mechanical forces.27–29 Lowering the Young's modulus of
dielectric materials and engineering a micro-to-milli structure
on the dielectric layers have been proved as effective strategies
to improve the sensitivity and the limit of detection (LOD).
These modications enhance the deformability of the dielectric
layer; however, they lead to inevitable sacrice of the detection
range.9–11,30 Therefore, to emulate the tactile sensing ability of
the human skin, balancing sensitivity and the sensing range in
articial pressure sensors is still a tough challenge to overcome.

By introducing different structural designs during
manufacturing, the performance parameters of pressure
sensors including sensitivity and the sensing range can be
tuned to adapt to different working environments.13,18,31

However, once a pressure sensor is fabricated, it will usually
exhibit unalterable sensing parameters due to the xed struc-
ture and Young's modulus of the dielectric material.10,29

Therefore, we suppose that using a material with a tunable
modulus as the dielectric layer would be able to modulate the
sensitivity and sensing range of the pressure sensor.32,33 In this
work, we design a phase-change-gel (PC-gel)-based pressure
sensor with tunable operating modes that can realize high
sensitivity and a broad sensing range in one pressure sensor
(Fig. 1b). The PC-gel undergoes phase change between two solid
states at room temperature, a so state with a Young's modulus
This journal is © The Royal Society of Chemistry 2021
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Fig. 1 Schematic illustration of a biological sensory feedback system and an artificial tactile feedback system. (a) Schematic diagram of signal
transmitting in the human body during object handling. (b) An artificial tactile feedback system consists of a pressure sensor, robotic hand, and
controlling system. The PC-gel-based pressure sensor can switch between two operating modes owing to the phase change of the PC-gel. In
Mode I, the pressure sensor with the PC-gel in the soft state exhibits high sensitivity, guiding the robotic gripper to adaptively grasp soft objects.
In Mode II, the pressure sensor with the PC-gel in the rigid state presents relatively low sensitivity but a broad sensing range, endowing the
robotic gripper with the capability of grasping hard objects.
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of 300 kPa and a rigid state with 342 MPa. With dramatic
changes in deformability of the dielectric layer, the sensor can
switch between two operating modes. In Mode I, the pressure
sensor with the so dielectric layer is able to sense force as low
as 2 Pa and exhibits a high sensitivity of 21 kPa�1 with a high
signal-to-noise ratio. In Mode II, low deformability of the rigid
dielectric layer endows the device with relatively low sensitivity
but a broad sensing range (up to 350 kPa). Moreover, we inte-
grated the pressure sensor on a robotic gripper to form an
articial tactile feedback system. By real-time monitoring the
tactile signals, the system can change operating modes and
adjust the grasping forces to accommodate the stiffness of the
target objects, no matter hard or so.
Materials and methods
Chemicals and materials

Acrylamide (AAm, 99%) for use as the monomer and poly(-
ethylene glycol)diacrylate (PEGDA, Mw z 1000) for use as the
chemical crosslinker were purchased from Aladdin Chemistry
Co., China. 1-Hydroxycyclohexyl phenyl ketone for use as the
photo-initiator (photo-initiator, Irg.2959), calcium chloride
hexahydrate (CaCl2$6H2O), and strontium chloride hexahydrate
(SrCl2$6H2O) were purchased from Shanghai Macklin
Biochemical Co., Ltd. A SYLGARD®184 silicone elastomer kit
This journal is © The Royal Society of Chemistry 2021
(PDMS) was purchased from Dow Corning (USA). The indium
doped tin oxide coated PET lm (ITO/PET lm, 5–7 U sq�1) was
purchased from Zhuhai Kaivo Optoelectronic Technology Co.,
Ltd. All the chemicals were used as received without further
treatments.
Characterization

The X-ray diffraction (XRD) patterns of gels were monitored
directly without any treatment by utilizing the Cu Kb X-ray beam
on a Smartlab 3kw (Rikagu, Japan). The scanning rate was xed
at 8� min�1 and the scanning scope of 2q was from 10� to 80�.
Mechanical testing was performed with a universal tester
(INSTRON model 3344) at a cross-head speed of 10 mm min�1.
The cyclic experiment was performed using a TMS-Pro texture
analyzer (Food Technology Corporation). A scanning electron
microscope (SEM, SU3500, Hitachi) was employed to observe
the cross-sectional images. The scanning electron microscopy
(SEM) image of the so gel processed by solvent displacement
was taken on a Carl Zeiss G300 FE-SEM System.
Preparation of the PDMS mold

PDMS solution was prepared by adequately stirring the PDMS
base and curing agent (Sylgard 184, Dow Corning) in a mass
ratio of 10 : 1. Then, the mixture was put in a vacuum chamber
J. Mater. Chem. A, 2021, 9, 19914–19921 | 19915
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to degas air bubbles. Finally, the mixture was poured into the
pyramidal mold, and cured at 80 �C for 2 hours (Fig. S1†).
Synthesis of the phase-change gel

Polymer precursors were prepared by mixing CaCl2$6H2O, the
AAm monomer, PEGDA and the photo-initiator at 95 �C. Once
the polymer precursors were homogeneous and clear, the above
solution was quickly transferred to the PDMS mold and cured
by irradiating with an ultraviolet light source (365 nm, LED
oodlight) at a 10 cm distance for 90 s (440 mW cm�2) under
room conditions. Samples were then cooled to room tempera-
ture before use (Fig. S1 and S2†).
Fabrication and testing of the pressure sensor

The ITO/PET lm was used as the top and bottom electrodes,
and the micropatterned PC-gel was used as the dielectric layer
between ITO/PET lms. The capacitance was monitored using
a LCR meter (E4980, Keysight Technologies) at 10 kHz under 1
V.
Fig. 2 Characteristics and mechanical properties of the phase-change g
process. The PC-gel in the rigid state with a cross-sectional diameter of 4
or bend without breaking. (b) XRD spectrum of the PC-gel in soft and r
compression of a PAAm gel, and PC-gel in soft and rigid states. (e) Young
to strain figure of a PC-gel in the soft state with different reversible strai
states.

19916 | J. Mater. Chem. A, 2021, 9, 19914–19921
Results and discussion
Phase-change gel based on calcium chloride

We employed polyacrylamide and calcium chloride hexahydrate
(CaCl2$6H2O), one of the typical phase-change materials, to
synthesize the PC-gel (Fig. S2†). The calcium chloride hexahy-
drate switches between solid and liquid states at the phase-
change temperature (29 �C).34 Incorporating such a phase-
change material into polyacrylamide endows the resulting gel
with the ability to switch between rigid and so states (Fig. 2a).
Due to the supercooling effect, the PC-gel switches to a rigid
state below 11 �C. Therefore, a small amount (1% w/v) of
SrCl2$6H2O was employed as a nucleation agent to increase the
phase-change temperature to the range of room temperature
(above 17 �C) (Fig. 2b). The X-ray diffraction (XRD) spectrum of
the PC-gel in the rigid state matches well with the characteristic
peak of CaCl2$6H2O (No. 02-0298), proving that the formation of
CaCl2$6H2O crystals results in the phase change of the PC-gel
(Fig. 2c). Besides, the PC-gel in the rigid state was measured
with SEM (Fig. S3†); the particle-like CaCl2$6H2O crystals
el. (a) Schematic of components in the PC-gel and the phase change
.6mmcan hold a weight of 500 g, and that in the soft state can tie knots
igid states. (c) Phase-change temperatures of a PC-gel. (d) The elastic
's modulus of the PAAm gel, PC-gel in soft and rigid states. (f) The stress
n changes. (g) Switching properties of a PC-gel between soft and rigid

This journal is © The Royal Society of Chemistry 2021

https://doi.org/10.1039/d1ta02791c


Paper Journal of Materials Chemistry A

Pu
bl

is
he

d 
on

 0
3 

Ju
ne

 2
02

1.
 D

ow
nl

oa
de

d 
on

 1
2/

1/
20

25
 1

1:
15

:1
9 

A
M

. 
View Article Online
aggregated in the polymer networks, wherein the ake size was
roughly 1 mm. The characteristic peak disappeared aer
exposing it to a temperature exceeding 29 �C, indicating that the
melt of CaCl2$6H2O crystals makes the PC-gel phase to change
to the so state.

The prepared PC-gel in the rigid state exhibited high
compressive strength and can sustain a load of 500 g without
any deformation (Fig. 2a). In contrast, the PC-gel in the so
state undergoes various deformations like knotting and
bending without any damage (Fig. 2a). Besides, the PC-gel in the
rigid state became highly stiff (342 MPa), and exhibited extreme
strength (110 MPa) at 90% strain (Fig. 2d and e). Gradual
loading-unloading tests with various strains were performed to
evaluate energy dissipation of a sample. For the PC-gel in the
so state, the negligible hysteresis loops (Fig. 2f), indiscernible
residual deformation and the overlapping contour of the cor-
responding stress–time curves showed that there was almost no
internal fracture of the network under deformation.

In contrast, the PC-gel in the rigid state exhibited
pronounced mechanical hysteresis under large strains
(Fig. S4a†), indicating that the lled CaCl2$6H2O crystal
crushed. However, successive cyclic compression tests with
a xed strain (1% strain) showed a well consistency for stress
(Fig. S4b†), indicating that the PC-gel in the rigid state has
certain elasticity under small strains. All of these results prove
that incorporating crystals into a polymer network is a facile
process to prepare a tough and stiff gel. Moreover, the PC-gel
can steadily switch between the rigid state and so state by
tuning the temperature between 10 �C and 30 �C (Fig. 2g).
PC-gel based pressure sensor

By using a template method, we engineered an array of pyra-
midal structures on the surface of a thin PC-gel lm (Fig. S1†).
Due to the polymerization of acrylamide when mixing it with
CaCl2$6H2O at 95 �C during gel synthesis, the molding process
in the template should be completed as fast as possible (less
than 30 s), and the size of the pattern on the template should
not to be smaller than 1 mm for reducing the defects. For
assembling the PC-gel-based pressure sensor, the fabricated
pyramidal PC-gel lm was sandwiched between two layers of
exible ITO/PET electrodes (Fig. 3a).

The sensing characteristic of the PC-gel-based pressure
sensor is closely related to the gel states. To achieve a fast switch
between the gel states, we used a thermoelectric cooler (TEC) to
adjust the temperature around the sample to test the PC-gel in
the so state (�30 �C) and rigid state (�10 �C). In Mode I, the
capacitance change of the device (DC/C0) increased linearly with
the applied pressure, presenting a high sensitivity up to 21
kPa�1 (Fig. 3b and S5†) and exceeding many capacitive pressure
sensors based on hydrogels (Table S1†). The high sensitivity can
be attributed to the excellent deformability of the PC-gel in the
so state, which showed an obvious change of the contacting
area under loadings (Fig. 3c and S6†). Moreover, due to the
formation of an electrical double layer (EDL), the initial
capacitance (C0) and a capacitive sensitivity in Mode I were
measured and calculated to be 5.8 nF and 1.16 nF kPa�1.12
This journal is © The Royal Society of Chemistry 2021
These two values were thousands of times higher than those in
Mode II (3 pF, 0.01 pF kPa�1), resulting in a high signal-to-noise
ratio (Fig. 3a).11 When high pressure (above 40 kPa) was applied
to the device in Mode I, the pyramidal gel with good deform-
ability would be totally squashed and lose its sensing ability
(Fig. 3c and S6†). In Mode II, the PC-gel in the rigid state with
a high Young's modulus displayed tiny shape changes (<1.5%)
under applied pressure in the sensing range, making the sensor
to show a relatively low sensitivity of 0.42 kPa�1 (Fig. 3c and d).
However, the sensing range in Mode II was much broader than
that in Mode I, which reached 350 kPa (Fig. 3d). Higher pressure
applied to the pressure sensor in Mode II would cause irre-
versible shape changes on the pyramidal structure and the loss
of sensing performance, which can be recovered aer phase
change (Fig. 2g and S7†).

To compare the sensing properties of our sensors in Mode I
and Mode II, we collected the real-time monitored signals
(Fig. 3d). In the weak pressure range (0–400 Pa), the pressure
sensor in Mode I shows a low detection limit and distinguishes
different weak pressures with a high signal-to-noise ratio, which
can be attributed to the electrical double layer. For Model II, the
device generated obvious noise in a low pressure range, and
cannot present valid sensing signals up to the loading pressure
of 0.4 kPa. In a high pressure range (4–160 kPa), the pressure
sensor in Mode I reached its limit at the pressure of 40 kPa,
while the sensor in Mode II exhibited a reliable sensing ability.

Themechanical stability of the pressure sensor in twomodes
was investigated by repeatedly subjecting it to loadings of 5.5
kPa and 100 kPa for 500 cycles. The sensing performance of the
device remained stable during the cycling test (Fig. S8†). The
response time of the PC-gel-based pressure sensor was tested by
loading and unloading a 50 g weight on its surface. The device
showed a fast response time of hundreds of milliseconds in
Mode I and Mode II (Fig. S9†), respectively. It is worth noting
that the shape change of the rigid PC-gel in Mode II under
applied loadings within the working range is quite small
(<1.5%), which is not affected by the mechanical hysteresis and
endows the device with good repetitive response capability
(Fig. S4b and S8b†). Furthermore, the change of the water
amount under ambient conditions is a serious problem for any
electric devices based on hydrogels. In our case, an unsealed
sensor shows unstable sensing properties and low operability
because of absorbing water (Fig. S10†). To solve this problem,
the PC-gel-based pressure sensor is encapsulated with a thin PE
lm and can maintain reliable sensing properties for at least
one week (Fig. S10 and S11†).
Articial tactile feedback system

Robotic hands that mimic human hands to grasp a hard or so
object have wide application in modern industry. However, they
face a great challenge in modulating sensitivity or the sensing
range for adaptively grasping. Here, by attaching the PC-gel-
based pressure sensor on a robotic gripper, we realized an
articial tactile feedback system that can exhibit adaptive
grasping strategies in response to the tactile feedback (Fig. 4a).
During the process of grasping objects, the grasping force read
J. Mater. Chem. A, 2021, 9, 19914–19921 | 19917
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Fig. 3 Sensing properties of the PC-gel-based pressure sensor. (a) The device architecture of the PC-gel-based pressure sensor and the sensing
principles of Mode I and Mode II. (b) Figure of relative change of capacitance to pressure of the PC-gel-based pressure sensor in Mode I and
Mode II. (c) Deformability of PC-gel layers in the pressure sensor under applied pressure (scale bar: 2 mm). (d) Real-time monitoring of sensing
signals in a low and high pressure range.
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by the pressure sensor was real-time monitored using an
analyzer, which emulated the somatosensation of touch during
object handling by human hands. When the signal reached the
pre-set threshold, the robotic hand was controlled to li and
move the object by a robot controller (Fig. 4a). The analysis of
the tactile signals and the commands generated for controlling
the robotic hands were accomplished by Python programming.

Based on the articial tactile feedback system, the robotic
hand can autonomously adjust the grasping force for handling
objects. With the help of the high sensitivity PC-gel-based
pressure sensor in Mode I, the robotic hand presented the
capability to grasp fragile and so objects (Fig. 4 and S12†).
Firstly, the values of the capacitance threshold corresponding to
19918 | J. Mater. Chem. A, 2021, 9, 19914–19921
the texture of the object were pre-set in the program. Secondly,
during the grasping process, the gripper kept closing and
applied force on the target object, while the tactile signal was
real-time monitored and compared with the threshold. Finally,
when the signal was above the threshold or reached the sensing
limit of the pressure sensor, the robotic gripper would stop
closing and li the object up.

For the operation of grasping a cotton ball (Fig. 4b) in Mode
I, before the robotic gripper coming into contact with the
surface of the cotton ball, the capacitance read by the PC-gel-
based pressure sensor showed stable signals without obvious
changes. Aer coming into contact with the surface, the signal
gradually increased as the gripper kept closing. As it reached the
This journal is © The Royal Society of Chemistry 2021
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Fig. 4 The artificial tactile feedback system for adaptive grasping. (a) Photographs of the fully assembled artificial tactile feedback system with
a PC-gel based pressure sensor, a robotic hand and a control panel. (b) Capacitance response during grasping a cotton ball, and the photographs
of grasping a piece of tofu and a naked egg by an artificial tactile feedback system (c). (d) The artificial tactile feedback system in Mode I
successfully grasped a soft cotton toy, while it failed to grasp a robust steel weight that was beyond the sensing range of the pressure sensor in
Mode I. The artificial tactile feedback system in Mode II can grasp a hard and heavy weight. However, it was not able to read the grasping force
during grasping the soft cotton toy and squashed it.
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pre-set threshold, the robotic gripper successfully lied the ball
up. Other fragile and light objects, such as a piece of Tofu and
a naked egg, were also grasped by our articial tactile feedback
system without causing any damage (Fig. 4c and S12†).

Two operating modes with complementary parameters,
including high sensitivity and a broad sensing range, endow the
articial tactile feedback system with the capability of adap-
tively grasping objects with various degree of soness. We used
a panda toy made of cotton as the target object, which was only
about 400 mg in weight. The tactile feedback system in Mode I
was able to sense the subtle grasping force and pick the toy up
without causing any damage, while the robotic hand in Mode II
would squash the toy totally. In contrast, for a hard object, such
as a steel weight of 500 g, the robotic hand in Mode II clearly
sensed the grasping force and successfully lied it up.
This journal is © The Royal Society of Chemistry 2021
Meanwhile, the articial tactile feedback system in Mode I
failed to grasp the steel weight due to the grasping force beyond
its the sensing range (ESI Video,† Fig. 4d). Compared with
a conventional pressure sensor with a xed operating mode, the
PC-gel-based pressure sensor presented reliable sensing prop-
erties of high sensitivity and a broad sensing range with
remarkable adaptivity, which makes it suitable to serve as
a versatile sensing device in different applications.
Conclusion

Herein, we designed a pressure sensor with adjustable switch
between high sensitivity and a wide detection range. A pyra-
midal PC-gel lm with phase transition ability acts as an active
layer in this sensor. We investigated the mechanical
J. Mater. Chem. A, 2021, 9, 19914–19921 | 19919
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performance of the PC-gel at different temperatures, which
exhibits a compressive modulus of 300 kPa in the so state and
a more than 600 times higher modulus in the rigid state. As
a result, the PC-gel based pressure sensor shied from low
sensitivity to high sensitivity due to the difference in compres-
sive ability. By integrating the pressure sensor on a robotic
gripper, we can modulate the grabbing motion by real-time
reading the pressure feedback. According to the compliance
and modulus of target objects, the robotic gripper can be
adjusted to grab a so and light object in high sensitivity mode,
or a hard and heavy object in low sensitivity mode. This work
will provide a potential and innovative strategy for the design of
so robotics and electronic skin with tunable ability.
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