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Pyrolyzed chitin nanofiber paper as a three-
dimensional porous and defective nanocarbon
for photosensing and energy storage†

Luting Zhu, Yintong Huang, Yoshitaka Morishita, Kojiro Uetani, Masaya Nogi
and Hirotaka Koga *

The design of the three-dimensional (3D) porous and defective molecular structure of nanocarbons can

potentially enhance their functionalities for advanced electronic applications by providing a large

working volume, rapid transport of electrolytes and reactants, and active sites for electrochemical

reactions. Here, we report successful fabrication of 3D porous and defective nanocarbons by direct

pyrolysis of crab shell-derived chitin nanofiber paper. The pyrolyzed chitin nanofiber paper has tunable

electrical resistivity (1013 to 10�2 O cm), 3D porous structures with layered nanofiber networks, and

defective nitrogen-doped carbon molecular structures. The pyrolyzed chitin nanofiber paper shows

good performance as a photosensor and an energy-storage supercapacitor electrode, proving that the

tailored 3D porous and defective carbon structures play key roles in the drastic improvement of the

performance. This pioneering approach can be used for fabrication of chitin nanofiber-derived

nanocarbons with excellent multiple functions for future sustainable electronics.

Introduction

Recent years have seen remarkable progress in tailoring of the
porous and molecular structures of nanocarbons to enhance
their functionalities for advanced electronic applications. In
particular, nanocarbons with three-dimensional (3D) porous
structures have received increasing interest as promising electronic
nanomaterials owing to their many advantages, such as high

electrical conductivity, large working volume, multiplexed con-
duction networks, and rapid transport of electrolytes and
reactants.1,2 Furthermore, defective carbon molecular structures,
such as disordered graphitic edges, in-plane vacancies, and
doped heteroatoms, have been introduced into 3D porous nano-
carbons to tailor their electronic properties and produce more
active sites for electrochemical reactions.3 The resulting 3D
porous and defective nanocarbons have shown great promise
in a wide range of applications, such as sensing,4,5 electrocatalysis6,7

and energy storage.8,9

The 3D porous nanocarbons have been prepared by pyrolyzing
various precursors, including synthetic polymer-based electrospun
nanofiber networks and biomass.10,11 To introduce defective
carbon molecular structures, doping of heteroatoms, such as
nitrogen (N), into the 3D porous nanocarbons has proved to be
an efficient method.12 The N-doped 3D porous nanocarbons have
frequently been obtained by post-treatment with synthetic
reagents such as ammonia13,14 and amines.15 Thus, the conven-
tional preparation technique for 3D porous and defective nano-
carbons frequently requires a complicated process. From the
viewpoint of sustainable development, it is desirable to prepare
3D porous and defective nanocarbons from biomass-derived
precursors by a facile process without post-treatment.

Among the variety of biomass resources, chitin (b-(1–4)-linked
2-acetamido-2-deoxy-D-glucopyranose), which mainly originates
from marine creatures such as shrimps and crabs,16 is one of
the most abundant and renewable biopolymers on earth.17
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Chitin intrinsically contains a considerable amount of N
(B6.9 wt%) derived from its N-acetyl groups, providing the
opportunity to dope N atoms to produce defective carbon
molecular structures. There are previous reports concerning
the preparation of N-doped defective nanocarbons by pyrolyzing
chitin.18–21 While 3D porous nanostructures have been also
introduced into the pyrolyzed chitin, the previous method essen-
tially required the post-treatment, such as the removal of a silica
template18 and the activation by potassium hydroxide and the
following washing with hydrochloric acid.21 Chitin can be extracted
as high aspect-ratio nanofibers with nanoscale widths and micro-
scale lengths by chemical and/or physical methods.22,23 If the
layered chitin nanofiber networks could be tailored to the 3D porous
structure, they could be an ideal precursor to prepare 3D porous
nanocarbons. Thus, simple pyrolysis of tailored chitin nanofiber-
network structures could be a facile and promising way to prepare
3D porous and defective nanocarbons. There are a few reports about
pyrolysis of chitin nanofiber materials.24,25 However, their electrical
properties have been insufficiently investigated. In other words,
there has been limited progress in exploring the electrical
properties and functions of chitin nanofiber-derived carbon
materials to expand their device applications.

Here, we report pyrolyzed chitin nanofiber paper as a 3D
porous and defective nanocarbon with multiple functions for
electronic applications. Chitin nanofibers were first fabricated
into a paper with tailored porous structures derived from the
layered nanofiber networks, and the paper was then simply
pyrolyzed. The 3D porous nanostructures, defective carbon struc-
tures, and electrical resistivities of the pyrolyzed chitin nanofiber
papers were evaluated. The potential applicability of the pyrolyzed
chitin nanofiber papers for photosensing and energy storage was
also investigated, while discussing the positive effect of their 3D
porous nanostructures and defective carbon molecular structures.

Experimental section
Materials

An aqueous suspension of chitin nanofibers (BiNFi-s chitin, raw
material: crabs) was purchased from Sugino Machine Ltd, Toyama,
Japan. The reagents t-butyl alcohol and potassium hydroxide were
purchased from Nacalai Tesque, Inc., Kyoto, Japan.

Preparation of the chitin nanofiber papers

First, an aqueous suspension of chitin nanofibers (0.2 wt%,
200 mL) was dewatered on a membrane filter (H020A090C,
hydrophilic polytetrafluoroethylene membrane, 0.2 mm pore
diameter, Advantec Toyo Kaisha, Ltd, Tokyo, Japan) under
vacuum filtration (KST-47, Advantec Toyo Kaisha, Ltd, Tokyo,
Japan). Next, 200 mL of t-butyl alcohol was slowly poured onto
the wet sheet followed by suction filtration. The resulting sheet
was then peeled off from the membrane filter and immersed in
liquid nitrogen for 1 min, followed by freeze drying (EYELA
FDU-2200, Tokyo Rikakikai Co., Ltd, Tokyo, Japan) to prepare
the chitin nanofiber paper. The chitin nanofiber paper without
t-butyl alcohol treatment was prepared by hot-press drying at

1 MPa and 110 1C for 20 min (AYSR-5, Shinto Metal Industries,
Ltd., Osaka, Japan), or by freeze drying.

Pyrolysis of the chitin nanofiber papers

The chitin nanofiber paper was cut into square pieces (1.5 cm�
1.5 cm) and pyrolyzed at different temperatures (300, 500, 700,
900, and 1100 1C) for 1 h in N2 gas (KDF75, Denken-Highdental
Co., Ltd, Kyoto, Japan). The heating and cooling speeds were set
to 2 1C min�1, and the N2 flux was set to 0.5 L min�1.

Evaluation of the photosensing performance

The photosensing performance was measured by a precision
source/measure unit (B2902A, Keysight Technologies, California,
USA). The pyrolyzed chitin nanofiber paper was placed on a glass
slide and covered with two copper plates for current detection,
followed by simulated solar light irradiation on the paper. The
light was provided by a 300 W xenon lamp with controlled light
intensity (HAL-320W, Asahi Spectra Co. Ltd, Tokyo, Japan). The
time–current curve was obtained under voltage of 5 V. An
infrared camera (FLIR ETS320, FLIR Systems Inc., Tokyo, Japan)
was used to monitor the surface temperature of the pyrolyzed
chitin nanofiber paper.

Evaluation of the capacitive properties as supercapacitor
electrodes

The supercapacitor electrode performance was evaluated with an
electrochemical workstation (ModuLab XM, Solartron Analytical-
AMETEK Advanced Measurement Technology Inc., Berkshire,
UK). In the three-electrode system, the pyrolyzed chitin nanofiber
paper (ca. 3–5 mg) was directly used as the working electrode,
which was covered by nickel foam for connection to the electro-
chemical workstation. A platinum wire was used as the counter
electrode, Hg/HgO electrode was used as the reference electrode,
and 6 M KOH aqueous solution was used as the liquid electrolyte.
The galvanostatic cycling test was performed at different current
densities from 0.5 to 10 A g�1. Cyclic voltammetry (CV) was
performed at a scan rate of 10 mV s�1. The EIS measurements
were performed with a 5 mV amplitude in the frequency range
0.1–100 kHz. The gravimetric capacitance (C, F g�1) for a single
electrode was calculated by the following equation:

C = IDt/(mDV) (1)

where I is charge/discharge current (A), Dt is discharge time (s),
m is mass of pyrolyzed chitin nanofiber paper as a working
electrode, and DV is voltage change excluding the internal
resistance drop during the discharge process (calculated from
charge/discharge curves). The coulombic efficiency (Z, %) was
calculated by the following equation:

Z = tD/tC � 100% (2)

where Z is coulombic efficiency (%), tD is discharge duration
time (s), and tC is charge duration time (s).

Characterization

The surface and cross-section observations were performed
with field-emission scanning electron microscope (FE-SEM) at
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an accelerate voltage of 2 kV (SU-8020, Hitachi High-Tech
Science Corp., Tokyo, Japan). Platinum sputtering of the original
and pyrolyzed chitin nanofiber paper was performed before
FE-SEM observation. The electrical resistivity values of the original
chitin nanofiber paper and chitin nanofiber papers pyrolyzed at
300 and 500 1C were measured using a resistivity meter with a
ring-type probe (Hiresta-UX, MCP-HT800, Mitsubishi Chemical
Analytech Co., Ltd, Tokyo, Japan). The electrical resistivity values
of the chitin nanofiber papers pyrolyzed at 700, 900, and 1100 1C
were measured with a four-probe resistivity meter (Loresta-GP,
MCP-T610, Mitsubishi Chemical Analytech Co., Ltd, Tokyo,
Japan). The X-ray photoelectron spectra (XPS) were recorded with
a JPS-9010 photoelectron spectrometer (JEOL Ltd, Tokyo, Japan),
using monochromatic Al Ka (1486.6 eV) radiation as the excitation
source. The X-ray diffraction (XRD) patterns were recorded with an
Ultima IV X-ray diffractometer (Rigaku Corp., Tokyo, Japan) using
Ni-filtered Cu Ka radiation (1.5418 Å) and a scanning angle (2y)
range of 51–801 at 30 kV and 40 mA. The Raman spectra were
recorded with a laser wavelength of 532 nm (RAMAN-touch VIS-
NIR-OUN, Nanophoton Corp., Osaka, Japan). The nitrogen physi-
sorption measurements were performed at 77 K with a surface
area and pore size analyzer (NOVA 4200e, Quantachrome Instru-
ments, Kanagawa, Japan). Brunauer–Emmett–Teller (BET) analysis
was performed for relative vapor pressures of 0.01–0.3. Elemental
analysis was performed with an organic trace element analysis
device (JM10, J-Science Lab Co., Ltd, Kyoto, Japan). The UV-vis
spectra were recorded with a UV-vis-NIR spectrophotometer
(UV-3600 Plus, Shimadzu Corp., Kyoto, Japan).

Results and discussion
3D porous nanostructures of the pyrolyzed chitin nanofiber
papers

Preparation and pyrolysis of the chitin nanofiber paper were
performed by the sequential procedures shown in Fig. 1. In brief,
an aqueous dispersion of chitin nanofibers was dewatered by

vacuum filtration, followed by solvent exchange with t-butyl
alcohol, freeze drying, and then pyrolysis at different tempera-
tures. The original chitin nanofiber paper shrank by pyrolysis.
While the original chitin nanofiber paper was flexible, the
pyrolyzed chitin nanofiber paper was somewhat brittle. However,
the pyrolyzed chitin nanofiber paper was free-standing to enable
easy handling for evaluation and applications (Fig. 2a, see also
Fig. S1, ESI†). To generate 3D porous nanostructures in the
pyrolyzed chitin nanofiber papers, we investigated freeze drying
with t-butyl alcohol treatment before pyrolysis. In the presence of
water, the chitin nanofibers inevitably aggregated during the
drying process owing to the high surface tension of water,
leading to difficulty in making porous structures (Fig. S2, ESI†).
However, freeze drying with t-butyl alcohol treatment suppressed
aggregation of the chitin nanofibers owing to the low surface
tension of t-butyl alcohol.26,27 The resulting chitin nanofiber
paper contained porous nanofiber networks and layered struc-
tures, leading to 3D porous nanostructures with thickness of
ca. 355 mm (Fig. 2b and c). The chitin nanofiber paper could
maintain such unique nanostructures even after pyrolysis
(Fig. 2d–i). The chitin nanofiber paper pyrolyzed at 1100 1C
possessed 3D porous nanostructures with thickness of ca.
135 mm. To further evaluate the existence of nanoscale pores
within the pyrolyzed chitin nanofibers, the pyrolyzed chitin
nanofiber papers were subjected to N2 adsorption analysis. The
N2 adsorption and desorption isotherms of the pyrolyzed chitin
nanofiber papers showed rapidly increasing N2 adsorption at low
relative pressure and a hysteresis loop at high relative pressure,
indicating the existence of micropores (o2 nm, typical character
of a type I isotherm) and mesopores (2–50 nm, typical character of
a type IV isotherm), respectively (Fig. 2j).28 While mesopores were
observed even in the original chitin nanofiber paper, the micro-
pores were confirmed upon pyrolysis (Fig. 2k). These results
suggested that the micropores formed within the chitin nanofi-
bers by the progress of pyrolysis. The micropore volume and
concomitant specific surface area increased with increasing pyr-
olysis temperatures until 900 1C (328, 401, 719, and 923 m2 g�1 at

Fig. 1 Schematic illustration of preparation of the pyrolyzed chitin nanofiber paper.
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pyrolysis temperatures of 300, 500, 700, and 900 1C, respectively)
(Fig. 2l). However, they decreased at a pyrolysis temperature of
1100 1C, possibly because of gradual closing of the micropores at
very high pyrolysis temperatures.29 Thus, the pyrolyzed chitin nano-
fiber papers with tailored nanofiber networks possessed 3D porous
nanostructures, as well as micropores within the nanofibers.

Defective carbon molecular structures of the pyrolyzed chitin
nanofiber papers

The molecular structures of the pyrolyzed chitin nanofiber papers
were then evaluated (Fig. 3). From the Raman spectrometry results
(Fig. 3a), the G band at ca. 1580 cm�1 was confirmed at pyrolysis
temperatures above 500 1C, indicating formation of graphitic
carbon structures upon pyrolysis of the chitin nanofiber paper.30

The appearance of the D band at ca. 1340 cm�1 suggested that

there were also defective carbon structures, such as disordered
graphitic edges and in-plane imperfections, in the pyrolyzed chitin
nanofiber papers.30 Then, the intensity ratio between the D and G
band peaks (ID/IG) increased with increasing pyrolysis tempera-
ture. From the results of XRD analyses, the graphitic carbon
structures were gradually grown upon pyrolysis of the chitin
nanofiber paper (see Fig. S3, ESI†). Considering these results
together with the previous report,31 it was suggested that the
number and size of the graphitic carbon structures, which were
still separated by defective regions, were increased in the chitin
nanofiber paper upon the progress of pyrolysis.

To elucidate the defective carbon structures, elemental and
XPS analyses were then performed. Elemental analysis suggested
that the pyrolyzed chitin nanofiber paper contained carbon (C),
oxygen (O), hydrogen (H), and N. The C content in the pyrolyzed

Fig. 2 3D porous nanostructures of the pyrolyzed chitin nanofiber papers. (a) Optical and (b–i) surface and cross-section FE-SEM images of (b and c) the
original chitin nanofiber paper and the chitin nanofiber papers pyrolyzed at (d and e) 700, (f and g) 900, and (h and i) 1100 1C. (j) N2 adsorption and
desorption isotherms, (k) pore size distribution curves, and (l) specific surface areas of the original chitin nanofiber paper and the chitin nanofiber papers
pyrolyzed at different temperatures.
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chitin nanofiber paper increased to ca. 90% with increasing
pyrolysis temperature, indicating that O, H, and N were gradually
removed from the chitin nanofibers upon the progress of
pyrolysis (Fig. 3b). The N content increased from that of the
original chitin nanofibers (6.43 wt%) as the pyrolysis tempera-
ture increased to 500 1C (6.83 and 8.02 wt% at 300 and 500 1C,
respectively), and decreased at higher pyrolysis temperatures
(5.74, 2.53, and 1.47 wt% at 700, 900, and 1100 1C, respectively).
The XPS spectrum of the chitin nanofiber paper pyrolyzed at
700 1C indicated the existence of C, O and N elements with
typical peaks at B285, B532, and B399 eV, respectively
(Fig. 3c).14 The N 1s spectrum (Fig. 3d) can be deconvoluted
into three peaks: pyrrolic N (N-5, 399.8 eV), pyridinic N (N-6,
398.4 eV), and graphitic N (N-Q, 401.0 eV).32,33 Among the three
types of N, pyridinic N and pyrrolic N were dominant. Moreover,
the O 1s spectrum can be deconvoluted into two peaks: CQO
(532.2 eV) and C–O (533.5 eV) (Fig. 3e).21 These results suggested
that the chitin nanofiber paper pyrolyzed at 700 1C contained
N,O-doping in the graphitic carbon structures shown in Fig. 3f.

At pyrolysis temperatures above 900 1C, the N 1s spectrum could
hardly be detected for the pyrolyzed chitin nanofiber papers
(Fig. S4, ESI†), which was consistent with the results of elemental
analysis (Fig. 3b), indicating removal of N upon the progress of
pyrolysis.

Based on these results, the pyrolyzed chitin nanofiber paper
possessed both graphitic carbon structures and defective
carbon molecular structures, such as N-doped carbons and
O-containing functional groups, although such carbon molecular
structures changed by the pyrolysis temperature. Thus, facile
fabrication of 3D porous and defective nanocarbons was success-
fully demonstrated by simple pyrolysis of chitin nanofiber paper
with tailored nanofiber networks.

Electrical resistivities of the pyrolyzed chitin nanofiber papers

The electrical resistivity of the chitin nanofiber paper dramatically
changed upon pyrolysis (Fig. 4). The original chitin nanofiber paper
showed very high electrical resistivity of ca. 7.34 � 1014 O cm. The
electrical resistivity gradually decreased from ca. 1014 to 10�2 O cm

Fig. 3 Defective carbon structures of the pyrolyzed chitin nanofiber papers. (a) Raman spectra and (b) element contents of the original and pyrolyzed
chitin nanofiber papers. (c) Wide XPS spectrum, (d) N 1s XPS spectrum, (e) O 1s XPS spectrum, and (f) putative carbon molecular structures of the chitin
nanofiber paper pyrolyzed at 700 1C.
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with increasing pyrolysis temperature, that is, the electrical resis-
tivity could be tuned from the insulator level to the semiconductor
or even quasiconductor level by controlling the pyrolysis tempera-
ture (see also Fig. S5, ESI†). The gradual decrease of the electrical
resistivity was possibly because of removal of N, O, and H (Fig. 3b)
and growth of electrically conductive graphitic carbon structures
(sp2-hybridized carbon domains) within the pyrolyzed chitin nano-
fibers (see Fig. S3, ESI†). Owing to such widely tunable electrical
resistivity in combination with 3D porous and defective carbon
structures, the pyrolyzed chitin nanofiber papers show promise for
a variety of electronic applications.

Application as a photosensor

The promising applications of the pyrolyzed chitin nanofiber
papers in electronics were explored. Then, we found that the
pyrolyzed chitin nanofiber paper possesses photosensing perfor-
mances (Fig. 5). The change in the electrical resistance of the
pyrolyzed chitin nanofiber paper upon exposure to simulated
solar light (light intensity of 1 sun (0.1 W cm�2)) was measured
(Fig. 5a). For the chitin nanofiber papers pyrolyzed at low
temperatures (300 and 500 1C), the electrical resistance could
not be measured owing to their highly insulating properties and
the detection limit of the apparatus used for evaluation of the
photosensing performance. The change in the electrical resistance
of the chitin nanofiber papers pyrolyzed at 700, 900, and 1100 1C
was detected, and their resistance values rapidly decreased upon
solar light irradiation for 2 s (Fig. 5b). Thus, these pyrolyzed chitin
nanofiber papers successfully acted as photosensors. It was then
also confirmed that the temperature of the pyrolyzed chitin
nanofiber paper increased upon solar light irradiation owing to
the photothermal heating phenomenon (Fig. 5c and d), in which
the defective carbon molecular structures could promote excited
electron relaxation through predominantly nonradiative transi-
tions, thus releasing energy as heat.34,35 Therefore, the photo-
sensing performance of the pyrolyzed chitin nanofiber papers
would be derived from their temperature increase upon light
irradiation. The temperature increase could enhance the carrier
transport in the pyrolyzed chitin nanofiber papers with
semiconductor-level electrical properties. It should be noted that

the chitin nanofiber paper pyrolyzed at 700 1C showed the largest
resistance change (Rphoto/Rdark). The highest sensitivity of the
chitin nanofiber paper pyrolyzed at 700 1C would be ascribed to
its highest electrical resistivity (Fig. 4) and its highest photo-
thermal heating performance (Fig. S6 and S7, ESI†). This is
because higher resistivity materials generally show larger resistivity
change (decrease) against the temperature increase due to the
enhanced carrier transport, and higher photothermal heating
performance provides higher temperature increase upon photo
irradiation. The higher photothermal heating performance of the
chitin nanofiber paper pyrolyzed at 700 1C would be owing to its
higher light absorption (Fig. S7a, ESI†) and higher photothermal
conversion ability, which were derived from its 3D porous nano-
structures and molecular structures. The chitin nanofiber papers
pyrolyzed at 900 and 1100 1C also possessed the 3D porous
nanostructures (Fig. 2f–i). Thus, more defective carbon molecular
structures of the chitin nanofiber paper pyrolyzed at 700 1C would
be mainly ascribed to its higher photothermal conversion ability,
leading to its higher photosensitivity. The chitin nanofiber paper
pyrolyzed at 700 1C showed sufficient sensitivity to detect solar
light down to intensity less than 0.2 sun, indicating the accep-
table photosensing performance for a wide range of light inten-
sities (0–1 sun) (Fig. 5e, see also Fig. S8, ESI†). Then, it was also
demonstrated that the chitin nanofiber paper pyrolyzed at 700 1C
can provide higher sensitivity than those pyrolyzed at 900 and
1100 1C even under a similar temperature change (Fig. 5f).

To demonstrate the effect of the 3D porous nanostructures
on the photosensing performance, pyrolyzed chitin nanofiber
paper without 3D porous nanostructures was also prepared
(Fig. S9, ESI†). The pyrolyzed chitin nanofiber paper without 3D
porous nanostructures showed inferior sensitivity to that with
3D porous nanostructures. The poor sensitivity was because of
its lower temperature increase, which is ascribed to the higher
reflectance and lower absorbance of the pyrolyzed chitin nano-
fiber paper without 3D porous nanostructures than that with
3D porous nanostructures. In other words, the 3D porous
structures promoted solar light absorption and thus photothermal
heating, enhancing the photosensing performance. Thus, the
pyrolyzed chitin nanofiber paper with a 3D porous and defective
carbon structure could be applied as a rapid response photosensor.

Application as a supercapacitor electrode

The pyrolyzed chitin nanofiber papers were then applied as
energy-storage electrodes for supercapacitors (Fig. 6). It has been
reported that 3D porous and defective nanocarbon electrodes,
such as reduced graphene oxide-derived carbon nanofibers,
show higher specific capacitance in aqueous electrolytes than
in organic or ionic liquid electrolytes; alkali metal ions can be
strongly solvated in an aqueous solution, providing higher
mobility and diffusion coefficients for fast ion diffusion within
the electrode/electrolyte interface.36 Therefore, the electrochemical
measurements were performed with a conventional three-electrode
system using a 6 M KOH aqueous electrolyte (Fig. 6a). While the
previously-reported chitin-based porous carbons frequently require
the use of additives, such as a polytetrafluoroethylene binder and a
conductive acetylene black,21,37 the chitin nanofiber papers

Fig. 4 Electrical resistivity of the original and pyrolyzed chitin nanofiber
papers.

Paper Journal of Materials Chemistry C

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

6 
M

ar
ch

 2
02

1.
 D

ow
nl

oa
de

d 
on

 3
/8

/2
02

6 
4:

33
:4

6 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d0tc05799a


4450 |  J. Mater. Chem. C, 2021, 9, 4444–4452 This journal is © The Royal Society of Chemistry 2021

pyrolyzed at 700, 900, and 1100 1C, which had relatively high
electrical conductivity, could be used as a free-standing and 3D
conductive electrode even without a binder or a conductive
additive. The pyrolyzed chitin nanofiber paper electrodes showed
rectangular-shaped CV curves with distortion (Fig. 6b) and some-
what nonlinear charge–discharge curves (Fig. 6c), indicating
electric double-layer capacitor behavior with redox pseudocapa-
citance. According to the previous report,38 the coulombic efficiency
of the pyrolyzed chitin nanofiber paper electrodes was calculated to
estimate their pseudocapacitance. Then, the coulombic efficiencies
at a current density of 0.5 A g�1 of the chitin nanofiber papers
pyrolyzed at 700, 900, and 1100 1C were 117.3, 116.5, and 113.7%,
respectively. The coulombic efficiency was over 100% in each

sample, indicating the redox pseudocapacitance owing to the
presence of N and O.38 Based on the charge–discharge curves,
the specific capacitance values were plotted as a function of the
current density (Fig. 6d). It is worth noting that the chitin
nanofiber paper electrode pyrolyzed at 700 1C showed the highest
specific capacitance of up to 208.4 F g�1 at current densities
ranging from 0.5 to 10 A g�1, although it showed higher charge-
transfer resistance at the electrode–electrolyte interface and higher
diffusion resistance of electrolyte ions in the electrode than the
chitin nanofiber paper electrodes pyrolyzed at 900 and 1100 1C
(Fig. S10, ESI†). The higher charge-transfer resistance and higher
electrolyte-diffusion resistance of the chitin nanofiber paper
electrode pyrolyzed at 700 1C would be owing to its higher

Fig. 5 Photosensing performance of the pyrolyzed chitin nanofiber papers. (a) Experimental setup for evaluation of the chitin nanofiber papers as a photosensor.
(b) Change in the electrical resistance of the chitin nanofiber papers pyrolyzed at different temperatures upon exposure to simulated solar light (light intensity 1 sun,
irradiation time 2 s). (c) Change in the electrical resistance and surface temperature of the chitin nanofiber paper pyrolyzed at 700 1C upon exposure to solar light (light
intensity 1 sun, irradiation time 2 or 10 s). (d) Infrared image of the chitin nanofiber paper pyrolyzed at 700 1C after solar light irradiation (light intensity 1 sun, irradiation
time 10 s). (e) Relationship between the resistance change and the light intensity of the chitin nanofiber paper pyrolyzed at 700 1C (irradiation time 2 s). (f) Relationship
between the resistance change and the temperature change of the chitin nanofiber papers with 3D porous structures pyrolyzed at 700, 900, and 1100 1C, and that
without 3D porous structures pyrolyzed at 700 1C (light intensity of 0.2–1.0 sun for the chitin nanofiber paper with 3D porous structures pyrolyzed at 700 1C and 1.0
sun for that without 3D porous structures pyrolyzed at 700 1C and those with 3D porous structures pyrolyzed at 900 and 1100 1C, irradiation time 2 s).
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electrical resistivity (Fig. 4) and its lower electrolyte-diffusion
efficiency in its porous structures, respectively. Since the coulombic
efficiencies of the pyrolyzed chitin nanofiber paper electrodes were
almost the same (113.7–117.3%), there was no large difference of
their redox pseudocapacitance. In addition, the specific surface
area of the chitin nanofiber paper pyrolyzed at 700 1C was lower
than that of the paper pyrolyzed at 900 1C (Fig. 2h). These results
suggested that the highest specific capacitance of the chitin
nanofiber paper pyrolyzed at 700 1C would be mainly derived from
its more defective carbon molecular structures with relatively high
N and O content (Fig. 3b), which can provide effective adsorption
sites for electrolyte ions, due to the increased charge density by
doping of N and O with higher electronegativity than C. As shown
in Fig. 6e, chitin nanofiber paper pyrolyzed at 700 1C also showed
excellent charge–discharge cyclic durability, and the retention of
the specific capacitance was 95.5% (from 173.0 to 165.2 F g�1) at a
current density of 2 A g�1 after 1000 cycles (over 41 h). Compared
with the pyrolyzed chitin nanofiber paper without 3D porous
nanostructures (specific surface area of ca. 293 m2 g�1), the paper
with 3D porous nanostructures showed much higher specific
capacitance, suggesting that the 3D porous nanostructures and
resulting high specific surface area (ca. 719 m2 g�1) allow effective
diffusion and adsorption of electrolyte ions (Fig. 6f and Fig. S11,
ESI†). The pyrolyzed chitin nanofiber paper with 3D porous and
defective carbon structures also showed higher specific capacitance
than those of the previously-reported chitin-based N-doped carbon
nanosphere,37 carbonized cellulose nanocrystal/cellulose nanofibril
film,39 cellulose-based N-doped porous carbon prepared with the
urea treatment,40 cotton-based N-doped carbon,41 and lignin-,42

starch-,43 and alginate-derived porous carbons44 (Table S1, ESI†).
Thus, the pyrolyzed chitin nanofiber paper is expected as a sustain-
able, facilely prepared, and high-performance energy-storage elec-
trode for supercapacitor.

Conclusion

We have demonstrated that facile pyrolysis of chitin nanofiber
paper with designed fiber-network structures is a promising
strategy to prepare 3D porous and defective nanocarbon materials.
The pyrolyzed chitin nanofiber paper was successfully applied as
photosensor and supercapacitor electrode. Its tailored 3D porous
nanostructures and intrinsically N-doped carbon molecular struc-
tures played essential roles in the drastic improvement of the
photosensing and energy-storage performance for these applica-
tions. Chitin is one of the most abundant and renewable bio-
resources on the earth. Thus, this strategy will facilitate effective
use of chitin resources in electronic applications, opening a new
avenue for future sustainable electronics.
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Fig. 6 Supercapacitor electrode performance of the pyrolyzed chitin nanofiber papers. (a) Experimental setup for evaluation of the pyrolyzed chitin nanofiber
papers as a supercapacitor electrode. (b) CV curves at a scan rate of 10 mV s�1, (c) galvanostatic charge–discharge curves at a current intensity of 0.5 A g�1, and
(d) specific capacitance at different current densities of the chitin nanofiber papers pyrolyzed at 700, 900, and 1100 1C. (e) Galvanostatic charge–discharge curves
at a current intensity of 2 A g�1 for the chitin nanofiber paper pyrolyzed at 700 1C before and after 1000 charge–discharge cycles for over 41 h. (f) Galvanostatic
charge–discharge curves at a current intensity of 0.5 A g�1 for the chitin nanofiber papers with and without 3D porous structures pyrolyzed at 700 1C.
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