
Analytical
Methods

PAPER

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

3 
Se

pt
em

be
r 

20
22

. D
ow

nl
oa

de
d 

on
 1

/2
6/

20
26

 4
:1

1:
11

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
View Journal  | View Issue
Batch analysis of
aVrije Universiteit Brussel, Department of

Photonics, Pleinlaan 2, 1050 Brussels, Belgi
bCNR-Istituto di Fisica Applicata “Nello Carr

Sesto Fiorentino (FI), Italy
cVrije Universiteit Brussel and Flanders M

Photonics, Brussels Photonics, Pleinlaan 2

Ottevaere@vub.be; Fax: +32 472 38 67 12;

† Electronic supplementary infor
https://doi.org/10.1039/d2ay01215d

Cite this: Anal. Methods, 2022, 14,
3840

Received 29th July 2022
Accepted 23rd September 2022

DOI: 10.1039/d2ay01215d

rsc.li/methods

3840 | Anal. Methods, 2022, 14, 384
microplastics in water using
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Size and concentration are two important parameters for the analysis of microplastics (MPs) in water. The

analytical tools reported so far extract this information in a single-particle analysis mode, dramatically

increasing the analysis time. Here, we present a combination of multi-angle static light scattering

technique, called “Goniophotometry”, with chemometric multivariate data processing for the batch

analysis of size and concentration of MPs in water. Nine different sizes of polystyrene (PS) MPs with

diameters between 500 nm and 20 mm are investigated in two different scenarios with uniform

(monodisperse) and non-uniform (polydisperse) size distribution of MPs, respectively. It is shown that

Principal Component Analysis (PCA) can reveal the existing relationship between the scattering data of

mono- and polydisperse samples according to the size distribution of MPs in mixtures. Therefore,

a Linear Discriminant Analysis (LDA) model is constructed based on the PCA of scattering data of PS

monodisperse samples and is subsequently employed to classify the size of MPs not only in unknown

mono- and polydisperse PS samples, but also for other types of MPs such as Polyethylene (PE) and

Polymethylmethacrylate (PMMA). When the size of MPs is classified, their concentration is measured

using a simple linear fit. Finally, a Linear Least Square (LLS) model is used to evaluate the reproducibility

of the measurements.
Introduction

Microplastics (MP) have long been ingrained in our lives with
multiple works reporting on the traces of microplastic particles
in water,1 in soil,2 in the atmosphere,3 in living organisms,4 in
food,5 and so on. A recent study showed that microplastic
particles can exist in human placentas6 whilst another showed
that infants up to 12 months-old can be exposed to the
consumption of millions of microplastic particles per day when
fed by milk in plastic bottles.7 The term “microplastic” was
coined in 2004 by Richard Thompson et al.8 and refers, as the
name suggests, to plastic particles sized on the micron scale.
Although there is no unique consensus to the exact denition of
this size range, the research community mostly species this
range between 1 mm and 5 mm.9 Regardless of the appellation
used to dene the size range of the plastic particles, there is
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a crucial need for a reliable detection method to enrich our
knowledge about this contamination source in the
environment.

Different methods have been proposed for the detection of
microplastics such as visual inspection/microscopy,10 Fourier-
transform infrared spectroscopy (FTIR),11 Raman spectros-
copy,12 scanning electron microscopy plus energy-dispersive X-
ray spectroscopy (SEM/EDS),13 Pyrolysis-Gas Chromatography-
Mass Spectrometry (Py-GC-MS),14 Thermal Extraction
Desorption-Gas Chromatography-Mass Spectrometry (TED-GC-
MS),15 and light scattering.16 Nevertheless, none of these
methods can fully characterize in a non-destructive way MPs in
terms of their size, number, mass, morphology, and type, which
are some of the necessary information for developing a stan-
dardized protocol for the analysis of microplastics, currently
lacking in the eld.17 For example, Raman and FTIR are the
most used spectroscopic techniques for identifying the types of
the MPs, while it can be time consuming to characterize the size
and number of the MPs by these methods. Besides, they do not
provide any information about mass and morphology.18 In
contrast, the thermo-analytical techniques such as Py-GC-MS
and TED-GC-MS, are suitable for studying the type and mass
of theMPs. Nonetheless, they are destructive and do not provide
any information about the number and morphology of the
MPs.19 To overcome this challenge, the combination of different
This journal is © The Royal Society of Chemistry 2022
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analytical techniques was proposed as a practical solution for
obtaining extensive information on microplastics in different
matrices.20 Therefore, there is a need to determine the most
optimal technique for measuring a target parameter and as
such to further explore the boundaries/limitations of existing
techniques. In this regard, the applicability of light scattering as
a promising approach for characterizing the size and concen-
tration of microplastics in water is demonstrated in this paper.

Light scattering is a well-established technique having broad
applications in different elds, especially in particle anal-
ysis.21–23 Light scattering techniques are oen divided into two
broad categories being dynamic or static. In the former, the
scattered light intensity is a function of time, while in the latter,
the scattered light intensity is a function of angle.24 It was
recently demonstrated that light scattering can be used for
detecting transparent and translucent MPs in freshwater and
for studying their surface characteristics.25,26 However, the
authors mainly targeted large plastic particles in the order of
millimeters which are easy to detect. In fact, the challenges arise
when the scales shi towards the interface between the
submicron and micron regime, where the analytical methods
applicable to nanoscales reach their upper limits, and the
applicable methods to microscales reach their lower limits of
application.27 Not surprisingly, the probability of detecting
more plastic particles in these regimes is higher as demon-
strated by Schymanski et al.28 Hence, it is of high importance to
develop either independent or combined analytical tools that
are capable of analyzing MPs in the small regimes with particle
sizes of less than 10 mm.27,28 In the work performed by Caputo
et al.,27 the authors investigated the performance of nine
different analytical methods to characterize the size and mass
of Polystyrene (PS) particles. They concluded that the light
scattering methods do not have the capability of resolving
multiple populations of particles in polydisperse samples.
While, Clementi et al.29 estimated the particle size distribution
of dilute latexes in a polydisperse sample through multiangle
dynamic light scattering and an optimization strategy based on
a Genetic Algorithm (GA). However, only two diameters of PS
particles smaller than 1 mm were analyzed in the mentioned
work. Huang et al.30 proposed an integrated microuidic chip
composed of a preconcentration stage and an on-chip multi-
angle laser scattering module for the detection of waterborne
parasites. The authors applied Principal Component Analysis
(PCA) to extract the Zernike moment features of scattering
patterns and Linear Discriminant Analysis (LDA) algorithm for
the classication of the patterns. They also demonstrated the
applicability of their proposed technique for discriminating the
diameter of PS particles between 2 and 10 mm. Nevertheless, the
detection of particles was done one by one in a sheath-ow-
based microuidic chip that requires a long analysis time.

The present paper demonstrates the applicability of a multi-
angle static light scattering analyzer, called goniophotometer,
for the batch analysis of size and concentration of MPs in both
mono- and polydisperse samples. A relatively broad range of
diameters of PS MPs was chosen for the characterization of the
proposed technique. PCA and LDA were used to discriminate
between the size of the MPs in different monodisperse PS
This journal is © The Royal Society of Chemistry 2022
samples. An LDA algorithm was then trained using the PCA of
PS monodisperse samples to classify the size of PS, PE and
PMMA MPs in polydisperse mixtures. To verify the reproduc-
ibility of the proposed approach, two independent batches of
measurements were conducted at two different times. The
ndings reported here shed light on a promising approach for
the batch analysis of microplastics in water and revealed the
signicance of chemometric methods such as PCA and LDA.
Materials and methods
Microplastic samples

PS plastic particles were used as the reference MPs throughout
this work. PS is commercially available in different size ranges
and it is the third most frequently reported polymer type of
microplastics in water aer polyethylene (PE) and poly-
propylene (PP) in literature.17 Therefore, nine different sizes of
the monodisperse PS microspheres packaged in a 2.5% solids
(w/v) aqueous suspension with diameters of 0.5, 0.75, 1, 2, 3, 4.5,
6, 10, and 20 mm were purchased from Polysciences Europe
GmbH and used as received unless further explained. Poly-
disperse PE (1–4, 3–16, and 20–27 mm) and PMMA (3–10 mm)
microspheres were purchased from Cospheric LLC in the form
of dry powder and were subsequently suspended in solution
using Tween 20 surfactant (Thermo Fisher Scientic). Different
concentrations of each size of MPs were prepared by mixing
a certain amount of stock solutions in 3 mL of deionized (DI)
water. The samples were shaken manually before each
measurement to achieve an even distribution of the MPs in
water. Ultraviolet (UV) fused quartz cuvettes suitable for the
wavelength range between 190 nm to 2.5 mm were purchased
from Thorlabs and used as the sample containers for the
measurements. The cuvettes had a standard 12.5 mm square
prole with four polished windows and a transmitted optical
path length of 10 mm.
Goniophotometer

Light scattering measurements were performed using a REF-
LET-180S goniophotometer (Light Tec) which can work either
in transmittance or reectancemode. As themeasured signal by
the instrument was relative, thus the normalization of the
machine via a standard sample with known reectance or
transmittance was needed for absolute measurements. Because
the transmittance mode was employed throughout this work, so
all the measurements were normalized relative to the signal of
air in which the photodetector faced the light source directly. As
depicted in Fig. 1(a), the optical design consists of two
symmetric arms being the illumination and the detection parts
which are focused at the same point on the sample. The colli-
mated light from a 100 W Tungsten Halogen lamp with a beam
diameter of 0.2 millimeter passes through the sample container
at a xed position and the photodetector detects the scattered
light (Fig. 1(b)) by scanning from q ¼ −90� to +90� with an
angular resolution of 0.1�. The total duration of one measure-
ment was 30 s. The measurement was repeated three times for
each concentration to evaluate the repeatability. Between
Anal. Methods, 2022, 14, 3840–3849 | 3841
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Fig. 1 The schematic of the multi-angle static light scattering
measurement setup (a); “PD” and “L” stand for photodiode and light
source, respectively. (b) Demonstrates the scattering of light by MPs.
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measurements with various concentrations, the sample
container was perfectly cleaned with water, ethanol, water, and
dried by air pressure, respectively. The optical setup was placed
inside a dark box to avoid interference from ambient lighting
during the measurement and the whole process was automati-
cally controlled via dedicated soware (REFLET).

Data analysis

The format of the output le was a two columns matrix con-
sisting of the Bidirectional Transmittance Distribution Func-
tion (BTDF) versus the scattering angles which was dened
using the following formula: BTDF (qd, 4d, qi, 4i) ¼ L(qd, 4d)/
E(qi, 4i); where, L(qd, 4d) was the sample luminance in the
direction (qd, 4d), and E(qi, 4i) was the illuminance on the
sample surface in the direction (qi, 4i). Further processing and
analysis on the output data were performed using MATLAB and
The Unscrambler (Aspen Technology).

The use of advanced data analysis methods in combination
with different analytical techniques has proved to be a practical
approach for the analysis of MPs in several studies.20,31,32 The
same approach was implemented in this work using PCA and
LDA to analyze the measured scattering signals of MPs. PCA is
known as an unsupervised chemometric method that can split
between the groups of a dataset by identifying the existing
patterns or trends among them with no prior knowledge.33
Fig. 2 Scattering intensity patterns of 3 different concentrations (A < B <
intensity patterns between 5� and 30� (b). Logarithmic scattering intensity
mm) with different concentrations (c), and their corresponding first deriva
filter (d).

3842 | Anal. Methods, 2022, 14, 3840–3849
Therefore, PCA was applied on the rst derivative of the loga-
rithmic scattering intensity patterns of the mono- and poly-
disperse samples to discriminate the size of the MPs. In
contrast to the PCA which is an unsupervised learning method,
LDA is one of the most popular supervised chemometric tech-
niques that was used for pattern recognition.33,34 To identify the
unknown samples using LDA, a mathematical model was con-
structed based on the features of known samples. For this
purpose, since the number of original variables was large,
preliminary unsupervised data compression method was used
to avoid overtting.33,34
Results and discussion
PS monodisperse samples

Fig. 2(a) represents the scattering intensity patterns of three
different concentrations of PS MPs with a diameter of 0.5 mm.
Similar patterns were obtained for the other MP sizes. As seen,
the output signal had a symmetric shape between 0� and �90�

angular range, and the transmitted signal, i.e., the non-
scattered light, was dominant between −5� and 5�. This can
be better visualized from the peak of the intensity patterns at 0�,
where the intensity of the sample with a lower concentration
(“A”) was higher than the intensities of the other two samples
with the higher concentrations (“B” and “C”). Nevertheless, the
scattering signal became dominant above 5�, while it was noisy
and featureless above 30�. Therefore, only the positive side of
the scan in the angular range between 5� to 30� was considered
for the analysis. Fig. 2(b) shows that the scattering intensity
pattern moves downward between 5–30�. A rather similar
behavior was observed in the scattering intensity patterns of
other PS monodisperse samples with this difference that the
scattering intensity of the larger MPs tended to drop faster at
smaller scattering angles. This is due to the fact that the large
particles scatter the light in a narrower angular range in
comparison to the small particles which scatter the light more
evenly in a wider angular range.21

Although one may calculate the concentration of the MPs
using the scattering intensity plot and with an a priori knowledge
about theMPs size and shape, this will be a hard task if nothing is
known about the MPs. Thus, rstly it is necessary to discriminate
C) of PS MPs with a diameter of 0.5 mm (a), and the magnified scattering
patterns of three different sizes of PSMPs (MP diameters of 3, 4.5, and 6
tive that is calculated using a second-order, nine-point Savitsky–Golay

This journal is © The Royal Society of Chemistry 2022
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between the size of the MPs in a sample. Fig. 2(c) demonstrates
the scattering intensity plot related to the different sizes and
concentrations of the PS MPs. Please note that the output loga-
rithm was calculated to have a comparable contribution from the
weak scattered signals at large angles. As seen, the plot contains
rich information about theMPs concentration, however, it may be
difficult to discriminate between the size of the MPs due to the
large overlaps between the curves. The overlap would become
higher if all the measured concentrations of different MP sizes
were included (see Fig. S1(a)†). Therefore, the rst derivative of the
corresponding scattering intensity patterns was calculated using
a second order, nine-point Savitsky-Golay lter that is demon-
strated in Fig. 2(d). Consequently, most of the information about
the concentration of MPs was removed. However, the difference
between the shape of the scattering intensity patterns was
signicantly enhanced with respect to the size of the scatterers.
Although only a few concentrations of the three measured sizes of
PS MPs were selected here for a better demonstration, the same
result was obtained for the other samples, as are shown in
Fig. S1(a) and (b).† Again, the best results were obtained between
the 5–30� angular range due to the aforementioned reasons.
Accordingly, this data was used as the input for the PCA analysis of
monodisperse samples that is explained in the following section.

PCA of PS monodisperse samples

PCA is a method for compressing the information and the
Principal Components (PCs) are the uncorrelated mutually
orthogonal axes resulting from linear combinations of original
Fig. 3 Principal component analysis of the PS monodisperse samples.
(a) shows the PC1 and PC2 map, and (b) shows the PC3 and PC4 map.

This journal is © The Royal Society of Chemistry 2022
variables that maximize the variance of projections along each
PC.35 Fig. 3(a) and (b) demonstrate the results of the rst four
PCs of the PCA analysis that explain 96% of the total variance.
As it is clear from Fig. 3(a), the rst two PCs accounting for more
than 80% of the total variance, discriminated between the MPs
larger than 1 mm. While PC3 and PC4 (Fig. 3(b)), albeit
explaining a smaller portion of the total variance, split the MPs
smaller than 1 mm. By looking at the loading plots shown in
Fig. S2(a),† it becomes apparent that PC1 and PC2 have their
loadings mainly at small scattering angles below 15�, conrm-
ing the fact that most of the variations are related to that region
where the scattering intensity is higher. In fact, the large MPs
are stronger scatterers than the small MPs, and they mainly
scatter the light at small angular ranges as mentioned before.36

As such, PC1 and PC2 explained a large portion of the total
variance related to the scattering data of large MPs. In contrast,
the loadings of PC3 and PC4 (Fig. S2(b)†) are weak and broad-
ened to larger scattering angles, meaning that the contributions
from these angles or small MPs are more included in the PC3
and PC4 axes. This is because the weak scattering signals of
small MPs, that are more evenly distributed throughout the
angular range, become comparable to that of large MPs at large
angles.

Therefore, by applying PCA on the rst derivative of the
logarithmic scattering intensity patterns of PS monodisperse
samples, information about the size of the MPs can be extrac-
ted. However, four PCs were needed for discriminating the nine
selected sizes of the PS MPs. In the next step, an LDA classier
was trained using the results of PCA analysis to recognize the
scattering intensity patterns of unknown monodisperse
samples.
Size discrimination of the PS monodisperse samples with LDA
classier

As mentioned before, the result of PCA analysis was used to
build an LDA model. LDA calculated a membership probability
for each object according to the object position in the PCA space
and the hypothesis that all classes follow a multivariate normal
distribution. To incorporate the experimental uncertainties in
the model, two sets of measurements (187 scans in total) were
conducted at two different times, 50% of each were then used to
train the LDA algorithm. All the scans were normalized versus
the scattering intensity pattern of pure water which was
measured in both sets of measurements. To further alleviate the
inuence of noise, the analysis was conned between 5� to 20�

angular range. Aer PCA analysis, an optimal number of ve
PCs explaining 99% of the total variance was chosen through
cross-validation. The most important PCs were the rst three
ones explaining 94% of the total variance and the other two
accounted for minor features (Fig. S3†). All ve PCs were fed
into the LDA classier aer being auto-scaled, i.e., divided by
their standard deviation, for having equal importance. Eventu-
ally, the classication was carried on using a PCA-LDA model
and the ve auto-scaled PCs as predictors.

Fig. 4 demonstrates the classication results which are
summarized in the form of a confusion matrix. As seen, all the
Anal. Methods, 2022, 14, 3840–3849 | 3843
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Fig. 4 Confusion matrix resulting from the classification of PS
monodisperse samples using PCA-LDA model. The green and red
spheres show the correct and wrong classification rates, respectively.
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MPs larger than 1 mm were correctly assigned to their relevant
classes. Nonetheless, some incorrect predictions occurred
which were mainly related to MPs smaller than 1 mm, and
therefore, the overall accuracy of prediction became 90.3%. This
revealed that the model had good accuracy in discriminating
between the monodisperse samples of 1 mm and larger MPs,
however, the accuracy deteriorated for resolving the samples
composed of submicron-sized MPs. This was expected because
the small MPs were separated using the PCs that explained
a small portion of the total variance. Therefore, they also
affected the accuracy of the LDA which was trained by them for
classifying the size of the small MPs. Nevertheless, a clear
division between the nanoscale and microscale monodisperse
samples was feasible.
Polydisperse samples

Microplastics do not exist in a single size in the environment.
Mechanical stress, photo/thermal degradation, and other
weathering processes lead to the continuous fragmentation of
plastic particles.18,37,38 This further increases the arduousness of
MPs analysis, as each analytical technique is applicable to
a certain size range as mentioned already. Although separation
of MPs with different diameters is possible using metallic lters
with small mesh sizes, this may not be a time- and cost-effective
approach.39,40 Therefore, it is desirable to eliminate the ltration
steps where possible. This, however, is a challenging task and
requires an analytical technique capable of classifying MPs in
polydisperse mixtures. Accordingly, the approach proposed in
this work has been tested for classifying the size and concen-
tration of MPs in polydisperse samples.

The experiments were performed with three different groups
of PS MPs based on their size, respectively, small (0.5, 0.75, and
1 mm), medium (2, 3, and 4.5 mm), and large (3, 6, and 10 mm)
3844 | Anal. Methods, 2022, 14, 3840–3849
MPs. Then, two batches of PS polydisperse samples with
different complexities were investigated. In the rst batch, the
concentration of MPs was kept constant at each group and only
the compositions were changed. Labelling of the mixtures was
also used for a better demonstration. For example, “111” is
a sample relevant to either the small, medium, or large group
with an equal concentration of each component from that
group, and “110” describes a sample with an equal concentra-
tion of the rst two components and zero concentration of the
last component from a relevant group. The order of the
components in a sample is based on the size of each component
starting from the smaller towards the larger diameters. In the
second batch, the composition of the MPs was always the same,
but the concentration of each component was different. Label-
ling of the mixtures was used here as well. For example, “112”
describes a sample relevant to either the small, medium, or
large group in which the concentration of the third component
is two times the concentrations of the rst two components.
Please note that these labels were used exclusively for each
group of PS polydisperse MPs. Since PE and PMMA MPs were
supplied as polydisperse samples in specic size ranges, they
were more complex compared to the previous cases.

The same pre-processing as for monodisperse samples was
applied on the scattering intensity patterns of the polydisperse
samples before PCA analysis. Like before, the logarithm of the
output intensity patterns (Fig. S4(a)†) yielded information about
the concentration of the MPs and its derivative (Fig. S4(b)†)
helped to discriminate between the sizes of the MPs. Therefore,
the latter was used for the PCA analysis of the polydisperse
samples explained in the next section.
PCA of polydisperse samples

The PCA maps of PS polydisperse samples with equal concen-
trations are shown in Fig. 5(a) and (b). PC1 and PC2 (Fig. 5(a))
explained a large portion of the total variance through which the
polydisperse mixtures were well split based on their corre-
sponding size categories. By incorporating the PC3 in the
model, a within-group split was achievable as demonstrated in
Fig. 5(b). For example, the sample composed of 3 and 10 mm
MPs was well separated from the other sample composed of 3
and 6 mm MPs, and both samples were related to the large
group. However, it should be noted that PC3 explained a small
portion of the total variance, thus it might not be as reliable as
the rst two PCs.

In a next step, the scattering intensity patterns of all the
polydisperse samples with either equal or unequal concentra-
tions were projected onto the PCA model of monodisperse
samples. A typical map of this projection is demonstrated for
the medium-sized MPs (2, 3, and 4.5 mm) in Fig. 5(c). The aim
was to see if any relationship exists between the maps of mono-
and polydisperse samples on the PCA space. At rst glance, it
can be easily interpreted that the PCA location of a polydisperse
sample falls in between the PCA locations of its constituent
MPs. For example, since the sample “110” was a polydisperse
sample composed of 2 and 3 mm MPs, its PCA location fell in
between the PCA locations of the monodisperse samples of 2
This journal is © The Royal Society of Chemistry 2022
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Fig. 5 PCA maps of PS polydisperse samples with equal concentrations; (a) shows the PC1-PC2 map and (b) shows the PC1-PC3 map (all sizes
are in micrometer). (c) Shows the projection of the scattering intensity patterns of the polydisperse samples onto the PCA maps of their
constituent MPs (monodisperse samples of 2, 3, and 4.5 mmMPs). The pink diamonds and the pale blue stars show the PCAmaps of polydisperse
samples with equal and unequal concentrations of each size, respectively. (d) Shows the projection of PCAmaps of PE (pink circle, cross and plus
symbols) and PMMA (pink stars) polydisperse samples onto the PCA maps of all the PS monodisperse samples.
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and 3 mmMPs. The same argument is valid for the other points.
Furthermore, it can be observed that the PCA location of the
polydisperse samples diverged towards the PCA location of their
largest constituent. This is clearly visible for the samples “011”
and “101”, whose PCA locations diverged towards the PCA
location of 4.5 mm MP which was their largest constituent. This
is because the larger MPs are stronger scatterers and therefore,
their scattering signal plays the main role within a polydisperse
mixture. Due to the larger size difference between the constit-
uent MPs of the sample “101” in comparison to the sample
“011”, the divergence of the former was higher than that for the
latter.

Fig. 5(c) also demonstrates the projection of scattering
intensity patterns of polydisperse samples with unequal
concentrations (star symbols) onto the PCA map of mono-
disperse samples. Unlike the previous case, there was no clear
relationship between these two PCA maps, however, there were
certain remarks to be noted. First, the PCA location of all four
samples fell in between the PCA locations of their constituent
MPs, i.e., the monodisperse samples. Second, the deviation of
the points towards the PCA of their larger constituent existed
here, as well. Finally, the PCA location of a polydisperse sample
deviated towards the PCA location of the monodisperse sample
This journal is © The Royal Society of Chemistry 2022
whose concentration was higher in it. This was more distinct for
the “112” and “221” samples. In fact, since the concentration of
4.5 mm was two times the concentration of 2 and 3 mm MPs in
the “112” sample, its PCA shied towards the PCA of 4.5 mm
monodisperse sample. While, in the “221” sample, the
concentration of 4.5 mmMP was half the concentration of 2 and
3 mm MPs, and therefore, its PCA located closer to the PCA of 2
and 3 mm MPs.

Relatively similar results were obtained for the PE, PMMA
and large-sized PS MPs as shown in Fig. 5(d) and S5(b),†
respectively. Nevertheless, the outcome was different for the
polydisperse samples which were composed of the small PS
MPs (Fig. S5(a)†). The only valuable result was that the samples
containing 1 mm MPs had a different PCA location than the
samples without it. This again conrms the capability of the
proposed approach for discriminating between micron and
sub-micron scale MPs.
Size discrimination of PS, PE and PMMA polydisperse
samples with LDA classier

Classication of PS, PE and PMMA polydisperse samples with
either equal or different concentrations was performed using
Anal. Methods, 2022, 14, 3840–3849 | 3845
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Fig. 6 The logarithm of MPs concentration in 3 mL of DI water versus
the logarithm of scattering intensity at 30� (a). (b) Demonstrates the
RMSEC and R2 values for each concentration plot.
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the LDA classier trained by the PCA of the PS monodisperse
samples. In this case, right or wrong classication was not
explored because the PCA locations of unknown polydisperse
samples had no coincidence with the PCA locations of other
known monodisperse samples, except for one case in the small
group. However, according to the outcome of PCA-LDA model,
polydisperse samples were assigned to one of the three size
categories, i.e., small, medium, or large, and the dominant size
within each mixture was revealed. Note, that the result of the
PCA analysis in the angular range between 5–25� was used here
to train the LDA classier. The new choice of angular range was
for reducing the inuence of noise, whereas most of the size-
dependent information was also contained in this region.

Therefore, three classiers were created using two, three,
and four PCs, as predictors, all of which gave a 100% classi-
cation rate on the training set (known PS monodisperse
samples). The classication of polydisperse samples was then
performed through each of these classiers. The results are
summarized in Table S1.† As can be seen, all the polydisperse
samples were correctly assigned to their relevant size categories
and the results were similar using three classiers, indicating
that only two PCs were enough for a awless classication.
Almost in all cases, the PCA-LDA model classied the size of the
polydisperse samples with respect to the largest constituent MP
in the mixture. This revealed that the larger MPs which were the
stronger scatterers, dominated the others even when they were
in a lower concentration (at least for a factor of 2 in relative
abundance). However, only in one case (3–6–10 mm (221)), the
size of the sample was assigned to 6 mm using the PCA-LDA
model trained by four PCs. Probably, the difference between
the scattering efficiency of 6 and 10 mmMPs was not so strong to
overcome the effect of the concentration. However, four PCs
were needed to detect it. Another interesting result is the correct
size classication of PE and PMMA polydisperse samples. This
means the model is not only applicable to the PS MPs but can
also be used for the size classication of other types of plastic
particles.
Quantitative measurement of PS MPs concentration

Aer specifying the size of the MPs in a sample, their concen-
tration can be determined using the scattering intensity at an
arbitrary angle from the selected angular range (5–30�). Fig. 6(a)
represents the decimal logarithms of MP concentration in 3 mL
of DI water against the scattering intensity which was measured
at 30� for all MP sizes. The corresponding RMSEC (Root Mean
Square Error of Calibration) and R2 coefficients for each plot are
summarized in Fig. 6(b), as well. As seen, almost a linear rela-
tionship was obtained between the logarithms of scattering
intensity and the concentration of MPs for all sizes. Therefore,
a simple linear t was enough for measuring the concentration
of MPs in a sample, provided that the size of the MPs was
known.

It was also tried to detect the concentration of MPs in the
polydisperse samples using a Principal Component Regression
(PCR) model that was created based on the PCA of mono-
disperse samples. According to the LDA classication results of
3846 | Anal. Methods, 2022, 14, 3840–3849
polydisperse samples, the largest MP was considered as the
reference size for each mixture for determining the concentra-
tions of all the constituent MPs. However, as expected,
a sensible underestimation of the MPs concentration occurred
in most cases. This can be explained since LDA classied the
size of the MPs based on the largest scatterer in a polydisperse
sample, and therefore, the effect of smaller MPs was
overlooked.
Reproducibility assessment

To investigate the reproducibility of the results, another set of
measurements was conducted aer the initial measurements at
a different time. The volume of DI water was kept constant (3
mL), however, another cuvette with the same characteristics was
used. A wider range of MPs concentrations was measured for
each size to estimate the plateau of the output signal. Conse-
quently, a Linear Least Square (LLS) model was used to inves-
tigate the reproducibility of the measurements. The rst dataset
was used as the calibration and the second as the validation.
This time, the decimal logarithm of the scattering intensity at
10� was selected for the concentration plots, the results of which
are demonstrated in Fig. 7 for all sizes together with their cor-
responding RMSEC and RMSEP (Root Mean Square Error of
Prediction) values. As seen, an acceptable reproducibility was
obtained for almost all sizes except for the particles with
a diameter of 0.5 mm, where a remarkable systematic error was
observed between the results. However, the error decreased by
increasing the size of the particles, such that the best result was
obtained for the particles with a diameter of 4.5 mm, for which
the RMSEC and RMSEP were small, as well. It should be noted
that the RMSEP was not only inuenced by the systematic error
but also bore the impact of nonlinearity at high concentrations.
In other words, a better result was expected if the highest
concentrations were removed from the validation dataset.

The lack of perfect reproducibility can be attributed to
various parameters. First, a possible mismatch between the
optical and mechanical characteristics of the cuvettes that were
used during each set of measurements. Second, the displace-
ment of the cuvettes during the measurements. And third, the
settling and/or sticking of the particles at the bottom or to the
inner walls of the cuvettes. Finally, the limited precision of the
This journal is © The Royal Society of Chemistry 2022
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Fig. 7 The logarithm of the predicted concentrations of PS MPs versus their reference concentrations in 3 mL of DI water. The blue circles and
red squares show the calibration and validation data points, respectively. The values of Root Mean Square Error of Calibration (RMSEC) and
prediction (RMSEP) are demonstrated on each plot, as well.
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pipettes that were used for making the different concentrations
of the MPs. Although efforts were made to minimize the impact
of each of these parameters, some uncertainties were still
inevitable.
Conclusions

Despite being a well-known technique for the characterization
of small particles, light scattering received less attention in
comparison to other common techniques such as Raman
spectroscopy and FTIR, for the analysis of microplastics.
Neither Raman nor FTIR can characterize the size and
concentration of multiple microplastic particles in a batch
mode with a single-run measurement. Here, it was demon-
strated that the combination of light scattering with chemo-
metric pattern recognition algorithms, such as PCA and LDA,
can bring valuable advantages for the batch analysis of the size
and concentration of microplastics in water. Therefore, three
kinds of MPs samples including monodisperse, equal- and
unequal-concentration polydisperse with different levels of
complexities were fully investigated. It was shown that PCA can
reveal the relationship between the scattering intensity patterns
This journal is © The Royal Society of Chemistry 2022
of these samples. Moreover, a PCA-LDA model, created only
based on the scattering data of PS monodisperse samples, was
employed to classify the size of the PS, PE and PMMA MPs in
polydisperse mixtures. This is particularly useful when the size
of the MPs is completely unknown in a mixture. Finally,
a simple linear t was used to determine the concentration of
MPs in water.

A further precise classication would have been feasible if
the PCA-LDA model was trained using the different composi-
tions of polydisperse samples. In that case, one might get an
estimate about the size of each constituent MP instead of solely
knowing the largest scatterer in a polydisperse sample.
Undoubtedly, numerous data would also be required for the
purpose of training. Alternatively, the use of machine learning
approaches such as neural networks (NN) and genetic algo-
rithms can be benecial as well.

Overall, the results reported in this work may open a new
perspective for the batch analysis of microplastics in water.
Although articial plastic particles were used throughout this
work, the so-called real samples at this stage of microplastic
detection undergo multiple ltrations and purication
processes and end up being close to what we have tested.
Anal. Methods, 2022, 14, 3840–3849 | 3847
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However, as a next step, it may be necessary to examine the
possibilities of light scattering techniques for the character-
ization of different shapes of real microplastic samples in water.
Nevertheless, it would be unavoidable to incorporate the spec-
troscopic techniques in the nal scheme for a relatively
complete analysis.
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11 A. Käppler, D. Fischer, S. Oberbeckmann, G. Schernewski,
M. Labrenz, K. J. Eichhorn and B. Voit, Anal. Bioanal.
Chem., 2016, 408, 8377–8391.

12 Z. Sobhani, X. Zhang, C. Gibson, R. Naidu, M. Megharaj and
C. Fang, Water Res., 2020, 174, DOI: 10.1016/
j.watres.2020.115658.

13 J. Wagner, Z. M. Wang, S. Ghosal, C. Rochman, M. Gassel
and S. Wall, Anal. Methods, 2017, 9, 1479–1490.

14 B. EL Hayany, L. EL Fels, K. Quénéa, M. F. Dignac,
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