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Different types of spectroscopies, such as X-ray absorption near edge structure (XANES) and Raman
spectroscopy, play a very important role in analyzing the characteristics of different materials. In
scientific literature, XANES/Raman data are usually plotted in line graphs, which is a visually appropriate
way to represent the information when the end-user is a human reader. However, such graphs are not
conducive to direct programmatic analysis due to the lack of automatic tools. In this paper, we develop
a plot digitizer, named Plot2Spectra, to extract data points from spectroscopy graph images in an
automatic fashion, which makes it possible for large scale data acquisition and analysis. Specifically, the
plot digitizer is a two-stage framework. In the first, the axis alignment stage, we adopt an anchor-free
detector to detect the plot region and then refine the detected bounding boxes with an edge-based
constraint to locate the position of two axes. We also apply scene text detector to extract and interpret
all tick information below the x-axis. In the second, the plot data extraction stage, we first employ

semantic segmentation to separate pixels belonging to plot lines from the background, and from there,
Received 12th November 2021 i te optical fl traints to the plot line pixels to assign them to th iate line (dat
Accepted 5th August 2022 incorporate optical flow constraints to the plot line pixels to assign them to the appropriate line (data
instance) they encode. Extensive experiments are conducted to validate the effectiveness of the

DOI: 10.1039/d1dd00036e proposed plot digitizer, which could help accelerate the discovery and machine learning of materials

Open Access Article. Published on 23 August 2022. Downloaded on 3/8/2026 12:22:43 AM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

rsc.li/digitaldiscovery properties.

1 Introduction

Spectroscopy, primarily in the electromagnetic spectrum, is
a fundamental exploratory tool in the fields of physics, chem-
istry, and astronomy, allowing the composition, physical
structure, and electronic structure of matter to be investigated
at the atomic, molecular, and macro scale, and over astro-
nomical distances. In materials science, in particular, X-ray
absoprtion near edge structure (XANES) and Raman spectros-
copies play a very important role in analyzing the characteristics
of materials at the atomic level. For the purpose of under-
standing the insights behind these measurements, data points
are usually displayed in graphical form within scientific journal
articles. However, it is not standard for materials researchers to
release raw data along with their publications. As a result, other
researchers have to use interactive plot data extraction tools to
extract data points from the graph image, which makes it
difficult for large scale data acquisition and analysis. In
particular, high-quality experimental spectroscopy data is crit-
ical for the development of machine learning (ML) models, and
the difficulty involved in extracting such data from the scientific
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literature hinders efforts in ML of materials properties. It is
therefore highly desirable to develop a tool for the digitization
of spectroscopy graphical plots. We use as prototypical exam-
ples XANES and Raman spectroscopy graphs, which often have
a series of difficult-to-separate line plots within the same image.
However, the approach and tool can be applied to other types of
graph images.

Earlier work®>™ on extracting plot lines from the graph images
focus on dealing with plot lines with pivot points, which are
likely to fail if the assumption does not hold. WebPlotDigitizer®
is one of the most popular plot data extraction tools to date.
However, the burden of having to manually align axes, input
tick values, pick out the color of the target plot, and draw the
region where the plot falls in is cumbersome and not conducive
to automation.

In this paper, we develop Plot2Spectra, which transforms
plot lines from graph images into sets of coordinates in an
automatic fashion. As shown in Fig. 1, there are two stages in
the plot digitizer. The first stage involves an axis alignment
module. We first adopt an anchor-free object detection model to
detect plot regions, and then refine the detected bounding
boxes with the edge-based constraint to force the left/bottom
edges to align with axes. Then we apply scene text detection
and recognition algorithms to recognize the ticks along the x
axis. The second stage is the plot data extraction module. We
first employ semantic segmentation to separate pixels
belonging to plot lines from the background, and from there,
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Fig.1 An overview of the proposed Plot2Spectra pipeline. An example of XANES graph images is first fed into the axis alignment module, which
outputs the position of axes, the values of the ticks along x axis and the plot region. Then the plot region is fed into the plot data extraction

module which detects plot lines. Figure is from ref. 1.

incorporate optical flow constraints to the plot line pixels to
assign them to the appropriate line (data instance) they encode.

The contribution of this paper is summarized as follows.

(1) To the best of our knowledge, we are the first to develop
a plot digitizer which extracts spectra data from the graph
image in a fully automatic fashion.

(2) We suppress axis misalignment by introducing an edge-
based constraint to refine the bounding boxes detected by the
conventional CNN (Convolutional Neural Networks)-based
object detection model.

(3) We propose an optical flow based method, by analyzing
the statistical proprieties of plot lines, to address the problem of
plot line detection (i.e. assign foreground pixels to the appro-
priate plot lines).

2 Related work
2.1 Object detection

Object detection aims at locating and recognizing objects of
interest in the given image, which generates a set of bounding
boxes along with their classification labels. CNN-based object
detection models can be classified into two categories: anchor-
based methods®* and anchor-free methods.””"” Anchors are
a set of predefined bounding boxes and turn the direct predic-
tion problem into the residual learning problem between the
pre-assigned anchors and the ground truth bounding boxes
because it is not trivial to directly predict an order-less set of
arbitrary cardinals. However, anchors are usually computed by
clustering the size and aspect ratio of the bounding boxes in the
training set, which is time consuming and likely to fail if the
morphology of the object varies dramatically. To address this
problem, anchor-free methods either learn custom anchors
along with the training process of the detector'” or reformulate
the detection in a per-pixel prediction fashion.™ In this paper,
since the size and aspect ratio of plot regions vary dramatically,
we build our axis alignment module with anchor-free detectors.

2.2 Scene text detection and recognition

Scene text detection aims at locating the text information in
a given image. Early text detectors use box regression adapted
from popular object detectors.”*® Unlike natural objects, texts

720 | Digital Discovery, 2022, 1, 719-731

are usually presented in irregular shapes with various aspect
ratios. Deep Matching Prior Network (DMPNet)" first detect text
with quadrilateral sliding window and then refine the bounding
box with a shared Monte-Carlo method. Rotation-sensitive
Regression (RDD)* rotation-sensitive
features with active rotating filters,** followed by a regression
branch which predicts offsets from a default rectangular box to
a quadrilateral. More recently, character-level text detectors are
proposed to first predict a semantic map of characters and then
predict the association between these detected characters.

Detector extracts

Seglink® starts with character segment detection and then
predicts links between adjacent segments. Character Region
Awareness For Text detector (CRAFT)> predicts the region score
for each character along with the affinity score between adjacent
characters.

Scene text recognition aims at recognizing the text infor-
mation in a given image patch. A general scene text recognition
framework usually contains four stages, normalizing the text
orientation,* extracting features from the text image,>>*°
capturing the contextual information within a sequence of
characters,*”® and estimating the output character sequence.*
In this paper, we apply a pre-trained scene text detection
model* and a pre-trained scene text recognition model* to
detect and recognize text labels along the x axis, respectively.
We focus on the x-axis labels because in spectroscopy data, the
y-axis labels are often arbitrary, and only relative intensities are
important. However, the general framework presented can be
extended in the future to include y-axis labels.

2.3 Instance segmentation

The goal of instance segmentation is to assign different
semantic labels to each pixel in the given image and group
pixels into different instances. Instance segmentation algo-
rithms can usually be divided into two categories: proposal-
based methods and proposal-free methods. Proposal-based
methods®"** address the instance segmentation by first pre-
dicting object proposals (i.e. bounding boxes) for each indi-
vidual instance and then assigning labels to each pixel inside
the proposals (i.e. semantic segmentation). The success of the
proposal-based methods relies on the morphology of the target
object, and is likely to fail if the object is acentric or if there is

© 2022 The Author(s). Published by the Royal Society of Chemistry
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significant overlap between different instances. Proposal-free
methods*~” first take segmentation networks to assign
different semantic labels to each pixel, then map pixels in the
image to feature vectors in a high dimensional embedding
space. In this embedding space, feature vectors corresponding
to pixels belonging to the same object instance are forced to be
similar to each other, and feature vectors corresponding to
pixels belonging to different object instances are forced to be
sufficiently dissimilar. However, it is difficult to find such an
embedding space if the objects do not have rich features, such
as the plot lines in graph images. In this paper, we customize
our plot data extraction module by replacing the pixel embed-
ding process with an optical flow based method, which groups
data points into plot lines with continuity and smoothness
constraints.

3 Method

In this section, we provide more details about the proposed
Plot2Spectra tool. The general pipeline of the proposed method
is shown in Fig. 1. The pipeline is made of two modules. The
first module is the axis alignment module, which takes the
graph image as the input and outputs the position of axes, the
value and position of ticks along x axis as well as a suggested
plot region. The second module is the plot data extraction
module, which takes the plot region as the input and outputs
each detected plot line as a set of (x, y) coordinates. With the
detected plot lines, ticks, and axes, we are able to perform any
subsequent plot analysis (e.g. re-plot data into a new graph
image, compute similarities, perform ML tasks, etc.).

3.1 Axis alignment

In the axis alignment module, we first adopt an anchor-free
object detector'* to detect plot regions and refine the pre-
dicted bounding boxes with the edge-based loss. We then apply
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the pre-trained scene text detector® and the pre-trained scene
text recognizer® to extract and interpret all tick labels below the
x-axis.

Given the graph image Ie R¥*">*3 where H, W denote the
height and width of the image, respectively. Let Fe R7r*WexC pe
the feature map computed by the backbone CNN, where Hr, Wy,
C denote the width, height and number of channels of the
feature map, respectively. Assume the ground truth bounding
boxes for the graph image are defined as {B;}, where
B; = (x,y,x},yi)eR*. Here (xb, y5 and (¢}, y}) denote the
coordinates of the left-top and right-bottom corners of the
bounding box, respectively. For each location (x, y) on
the feature map F, it can be mapped back to the graph image as
(1 (x + 1), " (y + l)) (i.e. the center of the receptive

We 2)’ Hy 2
field of the location (x, )). For the feature vector at each location
(x,y), a 4D vector t.,, = (I, t, r, b) and a class label c,, are pre-
dicted, where [, ¢, r, b denote left/top/right/bottom, respectively.
The ground truth class label is denoted as c;y ={0,1} (i.e. 0,1
denote the labels for background and foreground pixels,
respectively) and the ground truth regression targets for each
£ = {167 B = x -,

location is denoted as

t'=y—yi, r"=xi —x, b" =y —y} Then the loss function
for the detector comprises a classification loss and a bounding
box regression loss

et _ ﬁchls (cX_y7 c;y) + 1{5;}, >0}§/]reg (tx.y, l;},) [1)
X,y
where Z.; denotes the focal loss in*® and %, denotes the IoU
(intersection over union) loss in.** Nj,,s denotes the number of
locations that fall into any ground truth box. 1;., is the indicator
function, being 1 if the condition is satisfied and 0 otherwise.
However, the left and bottom edges of the predicted
bounding boxes by the detector may not align with the axes, as
shown in Fig. 2(a). Therefore, we introduce an edge-based
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Fig.2 Examples of axis misalignment. (a) There are noticeable gaps between the left/bottom edges of the bounding boxes (blue boxes) and the
axes. (b) The left/bottom edges of the bounding boxes (red boxes) are perfectly aligned with the axes. Figures are from ref. 6-8 (left to right, top

to down).

© 2022 The Author(s). Published by the Royal Society of Chemistry

Digital Discovery, 2022, 1, 719-731 | 721


http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d1dd00036e

Open Access Article. Published on 23 August 2022. Downloaded on 3/8/2026 12:22:43 AM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

Digital Discovery

constraint to force the left/bottom edges of the detected
bounding boxes to align with axes inspired by the observation
that the values of pixels along axes usually stay constant.

X1

79 (x,y) = 3 I,y +b)

u=x—1
y+b

+ Y I(x—1y), st (Ltrbet,  (2)

v=y—t

The first term forces the left edge to have constant values and
the second term forces the bottom edge to have constant values.
Then, the axis alignment module is optimized with both the
detection loss and the edge-based loss:

gAL — cht + J(/;cdgc (3)

However, the edge-based loss term is not differentiable,
which means the eqn (3) cannot be optimized directly. In
practice, we take the one-step Majorization-Minimization
strategy to solve the problem.

arg min { g
L

arg minZ’de‘} (4)

[

As shown in eqn (4), we first optimize the detection model
with the gradient descent method to generate bounding boxes
with high confidence scores, then we refine the left/bottom
edges of the detected bounding boxes via a nearest neighbor
search. In particular, we apply the probabilistic Hough trans-
form* to detect lines (i.e. axes candidates) in the graph image

(a) A Rl 0, Coy
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and then search for the most confident candidates. Intuitively,
the best candidates should be either horizontal or vertical, long
enough and close to the edges of the detected bounding box.

L*: arg minDdist(Liv E)S~t~||Dang]e(Li7 E)H; > €1, Dlenglh(Lh E) > &
Lies(I)
(5)

where # denotes the probabilistic Hough transform operator,
E € {E"®, E""™ denotes the left or bottom edge of the
bounding box. Dynge measures the cosine similarity between
the given two lines. Diengen measures the ratio between the
length of the detected line and the edge, and Dy;sc measures the
horizontal/vertical distance between the two parallel lines.
Empirically, ¢; and ¢, are set to be 0.98 and 0.5, respectively.

3.2 Plot data extraction

In the plot data extraction module, we first perform semantic
segmentation to separate pixels belonging to plot lines from the
background, and from there, apply optical flow constraints to
the plot line pixels to assign them to the appropriate line (data
instance) they encode.

7t = —C log(é) —-(1- C)(l — log(é')) (6)

where C = S(IP)e R"”*"® denotes the probability map, which is
computed by the semantic segmentation model S from the
given plot image . C = {¢;}e R "’ denotes the ground truth
semantic map, ¢; is 1 if it is a foreground pixel and
otherwise 0.

Pixel embedding in conventional instance segmentation is
likely to fail because the plot lines often do not have a sufficient
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Fig.3 Results of plot line detection with different 4. Too large or too small values fail to have a correct detection. Figures are from ref. 38 and 39

(top to down).
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Fig.4 Comparison of the results of plot data extraction between instance segmentation algorithms and the proposed method. The first column
is the input plot images and the rest columns are plot line detection results with different methods. All pixels belonging to a single line (data
instance) should be assigned to the same color. Figures are from from ref. 1, 43 and 44 (top to down).

number of distinguishable features between different
instances. As shown in Fig. 4, all pixels belonging to a single line
(data instance) should be assigned to the same color. One
common mode of failure in conventional instance segmenta-
tion models (ie. LaneNet,* SpatialEmbedding®”) involves
assigning multiple colors to pixels within a single line. Another
common failure mode is a result of misclassifications of the
pixels during segmentation (see second row in Fig. 4, LaneNet
misclassifies background pixels as foreground and Spatia-
IEmbedding misclassifies foreground pixels as background).

Intuitively, plot lines are made of a set of pixels of the same
value and have some statistical properties, such as smoothness
and continuity. Here, we formulate the plot line detection
problem as tracking the trace of a single point moving towards
the y axis direction as the value of x increases. In particular, we
introduce an optical flow based method to solve this tracking
problem.

P(x, y) = P(x + dx, y + dy) (7)

© 2022 The Author(s). Published by the Royal Society of Chemistry

Brightness constancy, a basic assumption of optical flow,
requires the intensity of the object to remain constant while in
motion, as shown in eqn (7). Based on this property, we intro-
duce the intensity constraint to force the intensity of pixels to be
constant along the line.

wr—1

S B
gintensity _ Z 2P (xis1, a1 ) — P (xes 90) I (8)
)

Then we apply a first order Taylor expansion to eqn (7),
which estimates the velocity of the point towards y axis direction
at different positions. Based on this, we introduce the
smoothness constraint to force the plot line to be differentiable
everywhere, i.e.

(x,y)

Vixy)= I (x,y)

ki 2 )
gsmooth Z lyict —yi — V(Xi,yi)Hz

i=0
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where I{, I denote the gradient map along x-direction and y-
direction, respectively. V(x, y) denotes the velocity of the point
along y-direction.

Also, we introduce the semantic constraint to compensate
the optical flow estimation and force more foreground pixels to
fall into the plot line.

wp
emantic ~ 2
e =3 |1 = Clx i)l (10)
i=0
Therefore, the total loss for plot line detection is
Zline — Zsmoolh + Zintensity 4 L%semantic (11)

4 Experiments

In this section, we conduct extensive experiments to validate the
effectiveness and superiority of the proposed method.

We collected a large number of graph images from literature
using the EXSCLAIM! pipeline®>** with the keyword “Raman”
and “XANES”. Then we randomly selected 1800 images for the
axis alignment task, with 800 images for training and 1000
images for validation. For the plot data extraction task, we
labeled 336/223 plot images as the training/testing set with
LabelMe.** One thing to clarify here is that these real collected
plot images may look “in low quality”, as shown in Fig. 4-6.

During the training process, we implement all baseline
object detection models'**>"” with the MMDetection code-
base.*® The re-implementations strictly follow the default
settings of MMDetection. All models are initialized with pre-
trained weights on the MS-coco dataset and then fine tuned
with SGD optimizer with the labeled dataset for 1000 epochs in
total, with initial learning rate as 0.005. Weight decay and
momentum are set as 0.0001 and 0.9, respectively. We train the
semantic segmentation module from*” in a semi-supervised

manner. In particular, we simulate plot images with
Plot Image Probability Map Detection Result

““LV 5 _J\_———A‘
=

Plot Image

DC-P3H l'—p.\r.\ll&l
DC-P3HT-perpendicular
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variations on the number/shape/color/width of plot lines, with/
without random noise/blur and then we train the model alter-
natively with the simulated data and real labeled data for 1000
epochs.

The optical flow based method is implemented in Algorithm

N if mi _ k)2 A
P, if min [y — 3], < 4
) * V€ Veand

Semantic map (y ) .Vcand) = . k(2 :
arg min||y — y||,, otherwise

V€ Yeand

Color map (x,j*) =

ﬁk7 if min» HIP(X,)}) - {IP(X“)*/‘)}Hi <4

ye.,l'(ﬁ“)
. v 112 . (12)
arg min||I°(x,y) — {I?(x, ") }||,, otherwise

yer ()

where .#(y) denotes the neighborhood of y, all values in the
interval between y — ¢ and y + ¢. Empirically, 6 is 10 in this
paper. 4g, 4. are two thresholds, which help to suppress
imperfection in the probability map (e.g. reject misclassified
background pixels and inpaint missing foreground pixels). It is
important to note that a proper value for 4 is important for
doing a successful plot line detection. As shown in Fig. 3, if the
4y is too large (top row), the proposed method fails to inpaint
correct misclassified foreground pixels, if the 4 is too small,
the proposed method fails to compensate the error from optical
flow estimation in case of sudden gradient change (e.g. peak).
Visual comparison on plot line detection between the
proposed method and conventional instance segmentation
algorithms is shown in Fig. 4. In particular, we have 4 baseline
methods: LaneNet* with Deeplab®* as the backbone, LaneNet
with Unet® as the backbone, LaneNet with Unetscnn®® as the
backbone and SpatialEmbedding.*” All the instance segmenta-
tion algorithms fail to distinguish pixels from different plot
lines especially when the number of lines increases and the

Probability Map Detection Result

Fig. 5 Plot line detection with imperfect semantic segmentation results. (a) Part of plot lines is missing in the probability map. Figures are from
ref. 38 and 45 (top to bottom). (b). Background pixels are misclassified as foreground. Figures are from ref. 46 and 47 (top to bottom).
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Fig. 6 Plot line detection with hard examples. The proposed method works for cases containing significant overlap between different plot lines
—conditions that can even be challenging for humans to annotate or disambiguate. Figures are from ref. 48 and 49 (left to right).

Table 1 Optical flow based algorithm for plot line detection

Initialization: V (x,y), C, I?(x,y)
Pick a point from each plot line as the start position
{(x,y)| k=1,2,...,M}, where M is the number of plots
while t <W?” do

o1 vV (u,y5)
point with optical flow

> Estimate the next position of the

Yeand < {C(x+1) == 1} b Select pixels of plot data in the
semantic map

{ Af+1 } A SemantiCMap({yﬁ_] }7YL'and)

{Yg(“} < ColorMap(x; 1, {}3f+1 1)

tt+1
end while
while s > 0 do

)7:(4,1 <~ yz{C - V(x,,yf)
point with optical flow

> Estimate the next position of the

Veand {E‘(xt,l) ==1} b Select pixels of plot data in the
semantic map
{y/\ffl } <~ SemantiCMap({yAgtl }7)’cand)

{yf_l} <+ ColorMap(x;_1, {ﬁf_l b
t+t—1
end while

distance between adjacent lines decreases (e.g. first row in
Fig. 4). As expected, the proposed optical flow based method
correctly groups pixels into plot lines. Moreover, the proposed
method still works even with imperfect semantic segmentation
prediction. As shown in Fig. 5, the proposed method is able to
inpaint the missing pixels and eliminate misclassified
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background pixels. The proposed plot line detection method
also works for cases containing significant overlap between
different plot lines - conditions that can even be challenging for
humans to annotate or disambiguate. This is shown in Fig. 6.

Meanwhile, we introduce a quantitative metric to evaluate
the performance of different methods. Here, {LP"*%} and {L5%
denote the set of detected plot lines and ground truth plot lines
in the image, respectively. Then we define matched plot lines as

{Lmateh| [ fpred) n}g}}w — 1| <é&p} while each ground truth
S

plot line can have at most one matched plot line. Thus we have
[ ol T [l
[[{zPred | [{Z# 3|
the number of plot lines in the set and ¢, denotes the threshold
of the mean absolute pixel distance between two plot lines. By
setting different e,, we measure the performance of different
algorithms, as shown in Fig. 7. As expected, the proposed

precision = ,where ||.|| denotes

Table 2 Axis misalignment with different anchor-free object detec-
tion models

Method Refined Axis misalignment
FCOS™ No 1.49
Yes 1.33
FreeAnchor'’ No 4.65
Yes 2.47
GuidedAnchor"’ No 3.03
Yes 1.60
Recall
1.0 [ — -
0.8
20.6 _—
=
©
Q »
20.4 /
e ~ —— Plot2Spectra
/ LaneNet(deeplab)
0.2 < / —— LaneNet(unet)
£ —— LaneNet(unetscnn)
0.0 _/ SpatialEmbedding
0.1 0.5 1 2 3 4 5 10 15 20

Pixel Distance Threshold

Fig. 7 Quantitative comparison of plot data extraction between different algorithms. With the increase of pixel distance threshold, the precision
and recall values of all the methods increase. The proposed method achieves better precision and recall accuracy than the other methods.
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Fig. 8 Visual comparison of plot data extraction with different losses. The leftmost figure is the input plot image. With only the smoothness loss
(i.e. middle left image), the extraction process is significantly affected by the imperfection of the plot image (e.g. noise), which produces an
inaccurate gradient map. With both the smoothness loss and the semantic loss (i.e. middle right image), the semantic loss term helps to
compensate for the errors in the optical flow estimation, which results in significant improvements. With the smoothness loss, the semantic loss
and the intensity constraint (i.e. right most image), the intensity constraint term helps refine the detection results by searching for the best
intensity match in the neighborhood, which eliminates the glitches. Figure is from ref. 57.

algorithm achieves better precision and recall accuracy than the
other methods. In particular, there are 935 plot lines in the
testing set. Given ¢, = 1, the proposed plot digitizer detects 831
matched plot lines and given ¢, = 2, the proposed plot digitizer
detects 890 matched plot lines.

Cu-ZSM-5(673)

Cu-ZSM-5(823)

Cu-ZSM-5(1023)

Input Plot Image Probability Map

5 Ablation study

5.1 Edge-based constraint

We introduce a mean absolute distance between the estimated
axes and the real axes to quantitatively measure the axis
misalighment. Here we use (Xpred, Yprea) and (Xgt, Ygr) to denote

Cu-ZSM-5(673) Cu-ZSM-5(673)

(c)
Cu-ZSM-5(823) Cu-ZSM-5(823)

Cu-ZSM-5(923) Cu-ZSM-5(923)

Cu-ZSM-5(1023) Cu-ZSM-5(1023)

Detection Result Detection Result

Fig. 9 Results of plot line detection with different start position. Start positions are highlighted in the detection result images. Figures are from

ref. 57 and 58 (top to down).
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Fig.10 Quantitative comparison of plot data extraction with different start positions. With the increase of pixel distance threshold, the precision
and recall values of all the methods increase. With the best start position, the proposed method achieves better precision and recall performance.
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(a) Plot Image

(b) Detection Result

(c) Confidence Map

Fig.11 Plot line detection with simulated plot image with different line styles. (a). An example plotimage with plot lines in different line styles, e.g.
solid, dashed, dashed-dot, dotted. (b). Detected plot data with the proposed method trained with real data. (c) Confidence map, showing the
consistency between the smoothness constraint and the detected probability map.

the estimated and ground truth point of origin of the coordi-
nates, respectively. Then the axis misalignment is computed as

lign _
pmisalign NZ

where N denotes the number of graph images in the testing
set.

We measure the axis misalignment of the detection results
using three different anchor-free object detection models (i.e.
FCOS,"* FreeAnchor'” and GuidedAnchor'?), with and without
the edge-based constraint. A more detailed quantitative
comparison between axis alignhment with/without the edge-
based constraint is shown in Table 2. The refinement with the
edge-based constraint suppresses the axis misalignment, with
~10% improvement for FCOS and ~47% improvement for the
other detectors.

+

i i i i
Xpred — Xgt Yored — Vet (13)

5.2 Different losses for plot line detection

We conduct experiments to study how each loss term affects
performance of the plot data extraction module. A visual
comparison between plot data extraction with different loss
function is shown in Fig. 8. We take an example plot image from
the testing set. With only the smoothness loss (i.e. middle left
image), the extraction process is significantly affected by the
imperfection of the plot image (e.g. noise), which produces an
inaccurate gradient map. Adding the semantic loss term helps

© 2022 The Author(s). Published by the Royal Society of Chemistry

to compensate for the errors in the optical flow estimation,
which results in significant improvements (i.e. middle right
image). However, some glitches are still noticeable in the
detection result (i.e. the green plot in middle right image).
Finally, the intensity constraint term helps refine the detection
results (i.e. right most image) by searching for the best intensity
match in the neighborhood.

5.3 Different start positions for plot line detection

A good start position matters in the proposed optical flow
method, especially in case that there are sharp peaks in the plot
image or misclassified foreground/background pixels in the
probability map. Intuitively, we select the start position at pla-
ces where the gradients are small. As shown in Fig. 9, the top
row shows that misclassified foreground pixels break the
continuity of the plot line, which hinders the ability of tracking

Table 3 Quantitative comparison of plot data extraction with different
line width or line style

Line width RMSE Line style RMSE
2.0 0.015 Solid 0.009
2.5 0.023 Dashed 0.022
3.0 0.016 Dashed-dot 0.016
4.0 0.018 Dotted 0.026

Digital Discovery, 2022, 1, 719-731 | 727
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Fig. 12 Failure cases. (a) Plot2Spectra fails when there is a significant peak. Figures are from ref. 65 and 66 (top to down). (b) Plot2Spectra fails
when a large portion of background/foreground pixels are misclassified. Figures are from ref. 67 and 68 (top to down).

the motion of the point from one side. In the bottom row, there
are sharp peaks in the plot image and significant overlap
between different plot lines in the probability map, making it
difficult to apply the optical flow method from the left side of
the peak. Also, we conduct experiments to quantitatively
measure the how the selection of start positions affect the
performance. In particular, we randomly select ~20 start posi-
tions in each plot image and apply the proposed method to
detect plot lines. We measure the best/average/worst perfor-
mance of plot line detection with these start positions, as shown
in Fig. 10. Clearly, selecting a proper start position is very
important to the success of the algorithm.

5.4 Different line width and line style for plot line detection

Different authors may prefer different line width or line styles
when they generate the plot images. We conduct experiments to
study how the variation of line width and line styles in the plot
images would affect the proposed plot line detection model. For
quantitative evaluation, we take 200 spectra from the bench-
mark database.f We generate a number of plot images with
different line widths and line styles. In particular, solid lines,
dashed lines, dashed-dot lines and dotted lines are commonly
used and the line width is randomly selected from {2.0, 2.5, 3.0,
4.0}. Fig. 11(a) shows an example of the synthetic plot images, in
which different plot lines have different line styles and colors.
Since the semantic segmentation module is trained with both
simulated data and real labeled data, we directly apply the
trained model onto those synthetic plot images for plot line
detection. As expected, the model works pretty well on the
synthetic data. As shown in Fig. 11(b), each plot line is assigned
with one unique color. Moreover, we noticed that the data range

+ The XASdb**® hosted on the Materials Project® website, currently the world's
largest database for computed X-ray absorption spectroscopy (XAS) data. This
database stores more than 500 000 site-wise spectra and has been extensively
used to accelerate the spectra interpretation through machine learning
approaches.®*
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of different plot lines could be different, then we generate the
confidence map for each predicted plot line, as shown in
Fig. 11(c), where data points in red are likely to be false positive
prediction and data points in green are likely to be true positive
prediction.

In this experiment, 195 out of 200 plot lines are detected,
resulting a recall ratio of 97.5%. Then we compute the root
mean square error (RMSE) between the predicted spectra data
and the ground truth data with different line width or line
styles. In particular, the predicted spectra data and the ground
truth data of each plot line are normalized to [0, 1]. Also, since
the coordinates of the predicted spectra data are integer while
the ground truth data can be floating numbers, a bilinear
interpolation is applied to align the prediction and the ground
truth data. In total, the average RMSE of all detected plot lines is
0.018. We also compute the average RMSE for different settings
of line width or line styles, as shown in Table 3. As expected, the
RMSE of solid plot lines is better than that of plot lines in other
line styles since solid lines are the most widely used line style.
The proposed model also performs quite robust in case of
different line width and line styles.

6 Conclusion and discussion

In this paper, we report the Plot2Spectra code we developed to
extract data points from XANES/Raman spectroscopy images
and transform them into coordinates, which enables large scale
data collection, analysis, and machine learning of these types of
spectroscopy data. The novelty of the technique is that we
propose a hybrid system to address the problem. Due to the
insufficient feature of plot lines, it is difficult for conventional
instance segmentation methods to find a proper embedding
space. To this end, we decouple the problem into an easy-to-
model part (ie. optical flow for data point tracking) and
a hard-to-model part (i.e. CNN for plot data segmentation).
Extensive experiments validate the effectiveness and superiority

© 2022 The Author(s). Published by the Royal Society of Chemistry
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of the proposed method compared to other approaches, even
for very challenging examples.

Unfortunately, there remain some cases that the proposed
approach is likely to fail. As shown in Fig. 12(a), the current
model fails to detect sharp peaks. This is because the first order
Taylor approximation in eqn (9) does not hold for large
displacements. A possible way to address this issue is to stretch
the plot image along x-direction, which reduces the slope of the
peaks. Another kind of failure cases is shown in Fig. 12(b). Since
the proposed plot line detection algorithm detects plot lines in
a sequential manner, the error from the previous stage (i.e.
semantic segmentation) would affect the performance of the
subsequent stage (i.e. optical flow based method). Even though
the optical flow based method is robust if some pixels are
misclassified (as shown in Fig. 5), significant errors in the
probability map would still result in a failure. A possible way to
address this issue could be training a more advanced semantic
segmentation model with more labeled data.

Data availability

(1) The code described in this paper can be found at https://
github.com/MaterialEyes/Plot2Spec. The version of the code
employed for this study is version 1.0. (2) Data and processing
scripts for this paper, including plot images used in the
training, are available at https://github.com/MaterialEyes/
Plot2Spec.
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