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The electrochemical production of hydrogen peroxide (H,O,) is an appealing green alternative to the
classic anthraquinone process. Herein, we show the development of a process to produce H,O, anodi-
cally in continuous flow at high current densities. The role of CO32‘ ion activity in enhancing the anodic
H,O, generation using a commercial boron-doped diamond (BDD) electrode is investigated in detail. The

process development comprising the optimization of electrolyte flow type and flow rates enabled

2

electrochemical operation at current densities up to 700 mA cm™, with Faraday efficiencies up to 78%,

1 ecm™2. Continuous flow experi-

and the highest-ever reported H,O, production rate of 79 pmol min~

ments are essential for technical applications, which is one of the first upscaling steps. A continuous and
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stable H,O, productivity with constant production rates for up to 28 hours was achieved. Our experi-
ments unfold the importance of electrochemical process development and the interplay of the electrode,
electrolyte, and operating cell parameters to achieve a highly efficient, scalable, stable, and continuous
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Introduction

Hydrogen peroxide (H,0,) is a widely used chemical with a
market evaluated at $4 billion in 2020, forecasted to grow to
$5.2 billion by 2026." Its strong oxidizing capability enables a
broad application in the chemical industry. Moreover, because
it releases only water (H,0) and oxygen (O,) as a side-product,
H,0, is extensively used as a green oxidant. Industrial appli-
cations include drinking water®® and wastewater treatment,*”
bleaching,® desulfurization of conventional energy carriers’
and  bio-based  feedstocks,®®  sanitation,’®  organic
synthesis," ™ and aerospace fuels."* New niche of appli-
cations in catalyst synthesis,'® biofuel generation,'® and desul-
furization of biogas'’ are also expected to ramp up the
demand for H,O, in the future. Hence, in the context of these
broad application spectra, H,O, is among the 100 most essen-
tial chemicals globally."®*°

The industrial production of H,O, is mainly through the
anthraquinone autoxidation (AO) process. The AO-process is
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system for the 2e™ water oxidation to H,O,.

considerably energy-demanding (aggregate consumption up to
17.6 kW h kg™ H,0,),%° uses large amounts of organic sol-
vents and involves remarkable risks associated with hydrogen-
ation and oxidation reactions under high H,/O, pressure.”’
Furthermore, it requires expensive palladium-based catalysts
and complex, large-scale equipment.”” The industrial AO
process involves distillation of H,0, to generate large volumes
of concentrated solution (from 40 to 70 wt%),>® which is
required for its transportation and very specific applications.
Nevertheless, the primary use of H,0, in bleaching and disin-
fectant requires H,O, concentrations from 3 to 8 wt%.>*?°
While transportation of H,O, in high concentrations is risky,
shipping in lower concentrations poses the disadvantage of
moving mainly water, thus negatively affecting the carbon foot-
print and economic viability of the product. Therefore, a porta-
ble device for decentralized and on-demand H,O, production
only based on water, air, and (renewable) electric energy as
input provides a desirable local and “green” solution for the
supply of H,O, where it is needed.

The electrochemical production of H,0, is based on water,
air, and renewable electric energy as primary feedstocks.
Therefore, it is an elegant green solution for onsite and on-
demand H,0, production, also avoiding risks associated with
large-scale storage and transportation of highly concentrated
H,0, solutions.>> There are two electrochemical routes for
H,0, production: the cathodic oxygen reduction reaction
(ORR, eqn (1)) and the anodic water oxidation reaction (WOR,
eqn (2)). Both pathways involve a two-electron transfer reac-
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tion.>> The WOR pathway at the anode is particularly attractive
because it can be coupled with cathodic reactions running on
large scales, such as the CO, reduction reaction (CO,RR) and
the water electrolysis for hydrogen evolution reaction (HER).>®
Currently, both reactions are coupled with WOR to O,, which
besides being harmless, is an economically insignificant half-
cell reaction and utilizes expensive and critical electrode
materials such as iridium.>”*® Combining anodic and catho-
dic processes that generate value-added products can enhance
the overall cost efficiency of the whole production process.

0, +2H' +2¢” — H,0, E°=067Vvs. RHE (1)

2H,0 = H,0, +2H' +2¢~ E°=176Vvs. RHE (2)

The electrochemical WOR to H,O, has gained massive
interest in the last years. A strong focus on catalyst develop-
ment has been crucial for reaction improvement leading to a
significant increase in efficiency, selectivity, and stability.
Catalysts based on metal oxides such as CaSn03,>*" BivO,,*>
and ZnO,* as well as on metal porphyrin complexes of Ge**
and AI*® have been reported to be highly active catalysts for
WOR. Another class of promising materials are boron-doped
diamond (BDD) electrodes.’**® BDDs are robust electrodes
with remarkably high overpotential for oxygen evolution reac-
tion (OER). By suppressing O, evolution, high efficiency for
H,0, production is obtained on BDD.** Such materials have
been used as anode for waste-water treatment for a long
time."® Recent progress on the properties of BDD materials
has significantly enhanced H,O, production performance,
leading to outstanding production rates of 74.6 pmol min™*
cm™ H,0, and peak faradaic efficiency (FE) of 87%.%®

Nevertheless, all reports of WOR to H,O, on BDD have so
far been carried out in electrochemical H-cell setups.*”*® In
this context, the process transfer to electrochemical flow cells
would be the first step toward technical applications, continu-
ous production and scale-up.*’ Despite the remarkable
benefits of electrochemical flow systems in terms of their oper-
ational conditions and scalability potential, only a few studies
on WOR in flow cells have been reported up to date.>***

Herein, we exploit the remarkable properties of a commer-
cial BDD electrode for the anodic production of H,O, in a scal-
able and continuous flow process. Our previous work reported
a direct relationship between the ionic activity of CO;*~ and
enhanced anodic H,0, production on commercial carbon
fiber paper (CFP) anodes.*> A cyclic mechanism of H,0, pro-
duction catalyzed by carbonate ions was proposed through the
formation of peroxodicarbonate species (C,04>") (eqn (3) and

(4).*
2C0;%" — C,06* +2e~ E°=180Vvs. RHE  (3)
C206%" + 2H,0 — H,0, + 2HCO; ™ (4)

This mechanism was based on the correlation between the
calculated activity of carbonate ions (CO5>7) in the electrolyte
and the observed H,O, formation rate, later confirmed by
in situ infrared spectroscopy (ATR-FTIR) by Gill et al.*?
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In the present study, we extended the scope to show a con-
tinuous flow process using a commercial BDD electrode in
combination with an optimized carbonate-based electrolyte
system. We investigated and compared different flow setups
(circular and single-pass) as well as the effect of flow rate on
FE and production rate in continuous mode at current den-
sities of up to 700 mA cm>. Our experimental results show
the crucial importance of the electrochemical process develop-
ment beyond catalyst and electrolyte.

Experimental section
Materials

Potassium hydrogen carbonate (KHCO;, Sigma Aldrich,
99.5%), potassium carbonate (K,COs;, ReagentPlus®, 99%),
titanium(v) oxysulfate (TiOSO,, >29% Ti (as TiO,) basis, tech-
nical), and sodium metasilicate (Na,SiO;) were purchased
from Sigma Aldrich. Potassium hydroxide (KOH, >85%) was
obtained from Carl Roth. All materials and chemicals were
used as received.

Electrochemical experiments

Electrochemical measurements were performed using an
Autolab PGSTAT128N potentiostat/galvanostat equipped with a
10 A booster. A two-compartment H-cell divided by Nafion 117
(Ton Power, Germany) cation exchange membrane (CEM) was
used for preliminary studies. The anode was a 5 cm? (geo-
metric area) BDD electrode sputtered on a Si substrate and
with boron doping between 2000 to 5000 ppm (DIACHEM®,
Condias GmbH, Fig. S1, ESIT). The auxiliary cathode was an
IrO,/Ti mesh, and the reference electrode a Ag/AgCl system in
3.5 mol L™ KCI (eDAQ). The gap between cathode and anode
was 6 cm. Each compartment of the H-cell was filled with
25 mL of electrolyte. Linear sweep voltammetry (LSV) was
recorded at a scan rate of 100 mV s~'. Galvanostatic experi-
ments were carried out at current densities ranging from 10 to
300 mA c¢cm™* using bicarbonate (HCO;™) and carbonate
(CO;%7) electrolytes. Current densities were calculated based
on the geometric area of the electrode. Chronopotentiometry
measurements were performed under a constant stirring rate
of 1000 rpm with a Teflon coated magnetic stirrer. An ice bath
was used to avoid thermal decomposition of generated H,0,.
The potentials are reported against the reversible hydrogen
electrode (RHE), calculated by the eqn (5).

E(rue) = Eag/agar + 0-059 PH + B, /y) B3y ager = 0205V (5)

Experiments under flow were performed using a microflow
cell (Electrocell, Denmark) with a unique design from Siemens
Energy for the CO2EXIDE project (Horizon 2020, grant agree-
ment no. 768789). The cell was equipped with 10 cm?* (3 x 3.5
cm) electrodes (cathode and anode) separated by a Nafion
117 membrane. A carbon electrode was used as a cathode, and
DIACHEM® BDD/Ta (2000-5000 ppm B doping, Condias
GmbH) was used as an anode, with an electrode distance of
8 mm. If not otherwise specified, the anolyte and catholyte

This journal is © The Royal Society of Chemistry 2022
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volume were 200 mL for each half-cell. The electrolyte flow was
controlled by a flow pump (Watson-Marlow) in a flow range
varying from 2 to 120 mL min~". The pH and conductivity of
the electrolyte were monitored with a pH-meter (VWR pH
3210) and a conductometer (VWR pHenomenal® CO 3100 H),
respectively. All flow experiments were carried out with 2 mol
L' K,COs. The electrolyte flow setup was varied as circular or
single-pass. Circular flow experiments were performed at a
constant flow rate of 100 mL min™", with Na,SiO; as a stabil-
izer in the electrolyte and regulated at a pH of 12.6. The single-
pass flow rate was varied between 5 and 100 mL min™".
Moreover, in single-pass flow experiments, the electrolyte con-
taining H,O, was collected in a separate reservoir. Anolyte
samples were collected periodically after having passed the cell
and before collecting in the reservoir.

Quantitative product analysis

The quantification of the anodically generated H,O, was per-
formed using the TiOSO, method as described in the
literature.*>***> In short, 0.1 mol L™' TiOSO, in 2 mol L™*
H,SO, solution was prepared prior to the H,0, detection.
25 pL of anolyte sample was mixed with 975 pL of 0.1 mol L™"
TiOSO, solution in a standard cuvette. In the presence of
H,0,, a color change from colorless to yellow is observed due
to the formation of pertitanic acid (eqn (6)). The absorbance of
pertitanic acid was measured at 407 nm using a Shimadzu
UV-1800 spectrophotometer. The molar extinction coefficient
(€407nm) is 6.89 x 10 L mol " em ™.

H,0, + TiO*" 4+ H,0 — H,TiO4 + 2H ' (6)
The faradaic efficiency (FE) was calculated with eqn (7):

n XZXF
FE(%) = 2% 2277

x 100 (7)
where ny o, is the number of moles of H,O, (in mol) pro-
duced, z is the electrons required for water oxidation to H,0,
(z = 2), F is the faradaic constant (96 485 C mol™"), and q is the
total charge passed (in Coulombs).

The H,0, production rate is given by eqn (8):

Production rate(pmol min ™ cm %)

B H,0, detected (pmol)
" time(min) x area of the electrode(cm?)

(8)

The energy consumption was calculated according to eqn
(9)-
UXzXF

EC(kWhkg™) = -——r——ers

X 100. (9)

where U is the applied cell potential (in V), and M is the molar
mass of H,0, (in g mol™).

Calculation of ionic activities for HCO;~ and CO;>~

The ionic activity of the bicarbonate (¢(HCO;™)) and carbonate
(a(CO5>7)) ions were calculated as previous reported (eqn (S1)-
(S6), ESIT).*?

This journal is © The Royal Society of Chemistry 2022
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Results and discussion

With the objective of achieving unprecedented levels of per-
formance for the anodic H,O, generation under technically
relevant and scalable operational conditions, this study is
divided into two parts: (i) a preliminary evaluation of the elec-
trolyte in an H-cell configuration and (ii) an electrochemical
process optimization in a continuous flow reactor. In the first
part, the effect of the electrolyte composition on WOR to H,0,
is qualitatively and quantitatively evaluated. In the second
part, the process is transferred to a continuous flow reactor
under optimized electrolyte conditions, where the effect of
flow setup and flow rate is investigated and optimized towards
higher anodic H,0, productivity.

The electrolyte effect

Bicarbonate solutions have been widely used for WOR to
H,0,.>”*** The molar fraction of the bicarbonate (HCO;7)/
carbonate (CO3>7) species in solution is dependent on the pH
of the electrolyte (eqn (10) and (11)).

H,CO; = HCO;  +H" (pK,1=3.7) (10)

HCO;™ = CO3> +H' (pK,, = 10.3) (11)

Basic pHs favor higher activity of carbonate ions, which pro-
motes the WOR to H,0, through the intermediate
formation of peroxodicarbonate species (02062_, Scheme S1,
ESIt).***? Although the benefits of high pH are significant, it
can be detrimental due to the low stability of H,0, under alka-
line conditions. Therefore, a chemical stabilizer was added to
the anolyte to decelerate the alkaline decomposition of
H,0,.%2

WOR in 2 mol L™ solutions of bicarbonate (KHCO;, at pH
8.4) and carbonate (K,CO3, at pH 12.6) electrolytes were evalu-
ated by linear sweep voltammetry (LSV) on BDD electrodes
(Fig. 1a). The two electrolytes show a distinct current density
profile. At +3.2 V vs. RHE, the current density is substantially
higher for K,CO; (155 mA cm™?) compared to KHCO; (140 mA
cm™?). The onset potential, defined as the potential where the
current density starts to increase exponentially, is also con-
siderably lower for carbonate (+2.45 V vs. RHE) than for bicar-
bonate solutions (+2.66 V vs. RHE). Both aspects, higher
current density and low onset potential, indicate a higher
electrochemical activity for WOR in K,CO; electrolytes com-
pared to KHCOs.

The effect of current density on H,O, production for these
two carbonate-based electrolytes (HCO;~ and CO;*7) was
further evaluated by chronopotentiometry (CP) at pH 8.4 and
pH 12.6 (Fig. 1b). Increasing the current density results in a
higher H,0, concentration for both electrolytes, yet carbonate-
based electrolytes lead to higher overall H,0,
concentrations.*®***® A maximum of 70 mmol L™ of H,O,
was obtained in carbonate at 300 mA cm™2, compared to only
16.4 mmol L™ H,0, in bicarbonate.

The FE at applied different current densities showed a peak
of 57% in carbonate solutions at 100 mA cm™2, whereas the

Green Chem., 2022, 24, 7931-7940 | 7933
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Fig. 1 WOR to H,0; in 2 mol L™ KHCO5 and K,COs electrolytes. (a) Anodic LSV starting from +0.18 V vs. Ag/AgCl (calculated vs. RHE) with a scan
rate of 100 mV s~ (b) H,O, concentration and (c) FE at the indicated applied current densities for 10 minutes at each step. (d) Galvanostatic polariz-
ation at 300 mA cm~2 for 10 minutes in 2 mol L™t KHCOs (at adjusted pH values from 8.4 to 12) and 2 mol L™ K,COs (pH 12.6) and the corres-
ponding calculated ionic activity for HCO3™ and COs% ions. The experiments were performed using a 5 cm? BDD anode in a two-compartment
H-cell cooled in an ice bath. The electrolyte was changed between the galvanostatic steps and kept under constant stirring of 1000 rpm.

FEs in bicarbonate electrolytes lay between 10 and 15% for all
current densities (Fig. 1c). Higher FE for carbonate solutions
(at least four times higher than in bicarbonate) confirms that
higher pH regimes enhance the electrochemical production of
H,0, on BDD anodes, consistent with our previous studies
with carbon anodes.*” At current densities higher than 100 mA
cm>, the FE decreases, reaching 36% at 300 mA cm >, where
the highest H,0, concentration was achieved. This lower FE,
despite higher net H,0, concentrations, indicates a combined
effect of enhanced oxygen evolution and electrolytic H,O,
decomposition.>” Notwithstanding, anodic H,0, formation
reached a partial current density (jH,0,) of 110 mA cm™> and
a production rate of 35 pmol min~' em™ at 300 mA cm™>
(Fig. S3, ESIY).

As different carbonate species (H,CO3;, HCO;~, and CO;>")
can be formed by varying the pH of the solution, the ionic
activity for HCO;~ (a(HCO;™)) and CO5>~ (a(CO5>7)) species in
the electrolyte was calculated as a function of pH for the range
of pH 8.4 to 12.6 (Fig. 1d). In the same pH range, the anodic
H,0, production at 300 mA cm > was evaluated experi-
mentally. The pH of the 2 mol L™" KHCO; was adjusted using
KOH salt. The calculated activity profile for a(HCO;™) and
a(CO;>7) show a remarkable correlation with the experi-
mentally measured anodic H,0, production. Higher a(CO5;>")
at higher pH values lead to significantly higher H,O, concen-
trations. A considerable visual difference in the anode was also
observed at higher pH values, as the O, evolution substantially
decreased. Higher H,0, production at higher pH is consistent
with our proposed mechanism, which involves the oxidation of

7934 | Green Chem., 2022, 24, 7931-7940

carbonate  ions to  peroxodicarbonate  species as

intermediates.*?

WOR in a continuous flow reactor

Envisioning the scale-up and technical application of
anodic water oxidation to H,0,, a flow cell setup was used for
further investigations. The electrochemical flow mode/
setup (circular or single-pass), the electrolyte flow rate, and the
long-term stability of the system were investigated and
optimized.

Anodic H,0, production in circular flow

Circular flow experiments allow the increase of product con-
centration in the electrolyte reservoir by recirculating it
through the cell multiple times (Fig. 2a and Fig. S4, ESIY).
Galvanostatic experiments on circular flow were carried out at
current densities of 100, 200, and 300 mA cm > (Fig. 2b) with a
constant flow rate of 100 mL min~". The highest H,0, concen-
tration was obtained at 200 mA cm™? (58 mmol L") after recir-
culating for 150 minutes. In all experiments, the FE reached
its maximum peak at 15 minutes, and longer reaction times
resulted in lower FE and formation rates (Fig. 2c and Fig. S5a,
ESIf), indicating not only WOR to O, as also the electro-
chemical decomposition of H,0,. Such production rate
decrease with time was also observed in H-cell experiments
(Fig. S6, ESIT), and it is consistent with the literature.?”*>*°
The specific electric energy consumption for the anodic
H,0, generation was calculated for the first reaction stage of
high formation rate (first 15 minutes, Fig. 2d) and for the

This journal is © The Royal Society of Chemistry 2022
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Fig. 2 Anodic H,O, production in a circular flow reactor. (a) Schematic representation of the flow cell with circular flow. (b) HO, concentration and
(c) FE obtained at different applied current densities. (d) Energy consumption to produce 1 kg of H,O, based on the peak FE (at 15 min) at each applied
current density. The flow cell was equipped with a carbon cathode and a BDD/Ta anode (both with a 10 cm? geometric area) separated by a Nafion
117 membrane. Each cell compartment contained a reservoir with 200 mL of 2 mol L™t K,COs electrolyte circulating at 100 mL min~! flow rate.
90 mmol L™ Na,SiOs was added to the anolyte as a chemical stabilizer to avoid H,O, decomposition. The pH of the anolyte was kept constant at 12.6.

whole reaction time (150 minutes, Fig. S5¢ and Table S1, ESIf}).
The specific energy consumption of a product is one of the
most basic approaches to determining the unit energy con-
sumption.”® The first reaction stage at 100 mA cm™> had a
specific energy consumption of 19.3 kW h kg™, which raised
considerably to 26 kW h kg™’ at 300 mA cm™>. After
150 minutes of reaction with recirculation (75 cycles), the
specific energy consumption was as high as 196 kW h kg™ at
300 mA cm™? (Fig. S5c and Table S1, ESIf). At a flow rate of
100 mL min~" and 200 mL anolyte volume, each recirculation
cycle takes 2 minutes. The increase in energy consumption
after 15 minutes is mainly due to the electrochemical H,O,
decomposition at the electrode surface, which can be particu-
larly prominent at higher current densities (as observed at
300 mA cm™?). It is important to notice that the aggregate
energy consumption for classical anthraquinone process is in
about 17.6 kW h kg™ H,0,.”° Hence, energy efficiency needs
to be improved further for WOR-based H,0, production.
Therefore, a compromise in process parameters (current
density, cell potential, cell design, membrane resistivity, etc.)
should be found.

The effect of recirculating the electrolyte on the anodic
generation and electrodecomposition of H,0, was investigated
stepwise by decreasing the electrolyte flow rate from 100 to
10 mL min~" and limiting the recirculating steps to four
(Fig. 3). Each cycle lasted for 20 minutes, thereafter the electro-
lyte was recirculated for a new pass cycle. An increase in H,0,

This journal is © The Royal Society of Chemistry 2022

concentration was observed with each consecutive cycle at 100
and 300 mA cm™>, albeit FE and production rate decreased.
The H,0, concentration in the anolyte reached 46 and
110 mmol L' after four cycles at 100 and 300 mA cm 2,
respectively (Fig. 3a). However, the FE decreased from 40% to
33% (1° to 4™ cycle) at 100 mA ecm ™2 and from 45% (1% cycle)
to 6% during the 4™ cycle at 300 mA cm™2 (Fig. 3b). A drastic
decrease in production rate (Fig. 3c) from 41 to 7 pmol min™"
em™? (70% decrease) at 300 mA cm™> in comparison to only
12% decrease at 100 mA cm > was observed. The decrease in
FE and formation rate with cycle is an effect of the decompo-
sition of electrochemically produced H,O, on the electrode
surface after recirculation, particularly at high current den-
sities, as also observed in continuous circular flow experi-
ments. Additionally, the pH of the electrolyte also decreased
with each cycle (Fig. 3d) due to the constant oxidation of OH™
ions to O,. This pH decrease was more pronounced for higher
current densities. Thus, the remarkable decline in production
rate observed at 300 mA cm” can also be due to the drop in
pH, as it plays a direct role in the a(CO;>7), consequently, in
the peroxodicarbonate formation and H,0,.*> A considerable
drop in the electrolyte conductivity was observed at a high
current density (Fig. S7a, ESIt). The cell potential remained,
nevertheless, essentially constant during all four cycles
(Fig. S7b, ESIf). Increasing the number of cycles increases the
overall product concentration, however it has the drawback of
decreasing the production rate, and consequently increasing

Green Chem., 2022, 24, 7931-7940 | 7935
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Fig. 3 H,O, generation under electrolyte flow with multiple recirculation cycles. (a) Anodic H,O, concentration, (b) FE, (c) production rate, and (d)
pH change. The experiments were carried out in a flow cell equipped with 10 cm? BDD as anode and recirculated with 2 mol L™ K,CO3 containing
90 mmol L™ Na,SiOs at 10 mL min~* flow rate. The total volume of the electrolyte was 200 mL. Experiments were performed in 4 cycles of electro-

lyte flow (indicated as C1 to C4) of 20 minutes each.

the specific energy consumption for H,0,
(Fig. S7c, ESIt).

Chemical stabilizers can slightly decrease the decompo-
sition of H,0, in the electrolyte. Sodium silicate (Na,SiO;) is a
particularly attractive stabilizer because it is not redox-active,
thus it does not affect the electrode reactions.**** Circular
flow experiments using anolyte with and without Na,SiO;
revealed that the silicate stabilizer considerably enhances
H,0, stability upon recirculation (Fig. S8, ESIT). Nevertheless,
the challenge of anodic H,0, decomposition can be tackled by
regularly replacing the electrolyte in batches or optimizing the
flow rate for maximum and continuous H,0O, productivity
without recirculation (single-pass flow).

production

Single-pass flow

A single-pass flow mode was employed to minimize perform-
ance losses through electrochemical decomposition upon
anolyte recirculation (Fig. 4a and Fig. S9, ESI{). In this setup,
the anolyte containing the electrochemically generated H,O, is
not recirculated but optimized for maximum continuous
production.

Electrolytic steps of 20 minutes at 10 mL min~" electrolyte
flow rate were carried out at current densities ranging from
100 to 700 mA cm®. The concentration of anodically generated
H,0, was directly proportional to the current density (Fig. 4b).
Starting at 12 mmol L' at 100 mA cm >, a maximum of
79 mmol L™ H,0, was obtained at 700 mA cm™2. The H,O,
production rate was stable and constant during the 20 minutes
step, and a maximum of 79 umol min~" ¢m™? was obtained at

7936 | Green Chem., 2022, 24, 7931-7940

700 mA cm” (Fig. S10b and c, ESI{). To the best of our knowl-
edge, this is the highest production rate for the anodic H,0,
generation so far reported. A detailed literature comparison of
production rates is shown in Table S2, ESL{ The partial
current density to produce H,0, (jH,0,) reached 250 mA
em~? (Fig. S10d, ESIf). It is important to remark that this
single-pass setup allowed reaching considerably higher current
densities, up to 700 mA cm™>, In this regard, techno-economic
studies show that the economic (cost-related) performance of
anodic H,0, generation can be enhanced by increasing the
current density.***

A maximum FE of 50% was achieved at 300 mA cm~
(Fig. 4b), which dropped to 35% at 700 mA cm™'. This FE
decreases upon increasing current density is likely due to an
increase in O, evolution. Although the cell potential
increased at higher current densities (from 4.7 V at 100 mA
em™? to 9 V at 700 mA cm 2, Fig. S11, ESI{), the total cell
potential is still below the maximum recommended (11 V) to
enable the technical feasibility of the setup in combination
with HER.*

The specific energy consumption was around 20 kW h kg™
for current densities up to 300 mA cm™> (Fig. 4c). However, the
energy consumption takes a steady steep at higher current den-
sities, increasing to 40 kW h kg™ at 700 mA cm™?, as a con-
siderable share of energy consumption is used for O, pro-
duction.”” Since the highest FE and relatively low specific
energy consumption were obtained at 300 mA cm™>, further
optimizations with the single-pass flow were performed at this
current density.

2
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Fig. 4 Anodic H,O, production in a single-pass mode flow reactor. (a) Schematic representation of the flow cell with a single-pass flow setup. (b)
Average H,O, concentration, FE, and (c) specific energy consumption at different current densities (20 minutes steps). 200 mL of 2 mol L™ K,COs +
90 mmol L™ Na,SiOs was used as an anolyte at a 10 mL min~* flow rate without recirculation. The flow cell was equipped with a BDD/Ta working

electrode (10 cm? geometric area) and a carbon cathode.

Effect of stabilizers at single-pass flow

A chemical stabilizer is essential to avoid chemical and electro-
chemical decomposition of H,0,, particularly in a circular
flow setup, as observed in our experiments with and without
Na,SiOs, where higher H,0, concentrations were obtained in
the presence of the silicate (Fig. S8, ESIf).*> However, in a
single-pass flow mode, the electrochemical H,O, decompo-
sition can be minimized by optimizing the residence time of
the electrolyte in contact with the electrode surface. Hence, a
stabilizer may no longer be necessary.

To validate this hypothesis and to elucidate the effect of
chemically stabilizing agents in a single-pass flow system,
experiments at 300 mA cm™> were carried out with and
without a stabilizer. In a single-pass mode, a similar H,0, con-
centration of 52 mmol L™ was obtained, independently of the
presence of Na,SiO;. However, when the electrochemically pro-
duced H,0, was stored for 3 hours without any applied
current, the H,0, concentration decreased by 42% (from 52 to
29 mmol L") in the absence of the stabilizer, compared to
only 8% (53 to 49 mmol L") in its presence (Fig. 5). Thus, the
use of Na,SiO; as a stabilizer in single-pass mode does not
necessarily enhance the electrochemical H,0, formation, it
rather inhibits the chemical decomposition of H,0, during
storage and thereby increases its bench life. Hence, immediate
use of H,0, in on-site applications can abstain from chemical
stabilizers, which could consequently influence the total
process costs. In cases requiring intermediate storage of the

This journal is © The Royal Society of Chemistry 2022
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Fig. 5 Effect of stabilizer on the stability of electrochemically produced
H,0,. Change in H,O, concentration during electrolyte storage in the
absence (m) and presence (@) of 90 mmol L™ Na,SiOs in 2 mol L™t
K>COs. The H,O, was anodically generated for 20 minutes at 300 mA
cm™2. Thereafter, electrolyte samples were taken at 30, 60, 120, and
180 minutes from the storage reservoir.

generated H,0,, however, stabilizers are recommended to
avoid substantial chemical losses.

Effect of flow rate

The flow rate optimization maximizes the transient electrolyte
time in the electrochemical cell and, consequently, the con-
tinuous anodic H,0, production in single-pass flow. The
experiments described to this point had a constant flow rate of
10 mL min~". Variation of the flow-rate in the range of 5 to

Green Chem., 2022, 24, 7931-7940 | 7937
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100 mL min~" in single-pass flow at a constant current density
of 300 mA cm™? shows contrasting shapes for H,O, concen-
trations and FE at different flow rates (Fig. 6a). Slower flow
rates (5 mL min') lead to higher H,0, concentrations
(75 mmol L"), however, to lower FE (40%). Speeding the flow
rate decreases the residence time of a specific electrolyte
volume in the vicinity of the electrode, thus minimizing rele-
vant side-reactions, such as O, evolution and electrodecompo-
sition of H,0,, and resulting in higher FE and production rate
(Fig. 6b). Nevertheless, higher flow rates also decrease the
H,0, concentration and increase the required electrolyte
volume per time, which can be costly. Therefore, a compro-
mise between H,0, concentration and FE must be considered
depending on the application of anodic H,0, production in
continuous flow.

Moreover, the corresponding specific energy consumption
decreased by around 50% (from 25 kW h kg™ to 13 kW h
kg™") upon increasing the flow rate from 5 to 100 mL min "
(Fig. 6b). Considering the cost of renewable electricity of 3
cents($) per kW per h,*®°* the specific electricity-related cost

of anodic H,0, generation ($ per kg H,0,) at 300 mA cm ™2 is
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estimated at $0.77 per kg at 5 mL min~' and $0.4 per kg at
100 mL min~" (Fig. S12, ESIf). Commercial H,0, from the
anthraquinone process is currently priced at $1.50 per kg
without transportation costs.>® Nonetheless, it should be
noted that our figures for calculated specific energy consump-
tion only include the electric energy required for electro-
chemical cell operation. Hence, the estimated electricity cost
reported in this study is specific to this lab-scale electro-
chemical cell. Certainly, other operating costs (e.g., material
consumption, cell design, cathode material, membrane type,
and downstream processing) could and will substantially con-
tribute to the overall cost structure of H,O, production via
WOR. Yet, the cost of electricity to produce H,O, at the anode
can be further reduced by combining it with an optimized
cathodic half-cell reaction such as HER, CO,RR, or ORR to
replace the current WOR to O,.

Finally, a long-term stability study using the optimized
single-pass flow setup was performed to produce H,O, con-
tinuously. The stability of the electrochemical system is essen-
tial for its technical application, as it reduces the occurrence
of component failures and the associated need to disassemble
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Fig. 6 Flow rate effect on the continuous anodic H,O, generation. (a) Anodic H,O, concentration and FE, (b) production rate and specific energy

consumption to produce 1 kg H,O, at different electrolyte flow rates.

Experimental conditions: single-pass flow of 200 mL anolyte (2 mol L™

K»COs) at a constant current density of 300 mA cm™2. The same electrolyte volume was used for each flow rate, resulting in different durations of
the individual experiments. (c) Electrode stability test in a continuous flow setup: H,O, concentration, FE, production rate, and cell potential at a

10 cm? BDD at a constant current density of 300 mA cm™2 with a single-pass flow mode of 2 mol L™ K,COs electrolyte at a flow rate of 5 mL min™.
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and reassemble the reactor.’® Galvanostatic experiment at
300 mA cm™> was performed in 2 mol L™ K,CO; at a 5 mL
min~" flow rate for 28 hours (Fig. 6¢). Anolyte samples were
taken directly from the electrochemical cell outlet, showing a
continuous generation of H,O, for 28 hours with a constant
concentration of about 80 mmol L™" and a constant FE of
40%. An average production rate of 40 pmol min~' ecm™> was
observed with a stable cell potential of 6.3 V throughout the
experiment. This stability experiment highlights the effective-
ness of an optimized electrochemical setup. Previous reports
on electrode stability for WOR to H,0, using carbonaceous
electrodes are restricted to batch mode (H-cells) with low elec-
trolyte volume and at current densities from 100 to 200 mA
em ™ with a maximum time of 10 hours.****® Our last study
using commercial carbon fiber paper electrodes reported
stable operation for up to 17.5 hours at 100 mA cm >.*?
Herein, we expanded the potential of process development for
WOR to H,0, to reach considerably higher current densities
and continuous stable production at a robust commercial BDD
electrode. This is also the first comprehensive study of an
electrochemical flow system for WOR to H,0,, which remains
stable for 28 hours. Such investigations are essential for future
technical electrochemical applications. Moreover, considering
that BDD anodes are already used in several electrochemical
industrial processes with a lifetime up to several months,> it
can be expected that H,O, generation through WOR at BDD
anodes can also be operated with high stability and perform-
ance for a considerably longer time. Electrode and process
stability is an important step forward in terms of scale-up and
utilization.

Conclusions

This research work demonstrates that beyond the catalyst
development, the process parameters (including electrolyte
type, pH, flow type, and flow rate) can dramatically affect the
efficiency of anodic H,O, production and, consequently, the
technical process implementation. The continuous flow
process has been developed with commercially available and
scalable BDD anodes. Hence, it highlights a robust, stable,
and promising foundation for piloting. Future work includes
the combination of the anodic H,0O, production with value-
added cathodic reactions, with the objective of utilizing the
invested redox equivalents most efficiently by exploiting both
half-cells. Considering the still high capital expenses for BDD
electrodes, other low-cost carbon-based materials are a promis-
ing area for further exploration in searching for efficient and
scalable WOR to H,O,. In this context, such research should
be performed with a clear perspective of future industrial
applications, focusing on relevant and scalable process con-
figurations, as well as resource efficiency, investment, oper-
ational cost, and operational stability.

The electrochemical H,0, production is nonetheless not a
replacement for the current industrial AO process. From the
perspective of mobile electrochemical prototypes, this is rather

This journal is © The Royal Society of Chemistry 2022
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an expansion of the H,0, market to accommodate decentra-
lized solutions, especially in remote areas where transpor-
tation of H,O, is difficult. As an additional benefit, the anodic
H,0, production could be combined with hydrogen pro-
duction, thereby also diversifying and adding value to the
hydrogen industry.
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