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the 3He mass spectrometric low-
level tritium analytical facility at the IAEA

Jennifer Mabry, *a Nicolo Romeo,a Gerhard Kainz,a Lorenzo Copia,a

Harue Masudab and Takuya Matsumotoa

Here we present a mass spectrometric system specifically developed for the analysis of ultra-low-level

tritium by the 3He ingrowth method. The system was designed and developed in the Isotope Hydrology

Laboratory of the International Atomic Energy Agency and consists of an off-line water degassing unit to

remove pre-existing 3He from sample water and a mass spectrometer system (Thermo Fisher Helix SFT)

with a gas purification and separation system. The mass spectrometer system is equipped with a gas

pipette system that inlets calibrated amounts of 3He (99.995% 3He spike) to accurately calibrate the mass

spectrometer's sensitivity. The procedural blank level of 3He in our system is extremely low and on the

order of 10�17 cm3 STP, which enables us to quantify tritium in water samples (100 cm3) as low as 0.05

TU with an ingrowth time of 2 months. Quantification of even lower tritium levels are possible by loading

more water and/or by increasing the ingrowth time (e.g., 0.01 TU with 400 cm3 water stored for 4

months). We analysed a set of water samples from the Tritium Intercomparison Exercise by IAEA (TRIC

2018) and confirmed that our data were consistent with the expected values. We have also confirmed

that our analysis of natural groundwater samples agree well with the data obtained by the conventional

liquid scintillation counting (LSC) method.
1. Introduction

Tritium (3H) is present in the environment as a result of both
natural and anthropic sources. Natural tritium levels in
precipitation and surface waters, as determined from early (pre-
nuclear) measurements and from polar ice cores, were quite
low, not exceeding 10 to 20 (TU) (1 tritium unit ¼ a T/H ratio of
10�18).2 This was owing to its low natural production, modu-
lated by cosmic radiation in the upper atmosphere, and to its
relatively short half-life of 4500 days.1 In the nineteen-ies and
early nineteen-sixties, however, this low background has
increased by a factor of one thousand due to the release of
tritium in considerable amounts by the atmospheric tests of
nuclear weapons.3 Tritium is also released in various amounts
by industrial activities, including the nuclear industry, nuclear
weapons production facilities, and the luminous compounds
industry.4 Although these tritium sources may be signicant
locally, at the global scale, tritium has reached steady state
levels, with present-day content in precipitation usually below
or near the detection limit of conventional liquid scintillation
counting (LSC) systems.5–7

The so-called 3He ingrowth method was rst described in
Clarke et al.,8 and is an alternative method of measuring tritium
ational Atomic Energy Agency, Vienna,

aka City University, Japan

37, 2502–2509
based on the detection of its radioactive daughter 3He by mass
spectrometry. This method has been further developed over the
last three decades and is now extensively used for routine
measurements of very low to ultra-low levels of tritium (in the
range 1–0.1 TU) in oceanography and hydrology.9–12 The prin-
ciple of the method is to remove the 3He initially dissolved in
the water sample by degassing under vacuum, then to store it in
a closed container to allow for the accumulation of tritiogenic
3He. The tritium content of the sample is subsequently deduced
from the mass spectrometric determination of the amount of
3He produced during the storage period. Since 3He is sparingly
soluble in organic compounds and readily enters the gas phase,
the technique is adaptable to analysis of Organically-Bound-
Tritium (OBT) in a wide variety of sample matrices, such as
animal tissues, vegetation, and soil.13 In fact, following the
globally declining tritium levels, the ingrowth technique has
gradually increased its share in the tritium analysis community
for hydrological applications, while the labs using conventional
gas proportional counter (GPC) have dramatically declined over
the last 25 years (Fig. 1). Meanwhile it has become essential to
pre-enrich tritium using a dedicated enrichment system for LSC
analysis, requiring additional time and up to 2 L of sample
water.14 Thus, 3He mass spectrometry should continue to be
a promising option for environmental tritium studies and
monitoring in coming decades.

The Isotope Hydrology Laboratory (IHL) of the IAEA has been
supporting its Member States' water resource management with
This journal is © The Royal Society of Chemistry 2022
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Fig. 1 Breakdown of techniques used in the labs participating in the
IAEA's tritium intercomparison test (TRIC) over the last 50 years
(https://www-naweb.iaea.org/napc/ih/
IHS_programme_ihl_tric.html). Declining environmental tritium level
(3H in precipitation) is concordant with the drop of gas proportional
counter (GPC) and direct counting (DC) labs.
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groundwater age dating by the T–3He method15–20 and by the
4He method.21–23 IHL also houses state-of-the-art analytical
equipment for the collection and measurement of tritium from
water and hydrological samples by using conventional liquid
scintillation counting aer enriching samples' tritium levels by
electrolysis24 and utilizes it for global programmes Global
Network on Isotopes in Precipitation/Rivers (GNIP/GNIR),5 for
coordinated research projects (CRPs), ground water age dating,
and for global isotope laboratory prociency testing. In order to
ensure that the IAEA is able to provide its Member States with
access to and training in the state-of-the-art equipment for
environmental tritium analysis for the next decades, we
expanded our analytical capability in low-level tritium by
developing an integrated tritium analytical system with the 3He
ingrowth method. The design target of our system is to analyse
low tritium level (�0.1 TU) in water samples of about 100 cm3

with a maximum of a few months of accumulation time. This
design is intended to complement enrichment methods by
attaining a lower detection limit with less sample water needed
while not increasing the total time excessively. The aim of this
contribution is to provide technical details of the new analytical
system and its overall performance.
Fig. 2 Water sample container for 3He ingrowth analysis at the IAEA.
2. Method
2.1 Principle

The ingrowth method involves several phases. First, the
collected water sample must be degassed to remove all pre-
existing helium isotopes, then the sample must be stored for
a time (typically 1–3 months) while 3He accumulates (ingrowth),
and then nally the sample can be analysed. Helium ingrowth
comes with some advantages over traditional direct counting
methods, as helium mass spectrometry is capable of measuring
ultra-trace quantities of 3He, thus allowing low-abundance
This journal is © The Royal Society of Chemistry 2022
tritium determination without high levels of enrichment,
which need large quantities of water.

2.2 Sample handling and ingrowth

Water samples are collected using plastic bottles as done for
other forms of tritium analysis. No special storage or treatment
is necessary at this stage since the water will be completely
degassed and no chemical analysis will be performed.

The rst phase of tritium analysis in water by the 3He
ingrowth method is to fully degas the sample of all helium
already in the water. This helium can have multiple different
sources depending on where the sample was collected,
including from tritium decay and dissolved air. Completion of
degassing marks the start of the ingrowth period and 3He will
begin to accumulate as tritium decays.

Since the sample will need to be stored for up to a few
months during this accumulation phase, it is important to use
a sample container which is of suitable volume, is helium leak
tight over the entire 3He ingrowth period, and ready to connect
to a high vacuum line. We are using 200 cm3 volume stainless
steel bulbs with a small magnet inside for stirring during
degassing, and an all-metal high vacuum valve (FITOK SWS-
FFR8-5) with a 1

2” VCR tting and a 0.5 mm inner diameter
capillary tube at the exit port (Fig. 2).

The sample containers are thoroughly dried by evacuating
and baking (100C), leak checked, and weighed before putting
sample water in. Each sample container with water sample is
weighed to determine the weight of water sample before the gas
extraction, then attached to the dedicated water degassing unit
(Fig. 3). This degassing unit consists of eight sample connection
ports for parallel processing of multiple samples, a ow-
through water vapour trap cooled by liquid nitrogen, and
a rotary vane pump (Edwards 5; 5 m3 h�1 pumping speed)
(Fig. 3). The principle behind the gas extraction is that in
a vacuum system the dissolved gases are transferred into the
sample container's headspace. The vacuum pump and liquid
nitrogen-cooled water vapour trap continuously remove the
dissolved gases and water vapor from the container's head
J. Anal. At. Spectrom., 2022, 37, 2502–2509 | 2503
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Fig. 3 Water degassing unit for 3He-ingrowth analysis.
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space, so that the dissolved gases are continuously removed
from water. The capillary tube at the container's exit maintains
the water vapour stream that drag gas to the pump. This
capillary also limits the water vapor ow going out from and
coming back to the water bulbs, thus is also to prevent signi-
cant water loss and cross contamination of samples during the
extraction process.

For the degassing process, the sample valves are opened,
exposing the water and headspace to the rough pump, and
a magnetic stirrer is turned on for 1–2 hours. Aer degassing,
the sample valves are closed, and the date and time are recorded
as the starting point of the 3He ingrowth. The sample container
is weighed again to dene the starting amount of the degassed
water sample (W0). We veried the soundness of this processes
by measuring with the mass spectrometer a set of control water
standards we created with known tritium content directly aer
degassing and found no detectable helium. By measuring
Fig. 4 A schematic diagram of the helium analytical system for the 3He

2504 | J. Anal. At. Spectrom., 2022, 37, 2502–2509
immediately aer degassing, there is no time for ingrowth 3He
to accumulate so any detected helium would come from
incomplete degassing.

2.3 Sample preparation line and mass spectrometry

Aer the end of the ingrowth period, the ingrown 3He can be
degassed from the sample water, puried, and measured in the
3He analytical system dedicated to ingrowth tritium analysis
(Fig. 4). The system consists of an online sample degassing
section directly connected to the gas purication and separa-
tion section, and a noble gas mass spectrometer (Thermo Fisher
Helix SFT) operated under static vacuum. The system is also
equipped with a standard gas pipetting system to deliver
controlled amounts of pure-3He to determine the mass spec-
trometer helium sensitivities. Note that the whole sample pro-
cessing for the mass spectrometric analysis should be made
under static vacuum, without active vacuum pumping, and that
ingrowth method.

This journal is © The Royal Society of Chemistry 2022

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d2ja00173j


Technical Note JAAS

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

8 
O

ct
ob

er
 2

02
2.

 D
ow

nl
oa

de
d 

on
 2

/2
1/

20
26

 1
2:

48
:4

3 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
the gases released from the sample container should be trans-
ferred and puried while preserving the whole helium content
for the mass spectrometric analysis. Having the entire system
under very good vacuum (<10�8 mbar) before accepting sample
gas is essential to minimize the procedural and instrumental
baseline of helium isotopes.

The degassing section has four ports to connect the sample
containers (Fig. 4) aer the ingrowth period. As the sample
containers' headspace has been kept under vacuum aer the
initial degassing, the majority of 3He produced by tritium decay
should have been transferred and accumulated in the head-
space. To ensure a complete removal of the 3He remaining in
water, we agitate the sample with a stirrer and use the water
vapour ow to Water Trap 1 (a bare metal U-shape trap held at
liquid N2 temperature) to transfer the helium to the separation
and purication section. The separation and purication
system is a dual cryo-head system composed of three separate
traps (Janis Research CCS-Double-Trap). There is a tube-shaped
water trap (Water Trap 2) and a U-shaped trap (Bare Metal Trap)
that are both cooled by the 25 K cryo-head. Following that is
charcoal trap cooled by a 10 K cryo-head. All traps have dedi-
cated heaters and controllers for precise temperature control.

The actual sample processing and analysis protocol is as
follows:

(1) Open one sample container valve exposing gases in
container headspace and dissolved in water to a Water Trap 1
and turn on magnetic stirrer for 20 minutes. Then close the
sample container.

(2) Further purify gas with the Water Trap 2 and the 25 K
cryogenic trap + getter for any remaining reactive gases or heavy
noble gases.

(3) Trap all helium (and any neon) on the 10 K charcoal trap
to maximize the sensitivity of the measurement (maximize
analyte gas volume).

(4) Release pure helium fraction from the cryogenic trap at
40 K and measure in the mass spectrometer.

One full purication and measurement cycle takes about 1.5
hours. The system is fully automated beyond the manual
sample valve. Actual sample analysis consists of multiple cycles
of gas inlets typically with: (1) 2 to 3 procedural blanks
measured at the beginning, middle, and end of the analysis
sequence, (2) multiple helium gas standards from the gas
pipette system for calibration of the sensitivity and to monitor
signal dri during the run and the long term, (3) sample inlets
(single sample measured twice, with the second measurement
to conrm complete degassing of 3He from the sample), and (4)
a control water standard with known tritium. Procedural blanks
are run in exactly the same way as a sample, just without
opening any of the sample inlet valves, to determine back-
ground levels and in order to make sure that we have no
residual or cross-contamination between samples. The control
water standards were prepared and degassed the same as any
other water standard, simply using water with a known tritium
content.

Note that our mass spectrometer and sample processing
system was designed and installed exclusively for ingrowth
analysis, and we are avoiding inletting a large amount of helium
This journal is © The Royal Society of Chemistry 2022
or unpuried gases into the mass spectrometer. This contrib-
utes to keeping the instrumental background of 3He signi-
cantly low and on an order of 10�17 cm3 STP of 3He. This is
roughly 50 times lower than the helium mass spectrometer of
the samemodel in our lab which is being used for measuring all
noble gases from natural groundwater samples.
2.4 Calibration of the internal standard (3He spikes and
water standards)

We have chosen the amount of gas in our calibration standard
pipettes according to the target size of 3He dened from the
procedural 3He background and expected amount of 3He in our
sample sizes (see Section 3.2 for details). In general, helium
measurements by a mass spectrometer are calibrated by ana-
lysing a known amount of air, however, the sensitivities of
different helium isotopes are known to depend on the pressure
in the ion source.25,26 Note that 4He signals in the ingrowth
tritium sample are typically close to the blank level of 0.5 fA,
indicating that nearly 100% of helium in the mass spectrometer
during the analysis is 3He. This means that, if we use an air
standard and inlet an aliquot of air with 3He comparable to that
from the sample, the total pressure of the mass spectrometer
becomes 106 times larger than the case of the helium analysis
for ingrowth samples, suggesting that the accurate calibration
of the 3He sensitivity is not possible if air is used as a running
standard. Therefore, we employed a pure 3He spike gas (Merck/
Sigma-Aldrich) with a purity level of 99.95 atom%, 99.995%
(chemical purity) as our running standard to calibrate the mass
spectrometer's sensitivity for the ingrowth samples. There is no
detectable amount of 4He in the spike gas.

We have prepared two separate standard gas reservoirs in
our system (5 L and 20 L tanks), and each has two automatic
pipetting systems composed of a pair of modied pneumatic
valves that delivers a xed amount of standard gas from the
tanks (0.4 cm3 or 0.1 cm3) (Fig. 4). We calculated the desired 3He
pressure of each tank (in a range of 10�6 mbar) by using
a Baratron manometer and volume dilution, but the amounts of
3He in each pipette volume should be accurately and precisely
determined, as pressure readouts at this level with our pressure
sensors (Penning gauge) are not accurate enough to calibrate
the amount of 3He in the tanks which will be used to calibrate
the sensitivity the mass spectrometer.

In order to accurately calibrate the amount of 3He in those
pipettes, we have prepared an additional set of running stan-
dards which are water samples with known amounts of tritium
(500, 240, and 120 TU) carefully prepared by gravimetric dilu-
tion from NIST SRM 4361C and values conrmed by direct
counting results from the Liquid Scintillation Counter in our
lab. These water standard samples were processed and stored as
described above, and the tritiogenic 3He produced in these
samples are measured by the mass spectrometer and compared
with the theoretically expected amount of tritiogenic 3He over
the given storage time to estimate the sensitivity of the mass
spectrometer for 3He. Fig. 5 shows the results of the calibration
to determine the 3He contents in the 0.4 cm3 pipette of the 5 L
tank. In order to avoid the temporal dri in 3He sensitivity of
J. Anal. At. Spectrom., 2022, 37, 2502–2509 | 2505
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Fig. 5 An example of calibration results of the 3He amount in one of
the pipettes. Solid line showing the average of all calibration results (n
¼ 23) and shaded band signifying 2 sigma errors are shown.

Table 1 Amount of 3He in the pipettes calibrated by tritiated water
standards

Pipette name 3He (cm3 STP)

5 L tank
0.1 cm3 pipette (9.50 � 0.03) � 10�14

0.4 cm3 pipette (3.01 � 0.03) � 10�13

20 L tank
0.1 cm3 pipette (5.87 � 0.20) � 10�15

0.4 cm3 pipette (2.32 � 0.07) � 10�14

Fig. 6 Tritiogenic 3He in 100 and 400 cm3 of water produced in
different storage time. A typical level of procedural background of 3He
in our analytical system is also shown. DT denotes 2s relative uncer-
tainties expected for given amount of tritiogenic 3He. Analysis of 0.2
TU samples can be measured with about 5% (2s) uncertainties for
a 400 cm3 water sample stored more than 150 days.

2506 | J. Anal. At. Spectrom., 2022, 37, 2502–2509
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the mass spectrometer, we used measurements of water stan-
dards and the pipetted 3He gases made within 2 or 3 days to
calculate amount of 3He in the pipette. Table 1 gives amounts of
3He in the pipette systems with uncertainties. These cover the
range from 5� 10�15 to 3� 10�13 cm3 STP. The smallest pipette
gives 3He equivalent to a 100 cm3 of water sample with 2 TU for
2 months of storage time (Fig. 6).
3. Data validation
3.1 Data processing

The rst step aer tting the rawmeasurement data is to correct
for the blank if necessary. Blanks of the system are low (3He � 7
� 10�17 cm3 STP, 4He � 1 � 10�11 cm3 STP) and are typically
negligible but are subtracted if necessary for very low abun-
dance measurements. During the mass spectrometric analysis,
we always measure 4He in a sample to verify the integrity of the
degassing and storage. Typically, 4He signals in the tritium
measurement are in the range of 0–25 fA (up to �8 � 10�10 cm3

STP) which are very close to the blank level. We assume that any
4He signals from samples higher than the blank is either due to
the incomplete degassing of helium during the initial gas
extraction before sample storage, or the air leaked into the
container during storage. In either case, a correction is made to
subtract 3He associated with the incomplete degassing or air
contamination by assuming atmospheric 3He/4He for the
additional 4He observed in samples. When there is signicant
4He in the sample that cannot be explained and corrected, then
we discard that sample and measure the duplicate.

Next, the 3He concentrations are subjected to a linearity
correction with a slope (sensitivity change vs. absolute 3He
signal) determined frommeasurement of a set of tritiated water
standards with a range of tritium contents from 0.5 to 500 TU.
The linearity varies about 12% over the approximately 4 orders
of magnitude in range of 3He signals. Aer the correction is
applied, generic errors are assigned of 5% of the correction for
measurements less than 1 � 10�14 cm3 STP 3He and 1% for
measurements greater than this value.

Aer calibration and all corrections are applied to the data,
the tritiogenic 3He is used to calculate, rst, the amount of
tritium at the start of the ingrowth period using the dates of
measurement and degassing as well as the water weight:

ctritðdegasÞ ¼
3Hetrit

C
� 1

1� e�lðte�tmÞ �
1

W
�
�
1

� ða� 1Þ$W0 �W

W0

�
;

where ctrit(degas) is the tritium concentration in TU at the start of
the ingrowth period; 3Hetrit is the measured tritiogenic 3He in
cm3 STP; C is the conversion factor from cm3 STP to TU (2.4889
� 10�15 cm3 STP per g per TU); l is the radioactive decay
constant of tritium (1.783 � 10�9 s�1);1 te, tm are the dates of
degassing (start of ingrowth) and measurement, respectively;
W0, W are the weights of the sample water before and aer
degassing, respectively; and a is 1.15,8 a correction for the 3H/H
fractionation during degassing due to water loss.
This journal is © The Royal Society of Chemistry 2022
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Finally, the tritium concentration can be determined at the
time of sampling with a simple decay calculation:

ctrit(sampling) ¼ ctrit(degas)$e
l(ts � te)

where ctrit(sampling) is the tritium concentration in TU at the time
of sampling and ts is the date of sampling.
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3.2 Uncertainties and data quality

In general, the lower the tritium abundance of a sample, either
a longer storage time, or a greater water volume is needed to
reach a similar data quality as for high tritium samples.
Amounts of tritiogenic 3He in 100 cm3 and 400 cm3 of water
accumulated over different storage time are shown in Fig. 6. A
typical level of the procedural blank level of our system is about
7 � 10�17 cm3 STP of 3He. The ratio of the 3He signal from the
sample and the blank directly affects the uncertainties propa-
gated to the nal tritium results. For example, if the signal from
tritiogenic 3He is only three times higher the blank, nal tritium
results would have about 20% uncertainty. In contrast, it is
possible to quantify tritium in water with a few % uncertainty if
samples are stored long enough to have about 10�14 cm3 STP of
3He (more than 100 times the blank). For our routine tritium
analysis, we target the 3He signals to be between 10�15 to 10�13

cm3 STP by adjusting the storage time and the size of samples.
Contributions to the total uncertainty come from measure-

ment error of the sample and the running standard and the
uncertainties associated with the calibration, linearity, and
blank corrections. The standard measurement error for our run
settings (25 acquisitions of 33 s integration time each) is typi-
cally about 0.5%, rising to a range of 1 to 3% for very low
abundance measurements. The uncertainty of the calibration
and linearity correction is about 1% for high abundance
samples, rising to 5% for low abundance samples. As
mentioned above, the blank correction is typically negligible,
but in cases of very low abundance measurements can become
signicant and thus also contribute to the overall uncertainty.
The contribution to uncertainties from the blank correction
varies from being negligible up to 2% at the lower end of our
target measurement range. As can be seen in Table 2, we
measured sample T31 twice, once with an ingrowth time of 35
days, and once with an ingrowth time of about 72 days. The
uncertainty was reduced by about half for the doubled
ingrowth time.
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3.3 TRIC 2018 samples

In order validate the overall workow of the tritium analysis by
the 3He ingrowth method, we analysed four reference samples
prepared for the TRIC2018 (T28, T29, T30 and T31) – the tritium
intercomparison exercise organized by the IHL.14 We used the
sample containers and extraction devices as described above
and performed an initial degassing for samples of about 100
cm3. The ingrowth 3He are measured aer 35 to 77 days of
storage time and calibrated against the system's 3He pipette.
Corrections were made for the procedural blanks, residual/
leaked-in 3He, and a minor linearity correction on the
This journal is © The Royal Society of Chemistry 2022 J. Anal. At. Spectrom., 2022, 37, 2502–2509 | 2507
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absolute sensitivity of the mass spectrometer. These results are
summarized in Table 2.

The measured value for T28 is below the detection limit of
0.05 TU, conrming the assumption of tritium-free water of this
test sample. T29, T30 and T31 were evaluated using the same
criteria of individual reports for TRIC2018 with a fully satis-
factory outcome.14 The percentage difference between the
results and the assigned values (D%) in conjunction with the
obtain z-scores, showed an accuracy t for the purpose of
hydrological applications and ground water dating; moreover,
z-scores showed very good agreement with the assigned values
within the claimed uncertainties, conrming the validity of the
uncertainty estimation of this analytical procedure. Overall, our
analytical procedure developed here to produce statistically
acceptable results from 100 cm3 of water samples with 0 to 7 TU.

3.4 Comparison of natural groundwater samples measured
by decay counting and by the ingrowth method

Finally, we analysed a set of natural groundwater samples
collected in 2015 from Fukushima Prefecture, Japan, for tritium
content both by decay counting and by the 3He ingrowth
method. These groundwater samples were collected from wells
scattered within an area of about 100 km2 on the western side of
the Fukushima Dai-ichi Nuclear Power Station. Hydrogeologic
implications of the measured tritium concentrations will be
discussed elsewhere; however, we note here that the range of
tritium contents (2 to 5 TU) found using our 3He ingrowth
system is generally indistinguishable from the precipitation
level of the surrounding areas before the accident.27 This is also
consistent with their 30 to 60 years of residence times in aqui-
fers as dated by the CFC method.28,29

For the ingrowth analysis, we used samples of about 100 cm3

of distilled groundwater and stored them for 3 to 7 months. The
ingrown 3He was measured by the mass spectrometer and
Fig. 7 Comparison of tritium analysis on groundwater samples by
decay counting and by the 3He ingrowth method. A 1 : 1 line is shown
for reference. Results of analysis on the TRIC analysis are also shown.

2508 | J. Anal. At. Spectrom., 2022, 37, 2502–2509
corrections applied for the instrumental background and
sensitivity, including its linearity as described above. For the
measured tritium concentration range, the ingrowth method
yields the data with propagated uncertainties of between 0.07
and 0.14 TU (1s). For decay counting, sample of about 500 cm3

were distilled and processed for tritium enrichment by elec-
trolysis, then measured by the liquid scintillation counter. The
results of analyses by these two methods are shown in Fig. 7.
The ingrowth analysis indeed yielded tritium concentrations
consistent with the decay counting results. This is additional
conrmation that we have developed the ingrowth method that
is a reliable option for low-level tritium analyses in the IHL of
the IAEA. Further improvement of the data quality is possible by
using increased amount of water or by increasing the storage
time, as discussed above.

4. Conclusions

(1) A new analytical facility to analyse trace amounts of tritium
in environmental samples by the 3He ingrowth method was
designed and built in the isotope hydrology laboratory of the
IAEA. The system is composed of a high sensitivity helium
isotope mass spectrometer with a purpose-built sample inlet
and purication line and an off-line water degassing unit that
performs initial removal of 3He from water samples.

(2) High purity 3He gas is used as the calibration gas stan-
dard for the mass spectrometer, in order to minimize the effects
of gross differences in total pressure of helium in the mass
spectrometer between analyses on actual samples and on the
calibration standards.

(3) Our system is targeted to perform reliable analysis on 100
cm3 of water samples with 2–3 months of storage time for 0.5 to
10 TU samples. It is also possible to combine up to four sample
containers (400 cm3) for ultra-low tritium samples or for a short
storage time.

(4) Finally, the developed system is also applicable for anal-
ysis of Organically Bounded Tritium (OBT), because the in-
growth method could be the only methodology for tritium
quantication for some forms of OBT samples when available
sample size is limited. Performance of OBT analysis by the 3He
ingrowth method will be reported in a separate contribution.
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