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Fused triphenylamine moiety based fluorescence
emitters for deep blue OLEDs with high luminance
and low turn-on voltages†

Lijie Wu, Jinhao Xu, Zewei Zhang, Wangjuan Xue, Tao Wang, Chaoyi Yan,
Junpeng He, Yaowu He, Hao Yan and Hong Meng *

The design of blue emitters is still desired for high performance organic light-emitting diodes (OLEDs). In this

work, two blue emitters with a fused triphenylamine (FTPA) moiety, PIAN-FTPA and PI-FTPA, have been

successfully synthesized and exhibited the desired deep blue emission both in solvents and thin films. Aiming at

narrowing down the emission peak by the rigid structures of emitters, the devices fabricated with PIAN-FTPA

and PI-FTPA achieve the same turn-on voltage of 2.8 V, and external quantum efficiencies (EQEs) of 5.74% and

4.17% with narrow full width at half maxima (FWHM) of 52 nm and 51 nm, respectively. In addition, the PIAN-

FTPA device shows a maximum brightness of 24 000 cd m�2 and deep blue emission with a CIE coordinate of

(0.15, 0.09). The high luminance and low turn-on voltages of the devices prove that FTPA derivatives can serve

as new candidates for deep blue OLEDs.

Introduction

OLEDs have attracted worldwide attention since their first
invention by C. W. Deng in 1986.1 Due to the continuous efforts
of scientists, OLEDs have been wildly applied in lighting and
display. However, as an indispensable part of display, the blue
OLEDs still fall behind the green and red ones because of the
intrinsically wider energy gap of blue emitters. The phosphor-
escent materials which are commercialized in green and red
OLEDs are unable to tolerate the energy from blue light, and
thus there is an urgent need for high-performance fluorescent
blue materials.2 As for the traditional fluorescent materials, the
intrinsic limitation of internal quantum efficiency (IQE) strictly
confines the maximum EQE which can reach up to 5%. In order
to break the limitation, effective approaches have been put
forward such as triplet–triplet annihilation (TTA),3–5 thermally
activated delayed fluorescence (TADF),6–8 and hybridized local
charge transfer (HLCT).9–11 The mentioned strategies aim at
recycling triplets as much as possible, but they also suffer from
bad color purity, severe efficiency roll-off and short lifetime. In
addition, the turn-on voltage of the devices fabricated with
large bandgap materials is usually high.12–15 Therefore, the
development of deep blue emitters based on pure aromatic
structures still remains an urgent concern.

Phenanthro[9,10-d]imidazole (PI) is an important building block
in the blue OLED materials because of its excellent photolumines-
cence quantum yield (PLQY) and good electroluminescence (EL)
behavior. Various modifications have been employed in the PI
group to enhance its performance.16–18 In 2019, Dongge Ma et al.
designed and synthesized the material PAC based on PI group and
the EQE of the device could reach over 10%.11 This group also
explored the substitution position effect of the PI derivatives and
NPBI-PPI-TPA achieved extremely small efficiency roll-off with EQEs
of 6.88% @100 cd m�2 and 5.34% @10 000 cd m�2.19 Recently,
Wenjun Yang et al. and Vinich Promarak et al. also reported relative
molecules with different functional groups and achieved quite good
performance.20,21

Anthracene is another famous chromogenic group of the blue
OLED material. Since the first report of luminance from the
anthracene device,22 there have been numerous literatures about
anthracene derivatives. To inhibit the easy crystallization of anthra-
cene, side groups such as benzene rings and methyl groups are
grafted onto the anthracene core.23–25 Furthermore, functional side
groups, for instance, triphenylamine and imidazole are introduced
to improve the hole and electron transportation.26,27 Double lumi-
nance cores with twisted structures are also reported by
scientists.28,29 The reported devices based on anthracene derivative
emitters usually boast of high EQE 4 5%, which is attributed to the
up-conversion mechanism of TTA or hot exciton channel.

In this work, 2-(10-(4-(1-(4-(tert-butyl)phenyl)-1H-phenanthro-
[9,10-d]imidazol-2-yl)phenyl)anthracen-9-yl)indolo[3,2,1-jk]carbazole
(PIAN-FTPA) and 2-(4-(1-(4-(tert-butyl)phenyl)-1H-phenanthro-
[9,10-d]imidazol-2-yl)phenyl)indolo[3,2,1-jk]carbazole (PI-FTPA) are
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successfully designed and synthesized, in which the FTPA group is
coupled with the PI group at the 9 and 10 positions of the
anthracene core or linked directly. The triphenylamine (TPA) group
is beneficial for the transport of holes in OLED materials,26,29 but the
rotation of internal molecules can broaden the emission peak of the
devices, causing a higher color impurity. Fusing the structure of
emitters has been an effective method to narrow down the emission
peaks as the rigid structure can minimize the relaxation at the
excited state. Thus, we use the FTPA group to confine the rotation of
the TPA group by fusing the structure of triphenylamine. The
relevant chromophore was reported by the group of Jun Yeob Lee
and the corresponding blue devices exhibited a narrow FWHM of
35 nm, a maximum EQE of 5.6% and an extended lifetime.30

Impressively, due to the properties of FTPA, PI and the anthracene
core mentioned above, the designed materials PIAN-FTPA and PI-
FTPA show excellent performance. The fabricated devices can reach
EQEs up to 5.74% and 4.17%, brightness values of 24 000 cd m�2

and 14 420 cd m�2, FWHM of 52 nm and 51 nm, and deep blue
emission with suitable (Commission Internationale de ĺEclairage)
CIE coordinates of (0.15, 0.09) and (0.15, 0.07), respectively.

Results and discussion

PIAN-FTPA and PI-FTPA were synthesized according to the
routes shown in Scheme 1. Detailed procedures are described

in the experimental section. The crude products purified by
column chromatography were further purified by sublimation
three times. The chemical structures of target products were
characterized by 1H NMR, 13C NMR, mass spectrum, and
elemental analysis. The thermal and photophysical properties
of PIAN-FTPA and PI-FTPA are listed in Table 1.

Thermal stability

Thermal stability is an important factor of OLED materials,
because high Tg guarantees the morphology stability of the
emitting layer. We used thermal gravimetric analysis (TGA) and
differential scanning calorimetry (DSC) for PIAN-FTPA and PI-
FTPA under a N2 atmosphere and the results are demonstrated
in Fig. 2. The decomposition temperatures corresponding to a
5% weight loss of PIAN-FTPA and PI-FTPA are 498 1C and
454 1C, respectively. In addition, the glass transition tempera-
tures of PIAN-FTPA and PI-FTPA are 437 1C and 355 1C,
respectively. The rigid structure of molecules is beneficial to
the thermal stability of PIAN-FTPA and PI-FTPA, and thus the
amorphous morphology of evaporated layers is stable during
the work time of OLEDs.

Molecular modeling

Molecular modeling can assist the analysis of the emitters at
the molecular scale. The calculation was modeled using

Scheme 1 Synthetic route to PIAN-FTPA and PI-FTPA.
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Gaussian density functional theory (DFT) with the basis of
B3LYP/6-31G and the result is depicted in Fig. 1. The optimized
configurations suggest that the FTPA group is a rigid planar
group and shows a small twisted angle with the PI group. The
tert butylbenzene group, however, is perpendicular to the PI
group, which aviods the closed pack of molecules. The anthra-
cene core in PIAN-FTPA is not parallel to the adjacent groups
and confines the distribution of electronic clouds. As for PIAN-
FTPA, the highest occupied molecular orbital (HOMO) and
lowest unoccupied molecular orbital (LUMO) mainly locate on
the anthracene core, indicating local excited characteristics.
While PI-FTPA shows a relatively separate HOMO and LUMO
location, where HOMO mainly locates on the PI moiety and
LUMO locates on the FTPA group, suggesting charge transfer
characteristics in the excited state. The calculation results
suggest they almost share the same HOMO energy level but
PI-FTPA presents a shallower LUMO with a larger bandgap.
According to the calculated results, both the materials have
large bandgaps of 3.48 eV and 3.71 eV, respectively.

Photophysical properties

To confirm the physical characteristics of the two materials, the
PL and absorption results are depicted in Fig. 3. In the solution
of toluene, PIAN-FTPA presents an emission peak at 439 nm
and PI-FTPA shows peaks at 393 and 417 nm, respectively. But
in dichloromethane (DCM) with a higher polarity, the FWHM of
the PI-FTPA emission peak broadens with the increasing inter-
action intensity of the materials and solvent molecules, which
is in accordance with the charge transfer characteristics

suggested by DFT calculations. When deposited in films, both
the emission peaks show a red-shift because of aggregations. As
for the absorption spectra, the absorption band at 270 nm
belongs to the p–p* transition of benzene ring. The absorption
band from 300 to 400 nm is mainly associated with the p–p*
transition of the PI group and the p–p* and n–p* transition of
the FTPA moiety. Besides, part of the absorption band between
300 and 400 nm of PIAN-FTPA may be attributed to the
anthracene core. According to the absorption band edge of
the UV spectrum, the calculated optical energy gaps are 2.95 eV
and 3.18 eV.

Table 1 Summary of the thermal and photophysical properties of PIAN-FTPA and PI-FTPA

Compound Td/Tg lonset
a (nm) lem,t

a/lem,f
b (nm) FWHMa/b (nm)

HOMO/LUMO (eV)

Eg
e (eV) PLQYf (%)Exp.c Cal.d

PIAN-FTPA 498/437 420 439/455 58/62 �5.50/�2.55 �5.08/�1.60 2.95 69
PI-FTPA 454/355 390 393&417/425 61/75 �5.50/�2.32 �5.05/�1.34 3.18 75

a Determined from PIAN-FTPA/PI-FTPA in toluene. b Determined from the film from evaporation. c Determined from electrochemical analysis
EHOMO = �4.8 � Eox; ELOMO = EHOMO + bandgap. d Calculated from Gaussian. e Calculated from the onset of the absorption spectra (Eg = 1240/
lonset).

f Determined from PIAN-FTPA/PI-FTPA in DCM.

Fig. 1 The TGA and DSC (inset) of PIAN-FTPA (a), and PI-FTPA (b).

Fig. 2 The DFT calculation results of PIAN-FTPA and PI-FTPA. The
different electronic clouds localizations of the PIAN-FTPA and PI-FTPA
suggest they show local excited characteristics and charge transfer char-
acteristics, respectively.
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Electrochemical analysis

Cyclic voltammograms (CV) were conducted to test the electroche-
mical properties using a standard three-electrode electrochemical
cell in an electrolyte solution of 0.1 M TBAPF6/DMF and ferrocene
was used as the reference. Fig. 4 shows that PIAN-FTPA and PI-FTPA
share the same HOMO energy level of �5.50 eV. The LUMO values
are calculated from the HOMO values and Eg is estimated from the
UV onset, which are �2.55 eV for PIAN-FTPA and �2.32 eV for PI-
FTPA. The experimental energy levels show the same trend with the
calculation values.

Electroluminescent devices

To investigate the EL properties of PIAN-FTPA and PI-FTPA,
OLEDs are fabricated with the structure of ITO/HATCN
(2.5 nm)/DBPTPPB (100 nm)/TPN-DBF (10 nm)/BD:BH
(40 nm)/ANT-BIZ (40 nm)/Liq (2.5 nm)/Al (100 nm). The
detailed structure and their HOMO and LUMO energy levels
are depicted in Fig. 5. DBPTPPB is used as the hole-
transporting layer (HTL); TPN-DBF serves as the electron block-
ing layer (EBL); and BH is chosen as the host material, which is
aimed to prevent the aggregation effects of PIAN-FTPA and

PI-FTPA. BD represents the blue dopant PIAN-FTPA and PI-
FTPA; ANT-BIZ is used as the electron transport layer (ETL).

Fig. 5 displays the performances of the fabricated devices and
Table 2 lists them in detail. The optimized doping concentrations
are 10% and 1% for PIAN-FTPA and PI-FTPA devices, respectively.
The EL peak wavelengths are 449 nm @10% doping concentration
with a FWHM of 52 nm and 438 nm @1% doping concentration
with a FWHM of 51 nm for PIAN-FTPA and PI-FTPA devices,
respectively. They both show a very low turn-on voltage of 2.8 V
while that of the reported deep blue OLEDs (CIEy o 0.1) is usually
higher than 3.5 V.31,32 DBPTPPB and ANT-BIZ are used as the hole
transport material and electron transport material, respectively.
They show good energy level matching when in devices and small
barriers for carrier injection and transportation. So the experimental
turn-on voltages are almost identical to the theoretical values
corresponding to the emitted photons. In addition, compared with
devices based on similar materials with the TPA group (FWHM is
usually higher than 60 nm),17,33 materials with the FTPA group
show narrower FWHM when fabricated in device.

As for PIAN-FTPA devices, with the increase of doping
concentration, the current efficiency (CE) increases continu-
ously, and the wavelengths of emission peaks show a slight

Fig. 3 The absorption spectra and emission spectra of PIAN-FTPA (a) and PI-FTPA (b).

Fig. 4 The electrochemical analysis of PIAN-FTPA (a) and PI-FTPA (b).
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red-shift because of the intermolecular interaction of the
dopant and the host. Due to the mutual influence of the red-
shift of the emission peaks and the increase of CE, the EQE
reaches its maximum value when the doping concentration
reaches 10%. The PIAN-FTPA device shows an EQEmax of
5.74% and a CEmax of 4.61 cd A�1 and it still remains
5.42%@1000 cd m�2 and 4.35 cd A�1 @1000 cd m�2, respec-
tively, which presents a very small efficiency roll-off. The device
fabricated with PIAN-FTPA also shows a very high luminance,
reaching a maximum brightness of 24 000 cd m�2. As for PI-
FTPA devices, with the decreasing of doping concentration, the

performance of devices improves, including CE, EQE and
luminance. When the doping concentration is 1%, it presents
an EQEmax of 4.17% and a CEmax of 2.76 cd A�1 and retains
3.67%@1000 cd m�2 and 2.43 cd A�1 @1000 cd m�2. In
addition, it reaches the highest brightness of 14 420 cd m�2,
which is not as excellent as PIAN-FTPA devices. But the PI-FTPA
device shows better color performance with a CIE coordinate of
(0.15, 0.07). The color of PI-FTPA devices is more close to the
required CIE coordinate (0.15, 0.06) defined by high-definition
television (HDTV) ITU-RBT.709.34 We also conducted the life-
time evaluation of the devices. As is depicted in Fig. 6, the

Fig. 5 (a) The detailed structure and energy level diagram of OLEDs. (b) The J–V–L curves of OLEDs. (c) The commercialized materials of the other
layers in the devices. (d) The CEs and EQEs vs. luminance curves of OLEDs.

Table 2 The detailed performance of devices fabricated with PIAN-FTPA and PI-FTPA

Material Doping concentration (%) Turn-on voltage

CE EQE

FWHM (nm) CIE LmaxMax @1000 cd m�2 Max @1000cd m�2

PIAN-FTPA 1 3.0 2.69 2.39 3.76 3.35 53 0.15, 0.08 11 670
5 2.8 3.72 3.34 5.34 4.80 52 0.15, 0.07 19 810

10 2.8 4.61 4.35 5.74 5.42 52 0.15, 0.09 24 000
15 2.8 4.60 4.32 5.14 4.83 54 0.15, 0.10 22 650

PI-FTPA 1 2.8 2.76 2.43 4.17 3.67 51 0.15, 0.07 14 420
5 2.8 2.26 2.06 3.61 3.30 53 0.15, 0.06 13 360

10 2.8 1.54 1.37 2.52 2.25 53 0.15, 0.06 12 270
15 2.8 1.14 1.02 1.84 1.64 53 0.15, 0.06 11 490
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devices fabricated with PIAN-FTPA and PI-FTPA exhibit T80 values
of 2.44 h and 0.82 h @5000 cd m�2, respectively. The lifetime of the
PIAN-FTPA device is 3 times that of the PI-FTPA device.

To understand the different performances of the lifetime
and CE trends with the doping concentration, hole- and
electron-only devices were further fabricated with the following
structures: ITO/HATCN (10 nm)/BD:BH (40 nm)/HATCN
(10 nm)/Al (100 nm) and ITO/Liq (10 nm)/BD:BH (40 nm)/Liq
(10 nm)/Al (100 nm). The J–V curves in Fig. S13 (ESI†) demon-
strate that the PIAN-FTPA devices show a more balanced charge
injection with increasing doping concentration for PIAN-FTPA
but the opposite for PI-FTPA devices. The balanced charge
injection on the emitting layer of PIAN-FTPA devices reduces
the unfavorable recombination on the adjacent layers or inter-
faces and enables the longer lifetime and higher CE with
increasing doping concentration.

Conclusion

In conclusion, two novel blue OLED emitters PIAN-FTPA and
PI-FTPA were successfully designed and synthesized. The ther-
mal stability, photophysical properties, and EL performances
were thoroughly investigated. The devices fabricated with PIAN-
FTPA and PI-FTPA show a very low turn-on voltage of 2.8 V and
reach the maximum luminance values of 24 000 cd m�2 and
13 360 cd m�2 with narrow FWHM of 52 nm and 51 nm,
respectively. They show not only high EQEs of 5.74% and
4.17% but also deep blue emission with CIE coordinates of
(0.15, 0.09) and (0.15, 0.07), respectively. Their turn-on voltage
and high luminance are excellent compared with those of the
reported non-TADF fluorescence blue OLED materials. This
work demonstrates that FTPA derivatives can serve as new
candidates for deep-blue OLEDs.

Experimental section
General information

Materials. All raw materials were purchased from Energy
Chemical Co., China, Jiangsu Aikon Biopharmaceutical R&D

Co., Ltd., and Bide Pharmatech Ltd. and were used without further
purification. HATCN, DBPTPPB, TPN-DBF, BH, and ANT-BIZ are
1,4,5,8,9,11-hexaazatri-phenylene hexacarbonitrile, N4,N4-di([1,10-
biphenyl]-4-yl)-N40-([1,10:40,100-terphenyl]-4-yl)-N40-phenyl-[1,10-biphe-
nyl]-4,40-diamine, N,N-bis(4-(dibenzo[b,d]furan-4-yl)phenyl)-[1,10:-
40,100-terphenyl]-4-amine, 9-(naphthalen-1-yl)-10-(4-(naphthalen-2-
yl)phenyl)anthracene, and 1-(4-(10-([1,10-biphenyl]-4-yl)anthracene-
9-yl)phenyl)-2-ethyl-1H-benzo[d]imidazole, respectively.

Measurements. The 1H NMR and 13C NMR spectra were
recorded using a Bruker AC500 spectrometer at 300, 400 or 500
and 126 MHz, respectively, using deuterated chloroform
(CDCl3) as the solvent and tetramethylsilane (TMS) as a stan-
dard internal reference. The mass spectra were recorded using
Q Exactive Focus. The compounds were further characterized
using Elementar Vario EL tube for element analysis.

Synthetic procedure

PI-Br (1). 9,10-Phenanthrenedione (2.12 g, 10.0 mmol), 4-
bromobenzaldehyde (1.86 g, 10.0 mmol), 4-tert-butylaniline
(1.49 g, 10.0 mmol), and ammonium acetate (4.62 g, 60.0 mmol)
were refluxed in acetic acid (100 mL) for 24 h under a nitrogen
atmosphere in an oil bath. After cooling to room temperature,
the mixture was poured into methanol, followed by filtration
and washed with methanol. The solid was further purified by
column chromatography on silica gel. The final pure product
obtained was a white powder (4.04 g, 80%). 1NMR (500 MHz,
chloroform-d) d 8.90 (s, 1H), 8.77 (d, J = 8.3 Hz, 1H), 8.70 (d, J =
8.3 Hz, 1H), 7.80–7.15 (m, 15H), 1.46 (s, 9H).

PI-Borate ester (2). The product was prepared by mixing PI-
Br (3.03 g, 6.0 mmol), 4,4,40,40,5,5,5 0,50-octamethyl-2,20-bi-1,3,2-
dioxaborolane (1.52 g, 6.0 mmol), Pd(dppf)Cl2 (0.17 g,
0.23 mmol) and dioxane (60 mL). The mixture was deaeration
with nitrogen and heated at 85 1C overnight. After cooling to
room temperature, the mixture was extracted with CH2Cl2 and
washed with water 3 times. The resultant was filtered and then
concentrated under reduced pressure and purified using col-
umn chromatograph on silica gel. The final pure product
obtained was a white powder (1.98 g, 60%). 1H NMR
(300 MHz, chloroform-d) d 8.91 (s, 1H), 8.76 (d, J = 8.4 Hz,
1H), 8.70 (d, J = 8.3 Hz, 1H), 7.82–7.70 (m, 3H), 7.69–7.56
(m, 5H), 7.50 (ddd, J = 8.4, 6.9, 1.4 Hz, 1H), 7.46–7.39 (m,
2H), 7.31–7.20 (m, 1H), 7.14 (dd, J = 8.4, 1.3 Hz, 1H), 1.45 (s,
9H), 1.34 (s, 12H).

FTPA borate ester (3). The product was prepared by mixing
FTPA-Br (6.38 g, 20.0 mmol), 4,4,40,40,5,5,5 0,50-octamethyl-2,20-
bi-1,3,2-dioxaborolane (7.62 g, 30.0 mml), Pd(dppf)Cl2 (0.73 g,
1.3 mmol) and dioxane (100 mL). The mixture was bubbled
with nitrogen and then heated at 85 1C overnight. After cooling
to room temperature, the mixture was extracted with CH2Cl2

and washed with water 3 times. The crude product was filtered
and then concentrated under reduced pressure and purified
using column chromatograph on silica gel. The final pure
product obtained was a white powder (5.50 g, 75%). 1H NMR
(400 MHz, Chloroform-d) d 8.57 (s, 1H), 8.14 (d, J = 7.8, 0.9 Hz,
1H), 7.91 (d, J = 8.1, 0.9 Hz, 1H), 7.62–7.48 (t, 1H), 7.37 (t, J = 7.6,
1.0 Hz, 1H), 1.46 (s, 6H).

Fig. 6 The lifetime of PIAN-FTPA and PI-FTPA devices.
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FTPA-An (4). 9-Bromoanthracene (2.57 g, 10.0 mmol) and
FTPA borate ester (3.60 g, 10.0 mmol) were heated to 100 1C
overnight in toluene/EtOH/H2O (40 mL/10 mL/8 mL) with
K2CO3 (2.22 g, 1.60 mmol) as base and Pd(PPh3)4 (0.20 g,
0.17 mmol) as the catalyst. The solution was extracted with
CH2Cl2 and washed with water 3 times. The resultant was
concentrated under reduced pressure and purified using col-
umn chromatograph on silica gel. The final pure product
obtained was a yellow powder (3.25 g, 78%). 1H NMR
(500 MHz, Chloroform-d) d 8.58 (s, 1H), 8.17–8.08 (m, 6H),
8.03 (d, J = 8.2, 0.9 Hz, 2H), 7.72 (d, J = 8.8, 1.1 Hz, 2H), 7.63
(t, J = 8.3, 7.4, 1.2 Hz, 2H), 7.48 (t, J = 8.6, 6.5, 1.2 Hz, 2H), 7.39
(t, J = 7.6, 1.0 Hz, 2H), 7.32 (d, J = 8.9, 6.4, 1.3 Hz, 2H).

FTPA-An-Br (5). FTPA-An (1.42 g, 3.4 mmol), and NBS (0.65 g,
3.4 mmol) are resolved in CHCl3 (40 mL), and stirred overnight.
The resultant was washed with water 3 times, then concen-
trated under reduced pressure and purified using column
chromatograph on silica gel. The final pure product obtained
was a yellow powder (1.52 g, 91%). 1H NMR (400 MHz,
Chloroform-d) d 8.67 (dt, J = 9.0, 0.9 Hz, 2H), 8.12 (d, J =
7.7 Hz, 2H), 8.06 (s, 2H), 8.02 (d, J = 8.1 Hz, 2H), 7.70 (d, J = 8.9,
1.0 Hz, 2H), 7.62 (m, J = 9.1, 7.0, 1.2 Hz, 4H), 7.39 (d, J = 7.6,
1.0 Hz, 2H), 7.34 (m, J = 8.9, 6.5, 1.2 Hz, 2H).

PIAN-FTPA: The synthesis procedure was similar to the method
of FTPA-An mentioned above. The final pure product obtained was a
yellow powder. 1H NMR (400 MHz, Chloroform-d) d 9.05 (d, 1H),
8.82 (d, J = 8.4 Hz, 1H), 8.76 (d, J = 8.3 Hz, 1H), 8.16–8.10 (m, 4H),
8.03 (d, J = 8.1, 0.9 Hz, 2H), 7.88 (d, J = 7.8 Hz, 2H), 7.81 (t, J = 7.4 Hz,
1H), 7.78–7.67 (m, 7H), 7.67–7.53 (m, 5H), 7.50 (d, J = 8.1 Hz, 2H),
7.43–7.27 (m, 8H), 1.48 (s, 9H). 13C NMR (101 MHz, CDCl3) 153.71,
143.62, 140.12, 139.37, 138.77, 136.33, 133.82, 131.50, 130.99, 130.10,
129.88, 129.64, 129.55, 128.77, 128.53, 128.32, 127.90, 127.78, 127.60,
127.23, 127.19, 126.85, 126.51, 125.99, 125.93, 125.24, 125.17, 124.27,
123.54, 123.27, 123.20, 123.15, 123.14, 122.70, 122.07, 121.16, 118.60,
112.51, 35.22, 31.55. MS m/z (M+). Calcd for C63H43N3:841.346.
Found: 842.353 for [M]+. Anal. Calcd for C63H43N3: C, 89.86; H,
5.15; N, 4.99. Found: C, 90.00; H, 5.198; N, 4.88.

PI-FTPA. The synthesis procedure was similar to the method of
FTPA-An mentioned above. The final pure product obtained was a
white powder. 1H NMR (500 MHz, chloroform-d) d 9.05 (d, 1H), 8.79
(d, J = 8.4 Hz, 1H), 8.73 (d, J = 8.3 Hz, 1H), 8.25 (s, 2H), 8.17 (d, J =
7.7 Hz, 2H), 7.93 (d, J = 8.0 Hz, 2H), 7.84–7.75 (m, 3H), 7.73 (d, J = 8.4
Hz, 2H), 7.71–7.65 (m, 3H), 7.59 (d, J = 8.2, 7.7, 1.2 Hz, 2H), 7.54
(d, J = 8.5, 2.3 Hz, 3H), 7.39 (t, J = 7.5, 1.0 Hz, 2H), 7.30 (t, J = 8.1, 6.9,
1.2 Hz, 1H), 7.21 (d, J = 8.2 Hz, 1H), 1.49 (s, 9H). 13C NMR (126 MHz,
CDCl3) d 155.68, 153.45, 150.72, 143.78, 143.70, 139.24, 138.51,
136.76, 136.12, 134.92, 130.07, 129.76, 129.34, 128.64, 128.37,
128.34, 127.88, 127.28, 127.11, 126.97, 126.23, 125.62, 124.82,
124.08, 123.26, 123.16, 123.08, 122.95, 121.89, 120.95, 119.13,
118.73, 112.32, 77.24, 76.99, 76.73, 35.08, 31.45. MS m/z (M+). Calcd
for C49H35N3:665.283. Found: 666.291 for [M]+. Anal. Calcd for
C49H35N3: C, 88.39; H, 5.3; N, 6.31. Found: C, 88.27; H, 5.3; N, 6.2.

Fabrication of OLEDs and test methods

ITO substrates were ultrasonicated with acetone, water and
isopropyl alcohol for 15 minutes, respectively. Later the surface

was treated with plasma. Then the organic layers and Al
cathode were evaporated to the ITO substrate in a vacuum
chamber with a pressure of less than 4 � 10�7 torr. The
emitting area of each pixel was 4.5 mm2. The J–V–L curves of
the devices were obtained using a Keithley 2400 semiconductor
characterization system with a BM-7A luminance colorimeter.
The CIE coordinates and EL spectra were measured by an
integrating sphere. The EQE was calculated based upon the
EL performance and EL spectra.
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