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Nanocrack-based ultrasensitive wearable and
skin-mountable strain sensors for human
motion detection

R. Madhavan

Advanced wearable and stretchable strain sensing devices for human motion detection are garnering

tremendous attention and thus demonstrate substantial potential for future wearable sensors. This work

presents network crack-assisted wearable strain sensors using graphite nanoflake spray coated onto

highly elastic nitrile elastomers. The as-fabricated wearable strain sensors demonstrate numerous

captivating benefits, including simplicity in the construction process and ultra-large strain sensitivity far

surpassing the state of art stretchable strain sensors. It is worth mentioning that the stretchable strain

sensors possess an ultrasensitive gauge factor (GF) of 868.12 � 56.90 and a wide sensing range of up to

30% strain. The electromechanical performance depends on the electrical resistance variation, which is

substantially altered by percolative microstructural network cracks with strain concentration during

mechanical deformations. The ultrasensitive strain monitoring performance in conjunction with a wide

sensing range, prominent reversibility, ultrafast response and recovery speeds (7.5 ms, and 5 ms,

respectively), and excellent durability (more than 2000 stretching–releasing cycles under a large-scale

strain of 30%) enables the strain sensors to be used as electronic skins for wearable monitoring

applications, including but not limited to the detection of full-range human activity monitoring, as well

as healthcare and biomedical-related vital signs, soft robotics, and entertainment technology.

Introduction

Owing to the rapid development of electronic devices towards high
performance and wearability,1–5,63–65 stretchable and wearable
electronic devices capable of multi-scale strain sensing have
attracted extensive interest from researchers due to their fasci-
nating applicability in human motion monitoring,6,7,55–59 per-
sonalized healthcare,8,9 human–machine interaction,10,11 sport
activity monitoring,12 and soft robotics,13,14 which have
recently caused a tremendous evolution of human lifestyle.
The wearable strain sensors on the basis of their transduction
mechanisms can be classified as piezoresistive,15,16

piezocapacitive,17,18 piezoelectric,19,20 and optical sensors.21

Among them, piezoresistive devices, which transduce mechan-
ical deformation into electrical resistance variation, exhibit
enormous significance for constructing soft and elastic artifi-
cial systems for entire-range human motion/activity monitoring
owing to their efficient transduction mechanisms, simple
structural designs, low power consumption, and ease of
fabrication.22–25 To this end, wearable sensor networks should
demonstrate both high sensitivity and a broad strain range with

multi-scale recognition ability.26–28 To secure high sensitivity in
these types of sensing platforms, brittle conductive films are
required for substantial structural variation under small-scale
mechanical stimulation.29,30 On the other hand, to accomplish
a broad strain sensing range, substantial mechanical resilience
is required to maintain the conductive pathways intact even
under a large-scale mechanical deformation.31,32 Therefore,
there exists an enormous contradiction between sensitivity
and the strain range, which limits the development of an
idealized wearable strain sensor.

In recent years, to develop wearable and high performance
strain sensors with both high sensitivity and a broad strain
sensing range simultaneously, extensive research has been
carried out by integrating low-dimensional nanomaterials with
elastomeric substrates and textile materials. For instance,
Li et al. fabricated a high performance nanohybrid strain
sensor based on MXene/cellulose nanocrystal (CNC)/thermo-
plastic polyurethane (TPU) non-woven fabric (NWF) through
a dip coating process, which exhibited both high sensitivity
(GF B 3405) and a broad strain range (up to 83% strain) in a
simultaneous fashion.33 This strain sensor demonstrated an
ultrahigh strain sensitivity owing to the variations in the contact
area as well as interfacial binding between neighbouring non-
woven fabric layers when subjected to dynamic mechanical
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deformations. However, the broad strain sensing range of this
device was attributed to the higher cellulose nanocrystal (CNC)
loading in the electrically conductive sensor network. Liu et al.
developed a breathable and anti-jamming strain sensor based on
copper/viscose yarn fabrics through a polymer-assisted metal
deposition process, which demonstrated a high sensitivity
(GF B 49.5) and a wide sensing range (up to 200% strain)
simultaneously.34 The strain sensitivity of this wearable sensor
was attributed to the variation of elastic yarn diameter during the
stretching process. Pan et al. proposed a sensitivity screenable
strain sensor utilizing a new approach of mechanocombinatorics
comprising of gold nanofilm/polydimethylsiloxane composites
fabricated through a local illumination process with a large strain
sensitivity (GF B 157).35 On the other hand, the strain range was
limited to 15% strain. The strain sensitivity of this sensor was
governed by the strain redistribution over the elastomeric sub-
strates due to its mechanics and structural properties. Niu et al.
reported a high performance wireless strain sensor based on
carbon nanotubes/styrenic thermoplastic elastomers developed
by drop-casting functional materials, which demonstrated both
high strain sensitivity (GF B 201.6) and a wide strain range (up to
50% strain) simultaneously.36 Kim et al. fabricated a high perfor-
mance multidimensional strain sensor based on Ag nanowire
percolation networks through drop-casting, spin-coating, and
photolithographic processes.60 The strain sensor exhibited both
a large sensitivity (GF 4 20) and a wide sensing range (up to 35%
strain) simultaneously. Wang et al. developed wearable strain
sensing fabrics for real-time sweat volume monitoring.61 The
sensor demonstrated a GF of 2.033 and a strain range of up to
30%. Kim et al. reported machine-learning based crack-assisted
wearable sensors via direct laser writing for human motion/health
monitoring.62 The strain sensor demonstrated an ultrasensitive
GF of more than 2000 at 0.55% strain.

Through the consideration of strain sensitivity and sensing
range, herein, this work reports a wearable strain sensor with
ultra-large strain sensitivity and a broad strain sensing range
based on graphite nanoflakes as brittle conductive networks and
epidermal-like nitrile elastomers as the stretchable supporting
materials. The novel brittle-stretchable conductive network
based on graphite material-nitrile elastomers endows the strain
sensors with ultra-large strain sensitivity (GF B 868.12 � 56.90),
a broad strain sensing range (up to 30% strain), small hysteresis,
super-fast strain response and recovery (7.5 ms, and 5 ms,
respectively), and excellent durability (more than 2000 stretch-
release cycles under an extensive deformation of 30% strain).
Owing to these high performance merits and as a proof of
concept, the as-fabricated wearable strain sensors are utilized
for full-range detection of human healthcare including monitor-
ing of both minute deformations (facial expressions and larynx
muscle movements), and large-strain human motions (human
articular joint motions). As compared to the recently reported
wearable strain sensors, graphite material-nitrile elastomers
exhibit high performance especially an ultra-large strain sensi-
tivity and a broad sensing range. It is envisioned that the as-
fabricated wearable devices could offer promising applicability
in future wearable electronics.

Experimental section
Materials

The soft, elastic, and skin-like nitrile elastomers were pur-
chased from Rubber House, Ltd. Functional sensor materials
based on graphite materials were procured from the Kontakt
Chemie, Ltd. For laminating the wearable devices onto the
various sensing locations, strong double sided tape was pur-
chased from 3M, Ltd.

Fabrication of the stretchable elastomeric strain sensors

The soft, elastic, and skin-like nitrile elastomers were washed
effectively using deionized water (resistivity B 18.2 MO cm) and
ethanol followed by placing firmly onto a rigid support for
depositing the functional sensor materials. The graphite based
functional sensor materials were spray deposited onto the
nitrile elastomers and permitted to dry at room temperature.
For conducting electrical-mechanical examinations on the
strain sensors, silver wires were connected onto the two ends
of the graphite nanoflake conductive film using a fast-drying
silver conductive paste (Ted Pella, Inc.)

Characterization

Morphological examination of the graphite nanoflake/nitrile
rubber composites at various applied strain levels was carried
out using an optical microscope (Inskam, Inc.) The uniform
stretching-releasing cyclic strains were applied to the strain
sensors using a motorized linear translation stage and the
resultant electronic signals were recorded through a digital
multimeter (Hantek HDM-3065B). To illustrate the capability of
the wearable strain sensors for burgeoning applications in
wearable electronics, the wearable devices were laminated onto
the human epidermis at various locations by using kinesiology
tape for detecting diverse-ranging human bodily motions.

Results and discussion

Fig. 1a illustrates the fabrication process of the as-developed
graphite nanoflake/nitrile rubber nanocomposite based strain
sensors. The detailed construction procedures are presented in
the Experimental section. Fig. 1b demonstrates the prominent
stretchability of the as-fabricated wearable and skin-mountable
strain sensors. Recently, these wearable devices have been exten-
sively manufactured by embedding or incorporating the active
materials on stretchable elastic polymers. In these devices, the
micro-structure as well as the electromechanical performance can
be easily degraded even by tiny deformation like a human
touch.23,37 On the other hand, the graphite nanoflake/nitrile
rubber nanocomposite strain sensors proposed in this work can
be mechanically deformed with outstanding stability owing to the
prominent adhesion of graphite nanoflake film with the nitrile
rubber matrix. Therefore, the graphite nanoflake/nitrile rubber
nanocomposites can be effectively mounted onto the human
epidermal surface as well as to the complex and irregular objects
with negligible degradation to the coating layer. Fig. 1c–e illus-
trates the top view SEM image and optical cross-section view of
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the graphite nanoflake/nitrile rubber nanocomposite, indicating
the prominent uniformity and excellent adhesion properties. In
other words, when the graphite nanoflakes are spray coated onto
the surface of nitrile rubber, the interaction of graphite nano-
flakes with nitrile rubber chains occurs through van der Waals
forces, exhibiting prominent adhesion between the graphite
nanoflakes and nitrile rubber. The cross-sectional optical image
shows a bilayer network comprised of a conductive layer (graphite
nanoflake film) at the top and an elastic stretchable supporting
material below it (nitrile elastomer). During the mechanical
deformation process, fracture of the conductive network occurred

in the graphite nanoflake/nitrile elastomer composite and struc-
tural cracks were developed. Furthermore, the conductive network
cracks were interconnected with segregated bridge and island
structures.

Electromechanical performance

By controlling the shape of the graphite conductive layer
embedded onto the nitrile elastomers, strain sensing devices
with straight line type design configurations were fabricated
with ease. The stretchable strain sensor proposed in this
research is designed employing ultra-soft and highly elastic
nitrile elastomers which exhibit a tiny weight of just 0.23 g.

Fig. 2 The robustness and resilience of the graphite nanoflake/nitrile
elastomer nanocomposite strain sensors. (a) Graphite nanoflake/nitrile
elastomer nanocomposite sensor placed on a leaf to demonstrate its
lightweight features. (b) Different shapes of the graphite nanoflake/nitrile
elastomer nanocomposites. (c) Stretching, bending, twisting, and tough-
ness of the graphite nanoflake/nitrile elastomer nanocomposite strain
sensors.

Fig. 1 (a) Scheme of the construction process of the ultrasensitive graphite
nanoflake/nitrile elastomer nanocomposite strain sensors. (b) The graphite
nanoflake/nitrile elastomer nanocomposite strain sensor demonstrated high
stretchability during the application of tensile strains. (c) The SEM image of
the graphite nanoflake conductive network. (d) A zoomed-in SEM image of
(c). (e) Cross-sectional optical image of graphite nanoflake/nitrile elastomer
nanocomposite strain sensors.
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The sensor can be attached onto the various sensing locations
on human epidermis for reliable monitoring of multi-scale
human motions with high sensitivity due to the ease of human
epidermis movements. The light weight property of the
proposed strain sensor can be illustrated by holding the device
on a plant leaf as shown in Fig. 2a. The leaf exhibited almost
negligible deformation, indicating the captivating lightweight
property of the graphite nanoflake/nitrile elastomer nanocom-
posite for its utilization in flexible and wearable electronic
systems. The carbon nanomaterials interact with the elastic
polymers through van der Waals forces and unzipping of the
conductive network occurs during the stretching-releasing
cycles in order to dissipate energy and transfer stress, which
substantially enhances the mechanical strength, anti-fatigue and
recovery properties of the graphite nanoflake/nitrile elastomer
nanocomposites.38 As illustrated in Fig. 2b, graphite nanoflake/
nitrile elastomer composites could be designed with ease in
different shapes, such as heart, triangle, and star shapes in order
to suit different applications. Moreover, the nanocomposites
could tolerate significant stretching after holding as well as
bending and twisting, indicating the prominent flexibility of
nanocomposites (Fig. 2c). When the mechanical deformation
was removed after dynamic stretching-releasing cycles, the gra-
phite nanoflake/nitrile elastomer nanocomposites could readily
recover to their original dimensions, demonstrating prominent
anti-fatigue characteristics and recovery properties. Furthermore,
the graphite nanoflake/nitrile elastomer nanocomposites exhibited
excellent puncture resistance, which is superior to recently reported
flexible electronic devices.38 These demonstrations indicate that
the graphite nanoflake/nitrile elastomer nanocomposites could be
employed as stretchable and wearable strain sensors for the
monitoring of human activities. Such wearable, and stretchable
strain sensors can be directly mounted onto irregular and highly
deformable surfaces for continuous strain monitoring with negli-
gible delamination or slippage from the complicated target objects.

The strain sensing properties of the graphite nanoflake/
nitrile elastomer strain sensors were studied. The prominent
network cracks-assisted electromechanical sensing mechanism
for the generation and propagation of electron conduction in
graphite nanoflake pathways under tensile strains is schemati-
cally illustrated in Fig. 4b. The wearable strain sensor owes its
stretching ability to the highly elastic and stretchy property of
the nitrile rubber and the graphite nanoflakes are responsible
for the strong piezoresistivity. As it can be clearly noticed, under
the un-strained condition of the sensor, the graphite nanoflakes
are densely packed, with many electron conduction pathways
resulting in a highly conductive network. When the electronic
device is stretched, the adjacent graphite nanoflakes begin to drift
far-away, producing a low areal density. In this scenario, only a
small number of graphite nanoflakes hinge together providing
lesser pathways for electron conduction, which provide the elec-
trical response as the device is deformed. When the device is
stretched further, the adjacent graphite nanoflakes are discon-
nected with an almost negligible electron conduction pathway,
thereby enhancing the electrical resistance enormously. The
electromechanical characteristics of the graphite nanoflakes/

nitrile rubber nanocomposites were evaluated by stretching the
devices and at the same time recording the electrical resistance
across the nanocomposite. The relevant electrical resistance
variation due to the tensile strains while stretching occurs from
the variations in contact resistance due to the rearrangement of
the graphite nanoflake networks. As shown in Fig. 3a, the strain
sensor exhibits relatively lower strain sensitivity at the initial
strain loading, followed by an ultra-fast increment in electrical
resistance leading to ultra-large strain sensitivity of the sensor.
Moreover, as the strain sensor is of resistive-type with graphite
nanoflakes as the active materials, the increment in strain sensi-
tivity also results from the geometrical effects such as reduced
film thickness, and decreased length and areal density of graphite
nanoflakes.1,2,39 The electrical resistance variation is relatively
lower up to 12% strain, as shown in the inset of Fig. 3a, because
the electrically conductive nanomaterials, that is, graphite nano-
flakes did not disconnect substantially with the graphite nanoflakes
still being close to one another, therefore, the increment in
electrical resistance is proportional with the tensile strains,
leading to a slight relative resistance variation (DR/R0 o 50).

Fig. 3 Strain monitoring performances of graphite nanoflake/nitrile
elastomer nanocomposites. (a) Relative resistance variation as a function
of the tensile strains for the graphite nanoflake/nitrile elastomer nano-
composite strain sensors. (b) GFs of the graphite nanoflake/nitrile elasto-
mer nanocomposite strain sensors as a function of the tensile strains.
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As the magnitude of tensile strain increases, the structural cracks
are formed in the conductive network and the graphite nanoflakes
disconnect substantially, thereby providing fewer electrically con-
ductive pathways and increasing the electrical resistance enor-
mously resulting in ultra-large gauge factors (GFs).

The strain sensitivity of the proposed wearable strain sensor
is illustrated in Fig. 3b. Under tensile strains, the graphite
nanoflake/nitrile rubber nanocomposite exhibits ultra-large
GF values of 823.61 � 56.37 at 30%, 868.12 � 56.90 at 16%,
397.11 � 21.29 at 12%, 355.01 � 23.74 at 10%, 343.12 � 8.93 at
8%, 340.30 � 17.99 at 6%, and 235.64 � 23.75 at 4% strain,
respectively. In previously reported works, the strain sensors

based on carbon nanomaterials (e.g. graphene reinforced car-
bon nanotube) and metal nanomaterials (e.g. silver nanowire)
rarely demonstrated ultra-large strain sensitivity (GF B 0.36, and
3.31).40,41 Moreover, their sensing strain ranges were also low (eB
20%). Therefore, it is worth mentioning that the spray coated
graphite nanoflake/nitrile elastomer strain sensors exhibited a
high performance with regard to ultra-large strain sensitivity,
and a wide strain sensing range simultaneously, which would be
beneficial for precise strain monitoring. The strain sensor perfor-
mance properties are compared with previous studies in Table 1.
Based on the above discussion, the shape of the conductive coating
layer of the graphite nanoflake/nitrile elastomer composites plays

Fig. 4 (a) Top-view optical images illustrating the network-cracks morphology of the graphite nanoflake/nitrile elastomer nanocomposites at tensile
strains of 0%, 15%, 30%, and 0%. (b) Schematic evolutions of the network cracks-based structural morphology variation of the graphite nanoflake/nitrile
elastomer nanocomposite strain sensor while strain-free and at a stretched state.

Table 1 Comparison of GF, stretchability, dynamic durability, response time, and other versatile properties of stretchable strain sensors based on
carbonaceous and other active materials

System
Sensing
mechanism

Relative
resistance
variation (%) GF

Stretchability
(%) Dynamic durability

Response
time (ms) Ref.

Carbon nanotube/
polydimethylsiloxane

Piezoresistive 4300 10 60 41000 cycles (at 15% strain) 204 42

Reduced graphene oxide nano-
sheets/nylon-polyurethane fabric

Piezoresistive 4350 18.5 30 4120 cycles (at 3% strain) — 43

Carbon sponge/
polydimethylsiloxane

Piezoresistive 42500 130.49 60 41000 cycles (at 5% strain) 50 44

Silver nanowires/
polydimethylsiloxane

Capacitive 460 2 30 41000 cycles (at 10% strain) — 45

graphite nanoplates/polyurethane Piezoresistive 4600 20 30 41000 cycles (at 20% strain) — 46
graphite nanoflakes/nitrile
elastomers

Piezoresistive 425 000 868.12 � 56.90 30 42000 cycles (at 30% strain) 7.5 This work
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a prominent role in determining the piezoresistive properties.
Moreover, the ultra-high GF through the straight line type shape
of conductive layers demonstrates an attractive perspective for
emerging wearable and strain sensing applications.

At the deformation free state of the sensor, the neighbouring
graphite nanoflakes are overlapped with each other and the
porous structural features are embedded within the conductive
networks leading to the formation of highly conductive and robust
stretchable sensors. At this state, the graphite nanoflakes are
interconnected efficiently and highly dense conductive networks
are observed as illustrated in Fig. 1c and d through SEM images.
The structural pores exhibit a negligible contribution toward the
overall initial conductivity of the spray coated stretchable strain
sensors. When the structural pores are absent in the conductive
networks, tiny mechanical deformation results in the reduction of
overlapping area and the disconnection of adjacent graphite nano-
flakes occur. For the stretchable sensors with significant pores,
the evolution of the porous structures occurs in addition to the
disconnection and loss of the overlapped area among adjacent
graphite nanoflakes. This feature leads to the enhancement of
electrical responses of the sensor and thereby improves the sensi-
tivity or gauge factors (GFs). For large-scale vigorous mechanical
deformations, the ruination of graphite nanoflake conductive net-
works combined with the extensive expansion of structural pores
results in the achievement of high performance, specifically in
terms of gauge factors (GFs). In addition to the above-mentioned

working mechanisms, the electrical responses of the as-fabricated
strain sensors are attributed to the generation and propagation of
structural cracks of brittle graphite films and the corresponding
electrically conductive pathways are schematically illustrated in
Fig. 5. At a lower strain range, the strain sensors demonstrated a
gentle decrease in the electrical conductivity (Fig. 3a). Even though
structural cracks were observed in the graphite nanoflake/nitrile
elastomer composite (Fig. 4a), still the cracks were unable to
destruct the electrically conductive pathways fully owing to the
shorter crack width, resulting in lower strain sensitivity. On the
other hand, when the electronic device is deformed further, fewer
conductive pathways were observed in the specimen owing to the
presence of relatively larger structural cracks, leading to a substan-
tial reduction in the electrical conductivity giving rise to ultra-high
gauge factors.

The strain sensing mechanisms of the relative resistance
variations of the graphite nanoflake/nitrile rubber elastomers
under various mechanical deformations are examined subse-
quently. The micro-morphologies of the graphite nanoflake/
nitrile elastomers under various external strains are analyzed
through optical micrographs as shown in Fig. 4a. The strain
levels on the graphite nanoflake/nitrile rubber elastomers
change from 0% strain to 30% strain during the whole external
deformation process. Due to this external deformation, the
network cracks are formed and propagate gradually exhibiting
crack enlargement as well as rupturing of the electrically

Fig. 5 Schematic illustrating the electrical resistance networks of the graphite nanoflake/nitrile elastomer nanocomposite strain sensors at a strain-free
state, small-scale tensile strain, and at a large-scale tensile strain, respectively.

Paper Materials Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

5 
O

ct
ob

er
 2

02
2.

 D
ow

nl
oa

de
d 

on
 1

1/
16

/2
02

5 
6:

32
:5

7 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d2ma00897a


© 2022 The Author(s). Published by the Royal Society of Chemistry Mater. Adv., 2022, 3, 8665–8676 |  8671

conductive pathways resulting in ultrahigh gauge factors or
ultra-large strain sensitivity (Fig. 3b), which can be a benefit for
monitoring small-scale human healthcare signals such as blood
flow pulse waveforms, larynx muscle motions and vibration of
the vocal cords, and human facial microexpressions. Moreover,
Fig. 4a shows the process of releasing the external strains from a
strain level of 30% to 0%. It is worth mentioning that the
network cracks regained their original states, which specifically
explains the prominent reversible characteristics (Fig. 6a and b)
observed in these wearable devices. The above discussed strain
sensing mechanisms of the graphite nanoflake/nitrile elastomer
nanocomposites are shown in Fig. 4b and the respective elec-
trical resistance networks are schematically shown in Fig. 5.

To further evaluate the electromechanical characterization
data of the straight-line type graphite nanoflake/nitrile elasto-
mer composite strain sensors, dynamic stretch-release cycles
under 4%, 6%, 8%, 10%, 12% and 16% strain range and 30%
strain under 0.08, 0.10, and 0.25 Hz stretching frequencies were
subjected onto them (Fig. 6a and b). The relative resistance
variations for the sensors were stable and reliable at the
respective strain ranges. Furthermore, during different stretching
frequencies, the shape of the electrical response conforms well,

i.e., the strain sensor performance is not destructed with the
enhancement of stretching frequency, implying that the electrical
response is independent of tensile frequency in the range of 0.08–
0.25 Hz. The above discussed results would be beneficial for
detecting as well as monitoring of high-speed and energetic
human bodily motions.

Next, the response and recovery times of straight-line type
graphite nanoflake/nitrile elastomer composite strain sensors
were estimated under quasi-instantaneous small-strain (eB 5%)
conditions as illustrated in Fig. 6c. The electronic devices were
stretched at a high strain rate of 600 mm min�1, the electrical
responses were prompt with a super-fast response and recovery
time of 7.5, and 5 ms, respectively. The inset of Fig. 6c depicts
the relative resistance variation versus time plot of the dynamic
stretch-release cycle with a strain of 5% for the estimation of
response and recovery time. The rapid response/recovery time of
the proposed strain sensor inspires confidence that the electro-
nic device is suitable for super-fast monitoring of human bodily
motions and healthcare related vital signs. To the best of my
knowledge, the strain sensor response/recovery times obtained
in this work are fascinating as compared to the recently reported
state of the art wearable strain sensors as illustrated in Table 2.

Fig. 6 (a) The relative resistance variation of the graphite nanoflake/nitrile elastomer nanocomposite strain sensors to dynamic stretching-releasing
cyclic tensile strains. (b) The relative resistance variation of the graphite nanoflake/nitrile elastomer nanocomposite strain sensors with various stretching
frequencies (0.08, 0.10, and 0.25 Hz) under a large-scale mechanical deformation of 30% strain. (c) The response and recovery time of the graphite
nanoflake/nitrile elastomer nanocomposite strain sensors under a mechanical deformation of 5% strain.
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Furthermore, the straight line type graphite nanoflake/nitrile
elastomer composite strain sensor exhibited reliable strain mon-
itoring characteristics with a stable electrical response (after a pre-
stretching strain of 10% for 5 stretch-release cycles) (Fig. 6). The
pre-stretching process of the graphite nanoflake/nitrile elastomer
composite strain sensor before evaluating its electromechanical
properties demonstrates many advantages such as enlargement of

the strain sensitivity in the whole strain range, which leads to the
improvement of strain monitoring of the electronic device. More-
over, the stability of the acquired signals is also improved with a
prominent signal to noise ratio owing to the effective transfer of
mechanical deformation onto the electronic device. After that, the
long-term stability of the straight line type graphite nanoflake/
nitrile elastomer composite strain sensor was investigated as

Table 2 Summary of the performance characteristics in terms of the response and recovery times of recently reported state of the art stretchable strain
sensors

System Sensing mechanism Manufacturing method
Response
time (ms)

Recovery
time (ms) Ref.

Vertically aligned carbon nanotube/
poly(dimethylsiloxane) Piezoresistive Chemical vapor deposition 12 19 39

Carbon nanotube/thermoplastic polyurethane Piezoresistive Compression molding and salt leaching 180 180 47
Aramid nanofiber/polyvinyl alcohol Piezoresistive Oxidative polymerization 214 252 48
Reduced graphene oxide-deionized water/ecoflex Piezoresistive Modified Hummers’ method 60.3 60.4 49
Silver nanofibers/ionic hydrogels Piezocapacitive Drop coating 130 320 50
Carbon nanotube/ecoflex Optical Spray coating o50 — 51
Wrinkled chitosan-multiwall carbon nanotube/
poly(dimethylsiloxane)

Piezoresistive Spray coating 400 — 52

graphite nanoflakes/nitrile elastomers Piezoresistive Spray coating 7.5 5 This work

Fig. 7 Relative resistance variation of the graphite nanoflake/nitrile elastomer nanocomposite strain sensors under various dynamic cyclic strains.
Relative resistance variation for tensile bending at a frequency of 0.25 Hz for more than 100 cycles (a) or compression bending at a frequency of 0.25 Hz
for more than 80 cycles (b) at a bending radius of 4 mm. (c) Durability test of the graphite nanoflake/nitrile elastomer nanocomposite strain sensors at a
frequency of 0.25 Hz under an extensive mechanical deformation of 30% strain for more than 2000 stretch-release cycles.
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shown in Fig. 7c. The strain sensors demonstrated a reproducible
electrical response with retention of their high sensitivity after
each stretch-release cycle under a large-scale dynamic strain of
30% for more than 2000 cycles, implying that the electronic
devices exhibit excellent reliability and durability, which would
be beneficial for practical applications, for example, while mon-
itoring the large-strain human activities (bending process of a
finger, wrist, elbow, and knee joint motions). In a previous work,
Tian et al. presented an Ag nanodendrite/nitrile elastomer com-
posite strain sensor which demonstrated an un-reliable perfor-
mance for around 300 stretch-release cycles under a strain range
of 30% with significant drifting in its electrical response.23 In
contrast, the graphite nanoflake/nitrile elastomer composite
strain sensors reported in this work demonstrate a stable dur-
ability and reproducibility for more than 2000 stretching-releasing
cycles under a large-scale strain of 30%.

The relative resistance variations of the straight line type
graphite nanoflake/nitrile elastomer composite strain sensor
for five stretch-release cycles at 4%, 6%, 8%, 10%, 12%, and
16% strain ranges, respectively, are illustrated in Fig. 6a. It can
be clearly observed that the stretchable strain sensor demon-
strates a prominent recovery performance while the external

strain is reversed with negligible hysteretic characteristics. In a
recently reported work based on a silver nanodendrite/nitrile
elastomer composite strain sensor,23 the hysteresis character-
istics increase during the increment of external strain ampli-
tude. This strain responsive behaviour was attributed to the
Mullins effect of nitrile elastomers, which exhibits irreversible
and quasi-instantaneous softening while loading-unloading
external strains. In contrast, the wearable and stretchable strain
sensors presented in this research exhibit excellent strain
sensing performances.

In general, a wearable strain sensor with a large strain
sensitivity normally exhibits a recognition ability for face
expressions, blood flow pulse,53 and breathing monitoring. In
contrast, a strain sensor with a broad strain range can typically
be utilized for large-scale strain monitoring like human articu-
lar joint motions.54 On the other hand, the graphite nanoflake/
nitrile elastomer composite strain sensors presented in this
research can not only monitor large-scale mechanical deforma-
tions, but also demonstrate the ability of detecting tiny
mechanical stimulations promptly.

Apart from monitoring tensile stretching strains, the elec-
trical responses of the straight line type graphite nanoflake/

Fig. 8 Monitoring of large-scale human motions by the graphite nanoflake/nitrile rubber nanocomposite strain sensor. The relative resistance variation
of the strain sensor to (a) bending and holding process of a finger, (b) wrist bending, (c) bending and holding of an elbow joint, and (d) closing process of
the fingers. Insets: Photographs of the graphite nanoflake/nitrile rubber nanocomposite strain sensor mounted onto the index finger knuckles, wrist,
elbow joint, and in between the fingers with corresponding motions.
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nitrile elastomer composite strain sensor during the applica-
tion of tensile and compressive bending strains was also
evaluated. The relative resistance variation during the applica-
tion of bending strains is shown in Fig. 7a and b. The electronic
sensor was fixed firmly on top of a steel plate using cyanoacry-
late adhesive. The stepper was propelled on one end of the
sensor with another end fixed for dynamic cyclic bending
investigation. The strain sensor exhibited a sharp increase in
its electrical response during outward or tensile bending and
increased minutely with inward or compressive bending. For
instance, the electrical response is B20 for tensile bending and
during compressive bending, it is B1.5 under the same bend-
ing radius of 4 mm. The tensile bending leads to the widening
of gaps in between the islands, which results in the enhance-
ment of electrical resistance. In contrast, during compressive
bending, the alteration of the crack morphology was not
significant and therefore, the electrical response increased
tardily. Furthermore, the graphite nanoflake/nitrile elastomer

composite strain sensor demonstrates a reproducible electrical
response under both tensile and compressive bending strains.

Human motion monitoring

Motivated by the ultrahigh gauge factors of the graphite nano-
flake/nitrile elastomer composite based wearable strain sen-
sors, sensing demonstrations were conducted with regard to
the practical wearable sensing applications utilizing these
devices for full-range human motion and posture monitoring
including tiny mechanical stimulations (eye blinking, frown-
ing, and larynx muscle movements) as well as large-strain
mechanical deformations (bending process of a finger,
closing-opening of fingers, wrist, and elbow joint bending/
recovering movements).

In order to demonstrate the applicability of these electronic
devices for large-strain human motion monitoring, the wear-
able sensors were laminated onto the human articular joints
with the assistance of double-sided tape. As shown in Fig. 8, it

Fig. 9 Monitoring of small-scale human motions by the graphite nanoflake/nitrile rubber nanocomposite strain sensor. The relative resistance variation
of the strain sensor to (a) blinking of an eye, (b) frowning, and (c) vibration of the vocal cords while phonating different words. Insets: Photographs of the
graphite nanoflake/nitrile rubber nanocomposite strain sensor mounted onto the epidermal canthus region, forehead, and larynx with respective
movements.
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can be clearly observed that the wearable strain sensor can
monitor in real-time, finger, wrist, and elbow bending (with
different angles) and holding movements in a prompt, reliable,
and repeatable manner. To further demonstrate the utilization
of the graphite nanoflake/nitrile elastomer composite strain
sensors for wearable sensing applications, posture monitoring
of the two fingers were demonstrated. As shown in Fig. 8d, the
wearable device was laminated in between the two fingers for
monitoring their posture during closing-opening movement of
fingers in both tension bending as well as compression bending.
The wearable strain sensor exhibited a rapid and stable response
in a step-wise fashion with effective synchronization with the
applied mechanical strain. These results demonstrate that the
wearable strain sensors can be employed as motion sensors for
healthcare and biomedical engineering, entertainment technol-
ogy, and virtual reality. The body movements are critical for
posture-driven gaming, physiotherapy, home-rehabilitation, and
medical training.2

Apart from the large-strain human motion monitoring dis-
cussed above, the detection of tiny mechanical stimulations
such as larynx muscle activity while drinking water and speak-
ing, and facial expressions while frowning, and blinking of an
eye can be reliably carried out utilizing the graphite nanoflake/
nitrile elastomer composite strain sensor. For these sensing
demonstrations, the wearable strain sensors were laminated
onto the epidermis over the throat, forehead, and canthus of a
volunteer.

As shown in Fig. 9c, the muscle tissue movements while
drinking water and speaking can be monitored utilizing the
graphite nanoflake/nitrile elastomer composite strain sensor by
achieving conformal and intimate lamination with the volun-
teer’s throat using strong double-side tape. Moreover, the
wearable strain sensor was employed for face expression recog-
nition by detecting the facial muscle motions during eye
blinking and frowning, as shown in Fig. 9a and b. These results
imply that the graphite nanoflake/nitrile elastomer composite
strain sensor could differentiate various emotional states of
humans with high sensitivity and stability. Hence, the graphite
nanoflake/nitrile elastomer composite strain sensor could be
utilized for real-time monitoring of both tiny mechanical
stimulations (larynx movements and facial expressions) and
large-strain human motion monitoring (bending process of a
finger, close-open posture of fingers, wrist, and elbow joint
movements).

Conclusions

In summary, this research presented stretchable, wearable and
skin-mountable strain sensors comprising of graphite nano-
flakes embedded onto highly elastic and epidermis-like nitrile
elastomers. Through the strain induced network cracks, the
strain sensors demonstrate an ultra-large strain sensitivity
(868.12 � 56.90), which is substantially enhanced by more than
400 times relative to that of traditional metallic foil-based
strain gauge sensors (GF = 2). Moreover, the graphite

nanoflake/nitrile elastomer nanocomposite-based strain sensor
exhibits a wide sensing range of up to 30%, ultra-fast response
and recovery speeds (7.5 ms, and 5 ms, respectively), low creep,
and excellent durability (more than 2000 stretching-releasing
cycles under an extensive deformation of 30% strain). Through
sensing demonstrations with regard to wearable monitoring
applications, the graphite nanoflake/nitrile elastomer nano-
composites are envisioned as promising components for smart
wearable electronics, including but not limited to human
motion/health monitoring (disease diagnosis, voice rehabilita-
tion, biophysical parameter monitoring, physiology, and kine-
siology applications), soft robotics and neuromechanics, and
entertainment technology (virtual reality, posture driven gaming,
and teleoperated robotics). It is believed that the technology
based on graphite nanoflakes/nitrile elastomer nanocomposites
and a scalable fabricating strategy to construct ultrasensitive and
cost-effective stretchable strain sensors may further result in the
improvement of sensitivity of other wearable monitoring devices.
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