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cellulose nanofibers and iron
oxide-based nanohybrids for thermal insulation
application†
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In recent years, due to high energy consumption in the building sector and subsequent environmental

issues, environment-friendly and cost-effective thermally insulating materials are in high demand to

improve the energy efficiency of buildings. Current commercially available thermal insulating materials

(polystyrene) always pose a challenge due to their non-biodegradability and poor insulating

performance. To this end, biomass-derived aerogels are attracting significant interest as renewable and

sustainable insulating materials. In this work, we have developed a facile strategy for synthesizing

cellulose nanofibers from biomass-derived wood pulp as a cost-effective starting material by TEMPO-

oxidation, and further incorporating iron oxide nanoparticles to make a nanohybrid. Interestingly, in

these nanohybrids, the functional attributes like mechanical strength and flammability were improved to

a great extent and thus overcoming the limitations of the commercially available thermal insulating

materials in terms of their stability and durability. Most importantly, these nanohybrids demonstrated very

low thermal conductivity, as low as 0.024 W m�1 K�1, indicating the better insulating potential of these

nanohybrids as compared to other conventional insulating materials.
Introduction

In recent years, the increasing scarcity of non-renewable energy
resources and the high energy consumption in industry and
households for heating and cooling purposes have created high
demands for renewable energy resources, as well as proper
management of their usage. It has been observed that almost
10% of the total energy in the world is needed to maintain
a pleasant atmosphere inside buildings.1 Hence, thermal insu-
lation has been considered to play a crucial role in reducing
energy consumption in the building sector. Already, different
types of insulating materials are commercially available in the
market, such as polystyrene,2 polyurethane3 and ber glass4 etc.
However, they are not produced from natural resources and
hence they are not eco-friendly, along with other limitations
such as their non-biodegradable nature, limited durability and
reduced thermal stability. Therefore, the use of environment-
friendly and renewable insulating materials has attracted
considerable attention from academic researchers, industries
and government.5,6 Literature surveys have revealed that
biopolymer-based renewable insulating materials such as cork7
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and wood chips have been extensively used for thermal insu-
lation applications before the introduction of cellulose-based
smart materials, but their insulating performance is lower
with thermal conductivities ranging between 0.040–0.050 W
m�1 K�1 as compared to conventional insulating materials.2,3

Therefore, researchers need to look for another potential
biopolymer-based insulating material.

In this direction, cellulose has generated intense interest in
recent years among the research community.8 At this point, it is
worth mentioning that in the 1930s, Kistler was the rst
scientist who fabricated the aerogel, which is considered
nowadays to be a highly promising material for various appli-
cations.9 Kistler considered cellulose and nitrocellulose for the
rst time to develop the aerogel, which was overlooked for
several years. It was only in recent years that researchers were
inclined to develop cellulose-based aerogels, keeping in mind
the merits of this polymer,10 which can serve as a potential
thermal insulator.11–13 Cellulose is the most abundant biomass
available on earth. It is one of the next-generation biomaterials
obtained from natural sources and thus can be utilized to
develop cost-effective and environment-friendly insulating
materials. The efficient utilization of renewable cellulose
resources has the potential to develop sustainable products as
alternatives to petroleum and mineral-based materials.14

Due to the unique porous structure of cellulose aerogel, it
has many impressive properties such as low density, porosity,
specic surface area,15 low thermal conductivity,16 low thermal
Nanoscale Adv., 2022, 4, 3381–3390 | 3381
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expansion,17 biocompatibility and sustainability.18 Further-
more, it has been evident from the literature study that the
ame retardant properties and high mechanical strength are
challenging for biopolymer-based insulating materials. Recent
research has shown that the mechanical strength and ame
retardant properties of the organic polymer can be increased by
the incorporation of different types of inorganic materials such
as clays and graphenoids.19,20 The cellulose-based functional
materials have been recenly reported by researchers for thermal
insulation application. Canhui et al. developed ame retardant
manganese hydroxide-based nanostructured cellulose for heat
insulation application.21 Bergstrom et al. fabricated nano-
cellulose and graphene-oxide based ame retardant thermal
insulators.11 Ning et al. synthesized cellulose nanocrystal and
red mud-based functional materials for thermal and acoustic
resistance.12 Huafeng et al. discussed butylene succinate and
cellulose nanocrystal-based foam for thermal insulation
application.22

In order to obtain improved mechanical strength and high
specic surface area of cellulose aerogel, researchers have
started to synthesize cellulose nanobers (CNF) by TEMPO-
oxidation. CNF has been recently used as a building material
to fabricate CNF-based nanohybrids, which have demonstrated
promising properties for various applications.23–30 There are
several advantages in developing CNF-based nanohybrids as
thermal insulation materials: (1) due to the nanobrous struc-
ture of CNF, it may result in a high surface area that acts as
a phonon barrier to prevent heat conduction.31 (2) CNF display
organic functional groups on the surface, which can promote
the modication of the CNF with different inorganic materials
by different non-covalent interactions.32 In particular, CNF
aerogels are gaining more interest as a class of natural biode-
gradable template, which consists of cross-linked three-
dimensional (3D) architecture through the self-assembly of
cellulose bers as a result of strong hydrogen bonding inter-
actions. This 3D interconnected architecture with plenty of
pores in the aerogel allows the quick access and diffusion of
molecules or ions within it, which makes the aerogels as the
template for hosting various nanoparticles towards fabricating
functional materials.

To date, only a few reports are available on the preparation of
CNF aerogels that act as the functional matrix for the preparation
of organic/inorganic hybrid composites by using various func-
tional materials, such as SiO2,33 TiO2

34 and carbon nanotubes35

for various applications. Approaches to obtaining super insu-
lating materials are possible by reducing the pore sizes of the
CNF aerogel below the mean free path of air by incorporating
nanoparticles.36 It is evident from the literature that cellulose and
SiO2-based aerogels have been reported, where SiO2 was used to
reduce the pore size of cellulose aerogel and enhance the
Knudsen effect, thereby decreasing the thermal conductivity.37

The objective of this article is to fabricate environment-
friendly, low-cost and sustainable thermal insulating mate-
rials from biomass-derived wood pulp combined with iron
oxide nanoparticles (NPs). These newly developed thermally
insulating organic–inorganic nanohybrids (iron oxide@CNF)
may offer the additional advantages of high mechanical
3382 | Nanoscale Adv., 2022, 4, 3381–3390
strength and ame retardant properties as compared to the
other commercially available polymeric materials. In this
article, we have utilized CNF from wood pulp, followed by
TEMPO-oxidation to construct CNF and decorated CNF aerogel
by the incorporation of iron oxide NPs.

In recent years, considerable efforts have been devoted to
template-based methods for synthesizing nanohybrids with
miscellaneous iron oxide (e.g., a-Fe2O3, g-Fe2O3, Fe3O4).38,39

Surprisingly, none of these nanohybrids have been explored
towards evaluating their thermal insulation performance.
Hence, it is highly desirable to explore these novel nanohybrids
for the development of futuristic thermal insulators for
building sectors. Among these oxide materials, iron oxide NPs
have attracted much attention because of their specic surface,
biocompatibility and eco-friendly properties.39,40 To the best of
our knowledge, this is the rst report that demonstrates the
exploration of CNF and iron oxide NPs-based organic/inorganic
nanohybrids (iron oxide@CNF nanohybrid) towards the devel-
opment of next-generation green technology-based materials
with high mechanical strength, complemented by re-retardant
properties, and most importantly, these environment-friendly
materials derived from natural sources displayed high
thermal insulation. The thermal conductivity values achieved
were signicantly low in the range of 0.024–0.041 W m�1 K�1.
The use of inorganic nanomaterials within this organic nano-
domain was found to lower the thermal conductivity and thus
enhancing the thermal insulation efficiency. This iron oxi-
de@CNF nanohybrid is a highly efficient thermal insulator as
compared to previously reported nanocellulose-based aerogels
in terms of some essential important properties, i.e., mechan-
ical strength, thermal insulation and re retardancy.41,42 We
envisage that these nanohybrid materials with improved
material properties may serve as a potential next-generation
building insulating material.
Material and methods
Materials and chemicals

Wood pulp was purchased from a private company that makes
sanitary napkins at a very cost-effective rate (70/- rupees per kg)
[Asian Agencies (Besite) Pvt. Ltd. Bangalore India]. 2,2,6,6-
Tetramethylpiperidine-1-oxyl radical (TEMPO), FeCl3, FeCl2 and
sodium hydroxide (NaOH) were purchased fromMerck. Sodium
hypochlorite (12%) and sodium bromide were purchased from
TCI chemicals. All chemicals were of analytical grade and used
without further purication.
Fabrication of the CNF-based aerogel

Dried CNF was obtained through the TEMPO oxidation of wood
pulp using a previously reported protocol.30 In this method, the
aqueous solution of CNF and NaOH (25 mg NaOH per 100 mg of
CNF) was stirred at 2–4 �C for 3 h to form a homogeneously
dispersed solution of CNF (25 mg CNF per 1 ml water solution).
This was followed by freezing the dispersed solution at �20 �C
for 24 h to allow gelation. Following this, the frozen material was
brought to room temperature and thawed, which resulted in the
© 2022 The Author(s). Published by the Royal Society of Chemistry
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formation of the CNF hydrogel. Aer that, the CNF hydrogel was
immersed in the deionized water and this immersion process
was repeated several times by changing the surrounding deion-
ized water until the complete removal of sodium hydroxide.44

The pH of the replaced water was checked and the washing
process was continued until the pH became neutral. Aer
multiple immersions of CNF hydrogel in the deionized water, the
unreacted sodium hydroxide was removed from the crystalline
cellulose hydrogel. Then CNF hydrogel was further frozen to
make the CNF aerogel by the freeze–drying technique.

Fabrication of the iron oxide@CNF nanohybrid by one-pot
synthesis

Iron oxide NPs were synthesized by the co-precipitationmethod.43

CNF and iron oxide NPs-based nanohybrid materials were
prepared through the addition of iron oxide NPs (2%, 5%, 7%and
10%) to the CNF dispersed solution at around pH-12. Here, we
added CNF as wt% with respect to the amount of iron oxide NPs
(w/w%). In the process of iron oxide@CNF-2%, 5%, 7% and 10%
nanohybrid synthesis, we used 98, 95, 93 and 90 wt% of CNF with
the corresponding amounts of iron oxide being 2, 5, 7 and
10 wt%, respectively (24.5 mg, 23.75 mg, 23.25 mg and 22.5 mg
CNF was used per 1 ml of aqueous solution for the synthesis of
iron oxide@CNF-2%, 5%, 7% and 10%nanohybrids respectively).
The mixture was stirred for 2 hours, followed by freezing for 24 h
to obtain inorganic hybrid hydrogels. To remove the excess
sodium hydroxide, the CNF hydrogel was immersed in deionized
water and this immersion process was repeated several times by
changing the deionized water until the sodium hydroxide was
completely washed out. The pH of the replaced water was
checked until the pH became neutral. This was further freeze–
dried to obtain the iron oxide@CNF nanohybrid (Fig. 1).

Fabrication of the iron oxide@CNF nanohybrid by the in situ
process

The CNF aerogel was immersed in a freshly prepared aqueous
solution of FeCl3$4H2O and FeCl2 (20 ml) (molar ratio of [Fe3+/
Fig. 1 Schematic representation of the synthesis of the iron oxide@CNF

© 2022 The Author(s). Published by the Royal Society of Chemistry
Fe2+] ¼ 2) and the mixture was kept for 24 h.44 The hydrogel was
placed in NaOH solution (1 M, 20 ml) and the colour of the
sample immediately changed from yellow to black. The hydro-
gel was repeatedly rinsed with water as discussed to remove
excess sodium hydroxide and the iron oxide@CNF nanohybrid
was obtained aer freeze–drying (Fig. 1).

Determination of the carboxylate content

The amount of carboxylate contained in oxidized CNF was
determined by classical conductometric titration.72 The
oxidized CNF (0.05 g) were taken and suspended in 15 ml of
0.01 M hydrochloric acid solution, then the mixture was stirred
for 10 min. Aer that, the suspension was titrated with 0.01 M
NaOH. As shown in Fig. S4,† the titration curves indicated the
presence of strong acid, corresponding to the excess of HCl and
weak acid corresponding to the carboxyl content.

The carboxyl group content (mmol g�1) was calculated using
the following equation:72

COOH (mmol g�1) ¼ C(V2 � V1)/m

where V1 and V2 are the amount of NaOH (in L) corresponding to
the equivalent conductivity as shown in Fig. S4,† C is the NaOH
concentration (mol L�1), andm is the weight of oxidized CNF (g).

Characterization
Fourier transform infrared spectroscopy

The Fourier transform infrared (FTIR) spectra were collected on
an Agilent Cary 620 IR spectrophotometer for the CNF aerogel
and the corresponding iron oxide@CNF nanohybrid material,
which were placed between the two calcium uoride discs and
scanned between 4000 and 400 cm�1.

X-ray diffraction analysis

The powdered sample was placed on a glass holder and the
spectra were recorded in the 2q range of 10� to 80� using
nanohybrid by in situ and one-pot synthesis.

Nanoscale Adv., 2022, 4, 3381–3390 | 3383

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d2na00010e


Nanoscale Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

5 
Ju

ly
 2

02
2.

 D
ow

nl
oa

de
d 

on
 3

/3
0/

20
26

 6
:3

6:
44

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
a Bruker D8 Advance X-ray diffractometer equipped with a Cu
Ka radiation source (l ¼ 1.541 Å) under the accelerating voltage
of 40 kV.

Raman spectroscopy

Raman spectra were acquired with a Renishaw Invia Raman
microscope where the spectral shis were obtained at ambient
temperature with an argon ion excitation laser source at a xed
wavelength (785 nm). The Raman spectra were recorded over
a spectral range (200 to 1800 cm�1) with a spectral resolution of
1.9286 cm�1. Themeasurements were done at an optimal power
(1 mW) to prevent sample decomposition, 50� magnication,
and 50 scans with a 10 s integration time.

Mechanical strength analysis

Dynamic frequency sweep rheological analysis was conducted
on an Anton Parr MCR302 rheometer using a 25 mm parallel
plate geometry. The CNF aerogel and the corresponding iron
oxide@CNF nanohybrid were demolded onto the lower plate of
the rheometer just before the measurement, which enabled
them to maintain their shape and size. The temperature was
maintained at 25 �C throughout the measurement. The storage
(G0) and loss (G00) moduli of the hydrogels were recorded as
a function of frequency between 0.1 and 16 Hz. To ensure that
the measurements were made in the linear regime, an ampli-
tude sweep was performed and the optimum strain value was
obtained from the linear viscoelastic region. This protocol was
previously reported for the biomolecular gels.45–47 The
measurements were repeated three times to ensure reproduc-
ibility, with the average data shown.

Field-emission scanning electron microscopy

The morphology and surface topology of the CNF aerogel and
the corresponding iron oxide@CNF nanohybrid were deter-
mined by eld-emission scanning electron microscopy (JEOL
JSM-IT300, USA) at 15 kV with a probe current of 30 mA with
different magnications in various areas. The CNF aerogel and
the corresponding nanohybrid were cast onto the silicon wafer
aer gelation at �20 �C. The sample was allowed to dry in the
desiccator under vacuum. Samples were sputtered with gold for
60 s prior to imaging.

Transmission electron microscopy

The transmission electron microscopy (TEM) samples were
prepared by diluting iron oxide NPs in water and allowing 5 mL
to adsorb on the TEM grid. The excess sample was wicked off
using lter paper. The samples were then vacuum dried before
imaging. The TEMmicrographs were recorded with a JEOL JEM
2100 with a tungsten lament at an accelerating voltage of
200 kV.

Thermal stability analysis

Thermogravimetric analysis was conducted using a DTG-60H
(SHIMADZU) instrument to study the thermal stability of the
CNF aerogel and the corresponding iron oxide@CNF
3384 | Nanoscale Adv., 2022, 4, 3381–3390
nanohybrid in the temperature range of 30 to 600 �C at a heat-
ing rate of 10 �C min�1 in an argon atmosphere.
N2-physisorption study

The N2-physisorption study was carried out using a Quantach-
rome Model Autosorb-iQ MP-XR-VP supplied by M s�1 Anton
Paar India Pvt. Ltd. Surface area was determined by using the
BET method, and the BJH method was used to determine the
pore size distribution.
Thermal conductivity measurement

The transient hot wire (THW) method has been used to measure
the thermal conductivity of the CNF aerogel and iron oxide@CNF
nanohybrid materials. The THW method is a well-established
method for the precise thermal conductivity measurement of
gases, nanouids, and nanocomposites.48,49 This method is
based on the principle of resistance thermometer detection
(RTD). A platinum wire acts as the hot wire in the THW
measurement setup to produce heat, as well as to sense the
temperature in the test uid or material. The constant current
that passes through the innite long wire produces a constant
heat ux per unit length (q), which increases the temperature of
the wire DT (t) as a function of time and is given by50

DTðt2Þ � DTðt1Þ ¼ q

4pk
lnðt1Þ; (1)

where k is the thermal conductivity of the testing material, t is
time and q is heat ux per unit length. The change in the
resistance of the wire by joule heating is according to the
formula51,52

R(t) ¼ R0(1 + b(T(t) � T0)), (2)

where R(t) and T(t) are the resistance and temperature of the
wire at time t > 0, respectively, R0 and T0 are the resistance and
temperature of the wire at time t ¼ 0 (300 K), respectively, and
b is the temperature coefficient of the resistance of the wire.

The equation used for the thermal conductivity calculation
of materials was derived using eqn (1) and (2) and is given as

k ¼ V0
2bI

4pL

d lnðtÞ
d DV

; (3)

where V0 is the initial voltage across the platinum wire, I is the

current applied, L is the length of the wire and
d lnðtÞ
d DV

is the

slope of the linear part of the graph of DV as a function of ln(t).
Results and discussion

In this study, biomass-derived wood pulp has been used for the
fabrication of CNF by the classical methodology of TEMPO-
oxidation30 (Fig. 1). These CNF derivatives consist of a ber-like
morphology with an average diameter of 20–30 nm (Fig. S1†) as
measured by AFM and DLS studies. In presence of the base, the
nanobrous network of CNF was dispersed in water and was
further freeze-dried to construct the aerogel. By the co-
precipitation method, we synthesized iron oxide NPs (mixture
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 TEM images of iron oxide NPs (a and b) and a schematic
representation of CNF and iron oxide NPs interaction in the 3-D
nanohybrid architecture (c).
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of Fe3O4 and g-Fe2O3), which were monodispersed with their
size being around 10–15 nm according to TEM and DLS studies
(Fig. 2a, b and S3†). Very interestingly, it was observed that the
iron oxide NPs were decorated on the surface of CNF irre-
spective of the in situ and one-pot synthesis. In the in situ
process, the 3-D characteristics of the CNF aerogel allowed
different types of guest molecules into its inner pores as llers
through non-covalent interactions. Aer the incorporation of
iron oxide NPs into the CNF dispersed solution by one-pot
synthesis, these iron oxide NPs were adsorbed onto the CNF
ber surface by electrostatic interactions (Fig. 2c). The overall
surface charge density of CNF was negative and the relative
potential of CNF was around �30 � 3.2 mV, determined by zeta
potential measurement (Fig S2 and Table S1†). The carboxylate
group content in the oxidized CNF was around 0.62 mmol g�1

(Fig. S4†). Strong electrostatic interactions occur between the
incorporated Fe2+/Fe3+ ions and CNF because the electron-rich
oxygen atoms of the hydroxyl groups and negatively charged
carboxyl groups of CNF are expected to interact with the elec-
tropositive transition metal cations, which stabilize these
nanohybrids.44,71
Characterization of the iron oxide@CNF nanohybrids by XRD,
FTIR and Raman spectroscopy

XRD analysis was carried out to investigate the formation of the
iron oxide NPs-embedded CNF by in situ synthesis and the iron
oxide@CNF nanohybrid by one-pot synthesis. The XRD pattern
of CNF and the corresponding nanohybrids are shown in
Fig. 3a. XRD showed the characteristic peaks at 15�, 22.5� and
34.5� corresponding to the crystallographic planes (101), (002)
and (040) representing the characteristic peaks of CNF.53 The
peaks of iron oxide@CNF nanohybrids at around 30.2�, 35.6�,
43.4�, 57� and 62.8� correspond to the crystallographic planes
Fig. 3 XRD (a) and FTIR-spectroscopy (b) of the iron oxide@CNF
nanohybrids (by in situ and one-pot syntheses).

© 2022 The Author(s). Published by the Royal Society of Chemistry
(002), (311), (400), (511) and (440), which are consistent with the
JCPDS data for the mixture of iron oxide (g-Fe2O3 and Fe3O4)
NPs (JCPDS le no. 39-1346 for g-Fe2O3 and 71-6336 for Fe3O4).
The peak at 22.5� corresponding to the (002) plane further
conrmed the presence of CNF in the iron oxide@CNF nano-
hybrid. However, other peaks at 15� and 34.5� for CNF dis-
appeared, which could be due to the formation of intermediate
phases in the presence of the highly alkaline solution of NaOH
during the synthesis of the iron oxide@CNF nanohybrid, which
was previously reported in the literature.53 These phases
exhibited a low crystalline structure with weak diffraction peaks
in the XRD pattern of the nanohybrid. Thus, the possible
formation of the intermediate phases resulted in the disap-
pearance of the characteristic peaks at 15� and 34.5� aer the
formation of nanohybrids.

The FTIR spectra as shown Fig. 3b, indicated the absorption
band at 3327 cm�1 was related to the –OH stretching vibration
and the band at 2900 cm�1 was due to the C–H asymmetric
stretching and symmetric tensile vibration in the pyranoid
ring.54 Another peak at 1620 cm�1 was attributed to the
carboxylate or carboxylate group in their sodium salt form55–57

(Fig. S4†). The CNF aerogel showed the other characteristic
peaks at 1427, 1319, 1163, 1035 and 894 cm�1 corresponding to
the –CH2 bending, –CH2 wagging, –C–O–C asymmetric
stretching of b-glycosidic linkage,58 and –C–O–C asymmetric
bending of b-glycosidic linkage, respectively. The FTIR-spectra
of the iron oxide@CNF nanohybrid comprising of two peaks
at 558 cm�1 and 613 cm�1 indicated the Fe–O stretching
vibration, which further proved the formation of iron oxide
NPs59 (Fig. 3b). The broad band between 3015 cm�1-3650 cm�1

was assigned to the stretching frequency of hydroxyl groups,
which shied from 3332 cm�1 to the lower wavenumber
3307 cm�1, suggesting the strong interactions between the
hydroxyl groups of cellulose and iron oxide NPs. From the above
studies, it can be inferred that the iron oxide NPs were
successfully formed by the in situ process and encapsulated in
the 3D architecture of the cellulose aerogel through homoge-
neous dispersion via the aforementioned facile approach.

Furthermore, Raman spectroscopy showed characteristic
Raman peaks at 337, 380, 898, 1098, 1126, 1338, and 1376 cm�1

(Fig. 4). Five different peaks at 337, 380, 898, 1098 and
Fig. 4 Raman spectroscopy of iron oxide@CNF nanohybrids.
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Fig. 5 Thermal stability analysis (TGA) (a), dTG plot from the TGA
experiment (b), rheological analysis indicating the storage modulii (c)
and comparative analysis of mechanical strength (d) of CNF and the
iron oxide@CNF nanohybrids (by in situ and one-pot syntheses).
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1126 cm�1 correspond to the CCC, skeletal bending modes of
COC, OCC and OCO, surface hydroxyl groups, C–OH bending at
C-6 and C–O–C symmetric stretching and bending bands
present in CNF, respectively. Another two peaks at 1338 cm�1

fromHCH (wagging), HCC, HOC, COH (rocking) bending and at
1376 cm�1 are due to the HCH, HCC, HOC, COH bending.60 It
has been observed that different peaks for CNF at 337, 380, 898,
1098, 1126, 1338, and 1376 cm�1 were gradually reduced aer
the incorporation of iron oxide NPs. Raman spectra also showed
that aer formation of the iron oxide@CNF nanohybrid, one
peak at 380 cm�1 for surface hydroxyl groups disappeared and
the presence of the peak at 898 cm�1 conrmed that the iron
oxide NPs were mostly nucleated on the C–OH group at C-6.61
Thermal and mechanical properties of the iron oxide@CNF
nanohybrid

At this point, it is very important to know the thermal stability of
the iron oxide@CNF nanohybrid for practical applications. TGA
analysis indicated that for the iron oxide@CNF nanohybrids (by
one-pot and in situ syntheses), two major weight loss peaks at
around 50–100 �C and 245–340 �C were evident, irrespective of
the doping percentage of iron oxide NPs. The former peak was
attributed to the removal of the adsorbedmoisture and the latter
peak indicated the decomposition of cellulose. In this context,
the decomposition temperature of the iron oxide@CNF nano-
hybrids was about 245–340 �C and there was no signicant
weight loss aer the decomposition. The possible reason is that
iron oxide NPs were present in the well-established 3-D network
structure of the CNF aerogel, which in turn increased the stability
of the nanohydrid.44 (Fig. 5a) However, the starting temperature
of CNF decomposition in the iron oxide@CNF nanohybrid was
higher as compared to the bare CNF aerogel. This indicated that
the thermal stability of the iron oxide@CNF nanohybrid was
enhanced aer the incorporation of iron oxide NPs. From the
TGA study, it was also observed that the char residue from the
CNF aerogel was obtained aer the full decomposition of CNF at
3386 | Nanoscale Adv., 2022, 4, 3381–3390
a higher temperature and the char residue was found to be
increased with the increasing percentage of iron oxide. The
percentage of iron oxide nanoparticles (10 wt%) in the iron oxi-
de@CNF-in situ nanohybrid was almost equal to the iron oxi-
de@CNF-10% nanohybrid from the TGA study. From the dTG
plot, it was observed that the depolymerization rate of the CNF
aerogel at 340 �C was higher as compared to the CNF nanohybrid
at 350 �C. This phenomenon is consistent with the earlier studies
in the literature.62 Another small peak was observed at 255 �C,
due to the water elimination from the CNF aerogel and the cor-
responding nanohybrid.

The mechanical strength of the bare CNF aerogel and iron
oxide@CNF nanohybrid is another essential parameter that is
needed to be investigated in detail for their practical applicability.
The rheology test was carried out to measure the storage modulus
(G0) and mechanical strength of the iron oxide@CNF nanohybrid
(by in situ synthesis and one-pot synthesis). The nanohybrid
showed an enhancement of the storage modulus value, i.e. 2.1–
4.2 MPa, which is higher than the storage modulus of normal
CNF aerogel i.e. 1.85 MPa (Fig. 5b and c). This phenomenon was
previously reported for other metal oxide based hybrid systems.33

Interestingly, it has been observed that themechanical strength of
the iron oxide@CNF nanohybrids gradually increased until 5 wt%
doping of iron oxide NPs into the nanohybrid. Further, decrease
in the mechanical strength was evident on increasing the doping
percentage of iron oxide NPs into the nanohybrid. The possible
reason behind this differential mechanical strength could be that
the iron oxide nanoparticles were homogeneously distributed at
a certain doping ratio of iron oxide NPs in the CNF nanohybrid
(till 5 wt% of iron oxide NPs). On further increasing the doping
ratio of iron oxide NPs, the NPs were not homogeneously
distributed in the CNF nanohybrid, which destabilized the overall
structure of the nanohybrid. In this context, FESEM-EDX line
scanning analysis was performed across the surface of the iron
oxide@CNF nanohybrid to observe the distribution of iron oxide
NPs along the surface of the nanohybrid (Fig. S5†) From this
study, it has been observed that the iron oxide line prole for the
iron oxide@CNF-5% nanohybrid is uniform as compared to the
iron oxide line prole of iron oxide@CNF-7% & 10%nanohybrids,
which conrmed the homogeneous distribution of iron oxide
nanoparticles along the surface of the iron oxide@CNF-5%
nanohybrid. This result further conrmed that the distribution of
iron oxide NPs became relatively inhomogeneous when the wt%
percentage of iron oxide NPs is increased beyond 5% in the
nanohybrid. For, this reason, the mechanical strength of iron
oxide@CNF-7% is lower than the iron oxide@CNF-5% nano-
hybrid and it is almost same as the iron oxide@CNF-10% nano-
hybrid.63 For the one-pot synthesis, it is worth mentioning that
15 wt% of iron oxide NPs is the possible upper limit for NPs to
form a stable nanohybrid. Aer that, the nanohybrid (20 wt% of
iron oxide) was destabilized at the time of washing (Fig. S6†).
Morphological characterization of the iron oxide@CNF
nanohybrid aerogel

The morphological analysis has revealed that the CNF aerogel
and CNF-based nanohybrids were in monolithic condition and
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 FESEM images of the CNF aerogel (a and b) and iron oxi-
de@CNF nanohybrid (c and d) at different scale 100 and 10 micron.
FESEM image of the cross-section of the iron oxide@CNF nanohybrid
(e) and the distribution of Fe element (f).
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the structure was found to be macroporous (Fig. 6a–d). From
the FESEM images, the pure CNF aerogel exhibited a sheet-like
assembled structure with a high degree of disorder and the
sheets were interconnected (Fig. 6a and b). The iron oxide@CNF
nanohybrids with different amounts of iron oxide NPs showed
a similar morphology to that of the pure CNF-based aerogel
(Fig. 6c and d). From the mapping of the corresponding FESEM
image of the iron oxide@CNF nanohybrid, it was conrmed
that the Fe element was distributed on the surface of the cross-
section of the iron oxide@CNF nanohybrid (Fig. 6e and f).
Therefore, it was concluded that the iron oxide NPs were
distributed in the iron oxide@CNF nanohybrid.

The apparent density of the foams, r foam was calculated
based on eqn (4) using the measured weight (m) and volume (V)
of the foams. The mass was measured by using a high-precision
analytical balance and the apparent volume was calculated by
measuring the dimensions of the samples using a calliper.
Fig. 7 The graphs showing the changes in the voltage of platinumwire
(DV) with the logarithm of the time of the measurement ln(t) for CNF,
iron oxide@CNF nanohybrids by one-pot synthesis (2, 5, 7 and 10 wt%
of iron oxide NPs) and iron oxide@CNF nanohybrid by in situ synthesis,
where S is the slope of the linear portion.

© 2022 The Author(s). Published by the Royal Society of Chemistry
r ¼ m/V (4)

The densities of the pure CNF aerogel and iron oxide@CNF
nanohybrids were measured in the range of 0.030 to
0.037 g cm�3. The pores of the nanohybrids were in the micron
range with very dense walls comprised of self-assembled CNF.64

However, the pore size and distribution were quite different in
the CNF and iron oxide@CNF nanohybrids (Fig. S7†) As ex-
pected, N2-physisorption study revealed that the BET surface
areas of the iron oxide@CNF-nanohybrids (density 0.032–
0.037 g cm�3) were lower as compared to the CNF aerogel
(density 0.030 g cm�3)63 (Fig. S8†). This indicates that the void
volume has been decreased within the nanohybrids due to the
thickening of the dense pore walls of the nanohybrids aer the
incorporation of iron oxide NPs.65 The surface areas of CNF and
the CNF nanohybrids were around 5–22 m2 g�1 and the pore
volumes were around 0.017–0.051 cm3 g�1, indicating the
macroporous structure of the CNF aerogel and nanohybrids64

(Table S2†).
Thermal conductivity measurement

The thermal conductivity of the CNF, iron oxide@CNF nano-
hybrids by one-pot and in situ synthesis have been measured by
the transient hot-wire method at around 30 �C. The slope of the
linear portion of the plot DV vs. ln(t) through eqn (3) for each
sample was considered for the thermal conductivity calculation
as shown in Fig. 7a.

We observed the linear portion S in the DV vs. ln(t) graph for
all the samples. Different thermal conductivities, k, corre-
sponding to different slopes S represent the characteristics of
the microstructure.66 We observed that the thermal conduc-
tivity, k, of the CNF, iron oxide@CNF nanohybrids by one-pot
(2, 5, 7 and 10% iron oxide NPs) and iron oxide@CNF nano-
hybrid by in situ are in the range 0.024–0.043 W m�1 K�1

(Table 1). The above results indicated a very low thermal
conductivity, as low as 0.0245 W m�1 K�1 for iron oxide@CNF-
2%, which is lower than the air thermal conductivity at room
temperature (Fig. 7b) (see the ESI for more detail (Fig. S9†)).

The possible reason for this observed low thermal conduc-
tivity is the introduction of more bril–bril interactions, which
provide increased thermal resistance due to the dense pore
walls in the assembled CNF. Thus, the dense pore walls of
micron-sized pores are more effective for decreasing the
thermal conductivity of the CNF nanohybrid as compared to the
Table 1 Thermal conductivity values of CNF and iron oxide@CNF
nanohybrids by one-pot and in situ synthesis

Samples
Thermal conductivity
values (W m�1 K�1)

CNF 0.0436 � 0.0003
Iron oxide@CNF-2% 0.0245 � 0.0001
Iron oxide@CNF-5% 0.0336 � 0.0003
Iron oxide@CNF-7% 0.0393 � 0.0003
Iron oxide@CNF-10% 0.041 � 0.0003
Iron oxide@CNF (in situ) 0.0312 � 0.0002
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Fig. 8 Schematic representation of phonon surface scattering onto
the surface of CNF in the iron oxide@CNF nanohybrid.
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Knudsen effect for nanoscale porous aerogel materials.64 CNF
heat conduction through CNF was reduced due to phonon
surface scattering from the CNF aerogel, which resulted in the
decrease in the overall thermal conductivity of the nanohybrid
(Fig. 8). From the simple kinetic heat conduction model, kc ¼ 1/
3Cvvl, where kc is the heat conductivity, Cv is the heat capacity, v
is velocity and l is the mean free path of phonons.67 The re-
ported values of Cv and v are 1.212 J K�1 g�1 and 2973 m S�1,
respectively, for bulk cellulose.68,69 Using l, since the cellulose
nanober diameter was around 20 nm, kc ¼ 0.024 W m�1 K�1

(thermal conductivity only by heat conductivity). This value still
suggests greater thermal conductivity than the experimentally
obtained value for the iron oxide@CNF-2% nanohybrid. Hence,
it can be concluded that the dense walls in the assembled CNF
play a crucial role in reducing both the thermal conduction and
convection of the nanohybrid. It is also to be noted that the
thermal conductivity increased with the increasing wt% of iron
oxide (5, 7, 10 wt%) NPs. The thermal conductivity of porous
aerogel materials depends on three parameters, namely, solid
thermal conductivity, gaseous thermal conductivity, and radia-
tion thermal conductivity.75 It is possible that the iron oxide
nanoparticles take part as a contributor to solid conduction
aer a certain limit (2 wt% of iron oxide nanoparticles), which
results in the increased thermal conductivity of the CNF-based
nanohybrids (5, 7 and 10 wt%). In this context, it is worth
Fig. 9 Digital photos of the horizontal flame testing of the CNF aer-
ogel and iron oxide@CNF nanohybrids (Dm ¼ residual weight after
burning).

3388 | Nanoscale Adv., 2022, 4, 3381–3390
mentioning that the iron oxide has a thermal conductivity of
0.58 Wm�1 K�1.76 Hence, greater than 2% of the iron oxide NPs
doping in CNFmay have contributed to the enhancement in the
conductivity.
Fire retardant property

Earlier literature has clearly revealed that any type of polymeric
insulation material is easily ignitable and, therefore, re retar-
dants must be incorporated into these materials to improve the
ame retardancy.19,70 Recent work has shown that the ame
retardancy of polymeric materials can be improved by the
addition of different inorganic components such as clay, gra-
phenoids and inorganic nanoparticles.19,20 The re retardancy
was assessed by the standardized UL 94 vertical burning test.11

In the current study, iron oxide NPs were incorporated into the
CNF aerogel, which can lead to an improvement in the ame
retardancy of the iron oxide@CNF nanohybrid.73,74

To analyse the ame retardancy property of iron oxide@CNF
nanohybrids, a series of combustion tests were undertaken
based on the horizontal ame test. Fig. 9 shows the conditions
of the CNF aerogel and CNF nanohybrids with different
proportions of iron oxide NPs aer ignition with ame. It was
observed that the CNF aerogel was almost completely burnt,
while other iron oxide@CNF nanohybrids showed re retard-
ancy to a greater extent. This indicates that the iron oxide NPs
have a large inuence on the re retardancy of the iron oxi-
de@CNF nanohybrid.
Conclusions

In this study, we have used biomass-derived wood pulp to
develop iron oxide@CNF nanohybrids for application in
thermal insulation. Iron oxide NPs were judiciously incorpo-
rated into the CNF aerogel to increase the mechanical strength
of the nanohybrid from 1.85 MPa to 4.2 MPa and enhance the
ame retardant property. Aer the incorporation of iron oxide
NPs into the CNF aerogel, the size of the pores decreased,
resulting in a very low thermal conductivity of 0.024 Wm�1 K�1,
which is lower as compared to the traditional thermal insu-
latingmaterials polystyrene andmineral wool. Also, the thermal
conductivity of the nanohybrid is lower than the air thermal
conductivity at room temperature. This nanohybrid based
insulating material obtained from a renewable resource is cost-
effective and environment-friendly. These initial results provide
sustainable motivation to augment the use of renewable
thermal insulating material for applications in smart buildings.
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