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Ruthenium nanoparticles integrated bimetallic
metal–organic framework electrocatalysts for
multifunctional electrode materials and practical
water electrolysis in seawater†

Alagan Muthurasu,a Kisan Chhetri, a Bipeen Dahala and Hak Yong Kim *a,b

There is still a significant technical hurdle in the integration of better electrocatalysts with coordinated func-

tional units and morphological integrity that improves reversible electrochemical activity, electrical conduc-

tivity, and mass transport capabilities. In this work, ruthenium-integrating porous bimetallic transition metal

nanoarrays are efficiently generated from metal–organic framework-covered three-dimensional platforms

such as carbon cloth using a simple solution-based deposition technique followed by calcination.

Heterostructure ruthenium–cobalt–iron hollow nanoarrays are built to permit exceptionally effective multi-

functional activities in reactions including the oxygen evolution reaction, hydrogen evolution reaction, and

oxygen reduction reaction. As presumed, the as-synthesized porous nanostructured arrays show remarkable

electrochemical performance due to the benefits of copious active reaction sites, and efficient electron and

ion transport channels. The oxygen reduction reaction of the porous nanostructured array electrocatalyst has

a half-wave potential of 0.875 V vs. reversible hydrogen electrode and can achieve a current density of 10 mA

cm−2 at low overpotentials of 220 and 50 mV for the oxygen and hydrogen evolution reactions, respectively,

and the needed cell voltage for total water splitting is just 1.49 V at a current density of 10 mA cm−2. The fabri-

cated electrolyzer coupling splits seawater at relatively low cell voltages of 1.54 V at ambient temperature.

1. Introduction

As a long-lasting and sustainable clean fuel, hydrogen has been
considered a viable candidate to replace declining fossil fuels.1

Because of its remarkable energy density, great energy conver-
sion efficiency, and zero carbon emission, molecular hydrogen
is an attractive largest source of energy for addressing future
energy concerns.2 Water electrolysis is a well-known process for
producing ultrapure hydrogen, and it offers a viable solution to
sustainable hydrogen production by utilizing renewable electri-
city sources.3 Because of the adverse thermodynamics and slow
reaction kinetics of both the hydrogen evolution reaction (HER)
and oxygen evolution reaction (OER) mechanisms, generating
high-performance electrocatalysts that can decrease the acti-
vation energy barrier and increase the reaction rate is critical,
but is still very much an obstacle.4 Highly developed catalysts,
including Pt-based materials and IrO2 with low overpotential

and efficient kinetics for the HER and OER, play an increasingly
important role in the implementation of water splitting pro-
cesses.5 Despite their efficiency, exorbitant cost and scarcity in
the environment severely limit their wider commercial applica-
bility. These shortcomings need the design of more active and
long-lasting catalysts with decreased noble metal load levels.6

As a result, several approaches for generating equally distribu-
ted catalysts with diverse nanostructured topologies have been
established, such as synthesizing atomically dispersed noble
metal catalysts, alloying noble metals with transition metals,
and enhancing metal–support connections.7–10

Considerable efforts have been made to investigate cost-
effective OER, HER, and ORR electrocatalysts, and many tran-
sition-metal-based catalysts have been thoroughly investigated
and synthesized.11,12 Notably, transition metal derivatives
(TMDs) have sparked the interest of researchers due to several
advantages in terms of ease of synthesis, low cost, and easily
adjustable structure and composition.13 On the other hand, the
intrinsically low electrical conductivity of the majority of the
TMD catalysts significantly hampered efficient electron transport,
decreasing electrocatalytic OER, HER, and ORR activity.14

Furthermore, active sites are typically situated beneath the
surface, resulting in limited access to active sites and low mass
activity.15 As a result, deliberately adjusting and enhancing TMD
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electronic characteristics is an intriguing strategy for improving
electrochemical performance. In terms of electrical character-
istics and electron transport, heteroatom doping or positive
inclusion of active sites is advantageous for changing the electri-
cal properties and improving the catalytic active sites.16 In short,
noble metals hosted on foreign templates permit composite enti-
ties with altered chemisorptive and catalytic capabilities, thereby
removing limitations and increasing the benefits of solitary
analogues.17,19 Consequently, selecting an acceptable template
and producing the related precious metal nanostructures would
be vital. Specifically, ruthenium (Ru) has been demonstrated to
have acceptable adsorption energies for adsorbed oxygen (Oads)
due to its availability of d-orbital electrons, and it is of low cost,
paving the way for the development of high-performance OER
and HER electrocatalysts.20,21 It has been observed that alloying
noble metals with other TMDs, with the loading of noble metal
lowered by a large factor, is a major route to generating excep-
tionally effective catalysts with a good cost-competitive balance.22

Furthermore, the existing literature has shown that changes in
the average energy of the d-band and the width of the d-band are
caused by the total combined strain and ligand effects caused by
the formation of heteroatom bonds and the modification of the
bond length can alter the chemical and physical properties of bi-
metallic surfaces.23 Thus, the noble-transition bimetallic alloys
could greatly enhance the electrocatalytic abilities caused by the
change in charge distributions and subsequent adjustment of
surface properties during alloy formation.19,24

Metal–organic frameworks (MOFs) derived from transition
metal ions and organic ligands have often been used as sub-
strates for the synthesis of a wide range of nanostructures due
to their highly modifiable structure, pore size, and metal
sites.25 Nonetheless, because of their low conductivity, limited
water stability, and lack of accessibility to active metal centers,
pure MOFs have been ineffective as electrocatalysts.26 In the
case of bulk MOFs that were sensitive to organic linkers and
thus exhibited restricted electrolyte accessibility, a significant
proportion of active sites were exposed toward the pores or
channels.27 To address these drawbacks, 2D structured MOFs
with faster electron and mass transport and a larger specific
surface have been produced and are receiving more and more
attention.28,29 The 2D MOF analogues not only maintain the
structural and morphological features of MOFs but also
improve the electrical properties, boosting the electrocatalytic
ability of multifunctional electrocatalysts.30

Given that a composite catalyst consisting of Ru doped bi-
metallic MOFs might have a huge electrochemical specific
surface area when appropriately constructed. In this work, Ru
doping into CoFe bimetallic nanoarrays generated from 2D
MOF nanoarrays on carbon cloth was developed and syn-
thesized using a continuous two-step solution deposition fol-
lowed by the calcination method. The prepared nanostructure
demonstrated enhanced electrocatalytic activity for the OER,
HER, and ORR under alkaline conditions, owing to preferential
switchable electronic structure-stimulated synergism, which
imbues excellent electrical conductivity, adequate water adsorp-
tion energy, and faster charge transfer kinetics. Interestingly,

the two-electrode water splitting device assembled with Ru
doped bimetallic MOFs as electrode materials illustrated extre-
mely high electrocatalytic performance with a cell voltage of
1.49 V at 10 mA cm−2 and extremely good long-term durability.
The electrolyzer built on Ru MOF CoFe nanoarrays can perform
seawater splitting at 1.54 V at 10 mA cm−2, a minimum cell
voltage is necessary to meet industrial production. Our study
emphasizes the conceptual design of MOF-derivates and pro-
vides an excellent strategy for boosting the intrinsic activity of
active species, which may be used to construct even more
remarkable multifunctional electrocatalysts (Scheme 1).

2. Experimental section
2.1. Chemicals

Cobalt nitrate hexahydrate (Co(NO3)2·6H2O), potassium hexa-
cyanoferrate(III) K3[Fe(CN)6], 99%), 2-methylimidazole (Hmim),
and ruthenium chloride (RuCl3·3H2O were purchased from
Sigma Aldrich. Ethanol was acquired from Showa Chemical
Co. Ltd. All other chemicals were used as received without any
further purification.

2.2. Synthesis of MOF Co nanoarrays

To synthesize MOF Co nanoarrays, first, a piece of bare carbon
cloth (2 × 5 cm2 CC) was soaked in a mixed solution (1 : 1, v/v)
of concentrated sulfuric acid and 30% H2O2 with ultrasonic
treatment at room temperature for 2 h, after that, the pretreated
CC was rinsed with water and ethanol. Separately, aqueous solu-
tions comprising 0.4 M 2-methylimidazole (Hmim) and 50 mM
Co(NO3)2·6H2O were each prepared in 40 ml of deionized water
with constant stirring at room temperature. Then, the two solu-
tions were quickly mixed and stirred for 10 minutes and a piece
of pretreated CC substrate (2 × 5 cm2) was submerged in the
mixture solution for 1 h at room temperature. After 1 h of reac-
tion at room temperature, the MOF Co nanoarray growth CC
sample was removed, washed with deionized water, and dried
overnight in an electrical oven.

2.3. Synthesis of MOF CoPBA nanoarrays

Typical Prussian blue analogue (PBA) thin-film coated MOF Co
nanoarrays@CC synthesis: as-prepared MOF Co nanoarrays@CC
was dipped in a solution containing 0.15 mM K3[Fe(CN)6] in
30 ml water for 24 h at 90 °C. After gradually cooling to ambient
temperature, the PBA-coated MOF Co nanoarrays were removed,
rinsed with ethanol and water, and dried at 80 °C for 12 h to
obtain MOF CoPBA nanoarrays.

2.4. Synthesis of Ru MOF CoFe nanoarrays

In a typical synthesis of Ru MOF-assisted CoFe nanoarrays, 5 mg
RuCl3·H2O was dispersed in 30 ml ethanol, and the mixture was
stirred at room temperature for 1 h. After that, the as-prepared
MOF CoFe PBA nanoarrays were immersed in the homogeneous
solution, which was then transferred to a 50 ml Teflon-lined
stainless-steel autoclave, and maintained at 120 °C for 1 h in an
oven. After cooling to room temperature, Ru MOF CoFe nanoar-
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rays were rinsed multiple times with ethanol and then dried in
the oven overnight. Finally, pieces of Ru MOF CoFe nanoarrays
were placed in porcelain boats in a tube furnace. The sample
was subsequently calcined for 2 h at 350 °C in a N2 flow at a
heating rate of 2 °C min−1 to obtain Ru MOF CoFe nanoarrays.

2.5. Electrochemical measurements of electrocatalysts

The electrochemical assessment was carried out in a standard
three-electrode setup attached to the VersaSTAT 4 analyzers,
with the Ru MOF CoFe nanoarrays, a platinum wire, and an
Ag/AgCl (filled with saturated KCl) serving as the working elec-
trode, counter electrode, and reference electrode, respectively.
In all investigations, the working electrode area is 1 cm × 1 cm.
The EIS test was conducted using an alternating current
voltage with a 5 mV amplitude and a frequency range of 100
kHz to 0.1 Hz. Polarization measurements were performed at
5 mV s−1, and all observed potentials in the OER, HER, and
ORR tests were correlated to the RHE using the given formula:
ERHE = EAg/AgCl + 0.059 × pH + 0.197 V. The acquired current
density values were all standardized using a geometric surface
area. The electrochemical double-layer capacitances (Cdl) of all
synthesized materials were evaluated using the equation Cdl =
I/v utilizing CV curves in a potential range within the double-
layered region (no redox process), where I is the charging
current (mA cm−2) and v is the scan rate (mV s−1).

2.6. Material characterizations

Field emission scanning electron microscopy (FESEM) studies,
energy dispersive X-ray spectroscopy (EDX), and element

mapping were carried out using a Hitachi S7400 scanning elec-
tron microscope operating at a voltage of 20 kV. The transmission
electron microscopy (TEM), high-resolution transmission elec-
tron microscope (HRTEM), and selected area electron diffraction
(SAED) images were obtained with a JEOL JEM 2010 (JEOL Ltd,
Japan) at a 200 kV acceleration voltage. The powder X-ray diffrac-
tion (XRD) pattern was collected using a Rigaku Co., Japan diffr-
actometer (Japan) coupled with graphite monochromatized Cu K
radiation (χ = 0.154060 nm), and the associated scan range was
5° to 80° in 2θ. X-ray photoelectron spectroscopy (XPS) measure-
ments were performed using an Escalab 250Xi X-ray photo-
electron spectrometer (Thermo Scientific KA 1066) equipped with
an Al K monochromatic anode.

2.7. Density functional theory (DFT) measurements

The Vienna ab initio simulation package (VASP) was used to
execute all density functional theory (DFT) simulations. The
generalized-gradient approximation, in the form of PBE, was
used as the correlation and exchange energy functional.11,12

The projector augmented wave (PAW) approach is also used to
characterize the interactions between valence electrons and
the ion core. The cut-off energy for the plane wave foundation
set was decided to be 400 eV. All structural optimizations were
subjected to spin-polarization analyses. The energy change
threshold was 5 × 10−5 eV, and the atoms were loosened until
the force acting on each atom would be less than 0.05 eV Å−1.
At the FeCoO surface, the Monkhorst–Pack mesh k-point was
adjusted to (4 × 4 × 1). In the z-direction, a vacuum spacing of
20 Å was introduced.18

Scheme 1 Schematic diagram of seawater electrolysis and electrochemical activities toward the OER, HER, and ORR.
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3. Results and discussion
3.1. Synthesis and structural characterization of Ru MOF
CoFe nanoarrays

The significant electrocatalytic interface of the electrocatalysts
was described in order to validate the successful formation of
Ru MOF CoFe nanoarrays on the CC surface. The upper
section of Fig. 1 illustrates the Ru MOF CoFe nanoarrays@CC
development process. The 2D cobalt-MOF arrays (referred to as
MOF-Co) were generated symmetrically on CC in the first stage
by the interaction of Co2+ with 2-MeIm in water at ambient
temperature. The highly porous Prussian blue analogue Co2[Fe
(CN)6] (CoFe(II)-PBA) was formed in the second step by reacting
with K3[Fe(CN)6] in an aqueous solution at room temperature
for 24 h, using this MOF-Co nanoarray as both the sacrificial
template and precursor in the moderately severe integrated
component ligand exchange process.31 Third, utilizing
RuCl3·3H2O as a source of Ru, the Ru nanoparticles were
assembled homogeneously on the surface of MOF CoPBA
nanoarrays using a hydrothermal method (Ru MOF CoPBA
nanoarrays). Finally, the MOF CoPBA nanoarrays were calci-
nated in a N2 environment at 350 °C for 2 h, yielding the com-
posite material mesoporous Ru MOF CoFe nanoarrays. Field
emission scanning electron microscopy (FESEM) characteriz-
ation demonstrates the morphology of the Ru MOF CoFe
nanoarrays precursor and its analogues. The FESEM image dis-
plays that the 2D MOF Co nanoarrays are generated uniformly
on CC (Fig. S1A–S1C†). As observed in the enlarged view image
shown in Fig. S1C,† an individual MOF nanoarray exhibits a
well-defined morphology with a smooth surface and a consist-
ent thickness of 200 nm. These MOF Co nanoarrays are con-
nected to form a three-dimensional network. The EDX spec-
trum and elemental mapping images indicated the existence
and homogenous distribution of Co, C, and O elements on the
MOF Co nanoarrays@CC (Fig. S1D–I†). Following the room-
temperature post-synthesis ligand exchange reaction, the MOF
Co nanoarrays were transformed into mesoporous CoFe(II)-PBA
nanoarrays with a rough surface and well-maintained nanoar-
ray shape and vertically stacked basic units. Even during the
ligand exchange reaction, relatively tiny ligands may propagate
outward from the pure MOF Co nanoarrays, causing the CoFe
(II)-PBA shells to gradually expand throughout the whole
nanoarrays. As part of this procedure, mesoporous CoFe(II)-
PBA with well-defined hollow interiors are furnished.31 As

shown in Fig. S2A–S2C,† the EDX and FESEM-mapping tech-
niques were employed to further examine the composition dis-
tributions of Co, Fe, C, and N (Fig. S2D–J†). The FESEM
images of Ru MOF CoFe nanoarrays indicate a 3D open porous
structure with vertically oriented nanoarrays developed on the
CC substrate, as shown in Fig. 2A–C. According to the FESEM
image shown in Fig. 2B and C, Ru MOF CoFe nanoarrays were
largely made up of small Ru particles with irregular
shapes and a rough texture. The resulting Ru MOF CoFe
nanoarrays certainly preserve their consistently oriented
nanoarray structure after calcination in an inert environment,
with the exception that the nanoarrays become rougher
(Fig. 2C). Furthermore, the related EDX spectrum (Fig. 2L)
and elemental mapping show that the elements Ru, Co, Fe,
N, C, and O are distributed consistently, demonstrating
the effective integration of Ru particles (Fig. 2D–K). The three-
dimensional surface topography of the Ru MOF CoFe
nanoarrays on CC assessed by atomic force microscopy (AFM)
is also shown in Fig. S3,† displaying an absurdly rough
texture with vertical elements (dark) and garret regions
(bright), resulting in a considerable increase in the number of
active sites.

The complete morphological structure of the as-prepared
mesoporous Ru MOF CoFe nanoarrays has been investigated
using transmission electron microscopy (TEM). TEM images
reveal a two-dimensional (2D) nanostructure composed of tiny
Ru nanoparticles distributed across the Ru MOF CoFe nanoar-
rays (Fig. 3A). The nanoarrays are composed of numerous
interconnected Ru nanoparticles, as seen in Fig. 3B using
high-resolution transmission electron microscopy (HRTEM),
with each nanoparticle approximately 2–5 nm in diameter.
The high-resolution TEM images (Fig. 3C) of the hierarchical
nanostructure demonstrate well-resolved lattice fringes, and
the typical interplanar spacings of 0.201 nm and 0.207 nm are
well-matched with the (110) and (101) planes of the CoFe
nanoparticles, and Ru lattices, respectively.33,34 The selected
area electron diffraction (SAED) patterns shown in Fig. 3D
were indexed to the (110) and (101) planes of CoFe nano-
particles and Ru lattices for Ru MOF CoFe nanoarrays. To vali-
date the homogenous distribution of each constituent, TEM
mapping (Fig. 3E–L) and TEM EDX (Fig. 3M) were used. The
EDX mapping images of Ru, Co, Fe, C, O, and N demonstrate
that Ru particles were effectively integrated with the MOF CoFe
nanoarrays.

Fig. 1 Schematic illustration of the synthesis of Ru MOF CoFe nanoarrays on the CC surface.
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The crystal structure of these Ru MOF CoFe nanoarrays,
MOF CoPBA nanoarrays, and MOF Co nanoarrays were further
examined using X-ray diffraction (XRD) (Fig. 4). The X-ray diffr-
action (XRD) pattern of MOF Co nanoarrays fabricated on CC
for 1 h is shown in Fig. S4.† The XRD pattern of MOF Co
nanoarrays perfectly matches the pattern obtained in previous
work, demonstrating that MOF Co nanoarrays are successfully
formed on CC.29,30 The XRD data further indicate the effective
production of CoFe(II)-PBA. The diffraction patterns strongly
suggest that the MOF Co nanoarrays are transformed into
CoFe(II)-PBA (Co3[Fe(CN)6], as shown in Fig. 4A(a). Peaks were

found at about 2θ values of 17.6° (200), 25.0° (220), 33.4° (400),
38.5° (420), 44.0° (422), 51.0° (440), and 58.5° (620). The
observed patterns were strongly correlated with the Co3[Fe
(CN)6]·H2O (JCPDS no. 82-2284).32 The powder XRD pattern of
Ru MOF CoFe nanoarrays was obtained and is shown in
Fig. 4A(b). The prominent diffraction peaks at 2θ values of
44.4° and 65.6° match with the typical (1 1 0) and (2 0 0)
planes of CoFe nanoparticles (JCPDS no. 49-1568), which is
consistent with the TEM findings.33 Similarly, the observed
XRD pattern of these MOF-assisted Ru nanoparticles agrees
well with the crystalline character of the Ru nanoparticles. The

Fig. 3 (A and B) Different magnification TEM images. (C) High-resolution TEM image with lattice fringe. (D) SAED patterns. (E) STEM image. (F) The
corresponding TEM elemental maps of (G) Co, (H) Fe, (I) Ru, (J) C, (K) O and (L) N elements. (M) TEM EDX spectrum of Ru MOF FeCo nanoarrays.

Fig. 2 (A–C) Low and high magnification FESEM images of Ru MOF CoFe nanoarrays. (D) Electron image and (E) elemental mapping images of Ru
(F), Co (G), Fe (H), C (I), N (J), and O (K). (L) EDX spectrum and inset image corresponding to elemental composition images of Ru MOF CoFe
nanoarrays.
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diffraction peaks are centered at 2θ values of 43.6° and 69.1°
which are similar to those found in face-centered cubic (101)
and (110) Ru(0) crystals (JCPDS no. 06-663) indicating that Ru
might be associated with MOF CoFe nanoarrays to create
heterogeneous Ru MOF CoFe nanoarrays entities.34 The
surface oxidation states of Ru MOF CoFe nanoarray catalysts
can be detected by XPS, which is significant for assessing cata-
lytic activity. The survey XPS spectrum of Ru MOF CoFe
nanoarray catalysts is shown in Fig. S5,† indicating the coexis-
tence of Ru, Co, Fe, O, C, and N components. Fig. 4B displays
the high-resolution XPS spectrum of the Ru 3d, in which
strong binding energy peaks at 284.1 and 280.9 eV can be
associated with Ru 3d3/2 and Ru 3d5/2, respectively.
Furthermore, the binding energy of Ru is 286.4 eV, which
could be allocated to a part of Ru with an oxidation state less
than Ru4+ but greater than 0.24 The high-resolution Ru 3p
spectrum, as can be seen in Fig. 4C, exhibits two peaks at
485.4 eV (Ru 3p1/2) and 463.2 eV (Ru 3p3/2), which correlate to
the metallic form Ru0.34,35 The high-resolution Co 2p XPS
segment (Fig. 4D) reveals one spin–orbit pair at 779.2, 780.5,
and 782.9 eV corresponding to Co0, Co3+, and Co2+ of Co 2p3/2.
The binding energy peaks at 794.43, and 796.17 eV correspond
to the Co3+ and Co2+ of Co 2p1/2, respectively.

34,36 The high-
resolution Fe 2p XPS spectrum shown in Fig. 4E reveals the Fe
2p3/2 and Fe 2p1/2 peaks at 711.5 eV and 723.9 eV, respectively,
suggesting the existence of Fe3+, which might be the effect of
surface oxidation.37 The N 1s XPS spectrum is shown in
Fig. 4F, and it demonstrates that the doped N heteroatoms in
carbon appear in three types of moieties including pyridinic N
(398.0 eV), pyrrolic N (399.4 eV), and graphitic N. (401.8 eV).
These occurrences imply that N atoms are efficiently incorpor-
ated into graphitic carbon. Interestingly, pyridinic N is the
dominating form that has also been shown to associate with

transition metals to increase the ORR and HER.38 As a result,
the abundant pyridinic N in Ru-MOF CoFe nanoarrays might
have a beneficial impact on the ORR and HER.

3.2. Electrocatalytic performances of Ru MOF CoFe
nanoarrays

3.2.1. Electrocatalytic ORR activity of Ru MOF CoFe
nanoarrays. To analyze the electrocatalytic properties of the
synthesized Ru-MOF CoFe nanoarrays, the cyclic voltammetry
(CV) test was first carried out in a 0.1 M KOH solution satu-
rated with O2 and N2 at a scan rate of 5 mV s−1. MOF CoFe
nanoarrays and MOF Co nanoarrays were also used under
identical conditions for comparison. In cyclic voltammetry,
the oxygen reduction peak of Ru MOF CoFe nanoarrays was
observed in the O2-saturated electrolyte, in contrast to the
double-layer current recorded when the O2-saturated electro-
lyte was replaced with the N2 saturated electrolyte (Fig. S6†). It
is worth noting that the reduction peak of Ru MOF CoFe
nanoarrays is at 0.75 V, which is a more positive value than
that of MOF CoFe nanoarrays (0.66 V) and MOF Co nanoarrays
(0.62 V), and bare GC (0.55 V). These findings support that Ru
MOF CoFe nanoarrays dramatically increased ORR activity.
The onset potential, half-wave potential (E1/2), and diffusion
limit current are the significant factors for assessing catalytic
activity towards the ORR.15 As demonstrated in Fig. 5A, the Ru
MOF CoFe nanoarray catalyst exhibits the best catalytic activity
with an onset potential of 0.98 V (against RHE) at 0.4 mA cm−2

and a limiting current density of 5.39 mA cm−2 to 0.2 V (1600
rpm). With all other materials, the onset potential and limiting
current steadily drop from MOF CoFe nanoarrays (0.85 V,
2.87 mA cm−2@1600 rpm), MOF Co nanoarrays (0.80 V,
2.53 mA cm−2@1600 rpm), and bare GC (0.74 V, 0.875 mA
cm−2@1600 rpm). The plateau is inclined in all composite

Fig. 4 (A) XRD patterns of MOF CoPBA nanoarrays@CC (a) and Ru MOF CoFe nanoarrays@CC (b). High-resolution XPS spectra of Ru 3d (B), Ru 3p
(C), Co 2p (D), Fe 2p (E) and N 1s (F) of Ru MOF CoFe@CC nanoarrays.
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materials, implying a few diffusion barriers or nonuniform dis-
tribution of active sites at the electrode.31 The E1/2 values can
accommodate the capacity required by a fuel cell cathode
while maintaining a high operating voltage to provide excellent
energy conversion efficiency. The Ru composite has the
highest E1/2 value (0.875 V), suggesting the notably active char-
acter of the Ru MOF CoFe nanoarrays in the area of the ORR.
These results show that the transition metal and MOFs have a
significant impact on the ORR activity within the Ru MOF
CoFe nanoarrays. Linear sweep voltammetry (LSV) curves indi-
cate that the Ru MOF CoFe nanoarray catalyst exhibits extre-
mely strong ORR activity and is similar to standard Pt/C cata-
lysts, with an onset potential of around 0.99 V. As a result, the
difference in the onset ability between Ru MOF CoFe nanoar-
rays and conventional Pt/C is just 10 mV. The mass activities
are used to additionally analyze the ORR efficiency at 0.8 V vs.
RHE, as shown in Fig. S7.† Ru MOF CoFe nanoarrays can offer
a mass activity of 24.08 mA mg−1, which is higher than the
mass activity of MOF CoFe nanoarrays (11.12 mA mg−1) and
MOF Co nanoarrays (10.01 mA mg−1). Tafel slope is a critical
parameter in understanding the basic catalytic kinetics of the
ORR. As indicated in Fig. 5B, the Tafel slope for Ru MOF CoFe
nanoarrays is around 58.7 mV dec−1, which is less than that of
MOF CoFe nanoarrays (86.7 mV dec−1), MOF Co nanoarrays
(105.4 mV dec−1), and Pt/C (56.9 mV dec−1) (Fig. S8†). The
enhanced reaction kinetics are indicated by a lower Tafel slope
of the MOF CoFe nanoarrays. As shown in Fig. 5C, LSV curves
were obtained at various rotational speeds ranging from 100 to
2500 rpm in order to completely investigate the catalytic kine-
tics of the Ru MOF CoFe nanoarrays. As shown in Fig. S9,†
MOF CoFe nanoarrays, MOF Co nanoarrays, bare GCE, and Pt/
C (Fig. S10†) were also evaluated under the same conditions
for comparison. According to the Koutecky–Levich (K–L)

equation, the estimated electron transfer number (n) of the Ru
MOF CoFe nanoarrays is around 3.93 (Fig. 5D). This is compar-
able to Pt/C (3.97, Fig. S11†), indicating that the ORR on the
Ru MOF CoFe nanoarrays follows the 4e− pathway. The stabi-
lity of advanced catalysts is an important factor to consider
when evaluating their implementation in practical appli-
cations. Even after 25 000 cycles of scanning, there is a modest
negative shift of the E1/2 (ca. 14 mV) on the LSV curves, as
shown in Fig. 5E, implying that the Ru MOF CoFe nanoarrays
are more stable. Additionally, the corresponding chronoam-
perometric curve was also recorded at a rotation rate of 1600
rpm and a potential of 0.6 V was used to examine the long-
term durability. After 50 000 s of continuous mode, the current
for the Ru MOF CoFe nanoarrays sustains 96% of its initial
value (Fig. 5F), but the current for the Pt/C retains only 85% of
its initial value under identical circumstances, illustrating the
higher stability of the Ru MOF CoFe nanoarrays.

3.2.2. Electrocatalytic HER activity of Ru MOF CoFe
nanoarrays. The electrocatalytic HER performance was evalu-
ated in 1 M KOH solution using a typical three-electrode
system. All potentials in this study are calibrated to the revers-
ible hydrogen electrode (RHE). Fig. 6A depicts the relevant
polarization curves with iR rectification for Ru MOF CoFe
nanoarrays, MOF CoFe nanoarrays, MOF Co nanoarrays, bare
CC, and commercial Pt/C. The LSV curve of Ru MOF CoFe
nanoarrays clearly illustrates their excellent HER activity,
which is comparable to the commercial Pt/C@CC catalyst. The
fabricated Ru MOF CoFe nanoarray catalyst exhibits a low over-
potential of only 50 mV at a derived current density of 10 mA
cm−2, which is very close to Pt/C@CC (48 mV). This measured
overpotential for the HER is lower than that found in the other
MOF-CoFe nanoarrays (338 mV@10 mA cm−2), MOF-Co
nanoarrays (414 mV@10 mA cm−2), and bare CC

Fig. 5 (A) LSV curves of the various catalysts in O2-saturated 0.1 M KOH solution. (B) Corresponding Tafel plots for various catalysts. (C) LSV curves
of the Ru MOF CoFe nanoarray catalyst in O2-saturated 0.1 M KOH solution at different rotation rates. (D) K–L plots measured at various potential
values from 0.3 to 0.7 V vs. RHE. (E) Polarization curves of Ru MOF CoFe nanoarray catalyst before and after 25 000 s. (F) Long-term stability studies
of Ru MOF CoFe nanoarrays and Pt/C catalyst in O2-saturated 0.1 M KOH.
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(425 mV@5 mA cm−2). The Tafel slope is used to examine the
rate-determining step (RDS) to gain a better understanding of
the catalytic kinetics of the HER mechanism.4 Fig. 6B displays
the Tafel plots generated from the LSV polarization curves. It
can be found that Ru-MOF CoFe nanoarray catalyst displays a
lower Tafel slope of 58.9 mV dec−1, while MOF-CoFe nanoar-
rays, MOF-Co nanoarrays, and bare CC exhibited Tafel slopes
of 97.2 mV dec−1, 115.8 mV dec−1, and 135.4 mV dec−1 which
were slightly higher than the value of 51.5 mV dec−1 of Pt/C.
According to the previous finding, the Tafel slope indicates
that the HER on Ru MOF CoFe nanoarray catalyst adopts the
Volmer–Heyrovsky mechanism, and subsequently, the reaction
rate is determined by the electrodesorption step (H2O dis-
charge and desorption of H from the Ru MOF CoFe nanoarray
surface).7,19 In addition, the electrochemical impedance spec-
troscopy (EIS) method was then used to investigate the elec-
trode kinetics of the synthesized samples (Fig. 6C). The
charge-transfer resistance (Rct) of materials assessed by EIS
revealed that Ru-MOF CoFe nanoarrays show a lower Rct (1.80
Ω) than MOF-CoFe nanoarrays (14.55 Ω), MOF-Co nanoarrays
(18.98 Ω), and bare CC (25.80 Ω), indicating their high conduc-
tivity among prepared materials. The smaller charge-transfer
resistance indicates that electron transport is particularly
efficient and that HER kinetics is anticipated at the electrode
and electrolyte interface.12 Fig. 6D indicates that the Ru MOF
CoFe nanoarrays had significantly better catalytic performance
than the other catalysts. Besides, a CV technique was then uti-
lized to determine the ECSA by measuring the double-layer
capacitance (Cdl) (Fig. S12†). As demonstrated in Fig. 6E, Ru
MOF CoFe nanoarrays show a Cdl of 1.99 mF cm−2, which is
greater than MOF CoFe nanoarrays (1.16 mF cm−2) and
MOF-Co nanoarrays (0.95 mF cm−2) and bare CC (0.76 mF
cm−2). The considerable ECSA implies that the Ru MOF CoFe

nanoarray catalyst possesses superior HER activity.
Chronoamperometry was utilized to evaluate the electro-
catalytic durability of the Ru-MOF CoFe nanoarray catalyst at a
constant potential of 50 mV in 1 M KOH (Fig. 6F). This catalyst
remained stable for more than 35 h with a relatively constant
current density. To further assess the cyclic stability of Ru
MOF CoFe nanoarrays, cyclic voltammetry (CV) was performed
10 000 times (inset in Fig. 6F). The polarization curves reveal a
slight drop in the overpotential with a current density of
10 mA cm−2 in the before and after 10 000 CV scans.

3.2.3. Electrocatalytic OER activity of Ru MOF CoFe
nanoarrays. The OER electrocatalytic activity of Ru-MOF CoFe
nanoarrays was further investigated in 1 M KOH solutions
using a conventional three-electrode method. The OER activi-
ties of discrete MOF-CoFe nanoarrays and MOF-Co nanoarrays,
bare CC, and RuO2@CC were also investigated for comparison.
The LSV curves reveal that the Ru MOF CoFe nanoarrays have
the lowest OER onset potential and the maximum current
density among all materials, as illustrated in Fig. 7A, showing
superior catalytic activity. On the other hand, the electro-
catalytic OER activity of Ru MOF CoFe nanoarrays is superior
to that of RuO2@CC as benchmark electrocatalysts. It could
also easily achieve a geometrical current density ( j ) of 10 mA
cm−2 at a smaller overpotential of 220 mV, which is 20 mV
lower than that of the precious RuO2@CC (240 mV) but signifi-
cantly exceeds the overpotential values of MOF-CoFe nanoar-
rays (290 mV), MOF-Co nanoarrays (340 mV), and bare CC
(570 mV) at the same current density. This demonstrates that
significant electrocatalytic OER activity is achieved in Ru MOF
CoFe nanoarrays via integrity coupling and pragmatic unsatu-
rated site and pore-inducing MOF crystallization and ruthe-
nium incorporation.18 It emphasizes the importance of integ-
rity coupling, pragmatic unsaturated sites, pore-inducing MOF

Fig. 6 (A) LSV curves of different HER electrocatalysts at the scan rate of 5 mV s−1 in 1.0 M KOH solution. (B) Tafel plots of corresponding electro-
catalysts. (C) EIS curves of various HER electrocatalysts. (D) Bar graph for overpotential versus Tafel slope of the as-synthesized electrocatalysts. (E)
Cdl for Ru-MOF CoFe nanoarrays and other comparative electrocatalysts. (F) CA stability curve of the Ru-MOF CoFe nanoarrays at an overpotential
of 50 mV and inset graph cyclic stability curves before and after 10 000 CV cycles.
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architecture, and ruthenium integration for obtaining signifi-
cant electrocatalytic OER activity in Ru-MOF CoFe
nanoarrays.18,19 By plotting overpotential (η) vs. log( j ), the
electrocatalytic OER kinetics are investigated over their respect-
ive Tafel plots obtained from the polarization curves ( j )
(Fig. 7B). The Tafel slope of Ru-MOF CoFe nanoarrays was
49.7 mV dec−1, compared to 79.8, 97.4, and 129.2 mV dec−1 for
MOF-CoFe nanoarrays, MOF-Co nanoarrays, and bare CC,
respectively, indicating plausible reaction kinetics toward the
OER. The Tafel slope of Ru MOF CoFe nanoarrays is particu-
larly lower than that of RuO2@CC (51.8 mV dec−1).
Furthermore, as proven by EIS, the increased activity of Ru
MOF CoFe nanoarrays contrasted to those of MOF-CoFe
nanoarrays, MOF-Co nanoarrays, and bare CC and can be
attributed to their higher conductivity (Fig. 7C). According to
Nyquist plots, it possesses a significantly low charge transfer
resistance, which is especially important given the following
3D interconnected structural arrangement.18 This guarantees
high conductivity over the CC surface to the Ru MOF CoFe
nanoarrays and effective charge transfer kinetics throughout
the electrocatalytic processes. The multi-potential operation
curve for the Ru MOF CoFe nanoarray catalyst is illustrated in
Fig. 7D, with a continuously increasing constant potential
from 0.24 to 0.40 V with a potential of 0.02 V rise every 1000 s
without iR rectification. At a starting potential of 0.24 V, the
current density instantly balances off at 10 mA cm−2 and is
maintained static for the next 1000 seconds, confirming the
exceptional mass transport properties and mechanical stabi-
lity. To acquire a better knowledge of performances of various
catalysts, their intrinsic electrocatalytic capabilities are fully
investigated by assessing electrochemically active surface areas
(ECSAs). To evaluate the ECSA, double-layer capacitances (Cdl)
of the electrocatalysts are measured using cyclic voltammetry

(Fig. S13†). As depicted in Fig. 7E, the Ru-MOF CoFe nanoar-
rays exhibit the largest active surface area with a Cdl of 44 mF
cm−2, which is more than the MOF CoFe nanoarrays, MOF Co
nanoarrays, and CC respectively. This is because the highly
permeable and 3D interconnected structure provides the cata-
lyst with a more accessible catalytic surface, confirming its
potential OER capabilities. A chronopotentiometry (CP) study
at 10 mA cm−2 was used to determine the durability of the
electrocatalyst (Fig. 7F). The Ru MOF CoFe nanoarray catalyst
working overpotential after 35 h of testing denotes that the
catalyst was more stable in the alkaline medium. Importantly,
after 10 000 cycles, the Ru MOF CoFe nanoarray catalyst fol-
lowed a similar polarization curve to the initial one, with
almost minimal deterioration of anodic current density (inset
Fig. 7F).

3.2.4. Overall electrocatalytic water splitting of Ru MOF
CoFe nanoarrays. Based on the optimistic HER and OER beha-
viors of the Ru MOF CoFe nanoarrays, it is presumed that the
Ru MOF CoFe nanoarrays will be a suitable bifunctional elec-
trocatalyst for overall water splitting in a basic medium. As a
result, an electrolyzer is constructed by employing the Ru MOF
CoFe nanoarray electrodes as both the anode and cathode in 1
M KOH. As a comparison, an alkaline electrolyzer built with
Pt/C@CC as the cathode and RuO2@CC as the anode (Pt/
C@CC (−) & RuO2@CC (+)) was also investigated. The total
water splitting performance of a two-electrode device is
depicted in Fig. 8A. Notably, Ru-MOF CoFe nanoarray pair
yields outstanding catalytic activity, as evidenced by the
requirement of a low cell voltage of 1.49 V to achieve a current
density of 10 mA cm−2 which is 10 mV lower than that esti-
mated for the Pt/C@CC (−) and RuO2@CC (+) cell (1.50 V). At
1.49 V, rapidly formed hydrogen and oxygen bubbles may be
seen on the anode and cathode, as seen in Fig. 8B. Meanwhile,

Fig. 7 (A) LSV curves of different OER electrocatalysts at a scan rate of 5 mV s−1 in 1.0 M KOH alkaline solution. (B) Tafel plots of corresponding
electrocatalysts. (C) EIS curves of various OER electrocatalyst, (D) multi steps CP curves of Ru MOF CoFe nanoarray electrocatalysts. (E) Cdl for Ru
MOF CoFe nanoarrays and other comparative electrocatalysts. (F) CP stability curve of the Ru MOF CoFe nanoarrays at a constant current density of
10 mA cm−2 and inset graph cyclic stability curves before and after 10 000 CV cycles.
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the long-term electrochemical durability of the Ru-MOF CoFe
nanoarray pair is also being examined utilizing chronopoten-
tiometry testing with consecutive current densities of 10, 20,
and 10 mA cm−2 and analyzing fluctuations in the original
resulting potentials after 35 h of uninterrupted electrolysis
(Fig. 8C). The Ru MOF CoFe nanoarray pair demonstrates out-
standing long-term stability for total water splitting, revealing
that it is not only extremely active but also has a very reliable
overall water spotting performance. The Faradaic efficiency of
the Ru MOF CoFe nanoarray catalyst was determined by corre-
lating the quantity of empirically observed gas with the quan-
tity of theoretically estimated gas. Using a typical runoff tech-
nique, the experimentally generated gas (H2 and O2) was
measured in a U-type electrolytic cell with a unique anode and
cathode. The homemade U-type electrolytic cell for overall
water splitting, as illustrated in Fig. S14† used Ru-MOF CoFe
nanoarrays on both sides as the anode and cathode. For every
10 minutes, the volume of O2 and H2 released at 20 mA cm−2

was measured by monitoring the measurement tube. The
experimentally measured gas, both O2 and H2 produced at the
anode and cathode, as shown in Fig. 8D, was perfectly consist-
ent with the theoretical values, exhibiting almost 99% Faradaic
efficiency for both the OER and HER. The digital photographic
images of the U-type electrolytic cells are displayed in Fig. 8E
and the volume ratio of O2 to H2 was changing approximately
0.5 mL at 10, 20, 30, 40, 50, and 60 minutes, respectively.
Furthermore, when compared to the more difficult chemical
synthesis procedures detailed in Table S1,† designing and
implementing these electrocatalysts is quite inexpensive.

3.2.5. Seawater electrocatalytic activity of Ru MOF CoFe
nanoarrays. Motivated by the exceptional electrocatalytic

activity of Ru MOF CoFe nanoarrays for overall water splitting
reactions, artificial and seawater splitting are then used in a
two-electrode configuration with the same electrolyzer. This
catalyst manufacturing approach is rapid, and low-cost, with
little need for experimental equipment and the ability to attain
production potential, lowering production costs significantly.
Furthermore, in order to investigate whether the Ru-MOF CoFe
nanoarray catalyst can be employed for large-scale industrial
hydrogen evolution, and oxygen evolution, the catalyst was
directly used for seawater electrolysis. Accordingly, the per-
formance of a 10 mg cm−2 Ru MOF CoFe nanoarrays coated
CC-based catalyst toward the HER in 1.0 M KOH electrolyte
was assessed. Motivated by the exceptional electrocatalytic
activity of Ru MOF CoFe nanoarrays for overall water splitting
reactions, artificial and seawater splitting are then used in a
two-electrode configuration with the same electrolyzer
(Fig. 9A). In alkaline artificial seawater, the Ru MOF CoFe
nanoarray electrolyzer needed cell voltages of 1.47 V to obtain
current densities of 10 mA cm−2, which was lower than that in
1 M KOH. This is owing to the fact that the addition of NaCl
enhances the ionic conductivity of the electrolyte.39 In alkaline
natural seawater, the electrocatalytic activity of the as-fabri-
cated electrolyzer is slightly reduced, achieving current den-
sities of 10 mA cm−2 at 1.54 V. The observed current densities
of the electrolyzer continue to progress in 1 M KOH and alka-
line natural and simulated seawater, as shown in Fig. 9B, exhi-
biting great durability. After 50 h of operation in alkaline
natural seawater, the current density barely decreases by
0.02 mV, demonstrating strong potential for hydrogen gene-
ration via seawater splitting. The minor decrease in electro-
catalytic activity most likely leads to the formation and depo-

Fig. 8 (A) Two electrode LSV curves of the Ru MOF CoFe nanoarrays (+) || Ru MOF CoFe nanoarrays (−) and Pt/C@CC (−) || RuO2@CC (+) devices in
1.0 M KOH. (B) Digital photographic images of the electrochemical water splitting cell. (C) Time dependence voltage curves under constant current
densities of 10 and 20 mA cm−2 over 35 h of continuous performance for the Ru MOF CoFe nanoarrays (+) || Ru MOF CoFe nanoarray (−) cell. (D)
Amounts of gas were theoretically measured and experimentally measured for overall water splitting at 20 mA cm−2. (E) The digital photographic
images allow for the monitoring of H2 and O2 production during water electrolysis. The yellow mark indicates that oxygen and hydrogen gases were
collected at various time intervals.
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sition of metal hydroxides at the cathode.39 Because of all
these difficulties, pure saline water generated with 1 M NaCl is
commonly used for laboratory investigations.

3.2.6. Post characterization and mechanistic insight into
Ru MOF CoFe nanoarrays. According to the findings, the Ru
MOF CoFe nanoarray catalyst is an excellent choice for water
electrolysis, with increased activity and long-term stability.
Furthermore, FESEM, TEM, XRD, and XPS were used to study
the morphology, crystal structure, and element valence states
of the Ru MOF CoFe nanoarray electrode after total water split-
ting. The XRD analyses of the post-OER catalyst clearly demon-
strate that the surface is partially changed into the oxyhydrox-
ide phase, revealing a surface composition change under the
oxidative conditions of the OER.17 The XRD results show that
the Ru MOF CoFe nanoarrays were completely preserved after
the overall water splitting reaction, with no new XRD diffrac-
tion peaks detected, demonstrating their better stability for
water splitting (Fig. S15†). The XPS survey spectrum is shown
in Fig. S16A,† which shows the existence of Ru, Co, Fe, C, and
O in the samples. In addition, the high-resolution Co 2p3/2
spectrum (Fig. S16B†) with a dominant binding energy peak at
780.1 eV may be correlated to the Co species in CoOOH
species.29 The high-resolution Fe 2p3/2 spectrum (Fig. S16C†)
with a wide peak located at around 711.8 eV may be ascribed
to Fe species in FeOOH.31 Peaks at 486.1 and 464.1 eV in the
high-resolution Ru 3p XPS spectra (Fig. S16D†) were attributed
to oxidized Ru species, which might explain the slight
reduction in electrocatalytic performance.35 The FESEM
images of the Ru MOF CoFe nanoarray catalyst after electro-
chemical cycling show that the CC was entirely encased in a
layer of Ru-MOF CoFe nanoarrays (Fig. S17†), proving no
noticeable change in surface chemical components which is
supported by HRTEM of the post catalytic sample (Fig. S18†).

We also undertook electronic structural investigations, such
as density of states (DOS), to better understand the synergistic
effects of Ru incorporation and MOF CoFe nanoarrays on
electrochemical performance and intrinsic activity. To build
rational models, the Ru incorporation is specified as MOF
CoFe nanoarrays, as illustrated in Fig. S19.† In comparison

with pristine CoFe, the Ru incorporated CoFe has a more delo-
calized density of states (DOS) distribution and a minimum
energy level of the d-band center of Co and Fe atoms.40 It is
important to keep in mind that the low spin state of pure CoFe
is more stable than the high spin state, while the high spin
state is more stable than the low spin state of Ru-integrating
CoFe. The downshift of the Co and Fe d-band centers in Ru-
integrating CoFe compared to CoFe is beneficial for reducing
the binding capacity of the *OH, *O, and *OOH intermediates
on the active site and, as a result, boosting OER, HER, and
ORR activity.40 The presence of Ru species can alter the spin
states of Co and Fe atoms in CoFe, promoting the catalytic
capabilities of the Co and Fe centers.41,42 Furthermore, a
theoretical study reveals that Ru integration can increase elec-
tron delocalization, as seen by Co and Fe atom spin state
changes and thus, Ru integration not only provides new cata-
lytic active sites (Ru site) but also boosts the activity of existing
sites. Additionally, the significant hybridization of Co 3d, Fe
3d, and Ru 3d implies that Ru-MOF CoFe nanoarrays possess
excellent electrical conductivity.35 The observations are mostly
consistent with the EIS results, which show that the presence
of Ru atoms increases the electrical conductivity of Ru MOF
CoFe nanoarrays and speeds up electron transport in the elec-
trocatalyst reaction.23 According to the abovementioned experi-
mental observations and computational methods, the out-
standing catalytic activity and distinct stability of Ru-
MOF CoFe nanoarrays for the HER, OER, ORR, and total water
splitting under all circumstances are mostly ascribed to the fol-
lowing circumstances: (1) the inclusion of Ru may affect
the electronic structure and d states of CoFe, boosting its cata-
lytic activity sites and facilitating OH− entrapment and O2 de-
sorption. (2) The abundance of Ru species in CoFe
may result in strong electron couplings, resulting in enhanced
conductivity. (3) Another benefit of the construction of
2D nanoarrays is that they provide the reactants with more
accessible active sites, which dramatically improve
electron transfer and mass transport during electrochemical
reactions. (4) The interfacial synergy effect was efficiently
created by the multimodal nanointerface within the hetero-

Fig. 9 (A) LSV curves of Ru MOF CoFe nanoarray performance in artificial seawater and natural seawater electrolysis. (B) Long-term stability
measurements of Ru MOF CoFe nanoarrays performed at a constant current cell voltage in different electrolytes.

Nanoscale Paper

This journal is © The Royal Society of Chemistry 2022 Nanoscale, 2022, 14, 6557–6569 | 6567

Pu
bl

is
he

d 
on

 2
6 

M
ar

ch
 2

02
2.

 D
ow

nl
oa

de
d 

on
 3

/1
2/

20
26

 8
:4

0:
20

 P
M

. 
View Article Online

https://doi.org/10.1039/d2nr00060a


structured Ru MOF CoFe nanoarrays, boosting water electroly-
sis even further.

4. Conclusions

In summary, we designed a robust room-temperature method
for developing porous Ru-MOF CoFe nanoarrays that includes
a moderate post-synthetic ligand exchange reaction followed
by a simple calcination process. Surprisingly, Ru integration
and chemical conversion considerably caused efficient inter-
face architecture, generating high-quality Ru-MOF CoFe
nanoarrays. Because of their excellent structural and func-
tional features, ideal electronic states, considerable interfacial
synergistic activity, and porosity, the nanocatalysts might be
desirable electrocatalysts for the OER, HER, ORR, and overall
water splitting. Under basic conditions, Ru-MOF CoFe nanoar-
rays offer an exceptionally low overpotential and a modest
Tafel slope. In a nutshell, the Ru MOF CoFe nanoarrays may
be employed in an alkaline electrolytic cell and also work as
an excellent bifunctional electrocatalyst for total water splitting
and seawater electrolysis. Given the strong catalytic activity of
the as-synthesized catalyst and the effortlessness of the prepa-
ration process, this study significantly contributes to the for-
mation of the hydrogen fuel cell and presents a new avenue for
meticulous processing and utilization of saltwater electrolysis.
Importantly, the suggested cooperative methodology is shown
to be broad enough for the emergence of unique interlinked
metal–organic transition metals, which might be used for a
variety of possible applications such as lithium–air and zinc–
air batteries.
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