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al carbon nanofiber-based anode
for high generated current and power from air-
cathode micro-sized MFC†

Mohamed Taha Amen,‡ab Hak Yong Kim *ac and Nasser A. M. Barakat ‡*cd

It is agreed that low mass transfer and poor reaction kinetics are the main reasons behind the low power

density of microbial fuel cells (MFCs). Microscale MFCs can introduce a marvelous solution for the mass

transfer dilemma. However, the volumetric power density and coulombic efficiency of present

microscale MFCs are still limited due to the poor reaction kinetics. The size, shape, chemical properties

and material of the electrodes are essential parameters controlling the reaction kinetics. In this study,

a 3D carbon nanofiber disk is introduced as an effective anode for a single-chamber air-cathode micro-

sized MFC as it improved the reaction kinetics. The proposed electrode was fabricated by a judicious

combination of the electrospinning technique and thermal treatment. Owing to the intercalation of the

microorganisms in the carbon nanofiber skeleton, compared to many previous reports, high power and

current densities of 8.1 Wm�2 and 44.9 Am�2, respectively, were obtained from the 19.6 mL single-

chamber air-cathode MFC. However, the thickness of the carbon nanofiber layer has to be optimized by

adjusting the electrospinning time. The power density observed from a 10 min electrospinning time-

based anode outperformed the 5- and 20 min ones by 1.5 and 2 times, respectively.
1. Introduction

Lithium-ion batteries are a benchmark for remote sensors,
mobile phones and other compact electronic equipment. These
power sources, however, are not renewable, not carbon-neutral
and have signicant safety issues. Moreover, advanced battery is
commonly assumed not to meet the power needs of current
portable electronic devices.1–3 A microbial fuel cell (MFC) is
a bio-electrochemical system in which electroactive bacteria
biologically oxidize organic matter and release electrons to the
anode surface, which is transferred to the cathode via external
load to generate electrical power.4,5 Unfortunately, the low
power and current densities generated from the reported MFCs
constrain their commercial deployment. Similar to heterophase
catalytic reactions, the transport of the reactants from the bulk
ing, Jeonbuk National University, Jeonju

@jbnu.ac.kr

lture, Zagazig University, Zagazig 44511,

Engineering, Jeonbuk National University,

of Engineering, Minia University, El-Minia

u.edu.eg; Fax: +20862327684; Tel:

ESI) available: More experimental data
nce in this work and recently reported
0591c

s.

492
to the electrode surface and the reaction kinetics strongly affect
the power output of MFCs.6 Many factors inuence the mass
transfer and reaction kinetics in MFCs, including the size and
shape of the electrodes,7 ow rates,8 anolyte and catholyte,9

proton exchange membrane (if required),10 surface area-to-
volume ratio,11 chemical properties of the electrode surface,12

biolm condition13 and electrode materials.14 As an effective
strategy to enhance the mass transfer process, MFC miniaturi-
zation creates optimal circumstances for boosting power
density by minimizing the mass transfer resistance, conse-
quently decreasing the cell's electrical resistance. Thus, small-
scale biological fuel cells have a higher energy density than
bigger units. Therefore, a small-scale MFC array (i.e., connect-
ing numerous small-scale MFCs in a stack arrangement) is
considered a promising approach for maximizing the generated
power.15 Besides the high impact on the mass transfer rate,
micro-sized MFCs can distinctly enhance the reaction kinetics.
Microstructural anodes improve the coupling ability of the
microorganisms to the electrode surface as well as enlarging the
surface area for electron collection.16 Micro-/nano-topology
inuences the adhesion of bacteria and the production of
extracellular polymeric materials, which are essential in biolm
formation.16

Moreover, the dimensions of the microstructures are
comparable to biological cell sizes that lead to the greatest cell-
surface attachment.17 Several techniques have been applied for
micro-sized MFC electrode fabrication, such as photolithog-
raphy, so lithography, micromachining, paper-based etching,
© 2022 The Author(s). Published by the Royal Society of Chemistry
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laser etching, polymer moulding, and metal deposition.18,19

Moreover, to improve the performance, dual-chamber micro-
uidic fuel cells (which are based on two chambers) were also
introduced.20 However, besides the required chemicals in the
cathode chamber, the generated powers, not only from micro-
uidic fuel cells but also from other types of micro-sized, still
not satisfactory.19,21 In addition, as can be concluded from the
reported fabrication methodologies for micro-sized MFCs, the
required technologies are complicated and expensive, which
makes it difficult to transfer prospective devices to the
commercial level.

Besides the size and shape, the material of the electrodes is
a crucial factor in enhancing the power production of MFCs. For
micro-sized fuel cells, polymers, glass and silicon are widely
used due to the ease of shaping using the aforementioned
fabrication techniques.19 However, in large-scale MFCs, carbon
is the optimum electrode material owing to its unique charac-
teristics, including high electrical conductivity, distinguished
stability, excellent chemical and bio compatibilities, and low
cost,22 but its poor mechanical properties complicate the
machining process to be exploited in micro-sized MFCs. In
conventional MFCs, carbon-based materials have been
frequently used in different forms, including carbon cloth,23

carbon paper,24 carbon foam,25 reticulated vitreous carbon,26

graphite,27 and tungsten carbide powder.28 Moreover, nano-
structural carbon materials, like carbon nanotubes, have been
included in MFC anodes to achieve high power production
owing to their unique electrical and structural properties.29

Three-dimensional (3D) carbon-based anodes like graphite
ber brushes, reticulated vitreous carbon, granular activated
carbon, carbon ber nonwovens, and carbon nanotube textiles
provide a larger surface area for bacterial biolm interface than
the traditional at anodes (two-dimensional). However, these
3D structures still do not present sufficient specic surface area,
maybe due to the shortage of micro- or nano-scopic structures
or the lower porosity (pore sizes) for bacterial permeation.30

Electrospun carbon nanobers are considered promising
anode materials with high electron transfer capabilities owing
to their unique properties, including nanometer-sized diame-
ters, high specic surface areas and porosities, thin web
morphologies, high temperature tolerance, and superior elec-
trical and thermal conductivity.31–34 Electrospinning is a prom-
ising ultrane ber-formation technique with the advantages of
simplicity, cost-effectiveness and high production capacity with
ber-diameter controllability.35,36 Besides that, the thermal
treatment of electrospun bers can activate the nanobers for
high surface properties, e.g., >85%, which gives another
advantage to the carbonized electrospun nanobers to be used
as a high-performance anode material in MFC.31,37

In this work, a novel 3D CNF-based anode was fabricated for
micro-sized MFCs by a judicious combination of electro-
spinning technique and thermal treatment. To the best of our
knowledge, this is the rst demonstrated 3D monolithic CNF-
based anode for microscale MFCs. Preparation of the
proposed anode was achieved by utilizing a polyacrylonitrile
(PAN) disk as a collector during electrospinning of the PAN/
DMF solution. Later on, the electrospun PAN nanober-
© 2022 The Author(s). Published by the Royal Society of Chemistry
attached PAN disk was sintered under a vacuum atmosphere
to produce a graphite disk with built-in CNFs. Such modica-
tion resulted in a homogeneous network mixture, which con-
structed a novel 3D anode that is unlike the previously proposed
3D CNF-based anodes for macroscale MFCs, in which the
combination between CNFs and the alien substrate materials
was performed by chemical deposition30 or adhesive mate-
rials.38 The junction between the carbon nanobers and the
substrate increases the anode resistance as a result of the
interface resistance (contact resistance between the CNFs and
the ESI†).39 On the other hand, the proposed methodology in
this report ensures complete merging between the carbon
nanobers and the graphite disk support, which eradicates the
interfacial resistance.
2. Materials and methods
2.1. Three-dimensional anode preparation

A specic amount of polyacrylonitrile (PAN, Sigma Aldrich) was
dissolved in N,N-dimethylformamide (DMF, Sigma Aldrich) by
stirring at 60 �C for 8 h to make a 10 wt% solution for the
electrospinning process (Fig. S1 in the ESI†). The electro-
spinning of a homogenous solution was carried out at room
temperature under an electrical eld of 15 KV using a 0.1 mm
diameter needle with a distance of 17 cm. Electrospinning was
conducted for three different periods (5, 10 and 20 min) for
comparison purposes. A PAN disk (12 mm diameter � 2.4 mm
thickness) was used as the nanober collector by xing on the
collecting drum. The disks were fabricated by simple pressing at
a pressure of 5 tons. The CNF-based PAN disk was initially dried
at 80 �C for 8 h under vacuum and then carbonized at 1000 �C
for 10 h in a vacuum atmosphere at a heating rate of 2 �Cmin�1.
Aer 3 h holding at the targeted temperature, a 3D CNF
network-based-graphite disk was obtained as an anode
(Fig. S2†).
2.2. Air-cathode preparation

The use of an air-cathode qualied the micro-sized MFC as
a cost-effective and portable device, where the membrane
(contributing to more than 38% of the overall capital MFC cost40

and increasing the internal resistance41) was no longer needed.
In addition, ambient oxygen is used as a terminal electron
acceptor, which is readily available and costless. The air-
cathode was prepared from carbon felt (3.18 mm, Alfa Aesar)
and Pt/C (20%, Alfa Aesar) according to previous reports.42 The
hydrophobic carbon layer was faced to the air side to prevent
anolyte leakage and control the oxygen diffusion. In contrast,
the other side of the carbon felt, which was loaded with Pt/C
particles (0.5 mg cm�2), faced the water side. The hydro-
phobic diffusion layer on the cathode's air-facing side is
commonly prepared by applying four layers of polytetrauoro-
ethylene (PTFE) in a multi-step procedure, while herein
a hydrophobic diffusion layer of polyvinylidene uoride (PVDF)
was effortlessly applied by direct electrospinning of a PVDF
solution (20 wt% in DMF) for 20 min on the air-facing side of
the cathode.
RSC Adv., 2022, 12, 15486–15492 | 15487
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2.3. Inoculum

Escherichia coli 0157 NCCP-14541 was aerobically grown over-
night at 37 �C on Tryptic soy broth media (TSB) containing (per
1 L): pancreatic digest of casein (17 g), papaic digest of soybean
(3 g), dextrose (2.5), sodium chloride (5 g), and dipotassium
phosphate (2.5 g).43

2.4. MFC setup and operation

A single-chamber air-cathode microscale MFC with an anode
chamber volume of 19.6 m, was used (Fig. 1). The micro-sized
MFC design was inspired by Mink et al. with a modica-
tion.39,44 The setup of our MFC was as follows: the 3D disk anode
was installed in the silicon rubber (5 mm thick) as the anode
holder, while a 1 mm-thick rubber spacer with a central circle
hole (5 mm diameter) was used as the anode chamber between
the anode and the cathode. The rubber spacer was xed from
one side in the anode holder, while the cathode (0.8 � 0.8 cm2)
was glued to the other side. The reactor was operated in fed-
batch mode via 0.1 mm syringe tips as the inlet and outlet for
inoculation and feeding the anode.

2.5. Electrochemical measurements and characterization

Linear sweep voltammetry (LSV) was carried out using a HA-
151A potentiostat (HA-151A potentiostat/galvanostat, Japan) to
obtain the polarization curves at a scan rate of 1 mV s�1 using
a two-electrode setup with the cathode as the working electrode
and the anode as both counter and reference electrodes.45,46 The
voltage was continuously measured to check the stability, and
the data were recorded every 2 min using a GL220 midi-logger.
The power (P) was obtained as P ¼ IV and normalized to the
anode surface area (19.625 mm). The morphology of the anode
was imaged using a eld emission scanning electron micro-
scope (FE-SEM, Hitachi US8230). The overall energy losses of
the mL-MFC were estimated using the following equation:46

Vdevice ¼ OCV � IRinternal ¼ OCV � I(Ra + Rc + Rm + Re) (1)

where OCV (open circuit voltage) is the device voltage and I is the
maximum current times the Rinternal (internal resistance), which
is equal to the sum of the anode (Ra), cathode (Rc), membrane
(Rm) and electrolyte (Re) resistances. Electrolyte resistance was
estimated using Re ¼ d/(AK),39 where d is the distance between
electrodes (cm), A is the available geometric area for ionic
species to pass (cm2), and K is the solution conductivity
(U�1 cm�1). 0.1 cm is the approximate distance between the
Fig. 1 Schematic of mL-MFC configuration.

15488 | RSC Adv., 2022, 12, 15486–15492
anode and the cathode, over an area of 0.19625 cm2 in TSB
media, with approximate conductivity of 0.0399 U�1 cm�1.
The total energy loss of the mL MFC1 was approximately 210 mV
(OCV 944–734 mV at maximum power).
3. Results and discussion

Polyacrylonitrile (PAN) is the most widely used polymer in the
fabrication of carbon nanobers owing to the high graphitization
yield and good mechanical properties of the produced products.
PAN powder is very ne, so it could be compacted in the form of
a disk using a cylindrical mould (1.2 cm inner diameter). The
obtained disk was utilized as a collector in the PAN/DMF solution
electrospinning. Then, the vacuum-dried PAN disk with the
attached electrospun nanobers was thermally treated (carbon-
ized) at high temperature. Owing to the graphitization process,
the size of the disk sharply decreased (as shown in Fig. S2, ESI†).
Fig. 2A displays an FE-SEM image of a piece of the produced CNF-
attached graphite disk aer the calcination process. As shown in
the inset, the carbon nanobers are originated from the disk
surface, which indicates the complete merging between the
electrospun nanobers and the disk substrate during the calci-
nation process owing to the similarity of the construction mate-
rials (PAN). This built-in formulation reects an ignored contact
resistance between the CNFs and the graphite disk ESI†,47
Fig. 2 FE-SEM images of: (A) the surface of the PAN disk with CNFs
after the calcination process; the corresponding inset shows the
origination of CNFs from the disk substrate; and (B) the CNFs surface
with highly porous structure.

© 2022 The Author(s). Published by the Royal Society of Chemistry
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therefore precluding the contact engineering issues.39 Besides the
merit of low interfacial resistance between the CNFs and the
substrate disk, the nanober skeleton can offer a huge surface
area for the microorganisms' attachment due to pregenation
possibility of the microorganisms within the nanobers. Fig. 2B
displays an FE-SEM image of the disk surface at a selected high-
density area. The conductivity is an important parameter as it
strongly affects the electron transfer process through the anode.
The conductivity was measured and found to be 4.52 S cm�1,
which is consistent with reported CNFs synthesized from
a similar polymer (PAN).48

The MFC electricity generation could determine the effec-
tiveness of the 3D CNF-based anode in the micro-sized MFC.
Compared to the literature, higher maximum power and
current densities (8.1Wm�2 and 44.9 Am�2) were obtained from
the proposed 3D CNF-anode-based micro-sized MFC (Fig. 3A–E
& Table S1†). A detailed comparison with some reported results
can be found in Table S1 in the ESI.† The CNF-based micro-
sized MFC prepared using 10 min electrospinning time (mL-
MFC10, for short) exhibited rapid startup with considerable
generated power (0.83 Wm�2 at 2.98 Am�2) aer 30 min of
operation (Fig. S3†). This quick startup response qualies the
mL-MFC10 to be a suitable tool for rapid screening of electrode
materials and electroactive microbes.16 Furthermore, mL-MFC10
has reasonable sustainability, as it continued to produce valu-
able power density for more than eight days, indicating good
stability and durability of its design and materials.44 The mL-
MFC10 power output was almost duplicated within the rst
96 h of operation, where the power density increased from 2.24
Fig. 3 Power and current outputs of mL-MFC10 throughout the operatio
and power curves for mL-MFC10 at different operation times: 24 and 96

© 2022 The Author(s). Published by the Royal Society of Chemistry
Wm�2 at 7.89 Am�2 aer 24 h to 4.34 Wm�2 at 11.55 Am�2 aer
96 h (Fig. 3C). Then the output power steadily increased (almost
doubling again) during the 48 h following the rst 96 h of
operation and achieved the maximum power output (8.1 Wm�2

at 19.34 Am�2) aer 6 days of operation, while the maximum
current output was achieved aer 5 days of running time with
44.9 Am�2 (Fig. 3D). Subsequently, the power production
decreased to 6.2 Wm�2 at 14.99 Am�2 with a maximum current
density of 26.06 Am�2 at 7 days of operation (Fig. 3E). Aer 8
days, the mL-MFC10 sustained its power output, achieving 5.19
Wm�2 at 11.27 Am�2, a 1.5 times decrease from the maximum
power output (8.1Wm�2 at 19.34 Am�2) and a 2.3 times increase
from the initial power output at 24 h of operation (Fig. 3E).

In the literature, the activity of newly reported anode mate-
rials is usually emphasized by comparison of the generated
current and power densities with those of previously reported
materials. However, it is important to mention that comparison
using absolute numbers does not always provide a real evalua-
tion of the results as the actual cell performance depends on
many parameters. In continuity of the researchers' strategy, an
outline evaluation of the proposed CNF-based anode was per-
formed by comparing the generated power densities with the
values reported in the literature. The data shown in Fig. S4 in
the ESI† are based on the best of our knowledge from the
literature review, and are based on the observed generated
power and current densities. It seems the researchers despaired
over improving micro-sized MFCs due to the unencouraging
generated power; hence not so many reports were introduced.
However, as shown, the generated power from our proposed
n period of 8 days (A and B, respectively). Quasi-stationary polarization
h; (C), 5 and 6 days; and (D) 7 and 8 days (E).

RSC Adv., 2022, 12, 15486–15492 | 15489
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microscale MFC is as high as the reported ones. Therefore, this
study might open a new avenue for micro-sized MFCs on
research and industry levels. It is worth mentioning that the two
reports introduced in 2016 by Ren et al.49,50 represent, based on
our best knowledge, the maximum obtained power densities
ever reported in the literature: 7720 and 5610 mWm�2.
However, the micro-sized MFC proposed in this study could
generate higher power density: 8100 mWm�2. Moreover, those
two previously reported micro-sized MFCs were based on
utilizing ferricyanide solution as the catholyte, while ambient
air was exploited to complete the cathodic reaction in the
proposed MFC, which adds a signicant and important
advantage for this cell as it can be easily used. However, it is
important to mention that the high generated power and
current densities in this study are considered preliminary data;
to condently approve the proposed anode, more experimental
and analytical work has to be done in the future.

The impact of the carbon nanober packing density and the
layer thickness was investigated by preparing three different
Fig. 4 Influence of the electrospinning time on the generated power
and current densities. mL-MFC5, mL-MFC10 and mL-MFC20 refer to 5,
10 and 20 min electrospinning time, respectively.

Fig. 5 Conceptual illustrations of the influence of the electrospinning tim
anodes.

15490 | RSC Adv., 2022, 12, 15486–15492
anode thicknesses by changing the electrospinning time (5, 10
and 20 min) while the other experimental parameters were kept
as they were addressed in the literature. The corresponding
micro-sized MFCs have been encoded as mL-MFC5, mL-MFC10
and mL-MFC20, respectively. At 48 h of operation, mL-MFC10
produced a power density of 2.82 Wm�2, which is 1.5 and 2
times more than the 5- and 20 min electrospun CNFs (mL-MFC5
and mL-MFC20; 1.91 and 1.38Wm�2, respectively). In the case of
the current production, the mL-MFC10 device produced
a current output of 1.4 and 3.5 times more than the mL-MFC5
and mL-MFC20 (11.41 and 4.54 Am�2, respectively) at 48 h of
operation (Fig. 4).

The conductivity of the electrospun CNFs might be improved
with increasing the packing density (the numbers of NFs per
unit) due to increasing the number of cross-junctions between
CNFs per unit volume of the mat.51 However, the packing density
passively affects the pores in the CNF network, thereby reducing
the area-to-volume ratio, which hinders the microorganisms'
penetration throughout the nanober matrix. The schematic
diagram in Fig. 5 conceptually illustrates the mL-MFC10 out-
performance compared to the other formulations. Briey, at 10
minutes electrospinning time (mL-MFC10), an optimum nano-
ber layer packing density and thickness could be achieved,
which reects high conductivity for the electroactive bacteria due
to the high area-to-volume ratio, and thus, a higher number of
the electroactive bacteria would be penetrating throughout the
nanober skeleton compared to the relatively longer time for mL-
MFC20 (20 min electrospinning time). Moreover, at this
optimum time, low mass transfer resistance for the substrate
could be obtained. The low performance of mL-MFC5 can be
attributed to the lower density of carbon nanobers (thin layer)
than mL-MFC10. Therefore, a smaller amount of electroactive
bacterial biolm could attach and transfer electrons, as can be
visualized in the rst panel in Fig. 5.

Besides the conceptual illustration, the above explanation
about the inuence of the density of the nanobers is experi-
mentally proved by FE-SEM images for the cross-section and
surface of the used mL-MFC10 (Fig. 6). As shown in Fig. 6A, the
surface pores still open aer use of the anode. Moreover, as
e on the CNF layer density and thickness on the surface of the prepared

© 2022 The Author(s). Published by the Royal Society of Chemistry
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shown in the cross-section image (Fig. 6B), the microorganisms
could penetrate the underneath layers and attach to the nano-
bers. These results support the ne-grained conceptual illus-
tration in Fig. 5. It is noteworthy that the optimum biolm
thickness and microorganism density could be achieved at the
surface of mL-MFC10 anode as optimizing these two parameters
distinctly inuenced the cell performance.

To study the impact of the nanober layer, two identical mL-
MFCs were assembled using a bare and CNF-attached (mL-
MFC10) sintered PAN disks as anodes. Numerically, the anode
disk covered by CNFs exceeded the naked one by 140% for
current density and 435% for power density aer 3 h of opera-
tion time. These results clearly conrm the advantage of CNF
attachment, as shown in Fig. S5.†

The possible maximum energy output and the potential
causes of energy loss in an MFC can be recognized by deter-
mining the specic contributions of the device components to
the total internal resistance through energy loss analysis.39 As
our reactor is a membrane-less single chamber and the elec-
trolyte resistance is low (approximately 130 U), so the
membrane and electrolyte resistances are excluded from the
components of energy loss, leaving the resistance of the elec-
trode as the main source of energy loss in the system. The
energy loss in the mL-MFC10 was 22% (see Materials and
methods Section 2.5), which is a good ratio compared to the
previously stated micro-size MFC energy loss percentage39
Fig. 6 FE-SEM images of the surface (A) and cross-section (B) for the
used carbon nanofibers-attached PAN disk anode (mL-MFC10) after
using the proposed micro-size MFC.

© 2022 The Author(s). Published by the Royal Society of Chemistry
(Fig. S6†). The low energy loss ratio could be attributed to the
minimal resistance of the CNF anode and rooting the nano-
bers in the disk substrate, which effectively enhance the
electron transfer rate. It is noteworthy that cyclic measurements
can provide more information for understanding the high
performance obtained from the proposed anode. In the future,
the observed good performance of the CNF-based anodes will be
intensively investigated not only by CV and impedance
measurements but also by checking the inuence of the kind of
microorganism and the nanober diameter and packing
density.

4. Conclusion

Calcination of a PAN disk covered with a thin layer of electro-
spun PAN nanobers leads to the simultaneous graphitization
of the electrospun nanobers and the disk support. The simi-
larity of the construction materials results in a very close
shrinkage rate, which protects the nanobrous morphology
from collapsing. Interestingly, the produced carbon nanobers
completely merge with the disk surface and look as though they
are planted in the disk, which prevents the creation of interfa-
cial resistance for electron transfer. Utilizing the prepared disk
as the anode in a micro-sized MFC enhanced the generated
power and current density due to the insertion of the microor-
ganisms throughout the nanobermatrix, which provides a vast
surface area for biolm formation. However, the packing
density and the thickness of the carbon nanober coat have to
be optimized by adjusting the electrospinning time. To this end,
the 10 min electrospun anode was the most suitable for the
micro-sized MFC. Although a cheap anode material (carbon) is
utilized in a simple air-cathode micro-sized MFC constructed
using inexpensive, exible rubber that relies on ambient oxygen
as a terminal electron acceptor, the generated power is high
compared to the reported micro-sized microbial fuel cells
fabricated from relatively complicated technologies. The
detected high generated power and current densities using the
proposed anodes encouraged us to perform more studies to
properly understand and explain the suggested cell
performance.
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