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Up-conversion nanoparticles have garnered lots of attention due to their ability to transform low energy

light (near-infrared) into high-energy (visible) light, enabling their potential use as remote visible light

nano-transducers. However, their low efficiency restricts their full potential. To overcome this

disadvantage, fluoroindate glasses (InF3) doped at different molar concentrations of Yb3+ and Er3+ were

obtained using the melting–quenching technique, reaching the highest green emission at 1.4Yb and

1.75Er (mol%), which corresponds to the 4S3/2 / 4I15/2 (540–552 nm) transition. The particles possess

the amorphous nature of the glass and have a high thermostability, as corroborated by

thermogravimetric assay. Furthermore, the spectral decay curve analysis showed efficient energy transfer

as the rare-earth ions varied. This was corroborated with the absolute quantum yield (QY) obtained (85%)

upon excitation at 385 nm with QYEr ¼ 17% and QYYb ¼ 68%. Additionally, InF3–1.4Yb–1.75Er was

milled and functionalized using poly(ethylene glycol) to impart biocompatibility, which is essential for

biomedical applications. Such functionalization was verified using FTIR, TG/DSC, and XRD.
Introduction

Interest in photo-switchable molecules in biotechnology has
increased drastically in the last two decades due to their high
spatiotemporal resolution as observed in a wide range of
disciplines, such as photodynamic therapy,1 bioimaging,2 drug
release,3 and neural modulation.4–6 However, most of them
utilize Stokes-shied emissions, whose excitation wavelength is
located in the UV-vis range, where biological tissue has low
penetration depth and high scattering, limiting their use in live
organisms.2,7 To overcome such limitations, up-conversion
nanoparticles (UCNPs) represent an attractive alternative
owing to their ability to transform near-infrared light (NIR) into
visible light, because NIR light possesses high tissue penetra-
tion, low autouorescence, and low scattering, facilitating their
application in remote control of numerous physiological func-
tions in living organisms without invasive procedures or
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mation (ESI) available. See

20079
signicant phototoxicity.8–10 However, their low up-conversion
emission efficiency (<9%) restricts their full potential.2,7,9,11

To overcome this disadvantage, great efforts have been
made, including the use of different host matrices, such as
single crystals, glasses, and glass–ceramic materials. Host
matrices with low phonon energy (e.g., NaYF4 – 350 cm�1,
ZBLAN – 330 cm�1, chalcogenide glasses – 300 cm�1, uo-
roindate glasses – 510 cm�1) have been found to enhance the
up-conversion emission process because of the suppression of
non-radiative losses.12–15 Among the host matrices explored,
NaYF4 is considered one of the most efficient systems; however,
the high levels of OH� defects on it accelerate the quenching
effect while high dopant concentrations (lanthanide ions)
trigger the depletion of the excitation energy levels owing to the
migration of the ions to the surface.16,17 However, the advantage
of uoroindate glasses over other low phonon energy materials
is their better thermal stability, superior mechanical properties,
excellent chemical resistance, and high rare-earth ion
solubility.18,19

On the other hand, the most common techniques to obtain
these particles are wet chemical reactions because of their high
morphological control. However, the resultant particles are
intrinsically porous, which increases the presence of impurities
like OH groups, diminishing their intensity and quantum effi-
ciency.17,18,20 Conversely, using the melting–quenching tech-
nique, the surface of the particles is non-porous, avoiding the
presence of undesirable components that could trigger non-
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 (a) DLS of InF3–1.4Yb–1.75 Er powder (milled and functional-
ized), (b) SEMmicrograph of InF3 coated with PEG, and (c) particle size
distribution of InF3 coated with PEG.
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radiative decays, and, in addition, their reaction efficiency is
better.18

The concentration of dopants (which can work as activators
or sensitizers), the host matrix, and the reaction technique play
key roles in an efficient energy transfer that can enhance the
quantum efficiency of the up-converted emission process.21,22

For that reason, in this work, we optimized up-converted green
light emission through the melting–quenching technique,
using a uoroindate glass (InF3) as a host matrix, leveraging its
low phonon energy and high rare-earth elements solubility.
Moreover, the dopants, Yb3+ and Er3+ were used at various
concentrations to optimize receiving of the up-converted light.
Then, the InF3 glass with the highest emission was milled and
functionalized with poly(ethylene glycol) (PEG) to determine its
cell viability. The primary up-converted emission was obtained
in the range of 540–552 nm with an excitation of 808 and
980 nm, which is well-matched with the desirable wavelength
(550 nm) for the inhibition of proteins commonly used in
optogenetics and whose success is still limited. Furthermore,
the obtained quantum efficiency (85%) potentiates their use as
a wireless optogenetic inhibitor.
Results and discussion

Hydrophobicity is one of the major limitations of up-conversion
nanoparticles, which hinders their biomedical applications.
This inuences their stability and fate in the physiological
environment. Therefore, it is essential to modify the surface of
up-conversion nanoparticles (UCNPs) to exhibit desired hydro-
philic properties to achieve water or serum dispersion to
prevent aggregation or precipitation while maintaining their
functional characteristics. Fig. 1 presents the scheme for the
surface modication process of the InF3–1.4Yb–1.75Er glass
(the sample with the highest up-conversion efficiency in this
work) obtained by the melting–quenching technique, from
milling to coating with a biocompatible polymer. Here the
hydrophobic particles were covered with an organic solvent
(oleic acid) using an inert atmosphere to facilitate a ligand
exchange procedure between the modied surface (CH2) and
PEG .23

The size distribution of the InF3–1.4Yb–1.75Er nanoparticles
(UCNPs) before and aer their functionalization with PEG was
determined using dynamic light scattering (DLS), obtaining a Z-
average size of 992.8 and 1402 nm, respectively, while their
polydispersity was 0.57 and 0.33, respectively (Fig. 2a). The
Fig. 1 Scheme of oleation and subsequent ligand exchange reaction
of oleate-coated UCP with PEG.

© 2022 The Author(s). Published by the Royal Society of Chemistry
morphology of the UCNPs aer their functionalization is
amorphous but uniform with a statistical size distribution of
38.4 � 2.2 nm (Fig. 2b and c). The difference in the particle size
between DLS and SEM micrographs is due to the use of
dispersants that can enlarge the size distribution.

EDS was employed for further analysis of the elemental
composition of InF3–1.4Yb–1.75Er before and aer its func-
tionalization (Table 1), which corroborates the presence of Yb,
Er, O, etc. Here, it is important to point out that oxygen in is
present in the powdered InF3–1.4Yb–1.75Er at just 0.5 wt%;
however, this increases during surface modication, because of
the nature of the organic materials employed.

The XRD diffraction patterns of InF3–1.4Yb–1.75Er with and
without oleation (Fig. 3a(i) and (ii)) exhibit a typical amorphous
glass system without any diffraction peaks, which reveals that
the parameters employed for oleation did not modify the
structural arrangement of the particles because of the temper-
ature employed. However, the diffraction pattern of InF3–1.4Yb–
1.75Er coated with PEG (Fig. 3a(iii)) showed the presence of
some peaks at 18.5, 24, and 28.2�, which were ascribed to the
stereocrystals observed in PEG of low molecular weight.24,25

These bands cannot be attributed to changes in the crystal
structure of InF3–1.4Yb–1.75Er because the surface modica-
tion was performed at 200 �C and the crystallization process
occurs up to 300 �C (Fig. S1†).

To validate the effective functionalization of PEG and InF3–
1.4Yb–1.75Er glass, the samples were characterized by FTIR
spectroscopy, where it is possible to observe two prominent
peaks at 1082 and 1128 cm�1 in InF3–1.4Yb–1.75Er glass
powder (Fig. 3b(i)) that can be ascribed to the 2F5/2 /

2F7/2 (L2
and L3 splitting) energy transition of Er3+.26 On the other hand,
the particles treated with OA (Fig. 3b(ii)) exhibit new bands at
697, 1454, 1497, and 1719 cm�1, which correspond to r(CH2),
na(COO

�), ns(COO
�), and n(C]O) respectively.27,28 In the case of

the functionalization with PEG, the FTIR spectrum shows
Table 1 EDS analysis of InF3–1.4Yb–1.75Er powder

Sample Yb Er La O F In Sr

InF3–1.4Yb–1.75Er 3.4 2.6 2.3 0.5 21.7 26.2 17.0
Coated with OA 3.5 2.3 1.7 0.8 22.2 24.8 17.7
Coated with PEG 3.3 2.6 2.1 1.8 18.6 22.3 16.2

RSC Adv., 2022, 12, 20074–20079 | 20075
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Fig. 3 (a) X-ray diffraction patterns and (b) FTIR spectra of InF3–
1.4Yb–1.75Er. (i) milled, (ii) OA-coated, and (iii) PEG-coated.
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a successful complexation process between the oleated particles
and the polymer, which is conrmed by the presence of n(C]O)
and the shi of n(C–O) from 1110 to 1160 cm�1 (Fig. 3b(iii) and
S2†).24,29

Fig. 4 presents the thermogravimetry and differential scan-
ning calorimetry of InF3–1.4Yb–1.75Er before and aer func-
tionalization, where it is possible to observe that the
crystallization process of the milled and oleated UCPs (Fig. 4a
and b) occurred up to 378.6 �C while in the case of PEG-coated
InF3 crystallization occurred at 347.7 �C (Fig. 4c), which indi-
cates a change in the physical properties of the particles
because of the polymer's presence. However, the crystalline
changes happened above 340 �C, conrming that the func-
tionalization process does not modify their crystallinity since
the temperature employed for the phase transfer was 140 �C
lower. These results conrm that the peaks observed by XRD in
the PEG-coated InF3 are due to the presence of the polymer and
not because of the devitrication of the glass.

On the other hand, the weight loss curves show that the
diminishment of mass varied because of the presence of the
organic compounds in OA- and PEG-coated InF3. It is impor-
tant to point out that the amount of PEG in the sample
corresponds to 10%, which explains the enhancement in the
polydispersity observed in DLS measurements (from 0.57 to
0.33), validating the success of the functionalization. These
results suggest that it is possible to modify the surface
hydrophobicity of InF3 glasses obtained by the melting–
quenching technique aer grinding using a proper function-
alization process. The success of the surface modication of
the particles should allow their incorporation into a biological
system with negligible effects.
Fig. 4 Thermogravimetry and differential scanning calorimetry (TG-
DSC) curves of InF3–1.4Yb–1.75Er after (a) milling, (b) OA coating, and
(c) PEG functionalization.

20076 | RSC Adv., 2022, 12, 20074–20079
Photophysical characteristics of InF3–xYb–yEr samples

A common up-conversion emission spectrum of Er3+ ions was
obtained in all the samples (Fig. 5a) with a predominant green
up-converted light as a result of the 4S3/2 /

4I15/2 transition,
which exhibits two peaks at 544 and 550 nm due to a split in
the 4I15/2 energy level (Fig. 6) accompanied with a less intense
red emission in the 650–670 nm range associated with the 4F9/
2 /

4I15/2 transition. The split observed in 4I15/2 is associated
with the low phonon energy of the InF3 avoiding non-radiative
emission, which should increase the quantum efficiency. On
the other hand, the dependence of the up-conversion emis-
sion intensity on the pump power conrms a two-photon
process as the dominant mechanism to populate the emit-
ting state.

Fig. 5b and c present the optimization of the up-converted
green light emission of InF3 glasses doped with different
concentrations of sensitizer and activator, obtaining the highest
emission at 1.4 and 1.75 mol% of Yb and Er, respectively. The
increase in the intensity as a function of the mol% is associated
with the distance between the ions that reduces as the
concentration increase up to a maximum amount allowed, then
the probability of back transfer or non-radiative decay
increases.30,31

The up-conversion emission process can be explained with
the help of the energy level shown in Fig. 6 as follows: the
excitation of the sensitizer (Yb) allows the population of the 4F7/
2 level, which decays as non-radiative emission to 2H11/2 with
a subsequent relaxation process that populates 4S3/2 (green),

4F9/
2 (red), and

4I11/2 (NIR emission). This process should be highly
efficient if the host matrix employed avoids other cross-
relaxation processes, as in the case of InF3 glass due to its low
phonon energy and high non-linear optical values.19,32

Lifetime measurements of InF3–xYb–yEr glasses (Fig. 7) were
carried out to determine the energy transfer from Yb3+ to Er3+

ions. All decay curves are well-tted with a double exponential
function, which indicates a contribution from the lifetimes of
other intermediate states due to the energy migration between
different sensitizer ions.31,33 Such contribution can be corrobo-
rated with the average decay time obtained using eqn (1). The
increase from 347 to 545 ms as the Yb concentration increases
(Fig. 7a) suggests an increase in the non-radiative pathways.
However, when the optimal concentration of Yb is xed (1.4
mol%) and the amount of Er boost (Fig. 7b) the decay time due
to the absorbed energy is transferred successfully to Er up to 1.8
Fig. 5 (a) Up-conversion emission spectrum of InF3–1.4Yb–1.75Er.
Optimization of the molar concentrations of (b) Yb3+ and (c) Er3+.

© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 Energy level diagrams for Yb3+, Er3+ and their energy transfer.

Fig. 7 Decay curves for the green emission of InF3 glasses with (a)
xYb–1.3Er and (b) 1.4Yb–yEr. The insets present an overview of the
decay curves from 0.75 to 0.95 ms and the average decay times for
each case.

Fig. 8 Cell viability of InF3–1.4Yb–1.75Er at different concentrations
after 24, 48 and 72 h. n.s. means non-significant difference and ***

means p # 0.001.
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mol%, then the concentration quenching and maybe back
transfer diminishes the efficiency.30,34

s ¼ A1s12 þ A2s22

A1s1 þ A2s2
(1)

To corroborate the efficiency of the energy transfer process,
the quantum yield of InF3–1.4Yb–1.75Er glass was evaluated,
obtaining an absolute value of 85% when 4G11/2 is populated.
This is attributed to the use of InF3 glass as a matrix because its
low phonon energy (�500 cm�1) diminishes the multiphoton
relaxation decay and boosts the energy transfer efficiency,
besides the low concentration of OH groups that cause non-
radiative lost (Table 1).35,36 This value is one of the highest
observed in other glasses to the authors' knowledge, where the
efficiency ranges between 18 and 70% according to the transi-
tion evaluated.37,38

The cell viability of InF3–1.4Yb–1.75Er, functionalized with
PEG, at different concentrations was examined using an MTS
assay, where HEK-293T cells exhibited high (�97%) survival
aer 24 and 48 hours when incubated with 0.1 mg mL�1 (20 mg
per well) (Fig. 8). This concentration is relatively high compared
to the typical concentration of 0.05 mg mL�1 for UCNPs covered
with a biocompatible polymer used for bioimaging and photo-
thermal therapy,39,40 which indicates that InF3–1.4Yb–1.75Er
coated with PEG could be used in biomedical applications;
however, a deeper toxicological assessment should be
performed.

It is essential to point out that the superior up-converted
efficiency obtained in this material avoids the necessity of
high particle concentrations or high pump power, which allows
© 2022 The Author(s). Published by the Royal Society of Chemistry
us to predict the imminent success of these particles in new
biomedical technology.

In a further approach, the thickness of the PEG coating or
the use of different biocompatible polymers could maximize the
possibilities for bioengineering because of the conjugation of
up-converted light emission, biocompatibility, and tissue
penetration.
Conclusions

The modulation and optimization of up-converted green light
using uoroindate glass as a host matrix were possible. This low
phonon energy host matrix avoided the presence of undesirable
vibrations, allowing high up-conversion emission and high
quantum efficiency (85%). In addition, these particles possess
excellent thermal stability, making them suitable for biomed-
ical applications. Furthermore, these particles were function-
alized with PEG to render them hydrophilic and biocompatible.
The PEG-coated up-conversion nanoparticles demonstrated
minimal cytotoxicity up to a concentration of 0.1 mg mL�1,
which is high in comparison to the concentrations that have
been reported in the literature.
Experimental
Materials

Fluoride material with a purity of 99.99% was purchased from
ALB Materials. Ammonium biuoride and poly(ethylene glycol)
of low molecular weight were supplied by Sigma Aldrich, while
benzyl ether, cyclohexane, ether, isopropanol, and acetone were
acquired from Acros Organics Co. Diethylene glycol was from
Fluorochem.
Up-conversion nanoparticles

Fluoroindate glasses (InF3) were obtained by platinummelting–
quenching technique in a glove box with a constant argon ow
(O2 < 0.5 ppm). The molar composition of such glasses is as
follows: 30.8InF3–20ZnF3–20SrF3–16BaF3–4BaF3–2LaF3–xYbF3–
yErF3, where x ¼ 0.8, 1.2, 1.3, 1.4, and 1.5, and y ¼ 1.6, 1.7, 1.75,
1.8, and 1.85. Furthermore, ammonium biuoride was added as
a uorinating agent. All the precursors were well mixed in an
agate mortar and then poured into a platinum crucible. Then,
the crucible was placed in a furnace pre-heated at 200 �C, where
RSC Adv., 2022, 12, 20074–20079 | 20077
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the sample was heated up to 900 �C, quenched, and annealed
for 30 min at 250 �C. The samples are identied as InF3–xYbF3–
yErF3.
Milling

InF3–1.4Yb–1.75Er glass was hand-powdered in a mortar before
milling it in a high-energy ball mill Retsch model Emax. The
obtained powder (10 g) was deposited in a steel jar and mixed
with zirconium balls (ɸ 3 mm) in a solution of 8 mM of PEG (1
mL) dispersed in 30 mL of isopropanol. The experiment was
performed at 600 rpm for 30 min, then the resultant solution
was dried at 60 �C for one h. Finally, the material was sieved
using a 65 mm Retsch sieve and stored for further
functionalization.
Functionalization

The rst step was to cover the particles with oleic acid. To
achieve that, the particles were dispersed in a solution of 20 mL
of dibenzyl ether (DE) and 1 mL of oleic acid (OA) in a three-
neck round bottom ask, heated and stirred at 200 �C for
30 min, and then cooled to room temperature. The particles
were precipitated using cyclohexane and washed several times
utilizing an ultrasonic bath and centrifuge. Then the particles
were dried at 70 �C in a furnace for 12 h.

The second step was adapted from our previous work,41

which consists in dispersing 2.5 g of PEG in 30 mL of diethylene
glycol (DEG) at 100 �C under reux and magnetic stirring for
30 min, then the particles, previously dispersed in hexane, were
injected into the solution. Once injected, the solution was
heated to 200 �C andmaintained for 3 hours, and then cooled to
room temperature. Functionalized particles were mixed with
5 mL of HCl solution (1 mM) and 15 mL of deionized water (DI
water) to remove the polymer that was not complexed, and then
washed three more times. Next, 1 mL of NaOH was added and
the mixture was sonicated for 30 min, washed three more times,
and dried under the same conditions as step one.
Biocompatibility

The HEK-293T cells were cultured in Dulbecco's modied Eagle
medium (DMEM) supplemented with 10% (v/v) fetal bovine
serum and 1% penicillin-streptomycin at 37 �C with 5% CO2 in
a humidied atmosphere. The cells were seeded at a density of
5000 cells per well in 96-well plates. The samples at different
concentrations in the range of 0–1 mgmL�1 (200 ml) were added
to the cells and incubated for 24 hours, 48 hours, and 72 hours.
At the specied time points, the media was replaced by 100 ml of
fresh media followed by the addition of 20 mL of a mixture of [3-
(4,5-dimethylthiazol-2-yl)-5-(3-carboxymethoxyphenyl)-2-(4-sul-
fophenyl)-2H-tetrazolium] (MTS) and phenazine ethosulfate
(PES). The plates were further incubated for 4 hours at 37 �C.
The absorbance at 490 nm was recorded using a BioTek bio
plate reader.
20078 | RSC Adv., 2022, 12, 20074–20079
Measurements and characterization

Scanning electron microscope (SEM) images were obtained
using a NOVA NANO SEM 200, while the EDS was performed
using a Phenom Scanning Desktop Microscope adapted with
a BSD full detector for elemental analysis. The particle size
distribution was established based on Brownian motion
employing the dynamic light scattering technique (DLS)
utilizing a Nanosizer-ZS from Malvern Instruments. X-ray
diffraction patterns were acquired using a PANalytical X'Pert
Pro diffractometer equipped with a copper anode and CuKa1
radiation (l ¼ 1.544056 Å, 40 kV, 40 mA) positioned in Bragg–
Brentano geometry. The structural analysis was performed
using a Bruker Optics-Vertex 70 V FTIR spectrometer. TG/DSC
curves of the compounds were recorded with a NETZSCH STA
449 F3 Jupiter device at a heating rate of 10 �Cmin�1 from 40 to
1000 �C. Up-converted emissions were performed using a Stel-
larnet Green-Wave monochromator with lexc ¼ 976 nm and
laser power of 350 mW. Luminescence decay measurements
were performed on a Photon Technology International (PTI)
QuantaMaster 40 (QM40) UV/VIS Steady State Spectrouorom-
eter coupled with a tuneable pulsed optical parametric oscil-
lator (OPO), pumped by the third harmonic of a Nd:YAG laser
(Opotek Opolette 355 LD). The system was equipped with
multimode UVVIS PMT (R928) (PTI Model 914) detector.
Luminescence decay curves were recorded and stored by a PTI
ASOC-10 [USB-2500] oscilloscope with an accuracy of�1 ms. The
luminescence quantum yield (QY) was measured at RT using
a Hamamatsu Absolute PL quantum yields measurement
system (model C9920-02 G). Note: The photophysical charac-
teristics of the samples were determined before milling (wafers
with D ¼ 1.7 mm and T ¼ 2 mm).
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