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healable elastomer with shape
memory capability based on multiple hydrogen
bonds†

Jiacheng Ma, Shifeng Wen* and Zhufeng Yue

Although a wide range of self-healing materials have been reported by researchers, it is still a challenge to

endow exceptional mechanical properties and shape memory characteristics simultaneously in a single

material. Inspired by the structure of natural silk, herein, we have adopted a simple synthetic method to

prepare a kind of elastomer (HM-PUs) with stiff, healable and shape memory capabilities assisted by

multiple hydrogen bonds. The self-healing elastomer exhibits a maximum tensile strength of 39 MPa,

toughness of 111.65 MJ m�3 and self-healing efficiency of 96%. Moreover, the recuperative efficiency of

shape memory could reach 100%. The fundamental study of HM-PUs will facilitate the development of

flexible electronics and medical materials.
Introduction

Synthetic polymers are a kind of material with entropic elas-
ticity, which have been widely applied in the elds of rubber
products, exible electronics, aerospace and encapsulants.
Moreover, various hydrogels constructed by polymer chains
have been used in medical research.1–8 Nevertheless, polymers
will presumably be damaged by external force in practical
application; therefore, it is important to reinforce the robust-
ness and retrievability of traditional polymers. Up to now, two
self-healing mechanisms have been proposed in healable
materials, namely extrinsic and intrinsic self-healing mate-
rials.9–17 Extrinsic self-healing materials have been limited in
application on account of their limited self-healing times, and
the intrinsic self-healing strategy has accordingly occupied the
leading role in self-healing materials.

Combining tough properties and high self-healing efficiency
is a paradox. Therefore, healable materials with high self-
healing efficiency and excellent mechanical properties have
intrigued scientists. Unfortunately, self-healing materials based
on weak dynamic bonds tend to lack good mechanical proper-
ties. To address this conundrum, scientists have devoted a good
deal of attention to it. 2-Ureido-4[1H]-pyrimidinone (UPy) is
a kind of quadruple hydrogen bond structure, and it is widely
utilized in self-assembled polymers and molecular structure
design. On account of the superiorities of the UPy structure,
scientists have introduced UPy and its consequent benets in
the molecular structures of healable materials. For instance,
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mation (ESI) available. See

19
Bao et al. reported a kind of supramolecular polymer material
with good mechanical properties and highly stretchable
performance by condensation polymerization assisted by UPy;
with the aid of quadruple hydrogen bonds, the maximum stress
could reach 3.74 MPa and the material exhibited high self-
healing efficiency (�88%).18 In Lee's work, UPy groups were
used to functionalize polyurethane, and an elastomer with high
tensile strength (9.44 MPa) and elongation (2340%) was
prepared; furthermore, the maximum self-healing efficiency
showed desirable performance (�70%, in organic solvent).19 In
both the cases above, the mechanical properties of these heal-
able polymers functionalized by UPy groups could not meet the
ideal level, and the solubility of UPy is too low in polar organic
solvents to use in organic syntheses.20,21 Hence, two problems
urgently need to be addressed: (1) which kind of hydrogen bond
structure should be adopted to replace the UPy with quadruple
hydrogen bond structures; (2) how to balance the excellent
mechanical properties and high self-healing efficiency
(Scheme 1).
Scheme 1 Schematic diagram of the silkworm fibril.

© 2022 The Author(s). Published by the Royal Society of Chemistry
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In nature, biomaterials exhibit extraordinary characteristics
that man-made materials cannot compare with.22–25 Silkworm
silk is a kind of natural long ber made from its secretion,
which possesses excellent characters such as lightweight, good
exibility, high tenacity, admirable biodegradability, and
biocompatibility, has been widely used in these areas of fabrics,
composite materials, and biosensors.26–31 Most importantly, the
super robustness of silkworm silk originates from the hydrogen
bond arrays in b-sheet nanocrystals. Hydrogen bond arrays play
two roles in silk bril: (1) assemble nanocrystals to strength the
bril; and (2) dissipate energy effectively under external force
via hydrogen bond breakage.32–34

Inspired by the structure of the silkworm bril, multiple
hydrogen bonds were introduced in polyurethane by conden-
sation polymerization. Since the diffusion of polymer chains
plays a paramount role in the self-healing process, we proposed
a particular molecular design that embedded asymmetric
alicyclic structure in polyurethane networks as it would affect
the self-healing efficiency in cracks.35 Also, the high toughness
and shape memory property of the kind of elastomer is a result
of the density and conguration of the hydrogen bond arrays,
and these properties are tuned by macromolecule design.

Herein, HM-PUs were synthesized from 4,40-methyl-
enebis(cyclohexyl isocyanate) (HMDI) as the hard segment,
poly(tetramethylene ether)glycol (PTMEG) as the so segment,
and isophorone diamine (IPDA) as the chain extender and the
self-healing elastomer, which not only exhibits remarkable
tensile strength of 39 MPa but has a high speed of shape
memory. Furthermore, this kind of elastomer even outperforms
some commercial elastomers,36–38 and the fracture energy of the
elastomer is higher than some alloys.42 As a kind of dynamic
bond, the force-induced hydrogen bonds will dissipate energy
to improve the toughness of the polymer networks. Under
strain, ordered hydrogen bonds formed between polymer
chains lead to the appearance of a metastable crystal, and
accordingly, the toughness increases.

More importantly, HM-PU with high transparency (�100%),
high self-healing efficiency (>90%), and high tensile strength
(39 MPa) was developed; also, this material possesses remark-
able shape memory characteristic (recuperative efficiency:
�100%).
Experimental section
Materials

PTMEG (Mn ¼ 1000 g mol�1), HMDI (>90%), IPDA (99%), and
dibutyltin dilaurate (DBTDL, 95%) were purchased from
Shanghai Aladdin Biochemical Technology Co., Ltd. N,N-Dime-
thylformamide (DMF) was purchased from Tianjin Dingshengxin
Chemical Co., Ltd. Teon mold was purchased from Dongguan
Qihang Plastic Materials Co., Ltd. All solvents and reagents were
used in organic synthesis without further purication.
Synthesis of HM-PUs

As the example of HM-PU1, we adopted the two-step synthesis
method. First, PTMEG (2 g, 2 mmol) was added into a three-
© 2022 The Author(s). Published by the Royal Society of Chemistry
necked ask equipped with a magnetic agitator, closely fol-
lowed by heating (60 �C) and stirring (600 rpm) for 1 h to remove
residual moisture. Then, DBTDL (0.02 g) and HMDI (1.09 g, 6.7
mmol) were dissolved in DMF (30 mL) and added into a three-
necked ask; subsequently, the reaction system was further
heated up to 70 �C in N2 atmosphere and reacting for 10 h. Aer
that, the temperature of the reaction system was cooled to 35 �C;
subsequently, IPDA (0.8 g, 4.7 mmol) was dropwise added into
a ask for 3 min and stirred for 48 h. Aer the reaction was
completed, the concentration of the solution was adjusted to
20 wt%, followed by placing it in a vacuum atmosphere and
heating (80 �C) for 24 h; nally, the HM-PU1 elastomer was
obtained. The reagents' molar ratio and the molecular infor-
mation of HM-PU1, HM-PU2, and HM-PU3 is shown in
Table S1.†
Characterization

HM-PUs lm was cut into a dumbbell shape by a tablet machine
(CREE-6040, Dongguan CREE INST Rument Technology Co.,
Ltd, China); the specication of the testing area is 20� 5� (0.52
� 0.03) mm. The mechanical properties were tested at room
temperature using a universal testing machine (WBE, Weibang
instrument Co., Ltd, China), and the experiment was tested at
a stretching speed of 100 mm min�1. The 1H NMR spectrum
was measured on a nuclear magnetic resonance spectrometer
(Bruker AVANCE III 400 MHz, Germany). Molecular weights and
polymer dispersity index (PDI) were measured using gel
permeation chromatography (Shimadzu, Rid-20A, Japan). The
FTIR spectra were recorded on an FTIR spectrometer (Nicolet
iS10, Thermo Scientic, U.S.) in the scanning range from
400 cm�1 to 4000 cm�1. The UV-vis spectra were recorded on an
ultraviolet-visible spectrophotometer (TU-1810, Beijing Pur-
kinje General Instrument Co., Ltd, China) at room temperature.
DSC measurements were performed on a differential scanning
calorimeter (DSC214, Netzsch, Germany) in the temperature
range from�85 �C to 85 �C at a heating rate of 10 �Cmin�1. The
TGA data was recorded on an STA 449 F3 (NETZSCH, Germany)
in the temperature range from 35 �C to 800 �C at a heating rate
of 10 �Cmin�1. XRDmeasurements were performed on an X-ray
diffractometer (D8 DISCOVER A25, Bruker, Germany) in the
diffraction angle range from 13� to 70� equipped with Co
generator. The microscopic images were recorded using a VHX-
5000 digital microscope (Keyence, Japan).
Results and discussion
Molecular design and general characterization

We intended to synthesize a kind of molecular structure that
resembled the structure of silkworm bril as the structure of
multiple hydrogen bond was a superb option to assemble linear
macromolecule, and the hydrogen bonds between the carbonyl
groups and hydrogen atoms can constitute the polymer matrix
network with the help of hard segments as the node and so
segments as the crosslinker. Of course, this special structure we
designed can adequately dissipate the energy under external
force, avoiding the rupture in materials.
RSC Adv., 2022, 12, 21512–21519 | 21513
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Scheme 2 Synthetic route of HM-PUs containing multiple hydrogen
bonds.

Fig. 1 General characterization of HM-PUs. (a) UV-vis spectra of HM-
PUs in the visible light wavelength range. (b) FTIR spectra of HM-PUs in
the wavenumber range from 400 cm�1 to 4000 cm�1. (c) 1H NMR
spectrum of HM-PU2. (d) DSC curves of HM-PUs in the temperature
range of �85 �C to 85 �C.

Fig. 2 FTIR spectra of HM-PUs in the C]O stretching region.
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Herein, a two-step polycondensation reaction (Scheme 2)
was adopted to prepare a kind of healable elastomer that
constituted the crosslinked matrix with hydrogen bonds. Also,
HMDI as the hard segment and IPDA as the extender were
chosen as the nodes in the matrix, and PTMEG as the so
segment is the crosslinker that joins these nodes. The asym-
metric alicyclic structure of IPDA will weaken the forces of
hydrogen bonds between carbonyl groups, resulting in
high diffusion speed of the molecular chains and fast self-
healing rate.

In the synthetic reaction, three kinds of HM-PUs with
different molar ratios of hard and so segments were prepared,
showing various properties, and the information of HM-PUs is
shown in Table S1.† The GPC results show that Mn and Mw are
capable of coming up to a high order of magnitude (>104), and
the small PDI shows that the molecular weights of HM-PUs are
evenly distributed. As the hydrogen bond structure domains are
adequately small, the visible light transmittance of HM-PUs was
up to 99% in the wavelength range from 300 cm�1 to
800 cm�1.39 In addition, the chemical structure of HM-PU2 was
analyzed by the 1H NMR spectrum, as shown in Fig. 1c. In the
FTIR spectra of HM-PUs, the –NCO peaks completely dis-
appeared, indicating that the reaction was nished, and the
–NCO groups had transformed to C]O groups. It is worth
noting that the characteristic peaks of C]O in urethane at
1718 cm�1 and C]O in urea in the wavenumber range from
1628 cm�1 to 1658 cm�1 varied with the molar ratio of hard and
so segments. The thermal properties of HM-PUs were inves-
tigated by DSC analysis (Fig. 1d); the thermograms show the
variational tendency of HM-PUs due to the change in the
intermolecular forces between hard and so segments, and the
glass transition temperature (Tg) of HM-PU1 reaches up to
�56.4 �C than any others, indicating that hydrogen bonds and
hard segments will signicantly affect the diffusion of polymer
chains. Also, we obtained the results of decomposition
temperature to be approximately 273 �C from the TGA curves in
Fig. S1.† In addition, the FTIR spectra of HM-PUs in the range
from 1600 cm�1 to 1750 cm�1 are assigned to C]O groups, and
the absorptive region of C]O is deconvoluted into four sub-
peaks; these subpeaks can be assigned to C]O in urea and
urethane groups (Table S2†).40,41 Then, the content of four kinds
21514 | RSC Adv., 2022, 12, 21512–21519
of C]O groups are listed in Fig. 2d such as free urethane amide,
urethane amide (C]O), and urea amide (C]O). We can come
to a conclusion from the bar diagram that the C]O content of
HM-PU3 (19%) in the free urethane amide region is much
higher than the contents of HM-PU1 (7%) and HM-PU2 (8%),
and the ordered hydrogen bonds of HM-PU1 built by the C]O
groups in urea amide reaches the maximum value (19.5%),
indicating that the intermolecular force is stronger than that of
the others (HM-PU2 and HM-PU3). As these analyses mentioned
above, the results of DSC and FTIR indicate that free urethane
amide will accelerate the diffused rate of polymer chains, and
the metastable crystal in HM-PU is formed by ordered hydrogen
bonds between the urea amide groups and hydrogen atoms.
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 The mechanical properties of HM-PUs. (a) A notched HM-PU1
specimen at a strain of 400%. (b) Typical stress–strain curves of the
virgin and notched samples. Typical stress–strain curves of virgin and
self-healed samples. (c) HM-PU3 healed at 50 �C. (d) HM-PU2 healed
at 70 �C. (e) HM-PU1 healed at 100 �C.
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Self-healing and mechanical properties of HM-PUs

The polymer network of HM-PU can self-heal aer rupturing
due to the interesting process of breakage and rebuilding of
hydrogen bonds, as illustrated in Fig. 3a. Subsequently,
a bloom-shaped lm was cut into two pieces, followed by
placing the two sections in contact in 50 �C aer 5 h, and the
pieces completely connected under stretching. The three
samples such as HM-PU1, HM-PU2, and HM-PU3 were put into
different temperature atmospheres (100 �C, 70 �C, and 50 �C),
respectively, for 30 min. Thus, the optical microscopy images
show that HM-PUs have a good self-healing property.

One attractive phenomenon we can see is that the mechan-
ical properties are variational by adjusting the molar ratios of
so and hard segments of HM-PUs (Fig. 4 and Table S3†). In
Fig. 4b, HM-PU1 shows an extreme tensile strength of 39.7 MPa,
and the tensile strength, toughness, and Young's modulus
obviously decreased promptly with decreasing content of IPDA
as the extender. The following reasons account for this: (1) As is
usual, the hydrogen bonds between urea groups are stronger
than the hydrogen bonds between urethane groups, and the
content of the segments of IPDA in the polymer network of HM-
PU1 are more than that of the two other HM-Pus; (2) The more
the number of so segments networks, the faster the diffusion
speed of the polymer chains. It is interesting to note that the
HM-PUs lms exhibit enormous crack tolerance due to the
extraordinary energy dissipation capacity. In Fig. 4a, the HM-
PU1 lm with a notch of 1 mm was stretched up to 400%
(approximately 4 times) of its original length, and the crack was
extended as a smooth notch, indicating that the elastomer with
cracks can still work at high elongation. The fracture energies of
HM-PUs were calculated to be in the range from 45 kJ m�2 to
60.34 kJ m�2 in the ESI (Fig. S4†). In addition, the fracture
energy is higher than the fracture energies of most elastomers
and some alloys.42 In order to further evaluate the self-healing
efficiency of HM-PUs, the specimens were tested by tensile
Fig. 3 Molecular network of HM-PU and optical photos. (a) Chemical
structure and self-healing mechanism of HM-PU. (b) The self-healing
process of the bloom-shaped film. (c) Optical microscopy photos of
the scratch films showing a good appearance during the self-healing
process (HM-PU1-100 �C-30 min, HM-PU2-70 �C-30 min, HM-PU3-
50 �C-30 min).

© 2022 The Author(s). Published by the Royal Society of Chemistry
tests of HM-PUs aer different times at a specic temperature
(Fig. 4c–e). The self-healing efficiency is dened as the ratio of
the stress or elongation to that of the virgin samples, and the
self-healing efficiency is characterized by the two formulas as
follows.

hs ¼
shealed

svirgin

� 100% (1)

hl ¼
lhealed

lvirgin
� 100% (2)

hs is the self-healing efficiency calculated by the stress, shealed is
the tensile strength of the healed samples, svirgin is the tensile
strength of the virgin samples, hl is the self-healing efficiency
calculated by the elongation, lhealed is the elongation of the
healed samples, and lvirgin is the elongation of the virgin
samples.

The self-healing efficiency depicted in Fig. 4 and S5† shows
its variation tendency in terms of stress and elongation as the
variable factors of temperature and healing time, respectively.
As we can see, the self-healing efficiency of HM-PUs improves
with time or temperature. Also, HM-PU3 could heal in
a moderate atmosphere (50 �C) for a short time, while the cor-
responding self-healing efficiency of the self-healed samples of
HM-PU1 and HM-PU2 at 50 �C is so weak that the two samples
fractured rapidly; hence, the results will not be shown in this
article. When the healing temperature is set as 70 �C and 100 �C,
respectively, the self-healing efficiency of HM-PU1 and HM-PU2
increases stepwise. Aer 10 h at 50 �C, the healing efficiency of
HM-PU3 exhibits appreciable value (90% in terms of elongation,
80% in terms of stress). Compared with HM-PU1 and HM-PU2,
the self-healing performance is not enough, showing a macro-
scopic decline. Certainly, the self-healing mechanism could be
interpreted by the FTIR analysis in the section of general
characterization. It should be thought to be due to the dynamic
consecutive exchange and recombination of enhanced
hydrogen bonds as the molecular chains diffuse to the fracture
surface area, and the mechanical properties were recovered;
RSC Adv., 2022, 12, 21512–21519 | 21515
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most importantly, the key factor of diffusion of molecular
chains is the number of so segments. Thus, the healing effi-
ciency of HM-PU3 is the highest than the two others. Also,
beneting from the dynamic property of hydrogen bonds, HM-
PUs have a good recyclable character in the eld of environ-
mental protection (Fig. S6†). In summary, on account of the
signicant effects of hydrogen bond in the elastomer, in
consequence, we can get one kind of specic material with ideal
properties by adjusting the balance between the self-healing
property and the mechanical properties.43,44
Fig. 5 (a) The mutative process of HM-PUs immersed in THF. UV-vis
spectra of the solution of HM-PUs in THF after certain times. (b) The
UV-vis spectra of HM-PUs after 2 h. (c) The UV-vis spectra of HM-PU1
in the time range of 2 h to 8 h. (d) The UV-vis spectra of HM-PU2 in the
time range of 2 h to 8 h. (e) The UV-vis spectra of HM-PU3 in the time
range of 2 h to 8 h.

Fig. 6 Snapshots of the MD simulation of the cell structures of HM-PU
with ten representative polymer chains. (a) One PTMEG segment and
one IPDA extender. (b) Two PTMEG segments and one IPDA extender.
(c) The energies of simulated cell systems. (d) The results of the mean-
squared displacements (MSD) of HM-PU.
The diffused properties of polymer chains

In order to study the self-healing mechanism, UV-vis spectra
and molecular dynamics simulation (MD) were utilized to study
the properties of polymer chains.

The pieces (0.4 g) of HM-PU1, HM-PU2, and HM-PU3 were
added into three bottles and immersed in THF solvent (17 mL)
for 8 h. The mutative process of HM-PUs fragments in THF had
been recorded by a camera by taking photos at different times.
In the initial state, the pieces in the bottles can be clearly
observed, whereas these pieces disappeared aer 8 h, exhibiting
transparent liquids, indicating that a good deal of pieces had
been dissolved. Subsequently, the solution in the bottles was
removed, and some residues in the bottom of the bottles display
three kinds of forms as the colloidal gel, colloidal gel/viscous
liquid, and viscous liquid for HM-PU1, HM-PU2, and HM-
PU3, respectively. Therefore, HM-PU3 is easier to dissolve in
organic solvents, revealing that the diffusion coefficient of its
polymer chains is higher than others on account of more so
segments and fewer hydrogen bonds. In order to represent the
quantitative level of polymer chains in the procedure of diffu-
sion, UV-vis measurements were employed. As shown in Fig. 5,
obvious characteristic peaks belonging to HM-PU1, HM-PU2,
and HM-PU3 at about 241 nm, 240 nm, and 238 nm, respec-
tively, are due to carbonyl in urea and urethane groups, wherein
the types of electronic transition are n–p* and n–s. Aer 2 h,
the absorption peak of HM-PU1 is as high as 0.59, whereas the
peak of HM-PU3 as low as 0.2. The reasons we can conclude is as
follows: (1) the number of C]O groups in polymer chains dis-
solved in THF reached the highest value compared to others; (2)
The hyperchromic effect of –NHR groups in urea is stronger
than that of the –OCR groups in urethane. Moreover, the
characteristic peak of C]O shis to the region of long wave-
length due to the hyperchromic effect of –NHR groups, meaning
redshi. The most important conclusion we can obtain from
Fig. 5 is that the absorption peaks of HM-PU3 grow more
quickly than that of HM-PU1 and HM-PU2 with time passing by,
revealing the phenomenon that the polymer chains of HM-PU3
can diffuse more quickly, indicating the HM-PU3 elastomer can
heal in a shorter time.

In order to describe the diffused behavior of the molecular
chains accurately, molecular dynamics simulation (MD) was
used to simulate their dynamic behaviors. In these cases, all MD
simulations for the two cell systems were carried out with the
commercial soware Materials Studio (MS) (Accelrys Inc., San
Diego, Version 2019) with COMPASS force eld. The amorphous
21516 | RSC Adv., 2022, 12, 21512–21519
cells were built by the amorphous cell module containing ten
molecular chains, which include the single molecular chain
with one PTMEG segment, one IPDA extender, and that with two
PTMEG segments, one IPDA extender for PU1:1 and PU2:1,
respectively (Fig. 6a and b). The density of all the cells is
0.5 g cm�3. Then, the two cells were constructed utilizing
COMPASS force eld to assign the charges, followed by mini-
mizing the structures via Forcite module until convergence.
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 7 (a) Typical cyclic curves of HM-PUs. (b) Residual strain of HM-
PUs at different maximum strains. (c) Normalized residual strain ob-
tained from (a). (d) Energy dissipations of HM-PUs at different
maximum strains.

Fig. 8 The shape memory behavior of HM-PU1. (a) Reversible shape
transition of different shapes (“OK”, “spiral”, and “box”) stimulated at
70 �C. (b) The changing process of the angle.
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They were carried out for MD using the NPT ensemble for
10 000 ps with 1 fs time step, and one frame was recorded every
10 steps; eventually, full trajectories were saved. The MSD can
be calculated using the following formula45

MSD ¼
D
jsðtÞ � s0j2

E
¼ 1

N

XN
i¼1

��sðiÞðtÞ � sðiÞð0Þ��2 (3)

where s(i)(t) is the position vector of i atom at the t moment,
s(i)(0) is the position of i atom at the initial moment, and N is the
total number of molecular chains.

Whereaer, the two structures were annealed via one
annealing cycle of a linear heating and cooling process from 300
K to 600 K and from 600 K to 300 K, respectively. The simulation
was implemented under the NPT ensemble for 25 000 steps and
the time step was 1 fs. Subsequently, the cohesive energy per
chain, dened as the average energy of every molecular chain
diffusing from the condensed state to an innite distance from
one another, was calculated. In the amorphous cells we con-
structed above, the cohesive energy per molecular chain can be
calculated by the following formula46

Ece ¼
 X10

i¼1

Es � Et

!,
10 (4)

where Es is the average potential energy of the single polymer
chain, Et is the average potential energy of the amorphous cell
containing ten polymer chains, and Ece is the cohesive energy
per polymer chain. Also, the potential energies were calculated
via the energy task of Forcite module (all systems were in the
equilibrium state).

To sum up, the MSD and cohesive energy were calculated
using MD simulation; the cohesive energy of PU1:1

(73.53 kcal mol�1) is much higher than that of PU2:1

(67.97 kcal mol�1), indicating that PU2:1 per chain needs more
energy to be at an innite distance, and the tendencies of PU
can also be observed in the MSD curves.

It can be said that the UV-vis spectra and MD simulation
were used to verify the inner mechanism of the healing process,
revealing a phenomenon that the more the number of hard
segment polymer chains, the lower the diffused rate.

The studies of residual strain and energy dissipation of HM-
PUs

In order to investigate the energy dissipations and residual
strains of HM-PUs, they were further subjected to the
mechanical tests of cyclic loading/unloading with various
maximum strains; the cyclic speed was 100 mm min�1 (Fig. 7),
and all the samples could recover quickly. In Fig. 7b, the
residual strain and energy dissipation increase with the
maximum due to a great deal of hydrogen bonds, and some
hydrogen bonds could fracture as the strain increases.47 To
explore the elastic properties of HM-PU, the residual strain (3rs)
was executed to be normalized by the maximum strain (3ms),
and the computational formula is 3rs/3ms. The data of normal-
ized strain (3rs/3ms) can be calculated from Fig. 7a; the 3rs/3ms of
HM-PU1 increased with the maximum rapidly. Also, the slope
for 3rs/3ms of HM-PU2 and HM-PU3 is almost zero, indicating
© 2022 The Author(s). Published by the Royal Society of Chemistry
that their rupture degree and microphase separation is not
enhanced at high elongation; nevertheless, HM-PU1 exhibits
the reverse phenomenon. In addition, the variational tendency
of energy dissipation is analogous to that of residual strain
(Fig. 7d and S2†). In summary, the polymer chains with more
hard segments will dissipate more energy in the mechanical
deformation process.
The shape memory properties of HM-PUs

On account of dense multiple hydrogen bonds in polymer
chains of HM-PU, they could reversibly alternate between one
state of the transformed shape and another state of the original
untransformed shape through the stimulus of heat.48

In Fig. 8, we designed three models such as “OK”-shaped
lm, spiral lm, and box-shaped lm. All the lms were placed
under 70 �C to deform, followed by placing them at room
temperature, and the shapes were xed; subsequently, these
RSC Adv., 2022, 12, 21512–21519 | 21517
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distorted lms recovered to their initial shapes under the
stimulus of 70 �C temperature. For the purpose of quantifying
the rate of the shape memory, the lm of HM-PU1 was
deformed at 70 �C, whereaer it was xed in room temperature
atmosphere, followed by heating it at 70 �C once again, and the
process of changing the angle was monitored via a camera. The
angle of this lm recovered from 0� to 180� in 25 s, and the
interval times between the two angles we recorded to show
a linear increase, indicating that the efficiency of shape recovery
decreases with time.

Furthermore, the HM-PU1 lm stretched to 300% was
employed in the process of shape xing and recovery, and
underwent six shape memory cycles to test the durability of
shape memory (Fig. 9). As shown in Fig. 9c, the recovery
property of HM-PU1 is excellent; even aer undergoing six
cycles, the wastage of shape memory performance is negli-
gible. But the xed shapes of HM-PU2 and HM-PU3 cannot be
maintained in the elongation of 300% and rebound to a value
lower than 300% because the energies of hydrogen bonds in
the stretched polymer chains cannot completely counteract the
energy of resilience of the stretched polymer network. In order
to reveal the mechanism of the shape memory behavior, the
XRD was used to test HM-PU1 at different elongations. In the
XRD curves (Fig. 9f), the characteristic peaks changed with
elongation, and some weak peaks appear at 40�; these peaks
disappeared until the lm was heated to the initial elongation,
revealing that the microstructure of HM-PU1 undergoes
a conversion from the uncrystallized form to the crystalline
Fig. 9 The shape memory properties of HM-PUs. (a) Photos of HM-
PU1 in the original state, the state stretched to 300% and the recovered
state at 70 �C. (b) The two pieces of papers were sutured by four bands
of HM-PU1 films. The HM-PU films were stretched to 300% and fixed
at room temperature, then recovered to their original state for six
cycles at 70 �C. (c) HM-PU1. (d) HM-PU2. (e) HM-PU3. (f) XRD of HM-
PU1 in the original state and the states at 50%, 100%, 200% and 300%.

21518 | RSC Adv., 2022, 12, 21512–21519
form and as well from the crystalline form to the uncrystallized
form in the shape memory process (Fig. S7†).49 Based on the
mechanism, four strings of HM-PU1 were used to suture two
pieces of papers, followed by heating it by a heat gun, and the
gap between the papers was disappeared quickly; thus, it can
be seen that this kind of material can be applied in the medical
eld such as in sutures.
Conclusions

In summary, inspired by silkworm bril, we have developed one
kind of elastomer with a number of excellent properties such as
high transmittance (99%), high tensile strength at break (39
MPa), splendid toughness (111.65 MJ m�3), high self-healing
efficiency, notch insensitive character, and shape memory
property. The great mechanical properties are originated from
the hydrogen bond arrays, and the network that so segments
contribute to the high elasticity. Due to the special structure
comprising several dynamic multiple hydrogen bonds, it
endows this elastomer with sustainability and durability. The
elastomer we designed by a simple synthetic method is a kind of
material with self-healing and shape memory properties, not
only paving the way for designing and manufacturing the
materials with extraordinary mechanical properties, but also for
application in the elds of exible electronics, medical appa-
ratus, and shape memory robots.
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