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Three-dimensional printing can produce scaffolds with shapes and dimensions tailored for practical clinical

applications. Enhanced osteoconductivity of such scaffolds is generally desired. Hydroxyapatite (HA) is an

inorganic ceramic that can be used to coat such scaffolds and to accelerate healing during the bone

restoration process. In this study, HA-coated aluminum/bioplastic scaffolds were fabricated, and their

structural characteristics and osteoconductivity were evaluated. Aluminum/bioplastic scaffolds were

fabricated by three-dimensional printing, and HA slurries with solids loadings of 10–20 vol% were used

for coating. As solids loadings increased, the thickness of the coating layers slightly increased, whereas

pore sizes decreased. The average compressive strength was comparable to that of cancellous bone.

Potential osteoconductivity was tested by simulated body fluid immersion for 28 days, and the formation

of the HA phase on the surface along with a weight increase indicates the potential bioactivity of the

samples.
1 Introduction

Bones are an important part of the human body: they support
the rest of the body, are connected to muscles, protect organs
and bone marrow, and store minerals such as calcium and
phosphorus. Various bone diseases can occur, including spinal
disc degeneration, scoliosis, osteoporosis, bone infection,
tumors, congenital defects, and osteoarthritis.1 Apart from
diseases, bones can fracture because of high impact forces or
stress. The self-healing abilities of bones may not be sufficient
for severe fractures. Several techniques have been employed to
heal bone fractures or promote bone regeneration. One such
technique is bone tissue engineering (BTE), which uses bone
scaffolds.2 The fundamental requirements for the practical
application of bone scaffolds include high porosity, nontoxicity,
corrosion resistance, and high durability. In addition, the bone
scaffold materials must be biocompatible so that they are not
rejected and do not cause any undesirable effects when
implanted. The materials should also have mechanical prop-
erties and strength similar to that of real human bones.2–8

Various materials have been employed for bone scaffolds
and implants. Metals such as magnesium, zirconium, titanium,
and stainless steel are commonly used in implants because of
their high strength, ease of forming, and low toxicity.3,8
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Titanium alloy is a well-known biomaterial that is widely used
as a bone replacement, to which magnesium, nickel, cobalt,
and/or chromium are added to enhance strength, exibility,
and malleability.12–16 Moghaddam et al.13 reported that adding
vanadium and aluminum to titanium can also improve strength
and corrosion resistance. The Ti–6Al–4V alloy is one of the most
commonly used materials in medical devices owing to its good
mechanical properties, corrosion resistance, and low cost.17,18 In
addition to being a component of robust titanium alloys,
aluminum is extensively used as a major component in medical
devices due to its strength, durability, exibility, lightweight,
corrosion resistance, recyclability, and abundance.19 To achieve
low potential for severe toxicity and to attain good biocompat-
ibility with the human body, surface-treated aluminium alloy is
used in biomedical applications.20–22

Processing the material to obtain the required shape is also
important. Numerous material processing techniques such as
casting and powder metallurgy are available. However, these
techniques require the utilization of molds, which have high
tool costs. Three-dimensional (3D) printing is capable of fabri-
cating near-net-shape samples without a mold as well as unique
and customized parts. This technique can also produce small
parts or specic details, so it is suitable for producing bone
scaffolds.23,24

Despite the desirable mechanical properties of metals or
alloys, their application in implants has several drawbacks.
Metal implants have low osteoconductivity, which slows the
healing process. Numerous studies have reported the corrosion
of implants over time.3,9–11 Metals are also toxic in high doses.25
RSC Adv., 2022, 12, 26789–26799 | 26789
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Fig. 1 3D-printed scaffold.

Fig. 2 3D printer and filament used to fabricate the scaffold.

Fig. 3 HA synthesis by solution combustion.
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Metal ion leaching may cause harmful conditions to human
body. For example, excessively high content of aluminium in
human blood can induce problems in internal organ such as
kidney, lung, liver, and bone.26–28 It has been reported that the
majority of aluminium intake from food, medicine, and
medical implants is eliminated through urine excretion. The
high level of remaining aluminium ions, however, can result in
chronic renal disease,28 inammation of lung, intestine, heart,
and testis, as well as weakened immunity system.29–32 High
content of aluminium ions also induces the risk of triggering
neurodegenerative diseases, including Alzheimer's disease and
Parkinson's disease, and multiple sclerosis.33–35

While aluminium toxicity is not coverable, many of the
above drawbacks can be prevented by coating the implant with
biocompatible materials. Hydroxyapatite (HA) (Ca10(OH)2(-
PO4)6) is an inorganic ceramic that is used in BTE owing to its
chemical composition similar to that of bones, high osteoin-
ductivity and osteoconductivity, and excellent biocompati-
bility.36–42 However, its relatively low strength has limited the
application of HA as a bone substitute.43,44 An effective option
for producing a high-strength bone restoration material with
enhanced osteoconductivity is to coat a metal or alloy implant
with HA. Coating a metal implant with HA promotes bone
growth, strengthens the bond between the metal and bone
tissue, accelerates healing and bone restoration,45 and
improves osteoconductivity and corrosion resistance.46,47 The
ion reaction between HA and body uid can result in bone
regeneration.48,49 HA coating can be achieved by various tech-
niques, including the sol–gel method, electrophoresis,
thermal spray technique, chemical vapor deposition, and ion
beam sputtering. The hydrothermal technique offers advan-
tages such as low processing temperature and short process-
ing time.50

In this study, simple and robust processing techniques were
combined to fabricate bone scaffolds and coat them with HA.
The study had three main parts: 3D printing of aluminum/
bioplastic scaffolds, synthesis of HA powder by solution
combustion, and coating the scaffolds with HA by the hydro-
thermal technique. The chemical composition and micro-
structure of the synthesized HA powder were examined, and the
properties of the coated scaffolds were evaluated in terms of
strength and potential bioactivity.
2 Experimental
2.1 Sample preparation

2.1.1 Scaffolds. A commercially available aluminum/
polymer composite lament (Virtual Foundry, China) with
a diameter of 1.75 mm was used for 3D printing. Specically,
the fused deposition modeling technique was used. The scaf-
folds were designed as cubic-shaped samples with dimensions
of 20 mm � 20 mm � 20 mm. To create voids that imitate the
porous structure of human bones, linear grids with a spacing of
2 mm � 2 mm were selected as the inll pattern. Fig. 1 shows
an example of a 3D-printed scaffold, and Fig. 2 shows the
materials and equipment used.
26790 | RSC Adv., 2022, 12, 26789–26799
2.1.2 Coating powder. Fig. 3 shows the solution combus-
tion technique used to synthesize HA powder. An aqueous
solution containing calcium nitrate tetrahydrate (Ca(NO3)2-
$4(H2O), Daejung, 97.0%) and ammonium phosphate dibasic
((NH4)2$HPO4, Daejung, 98.5%) with a Ca : P molar ratio of
2.3 : 1 was prepared. Glycine, which acted as the combustion
fuel, was added to the prepared solution to obtain an aqueous
solution with a Ca : P : glycine molar ratio of 2.3 : 1 : 1.9.
Combustion reaction was initiated when the prepared solution
was heated at 400 �C for approximately 1 h. Upon the comple-
tion of the combustion reaction, the synthesized powder was
collected and calcined at 600 �C for 3 h.

2.2 Coating procedure

The hydrothermal process was used to coat the scaffolds with
HA. The synthesized HA powder, polyvinyl alcohol ((–CH2-
CH(OH)–)n, 1500, Daejung), and dispersant (Darvan 821/
D821A6) were mixed with deionized water to prepare slurries
with solids loadings of 10, 15, and 20 vol% HA. The scaffolds
were then immersed into the HA slurry, which was heated at
160 �C for 5 h. Then, the scaffolds were calcined at 600 �C for
3 h.
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 XRD pattern of the scaffold.
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2.3 Characterization

2.3.1 Scaffolds prior to coating. The phase identication of
the scaffolds was conducted using an X-ray diffractometer (XRD,
Bruker, D8 Advance) over a 2-theta angle range of 30–80� at
a step size of 0.09�. An energy-dispersive X-ray spectrometer
(EDS, Hitachi, SU3500) was employed for elemental analysis
and elemental mapping. A Fourier transform infrared spec-
trometer (FTIR, Bruker, Alpha) was used to characterize the
polymeric component in the lament. Differential scanning
calorimetry (DSC, Mettler Toledo, DSC 1 Module) and ther-
mogravimetric analysis (TGA) were employed to evaluate the
thermal characteristics of the polymer. A scanning electron
microscope (SEM, Hitachi, SU3500) was used to observe the
microstructure.

2.3.2 Coating powder. The chemical composition of the
synthesized powder was analyzed by XRD (Bruker, D8 Advance),
the microstructure was observed by SEM (Hitachi, SU3500),
whereas the particle size distributions was examined by Laser
Scattering Particle Size Distribution Analyzer (HORIBA, LA960).

2.3.3 Coated scaffolds. XRD (Bruker, D8 Advance) and EDS
(Hitachi, SU3500) were used to test the phase and chemical
composition, respectively, of the coated scaffolds. SEM (Hitachi,
SU3500) was used to observe the microstructure. ImageJ and
Origin Pro8.5 soware were employed to determine the pore
size and porosity of the coated scaffolds. A universal testing
machine (Hounseld, H50KS) was used to measure the
compressive strength of the coated scaffolds. Compressive
strength was calculated from the applied load divided by the
cross-sectional area of the samples. Statistical analysis, specif-
ically assessment of the statistical signicance, was performed
on the compressive strength values of the uncoated and coated
scaffolds using Microso Excel. Two-parameter Weibull distri-
bution analysis was performed to evaluate the reliability of the
uncoated and coated scaffolds. Bioactivity was evaluated in
terms of the change in the weight of samples aer immersion in
simulated body uid (SBF) for 28 days.

3 Results and discussion
3.1 Characteristics of uncoated scaffolds

3.1.1 Microstructure. Fig. 4 shows a scanning electron
micrograph of the scaffold microstructure. A rough surface with
segregated particles can be observed aer heating at 600 �C for 3
hours. Evidence of unconnected particles might be attributed to
removal of binder and organic compounds during the heat
treatment. This binder burnout process created voids and
Fig. 4 Scanning electron micrograph of the scaffold microstructure.

© 2022 The Author(s). Published by the Royal Society of Chemistry
unbound particles, leading to lower packing density and
consequently lower mechanical strength of the scaffold.51

3.1.2 Composition. Fig. 5 shows the XRD results for the
scaffolds. At scanning angles of 30–90�, a single phase of
aluminum (JCDPS 03-065-2869) was observed. Fig. 6 shows the
elemental mapping by EDS, which also conrmed the presence
and uniform distribution of aluminum in the scaffolds.

Table 1 presents the EDS results for the scaffold composi-
tion. The scaffolds mainly consisted of aluminum and had
a composition of 38.9 at% aluminum, 28.2 at% oxygen, and 32.9
at% carbon. The high carbon content was attributed to the high
polymeric binder content in the composite lament.

Because the scaffold was fabricated from a commercially
available composite lament consisting of aluminum and
polymeric material, the polymeric binder needed to be identi-
ed. Fig. 7 shows the FTIR spectrum of the scaffold. The char-
acteristic absorption bands of the peaks observed at 3440, 2956,
1733, 1440, and 1148 cm�1 correspond to the –OH(COOH),
–CH3(S), –C]O, –CH3(B), and –C–O(COOH) functional groups,
which are commonly observed in polylactic acid (PLA).52,53

Thermogravimetric analysis (TGA) was employed to deter-
mine the volatile components, specically the polymeric binder
in the lament, according to the change in weight. As the
sample was heated from room temperature to 500 �C, a notice-
able loss in mass occurred at 225–400 �C, as shown in Fig. 8(a).
Fig. 6 Elemental mapping of the scaffold.

Table 1 Elemental composition of uncoated scaffolds

Element
Composition
(at%)

Al 38.86
O 28.17
C 32.97

RSC Adv., 2022, 12, 26789–26799 | 26791
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Fig. 7 Fourier transform infrared spectrum of the scaffold.

Fig. 8 Thermal analysis of the bone scaffold: (a) TGA curve and (b)
DSC curve.

Fig. 9 X-ray diffraction pattern of HA powder synthesized by solution
combustion.
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The extrapolated onset temperature corresponding to the
degradation of the polymeric binder was 318.4 �C. This is close
to the degradation temperature for PLA, which has been re-
ported to be 300–372 �C. The TGA results agree with the study
which indicates that the polymeric binder in the lament
mainly comprised PLA.54–56

DSC measures the temperatures and heat ows associated
with transitions in materials, and it was employed for thermal
analysis of the scaffolds. The DSC curves exhibited prominent
endothermic signals close to 58 �C and 170 �C, as shown in
Fig. 8(b). These signals may represent the glass transition
temperature (Tg) and melting temperature (Tm), respectively,
of the polymeric component. An exothermic signal repre-
senting the crystallization temperature (Tc) was clearly
observed close to 83 �C. The DSC results agreed with the FTIR
and TGA results.

PLA is a biocompatible polymer extensively used in medical
applications, including implants or bone scaffolds, owing to its
biodegradability, nontoxicity, and environmental
friendliness.57–60 Da Silva et al.61 noted that PLA can degrade in
the human body and can be excreted in the urine and during
breathing.
Fig. 10 (a) and (b) Scanning electron micrographs showing the
morphology of HA particle. (c) Scanning electron micrographs
showing agglomeration of HA particles into clusters.
3.2 Characteristics of the coating powder

3.2.1 Chemical composition. The phases of the Ca–P
compound synthesized the by solution combustion technique
were identied by XRD. Fig. 9 shows that the synthesized
powder had peaks corresponding to HA (JCPDS 01-084-1998) at
scanning angles of 30–90�. No evidence of a secondary phase
was detected. These results indicate that single-phase HA was
successfully obtained by solution combustion.
26792 | RSC Adv., 2022, 12, 26789–26799
3.2.2 Microstructure. SEM was employed to observe the
size and morphology of the HA particles. Fig. 10(a) and (b)
shows equiaxed and slightly elongated particles with an average
size of 170.0 � 51.9 nm. Nevertheless, some particles agglom-
erate into clusters with an average size of 10.0 � 5.9 mm, as
shown in Fig. 10(c). Attributed to high surface energy and large
surface area, ne particles of hydroxyapatite are inclined to be
agglomerated.49

The coating particle size can affect the characteristics of the
scaffold. For biomedical applications, ner HA particles are
preferred because of the high surface area. That could enhance
interaction between HA and scaffold. According to Hu et al. and
Christian et al., bioactivities of the calcium phosphate are
associated with size of the particles. Fine particle sizes provide
large active surface area and nucleation sites for formation of
apatite layer, promoting cell proliferation and
osteoconductivity.62–66

3.2.3 Particle size distribution. In the previous section, an
image analysis was employed in estimation of particle sizes of
the synthesized HA powder. In this section, particle size
distribution was examined to conrm the image analysis.
According to the results from the laser scattering particle size
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 11 Particle size distributions of HA particles. Fig. 14 Average pore sizes of the coated scaffolds analyzed by
ImageJ.

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

1 
Se

pt
em

be
r 

20
22

. D
ow

nl
oa

de
d 

on
 1

/1
7/

20
26

 6
:3

3:
22

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
distribution analyzer, as shown in Fig. 11, bimodal particle size
distribution is evident. The rst peak of the bimodal particle
size distribution represented primary particles with the
majority of sizes in the range between 150–200 nanometers,
whereas the second peaks represented occulated clusters with
the majority of sizes ranging from 4–7 mm.
3.3 Characteristics of the coated scaffolds

3.3.1 Microstructure. SEM was also employed for the
microstructural analysis of the coated scaffolds. Fig. 12 shows
that the coated scaffolds had a ower-like morphology. Similar
observations were reported by Ciobanu et al.67

To enhance osteoconductivity, a proper pore structure for
the HA coating is required. A pore size of 50–500 mm is
considered appropriate for practical applications.68,69 Fig. 13
shows the scanning electron micrographs of the pore structures
of the coated scaffolds. ImageJ was employed to analyze the
pore size. The results indicated that increasing the solids
loadings of HA reduced the pore size. Fig. 14 shows that scaf-
folds coated by 10, 15, and 20 vol% HA had average pore sizes of
168.46 � 67.60, 126.49 � 42.67, and 118.98 � 50.85 mm,
Fig. 12 Scanning electronmicrographs showing themicrostructure of
scaffolds coated by (a) 10, (b) 15, and (c) 20 vol% HA.

Fig. 13 Scanning electron micrographs showing the pore structure of
scaffolds coated by (a) 10, (b) 15, and (c) 20 vol% HA.

© 2022 The Author(s). Published by the Royal Society of Chemistry
respectively. According to Won et al.,70 scaffolds with pore sizes
of 100–325 mm are optimal for BTE.

In addition to the pore size, porosity affects the development
of tissue and blood vessels as well as compressive strength.71

ImageJ and Origin Pro8.5 were employed to analyze the porosity
of the coated scaffolds. Fig. 15 shows that the average porosities
of the scaffolds coated by 10, 15, and 20 vol%HA were 69.48%�
2.00%, 66.73% � 4.61%, and 64.40% � 2.97%, respectively.
These values are comparable to those reported by other
researchers and are suitable for practical application. According
to Kim et al.,72 bone scaffolds with a structure similar to
cancellous bone should have a porosity of 50%–90%.

Fig. 16 shows the chemical compositions of the coated
scaffolds according to EDS. Elemental mapping was conducted
Fig. 15 Average porosity of scaffolds coated by HA analyzed by
ImageJ and Origin Pro8.5.

Fig. 16 Scanning electron micrographs, EDS spectrum, and elemental
mapping of the scaffolds coated by (a) 10, (b) 15, and (c) 20 vol% HA.

RSC Adv., 2022, 12, 26789–26799 | 26793
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Table 2 Elemental compositions of coated scaffolds according to
solids loading

Element

Chemical composition (at%)

10 vol% HA 15 vol% HA 20 vol% HA

Ca 17.605 � 0.70 23.59 � 1.34 26.29 � 2.57
P 6.25 � 0.32 9.09 � 0.56 9.18 � 0.15
O 59.20 � 0.27 55.47 � 0.31 56.07 � 1.09
Al 18.29 � 0.61 11.84 � 1.59 8.45 � 1.32
Ca/Al 0.96 � 0.005 2.01 � 0.38 3.17 � 0.80

Fig. 18 Thickness of the coating layer on the scaffold according to
solids loading.
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to examine the distribution of the elements on the scaffold
surface. All elements had a fairly uniform distribution. Table 2
presents the quantitative analysis of the key elements: Ca, P, Al,
and O. The Ca/Al ratio differed signicantly according to solids
loadings: with the lowest and the highest in the samples coated
with 10 and 20 vol% HA, respectively. It is generally accepted
that the elemental composition values obtained from the EDS
analysis rely on interactions of X-ray and the sample. Therefore,
if the HA coating layer is uniform, non-porous and thick,
aluminium signal may not be detected. Nevertheless, since the
HA coating layers in this study demonstrated highly porous
structure, X-ray could penetrate to aluminium surface through
pores.

For the samples coated with 10 vol% HA, the largest pore
sizes, the highest porosity and thinner HA coating layer were
evident. On the contrary, thicker coating layer with ner pores
and reduced porosity was observed in the samples coated with
20 vol% HA. For the coated scaffold with HA at higher solids
loading, ner pore size and lower porosity suppress aluminum
signal in the EDS spectrum, resulting in the enhanced Ca/Al
ratio.

3.3.2 Thickness of the coating layers. The uniformity and
thickness of the coating affect its adhesion to and strength of
the underlying structure. Fig. 17 shows scanning electron
micrographs of the coating thickness, which increased with
solids loading. Fig. 18 shows the average thicknesses of coated
scaffold with 10, 15, and 20 vol% HA. When the scaffold
thickness is excluded, the thickness of the HA coating layers
were 38.21 � 17.58, 42.65 � 28.47, and 46.53 � 29.68 mm,
respectively. These values are comparable to those in the liter-
ature.72–74 Converse et al.73 obtained an HA coating thickness of
42–89 mm and reported a decrease in porosity with increasing
Fig. 17 Scanning electron micrographs showing thickness of the (a)
uncoated sample, coated with (b) 10 vol% solids loading, (c) 15 vol%
solids loading, and (d) 20 vol% solids loading.

26794 | RSC Adv., 2022, 12, 26789–26799
HA content. The scanning electron micrographs also showed
greater nonuniformity as solids loading increased. Thus, the
optimal microstructure was achieved for a scaffold coated with
10 vol% HA.

3.3.3 Compressive strength. A key requirement for bone
scaffolds is acceptable compressive strength. Table 3 indicates
that the uncoated scaffolds exhibited exceptionally low
strength, which may be attributable to the unconnected grains
shown in Fig. 4. The coated scaffolds demonstrated compres-
sive strength that was acceptable for human bones. Cancellous
bone has a strength value of 0.1–16 MPa, and the coated scaf-
folds had an average compressive strength value of 0.84–
2.98 MPa. The scaffolds coated by 10 vol% HA exhibited the
greatest average strength of 2.98 MPa, and the scaffolds coated
by 20 vol% HA demonstrated the minimum strength of
0.23 MPa. Statistical signicance of compressive strength of the
uncoated and coated scaffold was evaluated. The values of p <
0.001 (designated as *** in Fig. 19) were obtained. With very low
p values, very high signicance was demonstrated.75

The low average compressive strength in the samples the
high solids loading may be attributed to the nonuniformity and
excessive thickness of the coating. As shown in Fig. 19, the
samples coated with 20 vol% HA revealed the greatest standard
deviation compared to its mean compressive strength. The
coefficient of variation (the ratio between standard deviation of
dataset and the mean of dataset) of the samples is 0.5, indi-
cating that the compressive strength values of the samples are
relatively scattered. The dispersion of the strength values might
be associated with nonuniform coating. As shown in Fig. 20, the
scanning electron micrographs of the samples coated with
10 vol% HA reveal thinner coating layer with relatively uniform
thickness. On the contrary, thicker but nonuniform coating
layers were observed in the sample coated the 15 and 20 vol%
HA.

Schmidmaier et al.74 reported that a thick coating layer may
be at a higher risk of detachment from the implant. Thus,
a high solids loading may result in a nonuniform coating with
poor adhesion and compressive strength.76

3.3.4 Weibull distribution analysis and reliability of bone
scaffold samples. Since the compressive strength results with
highly scattered data were obtained, the Weibull analysis was
further performed for prediction the reliability of the bone
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Table 3 Compressive strength of coated scaffolds

Sample no.

Compressive strength (MPa)

Uncoated
Coated with
10 vol% HA

Coated with
15 vol% HA

Coated with
20 vol% HA

1 0.15 2.26 1.50 0.23
2 0.18 2.57 1.83 0.37
3 0.19 2.91 1.91 0.73
4 0.20 2.99 2.04 0.75
5 0.23 3.12 2.15 0.77
6 0.24 3.22 2.23 1.13
7 0.25 3.30 2.35 1.31
8 0.35 3.48 3.01 1.41
Average 0.22 2.98 2.13 0.84
Standard deviation 0.06 0.40 0.44 0.42

Fig. 19 Compressive strength of uncoated and coated scaffolds.

Fig. 20 Scanning electron micrographs showing the sample coated
with (a) 10 vol% solids loading, (b) 15 vol% solids loading, and (c)
20 vol% solids loading.

Fig. 21 Weibull plots for the compressive strength of scaffolds: (a)
control, (b) coated with 10 vol% HA, (c) coated with 15 vol% HA, and (d)
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scaffold. Fig. 21 shows the Weibull plots obtained for the
uncoated and coated scaffolds. Good linearity with a correlation
coefficient (R2) greater than 0.90 was obtained (ln(x) vs. ln(�ln(1
� F(x)))). Table 4 presents the results of the reliability analysis
on the probability that the scaffolds would meet bone strength
requirements. Numerous studies have reported that cancellous
bone has a compressive strength value of 0.1–16 MPa.77 The
reliability analysis revealed that the uncoated scaffolds did not
achieve the required compressive strength, whereas the scaffold
coated by 10 vol% HA exhibited the greatest compressive
strength and achieved the minimum required compressive
strength. The scaffold coated by 10 vol% HA demonstrated an
excellent survival probability of 100% when subjected to
stresses of 0.5–1.50 MPa. At stresses of 2 and 2.50 MPa, survival
probability declined to 97% and 85%, respectively. For scaffolds
© 2022 The Author(s). Published by the Royal Society of Chemistry
coated with 15 vol% HA, a survival probability of 90% was
achieved at a compressive stress of 1.5 MPa. However, the
survival probability dropped substantially to 22% at a stress of
2.5 MPa. Scaffolds coated with 20 vol% HA had a low survival
probability for a stress of 2.5 MPa. On the basis of the results for
porosity, uniformity, and compressive strength, a solids loading
of 10 vol% HA was concluded to obtain a coated scaffold with
the best properties.

3.3.5 Bioactivity. Some of the key desirable characteristics
of the bone scaffolds include biodegradability and bioactivity,
which promote bone regeneration.75

The bioactivity of the coated scaffolds can be evaluated as
a result of HA immersion into SBF for 28 days. During the
course of SBF immersion, HA dissolves in SBF and release Ca2+

and PO4
3�, which increased ion concentrations around the HA

and provided favorable sites for apatite nucleation and crystal-
lization. Through electrostatic attraction, negatively charged
OH� and PO4

3� ions interact with positively charged Ca2+ ions,
resulting in chemical bonding and formation of HA layer on the
surface of the scaffold.48,78–80

Fig. 22 shows scanning electron micrographs of the scaffolds
coated by HA slurries before and aer SBF immersion. The
coated with 20 vol% HA.
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Table 4 Reliability analysis of coated scaffolds

Compressive strength
(MPa)

Reliability

Uncoated
Coated with
10 vol% HA

Coated with
15 vol% HA

Coated with
20 vol% HA

0.50 0.00 1.00 1.00 0.74
1.00 0.00 1.00 0.99 0.38
1.50 0.00 1.00 0.90 0.15
2.00 0.00 0.97 0.62 0.04
2.50 0.00 0.85 0.22 0.01
3.00 0.00 0.51 0.02 0.00
3.50 0.00 0.11 0.00 0.00
4.00 0.00 0.00 0.00 0.00
4.50 0.00 0.00 0.00 0.00
5.00 0.00 0.00 0.00 0.00

Fig. 22 Scanning electronmicrographs and elemental mapping of the
scaffolds coated by hydroxyapatite slurries with 10 vol% (a) before
immersion in SBF, and (b) after immersion in SBF 28 days.

Table 6 Quantitative element analysis of coated scaffolds after

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

1 
Se

pt
em

be
r 

20
22

. D
ow

nl
oa

de
d 

on
 1

/1
7/

20
26

 6
:3

3:
22

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
micrographs revealed porous morphology similar to that of HA,
indicating potential bone growth with the HA coating. To
ensure that the HA-like morphology did not belong to the
existing HA coating layer, changes in weight aer SBF immer-
sion were used as indicators of bone-bonding ability. Table 5
demonstrates that the coated scaffolds increased in mass by
more than 10% aer immersion. This is similar to the obser-
vations of Chandra et al.,81 who reported a mass of 5.93–6.79%
aer Fe-doped HA samples were immersed in SBF for 4 weeks.

The presence of HA was also conrmed by EDS. Elemental
mapping of the coated scaffolds, as shown in Fig. 22 reveals
a uniform distribution of elements on the surfaces. Table 6
presents a quantitative analysis of the key elements: Ca, P, Al,
and O. The Ca/P ratios of 2.81 � 0.21, 2.53 � 0.09 and 2.90 �
Table 5 Weight of coated scaffolds before and after immersion in SBF

HA (vol%)
Weight before SBF
immersion (g)

Weight aer SBF
immersion (g)

Weight increase
(%)

10 2.9065 � 0.05 3.2849 � 0.05 11.78
15 2.9942 � 0.05 3.4032 � 0.05 13.65
20 2.077 � 0.05 2.3016 � 0.05 10.81

26796 | RSC Adv., 2022, 12, 26789–26799
0.08 were evident in the samples coated by 10, 15, and 20 vol%
HA, respectively. Elemental analysis of the samples prior to SBF
immersion was previously shown in Table 2. The Ca/P ratios of
2.81 � 0.03, 2.53 � 0.01, and 2.86 � 0.32 were observed in the
samples coated by 10, 15, and 20 vol% HA, respectively. The Ca/
P values of the HA coating aer SBF immersion is close to that
obtained prior to SBF immersion, indicating presence of HA
aer SBF immersion.

It should be addressed that non-stoichiometric apatite with
the high value of Ca/P was obtained in this study. Stoichio-
metric HA has the Ca/P ratio of 1.67. Substantial variation of Ca/
P ratio from the stoichiometric value can occur as a result of ion
substitution. The loss of negative charges, which leads to the
increase of Ca/P ratio, may occur when trivalent PO4

3+ ions in
HA structure are substituted by bivalent ions such as carbonate.
Carbonate substitution in HA can be represented by the
following formula:

Ca10�x+u(PO4)6�x(CO3)x(OH)2�x+2u with x # 2 and u # x/2

It is noted that the hydroxyapatite powder used for coating
was synthesized by the solution combustion technique, where
carbon containing compound (glycine) was used as combustion
fuel. Therefore, carbonate substitution can be possible. Average
Ca/P ratios of the synthesized powder, coated layers (both
before and aer SBF immersion) were in a comparable range.
immersion in SBF for 28 days

Element

Chemical composition (at%)

10 vol%
HA 15 vol% HA 20 vol% HA

Ca 8.195 � 2.22 14.61 � 0.20 20.41 � 14.86
P 2.88 � 0.57 5.78 � 029 7.10 � 5.32
O 69.65 � 0.43 65.45 � 0.70 64.48 � 13.22
Al 19.26 � 2.36 14.14 � 1.2 7.69 � 6.53
Ca/P 2.81 � 0.21 2.53 � 0.09 2.90 � 0.08

© 2022 The Author(s). Published by the Royal Society of Chemistry
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Potential enhancement of bioactivity in ion-substituted HA
may be associated with increase solubility. It is commonly
accepted that HA is hardly soluble. Ion substitution potentially
creates ionic vacancies, strains, and heterogeneity of composi-
tion, which destruct crystal cohesion and result in increased
solubility. It has been reported that when the carbonate
substitution increases, higher solubility product constant (Ksp)
increases. Nucleation ability of HA is also related to supersat-
uration ratio which generally associates with high solubility.82

Another possible explanation for high Ca/P ratio involves
formation of a hydrated surface layer. The existence of
a hydrated layer, mainly containing bivalent ions such as Ca2+,
promotes spontaneous ion release and ion exchange. In addi-
tion, interfacial energy is potentially decreased, which accom-
modate the nucleation of HA.66

From the aforementioned discussion related to non-
stoichiometric HA, it can be possibly deduced that high Ca/P
ratio may be advantageous in terms of enhancement of bioac-
tivity. A similar observation has been reported by Yang et al.,
who states that the coating prepared by plasma electrolytic
oxidation at different Ca/P ratios yields different bioactivity.
Improvement of the bioactivity of the coated implant can be
achieved with higher the Ca/P ratio.83
4 Conclusions

Aluminum/PLA scaffolds were successfully fabricated and
coated with HA. The scaffold was 3D-printed, whereas a hydro-
thermal method was used for the HA coating. HA powder with
an average particle size of <200 nm was synthesized by solution
combustion and used for the coating process. The uncoated
scaffolds showed a rough surface morphology with segregated
grains of aluminum. By contrast, the coated scaffolds revealed
a ower-like morphology. The pore size and thickness of the HA
coating were affected by the solids loading of the HA slurry. An
average pore size of 118.98–168.46 mm and coating thickness of
38.21–46.53 mm were observed for scaffolds coated with 10, 15,
and 20 vol%HA. An average compressive strength value of 0.84–
2.98 MPa was achieved. The optimal coating properties were
obtained at 10 vol% HA. The coated scaffolds were then tested
for reliability and potential bioactivity. The scaffolds coated
with 10 vol% HA achieved 100% reliability when subjected to
a compressive stress of 1.5 MPa. The mass of the coated scaf-
folds increased by more than 10% aer immersion in SBF for 28
days, which suggest their potential bioactivity.
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and J. Hošek, J. Biol. Eng., 2017, 11, 31–33.

55 G. Wang and A. Li, Chin. J. Chem. Eng., 2008, 16, 929–933.
56 S. Yang, Z.-H. Wu, W. Yang and M.-B. Yang, Polym. Test.,

2008, 27, 957–963.
57 T. T. Li, L. Ling, M.-C. Lin, Q. Jiang, Q. Lin, J.-H. Lin and

C.-W. Lou, J. Nanomater., 2019, 9, 679.
58 M. C. Lin, C. W. Lou, J. Y. Lin, T. A. Lin, Y.-S. Chen and

J. H. Lin, Mater. Sci. Eng., C, 2018, 91, 404–413.
59 S. Uma Maheshwari, V. K. Samuel and N. Nagiah, Ceram.

Int., 2014, 40, 8469–8477.
60 R. P. Pawar, S. U. Tekale, S. U. Shisodia, J. T. Totre and

A. J. Domb, Recent Pat. Regener. Med., 2014, 4, 40–51.
61 D. da Silva, M. Kaduri, M. Poley, O. Adir, N. Krinsky,

J. Shainsky-Roitman and A. Schroeder, Chem. Eng. J., 2018,
340, 9–14.

62 L. Wang, D. Barbieri, H. Zhou, J. D. de Bruijn, C. Bao and
H. Yuan, J. Biomed. Mater. Res., Part A, 2015, 103, 1919–1929.

63 Z. Shi, X. Huang, Y. Cai, R. Tang and D. Yang, Acta Biomater.,
2009, 5, 338–345.

64 Q. Tian, J. Lin, L. Rivera-Castaneda, A. Tsanhani, Z. S. Dunn,
A. Rodriguez, A. Aslani and H. Liu, Sci. Rep., 2019, 9, 1–27.

65 Q. Hu, Z. Tan, Y. Liu, J. Tao, Y. Cai, M. Zhang, H. Pan, X. Xu
and R. Tang, J. Mater. Chem., 2007, 17, 4690–4698.

66 C. Rey, C. Combes, C. Drouet and H. Shi, Adv. Sci. Technol.
Res. J., 2006, 49, 27–36.

67 G. Ciobanu, G. Carja, O. Ciobanu, I. Sandu and A. Sandu,
Micron, 2009, 40, 143–146.

68 L. Morejón, J. A. Delgado, A. A. Ribeiro, M. Varella de
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