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Sulfides cannot be completely removed using oxidation due to the production of sulfate. In this work,
a reduced graphene oxide (RGO)/FezO4 hybrid material was synthesized via a simple in situ chemical
method for sulfide removal. The adsorption capacity of RGO/FesO4 was evaluated by sulfide removal
from aqueous solution, and different experimental parameters including contact time, solution pH,
adsorbent dosage, ion strength and temperature were investigated. The equilibrium data were in
accordance with the Langmuir linear isotherm with a maximum uptake capacity of 173 mg g~*. The
adsorption of sulfide by the RGO/FezO,4 hybrid material can be attributed to the synergistic effect of
both chemical and physical adsorption according to kinetic, adsorption isotherm and thermodynamic
studies. The RGO/Fe3sO, material with oxygenated functional groups could convert sulfides to stable
elemental sulfur and sulfone organics. The external magnetic field could easily separate the magnetic
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1. Introduction

Sulfides (H,S, HS™, $>7) are regarded as one of the most widely
existing pollutants in the environment." Sulfides in wastewater
can react with metals and metal oxides to form metal sulfides,
which can corrode metal equipment and metal pipes.> Sewage
leakage induced by pipeline corrosion pollutes the surrounding
water, soil and groundwater environment and the corrosion
product iron sulfide (FeS) then causes the water body to become
black, which worsens the water quality.® Furthermore, hydrogen
sulfide (H,S) gas released from wastewater even at trace levels
can cause the water to become obnoxious and is toxic for the
human nervous system.*

Sulfides enter the aqueous environment through both
natural processes and human activities. Sulfides can be formed
spontaneously by the anaerobic decomposition of sulfur-
containing organic matter or the reduction of biological
sulfates under the action of septic bacteria and sulfate-reducing
bacteria, which usually occurs in natural systems such as
marine, river and lake sediments as well as in the treatment of
municipal and agricultural sewage and waste.> Moreover, the
majority of manufactured dissolved sulfide and gaseous H,S
pollutants are discharged into the natural environment. The
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cost treatment of sulfide-containing wastewater by the RGO/FezO4 hybrid material.

average sulfide concentrations in wastewater from the petro-
chemical and leather industries are around 150 g L * and 360
mg L', respectively.*” Dissolved sulfides also have been
frequently detected in the municipal wastewater treatment,
pulp and paper production, and the manufacturing of coke and
steel." The removal of sulfides from aqueous solutions is usually
done by chemical precipitation, which is defined as sulfides
reacting with metal ions such as iron and zinc ions to form
insoluble precipitates.® However, this technology requires
a large amount of precipitant input and the precipitate
produced is too small to be separated; hence, the comprehen-
sive economic benefits are not good.

Recent studies demonstrated that oxidation and adsorption
have been generally adopted for sulfide removal.® It is well
known that sulfides in wastewater mostly exist as reductive S>~,
which can be oxidized to elemental sulfur/sulfate by different
oxidants such as air, ozone, chlorine, potassium permanganate
and hydrogen peroxide.’ However, sulfates are reduced into
sulfides again by sulfate-reducing bacteria (SRB), and cannot be
completely removed in many aquatic systems."* Adsorption is
a powerful approach that has been widely used for sulfide
removal due to its low cost and capability for complete
removal.®> To date, various adsorbents (including activated
carbon, metal oxides, porous graphitic carbon composite and
graphene-based materials) have been employed for sulfide
removal. Hariz et al. found that activated carbon calcined at
500 °C could effectively adsorb sulfide in refining wastewater,
and its adsorption capacity was 58.82 mg g '.** Jacukowicz-
Sobala et al. used hybrid polymers containing iron oxides
prepared through a carboxyl cation exchanger to remove

© 2022 The Author(s). Published by the Royal Society of Chemistry
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sulfides from water with an adsorption capacity of 60 mg g~ *.**
The sulfide was removed by heterogeneous oxidation and
reductive dissolution of iron(m) oxides. Edathil et al. synthe-
sized a graphene-based hybrid adsorbent using desert sand and
sucrose, and the maximum adsorption capacity for sulfide was
370 mg g~ '.** The adsorption behavior of sulfide on the adsor-
bent fitted the Langmuir adsorption isotherm and pseudo-
second-order kinetic model well. Sulfide is removed by conver-
sion to elemental sulfur and sulfate.

Among these materials, carbon-based adsorbents have won
significant consideration owing to its large specific surface area,
abundant adsorption sites and good chemical stability.’*"” In
particular, reduced graphene oxide (RGO) exhibits good
absorption property.”® RGO hydrogel and aerogels had been
used for the removal of toluene, rhodamine 6G and phenol with
adsorption capacities of 500 mg g ', 500 mg g ' and 150 mg
g !, respectively, and could be reused at least five times.*
Porous 3D RGO showed good adsorption performance for
imitated polystyrene microplastics by the strong m—m interac-
tion.>® Moreover, RGO has been also demonstrated to have good
catalytic activity in oxidative desulfurization reactions to
remove sulfur-containing compounds.® Therefore, RGO
potentially can be used as both adsorbent and catalyst to
remove dissolved sulfides from waters through adsorbing and
catalytically oxidizing sulfides into stable sulfur-containing
organics in cases involving the secondary conversion of sulfates.

However, direct separation of RGO from solution by centri-
fugation or filtration is a high-cost process after adsorption,
which limits its practical application. In addition, the easy
aggregation of RGO will reduce the adsorption capacity.>” These
problems can be solved well by combining magnetic particles
with RGO. Fe;0, is the most commonly used magnetic particle,
which is superparamagnetic and environmentally friendly.
Furthermore, it has a large surface area and is a low-cost
material.*® RGO loaded with Fe;O, can prevent the aggrega-
tion of RGO platelets, which increases the surface area and
improves the adsorption capacity. Simultaneously, the
magnetic adsorbent can be easily separated from the solution
by an external magnetic field.

In the present study, a reduced graphene oxide/magnetite
(RGO/Fe;0,) hybrid material was synthesized by a simple in situ
chemical synthesis method. RGO/Fe;O, was tested to remove
sulfide from aqueous solution under different experimental
parameters, including contact time, solution pH, adsorbent
dosage, ionic strength and temperature. The hybrid material was
also characterized by SEM, XRD, FTIR, XPS and BET techniques.
Adsorption kinetics, isotherm models and thermodynamics were
applied to determine the rate control step, maximum adsorption
capacity and adsorption mechanism. Moreover, a corresponding
reaction mechanism for the removal of sulfides using the RGO/
Fe;0, hybrid material was put forward.

2. Experimental
2.1 Materials preparation

Graphite powder (99.95%, =325 mesh) was purchased from
Beijing InnoChem Technology (China). Other reagents and
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chemicals, including sodium sulfide (Na,S-9H,0), iron(u)
chloride tetrahydrate (FeCl,-4H,0), sodium nitrate (NaNOj;),
potassium permanganate (KMnO,), hydrogen peroxide (H,0,),
sulfuric acid (H,SO,, 98%) and hydrochloric acid (HCl, 37%),
were obtained from Sinopharm Chemical Reagent (China). All
chemicals were of analytically pure grade. Ultrapure water (>18
MQ cm) was used in all experiments.

2.2 Preparation of the RGO/Fe;0, hybrid material

The modified Hummers' method* was used to prepare gra-
phene oxide (GO) from graphite powder (see Text S1t).
Synthesis of the RGO/Fe;0, hybrid material with different
weight ratios of GO and FeCl,-4H,0 was carried out via
a simple in situ chemical synthesis method* with some
modifications. In a typical synthesis of the RGO/Fe;0, hybrid
material, GO (25 mg) was dispersed into ultrapure water (50
mL) by ultrasonication for 45 min. Then, FeCl,-4H,0 (2.0281
g) was added to this suspension under nitrogen protection.
Sequentially, the mixture was stirred at ambient temperature,
and 25% ammonia solution (15 mL) was mixed slowly. Each
drop of ammonia solution quickly turned the solution from
brown to black, and the stirring of the black mixture was
maintained for 15 min. Finally, the resulting mixture was
washed repeatedly with ultrapure water and ethanol to obtain
a solid sample. The solid sample was freeze-dried to yield the
RGO/Fe;0, hybrid material. The weight ratios of GO and
FeCl,-4H,0 were set to 1:1-1:4 (GO, 25 mg; FeCl,-4H,0,
1.0141, 2.0281, 3.0422, and 4.0562 g), where the obtained
composites were denoted as RGO/Fe;0,4-1, RGO/Fe;0,4-2, RGO/
Fe;0,4-3, RGO/Fe;0,-4, respectively.

2.3 General characterization

The crystal structures of various composites were determined
by X-ray diffraction (XRD) with the X-ray source of the Cu-Ko
radiation (Ultima IV, Japan) in the range of 10-80° (2 theta).
The surface morphology analysis was carried out by scanning
electron microscopy (SEM) (S-4800, Hitachi, Japan). The
surface functional groups of the immobilization materials
were identified via Fourier-transform infrared spectroscopy
(FTIR) (Nicolet iS50, Thermo Fisher, USA). The elemental
content and chemical state of various compounds were
measured by X-ray photoelectron spectroscopy (XPS) (Thermo
ESCALAB 250XI, USA) with an Al Ko X-ray as the excitation
source. The specific surface area was determined by the Bru-
nauer-Emmett-Teller (BET) method (ASAP2460, Micro-
meritics, USA).

2.4 Chemical analysis

Various concentrations of sulfide solution were obtained by
diluting the stock solution, which was prepared by dissolving
7.5 g of sodium sulfide with a small amount of water and
transferring to a 1000 mL volumetric flask for diluting to line.
The concentrations of sulfide before and after adsorption were
determined by methylene blue method (See Text S2t). All
adsorption experiments were carried out without nitrogen gas
protection to mimic the actual wastewater scene.
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Batch adsorption experiments were carried out by mixing
a specific quantity of RGO/Fe;O, in 10 mL of determined
concentrations of sulfide solution, which was held in different
50 mL stoppered conical flasks. The flasks were placed in
a constant temperature oscillator (ZD-85, Yinggong, China),
which was kept at room temperature with a fixed speed of
160 rpm for all subsequent experiments. The main experi-
mental parameters for the effect of adsorption, including
contact time (0-180 min), pH value (2.0-12.0), adsorbent dosage
(0-50.0 mg), initial sulfide concentration (0-350 mg L™ ') and
temperature (25-45 °C). In addition, this paper explored the
effect of ionic strength on sulfide adsorption, which was con-
ducted by changing the concentrations of NaCl and CacCl, (0-1
M). The detailed experimental procedures are supplied in Text
S3.1 A volume (1.0 mL) of the dispersion solution was pipetted
at the specified moment and filtered quickly with a 0.45 pm
filter membrane. Then, the equilibrium concentrations of
sulfide were quantified by UV-vis absorbance at 665 nm. All tests
were repeated multiple times. The removal rate (%) and uptake
capacity (Q., mg g~ ') for sulfide under equilibrium condition of
the RGO/Fe;0, composite were determined from eqn (1) and
(2), respectively.

Removal% = (%) x 100 (1)
0

V
0.~ ~(C1=C) @)

where C, (mg L") is the initial concentration of the sulfide
solution, C. (mg L") is the equilibrium concentration after
adsorption, V(L) is the volume of the sulfide solution, and m (g)
is the weight of the adsorbent added.

For kinetic studies, linear pseudo first order, linear pseudo
second order and intra-particle diffusion models were used to
understand the adsorption mechanism. Equivalently, Langmuir
and Freundlich adsorption isotherms in linear and non-linear
forms were fitted by the sulfide uptake gained at different
initial sulfide concentrations to determine the equilibrium
adsorption capacity. Thermodynamic studies were carried out
to further analyze the adsorption process.

Furthermore, in order to find an appropriate model to fit the
adsorption data, the root mean squared error (RMSE) and x>
values were used to evaluate the linear and non-linear adsorp-
tion isotherm models, combined with the value of the correla-
tion coefficient (R*) from the regressive analysis. The
expressions for the above error functions were calculated as
follows:

RMSE = \/}1—12 Z (Qexp - Qcal)2 (3)
i—1

< Qexp Qcal
Z Qcal (4)

i=1

where Qe is the adsorption capacity obtained experimentally,
Qcal is the adsorption capacity calculated from the isotherm,
and n is the number of test elements.
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3. Results and discussions
3.1 Characterization of the RGO/Fe;0, hybrid material

3.1.1. Morphology and microstructure analysis. Fig. 1(a-d)
shows the morphology of graphite, GO, fresh and used RGO/
Fe;0,4 by SEM, respectively. It can be seen that flake graphite
became thin paper-like graphene oxide, confirming the
successful synthesis of GO using the modified Hummers'
method.”® The RGO/Fe;0, hybrid materials showed a stacked
sheet-like morphology with some small irregular sheets
(Fig. 1(c)). One plausible explanation for this observation is that
an electrostatic attraction exists between the Fe*>" and graphene
oxide sheets with negatively charged functional groups.” Fe**
was oxidized to Fe*" by the hydroxyl (OH), alkoxy (C-O-C) and
carbonyl (C=0), and carboxylic acid (COOH), which were
reduced simultaneously with the formation of RGO. The
detailed redox reaction mechanisms are described in eqn (5)-

(7).

2Fe’* + GO — 2Fe* + RGO (5)
2Fe** + Fe?* + 8OH™ — Fe;0,4 + 4H,0 (6)
3Fe’* + GO(SOH ) — Fe;0,4 + 4H,0 + RGO 7)

Compared with Fig. 1(c), the morphology variation of the
RGO/Fe;0,4 hybrid material adsorbed sulfide was not apparent
(Fig. 1(d)), which demonstrated that there may be little rela-
tionship between the morphology and the adsorption.*®

3.1.2. Crystal structure analysis. Fig. 2(a) provides the X-ray
diffraction patterns of graphite, GO, fresh and used RGO/Fe;0,.
The graphite exhibited a strong diffraction peak at 26.4° (002)
with a corresponding interlayer spacing (d-spacing) of
0.3376 nm. From Fig. 2(a), it can be seen that a large peak
shifted from 26.4° to 10.7° (001) for the GO with increased
interlayer spacing of 0.8252 nm. This could be explained by the
presence of oxygen-containing functional groups.*® This result
was consistent with the SEM results. The diffraction peaks of
the RGO/Fe;0,4 hybrid material at 26 of 30.12°, 35.48°, 43.12°,
53.50°, 57.03° and 62.62° were indexed to the (220), (311), (400),
(422), (511), and (440) planes of Fe;0, (JCPDS#88-0866),
respectively.*® Moreover, a strong diffraction peak occurred at 26
of 21.22° (002) with the interlayer spacing of 0.4184 nm for
RGO,** which was caused by the Fe®" reduction. The higher
interlayer spacing demonstrated that some oxygen-containing
functional groups were still retained in RGO.** These conclu-
sions confirmed that RGO/Fe;0, was well prepared by in situ
chemical method. However, the XRD pattern of RGO/Fe;0,
showed no significant peak change after sulfide adsorption,
which might be due to low sulfur content or the amorphous
product.

3.1.3. Surface functional groups analysis. The surface
properties and functional groups on the surface of GO, fresh
and used RGO/Fe;0, hybrid material were further studied by
FTIR spectroscopy (Fig. 2(b)). In the FTIR spectrum of GO, the
peak at 3450 cm ' was assigned to the O-H stretching

© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig.1 SEMimages of (a) graphite, (b) GO, (c) fresh RGO/FezO4 (RGO/Fez04-2) and (d) used RGO/Fez04 (RGO/Fez04-2, Co =135.88mg L, T=

298 K, m = 0.050 g, t = 180 min, pH = 11.74).

vibrations of water molecules that were absorbed on the
samples.® The peak at 1720 cm ™' corresponded to the C=0
stretching vibration of carboxyl (-COOH) groups or carbonyl
(-RCO) groups,* and the peaks at 1290 and 1020 cm ™" were
attributed to the C-O stretching vibration of the epoxy (C-O-C)
groups.® The peak at 1600 cm ™" belonged to the C=C bond of
the carbon skeleton.** These data indicated that GO was
synthesized well. For RGO/Fe;0,, the above characteristic peaks
of oxygen-containing functional groups were weakened, indi-
cating that GO was partially reduced to RGO. Furthermore, the
peak at 579 cm ™" was ascribed to the characteristic absorption

band of the Fe-O bond of bulk Fe;0,.** Additionally, from the
FTIR spectra of the sulfide-adsorbed RGO/Fe;0,, a new peak at
436 cm ™! was observed, which was attributed to the S-S bond,*®
indicating the formation of elemental sulfur and the adsorption
of sulfides on RGO/Fe;0,.

3.1.4. Chemical composition analysis of fresh and used
RGO/Fe;0,4. XPS spectra were used to further determine the
final form of the sulfide adsorbed on RGO/Fe;O, and their
interactions. Fig. S1(a) and (b)} shows the wide spectrum of
fresh and used RGO/Fe;0, hybrid materials, respectively. The
characteristic signals of carbon (C 1s at 285 eV), iron (Fe 2p at

(a)

(b)
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Fig.2 XRD diffraction patterns (a) of graphite, GO, fresh and used RGO/FezQ,4 (RGO/Fez04-2, Co = 135.88 mg L™, T=298 K, m=0.050 g, t =
180 min, pH = 11.74) and FTIR spectra (b) of GO, fresh and used RGO/Fez0,4 (RGO/Fez04-2, Co = 13588 mg L1, T=298 K, m=0.050g, t =

180 min, pH = 11.74).
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Fig. 3 XPS spectra of (a) C 1s, (b) O 1s, (c) Fe 2p and (d) S 2p of fresh and used RGO/Fez0, (RGO/Fes04-2, Co = 13588 mg LY, T=298 K, m =

0.050 g, t = 180 min, pH = 11.74).

711 eV) and oxygen (O 1s at 530 eV) were clearly observed for the
fresh RGO/Fe;0,, which confirmed the formation of RGO/
Fe;0,.”” The sulfur peak was indistinct on the used RGO/Fe;0,
hybrid material, but the adsorption of sulfides can be deter-
mined by combining the previous results and the narrow-
spectrum analysis of S 2p. The deconvoluted C 1s for RGO/
Fe;0, before and after the adsorption of sulfide is displayed in
Fig. 3(a). The peaks of the fresh RGO/Fe;0, at 284.8, 286.61 and
288.55 eV were assigned to the C-C and C=C bonding

~
feb}
R

120

—o— RGO/Fe304 absorbed

100+ —=—RGO/Fe304

Quantity Adsorbed (cm*g STP)

T
0.6

T
0.4
Relative Pressure (P/P,)

hybridization, the C-O bonds and the C=0 bonds of the RGO,*”
respectively, which indicated the presence of oxygen-containing
functional groups. The curve-fitted O 1s spectra of the two
nanocomposites are shown in Fig. 3(b). The two characteristic
peaks of the O 1s spectrum of fresh RGO/Fe;0, appeared at
529.69 eV and 530.89 eV (Fig. 3(b)). The peak at 529.69 eV was
associated with the lattice oxygen of Fe;0,4,*® while the peak at
530.89 eV indicated the existence of oxygen-containing groups
like the C-O, O-C=0 and O-H groups.* Compared to the fresh

(b)
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Fig.4 (a) N, adsorption—desorption isotherms, and (b) pore size distribution of fresh and used RGO/FezO4 (RGO/Fes04-2, Co =119.31mg L™, T

=298 K, m=0.4g, t=180 min, pH = 11.70).
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Table 1 The parameters of fresh and used RGO/FezO,4 (RGO/Fez04-2) obtained from BET analysis

BET surface area

Average pore Total pore volume

Materials (m>g™) diameter (nm) (em® g™
RGO/Fe;0, 43.3405 13.3843 0.076190
RGO/Fe;0, absorbed 35.7149 17.2854 0.161920

RGO/Fe;0,, the binding energies in the C 1s and O 1s spectra
for the used RGO/Fe;0, slightly increased. This cans be
ascribed to the interaction between the sulfides and oxygen-
containing groups on RGO, and their key roles in sulfide
removal. As can be seen from Fig. 3(c), the Fe 2p spectrum of
RGO/Fe;0, showed two main peaks located at 710.48 eV and
723.95 eV, which were ascribed to the Fe 2p3/, and Fe 2p4,, spin—-
orbit peaks of Fe;O,, respectively.® The other peaks corre-
sponded to their satellite peaks. This was similar to the result
obtained from the spectra of C 1s and O 1s. The binding ener-
gies of Fe 2p also became higher in the used RGO/Fe;0,. This is
possibly due to the strong interaction between Fe** and RGO
through the Fe-O-C bonds.*® These were in agreement with the
previous XRD and FTIR characterization. Fig. 3(d) shows the S
2p spectra for the fresh and used RGO/Fe;0,. The S 2p spectra
of fresh RGO/Fe;0, had a larger peak noise and lower intensity
than the used RGO/Fe;0,. In addition, elemental sulfur was not
introduced in the material preparation process, which indi-
cated that there were no sulfides on the fresh RGO/Fe;0,
composite surface. The S 2p spectra exhibited two prominent
peaks at 163.51 and 168.08 eV after sulfide adsorption, corre-
sponding to the elemental sulfur and sulfones, respectively.**>
These results indicated the successful adsorption and conver-
sion of sulfides on the RGO/Fe;0, composites.

3.1.5. Specific surface area and pore structure analysis of
fresh and used RGO/Fe;0,. Fig. 4 shows the N, adsorption-
desorption isotherms and pore size distribution of the fresh
and used RGO/Fe;0,. The adsorption isotherms of the two
samples both belong to the fourth type isotherm with Hj
hysteresis loops according to IUPCA classification,** which
indicate that the two samples are mesoporous materials. It can
be seen that the pore size distribution is mainly concentrated at
about 10 nm (Fig. 4(b)). Based on the data in Table 1, the
specific surface area of RGO/Fe;0, was higher than that of the
RGO/Fe;0, absorbed. This can be explained by the fact that the
oxygen-containing functional groups on the adsorbent reacted
with sulfide during the adsorption process, resulting in
a decrease in the amount of available oxygen functionalities,
which in turn led to a decrease in the specific surface area. This
phenomenon is consistent with previous research.** Moreover,
the adsorbed sulfide will cover the surface of the material and
block the micropores, which also could reduce the specific
surface area.

3.2 Adsorption of sulfide

3.2.1. Adsorption effect of various RGO/Fe;0, materials on
sulfide. To investigate the impact of oxygen-containing func-
tional groups on the sulfide removal efficiency and determine

© 2022 The Author(s). Published by the Royal Society of Chemistry

the optimal mass ratio of GO to FeCl,-4H,O0 for sulfide removal,
four RGO/Fe;0, adsorbents with a weight ratio of GO : Fe**
from 1:1 to 1:4 were fabricated (denoted as RGO/Fe;0,-1,
RGO/Fe;04-2, RGO/Fe;04-3, RGO/Fe;04-4). As presented in
Fig. 5, different initial sulfide concentrations at 19.98 mg L™,
44.60 mg L', 83.01 mg L™, 111.55 mg L * and 134.54 mg L™ *
were used to compare the adsorption capacity. It can be seen
that the adsorption capacity of sulfide did not markedly change
when the ratio of mGO and mFe®" increased from 1:1to 1: 3
while fixing the initial concentrations at 19.98, 44.60, 83.01, and
111.55 mg L™, respectively. As the sulfide concentration was
further increased to 134.54 mg L™, the sulfide sorption capacity
of RGO/Fe;04-2 (48.55 mg g~ ') was higher than those of RGO/
Fe;0,-1 (48.36 mg g~ '), RGO/Fe;0,4-3 (47.98 mg ¢ ') and RGO/
Fe;O,4 (45.38 mg g '), respectively. Compared with the
previous three compounds, the adsorption capacity of RGO/
Fe;0,-4 slightly decreased. This is possibly because the oxygen-
containing functional groups on GO were more reduced by
excess Fe*" during preparation of RGO/Fe;0,. Therefore, the
sulfides cannot be fully bind to the active sites of RGO in high
concentration solutions, and further resulted in a decrease in
the adsorption capacity. Finally, to balance the removal effi-
ciency and the cost, RGO/Fe;0,-2 was selected for further
research.

3.2.2. Effect of the contact time. Inceptive adsorption tests
were performed to determine the equilibrium contact time of
adsorption, and the corresponding experimental results are

50 —
© + 134.54mg/L
454
el . : 111.55mg/L
~ 354
= 83.01mg/L
E 30+
]
o
25
20 44.60mg/L
——o o o
15+
10 19.98mg/L
5 T T T T
1:1 1:2 1:3 1:4

Weight ratio of GO and Fe2t

Fig. 5 The sorption capacities of various RGO/FezO4 (T =298 K, m =
25 mg, t = 180 min). Error bars represent the standard deviation of
replicate measurements.
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presented in Fig. 6(a). The sulfide removal efficiency and uptake
capacity increased with the contact time. It can be seen that the
removal efficiency and adsorption capacity of sulfide increased
rapidly in the early stage, which could be ascribed to the pres-
ence of sufficient unsaturated active sites on the fresh RGO/
Fe;0, composite. The effect gradually disappeared until it
barely increased after 30 min. Subsequently, the adsorption
processes gradually reached equilibrium at time intervals
ranging from 60 to 120 min. However, upon increasing the
contact time to 180 min, the removal efficiency slightly
increased because the vacant sites were completely occupied,
and thus the equilibrium was established. The sorption equi-
librium of RGO/Fe;0, for sulfide was achieved within 180 min
with the adsorption capacity of 49.54 mg g '. Therefore,
180 min was determined as the contact time for subsequent
experiments.

3.2.3. Effect of the initial solution pH. The impact of the
initial solution pH on the removal efficiency of sulfide by RGO/
Fe;0, was explored at pH 1.97-11.85, and the corresponding
results are shown in Fig. 6(b). The sulfide removal performance
exhibited obvious fluctuations under acidic and alkaline
conditions. Previous research reported that the sulfides mainly
existed in the form of H,S (aq.) and HS™ under strongly acidic
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conditions, while the aqueous solution predominantly contains
$>~ along with HS™ under strongly alkaline condition.** When
the solution pH decreased, most S>~ would be converted into
H,S gas, which was then dispersed from the solution into the
air, decreasing the sulfide concentration and causing the low
removal efficiency of sulfide according to eqn (1). However, the
reaction between the adsorbent and the residual sulfide was not
affected by the acidic condition. At alkaline conditions, $>~
remained in a relatively stable state. The obtained pH results
clearly indicated that the removal of sulfide by RGO/Fe;0, was
not impaired, and the removal efficiency almost retained the
same value. The oxygen functional groups in RGO can be clas-
sified into acidic functional groups, such as carboxyl, phenol
and lactol, and basic functional groups, including ketone,
quinone, and carbonyl, according to the acidic or basic nature
of the aqueous solution.*” Therefore, the adsorption removal of
sulfide by RGO/Fe;0, was almost unaffected by solution pH,
indicating that the synthesized adsorbent could be applied to
sulfur-containing wastewater at all pH values. The following
batch experiments were conducted at the actual pH of the
original solution.

3.2.4. Effect of the adsorbent dosage. From Fig. 6(c), we can
see the effect of different doses of RGO/Fe;0, hybrid materials

80
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£ o
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Fig. 6 (a) Effect of the contact time on sulfide adsorption using RGO/Fez0, (Co = 133.10 mg L%, T= 298 K, m = 25 mg, pH = 11.72). (b) Effect of
pH on the sulfide removal efficiency (Co = 138.56 mg L%, T = 298 K, m = 25 mg, t = 180 min). (c) Effect of the adsorbent dosage on sulfide
removal using RGO/Fez04 (Co = 135.88 mg L%, T =298 K, t = 180 min, pH = 11.74). (d) Effect of the ionic strength on sulfide adsorption using
RGO/Fes04 (Co = 116.72 mg L™, T = 298 K, m = 25 mg, t = 180 min, pH = 11.68). Error bars represent the standard deviation of replicate

measurements.
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Fig. 7 Linear plots of (a) PFO and PSO models, and (b) IPD model (Co = 133.10 mg L™, T = 298 K, m = 25 mg, pH = 11.72).

(5-50 mg) on the sulfide removal efficiency and adsorption
capacity. The results showed that the sulfide removal efficiency
increased as the adsorbent dosage increased, and attained
a maximum of 95.11% for 50.0 mg. This phenomenon could be
explained as follows: the available active sites for adsorption
increased with the increased amount of RGO/Fe;0,, leading to
a higher adsorption capacity. Furthermore, there was a decrease
in the adsorption capacity from 235.91 to 25.75 mg g~ when
varying the dosage of the adsorbent from 5 to 50 mg, which
might be due to the increase of unsaturated adsorption sites.
The increase of the adsorbent dosage with constant sulfide
solution concentration will increase the amount of unsaturated
active sites, which results in the decrease of sulfide content per
unit mass of adsorbent, meaning a decrease in the adsorption
capacity.”® However, the removal efficiency did not change
much when the adsorbent dosing was higher than 25.0 mg
because of the absence of sulfide ions bound to the adsorption
site. Furthermore, there might be interference between the

binding sites when the amount of adsorbent was too much.”
Therefore, considering both results and costs, the adsorbent
dosage was selected as 25 mg for all of the subsequent opti-
mization and Kinetic studies.

3.2.5. Effect of the ionic strength. Because wastewater
usually contains salt, it is important to investigate the effect of
the ionic strength in the sulfide adsorption on RGO/Fe;0,4. The
presence of salts will compete with the sulfide species for
available adsorption sites.” In the present study, NaCl and CaCl,
were used to simulate the ionic strength on the removal of
sulfide. Interestingly, the adsorption capacity of sulfide
increased when increasing the NaCl and CacCl, concentrations
from 0.25 to 1 M, and the growth extent of CaCl, was larger
(Fig. 6(d)). Previous research reported that increasing the CacCl,
(0-1.0 M) and NacCl (0-0.5 M) concentration could both decrease
the adsorption capacity.” A possible explanation for this might
be the diffuse double layer theory. The thickness of the electric
double layer can be compressed by the addition of electrolyte,

Table 2 Corresponding equations and parameters of the PFO and PSO kinetic models and IPD model for sulfide adsorption on the RGO/FezO4

adsorbent

Model Parameters

Pseudo-first order In(Q. — Q,) = In(Q.) — kit k¢ (min™") 0.03677
Qc(caty (mg g™ 20.56
Qe(exp) (Mg g77) 49.54
R 0.9061

t 1 t —1 min™? 0051
Pseudo-second order — = 5+ ks (mg m1rjl ) 0.005193
O ksQ” Qe Qe(cal) (Mg g 1) 50.65

Qc(exp) (Mg g™ ") 49.54
R 0.9995

Intraparticle diffusion Q. = kit*” + C; k (mg g ' min~%?) 6.364
o) 14.13
R,? 0.9998
k, (mg g~' min~"") 5.792
C, 13.36
R,” 1.0000
k; (mg g ' min~%?) 0.1580
Cs 47.41
Ry 0.9981

© 2022 The Author(s). Published by the Royal Society of Chemistry
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(a) Linear Langmuir adsorption isotherm, (b) linear Freundlich adsorption isotherm, (c) non-linear Langmuir and Freundlich adsorption

isotherms (Co = 34.54-325.06 mg L™, T = 298 K, m = 25 mg, t = 180 min).

which weakens the electrostatic interaction between the
adsorbate and the adsorbent.*® This inconsistency could be due
to the existence of electrostatic repulsion between the RGO/
Fe;0, and sulfide, which would be impaired after adding KClI
and CaCl,. Therefore, the sulfide adsorption was further
enhanced. Furthermore, it is clear that the Ca*" has a more
apparent effect than K'. The reason could be that Ca** could

form intramolecular bridges such as R-COO -Ca**-~O0C-R,*

which further screened the negative charges of the adsorbent
and interfered with the electrostatic repulsion.

3.2.6. Adsorption kinetic. Adsorption kinetic analysis was
used to investigate the adsorption rate and reaction mechanism
of the adsorption process of sulfide by RGO/Fe;0,. In this work,
the adsorption kinetics data were fitted using the pseudo-first-
order (PFO) model, pseudo-second-order (PSO) model and
intraparticle diffusion (IPD) model.*® The corresponding linear

Table 3 Linear and nonlinear isotherm models and parameters of the Freundlich and Langmuir models for sulfide adsorption on RGO/FezO4

Model Parameters
Langmuir linear isotherm Gmax (Mg g7 1) 173.01
1 ( 1 ) 1 N 1 K, 0.0371
e ) = 2
Qc Qmax X KL Cc Qmax R 0.9987
. : : gmaxK1 Ce Gmax (Mg g ") 251.32
L -1 th ="
angmuir non-linear isotherm Q. I+ K.C. X 00207
R 0.9940
. . . 1 1/n 0.7406
Freundlich linear isotherm log ¢. = log Kr + p log C. e 776
R 0.9960
1
Freundlich non-linear isotherm Q. = KpCen Un 0.7069
K 8.60
R 0.9960
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Table 4 RMSE and 2 values of the linear and nonlinear adsorption
isotherm models for sulfide adsorption onto RGO/FezO4

Parameters
Model RMSE x>
Langmuir Linear 0.0009 0.0004
Non-linear 2.8998 1.3837
Freundlich Linear 0.0217 0.0019
Non-linear 2.1782 0.5735

Table 5 Comparison of the equilibrium time and gmax Of sulfide by
various materials

Materials Time (min) Gmax (Mg g7 ")
HIX' 180 150.00
PGC'? 180 149.25
MAC-500 °C (ref. 13) 30 58.82
Alg/iron oxide-Np®® 180 136.90
GSH composites'’ 180 370.40
MnO,-PGC° 180 526.32
RGO/Fe;0, (this research) 180 173.01

Table 6 Thermodynamic parameters for the adsorption of sulfide on
RGO/F€304

Temperature AH AS

(K) AG (k] mol™) (k] mol ™) (J mol™ K1)
298 —3.2732 5.762 30.4145

308 —3.6663

318 —3.8776

plots and parameters of the PFO and PSO models are displayed
in Fig. 7(a) and Table 2, respectively. Q. is the uptake capacity at
the equilibrium of the RGO/Fe;0, composite for sulfide, Q, is
the uptake capacity at time “¢”, k¢ represents the pseudo-first-
order rate constant and kg represents the pseudo-second-order
rate constant. It can be seen that the correlation coefficient R>
obtained by the PSO model was larger than that for the PFO
model, and the experimentally measured adsorption capacity
(Qe(exp) = 49.54 mg ¢~ ") was close to the theoretical value (Qe(car)
= 50.65 mg g ‘). This showed that PSO model could better
describe the adsorption of sulfide by RGO/Fe;0,. Meanwhile,
this further indicated that sulfide adsorption on the RGO/Fe;0,
hybrid material followed a chemisorption mechanism with
a rate constant of 0.005193 mg ™~ * min~*.5! This behavior was in
agreement with the characterization results obtained from the
used RGO/Fe;0,.

Fig. 7(b) shows the plot of the IPD model, and the corre-
sponding parameter is presented in Table 2. C; represents the
boundary layer thickness and k; represents the intra-particle
diffusion constant, where “i” represents the different stages.
The greater the C value, the greater the boundary layer effect.>
As can be seen from Fig. 7(b), the adsorption of sulfide by RGO/
Fe;O, presents a multi-level linear relationship. At the

© 2022 The Author(s). Published by the Royal Society of Chemistry
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beginning, Q; increased rapidly with time ¢, then rose slowly,
and finally tended to be in dynamic equilibrium, indicating that
two or more diffusion steps affecting the rate control were
involved in the whole adsorption process. The rapidly rising
stage indicated that sulfide diffused from the solution to the
outer surface of the adsorbent with a relatively high rate
constant (k;, = 6.364 mg g ' min *°). The subsequent
ascending phase indicated that sulfide passed through the
liquid membrane and onto the RGO/Fe;O, surface with
a smaller rate constant (k, = 5.792 mg g~' min~"%). In the
equilibrium stage, the rate constant decreased significantly (k;
=0.158 mg g ' min~*?), which may be due to the reduction of
adsorption sites and the electrostatic repulsion between the
sulfides on RGO/Fe;0, and the aqueous solution. It is obvious
that none of the three lines goes through the origin, so the
adsorption pathways of sulfide on RGO/Fe;0, may be controlled
by other processes besides intra-particle diffusion.*

3.2.7. Equilibrium study. To investigate the sulfide
adsorption mechanism and the maximum adsorption capacity
on the RGO/Fe;0, hybrid material, linear and nonlinear plots of
Freundlich and Langmuir adsorption isotherms were used and
the corresponding parameters are shown in Fig. 8 and Table 3,
respectively. K;, is the Langmuir adsorption constant, Ky is the
reaction rate constant of the Freundlich linear model, and 1/n
(dimensionless) is the affinity of adsorption. According to the R
of the adsorption isotherm, the Langmuir linear model can fit
the experimental data better than the Freundlich linear model
with the maximum uptake capacity of 173.01 mg g ', which
indicated that the adsorption of sulfide by RGO/Fe;0, was
a monolayer adsorption. The Freundlich linear isotherm
assumed that the adsorption was multilayer and occurred on
heterogeneous surfaces. The value of 1/z (0.7406) obtained from
the Freundlich linear equation was between 0.1 and 1.0, which
indicated that this isotherm was also favorable to describe the
adsorption of sulfide on RGO/Fe;0,4.>*

To accurately represent the equilibrium data, Langmuir and
Freundlich non-linear sorption isotherms were also adopted
and are shown in Fig. 8(c). The data revealed that the equilib-
rium data were well fitted to the Freundlich model with a higher
R*>when compared to the Langmuir non-linear isotherm model.
The obtal ed value of 1/n (0.7069) of the isotherm was fine

0< = < 1 . For the Langmuir non-linear isotherm, R* (0.9940)
as Iower han the value obtained from the Langmuir linear
equatlon (0.9987), but gmax (251.32 mg g~ ') was higher.

R?, RMSE and x? values were used to determine the most
suitable adsorption isotherm model.>® As observed from Table
4, the RMSE and x” values of the Langmuir linear isotherm
model were lower than those of the Freundlich linear isotherm
model and the other two non-linear isotherm models, which
revealed that the Langmuir linear model was the best fitting
isotherm. Therefore, the adsorption process of sulfide on RGO/
Fe;0, was monolayer and the maximum adsorption capacity
estimated was 173.01 mg g~ ', which was relatively higher than
the values for other sulfide adsorbents presented in the litera-
ture (Table 5). Consequently, RGO/Fe;0, could be used as an
effective adsorbent for sulfide.
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Fig. 9 (a) Effect of temperature on sulfide adsorption using RGO/Fes0, (Co = 130.23 mg L%, m = 25 mg, t = 180 min, pH = 11.72). Error bars
represent the standard deviation of replicate measurements. (b) The plot of In(Ky) vs. 1/T for the sulfide adsorption on RGO/FezO4.

3.2.8. Thermodynamic study. It is not sufficient to deter-
mine the adsorption of sulfide on RGO/Fe;0, as chemisorption
by adsorption kinetics. A thermodynamic study is a good
complement to further investigate the adsorption process.
Fig. 9(a) shows the effect of temperature on the adsorption of
sulfide by RGO/Fe;0,. It can be seen from the figure that the
adsorption capacity increased with the increase of temperature,
which indicated the endothermic nature of the adsorption
process. Three thermodynamic parameters, AG (Gibbs free
energy of adsorption), AH (enthalpy change), and AS (entropy
change) were employed to better understand the adsorption
process, which can be obtained through eqn (8)-(10),
respectively:*

e (8)

K, =
e

AG= —RTIn K,

©)

Chemisorption HS S

- o e C @ s

O H
o Fe;0,
HS, % . e o © Feo
S (3
o © Physisorption
©
0,
gt *f{
o Q RGO-0-O
0, =
“  RGO-0-O o® L7

P /
- /

5 Ce . ’
Chemisorption /

A AH
g, A5 A1

R RT (10)

where, K, (L g7') is the equilibrium constant value, g. (mg g™ ")
is the equilibrium concentration of sulfide on RGO/Fe;0,, C.
(mg L") is the equilibrium concentration, R is the gas constant,
R=8.314]mol 'K ', and T (K) is the system temperature. AS (J
mol ' K ") and AH (k] mol ") are obtained from the linear plot
of In K4 versus 1/T.

Fig. 9(b) shows the Van't Hoff plot for sulfide adsorption on
RGO/Fe;04 (eqn. (10)). The thermodynamic parameters of RGO/
Fe;0, adsorption of sulfide are presented in Table 6. The
negative AG at all temperatures indicates that the adsorption of
sulfide by RGO/Fe;0, is spontaneous. A positive value of AH
indicates an endothermic adsorption process. AS is positive,
revealing that the thermodynamic disorder increases during the
adsorption of sulfide on RGO/Fe;0,. In addition, the values
calculated for the Gibbs free energy of adsorption were —3.2732,

RGO=0

Fig. 10 Potential mechanism of sulfide removal by the RGO/FesO,4 hybrid material.
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—3.6663 and —3.8776 kJ mol ™! at 298 K, 308 K and 318 K,
respectively, which was beyond the range of —80 to
—400 kJ mol ™, so the adsorption of sulfide by RGO/Fe;0; is
a physical process.*®

3.3 Reaction mechanism

Based on the kinetics, adsorption isotherm and thermodynamic
studies, the adsorption of sulfide by the RGO/Fe;0, hybrid
material can be attributed to the synergistic effect from both
chemical and physical adsorption.*® According to the analysis of
the material characterization and adsorption experiments, the
potential mechanism of sulfide removal by the RGO/Fe;0,
hybrid material is proposed and shown in Fig. 10. Sodium
sulfide (Na,S-9H,0) exists in solution as S*>~, HS™, and H,S. On
the one hand, sulfide can enter the adsorbent channel easily
due to the large average pore diameter of RGO/Fe;0, (13.3843
nm). The absolute values of AH (5.762 KJ mol ") obtained from
the thermodynamic study is in the range of 4-10 kJ mol %,
which indicated that sulfide could be removed through physical
adsorption, such as van der Waals force.®® On the other hand,
when these compounds contacted with the RGO/Fe;0,
composites, sulfides transferred into elemental sulfur by
reacting with hydroxyl (—OH) and carboxyl (—COOH) groups on
the RGO/Fe;0, surface.®* Furthermore, epoxy (C-O-C) groups
on RGO reacted with $>~ and formed thiols. These thiols then
underwent a regioselective epoxy ring-opening dimerization
reaction with the adjacent epoxy groups to generate thioethers
again because the above reactions could proceed smoothly at
room temperature.®> On the other hand, the electronic struc-
tures of the contiguous carbon atoms on the RGO surfaces were
altered by the carbonyl (C=0) groups, which further facilitated
the adsorption and activation of dissolved oxygen in water.*
Then, the actively adsorbed oxygen was transformed to O,
radicals (RGO-00'"),** and the oxygen from RGO-OO"~ could
be caught by the sulfur atom of thioethers with two lone pair
electrons. Then, the O-O bond broke up to form both RGO=0
and sulfoxide. Subsequently, the sulfoxide was rapidly oxidized
to sulfone because sulfoxide cannot be stable in the presence of
the highly active species RGO=0.% Lastly, the active sites were
gained for next adsorption and activation.”® In addition, the
quantitative analysis of elemental sulfur and sulfone accumu-
lated on the RGO/Fe;0, surface and sulfur compounds in the
solution after adsorption need to be further carried out to define
the species and content of the products completely.

4. Conclusion

In this study, a RGO/Fe;0, adsorbent was synthesized by an in
situ chemical method, which was used to remove sulfide from
aqueous solution. The adsorption process consists of chemical
adsorption and physical adsorption. Through adsorption and
oxidation processes, the sulfide was converted into stable
elemental sulfur and sulfone, and the secondary conversion of
sulfates was thus avoided. The sulfide adsorption by RGO/Fe;0,
reached equilibrium within a contact time of 180 min in a wide
pH range. Na* and Ca®" improved the sulfide sorption capacity

© 2022 The Author(s). Published by the Royal Society of Chemistry
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of RGO/Fe;0, because of the weak electrostatic repulsion. The
sulfide adsorption was well fitted to the pseudo-second-order
kinetic model. The Langmuir linear isotherm gave a better fit,
and the maximum monolayer Langmuir adsorption capacity
was estimated to be 173.01 mg g~ . Our thermodynamic study
revealed that the adsorption of sulfide by RGO/Fe;O, was
a spontaneous endothermic process. In summary, the RGO/
Fe;0, hybrid material can serve as a potential adsorbent that
offers new insight into the treatment of sulfide-containing
wastewater.
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