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electrochemical sensing based on
electropolymerized ion imprinted polyaniline
(IIPANI) on a bismuth modified carbon paste
electrode (CPE-Bi) for monitoring Nickel(II) in river
water†

Henry Setiyanto, *a Dwi Ratih Purwaningsih,a Vienna Saraswaty,bc Nandang Muftid

and Muhammad Ali Zulfikara

Electrochemical sensors based on ion-imprinting polymers have emerged as an effective analytical tool for

heavymetal tracking. This study describes a simple and facile technique for manufacturing a highly selective

and sensitive electrode using an ion imprinting polymer on a bismuth-modified carbon paste electrode. The

developed sensor applied aniline as a functional monomer and was used for tracking Ni(II) ions. The

proposed sensor was thoroughly characterized by scanning electron microscopy, cyclic voltammetry,

and differential pulse striping anodic voltammetry. The analytical evaluation showed that the proposed

sensor has a linear dynamic range (R2 ¼ 0.999) for the Ni(II) concentration range of 0.01 to 1 mM and

a limit of detection value of 0.00482 mM. The proposed sensor showed excellent performance when

tested for tracking Ni(II) ions in the presence of interfering ions (Cd(II), Co(II), Cu(II), and Zn(II) ions) at

a 1000-fold higher concentration. When the proposed sensor was tested for tracking Ni(II) concentration

in an actual river sample, our modified sensor showed similar results compared to the atomic absorption

spectroscopy evaluation (p > 0.05, n ¼ 3). In summary, our proposed sensor is promising for monitoring

Ni(II) ions in the aquatic environment.
Introduction

Heavy metals, such as nickel, chromium, lead, copper, and zinc,
are oen detected in wastewater around electronics, textiles,
and metal industries. Nickel, Ni(II), is one of the dangerous
heavy metals in aquatic environments. The International
Agency for Research on Cancer (IARC) classied Ni(II) as
a human carcinogen, as suggested by its potential to trigger
lung cancer. More importantly, as reported, Ni(II) exposures at
0.07 to 1 mg m−3 resulted in visual and tubular dysfunction.1,2

Zhang et al. (2015) reported that Ni(II) exhibits toxic effects on
THP-1 cell growth.3 The government of the Republic of
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tion (ESI) available. See DOI:

29561
Indonesia has released a regulation that the maximum Ni(II)
level in the environment should be below 75 g L−1.6 Therefore,
water monitoring for heavy metal ions, including Ni(II), is
essential.4,5

It is not easy to trace heavy metals in low quantities. The
current advanced analytical methods such as atomic uores-
cence spectroscopy (AFS), inductive coupled plasma mass
spectroscopy (ICP-MS), and atomic absorption spectroscopy
(AAS)7–11 have shown satisfactory results. However, those
methods are fraught with difficulties, including multi-step,
time-consuming, and expensive procedures. The electro-
chemical method has shown its potency in detecting metal ions
at low concentrations and small sample quantities. Electro-
chemical techniques offer portability, inexpensive, simple
preparation, and rapid measurement.12,13

Amercury-based electrode is generally applied for measuring
heavy metal ions using a voltammetry technique. Following
environmental issues, a mercury-free electrode is preferred. As
an alternative, a carbon-based electrode is generally used.14–17 It
is imperative to note that a bare electrode, such as carbon,
platina, or gold electrode, usually exhibits a relative low elec-
trochemical response to an analyte. Therefore, the modulation
of the electronic structure on the electrode surface is required to
improve the current response.14,18–23,55 Studies have shown that
© 2022 The Author(s). Published by the Royal Society of Chemistry
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a bismuth-modied carbon paste electrode exhibits excellent
performance in tracking heavy metal ions at a low concentra-
tion, as suggested by a greater current response in comparison
to a bare carbon paste electrode.18,20,21

A polymer containing an ion template and a functional
monomer is called as an ion-imprinted polymer (IIP). IIP have
exceptional recognition capabilities, which are characterized by
their high affinity and selectivity for target ions. Thus, the
inuence of competing ions is minimized.24–31

The synthesis mechanism of IIP can be classied into four
groups: (1) crosslinking of linear chain polymers carrying metal-
binding groups; (2) chemical immobilization; (3) surface
imprinting; and (4) trapping. Surface imprinting creates binding
sites on the surface or near the imprinted polymers.24,25,27,32–35 It
is, therefore, possible to improve the current response and
selectively bind the target ions. In this work, we are interested in
developing a surface imprinting by electropolymerization, giving
ion imprinted polymer for Ni(II) ions.

Polyaniline (PANI), a polymer, is a versatile conducting
polymer that has several unique advantages, including being
easy to prepare and good environmental stability.36–38 It is also
reported that PANI can be protonated, changing the conduc-
tivity, and improving the electrochemical response.39–41 In
addition, PANI has shown excellent performance as a composite
with various types of binders. PANI can be produced by oxida-
tive polymerization as well as electropolymerization. By
utilizing electropolymerization, it provides a faster and easier
process.42,43 Mohammad and Atassi (2021) reported that poly-
aniline enhanced the removal efficiency of metal ions. PANI
deposition onto a polyacrylonitrile membrane's surface
provides a high adsorption capacity, as suggested by a higher
direct current conductivity.45 It seems through the covalent
bond and electrostatic interaction, the pair of electrons free of
aniline plays an essential role in specic binding with the target
molecule. Therefore, we hypothesized that the pair of free
electrons of aniline might interact with Ni(II) to create Ni(II) ion-
imprinted polyaniline.

To our knowledge, the application of electropolymerized
PANI for Ni(II) detection has not been reported. With the aim of
Fig. 1 Schematic representation of the preparation of the Ni-IPANI/
CPE-Bi electrode.

© 2022 The Author(s). Published by the Royal Society of Chemistry
selective monitoring Ni(II) ions in water samples, an imprinted
electro-synthesized layer has been developed on the surface of
bismuth modied carbon paste electrode (see Fig. 1). The
optimal electropolymerization conditions were observed by
optimizing the cycles of electro-polymerization and aniline
concentration. We evaluated the modied sensor by scanning
electron microscopy (SEM), cyclic voltammetry (CV), and
differential pulse anodic stripping voltammetry (DPASV). The
analytical application of the proposed sensor for tracking Ni(II)
in a river water sample is also presented.
Results and discussion
Surface characterization of bismuth-modied carbon paste
electrode (CPE-Bi)

The surface morphology of the bismuth-modied carbon paste
electrode (CPE-Bi) is presented in Fig. 2. As depicted in Fig. 2a,
the SEM image of the bare carbon paste showed a rough surface
at 500� magnication. When the carbon paste was further
modied with Bi, it clearly showed that the Bi powders were
attached onto the carbon paste, as suggested by smaller parti-
cles spread on the carbon (see Fig. 2b). Next, we performed the
energy dispersive X-ray spectroscopy (EDS) evaluation to
conrm the presence of Bi. As shown in Fig. 2c, the EDS image
of CPE-Bi shows the presence of carbon (C), oxygen (O), and
bismuth (Bi) elements. Undoubtedly, the C and Bi elements
Fig. 2 (a) The surface morphology of the bare carbon paste electrode
(CPE) and (b) the bismuth-modified carbon paste electrode (CPE-Bi) at
500� magnification. (c) The EDS image of CPE-Bi.

RSC Adv., 2022, 12, 29554–29561 | 29555
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came from graphite and bismuth powder. At the same time, the
O element may come from water and moisture during storage
before EDS evaluation. The EDS image conrms that Bi has
successfully modied the CPE.
Fig. 4 (a) The DPASV voltammogram and (b) histogram of 1 mM Ni(II)
peak current response on bare CPE, CPE-Bi, NIPANI/CPE-Bi, and Ni-
IPANI/CPE-Bi.
Electropolymerization of Ni-IPANI on CPE-Bi

The CPE-Bi was further modied using aniline by electro-
polymerization. Ni(II) ion imprinted polyaniline modied CPE-
Bi (Ni-IPANI/CPE-Bi) was prepared in a solution of 0.5 M
H2SO4 using potential cycling between 0.2 and 1.0 V vs. Ag/AgCl
(3 M KCl) with a scan rate of 100 mV s−1. Fig. 3a depicts a ten-
cycle cyclic voltammogram (CV) recorded during the electro-
polymerization of the Ni-IPANI. The peak current gradually
increases, indicating the proliferation of the conducting poly-
mer matrix. The CV displays some basic information associated
with PANI reduction and oxidation characteristics. The three
sets of redox potentials present in the CV are associated with
leucoemeraldine (LEB), emeraldine (EM) and pernigraniline
(PMG).44 The continuous cycling of the peaks with increasing
redox current implies that the surface of CPE-BI generated the
Ni-IPANI layer. Next, we extracted the trapped Ni(II) ions from
the Ni-IPANI matrices to create a Ni(II) ions template. As shown
in Fig. 3b, a reduction in the oxidation peak at a working
potential of 0.5 V was observed on the second cycle (yellow line),
indicating a rapid extraction of Ni(II) ions from the polymer
matrix. The disappearance of oxidation peaks aer the h
extraction cycle highlights Ni(II) ions removal.12
Fig. 3 (a) The CV voltammogram of aniline (ANI) electro-
polymerization and (b) extraction process of Ni(II) from the PANI
matrix.

29556 | RSC Adv., 2022, 12, 29554–29561
The electrochemical response of Ni(II) ions on modied Ni-
IPANI/CPE-Bi

The electrochemical response of Ni(II) ions in a 0.5 M H2SO4

solution was evaluated using the DPASV technique at a poten-
tial range of 0.2 to 0.8 V and a scan rate of 50mV s−1. The DPASV
voltammogram for 1 mMNi(II) ions at the unmodied CPE, CPE-
Bi, Ni-IPANI/CPE-Bi, and NIPANI/CPE-Bi are shown in Fig. 4a.
We revealed that the greatest anodic peak current response was
observed on the Ni-IPANI/CPE-Bi (31.2 mA) surface in compar-
ison with bare CPE (4.33 mA), CPE-Bi (14.4 mA), and NIPANI/CPE-
Bi (20.8 mA) (see Fig. 4b), suggesting an elevation in peak current
through the inclusion of both Ni-IPANI and CPE-Bi. CPE-Bi has
multiple benets, including being more environmentally
friendly, not requiring the removal of dissolved oxygen during
stripping analysis, and has vast negative potential.20 Whereas
PANI has been reported to have excellent electrical conductivity
and adsorption capacity of metal ions.37 When Ni-IPANI further
modied the CPE-Bi, the presence of Ni(II) ions template
selectively trapped Ni(II) from the analyte, and the interaction
between Ni(II) ions with Ni-IPANI/CPE-Bi improved the current
response. Remarkably, resulting in the highest current
response.
Electropolymerization optimization of Ni-IPANI

The fundamental advantage of electropolymerization is its
controllability via changes in electrochemical parameters like
as current, voltage, cycles, and so on. The thickness of the
sensing layer is an essential thing in sensor construction since it
affects the sensor's sensitivity. The imprinted sites in the elec-
tropolymerized polymer are insufficient when the imprinted
layer is too thin, resulting in diminished sensitivity. In reverse,
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 The histogram of 1 mM Ni(II) at (a) different scanning cycles and
(b) various aniline concentration during electropolymerization. #
means significantly different at p # 0.05 vs. 10 cycle count (n ¼ 3); *
means significantly different at p# 0.05 vs. 0.2 M aniline concentration
(n ¼ 3).

Fig. 6 (a) The DPASV voltammogram and (b) histogram of Ni(II) peak
current response on the Ni-IPANI/CPE-Bi at pH 3 to 8.
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if the imprinted layer is too thick, the imprinted sites may be
implanted too rmly in the polymer, making extraction of the
template and attachment of the target ions to the imprinted
sites more complicated.45 Therefore, optimizing the electro-
polymerization cycles is essential to attain the optimum thick-
ness of the imprinted Ni-IPANI layer on CPE-Bi. For electro
polymerization of Ni-IPANI on CPE-Bi, various scanning cycles
were recorded. The DPASV responses of the developed Ni-IPANI/
CPE-Bi modied electrode were evaluated using 1 mM Ni(II).
Fig. 5a shows the peak current peak response of 1 mM Ni(II) at
various CV scanning cycles and the DPASV voltammogram is
presented in ESI 1.† It was revealed that the peak current
response elevated with the number of scanning cycles and
reached a maximum when the number of scanning cycles was
10. In reverse, a reduction in peak current response was
observed when the scanning cycle was increased from 10 to 20.
By this result, 10 scanning cycles were selected as the optimum
number of CV scanning cycles for electropolymerization of the
Ni-IPANI on CPE-Bi.

Next, we also optimized the aniline concentration required
for electropolymerization because the variation of aniline
concentration also affects the modied sensor's current
response. The DPASV voltammogram of 1 mM Ni(II) on the Ni-
IPANI modied CPE-Bi at various aniline concentration are
shown in ESI 2.† It was revealed that the current responses
tended to increase as the aniline concentration was elevated
© 2022 The Author(s). Published by the Royal Society of Chemistry
(see Fig. 5b). However, the current response starting to decrease
when the aniline concentration was raised over 0.2 M. It seems
that the thickness of polymer was also accountable for this
phenomenon.46 The ANOVA evaluation shows that by applying
aniline at 0.2 M and 0.3 M, no signicant difference (p > 0.05, n
¼ 3) was observed. Therefore, for effectiveness, aniline at 0.2 M
was selected as the optimum concentration for electro-
polymerization of aniline on CPE-Bi.
Optimization of pH for analytical evaluation

The occurrence of an acidic or basic functional group at the
imprinted sites of ion imprinted polymer leads the adsorption
and acquisition of the target ions to be highly inuenced by the
pH of the environment. In this work, various pH values from 3
to 8 were assessed respectively to determine an optimum pH of
experimental test. As presented in Fig. 6a. The DPASV voltam-
mogram of Ni(II) standard solutions at pH ranging from 3 to 8
were recorded. It revealed that the peak current responses
increased with the increment of pH from 3 to 5 and then
decreased when the pH of the solution raised (see Fig. 6b). At
low pH (pH < 5), the functional group of PANI can be easily
protonated, thereby decreasing the interaction between Ni(II)
and Ni-IPANI/CPE-Bi. When the pH is more alkaline (pH > 5),
Ni(II) may react with OH− to generate precipitation, then
resulting in a reduction of electrode responsiveness.47
Reproducibility, repeatability, and selectivity of Ni-IPANI/CPE-
Bi

In this work, the reproducibility of Ni-IPANI/CPE-Bi was evalu-
ated using ve different sensors that were produced in the same
condition by DPSAV (see ESI 3†). The calculation of the
RSC Adv., 2022, 12, 29554–29561 | 29557
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percentage (%) relative standard deviation (RSD) value for Ni(II)
was found to be 2.2%. This % RSD value reveals that Ni-IPANI/
CPE-Bi showed excellent reproducibility.

Next, we evaluated the repeatability of the proposed sensor. A
simple chemical regenerating protocol of an electrode is critical
for possible mass manufacture and practical applications. It
should prevent time-consuming techniques for cleaning and
regenerating electrodes. In this present investigation, the elec-
trochemical sensor based on Ni-IPANI/CPE-Bi could be regen-
erated by CV technique and PBS solution pH 5 for 5 cycles. The
regenerated Ni-IPANI/CPE-Bi demonstrated impressive consis-
tency for tracking Ni(II) ion as suggested by similar peak current
response (see ESI 4†). The calculation of relative standard
deviation for tracking 1 mM Ni(II) was 3%, indicating adequate
repeatability of our modied sensor.

We further assess the selectivity of the modied sensor using
various interfering ions that are Cd(II), Cu(II), Co(II) and Zn(II).
The interfering ions were tested individually as a control to
validate the selectivity of the modied sensor towards Ni(II) ions
as well as to prevent any possibility of overlapping signals. We
revealed that no peak was recorded in the potential range of 0.2
to 0.8 V when the interfering ions were tested individually. In
reverse, the peak of Ni(II) ion was obviously detected (see
Fig. 7a), conrming the selectivity of the as-prepared sensor.
Next, we also observed the interference study under the opti-
mized working conditions by adding the interfering ions at
a ratio of 1 : 1, 1 : 10, 1 : 100, 1 : 500, and 1 : 1000 into the stan-
dard solution containing 1 mM Ni(II). The DPASV voltammo-
gram of Ni(II) in the presence of interfering compounds at
Fig. 7 (a) The DPASV voltammogram of 1 mM each interfering ions, 1
mM Ni(II), and 1 mM Ni(II) in the presence of interfering ions at 1 : 1. (b)
The histogram of peak current response of 1 mM Ni(II) and 1 mM Ni(II) in
the presence of interfering ions at ratio of 1 : 1, 1 : 10, 1 : 100, 1 : 500,
and 1 : 1000 (b).

29558 | RSC Adv., 2022, 12, 29554–29561
a ratio of 1 : 1 can be seen in Fig. 7a. Whereas the comparative
ndings of the peak current response are summarized in
Fig. 7b. Notably, no considerable current changes were recor-
ded. More importantly, the presence of interfering ions such as
Cd(II), Cu(II), Co(II), and Zn(II) at a 1000-fold concentration does
not interfere with the determination of 1 mM of Ni(II), as sug-
gested by the error value of less than 5%, which makes the Ni-
IPANI/CPE-Bi electrode suitable as a highly selective sensor.54 It
seems that the unique templates in the polymeric matrix that t
with the Ni(II) ion accounted for this selectivity.28
Calibration plot and limit of detection

DPASV was applied to determine the Ni(II) current response at
various concentration gradients at pH 5.0. Fig. 8a shows the
DPASV voltammogram of Ni(II) response at various concentra-
tion. Whereas Fig. 8b shows the calibration plot of peak current
response vs. Ni(II) ion concentration. As presented, the higher
Ni(II) concentration, the higher current response. According to
Fig. 8b, the association of Ni(II) peak current with its concen-
tration is linear in the range of 0.01 to 1.0 mM. The linear
equation is as follows: y ¼ 48.502x + 7.5954, with correlation
coefficient of 0.999.

The limit of detection (LOD), Cm, of Ni(II) was then calcu-
lated using the following formula:

Cm ¼ 3ò/m

where m denotes the slope of the calibration plot (48.502 mA
mM−1) and 3ò is the standard deviation of the blank response,
Fig. 8 (a) The DPASV voltammogram and (b) plot of Ni(II) concentra-
tion (0.01 to 1 mM) vs. anodic peak current.

© 2022 The Author(s). Published by the Royal Society of Chemistry
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Table 1 Comparison of the proposed sensor with other previous sensor for tracking Ni(II)

Method Sensor type
Linear dynamic
range (mM) LOD (mM) Ref.

DPAdSV Mercury lm electrode 0.02–0.75 0.006 49
SWAdCSV Solid bismuth vibrating electrode 0–0.17 0.01 50
DPV DMG/CPEa 1.35–10 0.46 51
DPV DMG-N/SPCEb 1–8.5 0.5 52
AdSV Bi-SPCEc 0.17–3.85 0.049 53
DPASV Ni-PDA/GCEd 1–25 0.39 56
AdSV DMG/SPCE 0.13–3.4 0.039 57
DPAdSV ZIF-8@DMG/b-CD/RGOe 0.01–1 0.005 48
DPASV Ni-IPANI/CPE-Bi 0.01–1 0.00482 This work

a Dimethylglyoxime modied carbon paste electrode. b Dimethylglyoxime-naon modied screen printed carbon electrode. c Bismuth modied
screen printed carbon electrode. d Ni(II) imprinted polidopamine modied glassy carbon electrode. e Zeolitic imidazolate framework-
8@dimethylglyoxime/b-cyclodextrin/reduced graphene oxide.

Table 2 Determination of Ni(II) in river water

Sample

Ni(II) (mM)

texp ttable
a

Recovery
(%)Proposed method AAS

River water 7.4 � 0.51 7.4 � 1.06 0.021 4.303 97.9

a Condence level of 95% (p > 0.05, n ¼ 3).
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which is recorded from 20 replicate measurements of the blank
solution. The calculated LOD is 0.00482 mM. Table 1 compares
the reports of the Ni(II) evaluation with various modied elec-
trode. It is demonstrated that the performance of our proposed
modied sensor Bi-CPE/Ni-IPANI is similar to the proposed
sensor of eZIF-8@DMG/b-CD/RGO.48 However, since our
proposed method offers a simple, inexpensive, and facile
preparation, therefore, more promising.
Determination of Ni(II) in actual water samples

The proposed sensor was applied to trace Ni(II) in actual water
sample collected from a river near Bandung city to assess the
feasibility. As a comparison, we also test the river sample using
the AAS technique. Ni(II) ions were detected in the river water
using the AAS and the proposed sensor. As presented in Table 2,
The Ni(II) concentrations were found to be 7.4 � 0.51 and 7.4 �
1.06 mM when tested using the proposed sensor and AAS tech-
nique respectively. More importantly, the Texp is smaller than
Ttable (0.02 vs. 4.30), suggesting that the proposed method is
acceptable without any signicant difference (p > 0.05, n ¼ 3).
Next, to test the accuracy of the proposed method, the recovery
test was performed using a standard technique by spiking the
known Ni(II) concentration at 0.5 mM to sample. The % recovery
was around 97.9%, indicating that the developed Ni-IPANI/CPE-
Bi sensor has excellent accuracy for practical application.
Experimental
Materials

NaCl, K3[Fe(CN)6], K4[Fe(CN)6], NaOH, H3PO4 (S85%), KH2PO4,
K2HPO4, H2SO4 (S99%), NiSO4, CdCl2, CoCl2, CuCl2, ZnCl2,
© 2022 The Author(s). Published by the Royal Society of Chemistry
aniline, paraffin oil, and graphite powder are from Merck
(Darmstadt, Germany) with pro analytical grade. The bismuth
powder was supplied from Sigma-Aldrich and the Whatman 42
lter paper was obtained from Cytiva. Ultrapure water was
prepared by a Module E-pure D4642-33 instrument (Barnstead)
with a resistivity $18 MU.

Apparatus

A computerized hand-held eDAQ potentiostat was employed for
the voltametric measurement. The analytical procedure was
controlled by 2.1.5 EChem soware. A conventional three-
electrode systems (Ag/AgCl electrode as reference electrode,
platinum wire as auxiliary electrode, and carbon paste electrode
(CPE) modied with the Bi and Ni-IPANI (Ni-IPANI/CPE-Bi) as
the modied working electrode) were used for the electro-
chemical evaluation.

Preparation of bismuth-modied carbon paste electrode
(CPE-Bi)

Carbon paste was prepared by mixing graphite powder with
paraffin oil at a ratio of 3.5 : 1.5 (w/w). At the same time the
bismuth paste was prepared by mixing bismuth powder with
paraffin oil at a ratio of 4 : 1 (w/w). The bismuth-modied
carbon paste electrode (CPE-Bi) was prepared by homoge-
nizing bismuth paste and carbon paste at a ratio of 1.5 : 2 (w/w).
The mixture was then homogenized for 15 min then rmly
packed into a plastic tube with a copper wire for electrical
contact. The surface of the modied bismuth carbon paste
electrode (CPE-Bi) was smoothed by rubbing it with a piece of
weighing paper.

Preparation of ion imprinted polymer (Ni-IPANI/CPE-Bi) and
non imprinted polymer (NIPANI/CPE-Bi)

The schematic presentation for the fabrication of Ni-IPANI/CPE-
Bi is presented in Fig. 1. The Ni-IPANI was fabricated by elec-
tropolymerization using aniline as the functional monomer and
NiSO4 as the source of Ni(II) ions. The electro-polymerization of
aniline was carried out using the cyclic voltammetry (CV) tech-
nique at the potential ranging from 0.2 V to 1.0 V. Aer
RSC Adv., 2022, 12, 29554–29561 | 29559
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completed electropolymerization, the as prepared Ni-IPANI/
CPE-Bi was rinsed by 0.1 M phosphate buffer solution (PBS)
pH 5 using the CV technique at the potential range from 0.2 V to
0.7 V and a scan rate of 100 mV s−1 for 5 cycles to create Ni(II)
templates. The non-imprinted polymer polyaniline (NIPANI)
was also synthesized to compare the performance of modied
sensing. The NIPANI/CPE-Bi was prepared using the same
procedure as Ni-IPANI/CPE-Bi protocol without NiSO4.

Surface characterization

For evaluation of the surface morphology of carbon paste elec-
trode (CPE) and bismuth modied CPE, scanning electron
microscopy (SEM) attached with Energy Dispersive X-ray Spec-
troscopy (EDS) (JEOL JSM IT300, Japan) was applied.

Actual sample analysis

According to this research, we used river water from Bandung
city as the actual water sample. The river water was centrifuged
for 10 min and ltered with lter paper (Whatman 42) before
the evaluation. The sample pH was adjusted to pH 5 and pre-
concentrated by CV at −0.8 V for 100 s. The Ni(II) concentration
was evaluated using the DPASV technique.

Statistical analysis

Results were expressed as mean values � standard deviation
(SD) (n ¼ 3). Experimental data were analyzed using Microso
excel 2016 and SPSS 26. Statistical signicance was determined
by One-way analysis of variance (ANOVA) followed by Tukey's
test and p values# 0.05 were considered statistically signicant.

Conclusions

In this present investigation, an electrochemical sensing-based
ion imprinted PANI on CPE-Bi was developed to trace Ni(II) in
water. Two steps of the preparation were carried out to modify
the carbon paste electrode, including direct mixing of the Bi
powder with carbon paste and electropolymerization of
imprinted PANI for specic recognition of target Ni(II). The
developed Ni-IPANI/CPE-Bi exhibits excellent selectivity and
sensitivity, which can be attributed to the high-affinity binding
site and the plentiful templates present in the Ni-IPANI on CPE-
Bi toward target Ni(II) ions. Good repeatability and reproduc-
ibility were also observed. More importantly, when the
proposed sensor was applied to trace Ni(II) ions in a river water
sample, excellent accuracy with good recovery was recorded. In
conclusion, our ndings show that the developed sensor can be
used to monitor Ni(II) pollutants in rivers or aquatic
environments.
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B. Ogorevc and K. Vyťras, Electroanalysis, 2006, 18(2), 177,
DOI: 10.1002/elan.200503391.
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