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CO gas sensing performance by
Mn-doped porous ZnSnO3 microspheres†

Manish Kumar Tiwari, a Subhash Chand Yadav, a Abhishek Srivastava,a

Archana Kanwade, a Jena Akash Kumar Satrughna, b Sawanta S. Mali, c

Jyoti V. Patil,c Chang Kook Hongc and Parasharam M. Shirage *a

This work reports the synthesis of Mn-doped ZnSnO3 microspheres (Zn1−xMnxSnO3) using a simple co-

precipitation method with (x = 0 to 0.15) and characterized for structural, morphological, surface area,

and sensing properties. X-ray diffraction (XRD) analysis revealed the face-centered cubic structure of

Mn-doped ZnSnO3 samples. Brunauer–Emmett–Teller (BET) analysis demonstrated the variation in

surface area from 15.229 m2 g−1 to 42.999 m2 g−1 with x = 0 to 0.15 in Zn1−xMnxSnO3. XPS indicates the

change in the defect levels by Mn doping, which plays a crucial role in chemical sensors. Indeed

a significant increase (z311.37%) in CO gas sensing response was observed in the x = 0.10 sample

compared to pure ZnSnO3 with a simultaneous reduction in operating temperature from 250 to 200 °C.

Moreover, remarkable enhancements in response/recovery times (z6.6/34.1 s) were obtained in the x =

0.10 sample. The Mn-doped ZnSnO3 could be a promising candidate for CO gas sensing devices used

for maintaining air quality.
1 Introduction

Rapid industrialization and urbanization adversely affect the
environment and human health, resulting in acid rain, ozone
depletion, downgraded air quality, global warming, and the
emission of various harmful gases.1 Among different hazardous
gases, carbon monoxide (CO) is the most critical air pollutant,
which is generated from the incomplete combustion process of
fossil fuels, wood, charcoal, petroleum products, and the
burnout of electrical appliances.2 The detection of CO is equally
tricky owing to its colorless and odorless properties.3 It can
cause death by forming carboxyhemoglobin by mixing with
blood during breathing.4 Note that the exposure limit for CO is
50 ppm; hence precise monitoring is essential to reduce disas-
trous effects.

Metal oxide semiconductor (MOS) based gas sensors of
chemiresistive-type have been extensively studied for detecting
various harmful gases owing to their diversied features such as
excellent sensitivity, fast response, low maintenance cost, and
suitability for portable instruments.5 The working principle of
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MOS is based on the change in resistance of the sensing
material. However, the high operating temperature and
imperfect selectivity limit their practical applications. In this
regard, ternary ABO3 perovskite6,7 structured MOS sensors have
attracted the scientic community over the binary MOS sensors
due to the presence of multiple cation sites for doping materials
and exhibiting more potential for enhancing the device
performance in gas sensing applications. Out of various
choices, the zinc stannate (ZnSnO3) ternary compound (n-type
MOS) is a potential candidate due to its high electron
mobility, conductivity, good stability, and attractive physical
and chemical properties8 compared to binary counterparts ZnO
and SnO2. These properties enable this material to be employed
in various applications such as Li-ion batteries,9 solar cells,10

photocatalysts,11 gas sensing, etc.12

Several studies have been reported on gas sensing properties
of porous ZnSnO3 material, especially on volatile organic
compounds (VOCs) such as acetone,13 ethanol,14 butanol,15

propanol,16 formaldehyde,17 and triethylamine.18 However, very
few studies are available on the detection of gases except H2S12

and H2.19 Pure ZnSnO3 material usually suffers a requirement
barrier due to low sensitivity, poor selectivity, and high oper-
ating temperature for the detection of gases other than VOCs. It
is known that doping ternary MOS materials with transition
metals can signicantly enhance the gas sensing performance
as it can change the interaction between the gases, oxygen
molecules, and the surface electron due to an increase in
porosity and large specic surface areas. Despite this, the
available studies to improve the gas sensing properties on
RSC Adv., 2022, 12, 32249–32261 | 32249
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ZnSnO3 doped with transition metals are signicantly fewer.
For instance, Fe,20 Al,21 Mg,22 and Pd23 have been doped in
ZnSnO3 for performance improvement.

I. Karaduman et al.24 and E. Della Gaspera et al.25 have re-
ported the doping of transition metal Mn to ZnO compounds
where improvement of CO sensing was ascribed to the multiple
oxidation states of Mn, preferred adsorption of CO molecules at
the transition metal dopant sites and then their migration from
Mn or Cu sites to Zn sites, and large specic surface area with
increased oxygen adsorption and its reactivity with CO
molecules.

In correspondence to the above discussion, we decided to
gure out the sensing capabilities of ZnSnO3 doped with
different concentrations of Mn. This article presents a simple
and economical technique for the synthesis of ZnSnO3 with
different loadings of Mn (Zn1−xMnxSnO3, x = 0 to 0.15) using
co-precipitation method and systematic investigation of struc-
tural and morphological properties. Then, the prepared mate-
rial was used to fabricate the gas sensor device based on the
resistance change model. The sensing material was exposed to
different interfering gases such as ammonia, carbon dioxide,
ethanol, and CO to test the selective sensing properties. Among
these, CO turned out to be highly selectively sensed by (Zn1−x-
MnxSnO3, x = 0 to 0.15). Being highly sensitive to CO among
these gases, sensing measurements of Mn-doped ZnSnO3

samples were achieved for different concentrations of CO. The
best-performing device was subjected to long-term stability and
reproducibility tests for repeated cycles. Finally, the plausible
gas-sensing mechanism is discussed to postulate the inuence
of Mn doping in the ZnSnO3 perovskite microstructure.
2 Experimental section
2.1 Materials

Zinc sulfate heptahydrate (ZnSO4$7H2O, >99.5%), sodium
stannate trihydrate (Na2SnO3$3H2O, >99%), manganese sulfate
monohydrate (MnSO4$H2O, >99%), and ammonia solution
(NH3, ∼25%) were of analytical grade and purchased from
Sigma-Aldrich Co. Ltd. All the reagents were used without any
further purication.
2.2 Synthesis of pure and Mn-doped ZnSnO3 microspheres

Pure and Mn-doped ZnSnO3 microspheres were synthesized by
a simple co-precipitation method. In a typical experiment, 0.1 M
of zinc sulfate heptahydrate was dissolved in 50mL of deionized
water. The solution was strenuously stirred at room tempera-
ture until the clear transparent solution was accomplished.
Likewise, 0.1 M of sodium stannate trihydrate was added to
50 mL of deionized water and stirred. Then, under perpetual
stirring, appropriate aqueous ammonia solution was poured
dropwise continuously into the ZnSO4 solution to maintain
a pH ∼ 10. In the next step, a certain amount of MnSO4$H2O
was dissolved in the above ZnSO4 solution. Then, the sodium
stannate solution was added to the above solution ([Zn]/[Sn] =
1 : 1), and the aermath mixed solution was stirred strenuously
for 2 h at 60 °C. Finally, aer the chemical reaction between the
32250 | RSC Adv., 2022, 12, 32249–32261
precursors, the precipitates were cumulated by centrifugation at
5000 rpm and repeatedly rinsed with deionized water to remove
any product contamination. Ultimately, the nal products were
then kept for drying in a hot oven at 100 °C for 10 h. The as-
prepared pure and Mn-doped ZnSn(OH)6 were subjected to
heat treatment at 500 °C for 4 h in a muffle furnace to get the
pure and Mn-doped ZnSnO3 spherical particles. The nal
products with calculated Mn content of 0, 2.5, 5, 7.5, 10, and 15
atomic (at)% were named as ZSO, Z0.975Mn0.025SO,
Z0.95Mn0.05SO, Z0.925Mn0.075SO, Z0.9Mn0.1SO, and Z0.85Mn0.15SO,
respectively.
2.3 Characterization and measurements

The crystal structure, composition, and phase of the powder
samples were identied using the X-ray diffraction (XRD,
Empyrean, Malvern Panalytical X-ray diffractometer) method
with Cu-Ka radiation (l= 1.54 Å) in the 2q range of 10°–80°. The
surface morphology of the powder samples was observed by
eld emission scanning electron microscopy (FESEM, JEOL,
JSM-7610F plus) equipped with EDX (energy dispersive X-ray)
system to perform the elemental mapping and energy-
dispersive spectrum (EDS) characterization. Thermogravi-
metric and differential thermogravimetric analysis of the as-
prepared powder samples were investigated using TGA-DSC
(PerkinElmer, STA8000) at a heating rate of 5 °C min−1 up to
1000 °C in an N2 atmosphere. The FTIR (Fourier transform
infrared) spectra were recorded by a BRUKER TENSOR 27
spectrometer in the range of 4000–400 cm−1. The specic BET
surface area and porosity were gured out from N2 adsorption–
desorption measurements, which were recorded on a Quan-
tachrome ASiQwin analyzer, taking place at ∼77 K at liquid
nitrogen temperature. X-ray photoelectron spectroscopy (XPS)
measurements were carried out using a Kratos AXIS spectrom-
eter with an Al Ka source (hy = 1486.6 eV).
2.4 Fabrication of the sensing device and measurements

The pure ZSO and Mn-doped ZSO samples in the powder forms
were pressed into pellets of 10 mm diameter (shown in Fig. S1†)
by using the hand operated hydraulic press machine under
a constant load of 14 tons and then the pellet was used for CO
sensing. The ohmic contacts were designed on the pellet to
fabricate the sensing element equipping it with two thin parallel
silver electrodes maintaining a gap of 1 mm. A home-built setup
was used to conduct the gas sensing measurements. The
sensors were kept in a chamber, and silver electrode contacts
were connected to a Keithley Sourcemeter directly linked to
a computer PC by LabVIEW™ (National Instruments) for
recording the resistance signal with respect to time. The digital
mass ow controllers of Dakota Instruments were used to
control the ow of dry pure target gas and zero air in the
required concentration. A dynamic–static ow-through tech-
nique was used to carry out the gas sensing measurement. The
performance of the gas sensing device is expressed in terms of
various sensing parameters. The gas sensing response (S%) is
dened as:
© 2022 The Author(s). Published by the Royal Society of Chemistry
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S (%) = (Ra − Rg)/Rg × 100 (1)

where, Ra and Rg are the resistance values of the gas sensing
materials in the presence of air and target gas atmosphere,
respectively.26 Response time (tres) can be described as the time
attained by a gas sensor for the maximum change in resistance
when exposed to the environment of the target gas. Recovery
time (trec) is the time required by a gas sensor to recover its
resistance value up to 90% of its original baseline resistance
value aer the target gas is removed from the sensing chamber.
Table 1 Lattice parameters of the samples calculated by the Rietveld
refinement

Zn1−xMnxSn(OH)6
Lattice constant
(Å) a = b = c

x = 0 7.751 � 0.004
x = 0.025 7.754 � 0.002
x = 0.05 7.755 � 0.001
x = 0.075 7.755 � 0.006
x = 0.1 7.757 � 0.003
x = 0.15 7.761 � 0.003
3 Results and discussion
3.1 Structural characterization (XRD)

The effect of the concentration of Mn doping on the crystal
structure of ZSO spherical particles was analyzed by X-ray
diffraction (XRD) characterization. The XRD patterns of as-
prepared pure and Mn-doped ZnSn(OH)6 precursor are depic-
ted in Fig. 1a, which agrees well with the available JCPDS card
no. 20-1455. The diffraction peaks in the pattern can be indexed
to a pure fcc-phase ZnSn(OH)6 (space group: Pn�3), which is in
Fig. 1 (a) XRD patterns of as-synthesized Zn1−xMnxSn(OH)6 samples (b)
patterns of Zn1−xMnxSnO3 samples after annealing at 500 °C.

© 2022 The Author(s). Published by the Royal Society of Chemistry
good agreement with the Rietveld renement, as shown in
Fig. 1b. The crystallites are preferentially oriented along the x-
axis, [200] direction. Lattice parameters of the pure and Mn-
doped precursors were calculated by the Rietveld renement
using the Full Prof soware. The obtained lattice parameters are
shown in Table 1, which depicts the minor increase in lattice
parameters with the increase in Mn-doping concentration. The
characteristic peaks of any other phases such as ZnO, SnO2, and
Rietveld refinement of the as-synthesized ZnSn(OH)6 sample. (c) XRD

RSC Adv., 2022, 12, 32249–32261 | 32251
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other phases of ZnSnO3 or ZnSn(OH)6 were not observed, which
indicates the facile substitution of Mn in ZnSn(OH)6, probably
due to akin ionic radius of Mn2+ ion (0.67 Å) with Zn2+ (0.74 Å).

Fig. 1c presents the XRD characterization patterns of single
phase Zn1−xMnxSnO3 samples aer annealing at 500 °C. Only
one broad peak was observed in all diffraction peaks related to
the amorphous ZnSnO3 (JCPDS no. 28-1486). This indicates that
all the pure and Mn-doped ZnSn(OH)6 precursors were con-
verted into the nal product of the pure and Mn-doped ZnSnO3

phase.
3.2 Thermal analysis (TGA-DTG)

The thermo-gravimetric analysis (TGA) was accomplished to
investigate the thermal stability of as-prepared pure and Mn-
doped ZnSn(OH)6 samples obtained before heat treatment,
and derivative TG (DTG) curves were used to examine the
thermal decomposition of the samples. As shown in Fig. 2, there
is a noticeable weight loss of 17.94% up to 260 °C (2.7% from 25
°C to 130 °C and 15.24% from 130 °C to 260 °C) and only about
Fig. 2 TG-DTG plot of the as-prepared samples of Zn1−xMnxSnO3, x=
0, 0.025, 0.05, 0.075, 0.1, 0.15.

Fig. 3 FT-IR spectra of (a) as-synthesized Zn1−xMnxSn(OH)6 samples, an

32252 | RSC Adv., 2022, 12, 32249–32261
3% weight loss is observed from 260 °C to 1000 °C (shown in
Fig. S2†). Thus, the weight loss of almost 18% up to 260 °C from
the precursor samples revealed the dehydration of adsorbed
water from pure and Mn-doped ZnSn(OH)6 samples and hence
justifying the removal of hydroxyl (–OH) group to generate zinc
stannate (ZnSnO3) and water. Further, the weight loss of almost
3% from 260 °C to 1000 °C is accredited to the dehydration of
water molecules, which were trapped within the crystals and
thus required more thermal energy than the adsorbed water
molecules.27

The DTG curves exhibit the endothermic peaks at 201.19 °C,
197.76 °C, 199.93 °C, 197.13 °C, 204.90 °C, and 197.76 °C for
ZSO, Z0.975Mn0.025SO, Z0.95Mn0.05SO, Z0.925Mn0.075SO,
Z0.9Mn0.1SO, and Z0.85Mn0.15SO, respectively, that could be
attributed to the evaporation of residual moisture. The overall
weight loss is about 21% in the whole process, which is almost
very close to the earlier reported value (21%).28 The rapid weight
loss between 130 °C and 260 °C is expressed as the following
chemical reaction:

ZnSnðOHÞ6 ���!
$ 130�C

ZnSnO3 þH2O (2)

3.3 Fourier transform infrared (FTIR) spectrum analysis

The XRD results are also consistent with the FTIR analysis of
both the as-prepared and annealed samples, Fig. 3, revealing
relevant spectral changes in both cases. Fig. 3a illustrates the
FTIR spectra of as-prepared pure and Mn-doped ZnSn(OH)6
precursors. The broad band at ∼3186 cm−1 is ascribed to the
stretching vibration modes of –OH groups in water molecules.
The other three peaks at 1169, 766, and 522 cm−1 are assigned
to the bending and stretching vibration of M–OH or M–OH–M
groups. Thus, the existence of these surface –OH groups char-
acterizes the as-prepared samples as ZnSn(OH)6. However,
Fig. 3b shows the FTIR spectra of Zn1−xMnxSnO3 samples aer
annealing at 500 °C where all the peaks related to –OH bond
vibration disappeared, indicating the dehydration of water
molecules aer annealing. The strong broad absorption peak at
d (b) Zn1−xMnxSnO3 samples annealed at 500 °C.

© 2022 The Author(s). Published by the Royal Society of Chemistry
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∼457 cm−1 could be attributed to themetal oxide (M–O) bond of
Zn–O and Sn–O and the small weak band observed at 1219 to
1731 cm−1 ascribed to the stretching vibration of M–O–M
bonds29,30 in ZnSnO3. Hence, the disappearance of –OH groups
during annealing and the formation of the ZnSnO3 structure is
clearly conrmed by the FTIR analysis.
3.4 Morphological characterization

The morphology of pure ZSO samples and with different
concentrations of Mn (Zn1−xMnxSnO3, x = 0, 0.025, 0.05, 0.075,
0.1, and 0.15) aer annealing at 500 °C were characterized by FE-
SEM, as shown in Fig. 4. From Fig. 4a–f, it can be seen that all
samples exhibit similar spherical surface morphology. It is also
noted that numerous nanoparticles are stacked together to frame
a porous microsphere structure. Agglomeration of particles was
seen due to the high surface energy31 of the synthesized particles.
The average outer diameter of spherical particles was also calcu-
lated and found to be decreasing from 900 nm to 500 nm with an
increase in the concentration of Mn. Thus, Mn doping causes an
increase in surface area and creates pores inmicrospheres. This is
conducive to the quick adsorption of target gas and reaction with
the materials to give better gas sensing properties.

EDS and SEM elemental mapping were conducted to resolve
the atomic ratio and specic distribution of Zn, Sn, O, and Mn
elements (Z0.9Mn0.1SO). As shown in Fig. 5c–f, the uniform
distribution of Zn, Sn, O, and Mn in the selected microsphere
was clearly veried. Also, according to the EDS spectrum, Fig. 5b
depicts the quantitative presence of Zn, Sn, O, and Mn
elements, in addition to the Au element, which is due to the Au
coating used in the analysis.
3.5 N2 adsorption–desorption isotherm

N2 adsorption–desorption isotherm analysis is another essen-
tial technique to elucidate the properties of gas-sensing
Fig. 4 FESEM images of Zn1−xMnxSnO3 spherical particles, x = (a) 0, (b)

© 2022 The Author(s). Published by the Royal Society of Chemistry
materials in terms of parameters such as specic surface area of
materials, pore-size distribution, and specic pore volume. It is
well affirmed that higher gas-sensing performance is achieved
for materials having higher specic surface area, and thereby,
more active sites contribute to the redox reaction.32 Fig. 6a–f
represents the typical N2 adsorption–desorption isotherm for
the Zn1−xMnxSnO3 microspheres. Based on IUPAC classica-
tion, the resulting isotherms of these six materials can be
classied as type-IV isotherms along with a dened hysteresis
loop. The inset of Fig. 6a–f represents the Barrett–Joyner–
Halenda (BJH) pore size distribution of all these respective six
materials revealing the existence of mesoporous structures. The
BET surface areas and BJH pore size diameter of all these six
materials are represented in Table 2. It was observed that Mn-
doped ZSO materials have a higher surface area compared to
that of pure ZSO material, and the increasing trend in surface
area was obtained with the increase in Mn-doping concentra-
tion. Additionally, for all these six materials, the bulk of the
pores lie in the region of 3–18 nm (inset of Fig. 6a–f) and very
few pores lie beyond 18 nm. The average pore diameters are
3.097, 3.088, 3.075, 3.060, 3.099, and 3.091 nm, respectively, for
ZSO, Z0.975Mn0.025SO, Z0.95Mn0$05SO, Z0.925Mn0.075SO,
Z0.9Mn0.1SO, and Z0.85Mn0.15SO. This increased surface area
with a suitable mesoporous structure is advantageous to the fast
adsorption of gases, promoting surface reactions, thereby
remarkably enhancing the gas sensing properties of Mn-doped
ZSO materials.
3.6 X-ray photoelectron spectroscopy (XPS)

Gas sensing is a surface-dominant process depending on the
surface state of gas sensing materials. X-ray photoelectron
spectroscopy (XPS) was used to further investigate the sensing
materials for the surface elemental composition and their cor-
responding valence state. Fig. 7a illustrates the survey spectra of
0.025, (c) 0.05, (d) 0.075, (e) 0.1, (f) 0.15.

RSC Adv., 2022, 12, 32249–32261 | 32253
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Fig. 5 (a–f) EDS spectrum and elemental mapping of Zn1−xMnxSnO3 samples, x = 0.1.

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

0 
N

ov
em

be
r 

20
22

. D
ow

nl
oa

de
d 

on
 1

0/
31

/2
02

5 
7:

13
:2

3 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
ZnSnO3 (ZSO) and Z0.9Mn0.1SO samples. It indicates the exis-
tence of Zn, Sn, and O elements on the surface of ZSO samples
and the presence of Zn, Sn, O, and Mn elements on the surface
of Z0.9Mn0.1SO samples, which are consistent with the EDS
observations. Fig. 7b presents the high-resolution spectra of Zn
2p, with two distinct peaks of Zn 2p in ZSO at binding energies
of 1021.30 eV and 1044.24 eV signifying Zn 2p3/2 and Zn 2p1/2,
respectively. However, the two distinct peaks of Zn 2p in
Z0.9Mn0.1SO have an apparent shi to 1021.01 eV (Zn 2p3/2) and
1044.09 eV (Zn 2p1/2), respectively. Fig. 7c shows the high-
resolution spectra of Sn 3d in ZSO and Z0.9Mn0.1SO. Two
distinctive peaks of Sn 3d in ZSO are located at binding energies
of 486.30 eV (Sn 3d5/2) and 494.71 eV (Sn 3d3/2), whereas the two
distinctive peaks of Sn 3d in Z0.9Mn0.1SO are shied to
485.84 eV (Sn 3d5/2) and 494.26 eV (Sn 3d3/2), respectively. The
corresponding peaks of Zn 2p and Sn 3d demonstrate the
existence of Zn2+ and Sn4+ in the samples. Deconvolution of the
Mn 2p spectrum in Fig. 7d shows two distinct peaks at binding
energies of 640.77 eV (Mn 2p3/2) and 654.30 eV (Mn 2p1/2) having
orbital splitting energy of 13.5 eV, signifying the presence of
Mn2+ in Z0.9Mn0.1SO samples. The apparent shi of the Zn 2p
and Sn 3d characteristic peaks indicates the electronic inter-
action between the Mn2+ (dopant), Zn2+, and Sn4+ sites. Mn-
doping makes the sample electron rich due to the generation
of vacancy defects. To analyze the impact of oxygen vacancy
defects, O 1s peaks of ZSO and Z0.9Mn0.1SO have been analyzed,
32254 | RSC Adv., 2022, 12, 32249–32261
as shown in Fig. 7e and f. The O 1s spectra are deconvoluted
into three peaks: OL corresponding to lattice oxygen, OV caused
by oxygen vacancy defect, and OC corresponding to chem-
isorbed oxygen. For the ZSO sample, the three peaks centered at
529.78 eV, 531.2 eV, and 532.79 eV are assigned to OL, OV, and
OC, respectively. Similarly, the three distinctive peaks of O 1s in
the Z0.9Mn0.1SO sample are centered at 529.05 eV, 530.11 eV,
and 531.46 eV, respectively. The relative percentages of each
oxygen species are depicted in Fig. 7e and f, respectively.
Compared with pure ZSO, there is a signicant reduction in OL

concentration for Z0.9Mn0.1SO (from 40.59% to 26.70%),
whereas a surge in OV (from 38.52% to 45.25%) and OC (from
20.88% to 28.05%) concentrations, suggesting the benecial
use of Mn-doping for enhancing the gas-sensing performance
of ZnSnO3.
3.7 Gas sensing properties

The operating temperature plays an essential role in investi-
gating the dynamic gas response of the sensor material. It
signicantly affects the adsorption–desorption phenomenon
and reaction kinetics of the target gas with oxygen molecules on
the sensor surface by improvising the activation energy in the
sensing material.33 Therefore, investigations were done to test
the sensing performance of Zn1−xMnxSnO3 samples by exposing
to 500 ppm CO gas at various altered operating temperatures of
50–300 °C. Fig. 8a–f depicted the n-type semiconducting
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 N2 adsorption–desorption isotherm and the corresponding BJH pore size distribution of Zn1−xMnxSnO3, x= (a) 0, (b) 0.025, (c) 0.05, (d)
0.075, (e) 0.1, (f) 0.15.
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behaviour of all these six materials because of the decrease in
resistance with the increase in operating temperature. Initially,
sensors were stabilized for a constant resistance value under
© 2022 The Author(s). Published by the Royal Society of Chemistry
exposure to fresh dry air at a particular operating temperature.
When the sensors were exposed to CO (reducing gas), a decrease
in electrical resistance value was observed, which gets stabilized
RSC Adv., 2022, 12, 32249–32261 | 32255
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Table 2 Surface area, pore size, and pore volume of Zn1−xMnxSnO3

samples

Sample BET (m2 g−1)
Pore size
(nm)

Pore volume
(cm3 g−1)

ZSO 15.229 3.097 0.03279
Z0.975Mn0.025SO 21.340 3.088 0.03692
Z0.95Mn0.05SO 27.878 3.075 0.05281
Z0.925Mn0.075SO 30.261 3.060 0.05379
Z0.9Mn0.1SO 36.294 3.099 0.09990
Z0.85Mn0.15SO 42.999 3.091 0.06328
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for a while and returned to the initial value aer the CO supply
was cut-off and re-exposed to the fresh dry air. It is obvious from
Fig. 8 that Mn-doped ZSO sensors exhibit more decline in
resistance value than that of pure ZSO sensors and thus exhibit
higher response.

As shown in Fig. 9a and b, the maximum percentage change
in the resistance of sensors at different operating temperatures
from 50 °C to 300 °C towards 500 ppm CO was calculated and
represented in terms of the response by using eqn (1). The
sensing response of all the sensors was seen to follow “increase-
maximum-decrease” tendency.15 Fig. 9 shows that for the pure
ZSO sensor, there is a small change in response, and the
maximum response is 5.79% at the operating temperature of
250 °C. However, for the entire Mn-doped ZSO sensor, the
operating temperature signicantly drops down to 200 °C with
the remarkable enhancement in respective responses. As shown
in Fig. 9a, ZSO sample doped with 10 at% Mn achieved the best
Fig. 7 The XPS spectra of ZSO and Z0.9Mn0.1SO samples: (a) survey scan
spectra of Z0.9Mn0.1SO, (e) O 1s XPS spectra of ZSO, and (f) O 1s XPS sp

32256 | RSC Adv., 2022, 12, 32249–32261
response of ∼311.37% at the 200 °C operating temperature.
Because Z0.9Mn0.1SO sample displays the best gas response to
CO, the optimized value of Mn-doping is 0.1 (10 at%). As
a result, the Z0.9Mn0.1SO sample was chosen as a propitious
candidate for further studies in our work.

The response time and recovery time are other essential
parameters to judge the new generation gas sensor for fast
detection of particular gases and speedy recovery to its ambient
conditions in real application elds. The response and recovery
time of the 0%, 2.5%, 5%, 7.5%, 10%, and 15% Mn-doped ZSO
sensors towards 500 ppm CO at 200 °C were measured (shown
in Fig. S3†) for the 90% of resistance changes and the compared
results are as shown in Fig. 9c. Here, it is clearly observed that
the Z0.9Mn0.1SO sensor exhibits the shortest response time of
6.6 s among all the six samples and also the accelerated
desorption rate of CO on Z0.9Mn0.1SO due to the presence of Mn
with the recovery time of 34.1 s.

Selectivity is another critical parameter to dene the gas
sensor's ability to differentiate a specic target gas from other
interfering gases. The responses (%) of the Z0.9Mn0.1SO sample
towards exposure to four different gases, carbon monoxide
(CO), ammonia (NH3), ethanol (C2H5OH), and carbon dioxide
(CO2) were calculated at the operating temperature of 200 °C. As
demonstrated in Fig. 9d, the Z0.9Mn0.1SO sensor gives excellent
responses to CO, whereas low responses to other interfering
gases. Thus, the result from Fig. 9d inferred that the present
Z0.9Mn0.1SO sensor has excellent selectivity towards CO.

Fig. 10a presents the changes observed in resistance values
of the Z0.9Mn0.1SO sensor under the exposure of CO gas at
XPS spectra, (b) Zn 2p XPS spectra, (c) Sn 3d XPS spectra, (d) Mn 2p XPS
ectra of Z0.9Mn0.1SO.

© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 8 Dynamic response–recovery curves of the gas sensor based on Zn1−xMnxSnO3, x = (a) 0, (b) 0.025, (c) 0.05, (d) 0.075, (e) 0.1, and (f) 0.15.

Fig. 9 (a and b) Relationship between the responses of gas sensor exposed to 500 ppm CO gas and operating temperature. (c) Comparison of
the response and recovery times of Zn1−xMnxSnO3 sensors upon exposure to 500 ppmCO at the operating temperature of 200 °C. (d) Selectivity
study by the comparison of Z0.9Mn0.1SO sensor responses to different gases at the operating temperature of 200 °C.

© 2022 The Author(s). Published by the Royal Society of Chemistry RSC Adv., 2022, 12, 32249–32261 | 32257
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Fig. 10 (a) Dynamic response–recovery curves towards different varying CO gas concentrations; (b) calibration curve at 200 °C related to
Z0.9Mn0.1SO sensor. (c) Long-term stability test for the Z0.9Mn0.1SO sensor responding to 20 ppm CO gas.
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varying concentrations in the range of 10 to 500 ppm. It clearly
represents the increase in resistance value with respect to the
increase in CO concentration. Moreover, the rapid response as
CO gas is injected, stable value in the presence of CO environ-
ment, and then sharp recovery to the initial value when the CO
gas is removed were observed at all concentrations of CO gas.
The percentage change in resistance was used to compute the
responses (%) and Fig. 10b depicts the increased sensor
response with CO concentration. An approximate good linear
correlation was observed with the CO concentration, where the
linear correlation value was found to be 0.98552. The good
linear response to CO allows a lower detection limit in sub-ppm
level, less than 1 ppm.

Long-term stability test of the Z0.9Mn0.1SO sensor was also
conducted over the period of 95 days at xed 20 ppm CO and at
the operating temperature of 200 °C as illustrated in Fig. 10c. It
is clearly observed that the sensor shows no signicant devia-
tion in response, conrming the excellent long-term stability of
the Z0.9Mn0.1SO sensor.

Table 3 illustrates the comparison of the present work with
the sensing performance of other MOS based CO sensors,
basically based on binary type ZnO or SnO2 or its ternary type
compounds. It is worth noting that our sensor exhibited
a comparatively high CO sensing performance, especially high
response, low operating temperature, fast response, and
recovery times.
Table 3 Comparison of recent metal oxide-based gas sensors for CO d

Sensing material
Operating temperature
(°C) CO (ppm)

ZnSnO3 250 500
Zn0.9Mn0.1SnO3 200 500
SnO2 310 200
SnO2 200 91
Ni2+-doped SnO2 350 1000
TiO1.5/ZnO 300 48
CuO-SnO2 200 100
ZnO 250 100
ZnO/ZnCo2O4 300 10
Mn-ZnO 300 300

32258 | RSC Adv., 2022, 12, 32249–32261
3.8 Gas sensing mechanism

ZnSnO3 belongs to the family of n-type metal oxide semi-
conductors whose gas sensing mechanism is exclusively based on
the alteration in the electric resistance when exposed to the gas
and explained by themost accepted oxygen adsorption–desorption
theory on the material surface.41 When ZnSnO3 or Zn1−xMnxSnO3-
based sensors are exposed to clean air, as shown in Fig. 11a and c,
oxygen molecules present in the clean air will be adsorbed on the
surface of the sensing material and captivate free electrons from
the surface conduction band of the sensing layer. Depending on
the operating temperature, adsorbed oxygen species reacting with
free electrons transform into oxygen species of ionized form, such
as O2

−, O−, O2− (ref. 42) As a consequence, a thick electron
depletion layer (EDL) will form, causing an increase in the electric
resistance of the sensor, resulting in less ow of electrons inside
the sensing material. Thus, the sensor material initially exhibits
high resistance in the presence of clean air.

O2(gas) / O2(adsorbed) (3)

O2(adsorbed) + e−(surface) / O2
−
(adsorbed) (<100 ˚C) (4)

O2
−
(adsorbed) + 2e−(surface) / 2O−

(adsorbed) (100–300 ˚C) (5)

O−
(adsorbed) + e−(surface) / O2−

(adsorbed) (>300 ˚C) (6)
etection

Sensitivity (Ra/Rg)
or response (%)

Response/recovery
times (s) Ref.

5.79% 30/41 This work
311.37% 6.6/34.1 This work
7.29 16/28 34
84.3% 48/51 35
6.1 — 36
1.365 166/343 37
3.52% — 38
3.7 — 39
17.3 60/50 40
2.5 40/300 31

© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 11 The schematic diagrams for CO gas sensing mechanism of pure and Mn-doped ZnSnO3 sensors in the presence of air (a) & (c) and in CO
gas (b) & (d), respectively.
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As shown in Fig. 11b and d, when the ZnSnO3 sensor mate-
rial is exposed to a reducing gas such as CO, the interaction
between the CO gas and the predominant chemisorbed ionized
oxygen species, O−, can take place, and the electrons captivated
by the chemisorbed O− are released back into the conduction
band of the sensing material, as per eqn (7), and produce CO2.
As a result, the thickness of the EDL layer is lessened and thus
decreases the electric resistance of the sensingmaterial, and the
key redox reaction involved in the process of reaction with CO
gas is as per the following equations:

CO(gas) + O−
(adsorbed) 4 CO2(gas) + e− (7)

CO(gas) + O2
−
(adsorbed) 4 2CO2(gas) + e− (8)

Furthermore, as the gas sensing device is re-exposed to the
clean air, oxygen molecules again react with the electrons
© 2022 The Author(s). Published by the Royal Society of Chemistry
captivated from the surface conduction band of the sensing
material, which again forms the thick electron depletion layer,
and thus, electric resistance recovers to the initial baseline.

In addition, the gas sensing performance of ZnSnO3 is
greatly related to the particle size, surface area, and metal
oxidation states, which can be largely inuenced by the doping
of transition metal elements. Transition metals are most
commonly used as sensitizers to enhance the gas sensing
performance of sensing materials. The doping of ZnSnO3 by the
Mn element changes the particle size and increases the surface
area, which results in alterations in the amount of adsorbed
oxygen. It is well known that with the increase in the doping
amount of Mn, the amount of oxygen molecules adsorbed
increases for up to a certain concentration of Mn and then
decreases.43,44 For up to 10 at% Mn, maximum number of
oxygen molecules transform into ionized O− species and thus
RSC Adv., 2022, 12, 32249–32261 | 32259
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more CO molecules are involved in the reaction process.
Moreover, an extra thick electron depletion layer may form at
the interface with the increase inMn concentration. Thus, when
the Mn-doped ZnSnO3 sensors are exposed to the CO environ-
ment, a large number of electrons are freed and released back
into the conduction band of the sensing material, ZnSnO3

microspheres, more conveniently. Also evidenced from the XPS
spectra, doping with Mn generates more oxygen vacancies in
the ZSO lattice and hence more free electrons, improving the
gas sensing. Simultaneously, the Mn site in ZnSnO3 plays
a critical role in adsorbing CO molecules at all temperatures.
CO molecules are preferably adsorbed on the Mn sites to form
bonds between Mn and CO. The interaction results in the
donation of 5s electrons of CO to the metal and p electrons
back bonding from d-orbitals of Mn to CO. First, the CO
molecules adsorb at the Mn sites and then migrate from Mn
sites to Zn sites, through which Mn sites improve the CO
adsorption and their interaction with oxygen species. Therefore,
the doping of transition metal Mn effectively helps in intensi-
fying the gas sensing performance of ZnSnO3 microspheres
towards CO gas.

4 Conclusions

In summary, porous Mn-doped ZnSnO3 microspheres were
synthesized by a simple co-precipitation method. The charac-
terization results revealed that theMn-doped ZnSnO3maintains
the face-centered cubic structure of pure ZnSnO3 and exhibits
micro spherical morphology in the increasing order of surface
area with the Mn concentration. The Mn-doping was conrmed
by XPS. The BET measurements revealed an increase in surface
area with an increase in Mn doping. The gas sensing perfor-
mance analysis of Zn1−xMnxSnO3 chemi-resistive sensors with
different Mn concentrations towards CO gas displayed
enhanced sensing characteristics with respect to pure ZnSnO3

sensors. To be specic, the MOS sensor based on 10 at% Mn-
doped ZnSnO3 exhibited a remarkably high response to CO
gas at the reduced operating temperature of 200 °C. Moreover,
the Z0.9Mn0.1SO sensor exhibit fast response and recovery times
of 6.6 s and 34.1 s, respectively, with good stability and repro-
ducibility. The enhanced gas sensing properties with respect to
CO can be ascribed to the sensitization effects of Mn and porous
structure. On the basis of this study, these Mn-doped porous
ZnSnO3 microspheres are propitious to be applied for practical
applications for monitoring CO gas in air.
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