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ticles embedded in a carbon
skeleton as an anode for high power density
potassium-ion batteries†

Zhiqiang Hao, ‡a Xiaoyan Shi,‡a Wenqing Zhu,a Xiaoyue Zhang,a Zhuo Yang,a

Lin Li, *a Zhe Hu, *b Qing Zhao*c and Shulei Chou *a

Bismuth is a promising anode for potassium-ion batteries (PIBs) due to its suitable redox potential, large

theoretical capacity, and superior electronic conductivity. Herein, we report a Bi@C (Bi nanoparticles

uniformly embedded in a carbon skeleton) composite anode which delivers a superior rate performance

of 244.3 mA h g�1 at 10.0 A g�1 and a reversible capacity of 255.6 mA h g�1 after 200 cycles in an

optimized ether-based electrolyte. The outstanding electrochemical performance results from its robust

structural design with fast reaction kinetics, which are confirmed by both experimental characterization

studies and first-principles calculations. The reversible potassium storage mechanism of the Bi@C

composite was also investigated by in situ X-ray diffraction. In addition, the full PIB cell assembled with

a Bi@C composite anode and nickel-based Prussian blue analogue cathode exhibits high discharge

voltage (3.18 V), remarkable power density (>10 kW kg�1), and an excellent capacity retention of 87.8%

after 100 cycles. The results demonstrate that the PIBs with Bi anodes are promising candidates for

power-type energy storage devices.
Introduction

Achieving carbon neutrality in the next few decades has grad-
ually become the consensus among the world's countries.1 One
of the effective strategies is to increase the share of renewable
clean energy (such as wind, solar, and geothermal resources) in
the electric energy structure.2–6 However, renewable clean
energy is generally intermittent, so its development closely
depends on large-scale energy storage/conversion systems.7–9

Recently, potassium-ion batteries (PIBs) have been considered
as promising candidates for this purpose due to the high
abundance of potassium resources and low redox potential of
K+/K in an organic electrolyte (�2.93 V vs. the standard
hydrogen electrode).10–12 In addition, the relatively weak inter-
actions between K+ and organic solvents in comparison with
other alkali ions (Li+ or Na+) are benecial for PIBs to realize
high rate performance.13,14 Unfortunately, the relatively large
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ionic radius of K+ (1.38 Å) inevitably results in sluggish K+

diffusion kinetics in electrodes, leading to poor rate perfor-
mance of current PIBs.15,16 Simultaneously, large K+ also leads to
a distinct volume expansion/shrink change during potassiation/
depotassiation processes, especially for conversion or alloying
type anode materials.17,18 Therefore, designing electrode mate-
rials with superior structural stability and fast electrochemical
reaction kinetics is important to achieve PIBs with a high power
density.

Although various anodes (such as carbon materials, alloying
materials, organic materials and metal chalcogenides) for PIBs
have been reported, their applications in high power density
PIBs still face challenges.19–28 Among these materials, metallic
Bi shows huge potential for high power density PIBs due to the
suitable redox potential, high electronic conductivity, and large
theoretical capacity.29–32 However, Bi anodes generally suffer
from large volume changes during the charge/discharge process
and thus exhibit poor cycling stability.33,34 Rapid capacity fading
was found for a pure Bi electrode at 5 A g�1 (only 90 mA h g�1

aer 150 cycles).35 Various strategies, such as nanostructure
engineering, alloying with other metals, hybridization with
carbon materials, and electrolyte optimization, have been
recently applied to improve the electrochemical performance of
Bi anodes.35–41 For example, Li's group demonstrated that the
cycling stability of commercial Bi was improved by replacing the
conventional ester-based electrolyte with an ether-based elec-
trolyte.17 Qiao et al. synthesized a carbon-coated double-shell
nanostructured Bi box, demonstrating a reversible capacity of
© 2022 The Author(s). Published by the Royal Society of Chemistry
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over 200 mA h g�1 aer 200 cycles.20 In spite of this intriguing
progress, it remains challenging to achieve both excellent
cycling stability and rate performance by using one simple
strategy. The application of Bi for high power density PIBs can
be realized by both materials design and electrolyte optimiza-
tion.42–45 Combining nanostructured Bi with carbon material
coating and ether electrolyte design could be a promising
strategy for both buffering the volume change and stabilizing
the interphase of Bi anodes.

Herein, Bi nanoparticles uniformly embedded in a carbon
skeleton (Bi@C) composites were prepared by a facile pyrolysis
method with bismuth citrate as the precursor. The Bi@C anode
displays a reversible capacity of 255.6 mA h g�1 even aer 200
cycles and a high capacity of 244.3 mA h g�1 at 10.0 A g�1

coupled with the electrolyte of 1 M KPF6 in diethylene glycol
dimethyl ether (DEGDME). The rapid reaction kinetics was
further investigated by experimental characterization studies
and rst-principles calculations. In situ X-ray diffraction (XRD)
reveals that Bi@C composites undergo a different potassium
storage mechanism during the rst and the following cycling
process. Furthermore, full cells were constructed by matching
with the nickel-based Prussian blue analogue (KNiHCF)
cathode materials, which show an ultrahigh power density of
over 10 kW kg�1.

Results and discussion
Material characterization studies

Bismuth citrate was used as the precursor to prepare Bi@C
composites by simple one-step pyrolysis at 900 �C for 2 h under
an Ar atmosphere. To determine whether the Bi@C composites
were successfully synthesized, XRD was used to analyze the
crystal structure of the sample. As shown in Fig. 1A, all the XRD
peaks of the sample correspond to the hexagonal metal bismuth
(JCPDS 85-1329), proving that the Bi@C composites were
Fig. 1 (A) XRD pattern, (B) TGA, (C) nitrogen adsorption–desorption
isotherm and pore size distribution, (D, E) SEM images, (F–H) TEM
images, and (I–L) EDS mapping images of Bi@C composites.

© 2022 The Author(s). Published by the Royal Society of Chemistry
successfully synthesized. The invisible carbon peak from the
XRD pattern indicates the low content of carbon in the Bi@C
composites with an amorphous form. Raman spectroscopy was
used to further investigate the form of carbon in Bi@C
composites. As shown in Fig. S1,† the existence of both disor-
dered carbon and graphitic carbon represented by the D band
(1327 cm�1) and G band (1588 cm�1) could be detected. The
intensity ratio between the D band and G band (ID/IG) is 1.06,
which further conrms that carbon exists in an amorphous
form.46,47

Subsequently, the Bi content of the Bi@C sample was
investigated by thermogravimetric analysis (TGA). As shown in
Fig. 1B, the mass of the Bi@C composite material rst slightly
decreased to 99.17% due to the loss of absorbed water, then
increased to a certain extent due to the oxidation of Bi, and
nally decreased to 94.3% due to the oxidation of carbon.
Therefore, the Bi content of Bi@C composites is about 85.3%
(the calculation details can be seen in the Material character-
ization section in the ESI†). Through analysis of nitrogen
adsorption and desorption, the specic surface area and the
average pore diameter of Bi@C composites are determined to
be about 33.96 m2 g�1 and 8.99 nm, respectively (Fig. 1C). The
surface chemical states of the Bi@C composites were revealed
by X-ray photoelectron spectroscopy (XPS, Fig. S2†). The full
survey spectrum of Bi@C composites between 0 and 1000 eV
clearly shows the three elements of Bi, C, and O (Fig. S2A†). In
particular, the peaks at 164.41 and 159.10 eV in the Bi 4f spec-
trum (Fig. S2B†), 289.10 eV in the C 1s spectrum (Fig. S2C†), and
529.97 eV in the O 1s spectrum (Fig. S2D†) could be assigned to
Bi–O, C–O and Bi–O–C bonds, respectively.48 These results
indicated the existence of Bi–O–C bonds in Bi@C composites,
which could be caused by the inevitable oxidation during the
sample preparation process.30 The partial surface oxidation of
the Bi@C composites is suggested to increase the interaction
between Bi and the carbon matrix, which contributes to the
structural stability of composites during charge/discharge.

Themorphology andmicrostructure of the Bi@C composites
were investigated by scanning electron microscopy (SEM) and
transmission electron microscopy (TEM). The precursor
bismuth citrate exhibits a sheet-like structure with a smooth
surface (Fig. S3†), which is well maintained in Bi@C composites
aer the pyrolysis reaction (Fig. 1D and E). The TEM images
demonstrate that Bi nanoparticles were uniformly embedded in
the carbon skeleton (Fig. 1F–H), which is benecial for
improving structural stability and electronic conductivity. In
addition, the nanoparticles exhibit an interplanar d-spacing of
0.328 nm, corresponding to the (012) lattice plane of Bi
(Fig. 1H). As shown in Fig. 1I–L, the Bi, C, and O elements are
uniformly distributed in the Bi@C composite, which also
indicates that the Bi nanoparticles are evenly embedded in the
carbon skeleton.
Electrochemical characterization studies

It is well known that the electrochemical performance of elec-
trode materials is closely related to the type of electrolyte.49–52

Therefore, two types of electrolytes (1 M KPF6 in diethylene
Chem. Sci., 2022, 13, 11376–11381 | 11377

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d2sc04217g


Chemical Science Edge Article

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

2 
A

ug
us

t 2
02

2.
 D

ow
nl

oa
de

d 
on

 1
1/

10
/2

02
5 

3:
03

:4
4 

A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
glycol dimethyl ether (DEGDME) and 0.8 M KPF6 in ethylene-
carbonate (EC)/diethyl-carbonate (DEC)) are selected rst to
study the cycling performance and the selected charge/
discharge curves of Bi@C composites (Fig. S4†). In an EC/
DEC-based electrolyte, Bi@C composites exhibit signicant
decay in capacity. In comparison, no obvious capacity decay is
observed in the DEGDME-based electrolyte aer 20 cycles.
Thus, the DEGDME-based electrolyte was selected to further
investigate the electrochemical performance of the Bi@C
composites.

The electrochemical K+ storage behaviors of the Bi@C
composite in the DEGDME-based electrolyte were rst investi-
gated by cyclic voltammetry (CV). As shown in Fig. 2A, the redox
peaks of the Bi@C electrode are highly reversible, indicating the
superior cycling stability of the Bi@C electrode. Subsequently,
the potassium storage behaviors of Bi@C electrodes were
investigated by a galvanostatic charge/discharge test. The
typical charge/discharge curves of the Bi@C electrode at
a current density of 500 mA g�1 are shown in Fig. 2B. The initial
discharge and charge-specic capacities are 405.3 and
256.6 mA h g�1, respectively. The initial coulombic efficiency of
the Bi@C composite electrode is 63.3%. The irreversible
capacity in the rst cycle could be mainly caused by the
formation of a solid electrolyte interphase layer.53

The rate performance of the Bi@C composite electrode was
tested at different current densities ranging from 0.5 to
10 A g�1. As shown in Fig. 2C, the Bi@C composite electrode
Fig. 2 (A) CV curves, (B) typical charge/discharge curves, and (C) rate
performance of Bi@C composite electrodes in 1 M KPF6 in DEGDME
electrolyte. (D) Comparison of rate performance of the Bi@C
composite electrode with other as-reported anodes for PIBs (K2TP,21

KTO/rGO,54 Sn4P3@carbon fiber,10 u-Sb@CNFs,55 V3S4a@C NS-HNTs,56

CoP@C,22 N-HPC,57 Graphite,11 BiSb@C,58 Bi@3DGF,59 and Bi@N-
CNSs31). (E) Cycling performance.

11378 | Chem. Sci., 2022, 13, 11376–11381
exhibits reversible capacities of 298.1, 293.8, 286.1, 265.2, and
244.3 mA h g�1 at current densities of 0.5, 1.0, 2.0, 5.0 and
10.0 A g�1, respectively. When the current density recovered to
0.5 A g�1, a high reversible capacity of 292.9 mA h g�1 can be
retained, indicating the superior cycling stability of the Bi@C
composite electrode. The corresponding charge/discharge
curves of the Bi@C composite electrode at different current
densities are shown in Fig. S5.† Among the as-reported anode
materials for PIBs, the Bi@C composite shows competitive rate
performance (Fig. 2D).10,11,21,22,31,54–59

The cycling performance of the Bi@C composite electrode at
a current density of 5.0 A g�1 in the DEGDME-based electrolyte
is shown in Fig. 2E. The Bi@C composite electrode shows
superior cycling stability. A reversible discharge specic
capacity of 255.6 mA h g�1 can be retained even aer 200 cycles.
Moreover, the shape of the charge/discharge curves is well
maintained during cycling, proving the superior voltage
stability (Fig. S6†). The outstanding cycling stability of the Bi@C
composite could be attributed to the uniform embedding of Bi
nanoparticles into the carbon skeleton, which contributes to
alleviated volume expansion and inhibited electrode material
pulverization. As shown in Fig. S7,† no obvious change in the
sheet-like structure was found aer 20 cycles. Meanwhile, no
obvious resistance changes happen in electrochemical imped-
ance spectroscopy upon 20 cycles (Fig. S8†). All these above
results testify to the superior structural stability of the as-
prepared Bi@C composite.
Kinetics of the Bi@C composite

To understand the reason for the superior rate performance of
the Bi@C composite, the reaction kinetics were investigated by
experimental characterization studies and rst-principles
calculations. The K+ diffusion coefficient of the Bi@C
composite electrode was investigated by the galvanostatic
intermittent titration technique (GITT). As shown in Fig. S9,†
the voltage (E) is linearly related to

ffiffiffi
s

p
. Therefore, the ion

diffusion coefficient of the Bi@C composite electrode is calcu-
lated based on the following equation:44

D ¼ 4

ps

�
mbVm

MBS

�2�
DEs

DEs

�2 �
s � L2

D

�
(1)

where D, s, mb, Vm, MB, S and L are the diffusion coefficient,
current pulse time, active material mass, molar volume of Bi,
molar mass of Bi, area of the electrode and average thickness of
the Bi@C composite electrode, respectively. The DEs and DEs are
shown in Fig. S10.† Noticeably, the calculated K+ diffusion coef-
cient of the Bi@C composite electrode is in the range of 10�14 to
10�11 cm2 s�1 (Fig. 3A). The K+ diffusion coefficient of the Bi@C
composite electrode is higher than those of some reported anode
materials for PIBs, contributing to the fast reaction kinetics.43,60

The high K+ diffusion coefficient is benecial for the Bi@C
composite electrode to achieve high rate performance. The
potassiation kinetics at the atomic level was investigated by using
an ab initio molecular dynamics (AIMD) simulation. As illus-
trated in Fig. 3B, the K+ inserts into the Bi crystal and rapidly
interacts with Bi atoms, indicating fast reaction kinetics.
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 (A) GITT curves and the corresponding diffusion coefficients.
(B) Snapshots of the AIMD simulation, Blue ball: Bi atoms; Purple ball: K
atoms.
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Potassium storage mechanism

The potassium storage mechanism of the Bi@C composite was
investigated by in situ XRD (Fig. 4). The initial charge/discharge
curves and the corresponding XRD patterns are shown in
Fig. 4A. During the discharge process, the characteristic peak of
metallic Bi becomes weak gradually. The characteristic peak of
KBi2 appears when discharged to �0.8 V. Aer discharging to
�0.4 V, the diffraction peak of KBi2 disappears, and meanwhile,
the characteristic peak of K3Bi appears. The intensity of K3Bi
peaks increases gradually and reaches a maximum during the
voltage window of 0.4–0.1 V. In the subsequent charging process,
the peak intensity of K3Bi rst attenuates gradually. Aer
charging to �0.45 V, the peak of K3Bi disappears and emerges
into a new peak, which corresponds to K3Bi2. Subsequently, the
peak intensity of K3Bi2 strengthens and then weakens. The peak
Fig. 4 (A) Charge/discharge curve, in situ XRD patterns, and the cor-
responding contour plot of the Bi@C composite in the first cycle. (B)
Charge/discharge curve, in situ XRD patterns, and the corresponding
contour plot of the Bi@C composite in the second cycle.

© 2022 The Author(s). Published by the Royal Society of Chemistry
of KBi2 appears when the peaks of K3Bi2 fade away. Finally, the
peaks of Bi appear with the declining peak intensity of KBi2, and
then increase gradually until charging to 1.5 V.

The in situ XRD pattern of the Bi@C composite in the second
cycle is shown in Fig. 4B. Noticeably, the phase evolution of the
Bi@C composite shows a slight difference during the discharge
process compared with that in the initial cycle. The characteristic
peak of K3Bi2 also appears. In the subsequent charging process,
the reaction mechanism is similar to that in the rst cycle. Based
on the above results, we propose the following phase transition
for the Bi@C composite in the DEGDME-based electrolyte:

Bi / KBi2 / K3Bi (first discharge) (2)

K3Bi / K3Bi2 / KBi2 / Bi (first charge) (3)

Bi 4 KBi2 4 K3Bi2 4 K3Bi (the following discharge/charge)

(4)

Full cell

The potential for practical application of the Bi@C composite
was further evaluated by fabricating full cells, which were
assembled by using the nickel-based Prussian blue analogue
Fig. 5 (A) Schematic illustration of the KNiHCF//Bi@C full cell during
the charging process (SS: stainless-steel). (B) Typical charge/discharge
curves of the KNiHCF//Bi@C full cell. (C) Rate performance of the
KNiHCF//Bi@C full cell. (D) Comparison of the energy density and
power density between the KNiHCF//Bi@C full cell and other reported
potassium ion full cells (ref. 1: K1.92Fe[Fe(CN)6]0.94$0.5H2O//dipotas-
sium terephthalate@carbon nanotube,62 ref. 2: K0.72Fe[Fe(CN)6]//Bi,17

ref. 3: PTCDA//soft carbon,63 ref. 4: K0.77MnO2$0.23H2O//hard-soft
composite carbon,64 ref. 5: K0.51V2O5/graphite,65 ref. 6: KFe[Fe(CN)6]//
Sb,66 and ref. 7: K1.84Fe[Fe(CN)6]0.88$0.49H2O//graphite61). (E) Cycling
performance of the KNiHCF//Bi@C full cell.

Chem. Sci., 2022, 13, 11376–11381 | 11379
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(KNiHCF) cathode, 1 M KPF6 in DEGDME electrolyte, and the
Bi@C composite anode (Fig. 5A). KNiHCF is a promising cathode
material for high power density PIBs due to its wide channel for
K+ diffusion.61 To assemble the full cell of the KNiHCF//Bi@C
composite, both the cathode and anode were pre-activated in
half cells for three cycles at a current density of 200mA g�1 before
the fabrication of a full cell. As shown in Fig. 5B, the KNiHCF//
Bi@C full cell displays an initial discharge capacity of
57.2 mA h g�1 (based on the active mass of the cathode) and
a high discharge voltage of 3.18 V at a current density of
100 mA g�1. The KNiHCF//Bi@C full cell demonstrates superior
rate performance with reversible capacities of 57.2, 52.6, 49.0,
46.3, 42.2, and 33.3mA h g�1 at current densities of 100, 200, 500,
1000, 2000, and 5000 mA g�1, respectively (Fig. 5C). The charge/
discharge curves of the KNiHCF//Bi@C full cell at various current
densities are displayed in Fig. S11.† The power density and
energy density of the KNiHCF//Bi@C full cell are calculated based
on the total active mass of the anode and cathode (Table S1†). As
shown in Fig. 5D, the KNiHCF//Bi@C full cell exhibits a decent
energy density of 68.6 W h kg�1 at an ultrahigh power density of
>10 kW kg�1, surpassing those ofmost of the reported PIBs.17,61–66

In addition, the KNiHCF//Bi@C full cell also reveals superior
cycling stability (a capacity retention of 87.8% aer 100 cycles,
Fig. 5E). The selected charge/discharge curves at a current density
of 1000mA g�1 are shown in Fig. S12.† These results indicate that
the Bi@C composites are promising anode materials for high
power density PIBs.

Conclusions

In summary, fast and stable K+ storage capability of Bi was ach-
ieved by the combination of nanostructure engineering, hybrid-
ization with carbon materials, and electrolyte optimization. In
the optimized electrolyte, the Bi@C composite synthesized via
a facile pyrolysis method shows superior cycling stability (a
reversible capacity of 255.6 mA h g�1 aer 200 cycles) and rate
performance (244.3 mA h g�1 at 10.0 A g�1). The fast reaction
kinetics was demonstrated by experimental characterization
studies and rst-principles calculations. The detailed phase
transition process of the Bi@C composite during the charge/
discharge process was revealed by in situ XRD investigation. In
addition, the KNiHCF//Bi@C full cell shows a high discharge
voltage of 3.18 V, an ultrahigh power density of >10 kW kg�1 and
a capacity retention of 87.8% aer 100 cycles. The facile synthesis
and intriguing electrochemical properties will stimulate studies
on high power density PIBs for power-type energy storage devices.
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