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ctivity in fluorite d-bismuth oxide-
based vertically aligned nanocomposite thin films†

Adam J. Lovett, *a Matthew P. Wells,a Zihao He,b Juanjuan Lu,b Haiyan Wang bc

and Judith L. MacManus-Driscolla

d-Bi2O3 has long been touted as a potential material for use in solid oxide fuel cells (SOFC) due to its

intrinsically high ionic conductivity. However, its limited operational temperature has led to stabilising the

phase from >725 �C to room temperature either by doping, albeit with a compromise in conductivity, or

by growing the phase confined within superlattice thin films. Superlattice architectures are challenging to

implement in functional mSOFC devices owing to their ionic conducting channels being in the plane of

the film. Vertically aligned nanocomposites (VANs) have the potential to overcome these limitations, as

their nanocolumnar structures are perpendicular to the plane of the film, hence connecting the

electrodes at top and bottom. Here, we demonstrate for the first time the growth of epitaxially stabilised

d-Bi2O3 in VAN films, stabilised independently of substrate strain. The phase is doped with Dy and is

formed in a VAN film which incorporates DyMnO3 as a vertically epitaxially stabilising matrix phase. Our

VAN films exhibit very high ionic conductivity, reaching 10�3 S cm�1 at 500 �C. This work opens up the

possibility to incorporate thin film d-Bi2O3 based VANs into functional mSOFC devices, either as cathodes

(by pairing d-Bi2O3 with a catalytically active electronic conductor) and/or electrolytes (by incorporating

d-Bi2O3 with an insulator).
Preface

We are delighted to write this article to honour the long and
distinguished career of Prof. John Kilner (JK). Judith
MacManus-Driscoll (JLM-D), the last author of this article, rst
met JK in 1985 when she was an undergraduate at Imperial
College London. JK was, at the time, working very closely with
Brian Steele who connected JLM-D with the ionics eld, via 2
summer internships with the ionic groups at the Max Planck
Institute FKF. JLM-D then undertook her nal year undergrad-
uate research project working on studying the ionic conductivity
and diffusivity of oxygen in d-Bi2O3. Thanks to JK, within a few
short weeks excellent results came out. At the same time, JK's
outstanding lectures on transition metal oxides (JLM-D recalls
references to the pioneering work of John Goodenough on the
electronic structure of transition metal oxides) and on the
excitement of the discovery of high temperature superconduc-
tivity in cuprates spurred JLM-D to do a PhD in that area. Upon
receiving this invitation to write a paper to honour JK's
urgy, University of Cambridge, 27 Charles

mail: ajl207@cam.ac.uk

iversity, 701 West Stadium Avenue, West

iversity, 701 West Stadium Avenue, West

tion (ESI) available. See DOI:

478–3484
distinguished career, JLM-D, her team, and collaborators had
the perfect opportunity to revisit d-Bi2O3, aer a nearly 35 year
break. In presenting this work, we thank JK for his great dedi-
cation and pioneering work in the ionics eld and beyond. We
aim to convince the reader that d-Bi2O3 can be stabilised from
>725 �C down to room temperature in thin lms using the
vertically aligned nanocomposite (VAN) approach.
Introduction

To this day, cubic uorite d-Bi2O3 remains the highest ionic
conducting material of all known oxygen ion conductors,
achieving 1 S cm�1 at 730 �C, up to two orders of magnitude
higher conductivity than the industrial standard yttria stabi-
lized zirconia oxide (YSZ).1,2 This high ionic conductivity is
attributed to the inherent defect structures with 25% oxygen
vacancy concentration, the weak Bi–O bond and high polariz-
ability of the Bi3+ ion.3 However, d-Bi2O3 has a limited opera-
tional temperature range in SOFC and ionic devices, melting
above 823 �C, and undergoing a phase transition to the mono-
clinic a-phase below 730 �C, resulting in a greatly reduced
conductivity.2 Many studies have demonstrated the uorite
phase can be stabilised to room temperature with carefully
selected dopants, predominantly trivalent lanthanides, but this
comes at the expense of a reduction in the ionic conductivity, by
up to 4 orders of magnitude.2,4–6 Extensive research effort has
been focused on nding the optimum dopant and
This journal is © The Royal Society of Chemistry 2022
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concentration required to stabilise the uorite phase, and
maximise ionic conductivity.1,2,4,5,7

An alternative approach to stabilising the d-Bi2O3 phase is
the growth of epitaxial thin lms on single-crystal substrates
that promote the uorite structure. Epitaxial pulsed laser
deposition (PLD) lms have been successfully grown on Al2O3,
SrTiO3 and MgO.8–10 However, for epitaxial lms, substrate
strain relaxation occurs above a few 10's of nm11 and this limits
the structural robustness of the d-Bi2O3. In fact, heat treatment
of Er stabilised d-Bi2O3 (ESB) thin lms on MgO resulted in
polycrystalline rearrangement,8 which could pose limitations in
performance and cyclability if implemented in mSOFC devices.
Epitaxial stabilisation has also been demonstrated in super-
lattices. Here, Sanna et al. stabilised d-Bi2O3 by growing super-
lattice lms with extremely thin (<3 nm) layers of uorite Bi2O3

grown between a supporting layers.12,13 Two extraordinary
features came out of the aforementioned work: (1) [ESB/Ce0.8-
Gd0.2O2�d] superlattices are very stable under severe reducing
conditions whilst retaining high conductivity; (2) it is possible
to grow [d-Bi2O3/YSZ] superlattices free of a uorite stabilising
dopant, facilitating the possibility of accessing the higher
conductivities of undoped d-Bi2O3 at lower temperatures.
Whilst remarkable, as already noted, the ionic conducting
channels are conned to the plane of the lm, whereas the ion
transport needs to be out-of-the-plane to connect ion transport
with top and bottom electrodes in a practical device
architecture.14

An alternative to superlattice lms is vertically aligned
nanocomposite (VAN) lms. These lms consist of many
columns with typically 10–50 nanometre diameters embedded
in a lm matrix. Not only are they simpler to grow than super-
lattice lms, but VANs have also displayed enhanced conduc-
tivity, reduced areal surface resistances (ASR) and improved
mSOFC performances.15–18 Crucially, due to their conducting
channels lying perpendicular to the substrate, the 3D VAN
architecture can be incorporated into functional nanoionic
devices.

Here, we demonstrate that it is possible to stabilise the d-
Bi2O3 phase to room temperature by encapsulating it in an
epitaxial VAN structure grown on the widely available SrTiO3

(STO)/Nb-doped SrTiO3 (Nb-STO) single crystal substrates. We
grow Dy stabilised d-Bi2O3-DyMnO3 VAN lms (herein referred
to as DSB-DMO), dysprosium being chosen as it; (a) DyMnO3

adopts the GdFeO3 perovskite structure, which as we later
discuss plays an important role in stabilising the d-uorite
phase; (b) DSB has very high ionic conductivity with the lowest
conductivity degradation when aged,1,3 a known phenomenon
in stabilised d-Bi2O3. Our results conrm the presence of Dy
stabilised d-Bi2O3 nanocolumns, clearly phase separated from
a DyMnO3 matrix in VAN lms, and we observe exceptional
ionic conductivity, competitive with the highest reported in
literature to date. These results may provide a platform for
developing d-Bi2O3 VAN systems for mSOFC applications, taking
advantage of the superior ionic conductivity and fast oxygen
surface kinetics of the d-Bi2O3 phase in a stable and simple-to-
grow VAN lm.19,20
This journal is © The Royal Society of Chemistry 2022
Experimental
DSB/DMO synthesis and target preparation

Stoichiometric ratios of Dy2O3, Mn2O3 for DyMnO3, and Bi2O3,
Dy2O3 for (Dy2O3)0.25(Bi2O3)0.75 were ball milled in ethanol.
DMO and DSB were reacted using the solid-state method at
1673 K and 1073 K respectively. A composite target was
prepared by mixing synthesised DSB and DMO in a 1 : 1 ratio by
volume, pelletising and sintering at 1073 K for 10 h, with
10% wt. excess of Bi2–O3 added to compensate for bismuth loss
during PLD.

PLD experiments

Films were grown by pulsed laser deposition (PLD) using a KrF
excimer laser with a wavelength of 248 nm. Before growth, (001)
orientated SrTiO3/Nb-doped SrTiO3 (0.5% wt. Nb, 5 � 5 � 0.5
mm) substrates were cleaned sequentially in acetone, propan-2-
ol, and deionised water in an ultrasonic bath for 5 minutes.
Prior to deposition, the chamber was evacuated to at least 3 �
10�6 mbar before lling to a growth pressure of 0.13 mbar O2

with a ow rate of 6 sccm. The target was pre-ablated for 3
minutes with a uence of 0.8 J cm�2 at 5 Hz. Films were grown
on with the following growth conditions: Tsub ¼ 973 K, F ¼ 0.8 J
cm�2, pO2 ¼ 0.13 mbar, n ¼ 5 Hz.

XRD characterisation

Films were characterised with high resolution X-ray diffraction
(XRD), performed on a Panalytical Empyrean vertical diffrac-
tometer using a Cu Ka X-ray radiation source with a wavelength
of 1.5418 �A.

TEM

Filmmicrostructure was characterized by transmission electron
microscopy (TEM), high-angle annular dark eld scanning
transmission electron microscopy (HAADF-STEM), and energy-
dispersive X-ray spectroscopy (EDS) (Thermo Fisher Scientic
TALOS 200X operated at 200 kV). Cross-sectional TEM samples
were prepared using the standard manual grinding procedure,
followed by dimpling and ion milling (Gatan Inc. PIPS 695
precision ion polishing system).

Electrical characterisation

Electrochemical impedance spectroscopy (EIS) measurements
were carried out in an out-of-plane/top-to-bottom geometry
using 300 mm diameter platinum dot top electrodes approxi-
mately 100 nm thick deposited by RF sputtering and a shadow
mask. A Biologic SP200 potentiostat was used with a 50 mV
applied AC voltage between 0.5 Hz–3 MHz. A LinkAm TS1000
heating stage tted with probe arms was used to measure EIS
between 623–798 K. A ramp rate of 50 �C min�1 was used, and
the sample was le for 5 minutes at each temperature to ther-
mally equilibrate. The samples were mounted on a thin
sapphire slip with conductive silver paste (pre-set at 100 �C),
which also acted as the bottom electrode. The lm thickness
was approximately 150 nm, determined with a Dektak
J. Mater. Chem. A, 2022, 10, 3478–3484 | 3479

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d1ta07308g


Journal of Materials Chemistry A Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

3 
Fe

br
ua

ry
 2

02
2.

 D
ow

nl
oa

de
d 

on
 1

1/
10

/2
02

5 
9:

31
:2

6 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online
prolometer. EIS data was modelled using a Randles circuit. All
EIS measurements were carried out on lms grown on elec-
tronically conducting Nb-STO.
Results and discussion

Clear phase separation between high crystalline and epitaxial
DSB-DMO phases in a VAN structure is evident in scanning
transmission electron microscopy (STEM) images taken in the
high-angle annular dark-eld (HAADF) mode, both in cross-
section (Fig. 1a), high resolution TEM (Fig. 1b), selected area
electron diffraction (SAED) patterns (Fig. 1c) and the corre-
sponding energy dispersive X-ray spectroscopy (EDS) maps
(Fig. 1d and e).

The DSB forms nanopillars (red, Fig. 1d) of�30 nm diameter
and they are uniformly distributed throughout a DMO matrix
(blue, Fig. 1d). The DSB columns protrude the surface of a very
dense lm (Fig. 1b), with pyramidal faceting indicating (111)
termination. The phase boundaries between the two phases are
very clean (Fig. 1b), i.e. no secondary phases are present, which
is expected since VAN structures form by thermodynamic self-
assembly. STEM and EDS conrm our lms contain Dy-rich
DSB, with a stoichiometry of (Dy2O3)0.6�0.1(Bi2O3)0.4�0.1 (deter-
mined from 4 regions), with a minor Mn content (2 � 0.7%
atomic fraction). The high Dy content in the Bi2O3 is expected
due to the high Dy content in the target. The DMO has a stoi-
chiometry of Dy0.9�0.1Mn1.00�0.03Bi0.16�0.02O3�d.
Fig. 1 (a) Lowmagnification cross-sectional HAADF-STEM shows clear c
displaying DSB nanopillars which protrude the film surface with pyramid
(22�0)DSB//(020)STO and [110]DSB//[100] STO. (d) EDSmap and (e) the co
phases. Bi (red) and Mn (blue) are localised, whereas Dy (green) is distrib

3480 | J. Mater. Chem. A, 2022, 10, 3478–3484
The lm orientation and lattice parameters were studied by
high resolution XRD (Fig. 2). Symmetric 2q–u scans (Fig. 2a) are
indexed to a (00l) oriented cubic phase with a ¼ 5.418(2) �A,
which is well matched to the Dy stabilised d-Bi2O3 phase.1 A
weak reection at 28.51� � 0.05� is indexed to a very minor
fraction of (111) DSB. From 4-scans (Fig. 2b), we conrm that
the DSB phase is highly aligned and in-plane rotated 45� with an
epitaxial relationship of [100]DSB//[110]STO. This is expected as
aDSB z O2aSTO. By extension, DMO epitaxially aligns with DSB
with the same 45� relationship, as seen in other REMnO3 pha-
ses.21–23 This is also expected as DMO has the GdFeO3 perovskite
structure.

To further conrm the presence of the cubic d-uorite phase,
detailed high-resolution asymmetric X-ray reciprocal space
maps (RSMs) were collected around the (103) STO reection
(Fig. 2c). This reveals a single broad reection which is indexed
to cubic DSB (204) with a ¼ 5.38(1) �A. Additional evidence that
the DSB is indeed the d uorite phase of Bi2O3 comes from
indexing the SAED pattern in TEM (Fig. 1c). Taken from the STO
[100] zone axis, the SAED pattern shows a (2�20)DSB//(020)STO
and [110]DSB//[100]STO orientation relationship, consistent
with XRD 4-scans (Fig. 2b), and is indexed with a ¼ 5.452(5)�A,
congruent with stabilised d-Bi2O3.1 Non-indexed SAED spots
arise from DMO. The cannot be indexed to the other known
phases of Bi2O3 (see Fig. S1† for discussion). Hence, these
observations taken together are conclusive proof that cubic DSB
can be grown epitaxially in VAN lms grown on STO substrates.
olumnar features that are uniformly distributed (b) high resolution TEM
al (111) termination. (c) SAED pattern in STO [001] zone axis indexed to
rresponding line scan showing clear separation betweenDSB and DMO
uted throughout the structure.

This journal is © The Royal Society of Chemistry 2022
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Fig. 2 (a) 2q–u scans of DSB-DMO VAN films show clear presence of (00l) orientated d-fluorite DSB and DMO phases. A very small (111) DSB
reflection is also present at 28.51� � 0.05�, marked by * (b) 4 scan of (111) STO and DSB reflections, confirming epitaxial relationship between DSB
and STO of [100]DSB//[110]STO (c) asymmetric RSM around the STO (103) reflection. The DSB (204) is observed nearby, confirming the fluorite
phase (d) asymmetric RSM around the (113) reflection of STO. The (116) reflection of the tetragonally strained DMO is clearly present, alongside
the (016) reflection of relaxed DMO.
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We now consider the role of the DMO. The DMO forms
mainly as a highly strained phase in the VAN lm. This is seen
from 2q–u XRD scans (Fig. 2a), which shows two reections to
the right of the (002) STO, corresponding to the strained (S) and
relaxed (R) DMO phase. The reection labelled S at lower 2q
arises from DMO (a ¼ 5.280�A, b ¼ 5.832�A, c ¼ 7.381�A)24 which
is compressed in-plane by STO (bulk average pseudo-cubic
lattice parameter of DMO is 3.932 �A vs. STO 3.905 �A) resulting
in a 3.64% out-of-plane tensile strain with c ¼ 7.650(5) �A, as
indexed. The VAN structure enables the high strain levels, much
higher than standard epitaxial thin lms.25,26 An additional
reection observed at higher 2q, labelled R, indexed to c ¼
7.393(5) �A corresponds to relaxed DMO which adopts the bulk
lattice parameters. This relaxation occurs at the upper part of
the lm away from the substrate and is minor contribution.

To understand more about the DMO phase, detailed high-
resolution asymmetric X-ray reciprocal space maps (RSMs)
around the (113) reection of STO were performed (Fig. 2d).
Two broad reections are witnessed in close proximity to STO
(113). We note that both reections show greater in-plane (Qx)
broadening than out-of-plane (Qz). This is related to thermal
contraction effects particular to VAN lms,25 and is not relevant
to the uniform out-of-plane straining, which is the key factor for
controlling the stabilisation of the d-phase of DSB. The larger
This journal is © The Royal Society of Chemistry 2022
reection can be indexed to a tetragonal phase with lattice
parameters of a¼ b¼ 5.528(5)�A, c¼ 7.650(5)�A, and is assigned
as the (116) reection of the strained DMO phase as seen in the
2q–u scans (Fig. 2a). This conrms that the DMO strains from
an orthorhombic to tetragonal unit cell with a 0.63% tensile
strain in the [110] direction. We note the signicance of 5.52�A,

as it is equal to
ffiffiffi

2
p

aSTO; indicating that DMO is in-plane
straining to perfectly match the [110]STO direction. A second
broad reection is observed which corresponds to the (016) of

the relaxed DMO, and can be indexed with b ¼ 5.837(5) �A, c ¼
7.393(5) �A, thus consistent with the bulk DMO.24 These obser-
vations are similar to previously reported (SmMnO3)0.5((-
Bi,Sm)2O3)0.5 VAN lms.21

In our lm, the DMO matrix plays an important role in sta-
bilising the cubic DSB phase; the strained DMO and DSB have
a �2% lattice mismatch. Thus, the strained DMOmatrix acts as
scaffold to stabilise and promote the formation of cubic DSB
nanopillars. Here, vertical strain is induced by the DMO matrix
on the DSB pillars in the VAN architecture, enabling stabilisa-
tion of the d-uorite phase throughout the thickness of the VAN
lm. Thus, strain relaxation is controlled when conned within
VAN, unlike standard planar lms where strain is localised to
a �20 nm region at the lm/substrate interface resulting in
relaxation as the lm thickness.11 In fact, vertical strain
J. Mater. Chem. A, 2022, 10, 3478–3484 | 3481
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stabilisation in VAN can enable stabilisation to micron thick
lms.27 This should enable the growth of robust, thick lms of
the d-phase, >50� thicker than previous superlattice lms.12,13

We now discuss the excellent ionic properties of our DSB-
DMO VAN lms grown on electronically conducting Nb-STO.
The out-of-plane ionic conductivity of the DSB-DMO VAN
lms was studied with EIS, presented in Fig. 3. Nyquist plots,
a typical example of which is presented in Fig. 3b, display two
features that can be modelled with a Randles circuit (Fig. 3b
inset); a small arc at high frequency corresponding to the ionic
conductivity of the DSB, modelled by Ri and Ci; and a nite
length Warburg (FLW) response appearing as a 45� line at
higher frequencies before transitioning into a semi-circle at low
frequencies. This FLW response models the complex imped-
ance arising from the diffusion of oxide ions at the electrode
interface. From Fig. 3a, it is clearly observed that the ionic
conductivity of the DSB-DMO VAN is thermally activated and
obeys Arrhenius behaviour with an activation energy of 1.00 �
0.02 eV, reaching 10�3 S cm�1 at 500 �C. These values are well
matched with bulk DSB (1.05–1.12 eV)5 and comparable with
erbium stabilised d-Bi2O3 superlattices (1.05 eVMgO/CGO/[ESB/
CGO]N¼1, 1.18 eV MgO/CGO/[ESB/CGO]N¼20).12 The high ionic
conductivity again conrms the presence of the d-uorite
structure in our VAN lms. The ionic conductivity values are
moderately lower (3� 8x) at 500 �C (1.0 � 10�3 S cm�1 our lm)
than previously reported for Er-doped superlattice lms (3.3 �
10�3 S cm�1 MgO/CGO/[ESB/CGO]N¼1, 8.1 � 10�3 S cm�1 MgO/
CGO/[ESB/CGO]N¼20).12,13 However, is important to note that the
magnitude of ionic conductivity in doped d-Bi2O3 decreases
with increasing dopant concentration,1,2,5 and our dopant
concentrations are higher than reported superlattice lms (x ¼
0.6 cf. nominally x ¼ 0.2 (Er) in [ESB/Ce0.8Gd0.2O2�d]N,12 x ¼ 0 in
[d-Bi2O3/YSZ]N but with possible yttrium intermixing13). As can
Fig. 3 (a) Arrhenius plot of DSB-DMO VAN film in air displaying high ioni
and bulk powder DSB5 (b) typical Nyquist plot at 400 �C. Inset; the Randles
DSB, Ws the FLW response, and Rserial the internal resistances of the EIS

3482 | J. Mater. Chem. A, 2022, 10, 3478–3484
be seen from Fig. 3a, the ionic conductivity of our lms is at
a value that is consistent with bulk (Dy2O3)x(Bi2O3)1�x with x z
0.40.5 Since, from EDS maps (Fig. 1e), our x ¼ 0.6 � 0.1, this
indicates the VAN structure has enhanced ionic conduction
compared to bulk material of this same composition5 by a factor
of �50� at 500 �C. This could result from either the enhanced
crystallinity of the DSB in the lm, and/or possible nano-
structuring effects.14,28

It may be possible to further enhance the ionic conductivity
of our lms by ne tuning the excess Bi2O3 content such that
the Bi : dopant ratio is smaller, hence accessing higher
conductivities. Alternatively, different stabilising matrixes
could be utilised, or different volume fractions of the matrix/
column in the VAN, leading to different strain levels in the d-
Bi2O3, which may further enhance the ionic conductivity.29,30

We note that bulk DMO displays electronic conductivity,
with an Ea of 0.268 eV and conductivity greater than 10�1 S cm�1

above 320 �C,31 distinctly different from the observed EIS feature
(Fig. 3). To further affirm we are not measuring the EIS of DMO
in Fig. 3, we present the EIS of a reference Ag/Nb-STO/DMO/Pt
system in Fig. S2.† By comparison, it is clearly seen that the
impedance of the DMO planar system is very different to the
DSB-DMO VAN. Thus, we conclude the EIS of our VAN system is
dominated by DSB. But, from the microstructure in Fig. 1a,
there may be a very thin layer of DMO between the DSB column
and Nb-STO substrate. In the context of our electrode setup, the
DMO acts as an extension of the electrode, and its impedance
contribution is contained within Rserial (which also contains
contributions from the Nb-STO substrate and the internal
resistances of the EIS setup). As the electronic conductivity of
DMO would yield a resistance �100� smaller than Rserial, it is
expected that this feature cannot be deconvoluted from Rserial.
c conductivity as compared to the literature results for superlattices12,13

model used to fit the data, where Ri/Ci models the ionic conductivity of
setup.

This journal is © The Royal Society of Chemistry 2022
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In fact, electronic conductivity in the matrix phase is bene-
cial, as the system could instead be used as a cathode in thin
lm mSOFCs. Hence, a VAN lm comprised of doped d-Bi2O3

paired with an electronic conducting matrix could be used.
Indeed, erbium stabilised d-Bi2O3–La1�xSrxMnO3 (LSM)
composite cathodes have been gaining interest in bulk powder
SOFCs, pairing the superb ionic conductivity of the uorite d-
Bi2O3 with the high electronic and cathodic performance of
LSM, resulting in low areal surface resistances.24–26,32–34 We also
draw attention to analogous VAN nanocomposite structures
recently reported utilising the same electronic–ionic pairing
philosophy.18 Hence, the DSB-DMO VAN reported here could
serve as a precursor to a d-Bi2O3 based VAN cathodes. Alterna-
tively, with an appropriate insulating strain-stabilising matrix
phase, it may be possible to yield robust d-Bi2O3 lm electro-
lytes, and hence form a complete thin mSOFC lm cell, e.g.
comprised of an epitaxial substrate anode (e.g. Ni-YSZ) on either
Si35 or metal36 with two VAN layers above the anode layer, rst
a d-Bi2O3-based VAN electrolyte and followed by a d-Bi2O3 based
VAN cathode. Such double VAN ionic structures are readily
possible.14

Conclusions

We have shown that it is possible to grow the high ionic con-
ducting uorite d-phase of Bi2O3 conned within epitaxial DSB-
DMO vertically aligned nanocomposite (VAN) thin lms. First,
we demonstrated by TEM/STEM and XRD that DSB grows
epitaxially with the cubic uorite structure. Thereaer, we
showed the ionic conductivity of the DSB phase reaches
10�3 S cm�1 at 500 �C, comparable with previously reported
superlattice lms, but with important advantages for building
practical devices, rst that the ion channels are in the required
out-of-plane direction and second that VAN lms do not impose
severe lm thickness limitations. Our work marks an important
advance towards the development of highly conductive d-Bi2O3

based cathodes and electrolytes for mSOFCs for portable power
applications.
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