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by Fe(II)/H2O2/H3NOH+ integrated system: process
performance and limitations†
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With the objective of establishing an overview of the limits of hydroxylamine-induced acceleration of the

Fenton process, the impact of a wide range of processing conditions and water matrix compositions

(water quality) on the degradation of persistent textile dyes is revealed in this study. The co-use of

Fenton reagents and hydroxylamine in its protonated form (H3NOH+) enabled the rapid removal of dyes,

with a yield improvement of more than 40% compared to the not using H3NOH+. H3NOH+ broadened

the Fenton working pH up to pH 5, where higher degradation efficacy is achieved to that at pH 3. The

gap between the Fenton-H3NOH+ and Fenton systems in term of dye removal increases with increasing

dosages of reactants (i.e., H3NOH+, H2O2, Fe(II) and dye) and solution pH (2–5). While sulfate and nitrite

ions (up to 10 mM) did not affect the efficiency of the process in the presence or absence of H3NOH+,

chloride greatly hindered the Fenton process (60%) while minimally affecting dye removal by the

Fenton-H3NOH+ system. The Fenton-H3NOH+ system maintained better degradation performance for

the breakdown of Basic Fuchsin (BF) in natural mineral water and treated wastewater. However, the

degradation efficiencies in sea and river waters are substantially reduced, with just 61 and 58%

elimination being reached, respectively. However, the ternary system outperforms the Fenton process

alone in all of the studied water matrices. The findings of this work broaden our understanding of the

application of hydroxylamine in the Fenton process and highlight the limitations of its influence in

boosting the breakdown efficiency of textile dye contaminants.
Environmental signicance

The main disadvantage of the Fenton system is the buildup and precipitation of Fe(III), which may lead to a further decrease in reaction rates and a narrowing of
the optimum pH interval. Hydroxylamine (HA) can overcome these limitations through its rapid reduction of the accumulated Fe(III), which substantially
improves the efficiency of the Fenton process. The process conditions and the quality of the water matrix can signicantly affect the positive effect of
hydroxylamine toward the Fenton process. To establish an overview of the limits of hydroxylamine-induced acceleration of the Fenton process, the impact of
a wide range of processing conditions and water matrix compositions (water quality) on the degradation of persistent textile dyes is revealed in this study.
I. Introduction

Colored water is multicomponent wastewater that contains
a variety of contaminants. Such wastewater has an intense
color, high amounts of total dissolved solids (TDS), high
chemical oxygen demand (COD), highly uctuating pH (2–12),
and low biodegradability.1 The degradation of textile
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207
wastewaters is a priority due to the severe problems related to
these effluents.2 Synthetic dye compounds commonly produce
more persistent and hazardous species due to the biotic and
abiotic changes that occur in wastewater, or they can carry on
through the wastewater treatment plant process and have toxic
effects on aquatic systems.3 As a result, specic treatment
technologies must be applied to eliminate such chemicals that
are difficult to remove by the conventional wastewater treat-
ment chain.

Fenton's reagent (H2O2, Fe(II)), initially described over
a century ago,4 produces highly reactive cOH radicals (E0 ¼ 2.8
V/NHE) to begin a radical reactions chain (eqn (1)–(8)),5,6 and
destroys a variety of organic pollutants in water and soil7–13 with
high reaction rate constants of 108 to 1011 M�1 s�1.14 The Fenton
process is the oldest advanced oxidation process.
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fe(II) + H2O2 / cOH + Fe(III) + OH�, k1 ¼ 63–76 M�1 s�1 (1)

FeðIIIÞ þH2O2/FeðIIÞ þHO
�

2 þHþ;

k2 ¼ 0:01� 0:02 M�1 s�1 (2)

�OHþH2O2/HO
�

2 þH2O; k3 ¼ ð1:2� 4:5Þ � 107 M�1 s�1

(3)

Fe(II) + cOH / Fe(III) + OH�, k4 ¼ (3–4.3) � 108 M�1 s�1 (4)

FeðIIIÞ þHO
�

2/FeðIIÞ þO2 þHþ;

k5 ¼ ð0:1� 3:1Þ � 105 M�1 s�1 (5)

FeðIIÞ þHO
�

2 þHþ/FeðIIIÞ þH2O2; k6 ¼ 1:2� 106 M�1 s�1

(6)

cOH + cOH / H2O2, k7 ¼ (4.2–5.5)�109 M�1 s�1 (7)

HO
�

2 þHO
�

2/H2O2 þO2; k8 ¼ 8:3� 105 M�1 s�1 (8)

Nonetheless, the Fenton system has certain inherent disad-
vantages that restrict its broad applicability, such as tight pH
range constraints, high H2O2 dose, and the buildup of ferric
oxide sludge, which causes oxidation rates to drop and neces-
sitates an additional separation stage.3,9 To prevent precipita-
tion of iron as hydroxide, the Fenton reaction must always be
conducted under acidic conditions (pH 3–4).9 The reaction
shows its highest catalytic performance around pH 3, beyond
which its effectiveness declines.15

The principal disadvantage of the Fenton system is the
buildup and precipitation of ferric iron. Some reductants with
a weak reaction rate with cOH radicals might reduce Fe(III) to
Fe(II), which has greater solubility than ferric iron. Hydroxyl-
amine (HA) can play this role. HA has two pKa values of 5.96 and
13.74.16 The protonated form of hydroxylamine (H3NOH

+) is
dominant for pH < 5, whereas the non-protonated form
(NH2OH) is the major form between pH 7 and 12. H3NOH

+ and
H2NOH react with cOH at rate constants of #5.0 � 108 M�1 s�1

and 9.5 � 109 M�1 s�1, respectively,16 so the scavenging of cOH
by hydroxylamine increases with an increase in pH. According
to Chen et al.,17 hydroxylamine may efficiently accelerate the
redox cycle of Fe(III) to Fe(II), resulting in relatively steady Fe(II)
recovery, thus increasing the reaction rates and expanding the
operable pH range up to 5.7. Hydroxylamine exhibited signi-
cant promotion of the degradation of benzoic acid, tartrazine
and glycerin by the Fenton system.18–20 The same statement has
been proven by Liu et al.21 and Zou et al.22 when the degradation
of sulfamethoxazole and benzoic acid was carried out with
Fe(II)/HOSO5

� (i.e., a sulfate radical-based AOP) in the presence
of hydroxylamine. Both SO4c

� radicals and cOH radicals were
considered the primary reactive oxidants for the degradation of
sulfamethoxazole and benzoic acid in the Fe(II)/HOSO5

�–
H3NOH

+ process, as conrmed by experiments with electron
spin trapping and alcohol quenching tests.21,22 Additionally,
NO3

� and N2O were the dominant products of hydroxylamine
degradation in the Fenton process.17 Other studies have
© 2022 The Author(s). Published by the Royal Society of Chemistry
reported N2, N2O, NO3
� and NO2

� as the nal products of Fe(III)
reduction by hydroxylamine and provided the following reac-
tion pathways:17,18,21–25

Fe(III) + H3NOH+ # Fe(H2NOH)3+ + H+, k9 ¼ 6.88 � 107 M�1

s�1, k�9 ¼ 9.42 � 1010 M�1 s�1 (9)

Fe(H2NOH)3+ +H+ # Fe(II) + H2NOc + H+, k10 ¼ 5.97 � 105

M�1 s�1, k�10 ¼ 1.67 � 1011 M�1 s�1 (10)

Fe(III) + H2NOc / Fe(II) + NHO + H+ (11)

cOH + H3NOH+ / H2NOc + H2O + H+,

k12 < 5.0 � 108 M�1 s�1 (12)

NHO + H3NOH+ / N2 + 2H2O + H+ (13)

H2NOc + cOH / NHO + H2O (14)

H2NOc + H2NOc / N2 + 2H2O, k15 ¼ 2.8 � 108 M�1 s�1 (15)

NHO+NHO/N2O +H2O, k16¼ (4.5� 2.7)� 109M�1 s�1(16)

5Fe(III) + 2H2O +H2NOc/N3O
� + 6H+ + 5Fe(II), k17¼ n/a(17)

N3O
� + H2NOH + OH� / NO� + N2O

� + H2O, k18 ¼ n/a(18)

Even though the accelerating effect of hydroxylamine on the
efficiency of the Fenton system is well established,17–22,24,25 as
stated above, the limits of the accelerating effect have not been
well demonstrated, particularly when pollutant degradation is
carried out in water matrices other than deionized water. The
process conditions and the quality of the water matrix are the
main factors controlling the positive effect of hydroxylamine
toward the efficiency of the Fe(II)/H2O2 process. In fact, due to
its strong reducing effect, hydroxylamine can be strongly
consumed by minerals and natural organic matter existing in
real environmental matrices, thereby limiting its ability to
regenerate Fe(II), which could inhibit the effectiveness of the
Fenton process. Therefore, knowing the limits of the enhancing
effect of hydroxylamine toward the efficiency of the Fenton
process means establishing a phase diagram for the Fe(II)/H2O2/
hydroxylamine ternary system, which is a very important issue.

The current work aims to broaden knowledge in this eld
by investigating the sensitivity of the Fenton-H3NOH

+ process
to the presence of mineral water constituents, i.e., salts and
natural organic materials. The process efficiency was assessed
in a variety of water matrices, including natural mineral water,
seawater, river water and secondary effluent from a wastewater
treatment plant. All these degradation data were conducted, in
parallel, without H3NOH

+ (with the traditional Fenton
process) with the objective of establishing an overview of the
limits of hydroxylamine accelerating pollutant degradation by
the Fenton process (a phase diagram vision for the Fe(II)/H2O2/
H3NOH

+ process). Five textile dyes (i.e., Basic Fuchsin, Chlor-
azol Black, Safranin O, Rhodamine B and Light Green SF
Yellowish) of conrmed persistence and carcinogenicity were
chosen as substrate models.26–30 Fenton-H3NOH

+ was used in
Environ. Sci.: Adv., 2022, 1, 192–207 | 193
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this study and tested under various real situations of textile
wastewater.
2. Material and methods
2.1. Reagents

All of the chemicals were reagent grade and were utilized
without additional purication. The dyes Basic Fuchsin (BF,
MW: 337.84 g mol�1, class: triphenylmethane), Rhodamine B
(RhB, MW: 479.01 g mol�1, class: xanthene), Chlorazol Black
(CB, MW: 781.73 g mol�1, class: azo), Safranin O (SO, MW:
350.85 g mol�1, class: quinone-imine) and Light Green SF
Yellowish (LGSFW, MW: 792.85 g mol�1, class: triarylmethane),
selected as substrates, were purchased form Sigma-Aldrich and
used as received. All other chemicals, i.e., hydrogen peroxide
(H2O2, wt 35%) iron sulfate (FeSO4$7H2O), hydroxylamine
hydrochloride (HA: NH2OH$HCl, >99%), sodium chloride
(NaCl), sodium sulfate (Na2SO4), sodium nitrite (NaNO2),
sodium nitrate (NaNO3), sulfuric acid (H2SO4, >99%) and
sodium hydroxide (NaOH, >99%) were of the purest analytical
grade available. All reagent solutions were prepared using
deionized water. Fresh solutions of H2O2 and hydroxylamine
(20 mM) were prepared every day to avoid their self-
decomposition over time. Dye stock solutions (500 mg L�1)
were prepared in deionized water and kept in the dark by
covering the dye-vials with aluminum foil. The Fe(II) stock
solution (10 mM) was prepared in acidic water (pH 3).

Mediterranean seawater was gathered from north-eastern
Algeria in the autumn of 2021. During the same time period,
wastewater samples were withdrawn from the secondary treated
effluent (prior to chlorination) of a municipal wastewater
treatment plant (SEWTP) located at the city of Constantine,
Algeria. The basic parameters of the mineral water, seawater,
and SEWTP utilized in this investigation are listed in Table 1.
The characteristics of the river water were unknown. Before use
in experiments, seawater, SEWTP and river samples were all
ltered using a 1 m GA-100 ber glass lter. The ltrates were
then kept in clean containers in a refrigerator (4 �C).
Table 1 Main characteristics (before pH adjustment) of natural mineral
water, seawater and SEWTP used in this study

Mineral water Seawater SEWTPa

pH 7.4 7.6 7.6
Ca2+ 59.0 mg L�1 0.4 g L�1

Mg2+ 45.0 mg L�1 1.3 g L�1

Na+ 15.0 mg L�1 11.0 g L�1 Salinity ¼ 0.8 g L�1

K+ 2.0 mg L�1 —
Cl� 22.0 mg L�1 20.0 g L�1

SO4
2� 40.0 mg L�1 3.0 g L�1

HCO3
� 378.2 mg L�1 —

Br� 0 65–80 mg L�1

COTb 0 �1.2–1.5
CODc 0 2.71–4.69 mg L�1

BOD5
d 0 1.78–2.92 mg L�1 13 mg L�1

a Secondary effluent of wastewater treatment plant. b Total organic
carbon. c Chemical oxygen demand. d BOD5: biological oxygen demand.

194 | Environ. Sci.: Adv., 2022, 1, 192–207
2.2. Experimental setup and procedures

Using 200 mL of the solutions, all experiments were carried out
in a cylindrical glass cell with standard laboratory lighting. The
cell was kept in a temperature-controlled cylindrical water bath,
and the reacting solution was magnetically stirred (300 rpm)
from the bottom of the bath. The reaction solutions were
prepared by adding specic amounts of hydroxylamine, Fe(III)
and each dye into deionized water. The pH of the solution was
adjusted using 1 M H2SO4 or 1 M NaOH solution to the desired
value through a pH-meter (Jenway 3505). The reaction was
initiated by adding an aliquot of H2O2. The variation in solution
pH aer adding H2O2 was less than 0.1 pH units. Samples were
withdrawn at predetermined time intervals and immediately
transferred into the quartz cell of a UV-Vis. spectrophotometer
(Jenway 6405) to measure the absorbance of dyes at their
maximum absorption wavelengths (545 nm for Basic Fuchsin,
578 nm for Chlorazol Black, 518 nm for Safranin O, 551 nm for
Rhodamine B and 630 nm for Light Green SF Yellowish). Cali-
bration curves based on the Lambert–Beer equation were used
to determine dye concentrations during oxidation runs. All tests
were repeated at least three times, and the ndings were re-
ported as averages (error bars indicate the 95% condence
interval).

The Fe(III) concentration in the Fe(II)/KPS/H3NOH
+ system

was determined spectrophotometrically, as described by Mer-
ouani et al.31 Fe(III) is characterized by a distinguishable band in
the UV-region with a maximum wavelength of 300 nm in an
aqueous solution. The concentration of Fe(III) was determined
with the Beer–Lambert Law (Abs ¼ 3L � C), where 3 (the
extinction coefficient of Fe(III)) ¼ 2197 L mol�1 cm�1 and L (the
optical path of the quartz cuvette) ¼ 1 cm.
3. Results and discussion

In the following, we started by rst investigating the different
operating parameters, i.e., H3NOH

+, Fe(II), H2O2 and pollutant
concentrations and initial solution pH on the dye degradation.
Then, the effect of various mineral salts was shown. Finally, the
effect of the different water matrices was studied. All degrada-
tion data were provided for both Fenton (no H3NOH

+) and
Fenton-H3NOH

+ systems (i) to demonstrate the inuence of
hydroxylamine in the oxidation processes, (ii) to show the
difference in behavior between Fenton and Fenton-H3NOH

+

processes with respect to operating circumstances, and (iii) to
state the dependence of the H3NOH

+-effect on experimental
conditions.
3.1. Effect of the Fe(II)/H2O2/H3NOH
+ ternary system on dye

removal

Fig. 1a depicts the effect of the initial H3NOH
+ dosage (0.01–1

mM) at 25 �C on the kinetics of Basic Fuchsin (BF) degradation
in an acidic environment (pH 3) for starting Fe(II) and H2O2

concentrations of 0.05 and 0.5 mM, respectively. The oxidation
of BF in the Fenton system (0 mM H3NOH

+) occurs in two
stages: a rapid primary stage in which 43% of the BF is removed
in the rst minute, followed by an overly slow secondary stage in
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 (a) Effect of initial H3NOH+ concentration on the removal kinetics of BF by the system Fe(II)/H2O2/H3NOH+ (vol. ¼ 200 mL, pH 3, temp.
�25 �C,C0¼ 20 mM, [Fe(II)]0¼ 0.05mM, [H2O2]0¼ 0.5mM, [H3NOH+]0¼ 0.01–1 mM). (b) Themechanism of H3NOH+-induced enhancement of
degradation. (c) Measurement of the Fe(III) formation kinetics in the Fe(II)/H2O2 system for the different investigated initial concentrations of
H3NOH+.
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which the dye removal reaches 56% aer 20 minutes of reac-
tion. This scenario, which has largely been reported for the
Fenton process,25,32–34 implies that neither the rst-order
kinetics law nor the second-order law can be ascribed to the
kinetics of degradation of the dye by the simple Fenton system.
Also, this trend is found to be dependent on the initial Fe(II)
concentration and its rate-limiting step (of the fast stage), as
shown in eqn (1). The slower second stage is caused by the
buildup of Fe(III) and the poor recovery of Fe(II) by reactions (2)
and (5), which are signicantly slower than reaction (1). Instead,
the interaction of Fe(III) with H2O2 through eqn (3) produces
HO�

2; which has a much lower oxidation aptitude than HOc.
It has been observed that the presence of H3NOH

+ signi-
cantly improves the efficiency of the Fenton process. BF elimi-
nation aer 5 minutes of reaction reaches 80 and 95% in the
presence of [H3NOH

+]0 ¼ 0.3 and 0.5 mM, compared to 53%
achieved by the Fe(II)/H2O2 process, representing a 42%
improvement in process efficiency. This is due to the fast
reduction of Fe(III) to Fe(II) by H3NOH

+ (eqn (9), (10), (11) and
(17)), which maintains a high level of Fe(II) and then accelerates
© 2022 The Author(s). Published by the Royal Society of Chemistry
the generation of cOH radicals through eqn (1). The Fe(II)/H2O2/
H3NOH

+ process mechanism is illustrated in Fig. 1b. When an
excess of H3NOH

+ (1 mM) is applied, the removal yield at 5
minutes is 74%, which is less than the yield obtained with
0.5 mM H3NOH

+ by 21%. Wang et al.25 revealed an optimum
H3NOH

+ dosage of 0.4 mM for the degradation of noroxacin
(10 mg L�1) when using 10 mM of Fe(II) and 1 mM of H2O2 at pH
3. This due to the fact that when the optimal concentration (i.e.,
0.5 mM) is exceeded, a large amount of cOH radicals could be
quenched by the excess of H3NOH

+ with high rate constant,
according to eqn (12). A second alternative phenomenon that
may slow down the degradation rate at a higher level of H3NOH

+

is rapid radical recombination [eqn (7), k7 ¼ 5.5 � 109 M�1 s�1

and eqn (15), k15 ¼ 2.8 � 108 M�1 s�1], since the concentration
of radicals is thought to be higher at higher H3NOH

+ solution-
concentration. Because, as the loading of HA exceeds its
optimum (0.5 mM), the quantity of ferrous ions (Fe(II)) and
H2NOc radicals is greatly increased (eqn (9)–(11)). Therefore,
according to eqn (15), the amount of H2NOc radicals is reduced
thanks to their accelerated recombination. On the other hand,
Environ. Sci.: Adv., 2022, 1, 192–207 | 195
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eqn (1) indicates that the production of hydroxyl radicals is
expedited by the important quantity of ferrous ions formed
according to eqn (9)–(11). Consequently, the recombination of
cOH radicals is accelerated, which causes the decrease in dye
degradation. Different oxidants/species have been found to
perform a similar role in several degradation situations
involving various cOH or SO4c

�-based AOPs.3,27,35–41 Conse-
quently, an excessive amount of hydroxylamine (>0.5 mM in our
case) should be avoided for the best performance of the Fe(II)/
H2O2/H3NOH

+ integrated process.
To conrm the above enhancement/quenching mechanism

of NH3OH
+ toward radical generation in the Fe(II)/H2O2 system,

additional experimental evidence was added by analyzing the
Fe(III) production kinetics in the presence of low (0.01, 0.1 mM)
and excess amounts of H3NOH

+ (1 mM) and comparing the
obtained evolution with that achieved at 0.5 mM (i.e., the
optimal HA concentration, which provided the best improve-
ment in Fe(II)/H2O2 efficiency, Fig. 1a). The obtained Fe(III)
Fig. 2 Comparison of the degradation of different dyes by the Fenton-H
10 min (c) (vol. ¼ 200 mL, pH 3, temp. �25 �C, C0 ¼ 20 mM, [Fe(II)]0 ¼ 0.0
10 min for both processes (i.e. Fenton-H3NOH+ and Fenton).

196 | Environ. Sci.: Adv., 2022, 1, 192–207
proles for 0.01 to 1 mM NH3OH
+ are plotted in Fig. 1c. As can

be seen, a signicant reduction in Fe(III) generation is obtained
with an increase in [H3NOH

+]0 from 0.01 to 0.5 mM, indicating
a rapid decrease in this species by H3NOH

+, as has already been
stated in the previous paragraph. This trend is accompanied by
a parallel rapid increase in the dye removal rate, as shown in
Fig. 1a. However, Fig. 1c clearly shows that a further increase in
H3NOH

+ to 1 mM further enhanced the reduction rate of Fe(III),
compared to 0.5 mM, which contradicts the trend observed in
Fig. 1a, where H3NOH

+ at 1 mM quenches the degradation of
the dye (i.e., no further enhancement in the dye removal rate
resulted when the H3NOH

+ dosage increased from 0.5 to 1 mM).
This means that H3NOH

+, when it exists at a higher concen-
tration (1 mM), does not alter the Fe(III) reduction rate signi-
cantly, but it mainly quenches the resulting radicals (existing at
higher concentration in this case) as no further augmentation
in the degradation efficiency of the dye is obtained when
operating with 1 mM of hydroxylamine (Fig. 1a). In parallel to
3NOH+ (a) and the sole Fenton (b) processes, and dyes elimination after
5 mM, [H2O2]0 ¼ 0.5 mM, [H3NOH+]0 ¼ 0.5 mM). (c) Dye removal (%) at

© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 Evolution with time of the UV-Vis. spectra during the degra-
dation of FB by the (a) Fenton and (b) Fenton-H3NOH+ processes (vol.
¼ 200 mL, pH 3, temp. �25 �C, C0 ¼ 20 mM, [Fe(II)]0 ¼ 0.05 mM,
[H2O2]0 ¼ 0.5 mM, [H3NOH+]0 ¼ 0.5 mM).
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this mechanism, the quenching of radicals by self-
recombination (i.e., a parasitic pathway for radical consump-
tion by dyes) may occur due to the higher rate constants of these
reactions (eqn (7) and (15)).

The accelerating role of H3NOH
+ was conrmed for diverse

dyes, as demonstrated in Fig. 2, where the removal kinetics of
RhB, SO, CB and LGHSY were highly efficient in the Fenton-
H3NOH

+ system compared to the simple Fenton system.
Contrary to the Fenton degradation tendency of Fig. 2b (i.e.,
a fast stage followed by a steady one), the proles of dye removal
in the Fenton-H3NOH

+ system follow a rapid exponential
decrease (Fig. 2a), reecting the overcoming role of H3NOH

+

toward the recovery of Fe(II) through the reaction with the
accumulated ferric ions. The Fenton-H3NOH

+ system was more
efficient in the cases of CB, RhB, SO and LGSFY than BF.
Compared to the Fenton treatment, degradation improvements
of 51% for LGSFY, 61% for RhB and SO and 77% for CB were
recorded upon Fe(II)/H2O2/H3NOH

+ treatment, against 42% for
the case of BF (Fig. 2c).

The evolution of the UV-Vis. spectra of BF during treatment
with Fenton and Fenton-H3NOH

+ at pH 3 is shown in Fig. 3
under the conditions of [Fe(II)]0 ¼ 0.05 mM and [H2O2]0 ¼
[H3NOH

+]0 ¼ 0.5 mM. The initial spectrum of BF (t ¼ 0 min) is
characterized by three absorption peaks at 544 nm (from the
chromophoric group), 286 nm (from the derivative aromatic
rings) and 210 nm (for the aromatic rings). Aer 1 min of
reaction, the absorbance at 544 nm decreased suddenly from 1
to 0.5247 in the Fenton process (�47% decrease) and to 0.353 in
the Fenton-H3NOH

+ process (�64% decrease); the results of
which are in total accordance with the concentration proles of
Fig. 1a. For the 210 and 286 bands, no change is observed in the
Fenton process during the whole treatment time (Fig. 3a),
whereas important declines of 33.3% at 210 nm (the abs.
declined from 0.288 to 0.192) and 28% (the abs. declined from
0.497 to 0.358) at 286 nm are recorded in the Fenton-H3NOH

+

system (Fig. 3b) at 1 min. This reveals an effective cleavage of
the aromatic rings of the dye. Therefore, the Fenton-H3NOH

+

causes a real degradation of the dye rather than simple decol-
orization as obtained for the rst case (Fig. 3a). As time
increases, the three absorption bands of Fig. 3b continue to
decline progressively upon Fenton-H3NOH

+ treatment, reach-
ing 100%, 60.7%, and 57.7% reductions at 20 min for 554, 286
and 210 nm, respectively, reecting the continuous breakage of
the aromatic rings of the dye. This indicates that the Fenton-
H3NOH

+ process can successfully accomplish mineralization.
3.2. Primary oxidizing species

EPR and chemical probe techniques are usually employed for
determining the reactive species involved in AOPs,3,38,39,42–44 and
both of these techniques provided similar results and conclu-
sions.42,43 Because of the simplicity of the second one (the
chemical probe), it has been adopted in the present study.

Identifying cOH radical action with tert-butanol (t-BuOH) is
broadly and routinely used in AOPs. Fig. 4 shows quenching
tests using tert-butanol (t-BuOH: 1–100 mM), which is a strong
cOH scavenger (kt-BuOH,cOH ¼ 7.6 � 108 M�1 s�1), on the
© 2022 The Author(s). Published by the Royal Society of Chemistry
competition of cOH with BF dye in the Fenton and Fenton-
H3NOH

+ processes. Degradation proles of the binary systems
H3NOH

+/Fe(II) and H3NOH
+/H2O2 are also depicted in this

gure. Firstly, neither H3NOH
+ alone nor H3NOH

+/Fe(II) or
H3NOH

+/H2O2 can degrade BF under the given experimental
conditions (Fig. 3). Thus, despite the fact that Chen et al.16 re-
ported that hydroxyl radicals can be produced via the interac-
tion between H3NOH

+ and H2O2 at pH 3, no evidence has been
conrmed herein, which may be due to the low H2O2 and
H3NOH

+ loadings utilized in our study (Chen's studies used
[H2O2] ¼ [H3NOH

+] ¼ 10 mM, whereas our work used [H2O2] ¼
[H3NOH

+] ¼ 0.5 mM). As a result, the contributions of the
H3NOH

+/Fe(II) and H3NOH
+/H2O2 systems to the positive

impact of the Fenton-H3NOH
+ process are ruled out. However,

adding 1mM of t-BuOH resulted in a complete quenching of the
Environ. Sci.: Adv., 2022, 1, 192–207 | 197
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Fig. 4 Effect of tert-butanol (t-BuOH) on the degradation kinetics of
BF by the Fenton-H3NOH+ system (vol.¼ 200mL, pH 3, temp.�25 �C,
C0 ¼ 20 mM, [Fe(II)]0 ¼ 0.05 mM, [H2O2]0 ¼ 0.5 mM, [H3NOH+]0 ¼
0.5 mM, [tBuOH]0 ¼ 1–100 mM).

Fig. 5 Effect of [H2O2]0 on the degradation kinetics of BF by the Fenton-H
5 min (c) (vol. ¼ 200 mL, pH 3, temp. �25 �C, C0 ¼ 20 mM, [Fe(II)]0 ¼ 0.0

198 | Environ. Sci.: Adv., 2022, 1, 192–207
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Fenton process (Fig. 4), validating the cOH-degradation route
for the interaction between H2O2 and Fe(II). For the case of the
Fenton-H3NOH

+ process, the addition of 1 and 10 mM t-BuOH
reduces the dye removal at 10 min from 98% (no H3NOH

+) to 50
and 24%, respectively, but no further important inhibition was
seen when [t-BuOH]0 was raised to 100 mM. These data support
the primary role of hydroxyl radicals in dye degradation and
show that additional reactive species, probably H2NOc radicals,
may be involved in the dye breakdown because using too much
t-BuOH, i.e., 100 mM, does not completely quench the BF
elimination rate. Chen et al.17 made the same observation for
the degradation of benzoic acid (40 M) in a Fenton-H3NOH

+

process utilizing [Fe(II)]0 ¼ 0.01 mM, [H2O2]0 ¼ 0.4 mM, and
[H3NOH

+]0 ¼ 0.4 mM. The involvement of H2NOc radicals was
supported by the main chemical reactions responsible for their
generation in addition to ferrous ions (eqn (9)–(11)), where
H2NOc radicals are considered the principal intermediate for
Fe(II) recycling.
3NOH+ (a) and the sole Fenton (b) processes, and dye elimination after
5 mM, [H2O2]0 ¼ 0.05–0.8 mM, [H3NOH+]0 ¼ 0.5 mM).

© 2022 The Author(s). Published by the Royal Society of Chemistry
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3.3. Effect of initial Fe(II), H2O2 and dye loadings

Fig. 5–7 show the different impacts of initial H2O2, Fe(II) and dye
concentrations, respectively, on the removal efficiency of BF
upon treatment with Fenton-H3NOH

+ and Fenton systems at pH
3 and 25 �C. In Fig. 5 the concentration of hydrogen peroxide is
varied from 0.05 to 0.8 mM for a xed Fe(II) loading of 0.05 mM,
whereas [Fe(II)] was increased up to 0.2 mM for Fig. 6 ([H2O2]0 ¼
0.5 mM). For the case of the C0 effect (Fig. 7), H2O2, Fe(II) and
H3NOH

+ doses were maintained at 0.5 mM, 0.05 mM and
0.5 mM, respectively.

As can be seen, proportional behavior between the change in
Fenton reagent dosages (below 0.05 mM Fe(II) and 0.5 mM
H2O2) and the dye elimination rate is exhibited for both Fenton
and Fenton-H3NOH

+ systems (Fig. 5–7). However, a dispropor-
tional trend is observed for the initial dye concentration effect,
where the dye removal was signicantly diminished as C0

increased from 10 to 40 mM (Fig. 7). Besides, the Fenton-
H3NOH

+ process proceeds faster than the Fenton process for all
conditions of Fe(II), H2O2 and C0 (Fig. 4–7). The Fenton process
exhibits an optimum for 0.5 mM H2O2 (Fig. 4b) and 0.1 mM
Fe(II) (Fig. 6b), where dye removals of 53% and 70% are ach-
ieved, respectively (Fig. 5c and 6c). The corresponding elimi-
nations at these optimum points with the H3NOH

+-assisted
Fig. 6 Effect of [Fe(II)]0 on the degradation kinetics of BF by the Fenton-H
5 min (c) (vol. ¼ 200 mL, pH 3, temp. �25 �C, C0 ¼ 20 mM, [Fe(II)]0 ¼ 0.0

© 2022 The Author(s). Published by the Royal Society of Chemistry
Fenton process are 95% and 97.5%. Interestingly, no optimum
H2O2 concentration is observed for the latter system where an
increase in [H2O2]0 from 0.5 mM (the optimum dose for Fenton)
to 0.8 mM continuously increases the dye removal from 95 to
100% (Fig. 5c). This does not imply that limitless [H2O2]0 may be
utilized; nevertheless, an optimal dose ([H2O2]0,opt¼ 1 mM) was
found by Wang et al.45 for the degradation of Rhodamine B by
the system Ce(IV)/H2O2/H3NOH

+ in which cerium(IV) performs
the same catalytic function as Fe(II). Similarly, an optimum
HSO5

� (replacement for H2O2) was reported by Liu et al.21 in
a study investigating the degradation of sulfamethoxazole by
the Fe(II)/HSO5

�/H3NOH
+ ternary process at pH 5. On the other

hand, the same optimum [Fe(II)]0 of 0.1 mM was found for both
Fenton and Fenton-H3NOH

+ processes (Fig. 6a and b). From
Fig. 5c and 6c, the largest differences between Fenton-H3NOH

+

and Fenton in terms of removal efficiency were obtained at
0.8 mM H2O2 (Fig. 5c, where the gap is about 70%) and 0.1 mM
Fe(II) (Fig. 6c, where the gap is about 43%). Therefore, the
Fenton reaction with hydroxylamine results in greater removal
efficiency even at higher H2O2/Fe(II) concentrations.

Consequently, increasing the Fe(II) or H2O2 initial concen-
tration above the optimum dosages can improve the processes
efficiency through the same mechanism, i.e., enhancing cOH
production via reaction (1); however, an excess of these
3NOH+ (a) and the sole Fenton (b) processes, and dye elimination after
05–0.2 mM, [H2O2]0 ¼ 0.5 mM, [H3NOH+]0 ¼ 0.5 mM).

Environ. Sci.: Adv., 2022, 1, 192–207 | 199
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Fig. 7 Effect of initial dye concentration on its degradation kinetics by the Fenton-H3NOH+ (a) and the sole Fenton (b) processes, and dye
elimination after 10 min (c) (vol. ¼ 200 mL, pH 3, temp. �25 �C, C0 ¼ 20–40 mM, [Fe(II)]0 ¼ 0.05 mM, [H2O2]0 ¼ 0.5 mM, [H3NOH+]0 ¼ 0.5 mM).
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reactants resulted in different degrees of decrease in degrada-
tion efficiency. The effective quenching of reactive species, as
shown in eqn (3) and (4), is one of the well-documented
mechanisms for the inhibitory effects of utilizing high
amounts of Fe(II) and H2O2. Furthermore, at higher Fe(II) and
H2O2 concentrations, the amount of free radicals may be
excessively high, favoring cOH quenching by themselves (eqn
(7), (14) and (15)) instead of their reaction with BF molecules.
This behavior has been widely reported for a variety of degra-
dation cases involving AOPs.3,35,37,38,40,41 Consequently, iron(II)
and H2O2 concentrations should be applied at optimized doses
so as not to restrict the efficiency of the Fe(II)/H2O2/H3NOH

+

integrated process.
The Fenton-H3NOH

+ process is more efficient than the
Fenton process over an extended interval of C0 (10–40 mM), as
depicted in Fig. 7a and b. The gap between removal curves with
Fenton-H3NOH

+ and Fenton increases from 26% at 10 mM to
43% at 20 mM and 50% at 30 and 40 mM (Fig. 7c). Therefore, the
greater the concentration of contaminant, the greater the
benecial effect of hydroxylamine in the Fenton process. It
200 | Environ. Sci.: Adv., 2022, 1, 192–207
should be noted that, even though the removal efficiency of BF
in both processes decreased with the rise in C0 (Fig. 7c), the
reverse trend is recorded for the amount removed (in mM). For
example, the amounts removed at C0¼ 10 mM are 7.4 and 10 mM
for Fenton and Fenton-H3NOH

+, respectively (ratio �1.35).
Amounts removed at C0 ¼ 40 mM became 11.2 and 30.4 mM for
Fenton and Fenton-H3NOH

+, respectively (ratio �2.71). This
trend, which was reported earlier for the degradation of
different dyes by different AOPs,27,38–40,46 clearly shows the
positive effect of operating with a high BF concentration on its
degradation efficiency, which is ascribed to the increased
probability of oxidant attacks (hydroxyl radicals) upon BF
molecules when the latter exist at a higher level. Besides, even
though the dye removal kinetics in all Fenton-HA systems
decrease exponentially (seeming to follow rst-order kinetics),
the rst-order kinetics law is not applicable because the plot of
the initial degradation rate of the dye versus its initial concen-
tration (Fig. S1†) does not show a linear relationship as required
for the rst-order law (rdye ¼ k[dye]). The initial degradation rate
increased with C0 from 10 to 20 and then reached a plateau. The
© 2022 The Author(s). Published by the Royal Society of Chemistry
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Fig. 8 Effect of initial solution pH on the degradation kinetics of BF by the Fenton-H3NOH+ (a) and the sole Fenton (b) processes, and dye
elimination after 10 min (c) (vol. ¼ 200 mL, pH 2–5, temp. �25 �C, C0 ¼ 20 mM, [Fe(II)]0 ¼ 0.05 mM, [H2O2]0 ¼ 0.5 mM, [H3NOH+]0 ¼ 0.5 mM).
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absence of a linear relationship implies that the degradation
rate of the dye in the Fenton-HA system should not be analyzed
based on a single rate constant (expressed in s�1). This is the
reason why all degradation kinetics throughout the manuscript
have been analyzed by (i) the removal kinetics (C/C0 vs. time)
data for the Fenton and Fenton-HA degradation results (sub-
gures b in Fig. 2, 5–8 and 11) and (ii) the removal efficiency
at an advanced reaction time to compare the efficiency of the
Fenton-HA process against the Fenton process (sub-gures c in
Fig. 2, 5–8 and 11).
3.4. Effect of operating pH

Fig. 8 shows the effect of the initial solution pH (2–5) on the
removal efficiency for BF (20 mM) with the Fenton-H3NOH

+ and
Fenton systems for xed loadings of [Fe(II)]0 ¼ 0.05 mM and
[H2O2]0 ¼ [H3NOH

+]0 ¼ 0.5 mM. As shown in Fig. 8a, BF can be
efficiently degraded in the Fenton-H3NOH

+ system over a wide
pH range from 3 to 5, with a comparable initial removal rate
(�11 mM min�1). For example, at pH 3 and 4, BF can be
completely decomposed in �15 min. When the initial reaction
© 2022 The Author(s). Published by the Royal Society of Chemistry
pH value was increased to 5, BF could also be efficiently
degraded, when 92% of BF was degraded in 15 min. On the
other hand, the efficiency of the Fenton process, which is
already lower than that of Fenton coupled with hydroxylamine
(previous sections), was greatly reduced by the elevation in pH,
where maximum BF eliminations of 56, 36 and 29% were ach-
ieved at pH 3, 4 and 5, respectively. The ratio of BF removals
with and without H3NOH

+, as calculated from Fig. 7c, were 1.49,
1.79, 2.71 and 3.28 for a gradual increase in pH from 3 to 5 (in
steps of one). Therefore, the best applicability of the
hydroxylamine-assisted Fenton process is at pH 5, where a lower
amount of acid is used but achieving a high degradation
performance. However, above pH 5, a visible precipitate was
detected for both processes (data not shown); a phenomenon
which was not reported in previous studies treating several
contaminants with the same integrated process.17,25 Note that at
pH 2, lower degradation efficiency was achieved compared to
pH $ 3, either for Fenton or Fenton-assisted processes, even
though the ternary system allows the best degradation yield to
be achieved at a relatively advanced time (i.e., 60.7% at 10 min),
compared to 40% for the Fe(II)/H2O2 process (Fig. 8c). All the
Environ. Sci.: Adv., 2022, 1, 192–207 | 201
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above observations are in perfect agreement with those reported
byWang et al.45who studied the effect of the triple system Ce(IV)/
H2O2/hydroxylamine for the degradation of Rhodamine. In
Wang's results, pH 4 was considered the optimal pH for
Rhodamine B degradation. The inhibition of BF degradation in
a strongly acidic medium (pH 2), either with or without the
addition of hydroxylamine (Fig. 8a and b), can be attributed to
the presence of protons at high concentration, which inhibited
the reaction of hydroxyl radicals with the dye molecules, as H+

ions can scavenge cOH through reaction (19) where electrons
may be gained from ferrous ions.45,47,48 In addition, the forma-
tion of electrophilic protonated H2O2 (i.e., H3O2

+) via reaction
(20) is another pathway that reduces the amount of one of the
Fenton reagents in the solution.45

cOH + H+ + e� / H2O (19)

H2O2 + H+ / H3O2
+ (20)

On the other hand, since the pKa1 of hydroxylamine is 5.96,16

hydroxylamine was found entirely in its protonated form,
H3NOH

+—which is less reactive toward cOH, as stated in the
Fig. 9 Effect of different mineral anions (Cl� (a), SO4
2� (b), NO3� (c) and N

the sole Fenton processes (vol.¼ 200mL, pH 3, temp.�25 �C,C0¼ 20 mM
¼ 0–10 mM). The inserts show the degradation data through the Fenton

202 | Environ. Sci.: Adv., 2022, 1, 192–207
introduction by looking at the rate constants. Thus, the effect of
pH on BF removal between pH 3 and 5 can mainly be attributed
to the speciation of Fe(II) ions. In deionized water, the three
species of Fe(II) with respect to pH are Fe(H2O)6

2+ or Fe2+, which
appear predominant in acidic conditions (pH # 3); Fe(H2O)4(-
OH)2 or Fe(OH)2 at pH > 4; and Fe(H2O)5(OH)+ and FeOH+

coexisting at pH lower than 5. In these conditions, the
concentration of Fe(H2O)5(OH)+ is a maximum at around pH 3,
whereas the precipitation of iron is important when the pH is
above 3.7 Thus, increasing the pH level above 3 could decrease
the fraction of free Fe2+, lowering the production of hydroxyl
radicals through reaction (1). This is the most popular scenario
elucidating the impact of pH on the efficiency of the Fenton
process (Fig. 8b).7,49 Iron speciation, on the other hand, is
greatly inuenced by a number of other factors, like ionic
strength and total iron content.50 The presence of electrolytes
augments the ionic strength, causing iron precipitation to move
to higher pH levels. An interesting discussion about this issue
was given recently by Meghlaoui et al.3 who found that pH 5 was
the best value for the degradation of textile dyes in the Fe(II)/
chlorine system. The authors revealed a displacement of iron
speciation (precipitation) due to the presence of chlorine, as in
O2� (d)) on the degradation kinetics of BF by the Fenton-H3NOH+ and
, [Fe(II)]0¼ 0.05mM, [H2O2]0¼ 0.5mM, [H3NOH+]0¼ 0.5mM, [anion]0
process (without hydroxylamine).

© 2022 The Author(s). Published by the Royal Society of Chemistry
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some conrmed cases51,52 reported and discussed by the
authors.3 Meghlaoui et al., conclusion was that HClO/ClO� may
shi the dominance of Fe2+ ions up to a pH value higher than
that reported for deionized water (i.e., pH 3). This is presumably
the scenario for our case where NH3OH

+ may effectively move
iron precipitation to higher pH value (but less than or equal to
5).
3.5. Effect of mineral anions and NOM

Because of the ubiquitous presence of mineral salts and natural
organic matter (NOM) in surface water and real wastewater
effluents,53–55 we decided to test the impact of NaCl, Na2SO4,
NaNO2 and NaNO3 (as sources of chloride, sulfate, nitrate and
nitrite ions) and humic acids, as the main constituents of
NOM,55 on the performance of the Fe(II)/H2O2/NaH3OH

+ ternary
system toward the breakdown of BF (20 mM) at pH 3 using
[Fe(II)]0 ¼ 0.05 mM and [H2O2]0 ¼ [H3NOH

+]0 ¼ 0.5 mM. Fig. 8
depicts the impact of salts up to 10 mM, whereas Fig. 10 depicts
the effect of NOM (5–20mg L�1). Salts have different impacts on
process efficiency, depending on their concentration. While
sulfate and nitrate did not inuence the degradation processes,
either in the presence or absence of H3NOH

+ (Fig. 9b and c),
chloride did. The degradation rate of BF was relatively
decreased with the addition of Cl�. For example, the removal of
BF at 5 min decreased from 95% without Cl� to 88 and 77% in
the presence of 1 and 10mMCl�, recording decreases of 7.3 and
18.9% in process efficiency, respectively (Fig. 9a). Nevertheless,
low chloride concentration (<2 mM) has a marginal effect on
dye removal kinetics, which is in accordance with the nding of
Chen et al.17 (Cl� ¼ 0.4 and 2 mM) for the degradation of ben-
zoic acid at pH 3 in the presence of 0.4 mM H3NOH

+. However,
a more signicant reduction effect of chloride ions is found in
the Fenton process (no H3NOH

+), where the maximum BF
Fig. 10 Effect of humic acids (NOM) on the degradation kinetics of BF
by the Fenton-H3NOH+ system (vol.¼ 200mL, pH 3, temp.�25 �C,C0

¼ 20 mM, [Fe(II)]0¼ 0.05mM, [H2O2]0¼ 0.5 mM, [H3NOH+]0 ¼ 0.5 mM,
[NOM]0 ¼ 0–20 mg L�1). The inset shows the degradation data
through the Fenton process (without hydroxylamine).

© 2022 The Author(s). Published by the Royal Society of Chemistry
removal decreases from 54% with no Cl� to 32 and 20% (40 and
62% reductions, respectively) in the presence of 1 and 10 mM
Cl� (Fig. 9a, inset). This observation is in agreement with that of
Lu et al.56 who also found the inhibition caused by chloride can
be overcome by extending the reaction time at low concentra-
tions. Peng et al.19 reported that the presence of H3NOH

+

accelerated the efficiency of the Fenton reagents toward the
degradation of glycerin even in a hypersaline solution con-
taining 5 M of NaCl. Chloride is usually known as a hydroxyl
radical scavenger, where this reaction can yield less reactive
oxidants (Clc and Cl2c

�) according to reactions (21)–(23).57 The
complexation of Fe(II)/Fe(III) with Cl� through reactions (24)–
(27) is another pathway that may cause a decline in oxidation
efficiency via consumption of free iron.19

Cl� + cOH / ClOHc�, k21 ¼ 4.3 � 109 M�1 s�1 (21)

ClOHc� / Clc + OH�, k22 ¼ 2.1 � 1010 M�1 s�1 (22)

Clc + Cl� # Cl2c
�, k23 ¼ (5.6–12) � 109 M�1 s�1,

k�23 ¼ (6–11) � 104 M�1 s�1 (23)

Fe(II) + Cl� / FeCl+ (24)

FeCl+ + Cl� / FeCl2 (25)

Fe(III) + Cl� / FeCl2+ (26)

Fe(III) + 2Cl� / FeCl2
+ (27)

Note that at the lower dose of H2O2 (0.5 mM) used to test the
effect of chlorine (Fig. 9a), the reaction between H2O2 and
chloride is insignicant. This was conrmed by conducting
a series of FB degradation runs in the system H2O2/Cl

� (with no
iron or hydroxylamine). As shown in Fig. S2† of the SM, no
signicant change in the dye concentration is observed for
chloride concentrations of 0.1 to 10 mM.

On the other hand, nitrite showed much more inhibition of
BF degradation (Fig. 9d), where the dye removal at 5 min
decreased from 95% in the absence of NO2

� to 75% in the
presence of 1 mM and no further inhibition was marked for an
elevation in the concentration of the anion to 10 mM. This is
due to the strong quenching of hydroxyl radicals by NO2

�

according to reaction (28), where the resulting NO�
2 is a less

powerful oxidant than cOH.44

NO2
� þ �OH/OH� þNO

�

2; k28 ¼ 1� 1010 M�1 s�1 (28)

Surprisingly, the addition of nitrite in the absence of
H3NOH

+ accelerates the degradation rate of the dye (Fig. 9d,
inset). The dye abatement becomes exponential, where near
complete dye removal is achieved in 20 min for 1 and 10 mM of
nitrite. These ndings reveal that nitrite can interact with either
Fe(II) or H2O2 to accelerate degradation. This issue necessitates
additional research, which will be undertaken in forthcoming
studies. The lack of further acceleration in the BF degradation
rate when increasing nitrite doses from 1 to 10 mM can be
Environ. Sci.: Adv., 2022, 1, 192–207 | 203
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Fig. 11 Effect of water matrix quality on the degradation kinetics of BF by the Fenton-H3NOH+ (a) and the sole Fenton (b) processes, and dye
elimination after 10 min (c) (vol.¼ 200mL, pH 3, temp�25 �C, C0 ¼ 20 mM, [Fe(II)]0 ¼ 0.05 mM, [H2O2]0 ¼ 0.5 mM, [H3NOH+]0 ¼ 0.5 mM). NMW:
natural mineral water, SEWTP: secondary effluent from wastewater treatment plant, SW: seawater, RV: river water.
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justied as in the case of an excess of H3NOH
+, where cOH

quenching by NO2
� (eqn (24)) becomes the dominant

mechanism.
On the other hand, Fig. 10 demonstrates that the presence of

NOM gradually diminished the degradation rate of BF upon
Fe(II)/H2O2/H3NOH

+ treatment; where removals of 92, 80 and
75% are achieved with 0, 1 and 10 mg L�1 of NOM, respectively
(i.e., yielding reductions of 13% for 1 mg L�1 and 18.4% for
10 mg L�1). Correspondingly, NOM at 1 and 10 mg L�1 exerted
a signicant reduction in BF removal in the absence of H3NOH

+

(Fig. 10, inset). Therefore, both processes are affected similarly
by the presence of NOM. These outcomes, which are relatively
well known regarding the impact of NOM on the performance of
numerous cOH-based AOPs,3,35,40,55 are ascribed to the quench-
ing of hydroxyl radicals by NOM, in addition to the consump-
tion of H2O2 reagent by NOM. The rate constant of the cOH-
NOM reaction is 2.5 � 104 M�1 s�1.44 This relatively low rate
constant justies the insignicant reduction imposed by NOM
204 | Environ. Sci.: Adv., 2022, 1, 192–207
at 10 mg L�1 compared to 1 mg L�1 (lower reactivity toward
cOH) for the ternary system Fe(II)/H2O2/H3NOH

+, as shown in
Fig. 10.
3.6. Effect environmental matrices

Following the analysis of the effects of salts and NOM, the
abatement of BF (20 mM) by the Fe(II)/H2O2/H3NOH

+ integrated
process was assessed in various water matrices (natural mineral
water (NMW), river water, secondary effluents from a municipal
wastewater treatment plant (SEWTP) and seawater (SW)). The
achieved outcomes in the presence and absence of H3NOH

+ are
shown in Fig. 11. As can be seen, the ternary systemmaintained
a higher degradation performance for the degradation of BF in
NMW and SEWTP (Fig. 11a and c), which is principally ascribed
to the lower salts and NOM loads in thesematrices (see Table 1).
Thus, a competitive scenario is not expected to be important in
decreasing the degradation rate. The performance of the binary
system (Fig. 11b) reveals the same tendency, except that of the
© 2022 The Author(s). Published by the Royal Society of Chemistry
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SEWTP which showed a relatively greater reduction than the
case of the ternary oxidation system, as can clearly be seen in
Fig. 11c. However, the degradation efficiency is greatly dimin-
ished in seawater and river water, where only 61 and 58% of BF
were removed aer 10 min, respectively (compared to 98% in
deionized water). For the Fenton process (Fig. 11b), the reduc-
tion is more remarkable; the dye removal being 11 and 8% in
both matrices, instead 54% for pure water, which marks 79 and
85% reductions in the respective matrices. This fact is due to
the high load of salts in the seawater (salinity 35 g L�1) and
NOM in river water (Table 1), which provokes severe competi-
tion to react with hydroxyl radicals, as stated in the earlier
sections. River water also contains micro-colloids (existing even
aer ltration) which cause an effective alteration in BF oxida-
tion through consuming Fe(II) ions (ferrous ions are usually
used as coagulants in water treatment for removing negatively
charged micro-colloids existing in surface waters). In the
seawater, not only can Cl� scavenge cOH but so can bromide
ions which also exist in signicant amounts (65–80 mg L�1,
Table 1). Br� is an efficient cOH-scavenger according to reac-
tions (29)–(32).44,57 The contribution of the resulting bromide-
containing radicals is not signicant compared to that of
cOH, by reason of the highly reactive character of the latter.57

Br� + cOH # BrOHc�, k29 ¼ 1.1 � 1010 M�1 s�1,

k�29 ¼ 3.3 � 107 M�1 s�1 (29)

BrOHc� / Brc + OH�, k30 ¼ 1.9 � 108 M�1 s�1 (30)

BrOHc� + Br� / Brc + OH�, k31 ¼ 4.4 � 1010 M�1 s�1 (31)

Brc + Br� # Br2c
�, k32 ¼ 1.2 � 1010 M�1 s�1,

k�32 ¼ 105 M�1 s�1 (32)

Note that the difference in BF removal efficiency, as calcu-
lated from Fig. 10c, is always between 40 and 50%, translating
the signicant impact of H3NOH

+ where it assists the Fenton
reagents in the degradation of refractory textile dyes whatever
the composition of the water matrices.
4. Conclusions

This investigation revealed that the degree of hydroxylamine-
induced acceleration of the Fenton process depends on oper-
ating circumstances and water quality. The rst and most
important parameter is pH, which is restricted to pH 5 where
only the protonated form (H3NOH

+) of hydroxylamine can
effectively convert Fe(III) into Fe(II) without considerable
quenching of the hydroxyl radical (kcOH,H3NOH+ # 5.0 � 108 M�1

s�1). Greater degradation rates were associated with higher
initial H3NOH

+, Fe(II) and H2O2 doses; however, optimum
degradation points were observed for H3NOH

+ and Fe(II) in the
Fenton-H3NOH

+ system, where excessive additions of these
reagents quench radical formation in the dye solution. The
difference between the Fenton-H3NOH

+ and Fenton systems in
terms of dye removal efficiency increases with increasing reac-
tants (i.e., H3NOH

+, H2O2, Fe(II) and dye) dosages and solution
© 2022 The Author(s). Published by the Royal Society of Chemistry
pH (2–5). Nitrite addition (which reduced the Fenton-H3NOH
+

efficiency) notably accelerated the efficiency of the Fenton
reaction, suggesting that NO2

� can act as an intensier of the
Fenton process; this statement will be tested in further future
investigations. The dye (BF) degradation efficiency in the pres-
ence of H3NOH

+ is much higher (as in deionized water) in
natural mineral water and secondary effluent from a wastewater
treatment plant; however, signicant losses in process effi-
ciency were remarked in seawater and river water, due to the
high contents in these two matrices of salts and NOM (i.e.,
radical scavengers).

Eventually, the degree to which the Fenton-H3NOH
+ process

reduces the organic load (TOC, COD and BOD analyses) and the
effluent toxicity will be studied in forthcoming work. Further-
more, additional investigations, such as the identication of
degradation by-products and nitrogenous species (NO2

�,
NO3

�.), resulting from hydroxylamine reduction, is still
required for the feasibility of the process. Correspondingly,
printing and dyeing wastewater contains a lot of organic matter,
such as dyes, starch, cellulose, lignin, detergents, etc. These
organic matters could of course alter the process efficiency
through radical consumption, like the case of river water where
the natural organic matters have provoked a massive reduction
in process efficiency. The feasibility of the integrated process for
treating real samples of dyeing wastewater (all with process
optimization) will be veried in future investigations. Finally,
determining the speciation of the Fe(II)/H2O2/H3NOH

+ ternary
system related to loadings of different reactants is an essential
perspective of this project. The determination of this diagram of
speciation allows answers to several complicated issues like
extending the operating pH up to 5 with no precipitation of
iron.
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