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Can graphene improve the thermal conductivity
of copper nanofluids?†

Gabriel J. Olguı́n-Orellana, a Germán J. Soldano, b Jans Alzate-Morales, a

Marı́a B. Camarada *cd and Marcelo M. Mariscal *b

Copper (Cu) nanofluids (NFs) have attracted attention due to their high thermal conductivity, which has

conferred a wide variety of applications. However, their high reactivity favors oxidation, corrosion and

aggregation, leading them to lose their properties of interest. Copper capped by graphene (Cu@G)

core@shell nanoparticles (NPs) have also attracted interest from the medical and industrial sectors

because graphene can shield the Cu NPs from undesired phenomena. Additionally, they share some

properties that expand the range of applications of Cu NFs. In this work, new Morse potentials are

reported to reproduce the behavior of Cu@G NPs through molecular dynamics. Coordination-

dependent Morse parameters were fitted for C, H, and Cu based on density functional theory

calculations. Then, these parameters were implemented to evaluate the thermal conductivity of Cu@G

NFs employing the Green–Kubo formalism, with NPs from 1.5 to 6.1 nm at 100 to 800 K, varying the

size, the number of layers and the orientation of the graphene flakes. It was found that Cu@G NFs are

stable and have an improved thermal conductivity compared to the Cu NFs, being 3.7 to 18.2 times

higher at 300 K with only one graphene layer and above 26.2 times higher for the graphene-trilayered

NPs. These values can be higher for temperatures below 300 K. Oppositely, the size, homogeneity and

orientations of the graphene flakes did not affect the thermal conductivity of the Cu@G NFs.

1 Introduction

During the last few decades, nanofluids (NFs), which are
colloidal suspensions of nanoparticles (NPs) that significantly
optimize the applications of the base fluids, have attracted
wide-spread attention due to their exceptionally high thermal
conductivity (k), thermal diffusivity and convective heat trans-
fer coefficients at low NP volume fractions.1–5 Although solid
particles of micrometer and millimeter sizes have been added
to fluids to improve their properties, practical uses for these
colloids have been limited because the particles settle rapidly,
clogging flow channels, eroding and causing severe pressure
drops.5–8

In particular, copper (Cu) NFs have been studied for their
potential applications in diverse medical and industrial activities,
including chemical engineering, refrigeration, transportation,
energy production and distribution, and electronics.4,9 In these
applications, the k of the cooling fluids plays a vital role in
developing energy-efficient heat transfer equipment, but conven-
tional one-phase fluids like ethylene glycol, propylene glycol,
kerosene, oils, and water have poor heat transfer properties.5,10

These fluids possess a k three to four orders of magnitude lower
than metals such as silver and Cu or carbon-based materials
such as graphene and carbon nanotubes.11,12 This reason has
led researchers to focus on elucidating the factors affecting
the thermophysical properties of the Cu NFs, where volume,
concentration, temperature, size, and shape of the NPs have been
suggested as the most important.5,11–15 However, investigations
have not been conclusive due to the difficulty of measuring the
k of NPs and because the mechanisms influencing heat transfer
in NFs have not been clarified. Other factors, such as the
preparation technique, stabilizing agents, air-exposure time, flow
characteristics and acidity of the NF have also been described as
relevant.6,7,14–19

For example, Bhanushali et al. investigated how the shape of the
NPs determines the k of water-based Cu NFs using distinct filler
particles: short nanowires (mean diameter (Dm) = 26 nm; mean
length (Lm) = 7.8 mm), long nanowires (Dm = 26 nm; Lm = 96 mm),
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nanospheres (Dm = 48 nm), and nanocubes (Dm = 87 nm). The NPs
were treated with the same dispersant and antioxidant to exclude
the potential effects of the surface-capping ligands. In all cases, the
results indicate an increment in the k with the loading of the NPs,
but going from 4.2% for the nanocubes to 40% for the long
nanowires at 0.25 vol%.11 On the other hand, Qiang et al. investi-
gated the convective heat transfer and flux characteristics of Cu NFs
in a tube. The samples were prepared by mixing Cu NPs with
diameters below 100 nm and deionized water and fatty acid salts as
dispersants. The results show that the NPs remarkably increase
the convective heat transfer of the base fluid as a function of the
concentration of NPs, reaching an increment of about 60% at 2.0
vol% of Cu NPs.6 As was mentioned, little variation in the size and
loading of the NPs can lead to great changes in the k of the NFs.

Generally, NFs with small NPs have superior heat transfer
properties than conventional fluids and those containing
microscopic particles because the heat transfer occurs at the
surface of the NPs.14,20 Additionally, the small size has been
reported as a factor that increases the stability of suspensions.5,8,15

However, this cannot be expected for Cu NFs, because Cu NPs of
small size are highly reactive and oxidized, corroded and aggre-
gated quickly, leading to the NFs losing their improved thermo-
physical properties.17,21–25 This phenomenon was evidenced by Liu
et al., who reported the k of Cu–water NFs with NPs of different
sizes and shapes, and concentrations. The greatest improvement
concerning the pure water was 23.8%, obtained with spherical and
cubic NPs of 50 to 100 nm at 0.1 vol%. No higher values of the k
were measured, even for higher concentrations or sizes of the NPs.
Furthermore, as no surfactants and dispersants were used, the k
was time-dependent, decreasing to a value similar to the water after
10 minutes.14 According to this evidence, proper ways to prevent
oxidation and aggregation of the Cu NPs and manage the events
on their surface must be developed. Therefore, covering the
NPs with another stabilizing material is one of the most promising
alternatives.11,26

Recently, graphene-capped copper (Cu@G) NPs have
attracted research and commercial interest because graphene can
serve as a shield to protect the Cu NPs and enhance their thermal,
optical, structural, catalytic, and conductive properties.22,27–33

Furthermore, carbon-derived materials are ideal candidates for
coating compared with other materials: (i) they are stable in acidic
and alkaline solutions; (ii) different types of functional groups can
be attached to their surface by oxidation; (iii) the functional groups
in the carbon shell can be used to induce further coating and to
obtain ternary hybrid structures; and (iv) carbon is also an excellent
electrical and thermal conductor.34,35

Carbon-based materials have been proposed as nanofillers
due to their remarkable thermal properties.11 Different studies
have suggested that the k of graphene and carbon nanotubes
are in the range of 1950–6500 W m�1 K�1 at room temperature,
which are values among the highest known.36 As NFs, they
present a k even greater than those predicted by theories and
models. In 2001, Choi et al. reported that for a nanotube
loading of and below 0.3 volume fraction in oil, the k ratio is
similar to Cu NPs in the same fluid. However, the nanotubes
have a higher enhancement at 0.5 vol%, with the k ratio

exceeding 1.5 and more than 2.5 at B1 vol%. This study
demonstrated that the increment in k is nonlinear with the
nanotubes content, while all theoretical predictions exposed a
linear relationship.13 In addition, graphene-water NFs were
investigated as heat sinks, resulting in an increment in the
convective heat transfer that reached B84%;37 in a heat pipe,
graphene nanosheets were reported to enhance the k of water
by B28%;38 and even a greater improvement was quantified for
ethylene glycol, where dispersed graphene increased the k by
up to 86% at 5.0 vol%.39

Although some studies have provided methods to produce
Cu@G heterostructures,40–53 their diameter, size distribution,
shape, and the number of graphene capping layers remain
uncontrollable. These properties depend on many factors,
which are hard to manipulate during the synthesis process.
Furthermore, they can change during the usage of the NPs,
especially if submitted to mechanical, heat, and pressure
regimes.

These reasons have hindered the exploration of Cu@G NPs
as a nanofiller and, to our knowledge, only one article has been
reported regarding this topic.54 In that work, the thermal
properties of Cu@G–water NFs were estimated when varying
the loading fraction of NPs, at different temperatures under
45 1C. The addition of the NPs appears to positively affect the
heat transfer of the NFs when the temperature increases, with
an improvement in the k going from 9% at 30 1C and a
concentration of 0.1 w% to 15% at 40 1C and 0.05 w%. These
results can be encouraging but limited because some factors
could not be managed during the synthesis of the NPs, such as
the size distribution and the number of layers of graphene
covering the NPs. Then, more studies are necessary to advance
to conclusive results.

To date, many efforts have been made to explain the
mechanisms behind the k enhancement in NFs, through
various methodologies and assumptions.1,7,13,15,16,55 However,
more studies are necessary to understand how each factor
influences the structural, thermodynamic, reactive, and
mechanical properties of the Cu@G NPs and to quantify their
contribution to the improvement of the k of Cu@G-based NFs.
In addition to the experimental techniques, high-performance
computing-assisted materials design has proved to be a powerful tool
for gathering insight from different physical phenomena.2,7,19,30,56–65

It represents a powerful way to predict the feasibility and
properties of a system that cannot be accessed by other means,
saving preparation time, effort, and costs.

In this work, we studied the effect on k caused by adding
graphene layers to Cu NPs and by employing computer simulations
with Morse potentials developed in our group. Equilibrium
molecular dynamics (EMD) simulations based on the Green–Kubo
formalism were employed to study the k of Cu and Cu@G NPs in
an Argon (Ar) fluid, a strategy already reported for pure Cu
NFs.2,7,65–67 In our study, we considered six key factors to quantify
the contribution to the enhancement of the k: (i) the size of the Cu
NPs; (ii) the presence of graphene flakes; (iii) the number and size
of graphene flakes surrounding the Cu NPs; (iv) the number of
layers covering the Cu NPs; (v) the initial orientation of the flakes
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towards the surface of the Cu NPs and; (vi) the temperature of the
systems.

The results indicate that Cu@G NFs are stable and have an
improved thermal conductivity compared to NFs with bare Cu
NPs, a property that increases with the number of graphene
layers covering the NPs and decreases with the temperature. On
the other hand, the size, homogeneity and orientation of the
graphene flakes at the Cu surface do not affect this property.

2 Methodology
2.1 Density functional theory calculations

Density functional theory (DFT) calculations were performed
through the Quantum Espresso/PWSCF.68 The Perdew–Burke–
Ernzerhof (PBE) generalized gradient approximation functional
is the most popular exchange–correlation functional in DFT for
materials science69,70 because of its reasonable accuracy over a wide
range of systems and its low computational cost. It was adopted for
the exchange–correlation term using the high-throughput GBRV
pseudopotentials,71 with kinetic energy cut-offs of 40/200 Ry for the
wave-function/charge density, respectively. A Gaussian spreading of
0.01 Ry was employed. The long-range van der Waals interactions
were accounted for utilizing the DFT-D3 approach,72 which has
shown to be remarkably accurate for similar systems such as
graphene on Au (111) and Ag (111).73 Cell dimensions were chosen
that were large enough so that the NPs were at least 10 Å from their
periodic images. Geometry relaxations converged when forces
acting on atoms were weaker than 0.01 eV Å�1. The gamma point
was selected to sample the Brillouin zone. Spin polarization was
considered for a few configurations showing neither magnetization
nor energy difference concerning not polarized calculations. There-
fore, the latter approach was used.

2.2 Development of a coordination-dependent Morse potential

Morse potentials were developed to reproduce the Cu–C and
Cu–H interactions according to the equation

E(r) = De(1 � e�a(r�re)) (1)

where De is the well depth, a controls the well width, r is the
distance between pairs of atoms, and re is the equilibrium
bond distance. The parameterization was based on the DFT
calculations described above.

Performing DFT calculations for the whole Cu NPs and
graphene flakes would be unfeasible in terms of computational
costs. Instead, starting from a 1.5 nm Cu NP, we considered
only the first three layers of a (100) and a (111) face. On top of
each surface, we added a relaxed graphene flake large enough
to cover the Cu NP completely, as shown in Fig. 1(a). Several
single-point energies were calculated, corresponding to different
heights and lateral displacements of the flakes to the surfaces,
for both planar and curved flakes. The corresponding adsorption
energies are plotted in Fig. 1(b), and the complete list of
configurations considered is given in the ESI† (see DFT-scf-
Configurations.xyz). These DFT values were employed to fit three
Morse potentials: C–Culow, C–Cuhigh, and H–Cu (Table 1), where

Culow are the Cu atoms with a coordination number r8 and
Cuhigh are those with a coordination number Z9 and r12. As
was expected, the potential well depth for C–Culow is consider-
ably more profound than for C–Cuhigh, since Cu atoms with
coordination r8 are more reactive than those with higher
coordination. The single point energies calculated with these
Morse potentials are also plotted in Fig. 1(b), and are in good
agreement with the DFT calculations.

2.3 Starting configurations for thermal conductivity calculations

As initial configurations, five Cu NPs of 1.5, 2.3, 3.1, 4.0, and
6.1 nm diameter were built, following the Wulff construction

Fig. 1 (a) Side and top views of 2 of 193 nanostructures on several sites,
heights, and configurations on the surfaces used to model the flake-Cu NP
interaction for the Morse potential fitting. The (111) and (100) faces of the
Cu NP were considered, shown at the top and bottom, respectively. (b)
Adsorption energies for each one of the 193 nanostructures. DFT and fitted
Morse values are compared.

Table 1 Morse potentials developed for the interactions between the Cu
NPs and the graphene flakes

De (eV) a (Å�1) r (Å)

Culow–C 3.56311053 � 10�2 1.43902338 2.40244842
Cuhigh–C 8.99999961 � 10�3 1.09784114 4.11547661
Cu–H 3.5631105 � 10�2 1.43902338 2.40244842
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for highly symmetric face-centered cubic (FCC) metals con-
forming a truncated octahedron, which is the most stable
shape for Cu NPs in vacuum conditions.74 Next, five Cu@G
NPs models were generated using the same Cu NPs surrounded
by 14 zigzag square graphene flakes, considering that the sum
of their areas was enough to cover the whole NP. These models
were labeled according to their size, adding the suffix G14 to
those capped by graphene. The uncapped and capped NP

models (after relaxation) are shown in Fig. 2(a). In order to
simulate the nanofluid, they were put into Ar with a box
dimension of the NP diameter plus 20 Å in each direction of
the three-dimensional space and an Ar density r = 1418 kg m�3,
with periodic boundary conditions in all directions, following
the configuration suggested by Sarkar & Selvam,7 and Kang
et al.2 Finally, they were relaxed to reduce the steric hindrances
and to obtain NF systems such as those exemplified in Fig. 2(b).

Fig. 2 (a) Main capped and uncapped Cu NP models, named according to their diameters in nm and their number of graphene flakes. The (111) and (100)
faces of the Cu NP are labeled in 6.1. The yellow spheres represent the Cu atoms with a coordination number r8 (Culow) and the orange ones with a
coordination number Z9 and r12 (Cuhigh). (b) Simplified model of the 2.3G14 NF with PBC. (c) Simulation models to evaluate the effect of the size of the
flakes and (d) the number of graphene layers used in the estimation of k for NFs. The Argon boxes were hidden to facilitate the visualization.
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Five new model systems were constructed from the Cu NP of
2.3 nm. Two of them, 2.3G2 and 2.3G36, which have 2 and 36
graphene flakes each (Fig. 2(c)), were used to explore the effect
of changing the size of the flakes but with the same number of
carbon atoms as 2.3G14. The other three (Fig. 2(d)), 2.3G14b
(b = bilayer, 2.3G14t (t = trilayer), and 2.3G14tp (tp = trilayer
perpendicular), were used to understand how the quantity of
layers and their initial orientation does affect the k of the NFs.

Three additional systems were built (Fig. S1, ESI†) to under-
stand the contribution of each nanomaterial to the k. In the
first one, considering that the Ar box in 2.3G14 was bigger than
in 2.3, to be able to compare the k of 2.3 and 2.3G14, a new
2.3 NF model with an Ar box having the same size as 2.3G14 was
generated. This model was named 2.3e. In the second one, 14
graphene flakes (like those in 2.3G14) were randomly distrib-
uted into an Ar box with equal dimensions to 2.3G14 and called
G2.3 � 14. In the last one, a single graphene flake was
simulated in a box with 1/14 of the volume and Ar atoms than
G2.3 � 14. This last model was built to study the behavior of the
graphene flakes avoiding the aggregation phenomena.

All these new NP models were relaxed and were placed into
an Ar box following the same procedure mentioned above. This
schema was also replicated for a mono-, bi- and trilayer infinite
graphene, the k of which has been measured and calculated
through different techniques,36,75–79 to have the reported values
as a reference to corroborate the accuracy of our methodology.
Ar was added only in the plane perpendicular to the surface in
this case. A summary of the dimensions of the systems and
their atomic composition is exposed in Table S1 (ESI†).

2.4 Molecular dynamics

For the Cu NF systems, the embedded atom method (EAM)
potentials developed by Foiles80 were used to reproduce the Cu–
Cu interactions. At the same time, the Lv’s19 and Fraenkel’s81

Lennard-Jones (LJ) parameters were set out for the Cu–Ar and
Ar–Ar interactions, respectively. In the case of the Cu@G NFs,
Akiner et al. concluded82 that the potential parameters of the
interface should be carefully optimized to correctly simulate heat
transport for solid–liquid systems when using the Green–Kubo
method. Therefore, Morse potentials were developed to calculate
the Cu–C and Cu–H energies and forces. The procedure to
generate these parameters from DFT calculations is described
below. The Cu–Cu, Cu–Ar and Ar–Ar interactions were studied
with the same parameters previously mentioned, and Stuart’s
adaptive intermolecular reactive bond order (AIREBO) force
field83 was applied to consider the behavior of the graphene
flakes. Two extra LJ parameters were used for the C–Ar and H–Ar
interactions, taken from Fraenkel’s study in which the Ar–Ar
potential was developed.81

Ar has been chosen as the base fluid in most MD simulation
studies on NFs due to its well-defined LJ potentials and
simplicity. These potentials employ a simple two-body form
that requires much less calculation time than more complex
potentials involving other terms.7 Previous studies that used
MD to compute the properties of NFs have proved that the
potential functions effectively indicate their intermolecular

interactions.2,19,66,84–86 A summary of the used LJ parameters
taken from the literature is shown in Table S2 (ESI†). In all the
calculations, the cut-offs were 3.0 Å for the AIREBO potential
and 13.0 Å for the LJ and Morse’s interactions.

All MD simulations were performed in LAMMPS,87 using a
canonical (NVT) ensemble and periodic boundary conditions
(PBC) in all planes. The models were energetically minimized
using the Polak-Ribiere version of the conjugate gradient
algorithm88 with a tolerance for the energy of 1.0 � 10�9 and
the force equal to 1.0 � 10�10 eV Å�1. Then, 50 ps of therma-
lization and 1 ns of production were done using a time step of
1 fs. Temperatures from 100 to 800 K in intervals of 100 K were
sampled using the Nose–Hoover thermostat with a Tdamp of
ten times the time step value, repeating each simulation six
times to obtain averaged energies and structural properties.

2.5 Thermal conductivity calculations

The thermal conductivity (k) is a measure of the propensity of a
material to transmit heat energy in a diffusive manner. It is
defined as a linear coefficient relating the macroscopic heat

current vector ~J to the temperature gradient as given by
Fourier’s law:

~J ¼ �krT (2)

where ~J is the heat flux in units of energy per area per time and
rT is the spatial gradient of temperature.

The total thermal conductivity k can be written as:

k = ke + kl (3)

where ke is the electronic thermal conductivity and kl is the
lattice thermal conductivity due to phonon contributions.

kl is estimated by means of the Green–Kubo formalism,
meanwhile ke, which is very relevant for metals, can be esti-
mated by using the Wiedemann–Franz (WF) equation for
simple metals as:

ke E TL0s (4)

where T, L0 and s are the temperature, a universal constant and
the electrical conductivity, respectively. The universal constant L0

is equal to 2.44 � 10�8 W O2 K�2. If we take the experimental
result of the electrical conductivity of copper (5.98� 107 O�1 m�1)
at 300 K, we can estimate the contribution of the electronic
thermal conductivity ke E 300 K � 2.44 � 10�8 W O2 K�2 �
5.98 � 107 O�1 m�1 = 437.73 W m�1 K�1.

For Cu NPs with an average size of 20 nm (a bit larger than
ours), and based on its experimental value for electrical
conductivity,89 the electronic contribution in thermal conduc-
tivity can be estimated as ke E 300 K � 2.44 � 10�8 W O2 K�2 �
5 � 106 O�1 m�1 = 36.6 W m�1 K�1 that is expected to decrease
for smaller sized NPs.

Recent studies confirmed a dramatic decrease in the elec-
trical conductivity and k when the dimension is comparable to
or smaller than the electron mean free path. However, verifying
the Wiedemann–Franz law in these nanostructures remains
hotly debated.90

PCCP Paper

Pu
bl

is
he

d 
on

 2
1 

Ja
nu

ar
y 

20
23

. D
ow

nl
oa

de
d 

on
 3

/1
/2

02
6 

10
:2

3:
38

 A
M

. 
View Article Online

https://doi.org/10.1039/d3cp00064h


5494 |  Phys. Chem. Chem. Phys., 2023, 25, 5489–5500 This journal is © the Owner Societies 2023

Non-equilibrium molecular dynamics (NEMD) and equili-
brium molecular dynamics (EMD) can be used to calculate the
heat transport properties computationally. In NEMD, a heat flux
is imposed on the system and the kl is calculated based on the
resulting temperature gradients. However, finite-size effects
require careful considerations to obtain reliable temperature
profiles. Additionally, EMD calculates kl from the time decay of
heat flux fluctuations based on the fluctuation–dissipation theo-
rem, through the fluctuations of the per-atom potentials and
kinetic energies and the per-atom stress tensor in a steady-state
equilibrated simulation. Despite requiring more computational
power, this method does not suffer from the drawbacks of NEMD
and is widely used in the literature.2,7,65,67,91,92 More details about
how to calculate the k of molecular systems via EMD through the
Green–Kubo formalism can be found in Appendix A.

3 Results and discussion

The accuracy of the employed method was validated by com-
paring the k of liquid Ar with previously reported theoretical
and experimental data at its steady point T = 86 K and r =
1418 kg m�3.2,7,84,85 We varied the simulation time from 0.25 ns to
1 ns and the edges of the simulation box from 30 to 60 Å. The
results (Table S3, ESI†) indicate that the k for these models
is in an acceptable margin compared to the experimental value
of 0.132 W m�1 K�1 93 and compared with theoretical
calculations.94 Similar simulations were performed for infinite
graphene of one, two and three layers. The results are presented
in Fig. S2 (ESI†). They show that k decreases exponentially
with the temperature, going from 10 410 W m�1 K�1 at 100 K to
1612 W m�1 K�1 at 800 K for the case of the monolayer of graphene.
At 300 K, the average value was 3643 W m�1 K�1, which agrees with
the reported experimental value B4000 W m�1 K�136,75–77 and the
DFT calculations.78,79 Furthermore, it is suggested that the k for the
same amount of material decreases as the number of layers increases,
a conclusion that other authors have also reported.95,96

The dependence of k of the Cu and Cu@G NFs at different
temperatures is shown in Fig. 3(a), together with that reported
for bulk copper.97 These results indicate an improved heat
transfer capacity for the Cu@G NFs compared to the uncapped
ones, which are more remarkable at lower temperatures. As the
temperature increases, the decrement of the k occurs exponen-
tially since, at higher temperatures, more phonons in each
vibrational mode are excited, making the collisions between
them more intense. In all cases, k remains higher for the Cu@G
compared to the bare NPs systems.

Fig. 3(b) shows the results for the main systems at 300 K,
which was the nearest to room temperature. In this case, the
increment in the k of the NFs with capped nanoparticles
concerning the uncapped ones was 18.2 times for the 1.5 nm
NP, 10 times for the 2.3 nm, 7.1 times for the 3.1 nm, 6.24 times
for the 4.0 nm and 3.7 times for the 6.1 nm.

Regarding the structural stability of the NFs, no significant
differences in the shape of the NPs and the adsorption mechan-
isms of the graphene flakes at temperatures under and equal to

500 K were observed. In these cases, the flakes preferably adsorb
on the hexagonal (111) faces, probably due to their wider surface,
which facilitates the planar interaction. When the (111) faces
were covered, they migrated to the (100) (squares) faces or
formed multi-layered flakes on the NPs. Shin et al. also reported
a better matching between the graphene and Cu (111) surfaces
because they have a lattice mismatch of only 3.8% versus 19.9%
with respect to the Cu (100) surfaces.98 Then, our results support
the proposition of stronger interactions between the graphene
and Cu (111) surfaces, and a positive effect on the adsorption.
For temperatures higher than 500 K, the NPs of 1.5, 2.3, and
3.1 nm experienced a desorption of some flakes, which form
p-stacking interactions mediated by bi- and trilayer structures
that remain on the Cu NPs surface but perpendicularly. This

Fig. 3 (a) Thermal conductivity (k) as a function of the temperature for
copper–argon nanofluids at different nanoparticle sizes and for copper-
graphene-argon nanofluids when the nanoparticles are covered with 14
graphene flakes enough to cover the whole nanoparticle (structures
shown in Fig. 2(a)). (b) k of the same nanofluids at 300 K.
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desorption phenomenon could be a factor that contributes to the
fact that the flakes do not improve the thermal stability of the Cu
NPs at higher temperatures (Fig. S3, ESI†), as could be expected
for this hybrid nanomaterial due to the well-known high thermal
stability of graphene.39,99,100

The consequence of changing the size of the graphene flakes
that cover the Cu NP of 2.3 nm is summarized in Fig. 4. These
results revealed no significant variations in the k for the three
different NFs containing Cu@G NPs: 2.3G2 (35.4 � 33.3 A2,
828 C atoms), 2.3G14 (14.2 � 13.5 A2, 812 C atoms) and 2.3G36
(9.9 � 8.6 A2, 792 C atoms). Although, the flakes do not
homogeneously cover the Cu NPs as in the case of the 2.3G2
NF, or if they are not totally adsorbed on the NPs like in 2.3G36,
where the high content of H atoms impedes the adsorption of
the flakes. These results could result from maintaining a
constant number of atoms in all systems, suggesting that this
characteristic of the NPs is more critical for conserving the heat
transfer property of the NFs than having a homogeneous coat
on the Cu surface.

Since the synthesis methods of Cu@G NPs reported in the
literature have produced multi-layer graphene shells for Cu
NPs,41,46–48,53 the variation in the k concerning the number of
layers per flake was studied and reported in Fig. 5. The results
indicate that the bi- and trilayered Cu@G NPs have an enhanced
k compared to the NFs with the single-layer Cu@G NP; however,
no remarkable increment for the trilayer Cu@G NP model
regarding the bilayered Cu@G NP was observed, as could be
expected, considering its higher content of graphene.

Fig. 5 also indicates that the adsorption orientation of the
graphene flakes on the Cu surface does not affect the k of
the system. This exciting result suggests the possibility of
developing new methods to produce Cu@G NPs. Until now,
the reported protocols consist of depositing C atoms on Cu
NPs, eventually forming a graphene cover.40,41,46–53 However, to

our knowledge, no techniques have been proposed to produce
Cu@G NPs in steps, i.e., generating the Cu NPs and graphene
flakes separately and then putting them together in a single
medium. Our results suggest that, in these cases, it would not
matter if the adsorption of the flakes on the NPs occurs planar
one by one or if they first form a stack and then adsorb
perpendicularly. The k values of the NFs would not be influenced.

Keblinski et al.101 reported the presence of a solid-like
molecular-level layering of the liquid at the surface of the
NPs, called the nanolayer, as one of the primary ways influencing
the notable improvement of the k in NFs. Due to the structure of
the liquid at the interface remaining more ordered than the bulk
fluid, there are possibilities of a larger k and the ‘tunneling of
heat-carrying phonons’ from one particle to another. Since
this report was published, diverse experiments and theoretical
analyses have been made to characterize the importance of this
mechanism in heat transport phenomena. Some of them sup-
port this hypothesis, while others conclude that the structured
interfacial fluid layer is limited to a few atomic distances from
the surface of the NPs, which makes their influence on the
thermal transport of the NFs negligible.

Fig. S4 (ESI†) shows the k for 2.3e, 2.3G14, G2.3 and G2.3 �
14 models, the Ar boxes of which have the same size. The
results indicate that the k of 2.3G14 NF is markedly higher than
that of 2.3, and is similar to that of G2.3 and G2.3 � 14. These
results suggest that the graphene makes a greater contribution
to the k in these NFs. Meanwhile, the Cu NPs would help to
prevent the staking of the flakes and the formation of graphitic
structures, which would alter the heat transfer properties of
the NF.

Fig. 6 shows the radial distribution functions (RDF) of the
nanolayer in the interface of 2.3 (Fig. 6(a)) and 2.3G14 NFs
(Fig. 6(b)) at 300 and 800 K. These calculations were performed

Fig. 4 Thermal conductivity (k) as a function of the temperature for
copper–argon and copper-graphene-argon nanofluids (structures shown
in Fig. 2(c)) when the copper nanoparticle has a diameter of 2.3 nm and is
covered by 14, 2 and 36 graphene flakes enough to cover the whole
nanoparticle surface.

Fig. 5 Thermal conductivity (k) as a function of the temperature for
copper–argon and copper-graphene-argon nanofluids (structures shown
in Fig. 2(d)) when the copper nanoparticle has a diameter of 2.3 nm and is
covered with 14 monolayer, bilayer, trilayer and trilayer perpendicular
graphene flakes big enough to cover the whole nanoparticle surface.
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from the most external Cu atoms of the NPs to the bulk fluid,
distinguishing two layers of Ar in the interface: from 0 to 4.0 Å and
from 4 to 6.5 Å in 2.3; and from 0 to 8 Å and from 8 to 10.5 Å in
23G14. In this last case, the higher distance for the calculation
was set considering the presence of the graphene flakes in the
model. For both systems, a higher structuration of the first layer of
Ar is observed at 300 K, but it is much more evident on the surface
of the uncapped NP. This could be because the uncovered Cu NP
has a regular disposition of its external atoms, which eases the
arrangement of the fluid at the solid/liquid interface (Fig. 6(c)). On
the other hand, the graphene flakes in the 2.3G14 generate
interstices in the structure of the NP, which hinders the organiza-
tion of the Ar in contact with the NP (Fig. 6(d)). At 800 K, none of
them reveal the formation of the nanolayer.

These results suggest that in the case of the NF with the bare
NP, the presence of the nanolayer could be a critical factor in

heat transport, together with the conservation of the crystalline
structure. They both allow heat transport based on the con-
tribution of the phonons, which mainly occurs at low tempera-
tures when the atoms of the systems form a lattice. On the
contrary, in the Cu@G NF, the increment in the k seems to
come mainly from adding the graphene flakes instead of the
structuration of the fluid on the surface.

Various heat transfer mechanisms have been proposed in the
past to explain the k enhancement in nanofluids.102–105 One of
the mechanisms proposed was the presence of a solid-like layer
of fluid molecules around the nanoparticles. Depending on the
interaction energies at the solid–liquid interface, the surface can
either provide a thermal barrier or thermal enhancement. This
phenomenon can be interpreted in terms of the Kapitza resis-
tance, which is mainly an interfacial resistance due to the
difference in phonon distributions between the two phases.

Fig. 6 First (blue) and second (red) argon neighbors of the copper nanoparticle of d = 2.3 nm at 300 K when it is (a) uncapped and (b) capped by 14
graphene flakes big enough to cover the whole nanoparticle surface. Radial distribution function (RDF) calculated at 300 and 800 K for the nanofluids
containing the (c) uncapped and (d) capped nanoparticles mentioned above.
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In this sense, when there is a strong interaction between the
solid and fluid atoms at the interface, the Kapitza resistance is
lower. Therefore, the solid-like layer scatters the incoming and
the outgoing phonons, influences the interface characteristics,
and increases the nanofluid k. This strong interaction creates a
dynamic interface around the nanoparticle that facilitates the
exchange of energy between solid and fluid atoms.

To quantify this effect, the proportion of Ar atoms belonging
to the nanolayer that permutes in each step of the MD was
calculated. The analysis was done newly for the systems 23 and
23G14 at 300 and 800 K, repeating the calculation six times in
each case to ensure statistical significance. We considered a
permutation, the insertion or exit of an Ar atom from the
closest to the NPs surface (in blue in Fig. 6(a) and (b)), as well
as the exchange of an atom that is part of this region for
another that did not belong. Thus, for system 23 at 300 K, an
average permutation percentage of 4.98% was observed, versus
32.21% when the simulation was done at 800 K. In the case of
23G14 at 300 K the average percentage was 38.90%, while it was
59.84% at 800 K.

These values fit well with those obtained from the RDF
analysis. Both indicate that for the case of 23 at 300 K, there
is a higher degree of order at the solid–liquid interface, as well
as a higher stability along the time. The result suggests that this
system presents a lower Kapitza resistance, which means a
higher contribution from the solid-like layer phenomenon to
the k of the NF. However, our previous analysis showed that the
NFs with Cu@G NPs have a higher k, which could be attributed
to the presence of graphene rather than the ordering of the
base fluid surrounding the NPs.

4 Conclusions

This work reports the thermal conductivity (k) of Cu–Ar and
copper capped by graphene (Cu@G)-Ar nanofluids (NFs) esti-
mated through equilibrium molecular dynamics simulations.
The Green–Kubo formalism was used with EAM and AIREBO
potentials to reproduce the behavior of the Cu and graphene,
respectively, and LJ potentials set their interactions with the Ar
environment. Furthermore, three coordination-dependent
Morse potentials were developed to understand how the Cu
nanoparticles (NPs) and the graphene flakes interact to gen-
erate core@shell NPs, which seem to improve the k of a fluid in
a higher proportion of Cu NPs.

In our results, the k of the Cu NFs are in line with studies
already reported, while the simulations of Cu@G NFs are
consistent with the results obtained for the Cu NFs and
graphene. For both, the k of Cu and Cu@G NFs increases with
the concentration of the nanofiller in the base fluid. Furthermore,
it is higher for NFs with Cu@G NPs than for the NFs with bare Cu
NPs, although this increment decreases with the size of the NPs.
At 300 K, the k of the NF with the 1.5 nm Cu NP was 18.2 times
higher when capped by graphene. For the case of the NF with the
6.1 nm capped Cu NP, it was 3.7 times higher than the NF with
the bare NP.

The k of the NFs decreases with the temperature and it was
observed that the higher the content of the Cu@G nanofiller,
the faster the fall of the k at temperatures below 500 K.
Additionally, for all Cu@G NFs, the k at 100 K was even higher
than the bulk Cu, which can be a precedent for the material-
saving field.

Regarding the other key structural factors considered, it can
be evidenced that more graphene layers per flake improved the
k of the Cu@G NFs. However, the increment is less as more
layers are added. On the other hand, the size, homogeneity, and
orientation of the graphene on the surface did not affect the k
of the Cu@G NFs significantly.

The analysis of the nanolayer suggests that fluids that
contain bare Cu NPs present a lower Kapitza resistance, which
means a lesser difference in phonon distribution between the
two phases and, in consequence, a higher contribution to the k
product of this phenomenon. However, due to the fact that the
NFs with Cu@G NPs had a higher k, the improvement could be
attributed to the presence of graphene and its high k, rather
than to the ordering of the base fluid on the surface of the NPs.

Finally, following the same protocol, other metals capped
by graphene systems can also be explored to compare how
the size, shape and number of NPs and flakes impact the heat
transfer capacity of NFs.
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Appendix
Expressions for the thermal conductivity calculation through
the Green–Kubo formalism

In this work, kl was calculated utilizing EMD based on the
Green–Kubo formalism, which relates the ensemble average of

the autocorrelation of the heat flux ~j tð Þ � j! 0ð Þ
D E

to kl as7,65–67

kl ¼
1

3VkBT2

Ðþ1
0

~j tð Þ � j! 0ð Þ
D E

dt (5)

where V is the volume, T is the temperature, kB is the Boltz-
mann constant and the angular brackets denote the ensemble

average.~j is the instantaneous microscopic heat current vector,
defined by106

~j ¼ d

dt

XN
i¼1

~ri � Ei (6)

where Ei denotes the excess of energy and ~ri is the position of

atom i. For a pure body, the microscopic heat current ~j is

expressed as the sum of three fluctuations modes,~j K ,~jPand~j C

as107–109

~j ¼~j K þ~j P �~j C (7)

which are the kinetic, potential and collision energies,
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respectively:

~j K ¼ 1

2

XN
i¼1

mivi
2 �~vi (8)

~j P ¼
XN
i¼1

XN
j4 i

uðrijÞ �~vi (9)

~j C ¼
XN
i¼1

XN
j4 i

~rij �
duðrijÞ
drij

�~vi (10)

with vi as the velocity vector of particle i, rij as the distance
vector between particles i and j, and u(rij) is the interatomic
potential energy. Then

~j ¼ 1

2

XN
i¼1

mivi
2 �~vi þ

XN
i¼1

XN
j4 i

u rij
� �
� rij �

duðrijÞ
drij

� �
�~vi (11)

In a narrow sense, the third term emanates from the transfer
of work done by the collision among the constituent atoms of
the system.

Next, considering that in a computational simulation the
time is not a continuous variable, in an MD the eqn (4) is
discretized for Dt time steps as110,111

kl ¼
Dt

3VkBT2

XM
m�1

1

ðN �mÞ
XN�m
n�1

j
!

nþmð Þ � j! tð Þ (12)

where~jðnþmÞ is the heat current at the MD time step (n + m), N
is the number of MD steps after the equilibration and M is the
total number of steps over which the time average is calculated.
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J. Mater. Chem. A, 2017, 5, 20407–20411.
79 T. Ma, P. Chakraborty, X. Guo, L. Cao and Y. Wang, Int.

J. Thermophys., 2020, 41.
80 S. M. Foiles, M. I. Baskes and M. S. Daw, Phys. Rev. B:

Condens. Matter Mater. Phys., 1986, 33, 7983–7991.
81 R. Fraenkel, D. Schweke, Y. Haas, F. Molnár, D. Horinek

and B. Dick, J. Phys. Chem. A, 2000, 104, 3786–3791.

PCCP Paper

Pu
bl

is
he

d 
on

 2
1 

Ja
nu

ar
y 

20
23

. D
ow

nl
oa

de
d 

on
 3

/1
/2

02
6 

10
:2

3:
38

 A
M

. 
View Article Online

https://doi.org/10.1039/d3cp00064h


5500 |  Phys. Chem. Chem. Phys., 2023, 25, 5489–5500 This journal is © the Owner Societies 2023

82 T. Akiner, E. Kocer, J. K. Mason and H. Erturk, Mater.
Today Commun., 2019, 20, 100533.

83 S. J. Stuart, A. B. Tutein and J. A. Harrison, J. Chem. Phys.,
2000, 112, 6472–6486.

84 S. Sarkar and R. P. Selvam, MRS Online Proceedings Library
(OPL), 2007, 1022, 108.

85 R. P. Selvam and S. Sarkar, ASME/JSME 2007 Thermal
Engineering Heat Transfer Summer Conference, 2009, vol. 2,
pp. 293–301.

86 S. Zeroual, H. Loulijat, E. Achehal, P. Estellé, A. Hasnaoui
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