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Dynamic investigation of zein-based degradable
and hemocompatible coatings for drug-eluting
stents: a microfluidic approach†
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Rosalia Bertorelli,e Giulia Suarato ‡*ae and Athanassia Athanassiou‡*a

Biodegradable stent coatings have shown great potential in terms of delivering drugs to a damaged vessel

wall, and their release profiles are key elements governing the overall performance of drug-eluting stents

(DESs). However, release and degradation kinetics are usually not tested under simulated physiological

conditions or in dynamic environments, both essential aspects in the design of novel DESs. To bridge this

gap, fused silica-based microfluidic systems, with either round or square channel cross-sections, were

designed to mimic the microenvironment of a stented vessel. In particular, we fabricated and characterized

microfluidic chips based on customizable channels, which were spray-coated with a naturally-derived,

rutin-loaded zein solution, to perform a comprehensive study under flow conditions. Dynamic assays after

6 hours showed how the degradation of the zein matrix was affected by the cross-sectional conformation

(∼69% vs. ∼61%, square and round channel, respectively) and the simulated blood fluid components

(∼55%, round channel with a more viscous solution). The released amount of rutin was ∼81% vs. ∼77% and

∼78% vs. ∼74% from the square and round channels, using the less and more viscous blood-simulated

fluids, respectively. Fitting the drug release data to Korsmeyer–Peppas and first-order mathematical models

provided further insight into the mechanism of rutin release and coating behavior under flowing conditions.

More importantly, whole blood tests with our newly developed microfluidic platforms confirmed the

hemocompatibility of our zein-based coating. In detail, in-flow and static studies on the blood cell behavior

showed a significant reduction of platelet adhesion (∼73%) and activation (∼93%) compared to the

stainless-steel substrate, confirming the benefits of using such naturally-derived coatings to avoid clogging.

Overall, our microfluidic designs can provide a key practical tool for assessing polymer degradation and

drug release from degradable matrices under flowing conditions, thus aiding future studies on the

development of hemocompatible, controlled-release coatings for DESs.

1. Introduction

In the past decades, drug-eluting stents (DESs) have been
demonstrated to be highly effective in preventing restenosis

following stenting procedures and are widely considered one
of the most promising therapeutic options.1 Since they
remain in close contact with the vascular lumen and wall,
DESs provide optimal delivery of the pharmacological agent(s)
directly to the target region. However, an increasing body of
evidence shows that anti-proliferative agents such as
paclitaxel and rapamycin inhibit neointima hyperplasia but
also substantially delay vascular healing and re-
endothelialization.2,3 Consequently, patients receiving DESs
with the above-mentioned drugs are susceptible to
thrombosis and hypersensitivity reactions (particularly in the
case of rapamycin-based therapy since it suppresses immune
functions).4,5 Based on these premises, new drugs and coating
technologies are being investigated, aiming at increasing the
safety and efficacy of drug-eluting stents.

According to preclinical animal studies and clinical trials,
the therapeutic benefits of DESs are directly reliant on their
drug release kinetics, which are linked to the coating matrix
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features and degradation rates, as well as the drug properties
and the stent geometry.6 With the drugs being gradually
released as the polymeric coating of the stent is dissolved in
the surrounding tissue, current studies are focused on tuning
both the delivery of active compounds and the degradation
kinetics of the matrices. Consequently, estimating these two
behaviors is critical for the characterization of newly developed
coating materials for DESs. Such investigation is commonly
carried out under static conditions by immersing stents, or
stent substitutes, in a small container with a buffer solution,
periodically replaced with fresh release medium.7 The
drawback of this conventional procedure is that it does not
account for the fluid dynamic environment of the DESs in the
blood vessels.6 Furthermore, this static system is not
representative of the in vivo scenario since the saturation of the
buffer with the released molecules reduces the concentration
gradient between matrix components and the surrounding
solution, thereby yielding erroneous release and degradation
kinetics results.7 Moreover, the composition of the elution
medium may affect the delivery profiles as both drugs and
polymers could be susceptible to changes in solution
properties.8 For instance, release media containing different
surfactants are frequently investigated, even though many of
them, such as Tween-20, could not truthfully simulate the
blood components and might give inaccurate results.9

Blood compatibility is another major issue when evaluating
DES coating materials. Surfaces with high anti-thrombotic
properties, such as low platelet activation potential, are crucial
for developing successful implantable medical devices.10

Similar to the release assays, the analysis of how the
composition of the coatings influences the behavior of blood
components has been largely limited to static studies. On the
other hand, in vivo experiments are expensive, time-consuming,
ethically questionable, and due to their complexity, they may
fail to provide detailed insight into the interactions between
the coated device and the blood cells.

Recently, microfluidic technology has gained tremendous
interest and opened up a new era for advanced and
innovative research to simplify complex in vivo conditions
and obtain data complementary to animal studies. With their
versatile features, including small sample volume and
adaptable flow conditions, lab-on-a-chip platforms offer the
desirable option for conducting in vitro tests in a dynamic
environment, recapitulating the physiological one more
faithfully than experiments in conventional static cell culture
dishes.11 Moreover, microfluidic systems allow the sinking
conditions around the material to be easily maintained by
imposing a continuous flow inside the channels so that the
released molecules can be easily dispersed into the flowing
medium instead of accumulating, as in the case of a static
setting, thus avoiding the effect of early leveling of the
concentration gradient on elution kinetics.12

So far, microfluidic chambers for biomedical applications
have been mostly fabricated with soft polymeric materials, in
particular with the low-cost and biocompatible
polydimethylsiloxane (PDMS), which can be handled to

assemble user-defined shaped flow channels. However, PDMS-
based devices cannot be considered fully inert (they may in fact
absorb small molecules, such as hydrophobic drugs, which
may cause results to be misleading), possess poor mechanical
resistance and low durability (they tend to dry out or tear after
a short period of time), and are difficult to reuse or recycle.13

Some of these drawbacks could be overcome, but additional
treatments and/or lipophilic coatings are necessary.14 To
overcome these limitations, in the last few years, developments
in microfabrication tools (e.g., femtosecond laser
micromachining) in combination with novel substrate
materials have offered the ability to obtain reproducible 3D
microfluidic systems useful for performing microscale
biochemical investigations. Femtosecond laser-assisted direct
fabrication techniques can offer several advantages over
standard techniques (such as soft lithography), both in terms
of versatility and prototyping speed. Moreover, due to the
complete freedom of the achievable 3D design, they also
provide opportunities to explore new and innovative
geometries, which can improve traditional microfluidic
solutions.15–17 In particular, the manufacture of 3D chips
buried in fused silica is possible. This material is well known
for its optical characteristics, such as transparency and low
background fluorescence, gas in-permeability,
thermoconductivity, high stiffness, and absolute inertness,
which make it particularly unique and, at the same time,
suitable for studies in the chemical and biological fields.18

Regarding hemocompatibility studies, microfluidic platforms
have been only recently investigated as potential instruments
for evaluating dynamic biological interactions of desired drugs
and compounds.11,19 However, previous studies have almost
exclusively focused on platelet adhesion and activation
mechanisms on selected molecules, such as tissue factors and
anti-thrombotic drugs, using both custom-made and
commercial flow devices, as described by Provenzale et al.20

Herein, we report the design, fabrication, and validation of
novel fused silica-based microfluidic platforms for
investigating the hemocompatibility and dynamic behavior of
drug-eluting materials for stent applications. In our previous
study, we developed biodegradable DES coatings by
exclusively employing biocompatible naturally-derived
materials and compounds.21 More specifically, zein, a protein
derived from corn, was positively evaluated as a slow
degrading carrier matrix, and rutin, a plant-derived
antioxidant flavonoid, was successfully loaded as the active
ingredient. Our preliminary results demonstrated excellent
biocompatibility and general potential for our rutin-loaded
zein (ZR) material as a DES coating. However, additional
factors are involved when investigating the same composite
material under dynamic flow conditions. For this reason, in
the present work we aimed to reproduce as accurately as
possible the physiological conditions encountered by coating
materials in a patient's vasculature in the in vitro elution tests.
In pursuit of this objective, the proposed devices comprise
microfluidic channels with vessel-inspired geometry in terms
of shape and dimensions. In particular, round and square
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cross-sectional channels were separately constructed in order
to mimic the three-dimensionalities of a partially narrowed
and obstructed blood vessel, respectively. The choice of a
square geometry was supported by the evidence obtained
from histological images available in the literature of
atherosclerotic plaques and (partially) obstructed vessels.22–24

Each chip includes one channel coated with a rutin-loaded
zein layer to examine the impact of different fluids and
geometries on both the drug release and the matrix
degradation kinetics. Two different release media, similar to
human blood in terms of dynamic viscosity or chemical
composition, were employed for comparison.

In earlier studies, Li et al. developed a rectangular PDMS-
based channel to exclusively detect the release of fluorescent
model drugs from a gold coating,12 Jia et al. recently investigated
the degradation characteristic of PLGA coatings with a not-well
specified dynamic system,25 while Zheng et al. employed a
parallel plate to investigate the drug release from PLGA films
under different shear stress using an aqueous Tween-20 solution
as the release medium.6 To the best of our knowledge, this work
is the first one to report the deposition of a uniform, composite
coating onto circular and square cross-sectional channels and to
investigate its dynamic behavior in terms of drug release and
matrix degradation in the presence of simulated blood fluids for
DES application. Moreover, this work is intended to provide a
simple and versatile platform to gain insights into the complex
dynamic interactions between degradable coatings and blood
components in stented arteries for the successful design of
highly efficient and hemocompatible DESs.

2. Experimental
2.1 Materials

Pure zein powder, rutin hydrate, urea, glycerol, sodium
chloride, sodium bicarbonate, potassium chloride, sodium
phosphate dibasic, magnesium chloride, calcium chloride,
sodium sulphate, heparin sodium salt, Trizma®
hydrochloride, hydrochloric acid, and 5 μm-diameter
polystyrene (PS) beads were provided by Sigma-Aldrich (St.
Louis, USA) and used as received without further purification.
Waterborne polyurethane, grade ICO-THANE 10, was
provided by I-Coats NV (Berchem, Belgium). Polylactic acid
6060D was purchased from Nature Works LLC (Minnetonka,
USA). UV photocurable glue “NOA63” was purchased from
Norland Products (Cranbury, USA). Commercial stainless
steel flat sheets (316L SS, 500 mm × 300 mm × 0.5 mm) were
purchased from RS Component (Milan, Italy). Dulbecco's
phosphate buffered saline (PBS), dimethyl sulfoxide (DMSO),
dichloromethane (DCM), ethyl acetate, and ethanol (≥99.8%)
were purchased from Sigma-Aldrich (St. Louis, USA), while
deionized water (ddH2O) was supplied by a Milli-Q Integral
purification system (Millipore, Bedford, USA).

2.2 Design and fabrication of the microfluidic devices

The ability to mimic the in vivo topography of complex
biological systems may offer several critical advantages, leading

to results that can closely resemble in vivo observations. The
lab-on-a-chip platform can be used as a versatile primary
strategy to achieve a holistic picture of cardiovascular
problems, especially when manufactured into non-deformable
and completely inert substrates such as fused silica. Here, we
worked towards the realization of ad hoc designed microfluidic
devices to mimic key flow dynamic properties of a stented
artery. As previously mentioned, the case of atherosclerotic
plaques that severely occlude an artery is modelled with a
square cross-sectional channel, while a round cross-section was
chosen to replicate a partially occluded stented artery. To
fabricate the aforementioned chips, we exploited femtosecond
(fs)-laser-assisted micromachining in combination with a wet
etching process (FLICE: femtosecond laser irradiation followed
by chemical etching) due to its ability to quickly realize 3D
structures without the requirement of masks or a clean room.
The peculiar manufacturing process is composed of two main
steps (Fig. 1(a)). In the first step, an ultrashort-pulsed laser
beam, following the 3D-designed geometry, irradiates a fused
silica substrate. Thanks to non-linear absorption effects, the
chemical–physical properties of the material are modified only
in the region confined in the beam spot volume. The second
step – wet etching – consists of an ultrasonic bath in a
chemical solution (20% aqueous hydrofluoric acid (HF)) that
allows the selective removal of the modified material to create
the specific 3D geometry. The writing parameters were carefully
set to create a permanent bulk modification: the chemical
bonds between silica and oxygen atoms are broken, and the
appearance of unique nanostructures – known as nanogratings
or nanocracks (Fig. 1(a)) – occurs. These self-assembled,
periodic structures show an alternation of high- and low-
density material oriented perpendicular to the laser beam
writing polarisation, promoting the access of the etchant
solution to the material to be removed, improving the reaction
products' diffusion. Thus, selective material removal is
possible, allowing the creation of 3D structures. The laser
micromachining setup is composed of a 10 W amplified
femtosecond laser source (Pharos-Light Conversion), an
external harmonic generator (HIRO-Light Conversion), and an
optical setup with which every writing parameter (power,
polarization, wavelength, fluence, etc.) can be controlled. The
characteristics of the laser source are: pulse duration of 240 fs,
a fundamental wavelength of 1030 nm, and a repetition rate
ranging from 1 kHz up to 1 MHz. The fused silica irradiation
was achieved using the second harmonic laser line (515 nm)
with a 500 kHz repetition rate and an average power of 200
mW. The pulsed laser beam was focused on the sample with
an achromatic objective (40×, N.A. 0.4, Mitutoyo, Kawasaki,
Japan). Samples were placed on computer-controlled 3-axis
high-resolution (<50 nm) air-bearing translation stages (ABL-
1000, Aerotech, Pittsburgh, USA).

With the aim of functionalizing the inner surfaces of the
channels with zein coatings, as is reported in paragraph 2.3,
the unique geometry chosen involved fabricating two open
chip sections (Fig. 1(b and c)) instead of a single buried one
and then sealing them with a transparent and removable
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optical adhesive (Fig. 1(d)). In this way, the two sections
could be independently handled, reviewed, analyzed, and
then stacked and aligned so that the same device could be
used multiple times. The fabricated microfluidic chip
dimensions were 9.8 mm (width) × 13.9 mm (length) × 2.8
mm (height). The round channel consisted of a gap with a
circular opening in the middle (diameter = 1.8 mm), while
the square one consisted of an opening of 1.8 × 1.8 mm2.
The geometry is complemented by two access points, buried
at the bottom of the chip, for the integration of tubes (inlet
and outlet) connected with the outside environment
(Fig. 1(d)). The entire longitudinal distance between the inlet
and outlet holes of the device was 10 mm.

2.3 Fabrication and characterization of the zein-based
coated-channels

A rutin-loaded zein (ZR) solution was prepared by dissolving
rutin powder in 5% v/v DMSO and then diluting it with a
mixture of ethanol (76% v/v) and deionized water. Afterwards,
zein powder was added to form a final solution of 15% w/v zein
and rutin (10% w/wzein). The mixture was stirred at room
temperature at a mixing speed of 700 rpm for 60 minutes until
complete dissolution. The ZR solution was sprayed for 6
seconds at a distance of 30 cm on each pair of open sections
(lower and upper chambers) of the microfluidic chips using an
airbrush spray coating system (0.55 mm nozzle diameter,
model VL-SET, Paasche Airbrush Company, Chicago, USA). The
coated chambers were allowed to dry overnight at room
temperature. The weight of the sprayed coating can be
obtained by subtracting the weight of the empty chip from the
weight of the coated chip. By comparing this result with the
weight of 1 mL of dried ZR solution, the amount of zein and/or

rutin deposited on each chip can be estimated. The surface
morphologies and thicknesses of the polymer coatings were
observed by scanning electron microscopy (SEM) using a SEM
JSM-6490LA microscope (JEOL Inc., Peabody, USA) at 10 kV
accelerating voltage. The chemical structures of the coatings
were thoroughly characterized by Fourier transform infrared
(FTIR) and X-ray photoelectron (XPS) spectroscopy in our
previous study.21 A scratch was manually performed onto the
coated chambers using a lancet, and the thickness values of
the polymer layer were confirmed using a surface profilometer
(Ambios XP-2, Ambiostech, Santa Cruz, USA) equipped with a
diamond-tipped stylus (radius = 2 μm), which acted across the
surfaces under a constant load of 0.5 mN with a speed of 0.5
mm s−1. Similar parameters were used to obtain the average
roughness values of the ZR-coated channels. In order to study
the surface wettability, the ZR solution was sprayed on the flat
area of the chambers, following the same operational
parameters; contact angle measurements were then conducted
with a contact angle goniometer (Dataphysics OCA 20,
Filderstadt, Germany). Briefly, by means of a sessile drop
method, 5 μL drops of ddH2O were deposited onto 10 different
surface spots with a microsyringe, and the acquired images
were elaborated using the SCA20 Software (Data Physics
Instruments GmbH, Filderstadt, Germany). The angle between
the baseline of the drop and the tangent at the drop boundary
was determined, and the resulting contact angle measurements
were calculated by taking the arithmetic average of the left and
right contact angles of each droplet.

2.4 Preparation of simulated blood fluids (SBFs)

The choice of suitable release media is an important
aspect while studying the behavior of biomedical coating

Fig. 1 Microfluidic device design. Illustration of the two steps of the FLICE fabrication method of fused silica-based microfluidic devices.
Ultrashort pulse laser induces the nanogratings (or nanocracks) formation, as visually highlighted in the spot zoom inset, which are useful for the
chemical etching process (a). Bright-field microscopy photographs of the disassembled microfluidic devices (b). Schematic diagram of the
microfluidic chip structures along the z–x and z–y planes (c), and a 3D schematic of the assembled device (d), which shows the fluid inlet and
outlet tube accesses and the alignment holes.
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materials. In this study, two types of simulated blood
solutions were prepared:

• SBF_wgu identifies a mixture of water, glycerol, and
urea, and solutions with different mixing ratios were
prepared with the aim of obtaining a fluid that could match
the dynamic viscosity of human blood (μ ∼ 4 mPa s).26 In
particular, three ratios of water, glycerol, and urea were
chosen and tested, as reported in Fig. S1(a) and Table S1.†
These mixtures were allowed to stir at room temperature for
12 hours, and, subsequently, rheological properties were
measured with a Haake Mars 40 rheometer (Thermo-
Scientific, Karlsruhe, Germany) equipped with a conical
probe C60 1°/Ti. Dynamic viscosity values were obtained
through a shear rate sweep (shear rate ≈ 0.1–1000 s−1) while
the temperature was kept constant at 25 °C.

• SBF_ws indicates an aqueous mixture to which various
salts were added to create a fluid whose ion concentrations
are nearly equal to those of human blood plasma. SBF_ws
was prepared according to a protocol previously described.27

The reagents were dissolved one by one in deionized water at
37 °C with a magnetic stir bar in the order given in Table
S2,† where the SBF_ws composition is reported. A digital pH-
meter (HANNA HI2002, Hanna Instruments, Rhode Island,
USA) was used to adjust the pH of the resulting solution to
7.4 to match the blood physiological pH.

2.5 Microfluidic platform assembly and in-flow experimental
procedure

In order to ensure a leak-free coupling between the two
coated sections of each microfluidic chip, UV-curable NOA63
was applied along the perimeter of the chambers before
closing. To ensure that, after the sealing operation, the
microfluidic chamber always presented the same nominal 3D
geometry as designed, the top and bottom sections were
systematically aligned by means of references. Guide holes,
superimposed on a pivot, ensured the perfect alignment of
the chambers, comparable to that of a single monolithic
device, as shown in Fig. 1(d). To increase the system stability,
the sealed microfluidic chips were bonded to a standard
glass microscope slide with a small amount of NOA63. A
UVGL 58 lamp (UVP, Upland, USA) emitting at 365 nm was
used to polymerize the adhesive. The microfluidic setup was
assembled with 1/16″ OD × 0.02″ ID perfluoroalkoxy (PFA)
tubes (IDEX Health&Science, Oak Harbor, USA), sealed with
NOA63 at the inlet and outlet ports of each chip. The device
was perfused with fresh medium at a controlled flow rate by
a LiveFlow peristaltic pump (IVTech, Massarosa, Italy) joined
to the inlet tube via Luer adapters, and the elution medium
was introduced from the SBF-filled reservoir to the pump
tubes. To simulate the in vivo conditions of a cardiovascular
stented artery, all the experiments were conducted with a
continuous flow rate of 500 μL min−1 at 37 °C. The set flow
rate was in the range of the blood flow calculated for the
diameter of our vessel-mimicking devices.28 The physiological
temperature was maintained by heating the SBF-filled

reservoir on a hot plate. After passing through the
microfluidic channel, the eluted medium was dropped into
collection tubes and stored prior to analysis. A photograph of
the assembled microfluidic system can be seen in Fig. 2(b).

2.6 Three-dimensional computational fluid dynamic (CFD)

To investigate the flow environment of the microfluidic
channels in the fabricated devices, fluid dynamics analyses
were performed based on computational models developed
in COMSOL Multiphysics 5.3 (Burlington, USA). The fluid
characteristics and boundary conditions in the numerical
model were specified to mimic the experimental setup. As a
balance between computational cost and spatial resolution
accuracy, a dynamic mesh volume length was used: less
closely packed in the secondary section (pipes, inlets, fittings)
and denser in the central section of greatest interest. The
complete fluid dynamic field was obtained by solving the
Navier–Stokes and laminar flow equations. Considering that
the two proposed SBFs show similar densities values (1.03 g
cm−3 for SBF_ws and 1.15 g cm−3 for SBF_wgu), the
longitudinal and transversal velocity distributions were
determined by imposing the SBF_wgu flow inside the
channels with the previously mentioned flow rate and
viscosity (Table S1†).

2.7 Matrix degradation studies

The degradation rate of the zein matrices may not only
depend on their own intrinsic properties but also on other
factors, including the diffusion dynamics of materials, the
degradation media composition, environment-dependent
forces, and the coating geometry. In order to investigate the
degradation kinetics of our zein-based polymeric coatings
deposited onto the microfluidic channels under flow
conditions, every SBF prepared was perfused into the round
and square devices as the elution medium for up to 6 hours.
At fixed time points (ranging from 15 minutes to 6 hours),
the media were withdrawn for analysis, and fresh SBF was
immediately replenished into the heated reservoir.
Absorbance at 270 nm (zein λmax) was determined for each
sample with a Cary 6000i UV-vis-NIR spectrophotometer
(Varian, Palo Alto, USA). The amount of zein released at each
time point was calculated by an appropriate calibration curve,
and the results were expressed as the percent of cumulative
zein degraded over time according to eqn (1).

Cumulative amount of degraded zein %ð Þ

¼ Mass of zein into the eluted medium at time ¼ tð Þ
Total mass of zein on the channel at time ¼ 0ð Þ × 100

(1)

In order to assess the presence of surface morphological
changes during the dynamic flow experiments, at specific
time points the microfluidic chips were quickly rinsed with
deionized water to eliminate any residual salt, opened by
removing the adhesive with gentle swabbing of DCM, and left
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to air-dry. The morphological features of the degraded
coatings (surface and cross-section) were observed under the
SEM. Differences in the degradation kinetics and
morphological behaviors between microfluidic chips of
different cross-section geometry resulting from the elution of
different fluids were studied and compared.

2.8 Drug release kinetics and mathematical models

The collected samples described in paragraph 2.7 were
analyzed in order to determine the concentration of the
active compound (rutin) released in the elution media at each
time point. The absorbance at 362 nm (rutin λmax) was
recorded, and results were expressed as the cumulative
percent of rutin released over time according to eqn (2).

Cumulative amount of released rutin %ð Þ

¼ Mass of rutin into the eluted medium at time ¼ tð Þ
Total mass of rutin on the channel at time ¼ 0ð Þ × 100

(2)

The influence of either the channel geometry or the
elution media on the drug release profiles was studied and
compared. Moreover, the percentage of cumulative drug
release during the experiment was analyzed on the basis of
various mathematical models. In particular, several
commonly used power-law equations were employed to fit
rutin release rates and helped to explain the underlying
transport mechanisms. Between the main drug release
kinetic models, zero-order, first-order, Higuchi, Hixson–
Crowell, and Korsmeyer–Peppas models were applied and

Fig. 2 Schematic illustration of the fabrication process, setup of the microfluidic system, and CFD analyses. (a) Once the chips were fabricated,
the zein-based solution was sprayed on the disassembled chambers and the resulting coating was characterized. The chips were then assembled
and connected with inlet and outlet tubes. (b) Photograph of the assembled microfluidic device and experimental setup, comprising a heated
reservoir containing a SBF (C), a peristaltic pump (D), the device (E), and an outlet container (F). Parallel assays can be performed simultaneously
for different chip geometries or different SBF formulations. Simulated blood fluid flow velocity distributions through the whole channels (c) and
central y–z cross-section (d) of the microfluidic devices were modeled using COMSOL Multiphysics, with the colors indicating the local velocity
rate. Simulations were performed at 500 μL min−1.
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compared.29 The highest correlation coefficient (r2) values
indicate the most accurate and best-fitted kinetics models to
describe the occurring drug release mechanisms.

2.9 Polystyrene beads-containing SBF dynamic experiments

A first proof-of-concept experiment was carried out using 5
μm-diameter polystyrene (PS) beads as a cell model, as
already reported in the literature.30 In order to mimic the
effect of red blood cells (RBCs, i.e., 99% of the cellular
component of blood) and particulated blood fluids, the PS
beads were suspended in the previously prepared SBFs to a
final concentration of 5 × 106 beads per mL. Zeta potential
recordings of diluted PS beads were acquired via dynamic
light scattering (DLS) using a Zetasizer Nanoseries (Malvern
Instruments, Worcestershire, United Kingdom). Three
measurements were averaged for each sample. Under the
same conditions described in paragraph 2.5, freshly prepared
SBF solutions loaded with PS beads were flowed through the
microfluidic devices for 30 minutes. The fused silica-based
chips were then carefully opened by removing the adhesive,
sputter-coated with 15 nm gold, and SEM analysis was
immediately performed to investigate the possible bead
adhesion and the resulting ZR coating morphology.

2.10 Hemocompatibility tests

Hemocompatibility tests were performed to determine the
blood compatibility of the proposed zein-based coatings for
stent application. As reported in the literature, the most
critical phase during blood coagulation and thrombus
formation on artificial surfaces is platelet attachment.31 Since
the physical presence of red blood cells is known to have a
significant impact on platelet adhesion, whole blood assays
comprising both platelets and RBCs were carried out.32 In
particular, static and dynamic experiments of whole blood
cell adhesion onto coated surfaces were performed and
compared. Regarding the blood-related experiments, male
C57BL/6 mice weighing 22–24 g were used (Charles River,
Calco, Italy). All procedures were performed in accordance
with the Ethical Guidelines of the European Communities
Council (Directive 2010/63/EU of 22 September 2010) and
accepted by the Italian Ministry of Health. All efforts were
made to minimize animal suffering and to use the minimal
number of animals required to produce reliable results,
according to the “3Rs concept”. Animals were group-housed
in ventilated cages and had free access to food and water.
They were maintained under a 12 hours light/dark cycle
(lights on at 8:00 am) at a controlled temperature (21 ± 1 °C)
and relative humidity (55 ± 10%). Specifically, native whole
blood was collected from naive mice in vacutainer tubes
containing heparin (5000 U mL−1) according to ISO 10993
norm and standard practices for flow assays.33–36 Whole
blood was immediately diluted with normal saline (4 : 5 v/v)
and used within 2 hours of collection.

2.10.1. Blood cell adhesion and hemolysis assays. Static
conditions were used to test and compare several coating

materials deposited onto 316L SS flat samples (1.8 × 1.8 cm2

exposure area). In particular, in addition to our fabricated
zein-based coatings, with and without rutin, reference
materials such as polyurethane (PU, dissolved in water) and
polylactic acid (PLA, dissolved in ethyl acetate) were used as
coating polymers for comparative purposes. For the static
blood cells adhesion assay, a 200 μL drop of diluted whole
blood was placed on each sample and incubated for 30
minutes at 37 °C, according to the scientific literature.37,38

Samples were then rinsed three times (5 minutes each) with
PBS to remove the non-specifically adsorbed cells. The
remaining adherent platelets and RBCs were immediately
fixed with 2% glutaraldehyde in 0.1 M sodium cacodylate
buffer (pH 7.4, Sigma Aldrich) for 90 minutes at room
temperature. The fixative solution was subsequently
withdrawn, and the samples were washed three times for 10
minutes each with 0.1 M sodium cacodylate buffer and
stored overnight at 4 °C. The samples were post-fixed in 1%
osmium tetroxide (Sigma Aldrich) in 0.1 M sodium cacodylate
buffer and then dehydrated in a series of ethanol solutions.
Finally, they were incubated in hexamethyldisilazane (HMDS,
Sigma Aldrich)/ethanol solution series, air-dried, sputter-
coated with 15 nm gold in order to avoid charging effects,
and were analyzed by SEM. Platelet density was quantified
from the acquired micrographs using an image analysis
software program (ImageJ, Wayne Rasband, NIH, https://
rsbweb.nih.gov/ij/), and results were expressed as the average
number of adherent and activated platelets per mm2. The
development of platelet filopodia is the first morphological
alteration linked with activation and aggregation. These
processes are thought to help platelets to bind to other
platelets and produce fibrin strands. Activated platelets,
easily detected by the presence of filopodia, were manually
distinguished in SEM images from resting platelets, the latter
showing a spherical structure with no filopodium extending
from the body of the platelet.39–41

According to the international standard ISO 10993-4, the
hemolysis assay was performed for the same coating materials
and reference samples.36 Briefly, samples with a 1.8 × 1.8 cm2

exposure area were soaked in 2 mL of normal physiological
saline and kept at 37 °C for 30 minutes. Subsequently, 0.04 mL
of diluted blood was added, and the samples were kept at 37
°C for additional 60 minutes. Normal physiological saline and
distilled water served as negative and positive controls. Lastly,
the solutions were withdrawn and centrifuged at 3000 rpm for
10 minutes at room temperature. The absorbance (Abs) of the
supernatant (∼100 μL) was measured at 542 nm using a Spark
Multimode microplate reader (Tecan Group Ltd., Männedorf,
Switzerland). The hemolysis rate (HR) was calculated according
to eqn (3).

HR %ð Þ ¼ Sample Abs −Negative control Abs
Positive control Abs −Negative control Abs × 100 (3)

2.10.2. Dynamic hemocompatibility experiments. The
dynamic flow experiments were performed using a peristaltic
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pump at a continuous flow rate of 500 μL min−1. Before the
assay, the assembled microfluidic chips were perfused with
PBS and checked for the absence of air bubbles or fluid
leakage. Whole blood samples (ca. 1.5 ml each) were then
drawn through the tubing system into the microfluidic devices,
and the flow was sustained for 10 minutes, after which the
devices were rinsed with pre-warmed PBS in order to remove
unbound platelets and RBCs within the coated channels.
Afterwards, the microfluidic platforms were carefully
disassembled, and the adherent cells on the coatings were
immediately fixed, as mentioned above. SEM analysis was
performed on randomly chosen areas to investigate blood cell
adhesion, platelet morphology, aggregation, and filopodia
formation (as a sign of activation). Additionally, the acquired
images were analyzed to quantify the area covered by platelets
with an image analysis software program.

2.11 Statistical methods

All the measurements were statistically analyzed with Origin
2019 software (OriginLab Corporation, Northampton, USA).
To identify statistically significant differences between two
groups, an unpaired Student's t-test was used. A one-way
ANOVA followed by Tukey's test for post-test comparisons
was used when more than two groups were compared.
Probability values of p < 0.05 (*) and p < 0.01 (**) were
considered statistically significant.

3. Results and discussion
3.1 Microfluidic system setup and three-dimensional
computational fluid dynamics

The pioneering study of drug release and matrix degradation
under flow conditions, exploiting our microfluidic platform,
enabled the performance of a series of analyses repeatedly,
and at regular intervals, directly on the fluidic channel
coating. It is also important to emphasize that the
transparency of the material was a fundamental property
required for the fabrication technique and the operation of
the devices, i.e., opening the chips, applying the coatings,
and closing the chips with UV-curable glue. Fig. 1(b) shows
the resulting microfluidic platforms that consist of two
asymmetric halves that have been assembled, as shown in
Fig. 1(d), with adhesive glue. Two device configurations were
prepared with round and square cross-sectional channels in
order to compare the effect of the geometric parameters
while mimicking the small arteries' profiles in partially and
severely obstructed conditions (i.e., clogged stented artery).

The working fluids detailed in Fig. S1† were prepared as
blood analogs. Simulated blood fluid “ws” was prepared in
accordance with the ion chemical composition of human blood
(Table S2†). Moreover, during the initial stage of this work,
several release media containing different water, glycerol, and
urea concentrations were investigated. Table S1† summarizes
the final properties of all two- and three-component “wgu”
solutions. On the basis of the preliminary results (Fig. S1(a)†), a
release medium containing 32.8% w/w glycerol and 22.4% w/w

urea was selected as especially suited for our application and
employed in all the following studies. In particular, both the
dynamic viscosity (4.1 mPa s) and pH value (7.3) were more
similar to the desired physiological conditions compared to
other fluids reported in the literature to date that are commonly
employed in degradation and/or release experiments.

Fig. 2(a) illustrates the setup steps of the microfluidic
devices, while the final system adopted for our experiments,
presented in Fig. 2(b), comprised the peristaltic pump, the
device, the outlet collector vials, and a heated reservoir
containing the SBF. Alternatively, the chips and the whole
system could be placed in incubators and eventually used to
investigate stimuli-responsive materials by imposing external
triggers. The fused silica-based chips were also extremely
durable, allowing for repeated cleaning and recycling
processes. Here the intention was not only to recapitulate the
blood circulation within a stented artery but also to recreate a
constant, physiological concentration gradient between the
coated surfaces and the flowing eluting medium.
Computational fluid dynamics (COMSOL Multiphysics
package/ANSYS) was used to calculate the hydrodynamic field
behaviors in both our microfluidic devices. The simulation of
the local flow environments is represented as a series of vertical
cross-sections, as shown in Fig. 2(c). Although there are no
noteworthy differences in the fluid dynamics behavior between
the circular and square channels in the central area of interest,
with a closer look Fig. 2(d) shows the following. In the first
100–150 μm from the walls towards the center of the channel,
the velocity field of the fluid is almost zero (semi-stationary
bearing effect). This is not a surprising feature in a microfluidic
study; however, considering a thickness of about 6–7 μm of the
polymer matrix incorporating the drug, it is safe to assume that
the degradation and drug release processes are mainly driven
by an unforced diffusion mechanism or an erosion
mechanism, which is based on the biochemical affinities and/
or the concentration gradients of the various species (as
reported in paragraphs 3.3 and 3.4). Specifically, the active
molecule diffuses in the fluid, reaches the most central flow
lines, and is transported toward the exit. Continuous exchange
with a new solution medium (as occurs in the human body)
prevents saturation conditions from being reached, recreating
the initial concentration conditions that facilitate the release
process.

3.2 Characterization of the zein-based coated channels

Fig. 3 shows the surface morphologies of the ZR-coated
channels. After the spray coating with the ZR solution, the
channel surface became rougher than the bare substrate
obtained with the FLICE fabrication procedure, as visible in
Fig. 3(d). In order to ensure maximum adhesion of the
polymeric composite to the fused silica, the surfaces of the
channels were not smoothed down to optical quality. From the
SEM observation, the chambers appear uniformly coated and
free from cracks (Fig. 3(a and b)). Various magnifications
highlight how the coating is deposited in a relatively
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homogenous way from the bottom to the edges of the channels,
thus nicely replicating a uniformly-coated drug-eluting stent
adhering to a vessel wall. This aspect is of particular importance
since coating homogeneity is crucial in order to guarantee a
uniform drug delivery to the diseased vessel segment and to
decrease therapeutic risks.42,43 The coated surfaces were
scanned with a stylus profilometer, and similar roughness
values were extrapolated for the round and square cross-section
chambers (Table 1). The thickness of the coating at the bottom
of each channel was examined with the same instrument after
the samples were intentionally scratched with a scalpel. Similar
coating thickness values were found on the round and square
cross-section chambers, as shown in Table 1. These measures
are comparable to those obtained by analyzing SEM cross-
sectional images, and, in particular, a medium value of 7.2 μm
was calculated from Fig. 3(c) via ImageJ. Finally, the surface
wettability of the coated substrates was characterized based on
the water contact angle measurements. Experimental results
revealed that ZR-coated chambers were partially hydrophilic as
they display a mean water contact angle of 60.5° (Table 1),
which is in accordance with the previously obtained values for
zein-based substrates.21,44

3.3 Matrix degradation studies

Zein is a protein-based natural polymer still little investigated
for its biomedical applications but has already shown a slow
degradation rate in aqueous environments, especially compared

to other naturally-derived polymers.21,45,46 To investigate the
degradation kinetics of the polymer composite coating under
dynamic conditions, the ZR-coated channels were exposed to
two aqueous SBFs at a continuous flow rate of 500 μL min−1 for
up to 6 hours. In the first stage of the degradation kinetics, the
polymer release appears more abrupt, while the zein mass
remaining on the channels continues to decrease at the
following stages but at slower rates, consequently diffusing into
the release media (Fig. 4). The composition of the working
fluids used for the experiments affects the overall polymer
degradation: more specifically, in our case, a difference in the
zein release profiles was observed within the first hour for
round cross-section channels (34.5 ± 3.2% with SBF_ws and
23.1 ± 2.5% with SBF_wgu, Fig. 4(a)) and square cross-section
channels (38.6 ± 2.9% with SBF_ws and 33.7 ± 4.9% with
SBF_wgu, Fig. 4(b)). It is particularly noteworthy that the use of
SBF_ws could lead to the creation of more leachable zein
fragments at an earlier time, resulting in a faster film mass loss.
As already suggested in the literature, an increase in the
percentage of salts in the flowing medium might catalyze the
hydrolysis reactions and may be the major cause of this
fragment release increase.47,48 Moreover, it has to be noted that
SBF_wgu not only presents a lower salt concentration but, being
more viscous than SBF_ws (Table S1†), it is characterized by a
higher streaming resistance, thus flowing slower through the
channel. When the flow rate is reduced, the degradation rate
may likewise decrease, resulting in longer degradation times for
the coated samples.49 Furthermore, the presence of glycerol in

Fig. 3 Characterization of the coated channels. Morphological characterization showing SEM images of surfaces (a and b) and cross-section (d) of
the square channel. (c) SEM image of the bottom of a coated channel after being scratched.

Table 1 Physico-chemical properties

Coating material Water contact angle (°) Coating thickness (μm) Arithmetic roughness (nm)

Rutin-loaded Zein (ZR) 60.5 ± 2.6 6.6 ± 0.5 (square channel) 403.0 ± 74.6 (square channel)
7.5 ± 0.2 (round channel) 438.5 ± 54.9 (round channel)
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SBF_wgu might be responsible for a lower zein degradation
kinetics over the 6-hour time period (round channel: 55.0 ±
6.6%; square channel: 60.9 ± 4.8%): this plasticizer molecule
not only increases the viscosity of the aqueous layer at the
fluid–coating interface but also may limit the swelling of the
polymeric film. Consequently, the initial fragments and later
zein diffusion through this glycerol-rich aqueous layer becomes
more difficult, and the resistance to polymer erosion may rise.50

As shown in Fig. 4(a) and (b), the initial “burst effect” in
the delivery kinetics is slightly faster for the square cross-
section channel (e.g., after 30 minutes, SBF_ws: 29.8 ± 3.6%,
SBF_wgu: 25.0 ± 5.6%) compared to the round cross-section
one (SBF_ws: 28.1 ± 3.1%; SBF_wgu: 16.7 ± 1.3%). This small

difference can be attributed to the square channel geometry,
which resulted in a higher exposed area of the polymer
matrix to the flow of the release medium. Overall, it can be
concluded that the degradation of the zein coatings is
plausibly due to the direct penetration of the water molecules
of the release media into the films, causing random breakage
of the zein amide bonds.

Changes in the surface morphology of the zein-coated
channels were observed under the SEM after dynamic tests
were performed at several time points, and the results are
shown in Fig. 5 and S2.† Zein-based coatings presented a
uniform, compact surface at time t = 0 (Fig. 3), while
degradation signs were visible at all the other time points. In

Fig. 4 Zein matrix degradation kinetics. Cumulative percentage of zein mass released from round (a) and square (b) ZR-coated channels. All
experiments with different simulated blood fluids (water/salts “ws” or water/glycerol/urea “wgu”) were conducted at 37 °C. Data are presented as
mean ± SD (n = 3), which were statistically analyzed using Student's t-test. * p < 0.05, ** p < 0.01.

Fig. 5 SEM morphologies obtained from the coated channels over time. Morphological changes were observed on the bottom of the coated
channels during the degradation process. Representative SEM images of the square and round chips were taken at different time points (from 30
minutes to 6 hours).
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particular, the samples exhibited an increasing porous
surface over time as the release media flowed. By performing
a qualitative analysis comparing the SEM images of the
coated channels after exposure to the two fluids under study,
SBF_ws appears to be a more aggressive and erosive fluid
than SBF_wgu since the pore surface areas are larger in the
samples subjected to the first fluid flow. These results are in
accordance with those previously presented in Fig. 4,
showing the eluted samples' concentrations studied with the
spectrophotometer. On the other hand, surface topographical
variations were not identified when the different channel
geometries were compared (Fig. 5 and S2(a)†), which
confirms the previous non-statistically different degradation
data reported in Fig. 4. Cross-sections were also inspected by
SEM: the residual coating thickness appeared to gradually
diminish over time (Fig. S2(b)†); nevertheless, after 6 hours
of flow, the zein layer still uniformly covered the underlying
fused silica-based substrate.

Overall, the degradation products did not peel off as large
fragments and did not emerge as cracked pieces, indicating
an optimal degradation behavior of the zein matrix and good
adhesion between the coating and the substrate. As
previously explained in paragraph 3.2, these results confirm
that the surface roughness of the microfluidic channels,
generated with the FLICE fabrication technique, offers an
important contribution to the polymer adhesion strength. As
a further confirmation, the zein absorption peaks (270 nm)
observed in the UV spectrophotometer were generally
represented as well-defined curves and, in the spectra region
around 320 nm, which is usually associated with protein
aggregation, no broad peaks were observed (data not shown).

3.4 Drug release kinetics and mathematical models

Rutin release from the zein-coated channels was tested for 6
hours in the two microfluidic devices by flowing SBF_ws and
SBF_wgu at 37 °C. The effect of the eluting media
composition on the release rate of rutin is shown in Fig. 6,

where the cumulative percentage of drug released is plotted
as a function of time. After 6 hours, the released amounts of
rutin into the SBF_ws fluid from the round and square
microfluidic chips were 77.0 ± 6.9% and 80.8 ± 7.2%,
respectively. Values of 73.8 ± 4.5% and 78.1 ± 8.5% were
obtained for the round and square channels, respectively,
when using SBF_wgu. No statistically important differences
were observed between the amounts of drug released in the
two fluids and within the channels with different geometries.
To gain a comprehensive understanding of the drug–polymer
interaction, the release profiles of both zein and rutin from
each type of channel with the two different elution media
were compared and are shown in Fig. S3.† At the initial stages
of the process (15–30 minutes), we observed an initial release
of both rutin and zein. Afterwards, the drug release appears to
occur more rapidly than the polymer degradation process,
assuming that at this point the rutin release kinetics is mainly
driven by diffusion mechanisms. To get further insight into
the underlying drug release mechanisms, mathematical
models were used alongside release kinetics studies.29 In
particular, the cumulative release profiles were fitted to the
theoretical equations presented in paragraph 2.8. As reported
in Table 2, the most accurate models for the mathematical
description of rutin delivery kinetics are the Korsmeyer–
Peppas (Fig. S4(a and b)†) and the first-order model (Fig. S4(c
and d)†). r2 values, i.e., the goodness-of-fit measure, are given
in Table 2 for all the samples. According to the n coefficients
(namely the release exponents of the Korsmeyer–Peppas
model), which lay below 0.5 for both configurations and both
fluid conditions, drug release from zein matrices is thought
to occur through the partially swollen zein matrix and to be
mainly controlled by a Fickian type diffusion (i.e., the
diffusion rate of the penetrating solvent is much greater than
the relaxation and degradation rate of the polymeric chains),
as already suggested by the comparisons shown in Fig.
S3.†29,51 Further insight into the release mechanism is
obtained by analyzing separately two regions of the release
curves (Table S3†). For the first time period up to 1 hour, the

Fig. 6 Rutin release kinetics and corresponding mathematical models. Cumulative percentage of rutin mass released from round (a) and square
(b) ZR-coated channels. All experiments with different simulated blood fluids (water/salts “ws” or water/glycerol/urea “wgu”) were conducted at
37 °C. Data are presented as mean ± SD (n = 3), which were statistically analyzed using Student's t-test.
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best fits with a higher correlation (r2 > 0.99) were found to be
Korsmeyer–Peppas' and Higuchi's equations (Table S3†). In
particular, after fitting the first release data with the
Korsmeyer–Peppas model, results showed high linearity with
slope values between 0.5 and 1.0, indicating that the release
rate is controlled by diffusion, relaxation (swelling), and
erosion of the zein polymeric coatings as already pointed out
by Fig. S3 and S4.†52 By analyzing the second time period (60
minutes–6 hours), the highest r2 values were observed for the
Korsmeyer–Peppas and first-order models, with the latter
referring to a system where the drug release rate is a function
of the remaining drug concentration. Consistently, the n
coefficients resulting from the Korsmeyer–Peppas model lie
below 0.5 and confirm that the release kinetics were mainly
diffusion-controlled over the last time period. The release
kinetics of a hydrophilic drug, such as rutin, from a partially
hydrophobic matrix, such as zein, generally involve both
diffusion and matrix erosion. A similar explanation was
reported by Berardi et al. regarding the drug release
mechanism of tramadol from zein tablets in phosphate buffer
solutions.45 Overall, the mathematical modeling confirmed
that the rutin release behavior is partially affected by the
degradation process of the zein coatings: (1) the initial burst
release is due to the rapid displacement of physically-
adsorbed rutin molecules in the zein coatings; (2) pores are
formed within the amphipathic zein matrix upon the release
of the active ingredient and water contact; (3) the pores in the
zein matrix constitute a transport pathway for the drug,
allowing more water molecules to enter, thus facilitating rutin
diffusion through the polymeric phase throughout the 6-hour
experimental period.

Compared to the static experiments reported in our
previous work,21 both zein degradation and rutin release
were found to be faster and more continuous when operating
under dynamic conditions. The most likely explanation of
these outcomes is that the constant liquid flow resulted in a
more rapid infiltration of water within the polymer matrix
and, as a consequence, in a constant removal of the drug/
polymer top surface (i.e., maintenance of the continuous
concentration gradient and avoidance of the risk of medium
saturation), such that the polymer degradation is accelerated.

3.5 Static blood cell adhesion and hemolysis assays

The occurrence of stent thrombosis has accelerated
technological evolution in interventional cardiology, and the

eradication of this fatal outcome should be the focus of new
DESs.53 Material hemocompatibility involves several key
parameters, including wettability, chemical composition,
surface charge, and roughness, which all affect cell and
protein adsorption during the early response after a
material–blood contact.10,54 In this study, several samples
were pre-conditioned as described in paragraph 2.10 and
incubated in fresh mouse blood for 30 minutes under static
conditions at 37 °C. As previously mentioned in paragraph
2.10.2, the altered morphology and protrusion of filopodia
from adhered platelets can be taken as evidence of platelet
activation. Fig. 7(a) and S4(a)† report the adhered and
activated platelet levels on each prepared sample surface and
control material. According to the data in Fig. 7(a), the
average number of adherent and activated platelets per mm2

was 617 (of which 333 showed activated morphology) and 775
(of which 179 showed activated morphology) on the zein-
based coatings without and with rutin, respectively. For
comparison reasons, a bare 316L SS surface was also tested,
leading to average numbers of adherent and activated
platelets per mm2 of 2877 and 2489, respectively. The
majority of the platelets on steel (Fig. 7(b)) showed
aggregation, marked filopodia formation, and shape changes
(spreading), as already reported in previous studies.42 The
same experimental protocol has also been followed for
testing other reference materials (PU and PLA), currently
under study in the literature as potential DES coatings. The
average number of adherent and activated platelets per mm2

were 2930 and 808 for the PU coating and 790 and 156 for
the PLA coating, as shown in Fig. S5.† As a comparison with
different naturally-derived materials, Kim et al. studied the
platelet adhesion phenomena on alginate hydrogel films,
with and without CaCl2 crosslinking, which showed a density
of 700 platelets per mm2 and 840 platelets per mm2,
respectively.55 A comparable number of cells was found on
silk films, while several authors tested chitosan for its anti-
thrombotic activity and measured more than 3500 adherent
platelets per mm2 on chitosan-coated surfaces.56,57 On the
other hand, the low amount of platelets adherent to our zein-
based coatings might be ascribed to the partial
hydrophobicity of the corn-derived material. Several authors
claimed that surfaces containing the hydrophilic part of polar
functional groups typically tend to favor cell attachment as
compared to nonpolar hydrophobic surfaces.10,46 Although
many of the platelets adhering to the zein coating assumed a
dendritic shape (Fig. 7(c)), very few platelets spread fully on

Table 2 Mathematical model fitting values obtained from rutin release kinetics. The table shows the comparison of correlation coefficients (r2) obtained
from fitting rutin release data through the proposed mathematical models. Bold numbers indicate the highest r2 values for each type of experiment

Cross-section SBF type Zero order First order Higuchi Korsmeyer–Peppas Hixson–Crowell

r2 r2 r2 r2 n r2

Round ws 0.8996 0.9764 0.9745 0.9774 0.4198 0.9564
Round wgu 0.8908 0.9618 0.9723 0.9805 0.4653 0.9414
Square ws 0.8457 0.9517 0.9446 0.9565 0.4193 0.9215
Square wgu 0.8462 0.9492 0.9434 0.9489 0.4226 0.9199
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the rutin-loaded coated surface, where a decrease in platelet
activation was observed (Fig. 7(d)), and only a few platelets
started to assume a dendritic (i.e., partially activated)
morphology. This result could be ascribed to (1) the
electrostatic repulsion between the negative charges
pertaining to the platelet and the rutin molecules and (2) the
inherent anti-coagulant properties of the drug itself, which
has been previously studied to effectively suppress platelet
activation and thrombus formation.58,59

Erythrocyte-induced hemolysis in vitro is considered another
reliable and important parameter to evaluate material
hemocompatibility. Distilled water and saline solution were
used as positive and negative controls. The hemolysis rates of
zein-based films and reference samples after being incubated
with whole blood at 37 °C for 30 minutes are summarized in
Tables 3 and S4.† The zein and rutin-loaded zein samples
revealed low hemolysis rates of 3.66 ± 1.02% and 2.43 ± 0.63%,
respectively, which are lower than the judging criterion (5%) for
eligible blood compatibility for any implantable biomedical
materials, according to the ISO 10993-4 norm.36 Other coatings

fabricated from different naturally-derived materials (e.g., silk
fibroin, β-glucan, chitosan, and collagen) show similar
hemolysis rates of less than 5%.60–62 A low percentage of
hemolysis was also observed for bare stainless steel (1.20 ±
0.54%) and PLA-coated samples (3.00 ± 0.21%), as confirmed by
the data already available in the literature, while PU-coated
samples showed a hemolysis rate of more than 20% and
resulted in non-hemocompatible substrates.42,63 Taken
together, these data suggest that our zein-based coatings do not
induce red blood cell hemolysis when they come into contact
with blood, in accordance with the published literature.44

Fig. 7 Static hemocompatibility tests. The amount of adhered and activated platelets on different surfaces is shown in figure (a). Data are
presented as mean ± SE, which were statistically analyzed using one-way ANOVA followed by post hoc Tukey's test, ** p < 0.01. Representative
SEM images with magnified insets show the morphology of the platelets adhered on stainless steel (b), zein (c), and rutin-loaded zein (d). Arrows
indicate red blood cells (red), white blood cells (cyan), resting platelets (green), activated platelets with filopodia (yellow), and aggregated platelets
(orange).

Table 3 Hemolysis rate for stainless steel and zein-based coatings

Sample surface Hemolysis rate (%)

Normal saline (negative control) 0
Distilled water (positive control) 100
Stainless steel 1.20 ± 0.54
Zein 3.66 ± 1.02
Rutin-loaded zein 2.43 ± 0.63
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3.6 Whole blood flow dynamic experiments

A preliminary analysis was performed to investigate the
adhesion of PS beads and the consequent coating
morphology after 30 minutes of flow of particulated SBFs.
The attachment of the 5 μm diameter particles, mimicking
the red blood cells' (RBCs) size, negative charge, density, and
concentration in human blood could give an initial insight
into the tendency of the coating to attract and allow
adherence of flowing cells on itself. According to the SEM
images (Fig. S6†), PS bead adhesion on the coated surface
was very low, even though they were abundant in the fluids
(5 × 106 beads per mL).

To investigate the blood compatibility of the ZR coating and
the suitability of the microfluidic device for testing coating
hemocompatibility, a dynamic whole blood test was performed
at a flow rate of 500 μL min−1 for 10 minutes. Thrombus
formation tends to occur within 5–8 minutes on most surfaces,
despite the fact that several research groups have often set the
flow time around 4–5 minutes using parallel-flow
chambers.20,64 Moreover, while numerous studies exclusively
use platelet-rich plasma (PRP) when testing blood compatibility
on selected materials, in our work the cumulative contributions
of blood cells, coagulation factors, and hemodynamic forces
were uniquely integrated into the process of thrombus
formation by performing whole-blood flow tests. After the
perfusion experiment, the formation of blood clots, platelet
adhesion, and morphologies within the microfluidic channel
were examined. Clot formation generally serves as one of the
most important in vitro indicators for assessing the blood
compatibility of a biomaterial. Under blood flow, the formation
of clots is largely fueled by the adsorption of plasma proteins
followed by the adhesion of blood cells on the implant
surface.10 In addition, the shape and size of platelets can
change within a few seconds in response to an activating
stimulus, with the activation level of adherent platelets being
closely connected with their morphology. For example, platelets
usually extrude filopodia upon activation, assuming a dendritic
shape until completely spread.54 Although only a limited
number of papers have reported the usage of SEM images for
evaluating both platelet adhesion and activation after
performing dynamic blood assays, we decided to inspect our
sample with electron microscopy techniques rather than

fluorescence methods.65–67 Nevertheless, being light-
transparent, our chips could also be used in combination with
brightfield and fluorescence microscopy. Representative SEM
images acquired after the dynamic blood experiments are
depicted in Fig. 8(a–c) which show a small number of platelets
adhering onto the ZR coating (∼3.2% area coverage) and only
occasionally visible red blood cells. For comparison, Ollivier
et al. reported a value of ∼18% from the platelet coverage
experiment on bare cobalt–chromium discs within 10 minutes
of flow.68 Under the same conditions, Sarvepalli et al. showed
that platelet adhesion on a collagen-coated surface had
exceeded 80% of the available surface area in a microfluidic
chamber.69 No presence of fibrin networks containing trapped
blood cells, no clots or aggregation of platelets were found on
the surface of our zein-based coatings. More interestingly, the
imaged platelets present a round discoid shape (Fig. 8(b)) with
a rare formation of filopodia sprouting from their surface,
indicating a non-activated phenotype. In comparison to the
images acquired after the experiments with SBF aqueous
solutions (Fig. 5 and S2(a)†), SEM images of the zein matrix
tested under blood flow (Fig. 8(a–c)) revealed more intense
degradation, most likely due to the enzymatic action exerted on
the polymer, as expected from the previous results obtained by
Suarato et al.70 Data obtained from the static tests are
consistent with those from the dynamic whole blood tests and
showed how this plant-derived drug-loaded matrix could
provide a safe coating material for stent application. Our
results are particularly relevant to the physiological situation in
partially occluded blood vessels, where platelet behavior can
significantly impact the onset of adverse effects and is of major
interest when developing materials for stent coating.

4. Conclusions

This work reports the design and validation of simple,
reusable, fused silica-based microfluidic platforms that enable
the effect of the flow environment on the release kinetics of a
degradable DES coating to be quantitatively analyzed. The
developed microfluidic system could be employed to study
different working fluids and flow rates and could accommodate
several coating types (degrading or non-degrading) that can be
deposited using various techniques (such as casting and spray

Fig. 8 Whole blood dynamic experiments on zein-based coated channels. SEM image of adherent blood cells on the ZR-coated microfluidic
channel acquired after a 10 minutes flow. A red blood cell (red arrow), resting discoid platelet (green arrow), and slightly activated platelet with
filopodia formation (yellow arrow) are shown in (a), (b), and (c), respectively.
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methods). The current study focused on the effect of different
SBFs and geometrical characteristics of the microfluidic
channels on the degradation and drug release profiles of
naturally-derived ZR coatings. Based on the assays we
conducted, the release medium was found to affect the polymer
degradation profile more than the geometrical shape of the
channels. In particular, the zein matrix was degraded in a
faster way when a higher concentration of salts was chosen and
added to the eluting medium. The rutin delivery kinetics were
then mathematically modeled to identify the drug release
mechanism from the zein coatings, which was found to be
diffusion-controlled (Fickian behavior), according to the
Korsmeyer–Peppas model. The variations in polymer mass and
surface topography of the films were also evaluated and
compared to better understand the observed drug release
behavior and could be used to guide future studies.

Hemocompatibility constitutes another leading requirement
when designing blood-contacting materials for vascular device
application. While the dynamics of blood cell activation are
frequently overlooked during blood tests, which focus on local
static cell-material effects, in this work a whole blood assay was
carried out under controlled physiological flow conditions
using our fused silica-based microfluidic devices to evaluate
the anti-thrombotic properties of our material. The ZR coating
was found to be hemocompatible from the results of the
hemolysis assays (<5%) and the static and dynamic whole
blood cell adhesion experiments. In particular, a significant
decrease in platelet adhesion and activation was found on the
rutin-loaded zein coatings in comparison to the reference
substrates. As suggested in previous studies, and here
confirmed by our data with whole blood experiments, rutin
was demonstrated to reduce the degree of platelet activation,
i.e., the morphology of the adherent platelets was mainly
discoid and round, suggesting a non-activated phenotype.58,59

The obtained results add to the already known properties of
rutin described in the literature, such as favorable endothelial
cell proliferation, inhibition of vascular smooth muscle cell
growth, and antioxidant and anti-inflammatory effects.71–74

These are all essential features for innovative DES coatings to
ensure the long-term safety of the medical implant in the
human body. Therefore, rutin may give an alternative or extra
approach to the anti-proliferative drugs present in several
commercial drug-eluting stents by reducing the activation of
the coagulation and inflammation cascades and by
stimulating, rather than blocking, the healing process.

Altogether, our microfluidic systems represent versatile
tools for release, degradation, and hemocompatibility
studies, mimicking stent design and blood vessel
environment. The herein presented results demonstrate that
our proposed microfluidic strategy can positively contribute
to the future screening and formulation of new coating
materials for DESs upon exposure to different flow dynamic
conditions. More importantly, we demonstrated that our
plant-based sustainable materials may potentially be used as
a safe alternative for the surface coating of blood-contacting
biomedical implants.
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