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Advances in electrospun chitosan nanofiber
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Chitosan demonstrates exceptional qualities that enable a variety of applications. Because of this,

chitosan-based biomaterials have been produced over time and have the potential to drastically alter the

material’s properties, leading to the development of unique features. Chitosan is a biopolymer from

renewable resources obtained from crabs, lobsters, turtles, shrimp, insects, and food waste. Its exceptional

qualities make it a desirable choice for many currently interesting applications. Chitosan is a peculiar type of

biopolymer, and the presence of primary amines throughout its backbone structure gives it advantageous

physicochemical characteristics and unique interactions with proteins, cells, and other living things. It offers

several inherently beneficial qualities, including non-toxicity, antibacterial activity, and biodegradability. The

most well-known, influential, and commonly used method for creating chitosan nanofibers is

electrospinning. These nanofibers are emerging materials in the biological sectors because of their many

benefits, including enhanced porosity, mechanical properties, improved surface functions, high surface area,

multi-scale pore size distribution, and intrinsic beneficial features. One of the quickest-growing areas in the

life sciences, functionalized chitosan-based electrospun nanofiber research, has recently produced novel

drug delivery systems and enhanced scaffolds for regenerative medicine, wound dressings, and antibacterial

coatings. Here, we critically review the evolution of CS-based nanofibers and talk about recent

advancements in several biomedical fields, emphasizing discoveries and research findings. According to

numerous research studies, chitosan nanofibers are ideal materials for various biomedical applications.

1. Introduction

Sustainable nanotechnology’s future depends on breaking down
scientific hurdles to invent new principles and properly addres-
sing environmental and socioeconomic problems, particularly in
large-scale material manufacturing. The most significant issues
in this regard are the increased usage of ‘‘green’’ materials
(in terms of the chemistry involved) in producing nanoscale-
based goods. Natural biopolymers often have higher biocompat-
ibility than synthetic materials and are thus better suited for
usage in the human body.1,2

Chitosan is now one of the most appealing and environmentally
acceptable natural biopolymers due to its accessibility, digestibility,
bacteriostatic and anti-inflammatory properties, biocompatibility,

and biodegradability. Chitin, the precursor of chitosan, is
obtained from the shells of crustaceans such as crabs, lobsters,
shrimp, prawns, and mushrooms using various processing tech-
niques that include demineralization and deproteinization.3–5

The chitin is subsequently partially or completely deacetylated
to produce chitosan. Two monomers, b-(1-4)-2-acetamino-2-deoxy-
b-D-glucose (N-acetyl-D-glucosamine) and b-(1-4)-2-deoxy b-D-
glucopyranose, make up the rigid D-glucosamine repeat (N-amino-
D-glucosamine) unit of chitosan.6 Each subunit of chitosan
contains amine, primary hydroxyl, and secondary hydroxyl
functional groups. The amino acids are often the subject of
chemical changes to produce desired characteristics and
unique biological activities. The ratio of N-amino-D-glucos-
amine to N-acetyl-D-glucosamine, known as the degree of
deacetylation (DDA) of chitosan, is a crucial marker for distin-
guishing between chitin and chitosan and the source of chit-
osan’s unique features. The polymer, also known as chitosan, is
dissolved in aqueous acidic conditions when the DDA exceeds
50%. Since the amino groups have been protonated, it is
regarded as a cationic biopolymer. A high DDA improves
compatibility and boosts interaction with chitosan and cells
regarding the biological activity.7,8
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Chitosan is chitin’s N-deacetylation product (Fig. 1). The
condensation of glucosamine forms the ideal chitosan structure.
It has a complicated double helix structure with 0.5 nm pitch and
6 sugar residues in each helix plane. Because of the abundance of
�OH, �O–, and �NH2 groups, its structure contains numerous
intramolecular and intermolecular hydrogen bonds.9,10 Chitosan
may be classified as low (50 kDa), medium (50–150 kDa), or high
molecular weight (4150 kDa), depending on its molecular weight.
A shift in the molecular weight affects the properties of chitosan,
including its solubility, permeability, viscosity, and crystal struc-
ture. Permeation and mucoadhesion also improve substantially
when chitosan’s molecular weight rises. The deacetylation level of
commercially available chitosan ranges from 40% to 98%.11,12

Chitosan gains higher elasticity and flexibility when the deacetyla-
tion levels rise, and the intramolecular hydrogen connections
within the chain also become more robust.13,14 Chitosan is
insoluble in alkaline or neutral pH due to the weak essential
character of D-glucosamine fragments, which have a pKa between
6.2 and 7, but are soluble in acidic pH (about pH 6). With constant
stirring, chitosan dissolves in hydrochloric acid, formic acid,
acetic acid, succinic acid, citric acid, lactic acid, and tartaric
acid.15 In polyanionic chemicals, chitosan forms aggregates, while
chelates are created when heavy metals are present. Due to its
ability to aggregate and be dissolved in acidic solutions, chitosan
is an effective gel-forming agent.16 The viscosity of the chitosan
solution is directly related to the amount of deacetylation in the
aqueous solution, which causes conformational changes. At high
deacetylation, charge repulsion increases viscosity. The viscosity
of the solution is also shown to rise with increasing chitosan
content. Nevertheless, it falls off when the temperature drops.
Since diverse biomedical applications need viscosities of various
consistencies, chitosan’s viscosity is significant. Another crucial
aspect is that chitosan solutions become viscous even at modest
concentrations, making it challenging to electro-spin the material
into nanofibers. Combining chitosan with other polymers is
advised to get around this.17 Functional groups on the chitosan,
specifically the reactive –OH and �NH2 groups, are the principal
targets for chemical alterations of chitosan.18,19 Modified chitosan
has improved natural properties like bioactivity, biodegradability,
biocompatibility, nontoxicity, and environmental friendliness
without sacrificing its natural medicinal properties.20,21 As a
result, chitosan derivatives are effectively used as a vehicle or
carrier for the targeted delivery of medications to the desired
targets.22,23 Many studies have shown the environmental friendli-
ness, biocompatibility, sustainability, and multifunctionality of
chitosan and its derivatives.24 Similarly, several exploratory and
biological research studies showed that chitosan is safe for

biomedical applications and biodegradable in vivo. This is
supported by research demonstrating how human enzymes,
namely lysozyme, degrade chitosan, demonstrating its bio-
degradable nature.25 Due to similarities in content and structure
between chitosan and the glycosaminoglycans found in human
tissues, chitosan causes a mild immunological reaction when it
comes into contact with people. Chitosan is one of the most
thoroughly studied biomacromolecules, and it has attracted
much interest due to its wide range of biomedical uses.26 The
numerous cations on the amino groups of chitosan and
the anions of a mucus layer that resembles a gel produce the
mucoadhesive joint. Several physicochemical characteristics of
chitosan may also impact how mucoadhesive it is. Lehr et al.
findings suggest that higher-molecular-weight chitosan
exhibits a comparably more fantastic mucoadhesive property.27

Interestingly, some research has shown that trimethylating and
PEGylating chitosan increase their mucoadhesive strength by
around 3.4 times.28 Research shows that thiolated chitosan is a
desirable mucoadhesive polymer for bioadhesive drug adminis-
tration. It helps regulate medication distribution and can
improve penetration while shielding the drug from deteriorating
enzymes.29,30 Chitosan is utilized for specific applications due to
its various biological activities, which include antibacterial, anti-
thrombogenic, antitumor, antifungal, immunoadjuvant, anti-
cholesteremic, and bioadhesive properties.31 These biopolymers
have extensive applications as absorption enhancers and moist-
urizing agents, in addition to their utility in film manufacturing,
tissue regeneration, and wound management.32 Chitosan can
be a drug delivery agent via oral, nasal, and ocular routes in
implantable and injectable forms.33 Depending on the intended
application, chitosan can be processed into various conforma-
tions, including solutions, gels, powders, capsules, films, beads,
sponges, and fibers.34 Therefore, chitosan is primarily used for
tissue engineering and wound care dressings. Chitosan-based
materials offer several advantages, including biodegradability,
antibacterial activity, hydrophilic properties, and polar groups
that can form secondary interactions with other polymers. These
interactions involve �OH and �NH2 groups participating in
hydrogen bonding and N-acetyl groups engaging in hydrophobic
interactions.35,36 The mucoadhesive properties of chitosan and
its cationic derivatives have been scientifically demonstrated to
improve drug absorption, particularly under neutral pH condi-
tions. N-Trimethyl chitosan chloride exhibits an interaction with
cell membranes that are negatively charged. The transmucosal
absorption promotion effect of chitosan is noteworthy for the
nasal and oral administration of polar drugs, particularly for the
delivery of peptides and proteins and vaccine delivery. Chitosan
microspheres with porous structures were fabricated for con-
trolled delivery of antigens. As mentioned, the article encapsu-
lated the Newcastle disease virus vaccine and was subsequently
subjected to in vitro and in vivo testing.37 The amphiphilic
polymer, N-lauryl-carboxymethyl chitosan, can form micelles
that effectively solubilize taxol, increasing efficiency. This parti-
cular chitosan derivative has been deemed safe regarding
membrane toxicity and may serve as a beneficial vehicle for
hydrophobic cancer medications.38

Fig. 1 Molecular structure of chitosan.
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Considerable emphasis has been placed on the hydroxyapa-
tite–chitosan composite material, which has potential applica-
tions as a bone-filling material for guided tissue regeneration.
A promising application of chitosan–calcium phosphate cement
has been discovered. A mixture of chitosan or chitosan glycer-
ophosphate, calcium phosphate, and citric acid resulted in the
development of an injectable self-hardening system suitable for
bone repair or filling applications.39,40 Chitosan or its derivatives
have been utilized for gene transfection, and the results indicate
that the transfection efficiency of N-alkylated chitosan and
quaternized chitosan is positively correlated with the length of
the alkyl side chains, up to eight carbons in length.

Chitosan, a polycationic substance considered pseudo-
natural, is utilized in the creation of electrostatic complexes
with both synthetic and natural polymers such as alginate. These
complexes are commonly employed as anti-thrombogenic materi-
als for controlled release, encapsulation of drugs, immobilization
of enzymes and cells, and as gene carriers.41 Chitosan has been
observed to expedite the process of wound healing when admi-
nistered through spray, gel, or gauze. This substance is utilized to
provide support to medications or regulate drug release. Its
properties include cytocompatibility, nontoxicity, biodegradabil-
ity, mechanical suitability, physiological inertness, antibacterial
characteristics, hydrophilic nature, gel-forming abilities, protein
affinity, and mucoadhesiveness. Chitosan’s molecular weight and
functional groups play a significant role in inhibiting bacterial
and fungal growth. Small oligomeric chitosan, as opposed to large
molecular weight chitosan, can quickly enter the cell membrane
of a bacterium, preventing cell development by blocking RNA
transcription.42 Developing materials for wound dressing and
tissue engineering is crucial yet ongoing. Lastly, the text highlights
various instances where tissue engineering and drug delivery have
been applied. Chitosan can be processed more efficiently than
chitin in various forms, such as sponges, capsules, or nano-
particles, depending on the specific system being tested and the
intended purpose of its administration.

In contrast to a high DDA, a low DDA causes an increase in
the release of osteoprotegerin and sclerostin. Furthermore,
compared to chitosan with a comparable DDA but a lower
molecular weight (MW), a high DDA and high MW have been
demonstrated to enhance the secretion of vascular endothelial
growth factor and interleukin-6, but decrease osteopontin
secretion. Therefore, altering DDA and MW gives a method to
modify chitosan to meet specific industrial or medicinal needs.
On the other hand, deacetylation removes acetyl groups, alter-
ing MW, which must be considered when developing chitosan-
based products.43,44 For example, MW may change chitosan’s
antibacterial characteristics, which affect bacterial physiologi-
cal functions at the cellular level, the MW of chitosan, often
ranging from 300 to 1 million kDa, is also a factor. Molecules
with a low MW and DDA are much more reactive than sub-
strates but more susceptible to biological and chemical decay.
Molecules with a lower MW degrade more quickly than those
with a higher molecular weight.45

Today, one of the unique processes for making nanofibers is
electrospinning. Compared to other methods, electrospinning

is efficient for creating polymeric fibers that are sub-micron or
nanoscale in size. It also has several advantages, including the
ease with which bioactive compounds can be incorporated into
the nanofibers and the lack of heat during the process, which is
crucial for sensitive materials. Electrospun nanofibers are a
novel class of materials with several potential applications in
the biomedical sector.46 Chitosan nanofibers are produced
using the unique technology of electrospinning. Due to their
high porosity and surface area, these nanofibers are ideal for
biomedical applications. The electrospun chitosan-based nano-
fibers produced had unusual properties such as a high surface
area to volume ratio, high porosity, and tiny pore size. Due to these
characteristics, these nanofibers may be used for various purposes,
such as tissue engineering, medication delivery, wound dressing,
and membranes.47 The resulting electrospun nanofibers may be
improved, or their material diversity increased using various
techniques. The easiest method has been determined to be surface
coating, in particular. Due to their structural and chemical resem-
blance to the natural ECM, chitosan nanofibers are particularly
common in tissue regeneration. The nanostructure closely resem-
bles the ECM and offers more surface area for the delivery of
biotherapeutics.48,49 The electrospun nanofibers’ porous structure
and high specific surface area make them excellent for use in
various potential applications, such as drug delivery, bioengineer-
ing, surgical equipment, dental fillings, and cosmetics. Another
important use for nanofibers is anticipated to be in filtration,
metal ion recovery, catalysts, protective clothing, and power
storage.50 This review paper aims to summarise and discuss the
recent developments in different biomedical applications of elec-
trospun chitosan, emphasizing electrospun nanofibers.

2. Extraction and purification of
chitosan

Chitin, the second-largest natural source of polysaccharides in the
shells of living things, including crabs, lobsters, turtles, shrimp,
and insects, is the source of chitosan.51 Researchers have created
and put forward several ways to extract chitosan from the shells of
various crustaceans, insects, and fungi over the years.52 First, to
remove the protein, the dried shells of crustaceans are treated
with an alkali solution, e.g., KOH, NaOH, etc. Second, deprotei-
nized shells were treated with a diluted solution of a mineral acid
such as HCl to remove minerals. The chitin is decolored by
treating the resulting chitin with an oxidizing agent such as
KMnO4, H2O2, etc., then washing it with an oxalic acid solution.
The result is referred to as ‘‘pure chitin.’’ The decolorized chitin is
then deacetylated to turn into chitosan by soaking it in a robust
alkali solution for several hours. The resulting chitosan fraction is
then dried and stored at room temperature. The raw chitosan is
treated with aqueous 2% (w/v) acetic acid to produce the cleanest
form. This solution is then neutralized with NaOH to create a pure
chitosan sample as a white residue that may be transformed into
beads or powders.53,54 Chitosan may need to be cleaned before it
can be used in medicine and pharmaceuticals (Fig. 2). Most of the
chitosan sold commercially has deacetylation values between 70%
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and 90%; Chitosan may even attain deacetylation values as high
as 95% with further deacetylation procedures. Although this
may partially degrade the polymer chains and thus increase the
likelihood of deacetylation, the amount of deacetylation affects
the molecular weight of chitosan. The rate of deacetylation is
slower for molecules with a higher molecular weight, which
makes them more chemically stable and more robust but less
soluble in traditional solvents to prevent any unfavorable side
effects. The deacetylation of chitin is often carried out in a
nitrogen atmosphere or with the addition of sodium borohydride
to the NaOH solution. Chitosan has an average molecular weight
of 1.2 � 105 gmol�1.55

3. Electrospun chitosan nanofibers
and factors influencing fiber
morphology

Electrospinning is the technology used to produce nanofibers
most frequently because of its straightforward setup. In a
typical electrospinning setup, a grounded collector, a spinneret,
and a high-voltage power supply are used (Fig. 3).56,57 Electro-
des join the collector and spinneret to complete the circuit,
which creates the electric field. A precursor solution—typically
a polymer, sol–gel, or melt—is added to the spinneret and
advanced at a slow feed rate to produce a pendant drop held at
the tip of the spinneret by surface tension. As the voltage rises
due to the repelling of electrical forces, the pendant drop is
drawn into a conical shape, known as a Taylor Cone. The Taylor
Cone erupts with a liquid jet. The voltage must rise to a certain
point before electrical forces triumph over surface tension

forces, which takes 18 nanoseconds. The liquid spray is
stretched and whipped because of the polymeric solution’s
bending instability, which also causes the solvent to evaporate
before the fibers are gathered on the target.58

Equipment for electrospinning is currently being commer-
cialized quickly. Fig. 4 and 5 represent the different types of
electrospinning and main surface modification techniques
used to improve the surface nanofibre properties. Different
types of electrospinning techniques have been developed to
circumvent the limitations of the traditional electrospinning
method (Table 1).

Chitosan is challenging to make into a submicron-sized
fibrous form because of its rigid D-glucosamine repeat units
and propensity to establish inter or intramolecular hydrogen
bonds, resulting in low solubility in pure water and other
ordinary organic solvents. Because primary amines are proto-
nated when the pH is lowered, it has been shown that chitosan
is more water-soluble.59 Chitosan’s solubility in aqueous acidic
solutions is increased by the formation of inter-chain hydrogen
bonds with water molecules, which are prevented from occur-
ring by the electrostatic repulsive interactions between positive
ammonium groups. The most typical pH adjustment agent has
been acetic acid. Pure chitosan has been successfully electro-
spun using a solvent with a high concentration of acetic acid in

Fig. 2 A diagrammatic illustration of the extraction of chitosan from a
crustacean exoskeleton.

Fig. 3 Schematic representation of the electrospinning unit.

Fig. 4 Representation of the main surface modification techniques used
to improve the surface nanofibre properties (reproduced with permission
from ref. 83 r2018 Colloids and Surfaces B: Biointerfaces, published by
Elsevier Ltd).
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water.60 Although reducing pH with acids reduces surface
tension, it also has a paradoxical effect on chitosan spinnability

since it makes chitosan solutions more viscous. The electro-
spinning technique enables the fabrication of chitosan nanofibers;
however, it encounters various challenges, such as the limited
availability of appropriate solvents for the process and numer-
ous factors that impact the quality and yield of the nanofibers.
The procedure of electrospinning chitosan is multifaceted due
to the unique properties of this polymer in solution, including
its polycationic nature, high molecular weight, and the broad
range of molecular weights. Several parameters, including
molecular weight, solvents, electric field voltage, the inner tip
and collector gap, and feed rate, influence the electrospinning
process and product quality.61

3.1. Influence of the molecular weight

The molecular weight of a polymer indicates the degree of
polymer chain entanglement within a solution, a factor that
holds considerable importance in the electrospinning process.
The molecular weight of chitosan has a notable impact on its
electrical properties, including viscosity, dielectric strength, sur-
face tension, and conductivity. Based on a general observation, it
was found that an increase in the molecular mass of chitosan
resulted in a corresponding increase in the diameter of the
fibers.62 The electrospinning of chitosan with a high molecular
weight poses a challenge due to the production of solutions with
high viscosity and inadequate chain entanglement. It has been
noted that solutions with high molecular weight tend to produce
fibers with a larger diameter. In contrast, solutions with a
molecular weight that is too low tend to yield beads instead of
fibers.63 Empirical evidence suggests that the impact of deace-
tylation degree on solution viscosity, and by extension, spinn-
ability, and fiber morphology, is negligible.64 According to
Dogan et al., electrospinning may be feasible with chitosan of
light molecular weight, provided that there is macromolecule
entanglement.65 Out of the three chitosan samples tested, only

Fig. 5 Illustration of the surface modification techniques used to produce
carrier-based drug delivery nanofibres (reproduced with permission from ref.
83 r2018 Colloids and Surfaces B: Biointerfaces, published by Elsevier Ltd).

Table 1 Different types of electrospinning techniques

Electrospinning
technique

Bioactive
compound Polymers Solvent Results Ref.

Single nozzle
electrospinning

Curcumin Chitosan Acetic acid HFIP Favorable for skin wound dressing Zahiri et al.
(2020)84PCL Phosphate buf-

fer saline
Increased fiber hydrophilicity, wettability,
and degradability; decreased fiber mechan-
ical properties

Gelatin

Free surface
electrospinning

Phycocyanin Spirulina sp. LEB
18 PEO

Acetic acid Enhanced antioxidative activity controlled
phycocyanin release

Moreira et al.
(2019)85Water

Emulsion
electrospinning

Catechins PLGA Water Controlled release Ghitescu et al.
(2018)86Chloroform Favorable for skin wound healing

Greater antioxidative activity
Sequential
electrospinning

Curcumin Gelatin Acetic acid Thermally consistent Wang et al.
(2019)87Ethyl cellulose Ethanol A sustained release lasting 96 hours

Water The antioxidant capacity was maintained
Uniaxial and coaxial
electrospinning

Sour cherry (Prunus
cerasus L.)

Gelatin Acetic acid Enhanced bio accessibility Isik et al. (2018)88

Lactalbumin
Nozzle-less
electrospinning

Thyme Chitosan Ethanol Antibacterial activity was observed Vafania et al.
(2019)89Gelatin Acetic acid Suitable for nitrite in meat products

Deionized water
Coaxial electrospinning Saffron extract Zein Ethanol Regulate saffron release Dehcheshmeh and

Fathi (2019)90Tragacanth Water Thermostable
Beneficial for diverse culinary uses

Multi-nozzle
electrospinning

Black pepper
oleoresin

PCL Chloroform Water-resistance boosted Figueroa-Lopez
et al.(2018)91Butanol Improved mechanical performance
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the one with a molecular weight of 106 000 g mol�1 and a
concentration of approximately 7–7.5% generated a consistent
and uninterrupted fiber. The viscosity of this sample ranged
from 484 to 590 cP. The electrospun samples obtained from the
chitosan solution with lower molecular weight (9.5–10.5%)
exhibited a propensity towards the presence of sizable beads
and sensitive fibers. In contrast, the specimens derived from the
chitosan solution with a higher molecular weight (2.5–3%)
exhibited coarser and smoother nanofibers, albeit with some
bead defects. The chitosan solution’s age must be considered
an essential factor in the electrospinning procedure. It is well
known that the conformational changes, aggregation, and enzy-
matic chain scissions in solution may affect the rheological
properties of chitosan macromolecules. When utilizing electro-
spinning, fresh chitosan solutions should be employed to reduce
the aging impact.66

3.2. Influence of the solvents

The solvent of choice for the electrospinning of nanofibers
derived from an aqueous chitosan solution was a concentrated
acetic acid solution. Nanofibers exhibiting an average diameter
of 40 nm and significant beads were generated initially when
the concentration of acetic acid was equivalent to or greater
than 30%. The fiber’s diameter increased to 130 nm at 90%
acid concentration without forming beads. In a 4 kV cm�1

electric field, chitosan solutions at 7% concentration in 90%
aqueous acetic acid were electrospun to create homogenous
nanofiber mats with an average diameter of 130 nm. An important
discovery from this study pertained to the substantial influence of
acetic acid quantity on the surface tension of chitosan solutions in
aqueous environments, particularly in chitosan electrospinning.
The surface tension of the liquid decreased from 54.6 dyn cm�1 to
31.5 dyn cm�1 as the concentration of acetic acid increased from
10% to 90%, while the viscosity remained relatively constant. As
the acetic acid content in the water increased, the CS solution’s
net charge density increased, opening up more charged ions to
charge repulsion.67 The electrospinning process produced orderly
CS fibers, utilizing 1,1,1,3,3,3-hexafluoroisopropanol (HFIP) as the
solvent. Anisiei et al. likely selected HFIP as a solvent in their study
‘‘Electrospinning of Chitosan-based Nanofibers’’ due to its low
boiling point of 58 1C and ability to interrupt the solid hydrogen
bonding network. This property of HFIP has been previously
observed in the electrospinning of other biopolymers. Chitosan
solutions were effectively formulated at a concentration of 0.4%,
producing amorphous electrospun nanofibers at a mean diameter
of 42 � 15 nm. When utilizing this receipt, it is essential to
consider HFIP’s volatile and corrosive properties and their
potential environmental impact. The observations made during
the research point to a minimal concentration of fluoride ions
in the fibers, which is roughly two orders of magnitude lower than
the World Health Organization’s recommended threshold level.
Nevertheless, it is essential to acknowledge the challenge of
managing substantial quantities of solvent during the electro-
spinning process. An important discovery from the metal
sorption experiment was that the fibers tended to stick together
under slightly acidic circumstances (pH = 6); reducing the

active surface area poses a significant disadvantage when the
intended application involves a slightly acidic medium.68

Chitosan in trifluoroacetic acid (TFA) solvent was successfully
electrospun, according to research. Chitosan’s amino groups
and TFA combine to produce salts. This procedure causes an
interruption in the rigid interaction among chitosan molecules,
rendering them suitable for electrospinning. It is worth noting
that while this phenomenon is observed, it is only partially
convincing as most acids are known to form salts with chit-
osan. The significant volatility of TFA presents a favorable
characteristic for the rapid solidification of the electrified jet
of the chitosan–TFA solution. To enhance the efficiency of the
electrospinning process, the addition of dichloromethane
(DCM), a volatile solvent, was implemented at varying ratios.
Subsequently, the electrospinning process was carried out. The
optimal conditions for minimal bead formation in fibers were
observed at a solvent ratio of 70 : 30 TFA to dichloromethane
(DCM). The resulting chitosan fiber exhibited a mean diameter
of 330 nm, with a diameter range spanning from 210 to 650 nm.
The morphology of the deposited chitosan was found to be
dependent on its concentration in the TFA solution. In SEM
images, the coexistence of beads and fibers was observed when
the chitosan concentration was 6 wt% or lower. A predominant
deposition of fibers was observed at a concentration of 7 weight
percent (wt%), while the fraction of beads remarkably
decreased. The average diameter was 490 nm, with a diameter
distribution ranging from 330 to 610 nm. At a concentration of
8 wt%, the electrospun chitosan fibers exhibited a nearly
homogeneous network, with an average diameter of 490 nm
and a diameter distribution ranging from 390 to 610 nm.69

3.3. Influence of the flow rate

The impact of flow rate on the morphology of the nanofibers is
minimal. However, it does affect the electrospinning process.
It is necessary to adjust this parameter to promote the for-
mation of the Taylor cone and enhance jet stability. Excessive
flow rate results in a solution delivery rate that surpasses the
ejection rate of the solution from the tip, leading to the
formation of beads at the fiber level. Reduced feed rates are
preferred for solvent evaporation and achieving solid nanofibers.
The feed rate should be commensurate with the rate at which the
solution is removed from the tip. Reduced feeding rates
may impede the electrospinning process. In contrast, elevated
feeding rates may lead to beaded large-diameter fibers forming
due to inadequate solvent evaporation time before reaching the
collector. It is advisable to consider the solvent’s boiling point
when determining the flow rate. The electrospinning process
has been shown to emphasize bulk rheological properties at the
Taylor cone level. On the contrary, jet thinning amplifies the
importance of interfacial properties associated with the concen-
tration gradient and the solvent evaporation rate.70

3.4. Electric field effect

The electrospinning procedure is commenced when the electro-
static force in a solution exceeds the surface tension of the said
solution. Applying an electric field induces surface charging of
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the polymer solution, leading to the acceleration of jet exten-
sion, and a complete electrical charge causes the increase in
solution volume drawn from the needle. Nevertheless, a high
voltage level results in a substantial solution stretch that
considerably impacts the morphology of the electrospun fibers,
typically resulting in a reduction in fiber diameter and an
increase in the likelihood of bead formation.71

3.5. Influence of the collector

Another factor affecting nanofibers’ sizes and shapes is the
separation between their collector and tip. A minimum dis-
tance must be maintained to guarantee that the fibers have
enough time to dry before entering the collector. Beads have
been seen when distances are too near or too vast. This
parameter affects the electric field’s strength and the jet flight’s
duration. Reducing the distance between the tip collector has a
comparable impact on elevating the voltage. The influence of the
collector type on the fiber morphology has been acknowledged.
According to previous work,72,73 the CS/PEO blend solution
yielded fibers with smaller diameters and better alignment when
collected on a static collector and with bigger diameters and
better alignment when collected on a cylindrical spinning col-
lector. It is advised to wind a copper wire to serve as an electrode
on the insulation cylinder of the spinning collector to improve
the degree of alignment. Simultaneously, the rotational velocity
can adjust a specific degree of fiber alignment. Upon reaching
a certain velocity, the nanofibers tend to orient themselves,
forming mats that combine aligned and misaligned nanofibers.
Beyond a particular rotational velocity, the fiber undergoes
increased alignment due to mechanical tension and elongation.
The mechanical forces exerted also induce a reduction in the
fiber diameter.74 Random deposition of fibers may occur due to
excessive drum rotation, which can cause high velocity and
instability of the electrified jet. Wang et al. claim that the fibers
show orientation at velocities greater than 1000 rpm. The
separation between the tip of the fiber and the collector influ-
ences the shape of the fibers. The variable flight time of the
solution between the needle’s tip and the collector, which
controls the solvent’s evaporation time, is linked to this phe-
nomenon. In general, increased distance resulted in decreased
nanofiber diameters. However, an excessive distance reduced
the electrostatic field, leading to an increase in the diameter of
the fiber.75

To the best of the authors’ knowledge, there is no marketable
product of interactive biopolymeric nanofibers on the market,
despite the positive potential of these fibrous materials for
biomedical applications, which several relevant studies have
supported. Due to potential difficulties with large-scale electro-
spinning of biopolymers, biocompatibility issues resulting from
contaminants like cross-linkers and leftover solvents in the fibers,
and potentially immunogenic responses brought on by such
substances, notably because biopolymer chitosan is rarely water
soluble, they must be dissolved in hazardous, very acidic solvents
such as 1,1,1,3,3,3-hexafluoro-2-propanol and TFA for electrospin-
ning. Alongside manufacturing, sophisticated testing methods
for the generated nanofiber systems must be established and

validated to allow dependable assessment and rapid translation of
these devices into clinical applications.76

Electrospinning is a potential method for producing sub-
micron fibers, often known as nanofibers, from the laboratory to
the industrial level. Many publications have described the synth-
esis, characterization, and uses of nanofibers. Nanomaterials
generally have a high surface area, which benefits applications
in several industries. Due to their biocompatibility, adhesion, and
sterility, electrospun nanofibers have attracted great interest in the
biomedical area,77–79 applications include filters, protective gar-
ments, membranes, sensors, energy storage devices, and catalysis.
Nanofibers are now viable for wound dressing materials, scaffold
materials, drug delivery systems, filtration membranes, and cata-
lysts for reduction, oxidation, and coupling processes.80 A few
companies have recently presented their work on providing nano-
fibers for medical devices. Nanofibers are used in batteries and
fuel cells as novel materials with higher energy storage capacity.
Although the great majority of reported uses are in the biomedical,
photocatalytic, and sensor fields, emphasis should be placed on
renewable energy storage devices and catalysts for synthesizing
organic molecules, medicines, and specialty chemicals.81,82

4. Advantages of electrospun chitosan
nanofiber platforms

Nanofiber-based systems offer very promising potential as
synthetic scaffolds and drug delivery platforms. Nanofibers
may provide a suitable matrix for encapsulating and admixing
medicinal compounds into a high-efficiency delivery system or
reservoir with minimal adverse effects. Furthermore, they could
stop medicinal substances from deteriorating before reaching
their destinations.92,93 Nanofiber scaffolds with an architecture

Fig. 6 Key properties of electrospun chitosan nanofibers.
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mimicking the natural extracellular matrix (ECM) may provide
a large surface area for cell-scaffold contact and adhesion and
an adequate exchange for transporting oxygen and nutrients.
For tissue-engineered implantation and transplantation, nano-
fibers may be combined with ECM proteins, growth factors,
and nanomaterials to improve the formation of tissue-like
structures. As shown in (Fig. 6), chitosan nanofiber mats are
an excellent choice for drug delivery because of their numerous
advantages and inherent properties. The transport of bioma-
cromolecules, growth factors, small interfering RNA, and anti-
diabetic pharmaceuticals is one of the most notable character-
istics of nanofiber-based structures for biomedical applications.94

Chitosan-based nanofiber materials for biomedical applications
have been created in this area (Table 2).

4.1. Impact of nanofiber beads

The successful preparation of bead-on-string fibers through
electrospinning has been achieved by modifying the concen-
tration, charge density, surface tension of the spinning solu-
tions, and electrostatic spinning parameters. The utilization of
bead-on-string fibers, which exhibit an alternating distribution
of sub-nanofiber and sub-micron beads, has demonstrated
significant potential for various applications. The potentially
harmful effects of electrospun bead-on-string fibers on the
performance of nanomaterials have been considered due to the
significant reduction in the surface area caused by the presence of
beads, which are usually discarded. In recent times, there has
been a surge in interest in them owing to their potential applica-
tions in diverse domains such as tissue engineering, drug delivery,
and air/water filtration.95 Subsequent research has demonstrated
that incorporating beads in a size range of a few microns is
efficacious for drug encapsulation.96 Spheres can address the
issue of incorporating substantial drug dosages in tissue engi-
neering scaffolds, which is otherwise challenging due to the fine
nature of electrospun fibers.97 Bead-on-string fibers have a unique
structure that consists of micron-sized spheres and nanometer-
sized fibers. This structure creates microporosity that can effec-
tively solve the issues of high air pressure resistance and low
filtration efficiency commonly found in highly efficient filtration
materials. As a result, these fibers can be utilized in air or water
filters to improve their overall effectiveness.98 Notwithstanding,
certain limitations exist, such as the fact that drugs are frequently
situated on the fiber surface and cannot be entirely coated,
resulting in partial exposure and potential burst release. Hence,
the attainment of continuous drug release necessitates the resolu-
tion of the issue of sustained drug release. The distribution
pattern of sub-nanofiber beads in electrospun bead-on-string
fibers exhibits alternating characteristics suitable for fulfilling
the requirements of drug loading and sustained release. Larger
beads may perform the functions of simple absorption and quick
material decomposition to provide drug sustained-release in
addition to coating solid particles or water-soluble drugs. Numer-
ous researchers have extensively studied the role of electrospun
bead-on-string fibers in sustained drug release. Somvipart et al.
demonstrated that sustained drug release could be achieved using
bead-on-string fibers. The experiment aimed to compare the

release effects of smooth electrospinning fibers and bead-on-
string fibers with the same amount of drug loading within a
120 hour timeframe. According to the results, the smooth nano-
fibers exhibited a drug release rate of up to 80% within 10 hours.
Additionally, there was a significant occurrence of burst drug
release. Upon loading the drug onto the bead-on-string fibers, it
was observed that the release amount of the drug was less than
50%, suggesting that using bead-on-string fibers as a drug carrier
can improve the issue of burst release from smooth fibers, leading
to better control and sustained release of the drug.99 In their
study, Wang et al. examined the filtration process of bead-on-
string fibers and discovered that the presence of beads can
significantly enhance the effectiveness of air filtration. The mem-
branes possess promising characteristics that make them suitable
for filters in various applications such as indoor air purification,
respiratory protection, and other filtration applications.100 Yun
et al. studied the filtration properties of fiber mats with varying
morphologies. They achieved this by creating bead-on-string fiber
mats and particle/nanofiber composites. According to the results,
the durability factor for the composite fiber mat and bead-on-
string fiber mat was superior to that of the nanofiber mats.101

In summary, bead-on-string fibers exhibit potential utility in
various domains such as drug delivery, tissue engineering, water,
and air filtration.

4.2. Impact of nanofiber porosity

The presence of porosity in nanofiber scaffolds is a crucial
aspect as it enables cells to reach the accessible surfaces of the
fibers. Due to the lack of porosity, access to these surfaces
would be impeded. Furthermore, the pores within the nano-
fiber scaffold must be interconnected to facilitate cellular migra-
tion. Failure to do so may result in restricted cell proliferation
confined to the surface of the nanofiber mat, which reduces the
effective surface area available for cellular growth on the scaffold.
The oxygen permeability of nanofibers is facilitated by their
porosity, which in turn fosters the development of a microenvir-
onment conducive to tissue regeneration. The assessment of
porosity in a nanofiber scaffold is frequently conducted using
mercury porosimetry, a technique that involves the application of
high pressures to force mercury through the scaffold.102 This
method yields data about the total pore volume and the pore size.
According to published reports, electrospinning techniques have
been employed to produce CS and other polymer nanofibers
under various circumstances. The nanofibers possess essential
features involving the ability to mimic the extracellular matrix
(ECM), biocompatibility, and regulated biodegradability. Also, the
lower water contents of the PVA and the higher surface amine
group of the CS both impacted fiber diameter and could stimulate
cell adhesion, proliferation, and differentiation.103 These nanofi-
bers’ enhanced properties are vital for their application in tissue
engineering. Numerous studies have been conducted to produce
chitosan/nBGC hybrid scaffolds through the lyophilization
method. In addition to their capacity to become bioactive, the
nanocomposite scaffolds have shown appropriate swelling and
degradation characteristics.104 The porosity of the composite
scaffolds was deemed satisfactory upon achieving a homogeneous
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Table 2 A summary of available chitosan-based nanofiber materials for biomedical application

S. no. Nanofiber material Key features Biomedical application Ref.

1 CS–PCL nanofibers Promoted complete wound healing and closure Skin tissue engineering Levengood et al.
(2018)155

2 CS–gelatin–PCL nanofibrous
scaffold

Possess suitable physical, chemical, and biological
characteristics

Skin tissue engineering Gomes
et al.(2017)156

3 CS–vitamin C–lactic acid compo-
site membrane

Increased NIH 3T3 cell attachment, growth, and
proliferation

Skin tissue engineering Madni
et al.(2019)157

4 CS–PCL blend fibrous mat Improved tensile strength, thermal stability, sur-
face roughness, and swelling properties

Skin tissue engineering Prasad
et al.(2015)158

Enhanced attachment and proliferation of
keratinocytes

5 Collagen–CS scaffolds Accelerates cell proliferation Skin tissue engineering Tangsadthakun
et al. (2017)159

6 Gelatin–CS electrospun scaffold 92% porosity Skin tissue engineering Pezeshki-
Modaress et al.
(2018)160

Good tensile strength
Displaying a spindle-like shape

7 CS–PCL nanofibers Appropriate cell attachment, viability, and meta-
bolic activity

Bone tissue engineering Jing
et al.(2015)161

8 CS-clay-hydroxyapatite scaffold Enhanced mechanical and biological properties Bone tissue engineering Kar
et al.(2016)162

9 Strontium hydroxyapatite–CS
nanohybrid scaffolds

Demonstrates outstanding osteoinductivity Bone tissue engineering Lei et al.
(2017)163

10 CS anchored on porous PCL-
bioactive glass composite
scaffolds

Improved cell adhesion, osteogenic differentiation,
and protein adsorption

Bone tissue engineering Li et al.(2019)164

Encouraged the regeneration of cranial bones
11 CS–PLA scaffolds using different

cross-linkers
Improved physical properties Cartilage tissue engineering Mallick et al.

(2016)165Encourage chondrogenesis
12 PHB-CS blend fibrous scaffolds Increased adhesion of chondrocytes Cartilage tissue engineering Sadeghi et al.

(2016)166

13 SF-CS porous scaffold Improved cell adhesion viability and proliferation Cartilage tissue engineering Vishwanath et al.
(2016)167

14 CS–PLA–pectin composite
scaffolds

Superior neo-cartilage tissue regeneration Cartilage tissue engineering Mallick et al.
(2018)168Demonstrates appropriate swelling properties

Moderate biodegradation and hemocompatibility
profile
Necessary mechanical strength

15 CS–collagen/hydroxyapatite
scaffold

Inexpensive materials Cartilage tissue engineering Kaviani et al.
(2019)169Poor mechanical properties

16 Glycosaminoglycans–CS complex
membranes

Removes incomplete endothelialization Blood vessel tissue engineering Chupa et al.
(2000)170Smooth muscle cell hyperplasia to address the

shortcomings of existing small-diameter vascular
grafts

17 CS-derived sandwiched tubular
scaffold

Pore diameter control Blood vessel tissue engineering Zhang et al.
(2006)171Extremely high burst strength

Strong suture retention
18 Collagen–CS–thermoplastic PU

nanofibrous scaffold
High tensile strength and flexibility Blood vessel tissue engineering Huang et al.

(2011)172Uncertainty regarding in vivo plastic degradation
19 CS–PCL nanofibrous scaffold Being characterized by anticoagulant Blood vessel tissue engineering Du et al.

(2012)173Quickly re-endothelializing properties
20 CS/gelatin bi-layer microporous

scaffold
Similar morphological and mechanical character-
istics to blood vessels; tubular architecture

Blood vessel tissue engineering Badhe et al.
(2017)174

21 Chitosan-HAp scaffolds loaded
with basic fibroblast growth factor

Better cellular organization, proliferation, and
mineralization

Periodontal tissue engineering Akman et al.
(2010)175

22 Chitosan-bioactive glass nano-
particles composite membranes

Increases bioactivity properties Periodontal tissue engineering Mota et al.
(2012)175Favorable for periodontal regeneration

23 PLA and CS–PLA blends nanofi-
brous scaffolds

BMSCs’ osteogenic differentiation and cell adhe-
sion were enhanced; human periodontal ligament
cells’ expression of inflammatory mediators and
TLR4 (Toll-like receptor 4) was increased.

Periodontal tissue engineering Shen et al.
(2018)176

24 Hydroxypropyl CS–gelatin scaffold Increased cell compatibility and surface growth of
Keratocytes

Corneal regeneration Wang et al.
(2009)177

25 Hydroxyethyl CS–gelatin and
chondroitin sulfate blend scaffold

Transplant corneal endothelial cells its water con-
tent, ion permeability, and glucose permeability
were strikingly similar to the natural cornea

Corneal regeneration Liang et al.
(2011)178

26 CS–SF scaffold Comparable lamellar cornea reconstruction Corneal regeneration Guan et al.
(2013)179

27 Chitosan–PCL blend Limited biodegradability Corneal regeneration Wang et al.
(2019)180Sufficient alternative to cadaveric corneal

transplantation
28 CS/cellulose nanofibers Intervertebral disc regeneration Intervertebral disc tissue

engineering
Doench et al.
(2018)181Preventing mechanical disc failure
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distribution of bioactive glass-ceramic nanoparticles (nBGC)
across the pore walls. Several reports on using chitosan alone or
in conjunction with other polymers indicate that these biopoly-
mers have enormous potential for tissue engineering and may be
tailored to meet the growing demands of this field. The chitosan
membrane modified with arginine and electrospun exhibits a
complete porosity of 88.25� 4.13%, which falls within the desired
60–90% range. The advantageous attribute of these systems lies in
their porous nature, which facilitates cellular infiltration and
proliferation. In addition, porosity is crucial in facilitating the
appropriate exchange of gases, nutrients, and fluids, which are
critical factors in achieving hemostasis and ultimately enabling
optimal wound healing.105

4.3. Swelling profile of chitosan nanofibers

The utilization of pure chitosan nanofibers in tissue engineer-
ing may be limited due to their mechanical instability and
uncontrollable swelling. Chitosan nanofibers absorb moisture
and swell when exposed to aqueous and physiological environ-
ments, which can lead to a loss of stability in the fibrous
structures and insufficient mechanical properties. Over the last
few decades, the wet stability of electrospun chitosan-based
nanofibers has been improved through different crosslinking
methods, such as physical, chemical, and ionic crosslinking.
Several crosslinking methods have been employed to enhance the
wetting resistance and stability of chitosan-based nanofibers
produced through electrospinning. Chitosan’s amine group can
be crosslinked using various crosslinkers such as glutaraldehyde,
epichlorohydrin, and genipine. Chitosan nanofibers can be che-
mically crosslinked to form permanent crosslinking networks
through chemical reactions between chemical crosslinkers and
the functional groups of the chitosan chain.106,107 Genipine has
been utilized as a biocompatible crosslinker to address the
cytotoxicity drawbacks commonly associated with glutaraldehyde.
Studies have shown that glutaraldehyde can crosslink chitosan
through Schiff base formation. While glutaraldehyde has been
found to enhance the wet stability of chitosan-based nanofibers,
several reports have indicated that using glutaraldehyde in cross-
linking these materials can result in cytotoxicity.108 Physical forces

such as hydrogen bonds, polar bonding, electrostatic contact,
and van der Waals interactions between molecular chains were
primarily used to create physically crosslinked chitosan nanofibers.
In comparison to chemical crosslinkers, ionic crosslinkers provide
the advantages of reduced toxicity and decreased environmental
pollution.109,110 The ionic crosslinking process may also coincide
with supplementary interchain interactions such as hydrogen
bonding, which involve the hydroxyl groups of chitosan and the
ionic molecules. The utilization of chitosan-based functional nano-
fibers has emerged as a novel trend in their development. Kiechel
et al. explored the application of TPP and TA as non-covalent
crosslinkers for chitosan fibers produced through electrospinning.
Chitosan’s cationic amino groups can create ionic interactions with
negatively charged molecules and anions. Small anionic molecules
such as sodium tripolyphosphate (TPP), tannic acid (TA), and
glycerol phosphate are frequently used to crosslink chitosan nano-
fibers. In their study,111 whether it was utilized for heating or base
activation, the crosslinking process was carried out either before or
after electrospinning with TA, employing a one-step or two-step
method to prevent immediate crosslinking during electrospinning
and avoid clogging the syringe and needle; TPP crosslinking was
carried out in two stages, with the option of heat or base activation.
According to the conclusions, the two-step chitosan–TA was com-
pletely crosslinked and remained intact even after 72 hours in
1 M acetic acid (pH 3). In contrast, the chitosan–TPP and active
two-step chitosan–TA fibers were only partially crosslinked
and could withstand water (pH 6) for 72 hours.112 Wang and
their colleagues utilized a combination of electrospinning and
subsequent lyophilization to create fibrous hydrogels based
on chitosan. By incorporating 30% cellulose acetate nanofibers,
the cellular structure of the hydrogel could be maintained in
water without the need for chemical crosslinking. Furthermore,
including 60% of these nanofibers ensured that the chitosan
hydrogel maintained its freestanding structure, even with a
low solid content of only 1%.113 The application of butyric
acid modification to chitosan nanofibers resulted in the for-
mation of butyroylated chitosan nanofibers (BCSNF), which
exhibited a significant reduction in swelling by 75% and an
increase in mechanical strength by nearly double.114 Furthermore,

Table 2 (continued )

S. no. Nanofiber material Key features Biomedical application Ref.

29 CS-based hydrogels, filled with
cellulose nanofibers

Regenerated the IVD and AF tissue of the inter-
vertebral disc

Intervertebral disc tissue
engineering

Doench et al.
(2019)182

30 CS hydrogel/poly (butylene succi-
nate-co-terephthalate) copolyester
electrospun fibers

Increased mechanical properties Intervertebral disc tissue
engineering

Yuan et al.
(2019)183A promising candidate for IVD replacement

therapies
31 Chitin fiber and chitosan

composites
Improved thermal stability and crystallinity Tissue fixation Wang et al.

(2010)184Insufficient bending modulus and strength
Potential bone fractures

32 Chitosan and nanocrystalline
hydroxyapatite composites

Improved cellular behavior Tissue fixation Pu et al.
(2012)185Increased mechanical strength and cell

compatibility
33 Oxidized dextran and CS-based

surgical adhesives
Effectively binds tissues Tissue fixation Balakrishnan

et al. (2017)186Stops bleeding
Possesses tissue-sealing properties
Serves as a hemostat
The delivery of drugs, peptides, and proteins

Review Materials Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

3 
Ju

ly
 2

02
3.

 D
ow

nl
oa

de
d 

on
 1

1/
10

/2
02

5 
10

:0
0:

27
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d3ma00010a


3124 |  Mater. Adv., 2023, 4, 3114–3139 © 2023 The Author(s). Published by the Royal Society of Chemistry

sulfonated chitosan was synthesized by treating chitosan with
chlorosulfonic acid. The resultant composite scaffolds comprising
sulfonated chitosan and PCL nanofibers significantly enhanced
the mechanical properties.115

4.4. Biodegradation

The principle of degradation of polymer-based materials depends
on surface erosion if a catalytic substrate or molecules are present
in the degradation medium or environment. Chitosan degrada-
tion is an essential topic in the biomaterials field, and researchers
were keen to discover more about the chitosan molecule’s degra-
dation behavior. The transition from bulk deterioration to surface
erosion is determined by measuring material thickness. It is
significant to highlight that the erosion process resulting from
hydrolytic degradation is contingent upon the structural composi-
tion of the material.116 Most biodegradable polymers undergo
degradation via a bulk erosion mechanism without catalytic
molecules. Conversely, the ions exert their influence solely on
the material’s surface rather than undergoing diffusion into the
interior, resulting in erosion of the chitosan surface while the
core stays unaltered. Various techniques have been employed in
chitosan degradation engineering to produce chitosan that exhi-
bits degradation kinetics ranging from days to months, contin-
gent upon the specific application of the device. This process’s
regulation can be achieved by carefully selecting the optimal
molecular weight and deacetylation degree. Nazrul et al. observed
a connection between the rate of degradation and molecular
mass, the distribution of N-acetyl D-glucosamine residues, the
degree of deacetylation, and, subsequently, crystallinity.117 The
rate of biodegradation is positively correlated with the reduction
in crystallinity. Chitosan chains with lower molecular weight
exhibit greater biodegradability than those with higher molecular
weight. Furthermore, in the case of certain polyelectrolyte com-
plexes with weak associations or hydrogels with minimal cross-
linking, the degradation process may be significantly influenced
by non-enzymatic hydrolysis, wherein the breaking of electrostatic
interactions or cleavage of crosslinker molecules by water may
occur. The larger implants may experience acid-mediated hydro-
lysis at their surface, which can be attributed to the acidic
conditions generated by macrophages that remain activated over
a prolonged period.118 Chitosan was noticed to undergo in vivo
degradation via a range of non-specific enzymes, with particular
emphasis on lysozyme, which is ubiquitously present in mamma-
lian tissues. Chitosan degradation in vitro can occur through
oxidation, chemical hydrolysis, or enzymatic hydrolysis. The
process of chitosan biodegradation results in the liberation of
monosaccharides, which can be assimilated into the metabolic
pathways of glycosaminoglycan and glycoprotein or eliminated
from the system. The enzymatic hydrolytic degradation of chit-
osan in the human body is primarily attributed to lysozymes and
can be effectively simulated through in vitro analysis. The degra-
dation of chitosan by lysozymes occurs through the cleavage of
glycosidic linkages between the polysaccharide units within the
polymer. This procedure yields glucosamine and saccharide,
which can either undergo metabolic processes or be stored as
proteoglycans within the human body.119 Cracking, swelling, and

dissolving are physical degrading processes for chitosan implants,
while oxidation, depolymerization, and hydrolysis (enzymatic or
non-enzymatic) are chemical processes. Chitosan products with
low molecular weight, oligosaccharides, and functionalization can
potentially be water-soluble and consequently more prone to
simple hydrolysis.120 These mechanisms may be modeled both
in vivo and in vitro. Non-enzymatic hydrolytic processes only play a
limited role in the breakdown of highly crystalline types of
chitosan due to the slow-rate hydrolytic destruction of glycosidic
linkages between the polysaccharide units.121 Sarhan et al. con-
ducted a study wherein they synthesized a composite nanofiber
consisting of CS, PVA, and honey. The study’s findings revealed
that the nanofibers’ degradation decreased upon crosslinking
with CS, PVA, and honey compared to the non-cross-linked
nanofibers.122 The Yu et al. cohort researchers employed physical
adsorption techniques to coat the chitosan nanofibers’ surface
with hydroxyapatite and collagen. The application of this coating
facilitates the utilization of this composite nanofiber as a struc-
ture for regulated degradation over an extended duration.123 Liu
et al. created a wound dressing material comprising a bi-layer
composite. The upper layer of the composite was composed of
soybean protein non-woven fabric, while the lower layer was
coated with genii crosslinked chitosan film. The composite was
tested in a rat model to investigate the effects of wound treatment
in vivo. The experiment results indicate that the genipin content
can be controlled to regulate the degree of crosslinking and the
in vitro degradation rate of the chitosan films crosslinked with
genipin.124 The rate of degradation of scaffolds is a crucial
parameter for bone regeneration as it creates interstitial spaces
within the tissue, thereby facilitating matrix deposition, as has
been reported in the literature. The N-acetyl glucosamine (NAG)
moiety present in the structure of chitosan is susceptible to
degradation by lysozyme, which serves as a key enzyme respon-
sible for the degradation of chitosan chains.125 Chitinases,
enzymes specifically targeting chitosan or chitin, can be detected
in limited quantities within the human body. Examples of such
chitinases include chitotrioqasidase and acidic mammalian chit-
inase (AMCase).126 Certain organ systems, especially the colon,
and intestines, may harbor bacterial flora that produce digestive
enzymes, including b-glucosidase. This enzyme is responsible for
the depolymerization and degradation of chitosan.127 The
potential impact of bacterial degradation is a significant factor
to consider in drug delivery systems aiming to target intestinal
glucosidase or other digestive tract segments. Furthermore, tissue
damage and active infection caused by bacteria or fungal patho-
gens may result in unfavorable degradation. A study was con-
ducted by Su et al. to investigate the in vivo degradation of
carboxymethyl chitosan (CMCS) at a concentration of 20% weight
by weight. The hydrogel was administered intradermally into the
dorsal region of the rodents at ambient temperature. A significant
proportion of the administered gels exhibited a rapid degradation
rate, with the majority undergoing complete disappearance within
10 days post-injection. The CMCS hydrogels underwent complete
degradation and resorption within 19 days.128 Chitosan’s biocom-
patibility and ability to degrade in a controlled manner render it
an appropriate choice for utilization as a membrane barrier in the
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guided bone regeneration (GBR) context. The GBR technique is
employed as a surgical intervention to preserve the space at the
site of periodontal bone defects. The high degradation rate of
chitosan as a standalone polymer poses a significant constraint in
its application for tissue engineering purposes.129

4.5. Modification of chitosan using amino acids

Chitosan exhibits remarkable properties among the diverse
polymers employed in producing nanofibers. The field of
chitosan has demonstrated the capacity to impede the prolif-
eration of certain bacterial strains. Infected wounds can
impede the healing process to a significant extent and, in
certain instances, even hinder it. The potential therapeutic
application of chitosan is attributed to its desirable bacterio-
static activity. The observed antimicrobial activity could be
attributed to the interaction between the amino groups, which
carry a positive charge, and the negatively charged groups on
the surface of bacterial cells. This phenomenon results in the
disruption of microbial membranes, leading to the release of
intracellular constituents such as proteins.130 Notwithstanding
its inherent activity, the antimicrobial efficacy of chitosan can
be enhanced through augmentation of the cationic moieties on
its backbone. Several modifications have been implemented to
enhance the antibacterial properties of chitosan. The current
focus is on amino acids, the fundamental building blocks of
proteins, and their potential as antibacterial agents when com-
bined with chitosan. The task above can be achieved by grafting
amino acids with a positive charge, namely L-asparagine, L-
arginine, or L-lysine. Including L-arginine is anticipated to augment
the count of cationic groups at physiological pH, primarily owing to
the presence of the guanidine moiety (pKa = 12.5). The anticipated
outcome of this incorporation is the augmentation of the anti-
bacterial characteristics of chitosan. In addition to the phenom-
enon of charge delocalization among the three nitrogen atoms in
the arginine molecule, the antimicrobial properties of these amino
acids can also be attributed to their electrostatic interactions with
the bacterial membrane. The current investigation pertains to the
generation of electrospun fibers comprising L-arginine-modified
chitosan and deacetylated chitosan through the utilization of 1-(3-
dimethylaminopropyl)-3-ethylcarbodiimide hydrochloride and
N-hydroxy succinimide.131 The generated fibers are intended to
be employed as a membrane for a wound dressing. The NH2

groups of chitosan with the COOH of arginine were successfully
combined to create a peptide bond during the preparation of the
membranes utilizing the freeze-drying method. The amide I peak
observed at approximately 1654 cm�1 in chitosan–arginine can be
deduced from the results of the FTIR analysis. This finding offers
substantiation for the conjugation of arginine to the chitosan
structure via a grafting linkage. A significant reduction in bacterial
growth, amounting to 99.99%, was noted in the antibacterial
activity produced by E. coli and S. aureus.132

4.6. Silver nanoparticles loaded with nanofibers

Scaffolds within the nanoscale range have garnered significant
interest due to their appealing characteristics, such as their
ability to transport bioactive agents, elevated surface area,

enhanced mechanical properties, emulation of the extracellular
matrix, and substantial porosity.133 Chitosan nanofibrous
materials have the potential to be encapsulated or loaded with
metal-based nanoparticles, which can augment their therapeu-
tic efficacy in wound healing applications. Metal-based nano-
particles, specifically silver nanoparticles, have been extensively
researched and have demonstrated favorable characteristics,
including exceptional antibacterial activity, antioxidant and
anti-inflammatory properties, and promotion of cell growth.
These attributes make them a crucial bioactive component in
wound dressings. Hybrid materials consisting of chitosan and
silver nanoparticles (AgNPs) are of significant interest due to
their antibacterial characteristics, rendering them a promising
option for fabricating wound healing devices. The antimicrobial
activity spectrum of the nanosilver films showed great
potential.134 Hybrid systems comprising chitosan–AgNPs require
high surface area-to-volume and aspect ratios to demonstrate
antimicrobial activity. The previously mentioned characteristics
promote efficacious interaction between the hybrid substance
and the cellular membranes of highly pathogenic microorgan-
isms, thereby leading to biocidal efficacy.135 Nanofiber mats
were produced via electrospinning techniques utilizing carboxy-
ethyl chitosan (CEC) and AgNPs. CEC has functional groups with
amino and carboxylic acids that may chelate silver ions. AgNO3

was converted into AgNPs under favorable conditions by electro-
spinning with concentrated formic acid as the solvent. Two
primary methods were utilized to produce insoluble nanofibers
containing silver ions. These techniques include reactive electro-
spinning, a one-step procedure, and cross-linking the non-woven
fabric with GA vapors after electrospinning, a two-step proce-
dure. Scanning electron microscopy was used to analyze the
morphology of the fibers. Energy-dispersive X-ray spectroscopy
was used to assess the arrangement of AgNPs in the nanofibers’
structure. The quantification of the content present on the fiber’s
surface was ascertained via X-ray photoelectron spectroscopy.136

The fibers may significantly delay the medication release in
liposomes. For instance, gentamicin-loaded maleimide lipo-
somes were grafted on the surface of CS fibers by covalent
processes after Monteiro et al. treated the surface of the fibers
with various thiolation chemicals. According to in vitro tests,
E. coli, P. aeruginosa, and S. aureus are all susceptible to the
antibacterial activity of gentamicin released from liposomes
immobilized at the surface of electrospun fibers. Since these
pathogens are a frequent source of local infections, our findings
indicate that the proposed nanostructured delivery method has
promise for wound management applications. It may also be
employed to eradicate these pathogens.137,138

Chemical modification has also been applied to improve the
solubility and spinnability of chitosan. Chemically altered chitosan
derivatives include hexanoyl chitosan,139 PEGylated chitosan,140

carboxyethyl chitosan,141 and quaternized chitosan.142 Because of
this, chitosan derivatives are soluble in acidic, neutral, and essen-
tial aqueous solutions.143 Chitosan’s water solubility, for instance,
may be significantly improved by adding carboxymethyl to the
molecule.144 The most straightforward technique to increase
chitosan’s spinnability is combining it with another natural or
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synthetic polymer. Collagen,145 gelatin,146 cellulose,147 PEO,148

PVA,149,150 PCL,151,152 and poly(lactide-co-glycolide) are among the
co-spinning agents that have been extensively studied by research
teams throughout the globe.153,154 An area of materials research
that is fast expanding is the use of nanofibers in the conception
and creation of novel products. This study concentrates on the
most recent advancements in chitosan-based nanofibers, their
derivatives, blends, and composites to highlight natural polymers’
future significance and potential usage in intelligent materials.
This article discusses the difficulties, patterns, and possible uses of
nanofibers made from chitosan for biomedical purposes.

5. Biomedical application of
electrospun chitosan nanofibers

The development of novel scientific theories and the effective
addressing of environmental and social issues, particularly in
large-scale material manufacturing, are necessary for sustain-
able nanotechnology’s future. The most significant obstacles in
this regard are those related to producing goods based on
nanoscales while maximizing the use of ‘‘green’’ materials
(regarding the chemistry involved). Natural biopolymers often
exhibit superior biocompatibility to synthetic materials, which
makes them better suited for usage in the human body. In
various biomedical and pharmacological applications, such as
tissue engineering, surgical devices, and body-implant inter-
phases, electrospun fibers of these biomaterials may be of sig-
nificant interest. As mentioned previously, electrospun available
chitosan nanofibers offer enormous promise for various biologi-
cal uses. Essential qualities are necessary to design and produce
nanofibers for particular applications and practical usefulness.
They may be attained by factors linked to the method,

composition, and surrounding ambient conditions.187 The bio-
compatibility and biomechanical qualities of the nanofibers and
scaffolds are increased, which improves their performance. The
biomedical uses of electrospun chitosan nanofibers and scaffolds
are thoroughly covered in this section.188 Potential areas for
electrospun chitosan nanofiber use in the biomedical field are
shown in Fig. 7.

5.1. Wound dressings

CS is an excellent substance for creating these antimicrobial
dressings since they have a well-known wound-healing tendency
(Table 4). Additionally, nanofibers’ structures are like those of
the skin’s ECM, which speeds up the process of healing.189 CS
was discovered to activate macrophages and hasten the healing
of wounds. Additionally, CS promotes the migration of polymor-
phonuclear neutrophils during the beginning of the wound
healing process, granulation tissue development, and collagen
production by fibroblasts (Table 3). CS has also been shown to
help re-epithelialize and rejuvenate the granular layer of skin.190

Ardila et al. demonstrated two distinct methods for producing
nonwoven mats comprising CS and bacterial nanocellulose
using the electrospinning process.191 The first method involved
electrospinning CS and bacterial nanocellulose solutions
simultaneously through two syringes aimed at the same target.
The second method used coaxial electrospinning to create core–
shell structures by electrospinning bacterial nanocellulose and
CS simultaneously through a spinneret made of two concentric
needles. In both methods, co-spinning agents were necessary.
Due to the incompatibility of their respective solvents, a direct
mixture of CS and bacterial nanocellulose and consequent
electrospinning was not practical. The first method made creat-
ing mats comprising CS and bacterial nanocellulose nanofibers
possible. Nevertheless, a few bacterial nanocellulose threads
were in the collection to enhance fiber production and assembly;
they introduced a co-spinning agent, polylactide, and raised the
solution temperature between 22 and 60 1C during the electro-
spinning process. However, the most significant outcomes for
manufacturing nanofibers comprising chitosan and bacterial
nanocellulose came through coaxial electrospinning. Aqueous
CS–PEO solutions were used to create high yields of nanofibers,
with bacterial nanocellulose solutions serving as the outer layer.
Finally, a 99.9% reduction in the population of E. coli was
observed in the mats made using the coaxial technique versus
the control. They proposed that this was most likely caused by the
ionic interaction between the positively charged amino groups
and the bacteria’s negative surface charge, which decreased
membrane permeability, cell leakage, and eventual death.

Zhou et al. in 2017 created bi-component nanofiber scaf-
folds of photo-crosslinked maleilated CS–methacrylate polyvi-
nyl alcohol (MCS-MPVA) with improved water stability by
electrospinning an aqueous MCS-MPVA solution and subse-
quent photopolymerization. According to the results of a water
stability test, the photocrosslinked matrix with a 10 : 90 ratio of
MCS-MPVA maintained the exceptional integrity of the fibrous
structure. The photocrosslinked nanofiber scaffolds showed
excellent cellular compatibility and might be employed as a

Fig. 7 A diagrammatic illustration of the biomedical applications of elec-
trospun chitosan nanofibers.
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wound dressing, according to an investigation of their cytotoxicity
on L929 cells.192 For use in wound dressings, Alavarse et al.
formulated two electrospun mats, including PVA–CS and PVA–CS/
tetracycline hydrochloride (TCH). They also looked at their cytotoxi-
city, drug release, antibacterial, thermal, morphological, mechan-
ical, and other qualities. The results showed no significant changes
in the thermal and morphological characteristics of the mats and
integrated the drug evenly along the nanofibers. The drug release
profile within the first two hours revealed a burst delivery, demon-
strating significant antibacterial action on E. coli and S. aureus, and
S. epidermidis. The generated drug-loaded nanofiber scaffolds
showed high cytocompatibility in an indirect, in vitro MTT experi-
ment. A scratch assay further supported this, suggesting that the
scaffold may be employed as an antibacterial dressing for healing.

Many compounds have been included within their struc-
tures to boost their antibacterial capabilities. Synthetic/natural

antibiotics, metal nanoparticles, and vitamins have essentially
been the principal components of such antimicrobial agents.
An example of a polymeric antimicrobial covering facilitates the
movement and transformation of fibroblasts and functions as a
physical barrier to prevent microorganisms from entering the
wound. Due to the open wound’s susceptibility to bacterial
contamination, the inflammatory phase is prolonged, and the
production of metalloproteinases is elevated. These metallo-
proteinases prevent new granulation tissue growth while
degrading ECM components. The antimicrobial dressing is a
physical barrier to block the entry of infections into the wound
and kills invasive germs by covering the wound bed. The
antimicrobial coating also promotes the immune system, fibro-
blast, and keratinocyte migration, which aids in the healing
process.193 Etterami et al. coated insulin-delivery CS nano-
particles onto electrospun polycaprolactone–collagen (PCL–C)

Table 3 Chitosan electrospun nanofibers for wound dressing application

Chitosan nanofiber biomaterials
Electrospinning
technique Solvents

Electrospinning
setting

Diameter
(nm)

Target
microbe

Target
Cell line Ref.kV cm mL h�1

Curcumin, CS, PCL Single nozzle DCM 21 12 0.5 99.84 MRSA HDF Fahimirad et al.
(2021)195DMF E. coli

Quercetin, CS, PCL Single nozzle AcOH 3 15 0.77 119.1 �
24.6

S. aureus NIH3T3 Zhou et al. (2021)196

HCOOH E. coli
Mupirocin, CS, PCL Single nozzle HFIP 15 15 1 440–1580 S. aureus HDF Li et al. (2018)197

DCM E. coli
Garcinia mangostana CS, EDTA,
PVA

Single nozzle H2O 15 20 0.25 205–251 S. aureus NHF Charernsriwilaiwat
et al. (2013)198E. coli

Eugenol, CS, PVA, PCL Emulsion CHCl3 75 13 — 379.05 S. aureus HDF Mouro et al. (2016)199

DMF P. aeruginosa
AcOH

Henna leaves extract CS, PEO Single nozzle AcOH 5–
25

10–
20

0.1–1.5 64–89 S. aureus NHF Yousefi et al. (2017)200

E. coli
Zataria multiflora oil, CS, PVA,
gelatin

Single nozzle AcOH 21 15 0.2 218 � 58 S. aureus L929 Ardekani et al. (2019)201

H2O P. aeruginosa
Ciprofloxacin, CS, PEO, silica Single nozzle AcOH 8–

12
11–
13

0.5 472 � 70 S. aureus L929 Kataria et al. (2014)202

E. coli HFFF2
Tetracycline HCl, CS, PVA, sericin Single nozzle AcOH 15 20 2.50 305–425 E. coli L929 Bakhsheshi-Rad et al.

(2020)203S. aureus
Cefadroxil monohydrate, CS, PVA Single nozzle AcOH 30 14 1 290 � 86 S. aureus HaCaT Iqbal et al. (2020)204

H2O
ZnO, CS, PVA Single nozzle AcOH H2O — 7 0.5 891.72 B. subtilis Ahmed et al. (2018)205

E. coli
ZnONPs, collagen, CS Single nozzle AcOH 15 12 0.3 — S. aureus HDF Sun et al. (2019)206

E. coli
Deacetylated/arginine-modified
CS

Single nozzle TFA 28 10 1.2 492 E. coli HDF Antunes et al. (2015)207

DCM S. aureus
CS–SF nanofibers Single nozzle HFIP 20 12–

15
0.8 185.5 �

114.7
E. coli MEF Cai et al. (2010)208

S. aureus
CS–sericin nanofibers Single nozzle TFA 18 15 380 E. coli L929 Zhao et al. (2014)209

B. subtilis
CS–PCL nanofibers Coaxial DCM 25 10–

12
0.2 &
0.4

240 � 50 — HaCaT Poornima and Korra-
pati (2017)210Ethanol

Graphene oxide-modified CS/PVP
nanofiber

Single nozzle AcOH water 24 13 0.3 60 E. coli MSCs Mahmoudi and Simchi
(2017)211P. aeruginosa

S. aureus
CS–PEO/fibrinogen biocomposite
nanofiber

Dual-spinneret AcOH BSA
DMSO

28 22 1.0 351.1 �
101.7

E. coli HDF Yuan et al. (2018)212

S. aureus
Oleoyl–CS-based nanofibers Single nozzle AcOH 20–

22
15–
18

2 mL
min�1

150–400 — hAMCs Datta et al. (2017)213

Hydroxypropyl trimethyl ammo-
nium chloride chitosan
functionalized-PLGA

Single nozzle HFIP 12 15–
20

1.5–2.0 450 S. aureus HDF Yang et al. (2017)214

P. aeruginosa HaCaT

CS/PCL–hyaluronic acid bilayered
scaffold

Single nozzle HCOOH
Acetone

16 15 1.2 362.2 �
236

E. coli Vero cells Chanda et al. (2018)215
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to create a potential wound care material. Researchers used a
PCL–C (1 : 1 (w/w)) solution to develop electrospun matrices.
The insulin-loaded nanoparticles were created using the ionic
gelation procedure and then adhered to the strands. Numerous
dressing characteristics were examined, including surface wett-
ability, water vapor permeability, blood compatibility, and
mechanical qualities. They employed a full-thickness excisional
wound model to evaluate the in vivo healing potential of the
dressings. Their findings showed that the manufactured scaffolds
could help treat wounds in clinical settings. According to their
research, adding insulin–chitosan particles improved blood com-
patibility, water absorption, and PCL–C hydrophilicity. Based on
the macroscopic and histological findings, the insulin-containing
dressing performed better than the PCL–C and negative control
groups in wound healing. The advanced nanofiber material had a
beneficial impact on the healing of wounds.194

5.2. Hemostatic dressings

Recently, several hemostatic dressings based on chitosan have
been created. Because of their ability to produce cationic clusters
that can interact with anions on red blood cells, CS nanofibers
have exceptional hemostatic capabilities that may finally limit
blood loss.216 This is accomplished by speeding up platelet and
red blood cell aggregation.217 This technique is also successful
even in individuals with coagulation abnormalities. It is inde-
pendent of the patient’s clotting system. By electrospinning, Ren
and colleagues created a medicinal dressing made of silk fibroin,
chitosan, and halloysite nanotubes.218 Electrospun CS composite
membranes also demonstrated better blood coagulation rates,
improved tensile properties, and antibacterial activity, all of
which suggest their potential value as a medical dressing. An
anti-fibrinolytic medication known as tranexamic acid (TXA) is
often used in trauma surgery and has been found to improve
wound healing.219

Sasmal and colleagues created TXA-loaded CS–PVA electro-
spun nanofibers for hemorrhage control applications. The
findings support the function of chitosan in hemostasis by
showing that the entire blood-clotting duration of pure CS–PVA
nanofibrous membranes reduced from 210 � 10 s to 167 � 6 s
with an increasing amount of CS. Additionally, clotting time and
plasma recalcification time were dramatically shortened when
TXA was added to CS nanofibers, demonstrating the enormous
potential of TXA-loaded CS nanofibers for managing civil and
military hemostasis. Additionally, Leonhardt and colleagues
observed the development of nanostructures in chitosan mats
by assembling CS inside a hydrogel carrier template produced
from cyclodextrin by proton exchange and complexation. The
assembled CS was highly entangled with 9.2 � 3.7 nm nanofiber
diameters and a macroscopic shape resembling a honeycomb.
Compared to commercially available absorbable hemostatic
dressings, the CS-based composite hydrogels result in signifi-
cantly less blood loss and faster time to hemostasis.

5.3. Thrombolytic potential

A blood clot, also known as a thrombus, can develop within the
body’s vascular system and obstruct the flow of blood vessels.

Thrombosis is a prevalent underlying pathology that can lead to
severe cardiovascular disorders, including myocardial infarction,
ischemic stroke, and venous thromboembolism, which can be
life-threatening. Thrombotic occlusions of blood vessels can
significantly contribute to high morbidity and mortality rates.
The main thrombolytic drugs, such as urokinase and streptoki-
nase, have certain limitations that restrict their clinical usage.
These limitations include a lack of targeting, severe side effects,
and a short half-life.220 Nano-drug delivery systems are expected to
resolve such problems, and researchers have investigated several
methods, such as biological and physical-responsive systems.
Nanofibers were created using electrospinning to encapsulate
biomolecules, demonstrating their antithrombotic properties.
Chitosan is a hydrophilic polysaccharide with cationic properties
that is obtained from chitin. It can create polyelectrolyte com-
plexes when combined with molecules with a negative charge.221

Chitosan nanoparticles were created through self-assembly
by using ionic crosslinking with sodium tripolyphosphate. These
nanoparticles had a size of 236 nm and were loaded with
urokinase, achieving an encapsulation efficiency of 95%.222 The
efficacy of intravenous injections and catheter-driven drug deliv-
ery was evaluated in thrombin-induced rabbit venous thrombosis.
The results showed that catheter-driven drug delivery had super-
ior thrombolytic efficacy to free urokinase. Liao et al. covalently
grafted cRGD onto – N,N,N-trimethyl chitosan (TMC), the quater-
nized chitosan derivative. This targeted GPIIb and IIIa receptors,
as TMC has superior solubility and elevated charge density. The
cRGD-LK-NPs were created by combining lumbrokinase (LK) with
sodium tripolyphosphate through ionic gelation. These nano-
particles significantly enhanced thrombolysis in clot-occluded
tubes and a FeCl3 rat carotid artery model when administered
at 90 000 U kg�1 of LK. We evaluated the antithrombotic proper-
ties of the nanofibrous scaffolds by measuring the activated
partial thromboplastin times (APTT) before and after hepariniza-
tion to determine the clotting time.223 The APTT values of the
uniform CS/PCL were 29.7 � 4.5 s, and the APTT values of the
gradient CS/PCL were 36.7 � 3.2 s before heparinization. During
the standard test period, the APTT values of heparinized gradient
CS/PCL and uniform CS/PCL were longer than 180 seconds.
The results indicate that heparinization significantly improved
the anticoagulation of the nanofibrous scaffolds.224 Chitosan can
undergo chemical modifications resulting in soluble derivatives,
expanding its potential applications. Chitosan’s acylated deriva-
tives exhibit solubility in chloroform, benzene, and tetrahydro-
furan (THF). As the concentration of H-chitosan increases, the
average diameter of ultrathin fibers obtained from chloroform
increased. H-Chitosan is a highly intriguing derivative of chitosan
that holds great potential for utilization in various biomedical
applications due to its resistance to hydrolysis by the lysosome
and its anti-thrombogenic properties.225

5.4. Bone regeneration

The vast, rigid connective tissue called bone provides the body’s
structural integrity and support for many internal organs.226

One of the biggest problems brought on by infections and
trauma is regarded as defects in giant bones; still, researchers
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must resolve restrictions and downsides in bone tissue engi-
neering despite many attempts, including those using bone
grafts and implants. Bone tissue engineering has been touted as
a potential replacement for conventional treatments throughout
the last several decades. A good scaffold design that can control
bone healing and replicate the function of the ECM in bone
tissue is one of the essential components of bone tissue engi-
neering (Table 4). So, scaffolds should be made from biodegrad-
able and biocompatible materials with the proper porosity, pore
size, mechanical properties, and osteoconductivity.227 In situ,
coprecipitation synthesis and electrospinning were used by
Zhang et al. to construct a biomimetic nanocomposite nanofiber
of hydroxyapatite and chitosan (HAp–CS). Coprecipitation cre-
ated a HAp–CS nanocomposite with spindle-shaped HAp nano-
particles evenly dispersed throughout the chitosan matrix.
Researchers have developed continuous HAp–CS nanofibers,
and the HAp nanoparticles were integrated into the electrospun
nanofibers by utilizing a tiny quantity of ultra-high molecular
weight PEO as a fiber-formation aiding additive. Human fetal
osteoblast cells were cultured in vitro for up to 15 days. It was
shown that adding HAp nanoparticles to chitosan electrospun
nanofibers significantly increased bone formation compared to
pure electrospun scaffolds.228 Throughout a reductive alkylation
procedure, Nourmohammadi et al. mixed chitosan with varying
quantities of oxidized starch. Then, chopped calcium phosphate-
coated polycaprolactone nanomaterials are introduced to the
chitosan-starch composite scaffolds to acquire bioactivity and
replicate the bone ECM structure.

According to SEM findings, each platform exhibited a solidly
linked, porous structure. The median pore size, porosity, and
water permeability of the composite scaffolds rose with greater
starch incorporation, whereas the trend for stiffness and com-
pressive modulus was the reverse. It was discovered via the
cultivation of osteoblast-like cells (MG63) upon these scaffolds
that a more excellent starch content increased cell viability. In
addition, the cells covered the platforms in a single layer by
spreading and adhering well. The standard cholesterol-lowering
drug simvastatin has demonstrated a promising capacity for bone
repair. Ghadri et al.229,230 examined simvastatin-loaded chitosan

(CS) nanofibrous membranes for the guided regeneration of
bones and their ability to promote bone growth in rat calvarial
defects. Using an electrospinning process, they created nanofi-
brous CS membranes with a random fiber orientation and then
put simvastatin into them in a sterile environment. An implanted
membrane covered a critical-sized calvarial deficiency with an
8 mm diameter. Simvastatin-loaded CS membranes were utilized
as the experimental material, and two groups were employed as
controls (non-loaded CS membranes).

Using micro-computed tomography (micro-CT), researchers
looked at the growth of bone from a histological point of view at
4 and 8 weeks. Both groups had excellent biocompatibility
throughout the healing period, with only a mild to moderate
inflammatory response. The histology and micro-CT analysis
findings demonstrated that the reference and experimental
membranes formed bone in calvarial lesions as early as
4 weeks.

At 8 weeks, the histology findings in both groups revealed
newly created bone bridges, consolidating calvarial deficien-
cies, and partial radiographic defect coverage. As a protective
barrier for guided bone healing applications, biodegradable CS
nanofibrous membranes containing simvastatin displayed a
high regenerative ability. Due to these membranes’ large sur-
face area, nanofibers could be used to distribute biological
mediators to specific regions. The surgical method known as
guided bone regeneration (GBR) is routinely used to improve
the alveolar bone abnormalities typically seen in patients who
are missing teeth.

Various non-resorbable and resorbable barrier membranes
are employed in GBR treatments to stop soft tissue infiltration
and promote the creation of skeletal tissue.230 The stability and
characteristics of surface butyrylated chitosan (BCS) nanofiber
membranes have recently been enhanced by Wu et al., explod-
ing their potential in GBR. Compared to unmodified fibers in
aqueous conditions, the produced (BCS) membranes demon-
strated an overall degree of substitution of 1.61, an average
diameter of 99.3 nm, a 75% reduction in swelling, and a
doubling in suture pull-out strengths. Researchers discovered
the BCS nanofiber membranes to be cell occlusive and enhance

Table 4 Chitosan electrospun nanofibers for bone regeneration applications

Nanofiber materials
Electro
spinning Solvents

Electrospinning
setting

Diameter
(nm)

Biocompatibility
(target cell line) Ref.kV cm mL h�1

Simvastatin-loaded CS
nanofibers

Single
nozzle

TFA: methylene
chloride

25 15 20 mL min�1 24.79 � 10.72 Rodent calvarial defects Ghadri et al. (2018)230

Poly(glycerol sebacate)/PCL/CS Single
nozzle

Chloroform 18 16 1 605 � 121 Human fetal osteoblasts
(hFOB)

Rad et al. (2017)233

Methanol
PCL/carboxymethyl CS Single

nozzle
Acetic acid 18–

30
16–
20

0.1–0.7 356 Human osteoblast cells
(MG63)

Sharifi et al. (2018)234

Formic acid
PCL nanofibers-CS-oxidized
starch

Single
nozzle

Acetic acid 11 10 0.4 545 Human osteoblast-like
cells, MG63

Nourmohammadi
et al. (2016)227Formic acid

CS/PLA nanofibers Emulsion Chloroform 17 15 0.012 mL
min�1

200 TLR4 of human period-
ontal ligament cells

Shen et al. (2018)176

Hydroxyapatite-hybridized CS/
chitin whisker bio nanofibers

Single
nozzle

Deionized water 18 15 0.05 550 Osteoblast cells Pangon et al.
(2016)235

Butyrylated CS nanofiber Single
nozzle

TFA 25 15 1.2 99.3 � 33.7 NIH 3T3 Wu et al. (2017)231
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fibroblasts’ adhesion and growth in vitro. The BCS nanofiber
membranes were found to have a significantly better protective
barrier than commercially available collagen membranes
in vivo, with little soft tissue permeation through the mem-
branes, and to dramatically accelerate bone regeneration in a
rat calvarial critical-size abnormality over a 12 week healing
period. They discovered that BCS nanofibers had enhanced
stability in an aquatic medium with less swelling, better fiber
shape, and stable mechanical characteristics than unmodified
CS nanofibers.231 Jin et al. created a bioactive calcium phos-
phate–chitosan (CaP CS/Ag) membrane loaded with silver ions.
Nanofibers mimicked the extracellular matrix structure of the
produced fibrous membranes. The addition of CaP consider-
ably improved the membranes’ capacity for mineralization.
Staphylococcus mutans could not adhere to and develop on
CaP–CS/Ag membranes due to a sustained release of silver
ions. Cell adhesion and MTT test findings demonstrated that
bone marrow stromal cells were compatible with CaP–CS/Ag
membranes. CaP–CS/Ag nanofibrous membranes created using
electrospinning have a lot of promise for application in directed
bone tissue regeneration.232

5.5. Vascular tissue engineering

The most significant cause of mortality and disability globally is
cardiovascular disease. Implanting conduits is the standard
method of treating cardiovascular problems.236,237 Graft materials
often employed include artificial grafts, allografts, autologous
tissues, and xenografts. These materials might, however, result
in issues, including thrombogenicity and infection. A different
approach to treating cardiovascular disorders is provided by
vascular tissue engineering. Numerous research teams have
looked at employing vascular growth factors to treat cardiovascu-
lar disease.238–242 By combining biodegradable scaffolds with
autologous cells, vascular tissue engineering aims to create
vascular building materials identical to the natural vessel.243,244

The scaffolding materials should assist the attachment and
growth of the cells and be biodegradable, biocompatible, and
non-immunogenic.245–247 In recent years, vascular tissue engineer-
ing has extensively used nanostructured scaffold materials
made by electrospinning.248,249 For use in vascular tissue engi-
neering, synthetic polymers and biopolymers such as PGA,
PLA, PCL, collagen, silk, and chitosan in the form of nanoparticles

have been studied (Table 5).250–253 Electrospun chitosan-based
nanofibers were used as scaffolds in vascular tissue
engineering.254 To avoid thrombosis, the researchers created
a 3D gradient heparinized chitosan and poly-3-caprolactone
(CS–PCL) nanofibrous platform with VEGF. After 72 hours of
growth, human umbilical vein endothelial cells (HUVECs) pro-
duced a significant amount of F-actin, indicating that actin lanes
had developed in the networks and around the perimeter of
each cell. Additionally, compared to homogeneous scaffolds, the
lumen surface of gradient scaffolds showed higher levels of von
Willebrand factor (vWF) expression from HUVECs. Gradient CS–
PCL, therefore, promoted HUVEC proliferation and triggered
quick endothelialization. Additionally, compared to the uniform
CS–PCL scaffold, the release behavior of VEGF from the gradient
CS–PCL scaffold was much steadier and more continuous.

5.6. Neural tissue engineering

The peripheral and central nervous systems are both parts of the
nervous system.255 The patients experience pain from injuries or
neurological systems.256 Due to the nervous system’s low capacity
for regeneration, therapy is complicated. Autologous, allogeneic,
xenogeneic, and other treatments may result in issues such as
immunological rejection and disease transmission.257,258 New
methods for brain regeneration are made possible by develop-
ments in neural tissue engineering.259 A biodegradable and
biocompatible scaffold with excellent porosity and proper
mechanical strength is needed in neural tissue engineering to
enable brain regeneration. Researchers used self-assembled and
electrospun nanofibrous materials in neural regeneration because
they might help neurites and axons grow back.260–262 Chitosan
nanoparticles have been created recently to provide new oppor-
tunities for creating scaffolds in regenerative brain medicine and
tissue engineering (Table 5).263,264 Chitosan and poly-3-
caprolactone (CS–PCL) platforms were made, and their potential
for application in nerve regeneration was examined by Cooper
et al.265 Pictures were taken using a scanning electron microscope
show aligned nanobeads with an average diameter of 408 nm and
randomly oriented nanobeads with an average diameter of
405 nm. To investigate the possible use of CS–PCL nanoparticles
in nerve regeneration, researchers chose neuron-like PC-12 cells.
After being grown for 7 days, the PC-12 cells adhered effectively to
randomly distributed and aligned CS–PCL nanoparticles. In

Table 5 Challenges and possible solutions

S. no. Challenges Possible solutions

1 Complex tissue engineering 3D printing can construct complex organ structures
2 Impact the dimensions and shape 3D printing techniques can overcome these difficulties
3 Chitosan antimicrobials nanofibrous dressings Preclinical and clinical investigations needed
4 Completely degraded during wound healing It needs ultra-fine tuning of molecular weight and fiber diameter
5 Strong antibacterial, antioxidant, and anti-inflammatory

characteristics required
More detailed research and fundamental steps need to be undertaken

6 Improve cell infiltration Multiple-layer membranes are an effective solution
7 Reconstructing multi-layered structures is difficult Skin replacement should mimic tissue layers’ thickness and structure
8 ROS delay in wound healing Membrane-loaded cerium oxide NPs and enzyme mimetic particles are useful
9 A rigid membrane to the wound would be difficult On wounds, bioactive chitosan electrospinning is effective
10 Lose functionality due to temperature, moisture, or pH It needs fiber shape and chemical configuration control
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contrast to arbitrarily oriented nanofibers, the cells on the aligned
CS–PCL nanofibers exhibited parallel proliferation along the
nanofiber direction and longer neurites similar to the nanofibers.
Additionally, PC-12 cells were used to assess the expression of
genes for b-tubulin and neurofilament�200 (NF-200) on nano-
particles. On aligned and randomly distributed nanofibers, PC-12
cells produced about the exact amounts of NF200, indicating that
the cells differentiated well there. PC-12 cells expressed almost
three times as much b-tubulin on aligned nanofibers as on
randomly oriented nanofibers, which showed that their neurites
were longer.

Additionally, chitosan nanofibers were created utilizing deacety-
lation and self-assembly methods.266 Poly-D-lysine (PDL) was com-
bined with chitosan nanoparticles with 4 nm and 12 nm diameters
to test the capacity to promote cell attachment, neurite coverage,
and survival. According to the findings, neurons grown on 4 nm
chitosan nanofiber scaffolds demonstrated substantial neurite
extension and arborization since day 3 compared to day 1. Still,
no additional neurite elaboration was seen on the 12 nm nanofiber
surface. After 7 days of culture, 37.9% of the neurons on the 4 nm
chitosan nanoparticles with PDL were still alive, while only 13.5%
were alive on the conventional PDL surfaces, showing that neurons
significantly improve the long-term viability of the cells.

5.7. Cosmeceuticals

Recent developments in nanomaterials and biotechnology have
made chitosan and its derivatives one of the natural materials
of interest for application in cosmeceuticals. Due to their
potential anti-aging properties, these substances may serve as
nanocarriers for active ingredients in personal care and cos-
metic products or as agents for maintaining oral hygiene.267,268

Chitosan’s inherent antioxidant activity is advantageous for
skincare products.269 The antioxidative carboxylation of chito-
san stops the activity of matrix metalloproteinases (MMPs),
which break down the collagen matrix of connective tissues and
protect against reactive oxygen species (ROS), damaging tissues
during radiation therapy, sunburn, and other types of biological
stress.270 Chitosan nanoparticles and microparticles are now
often used in oral care products like toothpaste and mouthwash
because they kill bacteria very well, especially S. mutans, which is
a significant cause of tooth decay.271,272 Chitosan and its deri-
vatives may also interact with keratin to generate elastic and
durable films that shield against wear and injury on individual
hair strands, improving the look and conditioning of hair.273

While chitosan derivatives have been used as cutting-edge
materials in producing various cosmeceutical goods; chitosan
nanofibers are only used in a small number of these items.
To the authors’ knowledge, a chitin nanofibril mask intended to
be used as a facial dressing for medicinal reasons is the only
cosmetic item reported to use these nanofibers.

The nano/micropores in this product enable bioactive sub-
stances to pass through the dressing while preventing microbes
and contaminants from getting to the skin’s healing tissues.274

This mask is said to be fashioned from a thin, flexible,
transparent film that is cast. Chitosan derivatives and nano-
fibrous chitosan may be utilized to create dressing scaffolds

with specific antioxidant and antibacterial characteristics. By
electrospinning or blow spinning, researchers can create skin-
friendly dressing filters based on those nanofiber membranes,
producing a functionalized nanofiber layer for tissue regeneration,
skin therapy, and other cosmeceutical applications. These filters
generally contain preservatives, drugs, and active healing agents.

5.8. Biosensors

Electrospun nanofiber materials have recently received a great
deal of attention for their potential use in biosensors due to the
high specific surface area, polymer diversity, flexible 3D porous
structures of nanofiber materials, including fiber diameter,
product thickness, porosity, and pore size, controllable perfor-
mance, and process simplicity. Nanofiber-based biosensors are
superior to conventional biosensors because they are very
responsive, susceptible, capable of detecting a wide range of
objects, and more affordable. Additionally, biopolymer-based
or doped electrospun materials are biocompatible. For the
immobilisation of enzymes, a nanofibrous CS-PVA membrane
was constructed.275 The benefits of this chitosan nanofibrous
membrane for lipase immobilization include high enzyme
loading of up to 63.6 mg g�1 and activity retention of 49.8%.

Researchers improved immobilized lipase’s stability toward
pH, temperature, reuse, and storage. These findings suggest that
the exceptional biocompatibility of the CS nanofibrous mem-
branes makes them a good support for enzyme immobilization.
Applications for biosensors may leverage this technology.

5.9. Filtration

Compared to nanofibers from other synthetic polymers, chitosan-
based ones exhibit the necessary filtering characteristics. They
were employed in various filtration applications, including media
for air filters and water purification systems.276 Desai et al. created
a nanofibrous filter medium by electrospinning chitosan/PEO mix
solutions onto a spun-bonded nonwoven polypropylene substrate.
They showed how to use chitosan-based nanofiber filter media to
efficiently remove contaminated particle media, pathogenic
microorganisms, and heavy metal ions from water and air media.
Researchers have examined the effectiveness of these chitosan-
based filter media’s heavy metal binding, antimicrobial proper-
ties, and physical filtering. These results were associated with
these nanofiber filter media’s surface chemical and physical traits.
The surface chitosan concentration and fiber size significantly
impacted the nanofiber mats’ ability to filter. Nanofibrous filter
media made of chitosan showed hexavalent chromium binding
capabilities of up to 35 mg chromium/g chitosan and a 2–3 log
decrease in E. coli bacteria. The chitosan blend fibers did exhibit a
2–3 log decrease in E. coli after 6 hours of contact time. When
tested using aerosol and PS beads floating in the water, the
nanofibrous filter media’s water and air filtration efficiency
revealed high efficiencies associated with the fibrous media’s size
and shape. These findings demonstrated chitosan nanofiber
filters’ usefulness and utility in commercial settings. Chitosan
electrospun nanofiber mats with a diameter of around B235 nm
were tested in an aqueous solution for their capacity to bind
metals.277
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The chitosan nanofiber mats demonstrated excellent ero-
sion stability in water and a strong adsorption affinity for metal
ions in aqueous solutions after being neutralized with potas-
sium carbonate. The adsorption outcomes of Cu(II) and Pb(II)
closely resemble the Langmuir isotherm, suggesting that the
nanofiber mats’ adsorption process was limited to a monolayer.
The equilibrium adsorption capacities of Cu(II) and Pb(II)
were found to be 485.44 mg g�1 and 263.15 mg g�1, respec-
tively. The published maximum values of chitosan micro-
spheres (80.71 mg g�1)278 and plain chitosan (45.20 mg g�1))
were, respectively, B6 and B11 times lower than the Cu(II)
adsorption results. The electrospun nanofiber mats made of
chitosan exhibit a notable capacity for adsorption, indicating
their potential for effectively filtering and neutralizing hazardous
metal ions and microorganisms. Furthermore, these mats retain
chitosan’s inherent properties, including biocompatibility, non-
antigenicity, bioactivity, hydrophilicity, and non-toxicity.

6. Conclusions

More research is needed to move these materials from the
laboratory to clinical applications. Although researchers have
been able to modify the instrumentation and solution variables
to replicate the structure and morphology of natural tissues,
these processes still require additional characterization, includ-
ing being put through clinical trials, before researchers can use
them confidently in applications for the treatment of medical
diseases. Manufacturers may have even more control over the
final template by using electrospinning and enhancing it
with additives. Additionally, physicians and bioengineers may
tackle unsolved regenerative treatments by tailoring the fibers’
diameters, sizes, morphologies, and orientations to the thera-
peutic application. The destiny of electrospinning of these
composites will be significantly influenced by replicating actual
tissues’ functional and structural characteristics. The prepara-
tion procedures, fiber configurations, material choices, target
applications, and spinning method choices are all aspects of
electrospinning that should be considered. The materials and
fiber geometries have significantly expanded in variety due to
the fast advancement of electrospinning, and their biological
applications are also increasing. Researchers developed this
technology to create fibrous constructions with topographical
clues to cell alignment orientation.

Electrospinning in conjunction with 3D printing technology
will enable the creation of complex organ structures, even
though neuronal and vascular architecture and many hetero-
geneous cells present significant problems in intricate bio-
engineering and organ models. Future research should focus
on developing 3D scaffolds combined with growth factors,
high viability cells, and enhanced infiltration. Therefore, a
new era of tissue and organ rejuvenation will be ushered in by
ongoing research and development as well as the creation of
cutting-edge electrospinning technologies. The current review
reveals a lot of scientific data available to support the essential
characteristics and biocompatibility of chitosan electrospun

composite biomaterials for various purposes in tissue engineer-
ing and regenerative medicine. Several biocompatible and bio-
degradable synthetic materials might be directly electrospun
into nanofibers for application in tissue engineering via
electrospinning.

7. Future perspective

The creation of multicomponent, multifunctional nanofiber
systems based on chitosan has recently made great strides.
It is currently a regular practice to functionalize these fibers
with different bioactive medications, targeted therapies, and
conductive or magnetic components to further enhance and
fine-tune the capabilities of chitosan and its derivatives. Even
though these technologies are already accessible, difficulties
still exist since incorporating materials might cause applica-
tions to lose functionality if the processing environment’s
temperature, moisture, or pH is sensitive to them. Therefore,
chitosan-based fibers still need to be developed and tested for
enhanced functionality as commercial items used in everyday
life and medical devices. It is yet to be discovered how these
fiber materials’ physical qualities and biological traits relate to
one another on all scales. Advanced nanofiber configurations,
such as core–sheath nanofibers, aligned nanofibers, and gra-
dient nanofibers, exhibit various mechanical and biological
characteristics, for instance. Controlling the physical shapes
and chemical configurations of these fibers is required to
design advanced materials with excellent nanoscale properties,
such as controlled-release capabilities, the guiding of cell
migration and adhesion conductivity and magnetism for bio-
medical purposes, improved strength and elasticity, and possi-
bly nanoscale self-assembly and self-disassembly for injectable
biomedical remedies and perpetual sustainment. Additional
post-spinning processes may help enhance fiber adhesion,
resulting in better textiles for applications such as intelligent
apparel, food packaging, and biomedical applications. Each
surface modification technique has the potential to lead to the
creation of fibrous scaffolds with many functions. Further
consideration is necessary because chitosan-based products
are biodegradable.

The degradation of chitosan-based fibrous materials may be
adjusted since the degradation profile is directly connected to
the polymer’s specific chemical composition and the fibers’
hierarchical architecture. This feature offers considerable
potential for sustainable food, cosmeceutical, and medicinal
uses, mainly if it can be regulated and activated. Tissue engi-
neering is a significant area where chitosan-based nanofibers
will be used. For the treatment of wounds and as replacements
for tissue grafts, materials scientists are developing ever-more
sophisticated materials. Although fiber spinning is undoubtedly
a flexible method for producing sub-micron fibers, it still has
drawbacks, such as the issues with repeatability brought on by
the massive number of regulated factors that ultimately affect
the dimensions and shape of the desired result. We will likely
see a shift from the use of collagen fibers for medical use in favor

Materials Advances Review

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

3 
Ju

ly
 2

02
3.

 D
ow

nl
oa

de
d 

on
 1

1/
10

/2
02

5 
10

:0
0:

27
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d3ma00010a


© 2023 The Author(s). Published by the Royal Society of Chemistry Mater. Adv., 2023, 4, 3114–3139 |  3133

of more sustainable biomaterials like chitosan because of
increased regulatory restrictions, particularly in Europe, the
European Tissue and Cells Directive, and the new Medical Device
Regulation MDR. Multidimensional chitosan-based materials
with structures that resemble specific characteristics of actual
tissues might be created with a combination of cutting-edge
fabrication techniques such as sub-micron fiber spinning and
3D printing techniques. These materials have shown exceptional
biological features in addition to having great compressive
strength, viscoelastic capabilities, and the ability for sustained
release and resorption.

These characteristics make chitosan-based materials
appropriate as a starting point for creating the newest class
of intelligent materials for use in tissue engineering.
Although chitosan-based micro- and nanofibers have suc-
cessfully scaled up and entered several clinical studies,
problems with the large-scale manufacturing of sub-micron
chitosan fibers remain. Commercially successful in the med-
ical sector, sub-micron chitosan fibers must overcome diffi-
culties such as homogeneity of raw resources, repeatability,

regulatory barriers, and manufacturing expense. Table 5
demonstrates challenges and possible solutions for future
work. Fig. 8 illustrates the application of electrospun nano-
fibers in various fields.
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