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MXene and their integrated composite-based
acetone sensors for monitoring of diabetes

Monu Gupta, Arpit Verma, Priyanka Chaudhary and B. C. Yadav *

For present-day technological advancements, the MXene family is a highly investigated material in the family

of van der Waals heterostructures. MXenes possess exceptional physical, optical, electrical, and electronic

properties. Herein, their vast electroactive surfaces, MXene-based sensors and their integration with other

materials for enhanced sensing performance are discussed. The challenges and future directions of MXene-

based VOCs sensors are also considered. This review emphasizes the potential of MXene in addressing

environmental and health-related concerns, particularly in acetone sensing. Acetone, a volatile organic

compound (VOC), is dangerous due to its explosiveness and toxicity, causing various health issues. Detecting

acetone gas has medical and environmental applications, including diabetes diagnosis and environmental

monitoring. This review aims to analyze recent advancements in chemiresistive sensors for acetone gas

detection using MXene and MXene composite materials, discussing the synthesis methods, characterization,

response and recovery time, and sensing mechanisms to achieve further improvements in sensor

performance. The average amount of acetone detected in the breath of healthy people is less than 1 ppm

(0.3–0.9 ppm), but it increases to 2.2 and 1.7 ppm in type 1 and type 2 diabetic patients, respectively. As a

result, the ability to recognize acetone concentrations at levels sub-ppm, or even at ppb levels, is crucial for

the early detection of diabetes. Nowadays, breath analysis has attracted much attention as a potentially

powerful tool for studying medical diagnosis diseases due to its noninvasive nature and real-time monitoring

ability. In VOCs, acetone is considered to be an important breath biomarker for diabetes.

1. Introduction

MXene and its associated nanocomposites cover a wide range
of uses, including energy storage, biomedicine, and photocata-
lysis, and are not solely concentrated on gas sensing.1 Because
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of their exceptional physical, optical, electrical, and electronic
properties, as well as their vast electroactive surfaces, MXene is a
rapidly increasing family of novel materials in the post-graphene
period.2 The recently discovered carbides and nitrides have
gained popularity and significant interest for gas sensing appli-
cations because of their outstanding chemistry and physical
properties.3 MXene features enormous surface areas, high
surface-to-volume ratio, and different electronic structures with
atomically thin layers due to their chemical and physical struc-
ture, which cannot be obtained with normal bulk structures.4 The
development of high-performance gas-sensing materials has
drawn a lot of attention recently in comparison to conventional
metal oxide-based gas sensors (MOS). A thorough review of the
work on nanostructured gas sensors for VOC detection was
previously presented by Mirzaei et al.5 They addressed other
VOC gas sensors in their review paper, although acetone received
less focus. A review paper on room-temperature chemiresistive
gas sensors by Joshi et al.6 solely concentrated on room-
temperature gas sensors, and covered other types of gases besides
acetone. A solid and complete review on acetone gas sensors,
which reviewed nearly all forms of gas sensors, was published by
Alizadeh et al.7 However, the review did not address metal oxide
gas sensors specifically, and did not include a study that Masikini
et al.8 just released on the use of metal oxides to identify acetone
in breath. Due to their numerous active sites, metallic conductivity,
varied surface chemistry, and outstanding durability, MXene is
preferred for gas sensing applications.9 Given the substantial
amount of research performed on them, MXene-based sensors

may be one of the likely future materials for gas sensing in this
context. The focused characteristics of MXene, such as their high
flexibility, facile solution processability, and ease of functionaliza-
tion, make it possible to combine them with other nanomaterials
to create composites, opening up a new field of study for enhanced
sensing performances.10

Toxins abound in the environment, endangering both
humans and the environment. Every year, around 3.8 million
people are killed by a variety of fatal illnesses caused by air
pollution.11 Additionally, according to the World Health Orga-
nization (WHO), these air pollutants harm the human nervous,
immune, and respiratory systems, making people more vulner-
able to risky diseases such as coronavirus disease (COVID-19),
lung cancer, Chronic Obstructive Pulmonary Disease (COPD),
ischemic heart disease, and stroke. Gas/vapor sensor devices
are still used today to determine the concentrations of poiso-
nous and non-toxic gases and to compute their amounts.12 As
industry and daily activities increase, along with the burning of
fossil fuels, harmful gases and volatile organic compounds
(VOCs) are emitted into the environment.13 These VOCs and
hazardous gases are poisonous to living things, including
people and pets, when inhaled. Furthermore, the threats to
our biosphere and other living beings are a concern. Among the
several VOCs, acetone vapor is hazardous and possesses major
human health problems.14 At 300–500 parts per million (ppm),
the potential effects of acetone vaporing in adults are nausea
and irritation to body parts.15 When a person has diabetes,
either their body cannot produce enough insulin or they cannot
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use it efficiently. Typically, insulin works to metabolize blood
glucose so that it may enter cells and produce energy. If the
body is unable to obtain enough energy from glucose, it begins
to burn fat as fuel.16 Ketones are byproducts that are produced
when fat is broken down for energy. Actually, acetone is a kind
of ketone that the body produces as it breaks down fat for
energy. Diabetics’ bodies may produce a high level of ketones,
resulting in diabetic ketoacidosis (DKA). DKA is a critical
diabetes complication that can be dangerous for diabetic
people. The presence of acetone in the breath implies that
the body is producing a sufficient number of ketones, the
acetone levels in a diabetic’s breath can be used to determine
their risk of DKA. A high quantity of acetone in the breath
indicates that the body is creating a large quantity of ketones.
So, acetone levels in the breath should be checked on a regular
basis, and maintained within a diabetic’s safe zone by medical
therapy.17 Diabetes mellitus is currently one of the top causes
of death, with 0.451 billion diabetics globally in 2017 and a
predicted increase to 0.693 billion by 2045. There are 200
different substances that have been identified in human
breath, including the biomarker for diabetes known as
acetone.18,19 VOC and acetone sensors are gaining prominence
because of their potential applications in health monitoring
and self-monitoring. Because acetone is a specific biomarker
for diabetes, its presence in human breath has been identified
as an important indicator of the disease.20 The average amount
of acetone in the breath of healthy people is less than 1 ppm
(0.3–0.9 ppm), but it increases to 2.2 and 1.7 ppm in type 1 and
type 2 diabetic patients, respectively. As a result, recognizing
acetone concentrations at less than 1 ppm, even at ppb levels, is
crucial for detecting diabetes early.21,22 Thus, the early detec-
tion of acetone is crucial in a range of disciplines, including
indoor air quality monitoring, medical diagnostics, and the
industrial sector, to reduce health risks.23 As a result, it has
become increasingly crucial in recent years to create high-
performance gas monitoring sensors that can recognize minus-
cule amounts of acetone. Standardized techniques including
high-performance liquid chromatography, proton transfer reac-
tion mass spectrometry, and gas chromatography–mass spectro-
metry (GC-MS) can be used to determine the concentration of
VOCs. These instruments cannot be used in portable healthcare
applications since they are complex, challenging to use, and need
time-consuming procedures to analyze the target gases.24

Due to their ease of fabrication, low cost, and high respon-
siveness, chemiresistive gas sensing materials have been used
for a few years in the detection of several hazardous VOCs.
Operation at high temperatures uses more energy, reduces the
stability and longevity of the sensor, and puts the environment
at risk of fire.25 The primary responsibility of every sensor is to
provide information about a variable that is essential to the
operation. Every measuring device needs at least one sensing
element. Another element found in the majority of measure-
ment technique is the transducer.26 The various types of gas
sensors include chemiresistive, electrochemical, and infrared
ones. With their superior accuracy, ease of use, and relative
inexpensiveness, the chemiresistive sensors have received more

attention than the other types.27 The chemiresistive gas sensor
detects gas by adjusting the sensor’s electrical resistance, which
is dependent on the sensing materials and the target gas, via a
chemical process that occurs when the target gases come into
direct contact with the sensing element.28,29 This explains why
chemical sensors have so many applications, especially in the
medical field, where they are employed in portable healthcare
monitoring systems.30

One of the most pressing issues in the realm of gas detection
is the development of high-performance sensing materials at
room temperature (RT).31 Traditional techniques for detecting
various VOCs have good sensitivity and accuracy. However, these
techniques require large, intricate, costly, and time-consuming
equipment, and necessitate the use of professional gas monitor-
ing tools. As a result, small, transportable, and fast dynamic
acetone detection instruments are needed.32 When the target
gases are present, electrical gas sensors can create an electrical
signal. A useful gas sensor must have high sensitivity, selectivity,
speed, stability, and affordability, as well as low cost and little
power usage.33 Gas sensors should also have a high signal-to-
noise ratio (S/N), which evaluates the relative strength of the gas
signal over the noise intensity. It is possible to assess the
electrical noise of gas sensors by keeping an eye on the average
resistance fluctuation before injecting the target gas.34 A high
electrical conductivity can typically create a low noise level. For
calculating the limit of detection (LOD), at least three parameters
among the five described above are required. N stands for the
root mean square noise, and S is defined as average signal.35

In this review, we concentrated on the most recent develop-
ments in the study of bare MXene and its integrated nanocom-
posites for the detection of volatile organic compounds (VOCs).
A road plan for commercializing MXene-based sensors is
provided in this critical study, along with a thorough summary
of current developments in sensor technology. Chemical, bio-
logical, and physical sensors are the three main classifications
of the current sensors exhibited in Fig. 1.36 Depending on
whether a sensor uses an electrical, electrochemical, structural,
or optical detecting mechanism, the four main ways that
sensors function in each category are then divided into a variety
of subcategories.37 The most effective structural and electrical
tactics for enhancing the performance of each category are
provided. Finally, problems that prevent the commercialization
of MXene-based sensors are examined, and many innovations
for making MXene-based sensors readily available on a com-
mercial scale are proposed. The production, properties, and
uses of MXene in gas sensing devices are covered in this paper,
along with information on their structural characteristics.

2. Classification of 2D materials

Owing to their morphology, high surface-to-volume ratio, and
structural properties, 2D materials are applicable for gas
sensing39 because of their tunable chemistry, larger specific
surface area, and fabrication techniques, 2D sensing nanoma-
terials have also been extensively studied in terms of the three S
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parameters (selectivity, sensitivity, and stability) and five essential
R parameters (room temperature operation, repeatability, repro-
ducibility, range of detection, response and recovery time).40

Single-layer 2D materials with minimal or no interlayers have
highly fascinating electrical properties that distinguish them from
monolayers.41 Fig. 2 shows many kinds of 2D materials, such as
graphene, including Xenes, Xanes, Fluro-Xenes, Transition Metal
Dichalcogenides (TMDCs), Sheet Moulding Compounds (SMCs),
MXenes, and other 2D materials. These 2D materials are moder-
ately fascinating to researchers owing to their physical and
chemical properties, which vary from those of 2D bulk
materials.42,43 In these 2D materials, free charges do not move
in one dimension, but move in the other spatial dimension. This

feature of the 2D materials made it exceptional from other
available bulk materials.44 Additionally, 2D materials have a wide
variety of elemental compositions that improve their insulating,
semiconducting, spanning metallic characteristics, and fine-
tuning can improve their electrical properties, which are good
for gas sensing.45 Ultra-thin 2D layered materials are famous for
their unique chemical, physical, and electrical properties. This is
why these materials are acceptable for energy storage, electronic
application, and catalysis.46 For room temperature gas sensing, the
use of 2D materials is promising owing to their morphology and
electrical properties.45 These materials could be used in photo-
catalysts, field effect transistors, photovoltaics, composite materi-
als, biosensors, photosensors and other applications.47 Due to

Fig. 1 Schematic diagram of MXene. Reprinted with permission from ref. 38. Copyright 2022, American Chemical Society Omega.

Fig. 2 A schematic illustration of 2D nanomaterials with their properties and application. Reprinted with permission from ref. 48. Copyright 2022
iScience.
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their associated difficult synthesis processes, rough surface func-
tionalization, and low selectivity, the 2D materials cannot be
employed to produce sensing signals at the commercial level.

3. MXene: structures and properties

MXene has been accepted as a highly developed biosensing
podium due to its excellent metallic conductivity, good biocompat-
ibility, large surface volume ratio, and ease of functionalization.49

It has already achieved much attention in the research field of
electronics, sensors, catalysis, and energy.50 MXene use in the
biomedical sector has become a popular subject of research in the
last two years, with studies on photothermal therapy for cancer,
biosensors, neural electrodes, theragnostic, dialysis, and other
applications.51 In the field of biosensors, Xu and his coauthor
began recommending 2D materials to study neural activity in
2015.52 The MAX phase, as well as other layer nitrides and
carbides, have been the focus of research for the last 10 years,
and novel MXene precursors are now being developed since
2017.53 The modern 2D material MXene is increasingly gaining
acceptance in the realm of gas sensors. MXene, a brand-new
material from the 2D family, was created in 2011 at Drexel
University.54 Shown in Fig. 3, as the forerunner of MXene, the
MAX phase is frequently a sequence of triplex layered compounds,
with M as the transition metal (Ti, Cr, Sc, V, Nb, Ta, Hf, Mo, and
W), and A as an element such as Al or Ga, from group IIIA or IVA in
the periodic table. This MAX phase is utilized as a precursor for the
preparation of MXene.55 MXenes are two-dimensional metal car-
bide, nitride, or carbonitride materials with layered hexagonal
lattice formations with P63/mmc symmetry and the formula
Mn+1XnTx.56 Here, M is a transition metal (13 and 14 group element
from the periodic table), X is a carbide, nitride, or carbonitride,

and Tx is a terminated functional group, such as –O, –F, –OH.57 By
using the appropriate acid solution, such as HF, to etch the
interlayer A atoms, MXene can be produced from the metal-
ceramic MAX phase (Mn+1AXn). In the MAX phase, M–A may be a
covalent, ionic, or metallic bond and M–X may be a pure metallic
bond.58 Hence, at high-temperature, the M–A bond breaks down
into Mn+1Xn, which brings about recrystallization and arrangement
of 2D layered Mn+1Xn, and the MXene sheet is maintained with van
der Waals force and hydrogen bond.59 Recent studies have
revealed a rapid increase in the variety of MXene compositions
that have been synthesized.60 To date, over 30 MXene compounds
have been published, and over a dozen have been surveyed by
using computational methods.61 When two transition metals are
mixed in the MXene structure, this is a characteristic property that
is displayed.62 Transition metals can be arranged in an ordered
structure in a single exfoliated 2D MXene, either by creating
atomic sandwiches of transition metals in the plane (n = 1)
arrangement structure like (Mo2/3Y1/3)2CTx or for planes (n 4 2)
like Mo2TiC2Tx. MXenes were synthesized in 2014 and published
in 2015.63 The research on the MAX phase is exciting due to the
numerous synthesized unique structured 2D carbide phases. The
properties of the novel ordered double transition metal MAX
phases have been studied, along with their magnetic properties.
MXenes have an exclusive combination of properties. Along with
the mechanical properties and electrical properties of the transi-
tion metal nitride/carbide, the functionalization surface of MXene
makes it hydrophilic and prepared to attach with various species.
This facilitates the creation of a durable colloidal solution in water
with extra negative zeta potential and proper adsorption of electro-
magnetic waves. This is why there are a large number of MXene
applications.64

The appeal of MXene stems primarily from the fact that, in
contrast to other 2D materials (like graphene, transition metal

Fig. 3 Chemical elements for the design of the MAX phase and MXene. Adopted with permission from ref. 69. Copyright 2017, American Chemical
Society.
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disulfide, and hexagonal boron nitride sheets) that require
difficult synthesis procedures, folding or re-stacking sheets,
and have limited hydrophilicity, MXene is advanced in all
features.65 When a target gas comes into contact with 2D
materials, the surface adsorption process can also affect the
conductivity of the material.66 However, with MXene, this is not
always the case because the interlayer puffiness can drastically
alter the surface properties. As a result, mechanisms other than
adsorption may be required for gas detection. MXenes have
adaptable surface chemistry, graphene-like morphology, redox
capability with high conductivity, terminated function develop-
ment on the surface, and overall outstanding hydrophilicity,
which make them an ideal candidate for various sensor
devices.67 MXenes are now regarded as versatile gas-sensing
materials, and it was noted that low concentrations of acetone
can be detected at room temperature by utilizing an MXene-
based sensing element.68 The largely undiscovered members of
MXene, which have a unique mixture of properties, open the
door to a diverse array of applications.

3.1 Structure of MXene

The structure of MXene is similar to that of the MAX phase.
However, the M atoms are tightly packed in a group, while the X
atoms are located in octahedral interstitial positions.70 In the
hexagonal closed packed (HCP) configuration of the MXene
structure, M atoms are arranged in M2X in the same manner as
they are arranged in M3C2 and M4C2 in an ABABAB and
ABCABC sequence, respectively.58 The MAX phase has a layered
structure of carbides and nitrides with the formula Mn+1AXn,
where M is a transition metal (groups 3–7 in the periodic table),
A is an element such as Al or Ga, from group IIIA or IVA in the
periodic table, and X is either carbon or nitrogen. MXene is
created when the A layer is eliminated by any etching method.71

With the unstable M–A bond broken in the MAX phase, as
shown in Fig. 4b, the elemental layers can be specifically
eliminated, resulting in MXene with the formula Mn+1XnTx

(n = 1, 2, 3) and Tx as a surface termination functionality. The
most significant change in the MXene structure occurs when
the –O, –F, and –OH functional groups replace the transition

Fig. 4 (a) Configuration of the OH groups: (i) Ti3C2(OH)2, (ii) Ti2C(OH)2, (iii) Ti3C2(OH)2. Adopted with permission from ref. 73. Copyright 2012,
Computational and Theoretical Chemistry, Elsevier. (b) Schematic illustration of the MXene synthesis process from the MAX phase.74 (c) SEM images of
the (i) MAX phase, (ii) Multilayer MXene, and (iii) MXene assembled flakes in a colloidal solution. Adopted with permission from ref. 62. Copyright 2017,
American Chemical Society.
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metal surfaces in the M–X layers as a result of the removal of the
A layer from the MAX phase using fluoride acid, as illustrated in
Fig. 4b and 4c (i and ii). Additionally, these functional groups,
which are indicated by the symbol Tx in the MXene formula
Mn+1XnTx, acquired some inherent flaws, such as atomic vacan-
cies, during the preparation of the MXene flakes.72 A. N. Enyashin
et al.73 used DFT (density functional theory) to determine the
relationship between the properties and structure of MXene. In
Ti3C2Tx, there are three different ways that –OH groups can be
arranged. In configuration I, –OH groups are placed above the
hollow space between the C atoms; in configuration II, –OH
groups are positioned above the C atoms on both sides of layers;
and in configuration III, they are mixed together. The structural
stability of the term –OH configuration was assessed by contrast-
ing their respective DFT energies. Configuration I is the most
stable, whereas configuration II is the least stable because of the
underlying C layers and strong attraction between Tx groups.73 As
a result, it was discovered that configuration I contains the
functional groups –OH and –F. Different terminal groups provide
MXene with a wide range of characteristics.

3.2. Properties of MXene

3.2.1 Tunable band gap. The shape and surface termination
of MXene, which have a significant impact on sensory functions,
may be efficiently controlled by the synthesis process. Micro/nano
morphology, for instance, may be used to modify electrical char-
acteristics when mechanical force is applied. Furthermore, multi-
layer morphology can aid the transport of enzymes for biosensors
and allow for quick diffusion of certain compounds.75 A handful of
the newly discovered semiconducting MXene structures have band
gaps greater than 1 eV, making them potentially useful for the
production, delivery, and storage of renewable energy.76 By exam-
ining the orbital decomposed electronic structures and density of
states (DOS), we can provide information on the characteristics of
semiconductors, such as Mott or charge-transfer insulators, as well

as the primary excitation mechanism.77 The core layer exhibits the
leading N-2p to Ti-3d excitation, and the band margins of the
surface layer exhibit a strong dominance of the M-3d states.78 Layer-
dependent and inter-atomic band edge-produced excitations in the
two selected semiconducting MXene, which are accordingly
charge–transfer semiconductors, permit careful research for novel
optical properties.79 The d states of Hf are the major source of the
Hf2CO2 conduction band. This suggests that the band gap may be
tuned by substituting Ti for Hf since Ti has lower d levels. The
quasiparticle band gap of the semiconductor alloy Hf2�2xTi2xCO2

can be continuously adjusted from 2.45 to 1.15 eV, which is in
line with the estimated quasiparticle band gap of Ti2CO2 of
around 1.15 eV.80 It is anticipated that adding Zr to the alloy
system will lessen the lattice strain while essentially maintain-
ing the same basic gap. MXene synthesis and modification are
quite interesting, particularly in the context of sensors.

3.2.2 Physical properties. The physical properties of MXene
are strongly influenced by their surface terminations. The elastic
stiffness of MXene with –F and –OH terminations is lower than
that of O-terminated MXene, even though MXenes with an O-
termination are anticipated to have exceptionally high stiffness.81

Here, the –O and –OH groups make MXene more stable because
the –F group is replaced with the –OH group. When MXene is
stored in water, –OH groups can also be replaced with –O groups
by high-temperature treatment or metal adsorption method.82

Most importantly, when MXene comes into contact with Al, Mg,
Ca, or other metals, it can stimulate the breakdown of the –O
groups into true MXene. The highest Young’s modulus of MXene
for a solution-processed 2D system is 330 GPa. Theoretically,
MXene with lighter M elements and fewer layers (n = 1) is
projected to have greater elastic moduli.82 MXenes have a sig-
nificant deal of potential for usage in composite materials due to
their excellent elastic characteristics, as well as their strong
electrical conductivity and hydrophilicity. Due to its suitability
for intercalating a variety of organic molecules and metal cations,

Fig. 5 (a) Electronic structure of the Ti3C2 MXene with OH, F functional groups, and no termination adopted with permission from ref. 96. Copyright
2011 John Wiley and Sons. (b) The bending rigidity of the Tin+1Cn MXene, MoS2, and graphene multilayer in relation to their thickness. Reprinted with
permission from ref. 83. Copyright 2018 Elsevier.

Materials Advances Review

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

5 
A

ug
us

t 2
02

3.
 D

ow
nl

oa
de

d 
on

 3
/1

/2
02

6 
1:

47
:0

0 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d3ma00188a


3996 |  Mater. Adv., 2023, 4, 3989–4010 © 2023 The Author(s). Published by the Royal Society of Chemistry

MXenes can be used in energy-storage applications. From Fig. 5b,
we can observe the bending rigidity of the Tin+1Cn, MoS2, and
graphene multilayer as a result of their thickness. Thick MXene
nanoribbons have a greater bending rigidity value. This is
because it depends on different parameters, like the shape, size
and temperature of the sample.83

3.2.3 Chemical properties. Many applications require the
ability to produce exceptionally robust colloidal suspensions,
particularly when fabricating thin films. The interlayer force is
extremely strong in the bulk MAX phase, but it weakens after
exfoliation in MXene. The formation of monolayers or few
layers of MXene nanosheets is aided by the weak hydrogen
bonding force between the –O/–F atoms on one surface and the
–OH functional groups on the opposite surface, as well as the
van der Waals force connecting the MXene layers.84 This means
that the surface termination configurations are highly dependent
on the etching and exfoliation process with ambient tempera-
tures, such as when Ti3AlC2 is etched with a low concentration of
HF solution, to obtain Ti3C2Tx and the amount of –O group will
be greater than that of the –F group. In contrast, when Ti3AlC2 is
etched with HCl–LiF solution for exfoliation, it contains the –O/–
OH group with water molecules.85 Consequently, the intercala-
tion of water molecules and cations improves the Ti3C2Tx disper-
sion behavior in various solvents. Furthermore, during the
intercalation process and when cations and water molecules
are introduced between the layers, they act as spacers.10 Studies
were performed to determine the most successful method for
separating the forcefully bonded structure of MXene when inter-
calated with molecules, such as DMSO, urea, and isopropyl
amine.86 After exfoliation, a strong hydrophilic characteristic
developed due to the creation of the surface termination on the
Ti3C2Tx nanosheets. As a result, the Ti3C2Tx MXene shows the
maximum dispersion stability in aqueous solution.87 Thus,
Ti3C2Tx-based materials like composite materials still blend with
polymers, free-standing paper by filtration, and thin film for
deposition.88

3.2.4 Electrical properties. MXene features a single-layer
structure, metal-like electrical conductivity, and electron and
Fermi level densities that are very close. The electrical conduc-
tivity of Ti3C2Tx MXene is higher in comparison to other
MXenes reported in the literature.89 The electrical conductivity
of MXene is affected by its shape, surface characteristics, and
nanoflake size. Previous studies have reported that the least
defective Ti3C2Tx nanosheet had an electric conductivity of 6.5�
10�3 S cm�1 and the largest defect obtained by Ti3C2Tx etching
with HF had an electrical conductivity of 1000 S cm�1.90 The
MXene structure (Mn+1CnTx) contains n + 1 layers of M that are
extremely close to one another, with C or N occupying the
octahedral space between them to demonstrate the arrange-
ment of [MX]nM.91 A metallic behavior is observed in the MXene
family, such as Tin+1Xn. However, when the value of n grows, the
metallic characteristics weaken due to the creation of an addi-
tional Ti–X bond. Titanium has greater metallic characteristics
than titanium carbides in terms of X because N atoms have one
more electron than C atoms.92 By distinction, functionalized
MXene sheets are small band gap metals or semiconductors,

calculated by the species and position of surface groups. By
literature survey, different terminated MXenes such as Hf2CO2,
Ti2CO2, Zr2CO2, and Sc2CF2 have band gaps of 1.8, 1.03 0.45,
and 0.24 eV, respectively. Here, Sc2C(OH)2 has a small direct
band gap because its electronic structure can be tuned.93 Strain
can alter the interatomic distance and corresponding positions
of atoms in materials. Therefore, when the tensile strain
increases, the associated band gaps steadily become narrower.
At the correct tensile strain, the indirect band gaps will become
direct band gaps. So, under an external electric field in Sc2CO2

MXene, the indirect band gap changes into a direct band gap.94

DFT calculations also show that the band gap of MXene can
be changed by changing the surface termination, as shown in
Fig. 5a. MXene in Ti3C2 exhibits metallic behavior, whereas
Ti3C2Tx has functional groups with –OH and –F and behaves as
a semiconductor with band gaps of 0.05 eV and 0.1 eV, respec-
tively. As a result of their band gaps, these materials can be used
in applications ranging from field effect transistors to semi-
conductors. The band gap of MXene can be changed by chan-
ging the elemental composition of the M layers. Anasori et al.95

worked on the metallic nature of MXene like Ti3C2(OH)2. When
the top two layers of Ti were replaced with Mo and produced
Mo2TiC2(OH)2, the semiconducting properties were changed
with a new bandgap at 0.05 eV. The density of state and atomic
ordering calculation of Ti3C2(OH)2 and Mo2TiC2(OH)2 displayed
this transition, which was verified by the negative and positive
magneto-resistance values of both MXenes at 10 K.

4. Synthesis methods for MXene and
Integrated MXene composite
4.1 Etching method of MXene (HF etching, intercalation,
dispersion)

There are a variety of ways to make MXene from the MAX phase,
including fluoride in an acidic solution, chemical vapor deposi-
tion, hydrothermal synthesis, alkali etching, and many others,
which are given in Table 1. The two main methods for creating
MXene are the bottom-up technique, which frequently begins
with tiny atoms or molecules after crystallization and may be
combined into a 2D layered MXene, and another one is the top-
down method, which transforms bulk MAX phase transitions
into single-layered MXene nanosheets.97 From 2011 to 2020, the

Table 1 Different etching processes of MXene are used by etchants

MXene Precursors Etchants Time (h)
T
(1C)

Yield
(%) Ref.

CrTiC2Tx Cr2AlC2 5 M LiF + 6 M HCl 42 55 80 63
Ti3C2Tx Ti3AlC2 50% HF 2 RT 100 96
Ta3C3Tx Ta3AlC2 50% HF 72 RT 90 98
Hf3C2Tx Hf3[Al(Si)]4C6 35% HF 60 RT NA 102
Ti3C2Tx Ti3AlC2 3 M LiF + 6 M HCl 45 40 100 103
Nb2CTx Nb2AlC 50% HF 90 RT 100 109
Zr3C2Tx Zr3AlC2 50% HF 60 RT NA 110
Mo2CTx Mo2Ga2C 3 M LiF + 12 M HCl 398 35 NA 111
W4/3CTx (W2/3Sc1/3)2AlC 4 g LiF + 12 M HCl 48 35 NA 112
Ti3C2Tx Ti3AlC2 1 M NH4HF2 12 80 NA 113
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most widely used technique for producing MXene was the
hydrofluoric acid (HF) etching process. The hydrofluoric acid
(HF) etching technique was first employed in the Ti3AlC2 MAX
phase by Naguib et al. in 2011 to remove Al layers by simple
displacement reaction, and create hydrogen gas (H2) using Ti3C2

MXene.98 Ti3C2 MXene is generated as a result of DI water and HF
acid solution, with different functional groups like Ti3C2Tx (Tx as
a functional group like –OH, –F, or –O). This was further
processed, centrifuged and filtered because the supernatant
contained the isolated solid form. In the next process, the layered
structured MXene was found by washing with DI water and
maintaining a pH of B6. The hydrofluoric acid etching method
is mostly used to synthesize MXene materials.99 The MXene
particles in Fig. 4c(ii) have an accordion-like shape that is clearly
visible. The temperature, duration, and F ion density all have a
big impact on how well the MXene layers develop during the
etching process. However, harder acid etching may give larger
surface defects and may reduce the quantity of MXene.100 Fig. 6a
displays the good layered shaped Ti3C2Tx MXene, which was
produced by high concentration hydrofluoric acid. Chemical

reactions used in the formation of MXene by HF etching are
represented by eqn (1)–(3)

Mn+1AlXn + 3HF - AlF3 + Mn+1Xn + 1:5H2 (1)

Mn+1X2 + 2H2O - Mn+1Xn(OH)2 + H2 (2)

Mn+1X2 + 2HF - Mn+1X2F2 + H2 (3)

Lower concentrated HF does not produce a layered morphol-
ogy, whereas etching with high concentrations of HF results in a
suitable separated layered structure with low MXene crystallinity.72

The etching procedure depends on many variables, including the
type of etchant, etching duration, temperature, and MAX phase
quality, MXenes Ti3C2Tx,96 Nb2CTx,101 Hf3C2Tx,102 etc. MXene is
produced using this process, resulting in enormous amounts of
very poisonous HF fumes that are hazardous to health.

To ensure safety and halt the disastrous results of concen-
trated HF, an alternative method must be used. The MAX phase
was immersed for 45 hours at 40 1C in a solution of lithium
fluoride (LiF) and hydrochloric acid (HCl) to etch the aluminum

Fig. 6 (a) Pathway to obtain 2D MXene single flakes by top-down synthesis: first, selective etching of atomic layer(s) from a 3D layered precursor is
required, followed by exfoliation into single flakes. (b) XRD patterns for Ti3AlC2 (blue), dry Ti3C2Tz multilayers after etching with HF and washing (green)
and after intercalation with DMSO (orange), dry (solid line purple) and wet (dotted line purple) Ti3C2Tz multilayers etched with HCl+LiF. (c) SEM
micrograph of Ti3AlC2 particles. (d) SEM micrograph of Ti3C2Tz multilayers after etching of the Al layer. (e) TEM micrograph of overlapping Ti3C2Tz single
layers. Schematics of the MAX-to-multilayers MXene transformation and their exfoliation are shown in the bottom row.71 Copyright 2019 Current
Opinion in Solid State & Materials Science.
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layers from the MAX phase. This process was introduced by
Ghidiu et al.103 due to the mild nature of LiF + HCl. However,
some defects appeared, so other combinations of fluoride salts
can be used, such as NaF, CsF, CaF2, KF with HCl or H2SO4.

LiF(aq) + HCl(aq) - HF(aq) + LiCl(aq) (4)

This method is less harmful, produces fewer defects, and
requires less sonication time. Most importantly, HF etching
failed for the nitride-based MXene.104 Using this method, many
MXenes, such as V2CTx,105 Mo2CTx,106 and W4/3CTx,107 have
been prepared. Only NH4HF2 should be used for the MAX phase
of the Ti3AlC2 etchant, rather than a strong acid. In addition, as
the MXene layers were being etched, NH4+ (ammonium) ions
were intercalated into them. This technique produced layers
with a larger lattice parameter than HF etching in Ti3C2, which
was the previous approach used. The etching process of Ti3AlC2

by NH4HF2 is explained through eqn (5).

Ti3AlC2 + 3NH4HF2 - (NH4)AlF6 + 3/2H2 + Ti3C2

(5)

To achieve high MXene quality, the etching procedure and
suitable conditions must be gradually changed. For weak
etchants, such as LiF/HCl, NH4HF, and NH4F, a long etching
time or a high reaction temperature are required. The MXene
structure verifies the outcome, requiring additional time and a
higher temperature. A larger n value requires a greater fluorine
ion, as well as a high reaction time.108

Multilayered MXene must then undergo a delaminating
process to generate single-layered MXene.114 Reducing the con-
tact between layers in MXene requires increasing the interlayer
gap using intercalating materials.115 A suitable solvent is neces-
sary for the delamination and intercalation processes to scatter
the material and intercalate the products effectively. When the
intercalated-like organic molecules dissolve in the solvent and
are agitated for a few hours, they can fit between the 2D layers of
multilayered MXene, resulting in a swollen shape as the inter-
layer distance rises. Furthermore, sonication in deionized water
can convert the intercalated MXene multilayer into mono
sheets.116 The sonication procedure is critical for the final
nanosized sheets. Organic chemicals and ionic compounds are
the two forms of intercalation. Organic chemicals are commonly
employed as intercalants for HF-produced MXene because they
mostly comprise polar organic molecules, such as isopropyl-
amine, hydrazine, dimethyl sulfoxide (DMSO), urea, and tetra-
butylammonium hydroxide (TBAOH).58 For delaminating,
Ti3C2Tx and Nb2CTx have been used with DMSO and isopropyl-
amine intercalants. Meanwhile, for the delamination of Mo2CTx,
V2CTx, Ti4N3Tx, and Ti3CNTx, TBAOH was used as for
intercalation.58

Due to a van der Waals force acting between the layers of
MXene, MXene can be piled below its weight. It directs the
increase of the ion transport pathway, and decreases the
contact between electrolytic ions and active surface sites. This
is why it is necessary to find a method that allows MXene to still
be dispersed.117 Usually, two techniques are used together, not
only in modifying MXene, but also in choosing various

dispersants. Regarding dispersants, the most researched sol-
vents have been organic. Maleski et al.118 dispersed the MXene
in ethanol, acetone, water, methanol, and other solvents. The
ease of dispersing the 2D substance with the solvent increases
with surface tension. Except for ethanol, all other organic sol-
vents have extremely high surface tension. For example, the
solution-phase flocculation technique primarily used ammonium
ions to resolve the MXene re-stacking issue. This technique was
first used by Zhang et al.119 for the preparation of Ti3C2Tx MXene,
although the direct preparation of MXene powder was possible
using the solution-phase flocculation technique.

4.2 Synthesis of the integrated MXene composite

MXenes are regarded as ideal prospects for the synthesis of
multifunctional composites due to their 2D morphology, multi-
layered structures, and remarkable flexibility, which has sparked a
rise in the research of MXene-based composites. Many unique
composites have been created by mixing MXenes with other
materials, such as polymers, metal oxides, and carbon nanotubes.

4.2.1 Mxene–polymer composites. MXenes with superior
mechanical characteristics, metallic conductivity and hydrophilic
surfaces can improve the mechanical and thermal properties of
polymers when building composites with polymers. Single-layer
MXenes have easily accessible surface hydrophilicity and polymer
compatibility compared to multi-layered MXenes. As a result,
MXenes are often delaminated before interacting with polymers.
Ling et al.120 described the production of a single-layered Ti3C2Tx–
polyvinyl alcohol (PVA) composite by combining a colloidal
solution of Ti3C2Tx films with an aqueous solution of PVA. The
PVA was spread between Ti3C2Tx films in the Ti3C2Tx–PVA com-
posite, which is a layered structure. Naguib et al.121 used a two-step
approach to create a Ti3C2Tx–polyacrylamide (PAM) composite.
First, DMSO was inserted into the Ti3C2Tx interlayers to enhance
the Ti3C2Tx layer separation and obtain complete delamination of
the individual Ti3C2Tx layers. The produced Ti3C2Tx and PAM
solutions were then evenly mixed and dried for 4–5 days at room
temperature.

4.2.2 MXene-metal/metal oxide composites. MXene-metal/
metal oxide composites have excellent electrochemical stability
and strong electrical conductivity. The synthesis of the Au/Ti3C2Tx

nanocomposite was accomplished by chemical reduction. In this
procedure, a reducing agent was introduced to decrease the metal-
containing solution, and stirring was also used to help. The
previous combination was then added with Ti3C2Tx MXene. After
30 minutes, the chemical was ultrasonically treated. After the
reaction was finished, the solution was drained using cellulose
filter paper with 0.1 mm pore size and rinsed three times with
deionized water. After that, the filtered material was dried for two
hours at 80 1C in a vacuum oven.122 Wang et al.123 offered a
straightforward method for producing a Li4Ti5O12–Ti3C2Tx compo-
site. The comparable synthetic process comprises two steps. To
begin, by combining Ti3C2Tx, different hydrogen peroxides, and
LiOH�H2O in deionized (DI) water, lithium ions can enter the
interlamination of Ti3C2Tx and increase its interlayer spacing. The
acquired products are then washed multiple times with DI water
and dried at 40 1C for 24 hours before being calcined at 550 1C for
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4 hours under N2 atmosphere to achieve the final products. Zhu
et al.124 created TiO2–Ti3C2Tx nanocomposites in a hydrothermal
environment. The TiO2–Ti3C2Tx nanocomposite is formed by
heating the sample at 500 1C for 4 hours after tetra butyl titanate
(TBOT) combines with Ti3C2Tx to create precipitates of TiO2

particles that attach to the surface of Ti3C2Tx.
4.2.3 MXene-carbon nanotube composite. These compo-

sites were created through mechanical mixing, co-dispersion,
self-assembly, electrophoretic deposition, in situ CNT growth
on MXene by chemical vapor deposition, thermal processing,
hydrothermal methods, and microwave-assisted synthesis.125

Three-dimensional (3D) nano-fillers of MXene (Ti3C2Tx)/CNTs
have been synthesized with high stability and enhanced inter-
facial attachment between adjacent fiber yarns, as well as
increased tensile and flexural strength, demonstrating excellent
roughness on the surface and elasticity even after 18 weeks of
immersion in alkali solutions.126

4.3 Characterizations of MXene and its integrated composite

4.3.1 X-ray diffraction analysis. The best technique to
ensure that there are no interacting MAX phases is by using
X-ray diffraction (XRD) after imparting considerable texture to
the powders. Because MAX phases are extremely anisotropic,
when pressure is applied to the powders, the particles arrange
along the (002) direction. This points out (00l) peaks in all MAX
phases, making it simpler to identify conflicting MAX phases. It
should be noted that texturing the materials in this manner

makes complete phase quantification by Rietveld refinement.
As a result, it is preferable to run the scan twice, once untex-
tured and then again textured.127 In addition, the formation of
the MXene composite increases the space between interlayers
and specific surface area. Due to these remarkable properties,
the adsorption and sensitivity performance are enhanced.
MXene is identified by the XRD peak (110) at the 2y value of
601 for the layered configuration form. In the etching process at
the proper time, the peak (002) gets shifted at a lower angle.
Fig. 6b and 7c exhibit the XRD pattern of the Mo2Ga2C MAX
phase and Mo2CTx MXene after being HF etched. Hence, a
strong peak (002) can be observed at a lower angle (o101), and
the XRD pattern also indicates the expanded interlayer spacing
after etching with HF.

4.3.2 Raman spectroscopy. Vibrational spectroscopies are
powerful techniques for identifying molecular patterns, and have
been widely utilized to detect the structure of 2D materials.
Raman- or infrared-active vibrations are determined by the space
group of the material. Fig. 7d shows that material uniformity
should be addressed when interpreting a vibrational spectrum.
The structure of MXene is characterized as a deformed P63/mmc
space group. Surface groups are responsible for the distortion.
This causes the vibrational bands to enlarge,128 because only one
unit cell is included in simulations, the available estimations are
based on the structure, which assumes homogeneous surface
groups. In practice, the MXene synthesis method produces
several surface groups that are randomly distributed around

Fig. 7 SEM images of the (a) Mo2Ga2C Max phase, (b) after HF etched Mo2CTx MXene, (c) XRD pattern of Mo2Ga2C during HF etching, (d) Mo2Ga2C MAX
phase and delaminated Mo2CTx MXene Raman spectra. Reprinted with permission from ref. 130. Copyright 2020 American Chemical Society.
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the flake. This causes a superposition and overlap of the surface
group vibrations, and peak widening, making Raman spectral
interpretation extremely difficult. Furthermore, the presence of
water between the layers has an effect on the IR spectrum.
However, good sample preparation may decrease this impact
and allow infrared spectroscopy to reach its full potential,
particularly for composite materials. In place of FT-IR, Raman
spectroscopy was employed to demonstrate the presence of
MXene in the composite materials.129

4.3.3 Scanning electron microscopy. SEM enables identifi-
cation of the structure, and typically provides immediate con-
firmation that MXene is being produced. However, not every
single etched sample seems to be the same. Since the first
MXenes were formed by immersion in extremely concentrated
HF, the ‘‘accordion’’ form is thought to be indicative of a
successful synthesis, as exhibited in Fig. 6c and d. Fig. 7a
shows a pure layered stature of the Mo2Ga2C MAX phase and
the multilayered structure of Mo2CTx MXene, which can be
obtained after etching with HF. However, its accordion struc-
ture, which is now virtually synonymous with MXene, does not
characterize all multilayer MXenes.62 Fig. 7a and b show the
difference between the MAX phase and the MXene morphology.
Energy dispersive X-ray spectroscopy (EDS) is frequently used in
conjunction with SEM as a supplementary method. While this
method provides good qualitative information regarding the M
element, it is critical to recognize that it is not accurate for
analyzing the surface terminations or X ratios. Even when
analyzing multiple-M MXenes, it is preferable to employ a
qualitative comparison rather than an exact quantitative study.
This is because most of the EDS detectors in use are not
quantitative and calibrated as such. It is feasible to employ
EDS as a quantitative approach.131

5. MXene-based acetone sensors: a
mechanism

MXenes have high conductivity and typically exhibit metallic
characteristics. The donor or acceptor gas molecules, as well as
the p-type or n-type sensing materials, determine whether
resistance increases or decreases in the semiconductor gas
mechanism.132 In 2D materials, the space between the layers
is a crucial for electrical transport. Large gaps between the 2D
MXene provide a fundamental pathway for the movement of
electrons. Junkaew and others133 have worked on the interlayer
expansion that would change the conductivity of the materials
and enhance the gas sensing performance. In 2D materials, the
interlayer spacing is enhanced as a result of layer expansion,
and electrons are unaffected. Additional active sites for gas
adsorption may be added to MXene by the active terminations.
In comparison to gas sensors based on other 2D materials,
MXene-based gas sensors have extremely high signal-to-noise
ratios and low limit of detection (LOD).134 Furthermore, despite
the MXene gas sensor’s ability to detect both electron acceptor
gas and electron donor gas, the change in MXene resistance
constantly rises. Chen et al.135 found that in the detection of

acetone and ethanol, the resistance changes were typically positive.
While the MXene carriers shrank and the MXene surface started to
take up gas molecules. As the output increases, the MXene
resistance increases. MXene can be characterized as having strong
hydrophilicity and solution processability.136 The primary reason
that MXene constantly shows a positive resistance is that the
barrier on the surface of MXene makes it harder for the electrons
to move around. This causes MXene to have more resistance,
whereas other 2D materials do not experience it.

Following the etching procedure, MXene absorbed H2O and
O molecules. This caused p-type MXene doping, which changed
the metallic MXene behavior into that of a semiconductor. The
MXene gas sensing mechanism is now understood similarly to
semiconductor materials. The MXene sensor takes in oxygen when
it is exposed to air. O2 molecules may be adsorbed on semiconduc-
tors by gaining an electron,137 and finally change them into
chemically adsorbed oxygen molecules like O2�, O2

�, and O�. After
the surface produced the oxygen molecule O2, layers of hole
accumulation formed, lowering electron resistance. O2 on the sur-
face of sensor reacts with the target gas when the MXene sensor is
submerged in it. Due to electron–hole recombination, which
decreases the carriers of the MXene sensor and increases resistance,
the electrons taken by the O2 molecule are free to return to the
MXene surface.138 When metallic MXene and n-type semiconduc-
tors are mixed, the Fermi level remains constant, while electron
transport occurs between the two materials and creates an electric
field and Schottky barrier as a result. The MXene gas sensor’s gas
sensing mechanism is improved as a result of the interfacial
generation of p-n junctions. As a result, the electron acceptor or
donor property of the target gas molecule determines whether the
sensor resistance negatively or positively changes. For instance, the
p–n heterojunction of SnO–SnO2/Ti3C2Tx is shown in Fig. 8b and c.
The energy level structure prior to contact and the acceptable band
diagrams for SnO, SnO2, Ti3C2Tx MXene are shown. The band
bending is caused by the differing Fermi levels after the combi-
nation (Fig. 8b), as the charge carrier changes until the Fermi energy
is equal. Both p-type MXene and n-type semiconductor have a lower
work function. The electron transfers from the n-type semiconduc-
tor and p-type MXene to the n-type semiconductor with oxygen
adsorption/desorption occurring on the sensing material surface
through exposure to sensing analyte. The oxygen is then removed
by the target gas, and creates a depletion layer, as shown in
Fig. 8c. Before exposure to air, the electron resistance of the n-
type semiconductor/p-type MXene will increase.139 As seen in
Fig. 8d, when acetone gas is introduced, it oxidizes the oxygen
that has been adsorbed. Electrons are then released and returned
to the n-type semiconductor/p-type MXene sensing materials. The
hole reacts with the liberated electron, raising the Schottky
barrier height, which is the cause of the increased resistance.
The n-type semiconductor/p-type MXene has a higher resistance
than n-type semiconductors as a result of the electron depletion
layer’s thickness, which decreases. The following eqn (6) and (7)
explain how the adsorbed oxygen and acetone undergo an
oxidation–reduction reaction.

O2 + e� - O2
�(ads) (6)
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CH3COCH3 + 4O2
� - 3CO2 + 3H2O + 4e� (7)

The n-type semiconductor/p-type MXene sensor will exhibit
a hamburger-like morphology due to the wide surface area,
which provides sufficient adsorption and reactivity for oxygen
and the target gas. This is only one example of numerous
contributions of MXene toward improving gas sensing perfor-
mance. MXene has a significant amount of additional oxygen
functional groups (–OH, –O) on its surface.139 MXene is now
viewed as a versatile gas sensor, and the first finding of low-
concentration acetone at room temperature was detected.

5.1 VOCs sensing by MXene

Gas sensing is a growing research direction because of its
utilization in air quality management for monitoring air pollu-
tion, diagnosis, and breath analysis.140 Apart from reactive
gases like NO2, H2S, and NH3, the identification of VOCs at
ppm/ppb concentrations is essential for the early prediction of
serious disorders like peptic ulcers. Normally, high noise and
signal bandwidth are the two important factors for generating
sensitive gas sensors.141,142 In this way, the sensing podium can
accommodate numerous active sites and high conduction for
interfacial interaction.143 There is a trade-off relationship in
traditional materials like metal oxide, graphene, and black
phosphorus, which can be categorized as materials that are
considered but not optimal for sensing applications.144

Due to their special qualities and possible benefits over
conventional sensing materials, MXenes are crucial for the

detection of volatile organic compounds (VOCs). Because MXenes
have a wide surface area, there are many active sites for gas
adsorption.145 This quality makes MXene-based sensors more
sensitive towards VOCs, and enables the detection of low quan-
tities. MXenes can be tailored in terms of composition by using
different transition metals and functional groups in the synthetic
process.146 The selectivity and sensor performance of MXenes
can be improved for certain VOCs because of its tunable char-
acteristics. Good electrical conductivity, which is essential for
creating capacitive or resistive gas sensors, is exhibited by
MXenes.1 Changes in gas adsorption on MXene surfaces can
result in changes in electrical characteristics, allowing for the
conversion of quantifiable signals from the gas concentration.
Even in the presence of VOCs and other reactive gases, MXenes
remain chemically stable. MXene-based gas sensors reliably
operate over an extended time because of their stability, which
is beneficial for applications requiring continuous monitoring.132

Real-time VOC identification is made possible by the demon-
strated quick response times of MXenes. The huge surface area is
responsible for their quick response time since it enables quick
gas adsorption and desorption processes. Thin films,
nanosheets, composites, and three-dimensional structures are
just a few of the sensor configurations that may include MXenes.
This adaptability enables the creation of several sensing systems
specifically suited for various VOC sensing applications. When
compared to other 2D materials like graphene, MXenes are
comparatively inexpensive.147 They are appealing for mass man-
ufacture and extensive use as VOC sensors due to their cost-
effectiveness. Owing to these attributes, MXenes are promising

Fig. 8 Schematic illustration of the band diagram of the p–n heterojunction and the combination of the SnO–SnO2/Ti3C2Tx sensor. Adopted with
permission from ref. 139. Copyright 2020 Material Science Technology.
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materials for VOC sensing, opening the way to the creation of
sensitive, focused, and dependable gas sensors for use in applica-
tions, such as environmental monitoring, workplace safety, and
indoor air quality. The performance and usability of MXene-based
gas sensors are being further explored and improved via ongoing
research, which will help with VOC sensing.134

MXene is a potential candidate in sensing materials due to
its unique properties of having a hydrophilic surface, metallic
conductivity, and 2D layered structure. As a result, MXene has
been included in the field of gas-sensing biosensors, piezo-
resistive sensors, optical sensors, and gas-adsorptive sensors.163

In 2015, Xu and his collaborator started to recommend 2D
materials in the biosensor field for exploring neural activities.
They utilized a thin MXene micropattern to recognize highly
sensitive FET biosensors for the label-free testing of small
molecules in a proper biological environment and quick detec-
tion of action potential in initial neurons.164 This work developed
a new space for biosensing applications to utilize MXene, show-
ing that MXene can be a favorable candidate for expanding
biosensors due to their outstanding electrical properties, large
surface-to-volume ratio, and excellent biocompatibility. The
MXene biosensor shows outstanding stability, repeatability, and
reproducibility. Even though further extensive research has been
performed on MXene-based sensors, these excellent properties
do not meet all of the requirements of different applications.165

Hence, surface moderation and functionalization are compulsory
to improve their performance. Meanwhile, a different potential
problem is that physical adsorption interaction and noncovalent
bonds are not durable in some biomedical applications. So, a
possible interpretation could be to adopt the improved functional
group on the surface of MXene-based materials to include some
unique and controllable binding on the surface to enhance the
surface properties.166

According to Table 2, the most recent research suggests that
Ti2C MXene works well as a sensor for NH3 gas detection.
Similar to whole cell application, lowering the applied biaxial

strain makes it easy to release the NH3 that has been absorbed
on single-layered Ti2CO2. However, once NH3 is omitted, Ti2CO2’s
electrical conductivity rises.167 The most popular option for NH3

sensors is the O-terminated MXene. When Ti3C2Tx MXene electro-
des are used, the confined biological receptors on the surface of
the nanosheet act as transducers, resulting in efficient sensing
performance. This enables a direct electron transfer (DET) between
the electrode surface and the redox enzyme to occur. Enzymes and
proteins can be freely immobilized on the surface of MXene.168 As
a result, they can be utilized to assist DET, lower detection
thresholds, increase sensitivity and selectivity, and increase elec-
trode kinetics. Ti3C2Tx MXene has been used to electrochemically
identify several biomolecular components.169,170 Recently, a
Ti3C2Tx/Nafion/AuNP nanohybrid created a glucose biosensor
having a glassy carbon electrode coated with a material that can
immobilize glucose oxidase (Gox).

171 Due to the large specific
surface area and unique organ-like structure of the hybrid Ti3C2/
TiO2, the limitation of the substrate was confirmed. Additionally, a
successful collision between redox proteins and substrate would
occur when enzymes mounted on the surface of Ti3C2/TiO2

nanosheets were found. As a result, the sensing capabilities of
biosensors were improved.172

To manage the health risk, acetone must first be identified
by judgment in a variety of disciplines, including medical diag-
nosis, indoor air quality monitoring, and industrial area. Because
of this, it is imperative to create high-quality monitoring sensors
that are capable of detecting acetone at ppm or ppb levels. For
diabetics, acetone is a crucial biomarker; thus, acetone sensors
should be used to detect acetone concertation in human breath.
Yongshan Xo et al. reported on a W18O49/a-Fe2O3 hollow structure
for the detection of acetone. Its response/recovery time is 10/31 s
and a detection limit of 86 ppb.173 S. Sun et al.156 reported on the
W18O49/Ti3C2Tx composite fabrication for acetone sensing.
MXene is a suitable candidate for use in gas sensing and
biosensors due to the availability of functional groups on its
surface. These functional groups can efficiently generate active

Table 2 Summary of MXene-based VOC sensors

MXene Method Gas Concentration (ppm) Temp (1C) Response/recovery time (s) Ref.

Mo2CTx HF Toluene 140 RT — 130
Ti3C2Tx 3.2 g + 9 M HCl Ethanol 120 RT 39/139 s 135
Ti3C2Tx/rGO/CuO Acetone 100 RT 6.5/7.5 s 137
SnO–SnO2/Ti3C2Tx Acetone 100 RT 18/9 s 139
Ti3C2Tx/SnO2 HF Ethanol 10 230 1C 14/26 s 148
Co3O4/Ti3C2Tx — Ethanol 50 50/45 s 149
Ti3C2Tx/WSe2 Ethanol 40 RT 9.7/6.6 s 147
Ti3C2Tx/PANI HF Ethanol 200 RT 0.4/0.5 s 150
S-Ti3C2Tx LiF-HCl Toluene 10 RT — 151
Ti3C2Tx/CuO HF Toluene 50 250 270/10 s 152
rGO/N-Ti3C2Tx/TiO2 LiF-HCl Formaldehyde 10 20 27.6/4.8 s 153
Ti3C2Tx/CO3O4 LiF-HCl Formaldehyde 10 25 83/5 s 154
ZnSnO3/Ti3C2Tx Formaldehyde 100 RT 6.2/5.1 s 155
W18O49/Ti3C2Tx Acetone 170 ppb 5.6/6 s 156
V4C3Tx MXene HF Acetone 1 25 — 157
a-Fe2O3/Ti3C2Tx Acetone 5 RT 5/5 s 158
a-/g-Fe2O3/ex-Ti3C2Tx Solvothermal Acetone 100 250 13/8 s 159
1D/2DKWO/Ti3C2Tx HF Acetone RT — 160
Nitrogen-doped Ti3C2Tx HF Acetone — 150 36/9 s 161
Accordion-like Ti3C2Tx HF Acetone 250 ppb RT 53/120 s 162
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sites for gas adsorption. Furthermore, Ti3C2Tx MXene-based gas
sensors have a very low detection limit of 50–100 ppb for VOCs
contaminants at room temperature. Because of its good chemical
stability, easy synthesis technique, low cast, and structural vari-
ety, WOxr3 (tungsten oxide) has received significant attention.
WOxr3 has a lot of oxygen vacancies, which function as extra-
active sites for gas adsorption. W18O49/Ti3C2Tx nanocomposites
were successfully created by using a simple solvothermal techni-
que for acetone gas sensing to boost sensing performance at
lower concentrations. To create the 1D/2D W18O49/Ti3C2Tx com-
posite, 1D W18O49 nanorods were evenly distributed on 2D
Ti3C2Tx nanosheets. The W18O49/Ti3C2Tx nanocomposite showed
a strong response at low concentrations (11.6–20 ppm acetone),
great selectivity, short response-recovery times, excellent stability,
and a low threshold for detecting acetone (170 ppb) with a
response-recovery time of 5.6/6 s, respectively.156 Most research
has been done on Ti3C2Tx MXene-based sensors for VOCs gases.
Nowadays, the most studied V-based MXene are V2CTx, V3C2Tx,
and V4C3Tx, as reported by W. N. Zho et al.157 The V4C3Tx MXene
was created by etching the Al layer from the V4C3Tx MAX phase in
an aqueous HF solution at room temperature. Fig. 9a–d shows
SEM pictures that illustrate the changes in structure caused by
HF etching, and Fig. 9c–d demonstrates the removal of the Al
element from V4AlC3. V4C3Tx MXene exhibits semiconducting
behavior. V4C3Tx MXene exhibits the highest overall performance
for acetone, including low temperature (25 1C), strong selectivity,
good ideal operating sensitivity, and short response-recovery time
with a LOD of 1 ppm. According to Fig. 9n–q, this makes the
V4C3Tx sensor suitable as a practical acetone sensor. As a result,
the V4C3Tx-based sensor has a high potential for providing a
room-temperature solution for noninvasive diabetes monitoring.

Madeshwari et al.174 reported on a V2O5 nanowires-based
acetone sensor. Its response/recovery time are 49/19 s for
50 ppm acetone at 30 1C. Sanjit Manohar Maji et al.175 reported
on the urchin-like V2CTx/V2O5 hybrid sensors, which demon-
strated fast response/recovery times of 115/180 s for very low
acetone detection limit at 250 ppb, and superb reproducibility
with long-term stability (21 days) at room temperature. Its
increased response is S(%) = 11.9 around 15 ppm at ambient
temperature.

W. Q. Li et al.176 reported on the SnO2 nanobelt as an acetone
sensor. Its response/recovery times are 38/9 s for 5 ppm acetone
at 260 1C. Zijing Wang et al.139 reported on a hydrothermal
technique for the fabrication of SnO–SnO2/Ti3C2Tx composites.
By distribution of SnO–SnO2 (p–n junction) nanoparticles on the
surface of 2D Ti3C2Tx nanosheets, an effective acetone detection
sensor was developed. The SnO–SnO2/Ti3C2Tx based sensor
exhibited increased acetone sensing responses of 12.1 with
response/recovery times of 18/9 s at ambient temperature and
an exceptional repeatability. Because of the different work
functions, a Schottky barrier was formed between the SnO and
Ti3C2Tx nanosheets, functioning as a layer of hole accumulation
between the two materials.

Shurong Wang et al.177 reported on porous a-Fe2O3 hollow
microspheres for acetone sensors. It showed response/recovery
times of 17/30 s for 100 ppm acetone at 250 1C. Miao Liu

et al.158 showed that the a-Fe2O3/Ti3C2Tx nanocomposite, which
was well produced by a simple hydrothermal technique,
demonstrated remarkable performance for acetone at ambient
temperature. As a result, 250 nm sized a-Fe2O3 nanotubes were
appropriately dispersed over the surface of a Ti3C2Tx

nanosheet. The a-Fe2O3/Ti3C2Tx nanocomposite has a high
response of 16.6% for an acetone concentration of 5 ppm, with
a response/recovery time of 5/5 s with good linearity and
significant repeatability at ambient temperature. Dandan
Huang et al.159 reported that at ambient temperature, MOFs
created a porous a/gFe2O3/ex-Ti3C2Tx nanocomposite that per-
formed well as an acetone sensor due to a variety of hetero-
junction contacts, porosity, and surface defects. Solvothermal
and calcination methods were used to produce this material.
Here, the surface of the Ti3C2Tx nanosheets is evenly covered by
bi-phase a-/g-Fe2O3 nanoparticles, which improves the acetone-
sensing performance. The a-/g-Fe2O3/ex-Ti3C2Tx sensor has a
rapid recovery/recovery time of 13/8 s with great repeatability
and exceptional selectivity at 255 1C for 100 ppm of acetone.

Obinna Ama et al.160 reported on 1D/2DKWO nanorod/Ti3C2Tx

nanocomposites for acetone sensing with different compositional
ratios for room temperature sensing. KWO/Ti3C2Tx showed the
best response at a 2 : 1 ratio. Z. Wang et al.161 showed the porous
nitrogen-doped Ti3C2Tx used as an acetone gas sensor due to its
three-dimensional structure, which was synthesized by the sacri-
ficial template method. When heteroatoms such as nitrogen atoms
are introduced into Ti3C2Tx nanosheets, certain defects are pro-
duced throughout the nitrogen atoms, which can improve the
hydrophilicity and adsorption characteristics of the Ti3C2Tx

nanosheet. Therefore, porous nitrogen-doped Ti3C2Tx has a good
response/recovery time of 36 s/9 s at 150 1C for acetone detection.

Kampara Roopa Kishore et al.178 reported on the CuO
nanograin for acetone sensing at an operating temperature of
350 1C. Its response/recovery times are 11/13 s for 693 ppm
acetone. M Liu et al.137 reported that when superfine CuO
nanoparticles are decorated on 3D Ti3C2Tx MXene and rGO
(reduce graphene oxide) nanosheets, 3D Ti3C2Tx/rGO/CuO is
formed. Because of the large surface area of the interconnected
spongy network, the even dispersion of CuO nanoparticles, and
the excellent electrical conductivity of 3D MXene/rGO/CuO, the
sensing performance of acetone at room temperature is high,
with a response-recovery time of 6.5 s/7.5 s for 100 ppm
acetone, as well as good reproducibility and selectivity. Sanjit at
al.162 presented the accordion-like Ti3C2Tx MXene, which was
created using a suitable HF etching method at 60 1C for acetone
vapor detection as a chemiresistive gas sensor. SEM images of
the accordion-like Ti3C2Tx are exhibited in Fig. 10a and b, and
EDS measurements of various functional groups are given in
Fig. 10c–g. Fig. 10h and i are the TEM images of Ti3C2Tx, which
indicate the presence of few-layered MXene flakes. Fig. 10j
shows an XRD graph with a shifting peak at a lower angle
(002). With p-type sensing characteristics, the sensor success-
fully identified acetone vapors at ppb levels. The sensing graph
is displayed in Fig. 10k–n, with a satisfactory reaction time of
53 s and an acetone detection limit of roughly 250 ppb. At
23 1C, the sensor has great repeatability, long-term stability,
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Fig. 9 Characterization and investigation of the V4AlC3 MAX phase before and after etching with HF. (a) SEM image of the synthesized V4AlC3 plates. (b)–(d)
Different magnification SEM images of V4AlC3 after HF (48% concertation) treatment. (e)–(j) TEM characterization of thin layer exfoliated V4AlC3 nanosheets:
high-resolution TEM image, TEM with atomic resolution at Z contrast STEM, corresponding FET pattern and image of V4C3Tx at low magnification, high-
resolution image, TEM image and STEM. (k and l) EDS measurement for the surface of V4AlC3 above SiO2/Si and V4C3Tx surface. (m) XRD characteristics of
V4AlC3 before and after HF etching. (n) Fabricated V4C3Tx film sensor above an insulating substrate with a copper electrode for mechanical support. (o) Sensor
response of the V4C3Tx film at various concentrations of acetone for acetone sensing. (p) Comparison of the sensing response of the V4C3Tx film between
acetone and water vapor. (q) Gas-sensing response of the V4C3Tx film at various temperatures; reprinted ref. 157. Copyright RSC Advances.
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and strong acetone vapor selectivity. As a breath sensor, it offers
a lot of potential for diabetic patients because the MXene
surface functional groups are chemically reactive and can be
functionalized.

6. Other applications of MXene

MXenes have attracted much attention as a unique member of
the 2D material family, and researchers are continuing to study
its abundant composition, characteristics, and structure of 2D
transition metal carbides, nitrides, and carbonitrides. The large
surface area, surface functionalization, great hydrophilicity,
high conductivity, outstanding optical characteristics, and bio-
compatibility are just a few unique characteristics of MXene,
and they may be employed successfully in a variety of applica-
tions, as explained in Fig. 11. For instance, the outstanding
optical and electrical properties of 2D MXenes may be exploited

to create sensors.179 MXenes have been hugely studied as elec-
trode materials for different types of rechargeable batteries (Li, K,
and Na-ions), electromagnetic interface shields, photothermal
conversion, water treatment, hydrogen storage, and supercapa-
citor, and other applications. MXenes have tremendous potential
for usage as an electrode material for supercapacitor applications
due to its high electrical conductivity and wide surface chemistry.
It was found that Ti3C2Tx MXene was perhaps intercalated
automatically using cations like NH4+, K+, Al+, Na+, and Mg2+ in
related salt solutions.180 Sun et al. used 2D Ti3C2 MXene obtained
after intercalation with DMSO, focusing on the production of
anode materials for Li+ batteries. The electrochemical perfor-
mance of the intercalated 2D Ti3C2 MXene is much higher than
that of 2D Ti3C2 with groups –F terminated.181 In electrocatalysis
and photocatalysis, MXene exhibits attractive chemical properties
due to its superb electroconductivity, functionalization, and
durability. Only limited catalytic reactions have been reported
with MXene like CO oxidation,182 oxygen reduction reaction,183

Fig. 10 (a) and (b) SEM images of the exfoliated Ti3C2Tx MXene. (c)–(g) Related EDS elemental design of the Ti3C2Tx MXene exhibits Ti, Al, F, O, and C
elements. (h)–(i) TEM images of the Ti3C2Tx MXene, representative of the few-layers MXene flakes. (j) XRD pattern of TI3AlC2 before and after HF
treatment. (k) Sensing response of the Ti3CTx MXene sensor at various concentrations of acetone at RT. (l) Sensing response at a concentration of
acetone gas levels (0.24–15 ppm). (m) and (n) Repeatability and stability test of the Ti3CTx MXene-based gas sensor for 100 ppm acetone at 23 1C.
(o) Response nature of the Ti3CTx MXene gas sensor for 100 ppm of different gases. (p) Sensing response of the Ti3CTx MXene-based gas sensor as a
function of RHs. Reprinted ref. 162. Copyright Applied Electronic Material ACS.
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dehydration of hydrogen storage materials,184 oxygen evolution
reaction,90 and the hydrogen evolution reaction.185 In all of these
reactions, MXene behaves as a catalyst, supporting substance,
and co-catalyst. As for hydrogen storage material, the catalysts
should have the following important properties: high cycle
stability, and low dehydrogenation temperature. Zhou et al.
reported on the synthesis of Ti3C2(OHxF1�x) and A0.9R0.1–TiO2/C
materials, which exhibited anomalous catalytic activity for the
dehydrogenation of NaAlH4. The materials demonstrated a capa-
city of 3.08 wt% in 240 minutes at 90 1C and 85 minutes at 100 1C,
and were stable for 10 cycles.184 Fan and his group coated Ti3C2X2

with Ru nanoparticles with a 2.4 nm particle size, and this
composite easily catalyzed the hydrolysis of NaBH4 at ambient
temperature.186 According to a measured investigation, the opti-
mal catalyst concentration is 6.99 wt% for a high hydrogen
generation rate of 59.04 LH2 gRu

�1 min�1.186 MXene has both
metallic conductivity and hydrophilic surface characteristics, so it
is good for electromagnetic interference shielding applications.
Due to the 2D MXene structure, the high electrical conductivity
and electronic coupling between layers are responsible for better
EMI (Elctro-Magnetic Interference) shielding.88

7. Conclusions

A history on the progress of 2D MXene materials, an explana-
tion of how MXene is created from the MAX phase by selective
etching with the proper etchant and a delaminating agent, and
a comparison of the two states using morphology and XRD
patterns show that MXene is the better candidate among all 2D

materials. Along with their suitability for gas sensing, 2D
MXene-based materials have several positive attributes, such
as improved functional groups, a high surface-to-volume ratio,
superior electrical, mechanical, chemical, and adjustable band
gap capabilities, outstanding stability, and enhanced func-
tional groups. A substantial amount of research on MXene
nanocomposite-based VOC sensors has been conducted and
is reported in this study. MXene-based materials have proven
their particular advantage in biological sensing applications,
with a focus on the most recent advancements in pure MXene
and their nanocomposite-based acetone gas sensor. Finally, it
has been explained how MXene nanocomposite detects ppb
level acetone at ambient temperature, and how the related
sensing performance summarizes the applicability of MXene
in numerous sectors.
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