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Exploration of a NiFeV multi-metal compositional
space for the oxygen evolution reaction†
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A sustainable future based on hydrogen fuel rests on the rapid advancement of non-precious metal

catalysts for the oxygen evolution reaction (OER). We demonstrate the efficient utilisation in the analysis

of a large compositional space of binary NiFe and ternary NiFeV alloys for OER using a combinatorial

method. We fabricated a gradient library of these multi-metal alloys using physical vapor deposition and

characterised them using high-throughput techniques. The electrocatalytic OER activity was studied

using an automated electrochemical scanning droplet cell (SDC) set-up designed in our lab. From the

overpotential (@10 mA cm�2) heatmaps of the libraries, the compositional regime of interest is funnelled

down to 10–15% of Fe and 85–90% of Ni for the NiFe alloy and 1–3% V, 10–15% Fe, and 80–90% Ni for

the NiFeV alloy with their overpotential values falling between 300–320 mV. Due to its oxidation state

versatility, vanadium, is capable of inducing drastic changes in the electronic environment of the host

element, boosting the OER activity. The effects of doping in the form of lattice distortions and electronic

structure modifications have been investigated with XRD and XPS techniques. Our work shows the

reliability and efficiency of the combinatorial approach in material discovery and applications, whilst also

providing insights into the design of high performing OER catalysts.

Introduction

Hydrogen as a clean and high energy density fuel, is regarded
as one of the countermeasures to the energy crisis. Electro-
chemical water splitting is a promising approach for the
generation of high purity hydrogen at large scale.1–3 However,
the anodic half-cell reaction in a water electrolyser, the oxygen
evolution reaction (OER), is constrained by the kinetically
sluggish four-electron transfer process, limiting the overall
efficiency of hydrogen production.4,5 Although noble metals
such as Ir or Ru and their alloys are used to catalyse the OER,
they suffer from high cost and scarcity.6–8 To this end, develop-
ment of active, inexpensive, and durable catalysts with low OER
overpotentials is crucial.

Among the efforts at designing non-noble metal-based
materials as OER catalysts in alkaline media, Ni and its multi-
metal composites are the highly promising.9–18 After much
research, Fe incorporation into Ni has been deemed integral
for high catalytic activity, and NiFe hydroxides/oxyhydroxides

are undoubtedly some of the best performing binary systems
reported so far for OER.19–28 When combining elements, the
synergy between them amounts to enhancing conductivity,
optimising the electronic structure, and decreasing the reaction
activation energy barrier, thereby leading to improved activity.
In our previous work, we demonstrated the incorporation of Fe
and Co into a Ni matrix as an effective strategy to improve the
catalytic performance.29 Although cobalt improves the OER
performance, cobalt is a critical raw material and its mining
raises environmental, social, and governance issues. Herein, we
chose vanadium as a suitable candidate to drive down the
overpotential of the NiFe based catalysts relying on vanadium’s
multivalency, relative abundance,30 and stability.31–40 There are
previous reports studying the effect of vanadium using spectro-
scopic techniques such as XAS and theoretical DFT calcula-
tions.41–44 By delving into the charge transfer in the d orbitals
and the binding energy of intermediates, it was found that
vanadium with its high valence has the potential of driving
these traits to their optimum and improving the overall catalytic
performance for OER. The addition of vanadium is also expected
to have an impact on the structural stabilisation of the active phase
during OER.45–47 The inhibiting effect on phase transition induced
by vanadium prevents the degradation of the catalyst over time
and provides overall enhancement in activity.

Varying the relative ratios of the constituent elements in
multi-metallic systems affects the intrinsic activity and chemical
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properties. Compositional variation can result in tuning the
material’s electronic environment and enhancing the active sites,
but beyond an optimal level, deteriorating impacts start gradually
coming into view. The identification of this balance by a systematic
analysis that effectively spans the entire compositional space of
multi-metal catalysts, surpasses the scope of the traditional
approach, where each composition is individually synthesised
and studied. We thus devised a combinatorial approach to take
over this overwhelming task. This approach thrives on the princi-
pal of parallel processing, which makes it much more efficient
than the traditional approach by accelerating material discovery
and an increased access to a broader range of materials. The
combinatorial approach is put into practice by depositing a library
of materials (a sample with a systematic variation of a particular
material property, for instance a composition gradient), which are
subsequently processed, and then analysed rapidly in a high-
throughput manner using a suitable analytical technique. Thin
film synthesis techniques are often used for the fabrication of
combinatorial libraries with compositional spreads.48–56 Such thin
film gradient libraries ensure the same processing and measure-
ment conditions for all the samples in question.

In this work, we fabricate a thin film materials library with
compositional gradients of bimetallic NiFe and trimetallic
NiFeV using physical vapour deposition (PVD). We then use
these material libraries to draw a composition-activity relation-
ship of the metal components for OER catalytic activity.
A custom-made electrochemical scanning droplet cell (SDC)
set-up, completely automated using LABVIEW, was used to
measure the OER activity of the material libraries. The over-
potential heatmaps at 10 mA cm�2 indicate an optimal compo-
sitional window with the best catalytic activity of 10–15% Fe
and 85–90% Ni for the NiFe alloy, and 1–3% V, 10–15% Fe, and
80–90% Ni for the NiFeV alloy. Using various characterisation
tools such as X-ray diffraction (XRD) and X-ray photoelectron
spectroscopy (XPS), we unravel the synergistic effect of the

dopants by examining the lattice distortions and electronic
structure modifications. We believe that our results success-
fully demonstrate the impact of high-throughput techniques in
guiding materials discovery and the compositional mapping of
catalytic activity in multi-metal systems, leading to the devel-
opment of high performing materials for electrocatalytic water
splitting.

Results and discussion
Compositional spread in the material libraries

The compositional gradient in the material libraries was mea-
sured using the X-ray fluorescence (XRF) and have been
reported in at% for all samples. We made the XRF measure-
ments at 49 points on the gradient library. The bimetallic
library spanned a compositional space of 5–30 at% Fe and
70–100 at% Ni, and the trimetallic NiFeV library 0–8 at% V,
5–60 at% Fe, 30–95 at% Ni, as shown in Fig. 1. We have
obtained linear gradients by co-deposition of materials on an
ITO substrate, using our PVD technique. This was achieved by
adjusting the coverage of the barrier placed above the material
source to control the vapor flux arriving at the substrate. The
XRF measured composition gradients were in agreement to the
trend expected during deposition. We have also conducted
EDAX measurements on our NiFeV trimetallic sample to further
confirm the composition trend observed from XRF (Fig. S5, ESI†).

Structural properties of the material libraries

The grazing incidence X-ray diffraction (GIXRD) patterns of all
the libraries show that they are crystallise with a single phase
in a cubic crystal geometry (Fig. 2(A) shows the GIXRD pattern
of a representative point from the library and Fig. S1, ESI†).
We performed a slow scan measurement at selected points
(selected to give a reasonable representation of the compositional

Fig. 1 XRF heatmaps (at%) of (A) NiFe alloy, (1) Ni and (2) Fe, (B) NiFeV alloy, (1) Ni, (2) Fe, and (3) V.
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space and corresponding overpotential values) on the NiFeV
sample to distinguish the crystal structure peaks more clearly
(Fig. 2(B)). The values of the d-spacing and the unit cell dimen-
sions (a) of a few selected compositions derived from these
measurements are given for comparison in Table S1 (ESI†). The
a values for all the doped alloys are higher than that of pristine
nickel (a = 3.45 A, taken from literature) due to the lattice
distortions induced when additional elements are added into
the crystal lattice. It can be observed that the 2 theta value of
the diffraction peak shifts systematically to lower Bragg angles
with increased level of compositional changes. Correspondingly,
there is an increase in the d-spacing values, the magnitude of
increase being 0.056 Å for the composition with highest doping of
V (Ni79Fe13.5V7.5).

The morphology of the thin film NiFeV sample was studied
using FESEM (Fig. S6, ESI†). Images were taken at various points
across the sample after OER. A dense compact structure with
continuous distribution of particles could be observed throughout
the sample. We also performed AFM measurements to analyse the
surface roughness of the film. Fig. S7 (ESI†) shows the AFM
images (30 � 30 mm) taken at various points on the NiFeV thin
film after OER measurements. The surface roughness (ra) of
the thin film was calculated to be in the range of 1.14–2.03 nm
(Table S4, ESI†). The morphology of the thin film can therefore be
considered uniform throughout the sample. We measured the
thickness of the film at various points using the XRR technique
(Fig. S8, ESI†). The reflectivity oscillations were fitted and analyzed
using FFT to calculate the film thickness. The results proved that
the thickness throughout the film is uniform (96–99 nm).

Electrochemical OER measurements

The electrochemical OER measurements were carried out using
a custom made automated SDC set up. The SDC sequentially
scans 36 predetermined points on the materials library. The
SDC setup is described in detail in our previous work.29

Overpotential vs. composition maps of the binary NiFe, and
ternary NiFeV libraries are shown in two different representations

in Fig. 3(A). Fig. 3(A)(1) and Fig. 3(A)(2) is a 3D plot of overpotential
vs. composition shown at different angles for all the points of
measurement on the binary and ternary samples. The x and y
axes depict the composition of Fe and V, while the z axis depicts
the overpotential at 10 mA cm�2. The red spots correspond to
the actual measurement points of NiFeV sample and the green
spots to that of NiFe sample. In order to visualize the trend in
activity with variation in composition, we have plotted a con-
tour heatmap of overpotential vs. compostion (Fig. 3(A)(3)).
In addition, we have also given the point-by-point heatmap of
the overpotential of the NiFe and the NiFeV library individually
in Fig. S2 (ESI†). From these maps, we can deduce a
composition-activity relationship. For the bimetallic NiFe sample,
we observe that the lowest overpotentials fall within 10–15% of Fe
and 85–90% of Ni. In a volcano type behaviour, we see that
initially the overpotential decreases with doping, reaches an
optimum and then deteriorates further as the iron content
exceeds 25%. Further, the trend in the trimetallic NiFeV library
points to an optimal regime of 1–3% V, 10–15% Fe, and 80–90%
Ni, with the overpotentials reaching as low as 300 mV vs. RHE.
The effect of V can be confirmed by comparing the overpotentials
in the regions with nearly 0% V doping to that with 1–3% V
doping. Fig. 3(B) shows the Tafel slopes for representative com-
positions from the NiFe and the NiFeV library. Within the NiFeV
library, the Tafel slope values follow the trend expected from the
overpotential-composition map, with the lowest Tafel slope
for Ni80.5Fe18V1.5 (86.67 mV dec�1). The lowest Tafel slope of
55.85 mV dec�1 for Ni85.51Fe14.49 could be due to a different
reaction mechanism (with a variation in the rate limiting step)
in the NiFe library as opposed to that with the addition of
vanadium.

We also show the evolution of CV curves and LSV with
compositional variation in Fig. 4. The mechanism of OER
proceeds by the formation of M–OOH from the M–O surface.
All catalysts must undergo this surface transformation to the
M–OOH to start catalyzing OER.21 The redox peak appearing
in the LSVs between 1.35 V to 1.45 V correspond to this

Fig. 2 (A) GIXRD of Ni94Fe5.5V0.5 showing the sample and substrate peaks (B) slow scan measurements at selected compositions on NiFeV alloy,
depicting shifting in peak position with relation to composition.
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conversion, featuring an oxidation state change of nickel from
+2 to +3. In order to ensure activation of our catalysts prior to
OER measurements, we perform 50 CV cycles (until saturation
of the redox peak currents). The oxidation potential of the
Ni2+/3+ couple shifts to higher potentials with increasing Fe
content (Fig. 4(A)(1)). This effect in NiFe alloys has been
previously reported and can be attributed to the partial charge
transfer effect exerted from nickel to iron. After the addition of
vanadium, the Ni oxidation potentials shift to lower potentials
in comparison to their corresponding NiFe compositions con-
firming the ‘‘galvanic’’ effect of vanadium (Fig. 4(B)(1)). The
LSVs of both NiFe and NiFeV (Fig. 4(A)(2) and (B)(2)) verify
the composition-activity trend observed in the overpotential
heatmaps.

In order to estimate the electrochemical surface areas, we
calculated the capacitances of the double layer at the solid/
liquid interface. CVs were collected on the NiFeV sample in the
region of 0.92–1.12 V vs. RHE by varying the scan rate from
10 mV s�1 to 60 mV s�1, where the current response should
only be due to the charging of the double layer. We performed
these measurements at five different points on our NiFeV
sample (Fig. S9, ESI†). The capacitance values for the five points

measured are 0.575 mF, 0.467 mF, 0.615 mF, 0.425 mF and
0.342 mF. We further calculated the ECSA for these five points
from the ratio Cdl/Cs, where, Cs is the specific capacitance of the
sample or the capacitance of an atomically smooth planar
surface of each catalyst. We used Cs = 0.39 mF cm�2 based on
experiments performed on a flat nickel foil. The values of ECSA
for the five points measured on the sample are as follows 0.185,
0.150, 0.198, 0.136, 0.110 cm2. The ECSA values do not show
much deviation as would be expected for a uniform thin film
with uniform thickness.

To understand the role of V doping on the electrocatalysis,
we performed EIS measurements. The Nyquist plots are shown
in Fig. S3(A) (ESI†). The EIS fitting for the best performing
catalyst is shown in Fig. S3(B) (ESI†) and the inset shows the
equivalent circuit used for fitting. This corresponds to a very
thin film catalyst. In the equivalent circuit shown, Rs is
the uncompensated solution resistance, Rct and Cct are the
charge transfer resistance and double layer capacitance at the
catalyst – electrolyte interface during OER, and Rc and Cc are
the resistance and capacitance across the substrate – catalyst
interface.57 The lowest charge transfer resistance (Rct =
25.2 Ohm) was obtained for the composition regime of

Fig. 3 (A)(1) and (2) Overpotential vs. composition of Fe and V (the green spots correspond to the actual measurement points of NiFe sample and the red
points to that of NiFeV sample) at different angles (3) Contour heatmap of overpotential vs. composition of Fe and V (B) The Tafel slopes of selected
compositions.
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10–15% Fe and 1–3%, indicating optimal interfacial electron
transfer at this composition.

Chemical states before and after OER

In order to study the surface chemical states of the elements,
XPS was performed. The deconvoluted spectra of Ni 2p3/2 for
NiFe and NiFeV before OER, show peaks corresponding to
metallic nickel as well as oxidised Ni2+/3+ species (Fig. 5(A)).
It can be observed on comparison that the Ni2p shifts to lower
binding energies after V doping, validating the charge transfer
effect of vanadium. As shown in Fig. 5(B) and (C), after OER, the
oxyhydroxide formation on the surface is clearly evidenced by
the suppression of the metallic peak and rise of the peak at
855.8 eV. Also, a slight shift of the spectra to higher binding
energies can be observed, indicative of the conversion to
hydroxide. On extracting the ratio of the metal:hydroxide peaks
for different points on the NiFeV sample, it can be inferred that
surface hydroxides are higher for those compositions delivering
lower overpotentials for OER (metal: hydroxide ratios for com-
positions in order of decreasing activity: 0.07 : 1, 0.09 : 1,
0.12 : 1). The three peaks in the deconvoluted O1s spectra of
NiFe and NiFeV pristine samples, can be designated to M–O,
M–OH and water adsorbates (Fig. 5(F)). After OER, the O1s
spectra evolves to emphasise the surface hydroxides with the
surface oxides becoming less prominent (Fig. 5(F) and
Fig. S4(D), ESI†). Also, the hydroxide:oxide ratio is higher in

the pristine NiFeV sample (1 : 0.28) compared to pristine NiFe
sample (1 : 0.4) which implies an ease of formation of the
surface hydroxide during OER with the addition of vanadium.
In addition, the hydroxide:oxide ratio within the NiFeV sample
is higher for the points with better overpotential, in agreement
with a higher conversion for these compositions (hydroxide:-
oxide ratios for compositions in order of decreasing activity:
1 : 0.07, 1 : 0.08, 1 : 0.1). From the analysis of the Fe 2p spectra a
case can be made that Fe primarily exists in its metallic state
before electroctalytic activation, whereas, after catalysis the
spectra shifts to a higher binding energy and Fe3+ is the
predominant species (Fig. 5(E) and Fig. S4(B), ESI†). There
was a decrease in the binding energy of iron by B0.2 eV after
V doping, indicating a modification in its chemical environ-
ment. The V 2p spectra centred around 516.5 eV confirms the
presence of vanadium on the sample (Fig. 5(E)), however,
deconvolution of these peaks was not attempted due to the
low quality of the spectrum. This could be due to the low
amounts of V in our sample. In order to understand the effect
of vanadium on OER, we compared the V 2p XPS spectra before
and after OER (Fig. S10, ESI†). We observed that the vanadium
spectrum after OER is more noisy and difficult to distinguish.
This could be due to the hydroxide layer formation over
vanadium on the surface, during OER. Another possible reason
could be the leaching of V out of the surface. The vanadium
peak is also slightly shifted to lower binding energies after OER,

Fig. 4 Electrochemical cycling data of few selected compositions of (A) NiFe, (1) CV, (2) LSV, (B) NiFeV, (1) CV, (2) LSV.
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which however cannot be clearly examined due to noise.
Vanadium exhibits a galvanic effect by influencing the electro-
nic states of the active metals and not directly taking part in
catalysis. Therefore, it is possible that vanadium gets buried
under the nickel-iron hydroxide layer formed during catalysis,
making it less distinguishable in the post mortem analysis.

Discussion

In alkaline media, NiOOH has long been identified as the active
site for OER. Trotochaud et al. observed that even trace
amounts of Fe can drastically improve the OER performance
of Ni due to a partial charge transfer activation effect.21

By conducting in situ Raman spectroscopy, Bell and co-
workers demonstrated that Fe efficiently boosts the catalytic
activity of NiOOH.58 Friebel et al. proved this effect of Fe using
operando X-ray absorption spectroscopy and density functional
theory (DFT) calculations.59 Concerted efforts by various groups
have been dedicated to the study of NiFe based OER
catalysts.10,60–62 In our previous work, we have shown that the
addition of modest amounts of cobalt to the NiFe system can
have a significant impact on the OER activity.29 Various such
transition elements (Cr, Ce, V, Mn) owing to their tuneable
d-band structure, have been incorporated into the standard
NiFe system to improve its catalytic properties.63–67 In the study
of multimetal alloys, obtaining the same volume of data as we
obtained and effectively spanning the same compositional
space as achieved in our work would require a substantially
higher number of experiments, time, and cost. In this context,

a combinatorial approach is an appealing practice to derive the
formulations that will produce the best catalyst and generate a
composition – activity map.

Among the transition metals studied as dopants to the NiFe
system, of particular interest, is the effect of multivalent
vanadium. It has been established that the addition of vana-
dium alters the local structural environment, which reduces the
Gibbs free energy of O binding (DGO*).41 Detailed electroche-
mical analysis and DFT calculations were done on a trimetallic
NiFeV layered double hydroxide (LDH) catalyst, which revealed
that V incorporation resulted in modulating the electronic
structure, enhancing electric conductivity, and favouring fast
electron transfer.44 V doping was also demonstrated to have the
potential to decrease the barrier of the rate determining step.34

The synergistic interaction among Ni, Fe, and V was proposed
to originate from the different 3d valence electronic configu-
ration of these elements. When carefully probing these inter-
actions using X-ray absorption spectroscopy (XAS), it turned out
that in the trimetallic NiFeV catalysts, V has a highly distorted
local coordination structure and short V–O bond lengths, which
leads to near optimal binding energies of oxygen intermediates.43

Our choice of vanadium stems from such insightful examination
of the effects V doping in the literature.36,38,39,42,68

Another significant impact of alloying Ni with V and Fe that
is worth mentioning, is the a-Ni(OH)2 phase stabilisation,
which leads to inhibition of long term degradation. The
Ni(OH)2 structures, which are precursors of the OER active NiOOH
phases, were previously shown to have a prominent effect on
the OER activity. Iron was first reported in 1908 by Edison to
influence Ni(OH)2 behaviour during charge discharge in alkaline

Fig. 5 XPS measurements of: (A) Deconvoluted Ni 2p spectra comparison of NiFe and NiFeV before OER. (B) Deconvoluted Ni 2p spectra comparison of
NiFeV before and after OER. (C) Deconvoluted Ni 2p spectra of various points on NiFeV after OER. (D) Fe 2p spectra comparison of NiFe and NiFeV before
and after OER. (E) V 2p spectra at two different points on NiFeV. (F) Deconvoluted O 1s spectra comparison of NiFeV before and after OER.
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storage batteries.69 Later, in 1987, Corrigan examined its influence
on the OER activity.70 According to the Bode diagram, a-Ni(OH)2

transforms to g-NiOOH while the b phase of Ni(OH)2 converts to
b-NiOOH.71 Ni in b-NiOOH has a valency of +3, in contrast to the
+3.6–3.7 in g-NiOOH, which leads to a higher electron transfer
number of B1.7 in the a - g phase transition.72–74 In addition,
the g-NiOOH is also more stable due to a higher interlayer spacing
(6.9A in comparison to 4.8 A for b-NiOOH), which enables water
molecules and ions to penetrate the layers. We thus desire an
electrochemical cycling from a - g, however, the disordered a
phase usually transforms to the more crystalline b phase under
the applied potential and pH conditions of the reaction. Such an
irreversible phase transformation results in the degradation of the
OER activity over time. The incorporation of elements such
as iron, vanadium, aluminium, cobalt, etc. induce an inhibition
of the b-Ni(OH)2 crystallisation and ordering by chemical
aging.45–47,75,76 These elements although not directly involved in
catalysis, evidently influence the OER activity by altering the
structure and chemical environment of the OER active NiOOH.
It must also be noted that we are effectively reducing the active
metal loading (Ni(OH)2), taking into consideration the supporting
elements incorporated and the water molecules associated with
the a phase. As the active site of catalysis is the NiOOH and the
secondary and tertiary elements indirectly contribute to the
stabilisation and improvement of the active material, beyond a
particular level of addition, we compromise on the performance.
The realisation of this optimum level of incorporation was made
possible by our combinatorial approach in a time and cost-
effective way. We concluded that more than 3% V and 15% Fe
conversely affects the OER activity by compromising on the active
metal Ni.

In order to analyse how our catalyst stands in comparison to
others from literature, we have added two tables for comparison
in the ESI† (Table S2 and S3). It can be observed that in general,
the overpotential values are higher in thin films studied using
high throughput screening techniques like SDC than in powder
catalysts studied in a rotating disk electrode. This can be attri-
buted to the different measurement conditions existing in the two
scenarios. In the case of NiFeV system, the literature reports
values of lamellar double hydroxide (as a powder film) with huge
surface areas compared to our dense PVD thin films.

However, in a high throughput experiment on dense thin
films like ours, we can assure that all the catalysts experience
the same process and measurement conditions making com-
parisons among them very reliable. Compared to other real
SDC combinatorial works, the overpotential measured for a flat
surface are among the lowest @ 10 mA cm�2. Moreover, as far
as our knowledge, we have systematically investigated a NiFeV
trimetallic system using a combinatorial approach for the
first time.

Conclusion

Various transition metal dopants have been explored for the
enhancement of Ni based catalysts for OER. However, a

comprehensive comparison over a large range of element ratios
is very rare and incomplete. We have carried out a deliberate
analysis on a series of bimetallic (NiFe) and trimetallic (NiFeV)
alloys over a considerable span of compositional space in order
to validate the synergistic modulation of activity by composi-
tional tuning. We have used a combinatorial tool for obtaining
fast, reliable, and reproducible results regarding the OER
activity of the multimetallic material libraries. Thereby, we
could achieve a higher level of data acquisition and compre-
hensive exploration of the compositional space compared
to other reports, which would require a significantly larger
number of experiments, time, and resources. A PVD technique
was optimised to grow thin film libraries with a compositional
gradient and a custom-made SDC set up was used for the
electrocatalytic OER analysis. A substantial ‘‘galvanic’’ effect
of vanadium doping could be inferred from the overpotential
heatmaps plotted across the library. The lattice distortions
induced by the incorporation of V could be derived from the
increase of the lattice parameter after doping addition, calculated
from the GIXRD patterns. XPS analysis revealed considerable
modification of the chemical environment inducive to better
catalytic performance. Overall, our study directs the rapid design
and development of new high performing catalysts.

Materials and methods
Combinatorial thin film synthesis using PVD

The thin films that form the material libraries were fabricated
on ITO substrates, which were 50 � 50 � 1 mm in size. The
substrates were cleaned by washing in lens cleaning soap,
followed by sonication for 5 minutes in the lens cleaning soap
solution. The samples were then sonicated in acetone for
5 minutes, sonicated in MilliQ water for 5 minutes and dried
under N2 stream and stored in MilliQ water. Prior to deposition
the samples were plasma cleaned for 5 minutes (Diener
Electronic Plasma Surface Technology) at maximum power with
an Ar plasma. The substrates were then placed in an e-beam
deposition system (Thermionics Inc.) for film fabrication.
The materials, Ni 99.995%, Fe 99.95%, and V 99.7% (Kurt
J. Lesker Co.) were placed in the deposition chamber in
separate crucibles, and then co-deposited on the substrate to
form the libraries. To control the gradient formation, barriers
were placed inside the chamber at specific positions between
the crucible and the substrates to control the vapor flux arriving
on the sample as previously described.55 The base pressure was
1.2 � 10�6 torr, and during the deposition the pressure was
5 � 10�6 torr. The temperature was kept at 25 1C and the
sample remained static to achieve the gradients within the
libraries. For the Ni–Fe–V libraries, co-deposition of half
the amount of the Ni took place together with the Fe and half
of the Ni together with the V, sequentially. After the thin films
were formed, the samples were removed from the deposition
chamber and measured directly.

Electrochemical measurements. The high throughput electro-
chemical characterisation was performed using an automated
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scanning droplet cell (SDC) set-up. The cell, fabricated by 3D
printing consisted of an electrolyte inlet and outlet, and two arms
for the reference and counter electrodes respectively. An o-ring of
4 mm inner ring diameter was placed at the tip of the cell, which
when pressed to the sample surface, defined the examined
geometric area of the sample. An electrical contact was taken
from one edge of the sample that served as the working electrode.
The cell was mounted onto the z-axis of a three-axis movable stage
and the sample holder was capable of movements in the x and y
axes. Electrolyte solution was fed in and out of the cell using two
programmable pumps. The entire electrochemical screening
process was programmed using LABVIEW.

Our samples are coated on a single 50 � 50 mm2 FTO plate,
forming a gradient of compositions. This was considered as a
6 � 6 array of 36 discrete samples for sake of measurement.
All measurements were made in a 1 M KOH solution with
Hg/HgO as reference and Pt as counter using a SP-150 Biologic
Workstation. Oxygen evolution activity of each of these samples
was studied by serial scanning. The scanning procedure
involved the following steps: (i) SDC moved to the point of
interest, (ii) electrolyte was pumped in, (iii) electrochemical
measurements was performed, (iv) electrolyte was pumped out.

We have converted all our measurements to the Reversible
Hydrogen Electrode (RHE) scale for easy comparison. The
potential used for conversion from Hg/HgO to RHE was decided
by performing the HOR/HER reaction on a Pt disk electrode
(potential window: �0.9 V to �0.2 V) in hydrogen saturated 1 M
KOH. We performed CV measurements after obtaining a stable
OCV. The average potential of crossover at zero current was
calculated and this was used as the conversion factor.

We used the geometrical surface area (0.1256 cm2) for
current normalization due to uniform roughness over the entire
thin film sample.

The LSV plots shown in Fig. 4 are smoothed versions of the
original data due to the limited number of data points mea-
sured. We are forced to put this limit, due to the large amount
of data being measured which can overload and slow down the
working of the system.

We performed CV measurements in the non-faradaic region
for the calculation of Cdl at different scan rates ranging from 10
to 60 mV s�1.

Structural and compositional analysis. Elemental mapping
of the thin films was performed by X-ray Fluorescence (XRF)
Spectroscopy (XGT-7200 from Horiba). To eliminate errors
caused due to matrix effect, we have performed our quantifica-
tions using the Fundamental Parameters Method. This method
corrects the observed peak intensities using algorithms based
on theoretical X-ray beam intensity, detector solid angle, matrix
effects, band overlap and spectral backgrounds. The morphol-
ogy was determined from HR-SEM images collected on a FEI
Magellan equipped with an Energy Dispersive X-ray (EDS)
(Oxford 80 mm 2) spectroscopy attachment. The roughness of
the film was determined using AFM images collected on Bio
FastScan scanning probe microscope (Bruker).

GIXRD measurements were conducted with a Rigaku
Smartlab workstation with a y–2y range of 10–901. Slow scan

rate measurements were performed within a range of 30–801 at
few relevant points for better understanding. X-ray reflectivity
(XRR) measurements and analysis by FFT were also performed
using the Rigaku Smartlab workstation.

XPS was conducted with a Nexsa X-ray photoelectron spec-
trometer system (Thermo Scientific) with a monochromated Al
Ka X-ray source. Measurements were taken at room tempera-
ture, under high vacuum (o 3.0 10�9 torr). A 400 mm spot size
was used, with a pass energy of 40 eV, and a flood gun was
operational for all measurements. The samples were placed
whole on the sample holder, with the points measured from the
edges using the Avantage (Thermo Scientific) software. Survey
scans were performed before higher resolution scans for the
respective regions for each element. The spectra were corrected
to the adventitious carbon peak at 284.8 eV, before fitting with a
Smart background (Avantage, a Shirley background with
an added condition that background must be less than the
spectrum energy).
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