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Synthesis and characterization of a high-
performance bio-based Pebax membrane
for gas separation applications

R. Surya Murali, *ab Amit Jha,a Aarti, ab Swapnil Divekarab and
Soumen Dasguptaab

Bio-based polymers with at least a portion of the polymer derived from renewable raw materials have

been the subject of research due to the increasing worldwide inclination towards sustainability. The

synthesis of bio-based polymeric membranes is required to reduce dependency on fossil fuels. Pebaxs

Rnews 30R51 (Pebax Rnew) is a type of bio-based polymer consisting of polyether segments and

polyamide segments, wherein the polyamide segments are obtained from renewable sources. This study

focuses on synthesizing and characterizing Pebax Rnew membranes for gas separation applications.

Pebax Rnew was dissolved in a solvent mixture of 1-butanol and 1-propanol and cast on a Petri dish,

followed by complete solvent evaporation. Free-standing dense membranes of 2 wt%, 4 wt%, 6 wt% and

8 wt% polymer solution concentration were synthesized. Pure CO2, H2, CH4, N2 and O2 gas

permeabilities were measured at ambient temperature and pressures varying from 2–10 bar, and the

corresponding ideal selectivities were calculated. The synthesized membrane surface and cross-sectional

morphologies were investigated by scanning electron microscopy. Thermogravimetric analysis, Fourier-

transform infrared spectroscopy and X-ray diffraction studies were conducted to determine the thermal

stability, intermolecular interactions and intersegment distance between the polymer chains. For a 6 wt%

Pebax Rnew membrane, a high permeability of 205 Barrer was measured for CO2, whereas the CH4, O2

H2, and N2 permeabilities were 9.6, 8.1, 2.9 and 18.6 Barrer, respectively. With increasing pressure, the

selectivity was enhanced from 65 to 91, 20 to 26 and 9.7 to 13.5 for CO2/N2, CO2/CH4 and CO2/H2 gas

systems, respectively. This work provides scope for developing bio-based membranes comparable with

existing membranes for different gas separation applications to achieve process targets.

1. Introduction

Membrane-based gas separation processes are an efficient
technology to reduce carbon emissions and achieve carbon
neutrality. Polymeric membranes are commercially widely used
in industrial separation applications due to their low cost, ease
of processing and mechanical properties. Over the decades,
various membranes have performed well in separating CO2 from
N2 in coal-fired power plants.1,2 CO2 separation from CH4 is
another primary industrial application of membranes in refi-
neries to meet natural gas pipeline specifications and increase
the calorific value of the stream.3 Similarly, CO2 and H2S can be
separated from biogas using membranes.4 Membrane separa-
tion processes are an attractive alternative for separating H2 and

N2 from an ammonia purge stream and CO2 from H2 in the
water–gas shift reaction to produce enriched H2.5,6 Another
interesting membrane application is CH4 and N2 separation
from coal-bed methane gas. Membrane-based air separation
plays a significant role in the chemical industry in producing
enriched nitrogen and oxygen.7

The selection of a polymer material is crucial in developing a
membrane for gas separation. One of the methods to overcome
the trade-off challenge is to combine flexible polyether polymers
with mechanically stable and rigid polymers such as polyamides.8

A poly(ether block amide) copolymer is such type of material that
consists of both linear chains of flexible polyether segments (PE)
and hard polyamide segments (PA). Glassy polyamide segments
contribute mechanical strength, whereas rubbery polyether seg-
ments provide high permeability owing to the higher polymer
chain mobility of the ether functional groups.9 Poly(ether block
amide) thermoplastic elastomers is best known by the trademark
Pebax. Different grades of Pebax copolymers are being synthesized
by changing the composition of the amide and ether segments.
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Researchers have been developing and modifying different Pebax
grades for various gas separation studies.10–16 Table 1 illustrates
the composition of Pebax grades that are majorly evaluated for gas
separation applications. Pebax has been extensively studied for
CO2 separation application owing to its strong affinity among CO2

gas molecules and polar carbonyl linkages present in the PE
blocks.8–10 Bondar et al.11 evaluated the different grades of Pebax
membranes for gas separation properties, materials such as Pebax
2533, 4033, 1074 and 4011. It was revealed that gas permeability
increases with increasing the percentage of the PE blocks in the
Pebax copolymers. Researchers have been extensively working on
Pebax 1657 due to its higher CO2 permeation properties.9–12

Currently, the majority of membranes used for separation
applications are synthetic polymeric materials. These synthetic
polymers are usually produced from fossil-based resources,
which leads to anthropogenic emission of greenhouse gas that
significantly contributes to climate change. Hence, it is essen-
tial to switch from a fossil-based materials economy to an
ideally circular materials economy. Development of biobased
polymers is an alternative to solve the environmental impact
and dependency on fossil resources. This transition generates
an opportunity to develop sustainable membrane materials for
separation applications.18

Bio-based polymers are materials for which at least a portion of
the polymer is formed from renewable raw materials.19 Biopoly-
mers or monomers are commonly obtained from plants, biogenic
feed stocks and other non-fossil resources. A blend of renewable
resource monomers and fossil-based monomers is also referred to
as biobased polymer materials.20 Based on the current progress in
circular materials and green environmental regulations, biomater-
ials are renowned as impending and sustainable materials for
switching with fossil-based synthetic polymers. Bio-based poly-
meric membrane materials have been used in microfiltration,
ultrafiltration, reverse osmosis, gas separation and pervaporation
applications.

Pebaxs Rnews 30R51 is a variety of biobased polymers
made of flexible polyether segments derived from fossil fuel
and rigid polyamide segments from renewable sources. Castor
seeds obtained from castor plants are the base material for
preparing renewable polyamide segments. These castor beans

are initially crushed followed by pressing to extract the oil. The thus
obtained castor oil is processed through several refining steps and
finally transformed into amino-11 monomers. The synthesized
monomers are further processed into polyamides (PA11). Pebax
Rnew polymer is synthesized by the polycondensation of renew-
able polyamides (PA11) with an alcohol-terminated polyether.21

Martı́nez-Izquierdo et al. synthesized Pebax Rnew mem-
branes for single and mixed gas permeation studies. Compared
to other Pebax grades, 1657 and Rnew exhibited superior
separation performance due to the presence of polyethylene
oxide as the soft segments, which show more interaction with
CO2 gas molecules. A 3 wt% Pebax Rnew membrane exhibited a
CO2 permeability of 167 and 164 Barrer for single and mixed
gas permeation, respectively, and corresponding CO2/N2 selec-
tivities of 41 and 37 were calculated.8 The higher solubility of
CO2 in the case of Pebax Rnew has increased research interest in
focusing on membrane preparation parameters and their mod-
ification. The same group modified membranes by incorporating
an ionic liquid (IL) [Bmim][BF4] and metal–organic framework
(MOF) to prepare thin film composite (TFC) membranes via spin
coating on polysulfone supports. Compared with the Pebax Rnew
TFC membrane, the IL loading improved the CO2 permeance by
27% and CO2/N2 selectivity by 7%. Whereas, MOF incorporation
increased CO2 permeance by 51% and 65% for ZIF-8 and ZIF-94,
respectively, although the CO2/N2 separation selectivity decreased
by 7% to 25 in both cases.17

Polymer solution concentration plays a significant role in
membrane formation and separation performance. The viscos-
ity of a polymer solution increases with polymer concentration
and reaches a critical concentration, where beyond critical
concentration entanglement of the polymer chains is inevitable.
Martı́nez-Izquierdo et al. studied the influence of casting solution
concentration on the morphology and gas permeation properties
of Pebax-1657 membranes. The polymer crystallinity, an important
factor in the fabrication of organized structures, decreased with
increasing polymer concentration from 1 wt% to 5 wt%. Mem-
branes prepared from a 3 wt% Pebax-1657 solution were found to
exhibit higher separation performance, irrespective of the operat-
ing temperature.22 Similarly, Hasan et al. synthesized Pebax-3533
membranes by varying the concentration from 1 wt% to 6 wt% and
evaluated them for CO2 separation. Increasing the polymer
concentration enhanced the performance from 1 wt% to 5 wt%
and higher concentrations resulted in a decrease in membrane
performance due to changes in polymer crystallinity.23

We believe that solution concentration effects could help in
selecting a suitable polymer concentration for gas separation
applications. It is essential to find a correlation among the
casting conditions and membrane performance, including mor-
phology, thermal and mechanical properties, long term stability,
etc. To our knowledge, for Pebax Rnew membranes, the effect of
polymer concentration on morphology, thermal and complete
gas permeation properties has not been discussed previously in
the literature. In this work, Pebaxs Rnews 30R51 (Pebax Rnew)
membranes were synthesized and the permeability of pure CO2,
CH4, H2, N2 and O2 gases was evaluated. This study intended to
assess the effect of polymer concentration on gas permeabilities.

Table 1 Composition of different grades of Pebax copolymers studied for
gas separation applications

Pebax grade

Rigid
polyamide
segment

Flexible
polyether
segment

Rigid
polyamide
segment wt%

Flexible
polyether
segment wt% Ref.

1657 PA6a PEOd 40 60 9
2533 PA12b PTMOe 20 80 13
1074 PA12 PEO 45 55 14
3533 PA12 PTMO 25 75 15
4033 PA12 PTMO 43 57 16
5533 PA12 PTMO 70 30 11
4011 PA6 PEO 43 57 11
Rnews 30R51 PA11c PEO 20 80 17

a PA6:5 methyl units polyamide. b PA12:11 methyl units polyamide.
c PA11:10 methyl units polyamide. d PEO: poly(ethylene oxide). e

PTMO: polytetramethylene oxide.
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Further, membrane performance was investigated by varying the
feed gas pressure. The physical and chemical characteristics of
the membranes were evaluated using scanning electron micro-
scopy (SEM), Fourier-transform infrared (FTIR) spectroscopy, X-
ray diffractometry (XRD) and thermogravimetric analysis (TGA)
characterization.

2. Materials and methods
2.1. Materials

Arkema India Chemicals Private Limited, Mumbai, kindly pro-
vided Pebaxs Rnews 30R51 as pellets. Fig. 1 shows the chemical
structure of the Pebax Rnew polymer, which contains 20% rigid
polyamide and 80% flexible polyether segments. Castor oil
extracted from castor plant seeds was used to produce the basic
building blocks of the polyamide PA11 (https://pebaxpowered.
arkema.com/en/bio-based-pebax/). Fig. 2 shows the steps
involved in synthesizing the Pebax Rnew polymer, which consists
of 45% bio content, according to ASTM D6866.24

Chemicals for membrane synthesis were used as received
without any purification. ACS grade 1-butanol and 1-propanol
were purchased from Alfa Aesar, India. CO2, CH4, H2, O2, and N2

gas cylinders of 499.9% purity were supplied by Sigma Gases
and Services, India.

2.2. Membrane preparation

The membranes were synthesized using solution casting and a
controlled solvent evaporation method. Pebax Rnew membranes
were cast from polymer solution containing 2 wt% to 8 wt%
polymer in a 1 : 1 solvent mixture of 1-butanol and 1-propanol
under constant stirring of around 400 rpm at a temperature of
80 1C under reflux. A predetermined quantity of polymer was
dissolved in the solvent mixture gradually to avoid lump for-
mation. After the complete dissolution of the added polymer,
the remaining portion was introduced. A completely dissolved
polymer solution was sonicated for 4 h to remove bubbles. Finally,
a Pebax Rnew dope solution was poured into the glass Petri dish

and covered with another properly leveled, bigger Petri dish with a
slight opening at the bottom. The dope solution was left to
evaporate at ambient temperature for at least 48 h and subse-
quently dried in an oven for at least 24 h at a temperature of
120 1C. After the complete removal of solvent, the membranes
were gently peeled off from the Petri dish for performance studies.

2.3. Membrane characterization

FTIR spectra of the Pebax Rnew membranes were scanned
between 4000 and 400 cm�1 using a PerkinElmer Spectrum
Twot spectrometer.

TGA of the synthesized membranes was performed under a
N2 atmosphere using a Discovery series (SDT 560) instrument at
a heating rate of 10 1C min�1 to 800 1C.

SEM performed using a FEI Quanta 200 Field Emission
scanning electron microscope was used to investigate the sur-
face and cross-sectional morphologies of the synthesized mem-
branes. Samples were prepared by dipping them in liquid
nitrogen and coating them with conducting gold to avoid
electron beam charging.

The intersegment distance between the polymer chains in
membranes was confirmed on a Proto Advance X-ray diffract-
ometer (XRD) connected to a Lynx eye high-speed strip detector.
X-rays of 0.154 nm in wavelength were produced using a Cu Ka
source. The angle (2y) of diffraction was varied from 101 to 801
to identify the intersegmental chains.

2.4. Gas permeation studies

Fig. 3 shows a schematic of the membrane based gas permea-
tion experimental system. The performance of the membranes
was evaluated using an indigenously designed setup of SS 316
material. The experimental setup was flexible to perform both
pure and mixed gas studies. The membrane test cell consists of
two ports at the top for transporting feed and retentate gas and
two at the bottom for transporting permeate and sweep gas. An
inert gas such as helium or argon gas was used as the sweep
gas. The top and bottom of the plates were connected by
locking bolts. A perforated circular plate attached with fine SS
mesh supported the membrane. Vacuum grease was used for
the rubber gasket and ‘‘O’’ ring while fixing the membrane to
avoid leaks. All the steams such as feed, retentate, permeate,

and sweep gas lines were 1
4

0 0
tubes made of SS 316. Compression

fitting nuts and ferrule were used for all streams to withstand
higher pressures and avoid leakage. Feed, retentate, and sweep

stream gas flows were regulated with 1
4

0 0
SS 316 needle valves.

The synthesized membranes were tested for pure CO2, CH4,
H2, O2 and N2 gases using the traditional constant pressure
method. The permeability and selectivity were measured in the
2 to 10 bar pressure range and at ambient temperatures (25�
3 1C). Self-supported membranes were gently cut into circular
form and placed over a polyester fabric support in the permea-
tion test cell. A rubber gasket and ‘‘O’’ ring were placed on the
membrane by applying vacuum grease. The top lid of the test
cell was properly positioned to tighten the cell. The top and
bottom lids were fixed appropriately using SS bolts. At least

Fig. 1 Chemical structure of the Pebaxs Rnews 30R51 polymer.

Fig. 2 Steps involved in synthesizing the Pebaxs Rnews 30R51 polymer.
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three samples were evaluated from each membrane type and
the gas permeability was averaged. Sweep gas was not used in
this case as transport gas as the permeate flow rate was
measurable. Before every experiment, feed, retentate, and
permeate streams were flushed with inert gas to avoid contam-
ination. Feed gas was slowly passed into the top section of the
membrane test cell using a needle valve. Continuous gas flow
was maintained across the membrane in the test cell by
partially opening the output valve. A soap bubble flow meter
was fitted to the permeate line to measure the permeate flow.
After attaining a steady state, the permeation data were col-
lected at least five times over 30 min, and the calculated
permeability was averaged. Synthesized membrane thicknesses
were measured using SEM at different portions of the
membrane cross-section, and the average value was used for
calculating permeability.

The permeability coefficient (P) was calculated using eqn (1):

P ¼ qt

a � ðpA � pBÞ
(1)

where q is the permeating gas flow rate (cm3 s (STP)), t is the
membrane thickness (cm), a is the membrane area (cm2), and
pA and pB are the feed and permeate side partial pressures (cm
Hg), respectively. The membrane permeability was calculated
in Barrer (1 Barrer = 10�10 (cm3 (STP) cm cm�2 s�1 cmHg�1)).

The selectivity (a) is the permeability ratio of fast and slow
permeating gas.

a ¼ Pa

Pb
(2)

where Pa and Pb are the permeability of fast and slow permeat-
ing gas, respectively.

3. Results and discussion
3.1. Membrane characterization

3.1.1. SEM. SEM characterization was conducted to inves-
tigate the synthesized membrane surface and cross-section
morphologies. Obtained membrane films were transparent and
flexible. Fig. 4(a)–(d) represent the cross-section morphologies of
2 wt%, 4 wt%, 6 wt% and 8 wt% Pebax Rnew membranes,
respectively. The exact quantity of polymer solution was added to
the Petri dish for synthesizing the membranes. The cross-section
morphologies show an increase in membrane thickness with
increasing polymer concentration, as expected. In a lower poly-
mer/solvent ratio mixture, less polymer is spread on a Petri dish
and more solvent is evaporated, forming a thin membrane. In a
higher polymer/solvent ratio, more polymer is spread on the
Petri dish, forming a denser membrane matrix.25 More Pebax
Rnew polymer chains were distributed in the fixed Petri dish size
at higher polymer concentrations, resulting in thick membranes
and vice versa. All the membrane cross-sectional morphologies
were dense and homogeneous without any porous structure.

Fig. 4(e)–(h) show the surface morphologies of 2 wt%, 4 wt%,
6 wt% and 8 wt% Pebax Rnew membranes, respectively. As
observed in surface morphologies, the top surface of the
membranes is homogeneous and uniform in nature; no defects
or polymer agglomerations were detected. To avoid lump and
agglomeration at higher polymer concentrations, precautions
were taken to obtain defect-free and smooth membranes, such
as casting the membrane when the polymer solution was
around 30–35 1C, heating the Petri dishes at around 30 1C to
avoid instantaneous evaporation of the solvent and covering
them with larger Petri dishes with a very small opening.

3.1.2. FTIR spectroscopy. Fig. 5(a)–(d) show the FTIR spectra
of the 2 wt%, 4 wt%, 6 wt% and 8 wt% Pebax Rnew membranes,
respectively. All four membranes show similar spectra patterns,

Fig. 3 Schematic of the gas permeation testing facility.
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featuring polyamide and polyether domains. The peak at
1637 cm�1 represents the stretching vibrations of the H–N–
CQO functional group, the peak at 1733 cm�1 is associated with
the –CQO group in saturated esters, and the peak at 3306 cm�1

represents the –N–H– groups.8 Regarding the polyether soft
segment bands, the peak at 2919 cm�1 represents the aliphatic
C–H functional group stretching and bending vibrations. The
pattern obtained at 1099 cm�1 corresponds to the stretching
vibration of the C–O–C ether functional group. The peaks align
with the reported literature.8,17,26

3.1.3. TGA. TGA characterization of the synthesized mem-
branes was conducted under a N2 atmosphere at a heating rate of
10 1C min�1 in a 20–800 1C temperature range. Fig. 6 illustrates
the weight variation of Pebax Rnew membranes tested in this

study during the heating process. The TGA results of 2 wt%,
4 wt%, 6 wt% and 8 wt% Pebax Rnew membranes follow the same
trend in weight loss with increasing temperature. No weight loss
was observed for all the membranes tested r100 1C, representing
complete moisture and solvent removal from the membrane
matrix. From Fig. 6, three stages of membrane degradation were
observed with temperature. Stage 1 refers to the thermal rear-
rangement of the polymer with increasing temperature. The Pebax
Rnew membranes exhibited excellent thermal stability up to
340 1C. In stage 2, with increasing the temperature beyond
340 1C, the sample starts decomposed drastically; an enormous
weight decrease was observed, and maximum degradation was
observed at 475 1C. This represents the oxidation mechanism,
wherein the combustion of residues of the thermal degradation
and aromatic compounds occurred.22 There was more weight loss
in the 6 wt% Pebax Rnew membranes compared to the other
membranes, in both stages 1 and 2. Reduced membrane crystal-
linity and higher polymer chain mobility might have decreased the

Fig. 4 Cross-section morphologies of (a) 2 wt%, (b) 4 wt%, (c) 6 wt% and
(d) 8 wt% Pebax Rnew membranes, and surface morphologies of (e) 2 wt%,
(f) 4 wt%, (g) 6 wt% and (h) 8 wt% Pebax Rnew membranes.

Fig. 5 FTIR spectra of the (a) 2 wt%, (b) 4 wt%, (c) 6 wt% and (d) 8 wt%
Pebax Rnew membranes.

Fig. 6 TGA curves of the 2 wt%, 4 wt%, 6 wt% and 8 wt% Pebax Rnew
membranes.
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intra and inter polymeric chain interactions, which led to a
reduction in the thermal stability.23 Lower polymer concentration
might have facilitated easy interaction between the polymer
chains, which helped to promote a more favorable polymer chain
orientation to enhance the polymer–polymer interactions.19 Sur-
prisingly, for the 8 wt% Pebax Rnew membrane, a slight increase
in thermal stability occurred due to polymer chain entanglement.
In stage 3, the degradation from 475 1C corresponded to the
carbonization of the degraded polymer matrix. A significant
change in the final degradation temperature was not observed
by varying the concentration of Pebax Rnew in the casting solution.

3.1.4. XRD. Fig. 7 illustrates the XRD patterns of the Pebax
Rnew polymer membranes. All the synthesized membranes showed
similar diffraction peaks. Pebax Rnew is a semicrystalline polymer
with crystalline and amorphous phases of both PEO and PA. The
diffraction peaks at 211, 291, and 421 of 2y represent the amorphous
nature, and the peaks at 411 and 481 of 2y correspond to the
crystalline nature of the polymer. The 2 wt% Pebax Rnew
membrane exhibited more crystalline character compared to the
other membranes. In agreement with the literature, increasing the
polymer concentration decreased the crystallinity.22 It is evident
from the XRD patterns of 4, 6 and 8 wt% Pebax Rnew that the
ordering of the polymer chains along certain crystallographic planes
disappeared, resulting in a complete loss in intensity from that
direction. Increasing the polymer solution concentration, the pat-
terns slightly shifted to the left, revealing an increase in interseg-
mental spacing. With increasing polymer concentration, the

structural relaxation time increased, which resulted in more chain
flexibility. This molecular mobility and polymer chain arrangement
increased the intersegmental spacing. This marginal increase in
intersegmental spacing might have enhanced the amorphous nat-
ure of the polymer and membrane permeability.

3.2. Gas permeation studies

3.2.1. Effect of polymer solution concentration. The Pebax
block copolymer is a combination of glassy polyamide segments
and rubbery polyether segments. Different grades of Pebax have
emerged as potentially attractive membrane materials for gas-
and liquid-based separation applications. Table 1 shows that the
Pebax Rnew polymer consists of a higher percentage (80%) of
rubbery segments compared to other grades of Pebax such as
1657, 3533, and 4533. Due to the higher amount of flexible
domains in the Pebax Rnew polymer, primary gas permeation
occurs via the rubbery segments. Because of their highly crystal-
line nature and their lower proportion in the Pebax Rnew
polymer, the sorption contribution of the glassy domains is
insignificant.9 The polyamide phase in Pebax Rnew, PA11, repre-
sents 10 methyl functional groups and plays a significant role in
the permeation of gases. Generally, the higher the chain length,
the poorer the chain packing efficiency, which leads to more free
volume and, therefore, a higher gas diffusion.27

Table 2 shows the effect of the Pebax Rnew polymer solution
concentration on the gas permeation characteristics at a con-
stant feed gas pressure of 5 bar. The gas permeability order was
observed to be CO2 4 H2 4 CH4 4 O2 4 N2. CO2 gas showed
higher solubility in the Pebax Rnew polymer and is compara-
tively inert to the other gases. The polyether segments in the
Pebax Rnew are strongly associated with CO2 because of dipole-
quadrupole interactions between the polyether matrix and CO2

molecule.8,28 Due to the higher amount of soft segments in the
Pebax Rnew polymer, the CO2 solubility and permeability
values are higher. Additionally, the kinetic diameter of CO2 is
less than those of CH4, O2 and N2, leading to it exhibiting
higher diffusivity than the other gases. In the case of H2,
diffusivity would be higher than CO2 due to its smaller kinetic
diameter (2.89 Å) than that of CO2 (3.3 Å). However, the
selectivity of gas molecules depends on their condensability
and polymer–gas interactions. Typically for rubbery polymers,
CO2 has greater solubility than H2.29–31 The higher polyether
content in Pebax typically resulted in higher gas solubility, and,
in addition, quadrupolar interactions between the CO2 mole-
cules and the ether groups enhanced the solubility.32 Hence,
despite its smaller kinematic diameter (2.89 Å), H2 exhibited
less permeability in the polymer matrix. CH4, H2, N2 and O2

Fig. 7 XRD patterns of the 2 wt%, 4 wt%, 6 wt% and 8 wt% Pebax Rnew
membranes.

Table 2 Effect of the Pebax Rnew polymer solution concentration on the gas permeation

Membrane Average thickness (mm)

Gas permeability (Barrer)

CO2 CH4 O2 N2 H2

2% Pebax Rnew 22 113 � 3 5.3 � 0.1 4.1 � 0.1 1.8 � 0.1 9.5 � 0.2
4% Pebax Rnew 36 112 � 4 5.3 � 0.2 4.8 � 0.1 1.7 � 0.1 9.3 � 0.2
6% Pebax Rnew 50 205 � 6 9.6 � 0.2 8.1 � 0.2 2.9 � 0.1 18.6 � 0.9
8% Pebax Rnew 76 136 � 5 8.0 � 0.2 4.9 � 0.1 2.2 � 0.1 12.6 � 0.8
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transport was due to the polyamide phase free volume in the
polymer.

From Table 2, it was found that increasing the polymer
concentration from 2 wt% to 4 wt% had no impact on the gas
permeability. At 6 wt% of Pebax Rnew polymer concentration,
around 85%, 80%, 100%, 60% and 90% increases in gas
permeation were observed for CO2, CH4, O2, N2 and H2 gases,
respectively. The increase in permeability was due to the
polymer matrix arrangement and change in intersegmental
spacing with polymer solution concentration, as shown in the
XRD data. Fig. 8 shows the mechanism of gas permeation
through the membrane upon varying the polymer concen-
tration. For 2 wt% and 4 wt% polymer concentrations, the
structural relaxation time was low due to fast solvent evapora-
tion. Polymer chains are not very flexible for orientation and
result in less free volume. At a critical concentration of 6 wt%,
the polymer chains have sufficient time for chain alignment and
ensure more free volume. The increased free volume enhances
the gas permeation through the polymer matrix. Additionally,
the higher amount of soft segments in 6 wt% compared with 2
wt% and 4 wt% led to higher permeation of gases. Thus, higher
gas permeability was observed for all the gases. However, at a
higher polymer concentration of 8 wt%, gas permeability was
decreased for all the gases. This might be due to the higher
packing density of the polyamide and polyether segments on
the membrane surface. A higher packing density would have
compacted the polymer matrix and decreased the fractional free
volume, as shown in Fig. 8. Fig. 9 illustrates the effect of
polymer solution concentration on the selectivity of CO2/N2,
CO2/H2, CO2/CH4, H2/N2, CH4/N2 and O2/N2. Though the perme-
ability of gases was enhanced considerably, significant improve-
ment in gas selectivity was not observed, except for CO2/N2 gas
system. Hence, the 6 wt% Pebax Rnew polymer was considered
to be the optimal polymer solution concentration for the best
gas separation performance.

3.2.2. Effect of feed pressure. The effect of pressure on 6
wt% Pebax Rnew membrane permeability and selectivity was
investigated by varying the feed pressure from 2 to 10 bar in
intervals of 2 bar. With increasing pressure, the permeability of
all the gases increased, as shown in Table 3, due to increased
driving force and solubility. CO2 gas permeability improved
significantly by around 120% compared to H2, N2, O2 and CH4.
This is owing to the quadrupole dipole moment force of the

ether groups in the membranes towards CO2 and the self-
compressible properties of CO2.33 A higher pressure tends to
enhance the solubility and driving force of CO2, leading to a
higher permeability. In the case of H2, CH4, N2 and O2 gases,
permeability increased marginally from 16.1 to 25.6 Barrer, 7.6
to 13.9 Barrer, 2.4 to 3.8 Barrer and 6.5 to 11.5 Barrer,
respectively, upon increasing the pressure. A decrease in free
volume fraction with pressure might have restricted the gas
diffusivity through the membrane matrix.

The effect of applied feed pressure on membrane selectivity
is shown in Fig. 10. CO2/N2, CO2/CH4 and CO2/H2 gas selectivity
enhanced from 65 to 91, 20 to 25 and 9 to 13, respectively, with
increasing pressure. The increase in CO2 gas selectivity to N2,
CH4 and H2 gases was anticipated due to the plasticization of
polymer chains by CO2 molecules with increasing pressure.
Another possibility is that the flexible polyether segments’ weak
size sieving capability results in high CO2 selectivity. Increasing

Fig. 8 Mechanism of gas permeation through the membranes upon varying the polymer concentration.

Fig. 9 Effect of polymer solution concentration on the gas selectivity.

Table 3 Effect of feed pressure on the permeability using 6 wt% Pebax
Rnew membrane

Pressure (bar)

Gas permeability (Barrer)

CO2 CH4 N2 H2 O2

2 156.6 7.6 2.4 16.1 6.5
4 186.5 8.2 2.75 17.5 7.2
6 240.1 10.6 3.12 20.1 8.9
8 280.6 12.1 3.4 23.5 9.2
10 346.2 13.9 3.8 25.6 11.5
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pressure had a marginal change effect on CH4/N2, H2/N2 and
O2/N2 gas selectivities.

3.2.3. Comparison with literature. To the best of our knowl-
edge, Pebax Rnew membranes gas permeation was evaluated for
CO2, N2 and CH4 and was not previously reported for O2 and H2

gases within the open literature. Different grades of Pebax have
been evaluated by varying polymer concentrations for gas separa-
tion performance; however, the literature on biobased Pebax Rnew
is limited. Table 4 compares the performance of different grades of
Pebax membranes evaluated in the same concentration range
(2–3 wt%). Compared to other grades, Pebax Rnew membranes
exhibit superior separation performance due to a higher content of
flexible PEO. Martı́nez-Izquierdo et al. reported a Pebax Rnew
membrane selectivity of around 51 and 10 for CO2/N2 and CO2/
CH4, respectively.8,17 In this study, the 2 wt% Pebax Rnew
membrane exhibited a higher selectivity of around 65 and 20 for
CO2/N2 and CO2/CH4, respectively. By varying the polymer concen-
tration, a higher selectivity of around 70 and 26 for CO2/N2 and
CO2/CH4, respectively, was achieved. There is great scope to work
on Pebax Rnew membrane synthesis parameters, such as the effect
of solvents and mixtures, casting parameters and post-treatment of
membranes. The performance of membranes with gas mixtures
and membrane limitations, such as plasticization and aging
effects, could be further evaluated.

4. Conclusions

Biobased Pebaxs Rnews 30R51 membranes were successfully
prepared in a 1 : 1 (v/v) solvent mixture of 1-butanol and
1-propanol. Dense membranes were synthesized by varying
the polymer concentration from 2 wt% to 8 wt%. The perfor-
mances of the synthesized membranes were evaluated for pure
CO2, CH4, H2, N2 and O2 gases. SEM morphologies show an
increase in membrane thickness with increasing polymer
concentration due to the change in the polymer/solvent ratio
of the Pebax Rnew solution. The FTIR spectra showed a similar
pattern for all the synthesized membranes. Both polyamide and
polyether segment bands were observed in the spectra. The
TGA results of the Pebax Rnew membranes follow the same
trend in weight loss with increasing temperature, with these
membranes exhibiting excellent thermal stability up to 340 1C.
The XRD patterns reveal an increase in intersegmental spacing
with polymer solution concentration.

The order of gas permeability was observed to be: CO2 4
H2 4 CH4 4 O2 4 N2. Due to the higher content of the soft
rubbery segments in the Pebax Rnew polymer, CO2 solubility
and transport across the membrane were easier. The perme-
ability of the other gases was relatively low due to them being inert
toward the polymer matrix. The membranes prepared from 6 wt%
Pebax Rnew solution were identified as highly permeable and
selective. The highest selectivities of 91, 13 and 26 were observed
for CO2/N2, CO2/H2 and CO2/CH4, respectively, with increasing
pressure. The developed biobased Pebax Rnew membrane holds
potential for CO2 separation from power plants, sweetening of
natural gas and water–gas shift reaction applications. Unlike other
Pebax grades, research on the Pebax Rnew membrane is limited.
There is great scope to work on other parameters, such as the
effect of solvents and mixtures, casting parameters and post-
treatment of membranes. Separation properties could be further
improved by physical and chemical modification of the Pebax
Rnew membrane. The performance of membranes with gas
mixtures and impurities could be studied. In addition, membrane
limitations, such as plasticization and aging effects, could be
assessed deeply. The Pebax Rnew thin film composite membrane
can be easily scaled into spiral wound modules for high-pressure
separation processes such as natural-gas sweetening.

Fig. 10 Effect of feed pressure on gas selectivity using the 6 wt% Pebax
Rnew membrane.

Table 4 Comparison of Pebax Rnew membrane performance with the literature data

Polymer conc.

Permeability (Barrer) Selectivity

Ref.CO2 N2 CH4 CO2/N2 CO2/CH4

3 wt% Pebax 1657 92 � 4 2.2 � 0.2 — 39 � 6 22
2.5 wt% Pebax 1657 123.4 � 3.7 — 5.8 � 0.17 — 21.2 � 1.1 34
3 wt% Pebax 1074 170 4.1 — 41 — 35
2.5 wt% Pebax 1074 63 — 2.8 — 22 36
3 wt% Pebax 2533 238 � 8 12.4 � 0.3 19 � 1 8
3 wt% Pebax 3533 205 � 13 13.0 � 9.5 22 � 1 8
3 wt% Pebax 4533 97 � 10 10.0 � 5.7 18 � 3 8
3 wt% Pebax Rnew 167 � 7 4.1 � 0.1 — 41 � 3 — 8
2 wt% Pebax Rnew 497 � 71a 21 � 4a 49 � 5a 27 � 3 9 � 2 17
2 wt% Pebax Rnew 113 � 3 5.3 � 0.1 1.8 � 0.1 62 � 2 20 � 2 This work

a GPU = gas permeation unit.
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