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Approaching the minimum lattice thermal
conductivity in TiCoSb half-Heusler alloys by
intensified point-defect phonon scattering†
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Half-Heusler (HH) alloys based on TiCoSb are becoming popular semiconducting materials for mid-

temperature thermoelectric (TE) applications, due to their superior Seebeck coefficient, moderate

electrical conductivity, and excellent mechanical properties. However, their practical applicability is

mainly limited by their high lattice thermal conductivity. Here, we show how a multi-alloying

approach that involves co-substitution of Zr and Hf on the Ti site and Bi on the Sb site can

significantly lower the heat transport of the TiCo0.85Fe0.15Sb alloy due to enhanced mass and strain-

field fluctuations in the lattice. The substantial rise in point-defect phonon scattering leads to a

sharp reduction in the lattice thermal conductivity from 8 to 2 W m�1 K�1 at B300 K and from 5 to

1.74 W m�1 K�1 at B843 K in Ti0.5Zr0.2Hf0.3Co0.85Fe0.15Sb0.96Bi0.4. The achieved thermal conductivity

is the lowest value reported so far among TiCoSb-based alloys. Importantly, the reduction in thermal

conductivity outweighs the concomitant decrease in the power factor, ultimately leading to an

improved thermoelectric figure of merit ZT. Our findings show that creating large point defects

through heavy isovalent substitution is an effective approach to significantly reduce the phonon

transport in HH alloys.

Introduction

The investigation of thermoelectric (TE) materials has acceler-
ated during the past two decades, and optimized compounds
have been incorporated into thermoelectric devices that can be
utilized for both cooling and green power production.1 Perfor-
mance of a TE device mainly depends on a dimensionless

parameter, the thermoelectric figure of merit ZT ¼ a2sT
kL þ ke

,

where a is the Seebeck coefficient, s is the electrical conduc-
tivity, a2s is the power factor (PF), T is absolute temperature, kL

is the lattice thermal conductivity and ke is the electronic
contribution to the thermal conductivity. However, due to the
fact that a, s, and ke are highly reliant upon one another via the
carrier concentration, the electronic band structure, and
the scattering processes, the design of highly efficient thermo-
electric materials has been a persistently difficult task.2,3 The
general strategy to enhance the power factor includes optimiza-
tion of carrier concentration by doping,4,5 and electronic band
engineering.6,7 Due to the independency of kL on electronic
transport, limiting the propagation of heat-carrying acoustic
phonons can be realized by various approaches8 that notably
include point-defect (atomic scale alloying) scattering,9,10 bond-
ing effect,11,12 edge dislocations,13,14 grain boundaries,15,16

nano-sized grains, and the formation of in situ inclusion of
nano precipitates in the host material.17,18

In addition to chalcogenides,19,20 skutterudites,21,22 silici-
des23,24 and clathrates25,26 extensively studied over the last
decade for power generation applications, half-Heuslers (HH)
alloys are promising candidates owing to their decent thermo-
electric performance, low cost, composed via environmentally-
friendly elements, good thermal stability and high mechanical
robustness.27–30 The cubic crystal structure of HH compounds
with the XYZ stoichiometry is built up by four interpenetrated
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face-centered cubic (fcc) lattices with one vacant position.
Semiconducting properties generally emerge when the
chemical composition is valence-balanced. Both n-(XNiSn;
X = Ti, Zr or Hf) and p-type (XCoSb and X 0FeSb; X = Ti, Zr or
Hf and X 0 = Nb or Ta) compositions can be designed
to achieve high thermoelectric performance via proper opti-
mization. More complex compositions such as vacancy-
containing X00:8CoSb, double, triple and high-entropy HHs
have been recently studied, providing interesting avenues to
engineer novel compositions with improved thermoelectric
performance.31–33

Among these compositions, TiCoSb-based alloys have
received significant attention because of the tuning ability to
develop both n- and p-type compatible counterparts with
similar thermal expansion coefficients which are prerequisite
for TE devices. TiCoSb has complex electronic band structure
that can be engineered to increase valley degeneracy, which
contributes to the high power factors achieved in p-type alloys.7

However, high kL is one of the key factors that restricts the TE
performance of TiCoSb based compounds. Significant efforts
were devoted to lowering kL using various approaches such as
doping,34 nanostructuring35 or nano-composite.36 The possibi-
lity to parallel enhance point-defect scattering through atomic
substitutions and induce electronic band convergence in p-type
TiCoSb alloys have been demonstrated in recent studies,
yielding decreased kL values of 2.5 W m�1 K�1 at 823 K in
Ti0.8Zr0.2Co0.85Fe0.15Sb0.96Sn0.04.37 The resulting improved maxi-
mum ZT value of 0.54 at 823 K places this alloy among the best
reported p-type TiCoSb-based compositions without phase
separation.

In this work, we explore alternative routes to further reduce
kL by creating additional point defects in p-type TiCo0.85-
Fe0.15Sb via heavy substitution on the Ti and Sb sites with
Zr/Hf and Bi, respectively. These substitutions enhance mass
and strain field fluctuations in the lattice which drive a
significant decrease in kL of B65%, eventually reaching
B1.74 W m�1 K�1 at 843 K for Ti0.5Hf0.3Zr0.2-
Co0.85Fe0.15Sb0.96Bi0.04. This reduced heat transport improves
the ZT values by B60% compared to TiCo0.85Fe0.15Sb, leading
to a peak ZT value of B0.3 at 843 K. Not only do these findings
further demonstrate the benefit from heavy alloying to reduce
the phonon heat transport in HH alloys but they also indicate
the importance of carefully choosing the substituting elements
to maintain the convergence of the valence band edges in
TiCoSb alloys.

Experimental details

All the samples with chemical compositions Ti0.5Hf0.3Zr0.2-
Co0.85Fe0.15Sb1�xBix (x = 0–0.04) were synthesized by weighing
stoichiometric quantities of high-purity Ti granules (99.9%),
Co pieces (99.9%), Sb shots (99.9999%), Zr foil (99.8%),
Hf powders (99.6%), Fe powders (99+%) and Bi powders
(99.999%), all purchased from Alfa Aesar. As a first step, a
solid pellet composed of mixed powders of Hf, Fe, and Bi was

cold-pressed. This pellet and the remaining elements were combi-
nedly arc melted and alloyed using an arc-melter (Edmund Bühler
GmbH, MAM-1) under argon atmosphere. To achieve homoge-
neous stoichiometry, melting done be several times with flipping
the ingots. The melted ingots were first crushed into fine powders,
then placed into a graphite die, and then processed to a spark
plasma sintering (Dr Sinter, 725) system at a temperature of 1373 K
with a constant pressure of 50 MPa, that route was optimized in
our previous study.38 The density d of each polished sample was
measured based on the Archimedes’ principle using a Mettler
Toledo apparatus (model ML204/A01).

Patterns of powder X-ray diffraction (PXRD) were acquired at
room temperature for each of the samples by using an X-ray
diffractometer (Rigaku Miniflex II). The PXRD data have been
performed for Rietveld refinements using the FullProf
software.39 The field-emission scanning electron microscope
(FESEM, TESCAN MAGNA GMH) and the energy-dispersive
X-ray spectroscopy (EDS, EDAX OCTANE ELECT SUPER) were
used to investigate the surface morphology and chemical
homogeneity, respectively. In order to further investigate micro-
structural features at the atomic scale, high-resolution trans-
mission electron microscopy (HRTEM; JEM 2100F-JOEL 200 kV)
was performed.

Electrical resistivity and Seebeck coefficient were simulta-
neously measured with a ZEM-3 system (ULVAC-RIKO) in the
temperature range of 300 to 823 K. The Hall carrier density pH

and mobility mH were measured at room temperature using a
Hall effect instrument (HEMS, Nanomagnetics). Using sapphire
as a standard and a differential scanning calorimeter system
(DSC-NETZSCH, 404 F3), the isobaric specific heat (cp) of each
sample was determined between 300 and 773 K. The thermal
diffusivity (D) of disk-shaped samples was measured by employ-
ing a laser flash method (Netzsch LFA 427). The total thermal
conductivity k (= kL + ke) was calculated using the relation
k = cpDd.

Result and discussion

The PXRD patterns of the synthesized samples Ti0.5Hf0.3Zr0.2-
Co0.85Fe0.15Sb1�xBix (0 r x r 0.04) are exhibited in Fig. 1(a).
The diffraction peaks reflect the cubic crystal structure of HH
phase for each sample. Rietveld refinements against the PXRD
data, performed for each sample with an illustrative example
for x = 0.04 shown in Fig. 1(b), confirm the absence of obvious
impurity within the detection limit of this technique. The
Rietveld refined parameters of each sample are listed in Table S1
in ESI.†

The surface morphology and elemental chemical configu-
ration of the illustrative sample Ti0.5Hf0.3Zr0.2Co0.85Fe0.15Sb0.96-
Bi0.04 were investigated by FESEM and EDXS as depicted in
Fig. 2. The FESEM images show that the sample is densely
packed with the presence of few minor secondary phases in the
HH matrix. The chemical compositions (Fig. 2(b)), corres-
ponding to the broad area shown in Fig. 2(a), is very close
to the nominal stoichiometry. The minor secondary phase
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Fig. 2 FESEM and EDXS data for the illustrative sample Ti0.5Zr0.2Hf0.3Co0.85Fe0.15Sb0.96Bi0.04, (a) and (b) FESEM image along with EDXS spectra of full
image, (c) and (d) FESEM image and EDXS spectra of dark contrast region, and (e) and (f) FESEM image of the alumina-polished sample at low and high
magnification.

Fig. 1 (a) Room-temperature PXRD patterns and (b) Rietveld refinement performed on the illustrative sample Ti0.8Zr0.2Hf0.3Co0.85Fe0.15Sb0.96Bi0.04.

Materials Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

7 
N

ov
em

be
r 

20
23

. D
ow

nl
oa

de
d 

on
 1

2/
4/

20
25

 2
:1

4:
29

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ma00923h


6658 |  Mater. Adv., 2023, 4, 6655–6664 © 2023 The Author(s). Published by the Royal Society of Chemistry

observed in Fig. 2(c) corresponds to a Fe-rich phase (Fig. 2(d),
dark contrast region). Fig. 2(d) and (e) show the FESEM images
of alumina-polished samples at low and high resolution, which
confirm their high density. The elemental mapping of the
representative sample x = 0.04 (Fig. S1 in ESI†) confirms the
uniform distribution of the elements with only the Fe-rich
phase as a minor secondary phase.

To further investigate the microstructure at the atomic scale,
HRTEM analysis of the representative sample Ti0.5Hf0.3Zr0.2-
Co0.85Fe0.15Sb0.96Bi0.04 was carried out (Fig. 3). The extracted
interplanar spacing of the lattice planes are in good agreement
with that of the TiCoSb HH phase. Two regions, R1, and R2
were analyzed at the atomic scale. The region R1 consists of a
plane of calculated d-spacings 0.2117 nm nearly corresponding
to the (220) family of planes, which is more dominating in
TiCoSb HH phase as found in XRD data. Moreover, the edge
dislocation defects are observed in region R1, while the region
R2 consists of four overlapping planes of d-spacing 0.2845 nm,
0.2117 nm, 0.1885 nm, and 0.158 nm, which are nearly corres-
ponding to (200), (220), (311), and (400) family of planes of
TiCoSb HH phase, and also show the edge dislocations. The
analyses demonstrate the presence of a large distribution of
edge dislocation defects, which are expected to impact the
transport properties. Fig. 3(b) shows the selected area electron
diffraction (SAED) pattern of the same sample, where the
superimposition of bright spots with Debye rings, are clearly
visible, confirming the polycrystalline nature of the material.40

The diffraction pattern reflects the material’s crystal structure
in the reciprocal space where Debye rings are found corres-
ponding to the family of planes (111), (200), (220), (222), (400),
(311), (422) of TiCoSb HH phase.

Fig. 4 illustrates the temperature dependence of the electro-
nic transport parameters of all the samples Ti0.5Hf0.3Zr0.2Co0.85-
Fe0.15Sb1�xBix (0 r x r 0.04). In order to facilitate a valuable
comparison, the transport parameters of TiCo0.85Fe0.15Sb,
which were determined in a previous experiment, have been

included.7 At 300 K, s tends to decrease in samples alloyed with
Zr and Hf with respect to TiCo0.85Fe0.15Sb. Further alloying with
Bi (0 r x r 0.04) weakly affects s due to the small concen-
tration of Bi introduced on the Sb site. The increasing trend of
s with increasing temperature indicates semiconducting beha-
vior of all samples. Hall effect measurements carried out at
300 K (Table 1) reveal that the hole concentration pH drops
from 5.4 to 1.2 � 1020 cm�3 as the Bi content increases. A
similar behavior of decreased carrier density upon isoelectronic
Bi doping on Sb has also been observed in other p-type
compounds.41,42 The corresponding hole mobilities mH remain
very low, varying in the range 0.68–1.57 cm2 V�1 s�1 at 300 K.
These values are similar to those achieved in other heavily-
alloyed HH compounds43 and can be mainly ascribed to alloy
scattering that strongly limits hole mobility.

The temperature dependence of the weighted mobility (mw)
was calculated using the measured s and a:44

mw ¼
3h3s

8pe 2mekBTð Þ3=2

�
exp

aj j
kB=e

� 2

� �

1þ exp �5 aj j
kB=e

� 1

� �� �
2
664

þ

3

p2
aj j

kB=e

1þ exp 5
aj j

kB=e
� 1

� �� �
3
775

where h is the Planck constant, e is the electronic charge, me is
the bare electron mass and kB is the Boltzmann constant. The
temperature dependent mw of all samples, shown in Fig. 4(b),
indicates that mw is significantly reduced upon Zr and Hf
alloying while it remains less affected by the substitution of
Bi for Sb due to its low concentration. This reduction in mw can

Fig. 3 HRTEM analysis of the Ti0.5Hf0.3Zr0.2Fe0.15Co0.85Sb0.96Bi0.04 sample. (a) HRTEM image, where regions further analyzed are indicated. The Fast
Fourier Transform (FFT) and Inverse Fast Fourier Transform (IFFT) of the regions R1, and R2 are shown. Region R2 consist of four planes named as P1, P2,
P3, and P4. Edge dislocation defects are found in both R1 and R2 regions, (b) selected area electron diffraction (SAED) pattern evidencing the
polycrystalline nature of the sample.
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be ascribed to the heavy alloying at the Ti site and the low
density-of-states effective mass (m�DOS, see below), in compar-
ison to other reported p-type TiCoSb compositions with
improved electronic properties (Fig. S2, ESI†).

Fig. 4(c) displays the temperature-dependent Seebeck coef-
ficient a for each sample. The positive value of a over the
entire temperature range indicates an electrical conduction
dominated by holes. The room-temperature a values signifi-
cantly decrease upon Zr and Hf alloying from 137 to 80 mV K�1

in spite of the concomitant decrease in the Hall carrier
density. This counterintuitive trend might be rationalized
through modifications of the electronic band structure and,
in particular, to an increase in the energy offset between the
valence band maxima located at the G and L points of the
Brillouin zone. The energy offset of 51 meV in TiCoSb can be
manipulated by alloying on the Co and Sb sites, which
modifies the energy of the band edges at the L and G point,
respectively. In contrast to Fe and Sn doping in TiCo0.85-
Fe0.15Sb that promotes band convergence,7 Zr and Hf might
tend to induce the opposite effect. This trend suggests that the

Ti orbitals mainly control the energy of the valence band edge
at the G point, as evidenced in the ZrNiSn, NbCoSn and
NbFeSb HH alloys by electronic band structure calculations.6

The isovalent substitution of Bi for Sb only weakly affects the a
values at 300 K with values ranging between 78 and 96 mV K�1,
indicating that Bi is either ineffective in inducing band con-
vergence or that the highest concentration considered herein
remains too low to observe any beneficial influence. At high
temperatures, a tends to saturate, a behavior that can be
ascribed to minority carrier excitation across the electronic
band gap due to thermal energy.

These lowered a values are responsible for the decrease in
the power factor PF = a2s over the entire temperature range
with respect to the values achieved in TiCo0.85Fe0.15Sb and in
TiCo0.85Fe0.15Sb1�xSnx

7 (Fig. 4(d)). Alloying with Bi has virtually
no effect on PF at 300 K, while a marginal decrease is observed
at higher temperatures.

The temperature dependence of the total thermal conduc-
tivity k of each sample Ti0.5Hf0.3Zr0.2Co0.85Fe0.15Sb1�xBix (0 r
x r 0.04) is shown in Fig. 5(a). A sharp decrease in k B 62% at
300 K and B47% at B850 K is achieved upon Zr and Hf
alloying with respect to TiCo0.85Fe0.15Sb. The addition of Bi
further lowers k by B29% to reach B2 W m�1 K�1 at B850 K in
Ti0.5Hf0.3Zr0.2Co0.85Fe0.15Sb0.96Bi0.04. This substantial reduction
in thermal conductivity is due to the enhanced disorder
induced by these substitutions. As shown in Fig. 5(b), which
presents a comparison with the current literature on both

Table 1 Table 1 The room temperature Hall data of all samples
Ti0.8Zr0.2Hf0.3Co0.85Fe0.15Sb1�xBix

Parameters X = 0 X = 0.01 X = 0.02 X = 0.03 X = 0.04

Hole density pH (�1020 cm�3) 5.40 4.68 1.54 2.59 1.21
Mobility mH (cm2 V�1 s�1) 0.68 0.67 1.36 1.38 1.57

Fig. 4 Temperature dependent electronic transport properties of samples Ti0.5Zr0.2Hf0.3Co0.85Fe0.15Sb1�xBix (x = 0–0.04), (a) electrical conductivity s,
(b) weighted mobility mw, (c) Seebeck coefficient a and (d) power factor PF.
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n- and p-type TiCoSb-based alloys, this value is among the
lowest ever obtained in TiCoSb-based alloys.

To further shed light on the influence of this heavy alloying
on the heat transport, k was decoupled into the electronic
thermal conductivity ke and lattice thermal conductivity kL

(Fig. 5(c) and (d)). ke was estimated according to the Wiede-
mann–Franz law ke = LsT, where L is the Lorenz number. L was
calculated by the relation L = 1.5 + exp(�|a|/116) where L and a
are expressed in 10�8 V2 K�2 and mV K�1, respectively.60 The L
values are significantly lower than the degenerate limit L0 of
2.44 � 10�8 V2 K�2 and monotonically decrease with increasing
temperature for each sample, as is frequently seen in heavily-
doped semiconductors. Fig. 5(c) demonstrates that ke increases
with temperature and does not vary significantly with the
substitution of Bi for Sb. The lattice thermal conductivity kL =
k � ke decreases by B50% to reach B2.49 W m�1 K�1 at 843 K
upon alloying on the Ti site. The kL is further reduced by Bi
substitution, leading to the lowest kL value of B1.74 W m�1 K�1

achieved at 843 K in the sample Ti0.5Hf0.3Zr0.2Co0.85-
Fe0.15Sb0.96Bi0.04 (Fig. 5(d)). This lowest value is approaching
the minimum limit kL min = 0.907 W m�1 K�1, which was
calculated for TiCoSb using the model developed by Cahill
and Pohl61 (see equations in ESI†). The drop in kL over the

whole temperature range primarily stems from the large
enhancement in point-defect scattering caused by the substitu-
tions of Zr, Hf, and Bi for Ti and Sb, respectively, which yield a
pronounced increase in the mass and strain field fluctuations.

To further investigate the role played by these substitutions
on kL, the Debye–Callaway model that depends on the relaxa-
tion time approximation and assuming the absence of disper-
sion in the vibrational spectrum with no variations between the
longitudinal and transverse polarizations, was considered.62,63

The correction factor for phonon–phonon interactions is not
taken into account in the simplified form of this model, which
yields the following equation:63,64

kL ¼
kB

2p2v
kBT

�h

� �3ðyD=T
0

x4ex

t�1 ex � 1ð Þ2
dx

where x = �ho/kBT, �h = h/2p, is the reduced Planck constant,
o represents the phonon frequency, the total relaxation time of
all scattering processes is represented by t, yD is the Debye
temperature, and oD = kBT/�h is the Debye frequency. The

average sound velocity v ¼ 1

3

1

vL3
þ 2

vT3

� �� ��1=3
and atom den-

sity n were used to calculate yD according to the equation

Fig. 5 Temperature dependence of the (a) total thermal conductivity k. (b) Comparison of k of various TiCoSb-based HH alloys, with [A]-TiCoSb,45

[B]-Ti0.5Zr0.25Hf0.25Co0.95Ni0.05Sb,46 [C]-TiCo1.05Sb0.8Sn0.2,35 [D]-Ti0.6Hf0.4CoSb0.8Sn0.2,47 [E]-Ti0.5Hf0.5CoSb0.8Sn0.2,48 [F]-Ti0.9Nb0.1CoSb,49

[G]-Ti0.8Nb0.1Ta0.1CoSb0.8Sn0.2,50 [H]-Ti0.341Zr0.343Hf0.316Co0.957Pd0.043Sb,51 [I]-TiCoNi0.2Sb,52 [J]-Ti0.6Hf0.4Co0.87Ni0.13Sb,53 [K]-TiCoSb0.8Sn0.2,54

[L]-Ti0.6Zr0.4CoSb0.8Sn0.2,54 [M]-Ti0.5Hf0.4Ta0.1CoSb,34 [N]-TiCoSb0.9Sn0.1,
55 [O]-TiFe0.3Co0.7Sb,56 [P]-TiCoGe0.2Sb0.8,57 [Q]-TiCo0.9Ni0.1Sb,58

[R]-Ti0.92Ta0.08CoSb,59 (c) Lorenz number L, electronic thermal conductivity ke and (d) lattice thermal conductivity kL. In panels (c) and (d), the
horizontal dashed lines stand for the degenerate limit of L and the minimum lattice thermal conductivity kL,min, respectively.
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yD = v(6p2N)1/3/kB.64 Taking the values for the sound velocities
used to calculate kL min yield v = 3597 m s�1 and yD = 417 K.65 By
following Matthiessen’s rule, t can be determined by summing
the inverses of the various scattering relaxation times
t�1 ¼

P
ti�1, where ti denotes the relaxation time of the ith

scattering process. Here, point-defect (PD) scattering, Umklapp
(U) scattering, and boundary (B) scattering were taken into
account for the calculation of kL. The details of these calcula-
tions can be found in the ESI.†

Fig. 6(a) shows the disorder scattering parameters GM, GS,
and G for all samples. All these parameters abruptly rise in the
samples alloyed with Zr and Hf, indicating enhanced mass and
strain field fluctuations in the crystal lattice due to the pro-
nounced differences in atomic mass and size between Zr, Hf,
and Ti. Moreover, a monotonic increase in GM, GS, and G is
observed in the Bi-substituted samples, which favors further
lowering in kL. The calculated value of Grüneisen parameter g
of each sample (Fig. S3 in the ESI†) shows a peak value of 3.4 for
the alloy Ti0.5Hf0.3Zr0.2Co0.85Fe0.15Sb0.96Bi0.04, which is higher
than that determined for TiCo0.85Fe0.15Sb. These high g values

are indicative of effective phonon–phonon scattering, which is
a contributing factor to reduce kL.66

The relaxation time of various scattering mechanisms as a
function of phonon frequency is depicted in Fig. S4 of the ESI.†
The relaxation time curves for different scattering have been
calculated for the representative sample Ti0.5Hf0.3Zr0.2Co0.85-

Fe0.15Sb0.96Bi0.04 at 450 K (higher than Debye temperature of
TiCoSb), assuming that all the vibrational modes have been
populated at this temperature and contribute to phonon scat-
tering. High-frequency phonons are scattered primarily by
point defects and Umklapp processes, while low-frequency
phonons are scattered mostly by grain boundaries.62,64 These
predictions have been proven in the current set of alloys, where
it was shown that grain boundary scattering is important at low
frequency but point defect and Umklapp phonon scattering
dominate at high frequency. The point-defect scattering mecha-
nism shows the minimal relaxation time of tPD B 1 � 10�14 s
when it is excited at the Debye frequency, indicating that this
mechanism outweighs the other processes and is predomi-
nantly responsible for the suppression in kL observed

Fig. 6 Interplay of phonon scattering processes within the Debye–Callaway model for the Ti0.5Zr0.2Hf0.3Co0.85Fe0.15Sb1�xBix alloys at 450 K. (a) Mass,
strain and experimental disorder scattering parameters GM, GS and G, respectively. The label ‘‘Zr = 0’’ refers to the Zr, Hf, and Bi-free
sample TiCo0.85Fe0.15Sb. (b) Comparison of the experimental and calculated lattice thermal conductivity kL by considering different phonon scattering
processes.

Fig. 7 (a) Temperature dependence of the dimensionless thermoelectric figure of merit ZT. (b) Engineering thermoelectric figure of merit (ZT)Eng as a
function of the temperature difference DT of Ti0.5Zr0.2Hf0.3Co0.85Fe0.15Sb1�xBix.
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experimentally. Fig. 6(b) shows the calculated kL for different
combinations of scattering mechanisms, that is, (U), (U + PD)
and (U + PD + B). The kL values measured at 450 K for all
samples have also been added in Fig. 6(b). The combination of
the three scattering mechanisms (U + PD + B) yields a good
agreement, indicating that all these scattering mechanisms are
influencing the heat transport in these alloys.

Fig. 7(a) shows the temperature dependence of the dimen-
sionless thermoelectric figure of merit ZT. The co-substitution
of Zr and Hf for Ti leads to a significant rise in the ZT values
with a peak ZT of 0.27 at 843 K, which is B47% higher than
that of parent alloy TiCo0.85Fe0.15Sb. The significant lowering in
kL is the key factor behind this ZT improvement, which
counterbalances the reduction in the power factor. The small
concentration of Bi does not significantly impact the ZT values
that reaches the moderate value of 0.3 at 843 K in the
Ti0.5Hf0.3Zr0.2Fe0.15Co0.85Sb0.96Bi0.04 alloy. Finally, the engineering
figure of merit (ZT)Eng was calculated as a function of the tem-
perature difference DT within the cumulative temperature depen-
dency (CTD) model (see ESI† for detailed information). (ZT)Eng

increases with Zr, Hf and Bi doping, confirming that the reduction
in thermal conductivity outweighs the decrease in the electronic
properties. The peak (ZT)Eng value of B0.08 for DT = 500 K is
realized for the x = 0.04 sample, which is B60% greater than that
determined for TiCo0.85Fe0.15Sb as shown in Fig. 7(b).

Conclusion

In the present study, a pronounced drop in the lattice thermal
conductivity of the HH alloy TiCoSb has been successfully
achieved through a heavy isovalent atomic substitution strategy
using Zr, Hf and Bi. The strong mass and strain field fluctua-
tions induced by these substitutions led to a large decrease in
k, ultimately reaching B2 W m�1 K�1 for the composition
Ti0.5Hf0.3Zr0.2Co0.85Fe0.15Sb0.96Bi0.04, which is among the lowest
values reported so far in n- and p-type TiCoSb-based HH
compounds. While this approach is particularly effective in
lowering the phonon-mediated heat transport, the accompany-
ing increased atomic disorder has a detrimental influence on
the power factor due to the effectively reduced hole mobility
and the possible increase in the energy difference between the
valence band maxima. Nevertheless, the overall beneficial
impact of heavy alloying on the phonon transport outweighs
this decrease, yielding a peak ZT value of B0.3 at 843 K in
Ti0.5Hf0.3Zr0.2Co0.85Fe0.15Sb0.96Bi0.04. Further optimization of
the electronic properties may be achieved by varying the Co-
to-Fe ratio or substituting Sn for Sb, thereby helping to main-
tain the low lattice thermal conductivity while optimizing the
power factor by bringing the valence band manifold closer to
band convergence.
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