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Nonaqueous redox flow batteries (NRFBs) have been regarded as promising large-scale electrochemical

energy storage technology due to the wider solvent stable potential windows and greater selection of

materials. However, the application of NRFBs is greatly limited considering the low capacity and high

cost of active materials. In this work, we design and demonstrate a high-capacity polysulfide (PS)–

polyiodide (PI) NRFB in Li-ion based 1,3-dioxolane (DOL) and 1,2-dimethoxyethane (DME) (v/v ∼ 1 : 1)

organic electrolyte. The high solubility and low cost of PS (5 M) and PI (4 M) can achieve the high

capacity and high applicability of NRFBs, which is attractive for realizing large-scale stationary energy

storage. The highest volumetric capacity of 28 Ah L−1 based on a full cell is achieved with 1.5 M PS-4 M

PI. The high coulombic efficiency (∼100%) and capacity retention (>99%) for 100 cycles in the PS–PI

system is demonstrated by using a Li-ion conducting ceramic membrane. Voltage control is applied for

both PS and PI to avoid the formation of irreversible solid Li2S and I2, which ensures the high stability of

battery reaction. In situ UV-vis spectroscopy reveals the high reversibility of PS and PI in DOL/DME. A

continuous flow mode test of the PS–PI system is also demonstrated to realize >300 hours stable

cycling performance which implies good applicability for a long-term process. The successful

demonstration of this high-capacity PS–PI nonaqueous system provides a new direction to promote the

application of NRFBs in more fields.
Introduction

Redox ow batteries (RFBs) are one of the most important
electrochemical energy storage technologies for utilizing inter-
mittent renewable energy (solar, wind etc.) due to its charac-
teristics of decoupling power and energy.1–6 Aqueous redox ow
batteries (ARFBs) (e.g. vanadium redox ow batteries, VRFBs)
have been widely used in large-scale stationary energy storage in
recent years.7–10 However, ARFBs have been suffering from
serious water splitting and acid–alkali corrosion, which limits
not only the cycling life but also the cell voltage.11–14 In addition,
the high-cost of metal-ion based raw active materials (e.g. V2O5)
greatly decreases their competitiveness compared with
commercial Li-ion batteries.15–17 The current capital cost for
VRFBs is about 450$ per kW h which is still far away for the
target (<150$ per kW h) set by the US Department of Energy
College of Chemistry and Environmental

en, 518055, Guangdong, P. R. China.

SI) available: Photographs of PS and PI,
, viscosity measurements of PS and PI,
PS without LAGP, XRD results of LAGP,
static charge–discharge proles of PI at
rge–discharge proles of PS at various
on and photograph of the ow cell
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the Royal Society of Chemistry
(DOE).18–20 Low-cost and abundant organic active materials have
been developed for ARFBs which broadens the range of cath-
olytes and anolytes. For example, methyl viologen (MV)21,22 and
quinonoid molecules23–25 have been applied in anolytes while
ferrocyanide26 and (2,2,6,6-tetramethylpiperidin-1-yl)oxyl
(TEMPO)18 have been applied in catholytes. However, the
battery performance is still limited by the water stable potential
window. Nowadays, nonaqueous redox ow batteries (NRFBs)
have become more and more attractive considering the
apparent advantages for promoting the application of RFBs.27–29

Firstly, more active materials can be reversibly adopted in
NRFBs due to the various types of nonaqueous solvents. For
example, TEMPO in ethylene carbonate (EC) and diethyl
carbonate (DEC) solvent,30 and ferrocene (FeCp2) and cobalto-
cene (CoCp2) in N,N-dimethylformamide and 1,3-dioxolane
(DOL) solvents31 showed good reversibility and stability, which
implies the diversity of NRFB solvents. Additionally, the organic
solvent stable potential window is much wider than that of
water so that the stability of NRFBs is supposed to be better than
that of ARFBs. Several high-voltage NRFBs have been demon-
strated such as 9-uorenone (FL)/2,5-di-tert-butyl-1-methoxy-4-
[2′-methoxyethoxy]benzene (DBMMB),32 benzophenone (BP)/
TEMPO,33 FeCp2/CoCp2 (ref. 31) etc. However, most active
materials used in NRFBs have very low solubility, which results
in low capacity and low energy. For example, F. R. Brushett et al.
demonstrated 2,5-di-tert-butyl-1,4-bis(2-methoxyethoxy)
Nanoscale Adv., 2023, 5, 435–442 | 435
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benzene (DBBB) based NRFBs which can achieve a high voltage
of 1.8 V but a low capacity of 5 Ah L−1 limited by the solubility of
DBBB (0.4 M).34 The advantages of NRFBs cannot be fully
utilized due to the limitation of active material solubility. The
development of high-solubility and low-cost active materials
has become a key issue for NRFBs. One approach to increase the
solubility of organic active materials is molecular modication,
which is always accompanied by complex procedures.15,35–37

Among all the candidates, the polysulde–polyiodide (PS–PI)
NRFB is very promising due to its high capacity, high stability
and low cost. However, the PS–PI NRFB system still lacks
comprehensive study considering the complicated reaction
process of active materials. PS–PI ARFBs have been successfully
demonstrated to achieve high volumetric capacity and
coulombic efficiency.38–40 Especially in 2021, Z. Li and Y. C. Lu
designed a charge-reinforced ion-selective (CRIS) membrane for
the PS–PI aqueous system to achieve a low capacity decay rate
(0.005% per day and 0.0004% per cycle) over 2.9 months (1200
cycles) at 17.9 Ah L−1 volumetric capacity.41 It should be noted
that the stability is still extremely dependent on the pH of the
aqueous electrolyte. Compared with the PS–PI aqueous system,
the solubility of PS and PI in nonaqueous electrolyte is much
higher, which is benecial to achieve higher volumetric
capacity.

In this work, a high-capacity PS–PI NRFB has been demon-
strated with Li-ion based 1,3-dioxolane (DOL) and 1,2-dime-
thoxyethane (DME) (v/v ∼ 1 : 1) organic electrolyte. The high
solubility and low cost of PS (4 M) and PI (5 M) are attractive for
achieving a large-scale high-energy NRFB system. Voltage
control is applied for both PS and PI to avoid the formation of
irreversible solid Li2S and I2, which can ensure the high stability
of the battery reaction. In situ UV-vis spectroscopy for PS and PI
revealed the high reversibility in DOL/DME. A volumetric
capacity of 28 Ah L−1 based on a full cell has been achieved,
which is one of the highest capacities reported in NRFBs. A Li-
ion conducting ceramic membrane is applied in the PS–PI
system to prevent the crossover between the catholyte and
anolyte, which results in high coulombic efficiency (∼100%)
and capacity retention (>99%) aer 100 cycles. A continuous
ow mode test of the PS–PI system is also demonstrated to
realize >300 hours stable cycling performance which implies
Fig. 1 (a) Schematic illustration of the polysulfide–polyiodide nonaqueo
and 10 mM LiI in 1 M LiTFSI DOL/DME (1 : 1 ∼ v/v) at scanning rates from

436 | Nanoscale Adv., 2023, 5, 435–442
good applicability for a long-term process. The successful
demonstration of this high-capacity PS–PI nonaqueous system
provides a new direction to promote the application of NRFBs in
more elds.
Results and discussion

The working principle of a PS–PI NRFB is shown in Fig. 1a. The
PS and PI dissolved in LiTFSI based DOL/DME solvent as the
anolyte and catholyte are separated by a Li-ion conducting
ceramic membrane which only permits the transportation of Li+

to ensure the battery ionic charge equilibrium and prevents the
crossover of active materials. The detailed synthesis process of
the ceramic membrane was illustrated in our previous work.42

The cell reactions of a PS–PI NRFB can be described as follows:

Anolyte: S8
2− + 2e− / 2S4

2−

Catholyte: 3I− / I3
− + 2e−

Cell reaction: S8
2− + 3I− 4 2S4

2− + I3
−

The solubilities of PS and PI has been measured to be 4 M
(Li2S8) and 5 M (LiI) in DOL/DME, which are much higher than
that of most active materials used in nonaqueous solvents. The
color of PS and PI electrolyte increases from light to dark with
the increase in the concentration as shown in Fig. S1.† The high
solubility of the active material can further increase the volu-
metric capacity of the anolyte and catholyte. Viscosity is an
important property of electrolytes which directly inuences the
pump power consumption and electrochemical performance of
RFBs. The viscosity of PS and PI increases as the concentration
increases but still remains in a reasonable range (<150 cP) as
shown in Fig. S3,† which is much smaller than that of highly
concentrated semi-solid suspensions.43–45 Fig. 1b shows the CV
results of 10 mM Li2S8 and 10 mM LiI in 1 M LiTFSI DOL/DME
at scanning rates from 1–5 mV s−1, which implies the good
reversibility and stability of active materials used in this NRFB.
The full cell voltage of the PS–PI NRFB is around 0.62 V, which
can be compensated by the high-capacity in the aspect of energy
us redox flow battery. (b) Cyclic voltammograms (CVs) of 10 mM Li2S8
1–5 mV s−1.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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density. In addition, the raw material costs of PS and PI are only
0.29$ per kg and 10$ per kg respectively,38 which aremuch lower
than that of V2O5 (24$ per kg) for commercial VRFBs.19 The PS–
PI NRFB can potentially realize a high-capacity and low-cost
battery system for large-scale energy storage.

Voltage control is applied in the PS–PI NRFB to prevent the
formation of irreversible and insoluble by-products considering
the specic reaction pathway of PS and PI. Fig. 2a shows the CV
results and reaction pathway of 10mM sulfur (S) in the potential
range of 1.6–3.0 V vs. Li/Li+. The end products in this potential
range are both insoluble and nonconductive (S and Li2S), which
results in low reversibility under nonaqueous solvent condi-
tions. As shown in Fig. 2b, severe capacity decay can be found
during the full potential window galvanostatic cycling tests for S
(20 cycles). Meanwhile, the CV result and reaction pathway of 10
mM LiI in the potential range of 2.4–3.7 V vs. Li/Li+ are shown in
Fig. 2c. Insoluble and irreversible I2 can be found at a high
potential exceeding 3.5 V vs. Li/Li+. The full potential window
galvanostatic cycling test of LiI also suffers from severe capacity
decay due to the formation of I2 as expected. According to the
above results, the half-cell potential range of 2.1–2.8 V vs. Li/Li+

for PS and 2.6–3.4 V vs. Li/Li+ for PI are determined to keep the
reaction products in the soluble state for better reversibility and
stability. It should be noted that the side reactions may not be
fully avoided once a large overpotential appears in the cell.

UV-vis absorption spectroscopy of 2 mM S8
2− was measured

to investigate the ion species in PS DOL/DME electrolyte as
shown in Fig. 3a. The UV absorbance shows characteristic peaks
at 617, 420, 475, 350 and 492 nm, which can be assigned to S3

2−

(617 nm), S4
2− (420 nm), S6

2− (475 nm, 350 nm), and S8
2− (492

nm). This is consistent with the widely proposed results in the
literature for PS species existing in DOL/DME.46–48 Fig. 3b shows
the rst galvanostatic discharge–charge proles of 0.5 M PS
anolyte at various current densities in a Li-based half cell. We
noticed that the current density applied is lower than that of
Fig. 2 (a) CV of 10mM S at a scanning rate of 1 mV s−1. (b) Galvanostatic d
cell. (c) CV of 10mM LiI at a scanning rate of 1 mV s−1. (d) Galvanostatic ch
cell. All the supporting electrolytes were based on 1 M LiTFSI DOL/DME

© 2023 The Author(s). Published by the Royal Society of Chemistry
ARFB, which is mainly limited by the large resistance of the
ceramic membrane used in our system. The self-made ceramic
membrane has much lower ionic conductivity (4 × 10−4 mS
cm−1)49 compared with organic electrolyte (9 × 10−3 mS
cm−1),50 which leads to a large overpotential during the cycling
process. As shown in Fig. S2,† the EIS results also indicate the
large resistance of the ceramic membrane in our Li-based half
cell tests. The resistance still increases aer cycling due to the
small bits of formation of solid nonconductive Li2S and I2.

However, the ceramic membrane is efficient for preventing
the crossover and shuttle effect of PS and PI. A high capacity
retention of 95% and coulombic efficiency of 99% have been
achieved in the 0.5 M PS half cell cycling test with a ceramic
membrane (Fig. 3c and d) aer 100 cycles. The excellent cycling
performance of PS can also be achieved by other concentrations
as shown in Fig. S8.† The larger current densities (1–4 mA cm−2)
can be applied for a low concentration of PS (<0.5 M) without
a ceramic membrane (only a Celgard separator); however, the
severe shuttle effect and low efficiency cannot be avoided once
the concentration of PS increases (Fig. S4†).

PI possesses excellent reversibility in DOL/DME solvent in
the controlled voltage range. Fig. 4a shows the in situ UV-vis
spectroscopy of 10 mM LiI upon oxidation and reduction
processes. Two absorption peaks at around 291 and 361 nm,
which can be attributed to I3

−, appeared upon oxidation and
disappeared upon reduction.51,52 This supports that PI is highly
reversible in the potential window between 2.6 and 3.4 V vs. Li/
Li+ in DOL/DME solvent used in this study. Fig. 4b shows the
rst galvanostatic charge–discharge proles of various concen-
trations of LiI catholyte in a Li-based half cell. The volumetric
capacity increases from 18 Ah L−1 to 72 Ah L−1 as the concen-
tration increases from 1 M to 4 M. Meanwhile, the cycling
stability of LiI improves signicantly in the controlled voltage
range by using the ceramic membrane. As shown in Fig. 4c and
d, a volumetric capacity of 35 Ah L−1 with high coulombic
ischarge–charge profiles of 10mM S at 0.02mA cm−2 in a Li-based half
arge–discharge profiles of 10mM LiI at 0.05mA cm−2 in a Li-based half
.

Nanoscale Adv., 2023, 5, 435–442 | 437
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Fig. 3 (a) UV-vis absorption spectra of 2 mM S8
2− in DOL/DME. (b) First galvanostatic discharge–charge profiles of 0.5 M polysulfide anolyte at

various current densities in a Li-based half cell. (c) Galvanostatic discharge–charge profiles (50 cycles) of 0.5 M polysulfide anolyte at 0.2 mA
cm−2 in a Li-based half cell. (d) Cycling retention in volumetric capacity and coulombic efficiency of 0.5 M polysulfide anolyte at 0.2 mA cm−2.

Fig. 4 (a) In situ UV-vis spectra of 10 mM LiI in DOL/DME including the oxidation process (blue) and reduction process (red). (b) First galva-
nostatic charge–discharge profiles of various concentrations of LiI catholytes at 0.1 mA cm−2 in a Li-based half cell. (c) Galvanostatic charge–
discharge profiles (50 cycles) of 2 M LiI catholyte at 0.1 mA cm−2 in a Li-based half cell. (d) Cycling retention in volumetric capacity and coulombic
efficiency of 2 M LiI catholyte at 0.1 mA cm−2.
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efficiency (∼100%) and capacity retention (∼99%) was achieved
by using 2 M LiI aer 100 cycles. The high cycling stability of PI
can also be achieved by other concentrations as shown in
Fig. S7,† which conrms the potential of LiI to be used for high-
performance NRFBs. The excellent cycling stability of PS and PI
in the half cell also indicates the effectiveness of the voltage
control method.

We further investigate the performance of a PS–PI NRFB in
a full cell conguration. According to the voltage control
method of PS and PI in a half cell, the voltage range of 0.3–1.0 V
was set for full cell cycling tests to avoid the formation of
438 | Nanoscale Adv., 2023, 5, 435–442
irreversible solid by-products. The high capacity of various
concentration combinations can be achieved as shown in
Fig. 5a. The overpotential of the PS–PI system increases with
increasing LiI concentration. Fig. 5b shows the rst galvanostatic
charge–discharge proles of 1.5 M PS to 4 M PI at various current
densities. The full cell capacity decreases from58AhL−1 to 46 AhL−1

accordingly, with increasing current density. The highest
volumetric capacity of 28 Ah L−1 based on a full cell was ach-
ieved in this PS–PI system, which resulted in an energy density
of 17.4 W h L−1. The limitation of rate capability was investi-
gated by using Li-based half cell power density measurement
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 (a) First galvanostatic charge–discharge profiles of NPSIBs with various concentration combinations of polysulfide and polyiodide at 0.1
mA cm−2. (b) First galvanostatic charge–discharge profiles of 1.5 M polysulfide to 4 M polyiodide at various current densities. (c) Power capability
of polysulfide in a Li-based half cell without a ceramic membrane. (d) Power capability of polyiodide in a Li-based half cell without a ceramic
membrane.
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without a ceramic membrane. Fig. 5c and d show the power
capability measurement of PS and PI, respectively. A power
density of 32 mW cm−2 for PS and 60 mW cm−2 for PI can be
reached, which is similar to that in polarization curves re-
ported for most NRFBs.31,32,53–55 This proves that the rate
capability of the PS–PI system can be further improved by
utilizing a suitable low-resistance but effective membrane. For
example, polymer-based membranes56,57 and covalent organic
framework membranes58 have been proven to be effective for
Fig. 6 (a) Galvanostatic charge–discharge profiles (100 cycles) of an N
coulombic efficiency of an NPSIB at 0.1 mA cm−2. (c) Flowmode tests of 0
(d) Flow mode test of a PS–PI NRFB in a full cell at a flow rate of 5 mL m

© 2023 The Author(s). Published by the Royal Society of Chemistry
decreasing the crossover and increasing the conductivity in
NRFBs, which can be adopted in a PS–PI system as well.

The PS–PI NRFB system achieves excellent cycling stability
and capacity efficiency. Fig. 6a and b show the cycling perfor-
mance of PS–PI in a long-term process test at a current density
of 0.1 mA cm−2. The capacity retention and coulombic effi-
ciency reach ∼100% aer 100 cycles. From the X-ray diffraction
(XRD) results, we conrmed that the ceramic membrane
prevents the crossover between PS and PI effectively. The XRD
PSIB at 0.1 mA cm−2. (b) Cycling retention in volumetric capacity and
.1 M LiI and 0.05M PS in a Li-based half cell at a flow rate of 5mLmin−1.
in−1.

Nanoscale Adv., 2023, 5, 435–442 | 439
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results show no change in characteristic peaks of the ceramic
membrane aer cycling in both PS and PI sides (Fig. S5†). The
SEM images of current collectors were exploited to examine the
change in PS and PI aer cycling (Fig. S6†). The SEM images of
the pristine current collectors show uniform and smooth
features. Aer cycling, solid deposits which may be related to
Li2S and I2 appeared but they have no signicant inuence on
the cycling stability. The ow mode tests were conducted to
prove the applicability of PS–PI NRFBs. Both PS and PI half cells
can realize a long-term stable cycling performance with high
capacity retention (Fig. 6c). The full cell ow mode test of PS–PI
achieves >300 hours of stable cycling by using the self-made
ow cell (Fig. S9†), which indicates the promising application of
this system for large-scale energy storage. We also noticed that
capacity decay occurred in the cycling process, which can be
ascribed to the formation of irreversible solid by-products (Li2S
and I2), volatilization of nonaqueous solvents and temperature
uctuation aer long-term operation.59,60
Experimental
Materials

Lithium metal was received from China Energy Lithium Co.,
Ltd. Sulfur (S), lithium iodide (LiI) and lithium bis(triuoro-
methane)-sulfonimide (LiTFSI) were received from Shanghai
Aladdin Biochemical Technology Co., Ltd. Lithium sulde (Li2S)
was received from Shanghai Macklin Biochemical Co., Ltd. 1,3-
dioxolane (DOL) and 1,2-dimethoxyethane (DME) were received
from Sigma-Aldrich. Carbon paper (HCP010N) was received
from Shanghai Hesen Electric Co., Ltd. A Celgard 2500 was
received from Suzhou Sinerno Technology Co., Ltd.
Preparation of the polysulde anolyte and polyiodide
catholyte

All these anolytes and catholytes were prepared with LiTFSI
based DOL/DME (v/v ∼ 1 : 1) electrolytes. The polysulde ano-
lyte with a nominal composition “Li2S8” was prepared following
Table 1 Comparison of the performance of the reported nonaqueous r

Anolyte/catholyte Solvent Concentration

Fe(acac)3/Fc1N112-TFSI MeCN 0.1/0.1
FL/DBMMB MeCN 0.5/0.5
44DMBP/DBB MeCN 0.005/0.005
BP/TEMPO MeCN 0.003/0.003
DBBB/2,3,6-TriMeQ PC 0.05/0.05
MePh/DBMMB DME 0.3/0.3
BzNSN/DBMMB MeCN 0.5/0.5
[Fe(phen)3]

2+/[Co(phen)3]
2+ MeCN 0.01/0.01

[PDI][TFSI]2/[Fc4] MeCN-THF(4 : 1) 0.2/0.1
[PPN]4 [Co(P3O9)2]/[PPN]3[V(P3O9)2] MeCN 0.05/0.05
M1/M2 MeCN 0.005/0.005
DTDMB/2,3-DMNQ MeCN 0.2/0.1
BV/3-Pr MeCN 0.05/0.05
PS/PI DOL/DME 1.5/4
PS/PI DOL/DME 0.5/1
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the method developed by Rauh et al.61 Li2S and S were mixed
with magnetic stirring in LiTFSI based DOL/DME following:
Li2S + 7/8S8 / Li2S8 in an Ar-lled glovebox to yield a Li2S8
concentration between 10 mM and 4 M. The polyiodide cath-
olyte was prepared by dissolving LiI in LiTFSI based DOL/DME
to yield a concentration between 10 mM and 5 M.
Assembly of the Li-based half cell

The structure of the Li-based half cell can be found in our
previous work.62 One piece of lithium foil (q 16 mm) was
attached to a bottom cell body. One Celgard 2500 separator (q 19
mm) was placed on the surface of the lithium foil followed by
addition of 30 mL of LiTFSI based DOL/DME. One piece of
Li1.5Al0.5Ge1.5(PO4)3 (LAGP) ceramic membrane was placed on
the Celgard separator. One piece of carbon paper (q 12 mm) was
placed on LAGP which acts as a ow channel. 10 mL of the
anolyte or catholyte (PS or PI) was injected into the carbon paper
channel. Another piece of carbon paper (q 12 mm) was placed
on the anolyte/catholyte as a current collector followed by 30 mL
LiTFSI DOL/DME to wet the carbon paper. Finally, a stainless
steel spring and a polytetrauoroethylene (PTFE) O-ring were
placed on the cell. Two cell bodies (bottom and top) were
separated by using a PTFE spacer to avoid a short circuit. The
cell assembling process was conducted in an Ar-lled glove box
(Etelux, H2O < 1.0 ppm O2 < 1.0 ppm).
Assembly of the PS–PI full cell

Fig. S9† shows the structure of the full cell. Carbon paper was
used as the anolyte/catholyte current collector. Li foil or 0.5 M
PS was used as the anode and the LAGP Li-ion ceramic
membrane was used as the separator to prevent the crossover of
anolyte and catholyte and reduce the shuttle effect during
cycling. 5 mL 0.05 M PI catholyte was contained in an external
tank. A peristaltic pump (Chuangrui YZ1515X) was used for
circulating the catholyte. The cell assembly process was con-
ducted in an Ar-lled glovebox (Etelux, H2O < 1.0 ppm of O2 <
1.0 ppm).
edox flow batteries

(M)
Potential
(V) Cycle no.

Volumetric capacity
(Ah L−1) Year

1.34 100 2.47 2020 (ref. 54)
2.37 100 5.8 2015 (ref. 32)
2.97 95 0.052 2019 (ref. 55)
2.41 7 0.078 2017 (ref. 33)
1.5 30 0.69 2012 (ref. 34)
2.3 50 3.5 2016 (ref. 12)
2.36 150 3.39 2017 (ref. 63)
2.1 25 0.026 2015 (ref. 64)
0.85 450 4.8 2017 (ref. 65)
2.4 100 0.091 2018 (ref. 66)
1.2 50 0.037 2022 (ref. 67)
1.85 100 0.306 2022 (ref. 68)
1.5 200 1.18 2022 (ref. 69)
0.62 40 28 This work
0.62 100 8 This work

© 2023 The Author(s). Published by the Royal Society of Chemistry
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Electrochemical characterization studies

Cyclic voltammetry (CV) tests of S and LiI were conducted
between 1.6 and 3.0 V and 2.4 and 3.7 V vs. Li/Li+, respectively,
using a two electrode conguration with 10 mM S and 10 mM LiI
dropped on carbon paper as the working electrode and Li metal
as the reference/counter electrode. Galvanostatic charge–
discharge tests, power capability tests and electrochemical
impedance spectroscopy (EIS) were performed using a Bio-Logic
VSP electrochemical workstation. EIS measurements used sinu-
soidal voltage oscillations of 20 mV amplitude at the open circuit
voltage of the cells. The oscillation frequencies were swept from
100 kHz to 100mHz. Current density was calculated based on the
current collector geometric surface area. The volumetric capacity
was calculated from the volume of electrolytes.
Material characterization studies

Scanning electron microscopy (SEM) characterization was per-
formed on a JEOL JSM-7800F. The SEM samples for different
cycle stages were collected from cells disassembled at specied
cycle stages in a glove-box. The residual solvent was evaporated
before SEM observation. The viscosity measurements were con-
ducted using TAINSTRUMENTS AR1000. The samples were
dropped into the measurement gap of 0.6 mm on the plate. The
X-ray diffraction test was conducted on an Empyrean PANalytical.
The in situ UV-vis spectra were collected by using an SEC2020 UV-
visible spectrophotometer (ALS Co., Ltd.) coupled with a VSP
electrochemical workstation, at a scan rate of 1mV s−1 between the
potentials ranging from 2.4 to 3.2 V vs. Li/Li+. Pt mesh was used as
the working electrode. Lithium foil was used as the counter and
reference electrodes. An SCE-C thin layer quartz glass cell with an
optical path length of 1 mm was used as the electrode holder.
Conclusions

In summary, we designed and demonstrated a low-cost and
high-capacity nonaqueous redox ow battery system based on
the high-solubility of PS and PI in DOL/DME organic solvent.
The highest volumetric capacity of 28 Ah L−1 based on a full cell
can be achieved with 1.5 M PS-4 M PI, which results in an energy
density of 17.4 W h L−1. The high capacity retention (>99%) and
high coulombic efficiency (∼100%) in a PS–PI system can also
be demonstrated by using a Li-ion conducting ceramic
membrane, which is much higher than those of other reported
NRFBs as shown in Table 1. Voltage control is applied to avoid
the formation of solid Li2S and I2, which ensures the cycling
stability of PS–PI. The excellent reversibility of PS and PI was
investigated by in situ UV-vis spectroscopy. A ow mode test of
the PS–PI NRFB was conducted to reveal the applicability and
scalability. A stable cycling performance of >300 hours has been
realized by using the self-made ow cell. Future work involving
low-resistance membrane development and cell conguration
optimization will further improve the rate capability of the
system. With the demonstrated stability and volumetric
capacity, the PS–PI NRFB provides a promising way for
nonaqueous electrochemical energy storage applications by
utilizing high-solubility and low-cost active materials.
© 2023 The Author(s). Published by the Royal Society of Chemistry
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