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hydrogel for biomechanical energy harvesting and
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With the development of intelligent wearable electronic products, new requirements are put forward for

large-scale production and durable power supplies and sensors. Herein, a flexible and stretchable single-

electrode triboelectric nanogenerator (TENG) based on a medical conductive hydrogel (MCH) has been

fabricated for biomechanical energy harvesting and electronic switches. The obtained MCH-TENG

encapsulated by silicone rubber as an electrification layer demonstrated high electrical output perform-

ances. The size of the fabricated MCH-TENG was 40 × 60 mm2, which can generate an open-circuit

voltage of 400 V, a power density of 444.44 mW m−2, and power 240 LEDs in series at a contact fre-

quency of 3.0 Hz. The device can act not only as a power supply to drive electronic devices, but also as

an energy collector to collect the energy of human movements. Particularly, as an electronic switch, the

device enabled a high current amplification through the Darlington transistor circuit. Consequently, this

work provides a new perspective of flexible and stretchable MCH-TENGs for wearable electronic devices.

1. Introduction

In the past decade, wearable electronic devices have been
developed vigorously due to their wide application in human
motion energy harvesting,1–4 motion tracking,5,6 human–
machine interactions,7–9 and so on. At present, most portable
electronic devices require a continuous external power supply.
However, these devices now rely mainly on chemical batteries,
which need to be frequently recharged or replaced. This poten-
tially causes severe environmental pollution and consumes
many resources.10–13 In addition, most of the current power
supplies cannot meet the requirements of biocompatibility,
flexibility, stretchability, and ease of mass production of wear-
able electronic products.14 Therefore, the research and devel-
opment of high scalability and compatible energy harvesting
devices is still a challenge.14–16

A triboelectric nanogenerator (TENG) is considered as an
effective tool to convert low-frequency mechanical energy into
electrical energy based on the coupling effect of contact electri-
fication and electrostatic induction.4,17–25 TENGs can effec-
tively harvest many types of low-frequency mechanical energy
including human daily activities, wind energy, ocean
energy26–28 for energy conversion, self-powered sensors, phys-
iological monitoring,4,29–32 and human–machine
interactions.9,33,34 In order to realize biomechanical energy
harvesting and physiological sensing, a wearable TENG
requires the features of flexibility, comfortability, and stretch-
ability of both the triboelectric layer and the electrode layer. In
view of this, many soft materials have been explored for flex-
ible TENG preparation, such as polymer nanofibers,35 com-
mercial fabrics,36 paper,37 foam materials,38 etc. A conductive
hydrogel, a flexible hydrophilic polymer with a three-dimen-
sional cross-linked network, is an ideal stretchable conductor
material for TENG flexible electrodes.2,3,39 Conductive hydro-
gels have the characteristics of adjustable physical/chemical
properties, excellent electrical conductivity, high flexibility,
self-healing ability, and good biocompatibility.40–42 Therefore,
in recent years, hydrogels have received great attention in the
development of flexible and portable TENGs. Hydrogel-based
TENGs have broad application prospects in many fields, such
as flexible sensing, biomechanical energy collection, and bio-
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medical devices.43–46 However, in previous works, most of the
hydrogels used to prepare TENGs were synthesized in labora-
tories. Many of the results are just proof of concept. Compared
with the conductive hydrogels synthesized in laboratories,
commercial conductive hydrogels have the advantages of bio-
compatibility, low cost, and scalability.

Herein, a flexible and stretchable TENG based on a com-
mercial medical conductive hydrogel (short for MCH-TENG) as
an electrode has been developed for biomechanical energy
harvesting and electronic switches. The selected MCH has
been employed for diagnosis, monitoring or filling and
coating between skin and electrodes during medical treatment
and can form a relatively stable conductive connection
between skin and electrodes. The MCH as a water-based
polymer gel mainly contains a biocompatible and stable elec-
trolyte, which provides high conductivity, extensibility and
shape adaptability to act as the electrode of TENGs. The sili-
cone rubber that encapsulates the MCH serves as both a pro-
tective layer and a friction layer. The fabricated MCH-TENG
had an effective electrode area of 60 × 40 mm2, which can
generate an open circuit voltage (Voc) of 400 V, a short-circuit
current density ( Jsc) of 1.2 mA m−2, and a transferred short-
circuit charge density (σsc) of 53 μC m−2 at a contact frequency
of 3.0 Hz. Therefore, the MCH-TENG can be used for biome-
chanical energy harvesting, as a power supply for small elec-
tronic devices and an electronic switch combined with a
Darlington transistor. The prepared MCH-TENG with excellent
energy collection and high output has promising application
in wearable electronic devices and human–machine inter-

actions and demonstrates the mass production potential of
wearable electronic devices.

2. Results and discussion

Fig. 1a shows the preparation process of the flexible and
stretchable MCH-TENG. The work mode of the prepared
MCH-TENG was single electrode mode. Silicone rubber was
selected as the coating layer and friction layer because of its
high electronegativity, good flexibility and stretchability.3,4,20

In our case, the thickness of the silicone rubber as the friction
layer was about 0.5 mm and the thickness of the prepared
MCH-TENG was about 3.5 mm unless otherwise specified.
Upon contact with human skin, the silicone rubber surface
generates a large number of negative triboelectric charges, and
the human skin surface produces a large number of positive
triboelectric charges, which depends on the electronegativity
of the two friction materials.47,48 The MCH is composed of
propylene glycol, sodium chloride, glycerin, sodium cocoyl
amphoteric acetate, silicone oil, lemon essence, water, etc. At
room temperature the conductivity of the MCH is
10.0–85.0 mS cm−1, which is much higher than that of the
ionic conductive hydrogel (2.2 mS cm−1) reported previously.2

As shown in Fig. 1b, a light-emitting diode (LED) lamp was lit
up when the MCH strip was connected to the circuit, which
confirmed that the MCH had a good conductivity. Moreover,
the MCH is a jelly-like gel with certain fluidity. In a previous
work, the device with a thickness of 4.0 mm using silicone

Fig. 1 (a) Schematic diagram of the detailed fabrication process of the MCH-TENG. (b) Photographs of the circuit comprising of the MCH and LED
light (V = 8 V; top: open circuit; bottom: closed circuit). (c) The stress–strain curve of the silicone rubber cube (59 × 10 × 2 mm3). (d and e)
Photographs of the MCH-TENG at bending (d) and stretching states (50%). (All scale bar = 1.0 cm.)
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rubber as the coating layer can withstand a tensile strain of
412%.20 In our case, the tensile property of the silicone rubber
cube (59 × 10 × 2 mm3) was evaluated by the uniaxial tensile
test. The silicone rubber cube ruptured at a stress of 890 kPa
and reached the maximum tensile strain of 375% (Fig. 1c).
Therefore, the obtained TENG based on the silicone rubber
and MCH electrode can withstand large deformation when
attached to the human body. Fig. 1d and e show the photo-
graphs of the MCH-TENG in different deformation states. The
MCH-TENG can be bent and stretched, implying its good
tensile properties, shape adaptability, and ability to collect
mechanical energy under various human movements.

The working mechanism of the MCH-TENG is based on the
synergistic effects of triboelectrification and electrostatic
induction (Fig. 2a). Human skin or positive triboelectric
materials were used as matching materials. A previous work
has reported a sequence of triboelectric materials, and the
ability of the materials to acquire and lose electrons is closely
related to their polarity.47 When human skin comes into
contact with silicone rubber, the human skin easily loses elec-
trons and exhibits positive charges on the surface, while the
silicone rubber easily gains electrons and exhibits negative
charges on its surface. Since the number of electrons obtained
and lost is equal, the skin and the silicone rubber are in
electrostatic equilibrium at this stage (Fig. 2a-I). With the
gradual separation of the skin and the silicone rubber, some
positive ions are induced at the interface between the MCH
electrode and the silicone rubber, and the negative ions on the
other side of the electrode drive the transient charge to the
ground along the external circuit to generate an electrical
signal (Fig. 2a-II). When the distance between the skin and the

silicone rubber is far enough, the frictional and induced
charges form an electrostatic equilibrium, at which there is no
electrical signal in the circuit (Fig. 2a-III). When the skin rever-
sely approaches the silicone rubber, the working mechanism
is reversed. In this process, the electrons flow back from the
ground through an external circuit to the MCH electrode
(Fig. 2a-IV). Therefore, an alternating signal is generated
during the reciprocating contact and separation between the
skin and the MCH-TENG. In the process, the positive ions
(sodium ions) and negative ions (chloride ions) in the MCH
electrode play an important role in the electrical output of the
MCH-TENG. The interface between the MCH electrode and the
silicone rubber forms another friction electrification layer,
which is conducive to charge transfer.49,50 To further under-
stand the working mechanism of the MCH-TENG, the corres-
ponding potential distribution in the process of contact and
separation was simulated by the COMSOL software (Fig. 2b). It
can be seen from the simulated potential distribution that
there is an obvious potential difference between the positive
and the negative triboelectric layers, which leads to the gene-
ration of induced charges.

To verify the conductivity of the MCH electrode, a copper
wire and conductive cloth with different areas (labeled as
sample 1#–6#) were selected as external electrodes to examine
the influence of a hybrid electrode pair composed of the MCH
and an external electrode on the output performance of the
MCH-TENG. A copper wire was used as the conductor of the 1#
MCH-TENG. For the 2#–6# MCH-TENGs, the areas of the con-
ductive clothes were 10 × 10, 10 × 60, 20 × 60, 30 × 60, and 40 ×
60 mm2, respectively. The optical photograph of the 1#–6#
MCH-TENGs stored for two months is shown in Fig. S1.† It

Fig. 2 Working mechanism and electrical performance of the MCH-TENG. (a) Schematic diagram of the working mechanism of the MCH-TENG. (b)
Simulated potential distribution of the MCH-TENG. (c–e) Electrical outputs (Voc, Isc and Qsc) of the 1#–6# MCH-TENGs.

Paper Nanoscale

6814 | Nanoscale, 2023, 15, 6812–6821 This journal is © The Royal Society of Chemistry 2023

Pu
bl

is
he

d 
on

 0
2 

M
ar

ch
 2

02
3.

 D
ow

nl
oa

de
d 

on
 1

/2
2/

20
26

 9
:1

9:
50

 P
M

. 
View Article Online

https://doi.org/10.1039/d2nr05706a


should be noted that the conductive cloths were wrapped in
the MCH and did not contact the silicone rubber. Therefore,
no triboelectrification occurred between the conductive cloth
and the silicone rubber. The output performance of the
MCH-TENGs with hybrid electrodes was studied with defatted
cowhide as the positive triboelectric material to contact with
the MCH-TENG at a frequency of 3.0 Hz. The Voc, Isc and trans-
ferred charges (Qsc) of the 1#–6# MCH-TENGs with hybrid elec-
trodes are shown in Fig. 2c–e. The electrical output perform-
ance of the six samples was almost the same. These results
demonstrated that the external electrode had little effect on
the output performance of the MCH-TENGs, and the conduc-
tivity of the samples mainly depended on the MCH electrode.
It was noticed that the copper wire in the 1# MCH-TENG was
gradually oxidized after two months. However, the samples
with conductive cloths as the outer electrodes remained stable,
indicating that the conductive cloth plated with copper and
nickel exhibited good stability and corrosion resistance.
Therefore, taking the cost into account, the 2# MCH-TENG was
employed as the representative sample for further performance
research.

The electrical output performance of the 2# MCH-TENG at
different contact frequencies (0.5–3.0 Hz) was investigated sys-
tematically. Human daily activities and exercise habits are
usually observed in this frequency range. As can be seen in
Fig. 3a–c, as the contact frequency increased from 0.5 to 3.0
Hz, Voc remained at 400 V, and σsc remained at 53 μC m−2,
revealing that the change of frequency had no effect on Voc
and σsc. In a previous work, the generated σsc value of the
S-TENG prepared by silicone rubber coated conductive cloth
was 45 μC m−2,4 which was about 16% lower than that of this
report. In contrast, when the frequency increased from 0.5 to
3.0 Hz, the Jsc increased from 0.2 to 1.2 mA m−2 due to the
variation of the MCH-TENG deformation rate.3,4 In practical
applications, external loads may affect the output performance

of energy harvesting devices. Therefore, the output voltage of
the 2# MCH-TENG with different loads was then evaluated.
With the increase of the resistance of the external load, the
voltage of the external load experienced a slow increase at first,
then a sharp increase, and finally a slow increase again
(Fig. S2†). When the contact frequency was fixed, the output
power density first gradually increased with the increase of the
load resistance, reached the peak (Pmax), and then gradually
decreased (Fig. 3d). Moreover, in the frequency range of
0.5–3.0 Hz, the calculated Pmax value of the 2# MCH-TENG
with different loads was 25.52, 133.47, 187.71, 255.21 and
444.44 mW m−2, respectively. Under the same test conditions,
the Pmax value (444.44 mW m−2) of the MCH-TENG in this
study was much higher than that (222.57 mW m−2) of the
S-TENG prepared by silicone rubber coated conductive cloth
reported in our previous work,4 showing the superior perform-
ance of the MCH-TENG. The possible mechanism of this
enhancement effect could be due to the formation of another
triboelectric layer at the interface between the MCH and the
silicone rubber layer. The results in Fig. 7a prove the existence
of this triboelectric layer. Similar phenomena have been
reported in previous works.46,51,52 According to a previous
report, Pmax and the optimal matching load resistance are
dependent on the contact frequency.53 The trend of Pmax and
the inherent impedance of the 2# MCH-TENG matching with
the load resistance was consistent with the theoretical predic-
tion.53 When the strike frequency increased from 0.5 to 3.0 Hz,
the inherent impedance of the 2# MCH-TENG decreased from
500 to 150 MΩ.

Due to the fluidity of the MCH and the high flexibility,
toughness and stretchability of the silicone rubber, the
MCH-TENG can maintain its function even when experiencing
large deformation. The electrical performance of the 2#
MCH-TENG was investigated at various stretching strain levels.
The corresponding electrical output performance is shown in
Fig. 4. With the increase of tensile strain from 0% to 50%, the
Voc, Isc and Qsc values all increased. The changes in the contact
area, thickness of the dielectric layer and the relevant resis-
tance of the device during stretching had a synergistic effect
on the output behavior.54,55 According to the Poisson
effect,56,57 with the increase of tensile strain of the 2#
MCH-TENG, the device became longer and longer, which
changed the contact area of the device, and the silicone rubber
became thinner and thinner, which shortened the distance
between the surface charge of the silicone rubber and the
MCH electrode. Considering the theoretical model in the pre-
vious work,53,58 the contact area of the device and the thick-
ness of the dielectric layer both affect the electrical output per-
formance. In our case, the tensile strain did not exceed 50%.
Therefore, during the process of stretching, the contact area
was always increasing and the silicone rubber became thinner.
As a result, the Voc, Isc and Qsc values were increasing. In a pre-
vious report, the human arm skin can endure a maximum
strain of about 27%.59 Therefore, the obtained MCH-TENG
system can perform desirable function under common skin
physical conditions.

Fig. 3 Electrical output performance of the 2# MCH-TENG at different
contact frequencies. (a–c) Electrical output (Voc, Jsc and σsc). (d) Power
densities under different external loads.
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Previous reports have shown that the thickness of the tribo-
electric layer affects the output performance of the
devices.60–62 In this study, to investigate the influence of the
thickness of the silicone rubber triboelectric layer on the
output performance of the devices, we prepared four
MCH-TENGs with the silicone rubber thickness of 0.3, 0.5, 0.8
and 1.0 mm, respectively. The device outputs are shown in
Fig. 5a–c. When the thickness of the silicone rubber layer is
less than 0.5 mm, the output performance of the devices
decreases slightly with increasing the silicone rubber thick-
ness. When the silicone rubber layer exceeds 0.5 mm, the
output performance of the device becomes weaker and weaker
with the increase of the silicon rubber thickness. The Voc, Isc
and Qsc values decrease from 441 V, 2.9 μA and 143 nC at
0.3 mm thickness to 302 V, 1.5 μA, and 97 nC at 1.0 mm thick-
ness. Increasing the thickness of the triboelectric layer
weakens the electrostatic induction between it and the MCH
electrode, which is not conducive to increasing the output per-
formance of the device. Therefore, for practical applications,
the thickness of the triboelectric layer shall be optimized to
balance the mechanical and electrical properties of the
devices.

With the rapid development of electronic devices based on
hydrogels, the dehydration of hydrogels has become a key

problem in this field, which affects the service life of devices.
We carried out dehydration tests for the uncoated MCH and
the MCH in the MCH-TENG at room temperature for 10 days.
Meanwhile, the output performance of the device with a
silicon rubber layer of 0.5 mm was monitored. As shown in
Fig. 5d, the weight of the uncoated MCH decreases with the
increase of time and maintains 35.34% of its initial weight
after 10 days, indicating that the water content was lost signifi-
cantly. In contrast, the weight retention ratio of the MCH in
the MCH-TENG is 96.16% after 10 days. These results indicate
that silicone rubber coating is beneficial for preventing the
water loss of the hydrogel. In the previous work, the PDMS
coated hydrogel maintained 72.4% of its original weight after
3 days.63 The electrical properties of the MCH-TENG were
tested daily for 10 days corresponding to the water retention
data. As shown in Fig. 5e and f, the MCH-TENG can maintain
its original output performance without significant degra-
dation when the hydrogel was packaged with the Ecoflex
silicon rubber for 10 days. The outputs of Voc, Isc and Qsc main-
tain above 94% of their original values. In previous reports,
the output performance of the SA–Zn hydrogel TENG
remained at 85% after 3 days.46 This clearly shows that the
MCH-TENG prepared by direct encapsulation of the MCH has
excellent stability.

Fig. 4 (a) Voc, (b) Isc and (c) Qsc of the 2# MCH-TENG under stretching strain from 0% to 50%.

Fig. 5 The outputs of Voc (a), Isc (b) and Qsc (c) of the MCH-TENGs with different thicknesses of silicone rubber. (d) Weight changes of the MCH in
the MCH-TENG and open air as a function of storage time for 10 days. (e) Outputs and (f ) retention rate of Voc, Isc and Qsc of the MCH-TENG as a
function of storage time for 10 days.
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In view of its excellent electrical output, the MCH-TENG
was further explored as a power supply for portable electronic
devices. First, the output stability of the 2# MCH-TENG was
studied. Voc remained almost constant for 375 minutes of con-
tinuous contact-separation cycles (1.0 Hz), indicating that the
flexible MCH-TENG had significant robustness and was suit-
able for practical applications (Fig. 6a). Subsequently, the
MCH-TENG was used as the power supply of LEDs. In order to
prove that the 2# MCH-TENG can provide sustainable energy
for external loads, 240 green LEDs in series were connected to
the 2# MCH-TENG. These LEDs were lit up when the 2#
MCH-TENG was operated at a contact frequency of 3.0 Hz
(Fig. 6b and Movie S1†). Furthermore, as a stable power sup-
plier of portable electronic products, the TENG needs an elec-
trical management circuit to convert the AC output to the DC
output. A rectifier equivalent circuit for the charge and dis-
charge of small electronic equipment is shown in Fig. S3.† The
components of the rectifier circuit included the MCH-TENG, a
bridge rectifier, a capacitor and a load. The load was LEDs or
portable electronic devices. The switch can operate freely
between the charging circuit and the power generation circuit.
The electrical energy generated by the MCH-TENG can be
stored in a capacitor before being used to power portable elec-
tronic devices. The charging capability of the MCH-TENG for
different capacitors at different contact frequencies was scruti-
nized. Fig. 6c displays the charging curves of a commercial
capacitor (1.0 μF) at different contact frequencies by the 2#
MCH-TENG. As the contact frequency increased from 0.5 to 3.0
Hz, the charging rate of the 2# MCH-TENG increased.
However, when the contact frequency was constant, the char-
ging rate slowed down with the increase of capacitance. The
charging time to 15 V for the capacitors with capacitances of
0.1, 1.0, 2.2 and 3.3 μF was 5.3, 45.4, 88.3 and 160.3 s, respect-
ively (Fig. 6d). It took about 160 s for the 2# MCH-TENG to
charge the 10 μF capacitor to 5.2 V (Fig. 6e). The stored electri-

cal energy can make the wearable electronic watch work for 30
s (the inset in Fig. 6e and Movie S2†). When the capacitance
was 33 μF, the charging time to 3.1 V was about 330 s. The
stored electrical energy powered the calculator to work for 7 s
(the inset in Fig. 6f and Movie S3†). If the capacitor was con-
tinuously charged, it was able to drive the electronic device to
work continuously. Therefore, the MCH-TENG can be used as
a self-powered power supply, which has potential applications
in smart electronic products.

The prepared MCH-TENG exhibited flexibility, extensibility
and shape adaptability. It can be attached to different moving
parts of the human body to harvest biomechanical energy. As
mentioned above, the positive and negative ions in the MCH
further promote the charge transfer by forming another tribo-
electric layer at the surface of the MCH electrode and the sili-
cone rubber. To prove this, Voc of the MCH-TENG was investi-
gated under tensile conditions, as shown in Fig. 7a. In the
process of stretching the MCH-TENG (see Movie S4†), the
output voltage was 40 V, illustrating that there was indeed a tri-
boelectrification effect between the MCH and the silicone
rubber. Similar double triboelectric layers were observed in
TENGs with the SA–Zn hydrogel prepared from sodium algi-
nate and poly(acrylicacrylamide) as the electrode because there
is a small air gap between the hydrogel and the package
layer.46 To further demonstrate the excellent properties of the
MCH as an electrode, the TENG was pressed gently at different
parts by a finger and the voltage output signal was obtained.
The pressed sites 1–6 are marked in the photograph of the 2#
MCH-TENG (Fig. S4†). The Voc value was between 30 and 40 V
(Fig. 7b). Obviously, the generated electrical signal was mainly
transmitted through the MCH. These results prove that the
MCH is an excellent flexible electrode material. Fig. 7c illus-
trates that the 2# MCH-TENG can harvest energy by gentle
hand tapping. The Voc value was about 250 V. Fig. 7d shows
the voltage results of the 2# MCH-TENG adhered to the wrist of

Fig. 6 (a) The output stability of the 2# MCH-TENG for 22 500 cycles (1.0 Hz). (b) Optical photographs of the MCH-TENG lighting up 240 LEDs (3.0
Hz). (c) The voltage curve of the 2# MCH-TENG charging a capacitor (1 μF) at different contact frequencies (0.5–3.0 Hz). (d) The voltage curve of the
MCH-TENG charging capacitors with different capacities (0.1–3.3 μF) at 3.0 Hz frequency. (e) Charging and discharging curve of a capacitor (10 μF)
connected with an electronic watch. (f ) Charging and discharging curves of a capacitor (33 μF) connected with a calculator.
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a volunteer. It can collect the movement energy from bending
his wrist. When he bent his wrist up and down, the 2#
MCH-TENG bent elastically, separating from or contacting with
his wrist skin, resulting in a Voc value of about 25 V. Due to the
flexibility of the 2# MCH-TENG, it can also collect the energy of
palm grip (Fig. 7e). The Voc value was about 120 V. When the 2#
MCH-TENG was placed inside the elbow, it can collect elbow
motion energy with a Voc value of about 30 V (Fig. 7f). These
results confirm that the flexible and stretchable MCH-TENG can
harvest low-frequency biomechanical energy from human
motion and monitor human physiological activities.

In order to explore new applications of the MCH-TENG, a
current amplification circuit composed of the MCH-TENG and
a Darlington transistor was designed. A Darlington transistor
is a new equivalent triode composed of two triodes connected
in series. The magnification of the equivalent triode is the
product of the magnification of the two original triodes.

Therefore, a Darlington transistor is characterized by a very
high magnification rate. The function of a Darlington transis-
tor is generally to amplify very small signals in highly sensitive
amplification circuits. Based on the characteristics of the
MCH-TENG, we combined the MCH-TENG and a Darlington
transistor to form a pulse electronic switching circuit (Fig. 8a).
The triode used was S8050. For comparison, the Isc value of
the 2# MCH-TENG without connecting to the Darlington tran-
sistor and the external load was about 12 μA by tapping with
one hand (Fig. 8b). The 2# MCH-TENG was then connected to
the base of the Darlington transistor. Without an external
load, the measured current was about 12 mA after amplifica-
tion by the Darlington transistor (Fig. 8c). The current amplifi-
cation factor was about 1000 times. Moreover, it was found
that the voltage VCE between the collector and emitter had no
significant effect on the current amplification coefficient when
the Darlington transistor worked in the amplification state

Fig. 7 Demonstration of the MCH-TENG for harvesting human motion energy. (a) Stretching energy. (b) Finger press energy. (c) Hand tapping
energy. (d) Wrist bending energy. (e) Hand gripping energy. (f ) Elbow bending energy.

Fig. 8 (a) Schematic diagram of the MCH-TENG and a Darlington transistor connected circuit. (b and c) Isc of the 2# MCH-TENG without (b) and
with (c) the Darlington transistor under hand tapping. (d and e) The circuit connected to different loads: (d) electronic counter (Vcc = 5 V); (e) LED
light strip (Vcc = 12 V); (f ) LED light board (Vcc = 18 V).
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(Fig. S5†). This result was consistent with the basic character-
istics of the triode. Fig. 8d shows the results when the load
was an electronic pulse counter (Vcc = 5 V). When the forward
pulse current generated by the MCH-TENG was inputted as the
base current IB, a large current signal IE was generated at the
emitter by the Darlington transistor. When a pulse signal
appeared, the counter counted once and the value increased
by one (see Fig. 8d and Movie S5†). Fig. 8e shows the results
when the load was a one-meter LED neon strip (Vcc = 12 V).
After the pulse current signal generated by gently tapping the
MCH-TENG was amplified by the Darlington transistor, the
LED neon strip can be powered up (see Fig. 8e and Movie S6†).
This result justifies that the circuit can be used as a flashing
switch for LED neon lights for commercial advertisements.
Surprisingly, this circuit was able to drive high capacity loads.
The LED panel in Fig. 8f was composed of 4 groups of 7 LEDs
connected in series. The total power of the lamp board was 28
W. After the current generated by tapping the MCH-TENG was
amplified by the Darlington transistor, the LED panel can be
lit up when only one finger tapped the silicone rubber surface
(Vcc = 18 V, see Fig. 8f and Movie S7†). This result demon-
strated that the circuit was highly sensitive and can be used as
an electronic switch for high-power loads, which has potential
applications in the field of human–machine interaction.

3. Conclusion

In summary, in this study, a commercial, biocompatible and
low-cost MCH has been selected as a flexible electrode to
prepare TENGs for the first time. A flexible and stretchable
MCH-TENG based on the MCH has been developed for har-
vesting bio-mechanical energy from human motions to power
wearable electronics and electronic switches. The fabricated
MCH-TENG (40 × 60 mm2) has exhibited high electrical
outputs (Voc of 400 V, σsc of 53 μC m−2, and Pmax of 444.44 mW
m−2) and a stable signal output without deterioration after
22 500 cycles of repeated contact–separation motion.
Additionally, combined with a Darlington transistor, the flex-
ible MCH-TENG has also been successfully explored as an elec-
tronic switch. The device can drive electronic counters, LED
strips and panels. This work demonstrates the application pro-
spect of a commercial MCH as a stretchable electrode in the
fabrication of TENGs for stretchable power sources. The
obtained MCH-TENG is expected to have great potential appli-
cation in wearable electronic products, soft robots, biomedical
monitoring, and other fields in the future.

4. Experiment section
4.1 Materials

A medical conductive hydrogel (viscosity: 15 000–80 000 mPa s;
pH: 5.5–9.0; conductivity: 10.0–85.0 mS cm−1 at 25 °C) was
bought from Suzhou Letai Medical Technology Co., Ltd.
Silicone rubber (Ecoflex 00-30) was supplied by Smooth-On,

Inc. Conductive cloth was purchased from Jingdong mall
online.

4.2 Fabrication of the MCH-TENG based on the medical
conductive hydrogel

Two acrylic molds were prepared by laser cutting. One had a
groove structure, and the other had a rectangular bulge in the
middle of the groove. The matrix and curing agent (1 : 1,
volume ratio) of the liquid silicone rubber were mixed evenly,
and poured into the acrylic mold (80 × 60 mm2, depth of
3 mm) with a rectangular bulge (60 × 40 mm2, height of 2 mm)
and the acrylic mold with a groove structure (80 × 60 mm2,
depth of 0.5 mm). The silicone liquid solidified naturally at
room temperature. Afterwards, the cured silicone rubber struc-
tures were taken out of the molds. Then, a copper wire or con-
ductive cloth with different areas was attached to one side of a
silicone rubber structure. The two silicone rubber structures
were sealed together along the edges (10 mm) with liquid sili-
cone rubber to obtain a silicone rubber sheet with a cavity (60
× 40 × 2 mm3). The MCH was injected into the cavity by using
a syringe and the whole cavity was filled. The volume of the
hydrogel used was 4800 mm3. To ensure the smooth injection
process and the absence of pressure build-up inside the cavity,
another syringe was used to pump air out of the cavity. After
this process, the flexible and stretchable MCH-TENG was
prepared.

4.3 Characterization and measurements

When measuring the electrical properties of the MCH-TENG, a
commercial linear motor (LinMot E1100) was employed to
provide power with a stable and adjustable frequency. Defatted
cowhide was used to simulate human skin as a pair of friction
materials for the MCH-TENG. The Voc, Qsc, and Isc values were
recorded by using a high impedance Keithley 6514 electro-
meter. The mechanical tensile test of the silicone rubber was
performed by using a microcomputer controlled electronic
tensile testing machine (CMT2103).
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